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@  A  digital  signal  processing  system  for  effec- 
tively  accessing  a  large  amount  of  memory  data 
having  a  delay  time  larger  than  a  system  clock 
by  means  of  time  sharing  of  the  pipeline  method 
and  by  system  clock  of  one  cycle  of  single  high 
speed  digital  signal  processor.  A  digital  address 
signal  is  output  from  the  high  speed  signal 
processor  (1)  into  a  number  of  memories  (3A  - 
3E)  through  a  demultiplexer  (2).  A  data  reading 
from  each  memory  is  read  into  a  number  of 
registers  (5A  -  5E)  each  corresponding  to  a 
memory  through  a  multiplexer  (4),  and  is  fed- 
back  to  the  digital  signal  processor. 
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The  present  invention  relates  to  a  digital  signal 
processing  system,  and  more  particularly  to  a  high 
speed  digital  signal  processing  system  for  effectively 
accessing  a  large  amount  of  memory  information 
having  a  delay  time  larger  than  a  system  clock  by 
means  of  time  sharing  of  the  pipeline  method  and  by 
the  system  clock  of  one  cycle  of  a  single  high  speed 
digital  signal  processor. 

A  digital  signal  processing  system  for  converting 
analog  signals  into  digital  signals  includes  a  memory 
for  saving  data  and  a  device  for  operating  the  digital 
signal.  The  system  obtains  a  result  by  operation  of  the 
data.  However,  the  total  process  speed  has  hereto- 
fore  been  limited  because  the  time  delay  for  access- 
ing  the  data  in  the  memory  is  larger  than  that  of  the 
operation  device. 

In  general,  a  conventional  digital  signal  process- 
ing  system  is  constructed  to  use  only  one  memory  to 
one  digital  signal  processor.  Therefore,  a  system 
clock  larger  than  the  data  access  time  delay  in  the 
memory  is  required  since  the  system  clock  of  the  dig- 
ital  signal  processor  is  set  on  the  basis  of  data  access 
time  delay  in  memory. 

The  signal  processing  system  using  the  digital 
signal  processor  must  use  real  time  processing, 
which  is  an  enormous  operation.  Therefore,  the  digi- 
tal  signal  processor  for  real  time  processing  is  restrict- 
ed  and  is  difficult  to  embody  due  to  the  influence  of 
the  memory  with  a  very  large  time  delay.  Thus,  for  a 
long  time,  digital  signal  processing  systems  have 
adopted  a  form  in  which  a  plurality  of  digital  signal 
processors  are  connected  in  parallel  to  a  plurality  of 
memories. 

An  object  of  the  present  invention  is  to  provide  an 
improved  digital  signal  processing  system  that  is  ca- 
pable  of  accessing  effectively  a  plurality  of  memories, 
which  are  connected  in  parallel  to  a  single  digital  sig- 
nal  processor  by  a  method  involving  time  sharing  of 
a  pipeline. 

According  to  the  present  invention  there  is  pro- 
vided  a  digital  signal  processing  system,  comprising: 
a  digital  signal  processor  for  performing  a  high  speed 
operation  and  generating  an  address  signal  respon- 
sive  to  a  system  clock;  a  plurality  of  memories  con- 
nected  to  said  signal  processor  in  parallel  and  having 
a  relatively  low  processing  speed  compared  to  said 
signal  processor,  for  outputting  a  corresponding  data 
responsive  to  the  address  signal;  and  a  plurality  of 
registers  for  temporarily  storing  the  data  accessed 
from  each  corresponding  memory  and  subsequently 
supplying  the  data  for  said  signal  processor. 

The  system  may  further  comprise  a  demultiplex- 
er  for  gradually  dividing  the  address  signal  supplied 
from  said  digital  signal  processor  into  each  memory, 
and  a  multiplexer  for  selectively  outputting  the  data 
supplied  from  each  memory  into  each  corresponding 
register. 

According  toa  preferred  embodiment  of  the  pres- 

ent  invention,  the  system  clock  synchronizes  the  dig- 
ital  signal  processor,  demultiplexer,  and  multiplexer.  It 
is  thereby  possible  to  effectively  access  a  plurality  of 
memories  by  means  of  time  sharing.  As  a  result,  the 

5  system  performance  restricted  within  large  memory 
access  time  delay  is  improved. 

Embodiments  of  the  invention  will  now  be  descri- 
bed  by  way  of  example  only,  with  reference  to  the  ac- 
companying  drawings,  in  which; 

10  Figure  1  is  a  block  diagram  of  a  digital  signal  proc- 
essing  system  in  accordance  with  an  embodi- 
ment  of  this  invention;  and 
Figure  2(A)  to  2(K)  are  waveforms  showing  the 
operation  of  the  circuit  shown  in  Figure  1. 

15  Referring  to  Figure  1,  the  system  comprises  a 
digital  signal  processor  1  generating  address  signals 
A,  B,  C,  D  and  E  in  accordance  with  a  system  clock 
SCK,  having  a  high  speed  operational  function.  The 
address  signals  A,  B,  C,  D  and  E  of  the  digital  signal 

20  processor  1  are  gradually  divided  into  a  memory  block 
3  connected  in  parallel  through  a  1x5  demultiplexer  2. 
The  memory  block  3,  for  example,  consists  of  five 
memories,  generally  3A  to  3E. 

Generally,  the  processing  speed  of  each  memory 
25  (3Ato  3E)  is  slower  than  the  digital  signal  processor 

1.  Each  memory  outputs  data  corresponding  to  the 
address  of  each  memory  in  response  to  each  address 
signal  (A  to  E).  Each  portion  of  data  is  selectively  stor- 
ed  in  a  respective  one  of  five  registers  (5Ato  5E)  cor- 

30  responding  to  each  memory  through  a  5x1  multiplex- 
er  4.  The  data  temporarily  stored  at  said  registers  (5A 
to  5E)  is  fedback  to  the  digital  signal  processor  1. 

In  the  illustrated  embodiment,  the  memory  block 
3  consists  of  five  memories.  A  number  of  memory  is 

35  determined  by  a  value  resulted  from  dividing  the  data 
access  delay  time  of  one  memory  by  a  system  clock 
time  of  the  digital  signal  processor.  For  example,  in 
the  case  where  the  data  access  delay  time  of  the 
memory  is  100  nanoseconds  and  the  system  clock 

40  time  of  the  digital  signal  processor  is  20  nanosec- 
onds,  five  memories  can  be  established  in  the  mem- 
ory  block  3. 

Figures  2(A)  to  2(K)  are  waveforms  illustrating 
the  signals  output  from  the  components  of  Figure  1. 

45  The  system  clock  of  20ns  is  input  periodically  to  the 
digital  signal  processor  1,  and  then  the  digital  signal 
processor  1  outputs  address  signals  1Ato  1E  corre- 
sponding  to  the  system  clock  SCK.  The  waveforms  of 
the  system  clock  SCK  is  shown  in  Figure  2(A). 

so  Figures  2(B)  to  2(F)  illustrate  address  signals  1  A 
to  1  E  which  access  five  memories  3Ato  3E.  First,  the 
first  memory  3A  is  accessed  by  the  signal  1A  since 
the  1x5  demultiplexer  sequentially  outputs  the  ad- 
dress  signals.  Successively,  the  second  to  fifth  mem- 

55  ories  3B  to  3E  are  accessed  by  the  signals  2B  to  2E 
per  20ns,  respectively. 

After  100ns,  referring  now  to  Figures  2(G)  to 
2(K),  it  may  be  seen  that  the  memories  3A  to  3E  are 

2 



3 EP  0  589  662  A2 4 

gradually  output  the  data  D1  to  D5  corresponding  to 
the  address  of  each  memory  per  20ns.  For  example, 
the  third  memory  3C  is  output  the  data  D3  after 
1  30ns.  At  the  same  time,  the  data  D1  to  D5  are  grad- 
ually  stored  in  the  registers  5A  to  5E  respectively, 
through  the  5x1  multiplexed.  Similarly,  the  data  from 
the  memory  is  gradually  stored  in  the  register  5  at  in- 
tervals  of  20ns.  The  switching  time  of  the  multiplexer 
which  is  gradually  selected  and  output  is  equal  to  the 
system  clock  SCK  and  the  demultiplexer  2. 

The  data  stored  in  the  registers  5Ato  5E  is  fed- 
back  to  the  digital  signal  processor  1.  Successively, 
the  memory  block  3  may  be  input  new  address  sig- 
nals  1A  to  1E'  and  output  new  data  D'1  to  D'5.  This 
then  repeats. 

According  to  the  present  invention,  a  memory 
can  be  used  in  this  system  even  if  the  memory  is  of 
relatively  low  processing  speed  compared  to  the  dig- 
ital  signal  processor.  If  the  system  clock  cycle  is  in- 
tended  to  be  a  times  and  the  memory  access  time  de- 
lay  is  intended  to  be  p  times,  the  address  signals  1A, 
1B,  1C,  1Dand  1E  are  available  for  a,  2a,  3a,  4a,  and 
5a  times,  respectively.  Also,  the  effective  times  of  the 
data  D1  ,  D2,  D3,  D4,  and  D5  are  available  for  p,  a+p, 
2a+p,  3a+p,  and  4a+p,  respectively.  Accordingly,  it  is 
possible  to  access  the  memory  having  a  delay  times 
P  larger  than  a  cycle  within  one  system  clock  cycle  a. 

As  described  above,  in  embodiments  of  the  pres- 
ent  invention  there  can  be  accessed  the  memory  in- 
formation  by  the  system  clock  of  one  cycle  as  a  con- 
sequence  of  using  one  digital  signal  processor  con- 
nected  in  parallel  to  the  plurality  of  memory.  As  a  re- 
sult,  high  speed  processing  is  enabled  despite  the 
time  delay  of  the  memory.  Thus,  the  invention  is  use- 
ful  for  a  digital  signal  processing  system  having  a 
large  amount  of  memory  to  process  a  large  amount  of 
data  within  a  short  time. 

Claims 

1.  A  digital  signal  processing  system,  comprising;  a 
digital  signal  processor  (1)  for  performing  a  high 
speed  operation  and  generating  an  address  sig- 
nal  responsive  to  a  system  clock;  a  plurality  of 
memories  (3A-  3E)  connected  to  said  signal  proc- 
essor  in  parallel  and  having  a  relatively  low  proc- 
essing  speed  compared  to  said  signal  processor, 
for  outputting  corresponding  data  responsive  to 
the  address  signal;  and  a  plurality  of  registers  (5A 
-  5E)  for  temporarily  storing  the  data  accessed 
from  each  corresponding  memory  and  supplying 
the  data  for  said  signal  processor. 

2.  The  system  according  to  Claim  1,  further  com- 
prising;  a  demultiplexer  (2)  for  sequentially  dis- 
tributing  the  address  signal  supplied  from  said 
digital  signal  processor  to  each  memory;  and  a 

multiplexer  (4)  for  selectively  outputting  the  data 
supplied  from  each  memory  into  each  corre- 
sponding  register. 

5  3.  The  system  according  to  Claim  2,  wherein  said 
demultiplexer  and  multiplexer  are  synchronized 
with  the  system  clock. 

4.  The  system  according  to  Claim  1,  wherein  the 
10  number  of  memories  connected  in  parallel  to  said 

digital  signal  processor  is  determined  by  a  value 
derived  from  dividing  the  data  access  delay  time 
of  each  memory  by  the  system  clock  time  of  the 
digital  signal  processor. 
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