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Description

Cross Reference to related Applications

[0001] The present application claims priority to and
benefit of JP 2010-133828 filed on 11 June 2010.

Technical Field

[0002] The present invention relates to a bicycle aux-
iliary power supply system.

Background Art

[0003] Among bicycles, assist bicycles are convention-
ally known in which human-powered drive force is assist-
ed by an electric motor. One such conventional assist
bicycle regeneratively controls an electric motor provided
on a wheel using a controller. With such a conventional
assist bicycle, a battery is regeneratively charged by sup-
plying power obtained from the electric motor to the bat-
tery.
[0004] Japanese Patent Laid-Open No. 2005-304283
discloses such a motor control unit to provide for high
regenerative efficiency. The motor control unit comprises
an inverter capable of performing regenerative charging
operation in which an AC voltage provided by a motor is
converted into a DC voltage which is supplies to a battery
that is power source for the motor, and a control circuit
for controlling the inverter. The inverter comprises a plu-
rality of switching elements, and a plurality of rectifying
elements for connecting source and drain of the switching
elements together. The control circuit controls regener-
ative charging operation by sequentially turning on/off a
plurality of switching elements included in the plurality of
switching elements.; During the period when one switch-
ing element is turned on and/or off for controlling the re-
generative charging operation, at least another switching
element interposed in a current loop line formed in that
period is set to be on. Document JP 2009/220669 dis-
closes a bicycle auxiliary power supply according to the
preamble of claim 1, considering that supplies power to
the electrical component (20) depending on a supply sit-
uation of power from a power supply mounted on the
bicycle could be interpreted as a systematic regenerative
supply.

SUMMARY OF INVENTION

Technical Problem

[0005] With a conventional assist bicycle, when a bat-
tery runs out, regenerative control by a motor that pro-
vides power generating and charging functions can no
longer be executed. As a result, there is a risk that all
electric-operated components mounted on the assist bi-
cycle may become unusable.
[0006] An object of the present invention is to provide

a system capable of stably supplying power to electrical
components of a bicycle.

Solution to Problem

[0007] A bicycle auxiliary power supply system accord-
ing to claim 1 includes an auxiliary power supply portion.
The auxiliary power supply portion is configured to be
operated only by power from a power generating portion
provided in the bicycle. The auxiliary power supply por-
tion supplies power generated by the power generating
portion to electrical components mountable to the bicycle
depending on a supply situation of power from a power
supply mounted on the bicycle, the power supply being
a power storage portion.
[0008] In this auxiliary power supply system, the aux-
iliary power supply portion is operated by power from a
power generating portion provided in the bicycle, and
when supply of power to electrical components from the
power supply mounted on the bicycle is reduced or sus-
pended, the auxiliary power supply portion supplies pow-
er to the electrical components. As shown, in the present
first invention, power can be stably supplied to the elec-
trical components of the bicycle depending on a supply
situation of power from the power supply mounted on the
bicycle. In other words, in the present invention, power
can be stably supplied to the electrical components of
the bicycle without having to particularly provide other
power supplying means.
[0009] In a preferred embodiment the auxiliary power
supply portion converts power generated by the power
generating portion into a voltage or a current at which
the electrical components are operable and outputs the
voltage or current.
[0010] In this case, since the auxiliary power supply
portion converts power generated by the power gener-
ating portion into a voltage or a current at which the elec-
trical components are operable and outputs the voltage
or current, the electrical components can be operated
regardless of a value of the power outputted from the
power generating portion.
[0011] According to the invention, the auxiliary power
supply portion includes a rectifying portion that rectifies
a voltage from the power generating portion and a voltage
converting portion that transforms the rectified voltage
into a first voltage.
[0012] In this case, in the auxiliary power supply por-
tion, since the rectifying portion rectifies a voltage from
the power generating portion and the voltage converting
portion transforms the rectified voltage into a first voltage,
even if a voltage of the power outputted from the power
generating portion fluctuates, the voltage can be trans-
formed in a stable state.
[0013] In another preferred embodiment the first volt-
age is set equal to or higher than a second voltage that
is at which the electrical components are operable and
lower than a minimum voltage that is outputtable from
the power supply.
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[0014] In this case, since the first voltage is set equal
to or higher than a second voltage that is at which the
electrical components are operable and lower than a min-
imum voltage that is outputtable from the power supply,
when power is being supplied from the power supply
mounted to the bicycle, supply of power from the auxiliary
power supply portion to the electrical components is reg-
ulated while maintaining a voltage at which the electrical
components are operable. Accordingly, when power is
being supplied from the power supply mounted to the
bicycle, the electrical components can be stably operated
using the power from the power supply.
[0015] According to the invention, power is supplied
from the auxiliary power supply portion to the electrical
components at the first voltage when the voltage output-
ted from the power supply falls below the first voltage.
[0016] In this case, when the voltage outputted from
the power supply falls below the first voltage or, in other
words, when the voltage outputted from the power supply
falls below the first voltage of the auxiliary power supply
portion that is standing by to supply power, power is sup-
plied from the auxiliary power supply portion to the elec-
trical components at the first voltage. Accordingly, when
power from the power supply mounted on the bicycle is
reduced or suspended, power supplying means can be
smoothly switched from the power supply to the auxiliary
power supply portion.
[0017] According to the invention, the power generat-
ing portion is a motor that assists rotation of a wheel of
the bicycle.
[0018] In this case, since the power generating portion
is a motor that assists rotation of a wheel of the bicycle,
the auxiliary power supply portion can be operated using
the motor that assists rotation of a wheel of the bicycle
and without having to particularly provide a power gen-
erating portion for operating the auxiliary power supply
portion. Accordingly, the auxiliary power supply system
can be constructed without significantly changing a con-
figuration of the bicycle.
[0019] According to yet another preferred embodiment
the system, further includes a diode. Preferably an anode
of the diode is electrically connected to the auxiliary pow-
er supply portion and a cathode of the diode is electrically
connected to the electrical components.
[0020] In this case, since the diode is arranged be-
tween the auxiliary power supply portion and the electri-
cal components, even if a voltage difference is created
between the voltage outputted from the power supply
and the voltage outputted from the auxiliary power supply
portion, a current outputted from the power supply can
be regulated so as not to counterflow into the auxiliary
power supply portion. Accordingly, when power from the
power supply mounted on the bicycle is reduced or sus-
pended, power can be supplied from the auxiliary power
supply portion to the electrical components.

Advantageous Effect of Invention

[0021] According to the present invention, power can
be stably supplied to electrical components of a bicycle.

BRIEF DESCRIPTION OF DRAWINGS

[0022]

Figure 1 is a right side view of a bicycle adopting an
embodiment of the present invention.

Figure 2 is an exploded perspective view of a motor-
integrated hub.

Figure 3 is a circuit block diagram of a drive circuit.

Figure 4 is a circuit block diagram of an auxiliary
power supply circuit.

Figure 5 is a circuit block diagram of an auxiliary
power supply circuit (another embodiment).

DESCRIPTION OF EMBODIMENTS

Overall configuration of bicycle

[0023] In Figure 1, a bicycle adopting an embodiment
of the present invention is an assist bicycle in which hu-
man-powered driving is assisted by a motor-integrated
hub 10. The bicycle includes a frame 101 having a frame
body 102 and a front fork 103, a handle portion 104, a
driving portion 105, a front wheel 106f, a rear wheel 106r,
a front braking device 107f and a rear braking device
107r, a headlight 23, and a tail light 24. The front fork 103
is mounted to a front part of the frame body 102 so as to
be pivotable around an inclined axis. The front braking
device 107f and the rear braking device 107r perform
braking by respectively coming into contact with rims 121f
and 121r of the front wheel 106f and the rear wheel 106r.
[0024] Respective parts including a saddle 111 and
the handle portion 104 are mounted to the frame 101.
The driving portion 105 has a crankshaft 116 rotatably
supported by a hanger portion of the frame body 102, a
gear crank 118a and a left crank (not shown) fixed to
both ends of the crankshaft 116, a chain 119 stretched
over the gear crank 118a, a gear 109 mounted to a rear
hub 110 of the rear wheel 106r, a front derailleur 108f,
and a rear derailleur 108r.
[0025] The front derailleur 108f throws the chain 119
over, for example, any of three sprockets mounted to the
gear crank 118a. The rear derailleur 108r throws the
chain 119 over, for example, any of nine sprockets of the
gear 109 that are mounted to the rear hub 110. The front
derailleur 108f and the rear derailleur 108r are both elec-
trically driven, and respectively have an electric actuator
(not shown), a stage sensor that detects a present shift
stage, and a derailleur control portion that controls the
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electric actuator and the stage sensor. A shift switch that
instructs gear shifting is provided on the handlebar 115.
The derailleur control portion controls the electric actua-
tor in response to an operation of the shift switch. While
the front derailleur 108f and the rear derailleur 108r are
to be electrically driven in the present embodiment, the
front derailleur 108f and the rear derailleur 108r may al-
ternatively be configured so as to be coupled to shift le-
vers via wires and shift-driven when the wires are pulled
by the shift levers.
[0026] A rear carrier 112 is mounted to a rear upper
part of the frame body 102. A rear carrier unit 13 including
an overall control portion 12 that controls electrical com-
ponents 20 of the entire bicycle is mounted to the rear
carrier 112. A power storage portion 14 that acts as a
power supply for the electrical components 20 such as
the motor-integrated hub 10, the overall control portion
12, and the headlight 23 (refer to Figure 3 for the electrical
components 20) is detachably mounted on the rear car-
rier unit 13. The power storage portion 14 includes a stor-
age battery. The storage battery includes, for example,
a nickel-hydride battery or a lithium-ion battery. The tail
light 24 is integrally mounted to the power storage portion
14.
[0027] The handle portion 104 has a handle stem 114
fixed to an upper part of the front fork 103 and a bar
handle-type handlebar 115 fixed to the handle stem 114.
A left brake lever 16f and a right brake lever 16r are
mounted on both ends of the handlebar 115. In addition,
a display unit 18 and the headlight 23 are mounted to a
central part of the handlebar 115. The display unit 18 is
capable of displaying operating modes such as an assist
mode and a regenerative brake mode.

Motor-integrated hub

[0028] The motor-integrated hub 10 constitutes a hub
of the front wheel 106f of the bicycle. The motor-integrat-
ed hub 10 is mounted to a distal end of the front fork 103
and is for assisting human power. The motor-integrated
hub 10 includes, for example, a three-phase brushless
DC motor. As shown in Figure 2, the motor-integrated
hub 10 has a hub axle 15, a motor case 17 mounted to
the hub axle 15, and an electrical circuit portion 19 ar-
ranged inside the motor case 17. In addition, the motor-
integrated hub 10 has a motor main body 10a (refer to
Figure 3) not shown in Figure 2. The motor main body
10a has a rotor rotatably supported by the hub axle 15,
a stator fixed to an inner circumferential surface of a first
cylindrical portion 36c, to be described later, of the motor
case 17 on an outer circumferential side in a radial direc-
tion of the rotor, and a rotation transmitting mechanism
that transmits rotation of the rotor to a second case mem-
ber 34, to be described later, of the motor case 17.
[0029] The rotor has a magnet (not shown) having, for
example, a plurality of magnetic poles in a circumferential
direction, and a magnet holding portion that holds the
magnet. The magnet holding portion is rotatably support-

ed by the hub axle 15 via two axle bearings arranged at
an interval in a hub axle direction. The stator has a plu-
rality of coils (not shown) arranged at intervals in a cir-
cumferential direction on the inner circumferential sur-
face of the first cylindrical portion 36c. The plurality of
coils are sequentially excited by an alternating current
that is switched by a field-effect transistor 44 of the elec-
trical circuit portion 19, and rotates the rotor in a direction
of forward movement. The rotation transmitting mecha-
nism transmits rotation of the rotor to the second case
member 34 of the motor case 17 and rotates the front
wheel 106f in the direction of forward movement. The
rotation transmitting mechanism has a planetary gear
mechanism (not shown). The planetary gear mechanism
decelerates the rotation of the rotor and transmits the
same to the second case member 34 of the motor case
17. A mechanical configuration of the motor main body
is not limited to the configuration described above. For
example, while the configuration described above in-
cludes an inner rotor-type motor, an outer rotor-type mo-
tor may be used instead. In addition, instead of using a
planetary gear mechanism as the rotation transmitting
mechanism, a configuration may be adopted in which the
rotor is directly connected to the second case member 34.

Hub axle

[0030] The hub axle 15 is made of, for example, steel.
Both ends of the hub axle 15 are non-rotatably mountable
to a front pawl portion 103a on the distal end of the front
fork 103. A pair of left and right male screw portions 15b
to which nut members for fixing the hub axle 15 to the
front fork 103 are to be screwed is formed on outer cir-
cumferential surfaces of both ends of the hub axle 15. In
addition, a fixing portion 15d having two parallel surfaces
is formed on an outer circumferential surface of the male
screw portion 15b. The first case member 32, to be de-
scribed later, of the motor case 17 is non-rotatably cou-
pled to the hub axle 15 at an inward position in the hub
axle direction of the fixing portion 15d. A nut member and
a locknut (both not shown) are screwed to one male
screw portion 15b. A nut member (not shown) and a nut
member 52 that fixes the first case member 32 are
screwed to the other male screw portion 15b. A turning
preventing washer (not shown) which respectively non-
rotatably engages the fixing portion 15d and which en-
gages a mounting groove 103b of the front fork 103 to
prevent turning of the hub axle 15 is mounted to an inward
position on an axial direction of the nut member.

Motor case

[0031] As shown in Figure 2, the motor case 17 has
the first case member 32 that is non-rotatably coupled to
the hub axle 15, and the second case member 34 having
a first axial end rotatably supported by the first case mem-
ber 32 and a second axial end rotatably supported by the
hub axle 15. The second case member 34 is made of,
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for example, an aluminum alloy.
[0032] The first case member 32 has a recessed por-
tion 32a which is formed on an outside surface and which
is capable of receiving the distal end portion of the front
fork 103, and a bulging portion 32b which forms the re-
cessed portion 32a and which bulges outward in the hub
axle direction. A space for housing the electrical circuit
portion 19 is formed inside the bulging portion 32b. The
aforementioned motor main body 10a and various mech-
anisms such as the rotation transmitting mechanism are
housed in a space formed by the first case member 32
and the second case member 34.
[0033] The first case member 32 has a case main body
36 non-rotatably mounted to the hub axle 15 and a cover
member 38 fixed to an outside surface of the case main
body 36 by a plurality of (for example, five) mounting bolts
37. The electrical circuit portion 19 is housed between
the cover member 38 and the case main body 36. The
case main body 36 and the cover member 38 are made
of, for example, an aluminum alloy.
[0034] The case main body 36 has a first boss portion
36a non-rotatably coupled to the hub axle 15, a first cir-
cular plate portion 36b integrally formed with the first boss
portion 36a, and a tubular first cylindrical portion 36c that
extends from an outer circumferential portion of the first
circular plate portion 36b toward the second case mem-
ber 34. A noncircular coupling hole (not shown) to be
non-rotatably coupled to the hub axle 15 is formed on an
inner circumferential surface of the first boss portion 36a.
[0035] An outside surface of the first circular plate por-
tion 36b is an approximately flat surface. A plurality of
mounting bosses 36e formed so as to protrude outward
in the direction of the hub axle 15 is formed on the outside
surface. A circuit board 42 of the electrical circuit portion
19 is fixed to the mounting bosses 36e by mounting bolts
53. An inner ring (not shown) of, for example, a ball bear-
ing-type first axle bearing 30 that rotatably supports the
first end of the second case member 34 is mounted to
the outer circumferential surface of the first cylindrical
portion 36c.
[0036] The cover member 38 has, on an outside sur-
face thereof, the aforementioned recessed portion 32a
and the bulging portion 32b. On an inside surface of the
cover member 38, a sealing member 62 that suppresses
penetration of liquids into the arrangement space of the
electrical circuit portion 19 is arranged between the cover
member 38 and the case main body 36. The sealing
member 62 is formed by rubber or the like which is wa-
terproof and elastic. As shown in Figure 2, the sealing
member 62 is mounted to a sealing groove 36f formed
on the outside surface of the first circular plate portion
36b of the case main body 36.
[0037] The recessed portion 32a is formed slightly wid-
er than a distal end shape of an ordinary front fork so as
to be able to receive front forks of various shapes. The
electrical circuit portion 19 fixed to the first circular plate
portion 36b is arranged inside the bulging portion 32b. A
radiator sheet (not shown) for collectively cooling a plu-

rality of semiconductor elements (in particular, the field-
effect transistor 44 to be described later) is mounted on
an inside surface of the bulging portion 32b.
[0038] A wiring connecting portion 38a is formed on
one edge of the recessed portion 32a so as to protrude
outward in a circumferential direction of the case main
body 36. The wiring connecting portion 38a is formed
slightly depressed in the hub axle direction than the bulg-
ing portion 32b. The wiring connecting portion 38a is pro-
vided in order to extract, to the outside, a duplex electric
power line that connects the electrical circuit portion 19
with the overall control portion 12 and the power storage
portion 14. As shown in Figure 1, the wiring connecting
portion 38a is formed in proximity to a rear portion of the
front fork 103 and is arranged along the front fork 103.
Moreover, in the present embodiment, an electric power
line 70 (refer to Figure 3) is configured so as to be capable
of performing power supply and signal communication
due to PLC (power line communications).
[0039] The second case member 34 has a structure
similar to a hub shell of an ordinary bicycle hub and is a
bottomed tubular member. The second case member 34
is rotatably mounted to the hub axle 15. The second case
member 34 has a second boss portion (not shown) ro-
tatably coupled to the hub axle 15 via an axle bearing, a
second circular plate portion (not shown) integrally
formed with the second boss portion, and a second cy-
lindrical portion 34d tubularly extending inward in the hub
axle direction from an outer circumferential portion of the
second circular plate portion. The second cylindrical por-
tion 34d is arranged on an outer circumferential side of
the first cylindrical portion 36c. An outer ring (not shown)
of the first axle bearing 30 is mounted to a first end-side
inner circumferential surface of the second cylindrical
portion 34d. A first hub flange 40a and a second hub
flange 40b for coupling the rim 121f of the front wheel
106f and the motor-integrated hub 10 with each other by
spokes 122 are formed at an interval at both ends in the
hub axle direction on an outer circumferential surface of
the second cylindrical portion 34d.

Electrical circuit portion

[0040] The electrical circuit portion 19 controls driving
of the motor-integrated hub 10 and supplementarily con-
trols power supplied to the electrical components 20. The
electrical circuit portion 19 has a function of a DC-AC
inverter which switches a direct current supplied from the
power storage portion 14 and converts the direct current
into an alternating current. In addition, the electrical cir-
cuit portion 19 has a function of a rotation sensor that
detects at least any of a rotation and a rotational speed
of the motor-integrated hub 10 from a frequency of the
switching. Furthermore, the electrical circuit portion 19
also has a regenerative driving function for varying a ratio
of regenerative braking, in which braking is performed
by using the motor-integrated hub 10 as a power gener-
ator, by controlling the overall control portion 12 during
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such regeneratively braking. Moreover, the electrical cir-
cuit portion 19 also has a dynamo function in which the
motor main body 10a (power generating portion) ar-
ranged inside the motor-integrated hub 10 is used as a
power generator to supply power at which the electrical
components 20 are operable to the electrical compo-
nents 20. In addition, the electrical circuit portion 19 has
an electric power line communication portion (not shown)
for performing electric power line communication. The
electric power line communication portion communicates
with the overall control portion 12 that is an electrical
component 20 via the electric power line 70 and delivers
a command from the overall control portion 12 to the elec-
trical circuit portion 19.
[0041] As shown in Figure 3, the electrical circuit por-
tion 19 has a motor drive circuit 41 and an auxiliary power
supply circuit 200. As shown in Figure 2, the motor drive
circuit 41 has a plurality of (for example, six) field-effect
transistors (FETs) 44 mounted to the circuit board 42
fixed to the outside surface of the case main body 36,
and other electronic parts including a motor control ele-
ment 46. A voltage from the electric power line 70 is in-
putted to the motor drive circuit 41. In addition, as de-
scribed earlier, the plurality of field-effect transistors 44
are arranged in contact with the radiator sheet. As such,
heat mainly generated at the field-effect transistors 44
can be discharged to the outside via the cover member
38.
[0042] The auxiliary power supply circuit 200 supple-
mentarily controls power to be supplied to the electrical
components 20. The auxiliary power supply circuit 200
is mounted to the circuit board 42. For example, the aux-
iliary power supply circuit 200 is mounted to a rear surface
(indicated by a dashed line in Figure 2) of the circuit board
42 shown in Figure 2. Details of the auxiliary power supply
circuit 200 will be described with reference to the auxiliary
power supply system 100 to be described later.

Auxiliary power supply system

[0043] The auxiliary power supply system 100 supplies
power to electrical components 20 mountable to the bi-
cycle depending on a supply situation of power from a
power supply mounted on the bicycle. As shown in Figure
3, the auxiliary power supply system 100 has the motor
main body 10a arranged inside the motor-integrated hub
10, the auxiliary power supply circuit 200 (auxiliary power
supply portion) for supplying power to the electrical com-
ponents 20 when the supply of power from the power
supply is suspended, and a first diode 47.
[0044] Output of the power storage portion 14 that sup-
plies power necessary for driving the motor main body
10a varies according to power storage states. For exam-
ple, when fully charged, the power storage portion 14
outputs a maximum voltage. As the amount of charge of
the power storage portion 14 decreases, the output volt-
age decreases from the maximum voltage to a minimum
voltage. For example, as the amount of charge of the

power storage portion 14 decreases, the output voltage
decreases from 24 V (maximum voltage) to 18 V (mini-
mum voltage). Subsequently, when power stored in the
power storage portion 14 runs out or the power storage
amount drops to or below a predetermined amount, out-
put from the power storage portion 14 is suspended.
[0045] As shown in Figure 3, the motor main body 10a
is coupled to the motor drive circuit 41 via wiring such as
three power lines for driving and controlling the motor
main body 10a. In addition, each of the three power lines
that couple the motor main body 10a and the motor drive
circuit 41 to each other is coupled to the auxiliary power
supply circuit 200.
[0046] The auxiliary power supply circuit 200 is oper-
ated by power from the motor main body 10a provided
in the bicycle. The auxiliary power supply circuit 200 sup-
plies power generated by the motor main body 10a to
the electrical components 20 depending on a power out-
put state of the power storage portion 14 mounted on the
bicycle. More specifically, the auxiliary power supply cir-
cuit 200 converts power generated by the motor main
body 10a into a voltage or a current at which the electrical
components 20 are operable and outputs the voltage or
current.
[0047] As shown in Figures 3 and 4, the auxiliary power
supply circuit 200 has a first rectifier circuit 201 (rectifying
portion) that rectifies a voltage from the motor main body
10a and a buck-boost circuit 210 (voltage converting por-
tion) that transforms the rectified voltage.
[0048] The first rectifier circuit 201 is a circuit that rec-
tifies and smoothes a voltage from the motor main body
10a. For example, the first rectifier circuit 201 rectifies
and smoothes an alternating-current voltage from the
motor main body 10a. The first rectifier circuit 201 has a
second diode 202 and a capacitor 203. The second diode
202 is connected to each power line and applies half-
wave rectification to an alternating-current voltage input-
ted from each power line. In addition, the voltage sub-
jected to half-wave rectification is inputted to the capac-
itor 203 to be smoothed by the capacitor 203.
[0049] The buck-boost circuit 210 is a circuit for adjust-
ing a direct-current voltage rectified by the first rectifier
circuit 201 into a predetermined voltage (first voltage).
The buck-boost circuit 210 is operated using a direct-
current voltage rectified by the first rectifier circuit 201.
The buck-boost circuit 210 has a transformer circuit 211,
a first switch circuit 212, a transforming DC-DC converter
213, a transforming control circuit 214, and a second rec-
tifier circuit 215.
[0050] The transformer circuit 211 adjusts a direct-cur-
rent voltage rectified by the first rectifier circuit 201 into
a predetermined voltage. The predetermined voltage is
set equal to or higher than a voltage at which the electrical
components 20 are operable (second voltage) and lower
than a minimum voltage outputtable from the power stor-
age portion 14. Here, an example is shown in which the
voltage at which the electrical components 20 are oper-
able is 6 V and a minimum voltage outputtable from the
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power storage portion 14 is 18 V. In addition, the example
shows the predetermined voltage set to 10 V.
[0051] The first switch circuit 212 is connected to the
transformer circuit 211. Due to an on/off operation of the
first switch circuit 212, the transformer circuit 211 adjusts
a direct-current voltage rectified by the first rectifier circuit
201 into 10 V.
[0052] The first switch circuit 212 is arranged between
the transformer circuit 211 and the transforming control
circuit 214. The first switch circuit 212 is, for example, an
FET (field effect transistor). The FET operates as a
switch. An on/off state of the first switch circuit 212 is
controlled by the transforming control circuit 214. For ex-
ample, a ratio of input voltage to on/off time (duty ratio)
is controlled by the transforming control circuit 214 so as
to adjust the output voltage to 10 V.
[0053] The second rectifier circuit 215 rectifies and
smoothes a voltage outputted from the transformer circuit
211. For example, the second rectifier circuit 215 has a
third diode 215a and a capacitor 215b. The third diode
215a rectifies a voltage adjusted by the transformer cir-
cuit 211. In addition, this voltage is applied to the capac-
itor 215b to be smoothed by the capacitor 215b.
[0054] The transforming DC-DC converter 213 adjusts
a voltage rectified by the first rectifier circuit 201 into a
voltage at which the transforming control circuit 214 is
operable. Here, the voltage rectified by the first rectifier
circuit 201 is adjusted to a predetermined voltage such
as 6 V.
[0055] The transforming control circuit 214 is activated
and operated by a voltage adjusted by the transforming
DC-DC converter 213. The transforming control circuit
214 monitors a voltage rectified by the second rectifier
circuit 215. In addition, the transforming control circuit
214 controls the first switch circuit 212 so that the voltage
rectified by the second rectifier circuit 215 assumes a
predetermined voltage such as 10 V. Accordingly, a volt-
age outputted from the buck-boost circuit 210 can be
constantly adjusted to a predetermined voltage such as
10 V.
[0056] The transforming control circuit 214 is activated
and operated by power supplied from the transforming
DC-DC converter 213. Therefore, even if supply of power
from the power storage portion 14 is suspended, as long
as the motor main body 10a is rotating, the transforming
control circuit 214 can be activated and operated by pow-
er outputted from the motor main body 10a.
[0057] Direct-current power adjusted by the buck-
boost circuit 210 is supplied to the electrical components
20 via the first diode 47. An anode of the first diode 47
is electrically connected to the auxiliary power supply cir-
cuit 200 and a cathode of the first diode 47 is electrically
connected to the electrical components 20. More specif-
ically, the anode of the first diode 47 is electrically con-
nected to the auxiliary power supply circuit 200 and the
cathode of the first diode 47 is electrically connected to
the electrical components 20 via an electrical component
DC-DC converter 48.

[0058] The first diode 47 prevents a voltage from the
power storage portion 14 from being applied to the aux-
iliary power supply circuit 200 that is also electrically con-
nected to the power storage portion 14. By coupling the
first diode 47 to an output of the auxiliary power supply
circuit 200 or, in other words, an output of the buck-boost
circuit 210, a current from the power storage portion 14
can be regulated so as not to counterflow into the auxiliary
power supply circuit even if the voltage outputted from
the power storage portion 14 exceeds the first voltage
such as 10 V (refer to Figure 3). In other words, when
the voltage outputted from the power storage portion 14
falls under the first voltage such as 10 V, the voltage
adjusted to the first voltage at the buck-boost circuit 210
is applied to the electrical components 20 and power is
supplied.
[0059] As shown in Figure 3, the electrical component
DC-DC converter 48 is arranged between the diode and
the electrical components 20. The electrical component
DC-DC converter 48 adjusts a voltage outputted from the
auxiliary power supply circuit 200 such as a voltage of
10 V (first voltage) to a voltage at which the electrical
components 20 are operable such as a voltage of 6 V
(second voltage). In addition, the voltage of 6 V adjusted
at this point is inputted to the electrical components 20
to activate and operate the electrical components 20.
[0060] As shown, in the present embodiment, power
can be stably supplied to the electrical components 20
of a bicycle depending on a supply situation of power
from the power storage portion 14. Specifically, by using
the motor main body 10a arranged inside the motor-in-
tegrated hub 10 as a power generator, power outputted
from the motor main body 10a can be adjusted by the
auxiliary power supply system 100 to a voltage optimal
for the electrical components 20. Accordingly, power can
be stably supplied to the electrical components 20 with-
out having to rely on the rotation of the motor main body
10a. In addition, power can be stably supplied to the elec-
trical components of the bicycle using only existing equip-
ment and without having to particularly provide other
power supplying means.

Other embodiments

[0061]

(a) While an example of a case where a current is
outputted from the buck-boost circuit 210 toward the
first diode 47 has been shown in the embodiment
described above, a current may alternatively be ar-
ranged so as to be outputted from the buck-boost
circuit 210 toward the first diode 47 via an output
circuit 220.
In this case, as shown in Figure 5, an auxiliary power
supply circuit 200’ includes the first rectifier circuit
201, the buck-boost circuit 210, and the output circuit
220. Components of the auxiliary power supply cir-
cuit 200’ are the same as in the embodiment de-
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scribed above with the exception of the output circuit
220. Therefore, a description of the same compo-
nents as the embodiment described above will be
omitted, and a detailed description will be given on
the output circuit 220 that is a different component
from the embodiment described above. Moreover,
like components to the embodiment described
above are denoted by like reference numerals.
The output circuit 220 is a circuit that selects whether
or not a voltage adjusted at the buck-boost circuit
210 is to be outputted to the electrical components
20. The output circuit 220 includes an output switch
circuit 221, a control switch circuit 222 that performs
on/off control of the output switch circuit 221, and an
output control circuit 223 that controls the control
switch circuit 222.
The output switch circuit 221 acts as an output for
outputting a voltage adjusted at the buck-boost cir-
cuit 210 to the outside from the auxiliary power sup-
ply circuit 200’. The output switch circuit 221 is mainly
constituted by an FET or the like and operates as a
switch. When this switch circuit is switched to an ON
state, direct-current power adjusted at the buck-
boost circuit 210 is outputted from the auxiliary power
supply circuit 200’ to the outside.
The control switch circuit 222 is mainly constituted
by a transistor or the like. The transistor transmits
an on/off signal to the output switch circuit 221 that
is an FET or the like. A transmission timing of the
on/off signal is controlled by the output control circuit
223.
The output control circuit 223 switches the output
switch circuit 221 on/off via the control switch circuit
222. The output control circuit 223 instructs a trans-
mission timing of an on signal to the control switch
circuit 222. For example, the output control circuit
223 causes the control switch circuit 222 to output
an on signal when the motor main body 10a functions
as a power generating portion. Subsequently, the
output switch circuit 221 is switched to an ON state
based on the on signal, and a current adjusted at the
buck-boost circuit 210 is outputted from the auxiliary
power supply circuit 200’ to the outside.
Accordingly, direct-current power adjusted at the
buck-boost circuit 210 is outputted from the auxiliary
power supply circuit 200’ to the outside. Consequent-
ly, the voltage is adjusted to a voltage at which the
electrical components 20 are operable such as 6 V
(second voltage) by the electrical component DC-
DC converter and inputted to the electrical compo-
nents 20. As a result, the electrical components 20
are activated and operated.
In this case, since the auxiliary power supply circuit
200’ has the output circuit 220, a timing at which
power outputted from the motor main body 10a is
supplied from the auxiliary power supply circuit 200’
to the electrical components 20 can be selected. In
addition, similar advantageous effects to the embod-

iment described can be obtained at the same time.

(b) While the overall control portion 12, the headlight
23, and the like are exemplified as the electrical com-
ponents 20 in the embodiment described above, the
electrical components 20 are not limited to those de-
scribed earlier. The electrical components 20 are to
include all electrical components 20 mountable to a
bicycle such as a display device, a bicycle computer,
an electric shifting device, a tail light, or the like.

(c) While an example of a case where a voltage at
which the electrical components 20 are operable is
6 V, a minimum voltage outputtable from the power
storage portion 14 is 18 V, and a voltage after ad-
justment by the transformer circuit 211 is 10 V has
been shown in the embodiment described above,
the voltages may be set to any values as long as the
voltage after adjustment by the transformer circuit
211 is equal to or higher than the voltage at which
the electrical components 20 are operable and lower
than the minimum voltage outputtable from the pow-
er storage portion 14.

(d) In the embodiment described above, while the
auxiliary power supply system 100 functions as long
as the motor main body 10a is rotating, when the
rotation of the motor main body 10a stops, the aux-
iliary power supply system 100 stops functioning the
moment the power stored in the capacitor 203 or 215
is consumed. Therefore, the auxiliary power supply
system 100 may be configured so as to additionally
include a power storage portion such as a recharge-
able battery. In this case, since power inputted to the
auxiliary power supply system 100 during rotation of
the motor main body 10a can be stored in the re-
chargeable battery, even if the rotation of the motor
main body 10a stops and power stored in the capac-
itors 203 and 215 runs out, the electrical components
20 can be operated using the power stored in the
rechargeable battery.

(f) The circuit configuration of the auxiliary power
supply system 100 is not limited to the configuration
described above as long as a predetermined voltage
or current can be outputted from the power obtained
from the motor main body 10a.

(g) While the auxiliary power supply circuit 200 is
provided on the circuit board 42 in the embodiment
described above, the auxiliary power supply circuit
may alternatively be provided at a portion other than
the circuit board 42.

(h) While the assist bicycle is configured so as to
have an external shifting device in the embodiment
described above, the assist bicycle may alternatively
be configured so as to have an internal shifting de-
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vice or not to include any shifting device. According-
ly, the present system is applicable to any assist bi-
cycle.

REFERENCE SIGNS LIST

[0062]

10 motor-integrated hub
10a motor main body
14 power storage portion
19 electrical circuit portion
20 electrical component
47 first diode
48 electrical component DC-DC converter
100 auxiliary power supply system
200 auxiliary power supply circuit
200’ auxiliary power supply circuit (another embodi-

ment)
201 first rectifier circuit
210 buck-boost circuit
220 output circuit

Claims

1. A bicycle auxiliary power supply system comprising
an auxiliary power supply portion (200) which is con-
figured to be operated only by power from a power
generating portion (10a) provided in the bicycle and
which supplies power generated by the power gen-
erating portion (10a) to an electrical component (20)
mountable to the bicycle, wherein the power gener-
ating portion (10) is a motor that assists rotation of
a wheel of the bicycle,
wherein the auxiliary power supply portion (200) sup-
plies power to the electrical component (20) depend-
ing on a supply situation of power from a power sup-
ply mounted on the bicycle, the power supply being
a power storage portion (14),
characterized in that the auxiliary power supply
portion (200) includes a rectifying portion (201) that
rectifies a voltage from the power generating portion
and a voltage converting portion that transforms the
rectified voltage into a first voltage, wherein
power is supplied from the auxiliary power supply
portion to the electrical component at the first voltage
when a voltage outputted from the power supply falls
below the first voltage.

2. The bicycle auxiliary power supply system according
to claim 1, wherein
the auxiliary power supply portion (200) converts
power generated by the power generating portion
into a voltage or a current at which the electrical com-
ponent is operable and outputs the voltage or cur-
rent.

3. The bicycle auxiliary power supply system according
to claim 1 or 2, wherein
the first voltage is set equal to or higher than a second
voltage at which the electrical component is operable
and lower than a minimum voltage that is outputtable
from the power supply.

4. The bicycle auxiliary power supply system according
to any one of claims 1 to 3, further comprising
a diode (47), wherein
an anode of the diode (47) is electrically connected
to the auxiliary power supply (200) portion and a
cathode of the diode is electrically connected to the
electrical component (20).

Patentansprüche

1. Fahrrad-Hilfsenergieversorgungssystem, umfas-
send
einen Hilfsstromversorgungsabschnitt (200), der
konfiguriert ist, um nur durch Strom von einem
Stromerzeugungsabschnitt (10A) betrieben zu wer-
den, der in dem Fahrrad vorgesehen ist und der von
dem Stromerzeugungsabschnitt (10A) erzeugte En-
ergie einem an dem Fahrrad montierbaren elektri-
schen Bauteil (20) zuführt, wobei der Stromerzeu-
gungsabschnitt (10A) ein Motor ist, der die Drehung
eines Rades des Fahrrads unterstützt,
wobei der Hilfsstromversorgungsabschnitt (200) das
elektrische Bauteil (20) in Abhängigkeit von einer
Strom-Versorgungssituation von einer an dem Fahr-
rad angebrachten Stromversorgung mit Strom ver-
sorgt, wobei die Stromversorgung ein Energiespei-
cherabschnitt (14) ist,
dadurch gekennzeichnet, dass der Hilfsstromver-
sorgungsabschnitt (200) einen Gleichrichterab-
schnitt (201) enthält, der eine Spannung von dem
Stromerzeugungsabschnitt gleichrichtet, sowie ei-
nen Spannungswandlerabschnitt, der die gleichge-
richtete Spannung in eine erste Spannung wandelt,
wobei
Strom oder Leistung aus/von dem Hilfsenergiever-
sorgungsabschnitt der elektrischen Komponente mit
der ersten Spannung Energie zugeführt ist/wird,
wenn eine von der Stromversorgung ausgegebene
Spannung unter die erste Spannung fällt.

2. Fahrrad-Hilfsenergieversorgungssystem nach An-
spruch 1, bei welcher der Hilfsenergieversorgungs-
abschnitt (200) von dem Strom- oder Leistungser-
zeugungsabschnitt erzeugte(n) Leistung/Strom in
eine Spannung oder einen Strom wandelt, mit
der/dem das elektrische Bauelement betreibbar ist,
und die Spannung oder den Strom ausgibt.

3. Fahrrad-Hilfsenergieversorgungssystem nach An-
spruch 1 oder 2, bei welcher die erste Spannung
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eingestellt ist/wird auf gleich zu oder höher als eine
zweite Spannung, bei der das elektrische Bauele-
ment betreibbar ist und niedriger als eine von der
Stromversorgung ausgebbare Mindestspannung.

4. Fahrrad-Hilfsenergieversorgungssystem nach ei-
nem der Ansprüche 1 bis 3, ferner umfassend eine
Diode (47), wobei
eine Anode der Diode (47) elektrisch mit dem Hilfs-
stromversorgungsabschnitt (200) verbunden
ist/wird und eine Kathode der Diode elektrisch mit
dem elektrischen Bauelement (20) verbunden
ist/wird.

Revendications

1. Système d’alimentation électrique auxiliaire de bicy-
clette comprenant
une partie d’alimentation électrique auxiliaire (200),
configurée pour être operée uniquement par de la
puissance ou de l’énergie électrique provenant
d’une partie de génération d’énergie (10a) disposée
dans la bicyclette et qui fournit la puissance ou l’éner-
gie électrique générée par la partie de génération
d’énergie (10a) à un composant électrique (20) pou-
vant être monté sur la bicyclette, la partie de géné-
ration d’énergie (10a) étant un moteur qui aide/as-
siste la rotation d’une roue de la bicyclette,
dans lequel la partie d’alimentation électrique auxi-
liaire (200) fournit la puissance ou l’énergie électri-
que au composant électrique (20) en fonction d’une
situation d’alimentation de puissance ou d’énergie
électrique provenant d’une alimentation électrique
montée sur la bicyclette, l’alimentation électrique
étant une partie de stockage d’énergie (14),
caractérisé en ce que la partie d’alimentation élec-
trique auxiliaire (200) comprend une partie de re-
dressement (201) qui redresse une tension prove-
nant de la partie de génération d’énergie et une partie
de conversion de tension qui transforme la tension
redressée en une première tension, dans lequel
de la puissance ou de l’énergie électrique est fournie
à partir de la partie d’alimentation électrique auxiliai-
re au composant électrique à la première tension
lorsqu’une tension délivrée par l’alimentation élec-
trique tombe au-dessous de la première tension.

2. Système d’alimentation électrique auxiliaire de bicy-
clette selon la revendication 1, dans lequel la partie
d’alimentation électrique auxiliaire (200) convertit la
puissance ou l’énergie électrique générée par la par-
tie de génération d’énergie en une tension ou un
courant auquel le composant électrique est utilisable
et délivre la tension ou le courant.

3. Système d’alimentation électrique auxiliaire de bicy-
clette selon la revendication 1 ou 2, dans lequel la

première tension est réglée supérieure ou égale à
une deuxième tension à laquelle le composant élec-
trique est utilisable, et inférieure à une tension mini-
male qui peut être délivrée à partir de l’alimentation
électrique.

4. Système d’alimentation électrique auxiliaire de bicy-
clette selon l’une quelconque des revendications 1
à 3, comprenant en outre
une diode (47),
une anode de la diode (47) est électriquement con-
nectée à la partie d’alimentation électrique auxiliaire
(200) et une cathode de la diode est électriquement
connectée au composant électrique (20).
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