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(54) Multi-faceted tileable detector for volumetric computed tomography imaging

(57) A system and method for CT image acquisition
with increased slice acquisition and minimal image data
degradation is provided. The system (10) includes an x-
ray projection source (14) positioned that projects a cone
beam of x-rays (16) from a focal spot (15) of the x-ray
projection source (14) toward an object (22) and a plu-
rality of detector modules (20) positioned on the rotatable
gantry (12) to receive x-rays attenuated by the object
(22). Each of the detector modules (20) includes a mod-
ule frame (52) having a top surface (56) that includes a
plurality of facets (58) formed thereon constructed so as
to be oriented at differing angles relative to the focal spot
(15) and a plurality of sub-modules (60) positioned on
the plurality of facets (58) to receive the x-rays attenuated
by the object (22) and to convert the x-rays (16) to elec-
trical signals, with each sub-module (60) being oriented
at an angle relative to the focal spot (15) based on a
respective facet (58) on which the sub-module (60) is
mounted.
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Description

[0001] Embodiments of the invention relate generally
to radiographic detectors for diagnostic imaging and,
more particularly, to a Computed Tomography (CT) de-
tector module having a multi-faceted construction that
provides for increased slice acquisition with minimal im-
age data degradation.
[0002] Typically, in computed tomography (CT) imag-
ing systems, an x-ray source emits a fan-shaped beam
toward a subject or object, such as a patient or a piece
of luggage. Hereinafter, the terms "subject" and "object"
shall include anything capable of being imaged. The
beam, after being attenuated by the subject, impinges
upon an array of radiation detectors. The intensity of the
attenuated beam radiation received at the detector array
is typically dependent upon the attenuation of the x-ray
beam by the subject. Each detector element of the de-
tector array produces a separate electrical signal indic-
ative of the attenuated beam received by each detector
element. The electrical signals are transmitted to a data
processing system for analysis which ultimately produc-
es an image.
[0003] Generally, the x-ray source and the detector ar-
ray are rotated about the gantry within an imaging plane
and around the subject. X-ray sources typically include
x-ray tubes, which emit the x-ray beam at a focal point.
X-ray detectors typically include a collimator for collimat-
ing x-ray beams received at the detector and rejecting
scatter from the patient, a scintillator for converting x-
rays to light energy adjacent the collimator, and photo-
diodes for receiving the light energy from the adjacent
scintillator and producing electrical signals therefrom.
[0004] Typically, each scintillator of a scintillator array
converts x-rays to light energy. Each scintillator discharg-
es light energy to a photodiode adjacent thereto. Each
photodiode detects the light energy and generates a cor-
responding electrical signal. The outputs of the photodi-
odes are then transmitted to the data processing system
for image reconstruction.
[0005] In the last decade, the development of volumet-
ric or cone-beam CT (VCT) technology has led to a rapid
increase in the number of slices (Z-axis) used in CT de-
tectors. Indeed, the detectors used in VCT are enabling
more and more coverage in patient scanning by increas-
ing the patient area exposed. In order to accommodate
such coverage, the width of CT detectors has been in-
creased in the Z-axis (i.e., direction of patient length).
The x-ray detectors of current state of the art CT systems
are composed of a 2D array of scintillating pixels, coupled
to a 2D array of silicon photodiodes, with the typical array
being sized so as to be capable of providing for acquisi-
tion of 64 slices (i.e., array size of 40 mm at ISO in case
of GE scanner).
[0006] Recently, however, the need for cardiac imag-
ing has become more and more of interest and imaging
of the heart within one rotation has become a require-
ment. In order to image the heart in one rotation, the

detector array size needs to be ∼ 160 mm at ISO to cover
the full organ in half scan, which is equivalent to a detector
of 256 slices in our case. However, increasing the cov-
erage of the detector in the Z-axis beyond 64 slices up
to 256 slices might lead to a degradation in performance
of the detector. That is, the performance of the detector
pixels, especially those pixels at a greater distance from
a centerline of the detector along the Z-axis, will be de-
graded because of the angle at which such pixels receive
x-rays from the cone beam. At a certain position along
the Z-axis, the primary beam of x-rays will cross two con-
tiguous pixels in the Z-direction, thereby inducing a sig-
nificant crosstalk from slice to slice, spectral non-linearity
because of the beam hardening with the pixels, slice pro-
file degradation, and Modulation transfer function (MTF)
deterioration, collectively known as "parallax." This par-
allax caused by the increased number of slices can lead
to artifacts being present in the reconstructed CT image,
thereby presenting a significant drawback to image qual-
ity provided by a 256 slice detector and beyond.
[0007] Therefore, it would be desirable to design a CT
detector that provides for VCT cardiac imaging by ac-
commodating data acquisition of up to 256 slices. It would
also be desirable for such a CT detector to minimize the
parallax effect in such a detector, so as to provide for
high quality image reconstruction of the cardiac region
of a patient. Various aspects and embodiments of the
invention relate to a directed apparatus for CT image
acquisition that provides for increased slice acquisition
with minimal image data degradation. A detector module
having a multi-faceted construction is provided, with a
plurality of facets on the module being constructed so as
to be oriented at differing angles relative to an x-ray
source focal spot. Detector sub-modules are positioned
on the angled facets to receive x-rays attenuated by an
object and to convert the x-rays to electrical signals, with
the angling of the detector sub-modules relative to the
focal spot serving to minimize image data degradation.
[0008] In accordance with one aspect of the invention,
a CT system includes a rotatable gantry having an open-
ing to receive an object to be scanned, an x-ray projection
source positioned on the rotatable gantry that projects a
cone beam of x-rays from a focal spot of the x-ray pro-
jection source toward the object, and a plurality of detec-
tor modules positioned on the rotatable gantry and con-
figured to receive x-rays attenuated by the object. Each
of the plurality of detector modules further includes a
module frame having a top surface that includes a plu-
rality of facets formed thereon that are constructed so as
to be oriented at differing angles relative to the focal spot
and a plurality of sub-modules positioned on the plurality
of facets to receive the x-rays attenuated by the object
and to convert the x-rays to electrical signals, with each
sub-module being oriented at an angle relative to the
focal spot based on a respective facet on which the sub-
module is mounted. The CT system also includes a data
acquisition system (DAS) connected to the plurality of
sub-modules to receive the electrical signals therefrom.
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[0009] In accordance with another aspect of the inven-
tion, a detector module for receiving x-rays attenuated
by an object during a CT scan procedure includes a mod-
ule frame having a non-planar top surface that includes
a plurality of facets formed thereon in a stepped config-
uration, with the plurality of facets being aligned along a
Z-axis of the detector. The detector module also includes
a plurality of sub-modules positioned on the plurality of
facets to receive the x-rays attenuated by the object and
to convert the x-rays to electrical signals and a data ac-
quisition system (DAS) connected to the plurality of sub-
modules to receive the electrical signals therefrom.
[0010] In accordance with yet another aspect of the
invention, a CT system includes a rotatable gantry having
an opening to receive an object to be scanned, an x-ray
projection source positioned on the rotatable gantry that
projects a cone beam of x-rays from a focal spot of the
x-ray projection source toward the object, and a plurality
of detector modules positioned on the rotatable gantry
to receive x-rays attenuated by the object. Each of the
plurality of detector modules comprises a multi-faceted
detector module including a plurality of sub-modules
aligned along a Z-axis, with each of the plurality of sub-
modules being oriented at an optimized angle relative to
the focal spot of the x-ray projection source based on its
position on the multi-faceted detector module along the
Z-axis.
[0011] Various other features and advantages will be
made apparent from the following detailed description
and the drawings.
[0012] The drawings illustrate preferred embodiments
presently contemplated for carrying out the invention.
[0013] In the drawings:

FIG. 1 is a pictorial view of a CT imaging system.

FIG. 2 is a block schematic diagram of the system
illustrated in FIG. 1.

FIG. 3 is a perspective view of one embodiment of
a CT system detector array.

FIG. 4 is a perspective view of a detector module
according to an embodiment of the invention.

FIG. 5 is a perspective view of a detector sub-module
for use with the detector module of FIG. 4 according
to an embodiment of the invention.

FIG. 6 is a pictorial view of a CT system for use with
a non-invasive package inspection system.

[0014] The operating environment of the various em-
bodiments of the invention is described with respect to a
256 slice computed tomography (CT) system. However,
as will be explained in detail below, the invention is equal-
ly applicable for use with other multislice configurations
between sixty-four slices and 256 slices, and beyond.

Moreover, embodiments of the invention will be de-
scribed with respect to the detection and conversion of
x-rays. However, one skilled in the art will further appre-
ciate that the invention is equally applicable for the de-
tection and conversion of other high frequency electro-
magnetic energy. Embodiments of the invention will be
described with respect to a "third generation" CT scanner,
but is equally applicable with other CT systems.
[0015] Referring to FIGS. 1 and 2, a computed tomog-
raphy (CT) imaging system 10 is shown as including a
gantry 12 representative of a "third generation" CT scan-
ner. Gantry 12 has an x-ray source 14 that projects a
beam of x-rays from a focal spot 15 of the source 14 and
toward a detector assembly 18 on the opposite side of
the gantry 12. Referring now to FIG. 2, detector assembly
18 is formed by a plurality of detector modules 20 and
data acquisition systems (DAS) 32. The plurality of de-
tector modules 20 sense the projected x-rays 16 that pass
through a medical patient 22, and DAS 32 converts the
data to digital signals for subsequent processing. Each
detector module 20 produces an analog electrical signal
that represents the intensity of an impinging x-ray beam
and hence the attenuated beam as it passes through the
patient 22. During a scan to acquire x-ray projection data,
gantry 12 and the components mounted thereon rotate
about a center of rotation 24.
[0016] Rotation of gantry 12 and the operation of x-ray
source 14 are governed by a control mechanism 26 of
CT system 10. Control mechanism 26 includes an x-ray
controller 28 that provides power and timing signals to
an x-ray source 14 and a gantry motor controller 30 that
controls the rotational speed and position of gantry 12.
An image reconstructor 34 receives sampled and digi-
tized x-ray data from DAS 32 and performs high speed
reconstruction. The reconstructed image is applied as an
input to a computer 36 which stores the image in a mass
storage device 38.
[0017] Computer 36 also receives commands and
scanning parameters from an operator via console 40
that has some form of operator interface, such as a key-
board, mouse, voice activated controller, or any other
suitable input apparatus. An associated display 42 allows
the operator to observe the reconstructed image and oth-
er data from computer 36. The operator supplied com-
mands and parameters are used by computer 36 to pro-
vide control signals and information to DAS 32, x-ray con-
troller 28 and gantry motor controller 30. In addition, com-
puter 36 operates a table motor controller 44 which con-
trols a motorized table 46 to position patient 22 and gantry
12. Particularly, table 46 moves patients 22 through a
gantry opening 48 of FIG. 1 in whole or in part.
[0018] As shown in FIG. 3, detector assembly 18 in-
cludes rails 17 having collimating blades or plates 19
placed therebetween. Plates 19 are positioned to colli-
mate x-rays 16 before such beams impinge upon, for
instance, detector module 20 of FIG. 4 positioned on de-
tector assembly 18. According to an embodiment of the
invention, detector assembly 18 includes 57 detector
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modules 20, each detector module 20 having an array
size of 256 x 16 of pixel elements, as will be explained
in detail below. As a result, detector assembly 18 has
256 rows and 912 columns (16 x 57 detectors), which
allows 256 simultaneous slices of data to be collected
with each rotation of gantry 12.
[0019] Referring to FIG. 4, construction of a detector
module 20 is shown according to an exemplary embod-
iment of the invention. The detector module 20 includes
a module frame 52 having an opening therein to accom-
modate DAS 32. A top surface 56 of module frame 52 is
constructed to have a stepped configuration and thus
includes a plurality of facets 58 thereon. The facets 58
are aligned lengthwise along the module frame 52, along
the Z-axis 60. According to one embodiment of the in-
vention, eight facets 58 are formed on the top surface 56
of module frame 52.
[0020] As shown in FIG. 4, each facet 58 formed on
top surface 56 of module frame 52 is sized and configured
to accommodate a detector sub-module 60 to receive
and process x-rays that attenuate through a patient or
object. While only a single sub-module 60 is shown as
being included on detector module 20, it is recognized
that a sub-module 60 could be placed on each/all facets
58 of module frame 52 such that a plurality of sub-mod-
ules 60 are included in detector module 20 (e.g., eight
sub-modules 60).
[0021] A detailed view of a sub-module 60 is shown in
FIG. 5 according to an embodiment of the invention. Sub-
module 60 includes a number of scintillator detector el-
ements or pixels 62 arranged in a scintillating pack array
64. According to one embodiment, the scintillating pack
array 64 is composed of a 32 x 16 array of detector ele-
ments 62, such that each scintillating pack array 64 in-
cludes 32 slices. The scintillating pack array 64 is posi-
tioned on a backlit diode array 66 formed of a plurality of
diode elements or pixels 68 (i.e., a 32 x 16 array of di-
odes). Detector elements 62 are optically coupled to
backlit diode array 66, and backlit diode array 66 is in
turn electrically coupled to flex circuits 70 that are at-
tached to a face of the diode array 66 and to DAS 32
(FIG. 4). In the operation of one embodiment, x-rays im-
pinging within detector elements 62 to generate photons
that traverse pack array 64, thereby generating an analog
signal which is detected on a diode 68 within backlit diode
array 66. The analog signal generated is carried from
backlit diode array 66, through flex circuits 70, to DAS
32 wherein the analog signal is converted to a digital
signal.
[0022] According to embodiments of the invention, the
size of sub-module 60 can be varied in order to optimize
for performance and scalability. The sub-module may,
for example, have a size of 20 mm in length (i.e., 20 mm
along the Z-axis). It is recognized, however, that the sub-
module 60 can be from 10 mm in length up to 40 mm in
length depending on the exact configuration of detector
module 20, such as the size of each facet 58. Further-
more, while sub-module 60 is shown as including scin-

tillator array 64 and photodiode array 66, it is recognized
that such elements/materials in sub-module 60 could be
replaced with a direct conversion material that directly
converts x-rays into electrical signals, such as cadmium-
telluride (CdTe) or cadmium-zinc-telluride (CZT).
[0023] Referring again to FIG. 4, it is seen that eight
facets 58 are aligned lengthwise along the module frame
52, along the Z-axis, thus allowing for an increase in the
number of slices that can be obtained during CT imaging.
According to one embodiment of the invention, detector
module 20 can include eight sub-modules 60, with each
sub-module 60 positioned on a respective facet 58, such
that the summation of each 32 x 16 array of detector
elements 62 in each sub-module 60 results in an array
size of 256 x 16 of detector elements 62 for detector
module 20. As a result, detector module 20 provides for
256 simultaneous slices of data to be collected with each
rotation of gantry 12 (FIG. 1). Beneficially, however, the
sub-modules 60 of detector module 20 are tileable, in
that the number of sub-modules 60 included in detector
module 20 can be varied as desired. That is, according
to an embodiment of the invention, only four sub-modules
60 may be included in detector module 20, for example.
In an embodiment where only four sub-modules 60 are
included in detector module 20, the sub-modules 60
would be positioned on facets 58 in a symmetrical fashion
about a centerline 72 of the detector module along the
Z-axis. For sub-modules 60 sized to have a length of 20
mm, it is thus recognized that a detector module 20 can
be built having a length from 20 to 160 mm based on
populating and depopulating sub-modules 60 on the Z-
axis.
[0024] In including a larger number of sub-modules 60
in detector module 20, such as eight sub-modules 60 to
form a 256 slice detector, it is recognized that as the
length of the detector module 20 increases in the Z-di-
rection (i.e., length of the array of detector elements/pix-
els 62, based on the number of sub-modules 60), that
the quality of CT data acquired by the detector module
20 may decrease. That is, the performance of the detec-
tor elements/pixels 62 in the Z-axis will be degraded be-
cause of the cone angle at which x-rays 16 are received.
At certain positions along the Z-axis, the primary x-ray
beam 16 will cross two contiguous pixels 62 in the Z-
direction, resulting in significant x-ray crosstalk of the pri-
mary beam 16 from one slice to its neighbor along the
Z-axis, spectral non-linearity because of beam hardening
with the pixels, slice profile degradation, and modulation
transfer function (MTF) deterioration, with these quality
issues collectively referred to as "parallax." This parallax
experienced in detector module 20 may lead to significant
artifacts in a reconstructed CT image.
[0025] Accordingly, detector module 20 is configured
such that each sub-module 60 is positioned at a certain
angle with respect to the x-ray beam focal spot 15 in order
to avoid the parallax effect. In order to position sub-mod-
ules 60 at a desired angle relative to the focal spot 15,
each facet 58 of the top surface 56 of module frame 52
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is oriented at a given angle 74 to the focal spot 15. The
angle 74 at which each facet 58 is formed is individually
optimized such that the slices of sub-modules 60 are min-
imally affected by the parallax phenomenon (i.e., mini-
mizes x-ray crosstalk between slices, spectral non-line-
arity, slice profile degradation, and MTF deterioration),
with the angle of each facet 58 with respect to the focal
spot 15 being varied/determined as a function of the per-
formance desired and the specific image quality param-
eter to improve. According to certain embodiments of the
invention, the angle 74 at which each facet 58 is oriented
relative to the focal spot 15 can vary so as to fall within
the range of angles falling between facet 58 being laid
flat on top surface 56 and facet 58 being angled so as to
be perpendicular to focal spot 15 (i.e., perpendicular to
an x-ray beam 16 emitted from focal spot 15 and received
by the sub-module 60 positioned on a respective facet
58). In general, the angle 74 of a particular facet 58 rel-
ative to the focal spot 15 will increase the further the facet
58 is from the centerline 72 of detector module 20. Thus,
the outermost facets 58 on module frame 52 may be ori-
ented at a greater angle relative to focal spot 15 than the
middle facets 58 on module frame 52 adjacent to the
centerline 72, which may be oriented almost flat on top
surface 56. Sub-modules 60 are then positioned on fac-
ets 58 and secured thereto so as to be positioned at de-
sired angles formed by their corresponding facet 58, such
as via an adhesive, screws, or any other acceptable fas-
tening method.
[0026] The angling of sub-modules 60 relative to focal
spot 15, by way of angled facets 58 on module frame 52,
thus provides for a detector module 20 that is non-sen-
sitive to focal spot motion in the Z-axis. The parallax phe-
nomenon is minimized in detector module 20, thereby
providing for the crosstalk, spectral linearity, and slice
profiles of the outermost sub-modules 60 to be consistent
with the innermost sub-modules 60 and similar to VCT
specifications typically associated existing 64 slice de-
tector module architecture. As set forth above, the angle
of each facet with respect to the focal spot is varied/de-
termined as a function of the performance desired and
the specific image quality parameter to improve.
[0027] Referring now to FIG. 6, package/baggage in-
spection system 100 includes a rotatable gantry 102 hav-
ing an opening 104 therein through which packages or
pieces of baggage may pass. The rotatable gantry 102
houses a high frequency electromagnetic energy source
106 as well as a detector assembly 108 having detector
modules 20 similar to that shown in FIGS. 4 and 5. A
conveyor system 110 is also provided and includes a
conveyor belt 112 supported by structure 114 to auto-
matically and continuously pass packages or baggage
pieces 116 through opening 104 to be scanned. Objects
116 are fed through opening 104 by conveyor belt 112,
imaging data is then acquired, and the conveyor belt 112
removes the packages 116 from opening 104 in a con-
trolled and continuous manner. As a result, postal inspec-
tors, baggage handlers, and other security personnel

may non-invasively inspect the contents of packages 116
for explosives, knives, guns, contraband, etc.
[0028] According to an embodiment of the invention,
incorporation of detector modules 20 (FIG. 4) into the
package/baggage inspection system 100 provides for
decreased scanning time of packages 116. That is, de-
tector modules 20 (FIG. 4) allow for system 100 to scan
a greater volume of the packages in a single revolution
of gantry 102, as 256 slices can be acquired by detector
modules 20. A more efficient scanning of packages 116
by package/baggage inspection system 100 is thus ac-
complished by way of detector modules 20 (FIG. 4) being
incorporated into the system 100.
[0029] Therefore, according to one embodiment of the
invention, a CT system includes a rotatable gantry having
an opening to receive an object to be scanned, an x-ray
projection source positioned on the rotatable gantry that
projects a cone beam of x-rays from a focal spot of the
x-ray projection source toward the object, and a plurality
of detector modules positioned on the rotatable gantry
and configured to receive x-rays attenuated by the object.
Each of the plurality of detector modules further includes
a module frame having a top surface that includes a plu-
rality of facets formed thereon that are constructed so as
to be oriented at differing angles relative to the focal spot
and a plurality of sub-modules positioned on the plurality
of facets to receive the x-rays attenuated by the object
and to convert the x-rays to electrical signals, with each
sub-module being oriented at an angle relative to the
focal spot based on a respective facet on which the sub-
module is mounted. The CT system also includes a data
acquisition system (DAS) connected to the plurality of
sub-modules to receive the electrical signals therefrom.
[0030] According to another embodiment of the inven-
tion, a detector module for receiving x-rays attenuated
by an object during a CT scan procedure includes a mod-
ule frame having a non-planar top surface that includes
a plurality of facets formed thereon in a stepped config-
uration, with the plurality of facets being aligned along a
Z-axis of the detector. The detector module also includes
a plurality of sub-modules positioned on the plurality of
facets to receive the x-rays attenuated by the object and
to convert the x-rays to electrical signals and a data ac-
quisition system (DAS) connected to the plurality of sub-
modules to receive the electrical signals therefrom.
[0031] According to yet another embodiment of the in-
vention, a CT system includes a rotatable gantry having
an opening to receive an object to be scanned, an x-ray
projection source positioned on the rotatable gantry that
projects a cone beam of x-rays from a focal spot of the
x-ray projection source toward the object, and a plurality
of detector modules positioned on the rotatable gantry
to receive x-rays attenuated by the object. Each of the
plurality of detector modules comprises a multi-faceted
detector module including a plurality of sub-modules
aligned along a Z-axis, with each of the plurality of sub-
modules being oriented at an optimized angle relative to
the focal spot of the x-ray projection source based on its
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position on the multi-faceted detector module along the
Z-axis.
[0032] This written description uses examples to dis-
close the invention, including the preferred mode, and
also to enable any person skilled in the art to practice the
invention, including making and using any devices or sys-
tems and performing any incorporated methods. The pat-
entable scope of the invention is defined by the claims,
and may include other examples that occur to those
skilled in the art. Such other examples are intended to
be within the scope of the claims if they have structural
elements that do not differ from the literal language of
the claims, or if they include equivalent structural ele-
ments with insubstantial differences from the literal lan-
guages of the claims.
[0033] Various aspects and embodiments of the
present invention are defined by the following numbered
clauses:

1. A CT system comprising:

a rotatable gantry having an opening to receive
an object to be scanned;

an x-ray projection source positioned on the ro-
tatable gantry that projects a cone beam of x-
rays from a focal spot of the x-ray projection
source toward the object; and

a plurality of detector modules positioned on the
rotatable gantry and configured to receive x-rays
attenuated by the object, wherein each of the
plurality of detector modules comprises:

a module frame having a top surface that
includes a plurality of facets formed there-
on, wherein the plurality of facets are con-
structed so as to be oriented at differing an-
gles relative to the focal spot;

a plurality of sub-modules positioned on the
plurality of facets to receive the x-rays at-
tenuated by the object and to convert the x-
rays to electrical signals, wherein each sub-
module is oriented at an angle relative to
the focal spot based on a respective facet
on which the sub-module is mounted; and

a data acquisition system (DAS) connected
to the plurality of sub-modules to receive
the electrical signals therefrom.

2. The CT system of clause 1, wherein the plurality
of facets are aligned along a Z-axis, the Z-axis being
a direction of travel of the object through the CT sys-
tem.

3. The CT system of any preceding clause, wherein

the top surface of the module frame is constructed
to have a stepped configuration such that outermost
sub-modules in the plurality of sub-modules are po-
sitioned at a different height relative to centermost
sub-modules in the plurality of sub-modules.

4. The CT system of any preceding clause, wherein
the angle of each of the plurality of facets relative to
the focal spot ranges between being laid flat on the
top surface of the module frame and being angled
so as to be perpendicular to the focal spot.

5. The CT system of any preceding clause, wherein
the plurality of facets comprises eight facets.

6. The CT system of any preceding clause, wherein
the plurality of sub-modules comprise tileable sub-
modules that are selectively addable to the facets of
the module frame, such that the plurality of sub-mod-
ules comprises a number of sub-modules less than
or equal to a number of facets in the plurality of facets.

7. The CT system of any preceding clause, wherein
each of the plurality of sub-modules comprises:

a scintillator array having a plurality of scintillator
pixels configured to receive x-rays attenuated
through the object;

a photodiode array optically coupled to the scin-
tillator array and comprising a plurality of photo-
diodes configured to detect light output from a
corresponding scintillator pixel; and

a flex circuit connected to the photodiode array
to receive electrical signals therefrom and trans-
fer the electrical signals to the DAS.

8. The CT system of any preceding clause, wherein
the flex circuit is configured to clamp the sub-module
to the module frame.

9. The CT system of any preceding clause, wherein
each of the plurality of sub-modules comprises a 32
by 16 array of scintillator pixels, such that each of
the plurality of sub-modules is configured to acquire
32 image data slices.

10. The CT system of any preceding clause, wherein
the detector module is configured to acquire 256 im-
age data slices during a single rotation of the x-ray
source about the rotatable gantry.

11. A detector module for receiving x-rays attenuated
by an object during a CT scan procedure, the detec-
tor module comprising:

a module frame having a non-planar top surface
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that includes a plurality of facets formed thereon
in a stepped configuration, the plurality of facets
being aligned along a Z-axis of the detector;

a plurality of sub-modules positioned on the plu-
rality of facets to receive the x-rays attenuated
by the object and to convert the x-rays to elec-
trical signals; and

a data acquisition system (DAS) connected to
the plurality of sub-modules to receive the elec-
trical signals therefrom.

12. The detector module of any preceding clause,
wherein the plurality of facets are constructed so as
to be oriented at differing angles relative to a focal
spot of an x-ray projection source that projects x-
rays toward the object.

13. The detector module of any preceding clause,
wherein the plurality of facets includes at least a pair
of inner facets positioned adjacent a centerline of
the detector module on either side of the centerline
and a pair of outer facets positioned distal from the
centerline on either side of the pair of inner facets,
and wherein each of the pair of outer facets has an
angle relative to the focal spot that is greater than
an angle of each of the pair of inner facets.

14. The detector module of any preceding clause,
wherein each of the plurality of sub-modules com-
prises an array of detector pixels, and wherein the
angle of each of the plurality of facets on the module
frame is configured to focalize a respective sub-mod-
ule at a specified angle with respect to the focal spot
so as to minimize crosstalk in the array of detector
pixels in the Z-axis.

15. The detector module of any preceding clause,
wherein each of the plurality of sub-modules is se-
lectively addable to and removable from the module
frame, such that a number of sub-modules included
in the detector module is controllable.

16. A CT system comprising:

a rotatable gantry having an opening to receive
an object to be scanned;

an x-ray projection source positioned on the ro-
tatable gantry that projects a cone beam of x-
rays from a focal spot of the x-ray projection
source toward the object; and

a plurality of detector modules positioned on the
rotatable gantry and configured to receive x-rays
attenuated by the object, wherein each of the
plurality of detector modules comprises a multi-

faceted detector module including a plurality of
sub-modules aligned along a Z-axis;

wherein each of the plurality of sub-modules is
oriented at an optimized angle relative to the fo-
cal spot of the x-ray projection source based on
its position on the multi-faceted detector module
along the Z-axis.

17. The CT system of any preceding clause, wherein
the multi-faceted detector module comprises a mod-
ule frame having a top surface that includes a plu-
rality of facets formed thereon, each of the plurality
of facets being sized to receive a single sub-module
thereon.

18. The CT system of any preceding clause, wherein
the top surface of the module frame is constructed
to have a stepped configuration such that outermost
sub-modules in the plurality of sub-modules are po-
sitioned at a different height relative to centermost
sub-modules in the plurality of sub-modules.

19. The CT system of any preceding clause, wherein
each of the plurality of sub-modules comprises an
array of detector pixels configured to receive x-rays
attenuated through the object and convert the x-rays
to electrical signals, the array of detector pixels com-
prising a 32x16 array such that each of the plurality
of sub-modules acquires 32 image data slices during
a single rotation of the x-ray source about the rotat-
able gantry.

20. The CT system of any preceding clause, wherein
the detector module comprises eight sub-modules,
such that the detector module acquires 256 image
data slices during a single rotation of the x-ray source
about the rotatable gantry.

Claims

1. A CT system (10) comprising:

a rotatable gantry (12) having an opening (48)
to receive an object (22) to be scanned;
an x-ray projection source (14) positioned on the
rotatable gantry (12) that projects a cone beam
of x-rays (16) from a focal spot (15) of the x-ray
projection source (14) toward the object (22);
and
a plurality of detector modules (20) positioned
on the rotatable gantry (12) and configured to
receive x-rays attenuated by the object (22),
wherein each of the plurality of detector modules
(20) comprises:

a module frame (52) having a top surface
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(56) that includes a plurality of facets (58)
formed thereon, wherein the plurality of fac-
ets (58) are constructed so as to be oriented
at differing angles relative to the focal spot
(15);
a plurality of sub-modules (60) positioned
on the plurality of facets (58) to receive the
x-rays attenuated by the object (22) and to
convert the x-rays (16) to electrical signals,
wherein each sub-module (60) is oriented
at an angle relative to the focal spot (15)
based on a respective facet (58) on which
the sub-module (60) is mounted; and
a data acquisition system (DAS) (32) con-
nected to the plurality of sub-modules (60)
to receive the electrical signals therefrom.

2. The CT system (10) of claim 1, wherein the plurality
of facets (58) are aligned along a Z-axis (60), the Z-
axis (60) being a direction of travel of the object (22)
through the CT system (10).

3. The CT system (10) of any preceding claim, wherein
the top surface (56) of the module frame (52) is con-
structed to have a stepped configuration such that
outermost sub-modules in the plurality of sub-mod-
ules (60) are positioned at a different height relative
to centermost sub-modules in the plurality of sub-
modules (60).

4. The CT system (10) of any preceding claim, wherein
the angle of each of the plurality of facets (58) relative
to the focal spot (15) ranges between being laid flat
on the top surface (56) of the module frame (52) and
being angled so as to be perpendicular to the focal
spot (15).

5. The CT system (10) of any preceding claim, wherein
the plurality of facets (58) comprises eight facets.

6. The CT system (10) of any preceding claim, wherein
the plurality of sub-modules (60) comprise tileable
sub-modules (60) that are selectively addable to the
facets (58) of the module frame (52), such that the
plurality of sub-modules (60) comprises a number of
sub-modules (60) less than or equal to a number of
facets (58) in the plurality of facets (58).

7. The CT system (10) of any preceding claim, wherein
each of the plurality of sub-modules (60) comprises:

a scintillator array (64) having a plurality of scin-
tillator pixels (62) configured to receive x-rays
(16) attenuated through the object (22);
a photodiode array (66) optically coupled to the
scintillator array (64) and comprising a plurality
of photodiodes (68) configured to detect light
output from a corresponding scintillator pixel

(62); and
a flex circuit (70) connected to the photodiode
array (66) to receive electrical signals therefrom
and transfer the electrical signals to the DAS
(32).

8. The CT system (10) of claim 7, wherein the flex circuit
(70) is configured to clamp the sub-module to the
module frame (52).

9. The CT system (10) of any preceding claim, wherein
each of the plurality of sub-modules (60) comprises
a 32 by 16 array of scintillator pixels (62), such that
each of the plurality of sub-modules (60) is config-
ured to acquire 32 image data slices.

10. The CT system (10) of any preceding claim, wherein
the detector module (20) is configured to acquire 256
image data slices during a single rotation of the x-
ray source (14) about the rotatable gantry (12).
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