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©  Packaging  machine. 

©  A  packaging  machine  having  a  filling  device,  a 
top  breaker,  a  top  heater  and  a  toper  sealer  which 
are  arranged  along  a  path  of  transport  of  containers. 
A  hot  air  applicator  is  disposed  between  the  filling 
device  and  the  top  breaker  for  eliminating  the  froth 
to  be  produced  when  containers,  each  having  an 
upward  opening,  are  filled  with  contents.  The  ap- 
plicator  comprises  a  hot  air  discharge  box  having  a 
bottom  wall,  a  top  wall,  a  side  wall  and  two  air 

outlets  formed  in  the  bottom  wall,  the  air  outlets 
being  arranged  along  the  transport  path  so  as  to  be 
opposed  to  the  openings  of  containers  from  above, 
and  means  for  supplying  hot  air  to  the  box.  Each  of 
the  outlets  is  covered  with  a  perforated  plate,  and 
has  an  edge  portion  provided  with  a  downwardly 
extending  annular  portion  for  preventing  the  hot  air 
from  spreading  out. 
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BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  packaging  ma- 
chines,  and  more  particularly  to  a  machine  for 
filling  a  fluid  food  or  like  contents  into  tubular 
containers  having  a  bottom  and  thereafter  closing 
an  upper  end  portion  of  each  container  to  form  a 
top  portion  thereof  and  complete  a  sealed  con- 
tainer  as  filled  with  the  contents. 

Packaging  machines  are  known  which  com- 
prise,  as  arranged  along  a  path  of  transport,  a 
filling  device  for  filling  a  specified  amount  of  con- 
tents  into  tubular  containers  having  a  bottom,  a  top 
breaker  for  folding  an  upper  end  portion  of  the 
filled  container,  a  top  heater  for  heating  the  folded 
end  portion,  and  a  top  sealer  for  bonding  the  end 
portion  under  pressure. 

Some  kinds  of  coffee,  juice,  milk,  etc.  are  liable 
to  froth.  When  such  a  liquid  is  discharged  from  the 
filling  nozzle,  the  impact  of  fall  onto  the  bottom  of 
the  container  and  a  continuous  increase  in  the 
amount  of  liquid  in  the  container  to  the  specified 
quantity  to  be  filled  agitate  the  contents  to  produce 
froth. 

If  a  large  amount  of  froth  is  produced,  the  froth 
will  be  forced  out  from  the  upper  end  of  the  con- 
tainer,  making  it  difficult  for  the  top  breaker  to  fold 
the  container  upper  end  portion.  Another  problem 
is  also  encountered  in  that  the  top  sealer  fails  to 
seal  off  the  end  portion  properly  due  to  the  adhe- 
sion  of  froth  to  the  top  portion. 

Accordingly,  when  the  fluid  to  be  filled  has 
properties  to  readily  froth,  frothing  is  prevented  by 
reducing  the  rate  of  discharge  from  the  nozzle  or 
pushing  up  the  container  to  reduce  the  fall  of  the 
fluid  to  be  filled. 

However,  the  conventional  packaging  machine 
described  has  the  problem  that  if  the  discharge 
from  the  nozzle  is  slowed  down  to  prevent  frothing, 
the  filling  time  becomes  longer.  Even  if  it  is  at- 
tempted  to  diminish  the  fall  of  the  fluid  to  be  filled 
by  lifting  the  container,  the  amount  of  lift  of  the 
container  is  limited. 

SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide 
a  packaging  machine  which  is  adapted  to  destroy 
the  froth  to  be  produced  within  containers  during 
filling. 

The  present  invention  provides  a  packaging 
machine  having  a  filling  device,  a  top  breaker,  a 
top  heater  and  a  top  sealer  which  are  arranged 
along  a  path  of  transport  of  containers,  the  pack- 
aging  machine  being  characterized  in  that  a  hot  air 
applicator  is  disposed  between  the  filling  device 
and  the  top  breaker  for  eliminating  the  froth  to  be 
produced  when  containers  each  having  an  upward 

opening  are  filled  with  contents. 
The  hot  air  applicator,  which  is  provided  be- 

tween  the  filling  device  and  the  top  breaker,  applies 
hot  air  to  the  froth  formed  during  filling,  with  the 

5  result  that  the  expansion  of  air  inside  the  bubbles, 
evaporation  of  water  on  the  surface  of  bubbles  and 
pressure  of  the  hot  air  destroy  the  bubbles  regard- 
less  of  the  size  of  bubbles  formed.  Furthermore, 
the  defoaming  hot  air  heats  the  upper  end  portion 

io  of  the  container. 
Accordingly,  when  the  top  breaker  operates  to 

fold  the  top  portion,  the  amount  of  froth  relative  to 
the  volume  of  air  inside  the  container  has  dimin- 
ished,  so  that  the  top  portion  is  foldable  easily 

75  without  forcing  out  the  froth  from  the  upper  end  of 
the  container.  This  obviates  the  likelihood  that  the 
top  sealer  is  unable  to  seal  off  the  container  prop- 
erly  if  the  froth  thrown  out  adheres  to  the  top 
portion.  Moreover,  when  the  folded  end  portion  is 

20  to  be  heated  by  the  top  heater,  it  is  possible  to 
lower  the  heating  temperature  or  shorten  the  heat- 
ing  time  because  the  container  end  portion  is  heat- 
ed  with  the  hot  air. 

The  hot  air  applicator  comprises  a  hot  air  dis- 
25  charge  box  having  a  bottom  wall,  a  top  wall,  a  side 

wall  and  two  air  outlets  formed  in  the  bottom  wall, 
the  air  outlets  being  arranged  along  the  transport 
path  so  as  to  be  opposed  to  the  openings  of 
containers  from  above,  and  means  for  supplying 

30  hot  air  to  the  box,  whereby  hot  air  is  forced  against 
two  containers  simultaneously  which  containers  are 
arranged  adjacent  to  each  other  in  the  direction  of 
transport. 

Preferably,  the  hot  air  is  controlled  to  a  tem- 
35  perature  of  100  to  250°  C. 

Preferably,  the  air  outlets  are  square  to  rectan- 
gular  and  smaller  than  the  opening  of  the  container. 

Each  of  the  air  outlets  has  an  edge  portion 
provided  with  a  downwardly  extending  annular  por- 

40  tion  for  preventing  the  hot  air  from  spreading  out. 
Preferably,  the  air  outlet  is  covered  with  a 

perforated  plate. 
The  perforated  plate  has  holes  in  a  staggered 

arrangement. 
45  The  provision  of  the  spreading-out  preventing 

annular  portion  and  the  perforated  plate  prevents 
turbulence  in  the  flow  of  hor  air,  permitting  the  hot 
air  to  be  forced  into  the  container  in  a  laminar  flow. 

The  side  wall  of  the  hot  air  discharge  box  may 
50  be  formed  with  a  slit  positioned  at  the  same  level 

as  the  upper  surface  of  the  bottom  wall.  The  perfo- 
rated  plate  is  inserted  through  the  slit  and  bears  on 
the  upper  surface  of  the  bottom  wall. 

A  bolt  extends  through  the  top  wall  of  the 
55  discharge  box  in  screw-thread  engagement  there- 

with  and  has  a  forward  end  pressing  the  perforated 
plate  against  the  bottom  wall  of  the  box. 
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BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

FIG.  1  is  a  side  elevation  of  a  packaging  ma- 
chine  embodying  the  invention; 
FIG.  2  is  an  enlarged  fragmentary  side  elevation 
of  the  same; 
FIG.  3  is  an  enlarged  fragmentary  side  elevation 
of  a  hot  air  applicator;  and 
FIG.  4  is  an  exploded  fragmentary  perspective 
view  of  the  hot  air  applicator. 

DESCRIPTION  OF  THE  PREFRRED  EMBODI- 
MENT 

An  embodiment  of  the  present  invention  will  be 
described  below  with  reference  to  the  drawings. 
The  terms  "front"  and  "rear"  as  used  in  the  follow- 
ing  description  are  based  on  FIG.  1;  the  left-hand 
side  of  this  drawing  will  be  referred  to  as  the  front, 
and  the  right-hand  side  thereof  as  the  rear. 

The  packaging  machine  to  be  described  below 
comprises  two  rows  of  devices.  These  two  rows 
are  identical  with  respect  to  the  component  de- 
vices. 

With  reference  to  FIG.  1,  the  packaging  ma- 
chine  comprises  an  endless  conveyor  1,  and  a 
rotor  3  disposed  above  the  starting  end  of  a  path  of 
transport  provided  by  the  conveyor  1  and  having  a 
horizontal  rotary  shaft  and  eight  mandrels  2  extend- 
ing  radially  from  the  shaft.  The  conveyor  1  and  the 
rotor  3  are  intermittently  driven  in  synchronism. 
The  conveyor  1  and  the  rotor  3  are  entirely  en- 
closed  in  a  closed  chamber  4.  The  chamber  4  has 
a  top  wall,  on  which  a  group  5  of  devices  are 
arranged  from  the  rear  toward  the  front  in  series. 
The  devices  of  the  group  5  are,  as  arranged  from 
the  rear  forward,  a  bottom  heater  6  for  heating  an 
end  portion  of  a  tubular  container  C  having  a 
square  to  rectangular  cross  section  which  portion  is 
to  be  made  into  the  bottom  of  the  container,  a 
bottom  breaker  7  for  folding  the  end  portion  flat,  a 
bottom  sealer  8  for  bonding  the  folded  end  portion 
under  pressure,  a  primary  top  breaker  9  for  forming 
scores  in  the  other  end  portion  of  the  container  C 
to  be  made  into  the  top  portion  thereof  so  as  to 
make  the  end  portion  easily  foldable  to  the  shape 
of  a  roof,  a  filling  device  10  for  filling  a  specified 
amount  of  contents  into  the  container  C,  a  hot  air 
applicator  1  1  for  eliminating  froth  to  be  produced  in 
the  container  C  during  filling,  a  secondary  top 
breaker  12  for  folding  the  end  portion  along  the 
scores  formed  by  the  primary  top  breaker  9  and 
eventually  folding  the  end  portion  to  the  roof  shape, 
a  top  heater  13  for  heating  the  end  portion  thus 
folded,  and  a  top  sealer  14  for  bonding  the  heated 
end  portion  under  pressure.  In  the  device  group  5, 
the  bottom  heater  6,  bottom  breakder  7  and  bottom 
sealer  8  are  arranged  in  corresponding  relation  with 

positions  where  the  mandrels  are  stopped.  The 
primary  top  breaker  9,  filling  device  10,  hot  air 
applicator  11,  secondary  top  breaker  12,  top  heater 
13  and  top  sealer  14  are  adapted  to  work  on  two 

5  containers  C  at  the  same  time  which  containers  are 
adjacent  to  each  other  as  arranged  in  the  direction 
of  transport  of  containers.  Containers  C  are  sup- 
plied  to  the  rotor  3  by  a  container  feeder  15  and  a 
transfer  device  16  which  are  arranged  in  the  rear  of 

io  the  chamber  4. 
The  hot  air  applicator  11  which  is  adapted  to 

destroy  froth  comprises  a  hot  air  discharge  box  18 
having  a  bottom  wall  18a,  a  top  wall  18b,  a  side 
wall  18c  and  two  air  outlets  19  formed  in  the 

is  bottom  wall  18a,  the  air  outlets  being  arranged 
along  the  transport  path  so  as  to  be  opposed  to  the 
openings  of  containers  C  from  above,  and  means 
for  supplying  hot  air  to  the  box  18.  The  hot  air 
supplying  means  comprises  an  electric  heater  17 

20  for  heating  air  taken  in  by  an  electric  fan  (not 
shown),  and  an  air  pipe  20  for  sending  the  air 
heated  by  the  heater  1  7  to  the  box  1  8. 

The  top  wall  18b  of  the  air  discharge  box  18  is 
formed  in  its  rear  half  with  an  air  intake  29.  The  air 

25  pipe  20  has  one  end  connected  to  the  wall  edge 
portion  defining  the  opening  29.  Each  air  outlet  19 
is  square  to  rectangular  and  smaller  than  the  open- 
ing  of  the  tubular  container  C  having  a  bottom.  The 
air  outlets  19  are  covered  with  a  perforated  plate 

30  21  having  a  multiplicity  of  small  holes  25  in  a 
staggered  arrangement.  The  holes  25  of  the  perfo- 
rated  plate  21  are,  for  example,  4  mm  in  diameter, 
and  the  hole  pitch  is  7  mm.  The  rear  portion  of  the 
side  wall  18c  of  the  box  18  is  formed  with  a  slit  22 

35  which  is  positioned  at  the  same  level  as  the  upper 
surface  of  the  bottom  wall  18a.  The  perforated 
plate  21  is  inserted  into  the  box  18  through  the  slit 
22  and  bears  on  the  upper  surface  of  the  bottom 
plate  18a  while  covering  the  two  outlets  19.  The 

40  plate  19  is  fixed  to  the  box  18  by  a  bolt  23  and  a 
nut  26.  More  specifically,  a  screw  hole  27  is 
formed  in  the  top  wall  18b  of  the  box  18  at  an 
intermediate  portion  of  its  length  other  than  the  air 
intake  portion  29.  A  through  hole  28  for  the  forward 

45  end  of  the  bolt  23  to  fit  in  is  formed  in  the  perfo- 
rated  plate  19  at  an  intermediate  portion  of  its 
length  which  is  not  opposed  to  the  air  outlet  19. 
The  bolt  23  with  the  nut  26  screwed  thereon  is 
inserted  through  the  top  wall  18b  of  the  box  18 

50  from  above,  and  the  nut  26  is  tightened  up  in 
pressing  contact  with  the  top  wall  18b  with  the  bolt 
end  fitting  in  the  through  hole  28,  whereby  the 
perforated  plate  19  is  fastened  to  the  box  18.  Each 
air  outlet  19  has  an  edge  portion  provided  with  a 

55  downwardly  extending  portion  24  for  preventing  the 
hot  air  from  spreading  out.  Disposed  below  the 
heater  17  is  a  thermocouple  or  like  temperature 
sensor  (not  shown)  for  use  in  controlling  the  tem- 

3 
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perature  of  the  heater  17  to  a  suitable  level.  The 
degree  of  cleanness  of  the  hot  air  is  adjusted  in 
accordance  with  the  contents  and  the  surrounding 
environment. 

With  the  defoaming  hot  air  applicator  11,  hot 
air  heated  to  100  to  250°  C  by  the  electric  heater 
17  reaches  the  hot  air  discharge  box  18,  and  is 
made  into  a  laminar  flow  by  the  perforated  plate  21 
and  hot  air  spreading-out  preventing  portion  24 
provided  on  the  box  18  and  forced  into  the  con- 
tainer  C  which  is  filled  with  the  contents.  Since  the 
outlet  19  is  smaller  than  the  opening  of  the  con- 
tainer  C,  the  hot  air  does  not  strike  against  the  side 
wall  of  the  container  C  but  comes  into  direct  con- 
tact  with  froth  formed  on  the  surface  of  the  con- 
tents  to  destroy  the  froth  irrespective  of  the  size  of 
bubbles  formed  by  virtue  of  the  expansion  of  air 
inside  the  bubbles,  evaporation  of  water  on  the 
surface  of  bubbles  and  pressure  of  the  hot  hair. 
After  eliminating  the  froth,  the  hot  air  rises  along 
the  inner  surface  of  side  wall  of  the  container  C 
and  flows  out  from  the  container  C.  At  this  time,  the 
upper  end  portion  of  the  container  C  is  heated. 

After  the  application  of  hot  air,  the  secondary 
top  breaker  12  folds  the  container  top  portion,  the 
top  heater  13  heats  the  folded  end  portion  and  the 
top  sealer  14  seals  off  the  top  portion.  The  top 
portion  can  be  folded  with  ease  since  no  froth  is 
forced  out  from  the  tupper  end  of  the  container  C, 
while  the  heating  operation  can  be  effected  at  a 
lower  temperature  or  for  a  shorter  period  of  time. 
The  sealing  operation  can  be  conducted  without 
the  likelihood  of  impairing  the  seal  owing  to  the 
adhesion  of  thrown-out  froth  to  the  top  portion. 

Although  the  holes  25  of  the  perforated  plate 
21  are  4  mm  in  diameter  and  arranged  with  a  pitch 
of  7  mm  according  to  the  embodiment  described, 
the  diameter  and  pitch  of  the  holes  25  are  suitably 
variable,  for  example,  in  accordance  with  the  con- 
tents  to  be  filled  into  containers  C. 

Claims 

1.  A  packaging  machine  having  a  filling  device,  a 
top  breaker,  a  top  heater  and  a  top  sealer 
which  are  arranged  along  a  path  of  transport  of 
containers,  the  packaging  machine  being  char- 
acterized  in  that  a  hot  air  applicator  is  dis- 
posed  between  the  filling  device  and  the  top 
breaker  for  eliminating  the  froth  to  be  pro- 
duced  when  containers  each  having  an  upward 
opening  are  filled  with  contents. 

along  the  transport  path  so  as  to  be  opposed 
to  the  openings  of  containers  from  above,  and 
means  for  supplying  hot  air  to  the  box,  and  hot 
air  is  simultaneously  forced  against  two  con- 

5  tainers  arranged  adjacent  to  each  other  in  the 
direction  of  transport. 

3.  A  packaging  machine  as  defined  in  claim  1 
wherein  the  hot  air  applicator  comprises  a  hot 

io  air  discharge  box  having  a  bottom  wall,  a  top 
wall,  a  side  wall  and  at  least  one  air  outlet 
formed  in  the  bottom  wall  so  as  to  be  opposed 
to  the  opening  of  the  container  from  above, 
and  means  for  supplying  hot  air  to  the  box. 

15 
4.  A  packaging  machine  as  defined  in  any  one  of 

claims  1  to  3  wherein  the  hot  air  is  controlled 
to  a  temperature  of  100  to  250°  C. 

20  5.  A  packaging  machine  as  defined  in  claim  2  or 
3  wherein  the  air  outlet  is  square  to  rectangular 
and  smaller  than  the  opening  of  the  container. 

6.  A  packaging  machine  as  defined  in  claim  2  or 
25  3  wherein  the  air  outlet  has  an  edge  portion 

provided  with  a  downwardly  extending  annular 
portion  for  preventing  the  hot  air  from  spread- 
ing  out. 

30  7.  A  packaging  machine  as  defined  in  claim  2  or 
3  wherein  the  air  outlet  is  covered  with  a 
perforated  plate. 

8.  A  packaging  machine  as  defined  in  claim  7 
35  wherein  the  perforated  plate  has  holes  in  a 

staggered  arrangement. 

9.  A  packaging  machine  as  defined  in  claim  7 
wherein  the  side  wall  of  the  hot  air  discharge 

40  box  is  formed  with  a  slit  at  the  same  level  as 
the  upper  surface  of  the  bottom  wall,  and  the 
perforated  plate  is  inserted  through  the  slit  and 
bears  on  the  upper  surface  of  the  bottom  wall. 

45  10.  A  packaging  machine  as  defined  in  claim  7 
wherein  a  bolt  extends  through  the  top  wall  of 
the  hot  air  discharge  box  in  screw-thread  en- 
gagement  therewith  and  has  a  forward  end 
pressing  the  perforated  plate  against  the  bot- 

50  torn  wall  of  the  box. 

2.  A  packaging  machine  as  defined  in  claim  1 
wherein  the  hot  air  applicator  comprises  a  hot  55 
air  discharge  box  having  a  bottom  wall,  a  top 
wall,  a  side  wall  and  two  air  outlets  formed  in 
the  bottom  wall,  the  air  outlets  being  arranged 

4 
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