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(57)  The  splice  verification  system  (10)  of  the  pre- 
sent  invention  verifies  the  efficiency  of  an  opti- 
cal  splice  by  measuring  the  scattered  light 
escaping  from  the  splice.  Specifically,  the  pre- 
ferred  embodiment  performs  such  scattered 
light  measurement  within  a  photodetection  area 
which  is  substantially  free  of  all  ambient  light. 
Furthermore,  the  verification  system  includes  a 
reference  power  module  (12)  which,  prior  to 
creating  an  optical  splice,  measures  the  level  of 
the  optical  signal  being  transmitted  out  of  the 
end  of  an  active  fiber.  The  present  invention 
then  provides  means  to  correlate  the  level 
gauged  as  a  reference  signal  level  relative  to  the 
amount  of  scattered  light  lost  from  the  optical 
splice.  The  ratio  of  these  two  measured  light 
levels  may  then  be  used  to  determine  whether 
the  amount  of  scattered  light  lost  from  the 
optical  splice  is  acceptable  given  the  particular 
constraints  of  the  optical  system  in  which  the 
splice  is  employed. 

FIG.  1 
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Technical  Field 

This  invention  relates  to  an  optical  fiber  splice 
verification  system. 

Background  of  the  Invention 

Optical  fiber  connectors  and  splicing  devices  are 
an  important  part  of  substantially  any  optical  fiber 
communication  system.  For  instance,  connectors  or 
splicing  devices  may  be  used  to  join  segments  of  fiber 
into  longer  lengths  or  to  connect  fiber  to  active  devic- 
es  such  as  radiation  sources,  detectors,  or  repeaters, 
or  to  passive  devices  such  as  switches  or  attenuators. 
Considering  that  a  core  of  multimode  optical  fiber  is 
50  microns  in  diameter  and  that  of  single  mode  fiber 
is  only  8  microns,  achieving  a  proper  connection  or 
splice  is  no  small  task.  Due  to  the  precision  required 
to  adequately  join  two  optical  fibers  and  the  impor- 
tance  of  such  splices  not  introducing  an  unacceptable 
amount  of  loss  into  the  communication  system,  veri- 
fication  of  a  proper  connection  would  be  beneficial. 

A  multimode  fiber  splicing  technique  presently 
exists  which  uses  precision  glass  plugs  to  terminate 
fibers  and  a  plastic  ferrule  to  align  and  retain  the 
plugs.  A  completed  splice  assembly  of  this  technique 
assures  its  mechanical  integrity  by  means  of  axial 
loading  applied  with  coiled  springs  at  the  plug  ends. 
In  addition,  the  splice  assembly  is  index  matched  with 
a  curable  gel.  More  specific  details  of  such  a  splice 
are  disclosed  in  commonly  assigned  U.S.  patent 
4,880,291. 

In  the  above-described  connector  or  splice,  a 
loss  minima  may  be  obtained  by  rotating  plugs  rela- 
tive  to  each  other.  Some  of  the  factors  affecting  the 
particular  loss  minima  include  1)  eccentricities 
caused  by  the  position  of  the  fiber  core  within  the 
cladding:  2)  the  position  of  the  fiber  within  the  plug 
bore,  and  3)  the  position  of  the  bore  relative  to  the 
plug  outer  diameter. 

Two  methods  presently  used  to  monitor  splice 
loss  during  plug  rotation  are  end-to-end  transmission 
measurements  and  Optical  Time  Domain  Reflectom- 
eter  (OTDR)  measurements.  Using  end-to-end  trans- 
mission  measurements  to  obtain  a  minimum  splice 
loss  requires  that  a  source  (light-emitting  diode  or  las- 
er)  be  used  to  energize  the  fiber  to  be  spliced  and  that 
a  suitable  detector  and  power-measuring  apparatus 
be  located  at  the  far  end  of  the  fiber  to  be  spliced.  For 
field  splicing  this  would  usually  require  a  source  in  the 
central  office  and  the  detector  (typically  a  power  me- 
ter)  at  the  splice  point  adjacent  to  the  splice  being 
made.  Basic  shortcomings  with  this  method  of  splice 
optimization  are  the  necessity  of  opening  the  adja- 
cent  manhole  with  two  splicing  teams  required,  the  in- 
ability  to  accurately  measure  splice  loss  due  to  the 
fiber  losses  included  in  the  measurement,  and  diffi- 
culties  involving  feeding  back  the  transmitted  power 

level  to  the  splicer. 
The  OTDR  method  of  splice  alignment  requires 

connection  to  the  filler  to  be  spliced  and  a  talk  circuit 
between  the  OTDR  and  splicing  crew.  As  the  splice 

5  is  aligned,  the  splice  loss  from  the  OTDR  is  reported 
to  the  splicer.  This  procedure  of  measuring  and  ad- 
justing  is  repeated  until  the  splice  is  optimized.  Splice 
loss  measured  with  unidirectional  OTDR  measure- 
ments  is  inaccurate  due  to  fiber  parameter  differenc- 

10  es.  Accurate  OTDR  splice  loss  measurements  require 
measurements  from  both  directions  and  averaging. 
An  additional  disadvantage  of  OTDR  is  the  associat- 
ed  low  sampling  rate.  Yet  another  disadvantage  of  the 
OTDR  is  its  range.  With  state-of-the-art  equipment, 

15  only  a  relatively  limited  range  may  be  allowed  before 
the  OTDR  must  be  moved  closer  to  the  splice  point. 

In  light  of  the  above-identified  problems  with  the 
present  splice  verifying  technology,  what  is  needed 
and  what  is  seemingly  not  provided  by  the  prior  art  is 

20  a  dependable  system  capable  of  providing  splice  op- 
timization  and  loss  measurement  at  the  splice  point. 
The  sought-after  system  should  be  usable  to  adjust  or 
"tune"  an  optical  fiber  splice  for  minimum  loss  and 
continually  indicate  the  amount  of  loss  in  decibels. 

25 
Summary  of  the  Invention 

The  foregoing  problems  of  the  prior  art  have  been 
overcome  by  the  optical  fiber  splice  verification  sys- 

30  tern  of  this  invention  as  set  forth  in  the  claims. 

Brief  Description  of  the  Drawing 

FIG.  1  is  an  isometric  view  of  an  optical  fiber 
35  splice  verification  system  in  its  open  position  in  accor- 

dance  with  the  present  invention. 
FIG.  2  is  a  isometric,  partially  extended  view  of 

the  reference  power  module  in  accordance  with  the 
present  invention. 

40  FIG.  3  is  a  side  view  of  the  reference  power  mod- 
ule  of  the  present  invention. 

FIG.  4  is  a  block  diagram  of  the  electrical  compo- 
nents  within  the  verification  system  of  the  present  in- 
vention. 

45 
Detailed  Description 

The  preferred  embodiment  of  an  optical  fiber 
splice  verification  system  is  depicted  in  FIG.  1  and 

so  generally  identified  by  reference  numeral  10.  Struc- 
turally,  the  splice  verification  apparatus  of  the  prefer- 
red  embodiment  of  the  present  invention  includes  two 
distinct  sections.  The  first  section  is  referred  to  herein 
as  the  reference  power  module  and  is  generally  de- 

55  picted  as  item  number  12  in  FIGS.  1-3.  The  second 
portion  of  the  present  testing  apparatus  is  referred  to 
herein  as  the  verifier  module  and  is  generally  identi- 
fied  by  reference  number  14  of  FIG.  1  . 

2 
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As  stated,  the  first  distinct  section  of  the  testing 
apparatus  of  the  present  invention  is  the  reference 
power  module  12  of  FIGS.  2  and  3.  The  purpose  of  the 
reference  power  module  12  is  to  accurately  measure 
and  record  the  light  level  being  transmitted  through 
an  active  optical  fiber  at  the  point  to  where  a  splice  is 
desired.  As  shown  in  FIG.  2.  the  reference  power 
module  12comprises  two  sections,  namely  a  fiberori- 
entation  section  16  and  a  reference  light  detection 
section  18.  Furthermore,  each  of  these  sections  is 
supported  by  a  reference  module  base  20. 

In  general,  the  fiber  orientation  section  16  pro- 
vides  mechanical  support  for  properly  orienting  and 
receiving  the  active  fiber  in  its  desired  testing  posi- 
tion.  The  light  reference  detection  section  18  is  imme- 
diately  adjacent  the  fiber  orientation  section  16  and 
defines  a  detection  area  free  of  ambient  light.  Specif- 
ically,  the  light  reference  detection  area  includes  a 
cover  arrangement  22  which  provides  protection  for  a 
diode,  not  specifically  shown,  and  whose  operation 
will  be  discussed  later.  The  diode  cover  22  also  pro- 
hibits  undesired  light  from  entering  the  detection  area 
of  the  diode,  thereby  allowing  the  diode  to  only  be  ex- 
posed  to  light  emitted  from  the  end  of  the  active  fiber. 

The  fiber  orientation  section  16  is  enclosed  by  a 
cover  arrangement  referred  to  herein  as  the  refer- 
ence  module  lid  24.  The  lid  24  attaches  to  the  refer- 
ence  module  base  20  via  hinges  26  which  allows  for 
easy  insertion  of  a  fiber.  Preferably,  the  fiber  orienta- 
tion  section  16  includes  fiber  support  means  28,  30 
and  32  located  under  the  lid  24  and  attached  to  the 
reference  module  base  20  for  providing  a  guide  or 
track  to  assist  in  properly  orienting  the  fiber  within  the 
reference  power  module  12.  Specifically,  one  part  28 
of  the  fiber  guide  means  should  act  to  support  a  bare- 
ended  fiber  an  appropriate  distance  from  the  face  of 
the  diode,  while  a  second  part  32  of  the  fiber  guide 
means  assists  in  holding  the  buffered  fiber  portion  in 
place.  In  addition  to  providing  assistance  in  shielding 
the  diode  from  extraneous  light,  the  lid  24  includes  a 
spring  34  positioned  to  apply  a  downward  force  to 
hold  an  inserted  fiber  being  gauged  in  place  within 
the  fiber  guide  means. 

Afterthe  reference  power  of  the  optical  signal  be- 
ing  input  into  the  fiber  splice  has  been  gauged,  the 
process  of  actually  verifying  the  effectiveness  of  the 
optical  coupling  provided  by  the  splice  may  begin.  As 
illustrated  in  FIG.  1  ,  the  present  invention  provides  an 
optical  splice  verification  unit  which  mechanically  in- 
cludes  a  main  body  portion,  generally  designated  by 
reference  numeral  36,  and  a  light-shielding  cover  as- 
sembly,  identified  as  element  38. 

The  main  body  portion  36  contains  a  splice  nest 
40  which  is  preferably  centrally  located  within  the  ver- 
ification  unit  14  for  securely  holding  the  splice  (not 
shown)  in  the  desired  position.  In  the  preferred  em- 
bodiment  of  the  present  invention,  the  splice  nest  40 
is  particularly  designed  toaccepta  CSLsplice  with  its 

spring-side  down.  The  longitudinal  alignment  of  the 
CSL  splice  as  positioned  in  the  splice  nest  estab- 
lishes  a  fiber  placement  path  extending  across  the 
width  of  the  main  body  portion  36. 

5  To  assist  in  maintaining  the  optical  fiber  within  its 
desired  position  along  the  fiber  placement  path,  each 
sideofthe  main  body  portion  is  further  equipped  with 
fiber  grips  42  and  44.  In  the  preferred  embodiment  of 
the  present  invention,  the  fiber  grips  are  foam  blocks, 

10  each  including  an  upwardly-oriented  open  slits  46  and 
48.  The  slits  46  and  48  are  aligned  so  as  to  be  within 
the  longitudinal  fiber  placement  path  and  establish  a 
point  of  fiber  entry  into  the  verification  unit  through 
both  the  left  and  right  side  wall  of  the  unit.  The  foam 

15  grips  42  and  44  act  to  snugly  hold  the  desired  amount 
or  length  of  optical  fiber  within  the  unit  while  prohibit- 
ing  unwanted  light  to  enterthe  unitthrough  any  points 
of  fiber  entry. 

Furthermore,  in  order  to  allow  easy  insertion  of 
20  a  non-active  bare-ended  fiber  into  a  secured  splice, 

included  in  the  main  body  portion  36  is  a  trough-like 
guide  50  which  is  longitudinally  aligned  with  and  in  an 
end-to-end  configuration  with  the  splice.  The  trough- 
like  guide  50  is  preferably  made  of  brass  and  angled 

25  upward  so  that  the  lowest  end  of  the  brass  guide  is 
adjacent  the  splice  and  the  highest  end  of  the  guide 
is  toward  the  side  of  the  main  body  portion  36  near 
right-hand  foam  grip  44. 

Alight-shielding  cover  assembly  38  is  preferably 
30  pivotally  connected  the  main  body  portion  36  of  the 

splice  verification  unit.  The  main  purpose  of  the  cover 
assembly  38  is  to  establish  a  dependable  and  easy- 
to-employ  arrangement  for  substantially  isolating  the 
splice  nest  40,  and  any  optical  fiber  splice  positioned 

35  therein,  from  undesired  exposure  to  extraneous  light. 
By  purposely  isolating  the  splice  and  detection  unit 
from  ambient  light,  basically  any  type  of  signal  pres- 
ent  in  the  active  fiber  may  be  gauged  and  utilized  as 
a  reference  level.  The  particular  signal  in  the  active 

40  fiber  need  not  be  characteristically  distinguishable 
from  various  parts  of  common  light  sources.  In  addi- 
tion,  the  cover  assembly  should  provide  convenient 
operator  access  to  the  reference  module  12,  as  well 
as  to  any  splice  positioned  within  the  splice  nest  40. 

45  The  cover  assembly  38  is  equipped  with  a  handle 
52,  preferably  extending  from  the  front  of  the  cover 
assembly,  for  the  operator  to  use  when  opening  and 
closing  of  the  cover  assembly.  In  the  preferred  em- 
bodiment  of  the  present  invention,  the  handle  52  may 

so  include  a  magnetic  latching  mechanism  54  to  secure- 
ly  maintain  the  cover  assembly  in  its  closed  position 
during  the  splice  verification  operation. 

One  additional  feature  of  the  cover  assembly  38 
is  a  splice-locking  mechanism  56  which  acts  as  the 

55  cover  assembly  is  being  closed  to  engage  or  lock  the 
CSL  splice  within  the  splice  nest.  As  described  in 
greater  detail  in  commonly-assigned  U.S.  Patent  No. 
5,125,057,  the  CSL  splice  incorporates  a  clip  spring 

3 
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which  toggles  between  two  positions.  One  position  of 
the  CSLspl  icing  device  opens  the  splice  to  allowf  iber 
ends  to  be  easily  inserted  and  removed  from  the 
splice.  Conversely,  the  second  position  arranges  the 
clip  spring  in  a  manner  that  applies  a  pressure  to  the 
fiber  ends  which  prohibits  their  removal  from  the 
splice. 

The  verification  unit  of  the  present  invention  al- 
lows  a  CSL  splice  in  its  open  position  to  be  placed  in 
the  splice  nest  40.  Various  fiber  ends  may  then  be  in- 
serted  within  the  splicing  device  as  desired.  When 
each  f  iberend  is  properly  positioned  within  the  splice, 
the  cover  assembly  38  is  closed  to  in  essence  begin 
the  splice  verification  process.  As  the  cover  assembly 
38  is  shut  or  moved  to  its  measurement  position,  the 
previously  opened  CSL  splice  is  manipulated  into  its 
closed  position  by  the  splice-locking  mechanism  56. 
Once  the  splice  is  in  its  closed  position,  thereby  se- 
curely  holding  two  fiber  ends  together,  the  operator 
may  further  utilize  the  verification  unit  of  the  present 
invention  to  validate  the  optical  operation  of  the  newly 
created  splice. 

The  initial  step  involved  in  using  the  present  in- 
vention  to  properly  verify  an  optical  splice  is  to  accu- 
rately  measure  the  essential  characteristics  of  the 
light  energy  being  introduced  into  the  splice  created. 
By  utilizing  the  reference  power  module  12  described 
above,  the  operator  obtains  an  indication  as  to  the 
amount  of  light  supplied  to  the  splice  via  the  active  fib- 
er.  The  reference  power  module  12  of  the  present  in- 
vention  precisely  captures  and  measures  the  amount 
of  light  transmitted  through  an  active  fiber  at  a  point 
where  an  optical  splice  is  to  be  created.  Correspond- 
ingly,  the  verification  unit  of  the  present  invention 
measures  the  amount  of  scattered  light  escaping  from 
the  optical  splice  incorporating  that  active  fiber. 

Then  by  establishing  the  ratio  of  the  amount  of 
lost  light  energy  captured  escaping  from  the  splice  rel- 
ative  to  the  level  of  energy  being  input  into  the  splice, 
the  operator  can  make  a  determination  as  to  whether 
that  degree  of  splice  loss  is  within  acceptable  ranges. 
Should  the  splice  loss  measured  not  be  acceptable, 
the  CSL  splice  may  be  removed  from  the  splice  nest 
40  of  the  verification  unit,  manipulated  to  its  open  pos- 
ition  and  adjustments  made  to  the  fiber  ends  to  im- 
prove  the  splice  connection.  The  above-described 
process  for  utilizing  the  verification  unit  of  the  present 
invention  may  then  be  repeated  to  close  the  CSL 
splice  and  verify  its  optical  operation.  This  procedure 
may  be  repeated  as  many  times  as  is  necessary  to  es- 
tablish  an  adequate  optical  splice. 

Detailed  below  are  the  preferred  procedural 
steps  involved  in  employing  the  verification  unit  of  the 
present  invention  to  validate  the  optical  operation  of 
a  CSL  splice.  First,  the  cover  assembly  is  closed  and 
the  unit  powered  up  to  initiate  a  self-test  routine,  see 
FIG.  4,  element  94.  Afterthe  self-test  is  completed,  an 
audible  or  visual  signal  may  be  used  to  indicate  that 

the  unit  is  operating  properly  and  ready  for  operation, 
whereas  a  different  series  of  audible  or  visual  signals 
may  signify  a  self-test  failure.  Upon  successful  com- 
pletion  of  the  self-test  routine,  the  cover  assembly  38 

5  is  opened  and  a  CSL  splice  is  positioned  into  the 
splice  nest  40  such  that  its  spring-side  is  down. 

An  active  fiber  should  then  be  prepared  for  refer- 
ence  measurements  and  splicing.  In  the  preferred 
embodiment  of  the  present  invention,  such  prepara- 

10  tion  involves  establishing  an  approximately  12  mm 
bare  fiber  cleave  length.  The  active  fiber  should  then 
be  laid  into  the  reference  module  12,  shown  in  FIGS. 
2  and  3  and  described  above,  such  that  the  bared  end 
of  the  active  fiber  is  adjacent  the  diode-containing 

15  portion  of  the  module  and  the  edge  of  the  coating  is 
slightly  (~  2-6  mm)  on  the  non-diode  side  of  the  cen- 
ter  stop  30.  After  the  reference  module  lid  24  is 
closed,  the  fiber  should  be  gently  slid  underthe  diode 
cover  22  and  toward  the  diode  (not  shown)  until  a  re- 

20  sistance  due  to  the  coating  layer  contacting  the  cen- 
ter  stop  30  is  felt.  This  resistance  against  the  center 
stop  indicates  that  the  active  fiber  end  is  the  proper 
distance  from  the  reference  detector. 

Once  the  active  fiber  is  properly  oriented  within 
25  the  reference  module  12,  the  reference  measurement 

may  be  initiated.  In  the  preferred  embodiment,  if  the 
measured  reference  signal  is  between  0  and  -30 
dBm,  that  reference  signal  level  is  stored  until  another 
reference  measurement  is  initiated.  An  audible  and/or 

30  visual  indication  may  be  activated  to  signify  an  ac- 
ceptable  reference  signal  has  been  gauged  and  stor- 
ed.  An  alternative  type  of  indication  may  be  activated 
if  the  reference  signal  level  is  determined  to  be  out  of 
range.  However,  it  should  be  noted  that  a  more  de- 

35  tailed  or  continuous  display  of  the  actual  loss  values 
measured  may  also  be  provided  to  the  operator  in  ac- 
cordance  with  the  present  invention.  The  choice  of 
detail  presented  in  the  displayed  information  may  be 
operator  selected  based  on  the  particular  application 

40  involved. 
After  an  acceptable  reference  signal  has  been 

gauged  and  stored,  the  fiber  ends  may  then  be 
spliced  together  by  the  CSL  splice  located  in  the 
splice  nest  40.  To  assist  in  properly  positioning  the  ac- 

45  tive  fiber  end  into  the  CSLsplice,  after  the  active  fiber 
is  removed  from  the  reference  module,  the  coated 
portion  of  the  active  fiber  should  be  securely  placed 
within  the  lefthand  fiber  grip  42.  The  left-hand  fiber 
grip  42  as  referenced  herein  is  the  fiber  grip  nearest 

so  the  reference  module  12  as  depicted  in  FIG.  1.  The 
active  fiber  should  be  oriented  in  the  fiber  grip  42 
such  that  enough  length  of  the  active  fiber  extends  in- 
ward  through  the  verification  unit  to  allow  the  cleaved 
end  length  of  the  active  fiber  to  be  properly  inserted 

55  into  a  CSL  splice  being  held  in  splice  nest  40. 
Upon  properly  positioning  the  active  fiber  end 

within  the  splice  nest  in  accordance  to  the  steps  set 
forth  above,  a  somewhat  similar  series  of  steps  is  em- 

4 
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ployed  to  prepare  and  arrange  the  non-active  fiber 
portion  to  be  spliced.  First,  cleave  the  end  of  the  non- 
active  fiber  portion  to  produce  an  approximately  12 
mm  cleave  length.  Next,  insert  a  coated  section  of  the 
non-active  fiber  into  the  right-hand  fiber  grip  44.  As 
with  the  procedure  used  to  orient  the  active  fiber, 
enough  length  of  the  non-active  fiber  portion  should 
extend  inward  through  the  verification  unit  to  allow 
the  cleaved  end  length  of  the  non-active  fiber  to  also 
be  properly  positioned  within  a  CSL  splice  being  held 
in  the  splice  nest  40. 

However,  to  further  assist  in  arranging  the  non- 
active  fiber  end,  the  present  invention  provides  an  an- 
gled  fiber  guide  system  50.  As  discussed  earlier  and 
shown  in  FIG.  1  ,  the  fiber  guide  50  extends  from  the 
right-hand  foam  fiber  grip  44  toward  the  splice  nest 
40.  In  the  preferred  embodiment,  the  cleaved  end  of 
the  non-active  fiber  should  be  placed  into  the  guide 
50  at  as  low  an  angle  as  possible  and  slowly  slid  along 
the  fiber  guide  until  the  non-active  fiber  end  is  insert- 
ed  into  a  CSL  splice.  The  non-active  fiber  end  should 
preferably  be  inserted  far  enough  into  the  CSL  splice 
to  force  a  portion  of  the  active  fiber  previously  posi- 
tioned  within  the  splice  to  be  backed  out  of  the  splice. 
Since  a  portion  of  the  active  fiber  is  secured  within 
the  left-hand  fiber  grip  44,  such  force  against  the  ac- 
tive  fiber  end  within  the  splice  causes  a  bow  to  be  pro- 
duced  along  the  section  of  active  fiber  between  the 
left-hand  fiber  grip  44  and  the  splice  nest  40.  It  should 
also  be  noted  that  due  to  the  construction  of  a  CSL 
splice,  the  fiber  contact  may  be  visually  observed 
through  a  CSL  splice  housing  lens. 

With  both  fiber  ends  with  the  CSL  splice,  verify 
that  bows  exist  in  both  the  active  and  non-active  fiber 
sections  adjacent  the  splice.  Next,  securely  close  the 
housing  cover  assembly  38.  In  accordance  with  the 
preferred  embodiment  of  the  present  invention,  com- 
plete  closure  of  the  housing  cover  assembly  38  acts 
to  engage  the  splice  spring  within  the  CSL  splice  (not 
shown).  The  splice  spring  within  a  CSL  splice  is  the 
actual  mechanism  used  to  apply  adequate  forces  to 
each  fiber  end  to  establish  and  maintain  a  reliable, 
low-loss  optical  splice  between  the  two  fiber  portions 
being  spliced.  In  addition  to  engaging  the  CSL  splice 
spring,  the  closing  of  the  cover  assembly  38  also  ac- 
tivates  a  preferably  magnetic  switching  assembly  54 
which  initiates  the  light  loss  measurement  procedures 
upon  complete  closure  of  the  cover  assembly. 

To  actually  perform  the  optical  loss  measurement 
the  preferred  embodiment  of  the  present  invention  in- 
corporated  a  diode-based  optical  detection  unit  on 
the  non-active  fiber  side  of  the  CSL  splice.  However, 
due  to  the  unique  configuration  of  the  CSL  splice, 
light  which  leaks  from  the  splice  does  not  escape  from 
the  splice  in  a  predictable  manner.  To  the  contrary, 
due  to  the  many  edges  and  surfaces  within  a  CSL 
splice,  it  has  been  identified  that  scattered  light  may 
be  deflected  within  the  splice  a  number  of  times  be- 

fore  exiting  the  splice.  Therefore,  the  present  inven- 
tion  further  comprises  a  light  pipe  58  located  imme- 
diately  adjacent  the  non-active  fiber  end,  or  output 
end,  of  the  CSL  splice.  The  light  pipe  58  is  construct- 

5  ed  to  capture  and  direct  all  lost  light  from  the  CSL 
splice  into  the  optical  detection  unit  60.  The  present 
invention's  use  of  a  light  pipe  58  to  direct  or  transfer 
captured  scattered  light  from  the  splice  to  a  specific 
detection  area,  allows  a  photodetector  having  a  small- 

10  er  active  area  to  be  used  since  some  degree  of  control 
over  the  scattered  light  has  been  obtained.  Such  cap- 
turing  capability  is  essential  for  accurate  splice  loss 
measurement  given  the  construction  of  a  CSL  splice. 
Furthermore,  it  should  be  noted  that  the  specifics  of 

15  the  optical  detection  unit  utilized  to  actually  measure 
the  amount  of  lost  light  captured  may  be  any  well- 
known  optical  detection  system. 

From  an  electronics  perspective  and  as  illustrat- 
ed  in  FIG.  4,  the  preferred  embodiment  of  the  present 

20  invention  basically  comprises  three  subassemblies 
which  collectively  provide  field  measurement  data  re- 
garding  the  amount  of  light  loss  within  a  CSL  splice. 
In  general,  the  electronics  are  used  to  convert  optical 
signals  to  electrical  signals,  process  those  signals 

25  and  provide  measurement  and  control  information  to 
the  user.  Preferably,  the  entire  verification  unit  is  bat- 
tery  operated,  lightweight  and  designed  to  withstand 
shock  and  typical  field  temperature  extremes. 

The  first  of  these  electronic  subassemblies  is  re- 
30  ferred  to  herein  as  the  detector  assembly  and  is  gen- 

erally  identified  as  element  70  in  FIG.  4.  In  the  pre- 
ferred  embodiment,  the  detector  assembly  70  com- 
prises  two  photodiodes  72  and  74,  namely,  a  refer- 
ence  detector  72  and  a  scattered  light  detector  74  The 

35  reference  detector  72  provides  a  reference  light  pow- 
er  level  as  a  base  point  for  subsequent  comparisons 
with  the  scattered  loss  measurement,  whereas  the 
scattered  light  detector  74  provides  a  measurement  of 
the  amount  of  light  energy  which  is  not  transmitted 

40  completely  through  the  CSL  splice  in  the  previously 
non-active  fiber  portion.  Since,  as  discussed  before, 
particularly  in  a  CSL  splice,  this  lost  light  energy  is 
non-uniform  in  both  intensity  and  geometry,  a  rela- 
tively  large  (3  mm)  active  area  detector,  in  conjunction 

45  with  the  previously  described  light  pipe,  is  preferably 
used  to  capture,  direct,  and  quantify  the  last  energy 
scattered  by  the  splice.  In  the  preferred  embodiment, 
the  reference  detector  72  incorporates  a  1  mm  In- 
GaAs  photodiode. 

so  The  InGaAs-type  photodiodes  were  selected  for 
their  higher  responsitivity,  or  quantum  efficiency,  and 
t  heir  h  ig  her  shu  nt  resistance  in  anticipation  of  expect- 
ed  use  in  high  ambient  temperature  environments.  In 
general,  the  output  of  the  photodiodes  is  a  current 

55  which  is  linear  over  several  decades  of  operation. 
Furthermore,  the  present  embodiment  may  incorpor- 
ate  an  algorithm  to  compensate  for  the  shunt  impe- 
dance  variation  of  the  detectors  with  temperature. 

5 
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The  second  of  two  electronic  subassemblies  is 
referred  to  herein  as  the  main  electronics  control 
board  76.  In  general,  the  main  control  board  76  is  es- 
sentially  an  application-specific  optical  power  meter 
and  in  accordance  with  the  preferred  embodiment, 
may  be  functionally  divided  into  three  (3)  sections:  1) 
the  analog  signal  processing  section  78;  2)  the  digital 
microprocessor  control  and  calculation  section  80; 
and  3)  the  power  supply  section. 

The  analog  signal  processing  section  78  prefer- 
ably  consists  of  two  (2)  low-leakage  reed-relays  82 
and  84,  a  precision  chopper-stabilized  amplifier  86, 
and  a  unity-gain  buffer  88.  The  signal  received  from 
the  photodiodes,  either  the  1  mm  reference  detector 
or  the  3  mm  scattered  light  detector,  is  switched  to  the 
input  of  the  transimpedance  amplifier  86.  Preferably, 
the  transimpedance  amplifier  86  is  a  switched-gain 
l/V  converter  with  five  (5)  ranges:  1V7mW,  1V/100nW, 
1V/10nW,  1V/1nW  and  1V/100nW.  A  low  input  bias 
current,  low  input  offset  voltage,  chopper  stabilized 
operational  amplifier,  such  as  Tl  TLE2652,  is  used  to 
minimize  errors  due  to  temperature  effects. 

Furthermore,  the  non-inserting  voltage  follower 
88  is  used  to  buffer  88  the  output  of  the  transimpe- 
dance  amplifier.  A  low  input  offset  voltage  amplifier 
may  be  used  for  this  function.  Specifically,  the  output 
of  the  buffer  is  low-pass  filtered  with  a  simple  R-C, 
first-order  filter  designed  to  provide  a  6-dB  bandwidth 
of  approximately  16  Hz. 

The  digital/microprocessing  and  calculation  sec- 
tion  of  the  control  board  subassembly  80  processes 
the  output  of  the  buffer.  Specifically,  the  output  of  the 
buffer  88  is  fed  into  a  16-bit,  low-power,  delta-sigma, 
serial  output,  analog-to-digital  converter  90  (ADC). 
The  ADC  90  is  preferably  controlled  by  an  8-bit  CMOS 
microcontroller  92. 

In  the  preferred  embodiment,  the  microcontroller 
92  utilized  in  the  verification  system  is  an  industry 
standard  CMOS  8-bit  controller  such  as  an  8751  .  This 
controller  92  operates  at  a  12-mHz  clock  frequency, 
has  four  (4)  8-bit  general  purpose  I/O  ports,  a  univer- 
sal  asynchronous  receiver-transmitter  (UART)  and 
low  power  operating  modes.  The  microcontroller  92 
controls  the  detector  relays  82  and  84,  the  gain  of  the 
transimpedance  amplifier  86,  the  ADC  90,  the  front 
panel  light-emitting-diodes  (LEDs)  94,  96  nd  98  and 
switches.  Splice  loss  calculations  may  be  performed 
internally  in  the  microcontroller  92  using  floating  point 
libraries  bundled  with  a  compiler. 

The  power  supply  section  (not  specifically 
shown)  of  the  control  board  preferably  includes  a  five 
(5)  volt,  low-voltage-drop,  regulator  and  a  minus  five 
(-5)  voltage  inserter  or  charge  pump.  The  voltage  reg- 
ulator,  which  may  be  a  National  2531  ,  provides  a  low- 
battery  function,  low-voltage  cut-off  function  and  bat- 
tery  reversal  protection.  The  regulator  will  source  ap- 
proximately  100  mA  of  current  at  +5  V  with  only  300 
mV  input-to-output  voltage  differential.  Six  (6)  AA-ty- 

pe  alkaline  batteries,  wired  in  series,  will  provide  a  ter- 
minal  voltage  which  varies  from  9.0  volts  (1.5  V/cell 
times  6  cells)  when  fully  charged  to  approximately  5.4 
volts  (0.9  V/cell  times  6  cells)  when  completely  dis- 

5  charged.  Thus  the  verification  system  is  designed  to 
work  over  the  full  operating  voltage  of  the  battery 
pack.  While  the  specific  power  supply  arrangement 
set  forth  above  is  the  presently  preferred  configura- 
tion,  it  should  be  noted  that  any  well  known  battery 

10  drive  supply  system  may  be  utilized  within  the  scope 
of  the  present  invention. 

The  third  electronic  subassembly  of  the  verifica- 
tion  system  is  the  Hall-Effect  Switched  Assembly 
100.  AHall-effect  switch,  such  as  a  Microswitch  594S, 

15  is  utilized  to  respond  to  the  proximity  of  a  magnetic 
field  as  a  means  for  sensing  that  the  main  covering 
assembly  38  of  the  verification  unit  10  is  closed.  By 
assuring  that  the  unit  is  properly  closed  prior  to  be- 
ginning  testing,  no  ambient  light  will  be  present  to  give 

20  false  indication  of  scattered  lost  light  power  levels. 

Claims 

25  1.  An  optical  fibersplice  verification  system  which  is 
characterized  by: 

a  reference  power  module  (12)  for  estab- 
lishing  a  reference  signal  level  by  measuring  the 
level  of  signal  being  transmitted  by  an  active  fiber 

30  at  the  point  an  optical  splice  is  desired; 
a  photodetection  area  (70)  free  of  substan- 

tially  all  ambient  light;  and  capable  of  encasing  an 
optical  splice,  for  capturing  scattered  light  escap- 
ing  from  the  optical  splice; 

35  a  photodetector  element  (72)  within  the 
photodetection  area  for  measuring  the  level  of 
scattered  light  within  the  photodetection  area; 
and 

means  for  correlating  the  reference  signal 
40  level  with  the  scattered  light  level  lost  from  the 

optical  splice  to  verify  the  efficiency  of  the  optical 
splice. 

2.  The  verification  system  of  claim  1  wherein  the  ref- 
45  erence  power  module  comprises: 

a  photodetection  area  free  of  substantially 
all  ambient  light; 

a  photodetector  element  within  the  photo- 
detection  area  for  measuring  the  level  of  signal 

so  being  emitted  from  the  active  fiber;  and 
a  fiber  guide  for  supporting  and  aligning 

the  end  of  the  active  fiber  in  a  predetermined 
position  relative  to  the  photodetector  element. 

55  3.  The  verification  system  of  claim  2  wherein  the 
photodetector  element  for  measuring  the  signal 
level  emitted  by  the  active  fiber  is  a  photodiode 
having  a  1  mm  active  area. 

6 
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4.  The  verification  system  of  claim  1  wherein  the 
means  for  capturing  scattered  light  from  the  opt- 
ical  splice  comprises  a  light  pipe  which  captures 
light  scattered  outside  the  optical  splice  and  di- 
rects  the  captured  scattered  light  to  the  photode-  5 
tector  element. 

5.  The  verification  system  of  claim  4  wherein  the 
photodetector  element  for  measuring  the  level  of 
scattered  light  escaping  the  optical  splice  is  a  w 
photodiode  having  a  3  mm  active  area. 

6.  The  verification  system  of  claim  1  wherein  the 
photodetection  area  enclosing  the  optical  splice 
is  easily  accessible  via  a  hinged  cover  arrange-  15 
ment  which  when  closed  preserves  the  integrity 
of  the  ambient  light-free  environment. 

7.  The  verification  system  of  claim  1  further  com- 
prising  means  for  accepting  an  opened  optical  20 
splicing  device  capable  of  receiving  two  optical 
fiber  ends. 

8.  The  verification  system  of  claim  7  further  com- 
prising  means  for  closing  the  optical  splicing  de-  25 
vice  thereby  securely  splicing  the  two  fiber  ends 
together. 

9.  A  method  of  verifying  the  efficiency  of  an  optical 
fiber  splice  characterized  by  the  steps  of:  30 

establishing  a  reference  signal  level  by 
measuring  the  level  of  signal  being  transmitted 
through  an  active  fiber  at  the  point  an  optical 
splice  is  desired; 

measuring  the  level  of  scattered  light  es-  35 
caping  from  the  optical  splice;  and 

correlating  the  reference  signal  level  with 
the  scattered  light  level  lost  from  the  optical 
splice  to  verify  the  efficiency  of  the  optical  splice. 

40 
1  0.  The  verifying  method  of  claim  9  wherein  the  scat- 

tered  light  measurement  is  performed  in  a  photo- 
detection  area  which  is  free  of  substantially  all 
ambient  light. 

45 
11.  The  verifying  method  of  claim  9  wherein  a  light 

pipe  captures  light  scattered  outside  the  optical 
splice  and  directs  the  captured  scattered  light  to 
the  photodetection  area. 

50 
12.  The  verifying  method  of  claim  9  further  including 

the  steps  of  inserting  the  active  fiber  end  into  an 
optical  fiber  splicing  device  after  establishing  a 
reference  signal  level  then  closing  the  splicing 
device  thereby  securely  splicing  two  fiber  ends  55 
together  prior  to  measuring  the  level  of  scattered 
light  escaping  the  optical  fiber. 

7 
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