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Description 

BACKGROUND  OF  THE  INVENTION 

5  FIELD  OF  THE  INVENTION 

The  present  invention  relates  to  titanium  dioxide  aggregates  and  titanium  dioxide  aggregates  treated 
with  a  mineral  acid  which  can  be  applied  to  electrophotographic  photoconductors,  substrates  for  an 
electroconductivity-imparting  agent,  substrates  for  an  antistatic  agent,  catalysts  and  catalyst  carriers  and 

io  fillers  and  are  especially  suitable  for  electrophotographic  photoconductors. 

DESCRIPTION  OF  THE  ART 

Titanium  dioxide  has  high  hiding  power  and  coloring  power  and  besides  gives  excellent  gloss  to  a 
75  coating  film  and  is  used  mostly  as  a  pigment.  Most  of  the  commercially  available  ones  are  of  an  anatase  or 

rutile  type  of  0.15-0.35  u.  in  avarage  particle  size  and  are  subjected  to  surface  treatment,  for  example,  with 
hydroxides  of  aluminum  and  silicon  in  order  to  improve  disersibility,  gloss,  weathering  resistance,  and  the 
like  depending  on  purposes. 

On  the  other  hand,  zinc  oxide  is  used  in  a  large  amount  as  electrophotographic  photoconductors  and, 
20  on  the  other  hand,  applying  to  electrophotography  titanium  dioxide  in  place  of  zinc  oxide  have  been  studied 

and  developed. 
Titanium  dioxide  as  photoconductor  is  reported,  for  example,  in  Japanese  Patent  Kokoku  (Post-Exam. 

Publn.)  No.  47-29117.  This  titanium  dioxide  has  an  anatase  type  crystal  structure  and  comprises  particles 
having  an  average  particle  size  of  0.05-0.15  u,  at  least  70%  by  weight  of  which  are  within  the  range  of  0.08- 

25  0.18  u. 
US-PS-4  150  986  discloses  electrophotographic  photosensitive  materials  wherein  titanium  dioxide 

containing  a  small  amount  of  Li,  Zn,  Mg,  Ca  or  Ba  in  its  crystal  structure  is  used  as  electrophotographic 
photosensitive  powder. 

US-PS-4  525  4412  discloses  an  electrophotographic  photosensitve  material  prepared  by  overlapping  a 
30  photosensitive  layer  composed  mainly  of  titanium  dioxide  and  a  binder  on  an  electroconductive  substrate. 

Recently,  with  the  progress  of  electrophotographic  technique,  images  of  higher  quality  are  demanded 
and  the  development  of  photoconductor  titanium  dioxide  further  excellent  in  electrophotographic  char- 
acteristics  has  been  desired. 

35  SUMMARY  OF  THE  INVENTION 

The  object  of  the  present  invention  is  to  meet  the  needs  of  market  by  providing  novel  titanium  dioxide 
aggregates  and  novel  titanium  dioxide  aggregates  treated  with  a  mineral  acid,  which  are  applicable  to 
electrophotographic  photoconductors,  substrates  for  an  electroconductivity-imparting  agent  or  for  an  an- 

40  tistatic  agent,  catalysts,  catalyst  carriers,  fillers,  a  process  for  preparing  the  same  and  an  electrophotog- 
raphic  photosensitive  material  containing  the  same. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

45  Figs.  1  and  2  are  electron  microscopic  photographs  which  show  the  particle  structure  of  the  titanium 
dioxide  aggregates  of  the  present  invention. 

Figs.  3  and  4  are  electron  microscopic  photographs  which  show  the  particle  structure  of  a  comparative 
titanium  dioxide.  Fig.  3  is  an  electron  microscopic  photograph,  which  shows  the  particle  structure  of  the 
titanium  dioxide  which  was  fired  at  a  too  high  calcination  temperature  (1000°C)  .  Fig.  4  is  an  electron 

50  microscopic  photograph  which  shows  the  particle  structure  of  titanium  dioxide  when  it  was  too  much 
ground. 

Magnifying  power  of  these  microscopic  photographs  are  x1  0,000. 

DESCRIPTION  OF  PREFERRED  EMBODIMENTS 
55 

The  inventors  have  conducted  research  to  use  titanium  dioxide  as  a  photoconductor  in  place  of  zinc 
oxide  for  a  long  time  and  have  elucidated  that  images  higher  in  resolution  and  sharp  in  contrast  can  be 
obtained  when  a  specific  titanium  dioxide  is  used  together  with  a  binder  resin  and  various  auxiliaries  which 
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conform  to  the  specific  titanium  dioxide  than  when  zinc  oxide  is  used. 
In  order  to  meet  the  needs  of  market,  the  inventors  have  conducted  further  research  and,  as  a  result,  it 

has  been  found  that  the  object  can  be  attained  by  providing  novel  titanium  dioxide  aggregates  for 
electrophotographic  photoconductors  which  comprise  sintered  aggregates  of  primary  particles  having  a 

5  rutile  type  structure  and  have  an  aggregate  size  of  1  to  5  urn  and  an  oil  absorption  of  35-65  and  these 
novel  titanium  dioxide  aggregates  which  are  further  treated  with  a  mineral  acid  and  an  electrophotographic 
photosensitive  material  which  utilizes  these  novel  titanium  dioxide  aggregates  as  a  photoconductor.  They 
have  further  found  that  these  titanium  dioxide  aggregates  are  applicable  to  substrates  for  a  conductivity- 
imparting  agent  or  antistatic  agent,  catalysts  or  carriers  for  catalysts  and  fillers. 

io  The  titanium  dioxide  aggregates  of  the  present  invention  can  be  prepared,  for  example,  by  heating  an 
acidic  aqueous  solution  in  which  titanium  is  dissolved,  hydrolyzing  it  in  the  presence  of  a  rutile  type  seed 
crystal  for  hydrolysis  to  form  hydrous  titanium  dioxide  precipitates  and  calcining  at  700-900  °C  the 
precipitates  to  produce  sintered  aggregates  of  primary  particles  and  classificating  said  aggregates  without 
grinding  or  by  treating  the  sintered  primary  particles  with  a  mineral  acid. 

is  The  acidic  aqueous  solution  in  which  titanium  is  dissolved  includes,  for  example,  aqueous  solutions  of 
titanium  sulfate,  titanium  tetrachloride  and  the  like. 

The  rutile  type  seed  crystal  for  hydrolysis  is  such  that  used  for  acceleration  of  formation  of  rutile  and 
adjustment  of  particle  size  in  thermal  hydrolysis  of  titanium  dioxide  of  a  pigment  grade  and  examples 
thereof  are  mentioned  in  "TITANIUM",  pages  160-173  published  from  The  Ronald  Press  Company  in  U.S.A. 

20  in  1949  and  Japanese  Patent  Kokoku  (Post-Exam.  Publn.)  No.  32-415. 
The  rutile  type  seed  crystal  for  hydrolysis  suitable  for  the  preparation  of  the  titanium  dioxide  aggregates 

of  the  present  invention  is  a  fine  titania  sol  having  a  rutile  type  crystal  structure  which  is  a  sol  of  fine 
hydrated  titanium  oxide  which  shows  a  peak  of  rutile  type  crystal  measured  by  X-ray  diffractometry. 
Normally,  the  average  crystallite  size  thereof  is  in  the  range  of  about  50-120  A. 

25  This  fine  titania  sol  can  be  prepared,  for  example,  (1)  by  hydrolyzing  an  aqueous  titanium  tetrachloride 
solution  of  150-220  g/l  as  TiCfe  by  heating  it  at  its  boiling  point  for  2-10  hours,  (2)  by  neutralizing  an 
aqueous  titanium  sulfate  or  aqueous  titanium  tetrachloride  solution  of  150-220  g/l  as  TiCfe  kept  at  5-30  °C 
with  an  aqueous  alkali  solution  such  as  sodium  hydroxide  and  aging  the  resulting  colloidal  precipitates  at 
60-80  °C  for  1-10  hours  or  (3)  introducing  amorphous  titanium  hydroxide  such  as  metatitanic  acid  or 

30  orthotitanic  acid  into  an  aqueous  sodium  hydroxide  solution,  heating  the  solution  at  80  °C  -  boiling  point  for 
1-10  hours,  followed  by  filtrating  and  washing  and  heating  in  an  aqueous  hydrochloric  acid  solution  at  80  °C 
-  boiling  point  for  1-10  hours. 

As  to  thermal  hydrolysis  conditions  for  the  above  examples  of  preparing  titanium  dioxide  aggregates,  a 
difference  from  the  case  of  preparation  of  a  general  pigment  grade  titanium  dioxide  is  that  a  lower 

35  temperature  of  65-85  °  C  is  desired. 
The  hydrous  titanium  dioxide  obtained  by  adding  a  rutile  type  seed  crystal  for  hydrolysis  to  an  acidic 

aqueous  solution  containing  titanium  dissolved  therein,  followed  by  heating  and  hydrolyzing  is  calcined  at 
700-900  °C,  preferably  750-850  °C.  A  difference  in  calcination  step  from  the  case  of  preparation  of  a 
general  pigment  grade  titanium  dioxide  is  that  the  calcination  temperature  is  low  and  the  addition  of 

40  sintering  inhibitors  such  as  phosphoric  acid  and  phosphoric  acid  compounds  such  as  orthophosphoric  acid 
and  alkali  metal  compounds  such  as  potassium  hydroxide  is  not  needed.  If  the  calcination  temperature  is 
too  low,  the  hydrous  titanium  dioxide  cannot  be  fired  into  the  desired  rutile  type  titanium  dioxide  and  if  it  is 
too  high,  sintering  extends  to  the  whole  surface  of  primary  particles  to  cause  intimate  fusion  and  thus  the 
desired  titanium  dioxide  aggregates  having  much  void  cannot  be  formed. 

45  The  resulting  desired  fired  product  then  is  classified.  Therefore,  according  to  the  present  invention  the 
classification  is  carried  out  without  the  grinding. 

For  the  treatment  of  the  fired  titanium  dioxide  aggregates  with  a  mineral  acid,  normally  an  aqueous 
solution  of  the  mineral  acid  is  used  and  the  treatment  is  carried  out  by  suspending  and  immersing  titanium 
dioxide  aggregates  in  the  aqueous  solution  of  0.0005-20  in  normality. 

50  The  mineral  acids  include,  for  example,  sulfuric  acid,  nitric  acid,  hydrochloric  acid  and  hydrofluoric  acid, 
and  hydrofluoric  acid  is  preferred.  These  mineral  acids  may  be  used  singly  or  in  combination  of  two  or 
more. 

When  the  mineral  acid  is  sulfuric  acid,  nitric  acid  or  hydrochloric  acid,  the  treatment  can  be  carried  out 
in  accordance  with  the  disclosure  of  Japanese  Patent  Kokoku  (Post-Exam.  Publn)  No.  58-40178.  However, 

55  such  vigorous  stirring  as  to  break  the  shape  of  titanium  dioxide  aggregates  should  be  avoided.  These 
mineral  acids  are  usually  used  in  a  concentration  of  0.1  N  or  higher,  preferably  0.1-1  ON.  The  higher 
concentration,  the  lower  treating  temperature  and  the  shorter  treating  time  can  be  used.  For  example,  when 
an  aqueous  solution  of  a  high  concentration  of  6-1  ON  is  used,  the  treatment  can  be  carried  out  at  about 
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60  °  C  for  about  0.5-2  hours.  When  the  concentration  is  low,  the  desired  effect  can  be  obtained  by  raising 
the  temperature  or  prolonging  the  treating  time.  For  example,  in  case  a  low  concentration  aqueous  solution 
of  0.1  -2N  is  used,  the  treatment  may  be  carried  out  at  the  boiling  point  for  about  1-3  hours. 

When  the  mineral  acid  is  hydrofluoric  acid,  the  treatment  can  be  carried  out  in  accordance  with 
5  Japanese  Patent  Kokoku  (Post-Exam.  Publn.)  No.  63-35977,  but  in  case  of  the  titanium  dioxide  aggregates 

of  the  present  invention,  it  has  been  surprisingly  found  that  it  is  desired  to  conduct  the  treatment  so  that 
fluorine  is  substantially  not  retained,  which  is  different  from  the  teaching  of  the  above  patent.  Therefore,  it  is 
not  needed  to  positively  carry  out  the  immersing  treatment  at  a  high  temperature  and  washing  is  desirably 
sufficiently  carried  out.  Hydrofluoric  acid  is  normally  used  as  an  aqueous  solution  for  the  treatment  and 

io  concentration  thereof  is  usually  0.0005-20N,  preferably  0.05-0.1  N.  In  this  case,  too,  the  immersing  treatment 
should  be  carried  out  without  such  vigorous  stirring  as  to  break  the  shape  of  titanium  dioxide  aggregates. 

In  the  treatment  with  a  mineral  acid,  if  the  concentration  of  the  mineral  acid  is  too  low,  the  desired  effect 
cannot  be  obtained  and  if  it  is  too  high,  the  solubility  of  titanium  dioxide  increases,  which  is  not  preferred. 
Furthermore,  in  the  treatment  with  the  mineral  acid,  it  sometimes  occurs  that  further  preferable  advantages 

is  can  be  brought  about  when  a  water-soluble  fluorine  compound  such  as  ammonium  fluoride,  potassium 
fluoride,  lithium  fluoride,  zinc  fluoride  or  the  like  is  allowed  to  be  present  in  the  mineral  acid.  The  solid 
matter  which  has  been  subjected  to  the  immersing  treatment  with  the  mineral  acid  is  sufficiently  washed  so 
that  the  anion  is  substantially  not  retained  and,  if  necessary,  dehydrated  and  dried.  Titanium  dioxide 
aggregates  obtained  by  the  mineral  acid  treatment  is  superior  to  titanium  dioxide  aggregates  which  has  not 

20  been  subjected  to  this  treatment  in  electrophotographic  characteristics  such  as  photosensitivity,  dark  decay 
and  moisture  resistance  as  shown  in  the  test  examples  referred  to  hereinafter. 

The  titanium  dioxide  aggregates  of  the  present  invention  have  a  rutile  type  crystal  structure  in 
secondary  particles  and  have  the  shape  of  a  cluster  of  grapes  or  of  such  a  cluster  which  is  irregularly 
divided  into  some  portions  as  shown  in  the  electron  microscopic  photograph  of  Fig.  1.  Respective  primary 

25  particles  which  correspond  to  respective  grains  of  grapes  are  sintered  together  with  the  adjacent  particles, 
but  this  sintering  is  not  so  strong  as  extending  to  the  whole  surface  of  the  particle  and  the  aggregation  of 
the  primary  particles  is  loose  and  the  titanium  dioxide  aggregates  are  rich  in  void.  This  will  be  recognized 
from  irregulatities,  cavities  and  shades  seen  in  the  titanium  dioxide  aggregate  particles  shown  in  the 
electron  microscopic  photograph  of  Fig.  1.  Most  of  the  titanium  dioxide  aggregate  particles  have  a  size  of  1- 

30  5  u.. 
As  explained  above,  the  titanium  dioxide  aggregates  of  the  present  invention  are  fundamentally  different 

in  shape  and  size  from  a  titanium  dioxide  of  pigment  grade  or  titanium  dioxide  as  electrophotographic 
photoconductor  disclosed  in  Japanese  Patent  Kokoku  (Post-Exam.  Publn)  No.  47-29117. 

As  can  be  seen  from  the  shape,  the  titanium  dioxide  aggregates  of  the  present  invention  have  a  high  oil 
35  absorption  of  35-65.  On  the  other  hand,  in  view  of  the  properties  needed  as  pigment,  the  titanium  dioxide  of 

pigment  grade  is  not  desired  to  have  a  high  oil  absorption  and  generally  has  an  oil  absorption  of  15-25.  This 
oil  absorption  is  a  value  measured  by  the  following  method.  That  is,  2-5  g  of  a  sample  dried  at  105-1  10  °C 
for  2  hours  is  taken  on  a  glass  plate  and  a  purified  linseed  oil  of  4  or  less  in  acid  value  is  dropped  little  by 
little  to  the  center  of  the  sample  from  a  buret  with  rubbing-out  by  a  spatula  at  every  dropping.  The  operation 

40  of  dropping  and  rubbing-out  is  repeated  and  when  the  sample  becomes  a  rod  for  the  first  time,  the 
operation  is  stopped  and  the  amount  of  the  purified  linseed  oil  needed  is  measured  and  the  oil  absorption  is 
calculated  from  the  following  formula. 

45  Amount   of  l i n s e e d   o i l   (q)  x  100 
Oi l   a b s o r p t i o n   =  AmoUnt  of  s a m p l e   (g)  

In  preparation  of  the  titanium  dioxide  aggregates  of  the  present  invention,  most  of  the  fired  product 
50  comprises  primary  particles  when  a  sintering  inhibitor  such  as  phosphoric  acid  or  potassium  hydroxide  is 

used  in  a  suitable  amount  at  the  calcination  step  as  disclosed  in  the  above-mentioned  Japanese  Patent 
Kokoku  (Post-Exam.  Publn.)  No.  47-29117.  The  average  particle  size  (Heywood  diameter  based  on  weight) 
of  this  primary  particle  titanium  dioxide  is  usually  within  the  range  of  0.05-0.25  u.  (when  the  same  grinding 
and  classifying  as  carried  out  in  the  case  of  the  preparation  of  titanium  dioxide  of  pigment  grade  are 

55  conducted). 
Furthermore,  in  the  preparation  of  the  titanium  dioxide  aggregates  of  the  present  invention,  the  fired 

product  prepared  by  employing  a  calcination  temperature  of  1000°C,  primary  particles  fusing  intimately 
with  each  other  due  to  sintering  as  shown  in  the  electron  microscopic  photograph  of  Fig.  3  and  which  are 
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small  in  oil  absorption,  being  different  from  titanium  dioxide  aggregates  large  in  void. 
In  order  to  improve  the  electrophotographic  characteristics  of  the  titanium  dioxide  aggregates  of  the 

present  invention,  it  is  effective  to  allow  to  exist,  for  example,  at  least  one  compound  which  contains  an 
element  (metal)  selected  from  the  group  consisting  of  lithium,  zinc,  magnesium,  calcium,  strontium  and 

5  barium,  before  calcination  of  hydrous  titanium  dioxide  as  mentioned  in  Japanese  Patent  Kokoku  (Post- 
Exam.  Publn.)  No.  58-40177.  This  improvement  provides  advantages  in  electrophotographic  characteristics 
such  as  a  charged  initial  potential,  dark  decay  and  light  decay.  As  the  compound  containing  the  above 
metals,  there  may  be  used  oxides,  hydroxides,  halides,  nitrates,  sulfates,  organic  acid  salts  of  the  metals. 
The  amount  of  the  compound  added  is  generally  0.001-5  mol%,  preferably  0.01-5  mol%  based  on  Ti02  and 

io  especially  when  the  metal  is  lithium,  0.02-0.2  mol%  in  terms  of  Li  (based  on  TiCfe)  is  preferred  and  when 
the  metal  is  zinc  and  others,  0.1-5  mol%  (based  on  TiCfe)  in  terms  of  metal  is  preferred.  Zinc  has 
conspicuous  advantages  in  improvement  of  dark  decay  as  compared  with  other  metals. 

The  titanium  dioxide  aggregates  of  the  present  invention,  the  surface  of  which  is  coated,  for  example, 
with  a  tin  oxide  or  tin  oxide-containing  antimony  is  advantageous,  for  example,  as  conductivity-imparting 

is  agents  for  electrostatic  recording  sheets  and  electrophotographic  photosensitive  sheets  and  antistatic 
agents  for  fibers  and  plastics  and  is  preferred  as  substrates  for  these  materials.  Methods  usable  for  coating 
the  surface  of  the  titanium  dioxide  aggregates  with  a  tin  oxide  or  tin  oxide-containing  antimony  are 
mentioned,  for  example,  in  Japanese  Patent  Kokoku  (Post-Exam.  Publn.)  No.  58-39175  and  Japanese 
Patent  Kokai  (Laid-Open)  Nos.  56-41603,  56-114215,  56-114218,  56-140028,  56-156604  and  61-286221. 

20  The  amount  of  the  tin  oxide  in  the  coating  layer  on  the  surface  of  the  titanium  dioxide  aggregate  particles  is 
preferably  1-30%  by  weight  as  Sn02  based  on  titanium  dioxide  in  the  substrate  and  the  amount  of 
antimony  in  the  coating  layer  is  preferably  5-30%  by  weight  as  Sb2  03  based  on  SnC>2. 

Furthermore,  as  seen  in  catalysts  or  catalyst  carriers  mainly  composed  of  titanium  dioxide,  the  effect  to 
improve  catalytic  activity  is  exhibited  by  the  titanium  dioxide  aggregates  on  which  is  supported  at  least  one 

25  ion  selected  from  the  group  consisting  of  iron,  niobium,  thallium,  molybdenum,  nickel,  tungsten,  cobalt, 
copper,  and  cerium.  The  titanium  dioxide  aggregates  and  the  improved  one  can  be  used,  for  example,  as 
photooxidation  reaction  catalyst  of  hydrocarbons,  reduction  reaction  catalyst  for  NOx  or  carriers  therefor. 

The  titanium  dioxide  aggregates  of  the  present  invention  can  be  used  as  fillers  for  coating  compositions 
and  plastics  when  a  tough  coating  film  and  molded  product  are  required. 

30  As  explained  above,  the  titanium  dioxide  aggregates  of  the  present  invention  is  suitable  as  photocon- 
ductive  material  and  production  of  electrophotographic  material  of  a  so-called  CPC  type  using  the  titanium 
dioxide  can  be  performed  by  dispersing  a  titanium  dioxide  powder  in  a  binder  resin  to  prepare  a  coating 
liquid,  coating  this  coating  liquid  on  an  electroconductive  support  and  drying  the  coat  to  form  a  photosen- 
sitive  layer  on  the  support.  As  the  electroconductive  support,  various  supports  may  be  used  and  examples 

35  thereof  are  papers  and  plastic  films  given  with  electroconductivity  by  coating,  impregnating  or  filling  them 
with  various  conductivity  imparting  agents  and  metallic  sheets  which  are  commonly  used  in  the  elec- 
trophotographic  field.  As  the  binder  resin  which  forms  a  photosensitive  layer,  there  may  be  used  various 
resins  such  as  acrylic  resins,  alkyd  resins,  polyester  resins,  vinyl  resins,  silicone  resins,  amino  resins  and 
polyurethane  resins.  These  may  be  used  singly  or  as  a  mixture. 

40  Moreover,  in  production  of  the  electrophotographic  photosensitive  materials  of  the  present  invention, 
various  agents  can  be  added  in  order  to  improve  electrophotographic  characteristics  such  as  photosen- 
sitivity,  charging  speed  and  charging  dark  decay  and  their  stability  with  time.  These  improving  agents 
include,  for  example,  spectral  sensitizing  agents,  for  example,  dyes  such  as  cyanine,  xanthene,  phthalein, 
triphenylmethane,  diphenylmethane,  oxazine,  thiazine,  and  anthraquinone  dyes.  These  may  be  used  singly 

45  or  in  combination.  In  this  case,  when  the  photosensitive  layer  composed  of  the  titanium  dioxide  aggregates 
of  the  present  invention  is  sensitized  with  dyes  so  as  to  have  a  spectral  sensitivity  in  a  relatively  longer 
wavelength  region,  especially  from  a  near  infrared  region  to  infrared  region  and  exposure  is  carried  out  with 
a  laser  beam  using,  for  example,  a  semiconductor  laser  which  has  recently  been  particularly  noticed, 
various  dyes  can  be  used  as  the  sensitizing  dyes  and  when  cyanine  dyes  are  used,  preferred  cyanine  dyes 

50  are  those  which  have  polar  groups  such  as  a  carboxyl  group,  sulfonyl  group  and  hydroxyl  group  in 
molecular  structure  and  besides  three  or  more  methine  groups.  It  is  much  desired  for  enhancing  stability  of 
sensitizing  action  with  these  sensitizing  dyes  to  use,  for  example,  various  organic  acids  or  acid  anhydrides 
thereof  in  combination  with  the  sensitizing  dyes.  As  the  organic  acids  or  acid  anhydrides  thereof,  there  may 
be  used  various  ones,  for  example,  aromatic  cyclic  acids  or  acid  anhydrides  thereof  such  as  phthalic  acid 

55  or  phthalic  anhydride  and  cyclic  anhydride  of  aliphatic  dicarboxylic  acids  such  as  maleic  anhydride. 
Sometimes,  it  is  further  desired  to  use  a  higher  fatty  acid  compound  such  as  stearic  acid  in  combination 
with  the  above  acid  anhydrides. 
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The  surface  of  photosensitive  layer  of  the  thus  produced  electrophotographic  photosensitive  material  of 
the  present  invention  has  a  gloss  ratio  of  specular  gloss  at  45  °  -  45  °  and  specular  gloss  at  45  °  -  0  °  of 
0.7-2,  preferably  0.7-1  . 

The  reason  for  the  electrophotographic  photosensitive  material  of  the  present  invention  exhibiting 
5  excellent  electrophotographic  characteristics  due  to  the  specific  range  of  gloss  ratio  possessed  by  the 

photosensitive  material  has  not  yet  been  theoretically  investigated.  However,  it  can  be  supposed  that 
titanium  dioxide  aggregates  dispersed  in  the  photosensitive  layer  are  in  such  a  state  that  incident  light  is 
readily  scattered  due  to  the  fact  that  the  shape  and  size  of  the  titanium  dioxide  aggregates,  and  the  packing 
behavior  of  the  titanium  dioxide  aggregates  in  the  photosensitive  layer  are  under  the  optimum  conditions. 

io  Therefore,  utilization  of  light  in  the  photosensitive  layer  which  is  important  for  electrophotographic  photosen- 
sitive  material  is  enhanced  and  as  a  result  electrophotographic  characteristics  such  as  photosensitivity  is 
improved. 

The  present  invention  will  be  illustrated  with  reference  to  some  following  examples  and  comparative 
examples. 

15 
Example  1 

An  aqueous  solution  containing  200  g/l  of  titanium  tetrachloride  was  subjected  to  hydrolysis  at  75  °  C  for 
2  hours  in  the  presence  of  a  hydrolytic  rutile  type  seed  crystal  to  precipitate  hydrated  titanium  oxide.  This 

20  hydrolytic  rutile  type  seed  crystal  was  prepared  by  adding  sodium  hydroxide  to  an  aqueous  solution 
containing  200  g/l  of  titanium  tetrachloride  in  terms  of  Ti02  while  keeping  the  aqueous  solution  at  20  °  C  to 
perform  neutralization  and  aging  the  resulting  colloidal  precipitate  at  70  °C  for  2  hours.  This  seed  crystal 
was  allowed  to  be  present  in  such  an  amount  as  containing  8  mol%  of  Ti  per  Ti  in  the  aqueous  titanium 
tetrachloride  solution.  The  precipitate  produced  by  the  above  hydrolysis  was  subjected  to  twice  of 

25  decantation  and  washing  with  water,  then  filtration,  repulping  and  neutralization  with  ammonia.  Yield  of  TiCfe 
by  the  hydrolysis  was  95%.  To  the  resulting  neutralyzation  product  was  added  ZnO  fine  powder  in  an 
amount  corresponding  to  2  mol%  of  TiCfe  in  the  neutralization  product,  followed  by  mixing  and  filtration.  The 
precipitated  cake  was  dried  and  then  calcined  at  780  °  C  for  2  hours. 

This  fired  product  was  introduced  into  water  to  prepare  a  slurry  (containing  400  g/l  in  terms  of  TiCfe) 
30  and  a  small  amount  of  water-glass  was  added  as  a  dispersing  agent  to  the  slurry.  The  slurry  was  adjusted 

to  a  pH  of  about  10  with  sodium  hydroxide  and  stirred.  Then,  particles  of  larger  than  about  5  u  are  removed 
by  a  static  classification  method  and  the  solid  matter  was  fractionated  and  dried  by  a  usual  method  to 
obtain  the  titanium  dioxide  aggregates  of  the  present  invention  (sample  A).  This  product  shows  a  shape  as 
seen  in  the  electron  microscopic  photograph  of  Fig.  1  and  had  an  oil  absorption  of  45. 

35  The  resulting  titanium  dioxide  aggregates  were  subjected  to  the  application  treatment  with  1-(2- 
carboxylethyl)-4-[3-(3-ethylbenzothiazoline-2-ylidene)-1-propene-1-yl]quinolinium  iodide  as  a  sensitizing  dye 
by  a  conventional  method.  The  amount  of  the  sensitizing  dye  applied  was  0.003%  by  weight  of  TiCfe. 

16  g  of  the  titanium  dioxide  aggregates  applied  with  the  sensitizing  dye,  0.6  g  of  zinc  naphthenate  (8% 
by  weight  in  terms  of  Zn),  12.7  g  of  AROSET  5804XC  and  14.4  ml  of  xylene  were  lightly  mixed  by  a  paint 

40  shaker  containing  glass  beads  to  obtain  a  paste. 
This  paste  was  coated  at  a  thickness  of  15  u  on  a  paper  subjected  to  electroconductive  treatment  by  a 

doctor  blade  and  dried  at  120°C  for  3  minutes  to  obtain  an  electrophotographic  photosensitive  material  of 
the  present  invention.  This  was  subjected  to  the  measurement  of  photosensitivity,  dark  decay  and  specular 
gloss  and  the  results  are  shown  in  Table  1  . 

45  Photosensitivity  was  measured  in  the  following  manner.  That  is,  the  photosensitive  material  was 
charged  with  300V  by  a  dynamic  method  using  paper  analyzer  EPA-8100  of  Kawaguchi  Denki  Co.  and  then 
subjected  to  continuous  exposure  and  time  required  for  decaying  the  potential  to  60V  was  measured.  The 
photosensitivity  was  expressed  by  the  time  required.  Therefore,  the  smaller  value  means  higher  sensitivity. 
Exposure  was  conducted  using  a  tungsten  light  source  and  through  a  red  light  filter  with  adjusting  the 

50  illuminance  on  the  surface  of  the  photosensitive  material  to  1000  lux  with  white  light. 
Dark  decay  was  obtained  from  the  formula:  (V0-V2o)/V0  x  100  wherein  V0  is  potential  when  the 

photosensitive  material  was  corona  charged  at  -6  KV  for  20  seconds  by  dynamic  method  using  paper 
analyzer  EPA-8100  manufactured  by  Kawaguchi  Denki  Co.  and  V2o  is  potential  when  just  after  the  potential 
reached  V0,  corona  charging  was  discontinued  and  the  photosensitive  material  was  left  in  the  dark  place  for 

55  20  seconds. 
Gloss  ratio  was  obtained  in  the  following  manner.  That  is,  45°  -45°  specular  gloss  (x)  and  45°-0° 

specular  gloss  (y)  of  the  surface  of  the  photosensitive  layer  were  measured  by  gloss  meter  (GM-26 
manufactured  by  Murakami  Shikisai  Gijutsu  Kenkyusho)  and  the  gloss  ratio  was  expressed  by  the  ratio 

6 
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(x)/(y). 

Example  2 

5  Hydrofluoric  acid  was  added  to  the  slurry  obtained  by  removing  particles  of  larger  than  about  5  u.  by  a 
static  classification  method  in  Example  1  so  that  the  concentration  of  hydrofluoric  acid  in  the  slurry  was  3% 
by  weight,  followed  by  immersion  treatment  for  1  hour  under  gentle  stirring.  After  the  treatment,  the  solid 
matter  in  the  slurry  was  filtered,  washed  and  dried  at  300  °C  to  obtain  the  titanium  dioxide  aggregates  of  the 
present  invention  (sample  B).  This  product  showed  the  shape  as  seen  in  the  electron  microscopic 

io  photograph  of  Fig.  2  and  had  an  oil  absorption  of  47. 
Then,  electrophotographic  photosensitive  material  of  the  present  invention  was  prepared  in  the  same 

manner  as  in  Example  1  and  photosensitivity,  dark  decay  and  specular  gloss  were  measured  in  the  same 
manner  as  in  Example  1  .  The  results  are  shown  in  Table  1  . 

is  Example  3 

Titanium  dioxide  aggregates  of  the  present  invention  were  prepared  in  the  same  manner  as  in  Example 
2  except  that  hydrochloric  acid  was  added  in  place  of  hydrofluoric  acid  (concentration  of  hydrochloric  acid 
in  the  slurry  was  3%)  (sample  C).  This  had  an  oil  absorption  of  46. 

20  Electrophotographic  photosensitive  material  of  the  present  invention  was  produced  in  the  same  manner 
as  in  Example  1  or  2  and  photosensitivity,  dark  decay  and  specular  gloss  were  measured  in  the  same 
manner  as  in  Example  1  .  The  results  are  shown  in  Table  1  . 

Comparative  Example  1 
25 

Example  1  was  repeated  except  that  the  calcination  temperature  was  1000°C.  The  resulting  product 
had  an  oil  absorption  of  18  (sample  D). 

An  electron  microscopic  photograph  of  this  product  is  shown  in  Fig.  3. 

30  Comparative  Example  2 

The  slurry  obtained  by  introducing  the  fired  product  into  water  in  Example  1  was  water-ground  for  1 
hour  in  a  paint  conditioner  (filled  with  zirconia  beads;  manufactured  by  Red  Devil  Co.)  and  thereafter  treated 
in  the  same  manner  as  in  Example  1  .  The  product  had  a  reduced  oil  absorption  of  27.  (sample  E). 

35 
Comparative  Example  3 

Comparative  Example  2  was  repeated  except  that  the  resulting  calcined  product  was  made  into  an 
aqueous  slurry  and  sufficiently  ground  by  a  sand  grinder  to  obtain  titanium  dioxide  (sample  F).  This  product 

40  had  an  oil  absorption  of  21  and  electron  microscopic  photograph  of  this  titanium  dioxide  is  shown  in  Fig.  4. 
Electrophotographic  photosensitive  materials  were  prepared  in  the  same  manner  as  in  Example  1  using 

the  titanium  dioxide  obtained  in  Comparative  Examples  1-3  and  photosensitivity,  dark  decay  and  specular 
gloss  were  measured  in  the  same  manner  as  in  Example  1  .  The  results  are  shown  in  Table  1  . 

7 
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Table  1 

Sample  Photosensitivity  (second)  Dark  decay  (%)  Gloss  ratio 

Examples  A  2.27  12 

B  1.14  14  0.74 

C  1.26  16  0.73 

Comparative  Examples  D  Desired  decay  did  not  occur  even  with  17* 
exposure  of  10  seconds  or  longer 

E  4.10  15 

F  2.95  25  2.45 

75  *:  A  considerable  long  time  was  required  for  obtaining  desired  charge  potential. 

As  can  be  seen  from  the  results  shown  in  Table  1  ,  samples  A,  B  and  C  of  the  present  invention  were 
superior  in  photosensitivity  and  dark  decay  to  the  comparative  samples  D,  E  and  F. 

The  present  invention  provides  titanium  dioxide  aggregates  and  the  titanium  dioxide  aggregates  treated 
with  a  mineral  acid,  which  are  applicable  to  electrophotographic  photoconductors,  substrates  for  conductiv- 
ity-imparting  agent  or  antistatic  agent,  catalysts  or  catalyst  carriers  and  fillers  and  are  especially  suitable  for 
electrophotographic  photoconductors;  a  process  for  producing  the  same;  and  electrophotographic  photosen- 
sitive  material  containing  the  same.  Thus,  the  contribution  of  the  present  invention  to  industries  is  great. 

Claims 

1.  Titanium  dioxide  aggregates  for  electrophotographic  photoconductors  which  comprise  sintered  ag- 
gregates  of  primary  particles  having  a  rutile  type  structure  and  have  an  aggregate  size  of  1  to  5  urn 
and  an  oil  absorption  of  35  to  65. 

30 

2.  The  titanium  dioxide  aggregates  for  electrophotographic  photoconductors  according  to  Claim  1,  which 
are  obtained  by  allowing  to  be  present  at  least  one  compound  containing  an  element  selected  from  the 
group  consisting  of  lithium,  zinc,  magnesium,  calcium,  strontium  and  barium,  before  calcination  of 
hydrous  titanium  dioxide. 

35 

3.  A  process  for  producing  titanium  dioxide  aggregates  according  to  Claim  1  or  2,  which  comprises 
hydrolyzing  an  acidic  aqueous  solution  containing  titanium  dissolved  therein  by  heating  it  in  the 
presence  of  rutile  type  seed  crystals  for  hydrolysis  to  produce  precipitates,  calcining  the  precipitate  at 
a  temperature  of  700  to  900  °  C  to  produce  sintered  aggregates  of  primary  particles  and  classificating 
said  aggregates  without  grinding. 

4.  The  process  for  producing  the  titanium  dioxide  aggregates  according  to  Claim  3  which  further 
comprises  treating  the  aggregates  with  a  mineral  acid. 

45 5.  The  process  according  to  Claims  3  or  4,  wherein  the  acidic  aqueous  solution  containing  titanium 
dissolved  therein  is  an  aqueous  titanium  sulfate  solution  or  an  aqueous  titanium  tetrachloride  solution. 

6.  The  process  according  to  Claim  4,  wherein  the  mineral  acid  is  hydrofluoric  acid. 

50 7.  An  electrophotographic  photosensitive  material  which  comprises  an  electroconductive  support  and, 
laminated  thereon,  a  photosensitive  layer  consisting  essentially  of  titanium  dioxide  and  a  binder  wherein 
said  titanium  dioxide  is  in  titanium  dioxide  aggregates  which  comprise  sintered  aggregates  of  primary 
particles  having  a  rutile  type  structure  and  have  an  aggregate  size  of  1  to  5  urn  and  an  oil  absorption  of 
35  to  65. 

55 

8.  The  electrophotographic  photosensitive  material  according  to  Claim  7,  wherein  the  titanium  dioxide 
aggregates  are  obtained  by  allowing  to  be  present  at  least  one  compound  containing  an  element 
selected  from  the  group  consisting  of  lithium,  zinc,  magnesium,  calcium,  strontium  and  barium,  in  the 
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course  of  production  or  growth  of  the  crystals  of  titanium  dioxide. 

9.  The  electrophotographic  photosensitive  material  according  to  Claims  7  or  8,  wherein  the  titanium 
dioxide  aggregates  are  treated  with  a  mineral  acid. 

5 
10.  The  electrophotographic  photosensitive  material  according  to  Claim  9,  wherein  the  mineral  acid  is 

hydrofluoric  acid. 

11.  Use  of  titanium  dioxide  aggregates  comprising  sintered  aggregates  of  primary  particles  having  a  rutile 
io  type  structure  and  having  an  aggregate  size  of  1  to  5  u  m  and  an  oil  absorption  of  35  to  65  for  the 

preparation  of  electrophotographic  photoconductors. 

12.  Use  of  titanium  dioxide  aggregates  according  to  claim  1,  obtained  by  allowing  to  be  present  at  least 
one  compound  containing  an  element  selected  from  the  group  consisting  of  lithium,  zinc,  magnesium, 

is  calcium,  strontium  and  barium  before  calcination  of  hydrous  titanium  dioxide  for  the  preparation  of 
electrophotographic  photoconductors. 

Patentanspruche 

20  1.  Titandioxidaggregate  fur  elektrophotographische  Photoleiter,  umfassend  gesinterte  Aggregate  von  Pri- 
marteilchen  mit  Rutiltypstruktur  und  einer  AggregatgroBe  von  1  -  5  urn  sowie  einer  Olabsorption  von  35 
-  65. 

2.  Titandioxidaggregate  fur  elektrophotographische  Photoleiter  nach  Anspruch  1,  erhalten  durch  Vorhan- 
25  denseinlassen  mindestens  einer  Verbindung  mit  einem  Element,  ausgewahlt  aus  der  Gruppe  Lithium, 

Zink,  Magnesium,  Calcium,  Strontium  und  Barium,  vor  dem  Calcinieren  von  wasserhaltigem  Titandioxid. 

3.  Verfahren  zur  Herstellung  von  Titandioxidaggregaten  nach  Anspruch  1  oder  2,  durch  Hydrolysieren 
einer  sauren  waBrigen  Losung  mit  darin  gelostem  Titan  durch  Erwarmen  derselben  in  Gegenwart  von 

30  Rutiltypsaatkristallen  fur  die  Hydrolyse  zur  Herstellung  von  Niederschlagen,  Calcinieren  des  Nieder- 
schlags  bei  einer  Temperatur  von  700  -  900  °  C  zur  Herstellung  gesinterter  Aggregate  von  Primarteil- 
chen  und  Klassieren  der  Aggregate  ohne  Vermahlen. 

4.  Verfahren  zur  Herstellung  der  Titandioxidaggregate  nach  Anspruch  3,  bei  welchem  die  Aggregate 
35  zusatzlich  mit  einer  Mineralsaure  behandelt  werden. 

5.  Verfahren  nach  Anspruch  3  oder  4,  wobei  die  saure  waBrige  Losung  mit  darin  gelostem  Titan  aus  einer 
waBrigen  Titansulfatlosung  oder  einer  waBrigen  Titantetrachloridlosung  besteht. 

40  6.  Verfahren  nach  Anspruch  4,  wobei  die  Mineralsaure  aus  Fluorwasserstoffsaure  besteht. 

7.  Elektrophotographisches  lichtempfindliches  Aufzeichnungsmaterial  aus  einem  elektrisch  leitenden 
Schichttrager  und  einer  darauf  aufgetragenen  lichtempfindlichen  Schicht,  die  im  wesentlichen  aus 
Titandioxid  und  einem  Bindemittel  besteht  und  deren  Titandioxid  aus  Titandioxidaggregaten  in  Form 

45  gesinterter  Aggregate  von  Primarteilchen  einer  Rutiltypstruktur,  einer  AggregatgroBe  von  1  -  5  urn  und 
einer  Olabsorption  von  35  -  65  besteht. 

8.  Elektrophotographisches  lichtempfindliches  Aufzeichnungsmaterial  nach  Anspruch  7,  wobei  die  Titan- 
dioxidaggregate  durch  Vorhandenseinlassen  mindestens  einer  Verbindung  mit  einem  Element,  ausge- 

50  wahlt  aus  der  Gruppe  Lithium,  Zink,  Magnesium,  Calcium,  Strontium  und  Barium,  im  Laufe  der 
Herstellung  oder  des  Wachstums  der  Titandioxidkristalle  erhalten  werden. 

9.  Elektrophotographisches  lichtempfindliches  Aufzeichnungsmaterial  nach  Anspruchen  7  oder  8,  wobei 
die  Titandioxidaggregate  mit  einer  Mineralsaure  behandelt  sind. 

55 
10.  Elektrophotographisches  lichtempfindliches  Aufzeichnungsmaterial  nach  Anspruch  9,  wobei  die  Mineral- 

saure  aus  Fluorwasserstoffsaure  besteht. 

9 
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11.  Verwendung  von  Titandioxidaggregaten,  umfassend  gesinterte  Aggregate  von  Primarteilchen  einer 
Rutiltypstruktur,  einer  AggregatgroBe  von  1  -  5  urn  und  einer  Olabsorption  von  35  -  65  zur  Herstellung 
elektrophotographischer  Aufzeichnungsmaterialien. 

5  12.  Verwendung  von  Titandioxidaggregaten  nach  Anspruch  1,  erhalten  durch  Vorhandenseinlassen  minde- 
stens  einer  Verbindung  mit  einem  Element,  ausgewahlt  aus  der  Gruppe  Lithium,  Zink,  Magnesium, 
Calcium,  Strontium  und  Barium,  vor  einem  Calcinieren  von  wasserhaltigem  Titandioxid  zur  Herstellung 
elektrophotographischer  Photoleiter. 

w  Revendicatlons 

1.  Agregats  de  dioxyde  de  titane  pour  photoconducteurs  electrophotographiques  qui  comprennent  des 
agregats  frittes  de  particules  primaires  ayant  une  structure  du  type  rutile  et  ayant  une  taille  d'agregat 
comprise  entre  1  et  5  urn  et  une  absorption  d'huile  comprise  entre  35  et  65. 

15 
2.  Agregats  de  dioxyde  de  titane  pour  photoconducteurs  electrophotographiques  selon  la  revendication  1  , 

qui  sont  obtenus  en  laissant  present  au  moins  un  compose  contenant  un  element  choisi  parmi  le 
lithium,  le  zinc,  le  magnesium,  le  calcium,  le  strontium  et  le  baryum,  avant  calcination  de  dioxyde  de 
titane  hydrate. 

20 
3.  Procede  de  preparation  d'agregats  de  dioxyde  de  titane  selon  la  revendication  1  ou  2,  qui  comprend 

I'hydrolyse  d'une  solution  aqueuse  acide  contenant  du  titane  dissous  par  chauffage  en  presence  de 
germes  de  cristaux  de  type  rutile  pour  hydrolyse  pour  produire  des  precipites,  la  calcination  du 
precipite  a  une  temperature  comprise  entre  700  et  900°  C  pour  produire  des  agregats  frittes  de 

25  particules  primaires  et  le  triage  de  ces  agregats  sans  broyage. 

4.  Procede  de  preparation  d'agregats  de  dioxyde  de  titane  selon  la  revendication  3  qui  comprend  en  plus 
le  traitement  des  agregats  avec  un  acide  mineral. 

30  5.  Procede  de  preparation  d'agregats  de  dioxyde  de  titane  selon  les  revendications  3  ou  4,  dans  lequel  la 
solution  aqueuse  acide  contenant  du  titane  dissous  est  une  solution  aqueuse  de  sulfate  de  titane  ou 
une  solution  aqueuse  de  tetrachlorure  de  titane. 

6.  Procede  de  preparation  selon  la  revendication  4,  dans  lequel  I'acide  mineral  est  I'acide  fluorhydrique. 
35 

7.  Materiau  electrophotoqraphique  photosensible  qui  comprend  un  support  electroconducteur  et,  stratifiee 
sur  ce  dernier,  une  couche  photosensible  consistant  essentiellement  en  du  dioxyde  de  titane  et  un  liant 
dans  laquelle  le  dioxyde  de  titane  est  sous  forme  d'agregats  de  dioxyde  de  titane  qui  comprennent  des 
agregats  frittes  de  particules  primaires  ayant  une  structure  de  type  rutile  et  ayant  une  taille  d'agregat 

40  comprise  entre  1  et  5  urn  et  une  absorption  d'huile  comprise  entre  35  et  65. 

8.  Materiau  electrophotographique  photosensible  selon  la  revendication  7,  dans  lequel  les  agregats  de 
dioxyde  de  titane  sont  obtenus  en  laissant  present  au  moins  un  compose  contenant  un  element  choisi 
parmi  le  lithium,  le  zinc,  le  magnesium,  le  calcium,  le  strontium  et  le  baryum,  au  cours  de  la  production 

45  de  la  croissance  des  cristaux  de  dioxyde  de  titane. 

9.  Materiau  electrophotographique  photosensible  selon  les  revendications  7  ou  8,  dans  lequel  les  agregats 
de  dioxyde  de  titane  sont  traites  avec  un  acide  mineral. 

50  10.  Materiau  electrophotoqraphique  photosensible  selon  la  revendication  9,  dans  lequel  I'acide  mineral'est 
I'acide  fluorhydrique. 

11.  Utilisation  des  agregats  de  dioxyde  de  titane  comprenant  des  agregats  frittes  de  particules  primaires 
ayant  une  structure  de  type  rutile  et  ayant  une  taille  d'agregat  comprise  entre  1  et  5  urn,  et  une 

55  absorption  d'huile  comprise  entre  35  et  65,  pour  la  preparation  de  photoconducteurs  electrophotogra- 
phiques. 

10 
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12.  Utilisation  d'agregats  de  dioxyde  de  titane  selon  la  revendication  1,  obtenus  en  laissant  present  au 
moins  un  compose  contenant  un  element  choisi  parmi  le  lithium,  le  zinc,  le  magnesium,  le  calcium,  le 
strontium  et  le  baryum  avant  calcination  de  dioxyde  de  titane  hydrate  pour  la  preparation  de 
photoconducteurs  electrophotographiques. 
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