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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to an information
processing system, and more particularly to a degrada-
tion control technology for an information processing sys-
tem having a plurality of microprocessors.
[0002] Conventionally, a multiprocessor-type informa-
tion processing system having a plurality of processors
may cause such a critical error on a particular processor
that it is difficult for the system to work continuously. In
such a case, there arises (1) a problem that the system
cannot restart and continue operation; or (2) another
problem that, even if the system can continue operation
by restarting the system, the system goes down again
due to the same phenomenon because the microproc-
essor which has caused an error may work continuously.
[0003] JP-A-2000-122986 discloses a "function of de-
grading processors" as a technology for enhancing avail-
ability of an information processing system having a plu-
rality of processors. Further, JP-A-11-053329 discloses
a technology for degrading processors in which a fault
occurs, by stopping power supply to the processors, with-
out affecting other normal processors.
[0004] EP 1672 507 discloses a fault tolerant (FT) com-
puter system which includes a first system (1a); and a
second system (1b) configured to operate in synchroni-
zation with the first system. Each of the first and second
systems includes a CPU; and a routing controller con-
nected with the CPU. The first system includes a first I/O
device as an activist I/O device, and the second system
includes a second I/O device as a standby I/O device.
The routing controller controls a routing between the CPU
and the first I/O device and the second I/O device. When
a fault has occurred in the first I/O device, the routing
controller in said first system routes a request data a re-
quest data received from the CPU and destined to the
first I/O device, to the second I/O device.
[0005] US 2005/0120259 discloses an information
processing system which comprises a storage and a plu-
rality of information processing apparatuses requesting
data input/output from the storage. The information
processing apparatus comprises an error detection sec-
tion, a changeover evaluation section, and a changeover
section. The error detection section detects an error oc-
curred on a path according to a result of a data input/
output request. The changeover evaluation section de-
tects occurrence of error on a specified number of paths
to determine whether or not to change an information
processing apparatus connected to the storage even be-
fore occurrence of errors on all paths. The changeover
section uses a determination result from the changeover
evaluation section to change the information processing
apparatus which requests data input/output from the log-
ical unit.

SUMMARY OF THE INVENTION

[0006] The conventional technology for degrading
processors assumes that a plurality of processors are
connected via a common processor bus and exchange
signals via the bus.
[0007] In the recent years’ processors, a new attempt
has been made in which the conventional I/O bridges are
built in processors. For example, processors and
chipsets such as Xeon 3400 by Intel Corporation are
known.
[0008] In employing such processors and chipsets and
supporting a function of degrading processors, various
restrictions must be taken into consideration. For exam-
ple, if a design is made so as to satisfy connection re-
strictions between processors and chipsets, there may
arise cases where a processor cannot be degraded.
[0009] An example will be described with reference to
a system block diagram showing a connection form of
major components of a multiprocessor-type information
processing system.
[0010] The information processing system 100-3
shown in Fig. 4 comprises processors 0 (1000) and 1
(1001). The processors 1000 and 1001 have memory
control functions and are connected to DIMM slots 1003
via memory interfaces 1002. The respective processors
1000 and 1001 also have an I/O control function and are
connected to an I/O slot 1005 via PCI- Express 1004.
Further, the respective processors 1000 and 1001 have
an error detection function for providing an error detection
signal when a fault such as a DIMM error, an I/O error
and an internal operation error occurs.
[0011] The processors 1000 and 1001 are connected
to each other via an inter-processor link 1006 so as to
transmit/receive data to/from the processors. The proc-
essor 0 (1000) also connects to a southbridge 1008 via
a southbridge interface (I/F) 1007. The southbridge 1008
is also connected via an I/O interface 1011 to an input/
output device (not shown) such as a video device, a LAN
device or a storage device, and a standard I/O device
1012 which is a legacy I/O device such as a serial port
and normally required for a server system. The south-
bridge 1008 is further connected to a BIOS ROM 1010
via a ROM I/F 1009. The processor 0 (1000) reads out
the BIOS ROM 1010 at the initialization of the server
system, and executes the read instructions required for
the initialization of the server system.
[0012] Meanwhile, it is not permitted to connect a plu-
rality of southbridges 1008, a plurality of standard I/O
devices 1012 and a plurality of BIOS ROMs 1010 in the
information processing system 100-3 because of con-
nection restrictions between processors and chipsets.
For this reason, the southbridge I/F 1007 of the processor
1 (1001) is usually unconnected or connected to another
different device.
[0013] A "processor" here designates a physical de-
vice as a processor chip. The number of the processor
is assumed to be one even if it is a multi-core processor
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which is the mainstream in recent years. The numbers
of processors, DIMM slots and I/O slots may not be lim-
ited to those in this example.
[0014] On the other hand, a management unit 1013 of
the information processing system 100-3 is configured
to include a fault detection section 1014 and a degrada-
tion control section 1016. The fault detection section
1014 is connected to the processors 0 (1000) and 1
(1001), and stores information on error detection signals
1015a and 1015b from the processors 0 and 1, respec-
tively. The degradation control section 1016 is connected
to the processors 0 (1000) and 1 (1001), outputs to the
processors 0 and 1 processor degradation control signals
1017a and 1017b based on the information stored in the
fault detection section 1014, respectively, and thereby
performs degradation control of an arbitrary processor.
[0015] In the information processing system 100-3
configured in this way shown in Fig. 4, let us consider a
case where a crucial fault occurs in the processor 0
(1000) but no fault occurs in the other processor. The
management unit 1013 can degrade the processor 0
(1000) by outputting a processor degradation control sig-
nal 1017a from the degradation control section 1016
based on information from the fault detection section
1014. However, even when the processor 0 (1000) is
degraded, access to the southbridge 1008 and the BIOS
ROM 1010 needs to be performed via the processor 0
(1000), and thus the access to the southbridge 1008 and
the BIOS ROM 1010 is impossible as long as the proc-
essor 0 (1000) is degraded. As a result, there arises a
problem that the information processing system 100-3
cannot be started until the processor 0 (1000) is replaced.
[0016] To solve the above problems, the information
processing system according to the present invention
provides a route switching function of controlling the con-
nection between a processor unit and the first memory
unit among a plurality of processor units and the first
memory unit (for example, BIOS ROM). When a fault
occurs in a particular processor unit, the route switching
function switches routes so as to connect the first memory
unit and another processor unit in which a fault does not
occur.
[0017] The present invention enables the multiproces-
sor-type information processing system having a plurality
of processors to access BIOS ROM via a route connected
through another processor, even in a platform in which
the access is performed via a route connected through
a specified processor due to connection restrictions be-
tween processors and chipsets, and thus makes it pos-
sible to provide a function of degrading processors and
enhance availability of the information processing sys-
tem.
[0018] As seen from the above, for example, even in
such a configuration that a processor which causes an
error is connected to a southbridge, a function of degrad-
ing processors can be provided independently from con-
nection restrictions between processors and chipsets, by
degrading the processor which causes an error and then

switching the connection destination of the southbridge
into another normal processor.
[0019] These objects are solved in advantageous
manner basically by applying the features laid down in
claim 1. A further enhancement is provided by subclaim 2.
[0020] Other objects, features and advantages of the
invention will become apparent from the following de-
scription of the embodiments of the invention taken in
conjunction with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021]

Fig. 1 is a block diagram of an information processing
system according to Embodiment 1 as claimed in a
divisional application.
Fig. 2 is a flow chart of degradation control according
to Embodiment 1.
Fig. 3 is an information table for setting a connecting
route of a southbridge in a route switching unit ac-
cording to Embodiment 1.
Fig. 4 is a block diagram of a conventional informa-
tion processing system.
Fig. 5 is a block diagram of an information processing
system according to Embodiment 2 of the present
invention.
Fig. 6 is a flow chart of degradation control according
to Embodiment 2.
Fig. 7 is an information table for setting degradation
control according to Embodiment 2.
Fig. 8 is an information table for setting degraded
processors and connection destination processors
of southbridges according to Embodiment 2.
Fig. 9 is a detailed block diagram of a route control
switch according to Embodiment 2.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0022] An information processing system according to
the present invention will be explained below with refer-
ence to the accompanying drawings.

[EMBODIMENT 1]

[0023] Fig. 1 is a block diagram of an information
processing system 100-1 according to an embodiment
as claimed in a divisional application.. Meanwhile, parts
with the same reference characters as those in Fig. 4
designate the same components or the same functions.
As to the components or the functions of parts with the
same reference characters as those shown in Fig. 4 al-
ready explained, the explanation will be omitted.
[0024] The information processing system 100-1
shown in Fig. 1 differs from the conventional information
processing system 100-3 shown in Fig. 4 in comprising
a route switching unit 1018 in the information processing
system 100-1. The route switching unit 1018 includes a
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route control section 1022, a transmitting/receiving sec-
tion 0 (1019), a transmitting/receiving section 1 (1020)
and a transmitting/receiving section 2 (1021).
[0025] In the route switching unit 1018, a southbridge
I/F 1007 connected to the processor 0 (1000) is connect-
ed to the transmitting/receiving section 0 (1019), a south-
bridge I/F 1007 connected to the processor 1 (1001) is
connected to the transmitting/receiving section 1 (1020),
and a southbridge I/F 1007 connected to the southbridge
1008 is connected to the transmitting/receiving section
2 (1021).
[0026] The route control section 1022 is electrically
connected to the respective transmitting/receiving sec-
tions 1019, ..., 1021 to transmit and receive respective
internal signals 1023. The route switching unit 1018
changes the connection destination of the respective in-
ternal signals 1023 based on information of a route con-
trol signal 1024. Thereby, the route switching unit 1018
connects the southbridge 1008 connected to the trans-
mitting/receiving section 2 (1021) to either one of the
processor 0 (1000) connected to the transmitting/receiv-
ing section 0 (1019) and the processor 1 (1001) connect-
ed to the transmitting/receiving section 1 (1020).
[0027] Further, when an electrical characteristic of the
southbridge I/Fs 1007 conforms to PCI-Express, an ex-
ample of specific configuration of the route switching unit
1018 can be realized by the configuration using a signal
conditioner element provided with a switch function in
conformity with PCI-Express.
[0028] Alternatively, the route switching unit 1018 may
be realized by selecting a switch device element that can
switch among at least two inputs and at least one output
and satisfy the electrical characteristic of the southbridge
I/Fs 1007 and arranging the selected element in the re-
spective transmitting/receiving sections 1019, ..., 1021.
[0029] The management unit 1013 includes the deg-
radation control section 1016, the fault detection section
1014 and a route determination section 1025. The route
determination section 1025 is electrically connected to
the route switching unit 1018 to transmit the route control
signal 1024. The fault detection section 1014 receives a
system reset signal 1026 output from the southbridge
1008, and monitors a reset state of the information
processing system 100-1. The "reset state" here defines
a state that each device (that is, an object to be reset) of
the information processing system 100-1 except for the
management unit 1013 is reset.
[0030] Further, the fault detection section 1014, the
route determination section 1025 and the degradation
control section 1016 are electrically connected although
not shown in the drawings. The route determination sec-
tion 1025 controls an output of the route control signal
1024 based on information stored in the fault detection
section 1014 to switch the connection destination of the
southbridge 1008. Like the above, the degradation con-
trol section 1016 performs degradation control of an ar-
bitrary processor 1000, 1001 based on the information
stored in the fault detection section 1014. Further, means

for performing degradation control of the processor is not
limited to a specified one, and a conventional known
means may be used.
[0031] Each of the route determination section 1025,
the degradation control section 1016 and the fault detec-
tion section 10 14 in the management unit 1013 is also
provided with an internal register and a backup power
supply such as a battery so as to make information stored
in the internal register non-volatile even when the infor-
mation processing system 100-1 is powered down.
[0032] Next, the flow of degrading a processor will be
explained below with reference to Figs. 1 and 2.
[0033] Now, it is assumed that the processor 0 (1000)
of processors 0 (1000) and 1 (1001) causes an error.
[0034] At this time, the processor 0 (1000) notifies the
fault detection section 1014 of the error detection signal
1015a. The fault detection section 1014 receives the er-
ror detection signal 1015a to detect that a fault occurs in
the processor 0 (1000) (S101 in Fig. 2).
[0035] Here, after outputting the error detection signal,
the processor 0 (1000) executes predetermined error
processing or performs timeout processing started when
such a critical fault occurs that a predetermined instruc-
tion cannot be executed, and thereby controls the system
reset signal 1026 from the southbridge 1008 to restart
the information processing system 100-1 (S102 in Fig. 2).
[0036] The fault detection section 1014 detects assert
(i.e. the change in voltage level) of the system reset signal
1026 to notify the route determination section 1025 and
the degradation control section 1016 of fault occurrence
in the processor 0 (1000) (S 103 in Fig. 2).
[0037] The route determination section 1025 outputs
the route control signal 1024 to the route control section
1022, based on the notification of the fault occurrence in
the processor 0 (1000) from the fault detection section
1014, and sets the southbridge I/F connection informa-
tion in the route switching unit 1018 so that the south-
bridge 1008 and the processor 1 (1001) can be connect-
ed via the southbridge I/F1007 (S104 in Fig. 2). Mean-
while, the above setting is determined by the route de-
termination section 1025 based on whether or not a fault
occurs in the respective processors 1000 and 1001 and
on an information table for setting a connecting route of
the southbridge 1008, as shown in Fig. 3. When a fault
occurs in both of the processors 1000 and 1001, the con-
necting route of the southbridge 1008 at the time of the
next startup is reverse compared to that at the time of
the previous startup. Namely, if the southbridge 1008 is
connected to the processor 1000 but not to the processor
1001 at the time of the previous startup, the southbridge
1008 is connected to the processor 1001 but not to the
processor 1000 at the time of the next startup.
[0038] On the other hand, the degradation control sec-
tion 1016 outputs the degradation control signal 1017a
to the processor 0 (1000) in which a fault occurs, based
on the notification that a fault occurs in the processor 0
(1000) (S105 in Fig. 2).
[0039] By receiving the degradation control signal
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1017a, the processor 0 (1000) is degraded. Then, the
information processing system 100-1 becomes equiva-
lent to the condition of not mounting the processor 0
(1000) logically or electrically and uses the processor 1
(1001) connected to the southbridge 1008 via the route
switching unit 1018 to access the BIOS ROM 1010 and
start the information processing system 100-1 (S106 in
Fig. 2).
[0040] According to the above embodiment of the
present invention, the route switching unit 1018 connects
a processor having not caused an error and the south-
bridge 1008, and then the degradation control section
1016 degrades a processor having caused an error, and
thus, even in a platform in which the BIOS ROM 1010 is
accessed via a route including a specified processor due
to connection restrictions between processors and
chipsets, the information processing system 100-1 can
be started by degrading an arbitrary processor which
causes an error and it can resume to work as a computer.

[EMBODIMENT 2]

[0041] Embodiment 2 will be explained below. In Em-
bodiment 2, the present invention is applied to an infor-
mation processing system 100-2 comprising a plurality
of server modules configured so as to be mounted on a
single chassis and to work as a server computer.
[0042] Fig. 5 is a block diagram of the information
processing system 100-2 according to Embodiment 2.
Parts with the same reference characters as those of
Figs. 1 and 4 designate the same components or the
same functions. As to the components or the functions
of parts with the same reference characters as those in
Figs. 1 and 4 already explained, the explanation will be
omitted.
[0043] The information processing system 100-2
mounts server modules 200, ..., 2n (n=02, 03,...). The
respective server modules 200, ..., 2n mounts proces-
sors (1000, 1001), DIMM slots (1003), I/O slots (1005),
etc. and is configured to work as a server computer.
[0044] The server module 2n also has the same con-
figuration as the server modules 200 and 201 although
not shown in the drawings.
[0045] Further, the server modules 200, ..., 2n are con-
nected to a system management module 500 and a
switch module for route switching 600 via a backplane
400 supplying power and transmitting various kinds of
signals. The system management module 500 functions
to collect and manage information on the entire system.
Further, the server modules 200, ..., 2n are connected
to various types of modules required for the information
processing system 100-2 to operate, such as a power
unit, a LAN and a Fibre Channel as well although not
shown in the drawings.
[0046] The information processing system 100-2 of
Embodiment 2 shown in Fig. 5 differs from the information
processing system 100-1 shown in Fig. 1 in connecting
southbridge I/Fs (200a, ..., 2na) connected to processors

0 (1000), southbridge I/Fs (200b, ..., 2nb) connected to
processors 1 (1001) and southbridge I/Fs (200c, ..., 2nc)
connected to southbridges (1008), to the switch module
for route switching 600 via the backplane 400.
[0047] Management units 1013 include a fault man-
agement section 300, a fault detection section 1014 and
a degradation control section 1016.
[0048] The fault detection sections 1014 receive from
the southbridges 1008 boot completion signals 1027 no-
tifying that the predetermined initialization processing in
the server modules 200, ..., 2n is completed and the sys-
tem startup is completed. The fault detection sections
1014 monitor whether or not the server modules 200, ...,
2n are normally started as well as whether or not a fault
occurs in the respective processors.
[0049] The fault management sections 300 output
server module control signals 301, ..., 3n to a fault infor-
mation collection unit 501 in a system management mod-
ule 500, via the backplane 400. It is notified to the fault
information collection unit 501 through server module
control signals 301, ..., 3n whether or not a fault occurs
in the respective processors on the server modules.
[0050] The system management module 500 includes
a route determination unit 502 electrically connected to
the fault information collection unit 501. The route deter-
mination unit 502 outputs via the backplane 400 to a route
control unit 601 in the switch module for route switching
600, a route control signal 503 based on the information
stored in the fault information collection unit 501.
[0051] The switch module for route switching 600 in-
cludes a route control switch 602 electrically connected
to the route control unit 601. The switch module for route
switching 600 further connects the southbridge I/Fs con-
nected to the processors 0, 1 and the southbridge I/Fs
connected to the southbridges 1008, on the basis of the
southbridge I/F connection information set in the route
control unit 601 by the route determination unit 502.
[0052] Here, in the route control switch 602, all ports
(700a, ..., 7nc) can be connected in any combination.
The southbridge I/Fs (200a, ..., 2na, 200b, ..., 2nb and
200c, ..., 2nc) can connect between any one processor
included in an arbitrary server modules 200, ..., 2n and
the southbridge 1008 included in an arbitrary server mod-
ules 200, ..., 2n. Further, in Embodiment 2, even-num-
bered server modules mounted on the information
processing system 100-2 are paired with the next server
module, and the latter server module is configured to
operate as a standby module used when a fault occurs
in the former server module.
[0053] In the information processing system 100-2
configured in this way, when a fault occurs in either one
of the processors 0 (1000) and 1 (1001) included in an
arbitrary server modules 200, ..., 2n and the other re-
mains normal, a processor is degraded as shown in a
flow chart according to Embodiment 1.
[0054] On the contrary, let us consider here a case
where a fault occurs in either one or both of processor 0
(1000) and processor 1 (1001) in the server module 200
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but normal starting of the server module 200 fails. An
example of switching a connection destination processor
of the southbridge 00 (1008) to a processor 0 (1000) in
another server module 201 will be explained here with
reference to Figs. 5 and 6. Now, the processors 0 and 1
in the server module 200 in its initial state work normally
and are not degraded. And, the processors 0 and 1 in
the server module 201 are degraded in a standby state.
The southbridge 00 (1008) is connected to the processor
0 (1000) in the server module 200. Its initial state corre-
sponds to State 0 in Fig. 8. There are States 1, 2, 3, etc.
in Fig. 8 as other degradation states of the processors 0
and 1 in the server modules 200 and 201.
[0055] In the normal system starting processing of the
server module 200 or the restarting processing by imple-
menting degradation processing of a processor based
on Embodiment 1, the fault detection section 1014, after
detecting assert of the system reset signal 1026, moni-
tors whether or not the boot completion signal 1027 is
output within a predetermined time period (S201 in Fig.
6).
[0056] If the boot completion signal is output, boot of
the server module 200 is completed normally and thus
the processing ends.
[0057] On the other hand, when the boot completion
signal 1027 is not output for any unknown fault, the fault
management section 300 in the server module 200 no-
tifies the fault information collection unit 501 in the system
management module 500 that the server module 200
has failed in starting the system and notifies it of proces-
sor degradation information indicating the output state of
processor degradation control signals at the time of the
next starting, through the server module control signal
301. Further, the next processors to be degraded are
determined based on information on the current degrad-
ed processors (S202 in Fig. 6).
[0058] Fig. 7 shows a table prescribing a rule of de-
grading processors. As the processor degradation infor-
mation, the table shown in Fig. 7 may be used. Alterna-
tively, the next processors to be degraded may be deter-
mined on the basis of fault information on processors
without using the table shown in Fig. 7. Further, the table
of Fig. 7 is stored in the management unit 1013.
[0059] The server module 200 executes predeter-
mined error processing or performs timeout processing
started when such a critical fault occurs that a predeter-
mined instruction cannot be executed, and thereby con-
trols the system reset signal 1026 from the southbridge
00 (1008) to restart the server module 200 (S203 in Fig.
6).
[0060] The fault detection section 1014 detects assert
of the system reset signal 1026, and notifies the fault
information collection unit 501 that the system has been
restarted, through the sever module control signal 301
(S204 in Fig. 6).
[0061] The system management module 500 notified
that the system has been restarted notifies to the fault
management section 300 in the server module 201 that

the system has been restarted, through the server mod-
ule control signal 302 (S205 in Fig. 6).
[0062] Upon restarting the system, the degradation
control section 1016 in the server module 200 outputs
degradation control signals 1017a and 1017b to perform
degradation control of predetermined processors ac-
cording to Fig. 7. Like the above, the degradation control
section 1016 in the server module 201 outputs degrada-
tion control signals 1017a and 1017b to perform degra-
dation control of predetermined processors according to
Fig. 7 (S206 in Fig. 6).
[0063] The server module 201 also notifies the fault
information collection unit 501 of the processor degrada-
tion information indicating the current output state of deg-
radation control signals, through the server module con-
trol signal 302 (S207 in Fig. 6).
[0064] Next, the route determination unit 502, based
on the degradation information on the processors of the
respective server modules stored in the fault information
collection unit 501, outputs to the route control unit 601
a route control signal 503 including connecting route in-
formation and route switching instruction to instruct route
switching, for example, so as to connect as described in
the connecting route information defining the connection
destination processors of the southbridges in the table
shown in Fig. 8 (S208 in Fig. 6).
[0065] Meanwhile, the connection destination proces-
sors of the southbridges may be determined using the
table shown in Fig. 8 or using the fault information on
processors without using the table shown in Fig. 8. Fur-
ther, the table shown in Fig. 8 is stored in the route de-
termination unit 502.
[0066] An example will be explained below. In the ex-
ample, the processor 0 (1000) of the server module 200
which is the connection destination of the southbridge 00
(1008) is switched into the processor 0 (1000) of the serv-
er module 201.
[0067] Further, the state after switching as explained
below is a state in which both processors (1000, 1001)
of the sever module 200 and the processor 1 (1001) of
the server module 201 are degraded, and it corresponds
to State 3 in Fig. 8.
[0068] Here, the route control unit 601 sets the south-
bridge I/F connection information in the route control
switch 602, and switches the connection destinations of
the southbridge I/Fs (S209 in Fig. 6).
[0069] Specific route switching will be explained with
reference to the detailed block diagram of the route con-
trol switch 602 shown in Fig. 9.
[0070] The route control switch 602 includes transmit-
ting/receiving sections 700a, 700b, 700c, ..., 7na, 7nb,
7nc and a connection switching section 603. The respec-
tive transmitting/receiving sections 700a, 700b, 700c, ...,
7na, 7nb, 7nc are connected to the respective south-
bridge I/Fs 200a, 200b, 200c, ..., 2na, 2nb, 2nc from the
respective server modules 200, ..., 2n, respectively. The
transmitting/receiving sections 700a, 700b, 700c, ...,
7na, 7nb, 7nc are electrically connected to the connection
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switching section 603 to transmit/receive internal signals
1023. The connection switching section 603 connects
the transmitting/receiving sections 700c connected to the
southbridge 00 (1008) via the southbridge I/F 200c and
the transmitting/receiving sections 701a connected to the
processor 00 (1000) of the server module 201 via the
southbridge I/F 201a. Further, the transmitting/receiving
sections 700a, 700b, 701b and 701c are unconnected.
[0071] When the electrical characteristic of south-
bridge I/Fs 200a, 200b, 200c, ..., 2na, 2nb, 2nc conforms
to PCI-Express, the route control switch 602 can also be
realized by means of the configuration using a switch in
conformity with PCI-Express.
[0072] Then, the switch module for route switching 600
connects the BIOS ROM 1010 to a predetermined proc-
essor of the server module 201 via the southbridge 00
(1008) so that the BIOS ROM 1010 is accessed and the
server module 200 is started.
[0073] In this way, the respective processors in the
server module 200 are degraded, and the system can be
started by using the processor in the standby server mod-
ule 201 (S210 in Fig. 6).
[0074] Meanwhile, this embodiment is explained using
the combination of the server modules 200 and 201. How-
ever, in another combination, the connection destination
processor of the southbridge can be similarly changed.
[0075] As seen from the above, in the information
processing system 100-2 of this embodiment including
a plurality of server modules which can be mounted in
one chassis, the switch module for route switching 600
can connect any one processor on an arbitrary sever
module connected via the backplane 400 to the switch
module for route switching and the southbridge on an
arbitrary server module. When a fault occurs in a proc-
essor or a southbridge of a particular server module, the
connection destinations of southbridge I/Fs 200a, 200b,
200c, ..., 2na, 2nb, 2nc are changed into devices of an-
other server module, so that the system can be restarted
and it can resume to work as a computer.
[0076] In the information processing system according
to Embodiment 2, a processor which accesses to the
BIOS ROM 1010 may be any one processor in an arbi-
trary server module. However, embodiments of the
present invention are not limited to this. For example, a
faulty part may be isolated by switching the southbridge
1008 between server modules 200 and 201. Further, in
the information processing system according to Embod-
iment 2, although a plurality of server modules operate
as standby modules, embodiments of the present inven-
tion are not limited to this. For example, in an environment
which a plurality of server modules operate by means of
a SMP configuration, the present invention may be car-
ried out when performing degradation processing of a
processor connected to a southbridge.
[0077] Further, embodiments of the present invention
are not limited to the above ones but encompass various
modifications. For example, the above embodiments are
described in detail in order to comprehensively explain

the present invention. Therefore, the present invention
is not necessarily limited to the system including all ex-
plained elements.
[0078] Further, the above respective constituent ele-
ments and means for realizing the above functions may
be realized in hardware, for example, by designing some
or all of them using integrated circuits. Alternatively, they
may be realized in software by a processor interpreting
and executing programs which make the processor re-
alize the respective functions.
[0079] The invention is not limited thereto and various
changes and modifications may be made without depart-
ing from the scope of the appended claims.

Claims

1. An information processing system (100-2) wherein
a plurality of server modules (200, 201, ..., 2n) are
connected via a backplane (400) to a system man-
agement module (500) and a switch module for route
switching (600);
the respective server modules each include a man-
agement unit (1013), a plurality of processor units
(1000, 1001), a southbridge (1008) and a first mem-
ory unit (1010) connected to the southbridge (1008);
each management unit (1013) comprises a fault de-
tection section (1014) arranged to detect a fault that
has occurred in the processor units (1000, 1001) in
the respective server module, a degradation control
section (1016) arranged to perform degradation con-
trol of the processor unit in which a fault has oc-
curred, based on information stored in the fault de-
tection section (1014), and a fault management sec-
tion (300) arranged to notify the system management
module (500) whether or not a fault has occurred in
the respective processor units (1000, 1001) in the
respective server module; and wherein
a particular server module (200) in which a fault has
occurred in the processor unit (1000) is arranged to
transmit to the system management module (500)
degradation information (301) on the processor unit
(1000) in which a fault has occurred, and to perform
degradation control of the processor unit (1000) in
which a fault has occurred,
other server modules (201, ..., 2n) in which a fault
does not occur in the processor units are arranged
to transmit to the system management module (500)
degradation information (301) on the processor units
in which a fault does not occur,
the system management module (500) is arranged
to transmit to the switch module for route switching
(600) a route control signal (503) including connect-
ing route information and route switching instruction,
based on the degradation information (301) received
from the server modules (200, ..., 2n), and
the switch module for route switching (600) is ar-
ranged to connect, based on the route control signal
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(503) received from the system management mod-
ule (500), a southbridge (1008) of the particular serv-
er module (200) in which the fault has occurred, and
any one processor unit (1000) of other server mod-
ules (201, ..., 2n).

2. The information processing system according to
claim 1, wherein
the switch module for route switching (600) compris-
es a plurality of first transmitting/receiving sections
(700a, 701a, ..., 7na; 700b, 700b, ..., 7nb) connect-
ing via the backplane (400) to the plurality of proc-
essor units (1000; 1001), second transmitting/re-
ceiving sections (700c, 701c, ..., 7nc) connecting via
the backplane (400) to the southbridges (1008), and
a connection switching section (603); and wherein,
the switch module for route switching (600) is ar-
ranged to connect, based on the route control signal
(503) received from the system management mod-
ule (500):

a first transmitting/receiving section connecting
via the backplane (400) to a processor unit
(1000) of a server module of the other server
modules (201) in which a fault does not occur,
and
the second transmitting/receiving section con-
necting via the backplane (400) to the south-
bridge (1008) of the server module (200) in
which the fault has occurred.

Patentansprüche

1. Informationsverarbeitungssystem (100-2), wobei
mehrere Servermodule (200, 201, ..., 2n) über eine
Rückplatte (400) mit einem Systemverwaltungsmo-
dul (500) und einem Schaltmodul zur Routenschal-
tung (600) verbunden sind;
die Servermodule jeweils eine Verwaltungseinheit
(1013), mehrere Verarbeitungseinheiten (1000,
1001), eine Southbridge (1008) und eine mit der
Southbridge (1008) verbundene erste Speicherein-
heit (1010) enthält; jede Verwaltungseinheit (1013)
einen Fehlerdetektionsabschnitt (1014), der zu de-
tektieren ausgelegt ist, ob ein Fehler in den Verwal-
tungseinheiten (1000, 1001) im jeweiligen Server-
modul aufgetreten ist, einen Herabsetzungssteuer-
abschnitt (1016), der zum Ausführen von Herabset-
zungssteuerung für die Verarbeitungseinheit, in der
ein Fehler aufgetreten ist, auf der Grundlage von im
Fehlerdetektionsabschnitt (1014) gespeicherten In-
formationen ausgelegt ist, und einen Fehlerverwal-
tungsabschnitt (300), der zum Benachrichtigen des
Systemverwaltungsmoduls (500) darüber ausgelegt
ist, ob ein Fehler in den jeweiligen Verarbeitungs-
einheiten (1000, 1001) im jeweiligen Servermodul
aufgetreten ist oder nicht, umfasst; und wobei

ein bestimmtes Servermodul (200), in dem ein Feh-
ler in der Verarbeitungseinheit (1000) aufgetreten
ist, dazu ausgelegt ist, Herabsetzungsinformationen
(301) über die Verarbeitungseinheit (1000), in der
ein Fehler aufgetreten ist, an das Systemverwal-
tungsmodul (500) zu übertragen und Herabset-
zungssteuerung für die Verarbeitungseinheit (1000),
in der ein Fehler aufgetreten ist, durchzuführen,
andere Servermodule (201, ..., 2n), in denen kein
Fehler in den Verarbeitungseinheiten auftritt, dazu
ausgelegt sind, Herabsetzungsinformationen (301)
über die Verarbeitungseinheiten, in denen kein Feh-
ler auftritt, an das Systemverwaltungsmodul (500)
zu übertragen,
das Systemverwaltungsmodul (500) dazu ausgelegt
ist, ein Routensteuerungssignal (503), das Verbin-
dungsrouteninformationen und Routenschaltanwei-
sungen enthält, auf der Grundlage der von den Ser-
vermodulen (200, ..., 2n) empfangenen Herabset-
zungsinformationen (301) an das Schaltmodul zur
Routenschaltung (600) zu übertragen, und
das Schaltmodul zur Routenschaltung (600) dazu
ausgelegt ist, eine Southbridge (1008) des bestimm-
ten Servermoduls (200), in dem der Fehler aufgetre-
ten ist, und irgendeine Verarbeitungseinheit (100)
von anderen Servermodulen (201, ..., 2n) auf der
Grundlage des vom Systemverwaltungsmodul (500)
empfangenen Routensteuerungssignals (503) zu
verbinden.

2. Informationsverarbeitungssystem nach Anspruch 1,
wobei
das Schaltmodul zur Routenschaltung (600) mehre-
re erste Übertragungs-/Empfangsabschnitte (700a,
701a, ..., 7na; 700b, 700b, ..., 7nb), die über die
Rückplatte (400) mit den mehreren Verarbeitungs-
einheiten (1000; 1001) verbunden sind, zweite Über-
tragungs-/Empfangsabschnitte (700c, 701c, ...,
7nc), die über die Rückplatte (400) mit den South-
bridges (1008) verbunden sind, und einen Verbin-
dungsschaltabschnitt (603) umfasst, und wobei
das Schaltmodul zur Routenschaltung (600) dazu
ausgelegt ist, auf der Grundlage des vom System-
verwaltungsmodul (500) empfangenen Routen-
steuerungssignals (503) miteinander zu verbinden:

einen ersten Übertragungs-/Empfangsab-
schnitt, der über die Rückplatte (400) mit einer
Verarbeitungseinheit (1000) eines Servermo-
duls der anderen Servermodule (201), in denen
kein Fehler auftritt, verbunden ist, und
den zweiten Übertragungs-/Empfangsab-
schnitt, der über die Rückplatte (400) mit der
Southbridge (1008) des Servermoduls (200), in
dem der Fehler aufgetreten ist, verbunden ist.
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Revendications

1. Système de traitement d’informations (100-2) dans
lequel
une pluralité de modules de serveur (200, 201, ...,
2n) sont reliés via un fond de panier (400) à un mo-
dule de gestion système (500) et à un module de
commutation pour une commutation de trajet (600),
chacun des modules de serveur respectifs com-
prend une unité de gestion (1013), une pluralité
d’unités de processeur (1000, 1001), un contrôleur
d’entrée-sortie (1008) et une première unité de mé-
moire (1010) reliée au contrôleur d’entrée-sortie
(1008), chaque unité de gestion (1013) comporte
une section de détection d’incident (1014) conçue
pour détecter un incident qui est survenu dans les
unités de processeur (1000, 1001) du module de ser-
veur respectif, une section de contrôle de dégrada-
tion (1016) conçue pour effectuer un contrôle de dé-
gradation de l’unité de processeur dans laquelle un
incident est survenu, sur la base des informations
mémorisées dans la section de détection d’incident
(1014), et une section de gestion d’incident (300)
conçue pour notifier au module de gestion système
(500) si oui ou non un incident est survenu dans les
unités de processeur respectives (1000, 1001) du
module de serveur respectif, et dans lequel
un module de serveur particulier (200) dans lequel
un incident est survenu dans l’unité de processeur
(1000) est conçu pour transmettre au module de ges-
tion système (500) des informations de dégradation
(301) sur l’unité de processeur (1000) dans laquelle
un incident est survenu, et pour effectuer un contrôle
de dégradation de l’unité de processeur (1000) dans
laquelle un incident est survenu,
d’autres modules de serveur (201, ..., 2n) dans les-
quels un incident n’est pas survenu dans les unités
de processeur sont conçus pour transmettre au mo-
dule de gestion système (500) des informations de
dégradation (301) sur les unités de processeur dans
lesquelles un incident n’est pas survenu,
le module de gestion système (500) est conçu pour
transmettre au module de commutation pour une
commutation de trajet (600) un signal de commande
de trajet (503) incluant des informations de trajet de
connexion et une instruction de commutation de tra-
jet, sur la base des informations de dégradation
(301) reçues en provenance des modules de serveur
(200, ... 2n), et
le module de commutation pour une commutation
de trajet (600) est conçu pour relier, sur la base du
signal de commande de trajet (503) reçu en prove-
nance du module de gestion système (500), un con-
trôleur d’entrée-sortie (1008) du module de serveur
particulier (200) dans lequel l’incident est survenu,
et l’une quelconque d’une unité de processeur
(1000) d’autres modules de serveur (201, ..., 2n).

2. Système de traitement d’informations selon la reven-
dication 1, dans lequel
le module de commutation pour une commutation
de trajet (600) comporte une pluralité de premières
sections de transmission/réception (700a, 701a, ...,
7na ; 700b, 700b, ..., 7nb) reliées via le fond de pa-
nier (400) à la pluralité d’unités de processeur (1000,
1001), des secondes sections de transmission/ré-
ception (700c, 701c, ..., 7nc) reliées via le fond de
panier (400) aux contrôleurs d’entrée-sortie (1008)
et une section de commutation de connexion (603),
et dans lequel
le module de commutation pour une commutation
de trajet (600) est conçu pour relier, sur la base du
signal de commande de trajet (503) reçu en prove-
nance du module de gestion système (500) :

une première section de transmission/réception
reliée via le fond de panier (400) à une unité de
processeur (1000) d’un module de serveur des
autres modules de serveur (201) dans lequel un
incident n’est pas survenu, et
la seconde section de transmission/réception
reliée via le fond de panier (400) au contrôleur
d’entrée-sortie (1008) du module de serveur
(200) dans lequel l’incident est survenu.
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