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Description 

The  present  invention  generally  relates  to  a 
signal  termination  circuit  which  can  be  used 
throughout  a  wide  range  of  frequency  band  and 
can  be  applied  with  a  DC  biasing  voltage. 

An  electronic  circuit  for  Gb/s  (giga  bits/sec.) 
optical  communication  system  requires  a  wide  fre- 
quency  characteristic  ranging  from  nearly  DC  to 
about  a  transmission  rate.  For  example,  2.4  Gb/s 
light  communication  requires  a  frequency  band  of 
from  10  kHz  to  3  GHz. 

In  a  microwave  range,  circuit  blocks  are  con- 
nected  to  each  other  through  a  transmission  line.  In 
this  case,  a  signal  must  be  terminated  at  the  input 
of  the  circuit  block  with  a  wide  range  of  frequency 
band. 

Meanwhile,  for  many  reason,  such  as  small 
dimension,  high  reliability  etc.  a  semiconductor  in- 
tegrated  circuit  (which  will  be  sometimes  referred 
to  merely  as  the  IC,  hereinafter)  is  used.  Generally 
speaking,  the  IC  is  mounted  in  a  package.  In  a  GHz 
frequency  band,  it  is  required  to  locate  the  signal 
termination  within  the  package.  Further,  a  biasing 
voltage  must  be  applied  to  an  input  terminal  of  the 
IC;  the  other  end  of  a  terminating  resistor  must  be 
floated  with  respect  to  DC  components  of  the  sig- 
nal  and  be  grounded  with  respect  to  high  fre- 
quency  components  thereof. 

Such  a  circuit  as  to  satisfy  the  above  con- 
ditions  is  shown  in  Fig.  2.  The  illustrated  circuit 
includes  an  input  terminal  1  connected  to  the  pre- 
ceding  stage,  package  pins  P1  and  P2,  an  IC  2,  an 
IC  package  3,  a  terminating  resistor  RL,  a  DC 
blocking  capacitor  Cb,  and  by-pass  capacitors  Cpi 
and  Cp2.  The  terminating  characteristic  of  the  cir- 
cuit  at  low  frequencies  is  determined  by  a  total  of 
the  values  of  the  by-pass  capacitors.  Generally 
speaking,  a  capacitor  having  an  excellent  high- 
frequency  characteristic  has  a  small  capacitive  val- 
ue.  Thus  the  excellent  terminating  characteristic 
throughout  a  wide  range  of  frequencies  is  obtained 
by  using  a  plurality  of  capacitors.  Fig.  3  is  a 
characteristic  diagram  of  the  circuit  of  Fig.  2  show- 
ing  a  relationship  between  terminating  impedance 
and  frequency,  in  the  case  where  RL  =  50  0,  Cpi 
=  80  pF  and  Cp2  =  0.1  U.F.  It  will  be  observed 
from  Fig.  3  that  the  characteristic  curve  has  a  peak 
in  the  vicinity  of  300  MHz.  The  peak  is  due  to  the 
resonance  occurred  between  the  parasitic  induc- 
tances  of  the  capacitors  Cpi  and  Cp2  and  the 
capacitances  thereof.  With  the  circuit  used  in  the 
measurement  of  Fig.  3,  the  parasitic  inductances  of 
the  capacitors  Cpi  and  Cp2  were  0.4  nH  and  2.5 
nH  respectively.  Since  it  is  actually  impossible  to 
completely  eliminate  these  parasitic  inductances,  it 
has  been  impossible  to  remove  the  peak  in  the 
terminating-impedance  to  frequency  characteristic 

of  the  system  of  Fig.  2. 

SUMMARY  OF  THE  INVENTION 

5  It  is  an  object  of  the  present  invention  to  pro- 
vide  a  wide-range  terminating  circuit  which  can 
prevent  occurrence  of  such  a  peak  as  shown  in  Fig 
3. 

The  peak  in  the  curve  of  Fig.  3  results  from  the 
io  resonance  between  the  capacitances  and  their 

parasitic  inductances.  For  the  purpose  of  suppress- 
ing  the  resonance  phenomenon,  damping  resistors 
are  inserted.  More  specifically,  since  the  damping 
resistors  are  used  as  a  part  of  a  terminating  resis- 

75  tor,  the  loss  of  the  damping  resistor  becomes  out 
of  the  question.  For  that  purpose,  a  total  resistance 
of  the  damping  resistors  in  routes  extended  from 
the  signal  line  to  the  ground  must  be  equal  to  the 
resistance  of  the  terminating  resistor.  Further,  when 

20  the  resistance,  capacitance  and  inductance  are  ad- 
justed  so  that  the  impedance  of  the  resonance 
circuit  becomes  resistive  at  the  resonance  frequen- 
cy,  the  above  peak  can  be  removed  from  the 
characteristic  curve. 

25 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  schematic  diagram  for  explaining  the 
operation  of  a  terminating  circuit  in  accordance 

30  with  an  embodiment  of  the  present  invention; 
Fig.  2  is  a  prior  art  termination  circuit; 
Fig.  3  is  a  characteristic  diagram  of  the  prior  art 
terminating  circuit  of  Fig.  2; 
Fig.  4  is  a  specific  embodiment  of  the  termina- 

35  tion  circuit  of  the  present  invention;  and 
Fig.  5  is  a  characteristic  diagram  of  the  termina- 
tion  circuit  of  Fig.  4. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
40  MENTS 

Referring  to  Fig.  1,  there  is  shown  a  termina- 
tion  circuit  in  accordance  with  an  embodiment  of 
the  present  invention,  which  comprises  resistors 

45  RL0,  RLi  and  RL2,  by-pass  capacitors  Cpi  and 
Cp2,  and  equivalent  inductances  Lpi  and  Lp2  in- 
cluding  their  parasitic  inductances.  With  such  a 
terminating  circuit,  when  the  characteristic  equa- 
tions  of  series  resonance  circuits  respectively  com- 

50  prising  the  capacitors  Cpi  and  Cp2,  inductances 
Lpi  and  Lp2  and  resistors  RLi  and  RL2  connected 
in  series  are  set  to  have  real  root  solutions,  no 
resonance  takes  place  and  thus  such  peak  as 
mentioned  earlier  can  be  suppressed.  When  the 

55  above  characteristic  equations  are  set  to  have  an 
equal  root  solution,  the  terminating  characteristic  of 
the  terminating  circuit  can  be  made  flat  throughout 
a  wide  frequency  band.  When  the  following  rela- 
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tionship  (1)  is  satisfied,  the  characteristic  equations 
can  have  an  equal  root  solution. 

RLi  =  RL2  =  V  Lp/Cp  (1) 

where  Cp  and  Lp  denote  series  sums  of  Cpi  and 
Cp2  and  Lpi  and  Lp2  respectively.  When  the  fol- 
lowing  relation  (2)  is  satisfied,  the  frequency  char- 
acteristic  of  the  terminating  impedance  (having  a 
value  of  RL)  becomes  flat. 

RL0  =  RL  -  RLi  (2) 

It  will  be  obvious  that  the  above  can  be  applied 
even  to  the  case  where  there  are  three  or  more 
capacitors.  In  other  words,  the  resistances,  capacit- 
ances  and  inductances  are  set  so  that  circuit  loops 
comprising  two  of  the  three  or  more  capacitors 
meet  the  aforementioned  real  or  equal  root  con- 
dition.  Another  inductance  is  added  parasitic  induc- 
tance  of  capacitor  and  wiring  of  necessary  to  meat 
the  equation  (1). 

Further,  it  is  generally  speaking  difficult  to  con- 
nect  a  voltage  source  to  a  signal  line  without  caus- 
ing  any  degradation  of  the  high  frequency  char- 
acteristic  for  the  purpose  of  applying  a  biasing 
voltage.  With  the  circuit  of  the  present  invention,  on 
the  other  hand,  since  frequency  component  are 
grounded  through  respective  capacitors,  a  voltage 
source  can  be  connected  to  one  of  circuit  routes 
which  contains  a  damping  resistor,  a  capacitor  and 
an  inductance  and  which  grounds  low  frequency 
components  therethrough.  In  this  case,  high  fre- 
quency  components  pass  through  another  capaci- 
tor  and  thus  the  terminating  circuit  is  not  affected 
by  the  connection  of  the  voltage  source. 

Further,  in  the  event  where  it  is  desired  to 
place  a  signal  termination  within  a  IC  package, 
when  only  high  frequency  components  of  a  signal 
are  grounded  in  the  package  and  the  grounding  of 
low  frequency  components  thereof  requiring  a  large 
capacitance  is  carried  out  outside  a  package,  there 
can  be  realized  such  a  package  that  can  be  made 
small  in  size  and  simple  in  configuration  without 
causing  any  deterioration  of  its  high  frequency 
characteristic.  In  this  connection,  the  value  of  a 
damping  resistor  for  the  low  frequency  components 
must  be  set  to  be  substantially  the  same  as  that  of 
a  damping  resistor  for  the  high  frequency  compo- 
nents.  However,  this  can  be  facilitated  by  also 
incorporating  the  low-frequency  damping  resistor  in 
the  IC  package  to  allow  design  of  a  peripheral 
circuit  of  the  IC  without  any  need  for  measuring  a 
variation  in  the  incorporated  resistor. 

Fig.  4  shows  a  detailed  example  of  a  signal 
terminating  circuit  in  accordance  with  the  embodi- 
ment  of  the  present  invention,  which  circuit  in- 
cludes  distribution  lines  10  and  11  each  having  a 

characteristic  impedance  of  50  0,  a  package  IC  3, 
a  DC  blocking  capacitor  Cb  and  a  capacitor  Cp2 
having  a  capacitive  value  of  0.1  M.F.  The  packaged 
IC  3  comprises  an  IC  chip  5,  a  terminating  in- 

5  tegrated  circuit  network  4,  an  input  signal  pin  P1 
matched  at  50  0,  a  low-frequency  terminating  pin 
P2,  a  pad1  for  input  of  a  signal  to  the  IC  chip  5, 
pad2,  pad3  and  pad4  for  connection  of  the  termi- 
nating  integrated  circuit  network  4,  bonding  wires 

70  BW1  and  BW2  for  connection  between  the  pin  P1 
and  pad1  and  pad2,  a  bonding  wire  BW3  for  con- 
nection  between  the  pin  P2  and  pad3,  and  a  bond- 
ing  wire  BW4  for  connection  between  the  pad4  and 
earthing  ground.  The  terminating  integrated  circuit 

75  network  4  has  resistors  RL0,  RLi  and  RL2,  and  a 
grounding  capacitor  Cpi  having  a  capacitive  value 
of  80  pF. 

An  inductance  Lpi  in  series  with  the  grounding 
capacitor  Cpi  corresponds  to  a  parasitic  induc- 

20  tance  of  the  bonding  wire  BW4  and  has  an  induc- 
tive  value  of  0.4  nH.  An  inductance  Lp2  in  series 
with  the  grounding  capacitor  Cp2  corresponds  to  a 
total  of  parasitic  inductances  of  the  bonding  wire 
BW3  and  pin  P2  and  parasitic  inductance  between 

25  the  pin  P2  and  grounding  capacitor  Cp2  and  has  an 
inductive  value  of  2.5  nH.  In  the  present  embodi- 
ment,  a  characteristic  equation  for  the  series  reso- 
nance  of  the  grounding  capacitor  Cpi  and  Cp2  is 
expressed  as  follows. 

30 
Lp  *  s2  +  2  *  RLi  *  s  +  1/cp  =  0 

where  Lp  =  Lpi  +  Lp2  =  2.9  nH  and  Cp  = 
Cpi//Cp2  =  79.9  pF  (where  symbol  //  indicates 

35  series  connection).  When  the  following  relationship 
is  satisfied,  the  above  equation  has  an  equal  root 
solution. 

(RLi  f  -  Lp/Cp  =  0 
40 

Hence  this  equation  is  rewritten  as 

RLi  =  V  Lp/Cp  =  6 0  

45  When  RL0  =  44  0,  RLi  =60   and  RL2  = 6 0 ,  
the  terminating  resistance  can  be  set  at  50  0 
throughout  a  wide  range  of  frequency  band. 

The  terminating  impedance  characteristic  of 
the  present  embodiment  is  shown  in  Fig  5,  in 

50  which  a  terminating  impedance  curve  is  flat  up  to  3 
GHz. 

In  the  present  invention  since  an  input  biasing 
voltage  can  be  obtained  from  the  IC  chip,  it  is  in 
particular  unnecessary  to  connect  any  external  volt- 

55  age  source  to  the  invention.  When  it  is  desired  to 
apply  an  external  input  biasing  voltage,  the  voltage 
source  is  connected  to  one  end  of  the  capacitor 
Cp2.  Since  the  capacitor  Cp2  passes  only  fre- 

3 
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quency  components  below  500  MHz  therethrough, 
in  this  case,  an  about  500  MHz  wiring  technique 
may  be  used  for  that  purpose. 

As  has  been  disclosed  in  the  foregoing,  in 
accordance  with  the  present  invention,  since  a  ter- 
minating  resistor  is  divided  into  a  plurality  of  resis- 
tors  to  be  used  as  damping  resistors,  a  flat  termi- 
nating  characteristic  can  be  realized  throughout  a 
wide  range  of  frequency  band.  In  addition,  since 
signal  frequency  components  are  divided  into  a 
plurality  of  groups  as  terminated,  a  biasing  voltage 
can  be  applied  with  use  of  a  relatively  low-fre- 
quency  wiring  technique  while  not  affecting  the 
high  frequency  characteristic. 

Claims 

1.  A  signal  termination  circuit  comprising  a  circuit 
network  (4)  connected  to  a  reference  potential 
and  including  two  or  more  equivalent  circuits 
connected  in  parallel  to  each  other,  said  equiv- 
alent  circuits  respectively  comprising  resistors 
(RLi,  RL2),  capacitors  (CPi  ,  CP2)  and  induc- 
tances  (Lpi  ,  Lp2)  connected  in  series,  said 
resistors  (RLi  ,  RL2)  having  substantially  the 
same  resistive  value;  and  a  further  resistor 
(RL0)  having  its  one  end  connected  to  said 
equivalent  circuits  and  its  other  end  connected 
to  the  signal  line  of  the  signal  termination  cir- 
cuit. 

2.  A  signal  termination  circuit  as  set  forth  in  claim 
1,  wherein  a  voltage  source  is  connected  to 
one  of  said  equivalent  circuits  of  said  circuit 
network  (4)  which  is  maximum  in  capacitive 
value. 

3.  An  integrated  circuit  package  (3)  including  a 
signal  termination  circuit  comprising  first,  sec- 
ond  and  third  resistors  (RL0,  RLi  ,  RL2)  and 
capacitors  (Cpi  ,  Cp2),  said  first  resistor  (RL0) 
being  connected  at  its  one  end  with  a  signal 
line  and  at  the  other  end  with  said  second  and 
third  resistors  (RLi  ,  RL2),  said  second  resistor 
(RLi)  being  connected  at  the  other  end  with 
said  capacitor  (Cpi),  said  third  resistor  (RL2)  at 
the  other  end  with  an  external  lead  wire  (BW3). 

Patentanspruche 

chen  Widerstandswert  haben;  und  mit  einen 
weiteren  Widerstand  (RL0),  dessen  eines  Ende 
mit  den  genannten  Ersatzschaltungen  und  des- 
sen  anderes  Ende  mit  der  Signalleitung  der 

5  SignalabschluBschaltung  verbunden  ist. 

2.  SignalabschluBschaltung  nach  Anspruch  1  ,  wo- 
bei  eine  Spannungsquelle  mit  derjenigen  der 
Ersatzschaltungen  des  Schaltungsnetzwerks 

io  (4)  verbunden  ist,  deren  Kapazitatswert  am 
groBten  ist. 

3.  Gehause  (3)  fur  eine  integrierte  Schaltung  mit 
einer  SignalabschluBschaltung,  die  erste,  zwei- 

15  te  und  dritte  Widerstande  (RL0,  RLi  ,  RL2)  und 
Kondensatoren  (CPi  ,  CP2)  aufweist,  wobei  der 
erste  Widerstand  (RL0)  an  seinem  einen  Ende 
mit  einer  Signalleitung  und  an  seinen  anderen 
Ende  mit  den  zweiten  und  dritten  Widerstan- 

20  den  (RLi  ,  RL2)  verbunden  ist,  der  zweite  Wi- 
derstand  (RLi)  an  seinem  anderen  Ende  mit 
dem  Kondensator  (CPi)  und  der  dritte  Wider- 
stand  (RL2)  an  seinem  anderen  Ende  mit  einer 
externen  AnschluBleitung  (BW3)  verbunden  ist. 

25 
Revendications 

1.  Circuit  de  terminaison  pour  signaux,  compre- 
nant  un  reseau  formant  circuit  (4)  connecte  a 

30  un  potentiel  de  reference  et  comprenant  deux 
ou  plusieurs  circuits  equivalents  branches  reci- 
proquement  en  parallele,  lesdits  circuits  equi- 
valents  comprenant  respectivement  des  resis- 
tances  (RLi  ,  RL2),  des  condensateurs  (CPi  , 

35  CP2)  et  des  inductances  (Lpi  ,  Lp2)  branchees 
en  serie,  lesdites  resistances  (RLi  ,  RL2)  pos- 
sedant  essentiellement  la  meme  valeur  resisti- 
ve;  et  une  autre  resistance  (RL0),  dont  une 
extremite  est  connectee  auxdits  circuits  equi- 

40  valents  et  dont  I'autre  extremite  est  connectee 
a  la  ligne  de  transmission  de  signaux  du  circuit 
de  terminaison  pour  signaux. 

2.  Circuit  de  terminaison  pour  signaux  selon  la 
45  revendication  1,  dans  lequel  une  source  de 

tension  est  connectee  a  I'un  desdits  circuits 
equivalents  dudit  reseau  formant  circuit  (4),  qui 
possede  la  valeur  capacitive  maximale. 

50  3.  Module  de  circuit  integre  (3)  comprenant  un 
circuit  de  terminaison  de  signaux  comprenant 
des  premiere,  seconde  et  troisieme  resistan- 
ces  (RL0,  RLi  ,  RL2)  et  des  condensateurs 
(Cpi  ,  Cp2),  ladite  premiere  resistance  (RL0) 

55  etant  connectee  par  une  extremite  a  une  ligne 
de  transmission  de  signaux  et,  par  son  autre 
extremite,  auxdites  seconde  et  troisieme  resis- 
tances  (RLi  ,  RL2),  ladite  seconde  resistance 

1.  SignalabschluBschaltung  mit  einem  mit  einem 
Bezugspotential  verbundenen  Schaltungsnetz- 
werk  (4)  und  mit  zwei  oder  mehr  parallel  zuein- 
ander  geschalteten  Ersatzschaltungen,  die  je- 
weils  in  Serie  geschaltete  Widerstande  (RLi  ,  55 
RL2),  Kondensatoren  (CPi  ,  CP2)  und  Induktivi- 
taten  (LP1  ,  LP2)  aufweisen,  wobei  die  Wider- 
stande  (RLi  ,  RL2)  im  wesentlichen  den  glei- 

4 
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(RLi  )  etant  connectee,  au  niveau  de  son  autre 
extremite,  audit  condensateur  (Cpi),  tandis  que 
ladite  troisieme  resistance  (RL2)  est  connectee, 
par  son  autre  extremite,  a  un  conducteur  exte- 
rieur  (BW3).  5 
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