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©  Auxiliary  seat  for  an  automotive  vehicle. 

©  A  console  assembly  for  use  in  an  automotive 
vehicle  body  passenger  compartment  is  disclosed. 
The  assembly  includes  a  housing  member  (24)  inter- 
posed  between  a  pair  of  seats  (12,14)  in  the  vehicle, 
an  armrest  member  (38)  and  a  bottom  member  (48) 

pivotally  secured  to  the  housing  member  (24).  The 
armrest  member  (38)  and  bottom  member  (48)  pivot 
from  a  first  position  defining  an  auxiliary  seat  to  a 
second  position  defining  a  console  assembly  in  the 
vehicle. 
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The  present  invention  relates  generally  to  a 
console  for  use  in  automotive  vehicle  front  seating 
arrangements.  More  particularly,  the  present  inven- 
tion  relates  to  a  console  which  is  selectively  con- 
vertible  between  a  console  assembly  and  an  auxil- 
iary  passenger  seat  disposed  between  the  driver 
and  primary  passenger  seats  of  the  vehicle. 

It  is  well  known  in  the  automobile  body  arts  to 
provide  for  the  mounting  of  trays  or  other  recepta- 
cles  in  the  passenger  compartment  of  an  auto- 
mobile  to  permit  relatively  stable  support  of  items 
of  food  and  drink  and  other  small  articles.  Such 
trays  are  typically  mounted  to  a  floor  console  such 
as  shown  in  U.S.  Patent  No.  4,453,759,  assigned  to 
the  assignee  of  the  present  invention.  Although 
such  console  provides  for  the  storage  of  articles, 
the  console  interrupts  the  continuity  of  the  front 
seat  resulting  in  the  driver  seat  being  spaced  apart 
and  remote  from  the  primary  passenger  seat.  To 
provide  for  a  second  or  auxiliary  passenger  front 
seat,  a  continuous  bench-type  seat  extending 
across  the  entire  width  of  the  vehicle  or  a  split-type 
seat  wherein  the  two  passenger  seat  portions  form 
one  continuous  portion  of  the  split  seat  arrange- 
ment  have  been  utilized.  However,  in  both  of  these 
seating  arrangements,  it  is  not  possible  to  provide 
for  a  functional  console  such  as  described  above. 

U.S.  Patent  No.  4,685,729  proposes  a  console 
assembly  which  is  convertible  between  a  compart- 
mentalized  console  extending  from  the  front  seat 
toward  the  vehicle  dashboard  and  a  second  pas- 
senger  seat  position  between  the  driver  seat  and 
the  primary  passenger  seat.  The  console  of  the 
'729  patent  utilizes  a  reversible  motor  driven  lead 
screw  attached  to  a  track  associated  with  the  con- 
sole  frame  which  selectively  extends  and  retracks 
the  console  frame  relative  to  the  seating  frame  to 
provide  a  console.  In  this  manner,  an  auxiliary  or 
second  passenger  seat  is  provided  while  still  pro- 
viding  for  a  console  assembly.  However,  the  use  of 
a  motor  driven  console  assembly  often  increases 
the  cost  of  the  console  assembly,  the  weight  of  the 
assembly,  and  decreases  the  operating  efficiency 
of  the  system.  Therefore,  it  would  be  advantageous 
to  provide  a  selectively  convertible  console  assem- 
bly/auxiliary  passenger  seat  combination  which 
overcomes  these  deficiencies  in  the  prior  art. 

The  present  invention  provides  a  console  as- 
sembly  for  use  in  automotive  vehicle  body  pas- 
senger  compartment  having  a  floor  for  mounting  a 
pair  of  seats  in  laterally  spaced  relationship  about  a 
vertical  plane  through  the  longitudinal  axis  of  the 
vehicle  body,  each  of  the  seats  having  a  seat 
cushion  and  a  seat  back  in  generally  orthogonal 
relationship.  The  console  assembly  comprises  a 
housing  member  interposed  between  the  pair  of 
seats  which  includes  a  pair  of  upwardly  projecting 
rear  pillars  at  a  rear  end  thereof,  and  a  pair  of 

upwardly  projecting  front  pillars  at  a  front  end 
thereof,  and  which  defines  an  internal  storage  cabi- 
net  thereby.  The  console  assembly  further  includes 
an  armrest  member  pivotally  secured  to  the  rear 

5  pillars  and  operative  to  pivot  from  a  first  generally 
vertical  position  contiguous  with  and  complemen- 
tary  to  the  seat  back  to  a  second  generally  horizon- 
tal  position  over  the  housing  member,  as  well  as  a 
bottom  member  pivotally  secured  to  the  front  pil- 

io  lars.  The  bottom  member  pivots  from  a  first  gen- 
erally  horizontal  position  covering  the  housing 
member  and  which  is  contiguous  with  and  com- 
plementary  to  the  seat  cushions  to  a  second  posi- 
tion  longitudinally  forward  of  the  console  assembly 

75  to  expose  the  internal  storage  cavity  of  the  housing 
member.  When  the  armrest  member  and  bottom 
members  are  in  the  first  position,  the  console  as- 
sembly  defines  an  auxiliary  passenger  seat  inter- 
posed  between  the  driver  seat  and  the  primary 

20  passenger's  seat.  In  one  embodiment,  when  the 
bottom  member  is  in  the  second  position,  an  article 
receiving  tray  formed  on  a  bottom  surface  thereof 
is  exposed. 

The  invention  will  now  be  described  further,  by 
25  way  of  example,  with  reference  to  the  accompany- 

ing  drawings,  in  which: 
Figure  1  is  a  perspective  view  of  the  console 
assembly  of  the  present  invention  installed  in  a 
passenger  compartment  of  an  automobile. 

30  Figure  2  is  a  perspective  view  of  the  console 
assembly  of  the  present  invention  defining  an 
auxiliary  passenger  seat. 
Figure  3  is  a  perspective  view  of  the  console 
assembly  of  the  present  invention  with  the  arm- 

35  rest  member  in  one  position. 
Figure  4  is  an  exploded  perspective  view  of  the 
console  assembly  of  the  present  invention  in  an 
alternative  position. 
Figure  5  is  a  side  elevational  view  of  the  present 

40  invention  taken  in  the  direction  of  arrow  5  of 
Figure  3. 
Referring  now  to  the  drawings,  Figures  1  and  2 

show  a  passenger  compartment  10  of  an  auto- 
motive  vehicle  having  a  driver  seat  12  and  a  pri- 

45  mary  passenger  seat  14  mounted  to  the  vehicle 
floor  16  in  laterally  spaced  relationship  about  a 
vertical  plane  passing  through  the  longitudinal  axis 
of  the  vehicle.  The  seats  12,  14  can  be  mounted 
directly  to  the  floor  but  alternatively  may  be  moun- 

50  ted  to  a  seat  frame  mounted  to  floor  16.  Each  of 
the  seats  12,  14,  includes  a  seat  cushion  18  and  a 
seat  back  20  in  generally  orthogonal  relationship.  A 
console  assembly  22  according  to  the  present  in- 
vention  is  interposed  between  the  driver  seat  12 

55  and  the  primary  passenger  seat  14.  As  shown  in 
Figure  1  ,  the  console  assembly  22  functions  as  an 
arm  rest  between  seats  12,  14  while  in  Figure  2, 
the  console  assembly  22  functions  as  an  auxiliary 
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passenger  seat  between  seats  12,  14. 
As  shown  in  Figures  3  and  4,  the  console 

assembly  22  includes  a  generally  rectangular  hous- 
ing  member  24  secured  to  the  floor  16  by  any 
known  mounting  means,  such  as  threaded  rod  fas- 
teners.  The  housing  member  24  is  fabricated  from 
a  high  strength,  rigid  material  such  as  a  metal  alloy 
in  a  stamping  or  casting  operation.  The  housing  24 
includes  a  pair  of  sidewalls  26  disposed  generally 
parallel  to  longitudinal  axis  of  the  vehicle.  The 
housing  24  further  includes  a  front  transverse  wall 
28  having  a  pair  of  pillars  30  projecting  upwardly 
therefrom  and  a  rear  transverse  wall  32  having  a 
pair  of  rear  pillars  34  projecting  upwardly  there- 
from.  The  front  28  and  rear  32  transverse  walls  are 
disposed  generally  perpendicularly  to  the  sidewalls 
26  and  defined  in  internal  storage  cavity  36  there- 
by.  The  internal  storage  cavity  36  is  of  sufficient 
size  to  accommodate  articles  such  as  maps,  a 
small  purse,  and  other  such  articles  therein.  Alter- 
natively,  the  housing  24  could  be  mounted  to  a 
seat  frame  member  securing  seats  12,  14  to  the 
vehicle  floor.  In  this  embodiment,  the  console  as- 
sembly  22  can  reciprocate  axially  with  reciproca- 
tion  of  the  seats  12,  14  in  a  direction  parallel  to  the 
longitudinal  axis  of  the  vehicle. 

The  console  assembly  22  further  includes  an 
armrest  member  38  having  a  cushioned  surface  40 
and  a  rear  surface  42.  The  armrest  member  38  is 
pivotally  secured  to  the  rear  pillars  34  by  a  hinge 
means  so  that  the  armrest  member  38  can  pivot 
from  a  first  generally  vertical  position  (Fig.  2) 
wherein  the  cushioned  surface  40  is  generally  con- 
tiguous  with  and  complementary  to  the  seat  backs 
20  of  the  driver  12  and  primary  passenger  seat  14 
to  a  second  generally  horizontal  position  (Fig.  1) 
wherein  the  armrest  member  functions  as  an  arm- 
rest  between  the  vehicle  seats.  The  hinge  means 
can  be  any  of  a  number  of  known  types  of  pivot 
assemblies.  As  shown,  the  armrest  member  38 
includes  an  aperture  44  through  which  an  elon- 
gated  rod  46  is  journaled.  The  rod  46  is  rotatably 
secured  to  each  of  the  rear  pillars  34  to  rotatably 
secure  the  armrest  member  38  to  the  housing  24. 
The  armrest  member  38  also  includes  an  abutment 
means  such  as  a  positive  stop  which  locks  the 
member  into  the  first  and  second  positions.  In  an 
alternative  embodiment,  the  rear  surface  42  of  the 
armrest  member  can  include  an  article  receiving 
tray  having  a  plurality  of  storage  areas  for  holding 
small  articles,  such  as  an  ash  tray  or  the  like. 
Furthermore,  the  present  invention  contemplates 
that  the  armrest  member  comprises  a  two-piece 
assembly  which  opens  along  its  horizontal  axis  to 
define  more  storage  space. 

The  console  assembly  22  of  the  present  inven- 
tion  further  includes  a  bottom  member  48  pivotally 
secured  to  the  front  pillars  30  in  a  manner  similar 

to  that  described  above.  The  bottom  member  48  is 
pivotally  secured  by  an  elongated  rod  54  journaled 
through  an  aperture  52  and  rotatably  secured  to 
each  of  the  front  pillars  30.  The  bottom  member  48 

5  includes  a  cushioned  surface  50  and  pivots  from  a 
first  generally  horizontal  position  (Figs.  1-3)  cover- 
ing  and  disposed  over  the  housing  member  24.  In 
the  first  position,  the  bottom  member  48  is  contig- 
uous  with  and  complementary  to  the  cushions  18 

io  of  the  driver  12  and  primary  passenger  seat  14.  In 
this  manner,  when  the  bottom  member  48  and  the 
armrest  member  38  are  in  the  first  position,  respec- 
tively,  the  console  assembly  of  the  present  inven- 
tion  defines  an  auxiliary  passenger  seat  interposed 

is  between  the  driver  seat  12  and  primary  passenger 
seat  14  such  as  is  shown  in  Figure  2. 

The  bottom  member  48  pivots  from  the  first 
position  to  a  second  position  longitudinally  forward 
of  the  console  assembly  22  (Fig.  4)  to  expose  the 

20  internal  storage  cavity  36  thereby.  In  the  second 
position,  the  bottom  member  48  exposes  an  article 
receiving  tray  58  formed  on  underside  thereof.  The 
article  receiving  tray  58  can  be  configured  to  re- 
ceive  any  of  a  number  of  small  articles,  such  as 

25  coins,  cassette  tapes,  a  mobile  phone,  cup  holders, 
an  ash  tray  and  the  like.  A  tray  58  may  be  molded 
integrally  with  the  bottom  member  or  may  be 
formed  separately  as  an  insert  secured  thereto  in  a 
subsequent  manufacturing  operation.  When  the 

30  bottom  member  48  is  in  the  second  position  dis- 
posed  longitudinally  forward  of  the  console  assem- 
bly  22,  the  armrest  member  38  can  either  be 
disposed  in  the  first  position  thereby  exposing  the 
internal  storage  cavity  of  the  housing  24  (Fig.  5)  or 

35  pivoted  to  the  second  position  to  define  an  armrest 
between  the  driver  seat  12  and  primary  passenger 
seat  14  (Fig.  4).  As  such,  the  present  invention 
defines  a  combination  console  assembly  and  auxil- 
iary  passenger  seat. 

40  As  shown  in  Figure  5,  the  armrest  member  38 
and  bottom  member  48  each  includes  abutment 
means  47  for  limiting  the  amount  of  rotation  of 
each  member.  The  armrest  member  38  rotates 
approximately  ninety  degrees  to  a  vertical  position 

45  while  the  bottom  member  48  rotates  approximately 
140-160  degrees  longitudinally  forward  from  the 
housing  24.  Various  known  types  of  positive  stop 
mechanisms  and  detents  are  known  which  perform 
this  function. 

50  Various  modifications  to  the  present  invention 
will  no  doubt  occur  to  those  skilled  in  the  art.  For 
example,  the  armrest  member  and  bottom  member 
may  be  fabricated  in  any  of  a  number  of  known 
methods  to  conform  to  the  driver  and  passenger 

55  seat  assemblies.  Furthermore,  the  console  assem- 
bly  may  be  secured  directly  to  the  vehicle  floor  or, 
alternatively,  may  be  secured  to  a  seat  frame  so 
that  longitudinal  movement  of  the  driver  and  pas- 
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senger  seat  results  in  longitudinal  movement  of  the 
auxiliary  seat  formed  by  the  present  invention. 

Claims 

1.  A  console  assembly  for  use  in  an  automotive 
vehicle  body  passenger  compartment  having  a 
floor  (16)  for  mounting  a  pair  of  seats  (12,14)  in 
laterally  spaced  relationship  about  a  vertical 
plane  through  the  longitudinal  axis  of  the  ve- 
hicle  body,  each  of  said  seats  having  a  seat 
cushion  (18)  and  a  seat  back  (20)  in  generally 
orthogonal  relationship,  said  console  assembly 
comprising: 

a  housing  member  (24)  interposed  be- 
tween  said  pair  of  seats  (12,14)  and  including  a 
pair  of  upwardly  projecting  rear  pillars  (34)  at  a 
rear  end  thereof  and  a  pair  of  upwardly  projec- 
ting  front  pillars  (30)  at  a  front  end  thereof  and 
defining  an  internal  storage  cavity  (36)  thereby: 

an  armrest  member  (38)  pivotably  secured 
to  said  rear  pillars  (34)  and  operative  to  pivot 
from  a  first  generally  vertical  position  contig- 
uous  with  and  complementary  to  the  seat 
backs  to  a  second  generally  horizontal  position 
over  said  housing  member  (24);  and 

a  bottom  member  (48)  pivotably  secured 
to  said  front  pillars  (30)  and  operative  to  pivot 
from  a  first  generally  horizontal  position  cover- 
ing  said  housing  member  (24)  and  being  con- 
tiguous  with  and  complementary  to  said  seat 
cushions  (18)  to  a  second  position  longitudi- 
nally  forward  of  said  console  assembly  (22)  to 
expose  said  internal  storage  cavity  (36)  of  said 
housing  member  (24)  whereby  when  said  arm- 
rest  member  (38)  and  said  bottom  members 
are  in  the  first  positions  said  console  assembly 
defines  an  auxiliary  passenger  seat  interposed 
between  said  pair  of  seats  (12,14). 

5.  A  console  assembly  according  to  Claim  1, 
wherein  said  armrest  member  includes  a  first 
surface  and  a  second  surface,  said  first  surface 
having  a  cushioned  exterior  and  being  contig- 

5  uous  and  complementary  to  said  seat  backs 
when  said  armrest  member  is  in  said  first 
position. 

6.  A  console  assembly  according  to  Claim  1, 
io  wherein  said  armrest  member  further  includes 

hinge  means  for  engaging  said  rear  pillars, 
said  hinge  means  being  operative  to  lock  said 
armrest  member  in  said  first  and  second  posi- 
tions. 

15 
7.  A  console  assembly  according  to  Claim  6, 

wherein  said  hinge  means  comprises  an  elon- 
gate  rod  journaled  through  said  armrest  mem- 
ber  and  operative  to  rotatably  engage  said 

20  each  of  said  rear  pillars. 

8.  A  console  assembly  according  to  Claim  1, 
wherein  said  bottom  member  further  includes 
hinge  means  for  engaging  said  front  pillars, 

25  said  hinge  means  being  operative  to  lock  said 
bottom  member  in  said  first  and  second  posi- 
tions. 

9.  A  console  assembly  according  to  claims  6, 
30  wherein  said  hinge  means  comprises  and  elon- 

gate  rod  journaled  through  said  bottom  mem- 
ber  and  operative  to  rotatable  engage  said 
each  of  said  front  pillars. 

35  10.  A  console  assembly  according  to  Claim  1, 
wherein  said  bottom  member  further  includes  a 
top  surface  and  a  bottom  surface,  said  top 
surface  having  a  cushioned  exterior  and  being 
contiguous  with  and  complementary  to  said 

40  seat  cushions  when  in  said  first  position,  said 
bottom  surface  including  an  article  receiving 
tray  formed  therein. 

2.  A  console  assembly  according  to  Claim  1, 
further  including  mounting  means  for  mounting 
said  console  assembly  to  the  floor  in  an  axially 
extending  space  defined  between  said  seats. 

45 
3.  A  console  assembly  according  to  Claim  1, 

wherein  said  housing  member  comprises  a 
generally  rectangular  frame  having  a  pair  of 
side  walls  disposed  generally  parallel  to  the 
longitudinal  axis  of  said  vehicle  and  a  front  and  50 
rear  transverse  wall  disposed  generally  per- 
pendicular  to  said  side  walls. 

4.  A  console  assembly  according  to  Claim  3, 
wherein  said  front  and  rear  pillars  are  formed  55 
on  said  front  and  rear  transverse  walls,  respec- 
tively. 
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