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(54)  An  implement  for  milking  an  animal. 

(57)  An  implement  for  milking  an  animal  includes 
a  robot  arm  (6)  able  to  carry  teat  cups  (45  to  48), 
sensor  means  (51),  with  the  aid  of  which  the 
position  of  the  teats  of  the  animal  relative  to  the 
robot  arm  (6)  can  be  determined,  and  control 
means  (56,  18,  22,  36,  40,  80  to  83)  for  conveying 
the  robot  arm  (6)  in  such  a  position  under  the 
animal's  udder  that  the  teat  cups  (45  to  48)  can 
be  connected  to  the  teats  of  the  animal.  The 
sensor  means  (51)  comprises  a  laser  transmitter 
element  (62)  and  a  receiver  element  (66),  while 
the  implement  is  further  provided  with  pivotal 
means  (75)  by  means  of  which  the  laser  trans- 
mitter  beam  performs  a  scanning  movement  to 
determine  the  position  of  the  teats  in  a  substan- 
tially  horizontal  plane. 
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The  present  invention  relates  to  an  implement  for 
milking  an  animal,  such  as  a  cow,  which  implement  in- 
cludes  a  robot  arm  able  to  carry  teat  cups,  sensor 
means,  with  the  aid  of  which  the  position  of  the  teats 
of  the  animal  relative  to  the  robot  arm  can  be  deter- 
mined,  and  control  means  for  convey  ing  the  robot  arm 
in  such  a  position  under  the  animal's  udder  that  the 
teat  cups  can  be  connected  to  the  teats  of  the  animal. 

Such  an  implement  is  known.  In  suchlike  imple- 
ments,  the  sensor  means  include  a  camera  which 
complicates  the  determination  of  the  teat  position,  or 
an  ultrasonic  beam  device  which  has  a  relatively  low 
data  rate  and  an  insufficient  accuracy. 

In  order  to  improve  the  implement  in  this  respect, 
the  implement  is  characterized  in  that  the  sensor 
means  comprises  a  laser  transmitter  element  and  a 
receiver  element,  and  in  that  the  implement  is  provid- 
ed  with  pivotal  means,  by  means  of  which  the  laser 
transmitter  beam  performs  a  scanning  movement  to 
determine  the  position  of  the  teats  in  a  substantially 
horizontal  plane.  Particularly  because  a  laser  trans- 
mitter  beam  is  very  narrow,  an  accurate  scanning 
movement  can  be  performed. 

As  it  is  unknown  at  which  level  the  teats  are  lo- 
cated,  according  to  the  invention,  an  operating  cylin- 
der  is  provided,  by  means  of  which  during  scanning 
the  scanning  plane  is  moved  upwardly  from  a  position 
below  the  teats  to  a  position  wherein  the  coordinates 
of  the  teats  in  polar  form  can  be  determined.  Hereby, 
the  scanning  plane  may  extend  over  at  least  two  teat 
cups.  Starting  from  a  position  below  the  animal's  ud- 
der,  the  scanning  plane  is,  preferably  stepwise, 
brought  upwardly  till  one  or  more  teats  are  observed, 
whereafter  the  teat  position  can  be  determined. 

In  a  particular  embodiment,  the  sensor  is  active 
in  two  positions  relative  to  the  teat  cups.  Therefore, 
in  a  specific  embodiment  the  sensor  is  pivotably 
mounted  on  a  slide  on  the  end  of  the  robot  arm.  This 
slide  may  be  capable  of  reciprocating  by  means  of  a 
cylinder.  The  sensor  may  be  active  in  two  positions  of 
the  slide  relative  to  the  teat  cups.  In  a  first  position,  a 
scanning  movement  may  be  performed  over  the  teat 
cups  to  detect  the  position  of  the  front  teats,  while  in 
a  second  position  a  scanning  movement  is  performed 
over  at  least  two  teat  cups  to  detect  the  position  of  the 
rear  teats. 

Although  the  laser  transmitter  beam  may  be  ro- 
tated,  preferably,  as  only  a  sector  in  a  horizontal  plane 
has  to  be  scanned,  said  transmitter  beam  may  per- 
form  a  reciprocating  movement  symmetrically  rela- 
tive  to  the  longitudinal  direction  of  the  end  of  the  robot 
arm.  The  angle  of  the  reciprocating  movement  of  the 
laser  transmitter  beam  may  be  approximately  1  20°.  I  n 
a  specific  embodiment,  the  implement  may  be  con- 
structed  such  tha,t  when  during  its  pivotal  movement 
the  laser  transmitter  beam  moves  across  an  object, 
such  as  a  teat  of  the  animal,  the  receiver  element  sup- 
plies  signals  indicating  the  distance  d  from  the  sensor 

means  to  the  object  and  the  angles  ô   and  a2  repre- 
senting  the  initial  angle  and  the  final  angle,  respec- 
tively,  of  the  laser  transmitter  beam  moving  across 
the  object.  Particularly  the  angles  ô   and  a2  may  be 

5  established  by  means  of  a  counter,  counting  the  num- 
ber  of  steps  made  by  a  stepper  motor  relative  to  a  ref- 
erence  position  till  the  occurrence  of  the  edges  of  the 
signal  from  the  receiver  element.  Further,  sensor 
electronics  may  be  provided,  comprising  a  micropro- 

w  cessor,  by  means  of  which  the  magnitude  of  the  dis- 
tance  d  and  the  angles  ô   and  a2  is  determined.  As  the 
receiver  element  will  normally  supply  analog  signals, 
the  sensor  electronics  may  comprise  an  analog-digi- 
tal  converter,  via  which  the  signal  from  the  receiver 

15  element  is  supplied  to  the  microprocessor. 
For  a  better  understanding  of  the  present  inven- 

tion  and  to  show  how  the  same  may  be  carried  into  ef- 
fect,  reference  will  now  be  made,  byway  of  example, 
to  the  accompanying  drawings,  in  which: 

20  Figure  1  is  a  side  view  of  a  robot  arm  arranged  at 
the  side  of  a  milking  parlour; 
Figure  2  is  a  plan  view  of  the  robot  arm; 
Figure  3  is  a  side  view  of  part  of  the  robot  arm  as 
shown  in  Figure  2; 

25  Figure  4  is  a  plan  view  of  the  end  of  the  robot  arm; 
Figure  5  is  a  side  view  of  the  robot  arm  end  as 
shown  in  Figure  4; 
Figure  6  is  a  partial  cross-sectional  view  taken  on 
the  line  VI  -  VI  in  Figure  4; 

30  Figure  7  shows  a  laser  arrangement  with  associ- 
ated  electric  and  electronic  elements; 
Figure  8  shows  a  diagram  in  illustration  of  the 
position  of  the  teats  relative  to  the  parameters 
describing  the  laser; 

35  Figure  9  shows  a  block  diagram  of  a  circuit  for 
controlling  the  connection  of  the  teat  cups  to  the 
teats  of  an  animal's  udder; 
Figure  10  shows  a  flow  diagram  of  the  teat 
searching  procedure  effected  in  the  microproces- 

40  sor  constituting  part  of  the  circuit  shown  in  Figure 
9,  and 
Figure  1  1  shows  a  flow  diagram  of  the  teat  track- 
ing  procedure  effected  in  the  microprocessor 
constituting  part  of  the  circuit  shown  in  Figure  9. 

45  In  the  drawings,  corresponding  components 
have  been  denoted  by  the  same  reference  numerals. 
In  addition,  the  invention  is  not  limited  to  the  embodi- 
ment  as  shown  and  described  here,  which  embodi- 
ment  only  serves  to  illustrate  the  inventive  idea. 

50  In  Figures  1  and  2,  the  robot  arm  according  to  the 
invention  is  shown;  this  robot  arm  is  arranged  at  the 
side  of  a  milking  parlour.  Once  an  animal  to  be  milked 
has  arrived  in  the  milking  parlour  and  has  been  posi- 
tioned  appropriately  therein,  the  robot  arm  is  moved, 

55  on  the  basis  of  animal  recognition  data,  from  the  front 
side  to  under  the  animal's  udder. 

In  the  side  view  of  the  implement  of  Figure  1  there 
is  shown  an  animal  1  which  is  present  in  the  milking 
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parlour,  the  milking  parlour  being  enclosed  by  a  rail- 
ing  2  which  limits  the  freedom  of  movement  of  the  an- 
imal  1  in  a  lateral  direction.  The  milking  parlour  is  en- 
tered  by  the  animal  from  the  rear,  while  a  pivotal  stop 
3  is  arranged  near  the  front  side,  which  stop  3  consti-  5 
tutes  a  boundary  for  the  animal  1  in  the  forward  di- 
rection.  By  providing  the  front  side  of  the  milking  par- 
lour  with  e.g.  a  feed  unit,  the  animal  will  advance  suf- 
ficiently  far,  i.e.  until  against  the  stop  3. 

The  milking  parlour  floor  has  a  recess,  which  is  w 
arranged  such  that  the  animal  will  not  put  her  hind  feet 
thereon,  e.g.  because  its  bottom  extends  obliquely  in- 
wardly  and  downwardly,  so  that  the  hind  legs  of  the 
animal  are  wide  apart  and  on  either  side  of  the  recess. 
The  recess  may  have  a  drain  for  discharging  the  an-  15 
imal's  excrements,  if  any. 

Once  the  animal  has  entered  the  milking  parlour, 
a  sensor  device  4  is  pivoted  against  her  rear  side.  At 
the  side  of  the  milking  parlour  there  is  arranged  a  sub- 
stantially  vertical  frame  beam  5,  which  frame  beam  5  20 
at  its  upper  end  is  provided  with  a  longitudinal  guide 
means  and  to  which  near  its  lower  end  a  robot  arm  6 
is  fitted.  The  vertical  frame  beam  5  is  capable  of  mov- 
ing  with  respect  to  the  milking  parlour  in  the  longitu- 
dinal  direction  as  denoted  by  the  arrows  7.  For  that  25 
purpose,  the  railing  is  provided  with  a  guide  rod  8, 
along  which  can  move  two  interconnected  slide 
blocks  9,  10,  the  said  slide  blocks  9,  10  being  inter- 
connected  by  means  of  a  horizontal  frame  beam  11 
secured  to  the  vertical  frame  beam  5.  Near  the  floor,  30 
the  frame  beam  5  is  guided  by  a  guide  rail  12,  along 
which  the  lower  portion  of  frame  beam  5  slides. 

The  sensor  device  4  is  connected  pivotably  to  a 
slide  element  13  which  by  means  of  two  slide  blocks 
14,  15  is  arranged  also  slidably  along  the  guide  rod  8.  35 
Between  two  lugs  16,  17  there  is  arranged,  rigidly 
connected  to  the  slide  element  13  and  the  slide  block 
10,  respectively,  a  cylinder  18,  while  furthermore  be- 
tween  the  slide  element  13  and  a  support  19  on  the 
railing  2  there  is  arranged  a  cylinder  20.  By  operating  40 
the  cylinder  20,  the  sensor  device  4  can  be  moved  to- 
wards  the  animal  until,  in  the  downward  position,  it 
bears  against  the  animal's  rear.  In  the  present  em- 
bodiment,  the  sensor  device,  and  hence  the  animal's 
rear,  determines  the  reference  position,  relative  to  45 
which  the  position  of  the  teats  and  that  of  the  milking 
robot  are  determined.  By  moving  the  sensor  device  4 
towards  the  animal,  it  is  also  possible  to  move  the 
frame  beam  5,  as  a  result  of  which  the  mutual  posi- 
tioning  between  the  sensor  device  4  and  the  frame  50 
beam  5  can  be  provided  adjustably  by  means  of  the 
cylinder  18. 

A  robot  arm  6  is  connected  slidably  in  height  (ar- 
rows  21)  to  the  frame  beam  5.  The  sliding  movement 
in  height  is  effected  by  means  of  a  cylinder22,  the  one  55 
end  of  which  is  connected  to  the  frame  beams  5  and 
11  in  the  place  where  the  said  frame  beams  are  inter- 
connected.  The  other  end  of  the  cylinder  22  is  con- 

nected  to  a  slide  block  23  which  is  capable  of  moving 
in  height  along  the  frame  beam  5  in  dependence  on 
the  operation  of  the  cylinder  22. 

Figure  2  shows  the  robot  arm  6  both  in  the  rest 
position  (interrupted  lines)  and  in  the  operational  pos- 
ition  (uninterrupted  lines).  The  robot  arm  6  is  connect- 
ed  capably  of  pivoting  about  a  substantially  vertical 
pivot  pin  24  to  the  frame  portion  25  which  is  attached 
to  the  slide  block  23.  This  pivotal  movement  is  effect- 
ed  by  means  of  a  cylinder  26  which  has  one  end  con- 
nected  to  a  support  27  of  the  frame  portion  25  and  the 
other  end  to  the  first  portion  28  of  the  robot  arm  6.  It 
will  be  obvious  that,  by  operating  the  cylinder  26,  the 
robot  arm  6  can  be  pivoted  from  the  rest  position  to 
the  operational  position  and  vice  versa.  It  may  be  of 
importance  for  the  robot  arm,  or  a  part  thereof,  to  be 
fixed  under  spring  load,  i.e.  in  such  a  manner  that  it, 
or  the  said  portion  thereof,  can  deflect  when  e.g.  the 
animal  kicks  against  it.  In  this  embodiment,  this  can 
be  achieved  by  having  the  further  portion  of  the  robot 
arm  6  arranged  capably  of  pivoting  relative  to  the  first 
portion  thereof  about  a  pin  30  against  the  action  of  an 
excess  load  spring  29.  In  the  unloaded  condition,  the 
further  portion  of  the  robot  arm  6  is  pulled  against  the 
first  portion  28  of  the  robot  arm  6  by  the  intermediary 
of  a  rubber  buffer  31  (see  Figure  3). 

The  further  portion  of  the  robot  arm  6  consists  of 
a  second  portion  32,  a  third  portion  33  and  a  fourth 
portion  34.  The  third  portion  33  of  the  robot  arm  6  is 
connected  capably  of  pivoting  about  a  pivot  pin  35  to 
the  said  second  portion  32.  The  pivotal  movement 
about  the  pivot  pin  35  is  effected  by  means  of  a  cylin- 
der  36,  the  one  end  of  which  is  connected  to  the  sec- 
ond  portion  32  of  the  robot  arm  6  and  the  other  end 
to  a  support  37  on  the  third  portion  33  of  the  robot  arm 
6.  As  is  apparent  from  Figure  2,  by  means  of  the  cy- 
linder  26,  the  robot  arm  can  be  moved  to  under  the  an- 
imal  present  in  the  milking  parlour,  the  pivot  pin  35  be- 
ing  approximately  in  a  central  position  under  the  an- 
imal,  i.e.  between  the  animal's  front  and  rear  legs. 
Thereafter,  by  operating  the  cylinder  36,  the  third  por- 
tion  33  of  the  robot  arm  6  can  be  pivoted  about  the  piv- 
ot  pin  35  at  a  desired  angle. 

The  fourth  portion  34  of  the  robot  arm  6  (i.e.  the 
end  thereof)  is  movable  axially  relative  to  the  third 
portion  33,  as  is  indicated  by  arrows  38.  In  this  con- 
nection,  the  support  37  is  movable  in  a  slot-shaped 
aperture  provided  on  the  side  of  the  fourth  portion  34 
of  the  robot  arm  6. 

In  the  inserted  condition,  the  third  portion  33  of 
the  robot  arm  6  is  located  partly  within  the  end  34  of 
the  robot  arm  6.  The  end  34  of  the  robot  arm  6  being 
slidable  relative  to  the  third  portion  33,  it  is  provided 
with  rails  39.  Between  the  mutually  slidable  portions 
33  and  34  there  is  arranged  a  cylinder  40,  the  one  end 
of  which  is  connected  via  a  support  41  to  the  third  por- 
tion  33  of  the  robot  arm  6  and  the  other  end  via  a  sup- 
port  42  to  the  end  34  thereof. 
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The  end  34  of  the  robot  arm  6  can  be  adjusted  in 
the  longitudinal  direction  under  the  animal  by  means 
of  both  the  cylinder  40  and  the  cylinder  18.  Although 
in  this  connection  it  would  be  sufficient  to  use  the  cy- 
linder  40,  it  will  be  possible,  by  the  addition  of  thecy-  5 
linder  18,  to  limit  the  stroke  of  the  former  consider- 
ably,  which,  in  view  of  the  restricted  space  under  the 
animal,  is  highly  advantageous. 

The  end  34  of  the  robot  arm  6  is  provided  with  a 
slide  43  which  by  means  of  rails  44  is  movable  along  w 
the  robot  arm  end  34  in  the  longitudinal  direction.  Teat 
cups  45,  46,  47  and  48  are  provided  at  the  end  34  of 
the  robot  arm  6,  in  which  situation,  since  the  robot 
arm  6  approaches  the  animal's  udder  from  the  front 
side,  the  teat  cups  45  and  46  are  intended  for  connec-  15 
tion  to  the  animal's  rear  teats  and  the  teat  cups  47  and 
48  to  the  front  teats.  The  teat  cups  45  to  48  are  ar- 
ranged  such  that  the  slide  43  can  move  at  least  be- 
tween  the  teats  cups  47  and  48.  The  slide  43  is  ca- 
pable  of  reciprocating  by  means  of  a  cylinder  49,  one  20 
end  of  which  is  connected  to  the  slide  43  and  the  other 
end  to  the  end  34  of  the  robot  arm  6.  On  the  slide  there 
are  provided,  taken  from  the  left  to  the  right  in  Figure 
4:  coupling  means  50,  sensor  means  51,  a  pivotal 
mechanism  52  and  a  stepper  motor  53,  the  last  two  25 
units  together  constituting  the  pivotal  means  for  the 
sensor  means  51.  In  the  embodiment  shown  in  Figure 
7,  these  pivotal  means  are  constituted  by  a  bi-direc- 
tionally  controllable  stepper  motor.  The  sensor  means 
51  are  secured  on  the  slide  43  by  means  of  supporting  30 
plates  54  and  55  (see  Figure  5).  The  pivotal  means  52, 
53  are  arranged  on  the  supporting  plate  55.  In  addi- 
tion,  the  slide  43  is  provided,  under  the  supporting 
plate  55,  with  the  sensor  electronics  56  required  for 
the  sensor  means  51  .  35 

The  sensor  means  51  are  mounted  such  that  they 
are  pivotal  through  a  pivotal  angle  which  extends 
symmetrically  relative  to  the  longitudinal  direction  of 
the  robot  arm  end  34,  which  angle  in  the  embodiment 
is  approximately  120°.  The  sensor  means  51  are  re-  40 
ciprocated  by  the  pivotal  means  52,  53  through  the 
pivotal  angle  in  approximately  0.5  second.  The  step- 
per  motor  53  drives  the  pivotal  mechanism  52,  while 
the  pivotal  mechanism  52  causes  the  sensor  means 
51  to  reciprocate  with  the  aid  of  a  belt  57.  In  addition,  45 
under  the  slide  43  there  is  arranged  a  cylinder  58  with 
the  aid  of  which,  with  the  intermediary  of  a  pivotal 
mechanism  59,  the  coupling  means  50  can  be  recipro- 
cated  through  a  pivotal  angle  which  also  extends  sym- 
metrically  relative  to  the  longitudinal  direction  of  the  50 
robot  arm  end  34,  which  angle  in  the  embodiment  is 
approximately  90°.  After  the  robot  arm  end  34  has 
been  positioned  approximately  below  the  animal's 
udder,  the  sensor  means  51  can  determine  the  posi- 
tion  of  the  front  teats,  when  the  slide  43  has  been  ad-  55 
justed  to  a  first  position;  the  position  of  the  slide  43  is 
then  also  that  wherein,  during  the  coupling  procedure, 
the  coupling  means  50  can  engage  the  teat  cups  47 

and  48  in  order  to  connect  same  to  the  front  teats. 
When  thereafter  the  slide  43  is  moved  forwards,  it  can 
arrive  in  a  second  position  in  which  by  means  of  the 
sensor  means  51  the  position  of  the  rear  teats  can  be 
determined  and  in  which  the  coupling  means  50  sub- 
sequently  can  engage  the  teat  cups  45  and  46  in  or- 
der  to  connect  same  to  the  rear  teats.  This  situation 
is  illustrated  in  Figures  3  to  5.  In  both  the  first  (front) 
and  the  second  (rear)  position  of  the  slide  43,  the  cou- 
pling  means  50  can  only  engage  the  teat  cups  47,  48, 
respectively  45,  46,  individually.  In  both  positions,  the 
cylinder  58  and  the  pivotal  mechanism  59  can  first  ad- 
just  the  coupling  means  to  a  position  wherein  they 
can,  for  example,  engage  the  respective  teat  cups  45 
and  47  and  thereafter  to  a  position  wherein  they  can 
engage  the  respective  teat  cups  46  and  48.  The  sen- 
sor  means  51  continue  to  be  permanently  operative 
in  order  to  detect  the  teat  positions  located  within  the 
pivotal  angle,  even  during  the  subsequent  upward 
movement  of  the  teat  cups  45  to  48. 

Figure  6  shows  the  sensor  means  51  in  further 
detail;  they  comprise  a  housing  60  constituted  by  a 
cylindrical  sleeve  and  provided  with  a  laser-transpar- 
ent  window  61  near  its  upper  end.  Behind  the  window 
61  there  is  arranged  a  transmitter  element  62  consti- 
tuted  by  a  laser,  which  transmitter  element  62  is  con- 
trolled  from  the  sensor  electronics  56.  The  use  of  a 
laser  for  the  sensor  means  51  has  the  advantage  that 
hereby  a  much  narrower  scanning  beam  as  well  as  a 
much  higher  data  rate  can  be  obtained.  Therefore,  the 
transmitter  element  62  is  capable  of  transmitting  con- 
tinuously  a  narrow  scanning  beam  to  determine  the 
position  of  a  teat  63.  This  teat  63  disperses  and/or  re- 
flects  the  radiation  transmitted  by  the  transmitter  ele- 
ment  62.  Via  the  window  61,  a  fraction  of  the  radiation 
returns  into  the  housing  60  and  is  deflected  down- 
wardly  by  a  reflecting  element  64,  constituted  by  a  flat 
mirror  and  located  behind  the  window  61,  and  is  guid- 
ed  to  a  receiver  element  66  including  a  diode  detector 
via  a  converging  lens  65  accommodated  in  the  hous- 
ing  60.  The  region  on  the  receiver  element  66  where 
the  captured  beam  is  focused  to  a  greater  or  lesser 
extent,  is  decisive  for  the  sensor  means-teat  distance. 
The  signal  applied  by  the  receiver  element  66  to  the 
sensor  electronics  56  is  indicative  of  this  focusing  re- 
gion.  In  the  present  embodiment,  the  beam  transmit- 
ted  by  the  transmitter  element  62  extends  substan- 
tially  horizontally  and  the  mirror  is  arranged  at  an  an- 
gle  of  approximately  45°.  The  angular  position  of  the 
teat  63  relative  to  the  robot  arm  end  34  can  further  be 
determined  from  the  time  interval  in  which  the  reflec- 
tions  are  received  from  the  teat  63  during  the  recipro- 
cating  movement  of  the  sensor  means  51.  From  the 
detected  position  of  a  teat  63  with  respect  to  the  robot 
arm  end  34  signals  are  generated  by  control  means 
(to  be  described  in  further  detail  hereinafter)  to  adjust 
the  robot  arm  end  34  to  such  a  position  that  a  relevant 
teat  cup  can  be  connected  to  the  teat  63  by  moving  it 
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upwardly. 
As  soon  as  the  robot  arm  end  34  has  arrived  in 

the  desired  position,  a  relevant  teat  cup  can  be  con- 
nected.  In  the  present  embodiment,  the  teat  cups  45 
to  48  bear  on  the  robot  arm  end  34  in  tapering  recess-  5 
es  67.  The  teat  cups  45  to  48  are  kept  in  position 
therein  by  flexible  connecting  members  68  which  are 
coupled  to  cylinders  (not  shown)  in  the  fourth  part  34 
of  the  robot  arm  6.  The  teat  cups  45  to  48  can  then 
be  moved  freely  upwardly  and  are  pulled  down  again  w 
by  the  said  cylinders  in  their  positions  in  the  tapering 
recesses  67  when  the  supply  of  milk  stops.  The  up- 
ward  movement  of  the  individual  teat  cups  is  effected 
by  the  coupling  means  50  which  are  provided  with  an 
electromagnet  69  which,  after  having  been  energ-  15 
ized,  can  engage  the  teat  cup  to  which  the  electro- 
magnet  69  is  directed  at  that  instant.  By  rotation  of  the 
coupling  means  50  and  by  a  change  in  the  position  of 
the  slide  43,  the  electromagnet  69  can  be  directed  to 
the  other  teat  cups  which  can  then  be  engaged  after  20 
energizing  of  the  electromagnet  69.  The  coupling 
means  50  include  a  vertical  inner  jacket  70  which  is 
connected  rigidly  to  the  slide  in  the  upward  direction; 
this  inner  jacket  70  can  be  rotated  by  the  pivotal 
mechanism  59  through  the  said  pivotal  angle  of,  in  25 
this  embodiment,  90°.  The  inner  jacket  70  is  sur- 
rounded  by  an  outer  jacket  71  which  can  move  only 
in  upward  and  downward  direction.  The  electromag- 
net  69  is  connected  rigidly  to  this  outer  jacket  71  .  The 
outer  jacket  71  is  connected  rigidly  to  a  piston  72  30 
which  extends  through  the  coupling  means  50.  Com- 
pressed  air  can  be  applied  in  the  space  under  the  pis- 
ton  72  via  a  compressed  air  supply  pipe  73,  whereby 
the  outer  jacket  71  and  the  electromagnet  69  connect- 
ed  thereto  and  the  teat  cup  engaged  thereby  are  35 
moved  upwardly.  The  pressure  exerted  by  the  com- 
pressed  air  is  such  that,  as  soon  as  the  teat  cup  con- 
tacts  the  cow's  udder  and,  therefore,  a  certain  coun- 
ter-pressure  is  exerted,  the  upward  movement  of  the 
teat  cup  is  stopped.  When  a  teat  cup  has  been  con-  40 
nected  to  the  relevant  teat  63,  the  electromagnet  69 
is  de-energized  and,  consequently,  the  teat  cup  is  no 
longer  retained  thereby.  Subsequently,  compressed 
air  can  be  passed  into  the  space  above  the  piston  72 
via  the  compressed  air  supply  pipe  74,  as  a  result  of  45 
which  the  outer  jacket  71  with  the  electromagnet  69 
connected  thereto  can  be  moved  downwardly;  in  this 
connection,  the  pressure  on  the  supply  pipe  73  must, 
of  course,  be  less  than  that  on  the  supply  pipe  74. 

Figure  7  shows  a  second  arrangement  of  a  laser  50 
with  the  associated  sensor  electronics  56.  In  this 
case,  both  the  laser  62  and  the  d  iode  detector  66  with 
associated  electronics  are  arranged  in  the  lower  part 
of  the  housing  60.  For  the  pivotal  movement  of  the 
sensor  means  51,  the  pivotal  means  are  constituted  55 
here  by  a  bi-directionally  controllable  stepper  motor 
75.  The  sensor  electronics  56  is  constituted  here  by 
a  microprocessor  76,  an  analog-digital  converter  77 

and  a  control  circuit  78.  The  laser  62  is  activated  from 
the  microprocessor  76.  When,  during  its  pivotal 
movement,  the  laser  moves  across  an  object,  such  as 
the  teat  of  an  animal's  udder,  then  by  the  diode  66 
there  is  supplied  a  signal  which  is  determined  by  three 
parameters:  the  distance  d  from  the  sensor  means  51 
to  the  object,  and  the  angles  0̂   and  a2  which  indicate 
the  initial  angle  and  the  final  angle,  respectively,  of 
the  laser  beam  moving  across  the  object;  these  para- 
meters  are  shown  in  Figure  8.  The  distance  d  deter- 
mines  the  focusing  position  of  the  reflected/dispersed 
laser  beam  on  the  diode  detector,  while  the  position 
on  the  diode  detector  determines  the  amplitude  of  the 
signal  supplied  thereby  (Figure  7).  The  angles  0̂   and 
a2  are  determined  by  the  position  of  the  sensor 
means  51  at  the  moment  when,  during  its  pivotal 
movement,  the  laser  beam  establishes  the  "begin- 
ning"  and  the  "end"  of  the  object;  since  a  pivotal 
movement,  and  hence  the  beginning  of  a  next  one,  is 
signalled  each  time  by  a  signal  ES  (End  Scan),  the 
angles  0̂   and  a2  can  de  determined  by  establishing 
each  time  the  score  of  the  counter,  wherein  is  counted 
the  number  of  steps  made  by  the  stepper  motor  75  un- 
til  the  occurrence  of  the  edges  of  the  signal  from  the 
diode  detector.  The  magnitude  of  d,  0̂   and  a2  is  de- 
termined  in  the  microprocessor  76;  for  that  purpose, 
the  signal  from  the  diode  detector  66  is  supplied  via 
the  analog-digital  converter  77  to  the  microprocessor 
76;  with  the  aid  of  the  latter,  the  sample  frequency  of 
the  analog-digital  converter  77  is  set.  In  addition,  from 
the  diode  detector  66  there  is  supplied  to  the  micro- 
processor  76  directly  a  signal  indicating  that  the  sig- 
nal  supplied  via  the  analog-digital  converter  77 
should  not  be  considered  a  valid  one;  this  signal  has 
a  threshold  function.  The  stepper  motor  75  is  control- 
led  from  the  microprocessor  76.  In  this  connection, 
use  is  made  of  a  control  circuit  78,  to  which  are  sup- 
plied  from  the  microprocessor  76  the  following  sig- 
nals:  an  on/off-signal,  a  signal  for  determining  the  ro- 
tational  direction  of  the  stepper  motor  75,  and  a  series 
of  pulse-shaped  signals,  of  which  the  number  per  unit 
of  time  determines  the  rotational  speed  of  the  stepper 
motor  75.  The  stepper  motor  75  includes  an  induc- 
tive  recording  element  79  for  establishing  a  reference 
position  thereof.  When  the  stepper  motor  75  passes 
this  reference  position,  a  signal  is  supplied  by  the  in- 
ductive  recording  element  79  to  the  microprocessor 
76;  this  signal  is  of  importance  in  determining  the  cor- 
rect  moment  at  which  the  various  signals  are  supplied 
to  the  control  circuit  78. 

The  microprocessor  76  is  activated  by  a  second 
microprocessor  80  (see  Figure  9);  to  this  second  mi- 
croprocessor  80  are  supplied  the  values  d,  0̂   and  a2, 
as  well  as  the  signal  ES  permanently  on  interrupt-ba- 
sis.  Each  time  when  on  interrupt-basis  the  data  d,  0̂  
and  a2  and  ES  are  supplied  to  the  second  micropro- 
cessor  80,  the  latter  sees  to  it  that  the  position  of  the 
cylinder  is  established.  In  the  second  microprocessor 
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80  are  realized  the  "searching  procedure"  for  roughly 
determining  the  position  of  the  teats  of  the  animal's 
udder  relative  to  a  reference  position,  the  "tracking 
procedure"  for  accurately  determining  the  position  of 
the  teats  of  the  animal's  udder  relative  to  a  reference  5 
position,  the  control  movement  by  the  end  of  the  robot 
arm  to  this  accurately  tracked  position,  and  the  con- 
necting  of  the  teat  cups.  "Roughly  determined"  does 
not  imply  that  an  inaccurate  measurement  is  made, 
but  that  the  measurement  registers  an  instantaneous  w 
indication;  for  the  teat  will  be  moving  continuously. 

In  determining  the  position  of  the  teats  of  the  an- 
imal's  udder,  the  position  of  the  cylinders  18,  22,  36 
and  40  is  of  importance.  Each  of  these  cylinders  is 
provided  in  a  known  perse  manner  with  control  elec-  15 
tronics  81  .  In  roughly  adjusting  the  end  34  of  the  robot 
arm  6  in  the  centre  below  the  animal,  the  cylinders  18 
and  22  are  utilized.  The  adjustment  in  the  longitudinal 
direction  is  determined  roughly  by  means  of  the  cylin- 
der  18,  while  by  means  of  the  cylinder  22  is  deter-  20 
mined  roughly  the  height.  The  cylinder  22  is  also  util- 
ized  for  a  searching  movement  performed  by  the  sen- 
sor  means  51  .  In  accurately  determining  and  tracking, 
the  cylinders  36  and  40  are  utilized.  At  any  moment 
determined  by  the  microprocessor  80,  the  actual  pos-  25 
ition  of  the  cylinders  1  8,  22,  36  and  40  can  be  supplied 
via  the  multiplexer/analog-digital  converter  82  to  the 
microprocessor  80  and  be  registered  in  memory 
means  thereof.  Conversely,  at  any  moment  deter- 
mined  by  the  microprocessor  80,  the  desired  position  30 
of  the  cylinders  36  and  40  can  be  supplied  via  the  con- 
verter/multiplexer  83  to  these  cylinders  36  and  40. 
With  respect  to  the  cylinders  18  and  22,  it  will  suffice 
to  supply  from  the  microprocessor  80  only  two  signals 
to  the  relevant  control  electronics  81  ;  by  means  of  35 
these  signals  can  be  indicated  whether  the  cylinders 
18  and/or  22  have  to  be  activated  or  stopped,  and  in 
what  direction  the  cylinders  have  to  control  the  end  34 
of  the  robot  arm  6.  Besides  in  roughly  adjusting  the 
end  34  of  the  robot  arm  6,  the  cylinder  22  is  also  util-  40 
ized  in  moving  the  laser  in  the  vertical  direction,  and 
hence  the  end  34  of  the  robot  arm  6  during  the 
"searching  procedure"  to  be  described  hereinafter.  Al- 
though  this  is  not  of  importance  here,  the  further  op- 
erating  units,  too,  are  controlled  by  the  microproces-  45 
sor  80.  The  cylinders  18,  20,  22,  26,  36,  40,  49  and 
58  can  be  operable  either  hydraulically,  pneumatical- 
ly  or  electromagnetically.  Insofar  as  hydraulically  or 
electromagnetically  operable  cylinders  are  utilized,  it 
is  strongly  desirable  to  include  an  additional  overload  50 
protection  against  kicks  from  the  animal.  In  a  prefer- 
red  embodiment,  the  cylinders  18  and  22  which  are 
relevant  to  the  determination  of  the  position  of  the 
teats  are  electromagnetically  operable,  while  the  cy- 
linders  36  and  40  are  pneumatically  operable,  in  55 
which  connection  the  control  electronics  81  are  de- 
signed  such  that  these  cylinders  can  reach  very 
quickly  a  specific  position  determined  by  the  micro- 

processor.  Servo-pneumatic  positioning  elements, 
constituted  by  a  pneumatic  cylinder  with  associated 
control  electronics,  are  known  perse,  but  in  the  pres- 
ent  implement,  in  co-operation  with  a  laser  in  the  sen- 
sor  means,  they  render  it  possible  for  the  teat  cups  to 
be  connected  to  the  teats  in  an  extremely  fast  and  ef- 
ficient  manner. 

The  "searching  procedure"  as  registered  in  the 
microprocessor  80  will  be  set  out  with  reference  to  the 
flow  diagram  of  Figure  9,  while  the  "tracking  proce- 
dure"will  be  set  out  with  reference  to  the  flow  diagram 
of  Figure  10. 

When  the  animal  arrives  in  the  milking  parlour, 
she  will  be  identified  by  means  of  a  conventional  an- 
imal  recognition  data  source.  The  animal  recognition 
is  of  importance  to  the  present  invention  to  the  extent 
that  thereby  is  known  for  each  animal  the  position  of 
the  teats  of  the  animal's  udder  relative  to  a  fixed  point 
on  the  animal,  while,  furthermore,  this  position  in  the 
animal  recognition  data  source  can  be  corrected,  if 
necessary,  on  the  basis  of  the  continuously  occurring 
"searching  and  tracking  procedure".  For  the  search- 
ing  procedure  to  be  described  hereinafter  it  is  of  im- 
portance  that  is  registered  the  position  of  the  teats  rel- 
ative  to  a  reference  position,  here  a  point  on  the  ani- 
mal's  rear  centre  as  determined  by  the  sensor  device 
4.  First  of  all,  the  end  of  the  robot  arm  is  brought  into 
such  a  starting  position  that  the  laser,  i.e.  the  point  in 
the  aperture  of  the  housing  wherein  the  laser  is  ac- 
commodated  and  from  where  the  horizontal  laser 
scan  movement  takes  place,  is  located  at  a  predeter- 
mined  slight  distance  below  and  in  the  middle  in  front 
of  the  front  teats,  e.g.  50  mms  below  the  front  teats 
and  120  mms  in  the  middle  in  front  thereof.  The  then 
actual  position  of  the  cylinders  is  registered  and  the 
laser  is  started.  Then,  the  cylinder  22  is  activated,  af- 
ter  which  the  robot  arm  end  with  the  laser  is  moved 
upwardly,  during  which  movement  the  laser  performs 
its  scanning  movement,  each  scanning  movement 
taking  e.g.  0.25  second.  During  this  upward  move- 
ment,  the  values  d,  0̂   and  a2  for  the  two  front  teats 
are  registered  permanently,  as  well  as  the  associated 
position  of  the  cylinder  22.  From  the  values  d,  0̂   and 
a2  is  calculated  the  position,  relative  to  that  of  the  las- 
er,  of  the  objects  observed,  which  are  not  yet  consid- 
ered  as  teats.  From  the  position  of  the  cylinders  is  cal- 
culated  the  position  of  the  laser  relative  to  the  refer- 
ence  position.  On  the  basis  of  the  results  of  the  two 
last  calculations  is  calculated  the  position  of  the  ob- 
jects  observed  relative  to  the  reference  position.  Sub- 
sequently,  this  last  position  is  compared  with  the  data 
regarding  this  position  as  derived  from  the  animal 
recognition  data  source.  Should  there  be  established 
an  agreement  within  certain  limits,  then  the  objects 
observed  are  identified  as  the  animal's  front  teats, 
this  position  of  the  front  teats  is  registered  and  the  up- 
ward  movement  of  the  cylinder  22  is  stopped.  Subse- 
quently,  the  laser  is  positioned  in  the  starting  position 

6 
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below  and  in  the  middle  in  front  of  the  rear  teats  and 
the  above-described  procedure  is  repeated,  after 
which  also  the  position  of  the  rear  teats  is  registered. 
This  completes  the  "searching  procedure".  In  case, 
during  the  searching  procedure,  no  agreement  within  5 
certain  limits  is  established  between  the  calculated 
position  of  the  objects  observed  and  the  relevant 
data  from  the  animal  recognition  data  source,  then 
the  searching  is  continued.  Then,  the  laser  is  moved 
higher  upwardly  and,  after  having  reached  its  highest  w 
position  of  e.g.  100  mms  above  its  starting  position, 
returns  to  this  starting  position  in  order  to  perform  an- 
other  searching  movement  in  the  vertical  direction. 
When  aftera  number  of  searching  movements  still  no 
teats  have  been  identified,  an  alarm  is  operated.  15 

After  the  searching  procedure  follows  the  track- 
ing  procedure,  in  which  the  teats  are  tracked  individ- 
ually  in  order  to  be  able  to  connect  a  teat  cup  thereto. 
In  this  tracking  procedure,  the  teats  are  numbered,  so 
that  a  fixed  order  can  be  observed.  First,  one  of  the  20 
rear  teats  is  tracked;  the  laser  is  already  in  the  right 
starting  position  therefor,  i.e.  the  position  wherein  the 
cylinder  22  has  stopped  during  the  search  for  the  rear 
teats.  Here  again,  the  data  flow  of  the  laser,  i.e.  the 
values  d,  0̂   and  a2  as  well  as  the  position  of  the  rel-  25 
evant  cylinders,  is  registered  permanently.  From  the 
values  d,  0̂   and  a2  is  calculated  continuously  the  pos- 
ition  of  the  teat  relative  to  the  laser  and  therefrom  the 
difference  between  the  position  of  the  teat  relative  to 
the  laser  and  the  position  of  the  relevant  teat  cup  rel-  30 
ative  to  the  laser;  in  the  present  embodiment,  these 
differences  Ar,  A9  are  determined  in  polar  coordin- 
ates.  When  these  differences  are  not  slight  enough, 
i.e.  the  teat  cup  is  located  not  quite  below  the  relevant 
teat,  then  the  results  of  the  last  measurement  are  35 
compared  with  the  teat  position  corrected  on  the  ba- 
sis  of  the  previous  measurement;  in  the  present  em- 
bodiment,  the  magnitude  of  these  differences  is 
keyed  in  Cartesian  coordinates.  When  these  differ- 
ences  Ar,  A9  ,  are  less  than  a  certain  value  of  e.g.  35  40 
mms,  then  the  cylinders  have  to  be  activated  and  the 
relevant  teat  cup,  i.e.  the  end  of  the  robot  arm,  has  to 
be  dispatched  to  the  lastly  determined  teat  position. 
This  procedure  is  repeated  until  the  difference  be- 
tween  the  position  of  the  teat  relative  to  the  laser  and  45 
that  of  the  teat  cup  relative  to  the  laser  is  slight 
enough,  so  that  the  teat  cup  is  located  almost  straight 
below  the  relevant  teat.  The  teat  cup  is  then  moved 
upwardly  and  connected,  while  by  means  of  a  vacuum 
under  the  teat  it  is  checked  whether  the  teat  cup  is  50 
connected  correctly.  During  this  upward  movement  of 
the  teat  cup,  the  tracking  procedure  remains  active, 
so  that  even  then  the  teat  cup  can  be  controlled  yet. 
A  vacuum  may  also  occur  when  the  teat  cup  is  not 
connected  correctly,  in  particular  when  the  teat  is  55 
folded  and  the  teat  cup  is  pressed  thereagainst. 
Therefore,  the  check  whether  the  teat  cup  is  connect- 
ed  correctly  can  be  made  by  means  of  a  temperature 

measurement;  for  in  the  milk  flow  there  is  measured 
a  higher  temperature  than  thereoutside. 

From  the  finally  registered  position  of  the  teat  cup 
at  the  moment  of  connection  and  the  mutual  position 
of  the  teats,  as  can  be  obtained  from  the  teat  position 
determination  in  the  searching  procedure,  there  can 
be  obtained  a  corrected  initial  position  of  the  laser  for 
the  tracking  of  the  second  rear  teat.  After  the  laser 
has  been  brought  in  this  corrected  initial  position,  the 
above-described  tracking  procedure  is  repeated  and 
the  second  teat  cup  can  be  connected.  Likewise,  the 
third  and  fourth  teat  cups  are  connected,  after  which 
the  tracking  procedure  is  completed.  When  during  the 
tracking  procedure  it  is  established  that  the  differenc- 
es  Ax,  Ay  are  too  great,  i.e.  in  the  present  embodiment 
more  than  35  mms,  then  the  relevant  cylinders  are  not 
activated,  the  control  of  the  teat  cup  is  omitted  and 
the  tracking  procedure  is  repeated.  When  this  has 
been  done  fora  number  of  times  and  the  differences 
Ax,  Ay  continue  to  be  too  great,  then  the  searching 
procedure  is  returned  to,  i.e.  to  the  point  where  the 
search  for  the  front  teats  or  the  rear  teats  is  initiated. 

The  invention  is  not  limited  to  the  embodiment 
described  in  the  foregoing.  It  will  be  obvious  that 
many  different  modifications  are  possible,  and  it 
should  be  noted  that,  alternatively,  two  transmitter 
elements  constituted  by  lasers  can  be  used  instead 
of  one  transmitter  element. 

Claims 

1.  An  implement  for  milking  an  animal,  such  as  a 
cow,  which  implement  includes  a  robot  arm  (6) 
able  to  carry  teat  cups  (45  to  48),  sensor  means 
(51),  with  the  aid  of  which  the  position  of  the  teats 
of  the  animal  relative  to  the  robot  arm  (6)  can  be 
determined,  and  control  means  (56,  18,  22,  36, 
40,  80  to  83)  for  conveying  the  robot  arm  (6)  in 
such  a  position  under  the  animal's  udder  that  the 
teat  cups  (45  to  48)  can  be  connected  to  the  teats 
of  the  animal,  characterized  in  that  the  sensor 
means  (51)  comprises  a  laser  transmitter  ele- 
ment  (62)  and  a  receiver  element  (66),  and  in  that 
the  implement  is  provided  with  pivotal  means 
(75),  by  means  of  which  the  laser  transmitter 
beam  performs  a  scanning  movement  to  deter- 
mine  the  position  of  the  teats  in  a  substantially 
horizontal  plane. 

2.  An  implement  as  claimed  in  claim  1,  character- 
ized  in  that  an  operating  cylinder  (22)  is  provided, 
by  means  of  which  during  scanning  the  scanning 
plane  is  moved  upwardly  from  a  position  below 
the  teats  to  a  position  wherein  the  coordinates  of 
the  teats  in  polar  form  can  be  determined. 

3.  An  implement  as  claimed  in  claim  1  or  2,  charac- 
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terized  in  that  the  scanning  plane  extends  over  at 
least  two  teat  cups  (45,  46). 

4.  An  implement  as  claimed  in  any  one  of  the  pre- 
ceding  claims,  characterized  in  that  the  sensor  5 
(51)  is  active  in  two  positions  relative  to  the  teat 
cups  (45  to  48). 

5.  An  implement  as  claimed  in  claim  4,  character- 
ized  in  that  the  sensor  (51)  is  pivotably  mounted  w 
on  a  slide  (43)  on  the  end  of  the  robot  arm  (6). 

6.  An  implement  as  claimed  in  claim  5,  character- 
ized  in  that  the  slide  (43)  is  capable  of  reciprocat- 
ing  by  means  of  a  cylinder  (49).  15 

7.  An  implement  as  claimed  in  claim  5  or  6,  charac- 
terized  in  that  the  sensor  (51  )  is  active  in  two  pos- 
itions  of  the  slide  (43)  relative  to  the  teat  cups  (45 
to  48).  20 

8.  An  implement  as  claimed  in  any  one  of  the  claims 
4-7,   characterized  in  that  in  a  first  position  a 
scanning  movement  is  performed  over  the  teat 
cups  (45  to  48)  to  detect  the  position  of  the  front  25 
teats. 

steps  made  by  a  stepper  motor  (75)  relative  to  a 
reference  position  till  the  occurrence  of  the  edges 
of  the  signal  from  the  receiver  element  (66). 

14.  An  implement  as  claimed  in  claim  12  or  13,  char- 
acterized  in  that  sensor  electronics  (56)  are  pro- 
vided,  comprising  a  microprocessor  (76),  by 
means  of  which  the  magnitude  of  the  distance  (d) 
and  the  angles  (ô   and  a2)  is  determined. 

15.  An  implement  as  claimed  in  claim  14,  character- 
ized  in  that  the  sensor  electronics  (56)  comprise 
an  analog-digital  converter  (77),  via  which  the 
signal  from  the  receiver  element  (66)  is  supplied 
to  the  microprocessor  (76). 

9.  An  implement  as  claimed  in  any  one  of  the  claims 
4-8,  characterized  in  that  in  a  second  position  a 
scanning  movement  is  performed  over  at  least 
two  teat  cups  (45,  46)  to  detect  the  position  of  the 
rear  teats. 

30 

10.  An  implement  as  claimed  in  any  one  of  the  pre- 
ceding  claims,  characterized  in  that  the  laser 
transmitter  beam  performs  a  reciprocating  move- 
ment  symmetrically  relative  to  the  longitudinal  di- 
rection  of  the  end  of  the  robotarm  (6). 

11.  An  implement  as  claimed  in  claim  10,  character- 
ized  in  that  the  angle  of  the  reciprocating  move- 
ment  of  the  laser  transmitter  beam  is  approxi- 
mately  120°. 

12.  An  implement  as  claimed  in  any  one  of  the  pre- 
ceding  claims,  characterized  in  that,  when  during 
its  pivotal  movement  the  laser  transmitter  beam 
moves  across  an  object,  such  as  a  teat  of  the  an- 
imal,  the  receiver  element  (66)  supplies  signals 
indicating  the  distance  (d)  from  the  sensor  means 
(51)  to  the  object  and  the  angles  (ô )  and  (a2)  rep- 
resenting  the  initial  angle  and  the  final  angle,  re- 
spectively,  of  the  laser  transmitter  beam  moving 
across  the  object. 

13.  An  implement  as  claimed  in  claim  12,  character- 
ized  in  that  the  angles  (ĉ   and  a2)  are  established 
by  means  of  a  counter,  counting  the  number  of 

35 

40 

45 

50 

55 



EP  0  647  393  A2 

.  2  
I C I  



EP  0  647  393  A2 

3 5  

m   \ - z 8  I  f S ^ T ^ 3  

\  
\  

^ ? ~ 3 £  

a s .  

10 



EP  0  647  393  A2 

ZL  /  

5 /  
~ s  

- ^ J X J d  6 2  

6 4  

L 6 S  5 9  

. 5  
f C 7  

11 



EP  0  647  393  A2 

59  L 7 3  

i c z .   6  

12 



EP  0  647  393  A2 

E S  

t>d,<x7,c<2,ES 

F I E .   9  

^   
'  S31   f  . - 3 0  

r ~   a / d   - *  

O =   —   -   = ^ >  

o =   —   
.  

A ^ - ^ 4  

13 



EP  0  647  393  A2 

reg.  coord.  teats  from  cow 
recogn.  sys tem 

F i C j . l O  
" n j  

laser  in  initial  posi t ion foremost  t e a t s  

^ N J  
reg  .  pos  .  ac tua to r s  
start  l a s e r  

<!*"" 

start  upw.  movement  ac tua tors  

upw.  movement  cont.  
reg.  d  ,  oc  -f  ,  cc  2 
reg  .  pos  .  ac tua to r s  
calc.  coord  .meas.  object  
rel . to  laser  posi t ion 
calc.  laser  coord.  r e l . t o  
ref  .  pos i t ion  
calc.  coord.  meas.  object  r e l .  
to  ref.  pos i t ion 
comp.  coord.  meas.  object  r e l  
to  ref  .pos.  with  coord,  in 
cow  recogn.  sys tem 

upw.  moving  ac tua to r  
in  initial  pos i t i on  
cnt .nr .   going  back  in 
initial  posi t ion 

stop  upw.  movement 
reg  .  teat  coord  . NO 

laser  in  initial  posi t ion 
hindmost  t e a t s  

I 

14 



EP  0  647  393  A2 

9  

reg.  teat  n r .  

v S L  

reg.  d  ,  cC  <  ,  d.  z 
reg  .  pos  •  a c t u a t o r s  
calc  .  coord  .  teat  re l . to   l a s e r  
pos i t ion  
ca lc .d i f f .   A t   ,  A  <p  between 
coord.  teat  r e l . to   l a s e r  
pos.  and  coord.  teat  cup 
rel . to   laser  p o s i t i o n  
ca lc .d i f f .   Ax  .AY  between 
last  calc  .  coord  .  teats  rel  . to  laser  pos.  and  u p d a t e d  
coord.  teats  from  fo rmer  
measurements  

actuators  a c t i v a t e d  

L-YES 

cnt.  nr.  of 
succ."no'   s"  

connect  teat  cup 
check  connect ion 
reg .nr .o f   teat  c u p s  
connected 
reg.  pos.  connected  t e a t  

NO 

YES 

NO 
co r r . i n i t .   pos.  next  t e a t  
laser  in  c o r r . i n i t . p o s .  

15 


	bibliography
	description
	claims
	drawings

