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(54)  Systems  for  explaining  exhibits. 

(57)  An  exhibit  explaining  system,  that  enables  a 
plurality  of  visitors  to  receive  an  explanation  of 
an  exhibit  at  their  own  pace,  includes  spectac- 
le-type  displays  (51-1  to  51-10),  the  frequencies 
(f1  to  f10)  of  carrier  waves  of  which  are  set  to  be 
different  from  each  other.  Image  generating 
devices  (61-1  to  61-10)  are  provided  to  corre- 
spond  to  the  spectacle-type  displays  (51-1  to 
51-10).  When  an  explanation  request  button 
(52-1)  of  the  spectacle-type  display  (51-1)  is 
operated,  a  VTR  (76-1)  of  the  image  generating 
device  (61-1)  with  the  corresponding  channel  is 
caused  to  produce  a  signal  which  is  output  from 
a  transmitter-receiver  circuit  (72-1)  to  the  spec- 
tacle-type  display  (51-1)  through  an  antenna 
71-1  on  a  radio  wave.  In  the  spectacle-type 
display  (51-1),  this  radio  wave  is  demodulated  to 
enable  an  image  to  be  observed  on  an  LCD 
thereof. 
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This  invention  relates  to  system  for  explaining  ex- 
hibits.  Such  systems  may  be  used  in,  for  example, 
museums,  art  galleries,  etc. 

When  viewing  a  museum  or  art  gallery  exhibit  (or 
the  like),  not  only  is  the  exhibit  directly  viewed,  but  an 
explanation  plate  is  often  provided  which  describes 
the  exhibit.  In  this  case,  visitors  can  read  the  explan- 
ation  plate  to  improve  comprehension  of  the  exhibit. 
A  method  of  providing  an  audible  explanation  from  a 
speaker  is  also  sometimes  used.  However,  such 
methods  lack  visual  appeal. 

In  view  of  this,  a  method  of  carrying  out  an  ex- 
planation  by  use  of  both  sounds  and  images  by,  for 
example,  television  receivers  is  also  proposed.  In  this 
case,  since  an  explanation  is  carried  out  by  both  a 
sound  and  an  image,  it  is  possible  to  provide  a  deeper 
comprehension  of  the  content  of  the  exhibit. 

However,  the  use  of  a  conventional  television  re- 
ceiver,  etc.  requires  that  a  plurality  of  persons  watch 
and  listen  to  the  explanation  at  the  same  time.  In  ad- 
dition,  viewers  will  often  need  to  wait  through  several 
viewings  of  the  explanation  in  order  to  see  the  full  ex- 
planation.  This  results  in  an  inability  to  appreciate  the 
exhibit  at  one's  own  pace. 

The  present  invention  was  made  in  view  of  these 
problems,  and  embodiments  thereof  disclosed  here- 
inbelow  enable  a  plurality  of  visitors  to  receive  an  ex- 
planation  of  an  exhibit  at  their  own  individual  pace. 

According  to  a  first  aspect  of  the  invention  there 
is  provided  a  system  for  explaining  an  exhibit,  com- 
prising  in  combination: 

a  plurality  of  image  generating  devices  for  out- 
putting  an  image  of  the  exhibit  from  said  plurality  of 
image  generating  devices  at  predetermined  frequen- 
cies;  and 

a  plurality  of  spectacle-type  displays,  wherein 
the  outputs  of  said  image  generating  devices  at  said 
predetermined  frequencies  are  received  by  said  plur- 
ality  of  spectacle-type  displays  so  as  to  display  in  dis- 
play  portions  thereof  said  image  of  the  exhibit. 

According  to  a  second  aspect  of  the  invention 
there  is  provided  a  system  for  explaining  an  exhibit, 
comprising: 

a  plurality  of  image  generating  devices  and  a 
plurality  of  portable  display  devices; 

each  of  said  plurality  of  image  generating  de- 
vices  comprising: 

image  generating  means  for  generating  an  im- 
age  related  to  the  exhibit;  and 

a  transmitter  means  for  outputting  said  gener- 
ated  image  at  predetermined  frequency, 

each  of  said  plurality  of  portable  display  devic- 
es  comprising: 

a  receiver  means  for  receiving  the  image  relat- 
ed  to  the  exhibit  transmitted  at  predetermined  fre- 
quency  from  said  image  generating  device;  and 

display  means  for  displaying  the  image  re- 
ceived  by  said  receiver  means  on  a  display  unit  pro- 

vided  thereon. 
According  to  a  third  aspect  of  the  invention  there 

is  provided  a  system  for  explaining  an  exhibit,  com- 
prising: 

5  a  plurality  of  image  generating  devices  and  a 
plurality  of  portable  display  devices; 

each  of  said  plurality  of  image  generating  de- 
vices  comprising: 

an  image  generatorfor  generating  an  electrical 
w  representation  of  an  image  related  to  the  exhibit;  and 

a  transmitter  for  transmitting  said  generated 
image  overa  predetermined  communication  channel; 

each  of  said  plurality  of  portable  display  devic- 
es  comprising: 

15  a  receiverfor  receiving  the  image  related  to  the 
exhibit  transmitted  over  said  predetermined  commu- 
nication  channel  from  said  image  generator,  and 

a  display  for  displaying  the  image  received  by 
said  receiver  on  a  display  unit  provided  thereon. 

20  According  to  a  fourth  aspect  of  the  invention 
there  is  provided  a  portable  display  device  for  use  in 
conjunction  with  an  image  generator  including  a 
transmitter  associated  with  an  exhibit,  to  provide  an 
explanation  of  said  exhibit,  comprising  in  combina- 

25  tion: 
a  receiver  for  receiving  an  image  related  to 

said  exhibit  transmitted  over  a  predetermined  com- 
munication  channel; 

a  display  for  displaying  the  image  received  by 
30  said  receiver  on  a  display  unit  provided  thereon; 

means  for  attaching  said  portable  display  de- 
vice  to  the  head  of  a  user;  and 

means  for  transmitting  a  signal  from  said  port- 
able  display  device  to  said  image  generator  to  initiate 

35  transmission  of  said  explanation. 
According  to  embodiments  of  the  invention  de- 

scribed  hereinbelow,  a  plurality  of  image  generating 
devices  including  video  tape  players  or  video  disk 
players  or  the  like  transmit  an  explanation  of  the  ex- 

40  hibit  to  a  personal  display  device  which  is  preferably 
a  spectacle-type  display  device.  The  user  operates  a 
switch  when  he  is  ready  to  see  an  explanation  of  the 
exhibit. 

One  system  embodying  the  invention  for  explain- 
45  ing  an  exhibit  includes  a  plurality  of  spectacle-type 

displays  and  a  plurality  of  image  generating  devices. 
An  image  of  the  exhibit  explanation  is  output  from  the 
plurality  of  image  generating  devices  at  predeter- 
mined  frequencies,  and  the  outputs  of  the  predeter- 

50  mined  frequencies  are  received  by  the  plurality  of 
spectacle-type  displays  so  as  to  display  in  display 
portions  thereof  the  image  of  the  exhibit. 

In  accordance  with  various  embodiments  of  the 
invention,  the  predetermined  frequencies  can  be  var- 

55  ied  with  the  plurality  of  image  generating  devices. 
Moreover,  the  frequencies  can  be  selected  by  per- 
sons  who  use  the  plurality  of  spectacle-type  displays, 
respectively,  or  the  image  generating  devices  can  au- 
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tomatically  select  unused  frequencies. 
Moreover,  according  to  some  embodiments,  the 

image  of  the  exhibit  is  varied  with  classes,  and  the 
classes  can  be  determined  with  the  spectacle-type 
displays,  or  selected  by  persons  who  use  the  specta-  5 
cle-type  displays.  That  is,  varying  classes  of  explan- 
ation  may  be  provided  so  that  a  user  can  see  an  ex- 
planation  which  is  appropriate  to  his  level  of  under- 
standing  of  the  subject  matter  (or  according  to  the 
user's  age,  etc.)  w 

In  other  embodiments,  the  spectacle-type  dis- 
plays  can  be  switchable  between  either  of  a  state 
wherein  the  user  can  view  the  outside  and  a  state 
wherein  the  user  sees  the  display.  Other  variations  in 
the  invention  are  also  contemplated.  15 

The  invention  will  now  be  further  described,  by 
way  of  illustrative  and  non-limiting  example,  with  ref- 
erence  to  the  accompanying  drawings,  in  which: 

FIGURE  1  is  a  block  diagram  of  a  system  em- 
bodying  the  invention  for  explaining  an  exhibit;  20 
FIGURE  2  is  a  diagram  of  a  spectacle-type  dis- 
play  51  in  the  embodiment  of  FIGURE  1  ; 
FIGURE  3  is  a  perspective  view  showing  a  used 
state  of  the  spectacle-type  display  51  of  the  em- 
bodiment  of  FIGURE  1;  25 
FIGURE  4  is  a  flow  chart  explaining  the  operation 
of  the  spectacle-type  display  51  of  the  embodi- 
ment  of  FIGURE  1; 
FIGURE  5  is  a  flow  chart  explaining  the  operation 
of  an  image  generating  device  61  of  the  embodi-  30 
ment  of  FIGURE  1; 
FIGURE  6  is  a  view  explaining  a  used  state  of 
each  channel; 
FIGURE  7  is  a  block  diagram  showing  another 
system  embodying  the  invention  for  explaining  an  35 
exhibit; 
FIGURE  8  is  a  block  diagram  showing  an  exam- 
ple  of  the  spectacle-type  display  51  in  the  em- 
bodiment  of  FIGURE  7; 
FIGURE  9  is  a  flow  chart  explaining  the  operation  40 
of  the  spectacle-type  display  51  in  FIGURE  7; 
FIGURE  10  is  a  flow  chart  explaining  the  opera- 
tion  of  the  image  generating  device  61  in  the  em- 
bodiment  of  FIGURE  7; 
FIGURE  11  is  a  block  diagram  showing  another  45 
system  embodying  the  invention  for  explaining  an 
exhibit; 
FIGURE  12  is  a  block  diagram  showing  the  spec- 
tacle-type  display  51  in  FIGURE  11; 
FIGURE  1  3  is  a  flow  chart  explaining  the  opera-  50 
tion  of  the  spectacle-type  display  51  in  the  em- 
bodiment  of  FIGURE  11; 
FIGURE  14  is  a  flow  chart  explaining  the  opera- 
tion  of  the  image  generating  device  61  in  the  em- 
bodiment  of  FIGURE  11;  55 
FIGURE  15  is  a  block  diagram  showing  the  con- 
stitution  of  another  system  embodying  the  inven- 
tion  for  explaining  an  exhibit; 

FIGURE  16  is  a  flow  chart  explaining  the  opera- 
tion  of  a  spectacle-type  display  51  in  the  embodi- 
ment  of  FIGURE  15; 
FIGURE  17  is  a  flow  chart  explaining  the  opera- 
tion  of  an  image  generating  device  61  in  the  em- 
bodiment  of  FIGURE  15; 
FIGURE  18  is  a  view  explaining  the  information 
recording  state  of  a  VTR  76  in  the  embodiment  of 
FIGURE  15; 
FIGURE  19  is  a  block  diagram  showing  another 
system  embodying  the  invention  for  explaining  an 
exhibit; 
FIGURE  20  is  a  block  diagram  showing  a  spec- 
tacle-type  display  51  in  the  embodiment  of  FIG- 
URE  19; 
FIGURE  21  is  a  flow  chart  explaining  the  opera- 
tion  of  the  spectacle-type  display  51  in  the  em- 
bodiment  of  FIGURE  19; 
FIGURE  22  is  a  flow  chart  explaining  the  opera- 
tion  of  an  image  generating  device  61  in  the  em- 
bodiment  of  FIGURE  19; 
FIGURE  23  is  a  block  diagram  showing  another 
system  embodying  the  invention  for  explaining  an 
exhibit; 
FIGURE  24  is  a  block  diagram  showing  a  spec- 
tacle-type  display  51  in  the  embodiment  of  FIG- 
URE  23: 
FIGURE  25  is  a  flow  chart  explaining  the  opera- 
tion  of  a  spectacle-type  display  51  in  the  embodi- 
ment  of  FIGURE  23;  and 
FIGURE  26  is  a  flow  chart  explaining  the  opera- 
tion  of  an  image  generating  device  61  in  the  em- 
bodiment  of  FIGURE  23. 
While  this  invention  is  susceptible  of  embodiment 

in  many  different  forms,  there  are  shown  in  the  draw- 
ings  and  will  herein  be  described  in  detail  specific  em- 
bodiments,  with  the  understanding  that  the  present 
disclosure  is  to  be  considered  as  an  example  of  the 
principles  of  the  invention  and  not  intended  to  limit  the 
invention  to  the  specific  embodiments  shown  and  de- 
scribed.  In  the  description  below,  like  reference  nu- 
merals  are  used  to  describe  the  same,  similar  or  cor- 
responding  parts  in  the  several  views  of  the  drawing. 

FIGURE  1  is  a  block  diagram  showing  a  first  em- 
bodiment  of  a  system  for  explaining  exhibits  of  the 
present  invention.  In  this  embodiment,  a  plurality  (10 
in  the  embodiment)  of  spectacle-type  displays  51  (51- 
1  to  51-10)  are  provided.  The  spectacle-type  displays 
51  have  explanation  request  buttons  52  (52-1  to  52- 
1  0)  and  antennas  53  (53-1  to  53-1  0).  These  ten  spec- 
tacle-type  displays  51-1  to  51-10  are  constructed  to 
be  capable  of  receiving  information  carried  by  a  radio 
wave  to  be  transmitted  on  a  carrier  wave  with  carrier 
frequencies  f1  to  f10  which  are  different  from  each 
other.  In  otherembodiments,  information  could  equiv- 
alently  be  carried  by  other  mechanisms  such  as  infra- 
red  or  spread  spectrum  channels  which  would  equiv- 
alently  provide  ten  separate  information  channels. 
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A  visitor  who  enters  the  museum,  art  gallery,  etc. 
borrows  or  rents  any  one  of  the  spectacle-type  dis- 
plays  51-1  to  51-10.  The  display  is  placed  on  the  vis- 
itor's  head  allowing  him  to  view  the  exhibit  explana- 
tions.  5 

Disposed  in  positions  corresponding  to  predeter- 
mined  exhibits  in  the  building  are  a  plurality  of  image 
generating  devices  61  (61-1  to  61-10)  corresponding 
in  number  to  the  number  of  spectacle-type  displays 
51.  Each  of  the  image  generating  devices  61-1  to61-  w 
10  have  essentially  the  same  constitution,  respec- 

tively. 
Transmitter-receiver  circuits  72  (72-1  to  72-10) 

have  antennas  71  (71-1  to  71-10),  and  output  signals 
received  through  the  antennas  71  are  provided  to  de-  15 
tector  circuits  73  (73-1  to  73-1  0).  The  detector  circuits 
73  detect  predetermined  signals  encoded  in  the  sig- 
nals  received  by  the  transmitter-receiver  circuits  72, 
which  are  output  to  control  circuits  74  (74-1  to  74-1  0). 
The  control  circuits  74  are  constructed  by,  for  exam-  20 
pie,  microcomputers,  etc.,  and  perform  predeter- 
mined  operations  in  response  to  the  inputs  from  input 
parts  77  (77-1  to  77-10).  Generator  circuits  75  (75-1 
to  75-10)  which  are  controlled  by  the  control  circuits 
74  generate  predetermined  signals  which  are  sup-  25 
plied  to  the  transmitter-receiver  circuits  72  and  output 
through  the  antennas  71  in  the  form  of  waves.  VTRs 
76  (76-1  to  76-1  0)  (or  other  sources  of  video  such  as 
laser  disks)  which  are  controlled  by  the  control  cir- 
cuits  74  reproduce  images  recorded  on  magnetic  30 
tapes  as  contained,  which  are  supplied  to  the  trans- 
mitter-receiver  circuits  72  and  output  through  the  an- 
tennas  71  in  the  form  of  radio  waves.  Of  course,  VTRs 
76  could  equivalently  be  video  disk  players  or  other 
predetermined  sources  of  audio  and  video  informa-  35 
tion. 

The  image  generating  devices  61-1  to  61-10 
transmit  and  receive  signals  on  a  radio  carrier  wave 
with  the  frequencies  f1  to  f10,  respectively,  or  equiv- 
alently,  on  otherwise  separated  communication  40 
channels. 

FIGURE  2  shows  a  block  diagram  of  an  embodi- 
ment  of  the  spectacle-type  displays  51  .  Atransmitter- 
receiver  circuit  93  carries  out  FM  demodulation  of  a 
signal  received  through  the  antenna  53,  which  is  out-  45 
put  to  a  detector  circuit  94.  The  detector  circuit  94  de- 
tects  a  predetermined  signal  out  of  the  signal  as  input, 
which  is  output  to  a  control  circuit  91  .  When  the  ex- 
planation  request  button  52  is  operated,  the  control 
circuit  91  as  constructed  by,  for  example,  a  microcom-  50 
puter,  etc.  controls  a  generator  circuit  92  to  generate 
a  predetermined  signal  which  is  supplied  to  the  trans- 
mitter-receiver  circuit  93.  The  control  circuit  91  con- 
trols  a  message  generating  circuit  95  so  as  to  supply 
a  message  comprising  sound  (e.g.  a  phonetic  sound)  55 
to  earphones  31  and  output  a  message  comprising  an 
image  (character)  to  LCDs  12. 

Moreover,  supplied  to  the  earphones  31  and  the 

LCDs  12  respectively  are  an  audio  signal  and  an  im- 
age  signal,  separated  by  a  separator  circuit  96,  of  the 
signal  received  by  the  transmitter-receiver  circuit  93 
through  the  antenna  53. 

FIGURE  3  shows  a  more  detailed  diagram  of  the 
spectacle-type  display  51,  especially,  an  optical  sys- 
tem  thereof.  Such  displays  may  be  constructed  in  a 
manner  similar  to  that  shown  in  greater  detail,  for  ex- 
ample,  in  U.S.  Patent  applications  serial  number 
08/240,554  and  08/243,705  filed  May  11,  1994  and 
May  17,  1994  which  are  hereby  incorporated  by  ref- 
erence.  This  spectacle-type  display  51  is  constructed 
essentially  by  a  main  body  1  and  a  ring  2.  A  pad  3  is 
arranged  to  the  main  body  1  on  the  back  thereof.  By 
applying  the  pad  3  to  a  forehead  of  an  user  (visitor) 
and  putting  the  ring  2  at  the  back  of  a  head  thereof, 
a  person  can  wear  the  spectacle-type  display  51  in  a 
manner  similar  to  putting  spectacles  on. 

A  back  light  11  is  arranged  to  the  main  body  1  so 
as  to  light  up  the  LCDs  12  from  behind  which  are  ar- 
ranged  on  the  left  and  right  thereof.  The  left  one  of  the 
LCDs  12  displays  a  left  eye  image  signal,  whereas 
the  right  one  thereof  displays  a  right  eye  image  signal. 
The  images  as  displayed  on  the  LCDs  12  are  reflect- 
ed  by  mirrors  13  arranged  opposite  to  the  left  and 
right  LCDs  12,  then  by  a  half  mirror  1  5,  coming  in  eyes 
of  the  user  who  wears  the  spectacle-type  display  51. 
At  this  time,  the  image  as  displayed  on  the  left  eye 
LCD  12  comes  in  the  left  eye  of  the  user,  whereas  the 
image  as  displayed  on  the  right  eye  LCD  12  comes  in 
the  right  eye  of  the  user. 

A  pair  of  left  and  right  aspherical  lenses  14are  ar- 
ranged  between  the  pair  of  left  and  right  mirrors  13 
and  the  half  mirror  1  5  so  that  the  images  as  displayed 
on  the  left  and  right  eye  LCDs  12  are  enlarged  and 
formed  in  the  eyes  of  the  user,  respectively. 

Asmoke  glass  16  is  rotatably  arranged  in  front  of 
the  half  mirror  15.  When  the  smoke  glass  16  is  put  in 
the  open  state  as  shown  in  FIGURE  3,  the  user  can 
see  the  outside  through  the  half  mirror  1  5  as  the  need 
arises.  To  see  the  image  of  the  LCDs  12  reflected  by 
the  half  mirror  15  or  to  see  the  outside  can  automat- 
ically  be  selected  by  which  one  the  user  focuses  on. 
When  it  is  unnecessary  to  see  the  outside,  the  smoke 
glass  1  6  is  closed  so  that  a  light  from  the  outside  does 
not  come  in  the  half  mirror  1  5,  enabling  the  images  on 
the  LCD  12  to  be  seen  more  clearly. 

An  eye  width  adjusting  knob  1  7  is  arranged  to  the 
main  body  1  on  a  right  side  face  thereof.  By  regulating 
this  eye  width  adjusting  knob  17,  the  horizontal  dis- 
tance  between  the  aspherical  lenses  14  as  disposed 
on  the  left  and  right  thereof  can  be  adjusted  to  his  own 
eye  width,  i.e.,  the  distance  between  both  eyes. 

Moreover,  a  virtual  image  position  adjusting  knob 
18  is  arranged  to  the  main  body  1  on  a  left  side  face 
thereof.  By  rotating  and  regulating  this  virtual  image 
position  adjusting  knob  18,  the  distance  between  the 
LCDs  12  and  the  aspherical  lenses  14  in  the  optical 
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axis  can  be  varied.  By  this,  the  position  of  a  virtual  im- 
age  can  be  regulated  (diopter  adjustment).  Specifi- 
cally,  when  regulating  this  virtual  image  position  ad- 
justing  knob  18,  the  user's  eyes  can  perceive  the  im- 
ages  displayed  on  the  LCDs  12  as  images  which  ac-  5 
tually  exist  in  a  position  3  meters  away  from  him,  or 
as  images  which  actually  exist  in  a  position  1  meter 
away  from  him.  This  distance  can  be  regulated  by  op- 
erating  the  virtual  image  position  adjusting  knob  18. 

A  D/A  converter  10  is  disposed  between  the  left  w 
and  right  mirrors  13.  This  D/A  converter  10  outputs 
electric  power  for  driving  the  back  light  11.  Electric 
power  for  driving  the  back  light  11  is  relatively  high  in 
voltage,  so  that  its  disposition  in  a  position  too  away 
from  the  back  light  11  is  disadvantageous  in  view  of  15 
withstand  voltage.  Therefore,  in  this  embodiment,  it  is 
disposed  near  the  back  light  11  and  between  the  pair 
of  mirrors  13  as  shown  in  FIGURE  3. 

Headphone  reels  21  are  arranged  to  the  ring  2  on 
left  and  right  side  faces  thereof  so  as  to  properly  take  20 
up  codes  32  of  the  left  and  right  earphones  31.  AD/D 
converter  22  is  accommodated  in  a  right  side  face  of 
the  ring  2.  This  D/D  converter  22  serves  to  supply  DC 
voltage  necessary  to  each  part  of  the  spectacle-type 
display  51  .  Moreover,  as  shown  in  FIGURE  2,  a  circuit  25 
for  processing  the  image  signals  and  an  RG  substrate 
23  having  a  driver  for  driving  the  LCDs  12,  etc.  are  ac- 
commodated  in  a  left  side  face  of  the  ring  2. 

In  one  embodiment,  a  remote  control  33  is  con- 
nected  to  the  left  side  face  of  the  ring  2  through  a  code  30 
34.  By  operating  the  remote  control  33,  the  user  can 
regulate  the  audio  signal  output  to  the  earphones  31 
and  the  image  displayed  on  the  LCDs  12. 

Referring  next  to  flow  charts  in  FIGURES  4  and 
5,  the  operation  of  the  spectacle-type  display  51  and  35 
the  image  generating  device  61  will  be  explained. 
FIGURE  4  explains  the  operation  of  the  spectacle-ty- 
pe  display  51  ,  whereas  FIGURE  5  explains  the  oper- 
ation  of  the  image  generating  device  61. 

When  a  spectator  who  wears  the  spectacle-type  40 
display  51  on  his  head  as  shown  in  FIGURE  3  goes 
in  front  of  a  predetermined  exhibit,  and  operates  the 
explanation  request  button  52,  at  a  step  S1  in  FIG- 
URE  4,  a  signal  corresponding  to  the  operation  of  the 
explanation  request  button  52  is  input  to  the  control  45 
circuit  91  .  Next,  the  flow  proceeds  to  a  step  S2  where 
an  explanation  request  signal  output  command  is 
executed.  That  is,  the  control  circuit  91  controls  the 
generator  circuit  92  to  output  an  explanation  request 
signal.  This  explanation  request  signal  is  input  to  the  50 
transmitter-receiver  circuit  93,  which  is  frequency- 
modulated  on  a  carrier  wave  with  a  frequency  f  1  ,  and 
output  from  the  antenna  53  as  a  radio  wave.  This  ra- 
dio  wave  is  received  by  the  image  generating  device 
61-1  as  will  be  described  later  (step  S  11  in  FIGURE  55 
5). 

As  will  be  describe  later,  if  the  image  generating 
device  61-1  is  in  the  unused  state  when  detecting  the 

explanation  request  signal,  it  outputs  an  OK  signal 
(step  S13  in  FIGURE  5). 

Then,  the  spectacle-type  display  51-1  which  out- 
putted  the  explanation  request  signal  determines,  at 
a  step  S3,  whether  or  not  the  OK  signal  output  by  the 
corresponding  image  generating  device  61-1  can  be 
received.  Since  the  corresponding  image  generating 
device  61-1  is  in  the  unused  state  when  the  OK  signal 
can  be  received,  its  VTR  76-1  outputs  the  image  sig- 
nal  (step  S14  in  FIGURE  5).  Then,  in  the  spectacle- 
type  display  51-1,  at  a  step  S4,  the  VTR  76-  1  of  the 
image  generating  device  61-1  starts  a  reception  proc- 
essing  of  the  signal  as  reproduced  and  output. 

Specifically,  the  transmitter-receiver  circuit  72-1 
of  the  corresponding  image  generating  device  61-1 
outputs,  as  an  FM  radio  wave,  a  reproduced  image  of 
the  VTR  76-1  on  a  carrier  wave  f1  .  Then,  in  the  spec- 
tacle-  type  display  51-1,  this  radio  wave  with  thecar- 
rierwavefi  is  received  by  the  transmitter-receiver  cir- 
cuit  93  through  the  antenna  53  so  as  to  perform  FM 
demodulation. 

When  detecting  the  OK  signal  out  of  the  demodu- 
lated  signal  output  by  the  transmitter-receiver  circuit 
93,  the  detector  circuit  94  outputs  the  detected  signal 
to  the  control  circuit  91.  When  inputting  the  detected 
signal  of  the  OK  signal,  the  control  circuit  91  makes 
the  transmitter-receiver  circuit  93  receive  the  image 
signal. 

The  transmitter-receiver  circuit  93  carries  out  FM 
demodulation  of  the  signal  as  received,  which  is  out- 
put  to  the  separator  circuit  96.  The  separator  circuit  96 
separates  the  signal  as  input  into  the  vocal  signal  and 
the  image  signal,  the  vocal  signal  being  output  to  the 
earphones  31  and  the  image  signal  being  output  to 
the  LCDs  12.  By  this,  the  user  can  watch  and  hearthe 
vocal  or  other  audio  signal  and  the  image  signal  re- 
lated  to  the  exhibit  and  recorded  on  the  magnetic  tape 
of  the  VTR  76  by  the  earphones  3  1  and  the  LCDs  1  2. 

The  image  as  displayed  on  the  LCDs  1  2  is  reflect- 
ed  by  the  mirrors  13,  which  is  observed  by  the  eyes 
of  the  user  through  the  aspherical  lenses  14  and  the 
half  mirror  15.  The  user  watches  the  image  on  the 
LCDs  12  as  a  virtual  image  formed  by  the  aspherical 
lenses  14. 

Since  the  left  LCD  12  and  the  right  LCD  12  dis- 
play  different  images  each  having  constituents  cor- 
responding  to  the  diopter,  the  user  perceives  the  im- 
ages  (virtual  image)  displayed  on  the  left  and  right 
LCDs  12  as  a  stereoscopic  image. 

At  this  time,  if  the  smoke  glass  16  is  put  in  the 
closed  state  so  that  an  outside  light  fails  to  come  in 
the  half  mirror  15  from  the  front  thereof,  the  images 
as  displayed  on  the  LCDs  12  can  be  seen  more  clear- 
ly- 

When  moving  from  one  exhibit  to  the  next  exhibit, 
for  example,  this  smoke  glass  16  is  put  in  the  open 
state,  enabling  the  user  to  see  outside  through  the 
half  mirror  15.  This  helps  to  prevent  accidental  col  I  i- 



EP  0  648  045  A2 10 

sions.  Moreover,  this  saves  the  trouble  of  removal  of 
the  spectacle-type  display  51  from  the  head  between 
exhibits. 

Next,  the  flow  proceeds  to  a  step  S5  where  a  wait 
function  is  carried  out  until  a  reproduction  completion  5 
signal  is  detected.  Specifically,  as  described  later, 
when  completing  a  reproduction  of  the  magnetic  tape, 
the  image  generating  device  61  outputs  the  reproduc- 
tion  completion  signal  (step  S16  in  FIGURE  5).  When 
the  image  generating  device  61  outputs  the  reproduc-  w 
tion  completion  signal,  this  signal  is  detected  by  the 
detector  circuit  94,  which  is  supplied  to  the  control  cir- 
cuit  91  .  When  this  detected  signal  is  input  to  the  con- 
trol  circuit  91,  the  flow  proceeds  to  a  step  S6  where 
it  is  determined  whether  or  not  a  completion  of  a  re-  15 
ception  operation  is  commanded.  If  a  completion  is 
not  commanded,  the  flow  returns  to  the  step  S1  to  re- 
peatedly  carry  out  the  subsequent  processing. 

In  the  manner  described  above,  when  the  corre- 
sponding  image  generating  device  61  is  in  the  unused  20 
state,  an  explanation  can  be  listened  to  by  operating 
the  explanation  request  button  52.  However,  when 
the  corresponding  image  generating  device  61  is  in 
the  used  state,  i.e.,  when  there  is  the  other  person 
who  wears  the  spectacle-type  display  51  with  the  25 
same  frequency  f1  and  has  already  watched  and  lis- 
tened  to  an  explanation,  the  OK  signal  is  not  output 
since  a  processing  at  the  step  S  13  in  FIGURE  5  is 
skipped. 

Then,  if  it  is  determined  at  the  step  S3  in  FIGURE  30 
5  that  the  OK  signal  cannot  be  detected,  the  flow  pro- 
ceeds  to  a  step  S7  where  a  predetermined  message 
is  output.  That  is,  at  this  time,  the  control  circuit  91 
controls  the  message  generating  circuit  95  to  output 
a  predetermined  message  as  a  vocal  signal  and  an  35 
image  signal. 

By  way  of  example,  this  message  can  be  "An- 
other  person  is  watching  and  listening  to  this  explan- 
ation.  If  you  want  to  watch  and  listen  to  the  explana- 
tion  from  the  beginning,  please  push  the  explanation  40 
request  button  again  after  the  current  explanation  is 
finished".  Of  course,  other  messages  can  also  be 
used. 

After  outputting  such  message,  the  flow  pro- 
ceeds  to  a  step  S4  where  a  reception  processing  is  45 
started.  That  is,  at  this  time,  an  explanation  which  the 
other  person  using  the  spectacle-type  display  51  with 
the  same  frequency  f1  has  started  to  watch  and  listen 
to  is  supplied  to  a  person  who  operates  now  the  ex- 
planation  request  button  52.  That  is,  at  this  time,  the  50 
user  watches  and  listens  to  an  explanation  from  it's 
current  position  in  the  explanation. 

Referring  next  to  a  flowchart  in  FIGURE  5,  the  op- 
eration  of  the  image  generating  device  61  will  be  ex- 
plained.  First,  at  a  step  S11,  a  wait  is  done  until  the  55 
explanation  request  signal  is  detected.  This  system 
uses  a  carrier  wave  with  ten  frequencies  f1  to  f10. 
However,  each  image  generating  device  61-1  re- 

ceives  only  the  carrier  wave  with  the  corresponding 
frequency  f1,  so  that  even  if  the  spectacle-type  dis- 
play  51  with  a  different  frequency  (channel)  outputs 
the  explanation  request  signal,  this  signal  is  not  de- 
tected. 

When  the  carrier  wave  with  the  corresponding 
frequency  is  received  by  the  transmitter-receiver  cir- 
cuit  72,  a  demodulated  signal  with  this  frequency  is 
supplied  to  the  detector  circuit  73.  The  detector  circuit 
73  determines  a  presence  of  the  explanation  request 
signal  out  of  the  signal  as  input.  If  the  explanation  re- 
quest  signal  exists,  this  detected  signal  is  output  to 
the  control  circuit  74. 

When  the  control  circuit  74  receives  the  input  of 
the  detected  signal  of  the  explanation  request  signal, 
the  flow  proceeds  to  a  step  S1  2  where  it  is  determined 
whether  or  not  the  VTR  76  is  actually  in  reproduction. 
If  the  VTR  is  not  in  reproduction,  the  flow  proceeds  to 
a  step  S13  where  an  OK  signal  output  processing  is 
executed.  That  is,  it  controls  the  generator  circuit  75 
to  output  the  OK  signal.  This  OK  signal  is  supplied  to 
the  transmitter-receiver  circuit  72,  which  is  frequen- 
cy-modulated  on  the  carrier  wave  with  the  frequency 
f1,  and  output  through  the  antenna  71  as  a  radio 
wave.  As  described  above,  this  radio  wave  is  detected 
by  the  spectacle-type  display  51  with  the  correspond- 
ing  channel  (frequency)  (step  S3  in  FIGURE  4). 

Next,  at  a  step  S14,  the  reproduction  operation  of 
the  VTR  76  is  started.  That  is,  the  control  circuit  74 
controls  the  VTR  76  to  begin  reproduction  of  the  mag- 
netic  tape  as  contained.  This  reproduced  signal  is 
supplied  to  the  transmitter-receiver  circuit  72,  which 
is  frequency-modulated,  then  output  through  the  an- 
tenna  71  as  a  radio  wave.  This  radio  wave  is  received 
in  the  transmitter-receiver  circuit  93  of  the  spectacle- 
type  display  51  with  the  corresponding  channel, 
which  is  separated  into  the  vocal  signal  and  the  image 
signal,  and  output  to  the  earphones  31  and  the  LCDs 
12  (step  S4  in  FIGURE  4). 

Further,  at  a  step  S15,  a  wait  is  done  until  the  re- 
production  operation  is  completed.  Upon  completion 
of  the  reproduction,  the  flow  proceeds  to  a  step  S16 
where  the  reproduction  operation  is  stopped  to  rewind 
the  magnetic  tape  to  the  starting  point,  and  the  repro- 
duction  completion  signal  is  output.  Specifically,  at 
this  time,  the  control  circuit  74  controls  not  only  the 
VTR  76  to  stop  the  reproduction  operation  so  as  to  re- 
wind  the  magnetic  tape  to  the  start  point,  but  the  gen- 
erator  circuit  75  to  output  the  reproduction  completion 
signal.  This  reproduction  completion  signal  is  output 
to  the  spectacle-type  display  51  through  the  transmit- 
ter-receiver  circuit  72  and  the  antenna  71  ,  and  detect- 
ed  by  the  spectacle-type  display  51  (step  S5  in  FIG- 
URE  4).  Those  skilled  in  the  art  will  understand  that 
the  above  process  should  be  modified  when  the  im- 
age  generating  device  is  a  non-linear  device  capable 
of  random  access  (such  as  a  video  disk  player). 

Next,  the  flow  proceeds  to  a  step  S1  7  where  if  a 

6 
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completion  of  the  operation  is  not  commanded,  the 
flow  returns  to  the  step  S1  1  to  repeatedly  execute  the 
subsequent  processing. 

At  the  step  S12,  if  it  is  determined  that  the  VTR 
76  is  actually  in  reproduction  (in  the  play  mode),  the  5 
processing  at  the  steps  S13  and  S14  are  skipped. 
That  is,  the  OK  signal  is  not  output,  so  that  the  flow 
proceeds  to  a  step  S1  5  where  a  wait  is  done  until  the 
VTR  76  of  which  a  reproduction  has  already  started 
is  completed.  Therefore,  as  described  above,  the  re-  w 
produced  image  of  the  VTR  76  is  displayed  from  the 
current  position  for  the  user  who  operates  now  the  ex- 
planation  request  button  52,  whereas  the  reproduced 
state  is  continued  for  the  other  user  who  watches  the 
reproduced  image  from  the  beginning.  15 

In  this  state,  as  shown  in  FIGURE  6  for  example, 
it  is  possible  to  arrange  lamps  L  having  the  number 
corresponding  to  the  channels  (frequencies  f1  toflO) 
wherein  the  lamp  L  corresponding  to  the  channel  as 
used  actually  is  turned  on.  20 

FIGURE  7  shows  an  embodiment  of  another  ex- 
hibit  explanation  system  of  the  present  invention.  In 
this  embodiment,  the  spectacle-type  display  51-1  is 
constructed  to  be  capable  of  receiving  a  signal  on  any 
one  of  the  ten  frequencies  f  1  to  f  1  0  of  a  carrier  wave.  25 

FIGURE  8  shows  an  example  of  a  block  diagram 
of  a  spectacle-type  display  51  for  use  in  the  system 
as  shown  in  FIGURE  7.  As  shown  in  the  drawing,  in 
this  embodiment,  it  is  constructed  so  that  the  control 
circuit  91  carries  out  the  control,  and  a  switching  cir-  30 
cuit  101  switches  the  frequency  of  the  carrier  wave 
transmitted  and  received  by  the  transmitter-receiver 
circuit  93  to  any  of  the  frequencies  f1  to  f1  0.  The  re- 
maining  circuit  blocks  operate  the  same  as  corre- 
sponding  blocks  in  FIGURE  2.  35 

Referring  next  to  flow  charts  in  FIGURES  9  and 
1  0,  the  operation  of  the  spectacle-type  display  51  and 
the  image  generating  device  61  will  be  explained. 

FIGURE  9  shows  the  operation  of  the  spectacle- 
type  display  51  ,  and  processing  from  a  step  S21  to  a  40 
step  S26  are  the  same  as  those  at  the  step  S1  to  the 
step  S6  in  the  flowchart  in  FIGURE  4.  That  is,  when 
the  user  operates  the  explanation  request  button  52, 
the  explanation  request  signal  is  output  on  the  carrier 
wave  with  the  frequency  f1  as  initially  set  (used  just  45 
before).  If  the  corresponding  image  generating  device 
61  is  in  the  unused  state,  the  OK  signal  is  output  (step 
S33  in  FIGURE  10),  so  that  when  receiving  this  OK 
signal,  an  explanation  on  this  carrier  wave  is  re- 
ceived.  50 

However,  when  the  corresponding  image  gener- 
ating  device  61  is  in  the  used  state,  this  OK  signal  is 
not  received,  so  that  the  flow  proceeds  to  the  step 
S23  and  then  to  a  step  S27  where  message  output 
processing  is  executed.  Specifically,  at  this  time,  the  55 
control  circuit  91  controls  the  message  generating  cir- 
cuit  95  to  output  to  the  LCDs  12  and  the  earphones 
31  ,  for  example,  a  message  such  as  "This  channel  is 

in  use,  please  operate  the  explanation  request  button 
again  to  use  another  channel". 

The  flow  proceeds  to  a  step  S28  where  a  fre- 
quency  switching  processing  is  executed.  Specifical- 
ly,  at  this  time,  the  control  circuit  91  controls  a  switch- 
ing  circuit  101  to  switch  a  frequency  (channel)  of  the 
transmitter-receiver  circuit  93  to  the  other  one.  And, 
at  a  step  S26,  when  it  is  determined  that  a  completion 
of  the  processing  is  not  commanded,  the  flow  returns 
to  the  step  S21  where  a  wait  is  done  until  the  explan- 
ation  request  button  52  is  turned  on.  That  is,  when 
watching  and  listening  to  the  message  output  at  the 
step  S27,  the  user  turns  on  the  explanation  request 
button  52  again  to  change  the  channel.  Then,  the 
same  processing  is  repeatedly  carried  out  in  the 
channel  switched  at  the  step  S28. 

As  described  above,  when  the  channel  is  in  use, 
a  switching  to  the  other  channel  is  sequentially  car- 
ried  out  by  operating  the  explanation  request  button 
52. 

Referring  next  to  the  flowchart  in  FIGURE  1  0,  the 
operation  of  the  image  generating  device  61  will  be 
explained.  The  processing  from  step  S31  to  step  S37 
in  FIGURE  1  0  is  essentially  the  same  as  the  process- 
ing  from  step  S11  to  step  S17.  That  is,  when  the  ex- 
planation  request  signal  is  detected,  it  is  determined 
whether  or  not  the  corresponding  VTR  76  is  in  repro- 
duction.  If  it  is  not  in  reproduction,  the  OK  signal  is 
output  to  reproduce  the  VTR.  And,  when  a  reproduc- 
tion  is  completed,  the  reproduction  completion  signal 
is  transmitted,  and  a  processing  to  rewind  the  mag- 
netic  tape  is  executed. 

However,  at  the  step  S32,  when  it  is  determined 
that  the  corresponding  VTR  76  is  in  reproduction,  the 
flow  proceeds  to  a  step  S37  where  if  a  completion  of 
the  processing  is  not  commanded,  the  flow  returns  to 
the  step  S31  again  to  repeatedly  carry  out  the  proc- 
essing  from  the  beginning. 

Specifically,  in  the  embodiment  in  FIGURE  5,  at 
the  step  S12,  when  it  is  determined  that  the  corre- 
sponding  VTR  76  is  in  reproduction,  the  flow  pro- 
ceeds  to  the  step  S15  where  the  signal  which  is  ac- 
tually  in  reproduction  is  also  provided  to  the  other 
user  for  watching  and  listening  from  halfway.  On  the 
other  hand,  in  the  embodiment  in  FIGURE  10,  when 
the  corresponding  VTR  76  is  in  reproduction  (play 
mode),  it  is  not  provided  to  the  other  user  for  watch  ing 
and  listening,  and  the  flow  returns  to  the  step  S31 
where  the  user  has  to  operate  the  explanation  request 
button  52  again,  and  have  a  wait  until  the  explanation 
request  signal  of  the  other  channel  is  received. 

FIGURE  11  shows  another  embodiment  of  a  sys- 
tem  for  explaining  an  exhibit.  In  this  embodiment,  the 
spectacle-type  display  51  receives  the  image  signal 
of  an  explanation  on  the  carrier  wave  with  the  fre- 
quencies  f1  to  f10,  and  transmits  and  receives  vari- 
ous  control  signals  on  the  carrier  wave  with  the  fre- 
quency  fO.  Therefore,  as  shown  in  FIGURE  12,  in  ad- 
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dition  to  f1  to  f10,  the  frequency  of  the  carrier  wave 
which  the  transmitter-receiver  circuit  93  transmits 
and  receives  through  the  antenna  53  can  be  switched 
to  fO  by  the  switching  circuit  101.  The  other  constitu- 
tion  is  the  same  as  a  case  in  FIGURE  8.  5 

Moreover,  the  image  generating  device  61  in  this 
embodiment  is  provided  with  the  VTRs  117-1  to  11  7- 
10  for  a  plurality  of  channels,  and  is  constructed  so 
that  their  reproduced  signals  are  output  by  transmitter 
circuits  118-1  to  118-10  through  antennas  119-1  to  10 
119-10  on  the  carrier  wave  with  the  frequency  f1  to 
f10. 

These  plurality  of  channels  are  controlled  by  a 
single  control  circuit  114.  A  predetermined  input  can 
be  supplied  to  this  control  circuit  114  by  operating  an  15 
input  part  116.  A  generator  circuit  115  is  controlled  by 
the  control  circuit  114  to  generate  a  predetermined 
signal  which  is  output  to  a  transmitter-receiver  circuit 
112.  The  transmitter-receiver  circuit  112  carries  out 
frequency  modulation  of  the  signal  as  input,  which  is  20 
output  on  the  carrier  wave  with  the  frequency  fO 
through  an  antenna  111.  Moreover,  the  transmitter- 
receiver  circuit  112  carries  out  FM  demodulation  of 
the  signal  received  through  the  antenna  111,  which  is 
supplied  to  a  detector  circuit  113.  The  detector  circuit  25 
113  detects  a  predetermined  signal  out  of  the  signal 
as  input,  which  is  output  to  the  control  circuit  114. 

Referring  next  to  flow  charts  in  Figs.  13  and  14, 
its  operation  will  be  explained.  FIGURE  13  shows  the 
operation  of  the  spectacle-type  display  51  .  First,  at  a  30 
step  S41  ,  a  wait  is  done  until  the  useroperates  the  ex- 
planation  request  button  52.  When  the  explanation 
request  button  52  is  operated,  the  flow  proceeds  to  a 
step  S42  where  an  explanation  request  signal  output 
processing  is  executed.  That  is,  at  this  time,  the  con-  35 
trol  circuit  91  controls  the  generator  circuit  92  to  out- 
put  the  explanation  request  signal.  Moreover,  at  this 
time,  the  control  circuit  91  controls  the  switching  cir- 
cuit  1  01  so  as  to  make  the  transmitter-receiver  circuit 
93  carry  out  frequency  modulation  of  the  explanation  40 
request  signal  input  from  the  generator  circuit  92  on 
the  carrier  wave  with  the  frequency  fO,  which  is  output 
through  the  antenna  53. 

As  will  be  described  later  in  referring  to  FIGURE 
14,  when  receiving  this  explanation  request  signal,  45 
the  control  circuit  114  of  the  image  generator  device 
61  searches  the  reproducible  VTR  117-1  (vacant 
channel)  to  output  its  channel  signal  (step  S53).  In  the 
spectacle-type  display  51  ,  it  is  determined  whether  or 
not  the  channel  signal  (CH)  is  received  at  a  step  S43.  50 
When  receiving  the  channel  signal,  the  flow  proceeds 
to  a  step  S44  where  the  frequency  of  carrier  wave  as 
received  is  switched,  and  a  reception  processing  of 
this  carrier  wave  is  started. 

Specifically,  when  the  image  generating  device  55 
61  transmits  the  channel  signal  (CH)  on  the  carrier 
wave  with  the  frequency  fO,  this  signal  is  received  by 
the  transmitter-receiver  circuit  93  through  the  anten- 

na  53.  The  transmitter-receiver  circuit  93  carries  out 
FM  demodulation  of  the  channel  signal  as  received, 
the  demodulation  output  being  supplied  to  the  detec- 
tor  circuit  94.  The  detector  circuit  94  detects  the  chan- 
nel  signal  out  of  the  signal  as  input,  which  is  output  to 
the  control  circuit  91.  When  receiving  the  input  of  this 
detected  signal,  the  control  circuit  91  decodes  its 
channel,  and  controls  the  switching  circuit  101  to 
make  the  transmitter-receiver  circuit  93  switch  the 
frequency  to  receive  the  frequency  of  the  carrier 
wave  corresponding  to  the  channel,  and  start  the  re- 
ception. 

At  a  step  S45,  a  wait  is  done  until  the  reproduc- 
tion  completion  signal  is  detected.  That  is,  since  the 
image  generating  circuit  61  transmits  the  reproduc- 
tion  completion  signal  at  a  step  S56  when  a  reproduc- 
tion  of  the  VTR  117-1  is  completed  after  starting  the 
reproduction,  a  wait  is  done  until  this  signal  is  detect- 
ed.  That  is,  the  transmitter-receiver  circuit  93  re- 
ceives  the  carrier  wave  with  the  frequency  f  1  ,  and 
when  containing  therein  the  reproduction  completion 
signal,  the  detector  circuit  94  outputs  this  detected 
signal  to  the  control  circuit  91.  When  the  control  cir- 
cuit  91  receives  the  input  of  the  detected  signal  of  this 
reproduction  completion  signal,  the  flow  proceeds  to 
a  step  S46  where  if  a  processing  completion  is  not 
commanded,  the  flow  returns  to  the  step  S41  again 
to  repeatedly  execute  the  subsequent  processing. 

At  the  step  S43,  if  it  is  determined  that  the  chan- 
nel  signal  (CH)  cannot  be  received,  the  flow  proceeds 
to  a  step  S47  where  a  message  output  processing  is 
executed.  That  is,  when  a  vacant  channel  does  not 
exist,  the  control  circuit  114  of  the  image  generating 
circuit  61  does  not  output  the  channel  signal.  Then, 
when  failing  to  receive  the  channel  signal  within  a  pre- 
set  time  after  the  output  of  the  explanation  request 
signal,  the  control  circuit  91  controls  the  generator  cir- 
cuit  92  to  output  to  the  LCDs  12  and  the  earphones 
31a  message  such  as  "All  channels  are  currently  in 
use.  Please  operate  the  explanation  request  button 
again  later."  At  the  step  S46,  it  is  determined  whether 
or  not  a  completion  of  the  processing  is  commanded, 
and  if  it  is  commanded,  the  flow  returns  to  a  step  S41 
to  repeatedly  execute  the  subsequent  processing. 

On  the  other  hand,  in  the  image  generating  de- 
vice  61,  as  shown  in  FIGURE  14,  first  at  a  step  S51, 
a  wait  is  done  until  the  explanation  request  signal  is 
detected.  That  is,  when  operating  the  explanation  re- 
quest  button  52,  the  spectacle-type  display  51  out- 
puts  the  explanation  request  signal  on  the  carrier 
wave  with  the  frequency  fO  (step  S42  in  FIGURE  13). 
When  this  signal  is  generated,  the  transmitter-receiv- 
er  circuit  112  receives  the  signal  through  the  antenna 
111  ,  the  demodulated  signal  being  supplied  to  the  de- 
tector  circuit  113.  When  detecting  the  explanation  re- 
quest  signal  out  of  the  demodulated  signal,  the  detec- 
tor  circuit  113  supplies  the  detected  signal  to  the  con- 
trol  circuit  114. 
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When  receiving  the  input  of  this  detected  signal, 
the  control  circuit  114  determines  whether  or  not  the 
reproducible  VTR  (unused  VTR)  117  exists.  If  the  un- 
used  VTR  117-1  exists,  the  channel  signal  corre- 
sponding  to  the  channel  of  the  VTR  117-1  is  output.  5 
That  is,  the  control  circuit  114  controls  the  generator 
circuit  115  to  produce  a  signal  indicative  of  the  vacant 
channel,  which  is  outputfrom  the  transmitter-receiver 
circuit  112  through  the  antenna  111  on  the  carrier 
wave  with  the  frequency  fO.  As  described  above,  this  w 
signal  is  detected  by  the  detector  circuit  94  of  the 
spectacle-type  display  51. 

The  flow  then  proceeds  to  a  step  S54  where  re- 
production  of  the  exhibit  explanation  at  the  VTR  117- 
1  with  the  channel  corresponding  to  the  channel  sig-  15 
nal  output  at  the  step  S53  is  started.  That  is,  the  con- 
trol  circuit  114  starts  reproduction  (play  mode)  at  the 
VTR  117-1  with  the  corresponding  channel,  that  re- 
produced  signal  being  output  from  the  transmitter-re- 
ceiver  circuit  118-1  through  the  antenna  119-1  on  the  20 
carrier  wave  with  the  frequency  f1.  This  signal  is  re- 
ceived  by  the  transmitter-receiver  circuit  93  of  the 
spectacle-type  display  51,  the  image  signal  being 
supplied  to  the  LCDs  12  and  the  vocal  signal  being 
supplied  to  the  earphones  31  .  25 

Next,  the  flow  proceeds  to  a  step  S55  where  a 
wait  is  done  until  a  reproduction  of  the  VTR  117-1  is 
completed.  Upon  a  reproduction  completed,  the  flow 
proceeds  to  a  step  S56  where  the  reproduction  com- 
pletion  signal  is  transmitted,  and  the  magnetic  tape  is  30 
rewound  to  the  start  point.  This  reproduction  comple- 
tion  signal  is  outputfrom  the  transmitter-receiver  cir- 
cuit  118-1  through  the  antenna  119-1  on  the  carrier 
wave  with  the  frequency  f1  . 

Next,  the  flow  proceeds  to  the  step  S57  where  if  35 
a  completion  of  the  processing  is  not  commanded,  the 
flow  returns  to  the  step  S51  to  repeatedly  execute  the 
subsequent  processing. 

At  the  step  S52,  if  it  is  determined  that  the  repro- 
ducible  channel  (vacant  channel)  does  not  exist,  the  40 
flow  proceeds  to  a  step  S57,  whereas  if  a  completion 
of  the  processing  is  not  commanded,  the  flow  returns 
to  the  step  S51.  In  such  a  way,  in  this  embodiment, 
the  vacant  channel  is  searched  and  allocated  auto- 
matically.  45 

FIGURE  1  5  shows  another  embodiment  of  a  sys- 
tem  for  explaining  an  exhibit.  In  this  embodiment, 
three  kinds  of  low,  middle  and  high  classes  of  spec- 
tacle-type  displays  51-1  L,  51-1  M,  51-1  H  are  provided 
as  the  spectacle-type  display  51-1  corresponding  to  50 
the  frequency  f1  .  Each  class  corresponds  to  a  differ- 
ent  level  of  explanation  of  the  exhibit.  For  example, 
the  low  class  might  be  suitable  for  a  child  or  someone 
with  little  or  no  understanding  of  the  exhibit.  High 
class  might  be  suitable  for  a  more  advanced  student  55 
of  the  subject  of  the  exhibit.  Middle  class  would  fall  be- 
tween  these  extremes.  Of  course,  more  or  fewer 
classes  could  be  provided  without  departing  from  the 

invention. 
The  constitution  of  the  spectacle-type  displays 

51-1  L,  51-1  M,  51-1  H  is  the  same  as  a  case  shown  in 
FIGURE  2,  and  the  constitution  of  the  image  gener- 
ating  device  61-1  is  the  same  as  a  case  shown  in  FIG- 
URE  1. 

Next,  its  operation  will  be  explained.  The  opera- 
tion  of  the  spectacle-type  displays  51-1  L,  51-1  M,  51- 
1  H  is  shown  in  a  flow  chart  in  FIGURE  16.  The  oper- 
ation  from  a  step  S61  to  a  step  567  is  essentially  the 
same  as  the  processing  from  the  step  S1  to  the  step 
S7  as  shown  in  FIGURE  4. 

That  is,  when  operating  the  explanation  request 
button  52  at  a  step  S61,  the  explanation  request  sig- 
nal  is  output  at  a  step  S62.  In  that  case,  the  frequency 
f1  of  the  carrier  wave  is  varied  with  the  channels,  how- 
ever,  the  frequency  is  the  same  in  each  channel  with 
the  classes  being  different.  Thus,  at  the  step  S62,  a 
class  signal  is  also  output  in  addition  to  the  explana- 
tion  request  signal. 

From  step  S63  to  step  S67,  when  the  OK  signal 
on  the  carrier  wave  with  that  frequency  is  received,  a 
processing  for  receiving  the  image  signal  which  is 
transmitted  hereafter  is  executed.  On  the  other  hand, 
the  image  generating  device  61-1  executes  a  proc- 
essing  as  shown  in  a  flowchart  in  FIGURE  17.  The 
processing  from  step  S71  to  step  S77  is  essentially 
the  same  as  a  processing  from  the  step  S11  to  the 
step  S17.  However,  a  processing  at  a  step  S71  and  a 
step  S74  is  slightly  different  from  a  processing  at  the 
step  S11  and  the  step  S14  in  FIGURE  5. 

That  is,  at  the  step  S71  ,  since  the  explanation  re- 
quest  signal  and  the  class  signal  are  output  at  the  step 
S62,  a  wait  is  done  until  the  two  are  detected.  When 
both  signals  are  detected,  it  is  determined,  at  a  step 
S72,  whether  or  not  the  VTR  76-1  with  the  corre- 
sponding  channel  is  in  reproduction.  If  it  is  not  in  re- 
production,  at  a  step  S73,  the  OK  signal  is  output.  At 
a  step  S74,  a  reproduction  of  the  VTR  is  started.  Be- 
fore  a  reproduction,  a  position  where  information  on 
the  class  corresponding  to  the  class  signal  detected 
at  the  step  S71  is  recorded  is  put  at  the  head. 

Specifically,  information  on  the  low,  middle  and 
high  classes  are  divisionally  recorded  on  the  magnet- 
ic  tape  accommodated  in  the  VTR  76-1  from  the  start 
point  to  the  end  point  as  shown  in  FIGURE  1  8.  When 
the  class  signal  as  received  is  indicative  of  the  low 
class,  its  reproduction  start  point  is  the  start  point. 
Therefore,  in  this  case,  a  reproduction  can  be  started 
immediately. 

However,  when  the  class  signal  is  of  the  middle 
class,  the  magnetic  tape  is  quickly  sent  up  to  a  point 
PM  from  which  information  on  the  middle  class  is  re- 
corded.  Moreover,  when  the  class  signal  is  indicative 
of  the  high  class,  the  magnetic  tape  is  quickly  sent  up 
to  a  point  PH  which  is  a  recording  start  point  of  the  im- 
age  signal  of  the  high  class.  In  accordance  with  the 
class,  a  reproduction  is  started  from  the  point  PM  of 
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the  point  PH.  Those  skilled  in  the  art  will  understand 
that  these  points  could  be  directly  addressed  when  a 
video  disk  or  other  randomly  accessible  source  is 
used. 

Next,  the  flow  proceeds  to  a  step  S75  where  a 
wait  is  done  until  a  reproduction  is  completed.  Upon 
a  reproduction  completed,  at  a  step  S76,  the  repro- 
duction  completion  signal  is  transmitted  to  rewind  the 
magnetic  tape  to  the  start  point.  Further,  the  flow  pro- 
ceeds  to  a  step  S77  where  if  a  completion  of  the  proc- 
essing  is  not  commanded,  the  flow  returns  to  the  step 
S71  to  repeatedly  execute  the  subsequent  process- 
ing. 

At  the  step  S72,  if  it  is  determined  that  the  VTR 
76  with  the  channel  detected  at  the  step  S71  is  in  re- 
production,  even  if  the  class  in  reproduction  is  any  of 
the  low,  middle  and  high  classes,  the  flow  proceeds 
to  the  step  S75  where  a  wait  is  done  until  a  reproduc- 
tion  is  completed.  That  is,  in  this  embodiment,  in  case 
the  VTR  76  with  the  corresponding  channel  is  in  the 
unused  state,  information  on  the  corresponding  class 
is  reproduced,  whereas  in  case  of  being  in  use,  even 
if  the  class  in  reproduction  has  information  on  the 
non-corresponding  class,  that  information  is  also  pro- 
vided  simultaneously  to  an  user  who  operates  the  ex- 
planation  request  button  52  now. 

FIGURE  1  9  shows  still  another  embodiment  of  a 
system  for  explaining  an  exhibit.  In  this  embodiment, 
the  spectacle-type  display  51-1  is  further  provided 
with  a  class  adjusting  button  54-1  .  The  constitution  of 
the  spectacle-type  display  51  is  the  same  as  a  case 
in  FIGURE  7.  Therefore,  the  detailed  constitution  of 
the  spectacle-type  display  51-1  is  as  shown  in  FIG- 
URE  20. 

The  constitution  of  the  image  generating  device 
61-1  in  this  embodiment  is  the  same  as  a  case  in  FIG- 
URE  7. 

Referring  next  to  a  flowchart  in  FIGURE  21,  the 
operation  of  the  spectacle-type  display  51-1  in  this 
embodiment  will  be  explained.  First,  at  a  step  S81,  a 
wait  is  done  until  the  explanation  request  button  52- 
1  is  turned  on.  When  the  explanation  request  button 
52-1  is  turned  on,  the  flow  proceeds  to  a  step  S82 
where  the  explanation  request  signal  is  output.  That 
is,  when  operating  the  explanation  request  button  52, 
the  control  circuit  91  controls  the  generator  circuit  92 
to  generate  the  explanation  request  signal.  This  ex- 
planation  request  signal  is  modulated  in  frequency  at 
a  predetermined  frequency  f1  by  the  transmitter-re- 
ceiver  circuit  93,  then  output  through  the  antenna  53 
as  a  radio  wave. 

Next,  the  flow  proceeds  to  a  step  S83  where  after 
outputting  the  explanation  request  signal,  a  wait  is 
done  until  a  predetermined  time  is  elapsed.  The  user 
operates  the  class  adjusting  button  54  during  the  pre- 
determined  time  so  as  to  designate  one  of  the  low, 
middle  and  high  classes. 

When  an  elapse  of  the  predetermined  time  is  de- 

tected  at  the  step  S83,  the  flow  proceeds  to  a  step 
S84  where  an  output  processing  of  the  class  signal 
corresponding  to  the  operation  of  the  class  adjusting 
button  54  is  executed.  That  is,  the  control  circuit  91 

5  makes  the  generator  circuit  92  generate  the  class  sig- 
nal  corresponding  to  the  operation  of  the  class  adjust- 
ing  button  54,  which  is  output  from  the  transmitter-re- 
ceiver  circuit  93  through  the  antenna  5  on  the  carrier 
wave  with  the  frequency  f1  . 

w  Next,  the  flow  proceeds  to  a  step  S85  where  a 
wait  is  done  until  the  OKsignal  is  transmitted  from  the 
image  generating  circuit  61-1.  At  the  step  S85,  when 
the  OK  signal  is  detected,  the  flow  proceeds  to  a  step 
S86  where  a  reception  of  the  image  signal  as  trans- 

15  mitted  on  the  carrier  wave  with  the  frequency  f1  is 
started.  That  is,  the  image  generating  device  61-1 
outputs  the  OK  signal,  then  the  image  signal  which  is 
received 

At  a  step  S87,  a  wait  is  done  until  the  reproduc- 
20  tion  completion  signal  is  detected.  Upon  the  repro- 

duction  completion  signal  detected,  the  flow  pro- 
ceeds  to  a  step  S88  where  if  a  completion  of  the  proc- 
essing  is  not  designated,  the  flow  returns  to  the  step 
S81  to  repeatedly  execute  the  subsequent  process- 

25  ing. 
At  the  step  S85,  when  it  is  determined  that  the  OK 

signal  is  not  received,  the  flow  proceeds  to  a  step  S89 
where  a  message  output  processing  is  executed. 
Specifically,  at  this  time,  the  message  generating  cir- 

30  cuit  95  outputs  an  message  such  that  "This  channel 
is  in  use  now.  For  using  the  other  channel,  please  op- 
erate  the  explanation  request  button  again".  At  a  step 
S90,  a  frequency  switching  processing  is  executed. 
That  is,  the  switching  circuit  101  is  controlled  by  the 

35  control  circuit  91  to  switch  the  frequency  of  the  carrier 
wave  output  by  the  transmitter-receiver  circuit  93  to 
the  other  frequency. 

Next,  the  flow  proceeds  to  a  step  S88  where  if  a 
completion  of  the  processing  is  not  commanded,  the 

40  flow  returns  to  the  step  S81  to  repeatedly  execute  the 
subsequent  processing. 

On  the  other  hand,  the  image  generating  device 
61-1  carries  out  the  operation  as  shown  in  aflowchart 
in  FIGURE  22.  A  processing  from  a  step  S101  to  a 

45  step  S107  in  FIGURE  22  is  essentially  the  same  as  a 
processing  from  the  step  S71  to  the  step  S77.  That  is, 
at  a  step  101,  when  the  explanation  request  signal 
and  the  class  signal  are  detected,  the  flow  proceeds 
to  a  step  S102  where  it  is  determined  whether  or  not 

50  the  VTR  76-1  with  the  corresponding  channel  is  in  re- 
production.  If  it  is  not  in  reproduction,  the  flow  pro- 
ceeds  to  a  step  S103  where  the  OK  signal  is  output. 

Further,  at  a  step  S104,  the  corresponding  class 
is  selected  to  start  a  reproduction.  At  a  step  S105,  a 

55  wait  is  done  until  a  reproduction  is  completed.  Upon 
a  reproduction  completed,  the  flow  proceeds  to  a  step 
S106  where  the  reproduction  completion  signal  is 
transmitted,  and  the  tape  is  rewound  to  the  start  point. 
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And,  at  a  step  S1  07,  when  it  is  determined  that  a  com- 
pletion  of  the  processing  is  not  commanded,  the  flow 
returns  to  the  step  S101  to  repeatedly  execute  the 
subsequent  processing. 

Note  that  at  the  step  S1  02,  if  it  is  determined  that  5 
the  corresponding  VTR  76-1  is  in  reproduction,  the 
flow  proceeds  to  the  step  S72  or  the  step  S75  in  the 
flowchart  in  FIGURE  17  so  that  the  other  user  can 
also  watch  and  listen  to  the  signal  actually  in  repro- 
duction  (the  class  failing  to  always  correspond  there-  w 
to),  whereas  in  the  embodiment  in  FIGURE  22,  the 
flow  proceeds  from  the  step  S102  to  the  step  S107 
where  if  a  completion  of  the  processing  is  not  com- 
manded,  the  flow  returns  to  the  step  S1  01  to  execute 
the  processing  from  the  beginning.  15 

That  is,  in  case  the  corresponding  channel  is  in 
use,  the  user  executes  repeatedly  the  action  for  op- 
erating  the  explanation  request  button  52-1.  When 
the  vacant  channel  is  found,  the  image  signal  of  the 
class  as  designated  can  be  received  on  this  channel.  20 

FIGURE  23  shows  still  another  embodiment.  In 
this  embodiment,  except  that  the  spectacle-type  dis- 
play  51-1  is  provided  with  the  class  adjusting  button 
54-1,  the  constitution  is  the  same  as  a  case  in  FIG- 
URE  11.  Therefore,  the  spectacle-type  display  51-1  in  25 
this  embodiment  is  constructed  as  shown  in  FIGURE 
24. 

Moreover,  the  image  generating  device  61-1  in 
this  embodiment  is  constructed  in  the  same  way  as 
a  case  in  FIGURE  11.  30 

FIGURE  25  shows  an  example  of  the  operation  of 
the  spectacle-type  display  51  in  this  embodiment. 
First,  at  a  step  S111,  a  wait  is  done  until  the  explana- 
tion  request  button  52-1  is  turned  on.  When  this  but- 
ton  is  turned  on,  the  flow  proceeds  to  a  step  S112  35 
where  the  explanation  request  signal  is  output.  Next, 
the  flow  proceeds  to  a  step  S11  3  where  a  wait  is  done 
until  a  predetermined  time  elapses.  Upon  a  lapse  of 
the  predetermined  time,  the  flow  proceeds  to  a  step 
S114  where  the  class  signal  corresponding  to  the  40 
class  adjusting  button  54  is  output.  The  above  proc- 
essing  is  the  same  as  a  processing  from  the  step  S81 
to  the  step  S84  in  FIGURE  21. 

Next,  the  flow  proceeds  to  a  step  S115  where  it 
is  determined  whether  or  not  the  channel  signal  is  re-  45 
ceived  from  the  corresponding  image  generating  de- 
vice  61-1.  That  is,  when  the  explanation  request  sig- 
nal  and  the  class  signal  as  output  at  the  step  S  1  1  2  and 
the  step  S114  are  detected,  the  image  generating  de- 
vice  61-1  searches  the  vacant  channel.  When  the  va-  50 
cant  channel  exists,  the  channel  signal  of  the  vacant 
channel  is  output  (step  S123  in  FIGURE  26). 

When  the  spectacle-type  display  51-1  receives 
this  channel  signal  at  the  step  S115,  the  flow  pro- 
ceeds  to  a  step  S116  where  a  frequency  switching  55 
processing  is  carried  out,  and  a  reception  processing 
is  started.  That  is,  the  explanation  request  signal  and 
the  class  signal  at  the  step  S112  and  the  step  S114 

are  output  from  the  transmitter-receiver  circuit  93  of 
the  spectacle-type  display  51-01  on  the  carrier  wave 
with  the  frequency  fO.  Also,  at  the  step  S123,  the  im- 
age  generating  device  61-1  outputs  the  channel  sig- 
nal  on  the  carrier  wave  with  the  frequency  fO.  There- 
fore,  the  transmitter-receiver  circuit  93  receives  the 
carrier  wave  with  the  frequency  fO,  and  the  channel 
signal  is  detected  by  the  detector  circuit  94. 

The  frequency  f  1  of  the  carrier  wave  which  is  ob- 
tained  by  reproducing  through  the  image  generating 
device  61-1  theVTR117-1  for  reproducing  the  image 
signal  corresponding  to  the  channel  signal,  and  out- 
put  from  the  transmitter  circuit  118-1  through  the  an- 
tenna  119-1  is  different  from  the  frequency  fO.  Thus, 
the  switching  circuit  101  controls  the  transmitter-re- 
ceiver  circuit  93  to  be  capable  of  receiving  this  carrier 
wave  with  the  frequency  f1  . 

The  signal  as  received  by  the  transmitter-  receiv- 
er  circuit  93  undergoes  FM  demodulation,  then  it  is 
supplied  to  the  separator  circuit  96  so  as  to  separate 
into  the  image  signal  and  the  vocal  signal,  which  are 
supplied  to  the  LCDs  12  and  the  earphones  31,  re- 
spectively. 

Next,  the  flow  proceeds  to  a  step  S117  where  a 
wait  is  done  until  the  reproduction  completion  signal 
is  detected.  Upon  the  reproduction  completion  signal 
detected,  the  flow  proceeds  to  a  step  S118  where  if 
a  completion  of  the  processing  is  not  commanded,  the 
flow  returns  to  the  step  S111  to  repeatedly  execute 
the  subsequent  processing. 

At  the  step  S115,  when  it  is  determined  that  the 
channel  signal  cannot  be  received,  the  flow  proceeds 
to  a  step  S11  9  where  a  message  output  processing  is 
executed.  That  is,  the  control  circuit  91  controls  the 
message  generating  circuit  95  to  output  a  message 
such  as  "All  channels  are  in  use  now.  Please  operate 
the  explanation  request  button  again  later." 

At  the  step  S118,  when  it  is  determined  that  a 
completion  of  the  processing  is  not  commanded,  the 
flow  returns  to  the  step  S111  where  a  wait  is  done  un- 
til  the  explanation  request  button  52-1  is  operated 
again.  When  it  is  operated,  the  same  processing  is 
executed  repeatedly. 

On  the  other  hand,  in  the  image  generating  de- 
vice  61-1,  a  processing  as  shown  in  FIGURE  26  is 
executed.  First,  at  a  step  S1  21  ,  a  wait  is  done  until  the 
explanation  request  signal  and  the  class  signal  as 
generated  by  the  spectacle-type  display  52-1  at  the 
steps  S1  1  2  and  S1  14  are  detected.  When  they  are  de- 
tected,  the  flow  proceeds  to  a  step  S1  22  where  the  re- 
producible  channel  is  searched.  When  the  reproduci- 
ble  channel  (vacant  channel)  is  found,  the  flow  pro- 
ceeds  to  the  step  S123  where  the  channel  signal  in- 
dicative  that  which  is  that  channel  is  output.  That  is, 
the  control  circuit  114  controls  the  generator  circuit 
115  to  generate  the  channel  signal.  The  transmitter- 
receive  circuit  112  carries  out  frequency  modulation 
of  this  signal  on  the  carrier  wave  with  the  frequency 
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fO,  which  is  output  through  the  antenna  111.  This  sig- 
nal  is  detected  in  the  spectacle-type  display  51  at  the 
step  S115  in  FIGURE  25. 

Next,  the  flow  proceeds  to  a  step  S124  where  the 
start  point  of  the  class  corresponding  to  the  class  sig- 
nal  of  that  channel  detected  at  the  step  S121  is 
searched.  That  is,  the  control  circuit  114  controls  the 
VTR  117-1  of  the  corresponding  channel  to  quickly 
send  the  magnetic  tape  to  the  recording  start  point 
from  which  information  on  the  low,  middle  or  high 
class  is  recorded.  Reproduction  of  the  exhibit  explan- 
ation  is  started  from  that  position. 

This  reproduced  signal  is  supplied  to  the  trans- 
mitter  circuit  118-1,  which  is  output  from  the  antenna 
119-1  on  the  carrier  wave  with  the  frequency  f1  .  This 
signal  is  received  by  the  spectacle-type  display  51  at 
the  step  S1  16. 

Next,  at  a  step  S125,  a  wait  is  done  until  a  repro- 
duction  is  completed.  Upon  a  reproduction  complet- 
ed,  the  flow  proceeds  to  a  step  S126  where  the  repro- 
duction  completion  signal  is  output  from  the  transmit- 
ter  circuit  1  1  8-1  ,  and  the  VTR  117-1  is  controlled  to  re- 
wind  the  magnetic  tape  to  the  start  point. 

Next,  the  flow  proceeds  to  a  step  S127  where  if 
a  completion  of  the  processing  is  not  commanded,  the 
flow  returns  to  the  step  S121  to  repeatedly  execute 
the  subsequent  processing. 

At  the  step  S122,  if  the  reproducible  channel  is 
not  found,  i.e.,  the  vacant  channel  does  not  exist,  the 
flow  proceeds  to  the  step  S127  where  if  a  completion 
of  the  processing  is  not  commanded,  the  flow  returns 
to  the  step  S121  to  repeatedly  execute  the  subse- 
quent  processing. 

Having  explained  above  the  present  invention  in 
connection  with  an  example  in  which  the  present  in- 
vention  is  applied  to  a  system  for  providing  informa- 
tion  on  an  exhibit  in  museums  or  art  galleries,  the 
present  invention  can  be  applied  to  the  system  for  ex- 
plaining  an  exhibit  in  other  places. 

With  the  above-described  system  embodying  the 
invention  for  explaining  an  exhibit  ,  since  the  outputs 
of  predetermined  frequencies  are  received  by  a  plur- 
ality  of  spectacle-type  displays  so  as  to  display  in  dis- 
play  portions  of  the  image  of  the  exhibit,  each  user 
can  receive  an  explanation  of  the  exhibit  at  his  own 
pace. 

In  the  system  for  explaining  an  exhibit  having  the 
above  constitution,  the  image  of  the  exhibit  as  output 
from  the  image  generating  device  is  displayed  on  the 
display  portions  of  the  spectacle-type  displays. 
Therefore,  a  relatively  many  persons  can  obtain  infor- 
mation  on  the  exhibit  at  their  own  pace. 

Many  variations  of  the  present  invention  will  oc- 
cur  to  those  skilled  in  the  art.  For  example,  other  mod- 
ulation  schemes  can  be  used  and  alternative  sources 
of  video  can  be  used.  The  receiver  and  transmitter  of 
the  spectacle-type  display  can  be  fabricated  as  a  part 
of  the  display  itself,  or  it  may  be  part  of  a  separate 

transceiver  which  is  hand  held  or  carried  on  the  belt 
of  the  user.  More  or  fewer  classes  of  explanation  may 
be  provided  and  these  classes  of  explanation  may  be 
in  the  form  of  separate  programs  or  continuations  of 
common  program  material  (as  in  FIGURE  18).  Other 
variations  will  become  apparent  to  those  skilled  in  the 
art. 

10  Claims 

1.  A  system  for  explaining  an  exhibit,  comprising 
in  combination: 

a  plurality  of  image  generating  devices  for  out- 
15  putting  an  image  of  the  exhibit  from  said  plurality  of 

image  generating  devices  at  predetermined  frequen- 
cies;  and 

a  plurality  of  spectacle-type  displays,  wherein 
the  outputs  of  said  image  generating  devices  at  said 

20  predetermined  frequencies  are  received  by  said  plur- 
ality  of  spectacle-type  displays  so  as  to  display  in  dis- 
play  portions  thereof  said  image  of  the  exhibit. 

2.  A  system  for  explaining  an  exhibit  as  specified 
in  claim  1,  wherein  said  predetermined  frequencies 

25  are  varied  with  said  plurality  of  image  generating  de- 
vices. 

3.  A  system  for  explaining  an  exhibit  as  specified 
in  claim  2,  wherein  said  predetermined  frequencies 
are  selected  by  persons  who  use  said  plurality  of 

30  spectacle-type  displays,  respectively. 
4.  A  system  for  explaining  an  exhibit  as  specified 

in  claim  2,  wherein  said  image  generating  devices  au- 
tomatically  select  unused  ones  of  said  predetermined 
frequencies. 

35  5.  A  system  for  explaining  an  exhibit  as  specified 
in  claim  2,  said  image  of  the  exhibit  is  provided  to  be 
varied  with  classes,  and  said  classes  are  determined 
with  said  spectacle-type  displays. 

6.  A  system  for  explaining  an  exhibit  as  specified 
40  in  claim  2,  wherein  said  image  of  the  exhibit  varies  ac- 

cording  to  predetermined  classes,  and  said  classes 
are  selectable  by  persons  who  use  said  spectacle-ty- 
pe  displays. 

7  A  system  for  explaining  an  exhibit  as  specified 
45  in  claim  1,  wherein  said  spectacle-type  displays  are 

switchable  between  either  of  a  state  wherein  the  user 
views  said  display  portion  and  a  state  wherein  the 
user  can  view  his  surroundings. 

8.  A  system  for  explaining  an  exhibit,  comprising: 
50  a  plurality  of  image  generating  devices  and  a 

plurality  of  portable  display  devices; 
each  of  said  plurality  of  image  generating  de- 

vices  comprising: 
image  generating  means  for  generating 

55  an  image  related  to  the  exhibit;  and 
a  transmitter  means  for  outputting  said 

generated  image  at  predetermined  frequency, 
each  of  said  plurality  of  portable  display  devices  com- 

12 



23 EP  0  648  045  A2 24 

image  generating  device  in  the  unused  state  exists 
when  the  transmission  request  signal  is  detected; 

and  a  signal  generating  means  for  generating 
a  signal  to  indicate  that  said  image  generating  device 

5  in  the  unused  state  exists, 
said  transmitter  means  transmits  the  signal  to 

said  portable  display  device. 
16.  Asystem  for  explaining  an  exhibit  of  claim  15, 

wherein  said  portable  display  device  further  compris- 
w  es  a  means  fordetecting  the  signal  received  from  said 

image  generating  device; 
and  a  message  generating  means  for  generat- 

ing  a  message  to  indicate  that  the  all  said  image  gen- 
erating  devices  are  in  the  used  state  when  the  signal 

15  is  not  received, 
said  display  means  displays  the  message  on 

the  display  unit. 
17.  Asystem  for  explaining  an  exhibit  of  claim  15, 

wherein  sand  portable  display  device  further  com- 
20  prises  a  means  for  detecting  the  signal  received  from 

said  image  generating  device; 
and  an  automatic  selecting  means  for  auto- 

matically  selecting  one  of  frequencies  of  image  gen- 
erating  devices  in  the  unused  state  when  the  signal 

25  is  received,  said  display  means  displays  the  image 
corresponding  to  the  frequency  selected  on  the  dis- 
play  unit. 

18.  Asystem  for  explaining  an  exhibit  of  claim  15, 
wherein  said  portable  display  device  further  compris- 

30  es  a  means  fordetecting  the  signal  received  from  said 
image  generating  device; 

and  a  selecting  means  for  selecting  by  user's 
request  one  of  frequencies  of  image  generating  de- 
vices  in  the  unused  state  when  the  signal  is  received, 

35  said  display  means  displays  the  image  corre- 
sponding  to  the  frequency  selected  on  the  display 
unit. 

19.  Asystem  for  explaining  an  exhibit  of  claim  1  0, 
wherein  said  image  related  to  the  exhibit  is  varied  with 

40  a  plurality  of  classes; 
said  portable  display  device  further  comprises 

a  transmission  request  signal  generating  means  for 
generating  a  signal  by  user's  request  to  request  said 
image  generating  device  to  transmit  the  image  relat- 

45  ed  to  the  exhibit; 
and  a  class  signal  generating  means  for  gen- 

erating  a  class  signal  indicating  which  class  of  image 
is  requested  to  be  transmitted, 

said  receiver  means  has  the  transmitting  f  unc- 
50  tion  and  transmits  the  transmission  request  signal 

and  the  class  signal  to  said  image  generating  device, 
said  image  generating  device  further  compris- 

es  a  signal  detecting  means  for  detecting  the  trans- 
mission  request  signal  and  the  class  signal  received 

55  from  said  portable  display  device; 
said  image  generating  means  generates  pre- 

determined  image  corresponding  to  the  detected 
transmission  request  signal  and  the  class  signal. 

prising: 
a  receiver  means  for  receiving  the  im- 

age  related  to  the  exhibit  transmitted  at  predeter- 
mined  frequency  from  said  image  generating  device; 
and 

display  means  for  displaying  the  image 
received  by  said  receiver  means  on  a  display  unit  pro- 
vided  thereon. 

9.  A  system  for  explaining  an  exhibit  of  claim  8, 
wherein  said  predetermined  frequency  is  varied  with 
said  plurality  of  image  generating  devices. 

10.  A  system  for  explaining  an  exhibit  of  claim  9, 
wherein  said  image  generating  means  further  gener- 
ates  a  sound  to  explain  the  exhibit. 

11  .  A  system  for  explaining  an  exhibit  of  claim  1  0, 
wherein  each  of  said  plurality  of  portable  display  de- 
vices  further  comprises  a  transmission  request  signal 
generating  means  for  generating  a  signal  byuser'sre- 
quest  to  request  said  image  generating  device  to 
transmit  the  image  related  to  the  exhibit; 

said  receiver  means  has  the  transmitting  func- 
tion  and  transmits  the  transmission  request  signal  to 
said  image  generating  device, 

each  of  said  image  generating  devices  further 
comprises  a  signal  detecting  means  for  detecting  the 
transmission  request  signal  received  from  said  port- 
able  display  device; 

said  image  generating  means  generates  pre- 
determined  image  corresponding  to  the  detected 
transmission  request  signal. 

12.  Asystem  for  explaining  an  exhibit  of  claim  11  , 
wherein  said  image  generating  device  further  com- 
prises  a  judging  means  for  judging  whether  or  not  said 
image  generating  device  is  used  by  other  user  when 
the  transmission  request  signal  is  detected; 

and  a  signal  generating  means  for  generating 
a  signal  to  indicate  that  said  image  generating  device 
is  in  the  unused  state, 

said  transmitter  means  transmits  the  signal  to 
said  portable  display  device. 

13.  A  system  for  explaining  exhibit  of  claim  12, 
wherein  said  display  device  further  comprising  a 
means  for  detecting  the  signal  received  from  said  im- 
age  generating  device;  and 

a  message  generating  means  for  generating  a 
message  to  indicate  that  the  image  related  to  the  ex- 
hibit  is  received  by  other  user  when  the  signal  is  not 
received, 

a  display  means  displays  the  message  on  the 
display  unit. 

14.  Asystem  for  explaining  an  exhibit  of  claim  13, 
wherein  said  portable  display  device  further  compris- 
ing  a  frequency  switching  means  for  switching  the  fre- 
quency  to  the  frequency  of  other  image  generating 
device  when  the  signal  is  not  received. 

15.  Asystem  for  explaining  an  exhibit  of  claim  11  , 
wherein  said  image  generating  device  further  com- 
prises  a  judging  means  for  judging  whether  or  not  said 

13 



25 EP  0  648  045  A2 26 

20.  Asystem  for  explaining  an  exhibit  of  claim  19, 
wherein  said  classes  are  determined  with  said  port- 
able  devices. 

21.  Asystem  for  explaining  an  exhibit  of  claim  19, 
wherein  said  classes  are  selected  by  users  of  said 
portable  devices. 

22.  Asystem  for  explaining  an  exhibit  of  claim  19, 
wherein  said  image  generating  device  further  com- 
prises  a  judging  means  for  judging  whether  or  not  said 
image  generating  device  is  used  by  other  user  when 
the  transmission  request  signal  is  detected; 

and  a  signal  generating  means  for  generating 
a  signal  to  indicate  that  said  image  generating  device 
is  in  the  unused  state, 

said  transmitter  means  transmits  the  signal  to 
said  portable  display  device. 

23.  Asystem  for  explaining  an  exhibit  of  claim  22, 
wherein  said  display  device  further  comprises  a 
means  for  detecting  the  signal  received  from  said  im- 
age  generating  device; 

and  a  message  generating  means  for  generat- 
ing  a  message  to  indicate  that  the  image  related  to  the 
exhibit  is  received  by  other  user  when  the  signal  is  not 
received, 

said  display  means  displays  the  message  on 
the  display  unit. 

24.  Asystem  for  explaining  an  exhibit  of  claim  23, 
wherein  said  portable  display  device  further  compris- 
es  a  frequency  switching  means  for  switching  the  fre- 
quency  to  the  frequency  of  other  image  generating 
device  when  the  signal  is  not  received. 

25.  Asystem  for  explaining  an  exhibit  of  claim  19, 
wherein  said  image  generating  device  further  com- 
prises  a  judging  means  for  judging  whether  or  not  said 
image  generating  device  in  the  unused  state  exists 
when  the  transmission  request  signal  is  detected; 

and  a  signal  generating  means  for  generating 
a  signal  to  indicate  that  said  image  generating  device 
in  the  unused  state  exists, 

said  transmitter  means  transmits  the  signal  to 
said  portable  display  device. 

26.  Asystem  for  explaining  an  exhibit  of  claim  25, 
wherein  said  portable  display  device  further  compris- 
es  a  means  for  detecting  the  signal  received  from  said 
image  generating  device; 

and  a  message  generating  means  for  generat- 
ing  a  message  to  indicate  that  the  all  said  image  gen- 
erating  device  are  in  the  used  state  when  the  signal 
is  not  received, 

said  display  means  displays  the  message  on 
the  display  unit. 

27.  Asystem  for  explaining  an  exhibit  of  claim  25, 
wherein  said  portable  display  device  further  compris- 
es  a  means  for  detecting  the  signal  received  from  said 
image  generating  device; 

and  an  automatic  selecting  means  for  auto- 
matically  selecting  one  of  frequencies  of  image  gen- 
erating  devices  in  the  unused  state  when  the  signal 

is  received, 
said  display  means  displays  the  image  corre- 

sponding  to  the  frequency  selected  on  the  display 
unit. 

5  28.  Asystem  for  explaining  an  exhibit  of  claim  25, 
wherein  said  portable  display  device  further  compris- 
es  a  means  fordetecting  the  signal  received  from  said 
image  generating  device; 

and  a  selecting  means  for  selecting  by  user's 
w  request  one  of  frequencies  of  image  generating  de- 

vices  in  the  unused  state  when  the  signal  is  received, 
said  display  means  displays  the  image  corre- 

sponding  to  the  frequency  selected  on  the  display 
unit. 

15  29.  A  system  for  explaining  an  exhibit,  compris- 
ing: 

a  plurality  of  image  generating  devices  and  a 
plurality  of  portable  display  devices; 

each  of  said  plurality  of  image  generating  de- 
20  vices  comprising: 

an  image  generator  for  generating  an 
electrical  representation  of  an  image  related  to  the 
exhibit,  and 

a  transmitter  for  transmitting  said  gen- 
25  erated  image  over  a  predetermined  communication 

channel; 
each  of  said  plurality  of  portable  display  devic- 

es  comprising: 
a  receiver  for  receiving  the  image  relat- 

30  ed  to  the  exhibit  transmitted  over  said  predetermined 
communication  channel  from  said  image  generator, 
and 

a  display  for  displaying  the  image  re- 
ceived  by  said  receiver  on  a  display  unit  provided 

35  thereon. 
30.  The  apparatus  of  claim  29,  f  urthercomprising 

means  for  attaching  said  portable  display  device  to 
the  head  of  a  user. 

31.  A  portable  display  device  for  use  in  conjunc- 
40  tion  with  an  image  generator  including  a  transmitter 

associated  with  an  exhibit,  to  provide  an  explanation 
of  said  exhibit,  comprising  in  combination: 

a  receiver  for  receiving  an  image  related  to 
said  exhibit  transmitted  over  a  predetermined  com- 

45  munication  channel; 
a  display  for  displaying  the  image  received  by 

said  receiver  on  a  display  unit  provided  thereon; 
means  for  attaching  said  portable  display  de- 

vice  to  the  head  of  a  user;  and 
50  means  for  transmitting  a  signal  from  said  port- 

able  display  device  to  said  image  generator  to  initiate 
transmission  of  said  explanation. 

32.  The  apparatus  of  claim  31  ,  f  urthercomprising 
means  for  transmitting  a  message  specifying  a  class 

55  of  explanation  from  said  portable  display  device  to 
said  image  generator. 

33.  The  apparatus  of  claim  31  ,  f  urthercomprising 
means  for  transmitting  a  signal  requesting  a  change 

14 



27  EP  0  648  045  A2  28 

in  said  predetermined  communication  channel  from 
said  portable  display  device  to  said  image  generator. 
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