
Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give
notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in
a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art.
99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

0 
95

1 
01

7
B

1
*EP000951017B1*
(11) EP 0 951 017 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention
of the grant of the patent:
29.01.2003 Bulletin 2003/05

(21) Application number: 99107557.3

(22) Date of filing: 15.04.1999

(51) Int Cl.7: G11B 17/04

(54) Disc changer for a disc player

Plattenwechsler für einen Plattenspieler

Changeur de disques pour un appareil de lecture de disques

(84) Designated Contracting States:
DE FR GB

(30) Priority: 17.04.1998 JP 10726698

(43) Date of publication of application:
20.10.1999 Bulletin 1999/42

(60) Divisional application:
02013001.9 / 1 246 180

(73) Proprietor: PIONEER ELECTRONIC
CORPORATION
Meguro-ku Tokyo 153 (JP)

(72) Inventors:
• Yoshida, Susumu

c/o Pionner Electronic Corporation
Kawagoe-shi, Saitama-ken 350-0822 (JP)

• Suzuki, Toru c/o Pionner Electronic Corporation
Kawagoe-shi, Saitama-ken 350-0822 (JP)

• Kimura, Tomomichi c/o Pionner Electronic Corp.
Kawagoe-shi, Saitama-ken 350-0822 (JP)

• Ido, Kenjiro c/o Pionner Electronic Corporation
Kawagoe-shi, Saitama-ken 350-0822 (JP)

• Mizoguchi, Takashi c/o Pionner Electronic Corp.
Kawagoe-shi, Saitama-ken 350-0822 (JP)

• Uchiyama, Kenji
c/o Pionner Electronic Corporation
Kawagoe-shi, Saitama-ken 350-0822 (JP)

(74) Representative: Sajda, Wolf E., Dipl.-Phys. et al
MEISSNER, BOLTE & PARTNER
Postfach 86 06 24
81633 München (DE)

(56) References cited:
EP-A- 0 391 424 DE-A- 19 725 169



EP 0 951 017 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a device for
reproducing an optical disc selected from a plurality of
discs stored in a disc storage, and more particularly to
a disc reproducing device mounted on a motor vehicle.
[0002] In recent years, a disc reproducing device in
which a disc can be changed through an opening for
inserting a disc to be reproduced has been proposed.
[0003] Fig. 20 shows a disc reproducing device, which
was filed by the applicant and disclosed in Japanese
Patent Application Laid Open 10-21628.
[0004] In the figure, the reference numeral 500 repre-
sents a driving roller, 501 is a disc storing section, 502
is a tray, 503, 504 are disc pulling out arms, 505, 506
are coil springs, and 507 is a disc discharging arm.
[0005] The driving roller 500 is driven by a motor (not
shown) to carry a disc inserted passing through an
opening to the disc storing section 501. In the disc stor-
ing section 501, a plurality of trays, each holding a disc,
are arranged. A desired tray is located to a position cor-
responding to the driving roller 500 for changing the
disc. There is provided a disc carrying device (not
shown) between the disc storing section 501 and a disc
reproducing section (not shown).
[0006] The disc pulling out arm 503 is rotatable about
a shaft 503a and has a contact portion 503b to be con-
tacted with a periphery of disc D, and urged in the clock-
wise direction by the spring 505. Similarly, the disc pull-
ing out arm 504 is rotatable about a shaft 504a, has a
contact portion 504b, and urged in the counterclockwise
direction by the spring 506. The disc discharging arm
507 is located so as to be contacted with the disc.
[0007] Before the inserting of the disc, the arms 503
and 504 are located in positions A. When the disc is tak-
en in by the driving roller 500, arms 503 and 504 are
rotated to positions B. However, the arms 503 and 504
push the disc, thereby removing the disc from the driving
roller 500 and inserting the disc in the tray 502. When
discharging the disc, the discharging arm 507 is rotated
to the position A to push the disc to the driving roller 500.
[0008] In the conventional device, arms 503, 504 and
507 must be provided in order to carry the disc. There-
fore, the device is complicated in construction, which re-
sults in high manufacturing cost.
[0009] EP 0 391 424 A describes a disc changer ac-
cording to the preamble of claim 1. A similar device is
disclosed in DE 197 25 169 A.

SUMMARY OF THE INVENTION

[0010] An object of the present invention is to provide
a disc reproducing device which is simple in construc-
tion and has high reliability.
[0011] According to the present invention, there is
provided a disc changer according to claim 1.

[0012] Preferred embodiments are described in the
dependent claims.
[0013] These and other objects and features of the
present invention will become more apparent from the
following detailed description with reference to the ac-
companying drawings.

BRIEF DESCRIPTION OF DRAWINGS

[0014]

Fig. 1 is a perspective view of a disc changer ac-
cording to the present invention;
Figs. 2a, 2b and 3 are plan views of a part of the
disc changer;
Fig. 4 is a side view of a tray stack;
Fig. 5 is a front view of the disc changer;
Fig. 6 is a side view of a driving roller;
Fig. 7a is a plan view showing a disc player;
Fig. 7b is a plan view showing a cramper;
Fig. 8 is a side view showing a turntable;
Fig. 9 is a plan view showing the operation of the
disc player;
Fig. 10 is a plan view showing a chassis;
Fig. 11 is a side view showing a slide plate;
Fig. 12 is a side view showing a disc separating
member;
Figs. 13 to 19 are side views showing the operation
of the disc changer; and
Fig. 20 is a schematic plan view of a conventional
disc changer.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

[0015] Referring to Figs. 1, 2a and 2b showing the
disc changer according to the present invention, main
composition of the device comprises a disc carrier 100
having a pair of driving rollers 101, a disc player 200
having a turntable 201, cramper 202, pickup 203, a disc
storage 300 having six trays 301 (Fig. 2) for arranging
discs in the Z-direction and a tray moving mechanism
having a movable plate 400 for moving the tray 301.
These portions are provided in a chassis 1.
[0016] The disc carrier 100 is provided for carrying a
disc inserted from an opening by a user to the disc stor-
age 300, and for discharging the disc in the storage 300.
[0017] The driving rollers 101 are provided to contact
with the underside of the inserted disc and to carry it in
the X-direction.
[0018] Referring to Fig. 3, the tray 301 has a disc sup-
porting plate 301a having a V-shaped notch 301b and
a pair of notches 301c. In the notch 301b, the turntable
201, cramper 202 and pickup 203 are inserted. Further-
more, the tray 301 has a pair of holes 301d in which
guide shafts 2 are inserted, a pair of disc holding mem-
bers 301e, four projections 301f.
[0019] As shown in Fig. 4, the shaft 2 is inserted in
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the holes 301d of six trays 301 and a hole of a regulating
plate 302 on the stack of trays, thereby arranging the
trays in the Z-direction. The regulating plate 302 is urged
by springs 303 provided inside wall of the chassis 1 so
that regulating plate 302 is prevented from upwardly
moving. The regulating plate 302 has a vertical member
302a to hold the trays, thereby preventing the trays from
moving in the Y-direction.
[0020] Referring to Figs. 5 and 6 showing the disc car-
rier 100, a worm wheel 101a is formed on a side of each
driving roller 101. The driving roller 101 is rotatably
mounted on an upright plate 103a of a supporting plate
103. A disc path regulating plate 106 is provided above
the driving roller 101 and rotatably supported by a shaft
103b. Between the plate 106 and the driving roller 101,
a disc carrying path 102 is formed. A coil spring 107 is
provided between the regulating plate 106 and the sup-
porting plate 103 to urge the plate 106 toward the driving
roller 101.
[0021] A pair of rotatable shaft 105 are rotatably
mounted on shafts 104. An upper portion of the rotatable
shaft 105 is supported by the supporting plate 103 and
a worm 105 is formed on an upper most portion of the
rotatable shaft. The worm 105 is engaged with the worm
wheel 101a of the driving roller 101. A pulley 105a is
formed on one of the rotatable shaft 105, which pulley
105a engages with a belt 109 of a motor 108 (Fig. 2);
Both rotatable shafts 105 have pulleys and are connect-
ed by a belt (not shown). Thus, both the shafts 105 are
rotated by the motor 108 through the belts.
[0022] Each supporting plate 103 has a downwardly
projecting projection 103c, passing through a hole
formed in a movable plate 400. A movable member 110
is slidably mounted on the chassis 1 and engaged with
the projection 103c. Therefore, when the movable mem-
ber 110 moves in the X-direction, each of the plates 103
is rotated about the shaft 104 to rotate the driving roller
101 about the shaft 104.
[0023] Due to the above described construction, the
driving rollers 101 are moved between a disc carrying
position and a retracted position. Fig. 2a shows the driv-
ing roller 101 at the disc carrying position, and Fig. 2b
shows the one at the retracted position.
[0024] When the driving rollers 101 are located at the
disc carrying position, the rollers are inserted in the
notches 301c as shown in Fig. 2a. At the positions, roll-
ers are positioned in the Y-direction, where the rollers
are parallel with the roller insertion opening and located
on the disc mounted on the disc supporting plate 301a.
[0025] The driving rollers 101 at the retracted position
are positioned outside the notches 301c as shown in
Fig. 2b.
[0026] Figs 7a to 9 show the disc player 200 and the
disc moving mechanism. On a base 200a of the disc
player 200, there is provided the turntable 201, pickup
203, and pickup moving mechanism 204. The base
200a is rotatably supported by a shaft 401 on the mov-
able plate 400. A cramper base 205 is rotatably support-

ed by a shaft 200b on the base 200a and holds the cram-
per 202 at an end portion. A restriction portion 205a is
formed on the cramper base 205. The cramper base 205
is urged to the base 200a by a spring 206 mounted on
the shaft 200b.
[0027] On the base 200a, a cramp operation member
207 is provided. There is provided a pair of elongated
holes 207a, an elongated hole 207b perpendicular with
the holes 207a, and a roller 207c. In each hole 207a,
engaged is a pin 200c projected from the base 200a, so
that the member 207 is movable in the axis direction of
a shaft 200b on the base 200a.
[0028] The movable plate 400 has an arcuated hole
402 in which a movable pin 3 is inserted. The pin 3 is
further engaged with the elongated hole 207b. The pin
3 is moved in the arcuated hole 402 by a driving mech-
anism (not shown).
[0029] The movement of the pin 3 causes the move-
ment of the disc player between the reproduction posi-
tion and the retracted position and the disc cramping op-
eration.
[0030] In Fig. 7a, the disc player 200 is at the retracted
position, where the restriction portion 205a of the cram-
per base 205 is mounted on the roller 207c of the cramp
operating member 207, thereby releasing the cramper
202 from the turntable 201.
[0031] When the pin 3 is moved in the direction shown
by the arrow, the operating member 207 and base 200a
are rotated about the shaft 401 in the clockwise direc-
tion. Thus, the disc player 200 is rotated to the repro-
duction position shown by dot and dash lines in Fig. 9.
[0032] Immediately before the reaching of the pin to
the end of the arcuated hole 402, namely, immediately
before the time when the disc player reaches the repro-
duction position, the driving direction of the pin 3 be-
comes parallel with the longitudinal direction of the elon-
gated holes 207a of the operating member 207. There-
fore, only the operating member 207 is moved in the lon-
gitudinal direction with respect to the base 200a, so that
the restriction portion 205a of the base 205 removes
from the roller 207c. As a result, the cramper 202 is
pressed against the turntable 201 by the coil spring 206.
[0033] As described above, the disc cramp operation
is carried out with the movement of the disc player 200
from the retracted position to the reproduction position,
and the cramping is done at the same time as the posi-
tioning of the disc player 200 to the reproducing position.
The cramp is released when the disc player moves from
the reproduction position to the retracted position.
[0034] Referring to Fig. 10, an arm 4 is rotatably sup-
ported by a shaft 4a at the underside of the chassis 1.
The arm is adapted to be pivoted by a motor (not
shown).
[0035] As shown in Figs. 1, 10 and 11, a pair of vertical
guide plates 1a are formed on both sides of the chassis
1, in the Z-direction. Slide plates 5 and 6 are slidably
attached on the guide plates 1a. The slide plates 5 and
6 have projections 5a, 6a at the lower ends thereof,
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which projections are pivotally connected to both ends
of the arm 4. Therefore, when the arm 4 is pivoted, the
slide plates are moved in the opposite directions.
[0036] As shown in Fig. 11, the slide plate 6 has a pair
of holes 6b in the X-direction, each of the holes 6b slid-
ably engages with a pin 1c on the guide plate 1a. The
slide plate 5 has also the same holes as 6b. Each guide
plate 1a has a vertical guide hole 1b in which slidably
engaged is a pin 400c provided on a vertical plate 400b
of the movable plate 400. Furthermore, the pin 400c is
slidably engaged with a stepwisely inclined heaving hole
6c formed in the slide plate 6. The slide plate 5 has also
heaving hole inclined in the reverse direction to the hole
6c. Thus, four pins 400c engage with the heaving holes
and are moved in the Z-direction when the slide plates
5 and 6 moves in the X-direction, which causes the mov-
able plate 400 to vertically move.
[0037] The heaving hole has six steps which corre-
sponds to the six trays.
[0038] Fig. 12 shows one of four tray moving mem-
bers 410 which are pivotally mounted on the vertical
plate 400b at a shaft 410a. A projection 410b is slidably
engaged with an arcuated groove 400d formed in the
vertical plate 400b. The tray moving member 410 has
an L-shaped hole 410c in which a projection 301f (Fig.
3) of the tray 301. There is formed four cams 410d, 410e,
410f and 410g which are engaged with the projections
301f.
[0039] The operation of the device will be described
hereinafter with reference to Figs. 13 through 19. Figs.
13 through 17 show the operation for mounting a disc
inserted from the opening on the tray 301 of the disc
storage 300. The operation is described about the
mounting of the inserted disc on the second tray from
the lower most tray.
[0040] Fig. 13 shows a waiting state. In the state, all
trays are stacked up. The pin 400c is mounted on the
lower most step of the inclined hole 6c, and the movable
plate 400 is positioned at the lower most position. The
tray moving member 410 is retracted from the tray 310
so that the tray moving member does not strike the tray
when the movable plate 400 moves.
[0041] When the user inserts a disc in the opening,
the slide member 6 is moved to the left and the slide
member 5 is moved to the right by the arm 4 to raise the
movable plate 400. When the pin 400c reaches the sec-
ond step as shown in Fig. 14, the slide member 6 (the
description about the slide member will be omitted here-
inafter) stops to stop the movable plate 400. At the po-
sition, the tray moving member 410 holds the second
tray 301, engaging with the underside of the tray.
[0042] More particularly, the tray moving member 410
is rotated in the clockwise direction, so that the cam
410d raises the projection 301f of the third tray, thereby
lifting the third through sixth trays.
[0043] On the other hand, the projection 301f of the
second tray mounts on the cam 410e and enters the
hole 410c. Thus, the second tray is held by the tray mov-

ing member 410.
[0044] Next, the slide member 6 is moved to the left
to lift the movable plate 400. Therefore, the third to sixth
trays are raised by the cam 410d, and the second tray
is raised by the cam 410e, leaving the first tray.
[0045] As shown in Fig. 15, when the pin 400c reach-
es the upper most step, the slide member 6 stops. The
second tray held by the tray moving member 410 is
placed at a position corresponding to the upper most
tray position before the lifting shown in Fig. 13. This po-
sition corresponds to the position of the driving roller 101
of the disc carrier 100 (Fig. 5), where the insertion and
discharge of the disc are performed at the height.
[0046] As shown in Fig. 16, the tray moving member
410 is slightly rotated in the clockwise direction, so that
the third through sixth trays are raised by the cam 410d
although the second tray is not raised. Thus, there is
formed a space above the second tray, in which space
the driving roller 101 can be inserted. Therefore, the
driving roller 101 is moved from the retracted position
(Fig. 2b) to the disc carrying position (Fig. 2a).
[0047] Thereafter, the driving roller 101 is driven so
that the disc inserted by the user is carried. When the
disc reaches the second tray, the driving roller 101 is
stopped.
[0048] Next, as shown in Fig. 17, the driving roller 101
is moved from the disc carrying position to the retracted
position. At that time, the driving roller moves while ro-
tated in the disc feeding direction. Therefore, the disc is
not moved to the retracted position. When the driving
roller reaches to the retracted position, the disc is re-
leased from the roller, so that disc falls on a holding sur-
face 301a (Fig. 2b) of the second tray.
[0049] Thereafter, the slide member 6 is moved to
lower the movable plate 400. When the pin 400c reach-
es the second step, the slide member 6 is stopped.
Therefore, the plate 400 is positioned at the position
shown in Fig. 14. Furthermore, the tray moving member
410 is rotated in the counterclockwise direction so that
cams 410d and 410e are released from the projections
301f of the trays.
[0050] Next, the slide member 6 is further moved.
When the pin 400c reaches the lower most step, the
slide member is stopped. Thus, the operation for carry-
ing the disc to the tray finishes.
[0051] The operation for discharging disc is the same
as the above described operation except the rotating of
the driving roller 101 in the disc discharge direction.
[0052] The operation for reproducing the disc held on
the tray will be described hereinafter.
[0053] In the waiting state shown in Fig. 13, when the
reproduction of the disc held on the second disc is in-
structed, the movable plate 400 is raised so that the tray
moving member 410 and the disc player 200 are posi-
tioned at the second tray.
[0054] Next, a space for inserting the disc player 200
is formed between the second tray and the third tray, by
the rotation of the tray moving member 410 in the clock-
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wise direction, which operation is the same manner as
above description as shown in Fig. 14.
[0055] Thereafter, the tray moving member 410 is fur-
ther rotated in the clockwise direction, so that the third
to sixth trays are moreover raised from the position of
Fig. 14. At the same time, the second tray is raised by
the cam 410f. On the other hand, the first tray is pressed
by the outside of the cam 410e, thereby prevented from
moving. Thus, as shown in Fig. 18, a large space is
formed under the second tray, so that the player 200 can
be inserted. The projection 301f of the second tray is
deeply inserted in the hole 410c to be held by the tray
moving member 410.
[0056] Next, the disc player 200 is moved from retract-
ed position to the reproduction position in the above de-
scribed spaces by the player moving mechanism as
shown in Fig. 9. At that time, the cramper 202 and the
turntable 201 are separated from each other as shown
in Fig. 18. When the player 200 is positioned at the re-
production position, the cramper 202 is lowered to
cramp the disc on the turntable 201. At the same time,
the tray moving member 410 is slightly rotated in the
counterclockwise direction to lower the second tray.
Therefore, the disc on the second tray is cramped by
the cramper and the turntable as shown in Fig. 19.
[0057] In the apparatus of the present invention, there
is not provided disc pulling out arms and a disc discharg-
ing arm. Therefore, the apparatus is simple in construc-
tion and can be manufactured at a low cost.
[0058] While the invention has been described in con-
junction with preferred specific embodiment thereof, it
will be understood that this description is intended to il-
lustrate and not limit the scope of the invention.

Claims

1. A disc changer comprising:

- a disc storage (300) in which a plurality of discs
are stored in an arranged condition in trays
(301);

- a disc carrier (100) having a pair of driving roll-
ers (101) for carrying a disc inserted from an
opening to the disc storage (300);

- moving means (108-110) for moving each of
the driving rollers (101) between a disc carrying
position and a retracted position,

- wherein the disc carrying position is parallel
with the disc insertion opening, wherein the
driving rollers are adapted to engage the discs
stored in the disc storage, and the retracted po-
sition is not parallel with the disc insert opening,
wherein the rollers do not overlap the disc
stored in the disc storage,

characterized by

- disc tray moving means (400) permitting the
trays in the disc storage to be moved in the disc
arranging direction.

2. The disc changer acording to claim 1,
wherein in the retracted position no disc is carried
and the driving rollers (101) are out of engagement
with any of the discs.

3. The disc changer according to claim 1 or 2,
wherein each of the driving rollers (101) is pivotally
mounted on a supporting plate (103) at a position
adjacent the opening.

4. A disc changer according to one of claims 1 to 3,
wherein the tray moving means (400) are provided
for positioning a desired disc at a height approxi-
mately equal to the height of the driving rollers
(101).

5. The disc changer according to one of claims 1 to 4,
wherein the tray (301) has a disc supporting plate
(301a),
wherein a pair of notches (301c) are formed in the
disc supporting plate (301a),
and wherein the driving rollers (101) are provided
to be inserted into the notches (301c) at the disc
carrying position.

6. The disc changer according to one of claims 1 to 5,
further comprising means (410) for separating ad-
jacent trays (301) from a desired tray.

7. A disc changer according to one of claims 1 to 6,
wherein the driving rollers (101) are provided for
carrying a disc inserted from the opening to the disc
storage (300), when positioned at the disc carrying
position, and provided to be positioned at the re-
tracted position after the disc has been stored in the
disc storage (300).

8. The disc changer according to any of claims 1 to 7,
wherein the driving rollers (101) are located spaced
apart opposite to each other adjacent the opening.

Patentansprüche

1. Plattenwechsler, der folgendes aufweist:

- einen Plattenspeicher (300), in dem eine Viel-
zahl von Platten in einem angeordneten Zu-
stand in Fächern (301) aufgenommen ist;

- einen Plattenträger (100), der ein Paar von An-
triebsrollen (101) hat, zum Tragen einer durch
eine Öffnung in den Plattenspeicher (300) ein-
geführten Platte;

- Bewegungseinrichtungen (108 bis 110) zum
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Bewegen von jeder der Antriebsrollen (101)
zwischen einer Plattentragposition und einer
zurückgezogenen Position,

- wobei die Plattentragposition mit der Platten-
einführungsöffnung parallel ist, wobei die An-
triebsrollen so ausgebildet sind, daß sie mit den
in dem Plattenspeicher aufgenommenen Plat-
ten in Eingriff gelangen, wobei die zurückgezo-
gene Position mit der Platteneinführungsöff-
nung nicht parallel ist, wobei die Rollen die in
dem Plattenspeicher aufgenommenen Platten
nicht überlappen,

gekennzeichnet durch

- Plattenfächerbewegungseinrichtungen (400),
die es ermöglichen, daß die Fächer in dem Plat-
tenspeicher in der Plattenanordnungsrichtung
bewegt werden.

2. Plattenwechsler nach Anspruch 1,
wobei in der zurückgezogenen Position keine Platte
getragen wird und die Antriebsrollen (101) außer
Eingriff mit jeder Platte sind.

3. Plattenwechsler nach Anspruch 1 oder 2,
wobei jede der Antriebsrollen (101) an einer Ab-
stützplatte (103) in einer der Öffnung benachbarten
Position drehbar angebracht ist.

4. Plattenwechsler nach einem der Ansprüche 1 bis 3,
wobei die Fächerbewegungseinrichtungen (400)
dazu vorgesehen sind, eine gewünschte Platte in
einer Höhe zu positionieren, die ungefähr gleich der
Höhe der Antriebsrollen (101) ist.

5. Plattenwechsler nach einem der Ansprüche 1 bis 4,
wobei das Fach (301) eine Plattenabstützplatte
(301a) hat,
wobei ein Paar von Ausnehmungen (301c) in der
Plattenabstützplatte (301a) ausgebildet ist,
und wobei die Antriebsrollen (101) dazu vorgese-
hen sind, in der Plattentragposition in die Ausneh-
mungen (301c) eingeführt zu werden.

6. Plattenwechsler nach einem der Ansprüche 1 bis 5,
der ferner eine Einrichtung (410) zum Trennen be-
nachbarter Fächer (301) von einem gewünschten
Fach aufweist.

7. Plattenwechsler nach einem der Ansprüche 1 bis 6,
wobei die Antriebsrollen (101) dazu vorgesehen
sind, eine Platte zu tragen, die durch die Öffnung in
den Plattenspeicher (300) eingeführt wird, wenn sie
in der Plattentragposition positioniert sind, und da-
zu vorgesehen sind, in der zurückgezogenen Posi-
tion positioniert zu sein, nachdem die Platte in dem
Plattenspeicher (300) aufgenommen worden ist.

8. Plattenwechsler nach einem der Ansprüche 1 bis 7,
wobei die Antriebsrollen (101) der Öffnung benach-
bart, einander gegenüberliegend und voneinander
beabstandet angeordnet sind.

Revendications

1. Changeur de disques comprenant :

un dispositif de stockage de disques (300) dans
lequel une pluralité de disques sont stockés
dans une condition agencée dans des plateaux
(301) ;
un dispositif de transport de disque (100) doté
d'une paire de cylindres de commande (101)
pour transporter un disque inséré depuis une
ouverture dans le dispositif de stockage de dis-
que (300) ;
des moyens de déplacement (108-110) pour
déplacer chacun des cylindres de commande
(101) entre une position de transport de disque
et une position rétractée,

dans lequel la position de transport de disque
est parallèle à l'ouverture d'insertion de disque,
dans lequel les cylindres de commande sont adap-
tés pour mettre en prise les disques stockés dans
le dispositif de stockage de disques, et la position
rétractée n'est pas parallèle à l'ouverture d'insertion
de disque, dans lequel les cylindres ne chevau-
chent pas le disque stocké dans le dispositif de
stockage de disque,

caractérisé par
des moyens de déplacement de plateau de

disque (400) permettant aux plateaux dans le dis-
positif de stockage de disque d'être déplacés dans
le sens d'agencement de disque.

2. Changeur de disques selon la revendication 1,
dans lequel dans la position rétractée aucun

disque n'est transporté et les cylindres de comman-
de (101) sont hors de prise avec l'un quelconque
des disques.

3. Changeur de disques selon la revendication 1 ou 2,
dans lequel chacun des cylindres de com-

mande (101) est monté de manière pivotante sur
un plateau de support (103) à une position adjacen-
te à l'ouverture.

4. Changeur de disques selon l'une des revendica-
tions 1 à 3,

dans lequel les moyens de déplacement de
plateau (400) sont fournis pour positionner un dis-
que souhaité à une hauteur approximativement
égale à la hauteur des cylindres de commande
(101).
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5. Changeur de disques selon l'une des revendica-
tions 1 à 4,

dans lequel le plateau (301) comprend un pla-
teau de support de disque (301a),

dans lequel une paire d'encoches (301c) est
formée dans le plateau de support de disque
(301a),

et dans lequel les cylindres de commande
(101) sont fournis pour être insérés dans les enco-
ches (301c) à la position de transport de disque.

6. Changeur de disques selon l'une des revendica-
tions 1 à 5, comprenant en outre des moyens (410)
pour séparer des plateaux adjacents (301) d'un pla-
teau souhaité.

7. Changeur de disques selon l'une des revendica-
tions 1 à 6, dans lequel les cylindres de commande
(101) sont fournis pour transporter un disque inséré
depuis l'ouverture vers le dispositif de stockage de
disque (300), lorsque positionné à la position de
transport de disque, et fournis pour être positionnés
à la position rétractée après que le disque a été
stocké dans le dispositif de stockage de disque
(300).

8. Changeur de disques selon l'une quelconque des
revendications 1 à 7, dans lequel les cylindres de
commande (101) sont situés espacés et opposés
l'un de l'autre adjacents à l'ouverture.
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