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(54)  Spiral  filtration  module  having  bypass  prevention  flange. 

(57)  A  membrane  filtration  module  (10)  is  provided 
incorporating  a  seal  assembly  to  seal  the  annu- 
lar  space  or  bypass  channel  existing  between 
the  outer  diameter  of  the  filtration  cartridge  (14) 
and  the  inner  diameter  of  the  housing  (12)  in 
which  it  is  disposed.  The  seal  assembly  pre- 
vents  a  feed  stream  from  entering  the  bypass 
channel,  and  includes  a  pair  of  seals  (20)  each 
having  a  flexible  gasket  (22)  and  a  sleeve  (24) 
extending  perpendicularly  therefrom,  the  sleeve 
being  adapted  to  be  positioned  directly  on  the 
cartridge  (14).  This  positioning  prevents  the 
feed  stream  from  ever  coming  into  contact  with 
the  housing  (12). 
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This  invention  relates  in  general  to  the  field  of 
membrane  filtration  and,  more  particularly,  to  an  im- 
proved  device  for  preventing  the  bypass  of  feed  flow 
from  the  membrane  filtration  module. 

Semipermeable  membranes  are  utilized  in  both 
high  pressure  reverse  osmosis  and  low  pressure 
membrane  filtration  such  as  ultraf  iltration  and  micro- 
filtration  processes.  Atypical  filtration  cartridge  with- 
in  an  membrane  filtration  module  includes  mem- 
branes  wound  spirally  around  permeate  tubes  to  form 
the  cartridge.  A  number  of  like  cart  ridges  can  be  com- 
bined  inside  of  a  cylindrical  housing,  and  are  typically 
utilized  in  series  or  parallel  combinations  for  filtration 
of  a  wide  variety  of  food,  pharmaceutical,  electrode- 
position  paint,  and  industrial  waste  products. 

In  applications  such  as  food  and  pharmaceutical 
processing,  it  is  essential  that  the  filtration  system  be 
thoroughly  cleaned  after  processing  the  food  or  phar- 
maceutical  materials.  Continual  cleaning  can  also  be 
accomplished  during  processing  by  applying  an  over- 
wrap  of  plastic  netting  to  the  outer  diameter  of  the  spi- 
ral  membrane  cartridge  to  keep  the  filtering  mem- 
brane  spaced  away  from  its  associated  housing,  and 
utilizing  "controlled  bypass"  of  a  small  amount  of  a 
feed  stream  along  the  annular  space  between  the  in- 
side  wall  of  the  housing  and  the  outer  diameter  of  the 
filtering  membrane  cartridge,  which  space  is  some- 
times  referred  to  as  the  bypass  zone  or  bypass  chan- 
nel.  The  flow  of  fluid  within  this  annular  space  contin- 
ually  washes  away  and  precludes  buildup  of  material 
between  the  cartridge  and  the  housing  thereby  ach- 
ieving  the  goal  of  thorough  cleaning  of  the  bypass 
zone.  The  disadvantage  of  the  controlled  bypass  de- 
sign  is  that  in  most  cases  a  substantial  proportion  of 
the  feed  flow  will  bypass  the  filtration  membrane,  re- 
sulting  in  wasted  pump  energy  and  reduced  operating 
efficiency.  This  occurs  because  of  the  practical  diffi- 
culty  in  controlling  the  dimensions  of  the  outer  diam- 
eter  of  the  cartridge  and  the  inner  diameter  of  the 
housing  to  the  extent  necessary  to  prevent  a  loose 
cartridge  fit  and  preferential  feed  flow  through  the  re- 
sultant  gap. 

Alternatively,  it  is  sometimes  desirable  to  elimin- 
ate  the  feed  flow  bypass,  as  in  situations  where  the 
fluid  being  processed  tends  to  accumulate  or  become 
lodged  in  the  annulus  between  the  cartridge  and  the 
housing.  One  example  of  such  a  situation  is  the  elec- 
trodeposition  of  paint,  whereby  a  paint  and  waterfeed 
must  be  filtered.  It  is  critical  in  this  application  that  the 
paint  not  stagnate  anywhere  in  the  assembly,  as  it 
tends  to  solidify  and  plug  the  filtering  cartridge,  even 
solidifying  the  cartridge  within  the  housing,  making 
difficult  or  even  impossible  the  future  removal  of  the 
cartridge  for  cleaning  or  replacement  purposes. 

Elimination  of  this  feed  flow  bypass  problem  in- 
volves  sealing  the  small  space  or  annulus  between 
the  outer  diameter  of  the  cartridge  and  the  inner  di- 
ameter  of  the  housing.  There  are  several  methods 

currently  available  in  the  industry  to  seal  this  space 
and  thereby  prevent  the  bypass  problem.  One  design 
employs  O-ring  seals  and  associated  O-ring  holders 
on  the  opposed  ends  of  the  cartridge  as  an  inexpen- 

5  sive,  relatively  simplistic  approach  to  generating  a 
seal.  This  technique,  however,  has  several  disadvan- 
tages.  Atight  housing  tolerance  is  required,  as  well  as 
smooth  seal  surfaces,  both  of  which  result  in  in- 
creased  housing  costs.  Also,  a  large  amount  of  force 

w  is  required  for  insertion  of  large  diameter  O-rings 
around  the  cartridge.  Further,  the  O-ring  can  sustain 
damage  or  even  dislodge  as  the  cartridge  is  posi- 
tioned  within  the  housing. 

The  dislodging  of  or  damage  to  the  O-ring,  as  well 
15  as  the  difficulties  encountered  in  inserting  the  O- 

rings,  may  be  circumvented  by  utilizing  the  O-ring  as 
a  gasket  seal.  This  method,  however,  is  more  compli- 
cated  and  therefore  more  costly,  requiring  both  a 
large  diameter  O-ring  and  an  associated  compression 

20  plate  to  apply  an  external  force  to  the  O-ring.  These 
two  elements  result  in  excessive  blockage  of  the  spi- 
ral  feed  channel,  which  in  turn  creates  an  additional 
pressure  drop  and  decreased  filtering  performance. 
The  constant  compression  associated  with  this  com- 

25  pression  seal  design  places  the  cartridge  under  con- 
stant  stress  which  may  result  in  failure  of  the  spiral 
module.  Further,  the  compression  seal  design  re- 
quires  tight  dimensional  control  in  an  axial  direction, 
resulting  in  higher  cartridge  and  housing  costs. 

30  Another  conventional  bypass  method  employs  a 
brine  seal  and  an  associated  brine  seal  holder,  with 
the  seal  installed  at  one  end  or  both  ends  of  the  hous- 
ing.  This  design  is  slightly  more  expensive  than  the  O- 
ring  design  as  custom  designed  seals  and  molded 

35  plastic  seal  holders  are  typically  required,  although  it 
is  a  desirable  bypass  method  in  situations  where 
housing  tolerances  are  too  great  for  O-ring  seals  to  be 
effectively  utilized.  Specific  installation  methods  are 
required  for  brine  seals  so  as  to  prevent  accidental  re- 

40  verse  installation  which  would  render  the  seals  use- 
less.  One  disadvantage  to  this  design  is  that  the  brine 
seals  do  not  prevent  all  of  the  feed  flow  from  leaking 
through  the  contact  point  between  the  seal  and  the 
wall.  When  the  feed  stream  leaks  past  the  brine  seals 

45  and  into  the  bypass  channel  between  the  cartridge 
and  the  inside  diameter  of  the  housing,  resulting  san- 
itation  (e.g.,  for  milk  or  food  processing)  and/or  car- 
tridge  removal  (e.g.,  forelectrocoat  paint  processing) 
problems  tend  to  occur  because  of  the  relatively  stag- 

50  nant  flow  in  this  long  annular  space. 
A  third  conventional  bypass  method  in  the  indus- 

try  consists  of  using  a  brine  seal  without  an  associat- 
ed  holding  device.  In  this  method,  an  elastomeric  seal 
is  positioned  at  one  end  of  the  spiral  membrane  car- 

55  tridge  without  the  use  of  a  seal  holder  and  is  utilized 
to  seal  the  annular  bypass  channel.  Feed  pressure 
acts  to  flare  open  a  relatively  thin,  flexible  appendage 
of  the  seal  forcing  it  against  the  housing  wall,  thereby 
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generating  the  desired  sealing  effect.  The  flexibility 
and  method  of  operation  of  this  type  of  seal  dictate 
that  these  seals  only  be  installed  on  one  end  of  the 
cartridge.  While  brine  seals  are  effective  in  limiting 
the  bypass  flow,  the  bypass  channel  behind  the  seal  5 
tends  to  fill  with  concentrate  resulting  in  the  same 
sanitation  and  cartridge  removal  problems  associat- 
ed  with  brine  seals  with  holding  devices  as  discussed 
above.  Brine  seals  without  associated  holding  devic- 
es  have  several  other  disadvantages,  including  the  w 
loss  in  productivity  which  results  because  the  seals 
are  attached  to  the  outside  diameter  of  the  spiral  rath- 
er  than  to  the  end  of  the  spiral,  severely  limiting  the 
membrane  area  available  for  processing  the  fluid.  Ad- 
ditionally,  if  the  cartridge  is  mistakenly  installed  back-  15 
wards,  the  result  will  be  serious  bypass  which  would 
result  in  severe  membrane  performance  problems 
and  loss  of  energy  efficiency  of  the  cartridge.  Another 
of  the  disadvantages  of  the  brine  seal  is  that  a  hous- 
ing  containing  a  cartridge  utilizing  this  seal  must  be  20 
mounted  in  a  vertical  orientation,  as  horizontal  mount- 
ing  would  automatically  result  in  collapsing  the  seal 
under  the  weight  of  the  cartridge  on  one  side  and 
opening  the  bypass  channel  on  the  opposite  side  be- 
yond  the  seal's  expansion  limits.  This  eliminates  the  25 
ability  to  run  modules  in  series  as  the  height  of  a  vert- 
ically  oriented  system  would  quickly  become  a  prob- 
lem.  Building  parallel  instead  of  in-series  configura- 
tions  to  employ  brine  seal  cartridges  would  greatly  in- 
crease  the  system  cost,  as  more  valves,  fittings,  pip-  30 
ing  and  labor  would  be  required.  A  further  disadvan- 
tage  of  the  brine  seal  is  that  the  cartridge  using  this 
type  of  seal  cannot  be  operated  in  a  reverse  flow. 

Afourth  bypass  prevention  design  is  polymer  pot- 
ting,  a  method  in  which  the  cartridge  is  first  wrapped  35 
in  tape,  and  a  liquid  material  (typically  thermoset  resin 
such  as  epoxy)  is  then  injected  or  poured  into  a  por- 
tion  of  or  the  entire  annulus  between  the  cartridge 
and  the  housing.  The  liquid  material  is  then  allowed 
to  harden  and  completely  seal  the  bypass  channel.  40 
While  this  technique  of  bypass  prevention  is  very  ef- 
fective,  its  major  limitation  is  that  the  cartridge  be- 
comes  bonded  to  the  housing.  As  a  result,  the  housing 
must  always  be  replaced  when  replacing  the  car- 
tridge.  45 

It  is  therefore  an  object  of  this  invention  to  provide 
a  spiral  filtration  cartridge  having  a  bypass  preven- 
tion  device  which  extends  continuously  from  the  end 
caps  of  the  membrane  filtration  module  to  the  car- 
tridge  so  that  feed  flow  bypass  is  eliminated  and  nei-  50 
ther  sanitation  nor  cartridge  removal  problems  occur. 

It  is  another  object  of  this  invention  to  provide  a 
spiral  filtration  cartridge  having  a  bypass  prevention 
device  which  is  attached  to  the  outside  diameter  of 
the  cartridge  whereby  the  feed  flow  is  never  exposed  55 
to  the  housing  wall  so  that  there  can  be  no  blockage 
or  buildup  of  feed  flow  in  the  cartridge  feed  channel. 

It  is  a  further  object  of  the  present  invention  to 

provide  a  spiral  filtration  cartridge  having  a  bypass 
prevention  device  which  is  able  to  be  inserted  into  the 
housing  with  negligible  force  so  that  the  tendency  for 
seal  damage  during  installation  is  substantially  elim- 
inated. 

It  is  yet  another  object  of  the  present  invention  to 
provide  a  spiral  filtration  cartridge  having  a  bypass 
prevention  device  capable  of  operating  in  both  for- 
ward  or  reverse  flow  without  concern  for  the  integrity 
of  the  seal  and  without  need  for  a  seal  holder. 

It  is  a  still  further  object  of  the  present  invention 
to  provide  a  spiral  filtration  cartridge  having  a  bypass 
prevention  device  which  directly  attaches  to  the  car- 
tridge  (without  need  for  a  seal  holder)  and  which  is 
symmetrically  designed,  so  that  the  potential  for  im- 
proper  installation  is  eliminated. 

Still  another  object  of  the  present  invention  is  to 
provide  a  spiral  filtration  cartridge  having  a  bypass 
prevention  device  which  does  not  require  potting,  so 
that  the  cartridge  can  be  easily  replaced  without  ad- 
ditionally  replacing  the  housing  unit.  It  is  yet  a  further 
object  of  the  present  invention  to  provide  a  spiral  fil- 
tration  cartridge  having  a  bypass  prevention  device 
with  no  moving  appendages  so  that  the  housing  em- 
ploying  such  a  cartridge  can  be  installed  either  verti- 
cally  or  horizontally  without  affecting  the  seal  integri- 
ty- 

It  is  yet  another  object  of  the  present  invention  to 
provide  a  spiral  filtration  cartridge  having  a  bypass 
prevention  device  which  attaches  directly  to  the  filtra- 
tion  cartridge  and  which  does  not  achieve  its  seal  by 
contacting  the  inner  wall  of  the  housing,  so  that  effec- 
tive  bypass  prevention  can  be  achieved  even  in  sit- 
uations  having  relatively  high  housing  tolerances  be- 
tween  the  cartridge  and  the  associated  housing. 

To  accomplish  these  and  other  related  objects  of 
the  invention,  a  filtration  device  is  provided  which  in- 
cludes  a  housing  for  receiving  a  feed  stream  therein, 
a  spiral  filtration  cartridge,  and  a  seal  assembly  for 
sealing  the  annular  space  between  the  inner  diameter 
of  the  housing  and  the  outer  diameter  of  the  filtration 
cartridge.  The  seal  assembly  prevents  the  bypass  of 
feed  stream  into  the  annular  space  and  comprises  a 
gasket  and  a  sleeve  extending  perpendicularly  there- 
from.  The  seal  is  designed  to  be  positioned  directly 
onto  the  opposed  ends  of  the  cartridge  so  that  the 
feed  stream  never  contacts  the  inner  walls  of  the 
housing.  The  inner  diameter  of  the  sleeve  is  slightly 
smaller  than  the  outer  diameter  of  the  cartridge, 
wherein  the  seal  can  be  securely  retained  in  position 
on  the  cartridge  by  compression.  The  seal  is  typically 
constructed  of  a  flexible  material,  allowing  a  filtration 
cartridge  having  a  seal  positioned  thereon  to  be 
placed  within  a  housing  using  negligible  force. 

In  the  accompanying  drawings  which  form  a  part 
of  the  specification  and  are  to  be  read  in  conjunction 
therewith  and  in  which  like  reference  numerals  are 
used  to  indicate  like  parts  in  the  various  views: 
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Fig.  1  is  a  perspective  view  of  an  membrane  fil- 
tration  module  incorporating  a  bypass  seal  of  the 
present  invention,  with  portions  of  the  housing 
broken  away  for  purposes  of  illustration; 
Fig.  2  is  a  fragmentary  side  elevation  view  of  the  5 
membrane  filtration  module  taken  in  vertical 
cross-section  along  line  2-2  of  Fig.  1  in  the  direc- 
tion  of  the  arrows,  with  portions  of  the  filtration 
housing  and  cartridge  being  broken  away  for  pur- 
poses  of  illustration;  w 
Fig.  3  is  an  end  elevation  view  of  the  membrane 
filtration  module  taken  in  horizontal  cross- 
section  along  line  3-3  of  Fig.  2  in  the  direction  of 
the  arrows,  with  portions  of  the  housing  flange 
being  broken  away  for  purposes  of  illustration;  15 
and 
Fig.  4  is  an  enlarged  fragmentary  view  of  the  by- 
pass  seal  of  the  present  invention  incorporated 
onto  the  membrane  filtration  module. 
Turning  now  to  the  drawings  in  greater  detail,  and  20 

initially  to  Figs.  1  and  2,  a  filtration  module,  generally 
designated  by  the  numeral  10,  comprises  an  external 
housing  12  and  a  filtration  cartridge  14  positioned 
within  the  housing  12.  The  housing  12  is  coupled  with 
a  feed  stream  supply  line  15  at  one  end  and  a  perme-  25 
ate  discharge  line  16  and  a  concentrate  discharge  line 
17  at  the  other  end. 

While  only  a  single  filtration  module  10  is  depict- 
ed,  it  is  understood  that  multiple  modules  10  can  be 
placed  end-to-end  or  otherwise  utilized  in  series  with-  30 
in  a  single  multi-element  housing.  Housing  12  is  typ- 
ically  an  elongated  cylinder  but  can  be  of  other  con- 
figurations  if  desired.  The  housing  12  includes  an  inlet 
18  which  is  connected  to  feed  stream  supply  line  15 
and  allows  a  feed  stream  to  be  introduced  into  the  in-  35 
terior  volume  of  the  housing  12.  An  outlet  19  is  pro- 
vided  at  an  opposite  end  of  the  housing  and  permits 
removal  of  both  the  permeate  and  concentrate  from 
the  housing  12. 

In  accordance  with  the  present  invention,  bypass  40 
seals  20  are  provided  within  the  housing  12  to  gener- 
ate  a  seal  between  the  housing  12  and  the  filtration 
cartridge  14.  As  can  best  be  seen  in  Figs.  2  and  3, 
each  bypass  seal  20  comprises  a  flange  gasket  22 
and  a  sleeve  24  extending  perpendicularly  therefrom.  45 
Apertures  26  for  mounting  bolts  are  provided  in  the 
flange  22.  Preferably,  the  bypass  seals  20  are  con- 
structed  of  a  flexible  material  which  is  compatible  with 
the  fluids  encountered  in  module  10  and  is  capable  of 
forming  a  fluid-tight  seal.  In  one  embodiment,  the  50 
seals  20  are  constructed  of  a  suitable  rubbermaterial. 

Cartridge  14  is  also  typically  an  elongated  cylin- 
der  and  includes  a  permeate  tube  28  positioned  along 
the  center  longitudinal  axis  of  the  cartridge  14.  The 
permeate  tube  28  is  closed  at  the  inlet  end  of  the  55 
housing  12  by  a  plug  29  and  is  connected  at  the  op- 
posite  end  to  a  flow  line  30  which  connects  to  the  per- 
meate  discharge  line  16.  A  plurality  of  openings  31  are 

positioned  along  the  tube  28  to  allow  permeate  to  en- 
ter  the  tube  28.  As  can  best  be  seen  in  Fig.  2,  the  outer 
diameter  of  the  permeate  flow  line  30  is  sufficiently 
smaller  than  the  inner  diameter  of  the  housing  outlet 
19  to  allow  the  concentrate  to  flow  in  the  annular 
space  between  housing  outlet  1  9  and  the  flow  line  30. 

As  can  be  seen  in  Fig.  3,  a  leaf  32  is  spirally 
wound  around  the  permeate  tube  28.  The  leaf  32  op- 
erates  to  separate  the  feed  stream  into  concentrate 
and  permeate  streams.  The  leaf  32  comprises  a  per- 
meate  carrier  layer  sandwiched  between  two  mem- 
brane  layers,  and  spacers  (not  shown)  which  sepa- 
rate  the  layers  of  the  wound  leaf  32  to  allow  the  feed 
stream  to  pass  therethrough.  Permeate  flows  along 
the  permeate  carrier  in  a  spiral  path  to  the  tube  28, 
entering  the  permeate  tube  28  through  openings  31. 
The  permeate  then  flows  from  the  permeate  tube  28 
into  the  permeate  flow  line  30  and  is  removed  from 
the  filtration  module  10  through  permeate  discharge 
line  16. 

Turning  again  to  Figs.  1  and  2,  a  layer  of  tape  34 
is  wound  around  the  cartridge  14  from  end  to  end  to 
prevent  epoxy  from  wicking  onto  the  membrane  sur- 
face  during  the  overwrap  operation  to  be  discussed 
below.  Bypass  seals  20  are  then  positioned  onto  the 
opposed  ends  of  the  cartridge  14,  as  by  sliding  or  the 
like.  The  inner  diameter  of  the  sleeve  24  of  each  seal 
20  is  slightly  smaller  than  the  outer  diameter  of  the 
cartridge  14  with  the  tape  34  wrapped  therearound, 
whereby  the  seals  20  are  retained  securely  in  position 
by  means  of  compression  forces  acting  between  the 
sleeves  24  and  the  cartridge  14.  The  cartridge  14  and 
the  associated  seals  20  are  then  encapsulated  by  an 
overwrap  36  typically  comprising  a  combination  of 
epoxy  and  glass  fibers.  This  fiberglass/epoxy  over- 
wrap  36  prevents  the  leakage  of  feed  material  from 
the  cartridge  into  the  annular  space  between  the  out- 
er  diameter  of  the  cartridge  14  and  the  innerdiameter 
of  the  housing  12,  which  space  is  generally  referred 
to  as  the  bypass  zone  or  bypass  channel  38.  The 
overwrap  36  also  helps  to  retain  the  bypass  seals  20 
on  the  ends  of  the  cartridge  14. 

The  cartridge  14  having  the  bypass  seals  20  and 
the  fiberglass/epoxy  overwrap  36  positioned  thereon 
is  then  loaded  into  the  housing  14  by  deform  ing  or  col- 
lapsing  the  flange  gasket  22  of  one  of  the  seals  20 
and  sliding  the  cartridge  14  axially  into  place  within 
the  housing  12.  Once  the  cartridge  14  is  properly 
positioned  within  the  housing  12,  the  flange  22  is  re- 
turned  to  its  original  shape.  In  this  manner,  there  is 
negligible  insertion  force  on  the  seal  20,  virtually  elim- 
inating  the  potential  for  seal  damage  during  insertion. 
Endcaps  40  are  then  placed  onto  the  ends  of  housing 
12  and  sandwich  the  flange  22  of  each  seal  20  be- 
tween  a  housing  flange  41  and  the  endcaps  40.  Bolts 
42  are  inserted  through  openings  (not  shown)  in  the 
endcaps  40  and  housing  flanges  41  and  the  associ- 
ated  apertures  26  in  the  seals  20  and  are  secured  by 
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nuts  44.  Upon  tightening  of  nuts  44,  the  flange  portion 
22  of  seal  20  functions  as  a  gasket  to  provide  a  fluid- 
tight  seal  between  the  endcap  40  and  housing  flange 
41.  Notably,  the  flange  22  and  sleeve  24  in  each  by- 
pass  seal  20  cooperate  to  block  fluid  from  passing  5 
from  the  ends  of  the  cartridge  14  into  the  bypass 
channel  38.  The  overwrap  36  likewise  prevents  pas- 
sage  of  fluid  from  flowing  from  the  outer  surface  of 
the  cartridge  14  into  the  bypass  channel  38.  The  by- 
pass  channel  38  is  thus  effectively  sealed  from  the  w 
fluid  flowing  within  filtration  module  10. 

In  use,  a  liquid  to  be  filtered  is  introduced  as  a 
feed  stream  into  the  filtration  module  10  from  a  feed 
stream  manifold  40  through  housing  inlet  1  8.  The  per- 
meate  plug  29  prevents  unf  iltered  feed  from  entering  15 
permeate  tube  28.  As  the  feed  travels  through  the  fil- 
tration  cartridge  14,  the  feed  is  divided  into  concen- 
trate  and  permeate.  The  permeate  is  directed  to  the 
permeate  tube  28  by  the  permeate  carrier  layer  of  the 
spirally  wound  leaf  32  surrounding  the  permeate  tube  20 
28.  The  permeate  travels  through  the  permeate  flow 
line  30  and  exits  the  cartridge  14  through  permeate 
discharge  line  16,  where  it  is  then  directed  to  a  per- 
meate  discharge  manifold  42.  The  concentrate  exits 
the  cartridge  14  through  the  concentrate  discharge  25 
line  17,  and  is  then  directed  to  a  concentrate  dis- 
charge  manifold  44  for  removal. 

Because  the  bypass  seals  20  of  the  present  in- 
vention  extend  continuously  from  the  endcaps  40  to 
the  cartridge  14,  there  is  no  interaction  between  the  30 
feed  stream  and  the  housing  1  2  other  than  at  the  end- 
caps  40,  and  thus  the  feed  stream  is  prevented  from 
contacting  the  housing  12  or  leaking  into  the  bypass 
channel  38.  Additionally,  as  the  seals  20  are  secured 
to  the  outer  diameter  of  the  cartridge,  the  feed  stream  35 
is  prevented  from  getting  behind  the  seals  20  and 
possibly  stagnating  there,  which  potentially  could 
lead  to  clogging  or  sanitation  problems  as  discussed 
above.  All  of  the  feed  stream  is  thus  forced  to  flow 
through  the  cartridge  14  and  results  in  increased  and  40 
more  stable  filtering  performance  with  less  pumping 
energy. 

Further,  since  the  sealing  effect  does  not  depend 
on  any  moving  or  compressible  parts,  as  is  required 
by  the  brine  seal  or  the  brine  seal  of  conventional  de-  45 
sign,  the  filtration  module  10  incorporating  the  by- 
pass  seal  assembly  20  of  the  present  invention  can  be 
installed  either  vertically  or  horizontally,  and  addition- 
ally  can  be  operated  in  both  forward  and  reverse  flow, 
all  without  compromising  the  integrity  of  the  sealing  50 
effect. 

Notably,  because  the  seal  20  is  positioned  direct- 
ly  on  the  cartridge  and  never  contacts  the  inner  wall 
of  the  housing,  there  is  no  need  for  small  housing  tol- 
erances  between  the  cartridge  and  the  inner  wall  of  55 
the  associated  housing. 

From  the  foregoing,  it  will  be  seen  that  this  inven- 
tion  is  one  well  adapted  to  attain  all  the  ends  and  ob- 

jects  hereinabove  setforth  together  with  other  advan- 
tages  which  are  obvious  and  which  are  inherent  to  the 
structure. 

It  will  be  understood  that  certain  features  and 
subcombinations  are  of  utility  and  may  be  employed 
without  reference  to  other  features  and  subcombina- 
tions.  This  is  contemplated  by  and  is  within  the  scope 
of  the  claims. 

Since  many  possible  embodiments  may  be  made 
of  the  invention  without  departing  from  the  scope 
thereof,  it  is  to  be  understood  that  all  matter  herein  set 
forth  or  shown  in  the  accompanying  drawings  is  to  be 
interpreted  as  illustrative  and  not  in  a  limiting  sense. 

Claims 

1.  A  device  for  use  in  filtration  of  a  liquid  feed 
stream,  said  device  comprising:  a  housing  includ- 
ing  an  inlet  for  receiving  the  feed  stream  at  one 
end  thereof;  a  filtration  cartridge  for  separating 
the  feed  stream  into  concentrate  and  permeate, 
the  cartridge  being  disposed  within  the  housing 
in  spaced  relationship  to  the  housing,  the  spaced 
relationship  presenting  an  essentially  annular 
space;  a  seal  extending  between  the  housing  and 
cartridge  for  preventing  the  feed  stream  from  en- 
tering  the  annular  space  between  the  cartridge 
and  the  housing,  the  seal  comprising  a  gasket  se- 
cured  to  the  housing  and  a  sleeve  extending  from 
the  gasket  and  secured  to  the  cartridge;  a  first 
outlet  coupled  with  the  housing  for  accommodat- 
ing  withdrawal  of  permeate;  and  a  second  outlet 
coupled  with  the  housing  for  discharging  the  con- 
centrate  therefrom. 

2.  The  device  as  set  forth  in  claim  1  ,  wherein  the 
seals  preclude  the  feed  stream  from  contacting 
the  housing. 

3.  The  device  as  set  forth  in  claim  2,  wherein  the 
seal  is  positioned  at  an  end  of  the  filtration  car- 
tridge  adjacent  the  inlet  and  wherein  a  second 
seal  is  positioned  at  an  opposite  end  of  the  filtra- 
tion  cartridge,  said  second  seal  having  a  gasket 
secured  to  the  housing  and  a  sleeve  secured  to 
the  cartridge. 

4.  The  device  as  set  forth  in  claim  3,  wherein  the 
sleeve  of  each  seal  is  formed  of  resilient  material. 

5.  The  device  as  set  forth  in  claim  4,  wherein  the 
sleeve  of  each  seal  has  an  inner  diameter  slightly 
smaller  than  the  outer  diameter  of  the  cartridge, 
to  allow  the  seals  to  be  retained  in  position  on  the 
cartridge  by  means  of  compression. 

6.  The  device  as  set  forth  in  claim  5,  including 
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means  to  encapsulate  the  cartridge  and  the 
sleeves  of  the  associated  seals. 

7.  The  device  as  set  forth  in  claim  1,  wherein  the 
gasket  of  each  seal  is  constructed  of  a  resilient  5 
material  which  can  be  temporarily  deformed  in  re- 
sponse  to  a  pressure  exerted  thereon. 

8.  A  device  for  use  in  filtration  of  a  liquid  feed 
stream,  the  device  comprising:  a  housing  includ-  w 
ing  means  for  receiving  the  feed  stream  at  one 
end  thereof;  a  filtration  cartridge  for  separating 
the  feed  stream  into  concentrate  and  permeate, 
the  cartridge  being  disposed  within  the  housing 
in  spaced  relationship  to  the  housing  to  accom-  15 
modate  the  selective  removal  of  the  cartridge 
from  the  housing,  the  spaced  relationship  pre- 
senting  an  essentially  annular  space;  means  for 
preventing  the  feed  stream  from  entering  the  an- 
nular  space  between  the  cartridge  and  the  hous-  20 
ing,  the  prevention  means  including  a  pair  of  flex- 
ible  seals  positioned  on  opposed  ends  of  the  car- 
tridge,  each  seal  comprising  a  gasket  and  a 
sleeve  extending  perpendicularly  therefrom; 
means  for  encapsulating  the  cartridge  and  the  25 
seals  positioned  thereon;  means  coupled  with 
the  housing  for  accommodating  withdrawal  of 
permeate;  and  means  coupled  with  the  housing 
for  discharging  the  concentrate  therefrom. 

30 
9.  The  device  as  set  forth  in  claim  8,  wherein  the  in- 

ner  diameter  of  the  sleeve  is  slightly  smaller  than 
the  outer  diameter  of  the  cartridge,  whereby  the 
seals  are  adapted  to  be  securely  retained  in  pos- 
ition  on  the  cartridge  by  means  of  compression.  35 

10.  Aseal  assembly  for  use  in  a  filtration  module  hav- 
ing  a  filtration  cartridge,  the  seal  assembly  com- 
prising:  a  pair  of  seals,  each  seal  comprising  a 
flange  gasket  and  a  sleeve  extending  perpendi-  40 
cularly  therefrom,  wherein  the  sleeve  is  adapted 
to  be  received  on  the  end  of  the  filtration  car- 
tridge. 

11.  The  seal  assembly  as  set  forth  in  claim  10,  45 
wherein  the  inner  diameter  of  the  sleeve  is  slight- 
ly  smaller  than  the  inner  diameter  of  the  filtration 
cartridge  whereby  the  sleeve  is  retained  on  the 
cartridge  by  means  of  compression. 

50 

55 
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