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Description

[Technical Field]

[0001] The present invention relates to a transfer sys-
tem according to claim 1 and a transfer method according
to claim 6 which transfer a fine pattern formed on a sheet-
shaped mold to a molding target.

[Background Art]

[0002] In recent years, a nano-imprint technology has
been researched and developed. In this technology, a
hyperfine transfer pattern is formed on a quartz substrate
or the like by an electron beam lithography and the like,
whereby a mold is fabricated, then the mold is pressed
against a molding target with a predetermined pressure,
and the transfer pattern formed on the mold concerned
is transferred thereto (for example, refer to Non-Patent
Literature 1).
[0003] As a method of molding a nano-order fine pat-
tern (transfer pattern) at low cost, an imprint method using
a lithography has been devised. This molding method is
broadly classified into a thermal imprint method and a
UV imprint method.
[0004] In the thermal imprint method, a mold is pressed
against a substrate, and is heated up to a temperature
at which resin (thermoplastic resin) made of a thermo-
plastic polymer becomes sufficiently capable of flowing,
whereby the resin is flown into the fine pattern, thereafter,
the mold and the resin are cooled down to a glass tran-
sition temperature or less, then the fine pattern trans-
ferred to the substrate is cured, and thereafter, the mold
is separated from the substrate.
[0005] In the UV imprint method, a transparent mold
capable of transmitting light therethrough is used. The
mold is pressed against a UV curable liquid, and UV ra-
diation light is applied thereto. The radiation light is ap-
plied for an appropriate time, whereby the liquid is cured,
and the fine pattern is transferred to the substrate, and
thereafter, the mold is separated therefrom.
[0006] Moreover, there has been proposed a method
using a sheet-shaped mold when the above-described
transfer is performed (for example, refer to Patent Liter-
ature 1).

[Citation List]

[Patent Literature]

[0007] JP 2011-20272 A.
[0008] JP 2009 214323 A

[Non Patent Literature]

[0009] Precision Engineering Journal of the Interna-
tional Societies for Precision Engineering and Nanote-
chnology 25(2001) 192-199.

[Summary of Invention]

[Technical Problem]

[0010] Incidentally, in a transfer device using the
above-described conventional sheet-shaped mold, the
transfer device is arranged between an unused rolled
mold and the rolled mold after the transfer, and a molding
target demolding device is provided so as to accompany
this transfer device. The molding target demolding device
is a device that separates the molding target and the
mold from each other after the transfer.
[0011] Hence, it is necessary to peel off the molding
target from the mold after the transfer, and to perform
next transfer after this peeling. Therefore, there is a prob-
lem that the transfer cannot be performed efficiently.
[0012] The present invention has been made in con-
sideration of the foregoing problem. It is an object of the
present invention to provide a transfer system that trans-
fers the fine transfer pattern formed on the sheet-shaped
mold to the molding target, and can perform the transfer
efficiently.

[Solution to Problem]

[0013] A first aspect of the present invention is a trans-
fer system comprising: a conveying/positioning device
configured to convey and position a flat sheet-shaped
mold in a predetermined direction, on which a fine trans-
fer pattern is formed; a transfer device configured to
transfer the fine transfer pattern to a molding target, the
transfer device being provided on an upstream side in
the conveying direction of the conveying/positioning de-
vice; and a peeling device configured to peel off the
sheet-shaped mold and the molding target from those
mutually clinging to each other, after the transfer by the
transfer device is performed and the conveyance by the
conveying/positioning device is performed, the peeling
device being provided on a downstream side in the con-
veying direction of the conveying/positioning device,
wherein the conveying/positioning device stops convey-
ance of the flat sheet-shaped mold when the transfer
device performs the transfer or the peeling device per-
forms the peeling.
[0014] The transfer system may further comprise: a
sheet-shaped mold production device configured to form
a fine transfer pattern on a sheet-shaped raw material to
produce the sheet-shaped mold. In this case, a plurality
of unit sets are provided with respect to the one sheet-
shaped mold production device, and each unit set in-
cludes the one conveying/positioning device, the one
transfer device and the one peeling device.
[0015] The transfer device may comprise a press body
and a molding target placing body configured to place
the molding target thereon, the transfer device is config-
ured to sandwich the molding target and the flat sheet-
shaped mold by the press body and the molding target
placing body to perform the transfer. The press body may
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be configured to perform the sandwiching by a shock-
absorbing material.
[0016] The press body may include: a base material
composed of a highly rigid material; the shock-absorbing
material provided in a layer shape so as to cover the base
material; and a mold contact material composed of a ma-
terial less likely to cling onto the sheet-shaped mold, the
mold contact material being provided in a layer shape so
as to cover the shock-absorbing material.
[0017] The flat sheet-shaped mold may be a sheet-
shaped mold pulled out from a rolled mold in which the
sheet-shaped mold is wound. The fine transfer pattern
may be formed on a transfer pattern forming area as a
part of the sheet-shaped mold, and a laminate film may
be provided on a region of the sheet-shaped mold, the
region being other than the transfer pattern forming area.
[0018] A second aspect of the present invention is a
transfer method performed by using the transfer system
as described above.

[Advantageous Effects of Invention]

[0019] In accordance with the present invention, in the
transfer system that transfers the fine transfer pattern
formed on the sheet-shaped mold to the molding target,
the transfer can be performed efficiently.

[Brief Description of Drawings]

[0020]

Fig. 1 is a view showing an outline of a transfer sys-
tem according to an embodiment of the present in-
vention.
Fig. 2 is a plan view showing the outline of the transfer
system.
Fig. 3 is a plan view showing the outline of the transfer
system.
Figs. 4(a) and 4(b) are views showing size and po-
sition relationships between a flat sheet-shaped
mold and respective contact members and the like.
Figs. 5(a) and 5(b) are views showing size and po-
sition relationships between the flat sheet-shaped
mold and the respective contact members and the
like.
Fig. 6 is a perspective view showing a schematic
configuration of a transfer device.
Fig. 7 is a view showing the schematic configuration
of the transfer device.
Figs. 8(a) to 8(c) are cross-sectional arrow views of
the transfer device.
Figs. 9(a) and 9(b) are views showing an outline and
operation of the transfer device.
Figs. 10(a) and 10(b) are views showing the outline
and operation of the transfer device.
Figs. 11(a) and 11(b) are views showing the outline
and operation of the transfer device.
Figs. 12(a) and 12(b) are views showing the outline

and operation of the transfer device.
Figs. 13(a) and 13(b) are views showing the outline
and operation of the transfer device.
Figs. 14(a) and 14(b) are views showing the outline
and operation of the transfer device.
Fig. 15 is a view showing the outline and operation
of the transfer device.
Figs. 16(a) and 16(b) are views showing an outline
and operation of a peeling device.
Figs. 17(a) and 17(b) are views showing the outline
and operation of the peeling device.
Figs. 18(a) and 18(b) are views showing the outline
and operation of the peeling device.
Figs. 19(a) and 19(b) are views showing the outline
and operation of the peeling device.
Figs. 20(a) and 20(b) are views showing the outline
and operation of the peeling device.
Fig. 21 is an enlarged view of a portion XXI in Fig. 9
(a) .
Fig. 22 is a view showing an outline of a sheet-
shaped mold production device.
Fig. 23 is a view showing an outline of a sheet-
shaped mold production device according to a mod-
ification example.
Figs. 24(a) to 24(c) are views showing a sheet-
shaped mold.
Fig. 25 is a plan view showing an outline of a transfer
system including the sheet-shaped mold production
device.
Figs. 26(a) to 26(c) are views showing a XXVI-XXXVI
cross section in Fig. 24(a).
Figs. 27 (a) and 27 (b) are a schematic view of the
transfer device, and a schematic view of a transfer
device according to the modification example, re-
spectively.
Fig. 28 is a schematic view of the transfer device
according to the modification example.
Figs. 29(a) and 29(b) are schematic views of the
transfer device according to the modification exam-
ple.
Figs. 30(a) and 30(b) are schematic views of the
transfer device according to the modification exam-
ple.
Figs. 31(a) and 31(b) are views showing a moving
body supporting body for use in the transfer device
according to the modification example.

[Description of Embodiments]

[0021] Fig. 1 is a view showing an outline of a transfer
system 1 in which a conveying/positioning device (sheet-
shaped mold conveying/positioning device) 3 according
to an embodiment of the present invention is used, and
Fig. 2 and Fig. 3 are plan views showing the outline of
the transfer system 1.
[0022] The transfer system 1 is a system that transfers
a fine transfer pattern M1 formed on a sheet-shaped mold
M to a molding target W. The transfer system 1 includes:
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a conveying/positioning device 3; a transfer device 5; and
a peeling device 7.
[0023] Fig. 6 and Fig. 7 are perspective views showing
a schematic configuration of the transfer device 5, and
Figs. 8(a) and 8(b) are cross-sectional arrow views of the
transfer device 5: Fig. 8(a) is a VIIIA-VIIIA cross-sectional
arrow view in Fig. 6; Fig. 8(b) is a VIIIB-VIIIB cross-sec-
tional arrow view in Fig. 6; and Fig. 8(c) is a view showing
a C-C cross section in Fig. 8(b). Note that, in Fig. 8(a),
display of a bellows 107 and a lower contact member
109, which will be described later in detail, is omitted.
Figs. 9(a) and 9(b) to Fig. 15 are views showing an outline
and operation of the transfer device 5, Figs. 16(a) and
16(b) to Figs. 20(a) and 20(b) are views showing an out-
line and operation of the peeling device 7, and Fig. 21 is
an enlarged view of a portion XXI in Fig. 9(a).
[0024] The conveying/positioning device 3 forms the
sheet-shaped mold M into a flat shape at a predetermined
spot by conveyance of the sheet-shaped mold M, and
positions this flat sheet-shaped mold MA in a predeter-
mined direction. Here, the predetermined spot is between
an unused-mold placing device 9 and a mold rolling-up
device 11, for example. The predetermined direction is
a horizontal direction going from the unused-mold placing
device 9 toward the mold rolling-up device 11, for exam-
ple. Note that the conveyance and positioning of the flat
sheet-shaped mold MA are performed for preparation of
transfer or peeling. In this transfer, the fine transfer pat-
tern of the flat sheet-shaped mold MA is transferred to
the flat molding target W by using the transfer device 5.
In this peeling, the molding target W clinging onto the
sheet-shaped mold MA by this transfer is peeled off from
the sheet-shaped mold.
[0025] A sheet-shaped mold position detection device
183 (refer to Fig. 1, Fig. 26) is provided in the convey-
ing/positioning device 3. When the sheet-shaped mold
position detection device 183 detects a predetermined
part of the conveyed flat sheet-shaped mold MA, the con-
veyance of the sheet-shaped mold MA is stopped, and
the sheet-shaped mold MA is positioned with respect to
the transfer device 5.
[0026] Note that, for example, the fine transfer pattern
M1 is a pattern, which is formed of a large number of fine
irregularities, and has a height and a pitch, which are
substantially equal to a wavelength of visible light, or
slightly larger or slightly smaller than the wavelength of
the visible light. The fine transfer pattern M1 is formed
on one surface in a thickness direction of the sheet-
shaped mold M. That is to say, in Fig. 1 and Figs. 9(a)
and 9(b) to Figs. 20(a) and 20(b), the fine transfer pattern
is formed on a lower surface of the flat sheet-shaped
mold MA.
[0027] The transfer device 5 transfers the fine transfer
pattern M1, which is formed on the flat sheet-shaped
mold MA, to the molding target (transfer target) W by
pressing the molding target W by the flat sheet-shaped
mold MA. The transfer device 5 is provided on an up-
stream side (left side in Fig. 1, Figs. 9(a) and 9(b) to Figs.

20(a) and 20(b), and the like) in a conveying direction of
the sheet-shaped mold M by the conveying/positioning
device 3.
[0028] The peeling device (molding target separation
device) 7 peels off the sheet-shaped mold MA and the
molding target (post-transfer molding target) W, which
are subjected to the transfer by the transfer device 5 and
thus cling onto each other, from each other. That is, the
peeling device 7 peels off or separates the molding target
W from the sheet-shaped mold MA. The peeling device
7 is provided on a downstream side (downstream side
of the transfer device 5 apart from the transfer device 5:
right side in Fig. 1, Figs. 9(a) and 9(b) to Figs. 20(a) and
20(b), and the like) in the conveying direction of the sheet-
shaped mold MA by the conveying/positioning device 3.
[0029] Note that the peeling device 7 performs peeling
when the transfer device 5 performs next another trans-
fer. The next another transfer is performed after the trans-
fer device 5 performs transfer and the conveying/posi-
tioning device 3 conveys and positions the sheet-shaped
mold MA and the molding target W clinging onto this
sheet-shaped mold MA. Moreover, the conveying/posi-
tioning device 3 performs the conveying and positioning
of the sheet-shaped mold MA and the molding target W
by rolling up the flat sheet-shaped mold MA by the mold
rolling-up device 11.
[0030] Moreover, the transfer system 1 comprises: a
first stocker (pre-transfer molding target, pre-transfer
substrate stocker) 13; a first conveying device (pre-trans-
fer molding target conveying device) 15; a second stock-
er (post-transfer molding target stocker, already trans-
ferred substrate stocker) 17; and a second conveying
device (post-transfer molding target conveying device)
19.
[0031] The first stocker 13 stores a plurality of the mold-
ing targets W before being transferred in the transfer de-
vice 5. The first conveying device 15 supplies the molding
targets W, which are stored in the first stocker 13, to the
transfer device 5 sheet by sheet (that is, one by one).
[0032] The second stocker 17 stores the plurality of
molding targets W after being transferred in the transfer
device 5. The second conveying device 19 supplies the
post-transfer molding targets W, which are peeled off
from the sheet-shaped mold MA, to the second stocker
17 sheet by sheet.
[0033] The first conveying device 15 includes a robot
21 and slider 23. The slider 23 takes out the pre-transfer
molding targets W, which are stored in the first stocker
13, from the first stocker 13 sheet by sheet, and delivers
the pre-transfer molding targets W concerned to the robot
21 sheet by sheet.
[0034] The second conveying device 19 includes the
robot 21 and a slider 25. The slider 25 stores the post-
transfer molding targets W, which are received from the
robot 21, in the second stocker 17 sheet by sheet.
[0035] Moreover, the transfer system 1 comprises a
sheet-shaped mold production device 27.
[0036] Fig. 22 is a view showing an outline of the sheet-

5 6 



EP 2 540 474 B1

5

5

10

15

20

25

30

35

40

45

50

55

shaped mold production device 27.
[0037] The sheet-shaped mold production device 27
produces the sheet-shaped mold M by forming the fine
transfer pattern M1 on one surface in a thickness direc-
tion of a sheet-shaped raw material M2. The fine transfer
pattern M1 is formed by the transfer, for example. In the
transfer system 1, with respect to one sheet-shaped mold
production device 27, there are provided a plurality of
units (conveying/transfer/peeling units) 29, each of which
includes, as a set, one conveying/positioning device 3,
one transfer device 5, and one peeling device 7.
[0038] That is to say, as shown in Fig. 25, the plurality
of units 29 are provided with respect to the one sheet-
shaped mold production device 27. Then, the sheet-
shaped molds M produced by the sheet-shaped mold
production device 27 are supplied to the respective units
29. A number ratio of the units 29 to the sheet-shaped
mold production device 27 is determined so that an idling
time of each of the sheet-shaped mold production device
27 and the units 29 can become minimum to most effi-
ciently perform the transfer from the sheet-shaped mold
M to the molding targets W with reference to a tact time
of the sheet-shaped mold production device 27 and a
tact time of the units 29.
[0039] Note that each of the units 29 may include the
first stocker 13, the first conveying device 15, the second
stocker 17, and the second conveying device 19.
[0040] For example, as shown in Fig. 9(a), the transfer
device 5 is configured to sandwich and transfer the mold-
ing target W and the flat sheet-shaped mold MA by a
press body 31 and a molding target placing body 33 that
places the molding target W thereon.
[0041] The press body 31 is configured so as sandwich
the molding target W and the flat sheet-shaped mold MA
by a flat shock-absorbing material 35. This flat shock-
absorbing material is a shock-absorbing material com-
posed of an elastic material such as hard rubber and soft
resin, through which an ultraviolet ray transmits.
[0042] In a state where the molding target placing body
33 and the press body 31 sandwiches the sheet-shaped
mold MA and the molding target W, the molding target
W contacts the molding target placing body 33, the sheet-
shaped mold MA contacts the molding target W, and the
press body 31 contacts the sheet-shaped mold MA (for
example, refer to Fig. 12(a)).
[0043] As shown in Fig. 21, the press body 31 of the
transfer device 5 includes: a flat base material (for ex-
ample, backup glass) 37 made of a highly rigid material
such as glass, through which the ultraviolet ray transmits;
the shock-absorbing material 35 provided in a layer
shape so as to cover this base material 37; and a flat
mold contact material 39 made of a material (for example,
glass, PET resin), through which the ultraviolet ray trans-
mits, and onto which the sheet-shaped mold M is less
likely to cling (for example, a material with a small friction
coefficient). The mold contact material 39 is provided in
a layer shape (such a thin layer shape that is elastically
deformed in response to elastic deformation of the shock-

absorbing material 35) so as to cover the shock-absorb-
ing material 35.
[0044] In the state where the molding target placing
body 33 and the press body 31 sandwiches the sheet-
shaped mold MA and the molding target W, the mold
contact member 39 is brought into contact with the sheet-
shaped mold MA.
[0045] The flat sheet-shaped mold MA is a sheet-
shaped mold pulled out from the unused rolled mold MB
in which the sheet-shaped mold M is wound. The flat
sheet-shaped mold MA is extended, for example, in a
horizontal direction between the unused-mold placing
device 9 and the mold rolling-up device 11 (refer to Fig.
1 and the like).
[0046] The fine transfer pattern M1 shown in Fig. 21 is
formed on each transfer pattern forming area AE1 as a
part of the sheet-shaped mold M. Spacers (laminate
films) S1 are provided (refer to Figs. 24(a) to 24(c)) on
at least a part of a region AE2 of the sheet-shaped mold
M. The region AE2 is an area other than the transfer
pattern forming area. Note that Fig. 24(a) is a plan view
of the flat sheet-shaped mold MA, and Fig. 24 (b) is a
view showing a B-B cross section in Fig. 24(a).
[0047] As shown in Fig. 24(c) (cross-sectional view of
the unused rolled mold MB), each laminate films S1 has
a predetermined thickness sufficient for preventing a fine
transfer pattern M1; Mx1 (transfer pattern forming area
AE1) of the sheet-shaped mold M (Mx) forming the un-
used rolled mold MB from being pressed by the sheet-
shaped mold M (My) adjacent and opposite to the fine
transfer pattern M1 (Mx1). For example, the thickness
prevents the fine transfer pattern M1 (Mx1) from contact-
ing the sheet-shaped mold M (My).
[0048] As already understood, the sheet-shaped mold
M is formed to be long with a predetermined width. Note
that a direction perpendicular to paper surfaces of Fig. 1
and Figs. 9(a) and 9(b) to Fig. 22 is a width direction of
the sheet-shaped mold M.
[0049] As shown in Fig. 24(a), the fine transfer pattern
M1 is formed on the rectangular area AE1, for example.
This transfer pattern forming area AE1 having a rectan-
gular shape is smaller in width than the sheet-shaped
mold M. When viewed from the thickness direction of the
sheet-shaped mold M, the transfer pattern forming area
AE1 is located at substantially a midpoint of the sheet-
shaped mold M while a width direction thereof coincides
with the width direction of the sheet-shaped mold M. In
a longitudinal direction of the sheet-shaped mold M, a
plurality of the transfer pattern forming areas AE1 are
arrayed at a predetermined interval (at a pitch p1) in the
longitudinal direction of the sheet-shaped mold M.
[0050] The conveying/positioning device 3 includes:
the unused-mold placing device (supply roller) 9 placing
the unused rolled mold MB; and the mold rolling-up de-
vice (rolling-up roller) 11 that rolls up the sheet-shaped
mold MA supplied (pulled out) from the unused rolled
mold MB placed in this unused-mold placing device 9.
Then, as mentioned above, the sheet-shaped mold MA
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is extended out and is formed into the substantially flat
shape between the unused-mold placing device 9 and
the mold rolling-up device 11 (refer to Fig. 1 and the like) .
Note that the unused-mold placing device 9 and the mold
rolling-up device 11 are provided integrally on a bed 45.
[0051] A tension applying device 195 (refer to Fig. 1,
Fig. 9 (a) and fig. 16(a)) applies a predetermined tension
to the sheet-shaped mold MA, which forms into the flat
plate shape between the unused-mold placing device 9
and the mold rolling-up device 11, in the longitudinal di-
rection thereof. The longitudinal direction is, for example,
the horizontal direction of connecting the unused-mold
placing device 9 and the mold rolling-up device 11 to
each other. In such a way, the flat shape is kept. Although
the fine transfer pattern M1 is not illustrated in Figs. 9(a)
and 9(b) to Figs. 20(a) and 20(b), the fine transfer pattern
M1 is formed on the lower surface of the flat sheet-shaped
mold MA as mentioned above (refer to fig. 21).
[0052] The unused rolled mold (yard goods-like mold)
MB is a mold before being used in the transfer in the
transfer device 5. The unused rolled mold MB is formed
into a cylindrical shape or a columnar shape in such a
manner that the sheet-shaped mold M is wrapped and
wound around an outer circumference of a columnar core
material so that a circumferential direction of this outer
circumference and the longitudinal direction of the sheet-
shaped mold M can coincide with each other.
[0053] A rolled-up mold MC rolled up by the mold roll-
ing-up device 11 is the mold already used in the transfer
in the transfer device 5, and has a roll shape in a similar
way to the unused rolled mold MB.
[0054] The unused rolled mold MB placed on the un-
used-mold placing device 9 is configured to rotate about,
as a rotation center, a center axis (for example, an axis
extended in the horizontal direction; an axis extended
out in the direction perpendicular to the paper surfaces
of Fig. 1, Fig. 9(a) and the like) C1 thereof. The rolled-
up mold MC to be taken up by the mold rolling-up device
11 is also configured to rotate about, as a rotation center,
a center axis (axis parallel to the axis C1 and extended
in the horizontal direction) C2 thereof.
[0055] As mentioned above, in the flat sheet-shaped
mold MA existing between the unused-mold placing de-
vice 9 and the mold rolling-up device 11, for example,
the thickness direction thereof is an vertical direction, the
longitudinal direction thereof is one horizontal direction,
which is a direction of connecting the unused-mold plac-
ing device 9 and the mold rolling-up device 11 to each
other, and the width direction thereof is another horizontal
direction, which is a direction perpendicular to the thick-
ness direction and the longitudinal direction.
[0056] The flat sheet-shaped mold MA is conveyed and
positioned in this longitudinal direction, which is a direc-
tion going from the unused-mold placing device 9 to the
mold rolling-up device 11, by the conveying/positioning
device 3 while keeping the substantially flat form.
[0057] For example, a conveying distance by a single
operation of the conveying/positioning device 3 is equal

to the pitch p1 of the area AE1 in which the fine transfer
pattern M1 is formed. Moreover, at the time when the
sheet-shaped mold MA is conveyed by the conveying/po-
sitioning device 3 and thereafter, the position of the sheet-
shaped mold MA extended out between the unused-mold
placing device 9 and the mold rolling-up device 11 is sub-
stantially maintained by the tension applying device 195
in the state where the predetermined tension is kept.
[0058] A description is made in detail of the tension
applying device 195 by mentioning an example thereof.
The unused rolled mold MB placed on the unused-mold
placing device 9 rotates by being coupled to a rotation
output shaft of an actuator such as a motor through a
torque control clutch such as a powder clutch. The sheet-
shaped mold M (rolled-up mold MC) to be rolled up by
the mold rolling-up device 11 rotates by being coupled
to a rotation output shaft of an actuator such as a servo-
motor.
[0059] When conveying the flat sheet-shaped mold MA
extended out between the unused-mold placing device
9 and the mold rolling-up device 11, the motor of the
unused-mold placing device 9 is set to reversely rotate
in advance. In other words, the rotation output shaft of
the motor of the unused rolled mold MB is rotated in ad-
vance so as to roll up the flat sheet-shaped mold MA by
the unused-mold placing device 9. Further, torque of the
powder clutch is set at a predetermined value T1. The
rotation output shaft of the serve motor of the mold rolling-
up device 11 is set to rotate by a predetermined rotation
angle by predetermined torque T2 in a direction of rolling
up the flat sheet-shaped mold MA. In this case, when
"R1" is a radius of the unused rolled mold MB placed on
the unused-mold placing device 9, and "R2" is a radius
of the rolled-up mold MC in the mold rolling-up device
11, then "T1/R1 < T2/R2" is established. In such a way,
while keeping a predetermined tension F1 (F1- = T1/R2-
T1/R1), the flat sheet-shaped mold MA extended out be-
tween the unused-mold placing device 9 and the mold
rolling-up device 11 is conveyed to the mold rolling-up
device 11 side.
[0060] In a state where the conveyance of the flat
sheet-shaped mold MA by the conveying/positioning de-
vice 3 is not performed, and the flat sheet-shaped mold
MA maintains the position thereof, the rotation output
shaft of the servomotor of the mold rolling-up device 11
is stopped by predetermined holding torque. Moreover,
the flat sheet-shaped mold MA obtains a predetermined
tension by the motor and powder clutch of the unused-
mold placing device 9.
[0061] A conveying distance of the flat sheet-shaped
mold MA extended out between the unused-mold placing
device 9 and the mold rolling-up device 11 (conveyance
and positioning) is determined by using the sheet-shaped
mold position detection device 183 (refer to Fig. 1, Fig.
26 and the like) including a sheet-shaped mold position
detector 191.
[0062] The sheet-shaped mold position detection de-
vice 183 detects a predetermined part of the sheet-
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shaped mold MA at the time of conveying the flat sheet-
shaped mold MA in a predetermined direction (longitu-
dinal direction of the sheet-shaped mold MA; direction
going from left to right in Fig. 1, Fig. 9 and Fig 26).
[0063] As mentioned above, the above-described po-
sitioning is performed by stopping the conveyance of the
sheet-shaped mold MA by the conveying/positioning de-
vice 3. Specifically, when the conveying/positioning de-
vice 3 conveys the sheet-shaped mold MA, it also stops
the conveyance of the sheet-shaped mold MA performed
by itself and positions the sheet-shaped mold MA under
control of a control device (control board) 179 in response
to a detection result in the sheet-shaped mold position
detector 191.
[0064] The sheet-shaped mold position detector 191
detects the predetermined part (for example, the position
of the sheet-shaped mold MA with respect to the transfer
device) by detecting at least any of a change of transmit-
tance of light in the flat sheet-shaped mold MA, a change
of reflectance of the light in the sheet-shaped mold MA,
a mark (position detection mark; eye mark) M3 (refer to
Fig. 24(a) formed in advance on the sheet-shaped mold
MA, for example, in the vicinity of the transfer device 5.
[0065] Note that the above-described light is visible
right with a predetermined wavelength, a near infrared
ray with a predetermined wavelength, or a near ultraviolet
ray with a predetermined wavelength.
[0066] Here, a description is made in detail of the
sheet-shaped mold position detector 191 using the trans-
mittance of the light in the flat sheet-shaped mold MA.
[0067] As mentioned above, in the sheet-shaped mold
MA, there exist the transfer pattern forming area AE1 and
the transfer pattern non-forming area AE2 (refer to Fig.
24(a)).
[0068] The sheet-shaped mold position detector 191
detects the position (predetermined part) of the sheet-
shaped mold by detecting a difference in the transmit-
tance of the light between the transfer pattern forming
area AE1 and the transfer pattern non-forming area AE2.
For example, the sheet-shaped mold position detector
191 detects the position of the sheet-shaped mold by
detecting an edge (predetermined part) which is a bound-
ary between the transfer pattern forming area AE1 and
the transfer pattern non-forming area AE2.
[0069] That is to say, as shown in Fig. 26(a), a light
emitting unit 185A of a light transmission-type sensor 185
is placed on an upper side of the flat sheet-shaped mold
MA, and a light receiving unit 185B of the light transmis-
sion-type sensor 185 is placed on an upper side of the
flat sheet-shaped mold MA. Note that positions of the
light emitting unit 185A and the light receiving unit 185B
may be changed. The light emitting unit 185A and the
light receiving unit 185B are provided integrally on a base
member 47 of the transfer device 5 in the vicinity of the
transfer device 5.
[0070] The transfer pattern forming area AE1 and
transfer pattern non-forming area AE2 of the flat sheet-
shaped mold MA pass between the light emitting unit

185A of the light transmission-type sensor 185 and the
light receiving unit 185B of the light transmission-type
sensor 185 by the conveyance of the flat sheet-shaped
mold MA. Then, by the difference of the transmittance of
the light in the flat sheet-shaped mold MA to be conveyed
between the light emitting unit 185A of the light transmis-
sion-type sensor 185 and the light receiving unit 185B of
the light transmission-type sensor 185, the conveyance
and positioning of the flat sheet-shaped mold MA are
configured to be performed.
[0071] The description is further made. It is assumed
that the light transmission-type sensor 185 is provided
at a position of a point P1 of Fig. 24(a). It is assumed that
such light transmittance of the light transmission-type
sensor 185 is low in the transfer pattern forming area
AE1, and high in the transfer pattern forming area AE2.
Moreover, it is assumed that the flat sheet-shaped mold
MA is conveyed and positioned in advance in a state
shown in Fig. 24(a).
[0072] Then, when the flat sheet-shaped mold MA is
conveyed by the pitch p1 as the predetermined distance
in the right direction with respect to the light transmission-
type sensor 185 and is positioned from the state shown
in Fig. 24(a), the light transmittance by the light transmis-
sion-type sensor 185 is low at the beginning, next be-
comes high, and thereafter, becomes low. The move-
ment of the flat sheet-shaped mold MA is stopped when
the light transmittance becomes low as described above.
In such a way, the flat sheet-shaped mold MA is conveyed
by one pitch p1, followed by the positioning.
[0073] Note that, in the sheet-shaped mold position de-
tector 191, a light reflection-type sensor 187 may be
adopted in place of the light transmission-type sensor
185 (refer to Fig. 26(b), and the decision (conveyance
and positioning) of the conveying distance of the flat
sheet-shaped mold MA may be performed.
[0074] That is to say, the light is irradiated from the
light reflection-type sensor 187 onto the flat sheet-
shaped mold MA, and a difference in the reflectance of
this light on the flat sheet-shaped mold MA is detected
by the light reflection-type sensor 187, whereby the pre-
determined part of the flat sheet-shaped mold MA is de-
tected, and the decision of the conveying distance may
be made. Note that, in a similar way to the light transmis-
sion-type sensor 185, the light reflection-type sensor 187
is also provided integrally on the base member 47 of the
transfer device 5 in the vicinity of the transfer device 5.
[0075] Note that the reflectance of the light in the trans-
fer pattern forming area AE1 is lower in general than the
reflectance of the light in the transfer pattern non-forming
area AE2.
[0076] As described above, the difference in the trans-
mittance or reflectance of the light in the flat sheet-shaped
mold M is detected, whereby the predetermined part of
the sheet-shaped mold M is detected. Then, the sheet-
shaped mold M can be positioned accurately. Moreover,
since the difference in the transmittance of the light be-
tween the transfer pattern forming area AE1 and the
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transfer pattern non-forming area AE2 is detected, it is
not necessary to separately provide the mark on the
sheet-shaped mold M, and a manufacturing process of
the sheet-shaped mold M can be simplified.
[0077] Here, the sheet-shaped mold position detector
191 may be configured to detect each edge line L1 (refer
to Fig. 24(a)) to be created at the time of forming the fine
transfer pattern M1 on the sheet-shaped mold M to detect
the predetermined part of the sheet-shaped mold, in
place of detecting the difference in the transmittance or
reflectance of the light between the transfer pattern form-
ing area AE1 and the transfer pattern non-forming area
AE2. Also in this case, the light transmission-type sensor
185 or the light reflection-type sensor 187 measures the
transmittance or reflectance of the light.
[0078] Although described later in detail, the edge line
L1 is, for example, a segment to be necessarily created
at the time of forming the fine transfer pattern M1 on the
sheet-shaped mold M.
[0079] As described above, the edge line L1 to be cre-
ated at the time of forming the fine transfer pattern M1
on the sheet-shaped mold is detected, whereby the pre-
determined part of the sheet-shaped mold M is detected.
Then, the sheet-shaped mold M can be positioned accu-
rately. Moreover, since the edge line L1 is detected, it is
not necessary to separately provide the mark on the
sheet-shaped mold M, and the manufacturing process
of the sheet-shaped mold M can be simplified.
[0080] For the purpose of detecting the edge line L1,
a camera 189 shown in Fig. 26(c) and an image process-
ing apparatus provided in the control device 179 may be
used in place of the light transmission-type sensor 185
or the light reflection-type sensor 187. The camera 189
is provided integrally on the base member 47 of the trans-
fer device 5.
[0081] Moreover, a configuration may be adopted, in
which, in the sheet-shaped mold position detector 191,
each mark M3 (refer to Fig. 24(a)) is provided at a pre-
determined position of the flat sheet-shaped mold MA in
advance, for example, by the sheet-shaped mold pro-
duction device 27, the mark M3 concerned is detected
by the camera 189 (refer to Fig. 26(c)) and the image
processing apparatus, and the sheet-shaped mold M is
positioned.
[0082] The mark M3 is a mark to be formed at the time
of transferring and forming the fine transfer pattern onto
a sheet-shaped raw material M2, for example, from an
original mold of a transfer reel 131.
[0083] The mark M3 is a predetermined part of the
sheet-shaped moldM. The mark M3 is formed by a mark-
er (ink-jet, laser marker or the like) 181 shown in Fig. 22
and Fig. 23. Moreover, as shown in Fig. 24(a), the mark
M3 is formed, for example, at the predetermined pitch p1
on the transfer pattern non-forming area AE2, which is a
region (region of the sheet-shaped mold M) on which the
laminate films S1 are not provided. Note that the mark
M3 may be provided on the transfer pattern non-forming
area AE2, which is a region on which the laminate films

S1 are provided.
[0084] The formation of the mark M3 by the marker
181 is performed in synchronization of rotation of the
transfer roll 131 under control of a control device (not
shown) . For example, the pitch p1 of the transfer pattern
forming area AE1, the edge line L1 and the mark M3 is
a pitch to be formed in such a manner that the transfer
roll 131 makes one rotation. Accordingly, the marker 181
detects one rotation of the transfer roll 131, which is made
by the actuator such as the motor, by using a rotation
angle detection device (rotary encoder (not shown)) ca-
pable of detecting a rotation angle of the transfer roll 131,
and forms, for example, the dot-like mark M3 on the
sheet-shaped mold M (sheet-shaped raw material M2)
for each rotation thus detected.
[0085] As described above, the mark M3 formed on
the sheet-shaped mold M is detected, whereby the pre-
determined part of the sheet-shaped mold M is detected.
Then, the sheet-shaped mold M can be positioned more
accurately.
[0086] Moreover, before the transfer in the transfer de-
vice 5, the molding target W placed on the molding target
placing body 33 and the sheet-shaped mold MA may be
positioned by using the mark M3.
[0087] In this case, a mark is provided at a predeter-
mined position of the molding target W, a camera (not
shown) images the mark M3 of the sheet-shaped mold
MA and the mark of the molding target W, and the image
processing apparatus measures a positional deviation
amount of the mark of the molding target W with respect
to the mark M3 of the sheet-shaped mold MA.
[0088] An XY stage is provided between a load cell 95
and a lower member 53 to move and position the molding
target W, which is placed on the molding target placing
body 33, in XY-directions (expanding direction of an up-
per surface of the molding target W). Then, under the
control of the control device 179, the XY stage is operated
so as to eliminate the measured positional deviation
amount.
[0089] Furthermore, as heretofore, a rotary encoder
capable of detecting a rotation angle of a rotation output
shaft of a servomotor provided in the mold rolling-up de-
vice 11 is provided, and in addition, an outer diameter of
the rolled-up mold MC rolled up by the mold rolling-up
device 11 is measured, whereby the decision (convey-
ance and positioning) of the conveying distance of the
flat sheet-shaped mold MA may be performed.
[0090] Incidentally, as shown in Fig. 9(a) and the like,
a tension F1 of the flat sheet-shaped mold MA is detected
by a tensioner (tension detection device; tension meas-
uring means) 41. In response to a result of this detection,
the torque of the powder clutch is controlled so that the
tension F1 can be a predetermined value.
[0091] The control device 179 controls the tension ap-
plying device 195 so as to obtain a predetermined tension
of the flat sheet-shaped mold MA in response to a tension
thereof measured by the tensioner 41.
[0092] The tensioner 41 includes a columnar roller 43
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and a base (not shown). The roller 43 is provided inte-
grally on a base (base provided integrally on the bed 45
shown in Fig. 1) through a bearing (not shown). The roller
43 rotates about a center axis C3 as a rotation center of
the roller 43. The center axis C3 is an axis extended out
in the direction perpendicular to the paper surface of Fig.
9(a) and the like.
[0093] Moreover, a load cell (not shown) is provided
between the base and the bearing, whereby it is made
possible to detect a load to be applied to the roller 43 in
response to the tension of the flat sheet-shaped mold
MA. That is to say, the flat sheet-shaped mold MA is
wound around the roller 43. The sheet-shaped mold MA
thus wound applies a load to the bearing of the roller 43.
Then, the load to be applied to the load cell is detected
(measured), whereby it is made possible to detect the
tension of the flat sheet-shaped mold MA.
[0094] The roller 43 is located on and above the flat
sheet-shaped mold MA, and the sheet-shaped mold MA
is wound around a lower side of the roller 43.
[0095] In such a way, a back surface (upper surface)
of the sheet-shaped mold MA, which is an opposite sur-
face with the surface on which the fine transfer pattern
M1 is formed, is brought into contact with the roller 43.
[0096] As shown in Fig. 6 and the like, the transfer de-
vice 5 includes the base member 47, a moving body 49
and a moving body supporting body 51. The base mem-
ber 47 includes the lower member 53, an upper member
55, and tie bars (tie rods) 57. For example, the lower
member 53, the upper member 55 and the moving body
49 have a rectangular flat shape, and are formed into
substantially the same shape.
[0097] The lower member 53 and the upper member
55 are provided at a predetermined interval in the vertical
direction, for example, so that thickness directions there-
of can coincide with each other. The moving body 49 is
located between the lower member 53 and the upper
member 55. When viewed from the above, the lower
member 53 and the upper member 55 substantially over-
lap each other. Moreover, the lower member 53 and the
upper member 55 are coupled to each other, for example,
by four tie bars 57.
[0098] The tie bars 57 are formed into a columnar
shape, for example. The tie bars 57 are provided inte-
grally on both the lower member 53 and the upper mem-
ber 55 between the lower member 53 and the upper
member 55 so that an extending direction of center axes
thereof can become the vertical direction. When viewed
from the above, the four tie bars 57 are provided in the
vicinities of corner portions of the lower member 53 and
the upper member 55. Moreover, the four tie bars 57 are
arranged symmetrically with respect to centers of the low-
er member 53 and the upper member 55. For example,
an intersection of diagonal lines of the four tie bars 57
and the centers of the lower member 53 and the upper
member 55 coincide with each other. Moreover, by the
press in the event of the transfer in the transfer device
5, a tensile stress is generated in the tie bars 57, and the

tie bars 57 are elastically deformed very slightly; howev-
er, if slight extension amounts of the four tie bars 57 by
this tensile stress become equal to one another, then in
general, it is assumed that the tie bars 57 are arranged
symmetrically with respect to the centers of the lower
member 53 and the upper member 55.
[0099] The moving body supporting body 51 includes
a rectangular flat base 59 and a U-shaped side portion
61. The moving body supporting body 51 is integrally
formed with the base 59 and side portion 61, for example.
A description is further made. The base 59 is formed into
a rectangular flat shape in a similar way to the lower mem-
ber 53 and the upper member 55. The side portion 61 is
erected from side surfaces of the base 59 in a thickness
direction of the base 59. When viewed from the above
(when viewed from the thickness direction of the base
59), the side portion 61 is formed into the "U" shape, and
is located on a place where one side of the base 59 and
two sides thereof adjacent to this one side. Moreover,
when viewed from the above, one end portion of the U-
shaped side portion 61 is located at a substantial center
portion of one side of the two sides adjacent to the one
side of the base 59, and other end portion of the U-shaped
side portion 61 is located at a substantially center portion
of other side of the two sides adjacent to the one side of
the base 59 (refer to Figs. 8(a) and 8(b) and the like).
[0100] The moving body supporting body 51 is provid-
ed integrally on the lower member 53 so that one surface
of the base 59 (a surface on a side to which the side
portion 61 is extended out) in the thickness direction
thereof is opposed to a lower surface of the lower member
53. When viewed from the above, the base 59 of the
moving body supporting body 51 substantially overlaps
the lower member 53, and the side portion 61 of the mov-
ing body supporting body 51 surrounds a half of an outer
circumference of the lower member 53 while being slight-
ly apart from the lower member 53. Specifically, the side
portion 61 surrounds the one side of the lower member
53 and substantial halves of the two sides adjacent to
the one side. Moreover, when viewed from the side, a tip
end surface (upper surface; refer to Fig. 6) 63 of the side
portion 61 is located between the lower member 53 and
the upper member 55.
[0101] The moving body supporting body 51 and the
lower member 53 are joined to each other only in the
vicinities of the centers of the lower member 53 and the
base 59 of the moving body supporting body 51. For ex-
ample, in the vicinity of the center of the base 59 of the
moving body supporting body 51, a plurality of seats
(parts which slightly protrude from an upper surface of
the base 59 and have flat upper surfaces) 65 are provid-
ed. For example, four seats 65 are provided. When
viewed from the above, the four seats 65 are arranged
on the periphery of the vicinity of the center (center of
the lower member 53) of the center of the base 59 of the
moving body supporting body 51. Moreover, the respec-
tive seats 65 are provided at positions obtained by divid-
ing a small circle, which takes the center of the base 59
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as a center thereof, equally into four portions.
[0102] Upper surfaces of the seats 65 of the moving
body supporting body 51 and a part of the lower surface
of the lower member 53 are brought into surface contact
with each other (refer to Fig. 8(c)). In addition, other parts
of the moving body supporting body 51 are spaced apart
from the base member 47 such as the lower member 53
so as not to contact or not to be supported by the same
base member 47, and in such a state, the moving body
supporting body 51 provided integrally to the lower mem-
ber 53 by fastening tools such as bolts 67.
[0103] The moving body 49 is provided between the
lower member 53 and the upper member 55 so that a
thickness direction thereof can be the vertical direction.
When viewed from the above, the moving body 49 sub-
stantially overlaps the lower member 53 and the upper
member 55. Note that, on corner portions of the moving
body 49, notches 69 are provided. The moving body 49
is spaced apart from the tie bars 57 (base member 47)
by the notches 69, and is not brought into contact with
the tie bars 57 (refer to Fig. 8(a)).
[0104] The moving body 49 is supported on the moving
body supporting body 51 by linear guide bearings 71.
The moving body 49 moves in the vertical direction (di-
rection of connecting the lower member 53 and the upper
member 55 to each other; extension direction of the cent-
er axes of the tie bars 57) .
[0105] That is to say, a rail 73 of the linear guide bearing
71 is provided integrally on one end portion of the side
portion 61 of the moving body supporting body 51. This
rail 73 is extended in the vertical direction. Also a rail 73
of the linear guide bearing 71 is provided integrally on
other end portion of the side portion 61 of the moving
body supporting body 51. This rail 73 is extended in the
vertical direction (for example, refer to Figs. 8(a) and
8(b)).
[0106] On the moving body 49, a pair of bearings 75
are provided integrally to be engaged with a pair of the
rails 73. In such a way, the moving body 49 is supported
only by the linear guide bearings 71. The moving body
49 is made freely movable in the vertical direction be-
tween the lower member 53 and the upper member 55.
Moreover, when viewed from the above, the pair of linear
guide bearings 71 are arranged symmetrically (for exam-
ple, at point-symmetric positions) with respect to the cent-
ers of the lower member 53, the upper member 55 and
the moving body 49.
[0107] Moreover, for example, the moving body 49 is
made capable of freely moving and being positioned in
the vertical direction by a ball screw 77 and an actuator
such as a servomotor 79.
[0108] A description is made in detail. As shown in Fig.
6 to Figs. 8(a) and 8(b), a center axis of a screw shaft
portion 81 of the ball screw 77 extends in the vertical
direction through the center of the lower member 53, and
the screw shaft portion 81 is rotatably provided on the
lower member 53. The screw shaft portion 81 of the ball
screw 77 is rotatably provided on the lower member 53

by a bearing 83 placed in the lower member 53. Thus,
the screw shaft portion 81 extends upward from the lower
member 53. An upper part of the screw shaft portion 81
of the ball screw 77 is engaged with a nut 85 provided
integrally on the moving body 49.
[0109] A lower part of the screw shaft portion 81 of the
ball screw 77 is coupled to a rotation output shaft of the
servomotor 79 though a coupling 87. A cabinet of the
servomotor 79 is provided integrally on the lower member
53 on the lower side of the lower member 53 through a
cylindrical spacer 89. In order to avoid an interference of
the moving body supporting body 51 with the servomotor
79 and the spacer 89, a through hole 91 is formed in the
center portion of the base 59 of the moving body sup-
porting body 51. Each of the seats 65 is arranged as
close as possible to the through hole 91 in the vicinity of
the periphery of the through hole 91.
[0110] With such a configuration, the moving body 49
is made capable of freely moving and being positioned
in the vertical direction (direction where the moving body
49 approaches and leaves the upper member 55). More-
over, parts (the nut 85, the bearing 83 and the servomotor
79) that may generate fine dusts are arranged below the
moving body 49. Therefore, in combination with a down
flow of clean air around the transfer system 1, it is possible
to prevent a fine foreign object from being mixed into the
molding target W.
[0111] The transfer device 5 is fixed to the bed 45 (refer
to Fig. 1) by engaging at lease either of the lower member
51 and the moving body supporting body 51 with the bed
45. For example, the lower member 53 is fixed to the bed
45 by using fastening tools such as bolts.
[0112] As shown in Fig. 9(a) and the like, the press
body 31 is provided integrally on the lower surface of the
upper member 55. The press body 31 protrudes down-
ward from the lower surface of the upper member 55. A
lower surface of the press body 31 is formed into a hor-
izontal flat surface, for example, a circular or rectangular
flat surface. At the time of performing the transfer, this
flat surface is brought into surface contact with the sheet-
shaped mold MA.
[0113] As shown in Fig. 9(a), the molding target placing
body 33 is provided integrally on an upper surface of the
moving body 49 while interposing the load cell 95 and a
spacer 97 therebetween. The flat load cell 95, the flat
spacer 97 and the molding target placing body 33 pro-
trude upward from the upper surface of the moving body
49. The upper surface of the molding target placing body
33 is formed into a horizontal flat surface (for example,
a circular or rectangular flat surface) .
[0114] The molding target W is mounted on the mold-
ing target placing body 33 so that the lower surface (one
surface of the flat molding target W in the thickness di-
rection thereof; a lower surface of a base material W1
shown in Fig. 21) of the molding target W is brought into
surface contact with the upper surface of the molding
target placing body 33, and that the thickness direction
of the molding target W is directed to the vertical direction.
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Moreover, the molding target W is placed integrally on
the molding target placing body 33, for example, by vac-
uum suction.
[0115] On the lower surface of the upper member 55,
a cylindrical bellows (upper bellows) 101 is provided so
as to protrude downward. The cylindrical bellows 101
forms a vacuum molding chamber 99 (for example, refer
to Fig. 11(a)). A base end (upper end) of the bellows 101
is provided integrally on the upper member 55, and a tip
end (lower end) of the bellows 101 is provided integrally
on an annular upper contact member 103. A lower sur-
face of the upper contact member 103 is formed, for ex-
ample, into a horizontal annular flat surface.
[0116] As shown in Fig. 9(a), on the upper contact
member 103 and the upper member 55, actuators such
as air cylinders 105 are provided, for example. Each of
the air cylinders 105 is provided integrally on the upper
member 55, and a rod (piston rod) of the air cylinder 105
is provided integrally on the upper contact member 103.
Then, the bellows 101 can be stretched and contracted
by the air cylinders 105.
[0117] The air cylinder 105 is a cylinder of 3-position
type. Specifically, the air cylinder 105 is configured to fix
the rod at a predetermined intermediate position in a
stroke of the rod with respect to the cylinder in addition
to both end positions of the stroke of the rod.
[0118] In a state where the rod retracts most, the lower
surface of the upper contact member 103 is located
above the lower surface of the press body 31 (for exam-
ple, refer to Fig. 9(a)). In a state where the rod is located
at the predetermined intermediate position, the lower sur-
face of the upper contact member 103 is located at the
same height as that of the lower surface of the press
body 31 (for example, refer to Fig. 11(b). In a state where
the rod is extended out most, the lower surface of the
upper contact member 103 is located slightly below the
lower surface of the press body 31 (for example, refer to
Fig. 10(a)).
[0119] As shown in Fig. 9(a), for example, the flat spac-
er 97 is provided integrally on the load cell 95 and the
molding target placing body 33 so that a thickness direc-
tion thereof is directed to the vertical direction. The load
cell 95 is provided integrally on the moving body 49.
[0120] On an upper surface of the spacer 97, a bellows
(lower bellows formed into the same shape as that of the
upper bellows) 107 is provided to protrude upward. The
bellows 107 forms the vacuum molding chamber 99. A
base end (lower end) of the bellows 107 is provided in-
tegrally on the spacer 97. On a tip end (upper end) of the
bellows 107, an annular lower contact member (lower
contact member formed into the same shape as that of
the upper contact member 103) 109 is provided integral-
ly. An upper surface of the lower contact member 109 is
formed, for example, into a horizontal annular flat sur-
face.
[0121] On the lower contact member 109 and the spac-
er 97, actuators such as air cylinders 111 are provided.
A cylinder of each air cylinder 111 is provided integrally

on the spacer 97, and a rod (piston rod) of each air cyl-
inder 111 is provided integrally on the lower contact mem-
ber 109. Then, the bellows 107 can be stretched and
contracted by the air cylinders 111.
[0122] In a state where the rod retracts most, the upper
surface of the lower contact member 109 is located below
the upper surface of the molding target placing body 33
(for example, refer to Fig. 9(a)), and in a state where the
rod is extended out most, the upper surface of the lower
contact member 109 is located slightly above the upper
surface of the molding target placing body 33 (for exam-
ple refer to Fig. 10(a)).
[0123] Thrust of the air cylinder that stretches and con-
tracts the upper bellows 101 is larger than thrust of the
air cylinder 111 that stretches and contracts the lower
bellows 107. Hence, for example, even if the upper con-
tact member 103 is pushed by the lower contact member
109, the rod of the air cylinder 105 that stretches and
contracts the upper bellows 101 is configured not to re-
tract (the upper bellows 101 is not contracted, and the
upper contact member 103 does not move upward).
[0124] As shown in Fig. 21 and the like, for example,
the molding target W is composed of: the flat base ma-
terial (for example, a glass plate) W1 having a circular
shape or a rectangular shape; and thin film-like ultraviolet
curing resin W2 provided on one surface (for example,
an entire surface) of this glass plate W1 in the thickness
direction thereof. It is assumed that the liquid and thin
film-like ultraviolet curing resin W2 is provided on the pre-
transfer molding target W, which is stored in the first
stocker 13, by another device in advance.
[0125] In the transfer in the transfer device 5, the fine
transfer pattern M1 is transferred to the thin film-like ul-
traviolet curing resin W2. Note that reference numerals
113 shown in Fig. 21 and the like denote hands of the
robot 21.
[0126] In a state (transfer preparation state) before the
transfer is performed in the transfer device 5, the moving
body 49 is located at a lowering end. The molding target
W is mounted on the molding target placing body 33 so
that the ultraviolet curing resin W2 before being cured
positions upward. The respective bellows 101 and 107
are contracted. The molding target W and the press body
31 (the mold contact member 39) are spaced apart from
each other by a predetermined distance (refer to Fig. 21,
Fig. 9(b) and the like). The flat sheet-shaped mold MA
extended out between the unused-mold placing device
9 and the mold rolling-up device 11 is not conveyed, thus
stopped. The flat sheet-shaped mold MA is spaced slight-
ly apart from the press body 31 (apart by a slight distance
L2 as shown in Fig. 9(a)) between the press body 31 and
the molding target W mounted on the molding target plac-
ing body 33, and the flat sheet-shaped mold MA is ex-
tended in the horizontal direction therebetween.
[0127] When viewed from the above in the transfer
preparation state and transferring state of the transfer
device 5, the upper surface of the molding target placing
body 33 and the molding target W have the same size,
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and the molding target W covers the entire upper surface
of the molding target placing body 33. Note that the mold-
ing target W may be slightly larger than the upper surface
of the molding target placing body 33, and the upper sur-
face of the molding target placing body 33 may be located
in an inside of the molding target W. Alternatively, the
molding target W may be slightly smaller than the upper
surface of the molding target placing body 33, and the
molding target W may be located in an inside of the upper
surface of the molding target placing body 33.
[0128] Moreover, when viewed from the above in the
transfer preparation state and transferring state of the
transfer device 5, the lower surface of the press body 31
and the molding target W have the same size, and the
molding target W covers the entire lower surface of the
press body 31. Note that the molding target W may be
slightly larger than the lower surface of the press body
31, and the lower surface of the press body may be lo-
cated in the inside of the molding target W. Alternatively,
the molding target W may be slightly smaller than the
lower surface of the press body 31, and the molding target
W may be located in an inside of the lower surface of the
press body 31.
[0129] Furthermore, when viewed from the above in
the transfer preparation state and transferring state of
the transfer device 5, one transfer pattern forming area
AE1 of the flat sheet-shaped mold MA has the same size
as that of the molding target W, and the one transfer
pattern forming area AE1 covers the whole of the molding
target W. Note that the transfer pattern forming area AE1
may be slightly larger than the molding target W, and the
molding target W may be located in an inside of the trans-
fer pattern forming area AE1. Alternatively, the transfer
pattern forming area AE1 may be slightly smaller than
the molding target W, and the transfer pattern forming
area AE1 may be located in an inside of the molding
target W.
[0130] Note that, as mentioned above, the transfer pat-
tern forming area AE1 may be formed into the rectangular
shape as shown in Fig. 24(a) and the like, or may be
formed into the circular shape as shown in Figs. 4(a) and
4(b) and Figs. 5(a) and 5(b). Furthermore, the transfer
pattern forming area AE1 may be formed into a prede-
termined shape other than the rectangular shape and the
circular shape.
[0131] When viewed from the above in the transfer
preparation state and the transferring state, the respec-
tive bellows 101 and 107 formed into the circular shape
overlap each other, and the respective annular contact
members 103 and 109 also overlap each other. Moreo-
ver, the molding target placing body 33, the molding tar-
get W and the press body 31 exist in insides of the re-
spective bellows 101 and 107 and the respective contact
members 103 and 109. Furthermore, a width of the flat
sheet-shaped mold MA is larger than a diameter of the
respective annular contact members 103 and 109, and
thus the respective contact members 103 and 109 are
located in the inside of the flat sheet-shaped mold MA

(refer to Fig. 5(a)). Note that Fig. 5(a) is a plan view show-
ing size and position relationships between the flat sheet-
shaped mold MA and the respective contact members
103 and 109 and the like, and Fig. 5(b) is a side view
showing the size and position relationships between the
flat sheet-shaped mold MA and the respective contact
members 103 and 109 and the like.
[0132] That is to say, as shown in Fig. 4(a), when the
width of the flat sheet-shaped mold MA is smaller than
the diameter of the respective annular contact members
103 and 109, slight gaps (gaps caused by the thickness
of the sheet-shaped mold MA) occur in regions AE3
shown in fig. 4(a), and air tightness of the vacuum mold-
ing chamber 99 is deteriorated. However, the air tight-
ness of the vacuum molding chamber 99 can be en-
hanced by enlarging the width of the flat sheet-shaped
mold MA more than the diameter of the respective an-
nular contact members 103 and 109. Note that Fig. 4 (a)
is a plan view showing size and position relationships
between such a narrow-width flat sheet-shaped mold MA
and the respective contact members 103 and 109 and
the like, and Fig. 4(b) is a side view showing the size and
position relationships between the narrow-width flat
sheet-shaped mold MA and the respective contact mem-
bers 103 and 109 and the like.
[0133] With enlarging the width of the flat sheet-shaped
mold MA more than the diameter of the respective an-
nular contact members 103 and 109, the vacuum molding
chamber 99 is formed by the respective bellows 101 and
107 and the like immediately before performing the trans-
fer and at the time of performing the transfer. In this case,
the vacuum molding chamber 99 is partitioned by the
sheet-shaped mold MA, and the vacuum molding cham-
ber 99 is formed into an upper vacuum molding chamber
115 and a lower vacuum molding chamber 117 (for ex-
ample, refer to Fig. 11(b)).
[0134] The upper vacuum molding chamber 115 is a
closed space in an inside of which the press body 31 is
located, and the closed space is formed by the upper
member 55, the bellows 101 and the sheet-shaped mold
MA. The lower vacuum molding chamber 117 is a closed
space in an inside of which the molting target placing
body 33 and the molding target W are located, and the
closed space is formed by the spacer 97, the bellows 107
and the sheet-shaped mold MA.
[0135] The lower vacuum molding chamber 117 and
the upper vacuum molding chamber 115 communicate
with each other by a pipe 119 extended out to outsides
of these respective vacuum molding chambers 115 and
117. Then, by using a vacuum pump 121 shown in Fig.
1, it is possible to evacuate the respective vacuum mold-
ing chambers 115 and 117 simultaneously by the pipe
119. When such evacuation is performed, the respective
vacuum molding chambers 115 and 117 is decom-
pressed while keeping an equal atmospheric pressure.
In such a way, flexure of the sheet-shaped mold MA can
be eliminated.
[0136] Note that, when viewed from the above, for ex-
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ample, centers of the respective bellows 101 and 107,
centers of the respective contact members 103 and 109,
the center of the molding target W, the center of the press
body 31 and the center of the transfer pattern forming
area AE1 coincide with one another.
[0137] As mentioned above, and moreover, as shown
in Fig. 21, the press body 31 includes the base material
37, the shock-absorbing material 35 and the mold contact
material 39. The press body 31 is provided under a press
body supporting body 123, and is provided integrally on
the upper member 55 of the base member 47 through
the press body supporting body 123. Note that the mold
contact material 39 may be deleted.
[0138] The base material 37, the shock-absorbing ma-
terial 35 and the mold contact material 39 are formed into
a rectangular flat shape, for example. They are superim-
posed on one another in order of the base material 37,
the shock-absorbing material 35 and the mold contact
material 39 so that thickness directions thereof can co-
incide with one another. Moreover, on the press body
supporting body 123, an ultraviolet ray generation device
125 that generates an ultraviolet ray curing the ultraviolet
ray curing resin W2 of the molding target W is provided
(for example, refer to Fig. 12(a)).
[0139] In the transfer device 5, a mold holding mech-
anism 127 is provided (for example, refer to Fig. 13(b)).
The mold holding mechanism 127 temporarily holds the
sheet-shaped mold MA in order to prevent an occurrence
of positional deviation of the flat sheet-shaped mold
(sheet-shaped mold stopped without being conveyed)
MA in such a case of performing the transfer.
[0140] The holding mechanism 127 is composed of,
for example, suction pads 129 provided integrally on the
base member 47. The suction pads 129 vacuum-suck
the upper surface (opposite surface with the surface on
which the fine transfer pattern M1 is formed) of the sheet-
shaped mold MA, thus holding the sheet-shaped mold
MA.
[0141] The suction pads 129 are provided in the vicin-
ities of the transfer device 5 (respective contact members
103 and 109) on upstream and downstream sides in the
conveying direction of the flat sheet-shaped mold MA.
Moreover, although the suction pads 129 are provided
integrally on the base member 47 as mentioned above,
the suction pads 129 may be configured to move with
respect to the base member 47. Then, when the flat
sheet-shaped mold MA is stopped, the suction pads 129
may contact the flat sheet-shaped mold MA, and when
the flat sheet-shaped mold MA is conveyed, the suction
pads 129 may be spaced apart from the flat sheet-shaped
mold MA.
[0142] The mold holding mechanism 127 holds the flat
sheet-shaped mold MA, for example, when the transfer
is completed and the vacuum molding chamber 99 is
eliminated. Note that the mold holding mechanism 127
is illustrated in Fig. 13(b), Fig. 14 and Fig. 15, but illus-
tration thereof is omitted in other drawings.
[0143] Here, the description is further made of the

transfer device 5
[0144] Fig. 27(a) is a schematic view of the transfer
device 5.
[0145] As mentioned above, the transfer device 5 in-
cludes the base member 47, the third member (moving
body) 49, and the supporting body (moving body sup-
porting body) 51.
[0146] The base member 47 is integrally formed by
including: the first member (upper member) 55 including:
the first member (upper member) 55 including the first
press portion (press body) 31; the second member (lower
member) 53 spaced apart from the upper member 55 on
the side (lower side) on which the press body 31 is pro-
vided; and the coupling members (tie bars) 57 which cou-
ple the upper member 55 and the lower member 53 to
each other.
[0147] The moving body 49 is provided between the
upper member 55 and the lower member 53, and is pro-
vided apart therefrom. The moving body 49 includes the
second press portion (molding target placing body) 33
facing to the press body 31.
[0148] Moreover, the moving body 49 is movable lin-
early with respect to the base member 47 in the direction
of connecting the upper member 55 and the lower mem-
ber 53 to each other. For example, the moving body 49
is movable in the vertical direction.
[0149] Then, in accordance with the upward move-
ment of the moving body 49, the molding target placing
body 33 and the press body 31 cooperatively sandwich
and press the sheet-shaped mold MA and the molding
target W for the transfer.
[0150] The moving body 49 is driven (moved) by a drive
device 193 including the servomotor 79 and the ball
screw 77.
[0151] The moving body supporting body 51 includes
the guide portion (linear guide bearing 71) on each part
(side portion 61) thereof. Moreover, the moving body sup-
porting body 51 is engaged with the lower member 53,
and is provided integrally on the lower member 53 at a
place of other parts (seats 65 of the base 59).
[0152] Accordingly, the moving body supporting body
51 engages with the lower member 53 only at the regions
thereof in the vicinity of a center F2 of reaction force, and
is provided integrally on the lower member 53. Here, the
above-described reaction force is a reaction force gen-
erated in the lower member 55 when the drive device
193 moves the moving body 49 upward and the sheet-
shaped mold MA and the molding target W are sand-
wiched and pressed.
[0153] When viewed from the above, the upper mem-
ber 55 and the lower member 53 substantially overlap
each other, and the center of the upper member 55, the
center of the lower member 53 and the center of the mov-
ing body 49 substantially coincide with one another.
[0154] Furthermore, as mentioned above, the press
body 31 protrudes downward from the flat surface (lower
surface of the upper member 55) of the upper member
55, which faces to the lower member 55 (moving body
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49), and a tip end surface (lower surface) of the press
body 31 is parallel to the lower surface of the upper mem-
ber 55.
[0155] Moreover, the molding target placing body 33
protrudes upward from the flat surface (upper surface of
the moving body 49) of the moving body 49, which faces
to the upper member 55, and a tip end surface (upper
surface) of the molding target placing body 33 is parallel
to the upper surface of the moving body 49.
[0156] When viewed from the above, the center of the
lower surface of the press body 31, the center of the
upper surface of the molding target placing body 33 and
the center of the upper member 55 (lower member 53)
substantially coincide with one another.
[0157] Moreover, the press by the drive device 193 (i.
e. press to sandwich the sheet-shaped mold MA and the
molding target W) is performed by applying a force to the
lower member 53 and the moving body 49. Here, the
force moves the moving body 49 away from the lower
member 53.
[0158] When the sheet-shaped mold MA and the mold-
ing target W are sandwiched and pressed, reaction forc-
es are generated in the upper member 55 and the lower
member 53. The reaction force generated in the upper
member 55 is upward. Alternatively, the reaction force
generated in the lower member 53 is downward.
[0159] When viewed from the above, centers of the
respective reaction forces described above coincide with
the center of the upper member 55 (lower member 53).
[0160] In the transfer device 5, the moving body sup-
porting body 51 engages with the lower member 53 only
in the vicinity of the center of the lower member 53. Ac-
cordingly, even if the reaction force is generated in the
lower member 53 by the press for the transfer, and the
lower member 53 is slightly elastically deformed by this
reaction force, the moving body supporting body 51 is
less likely to be affected by an influence from this elastic
deformation, and there is eliminated an occurrence of an
error in alignment in the rails 73 of the linear guide bear-
ings 71 of the moving body supporting body 51. Then,
the moving body 49 can move accurately, and can per-
form the accurate transfer.
[0161] The description is made in detail with reference
to Fig. 27(a). When the moving body 49 is elevated from
the state shown in Fig. 27(a), and the press body 31 and
the molding target placing body 33 sandwich and press
the sheet-shaped mold MA and the molding target W,
the reaction forces are generated in the upper member
55 and the lower member 53. Here, reference symbol F1
denotes the center of the reaction force (vector of the
force) to be generated in the upper member 55, and ref-
erence symbol F2 denotes the center of the reaction force
(vector of the force) to be generated in the lower member
53. The centers of the above-described respective reac-
tion forces pass through the centers of the upper member
55 and the lower member 53, and are extended in the
vertical direction.
[0162] Before the reaction forces are generated in the

upper member 55 and the lower member 53, a neutral
surface of the upper member 55 is a flat surface L4, a
neutral surface of the lower member 55 is a flat surface
L5, and the center axes of the tie bars 57 are straight
lines L6 and L7.
[0163] When the reaction forces are generated in the
upper member 55 and the lower member 53, by bending
moments due to these reaction forces, the neutral sur-
face of the upper member 55 becomes a curved surface
L4A, the neutral surface of the lower member 53 be-
comes a curved surface L5A, and the center axes of the
tie bars 57 become curved lines L6A and L7A. Note that
the curved surface L4A is a circular arc curved line in Fig.
27(a) since the line is shown two-dimensionally.
[0164] As can be understood from the above-men-
tioned curved surface L5A, at regions of a point P8 and
point P9 of the lower member 53, a flexure angle of the
lower member 53 is large by a bending moment gener-
ated by the reaction force. Hence, if the lower member
53 is supported at the regions of the point P8 and the
point P9, the side portion 61 (61A, 61B) of the moving
body supporting body 51 is not extended straight in the
vertical direction, but is inclined very slightly. That is to
say, a distance between the side portion 61A and the
side portion 61B on a lower end portion of the side portion
61 becomes very slightly larger than a distance between
the side portion 61A and the side portion 61B on an upper
end portion of the side portion 61. Then, there occurs a
case where the moving body 49 cannot move accurately.
[0165] In contrast, the moving body supporting body
51 is supported to the lower member 53 in the vicinity of
a point P5 (center F2 of the reaction force) of the lower
member 53. Accordingly, even if the lower member 53
is elastically deformed very slightly by the bending mo-
ment generated by the reaction force, the flexure angle
of the lower member 53 becomes "0" or a value very
approximate to "0" at the region of the point P5 and the
region in the vicinity thereof. That is to say, a tangential
line on the curved line L5A becomes substantially hori-
zontal. Hence, the moving body supporting body 51 turns
to a moment-free state with respect to the base member
47, and the side portion 61 of the moving body supporting
body 51 comes not to be inclined, the moving body 49
can be moved accurately, and the accurate transfer can
be performed.
[0166] Incidentally, such a structure shown in Fig.
27(a) may be changed as appropriate.
[0167] Fig. 27(b) is a view showing a modification ex-
ample of the transfer device 5, and is a view correspond-
ing to Fig. 27(a).
[0168] A transfer device 5a shown in Fig. 27(b) is dif-
ferent from the transfer device 5 shown in Fig. 27(a) in
that a plate-like mold MD with a predetermined thickness
is used in place of the sheet-shaped mold MA, and in
other points, the transfer device 5a is configured in a
similar way to the transfer device 5, and exerts similar
effects to those thereof.
[0169] In the transfer device 5a shown in Fig. 27(b),
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the mold MD is provided, for example, integrally to the
press body 31.
[0170] Fig. 28 is a view showing a modification exam-
ple of the transfer device 5, and is a view corresponding
to Fig. 27(a).
[0171] In the transfer device 5 (transfer device shown
in fig. 27(a)), the moving body supporting body 51 is pro-
vided on the lower member 53. A transfer device 5b
shown in Fig. 28 is different from the transfer device 5 in
that the moving body supporting body 51 is provided on
the upper member 55, and in other points, the transfer
device 5b is configured in a similar way to the transfer
device 5, and exerts similar effects to those thereof.
[0172] In the transfer device 5b shown in Fig. 28, there
is no interference with the servomotor 79, and accord-
ingly, only at the region of the center F1 of the reaction
force (reaction force to be generated in the upper member
55 when the sheet-shaped mold MA and the molding
target W are sandwiched and pressed), the moving body
supporting body 51 is engaged with the upper member
55, and is provided integrally on the upper member 55.
That is to say, the moving body supporting body 51 is
engaged with the upper member 55 at the region (region
where the flexure angle becomes substantially "0") of the
point P4 shown in Fig. 27(a), and accordingly, similar
effects to those in the case of the transfer device 5 are
exerted.
[0173] In the transfer device 5b shown in Fig. 28, only
at the region in the vicinity of the center F1 of the above-
described reaction force, the moving body supporting
body 51 may be engaged with the upper member 55 and
provided integrally on the upper member 55, or only at
the region of the center F1 of the above-described reac-
tion force and the region in the vicinity of the center F1
of the above-described reaction force, the moving body
supporting body 51 may be engaged with the upper mem-
ber 55 and provided integrally on the upper member 55.
[0174] Figs. 29(a) and 29(b) are views showing a mod-
ification example of the transfer device 5, and are views
corresponding to Fig. 27(a).
[0175] In the transfer device 5 shown in Fig. 27(a), the
moving body supporting body 51 and the drive device
193 are provided on the lower member 53. Instead, in a
transfer device 5c shown in Fig. 29(a), the moving body
supporting body 51 and the drive device 193 are provided
on the upper member 55. In the transfer device 5b shown
in Fig. 28, the moving body supporting body 51 is pro-
vided on the upper member 55, and the drive device 193
is provided on the lower member 53. Instead, in a transfer
device 5d shown in Fig. 29(b), the moving body support-
ing body 51 is provided on the lower member 53 and the
drive device 193 is provided on the upper member 55.
[0176] Fig. 30(a) is a view showing a modification ex-
ample of the transfer device 5, and is a view correspond-
ing to Fig. 27(a), and Fig. 30(b) is a B arrow view in Fig.
30(a). Fig. 31 is a view showing a moving body supporting
body 51a in a transfer device 5e shown in Figs. 30(a)
and 30(b). Note that Fig. 31 is a B-B cross-sectional arrow

view in Fig. 31(a).
[0177] In the transfer device 5e shown in Figs. 30 (a)
and 30(b), the moving body supporting body 51a is en-
gaged with the tie bars 57 at center portions in the lon-
gitudinal direction of the tie bars 57, and is provided in-
tegrally on the tie bars 57. In such a way, the moving
body supporting body 51 is engaged with the tie bars 57
at regions (regions where the flexure angle becomes sub-
stantially "0") of points P6 and P7 shown in Fig. 27(a),
and similar effects to those in the case of the transfer
device 5 are exerted.
[0178] Each of the above-mentioned transfer devices
5 to 5e is an example of a transfer device that transfers,
a fine transfer pattern formed on a mold to a molding
target. This transfer device includes: a base member hav-
ing a first press portion; a moving member (moving body)
having a second press portion that sandwiches and
presses the mold and the molding target in cooperation
with the first press portion, the moving member being
provided on the base member so as to linearly move in
a direction where the second press portion approaches
or leaves the first press portion; and a supporting body
(moving body supporting body) including a guide portion
that guides the movement of the moving member, the
supporting body being engaged with the base member
and provided integrally on the base member only at an
elastically deformed region of the base member, in which
a flexure angle by elastic deformation is substantially "0",
the elastically deformed region being elastically de-
formed very slightly by reaction force when the press is
performed (by a moment to be generated in the base
member by reaction force when the mold and the molding
target are sandwiched and pressed by the respective
press portions).
[0179] As shown in Fig. 22, the sheet-shaped mold pro-
duction device 27 produces the unused rolled mold MB
by a roll-to-roll method. The sheet-shaped mold produc-
tion device 27 includes: the transfer roll 131 that rotates
about an axis C7 taken as a center; a backup roll 133
that rotates about an axis C6 taken as a center; a raw
material placing device 135 that places the sheet-shaped
raw material (unused rolled material) M2 thereon; and a
mold rolling-up device 137 that takes up the sheet-
shaped mold M.
[0180] The sheet-shaped raw material M2 has both
surfaces flatly formed in the thickness direction thereof.
The sheet-shaped raw material M2 is rolled in a similar
way to the unused rolled mold MB. The sheet-shaped
raw material M2 is composed of a resin material such as
PET resin, and is rolled up around a columnar core ma-
terial to serves as an unused rolled material.
[0181] The fine transfer pattern is transferred and pro-
vided onto the sheet-shaped raw material M2 supplied
from the unused rolled material placed on the raw mate-
rial placing device 135, and the sheet-shaped raw mate-
rial thus transferred is taken up by the mold rolling-up
device 137. Then, the unused rolled mold MB is created.
[0182] The unused rolled material placed on the raw
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material placing device 135 rotates about an axis C5 tak-
en as a center. The unused rolled mold MB to be rolled
up by the mold rolling-up device rotates about an axis
C9 taken as a center. A tension roller 139 is provided
between the transfer roll 131 and the mold rolling-up de-
vice 137. The tension roller 139 rotates about an axis C8
taken as a center.
[0183] The description is further made. Between the
raw material placing device 135 and the mold rolling-up
device 137, a nozzle 141 coats the liquid ultraviolet curing
resin W2 in a film shape on one surface of the sheet-
shaped raw material M2 supplied from the unused rolled
material. Subsequently, the sheet-shaped raw material
M2 coated with the liquid ultraviolet curing resin W2 is
wound around the transfer roll 131, and it is sandwiched
by the transfer roll 131 and the backup roll 133. An ultra-
violet ray emitted from an ultraviolet ray generation de-
vice 143 is irradiated onto the ultraviolet curing resin W2,
thus being cured. Consequently, the fine transfer pattern
formed in advance on a columnar side surface-like outer
circumferential surface of the transfer roll 131 is trans-
ferred to the ultraviolet curing resin W2 from the transfer
roll 131. Then, as shown in Fig. 24 (a), the transfer pattern
M1 is formed.
[0184] The edge line L1 shown in Fig. 24(a) is formed
between the transfer pattern forming areas AE1 (a pair
of the transfer pattern forming areas AE1 adjacent to
each other) provided at a predetermined interval in the
longitudinal direction of the sheet-shaped mold M. The
edge line L1 is formed by a seam of an outer circumfer-
ence of the transfer roll 131. This seam linearly extends
in a direction perpendicular to a paper surface of Fig. 22
at a spot of a point P2 shown in Fig. 22. Note that the
seam is formed by a butting portion of end portion of a
rectangular thin flat original mold. The butting portion is
formed when the original mold, which has a fine transfer
pattern formed on one surface thereof in its thickness
direction, is placed integrally on the outer circumference
of the transfer roll 131. The actual edge line L1 is formed
of a protruding portion that linearly protrudes very slightly
or a recessed portion that is recessed very slightly, the
protruding portion or the recessed portion being formed
on the sheet-shaped mold M (cured ultraviolet curing res-
in attached in the film shape onto the raw material M2).
[0185] In the sheet-shaped mold production device 27
shown in Fig. 22, the laminate films S1 may be placed
(refer to Fig. 23). In a sheet-shaped mold production de-
vice 27a shown in Fig. 23, the laminate films S1 are sup-
plied to the sheet-shaped raw material M2 to which the
fine transfer pattern is transferred. Therefore, in the un-
used rolled mold MB formed by being rolled up by the
mold rolling-up device 137, the laminate films S1 enter
in between the sheet-shaped molds M.
[0186] That is to say, the laminate films S1 are supplied
from laminate roll 145 that rotates about an axis C10
taken as a center. Then, in the unused rolled mold MB
formed by being rolled up by the mold rolling-up device
137, the thickness direction of the sheet-shaped mold M

and the thickness direction of the laminate films S1 co-
incide with a radial direction of the unused rolled mold
MB. In addition, the sheet-shaped mold M and the lam-
inate films S1 overlap each other (refer to Fig. 24(c)). In
such a way, mutual clinging of the sheet-shaped mold M
in the unused rolled mold MB can be prevented, and it
becomes easy to supply the sheet-shaped mold M from
the unused rolled mold MB.
[0187] Such a laminate film S1 may have the same
width as that of the sheet-shaped mold M, and may be
provided to cover the entire surface of the sheet-shaped
mold M. However, in this embodiment, the laminate films
S1 are provided on a part of the sheet-shaped mold M.
[0188] For example, the width of the laminate films S1
is thinned, and the laminate films S1 are provided only
on both end portions (a part of the transfer pattern non-
forming area AE2) in the width direction of the sheet-
shaped mold M (refer to Figs. 24(a), 24(b), 24(c)). In such
a way, as mentioned above, in the unused rolled mold
MB, as shown in Fig. 24(c), the fine transfer pattern M1
of the sheet-shaped mold M does not contact or is less
likely to contact the back surface (surface opposite with
the surface on which the fine transfer pattern M1 is
formed) of the sheet-shaped mold M opposite thereto,
and the fine transfer pattern M1 can be prevented from
being scratched.
[0189] Note that a shape of the laminate films S1 may
be changed as appropriate. Such a configuration may be
adopted, in which regions shown by chain double-dashed
lines L3 in Fig. 24(a) are added, and the laminate films
S1 are formed into a ladder shape so as to surround the
transfer pattern forming areas AE1. In other words, the
laminate films S1 are formed into a shape obtained by
providing rectangular through holes at a predetermined
interval on portions corresponding to the transfer pattern
forming areas AE1.
[0190] When providing the laminate films S1 on the
unused rolled mold MB, the laminate films S1 are con-
figured to be peeled off and rolled up by a laminate film
peeling device 145 shown by a chain double-dashed line
in Fig. 9(a).
[0191] As shown in Fig. 16(a) and the like, the peeling
device 7 includes a base member 147, a molding target
holding portion 149, a mold holding portion 151, a mold
sandwiching portion 153 and a demolding portion 155.
[0192] The molding target holding portion 149 includes
a molding target holding body 157 having a flat upper
surface. The molding target holding body 157 is provided
in the base member 147 so as to be capable of freely
moving and being positioned in the vertical direction.
Specifically, the molding target holding body 157 is pro-
vided on the base member 147 through a linear guide
bearing 159, and moves in the vertical direction by an
actuator such as an air cylinder (not shown) . Moreover,
an upper surface of the molding target holding body 157
is brought into surface contact with the lower surface of
the molding target W attached onto the flat sheet-shaped
mold MA after the transfer in the transfer device 5. Ac-
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cordingly, the molding target W (base material W1) is
hold, for example, by vacuum suction.
[0193] The mold holding portion 151 includes a mold
holding body 161 having a flat lower surface. The mold
holding body 161 is provided on the base member 147
and above the molding target holding body 157. Above
the molding target holding body 157, the lower surface
of the mold holding body 161 faces to the upper surface
of the molding target holding body 157. Then, the lower
surface of the mold holding body 161 is brought into sur-
face contact with the upper surface of the flat sheet-
shaped mold MA onto which the molding target W is at-
tached after the transfer, and the mold holding body 161
is configured to hold the flat sheet-shaped mold MA, for
example, by vacuum suction.
[0194] The conveying/positioning device 3 conveys
and positions the sheet-shaped mold MA so that the mu-
tually attached flat sheet-shaped mold MA and molding
target W by the transfer can be located between the upper
surface of the molding target holding body 157 and the
lower surface of the mold holding body 161, which face
to each other. Moreover, the thickness directions of the
sheet-shaped mold MA and the molding target W are
perpendicular to the upper surface of the molding target
holding body 157 and the lower surface of the mold hold-
ing body 161.
[0195] The molding target W to which the transfer is
performed by the transfer device 5 is conveyed from the
transfer device 5 to the peeling device 7 while the sheet-
shaped mold MA attached thereon is left. In this regard,
between the transfer device 5 and the peeling device 7,
one or a plurality of the molding targets (molding targets
attached onto the sheet-shaped mold MA) W may exist
at a predetermined interval (the pitch p1 shown in Fig.
24(a)) (for example, refer to Figs. 5(a) and 5(b). In such
a way, it is possible to enlarge a distance between the
transfer device 5 and the peeling device 7.
[0196] Moreover, as already understood, when the
molding target holding body 157 is located at a rising end
thereof, the upper surface of the molding target holding
body 157 comes to contact the molding target W attached
onto the flat sheet-shaped mold MA. Meanwhile, when
the molding target holding body 157 is located at a low-
ering end thereof, the upper surface of the molding target
holding body 157 is spaced apart from the molding target
holding body 157 by a predetermined distance below the
molding target W attached onto the flat sheet-shaped
mold MA.
[0197] The mold holding body 161 is provided on the
base member 147. The mold holding body 161 rotates
about an axis C12, as a rotation center. The axis C12 is
located on the upstream side (left side in Fig. 16(a)) in
the conveying direction of the flat sheet-shaped mold MA,
and extends in the width direction of the flat sheet-shaped
mold MA. Then, in a normal state, the lower surface of
the mold holding body 161 is set horizontal by a stopper
(not shown), and is brought into contact with the horizon-
tal upper surface of the sheet-shaped mold MA. Moreo-

ver, when the mold holding body 161 rotates, the down-
stream side of the mold holding body 161 is lifted up, and
thus slightly inclined (refer to Fig. 18(a) and the like).
[0198] The mold sandwiching portion 153 is provided
on the mold holding body 161 on the downstream side
in the conveying direction of the flat sheet-shaped mold
MA. The mold sandwiching portion 153 includes a mold
sandwiching body 163 formed into a bar-like shape, and
the mold sandwiching body 163 has a thin flat upper sur-
face. This upper surface faces to the lower surface of the
mold holding body 161, a longitudinal direction of the
upper surface coincides with the width direction of the
flat sheet-shaped mold MA. Further, a width direction of
an upper surface of the mold sandwiching body 163 co-
incides with the longitudinal direction (left and right direc-
tion of Fig. 16(a)) of the flat sheet-shaped mold MA flat
sheet-shaped mold MA.
[0199] The mold sandwiching body 163 is provided on
the mold holding body 161 through a linear guide bearing
(not shown) so as to be freely movable in a direction of
approaching and leaving the mold holding body 161.
[0200] Then, when the mold sandwiching body 163
moves to a mold holding body 161 side by an actuator
such as an air cylinder 165, the mold sandwiching body
163 sandwiches the sheet-shaped mold MA in coopera-
tion with the mold holding body 161 (for example, refer
to Fig. 17(b)). Alternatively, when the mold sandwiching
body 163 moves away from the mold holding body 161,
the sandwiching of the sheet-shaped mold MA is re-
leased.
[0201] Note that the mold sandwiching body 163 is pro-
vided at a position of not interfering with the molding tar-
get holding body 157. Moreover, the mold sandwiching
body 163 and the mold holding body 161 are configured
not to sandwich the molding target W therebetween.
[0202] The demolding portion 155 is provided on the
base member 147 on the downstream side in the con-
veying direction of the flat sheet-shaped mold MA. The
demolding portion 155 includes a demolding body 167.
The demolding body 167 is raised by an actuator such
as an air cylinder 169, whereby the demolding body 167
pushes up and rotates the mold holding body 161 (mold
sandwiching body 163), and inclines the lower surface
of the mold holding body 161 as mentioned above. In a
state where the mold holding body 161 is not pushed up
by the demolding body 167, the demolding body 167 is
located downward, and is spaced apart from the mold
holding body 161 (mold sandwiching body 163).
[0203] Moreover, downstream of the peeling device 7
in the conveying direction of the flat sheet-shaped mold
MA, a mold length adjustment device (tension maintain-
ing device) 171 is provided.
[0204] The tension maintaining device 171 maintains
the tension of the flat sheet-shaped mold MA substan-
tially constantly so that the sheet-shaped mold MA is not
loosened or that the sheet-shaped mold MA is not cut
owing to an excessive tension even if the form (for ex-
ample, an extension route of the flat sheet-shaped mold
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MA existing between the transfer device 5 and the mold
rolling-up device 11) of the flat sheet-shaped mold MA
is changed (for example, is changed so that the flat sheet-
shaped mold MA can be inclined as shown from Fig. 17
(b) to Fig. 18 (a)) by being peeled off by the peeling device
7 (when the peeling device 7 performs the peeling).
[0205] Irrespective of the form of the flat sheet-shaped
mold MA, the tension of the flat sheet-shaped mold MA
is maintained substantially constantly by the tension
maintaining device 171. Accordingly, when the molding
target W is peeled off from the flat sheet-shaped mold
MA, the sheet-shaped mold MA can be prevented from
being loosened and cut, and the transfer device 5 can
be operated smoothly.
[0206] Note that, as already understood, the transfer
device 5 performs the transfer by using the flat sheet-
shaped mold MA which is positioned and stopped after
the conveyance thereof. The peeling device 11 performs
the peeling when the flat sheet-shaped mold MA and the
molding target W are sandwiched by the transfer device
5 in addition to a condition where the conveyance of the
flat sheet-shaped mold MA is stopped.
[0207] Moreover, the peeling device 11 performs the
peeling in such a manner that the mold holding body 161
sucks and holds a back surface (surface opposite with
the surface on which the fine transfer pattern is formed;
upper surface) of the sheet-shaped mold MA attached
to the molding target W,
the molding target holding body 157 sucks and holds a
back surface (surface opposite with the surface on which
the fine transfer pattern is formed; lower surface) of the
molding target W attached to the flat sheet-shaped mold
MA, and the mold holding body 161 rotates (refer to Fig.
18(a)).
[0208] The molding target W and the flat sheet-shaped
mold MA, which are attached onto each other, exist be-
tween the mold rolling-up device 11 and the spot where
the transfer is performed by the transfer device 5.
[0209] As mentioned above, the peeling in the peeling
device 11 is completed, for example, when a linear
boundary moves from one end portion in the longitudinal
direction of the sheet-shaped mold MA to other end por-
tion therein (for example, from right to toward left in Figs.
17(a) and 17(b) and Figs. 18(a) and 18(b)) and such
movement is completed. Here, The linear boundary is a
boundary extending in the width direction of the sheet-
shaped mold MA, and is between a region where the
peeling is completed and a region where the peeling is
still uncompleted.
[0210] The tension maintaining device 171 maintains
the tension of the flat sheet-shaped mold MA between
the spot where the transfer is performed by the transfer
device 5 and the mold rolling-up device 11. Then, as men-
tioned above, the mold holding body 161 rotates, where-
by the form of the flat sheet-shaped mold MA is changed
between the spot where the transfer is performed by the
transfer device 5 and the mold rolling-up device 11; how-
ever, even in the case of this change, the tension of the

flat sheet-shaped mold MA is maintained at a substan-
tially constant value.
[0211] In the conveying/positioning device 3, when the
flat sheet-shaped mold MA and the molding target W are
sandwiched in order to perform the transfer, the peeling
between the flat sheet-shaped mold MA and the molding
target W is performed. Accordingly, even if the peeling
is performed, the positional deviation of the sheet-shaped
mold MA does not occur in the transfer device 5, and an
occurrence of a transfer failure can be avoided.
[0212] Moreover, the tension of the flat sheet-shaped
mold MA just needs to be maintained constantly in a rel-
atively short range between the transfer device 5 and the
mold rolling-up device 11, and accordingly, a value of the
tension can be set at an accurate one approximate to a
target value.
[0213] A description is made in detail of the mold length
adjustment device (tension maintaining device) 171 with
referring to an example. The mold length adjustment de-
vice 171 includes: guide rails 173 supported integrally on
the base member 147; a bearing member 175 engaged
with the guide rails 173 and made freely movable in the
vertical direction; and a roller 177 provided on this bearing
ember 175 so as to be rotatable about, as a rotation cent-
er, an axis (axis parallel to the axis C12 and the axis C3
shown in Fig. 9(a)).
[0214] The roller 177 exists between the spot where
the transfer is performed by the transfer device 5 and the
mold rolling-up device 11 (more specifically, between the
peeling device 7 and the mold rolling-up device 11). The
roller 177 is located above the flat sheet-shaped mold
MA, and the sheet-shaped mold MA is wound around a
lower side of the roller 177.
[0215] In such a way, the back surface (upper surface)
of the sheet-shaped mold MA, which is the surface op-
posite with the surface on which the fine transfer pattern
M1 is formed, is brought into contact with the roller 177.
[0216] A biasing device 197 (refer to Fig. 16(a)) is pro-
vided in the mold length adjustment device 171. The bi-
asing device 197 biases the roller 177 in a direction
(downward direction in Fig. 16(a)) of applying a tension
to the flat sheet-shaped mold MA wound around the roller
177, and in addition, with substantially constant force ir-
respective of a position of the roller 177. That is to say,
the biasing device 197 biases the roller 177 so as to apply
an appropriate tension to the flat sheet-shaped mold MA.
[0217] Specifically, the biasing device 197 includes: an
air cylinder (not shown); and an air pressure control in-
strument (for example, a regulator and a relief valve) that
controls a pressure of air to be supplied to this air cylinder
at a constant value.
[0218] For example, the bearing member 175 biases
the sheet-shaped mold MA downward with constant force
by the biasing device 197. Specifically, the bearing mem-
ber 175 is biased by an air pressure cylinder (not shown) .
The regulator and the relief valve (either thereof is not
shown) are connected to a pipe for compressed air sup-
plied to the air pressure cylinder, whereby it is made pos-

33 34 



EP 2 540 474 B1

19

5

10

15

20

25

30

35

40

45

50

55

sible to always apply constant urging force to the bearing
member 175 irrespective of an extension amount of a
rod from the air pressure cylinder.
[0219] In the conveying/positioning device 3, the ten-
sion maintaining device 171 includes the roller 177 and
the air cylinder. Accordingly, with a simple configuration,
the tension of the flat sheet-shaped mold MA can be
maintained substantially constantly without performing
complicated control.
[0220] Moreover, the compressed air supplied to the
air cylinder is gas provided with compressibility, and ac-
cordingly, even in the case where a sudden change oc-
curs in the form of the flat sheet-shaped mold MA owing
to some cause, the tension can be adjusted in response
to the sudden change concerned. Hence, even in the
case where such a sudden form change occurs in the
flat sheet-shaped mold MA, the sheet-shaped mold MA
can be prevented from being cut, and so on.
[0221] Note that, desirably, mass of the roller 177 or
the like is as small as possible. Moreover, in the case
where the mass of the roller 177 or the like is large, the
roller 177 or the like may be biased by the air cylinder in
a direction of reducing weight of the roller 177 or the like
(upward). In this case, the tension is applied to the sheet-
shaped mold MA by the reduced weight of the roller 177
or the like.
[0222] Moreover, in the conveying/positioning device
3, the roller 177 of the tension maintaining device 171
contacts the back surface of the sheet-shaped mold MA,
and accordingly, the fine transfer pattern M1 formed on
the sheet-shaped mold MA can be prevented from being
scratched, and depending on the case, it becomes pos-
sible to reuse the sheet-shaped mold MA.
[0223] Note that, in Fig. 16(a) and the like, the mold
holding body 161 rotates about, as a rotation center, the
axis C12 located on the upstream side in the conveying
direction of the sheet-shaped mold MA, whereby the
mold length adjustment device 171 is provided between
the peeling device 7 and the mold rolling-up device 11.
[0224] In contrast, the mold holding body 161 may be
configured to rotate about, as a rotation center, an axis
located on the downstream side in the conveying direc-
tion of the sheet-shaped mold MA, and the mold length
adjustment device 171 may be provided between the
transfer device 5 and the peeling device 7.
[0225] At the time of conveying the flat sheet-shaped
mold MA by the conveying/positioning device 3, as
shown in Fig. 16(a) and the like, the upper surface of the
molding target holding body 157 is located below the
sheet-shaped mold MA and the molding target W, and
is spaced apart from the sheet-shaped mold MA and the
molding target W, and the lower surface of the mold hold-
ing body 161 is set horizontal and is brought into contact
with the upper surface of the sheet-shaped mold MA, or
is spaced apart therefrom very slightly. Moreover, the
demolding body 167 is located downward, and the mold
sandwiching body 163 is also located downward, and
does not sandwich the mold.

[0226] When the conveyance of the flat sheet-shaped
mold MA in the conveying/positioning device 3 is ended,
and the molding target W is peeled off from the sheet-
shaped mold MA, for example, as shown in Fig. 17(a), a
configuration is adopted, in which the molding target
holding body 157 rises, and holds the molding target W
by the vacuum suction, and the sheet-shaped mold MA
is held by the mold holding body 161 by the vacuum suc-
tion.
[0227] Then, as shown in Fig. 18 (a), the mold sand-
wiching body 163 and the mold holding body 161 sand-
wiches the sheet-shaped mold MA, , the mold holding
body 161 (mold sandwiching body 163) rotates by the
rising of the demolding body 167, and the sheet-shaped
mold MA and the molding target W are separated from
each other. At this time, a change occurs in the length of
the flat sheet-shaped mold MA extended between the
unused-mold placing device 9 (transfer device 5) and the
mold rolling-up device 11, and accordingly, this change
is absorbed by the mold length adjustment device 171,
whereby it is made possible to rotate the mold holding
body 161 (mold sandwiching body 163) without generat-
ing an unnecessary tension in the sheet-shaped mold
MA (while keeping the tension substantially constant).
[0228] The base member 147 of the mold peeling de-
vice 7 is provided integrally on the bed 45. Moreover, the
peeing of the molding target W from the sheet-shaped
mold MA in the mold peeling device 7 is performed when
the transfer by the transfer device 5 is performed (more
specifically, when the sheet-shaped mold MA and the
molding target W are sandwiched by the press body 31
and the molding target placing body 33).
[0229] Next, a description is made of operations of the
transfer system 1.
[0230] In an initial state, as shown in Fig. 9(a), the un-
used rolled mold MB is placed on the unused-mold plac-
ing device 9, and the flat sheet-shaped mold MA exists
with an appropriate tension between the mold rolling-up
device 11 and the unused-mold placing device 9. More-
over, the transfer pattern forming area AE1 of the sheet-
shaped mold MA is located at the position where the
transfer by the transfer device 5 is performed.
[0231] The vacuum molding chamber 99 of the transfer
device 5 is open, (the respective bellows 101 and 107
are contracted), the moving body 49 is lowered, and the
ultraviolet ray generation device 125 is stopped and does
not generate the ultraviolet ray. Note that the distance
(distance between the lower surface of the press body
31 and the upper surface of the flat sheet-shaped mold
MA) L2 shown in Fig. 2(a) is a very slight distance in
actual.
[0232] Moreover, in the above-described initial state,
as shown in Fig. 16(a), the molding target holding body
157 of the peeling device 7 is lowered, the mold holding
body 161 does not rotate, and the lower surface of the
mold holding body 161 is set horizontal. The mold sand-
wiching body 163 is located downward, and does not
sandwich the sheet-shaped mold MA, and the demolding
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body 167 is located downward, and does not push up
the molding target holding body 157. Moreover, the
sheet-shaped mold MA attached onto the molding target
W is located at the appropriate position suitable for the
peeling by the peeling device 7.
[0233] First, a description is made of operations of the
transfer device 5.
[0234] In the above-described initial state, under the
control of the control device 179, the molding target W
before the transfer is placed on the molding target placing
body 33 of the transfer device 5 by the first conveying
device 15 (refer to Fig. 9(b)).
[0235] Subsequently, the respective bellows 101 and
107 are extended by the respective air cylinders 105 and
111 (refer to Fig. 10 (a)), and the moving body 49 is
raised, whereby the vacuum molding chamber 99 is
formed (refer to Fig. 10(b)). The inside of the vacuum
molding chamber 99 is decompressed by a vacuum
pump (refer to Fig. 2 and the like) 121, and is turned to
a substantially vacuum state (refer to Fig. 11(a)).
[0236] Subsequently, while maintaining the vacuum
molding chamber 99, the upper air cylinders 105 are set
at the intermediate position, and the moving body 49 is
further raised very slightly, whereby the flat sheet-shaped
mold MA is brought into contact with the press body 31
(mold contact material 39) (refer to Fig. 11(b) and the
like) . Then, the moving body 49 is further raised slightly,
whereby the molding target W and the sheet-shaped
mold MA are sandwiched and pressed by the press body
31 and the molding target placing body 33, and the ul-
traviolet ray to be mitted by the ultraviolet ray generation
device 125 is irradiated onto the ultraviolet curing resin
W2 of the molding target W, whereby the ultraviolet curing
resin W2 is cured (refer to Fig. 12(a)).
[0237] Subsequently, the vacuum molding chamber 99
is returned to the atmospheric pressure (refer to Fig.
12(b)), the upper contact member 103 is lowered by the
upper air cylinder 105, and in addition, the moving body
49 is lowered very slightly, whereby the sheet-shaped
mold MA and the molding target W, which are attached
onto each other, are separated from the press body 31
and the molding target placing body 33 (refer to Fig. 13
(a)).
[0238] Subsequently, the sheet-shaped mold MA is
held by the mold holding mechanism 127 (refer to Fig.
13(b)), and the respective upper and lower bellows 101
and 107 are contracted by the respective air cylinders
105 and 111, whereby the vacuum molding chamber 99
is opened (eliminated, refer to Fig. 14 (a)), and then the
moving body 49 is further lowered (refer to Fig. 14(b).
[0239] Subsequently, the holding of the sheet-shaped
mold MA by the mold holding mechanism 127 is stopped,
and the sheet-shaped mold MA is conveyed to the peel-
ing device 7 by the conveying/positioning device 3 while
leaving the molding target W attached thereonto (refer
to Fig. 15), and the transfer device 5 is ready for next
transfer.
[0240] Next, a description is made of operations of the

peeling device 7.
[0241] In the above-described initial state, under the
control of the control device 179, the molding target hold-
ing body 157 is raised, whereby the sheet-shaped mold
MA and the molding target W are sandwiched by the
molding target holding body 157 and the mold holding
body 161 (refer to Fig. 16 (b)), the molding target W is
held by the molding target holding body 157 by the vac-
uum suction, and the sheet-shaped mold MA is held by
the mold holding body 161 by the vacuum suction (refer
to Fig. 17(a)).
[0242] Subsequently, the mold sandwiching body 163
is raised, whereby the sheet-shaped mold MA is sand-
wiched between the mold sandwiching body 163 and the
mold holding body 161 (refer to fig. 17(b)), then the
demolding body 167 is raised, and the mold holding body
161 is rotationally moved, whereby the sheet-shaped
mold MA is peeled off from the molding target (post-trans-
fer molding target) W (refer to Fig. 18(a)), and then the
molding target holding body 157 is lowered (refer to Fig.
18(b)).
[0243] Subsequently, the vacuum suction by the mold-
ing target holding body 157 is stopped (refer to Fig.
19(a)), the molding target W is carried out by the second
conveying device 19 (refer to Fig. 19(b)), the demolding
body 167 is lowered to horizontally set the lower surface
of the mold holding body 161, the mold sandwiching body
163 is lowered to stop the sandwiching of the sheet-
shaped mold MA, and the vacuum suction by the mold
holding body 161 is stopped (refer to Fig. 20(a)), then
the sheet-shaped mold MA is conveyed by the convey-
ing/positioning device 3, and the above-mentioned initial
state is returned (refer to Fig. 20(b)).
[0244] In the transfer system 1, the transfer is per-
formed by the transfer device 5, the sheet-shaped mold
MA is conveyed in a state where the sheet-shaped mold
MA and the molding target W adhere to each other, and
the peeling between the sheet-shaped mold MA and the
molding target W is performed by the peeling device 7
provided apart and separate from the transfer device 5,
in other words, the transfer and the peeling are performed
in different steps of different spots. Accordingly, the trans-
fer and the peeling can be performed simultaneously,
and in the event where the fine transfer pattern M1 formed
on the sheet-shaped mold MA is transferred to the mold-
ing target W, the molding target W subjected to the trans-
fer can be obtained efficiently (a throughput of the transfer
can be shortened).
[0245] Moreover, the peeling device 7 can be provided
apart from the transfer device 5, and accordingly, there
occurs room in a placing space of the peeling device 7,
and the transfer device 5 and the peeling device 7 can
be fabricated by a design concept free from difficulty.
Moreover, it becomes easy to place the first conveying
device 15 and the second conveying device 19.
[0246] Furthermore, in accordance with the transfer
system 1, with respect to the one sheet-shaped mold
production device 27 in which a processing capability is
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high (a tact time is short), the pluralities of transfer de-
vices 5 and the like, in each of which a processing capa-
bility is lower (a tack time is longer) than in the sheet-
shaped mold production device 27, are provided (refer
to Fig. 25). Accordingly, the number of such sheet-
shaped mold production devices 27 can be reduced, and
the transfer system 1 can be simplified and made inex-
pensive.
[0247] Moreover, in accordance with the transfer sys-
tem 1, the shock-absorbing material 35 is provided in the
transfer device 5, and accordingly, in the event of the
transfer, the sheet-shaped mold MA and the molding tar-
get W can be sandwiched with a uniform pressure, and
an occurrence of a dropout of the transfer can be sup-
pressed.
[0248] Moreover, in accordance with the transfer sys-
tem 1, the mold contact material 39 is provided on the
shock-absorbing material 35 of the transfer device 5. Ac-
cordingly, in the event of the transfer, when the sheet-
shaped mold MA and the molding target W are sand-
wiched and are subjected to the transfer, and the press
body 31 is spaced apart from the sheet-shaped mold MA
after the transfer, the press body 31 is less likely to be
attached onto the sheet-shaped mold MA, and the re-
lease of the sandwiching after the transfer can be surely
performed.
[0249] Furthermore, in accordance with the transfer
system 1, the laminate films S1 are provided, and ac-
cordingly, the fine transfer pattern M1 can be avoided
being scratched in the unused rolled mold MB.
[0250] Note that, in the above, the description has been
made of the matter that the UV imprint method is per-
formed in the sheet-shaped mold production device 27
and the transfer device 5 by taking the matter as an ex-
ample; however, the thermal imprint method may be per-
formed in the sheet-shaped mold production device 27
and the transfer device 5.

Claims

1. A transfer system (1) comprising:

a conveying/positioning device (3) configured to
convey and position a flat sheet-shaped mold
(MA) in a predetermined direction, on which a
fine transfer pattern (M1) is formed;
a transfer device (5) configured to transfer the
fine transfer pattern (M1) to a molding target (W),
the transfer device (5) being provided on an up-
stream side in the conveying direction of the con-
veying/positioning device (3); and
a peeling device (7) configured to peel off the
sheet-shaped mold (MA) and the molding target
(W) from those mutually clinging to each other,
after the transfer by the transfer device (5) is
performed and the conveyance by the convey-
ing/positioning device (3) is performed, the peel-

ing device (7) being provided on a downstream
side in the conveying direction of the convey-
ing/positioning device (3), and the convey-
ing/positioning device (3) stops conveyance of
the flat sheet-shaped mold (MA) when the trans-
fer device (5) performs the transfer or the peeling
device (7) performs the peeling.

2. The transfer system (1) according to claim 1, further
comprising:

a sheet-shaped mold production device (27)
configured to form a fine transfer pattern on a
sheet-shaped raw material (M2) to produce the
sheet-shaped mold (M), wherein, a plurality of
unit sets are provided with respect to the one
sheet-shaped mold production device (27), and
each unit set includes the one conveying/posi-
tioning device (3), the one transfer device and
the one peeling device (7).

3. The transfer system (1) according to claim 1 or 2,
wherein the transfer device (5) comprises a press
body (31) and a molding target placing body (33)
configured to place the molding target (W) thereon,
the transfer device (5) is configured to sandwich the
molding target (W) and the flat sheet-shaped mold
(MA) by the press body (31) and the molding target
placing body (33) to perform the transfer, and the
press body (31) is configured to perform the sand-
wiching by a shock-absorbing material, (35).

4. The transfer system (1) according to claim 3, wherein
the press body (31) includes: a base material (37)
composed of a highly rigid material; the shock-ab-
sorbing material (35) provided in a layer shape so
as to cover the base material (37); and a mold contact
material (39) composed of a material less likely to
cling onto the sheet-shaped mold (M), the mold con-
tact material (39) being provided in a layer shape so
as to cover the shock-absorbing material (35).

5. The transfer system (1) according to any one of
claims 1 to 4, wherein the flat sheet-shaped mold
(MA) is a sheet-shaped mold (M) pulled out from a
rolled mold (MB) in which the sheet-shaped mold
(M) is wound, and
the fine transfer pattern (M1) is formed on a transfer
pattern forming area (AE1) as a part of the sheet-
shaped mold (M), and a laminate film (S1) is provided
on a region of the sheet-shaped mold (M), the region
being other than the transfer pattern forming area
(AE1).

6. A transfer method to the molding target,
wherein the transfer method is performed by using
the transfer system according to any one of claims
1 to 5.
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Patentansprüche

1. Übertragungssystem (1), umfassend:

eine Förder-/Positioniereinrichtung (3), einge-
richtet, um eine flache blattförmige Form (MA)
in einer vorbestimmten Richtung zu befördern
und zu positionieren, auf der ein feines Übertra-
gungsmuster (M1) gebildet ist;
eine Übertragungseinrichtung (5), eingerichtet,
um das feine Übertragungsmuster (M1) zu ei-
nem Formziel (W) zu übertragen, wobei die
Übertragungseinrichtung (5) an einer stromauf-
wärtigen Seite in der Beförderungsrichtung der
Förder-/Positioniereinrichtung (3) bereitgestellt
ist; und
eine Schäleinrichtung (7), eingerichtet, um die
blattförmige Form (MA) und das Formziel (W)
von diesen gegenseitig aneinander haftend ab-
zuschälen, nachdem die Übertragung mittels
der Übertragungseinrichtung (5) ausgeführt ist
und die Beförderung mittels der Förder-/Positi-
oniereinrichtung (3) ausgeführt ist, wobei die
Schäleinrichtung (7) auf einer stromabwärtigen
Seite in der Beförderungsrichtung der För-
der-/Positioniereinrichtung (3) bereitgestellt ist,
und wobei die Förder-/Positioniereinrichtung (3)
Beförderung von der flachen blattförmigen Form
(MA) stoppt, wenn die Übertragungseinrichtung
(5) die Übertragung ausführt oder die Schälein-
richtung (7) das Schälen ausführt.

2. Übertragungssystem (1) nach Anspruch 1, weiter
umfassend:

eine Fertigungseinrichtung für die blattförmige
Form (27), eingerichtet, um ein feines Übertra-
gungsmuster auf einem blattförmigen Rohma-
terial (M2) zu bilden, um die blattförmige Form
(M) herzustellen,
wobei eine Vielzahl von Einheitensets bereitge-
stellt sind in Bezug auf die eine Fertigungsein-
richtung für die blattförmige Form (27),
und wobei jedes Einheitenset die eine För-
der-/Positioniereinrichtung (3), die eine Übertra-
gungseinrichtung und die eine Schäleinrichtung
(7) einschließt.

3. Übertragungssystem (1) nach Anspruch 1 oder 2,
wobei die Übertragungseinrichtung (5) einen Press-
körper (31) und einen Formzielplatzierungskörper
(33) umfasst, eingerichtet, um das Formziel (W) dar-
auf zu platzieren,
wobei die Übertragungseinrichtung (5) eingerichtet
ist, um das Formziel (W) und die flache blattförmige
Form (MA) mittels des Presskörpers (31) und des
Formzielplatzierungskörpers (33) einzuklemmen,
um die Übertragung auszuführen, und

wobei der Presskörper (31) eingerichtet ist, um die
Einklemmung mittels eines schockabsorbierenden
Materials (35) auszuführen.

4. Übertragungssystem (1) nach Anspruch 3,
wobei der Presskörper (31) einschließt: ein Basis-
material (37), zusammengesetzt aus einem hoch-
steifen Material;
wobei das schockabsorbierende Material (35) in ei-
ner Schichtgestalt bereitgestellt ist, um das Basis-
material (37) zu bedecken;
und ein Formkontaktmaterial (39), zusammenge-
setzt aus einem Material, das weniger wahrschein-
lich auf der blattförmigen Form (M) klebt, wobei das
Formkontaktmaterial (39) in einer Schichtgestalt be-
reitgestellt ist, um das schockabsorbierende Mate-
rial (35) zu bedecken.

5. Übertragungssystem (1) nach einem der Ansprüche
1 bis 4,
wobei die flache blattförmige Form (MA) eine blatt-
förmige Form (M) ist, die aus einer gerollten Form
(MB) herausgezogen wird, in der die blattförmige
Form (M) aufgewickelt ist, und
das feine Übertragungsmuster (M1) auf einem Über-
tragungsmusterbildungsbereich (AE1) als Teil der
blattförmigen Form (M) gebildet ist
und ein Laminatfilm (S1) auf einer Region der blatt-
förmigen Form (M) bereitgestellt ist, wobei die Re-
gion eine andere ist als der Übertragungsmusterbil-
dungsbereich (AE1).

6. Übertragungsverfahren zum Formziel,
wobei das Übertragungsverfahren mittels Verwen-
dens des Übertragungssystems nach einem der An-
sprüche 1 bis 5 ausgeführt wird.

Revendications

1. Système de transfert (1) comprenant :

un dispositif de transport/positionnement (3)
configuré pour transporter et positionner un
moule plat en forme de feuille (MA) dans une
direction prédéterminée sur lequel un motif de
transfert fin (M1) est formé ;
un dispositif de transfert (5) configuré pour trans-
férer le motif de transfert fin (M1) à une cible de
moulage (W), le dispositif de transfert (5) étant
prévu sur un côté en amont dans la direction de
transport du dispositif de transport/positionne-
ment (3) ; et
un dispositif de démoulage (7) configuré pour
démouler le moule en forme de feuille (MA) et
la cible de moulage (W) de ceux qui adhèrent
mutuellement l’un à l’autre,
après que le transfert par le dispositif de transfert
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(5) a été réalisé et le transport par le dispositif
de transport/positionnement (3) a été réalisé, le
dispositif de démoulage (7) étant prévu sur un
côté en aval dans la direction de transport du
dispositif de transport/positionnement (3), et le
dispositif de transport/positionnement (3) arrête
le transport du moule plat en forme de feuille
(MA) lorsque le dispositif de transfert (5) réalise
le transfert ou le dispositif de démoulage (7) réa-
lise le démoulage.

2. Système de transfert (1) selon la revendication 1,
comprenant en outre :
un dispositif de production de moule en forme de
feuille (27) configuré pour former un motif de trans-
fert fin sur un matériau brut en forme de feuille (M2)
pour produire le moule en forme de feuille (M), dans
lequel une pluralité d’ensembles d’unité sont prévus
par rapport à l’un dispositif de production de moule
en forme de feuille (27), et chaque ensemble d’unité
inclut l’un dispositif de transport/positionnement (3),
l’un dispositif de transfert et l’un dispositif de démou-
lage (7).

3. Système de transfert (1) selon la revendication 1 ou
2,
dans lequel le dispositif de transfert (5) comprend
un corps de presse (31) et un corps de placement
de cible de moulage (33) configuré pour placer la
cible de moulage (W) dessus, le dispositif de trans-
fert (5) est configuré pour prendre en sandwich la
cible de moulage (W) et le moule plat en forme de
feuille (MA) par le corps de presse (31) et le corps
de placement de cible de moulage (33) pour réaliser
le transfert, et le corps de presse (31) est configuré
pour réaliser la prise en sandwich par un matériau
d’absorption de choc (35).

4. Système de transfert (1) selon la revendication 3,
dans lequel le corps de presse (31) inclut : un ma-
tériau de base (37) composé d’un matériau haute-
ment rigide ; le matériau d’absorption de choc (35)
prévu dans une forme de couche de sorte à couvrir
le matériau de base (37) ; et un matériau de contact
de moule (39) composé d’un matériau moins sus-
ceptible d’adhérer sur le moule en forme de feuille
(M), le matériau de contact de moule (39) étant prévu
dans une forme de couche de sorte à couvrir le ma-
tériau d’absorption de choc (35).

5. Système de transfert (1) selon l’une quelconque des
revendications 1 à 4,
dans lequel le moule plat en forme de feuille (MA)
est un moule en forme de feuille (M) retiré d’un moule
laminé (MB) dans lequel le moule en forme de feuille
(M) est enroulé, et
le motif de transfert fin (M1) est formé sur une zone
de formation de motif de transfert (AE1) en tant que

partie du moule en forme de feuille (M) et un film
laminé (S1) est prévu sur une région du moule en
forme de feuille (M), la région étant autre que la zone
de formation de motif de transfert (AE1).

6. Procédé de transfert à la cible de moulage,
dans lequel le procédé de transfert est réalisé par
utilisation du système de transfert selon l’une quel-
conque des revendications 1 à 5.
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