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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a light emitting device using a phosphor (fluorescent body) which is efficiently
excited by ultraviolet or short-wavelength visible light to produce luminescence.

DESCRIPTION OF THE RELATED ART

[0002] Conventionally, a semiconductor light emitting element for emitting blue light, which is configured in combination
with a fluorescent material for absorbing blue light and emitting light in a wavelength range of green to red, have been
known as a semiconductor light emitting device for emitting white light (see Patent Document 1). This configured light
emitting device has a quite simple structure, and can be thus produced inexpensively. The structure is configured by
placing the semiconductor light emitting element for emitting blue light on the bottom of the cup shape, and pouring a
binder containing a phosphor so as to coat the semiconductor light emitting element. In this case, some of blue light
emitted from the semiconductor light emitting element is absorbed by the phosphor, and the phosphor emits light in a
wavelength range of green to red, depending on the absorbed light. As a result, white light is achieved by additive color
mixing of the blue light transmitted without being absorbed by the phosphor with the green to red light emitted from the
phosphor. In addition, ink-jet printing, stencil printing, etc. have been considered as the method for providing the binder
containing the phosphor on the semiconductor light emitting element (see Patent Documents 2 and 3).

[Citation List]

[Patent Documents]

[0003]

[Patent Document 1] Japanese Patent Application Laid-Open No. 10-107325
[Patent Document 2] Japanese Patent No. 3546650
[Patent Document 3] Japanese Patent No. 4208449
[Patent Document 4] US Patent Application No. 2009/015138A1

[Non-Patent Documents]

[0004] [Non-Patent Document 1]Taguchi et al, "19th Microelectronics Symposium, Collection of Papers", 2009, p. 197

DISCLOSURE OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0005] However, the light emitting devices described in Patent Document 1 and Patent Document 2 fail to achieve
radiation light which is uniform in color. This is because the amount of radiation light from the semiconductor light emitting
element, which passes through the phosphor containing binder paste, varies from area to area, due to the non-uniform
thickness of the phosphor containing binder paste for coating the semiconductor light emitting element. The area with
the phosphor containing binder paste increased in thickness has a tendency to appear in a yellow color, whereas the
area with the paste decreased in thickness has a tendency to appear in a blue color. In particular, the human sensation
of color hue is sensitive in white color, and feels a feeling of strangeness even against a slight difference in color hue.
As a result, the production of a semiconductor light emitting device with color hue variability suppressed decreases the
yield, thereby resulting in a failure to provide inexpensiveness.
[0006] Thus, the method described in Patent Document 3 or Non-Patent Document 1 uniformly controls the thickness
of the phosphor containing binder, thereby making it possible to suppress the difference in the chromaticity of light
radiated from the light emitting device, due to the radiation angle. On the other hand, chromaticity fluctuation for individual
light emitting devices is out of control, and it is difficult to achieve an adequate yield. In addition, the light emitting area
of the white LED is decreased when the phosphor layer is densely applied in a thin film around the semiconductor light
emitting layer in order to eliminate chromaticity fluctuation by the method mentioned previously. As a result, the luminance
of the white LED is increased excessively, and thus, when an illuminator is created with the use of a plurality of LEDs,
luminance variability, illuminance variability, etc. are more likely to be caused. Patent Document 4 shows a light emitting
device according to the preamble of claim 1 exhibiting a high volume concentration of phosphor as well as a significant
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enlarged light emitting area.
[0007] In response to this problem, when the light emitting area of the white LED is increased, with the phosphor layer
formed thickly so as to prevent luminance variability, color hue variability is caused in the LED surface. Furthermore,
when this white LED is used for a light source of an illuminator, the chromaticity will vary depending on the irradiation
direction, and the LED is not suitable for a light source for lighting.
[0008] The present invention has been achieved in view of these circumstances, and an object of the present invention
is to provide a light emitting device which has chromaticity variability suppressed in a light emitting surface.

MEANS FOR SOLVING THE PROBLEMS

[0009] In order to solve the above problems, a light emitting device according to an aspect of the present invention is
configured to achieve a white color by mixing light from respective phosphors, the light emitting device including: a light
emitting element for emitting ultraviolet or short-wavelength visible light having a peak wavelength in a wavelength range
of 380 to 420 nm; a first phosphor excited by the ultraviolet or short-wavelength visible light to emit visible light having
a peak wavelength in a wavelength range of 560 nm to 600 nm; a second phosphor excited by the ultraviolet or short-
wavelength visible light to emit visible light having a complementary relationship with visible light emitted by the first
phosphor; and a light transmitting member which is a light transmitting layer for covering the light emitting element, and
has the first phosphor and the second phosphor dispersed therein, wherein the volume concentration of all of the
phosphors contained in the light transmitting member is 0.05 vol% or more and 2 vol% or less, and the light transmitting
member is configured to have an optical path length of 0.4 mm or more and 20 mm or less from incidence of light from
the light emitting element to exit thereof to the outside.
[0010] According to this aspect, white light is achieved by mixing visible light with a peak wavelength in a wavelength
range of 560 nm to 600 nm, which is emitted from the first phosphor excited by ultraviolet or short-wavelength visible
light, with visible light which has a complementary relationship with visible light emitted by the first phosphor, which is
emitted by the second phosphor excited by ultraviolet or short-wavelength visible light. Therefore, the chromaticity
fluctuation is suppressed in the light emitting surface, as compared with a light emitting device which has a blue light
emitting element combined with a yellow phosphor. In addition, the volume concentration of the phosphors in the light
transmitting member and the optical path length are set appropriately to cause the phosphors to efficiently absorb light
emitted by the light emitting element, and suppress the absorption and scattering of light emitted by the phosphor in and
on the other phosphor.
[0011] The first phosphor may have an average grain size of 0.5 mm or more and 100 mm or less, and the second
phosphor may have an average grain size of 0.5 mm or more and 100 mm or less. This makes it easy to disperse the
phosphors in the light transmitting member, and makes it possible to efficiently emit light.
[0012] When Imax and Ia respectively are assumed to denote the maximum intensity of an excitation spectrum for
the first phosphor and the intensity of the excitation spectrum for the first phosphor at a peak wavelength of an emission
spectrum for the second phosphor, Ia < 0.5 3 Imax may be satisfied. This prevents light emitted from the second
phosphor from being absorbed by the first phosphor to produce luminescence again.
[0013] The first phosphor may be represented by a general formula (M2

x, M3
y, M4

z)mM1O3X(2/n) (where M1 represents
one or more elements including at least Si, which are selected from the group consisting of Si, Ge, Ti, Zr, and Sn, M2

represents one or more elements including at least Ca, which are selected from the group consisting of Ca, Mg, Ba, and
Zn, M3 represents one or more elements including at least Sr, which are selected from the group consisting of Sr, Mg,
Ba, and Zn, X represents at least one halogen element, and M4 represents one or more elements including at least
Eu2+, which are selected from the group consisting of rare-earth elements and Mn. In addition, m may fall within the
range of 1 ≤ m ≤ 4/3, and n may fall within the range of 5 ≤ n ≤ 7. In addition, x, y, z may fall within ranges which satisfy
x + y + z = 1, 0 < x < 0.99, 0 < y < 0.99, 0.01 ≤ z ≤ 0.3).
[0014] The second phosphor may emit visible light with a peak wavelength in a wavelength range of 430 nm to 480
nm. For example, the second phosphor is represented by a general formula M1

a(M2O4)bXc:Red (where M1 represents
one or more elements including at least any of Ca, Sr, and Ba, which are selected from the group consisting of Ca, Sr,
Ba, Mg, Zn, Cd, K, Ag, and TI, M2 represents one or more elements including at least P, which are selected from the
group consisting of P, V, Si, As, Mn, Co, Cr, Mo, W, and B, X represents at least one halogen element, and Re represents
one or more elements including at least Eu2+, which are selected from the group consisting of rare-earth elements and
Mn. In addition, a may fall within the range of 4.2 ≤ a ≤ 5.8, b may fall within the range of 2.5 ≤ b ≤ 3.5, c may fall within
the range of 0.8 ≤ c ≤ 1.4, and d may fall within the range of 0.01 < d < 0.1.).
[0015] It is to be noted that any combinations of the components mentioned above, as well as representation conver-
sions in the present invention among a method, an apparatus, a system, etc., are also effective as aspects of the present
invention.



EP 2 544 252 B1

4

5

10

15

20

25

30

35

40

45

50

55

EFFECT OF THE INVENTION

[0016] According to the present invention, a light emitting device can be provided which has chromaticity fluctuation
suppressed in the light emitting surface.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is a schematic cross-sectional view of a light emitting device according to a first embodiment;
FIG. 2 is a schematic cross-sectional view of a light emitting device according to a second embodiment;
FIG. 3 is a diagram showing a chromaticity distribution at a light emitting surface of a light emitting device according
to Example 1;
FIG. 4 is a diagram showing a chromaticity distribution at a light emitting surface of a light emitting device according
to Comparative Example 1;
FIG. 5 is a diagram schematically illustrating a light emitting model for the light emitting device according to Com-
parative Example 1;
FIG. 6 is a diagram schematically illustrating a light emitting model for the light emitting device according to Example 1;
FIG. 7 is a diagram showing emission spectra and excitation spectra for phosphors for use in light emitting devices
in Example 2 and Comparative Example 2;
FIG. 8 is a diagram showing an emission spectrum in the case of exciting a mixed powder of a phosphor 1 and a
phosphor 2 for use in the light emitting device according to Example 2;
FIG. 9 is a diagram showing an emission spectrum in the case of exciting a mixed powder of an orthosilicate-based
phosphor and the phosphor 2 described above for use in the light emitting device according to Comparative Example
2;
FIG. 10 is a diagram showing an emission spectrum for the light emitting device according to Example 2;
FIG. 11 is a diagram showing an emission spectrum for the light emitting device according to Comparative Example 2;
FIG. 12 is a pattern diagram illustrating points to be measured for the light emitting devices according to Example
2 and Comparative Example 2;
FIG. 13 is a diagram showing a chromaticity distribution at a light emitting surface of the light emitting device according
to Example 2; and
FIG. 14 is a diagram showing a chromaticity distribution at a light emitting surface of the light emitting device according
to Comparative Example 2.

BEST MODE FOR CARRYING OUT THE INVENTION

[0018] In recent years, a light emitting device has been created which uses, as a primary light source, an LED (here-
inafter, referred to as an nUV-LED) for emitting near-ultraviolet or short-wavelength visible light, and moreover mounts
one or more phosphors for emitting visible light of any color. In order to achieve white light in this configured light emitting
device, there is a need to mount multiple phosphors. Examples of the combination of multiple phosphors include, for
example, two colors of blue and yellow, three colors of blue, green, and red, and four colors of blue, green, orange, and red.
[0019] In the case of using these multiple phosphors, multiexcitation (hereinafter, referred to as "cascade excitation")
is caused in which one of the phosphors with the shortest peak wavelength is excited by excitation light emitted from a
light emitting element, and primary fluorescence emitted from the excited phosphor is absorbed by the other phosphor
with a peak wavelength longer than that of the excited phosphor to excite the other phosphor. Therefore, the increased
thickness of the phosphor layer, that is, the longer optical path length is more likely to cause multiexcitation, and shifts
the luminescent color to the longer wavelength side. This event is also confirmed in "Taguchi et al, 19th Microelectronics
Symposium, Collection of Papers (2009), p. 197".
[0020] The inventor has conceived of the invention of present application in consideration of the event described
above, the performance required for the light emitting device, the productivity and manufacturing cost of the light emitting
device, etc.
[0021] Embodiments of the present invention will be described below in detail with reference to the drawings. It is to
be noted that the same elements are denoted by the same reference numerals in the description of the drawings, and
overlapping descriptions will be omitted appropriately.

(First Embodiment)

[0022] FIG. 1 is a schematic cross-sectional view of a light emitting device according to a first embodiment. The light
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emitting device 10 shown in FIG. 1 has a pair of an electrode 14 (anode) and an electrode 16 (cathode) formed on a
substrate 12. A semiconductor light emitting element 18 is fixed onto the electrode 14 with a mounting member 20. The
semiconductor light emitting element 18 and the electrode 14 are brought into conduction by the mounting member 20,
whereas the semiconductor light emitting element 18 and the electrode 16 are brought into conduction by a wire 22. A
domal phosphor layer 24 is formed over the semiconductor light emitting element 18. Reflecting surfaces 17 are formed
on the substrate 12 in the region without the electrodes 14, 16 and the semiconductor light emitting element 18 provided.
Methods for forming the reflecting surfaces 17 include the following method. First, the electrode section is formed on
the substrate 12, and white acrylic or urethane reflective coating is applied onto the electrode section provided with a
mask. Then, the mask is removed, and the light emitting element 18 is mounted. Thus, as shown in FIG. 1, even when
luminescence produced by a phosphor 19 excited by light emitted upward from the light emitting element 18 travels
toward the substrate 12, the luminescence is reflected upward again by the reflecting surface 17. Thus, some of lumi-
nescence produced from the phosphor 19, which travels toward the substrate 12, can be also utilized for illumination,
thus making an improvement in light extraction efficiency.
[0023] The substrate 12 is preferably formed from a material which has no electrical conductivity, but has high thermal
conductivity, for which ceramic substrates (aluminum nitride substrates, alumina substrates, mullite substrates, glass
ceramic substrates), glass epoxy substrates, and the like can be used, for example.
[0024] The electrode 14 and the electrode 16 are electrically conductive layers formed from metal materials such as
gold and copper.
[0025] The semiconductor light emitting element 18 is an example of a light emitting element for use in the light emitting
device according to the present invention, for which, for example, LEDs, LDs, and the like can be used which emit
ultraviolet light or short-wavelength visible light. Specific examples can include InGaN based compound semiconductors.
The InGaN based compound semiconductors undergo changes in emission wavelength range depending on the In
content. The higher content of In shows a tendency to result in a longer emission wavelength, whereas the lower content
of In shows a tendency to result in a shorter emission wavelength, and it has been confirmed that an InGaN based
compound semiconductor containing In to the extent of a peak wavelength around 400 nm has the highest quantum
efficiency in the light emission. The semiconductor light emitting element 18 according to the present embodiment
preferably emits ultraviolet light or short-wavelength visible light with a peak wavelength in a wavelength range of 380
to 420 nm.
[0026] The mounting member 20 is, for example, an electrically conductive adhesive such as a silver paste, a gold-
tin eutectic solder, or the like, which fixes the lower surface of the semiconductor light emitting element 18 to the electrode
14 to electrically connect a lower electrode of the semiconductor light emitting element 18 to the electrode 14 on the
substrate 12.
[0027] The wire 22 is an electrically conducting member such as a gold wire, which is connected to an upper electrode
of the semiconductor light emitting element 18 and the electrode 16 by, for example, ultrasonic thermocompression
bonding or the like to electrically connect the both.
[0028] The phosphor layer 24 has respective phosphors as described later, which are sealed with a binder member
in a hemispherical shape (domal shape) covering the upper surface of the substrate 12, including the semiconductor
light emitting element 18. The phosphor layer 24 is formed by, for example, preparing a fluorescent paste of the phosphors
mixed in a liquid or gel binder member, then applying the fluorescent paste on the upper surface of the semiconductor
light emitting element 18 to form a hemispherical shape, and then curing the binder member of the fluorescent paste.
As the binder member, for example, silicone resins, fluorine resins, etc. can be used. In addition, binder members are
preferable which have excellent resistance performance to ultraviolet light, because the light emitting device according
to the present embodiment uses ultraviolet light or short-wavelength visible light as an excitation light source.
[0029] In addition, the phosphor layer 24 may have substances mixed therein which have various properties, besides
the phosphors. The refractive index of the phosphor layer 24 can be increased by mixing, in the phosphor layer 24, a
substance which has a higher refractive index than the binder member, for example, a metal oxide, a fluorine compound,
a sulfide, or the like. Thus, the total reflection is reduced which is caused when light generated from the semiconductor
light emitting element 18 falls on the phosphor layer 24, thereby achieving the effect of improving the efficiency of
excitation light brought into the phosphor layer 24. Furthermore, the particle size of the mixed substance adjusted down
to nanosize can increase the refractive index without decreasing the transparency of the phosphor layer 24. In addition,
a white powder on the order of 0.3 to 3 mm in average grain size, such as alumina, zirconia, titanium oxide, may be
mixed as a light scattering agent into the phosphor layer 24. Thus, luminance variability and chromaticity variability can
be prevented in the light emitting surface. The phosphor layer 24 is a light transmitting layer covering the semiconductor
light emitting element 18, which functions as a light transmitting member in which a first phosphor and a second phosphor
as described later are dispersed.
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(Second Embodiment)

[0030] FIG. 2 is a schematic cross-sectional view of a light emitting device according to a second embodiment. The
light emitting device 110 according to the second embodiment differs greatly in that the phosphor layer for sealing the
semiconductor light emitting element has a different shape, as compared with the light emitting device 10 according to
the first embodiment. The structure, which is not particularly mentioned in the following description, is the same as in
the first embodiment.
[0031] The light emitting device 110 shown in FIG. 2 has a semiconductor light emitting element 118 fixed on a substrate
112 with an electrode (not shown) interposed therebetween. On the semiconductor light emitting element 118, a phosphor
layer 124 is formed so as to cover the semiconductor light emitting element 118.
[0032] The phosphor layer 124 has a nearly planar upper surface 124a. In addition, the phosphor layer 124 has a
horizontally long cross section as shown in FIG. 2, when the light emitting device 110 is viewed from one side. More
specifically, the phosphor layer 124 has a nearly cuboid shape. Further, reflecting surfaces (not shown) are formed on
the substrate 112 in the same way as in the light emitting device 10 shown in FIG. 1, in the region without the electrodes
(not shown) and the semiconductor light emitting element 118 provided.
[0033] Next, the respective phosphors for use in the light emitting device according to the present embodiment will
be described in detail.

(First Fluorescent Body)

[0034] The first phosphor is a phosphor which is excited by ultraviolet or short-wavelength visible light to emit visible
light, and a phosphor which is represented by the general formula (M2

x, M3
y, M4

z)mM1O3X(2/n) (where M1 represents
one or more elements including at least Si, which are selected from the group consisting of Si, Ge, Ti, Zr, and Sn, M2

represents one or more elements including at least Ca, which are selected from the group consisting of Ca, Mg, Ba, and
Zn, M3 represents one or more elements including at least Sr, which are selected from the group consisting of Sr, Mg,
Ba, and Zn, X represents at least one halogen element, and M4 represents one or more elements including at least
Eu2+, which are selected from the group consisting of rare-earth elements and Mn. In addition, m may fall within the
range of 1 ≤ m ≤ 4/3, and n may fall within the range of 5 ≤ n ≤ 7. In addition, x, y, z may fall within ranges which satisfy
x + y + z = 1, 0 < x < 0.99, 0 < y < 0.99, 0.01 ≤ z ≤ 0.3). In addition, the first phosphor is a phosphor which emits visible
light with a peak wavelength in a wavelength range of 560 to 600 nm.
[0035] The first phosphor can be obtained, for example, in the following way. For the first phosphor, compounds
represented by the following composition formulas (1) to (4) can be used as raw materials.

(1) M’1O2 (M’1 represents a quadrivalent element such as Si, Ge, Ti, Zr, or Sn)
(2) M’2O (M’2 represents a bivalent element such as Mg, Ca, Ba, or Zn)
(3) M’3X2 (M’3 represents a bivalent element such as Mg, Sr, Ba, or Zn, and X represents a halogen element)
(4) M’4 (M’4 represents a rare-earth element such as Eu2+ and/or Mn)

[0036] For example, SiO2, GeO2, TiO2, ZrO2, SnO2, and the like can be used as a raw material for the composition
formula (1). For example, carbonates, oxides, hydroxides, etc. of bivalent metal ions can be used as a raw material for
the composition formula (2). For example, SrCl2, SrCl2·6H2O, MgCl2, MgCl2·6H2O, BaCl2, BaCl2·2H2O, ZnCl2, MgF2,
SrF2, BaF2, ZnF2, MgBr2, SrBr2, BaBr2, ZnBr2, MgI2, SrI2, BaI2, ZnI2, and the like can be used as a raw material for the
composition formula (3). For example, Eu2O3, Eu2(CO3)3, Eu(OH)3, EuCl3, MnO, Mn(OH)2, MnCO3, MnCl2·4H2O,
Mn(NO3)2·6H2O, and the like can be used as a raw material for the composition formula (4).
[0037] As the raw material for the composition formula (1), M’1 preferably contains at least Si. In addition, M’1 may
have Si partially substituted with at least one element selected from the group consisting of Ge, Ti, Zr, and Sn. In this
case, the raw material is preferably a compound in which the ratio of Si to M’1 is 80 mol% or more. As the raw material
for the composition formula (2), M’2 preferably contains at least Ca. In addition, M’2 may have Ca partially substituted
with at least one element selected from the group consisting of Mg, Ba, Zn, and the like. In this case, the raw material
is preferably a compound in which the ratio of Ca to M’2 is 60 mol% or more. As the raw material for the composition
formula (3), M’3 preferably contains at least Sr. In addition, M’3 may have Sr partially substituted with at least one element
selected from the group consisting of Mg, Ba, Zn, and the like. In addition, the raw material is preferably a compound
of 30 mol% or more of Sr. In addition, as the raw material for the composition formula (3), X preferably contains at least
Cl. In addition, X may have Cl partially substituted with other halogen element. In addition, the raw material is preferably
a compound in which the ratio of Cl is 50 mol% or more. As the raw material for the composition formula (4), M’4 is
preferably a rare-earth element essentially including bivalent Eu, and may contain Mn or rare-earth elements and the
like besides Eu.
[0038] The raw materials of the composition formulas (1) to (4) are weighed in the proportions of: (1) : (2) = 1 : 0.1 to
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1.0; (2) : (3) = 1 : 0.2 to 12.0; and (2) : (4) = 1 : 0.05 to 4.0, preferably (1) : (2) = 1 : 0.25 to 1.0; (2) : (3) = 1 : 0.3 to 6.0;
and (2) : (4) = 1 : 0.05 to 3.0, and more preferably (1) : (2) = 1 : 0.25 to 1.0; (2) : (3) = 1 : 0.3 to 4.0; and (2) : (4) = 1 :
0.05 to 3.0 in terms of molar ratio, and the respective raw materials weighed are put in an alumina mortar, and subjected
to grinding and mixing for about 30 minutes to obtain a raw material mixture. This raw material mixture is put in an
alumina crucible, and subjected to firing at a temperature of 700°C or more and less than 1100°C for 3 to 40 hours in a
predetermined atmosphere (H2 : N2 = 5 : 95) in an electric furnace in a reducing atmosphere to obtain a fired product.
This fired product is washed with warm pure water in a careful manner to wash away excess chloride, thereby succeeding
in obtaining in the first phosphor. The first phosphor is excited by ultraviolet or short-wavelength visible light to emit
visible light.
[0039] It is to be noted that the raw material (bivalent metal halide) of the composition formula (3) is preferably weighed
in an excessive amount over the stoichiometric proportion. This comes from the consideration of the fact that the halogen
element partially vaporizes and evaporates in the firing, for preventing crystal defects of the phosphor from being caused
due to the lack of the halogen element. In addition, the excessively added raw material of the composition formula (3)
is liquefied at the firing temperature to serve as a fusion agent for a solid-phase reaction, and thereby promote the solid-
phase reaction and improve the crystallinity.
[0040] Further, the excessively added raw material of the composition formula (3) is present as impurities in the
produced phosphor after firing the raw material mixture. Therefore, in order to achieve a phosphor which has a high
degree of purity and a high luminescence intensity, these impurities may be washed away with warm pure water. The
composition ratio shown in the general formula of the first phosphor according to the present embodiment refers to the
composition ratio after washing away the impurities, and the raw material of the composition formula (3) added excessively
to result in impurities as described above is not considered in this composition ratio.

(Second Fluorescent Body)

[0041] The second phosphor is a phosphor which has a luminescent color with a peak wavelength at 430 to 480 nm,
for establishing a complementary relationship with the luminescent color of the first phosphor. This second phosphor
efficiently absorbs near-ultraviolet or short-wavelength visible light, and emits light with a dominant wavelength of 440
to 470 nm. While phosphors which can be used as the second phosphor are not particularly limited on the composition,
the second phosphor can be selected from among, for example, phosphors (1) to (4) represented by the following general
formula.

(1) A phosphor represented by the general formula M1
a(M2O4)bXc:Red (where M1 represents one or more elements

including at least any of Ca, Sr, and Ba, which are selected from the group consisting of Ca, Sr, Ba, Mg, Zn, Cd, K,
Ag, and Tl, M2 represents one or more elements including at least P, which are selected from the group consisting
of P, V, Si, As, Mn, Co, Cr, Mo, W, and B, X represents at least one halogen element, and Re represents one or
more elements including at least Eu2+, which are selected from the group consisting of rare-earth elements and Mn.
In addition, a falls within the range of 4.2 ≤ a ≤ 5.8, b falls within the range of 2.5 ≤ b ≤ 3.5, c falls within the range
of 0.8 ≤ c ≤ 1.4, and d falls within the range of 0.01 < d < 0.1.)
(2) A phosphor represented by the general formula M1

1-aMgAl10O17:Eu2+
a (where M1 represents at least one or

more elements selected from the group consisting of Ca, Sr, Ba, and Zn. In addition, a falls within the range of 0.001
≤ a ≤ 0.5.)
(3) A phosphor represented by the general formula M1

1-aMgSi2O8:Eu2+
a (where M1 represents at least one or more

elements selected from the group consisting of Ca, Sr, Ba, and Zn. In addition, a falls within the range of 0.001 ≤ a
≤ 0.8.)
(4) A phosphor represented by the general formula M1

2-a(B5O9)X:Rea (where M1 represents at least one or more
elements selected from the group consisting of Ca, Sr, Ba, and Zn, and X represents at least one halogen element.
In addition, a falls within the range of 0.001 ≤ a ≤ 0.5.)

[0042] The second phosphor can be obtained, for example, in the following way. For the second phosphor, with the
use of CaCO3, MgCO3, CaCl2, CaHPO4, and Eu2O3 as raw materials, these raw materials are weighed in predetermined
proportions so as to provide CaCO3 : MgCO3 : CaCl2 : CaHPO4 : Eu2O3 = 0.05 to 0.35 : 0.01 to 0.50 : 0.17 to 2.50 :
1.00 : 0.005 to 0.050 in terms of molar ratio, and the respective raw materials weighed are put in an alumina mortar,
and subjected to grinding and mixing for about 30 minutes to obtain a raw material mixture. This raw material mixture
is put in an alumina crucible, and subjected to firing at a temperature of 800°C or more and less than 1200°C for 3 hours
in a N2 atmosphere containing 2 to 5% of H2 to obtain a fired product. This fired product is washed with warm pure water
in a careful manner to wash away excess chloride, thereby succeeding in obtaining in the second phosphor. The second
phosphor emits visible light which has a complementary relationship with the visible light emitted by the first phosphor.
[0043] It is to be noted that the CaCl2 (molar ratio) weighed for obtaining the previously mentioned raw material mixture
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is preferably weighed in an excessive amount of 0.5 mol or more over the stoichiometric proportion with respect to the
composition ratio of the second phosphor produced. This can prevent the second phosphor from having crystal defects
caused due to the lack of Cl.

EXAMPLES

[0044] While the phosphors and light emitting devices described above will be further specifically described below
with reference to examples, the following descriptions of raw materials and production methods for phosphors and light
emitting devices, the chemical compositions of the phosphors, etc. are not to be considered to limit embodiments of the
phosphors and light emitting device according to the present invention in any way.
[0045] First, phosphors used in light emitting devices according to the present examples will be described in detail.

<Fluorescent Body 1>

[0046] The phosphor 1 is a type of the first phosphor, and a phosphor represented by (Ca0.47, Sr0.48, EU0.05)7/6SiO3Cl2/6.
The phosphor 1 is synthesized so that the respective contents x, y, and z of M2, M3, M4 are respectively 0.47, 0.48, and
0.05 with M1 = Si, M2 = Ca, M3 = Sr, X = Cl, M4 = Eu2+, m = 7/6, and n = 6 in the general formula (M2

x, M3
y, M4

z)mM1O3X2/n.
In addition, the phosphor 1 has cristobalite produced in the phosphor by excessively adding SiO2 in the mixing ratio of
the raw materials. For the production of the phosphor 1, first, respective raw materials of SiO2, Ca(OH)2, SrCl2·6H2O,
and Eu2O3 were weighed to provide SiO2 : Ca(OH)2 : SrCl2·6H2O : Eu2O3 = 1.1 : 0.45 : 1.0 : 0.13 in terms of molar ratio,
and the respective raw materials weighed were put in an alumina mortar, and subjected to grinding and mixing for about
30 minutes to obtain a raw material mixture. This raw material mixture was put in an alumina crucible, and subjected to
firing at a temperature of 1000°C for 5 to 40 hours in a predetermined atmosphere (H2 : N2 = 5 : 95) in an electric furnace
in a reducing atmosphere to obtain a fired product. The fired product obtained was washed with warm pure water in a
careful manner to obtain the phosphor 1.

<Fluorescent Body 2>

[0047] The phosphor 2 is a phosphor represented by (Ca4.67Mg0.5)(PO4)3Cl:EU0.08. The phosphor 2 is an example
of the second phosphor described above. The phosphor 2 is a phosphor synthesized so as to have M1 = Ca/Mg (molar
ratio: 90.3/9.7), M2 = P, X = Cl, Re = Eu2+, a = 5.17, b = 3, c = 1, and d = 0.08 in the general formula M1

a(M2O4)bXc:Red.
For the production of the phosphor 2, first, respective raw materials of CaCO3, MgCO3, CaCl2, CaHPO4, and Eu2O3
were weighed to provide CaCO3 : MgCO3 : CaCl2 : CaHPO4 : Eu2O3 = 0.42 : 0.5 : 3.0 : 1.25 : 0.04 in terms of molar
ratio, and the respective raw materials weighed were put in an alumina mortar, and subjected to grinding and mixing for
about 30 minutes to obtain a raw material mixture. This raw material mixture was put in an alumina crucible, and subjected
to firing at a temperature of 800°C or more and less than 1200°C for 3 hours in a N2 atmosphere containing 2 to 5% of
H2 to obtain a fired product. The fired product obtained was washed with warm pure water in a careful manner to obtain
the phosphor 2.
[0048] Next, the structures of light emitting devices according to examples and comparative examples will be described
in detail.

<Structure of Light Emitting Device>

(Example 1)

[0049] For the light emitting device according to Example 1, the following specific components are used in a light
emitting device which has the configuration shown in FIG. 1.
[0050] First, with the use of an aluminum nitride substrate as the substrate 12, gold was used to form the electrode
14 (anode) and the electrode 16 (cathode) on the surface of the substrate 12. As the semiconductor light emitting element
18, an LED of 1 mm square (SemiLEDs Corporation: MvpLED™SL-V-U40AC) is used which has an emission peak at
405 nm. Then, the lower surface of the LED described above was bonded onto a silver paste (Henkel Ablestik Japan
Ltd.: 84-1LMISR4) delivered by drops onto the electrode 14 (anode) with the use of a dispenser, and the silver paste
was subjected to curing for 1 hour under an environment of 175°C. In addition, with a gold wire of Φ 45 mm as the wire
22, this gold wire was bonded by ultrasonic thermocompression bonding to an upper electrode of the LED and the
electrode 16 (cathode). In addition, with a silicone resin as a binder member, various types of phosphors were mixed
into this silicone resin to prepare a fluorescent paste.
[0051] As a method for adjusting the fluorescent paste, first, the phosphor 1 and second phosphor 2 described above
were mixed at a ratio by weight of 2 : 1, and adjusted so as to fall within the degree of whiteness. Then, a dimethyl
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silicone resin (Dow Corning Toray Silicone Co., Ltd.: JCR6126) was used as a matrix material for the preparation of the
fluorescent paste, and weighed so as to have a phosphor concentration of 1 vol%. The fluorescent paste was prepared
by filling a 10 cc ointment container with approximately 3 to 5 g of the weighed binder material and phosphors mentioned
previously, and using a rotation-revolution mixer (MAZERUSTAR from KURABO Industries Ltd.) for mixing/defoaming
for 90 seconds with 1200 revolutions and 400 rotations per second. It is to be noted that the phosphors may be subjected
to a silane treatment, in order to ensure the dispersion of the phosphors in the preparation of the fluorescent paste.
Then, the prepared fluorescent paste was used to form a dome in a hemispherical shape of 10 mm in radius on the
upper surface of the semiconductor light emitting element 18, and then immobilized by curing for 1.5 hours under an
environment of 150°C, to form the domal phosphor layer 24.

(Example 2)

[0052] For the light emitting device according to Example 2, the following specific components are used in a light
emitting device which has the configuration shown in FIG. 2.
[0053] In the case of the light emitting device according to Example 2, as in the case of the light emitting device
according to Example 1, an aluminum nitride substrate was used as a substrate, and gold was used to electrodes (an
anode and a cathode) on the surface of the substrate. In addition, an LED of 1 mm square (SemiLEDs Corporation:
MvpLED™SL-V-U40AC) with an emission peak at 405 nm was used as the semiconductor light emitting element 118,
the lower surface of the LED described above was bonded onto a silver paste (Henkel Ablestik Japan Ltd.: 84-1LMISR4)
delivered by drops onto the electrode (anode), not shown, with the use of a dispenser, and the silver paste was subjected
to curing for 1 hour under an environment of 175°C. In addition, with a gold wire of Φ 45 mm as a wire (not shown), this
gold wire was bonded by ultrasonic thermocompression bonding to an upper electrode of the LED and the electrode
(cathode). Next, the phosphors were dispersed in the binder material listed below to prepare a fluorescent paste.
[0054] While the preparation method and phosphors used for the fluorescent paste are almost the same as in the
case of Example 1, an adjustment is made so that the phosphor concentration is 2 vol%. In this case, the fluorescent
paste is adjusted to a viscosity depending on the light transmission, dispersibility, and moldability/filling workability. Then,
the semiconductor light emitting element 118 mounted on the substrate was coated with the fluorescent paste by using
a processing method such as potting, compression molding, transfer molding, or injection molding.
[0055] For the binder material, a material is used which is transparent to near-ultraviolet or short-wavelength visible
light (a transmission of 90% or more) and has favorable resistance to light. Specifically, silicone resins, fluorine resins,
sol-gel glass, acrylic resins, inorganic binders, glass materials, etc. can be used. In addition, a diffusing agent and a
thixotropic agent may be added to the binder paste. Specifically, examples include fine grains such as a silicon dioxide,
a titanium oxide, an aluminum oxide, and a barium titanate.
[0056] In the case of the light emitting device according to Example 2, the phosphors in a predetermined amount were
subjected to mixing/dispersion/defoaming in a silicone resin with silica fine grains dispersed as a thixotropic agent to
prepare the fluorescent paste. Then, the fluorescent paste was applied onto the semiconductor light emitting element
in a dispensing manner with the use of a dispenser, and then immobilized by curing for 1.5 hours under an environment
of 150°C. Thus, the dimensions of the cured fluorescent paste obtained by potting resulted in a shape of about 4 to 6
mm in width, about 2 mm in height, and about 25 mm in length, with the semiconductor light emitting element 118 sealed.

(Comparative Example 1)

[0057] For the light emitting device according to Comparative Example 1, the following specific components are used
in a light emitting device which has the configuration shown in FIG. 1. The light emitting device according to Comparative
Example 1 has almost the same configuration as the light emitting device according to Example 1, and different com-
ponents from those in the light emitting device according to Example 1 will be thus described below.
[0058] As the semiconductor light emitting element 18, an LED of 1 mm square (SemiLEDs Corporation: MvpLED™SL-
V-B45AC) with an emission peak at 450 nm was used. As a phosphor, cerium-activated yttrium aluminum garnet (P46-
Y3 from Kasei Optonix, Ltd.) was used.
[0059] A dimethyl silicone resin (Dow Corning Toray Silicone Co., Ltd.: JCR6126) was used as a matrix material for
the preparation of a fluorescent paste, and weighed so that the concentration of the phosphor (YAG phosphor) described
above was 1.05 vol%. The fluorescent paste was prepared by filling a 10 cc ointment container with approximately 3 to
5 g of the weighed binder material and phosphor mentioned previously, and using a rotation-revolution mixer (MAZ-
ERUSTAR from KURABO Industries Ltd.) for mixing/defoaming for 90 seconds with 1200 revolutions and 400 rotations
per second. Then, the prepared fluorescent paste was used to form a dome in a hemispherical shape of 8 mm in radius
on the upper surface of the semiconductor light emitting element 18, and then subjected to curing for 1.5 hours under
an environment of 150°C, to form the domal phosphor layer 24.
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(Comparative Example 2)

[0060] For the light emitting device according to Comparative Example 2, the following specific components are used
in a light emitting device which has the configuration shown in FIG. 2. The light emitting device according to Comparative
Example 2 has almost the same configuration as the light emitting device according to Example 2, and different com-
ponents and preparation methods from those in the light emitting device according to Example 2 will be thus described
below.
[0061] As the semiconductor light emitting element 118, an LED of 1 mm square (SemiLEDs Corporation: Mv-
pLED™SL-V-U40AC) with an emission peak at 405 nm was used. As for phosphors, a europium-activated orthosilicate-
based phosphor (WL-Y460 from Intematix Corporation) was used as the first phosphor, whereas the phosphor 2 used
in Example 1 was used as the second phosphor.
[0062] As a method for adjusting a fluorescent paste, first, the first phosphor and second phosphor described above
were mixed at a ratio by weight of 2 : 1, and adjusted so as to fall within the degree of whiteness. Then, a dimethyl
silicone resin (Dow Corning Toray Silicone Co., Ltd.: JCR6126) was used as a matrix material for the preparation of the
fluorescent paste, and weighed so as to have a phosphor concentration of 2 vol%. The fluorescent paste was prepared
by filling a 10 cc dispensing container with approximately 3 to 5 g of the weighed binder material and phosphors mentioned
previously, and using a rotation-revolution mixer (MAZERUSTAR from KURABO Industries Ltd.) for mixing/defoaming
for 90 seconds with 1200 revolutions and 400 rotations per second. Then, the adjusted fluorescent paste was applied
onto the semiconductor light emitting element in a dispensing manner with the use of a dispenser, and then immobilized
by curing for 1.5 hours under an environment of 150°C. Thus, the dimensions of the cured fluorescent paste obtained
by potting resulted in a shape of about 4 to 6 mm in width, about 2 mm in height, and about 25 mm in length, with the
semiconductor light emitting element 118 sealed. It is to be noted that not only the domal shape (hemispherical shape)
and semi-cylindrical shape described above, but also, for example, a lens shape such as a Fresnel lens can be also
adopted as the shape of the resin paste.

<Evaluation of Examples>

[0063] The in-plane chromaticity distribution of the light emitting surface was measured for the light emitting devices
according to Example 1 and Comparative Example 1. For the measurement device, a two-dimensional luminance meter
(from Minolta Co., Ltd.) was used. Specifically, the light emitting surface (hemispherical dome) of Φ 10 mm (Example
1) or Φ 8 mm (Comparative Example 1) was divided into 40000 regions, and the chromaticity in each region was measured
and plotted in a chromaticity diagram.
[0064] FIG. 3 is a diagram showing the chromaticity distribution at the light emitting surface of the light emitting device
according to Example 1. FIG. 4 is a diagram showing the chromaticity distribution at the light emitting surface of the light
emitting device according to Comparative Example 1. As shown in FIG. 3, light emitted by the light emitting device
according to Example 1 has a very narrow chromaticity distribution, and small chromaticity fluctuation in the light emitting
surface. Therefore, the light emitting device according to Example 1 achieves uniform white light over the entire light
emitting surface.
[0065] In contrast, light emitted by the light emitting device according to Comparative Example 1 is bluish white in a
central portion of the dome, and tinged with yellow in a peripheral portion thereof. Therefore, as shown in FIG. 4, it is
found that the light emitted by the light emitting device according to Comparative Example 1 has a broad chromaticity
distribution along the chromaticity line of blue-yellow, and large color hue variability.
[0066] The reason that the large difference is produced in chromaticity distribution between the light emitting device
according to Example 1 and the light emitting device according to Comparative Example 1 is considered as follows. In
the case of the whitening system (the blue LED + the YAG phosphor) for the light emitting device according to Comparative
Example 1, blue light is emitted from the blue LED in a vertical direction, whereas the phosphor which absorbs the blue
light produces luminescence in a Lambertian manner. FIG. 5 is a diagram schematically illustrating a light emitting model
for the light emitting device according to Comparative Example 1. As shown in FIG. 5, bluish white light is emitted
immediately above the dome, whereas yellow light is emitted near the periphery of the dome, and the luminescent color
is considered to vary depending on the irradiation direction.
[0067] FIG. 6 is a diagram schematically illustrating a light emitting model for the light emitting device according to
Example 1. As shown in FIG. 6, in the light emitting device according to Example 1, almost all of ultraviolet or short-
wavelength visible light emitted from the nUV-LED is absorbed by the phosphors, and luminescence is produced in a
Lambertian manner in the first phosphor (Y) and the second phosphor (B). Moreover, because the first phosphor hardly
absorbs blue light, the luminescent color is less likely to undergo a change even when the resin layer containing the
phosphors varies in thickness. As a result, it is considered that fluctuation can be suppressed in the chromaticity distri-
bution of the luminescent color.
[0068] Next, the influence of cascade excitation on color hue variability will be described in the light emitting devices
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according to Example 2 and Comparative Example 2. FIG. 7 is a diagram showing emission spectra and excitation
spectra for phosphors for use in the light emitting devices in Example 2 and Comparative Example 2. In this figure, a
line L1 and a line L2 respectively indicate an excitation spectrum for the first phosphor used in Example 2 and an emission
spectrum for the first phosphor used in Example 2. In addition, a line L3 and a line L4 respectively indicate an excitation
spectrum for the first phosphor used in Comparative Example 2 and an emission spectrum for the first phosphor used
in Comparative Example 2. Further, a line L5 indicates an emission spectrum for the second phosphor used in Example
2 and Comparative Example 2.
[0069] As shown in FIG. 7, the excitation spectrum (line L1) for the first phosphor in the light emitting device according
to Example 2 has a small region overlapping with the emission spectrum (line L5) for the second phosphor therein. More
specifically, when Imax and la respectively are assumed to denote the maximum intensity of the excitation spectrum for
the first phosphor and the intensity of the excitation spectrum for the first phosphor at the peak wavelength λp of the
emission spectrum for the second phosphor, Ia < 0.5 3 Imax is satisfied. Thus, in the light emitting device according to
Example 2, light emitted from the second phosphor is prevented from being absorbed by the first phosphor to produce
luminescence again.
[0070] It is to be noted that the volume concentration of all of the phosphors contained in the phosphor layer in each
example is preferably 0.05 vol% or more and 2 vol% or less. As long as the volume concentration of all of the phosphors
is 0.05 vol% or more, somewhat bright light is obtained. In addition, as long as the volume concentration of all of the
phosphors is 2 vol% or less, scattering and attenuation can be reduced which are caused between phosphor grains. In
addition, the phosphor layer preferably has an optical path length of 0.4 mm or more and 20 mm or less from incidence
of light from the semiconductor light emitting element to exit thereof to the outside. As long as the optical path length is
0.4 mm or more, the phosphors contained in the phosphor layer can adequately absorb primary light emitted by the
semiconductor light emitting element. In addition, as long as the optical path length is 20 mm or less, there is a reduced
possibility that light emitted by a phosphor is absorbed by the other phosphor to produce luminescence again. In addition,
the first phosphor preferably has an average grain size of 0.5 mm or more and 100 mm or less, whereas the second
phosphor preferably has an average grain size of 0.5 mm or more and 100 mm or less. The grain size of 0.5 mm or more
can reduce the ratio of a grain surface layer which is low in phosphor activity, and thus improve the luminescent efficiency.
In addition, the grain size of 100 mm or less makes it easy to disperse the phosphors in the phosphor layer.
[0071] As described above, the light emitting devices according to the examples achieve white light by mixing visible
light with a peak wavelength in a wavelength range of 560 nm to 600 nm, which is emitted from the first phosphor excited
by ultraviolet or short-wavelength visible light, with visible light which has a complementary relationship with visible light
emitted by the first phosphor, which is emitted by the second phosphor excited by ultraviolet or short-wavelength visible
light. Therefore, as compared with the light emitting device according to Comparative Example 1 with the blue light
emitting element combined with the yellow phosphor, the chromaticity fluctuation is suppressed in the light emitting
surface. In addition, the volume concentration of the phosphors in the phosphor layer and the optical path length (the
shape and thickness of the phosphor layer) are set appropriately to cause the phosphors to efficiently absorb light emitted
by the light emitting element, and suppress the absorption and scattering of light emitted by the phosphor in and on the
other phosphor.
[0072] On the other hand, the excitation spectrum (line L3) for the first phosphor in the light emitting device according
to Comparative Example 2 has a large region overlapping with the emission spectrum (line L5) for the second phosphor
therein. More specifically, when I’max and I’a respectively are assumed to denote the maximum intensity of the excitation
spectrum for the first phosphor and the intensity of the excitation spectrum for the first phosphor at the peak wavelength
λp of the emission spectrum for the second phosphor, I’a < 0.5 3 I’max is not satisfied. Thus, the first phosphor in the
light emitting device according to Comparative Example 2 has a high excitation intensity in the emission wavelength
range of the second phosphor, and the first phosphor absorbs much of light emitted from the second phosphor to produce
luminescence again. Therefore, it is determined that cascade excitation is caused in the light emitting device according
to Comparative Example 2.
[0073] Next, an emission spectrum will be described in the case of the phosphors in powder form. Specifically, the
two types of phosphors (the first phosphor and the second phosphor) for use in Example 2 and Comparative Example
2 were mixed with each other to synthesize a mixed powder for emitting white light. The mixture of the phosphors is
obtained by weighing each of the two types of phosphor powders in predetermined amounts, and putting the weighed
powders in a powder shaker for dry mixing. Then, this mixed powder was irradiated with excitation light of 400 nm in
wavelength for excitation.
[0074] FIG. 8 is a diagram showing an emission spectrum in the case of exciting a mixed powder of the phosphor 1
and phosphor 2 for use in the light emitting device according to Example 2. FIG. 9 is a diagram showing an emission
spectrum in the case of exciting a mixed powder of an orthosilicate-based phosphor and the phosphor 2 described above
for use in the light emitting device according to Comparative Example 2.
[0075] Next, emission spectra will be described for the light emitting devices according to Example 2 and Comparative
Example 2. A driving current of 350 mA was applied to each of the light emitting devices produced as described above
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to determine emission spectra. FIG. 10 is a diagram showing an emission spectrum for the light emitting device according
to Example 2. FIG. 11 is a diagram showing an emission spectrum for the light emitting device according to Comparative
Example 2.
[0076] In the case of the combination of the phosphors according to Example 2, almost equivalent emission spectra
are obtained when the emission spectra are compared between the case of the powder phosphor (FIG. 8) and the case
of the light emitting device (FIG. 10). On the other hand, in the case of the combination of the phosphors according to
Comparative Example 2, substantially different emission spectra are provided when the emission spectra are compared
between the case of the powder phosphor (FIG. 9) and the case of the light emitting device (FIG. 11). Table 1 shows
the chromaticity coordinates (Cx, Cy) for the four emission spectra described above.

[0077] As shown in Table 1, in the case of the combination of the phosphors in Example 2, there is no substantial
difference between luminescent chromaticity in the form of the powder phosphor and luminescent chromaticity as the
light emitting device (white LED), and the chromaticity adjusted in the form of powder phosphor is also reproduced
generally as in the case of the light emitting device. On the other hand, in the case of the combination of the phosphors
in Comparative Example 2, which causes cascade excitation, the chromaticity varies substantially in the case of the light
emitting device (white LED) even when the chromaticity is adjusted in the state of the fluorescent powder.
[0078] Next, the in-plane chromaticity distribution of the light emitting surface was measured for the light emitting
devices according to Example 2 and Comparative Example 2. FIG. 12 is a pattern diagram illustrating points to be
measured for the light emitting devices according to Example 2 and Comparative Example 2. The measurement method
is the same as in the case of Example 1 and Comparative Example 1. As shown in FIG. 12, the chromaticity was
measured for the points 3 mm away from the center of the semiconductor light emitting element 118 on each side thereof
along a central line A in a longitudinal direction of the light emitting device 110.
[0079] FIG. 13 is a diagram showing a chromaticity distribution at a light emitting surface of the light emitting device
according to Example 2. FIG. 14 is a diagram showing a chromaticity distribution at a light emitting surface of the light
emitting device according to Comparative Example 2. As shown in FIG. 13, the light emitting device according to Example
2 emits light in a white region, and also has small chromaticity fluctuation in the light emission surface. However, a slight
blue shift is observed immediately above the semiconductor light emitting element (chip) 118, because the ratio of leaked
light is increased with respect to ultraviolet or short-wavelength visible light as primary light from the light emitting element.
On the other hand, the light emitting device according to Comparative Example 2 causes cascade excitation, blue light
is thus absorbed again to cause a yellow shift totally, which deviates widely from the whiteness range. In addition, it is
observed that the color difference is also increased between immediately above the semiconductor light emitting element
(chip) 118 and each side thereof.
[0080] The present invention has been described above with reference to the embodiments and examples. These
embodiments are by way of example, and it is to be understood by one skilled in the art that various modification examples
are possible for the respective components and the combinations of the respective processes in the embodiments, and
that such modification examples also fall within the scope of the present invention.

INDUSTRIAL APPLICABILITY

[0081] The light emitting device according to the present invention can be utilized for various types of lamp fittings,
for example, lamp fittings for lighting, displays, lamp fittings for vehicles, traffic light, etc.

DESCRIPTION OF REFERENCE NUMERALS

[0082] 10 light emitting device, 12 substrate, 14, 16 electrode, 17 reflecting surface, 18 semiconductor light emitting
element, 19 phosphor, 20 mounting member, 22 wire, 24 phosphor layer, 118 semiconductor light emitting element, 124
phosphor layer.

[Table 1]

EXAMPLE 2 COMPARATIVE EXAMPLE 
2

cx cy cx cy

WHITE LED 0.384 0.374 0.381 0.440

POWDER PHOSPHOR 0.388 0.394 0.335 0.367

COLOR DIFFERENCE 0.021 0.086
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Claims

1. A light emitting device (10) configured to achieve a white color by mixing light from respective phosphors, the light
emitting device (10) comprising:

a light emitting element (18) for emitting ultraviolet or short-wavelength visible light having a peak wavelength
in a wavelength range of 380 to 420 nm;
a first phosphor excited by the ultraviolet or short-wavelength visible light to emit visible light having a peak
wavelength in a wavelength range of 560 nm to 600 nm;
a second phosphor excited by the ultraviolet or short-wavelength visible light to emit visible light having a
complementary relationship with visible light emitted by the first phosphor; and
a light transmitting member (24) which is a light transmitting layer for covering the light emitting element (18),
and has the first phosphor and the second phosphor dispersed therein, characterised in that the volume
concentration of all of the phosphors contained in the light transmitting member is 0.05 vol% or more and 2
vol% or less, and
the light transmitting member is configured to have an optical path length of 0.4 mm or more and 20 mm or less
from incidence of light from the light emitting element to exit thereof to the outside.

2. The light emitting device according to claim 1, wherein the first phosphor has an average grain size of 0.5 mm or
more and 100 mm or less, and the second phosphor has an average grain size of 0.5 mm or more and 100 mm or less.

3. The light emitting device according to claim 1 or 2, wherein when Imax and Ia respectively are assumed to denote
the maximum intensity of an excitation spectrum for the first phosphor and the intensity of the excitation spectrum
for the first phosphor at a peak wavelength of an emission spectrum for the second phosphor, Ia < 0.5 x Imax is satisfied.

4. The light emitting device according to any one of claims 1 to 3, wherein the first phosphor is represented by a general
formula (M2

x, M3
y, M4

z)mM1O3X(2/n) (where M1 represents one or more elements including at least Si, which are
selected from the group consisting of Si, Ge, Ti, Zr, and Sn, M2 represents one or more elements including at least
Ca, which are selected from the group consisting of Ca, Mg, Ba, and Zn, M3 represents one or more elements
including at least Sr, which are selected from the group consisting of Sr, Mg, Ba, and Zn, X represents at least one
halogen element, and M4 represents one or more elements including at least Eu2+, which are selected from the
group consisting of rare-earth elements and Mn, where m falls within the range of 1 ≤ m ≤ 4/3, and n falls within the
range of 5 ≤ n ≤ 7 and where x, y, z fall within ranges which satisfy x + y + z = 1, 0 < x < 0.99, 0 < y < 0.99, 0.01 ≤ z ≤ 0.3).

5. The light emitting device according to any one of claims 1 to 4, wherein the second phosphor emits visible light with
a peak wavelength in a wavelength range of 430 nm to 480 nm.

6. The light emitting device according to claim 5, wherein the second phosphor is represented by a general formula
M1

a(M2O4)bXc:Red (where M1 represents one or more elements including at least any of Ca, Sr, and Ba, which are
selected from the group consisting of Ca, Sr, Ba, Mg, Zn, Cd, K, Ag, and Tl, M2 represents one or more elements
including at least P, which are selected from the group consisting of P, V, Si, As, Mn, Co, Cr, Mo, W, and B, X
represents at least one halogen element, and Re represents one or more elements including at least Eu2+, which
are selected from the group consisting of rare-earth elements and Mn, where a falls within the range of 4.2 ≤ a ≤
5.8, b falls within the range of 2.5 ≤ b ≤ 3.5, c falls within the range of 0.8 ≤ c ≤ 1.4, and d falls within the range of
0.01 < d < 0.1.).

7. The light emitting device according to any one of claims 1 to 6, wherein the light transmitting member (24) has a
domal shape.

8. The light emitting device according to any one of claims 1 to 6, wherein the light transmitting member (24) has a
Fresnel lens shape.

Patentansprüche

1. Lichtemittierende Vorrichtung (10), die eingerichtet ist, um eine weiße Farbe durch Mischen von Licht aus entspre-
chenden Leuchtstoffen zu erhalten, wobei die lichtemittierende Vorrichtung (10) Folgendes umfasst:
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ein lichtemittierendes Element (18) zum Emittieren von ultraviolettem oder kurzwelligem sichtbaren Licht mit
einer Spitzenwellenlänge in einem Wellenlängenbereich von 380 bis 420 nm;
einen ersten Leuchtstoff, der durch das ultraviolette oder kurzwellige sichtbare Licht angeregt ist, um sichtbares
Licht mit einer Spitzenwellenlänge in einem Wellenlängenbereich von 560 nm bis 600 nm zu emittieren;
einen zweiten Leuchtstoff, der durch das ultraviolette oder kurzwellige sichtbare Licht angeregt ist, um sichtbares
Licht mit einer komplementären Beziehung zu dem durch den ersten Leuchtstoff emittierten sichtbaren Licht
zu emittieren; und
ein lichtdurchlässiges Element (24), das eine lichtdurchlässige Schicht zum Abdecken des lichtemittierenden
Elements (18) ist und worin der erste Leuchtstoff und der zweite Leuchtstoff verteilt sind,
dadurch gekennzeichnet, dass
die Volumenkonzentration aller in dem lichtdurchlässigen Element enthaltenen Leuchtstoffe 0,05 Vol.-% oder
größer und 2 Vol.-% oder kleiner ist und
das lichtdurchlässige Element eingerichtet ist, um eine optische Weglänge von 0,4 mm oder mehr und 20 mm
oder weniger von dem Lichteinfall von dem lichtemittierenden Element bis zu dem Austritt davon nach außen
aufzuweisen.

2. Lichtemittierende Vorrichtung nach Anspruch 1, wobei der erste Leuchtstoff eine durchschnittliche Korngröße von
0,5 mm oder mehr und 100 mm oder weniger aufweist und der zweite Leuchtstoff eine durchschnittliche Korngröße
von 0,5 mm oder mehr und 100 mm oder weniger aufweist.

3. Lichtemittierende Vorrichtung nach Anspruch 1 oder 2, wobei, wenn angenommen wird, dass Imax und Ia entspre-
chend die maximale Intensität eines Anregungsspektrums für den ersten Leuchtstoff und die Intensität des Anre-
gungsspektrums für den ersten Leuchtstoff bei einer Spitzenwellenlänge eines Emissionsspektrums für den zweiten
Leuchtstoff bezeichnen, Ia < 0,5 x Imax erfüllt ist.

4. Lichtemittierende Vorrichtung nach einem der Ansprüche 1 bis 3, wobei der erste Leuchtstoff dargestellt ist durch
eine allgemeine Formel (M2

x, M3
y, M4

z)mM1O3X(2/n) (wobei M1 ein oder mehrere Elemente umfassend wenigstens
Si, die aus einer aus Si, Ge, Ti, Zr und Sn bestehenden Gruppe ausgewählt sind, darstellt, M2 ein oder mehrere
Elemente umfassend wenigstens Ca, die aus einer aus Ca, Mg, Ba und Zn bestehenden Gruppe ausgewählt sind,
darstellt, M3 ein oder mehrere Elemente umfassend wenigstens Sr, die aus einer aus Sr, Mg, Ba und Zn bestehenden
Gruppe ausgewählt sind, darstellt, X wenigsten ein halogenes Element darstellt und wobei M4 ein oder mehrere
Elemente umfassend wenigstens Eu2+, die aus einer aus Seltene Erden Elementen und Mn bestehenden Gruppe
ausgewählt sind, darstellt, wobei m im Bereich von 1 ≤ m ≤ 4/3 liegt und n im Bereich von 5 ≤ n ≤ 7 liegt und wobei
x, y, z in Bereichen liegen, die x + y + z = 1; 0 < x < 0,99; 0 < y < 0,99; 0,01 ≤ z ≤ 0,3 erfüllen).

5. Lichtemittierende Vorrichtung nach einem der Ansprüche 1 bis 4, wobei der zweite Leuchtstoff sichtbares Licht mit
einer Spitzenwellenlänge in einem Wellenlängenbereich von 430 nm bis 480 nm emittiert.

6. Lichtemittierende Vorrichtung nach Anspruch 5, wobei der zweite Leuchtstoff dargestellt ist durch eine allgemeine
Formel M1

a(M2O4)bXc:Red (wobei M1 ein oder mehrere Elemente umfassend wenigstens eines von Ca, Sr und Ba,
die aus einer aus Ca, Sr, Ba, Mg, Zn, Cd, K, Ag und TI bestehenden Gruppe ausgewählt sind, darstellt, M2 ein oder
mehrere Elemente umfassend wenigstens P, die aus einer aus P, V, Si, As, Mn, Co, Cr, Mo, W und B bestehenden
Gruppe ausgewählt sind, darstellt, X wenigsten ein halogenes Element darstellt und wobei Re ein oder mehrere
Elemente umfassend wenigstens Eu2+, die aus einer aus Seltene Erden Elementen und Mn bestehenden Gruppe
ausgewählt sind, darstellt, wobei a im Bereich von 4,2 ≤ a ≤ 5,8 liegt, b im Bereich von 2,5 ≤ b ≤ 3,5 liegt, c im
Bereich von 0,8 ≤ c ≤ 1,4 liegt und wobei d im Bereich von 0,01 < d < 0,1 liegt).

7. Lichtemittierende Vorrichtung nach einem der Ansprüche 1 bis 6, wobei das lichtdurchlässige Element (24) eine
Kuppelform aufweist.

8. Lichtemittierende Vorrichtung nach einem der Ansprüche 1 bis 6, wobei das lichtdurchlässige Element (24) eine
Fresnellinsen-Form aufweist.

Revendications

1. Dispositif d’émission de lumière (10) configuré pour obtenir une couleur blanche en mélangeant la lumière en
provenance de luminophores respectifs, le dispositif d’émission de lumière (10) comprenant :
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un élément d’émission de lumière (18) pour émettre une lumière ultraviolette ou une lumière visible à courte
longueur d’onde ayant une longueur d’onde de pic se trouvant dans une plage de longueur d’onde allant de
380 à 420 nm;
un premier luminophore excité par la lumière ultraviolette ou la lumière visible à courte longueur d’onde pour
émettre de la lumière visible ayant une longueur d’onde de pic se trouvant dans une plage de longueur d’onde
allant de 560 nm à 600 nm;
un deuxième luminophore excité par la lumière ultraviolette ou la lumière visible à courte longueur d’onde pour
émettre la lumière visible ayant une relation complémentaire avec la lumière visible émise par le premier
luminophore ; et
un élément transmettant la lumière (24) qui est une couche transmettant la lumière pour couvrir l’élément
d’émission de lumière (18), et dans lequel le premier luminophore et le deuxième luminophore sont dispersés,
caractérisé en ce que
la concentration volumique de tous les luminophores contenus dans l’élément transmettant la lumière est su-
périeure ou égale à 0,05% en volume et inférieure ou égale à 2% en volume, et
l’élément transmettant la lumière est configuré pour avoir une longueur de chemin optique supérieure ou égale
à 0,4 mm et inférieure ou égale à 20 mm depuis l’incidence de la lumière provenant de l’élément d’émission
de lumière jusqu’à sa sortie vers l’extérieur.

2. Dispositif d’émission de lumière selon la revendication 1, dans lequel le premier luminophore a une dimension
moyenne de grain supérieure ou égale à 0,5 mm et inférieure ou égale à 100 mm, et le deuxième luminophore a
une dimension moyenne de grain supérieure ou égale à 0,5 mm et inférieure ou égale à 100 mm.

3. Dispositif d’émission de lumière t selon la revendication 1 ou 2, dans lequel lorsque Imax et Ia sont respectivement
supposés représenter l’intensité maximale d’un spectre d’excitation pour le premier luminophore et l’intensité du
spectre d’excitation pour le premier luminophore à une longueur d’onde de pic d’un spectre d’émission pour le
deuxième luminophore, la relation Ia < 0,5 x Imax est satisfaite.

4. Dispositif d’émission de lumière selon l’une quelconque des revendications 1 à 3, dans lequel le premier luminophore
est représenté par une formule générale (M2

x, M3
y, M4

z)mM1O3X(2/n) (où M1 représente un ou plusieurs éléments
comportant au moins Si, qui sont choisis dans le groupe constitué de Si, Ge, Ti, Zr et Sn, M2 représente un ou
plusieurs éléments comportant au moins Ca, qui sont choisis dans le groupe constitué de Ca, Mg, Ba et Zn, M3

représente un ou plusieurs éléments comportant au moins Sr, qui sont choisis dans le groupe constitué de Sr, Mg,
Ba et Zn, X représente au moins un élément halogène, et M4 représente un ou plusieurs éléments comportant au
moins Eu2+, qui sont choisis dans le groupe constitué d’éléments de terres rares et de Mn, où m se trouve dans la
plage 1 ≤ m ≤ 4/3, et n se trouve dans la plage 5 ≤ n ≤ 7 et où x, y, z se trouvent dans les plages qui satisfont x +
y + z = 1,0 < x < 0,99, 0 < y < 0,99, 0,01 ≤ z ≤ 0,3).

5. Dispositif d’émission de lumière selon l’une quelconque des revendications 1 à 4, dans lequel le deuxième lumino-
phore émet de la lumière visible avec une longueur d’onde de pic se trouvant dans une plage de longueur d’onde
allant de 430 nm à 480 nm.

6. Dispositif d’émission de lumière selon la revendication 5, dans lequel le deuxième luminophore est représenté par
une formule générale M1

a(M2O4)bXc:Red (où M1 représente un ou plusieurs éléments comportant au moins l’un
quelconque de Ca, Sr et Ba, qui sont choisis dans le groupe constitué de Ca, Sr, Ba, Mg, Zn, Cd, K, Ag et Tl, M2

représente un ou plusieurs éléments comportant au moins P, qui sont choisis dans le groupe constitué de P, V, Si,
As, Mn, Co, Cr, Mo, W et B, X représente au moins un élément halogène, et Re représente un ou plusieurs éléments
comportant au moins Eu2+, qui sont choisis dans le groupe constitué des éléments de terres rares et de Mn, où a
se trouve dans la plage 4,2 ≤ a ≤ 5,8, b se trouve dans la plage 2,5 ≤ b ≤ 3,5, c se trouve dans la plage 0,8 ≤ c ≤
1,4, et d se trouve dans la plage 0,01 < d < 0,1).

7. Dispositif d’émission de lumière selon l’une quelconque des revendications 1 à 6, dans lequel l’élément transmettant
la lumière (24) a une forme de dôme.

8. Dispositif d’émission de lumière selon l’une quelconque des revendications 1 à 6, dans lequel l’élément transmettant
la lumière (24) a une forme de lentille de Fresnel.
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