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Description

Technical Field

[0001] The present invention relates to a communica-
tion control method, a communication system, and a
management server.

Background Art

[0002] Recently, a heterogeneous network has been
suggested as the next-generation communication net-
work. This heterogeneous network is a network in which
a plurality of kinds of small-or-medium-scale base sta-
tions coexist in a macro-cell by performing underlay
transmission or spectrum sharing. A Remote RadioHead
(RRH) cell base station, a hot zone base station (Pico/mi-
cro-cell eNB), a femto-cell base station (Home eNB), a
relay device (relay base station), and the like are referred
to as small-or-medium-scale base stations.
[0003] Such a heterogeneous network has a problem
that, when different base stations such as a macro-cell
base station and a femto-cell base station use the same
frequency, improvement in area capacity is degraded by
occurrence of interference. In this connection, for exam-
ple, Patent Literature 1 and Patent Literature 2 disclose
technologies for the problem of interference between dif-
ferent transmission devices.

Citation List

Patent Literature

[0004]

Patent Literature 1: Japanese Unexamined Patent
Application Publication No. 2009-159452
Patent Literature 2: Japanese Unexamined Patent
Application Publication (Translation of PCT applica-
tion) No. 2009-542043

[0005] WO 2009/070606 A2 describes that interfer-
ence that occurs during wireless communication may be
managed through the use of beam and null steering tech-
niques. A method, apparatus and medium of communi-
cation determine an interference direction of a non-as-
sociated access terminal generating an interfering signal.
Transmitted and received signals are then transceived
away from the interference direction.

Summary of Invention

Technical Problem

[0006] When a transmission device transmits a radio
signal to a reception device by beam steering, it is pos-
sible to suppress a case in which the radio signal be-
comes an interference wave for another reception de-

vice, and thus beam steering is useful as interference-
avoidance control for increasing area capacity. However,
calibration is necessary for the transmission device to
perform the beam steering, and there is a problem that
overhead increases.
[0007] Here, the present invention has been achieved
in consideration of these problems, and is intended to
provide a new and improved communication control
method, communication system and management serv-
er that can achieve improvement in area capacity by sup-
pressing a case of performing transmission beam steer-
ing.

Solution to Problem

[0008] According to the first aspect of the present in-
vention in order to achieve the above-mentioned object,
there is provided a communication control method includ-
ing: determining whether or not reception quality of a sec-
ond reception device satisfies a predetermined reference
in a communication system including a first transmission
device, a first reception device, a second transmission
device secondarily using a frequency having been as-
signed to the first transmission device, and the second
reception device; and when it is determined that the re-
ception quality of the second reception device does not
satisfy the predetermined reference, additionally per-
forming reception beam steering by the first reception
device, transmission beam steering by the first transmis-
sion device, reception beam steering by the second re-
ception device, and transmission beam steering by the
second transmission device in a predetermined order.
[0009] The predetermined order may be an order of
the reception beam steering by the second reception de-
vice, the transmission beam steering by the second
transmission device, the reception beam steering by the
first reception device, and the transmission beam steer-
ing by the first transmission device.
[0010] The predetermined order may be an order of
the reception beam steering by the second reception de-
vice, the reception beam steering by the first reception
device, the transmission beam steering by the second
transmission device, and the transmission beam steering
by the first transmission device.
[0011] The reception beam steering by the second re-
ception device may be reception null-steering in a direc-
tion-of-arrival of a radio signal transmitted from the first
transmission device.
[0012] The transmission beam steering by the second
transmission device may be transmission null-steering
in a direction-of-presence of the first reception device.
[0013] The reception beam steering by the first recep-
tion device may be reception null-steering in a direction-
of-arrival of a radio signal transmitted from the second
transmission device.
[0014] The transmission beam steering by the first
transmission device may be transmission null-steering
in a direction-of-presence of the second reception device.
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[0015] When reception quality of the first reception de-
vice is higher than a predetermined reference due to ad-
ditional performance of the reception beam steering by
the first reception device, transmission power of a radio
signal from the first transmission device to the first re-
ception device may be reduced within a range in which
the reception quality of the first reception device is not
lower than a predetermined reference.
[0016] When reception quality of the first reception de-
vice is higher than a predetermined reference due to ad-
ditional performance of the reception beam steering by
the first reception device, transmission power of a radio
signal from the second transmission device to the second
reception device may be increased within a range in
which the reception quality of the first reception device
is not lower than a predetermined reference.
[0017] According to the second aspect of the present
invention in order to achieve the above-mentioned object,
there is provided a communication system including: a
first management server for managing communication
between a first transmission device and a first reception
device; and a second management server for managing
communication between a second transmission device,
which secondarily uses a frequency having been as-
signed to the first transmission device, and a second re-
ception device, in which the second management server
determines whether or not reception quality of the second
reception device satisfies a predetermined reference in
a communication system including the first transmission
device, the first reception device, the second transmis-
sion device secondarily using the frequency having been
assigned to the first transmission device, and the second
reception device, and in which, when it is determined that
the reception quality of the second reception device does
not satisfy the predetermined reference, the first man-
agement server or the second management server ad-
ditionally performs reception beam steering by the first
reception device, transmission beam steering by the first
transmission device, reception beam steering by the sec-
ond reception device, and transmission beam steering
by the second transmission device in a predetermined
order.

Advantageous Effects of Invention

[0018] According to the present invention as described
above, it is possible to achieve improvement in area ca-
pacity by suppressing a case of performing transmission
beam steering.

Brief Description of Drawings

[0019]

Fig. 1 is an explanatory diagram showing an example
of a configuration of a heterogeneous network.
Fig. 2 is an explanatory diagram showing an outline
of each small-or-medium-scale base station.

Fig. 3 is an explanatory diagram showing an example
of a configuration of a communication system ac-
cording to an embodiment of the present invention.
Fig. 4 is an explanatory diagram showing an example
of a result of estimating a direction of arrival using
MUSIC.
Fig. 5 is an explanatory diagram showing a detailed
example of reception beam steering.
Fig. 6 is a flowchart illustrating operation according
to a first embodiment of the present invention.
Fig. 7 is a flowchart illustrating operation according
to a second embodiment of the present invention.

Description of Embodiments

[0020] Hereinafter, preferred embodiments of the
present invention will be described in detail with refer-
ence to the appended drawings. Note that, in this spec-
ification and the drawings, elements that have substan-
tially the same function and structure are denoted with
the same reference signs, and repeated explanation is
omitted.
[0021] In addition, in this specification and the draw-
ings, a plurality of elements having substantially the same
functional configuration may be distinguished from each
other by each having a different letter added to the same
reference numeral. For example, a plurality of elements
having substantially the same functional configuration
are distinguished from each other as communication ter-
minals 20A, 20B, and 20C, if necessary. However, if it is
not particularly necessary to distinguish each of a plural-
ity of elements having substantially the same functional
configuration, only the same reference numeral is as-
signed. For example, if it is not particularly necessary to
distinguish the communication terminals 20A, 20B, and
20C, they are simply referred to as the communication
terminal 20.
[0022] According to an order of items shown below,
"Embodiments for Implementing Invention" will be de-
scribed.

1. Example of Configuration of Heterogeneous Net-
work
2. Outline of Embodiments of Present Invention
3. Methods of Performing Respective Beam Steering
Operations
4. First Embodiment of Present Invention
5. Second Embodiment of Present Invention
6. Conclusion

<Example of Configuration of Heterogeneous Network>

<1. Example of Configuration of Heterogeneous Network 
>

[0023] An embodiment of the present invention can be
applied to, for example, a communication system in
which a plurality of local networks coexist using the same
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frequency. An example of such a communication system
is a heterogeneous network.
[0024] The heterogeneous network is a network in
which a plurality of kinds of small-or-medium-scale base
stations coexist in a macro-cell by performing underlay
transmission or spectrum sharing. A Remote RadioHead
(RRH) cell base station, a hot zone base station (Pico/mi-
cro-cell eNB), a femto-cell base station (Home eNB), a
relay device (relay base station), and the like are referred
to as small-or-medium-scale base stations. Here, under-
lay transmission is a form of transmission in which trans-
ceivers present within a range at which the transceivers
interfere with mutual communication links perform com-
munication using the same frequency channel. A trans-
mitter on a side that secondarily uses a frequency ac-
cording to underlay transmission needs to adjust an extra
interference level in order not to cause fatal interference
in a communication link of a primary user. A configuration
of a heterogeneous network will be described in detail
below.
[0025] Fig. 1 is an explanatory diagram showing an
example of a configuration of a heterogeneous network.
As shown in Fig. 1, a heterogeneous network includes a
macro-cell base station 10 (which has the same meaning
as a base station 10), a relay device 30, a hot zone base
station 31, a femto-cell base station 32, RRH cell base
stations 33, and management servers 16A and 16B.
[0026] The management server 16A receives man-
agement information indicating a state of a cell formed
by the macro-cell base station 10 from each base station
10, and controls communication in a cell formed by each
base station 10 on the basis of the management infor-
mation. Likewise, the management server 16B receives
management information indicating a state of a cell
formed by the femto-cell base station 32 from the femto-
cell base station 32, and controls communication in the
cell formed by the femto-cell base station 32 on the basis
of the management information. Also, the management
servers 16A and 16B have functions for the macro-cell
base station 10 and a small-or-medium-scale base sta-
tion to operate in cooperation. Functions of the manage-
ment servers 16 may be installed in the macro-cell base
station 10 or some small-or-medium-scale base stations.
Also, the management servers 16 may have functions of
Mobile Management Entities (MMEs) or gateway devic-
es.
[0027] The macro-cell base station 10 manages small-
or-medium-scale base stations and communication ter-
minals 20 in a macro-cell. For example, the macro-cell
base station 10 manages communication between the
relay device 30 and the communication terminals 20
present in the cell formed by the macro-cell base station
10. For example, the macro-cell base station 10 manages
scheduling information for communication between the
relay device 30 and the communication terminals 20
present in the cell.
[0028] The hot zone base station 31 (pico-cell base
station and micro-cell base station) has lower maximum

transmission power than the macro-cell base station 10,
and communicates with the macro-cell base station 10
using an interface such as X2, S 1 and the like of a core
network. In addition, the hot zone base station 31 forms
an Open Subscriber Group (OSG) that can be accessed
from any of the communication terminals 20.
[0029] The femto-cell base station 32 has lower max-
imum transmission power than the macro-cell base sta-
tion 10, and communicates with the macro-cell base sta-
tion 10 using a packet switching network such as ADSL.
Alternatively, the femto-cell base station 32 can also
communicate with the macro-cell base station 10 through
a wireless link. In addition, the femto-cell base station 32
forms a Closed Subscriber Group (CSG) that can be ac-
cessed from the limited communication terminals 20 only.
[0030] The RRH cell base stations 33 are connected
with the macro-cell base station 10 through optical fibers.
For this reason, the macro-cell base station 10 can trans-
mit a signal to the RRH cell base stations 33A and 33B
disposed in different geographical locations through the
optical fibers, and cause the radio signal to be transmitted
from the RRH cell base stations 33A and 33B. For ex-
ample, only an RRH cell base station 33 close to the
location of a communication terminal 20 can be used. In
addition, functions of a control system are installed in the
macro-cell base station 10 to select an optimum trans-
mission form according to distribution of the communi-
cation terminals 20.
[0031] Outlines of the respective small-or-medium-
scale base stations described above are shown in Fig.
2. These small-or-medium-scale base stations such as
the hot zone base station 31 and the femto-cell base
station 32 may increase the total capacity by secondarily
using a frequency used by the macro-cell base station 10.
[0032] For example, when the femto-cell base station
32 transmits a radio signal to a communication terminal
20D by performing transmission beam steering, it is pos-
sible to suppress the amount of interference that is im-
posed on other communication in the macro-cell by the
femto-cell base station 32, and thus the total capacity in
the whole macro-cell can be increased. However, cali-
bration is necessary for the femto-cell base station 32 to
perform transmission beam steering, and there is a prob-
lem that overhead increases.
[0033] Here, embodiments of the present invention
have been created based on the above fact. According
to the embodiments of the present invention, it is possible
to achieve improvement in area capacity by suppressing
cases of performing transmission beam steering. Such
embodiments of the present invention will be described
below.

<2. Outline of Embodiments of Present Invention >

[0034] First, a configuration of a communication sys-
tem 1 according to an embodiment of the present inven-
tion, which can be applied to the above-described heter-
ogeneous network, will be described with reference to
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Fig. 3.
[0035] Fig. 3 is an explanatory diagram showing an
example of a configuration of a communication system
1 according to an embodiment of the present invention.
As shown in Fig. 3, the communication system 1 accord-
ing to the embodiment of the present invention includes
a management server 16A (first management server), a
management server 16B (second management server),
a reception device 20A (first reception device), a recep-
tion device 20B (second reception device), a transmis-
sion device 40A (first transmission device), and a trans-
mission device 40B (second transmission device). Here,
the reception device 20A and the reception device 20B
correspond to, for example, the respective communica-
tion terminals 20 shown in Fig. 1, the transmission device
40A corresponds to, for example, the macro-cell base
station 10 shown in Fig. 1, and the transmission device
40B corresponds to, for example, the femto-cell base sta-
tion 32 shown in Fig. 1.
[0036] The management server 16A implements a first
communication service by controlling communication be-
tween the transmission device 40A and the reception de-
vice 20A, and the management server 16B implements
a second communication service by controlling commu-
nication between the transmission device 40B, which us-
es the same frequency as the transmission device 40A,
and the reception device 20B.
[0037] In this communication system 1, as shown in
Fig. 3, a radio signal transmitted from the transmission
device 40A acts as an interference wave for the commu-
nication terminal 20B, and a radio signal transmitted from
the transmission device 40B acts as an interference wave
for the communication terminal 20A.
[0038] Here, when it is desired to improve reception
quality of the reception device 20B, the management
server 16B causes some devices to additionally perform
transmission beam steering or reception beam steering
in a predetermined order, thereby achieving improve-
ment in the reception quality of the reception device 20B.
[0039] Specifically, the management server 16B de-
termines whether or not the reception quality of the re-
ception device 20B satisfies a predetermined reference,
and causes reception beam steering by the reception
device 20A, reception beam steering by the reception
device 20B, transmission beam steering by the transmis-
sion device 40A and transmission beam steering by the
transmission device 40B in a predetermined order. Due
to this configuration, it is possible to obtain the reception
quality of the reception device 20B that satisfies the pre-
determined reference while suppressing cases of per-
forming transmission beam steering.
[0040] Here, reception beam steering by the reception
device 20A is reception null-steering in a direction-of-
arrival of the radio signal transmitted from the transmis-
sion device 40B. Likewise, reception beam steering by
the reception device 20B is reception null-steering in a
direction-of-arrival of the radio signal transmitted from
the transmission device 40A.

[0041] Also, transmission beam steering by the trans-
mission device 40A is transmission null-steering in a di-
rection-of-presence of the reception device 20B. Like-
wise, transmission beam steering by the transmission
device 40B is transmission null-steering in a direction-of-
presence of the reception device 20A.
[0042] A method of performing each of these beam
steering operations will be described below prior to de-
scriptions of a first embodiment and a second embodi-
ment.

<3. Methods of Performing Respective Beam Steering 
Operations>

(Reception Beam Steering by Reception Device 20A)

[0043] On the basis of an instruction from the manage-
ment server 16A or 16B, the reception device 20A per-
forms reception beam steering for suppressing a recep-
tion level of an interference wave from the transmission
device 40B according to, for example, a method de-
scribed below.
[0044] First, the management server 16A assigns a
slot through which the reception device 20A and the
transmission device 40B perform communication for
beamforming to the reception device 20A, and requests
the management server 16B to assign the slot to the
transmission device 40B.
[0045] The reception device 20A receives a preamble
signal, a pilot signal or a reference signal transmitted
from the transmission device 40B through the assigned
slot, and acquires a channel matrix indicating a propa-
gation path response between the reception device 20A
and the transmission device 40B. The reception device
20A may construct a covariance matrix using the trans-
mission signal from the transmission device 40B and use
the covariance matrix as the channel matrix.
[0046] Using a direction-of-arrival estimation algo-
rithm, such as MUSIC, and cyclostationary, the reception
device 20A estimates a direction-of-arrival of the inter-
ference wave and a feature quantity of the signal, and
performs reception beam steering by which a null is
steered in the direction-of-arrival of the interference
wave.
[0047] Fig. 4 is an explanatory diagram showing an
example of a result of estimating a direction of arrival
using MUSIC. As shown in Fig. 4, according to MUSIC,
it is possible to estimate a direction-of-arrival of a desired
wave (0 degrees in the example shown in Fig. 4) and a
direction-of-arrival of an interference wave (70 degrees
in the example shown in Fig. 4).
[0048] Fig. 5 is an explanatory diagram showing a de-
tailed example of reception beam steering. As shown in
Fig. 5, a null is set in the direction-of-arrival of the inter-
ference wave by reception beam steering to suppress a
reception level of the interference wave, and thereby a
reception gain (difference in reception level between the
desired wave and the interference wave) of 55 dB is ob-
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tained in the example shown in Fig. 5.
[0049] Although the example in which the manage-
ment servers 16A and 16B assign a slot through which
communication for beamforming is performed has been
described above, a method of performing reception beam
steering is not limited to such an example. For example,
the reception device 20A may receive a PBCH or a PD-
CCH transmitted by the transmission device 40B to know
a transmission slot of the transmission device 40B, and
perform reception beam steering on the basis of a signal
received from the transmission device 40B through the
transmission slot. Alternatively, the reception device 20A
may acquire information, such as the transmission slot
of the transmission device 40B or a reference pattern,
from the management server 16B via the management
server 16A.
[0050] Alternatively, the reception device 20A may per-
form reception beam steering using a reception beam-
forming algorithm, such as Minimum Mean Square Error
(MMSE), on the basis of Recursive Least Squares (RLS)
or Least Mean Squares (LMS) from the estimation results
of the direction of arrival and the feature quantity.
[0051] When location information on the reception de-
vice 20A and the transmission device 40B can be ac-
quired by a location estimation technology such as GPS,
the reception device 20A may estimate the direction-of-
arrival of the interference wave from the transmission
device 40B on the basis of the location information on
the reception device 20A and the transmission device
40B.

(Reception Beam Steering by Reception Device 20B)

[0052] On the basis of an instruction from the manage-
ment server 16A or 16B, the reception device 20B per-
forms reception beam steering for suppressing a recep-
tion level of an interference wave from the transmission
device 40A according to, for example, a method de-
scribed below.
[0053] First, the management server 16B assigns a
slot through which the reception device 20B and the
transmission device 40A perform communication for
beamforming to the reception device 20B, and requests
the management server 16A to assign the slot to the
transmission device 40A.
[0054] The reception device 20B receives a preamble
signal, a pilot signal or a reference signal transmitted
from the transmission device 40A through the assigned
slot, and acquires a channel matrix indicating a propa-
gation path response between the reception device 20B
and the transmission device 40A. The reception device
20B may construct a covariance matrix using the trans-
mission signal from the transmission device 40A and use
the covariance matrix as the channel matrix.
[0055] Using a direction-of-arrival estimation algo-
rithm, such as MUSIC, and cyclostationary, the reception
device 20B estimates a direction-of-arrival of the inter-
ference wave and a feature quantity of the signal, and

performs reception beam steering by which a null is
steered in the direction-of-arrival of the interference
wave.
[0056] Although the example in which the manage-
ment servers 16A and 16B assign a slot through which
communication for beamforming is performed has been
described above, a method of performing reception beam
steering is not limited to such an example. For example,
the reception device 20B may receive a PBCH or a PD-
CCH transmitted by the transmission device 40A to know
a transmission slot of the transmission device 40A, and
perform reception beam steering on the basis of a signal
received from the transmission device 40A through the
transmission slot. Alternatively, the reception device 20B
may acquire information, such as the transmission slot
of the transmission device 40A or a reference pattern,
from the management server 16A via the management
server 16B.
[0057] Alternatively, the reception device 20B may per-
form reception beam steering using a reception beam-
forming algorithm, such as MMSE, on the basis of RLS
or LMS from the estimation results of the direction of ar-
rival and the feature quantity.
[0058] When location information on the reception de-
vice 20B and the transmission device 40A can be ac-
quired by a location estimation technology such as GPS,
the reception device 20B may estimate the direction-of-
arrival of the interference wave from the transmission
device 40A on the basis of the location information on
the reception device 20B and the transmission device
40A.

(Transmission Beam Steering by Transmission Device 
40A)

[0059] On the basis of an instruction from the manage-
ment server 16A or 16B, the transmission device 40A
performs transmission beam steering for suppressing an
interference level imposed on the reception device 20B
according to, for example, a method described below.
[0060] First, the management server 16A assigns a
slot through which the transmission device 40A and the
reception device 20B perform communication for beam-
forming to the transmission device 40A, and requests the
management server 16B to assign the slot to the recep-
tion device 20B.
[0061] The transmission device 40A receives a pream-
ble signal, a pilot signal or a reference signal transmitted
from the reception device 20B through the assigned slot,
and acquires a channel matrix indicating a propagation
path response between the reception device 20B and
the transmission device 40A. The transmission device
40A may construct a covariance matrix using the trans-
mission signal from the reception device 20B and use
the covariance matrix as the channel matrix.
[0062] Using a direction-of-arrival estimation algo-
rithm, such as MUSIC, and cyclostationary, the transmis-
sion device 40A estimates a direction-of-arrival of the
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signal from the reception device 20B and a feature quan-
tity of the signal, and performs transmission beam steer-
ing by which a null is steered in the direction-of-arrival of
the signal.
[0063] Although the example in which the manage-
ment servers 16A and 16B assign a slot through which
communication for beamforming is performed has been
described above, a method of performing transmission
beam steering is not limited to such an example. For ex-
ample, the transmission device 40A may receive a PBCH
or a PDCCH transmitted by the reception device 20B to
know a slot through which the reception device 20B per-
forms transmission, and perform transmission beam
steering on the basis of a signal received from the recep-
tion device 20B through the slot. Alternatively, the trans-
mission device 40A may acquire information, such as the
transmission slot of the transmission device 20B or a
reference pattern, from the management server 16B via
the management server 16A.
[0064] Alternatively, the transmission device 40A may
perform transmission beam steering using a transmis-
sion beamforming algorithm such as Minimum Mean
Square Error (MMSE) on the basis of Recursive Least
Squares (RLS) or Least Mean Squares (LMS) from the
estimation results of the direction of arrival and the fea-
ture quantity of the signal from the reception device 20B.
[0065] When location information on the reception de-
vice 20B and the transmission device 40A can be ac-
quired by a location estimation technology such as GPS,
the transmission device 40A may estimate a direction-
of-presence of the reception device 20B on the basis of
the location information on the reception device 20B and
the transmission device 40A.

(Transmission Beam Steering by Transmission Device 
40B)

[0066] On the basis of an instruction from the manage-
ment server 16A or 16B, the transmission device 40B
performs transmission beam steering for suppressing an
interference level imposed on the reception device 20A
according to, for example, a method described below.
[0067] First, the management server 16B assigns a
slot through which the transmission device 40B and the
reception device 20A perform communication for beam-
forming to the transmission device 40B, and requests the
management server 16B to assign the slot to the recep-
tion device 20A.
[0068] The transmission device 40B receives a pream-
ble signal, a pilot signal or a reference signal transmitted
from the reception device 20A through the assigned slot,
and acquires a channel matrix indicating a propagation
path response between the reception device 20A and
the transmission device 40B. The transmission device
40B may construct a covariance matrix using the trans-
mission signal from the reception device 20A and use
the covariance matrix as the channel matrix.
[0069] Using a direction-of-arrival estimation algo-

rithm, such as MUSIC, and cyclostationary, the transmis-
sion device 40B estimates a direction-of-arrival of the
signal from the reception device 20A and a feature quan-
tity of the signal, and performs transmission beam steer-
ing by which a null is steered in the direction-of-arrival of
the signal.
[0070] Although the example in which the manage-
ment servers 16A and 16B assign a slot through which
communication for beamforming is performed has been
described above, a method of performing transmission
beam steering is not limited to such an example. For ex-
ample, the transmission device 40B may receive a PBCH
or a PDCCH transmitted by the reception device 20A to
know a slot through which the reception device 20A per-
forms transmission, and perform transmission beam
steering on the basis of a signal received from the recep-
tion device 20B through the slot. Alternatively, the trans-
mission device 40B may acquire information, such as the
transmission slot of the transmission device 20A or a
reference pattern, from the management server 16A via
the management server 16B.
[0071] Alternatively, the transmission device 40B may
perform transmission beam steering using a transmis-
sion beamforming algorithm such as Minimum Mean
Square Error (MMSE) on the basis of Recursive Least
Squares (RLS) or Least Mean Squares (LMS) from the
estimation results of the direction of arrival and the fea-
ture quantity of the signal from the reception device 20A.
[0072] When location information on the reception de-
vice 20A and the transmission device 40B can be ac-
quired by a location estimation technology such as GPS,
the transmission device 40B may estimate a direction-
of-presence of the reception device 20A on the basis of
the location information on the reception device 20A and
the transmission device 40B.

<4. First Embodiment of Present Invention>

[0073] Examples of methods of performing respective
beam steering operations have been described above.
Next, a first embodiment of the present invention for per-
forming the above-described respective operations of
beam steering stage by stage will be described in detail.
[0074] An SINR of the reception device 20B is indicat-
ed below as SINR_B, and a required SINR of the recep-
tion device 20B is indicated below as SINR_req. Also, a
reception gain of the reception device 20B that is ob-
tained when the transmission device 40A performs trans-
mission beam steering is indicated as G_txA_BF, and a
reception gain of the reception device 20B that is ob-
tained when the reception device 20A performs reception
beam steering is indicated as G_rxA_BF. Likewise, a re-
ception gain of the reception device 20B that is obtained
when the transmission device 40B performs transmis-
sion beam steering is indicated as G_txB_BF, and a re-
ception gain of the reception device 20B that is obtained
when the reception device 20B performs reception beam
steering is indicated as G_rxB_BF.
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[0075] For example, the reception gain G_rxB_BF of
the reception device 20B that is obtained when the re-
ception device 20B performs reception beam steering
corresponds to a difference in reception level between
the desired wave and the interference wave shown in
Fig. 5. Also, the reception gain G_txA_BF of the reception
device 20B that is obtained when the transmission device
40A performs transmission beam steering is a gain that
is obtained from a reduction in an interference level im-
posed on the reception device 20B by the transmission
device 40A.
[0076] If the transmission device 40B performs trans-
mission beam steering, the amount of interference im-
posed on the reception device 20A is reduced when a
radio signal is transmitted using the same transmission
power, and thus the transmission device 40B can im-
prove SINR B of the reception device 20B by increasing
the transmission power. Alternatively, since the amount
of interference imposed on the reception device 20A is
reduced when the transmission device 40B performs
transmission beam steering, the transmission device
40A that transmits the radio signal to the reception device
20A can reduce the transmission power, and as a result,
can improve SINR_B of the reception device 20B. In this
way, the reception gain G_txA_BF of the reception device
20B that is obtained when the transmission device 40A
performs transmission beam steering includes a gain that
is obtained from an increase in the transmission power
of the transmission device 40B or a reduction in the trans-
mission power of the transmission device 40A within a
range in which an SINR of the reception device 20A is
not lower than a required SINR.
[0077] Also, when the reception device 20A performs
reception beam steering, the SINR of the reception de-
vice 20A improves. As a result, within a range in which
an SINR of the reception device 20A is not lower than
the required SINR, the transmission device 40A can re-
duce the transmission power, or the transmission device
40B can increase the transmission power. In this way,
the reception gain G_rxA_BF of the reception device 20B
that is obtained when the reception device 20A performs
reception beam steering includes a gain obtained from
an increase in the transmission power of the transmission
device 40B or a reduction in the transmission power of
the transmission device 40A.
[0078] Fig. 6 is a flowchart illustrating operation ac-
cording to the first embodiment of the present invention.
As illustrated in Fig. 6, first, the management server 16B
determines whether or not SINR_B of the reception de-
vice 20B reported from the transmission device 40B sat-
isfies SINR_req of the reception device 20B (S204). A
subject of each operation including the determination is
not particularly limited, and for example, any one of the
reception device 20B, the transmission device 40B and
the management server 16A may perform each opera-
tion. S212
[0079] When SINR_B is lower than SINR_req, the
management server 16B instructs the reception device

20B to perform reception beam steering, and the recep-
tion device 20B starts reception beam steering (S208).
Then, the management server 16B determines whether
or not SINR_B_BF (SINR_B·G_rxB_BF) of the reception
device 20B after the reception beam steering satisfies
SINR_req (S212).
[0080] When SINR_B_BF (SINR_B·G_rxB_BF) is low-
er than SINR req in S212, the management server 16B
instructs the transmission device 40B to perform trans-
mission beam steering, and the transmission device 40B
starts transmission beam steering (S216). Then, the
management server 16B determines whether or not
SINR_B_BF (SINR_B·G_rxB_BF·G_txB_BF) of the re-
ception device 20B after the transmission beam steering
satisfies SINR_req (S220).
[0081] When SINR_B_BF
(SINR_B·G_rxB_BF·G_txB_BF) is lower than SINR_req
in S220, the management server 16B instructs the re-
ception device 20A to perform reception beam steering,
and the reception device 20A starts reception beam
steering (S224). Then, the management server 16B de-
termines whether or not SINR_B_BF
(SINR_B·G_rxBBF·G_txB_BF·G_rxA_BF) of the recep-
tion device 20B after the reception beam steering satis-
fies SINR_req (S228).
[0082] When SINR_B_BF
(SINR_B·G_rxB_BF·G_txB_BF·G_rxA_BF) is lower
than SINR_req in S228, the management server 16B in-
structs the transmission device 40A to perform transmis-
sion beam steering, and the transmission device 40A
starts transmission beam steering (S232). Then, the
management server 16B determines whether or not
SINR_B_BF
(SINR_B·G_rxB_BF·G_txB_BF·G_rxA_BF·G_txA_BF)
of the reception device 20B after the transmission beam
steering satisfies SINR_req (S236).
[0083] When SINR_B_BF
(SINR_B·G_rxB_BF·G_txB_BF·G_rxA_BF·G_txA_BF)
is lower than SINR_req in S236, the management server
16B performs control for lowering the required SINR of
the reception device 20B (S240). For example, the man-
agement server 16B instructs the transmission device
40B to reduce a transmission rate, or lowers a QoS level.
After this, the process is finished.
[0084] As described above, in the first embodiment of
the present invention, beam steering is additionally per-
formed according to a necessity in the order of reception
beam steering by the reception device 20B, transmission
beam steering by the transmission device 40B, reception
beam steering by the reception device 20A and trans-
mission beam steering by the transmission device 40A.
In this way, by performing reception beam steering prior
to transmission beam steering, cases of performing
transmission beam steering that involve overhead can
be suppressed.
[0085] In addition, SINR_B_BF of the reception device
20B mentioned above may be a value estimated through
numerical analysis or a value measured from the recep-
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tion device 20B after actual beamforming. The above-
described process of Fig. 6 is performed once and then
finished, but may be repeatedly performed. Also, when
a predetermined period elapses at each branch (S212,
S220, and the like) shown in Fig. 6, the process may be
finished.

<5. Second Embodiment of Present Invention>

[0086] Fig. 7 is a flowchart illustrating operation ac-
cording to a second embodiment of the present invention.
As illustrated in Fig. 7, first, the management server 16B
determines whether or not SINR_B of the reception de-
vice 20B reported from the transmission device 40B sat-
isfies SINR_req of the reception device 20B (S304). A
subject of each operation including the determination is
not particularly limited, and for example, any one of the
reception device 20B, the transmission device 40B and
the management server 16A may perform each opera-
tion. S212
[0087] When SINR_B is lower than SINR_req, the
management server 16B instructs the reception device
20B to perform reception beam steering, and the recep-
tion device 20B starts reception beam steering (S308).
Then, the management server 16B determines whether
or not SINR_B_BF (SINR_B·G_rxB_BF) of the reception
device 20B after the reception beam steering satisfies
SINR_req (S312).
[0088] When SINR_B_BF (SINR_B·G_rxB_BF) is low-
er than SINR_req in S312, the management server 16B
instructs the reception device 20A to perform reception
beam steering, and the reception device 20A starts trans-
mission beam steering (S316). Then, the management
server 16B determines whether or not SINR_B_BF
(SINR_B·G_rxB_BF·G_rxA_BF) of the reception device
20B after the reception beam steering satisfies SINR_req
(S320).
[0089] When SINR_B_BF
(SINR_B·G_rxB_BF·G_rxA_BF) is lower than SINR_req
in S320, the management server 16B instructs the trans-
mission device 40B to perform transmission beam steer-
ing, and the transmission device 40B starts transmission
beam steering (S324). Then, the management server
16B determines whether or not SINR_B_BF
(SINR_B·G_rxB_BF·G_rxA_BF·G_txB_BF) of the re-
ception device 20B after the transmission beam steering
satisfies SINR_req (S328).
[0090] When SINR_B _BF
(SINR_B·G_rxB_BF·G_rxA_BF·G_txB_BF) is lower
than SINR_req in S328, the management server 16B in-
structs the transmission device 40A to perform transmis-
sion beam steering, and the transmission device 40A
starts transmission beam steering (S332). Continuously,
the management server 16B determines whether or not
SINR_B_BF
(SINR_B·G_rxB_BF·G_rxA_BF·G_txB_BF·G_txA_BF)
of the reception device 20B after the transmission beam
steering satisfies SINR_req (S336).

[0091] When SINR_B_BF
(SINR_B·G_rxB_BF·G_rxA_BF·G_txB_BF·G_txA_BF)
is lower than SINR_req in S336, the management server
16B performs control for lowering the required SINR of
the reception device 20B (S340). For example, the man-
agement server 16B instructs the transmission device
40B to reduce a transmission rate, or lowers a QoS level.
After this, the process is finished.
[0092] As described above, in the second embodiment
of the present invention, beam steering is additionally
performed according to a necessity in the order of recep-
tion beam steering by the reception device 20B, reception
beam steering by the reception device 20A, transmission
beam steering by the transmission device 40B and trans-
mission beam steering by the transmission device 40A.
In this way, in the second embodiment of the present
invention, reception beam steering is performed with a
higher priority than in the first embodiment, so that a case
of performing transmission beam steering that involves
overhead can be further suppressed.
[0093] In addition, SINR_B_BF of the reception device
20B mentioned above may be a value estimated through
numerical analysis or a value measured from the recep-
tion device 20B after actual beamforming. The above-
described process of Fig. 7 is performed once and then
finished, but may be repeatedly performed. Also, when
a predetermined period elapses at each branch (S312,
S320, and the like) shown in Fig. 7, the process may be
finished.

<6. Conclusion>

[0094] As described above, in each embodiment of the
present invention, reception beam steering is performed
prior to transmission beam steering, so that cases of per-
forming transmission beam steering can be suppressed.
As a result, it is possible to suppress overhead that results
from calibration for transmission beam steering.
[0095] The preferred embodiments of the present in-
vention have been described above with reference to the
accompanying drawings, whilst the present invention is
not limited to the above examples, of course. A person
skilled in the art may find various alternations and mod-
ifications within the scope of the appended claims, and
it should be understood that they will naturally come un-
der the technical scope of the present invention. For ex-
ample, the respective steps in the process of the com-
munication system 1 do not have to be processed in a
sequence described as a flowchart according to time.
For example, the respective steps in the process of the
communication system 1 may be processed in a different
sequence from a sequence described as a flowchart, or
in parallel. Also, a computer program for causing hard-
ware, such as a CPU, a ROM and a RAM, embedded in
the management servers 16, the transmission devices
40 and the reception devices 20 to perform the same
function as the management servers 16, the transmission
devices 40 and the reception devices 20 mentioned
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above can be written.
[0096] In addition, "secondary use" in this specification
denotes performing an additional or substitutional com-
munication service (a second communication service)
using a portion or all of a frequency band assigned to a
first communication service. Here, the first communica-
tion service and the second communication service may
be communication services of different types or the same
type. The communication services of different types may
be two or more different types of communication services
that are selected from a plurality of types of communica-
tion services, for example, a digital TV broadcasting serv-
ice, a satellite communication service, a mobile commu-
nication service, a wireless LAN access service and a
Peer-to-Peer (P2P) connection service.
[0097] Meanwhile, the communication services of the
same type may include, for example, a relationship be-
tween a service based on a macro-cell provided by a
communication service provider and a service based on
a femto-cell managed by a user or a Mobile Virtual Net-
work Operator (MVNO) in a mobile communication serv-
ice. Also, the communication services of the same type
may include a relationship between a service provided
by a macro-cell base station and a service provided in
order to cover a spectrum hole by a relay station (relay
node) in a communication service based on Long Term
Evolution-Advanced (LTE-A).
[0098] The second communication service may use a
plurality of fragmented frequency bands that are aggre-
gated using spectrum aggregation technology. Also, the
second communication service may be a supplementary
communication service provided by a group of femto-
cells, a group of relay stations or a group of small-or-
medium-scale base stations, which provide a smaller
service area than a macro-cell base station, present with-
in a service area of the macro-cell base station. The out-
line of each embodiment of the present invention de-
scribed above can be extensively applied to all types of
such secondary uses.

Reference Signs List

[0099]

16, 16A, 16B Management server
20, 20A, 20B Reception device
40, 40A, 40B Transmission device

Claims

1. A communication control method comprising:

determining whether or not reception quality of
a second reception device (20B) satisfies a pre-
determined reference in a communication sys-
tem including a first transmission device (40A),
a first reception device (20A), a second trans-

mission device (40B) secondarily using a fre-
quency having been assigned to the first trans-
mission device (40A), and the second reception
device (20B); and characterized in that
when it is determined that the reception quality
of the second reception device (20B) does not
satisfy the predetermined reference, additional-
ly performing reception beam steering by the
first reception device (20A), transmission beam
steering by the first transmission device (40A),
reception beam steering by the second recep-
tion device (20B), and transmission beam steer-
ing by the second transmission device (40B) in
a predetermined order.

2. The communication control method according to
claim 1,
wherein the predetermined order is an order of the
reception beam steering by the second reception de-
vice (20B), the transmission beam steering by the
second transmission device (40B), the reception
beam steering by the first reception device (20A),
and the transmission beam steering by the first trans-
mission device (40A).

3. The communication control method according to
claim 1,
wherein the predetermined order is an order of the
reception beam steering by the second reception de-
vice (20B), the reception beam steering by the first
reception device (20A), the transmission beam
steering by the second transmission device (40B),
and the transmission beam steering by the first trans-
mission device (40A).

4. The communication control method according to
claim 2,
wherein the reception beam steering by the second
reception device (20B) is reception null-steering in
a direction-of-arrival of a radio signal transmitted
from the first transmission device (40A).

5. The communication control method according to
claim 4,
wherein the transmission beam steering by the sec-
ond transmission device (40B) is transmission null-
steering in a direction-of-presence of the first recep-
tion device (20A).

6. The communication control method according to
claim 5,
wherein the reception beam steering by the first re-
ception device (20A) is reception null-steering in a
direction-of-arrival of a radio signal transmitted from
the second transmission device (40B).

7. The communication control method according to
claim 6,
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wherein the transmission beam steering by the first
transmission device (40A) is transmission null-steer-
ing in a direction-of-presence of the second recep-
tion device (20B).

8. The communication control method according to
claim 7,
wherein, when reception quality of the first reception
device (20A) is higher than the predetermined refer-
ence due to additional performance of the reception
beam steering by the first reception device (20A),
transmission power of a radio signal from the first
transmission device (40A) to the first reception de-
vice (20A) is reduced within a range in which the
reception quality of the first reception device (20A)
is not lower than the predetermined reference.

9. The communication control method according to
claim 7, wherein, when reception quality of the first
reception device (20A) is higher than the predeter-
mined reference due to additional performance of
the reception beam steering by the first reception
device (20A), transmission power of a radio signal
from the second transmission device (40B) to the
second reception device (20B) is increased within a
range in which the reception quality of the first re-
ception device (20A) is not lower than the predeter-
mined reference.

10. A communication system (1) comprising:

a first management server (16A) for managing
communication between a first transmission de-
vice (40A) and a first reception device (20A); and
a second management server (16B) for manag-
ing communication between a second transmis-
sion device (40B), which secondarily uses a fre-
quency having been assigned to the first trans-
mission device (40A), and a second reception
device (20B),
wherein the second management server (16B)
determines whether or not reception quality of
the second reception device (20B) satisfies a
predetermined reference in a communication
system including the first transmission device
(40A), the first reception device (20A), the sec-
ond transmission device (40B) secondarily us-
ing the frequency having been assigned to the
first transmission device (40A), and the second
reception device (20B), and characterized in
that, when it is determined that the reception
quality of the second reception device (20B)
does not satisfy the predetermined reference,
the first management server (16A) or the second
management server (16B) additionally performs
reception beam steering by the first reception
device (20A), transmission beam steering by the
first transmission device (40A), reception beam

steering by the second reception device (20B),
and transmission beam steering by the second
transmission device (40B) in a predetermined
order.

Patentansprüche

1. Kommunikationssteuerverfahren, umfassend:

Bestimmen, ob die Empfangsqualität einer
zweiten Empfangsvorrichtung (20B) eine vorbe-
stimmte Referenz in einem Kommunikations-
system erfüllt, das eine erste Sendevorrichtung
(40A), eine erste Empfangsvorrichtung (20A),
eine zweite Sendevorrichtung (40B), die sekun-
där eine Frequenz verwendet, die der ersten
Sendevorrichtung (40A) und der zweiten Emp-
fangsvorrichtung (20B) zugeordnet wurde; und
dadurch gekennzeichnet, dass
wenn bestimmt wird, dass die Empfangsqualität
der zweiten Empfangsvorrichtung (20B) die vor-
bestimmte Referenz nicht erfüllt, zusätzliches
Durchführen einer Empfangsstrahlsteuerung
durch die erste Empfangsvorrichtung (20A), ei-
ner Sendestrahlsteuerung durch die erste Sen-
devorrichtung (40A), einer Empfangsstrahlsteu-
erung durch die zweite Empfangsvorrichtung
(20B) und einer Sendestrahlsteuerung durch die
zweite Sendevorrichtung (40B) in einer vorbe-
stimmten Reihenfolge.

2. Kommunikationssteuerverfahren nach Anspruch 1,
wobei die vorbestimmte Reihenfolge eine Reihen-
folge der Empfangsstrahlsteuerung durch die zweite
Empfangsvorrichtung (20B), der Sendestrahlsteue-
rung durch die zweite Sendevorrichtung (40B), der
Empfangsstrahlsteuerung durch die erste Emp-
fangsvorrichtung (20A) und der Sendestrahlsteue-
rung durch die erste Sendevorrichtung (40A) ist.

3. Kommunikationssteuerverfahren nach Anspruch 1,
wobei die vorbestimmte Reihenfolge eine Reihen-
folge der Empfangsstrahlsteuerung durch die zweite
Empfangsvorrichtung (20B), der Empfangsstrahl-
steuerung durch die erste Empfangsvorrichtung
(20A), der Sendestrahlsteuerung durch die zweite
Sendevorrichtung (40B) und der Sendestrahlsteue-
rung durch die erste Sendevorrichtung (40A) ist.

4. Kommunikationssteuerverfahren nach Anspruch 2,
wobei die Empfangsstrahlsteuerung durch die zwei-
te Empfangsvorrichtung (20B) eine Empfangs-Null-
steuerung in einer Ankunftsrichtung eines von der
ersten Sendevorrichtung (40A) gesendeten Funksi-
gnals ist.

5. Kommunikationssteuerverfahren nach Anspruch 4,
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wobei die Sendestrahlsteuerung durch die zweite
Sendevorrichtung (40B) eine Sende-Nullsteuerung
in einer Anwesenheitsrichtung der ersten Empfangs-
vorrichtung (20A) ist.

6. Kommunikationssteuerverfahren nach Anspruch 5,
wobei die Empfangsstrahlsteuerung durch die erste
Empfangsvorrichtung (20A) eine Empfangs-Null-
steuerung in einer Ankunftsrichtung eines von der
zweiten Sendevorrichtung (40B) gesendeten Funk-
signals ist.

7. Kommunikationssteuerverfahren nach Anspruch 6,
wobei die Sendestrahlsteuerung durch die erste
Sendevorrichtung (40A) eine Sende-Nullsteuerung
in einer Anwesenheitsrichtung der zweiten Emp-
fangsvorrichtung (20B) ist.

8. Kommunikationssteuerverfahren nach Anspruch 7,
wobei, wenn die Empfangsqualität der ersten Emp-
fangsvorrichtung (20A) höher ist als die vorbestimm-
te Referenz aufgrund einer zusätzlichen Leistung
der Empfangsstrahlsteuerung durch die erste Emp-
fangsvorrichtung (20A), wird die Sendeleistung ei-
nes Funksignals von der ersten Sendevorrichtung
(40A) zu der ersten Empfangsvorrichtung (20A) in-
nerhalb eines Bereichs reduziert, in dem die Emp-
fangsqualität der ersten Empfangsvorrichtung (20A)
nicht niedriger ist als die vorbestimmte Referenz.

9. Kommunikationssteuerverfahren nach Anspruch 7,
wobei, wenn die Empfangsqualität der ersten Emp-
fangsvorrichtung (20A) höher ist als die vorbestimm-
te Referenz aufgrund einer zusätzlichen Leistung
der Empfangsstrahlsteuerung durch die erste Emp-
fangsvorrichtung (20A), wird die Sendeleistung ei-
nes Funksignals von der zweiten Sendevorrichtung
(40B) zu der zweiten Empfangsvorrichtung (20B) in-
nerhalb eines Bereichs erhöht, in dem die Emp-
fangsqualität der ersten Empfangsvorrichtung (20A)
nicht niedriger ist als die vorbestimmte Referenz.

10. Kommunikationssystem (1), umfassend:

einen ersten Verwaltungsserver (16A) zum Ver-
walten der Kommunikation zwischen einer ers-
ten Sendevorrichtung (40A) und einer ersten
Empfangsvorrichtung (20A); und
einen zweiten Verwaltungsserver (16B) zum
Verwalten der Kommunikation zwischen einer
zweiten Sendevorrichtung (40B), die sekundär
eine Frequenz verwendet, die der ersten Sen-
devorrichtung (40A) zugeordnet wurde, und ei-
ner zweiten Empfangsvorrichtung (20B),
wobei der zweite Verwaltungsserver (16B) be-
stimmt, ob die Empfangsqualität der zweiten
Empfangsvorrichtung (20B) eine vorbestimmte
Referenz in einem Kommunikationssystem er-

füllt, das die erste Sendevorrichtung (40A), die
erste Empfangsvorrichtung (20A), die zweite
Sendevorrichtung (40B), die sekundär die Fre-
quenz verwendet, die der ersten Sendevorrich-
tung (40A) zugeordnet wurde, und die zweite
Empfangsvorrichtung (20B) beinhaltet,
dadurch gekennzeichnet, dass wenn be-
stimmt wird, dass die Empfangsqualität der
zweiten Empfangsvorrichtung (20B) die vorbe-
stimmte Referenz nicht erfüllt, der erste Verwal-
tungsserver (16A) oder der zweite Verwaltungs-
server (16B) zusätzlich eine Empfangsstrahl-
steuerung durch die erste Empfangsvorrichtung
(20A), eine Sendestrahlsteuerung durch die ers-
te Sendevorrichtung (40A), eine Empfangs-
strahlsteuerung durch die zweite Empfangsvor-
richtung (20B) und eine Sendestrahlsteuerung
durch die zweite Sendevorrichtung (40B) in ei-
ner vorbestimmten Reihenfolge durchführt.

Revendications

1. Procédé de commande de communication
consistant :

à déterminer si une qualité de réception d’un
second dispositif de réception (20B) satisfait, ou
non, une référence prédéterminée dans un sys-
tème de communication comprenant un premier
dispositif de transmission (40A), un premier dis-
positif de réception (20A), un second dispositif
de transmission (40B) utilisant secondairement
une fréquence ayant été attribuée au premier
dispositif de transmission (40A), et le second
dispositif de réception (20B) ; et caractérisé en
ce que
lorsqu’il est déterminé que la qualité de récep-
tion du second dispositif de réception (20B) ne
satisfait pas la référence prédéterminée, à réa-
liser en outre une orientation de faisceau de ré-
ception au moyen du premier dispositif de ré-
ception (20A), une orientation de faisceau de
transmission au moyen du premier dispositif de
transmission (40A), une orientation de faisceau
de réception au moyen du second dispositif de
réception (20B) et une orientation de faisceau
de transmission au moyen du second dispositif
de transmission (40B) dans un ordre prédéter-
miné.

2. Procédé de commande de communication selon la
revendication 1,
dans lequel l’ordre prédéterminé est un ordre de
l’orientation de faisceau de réception au moyen du
second dispositif de réception (20B), de l’orientation
de faisceau de transmission au moyen du second
dispositif de transmission (40B), de l’orientation de
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faisceau de réception au moyen du premier dispositif
de réception (20A) et de l’orientation de faisceau de
transmission au moyen du premier dispositif de
transmission (40A).

3. Procédé de commande de communication selon la
revendication 1,
dans lequel l’ordre prédéterminé est un ordre de
l’orientation de faisceau de réception au moyen du
second dispositif de réception (20B), de l’orientation
de faisceau de réception au moyen du premier dis-
positif de réception (20A), de l’orientation de fais-
ceau de transmission au moyen du second dispositif
de transmission (40B) et de l’orientation de faisceau
de transmission au moyen du premier dispositif de
transmission (40A).

4. Procédé de commande de communication selon la
revendication 2,
dans lequel l’orientation de faisceau de réception au
moyen du second dispositif de réception (20B) est
une orientation de réception à zéro dans une direc-
tion d’arrivée d’un signal radio transmis depuis le
premier dispositif de transmission (40A).

5. Procédé de commande de communication selon la
revendication 4,
dans lequel l’orientation de faisceau de transmission
au moyen du second dispositif de transmission (40B)
est une orientation de transmission à zéro dans une
direction de présence du premier dispositif de récep-
tion (20A).

6. Procédé de commande de communication selon la
revendication 5,
dans lequel l’orientation de faisceau de réception au
moyen du premier dispositif de réception (20A) est
une orientation de réception à zéro dans une direc-
tion d’arrivée d’un signal radio transmis depuis le
second dispositif de transmission (40B).

7. Procédé de commande de communication selon la
revendication 6,
dans lequel l’orientation de faisceau de transmission
au moyen du premier dispositif de transmission
(40A) est une orientation de transmission à zéro
dans une direction de présence du second dispositif
de réception (20B).

8. Procédé de commande de communication selon la
revendication 7,
dans lequel, lorsqu’une qualité de réception du pre-
mier dispositif de réception (20A) est supérieure à
la référence prédéterminée en raison d’une réalisa-
tion supplémentaire de l’orientation de faisceau de
réception au moyen du premier dispositif de récep-
tion (20A), une puissance de transmission d’un si-
gnal radio du premier dispositif de transmission

(40A) au premier dispositif de réception (20A) est
réduite à l’intérieur d’une plage dans laquelle la qua-
lité de réception du premier dispositif de réception
(20A) n’est pas inférieure à la référence prédétermi-
née.

9. Procédé de commande de communication selon la
revendication 7,
dans lequel, lorsqu’une qualité de réception du pre-
mier dispositif de réception (20A) est supérieure à
la référence prédéterminée en raison d’une réalisa-
tion supplémentaire de l’orientation de faisceau de
réception au moyen du premier dispositif de récep-
tion (20A), une puissance de transmission d’un si-
gnal radio du second dispositif de transmission (40B)
au second dispositif de réception (20B) est accrue
à l’intérieur d’une plage dans laquelle la qualité de
réception du premier dispositif de réception (20A)
n’est pas inférieure à la référence prédéterminée.

10. Système de communication (1) comprenant :

un premier serveur de gestion (16A) pour gérer
une communication entre un premier dispositif
de transmission (40A) et un premier dispositif
de réception (20A) ; et
un second serveur de gestion (16B) pour gérer
une communication entre un second dispositif
de transmission (40B), qui utilise secondaire-
ment une fréquence ayant été attribuée au pre-
mier dispositif de transmission (40A), et un se-
cond dispositif de réception (20B),
dans lequel le second serveur de gestion (16B)
détermine si une qualité de réception du second
dispositif de réception (20B) satisfait, ou non,
une référence prédéterminée dans un système
de communication comprenant le premier dis-
positif de transmission (40A), le premier dispo-
sitif de réception (20A), le second dispositif de
transmission (40B) utilisant secondairement la
fréquence ayant été attribuée au premier dispo-
sitif de transmission (40A), et le second dispositif
de réception (20B) ;
caractérisé en ce que lorsqu’il est déterminé
que la qualité de réception du second dispositif
de réception (20B) ne satisfait pas la référence
prédéterminée, le premier serveur de gestion
(16A) ou le second serveur de gestion (16B) réa-
lise en outre une orientation de faisceau de ré-
ception au moyen du premier dispositif de ré-
ception (20A), une orientation de faisceau de
transmission au moyen du premier dispositif de
transmission (40A), une orientation de faisceau
de réception au moyen du second dispositif de
réception (20B) et une orientation de faisceau
de transmission au moyen du second dispositif
de transmission (40B) dans un ordre prédéter-
miné.
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