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Description

Field of the Invention

[0001] The present invention relates to a method for the extraction and recovery of vanadium. More particularly, the
method of the present invention utilises a hydrometallurgical route for the extraction of vanadium from its ores.

Background Art

[0002] Traditionally, vanadium is extracted and recovered from its ores through a pyrometallurgical process that in-
volves a salt roasting step followed by water leaching. Environmental concerns are becoming of increasing importance
to those wishing to establish new mineral processing operations and those processes that require roasting more often
than not emit products that have an overwhelmingly negative environmental impact.
[0003] Hydrometallurgical options for the extraction and recovery of vanadium from its ores have not been explored
to date, as a rule, as a result of difficulties in both the leach step and the recovery step. With regard to leach and recovery,
iron is typically co-extracted with the vanadium, and titanium is often also present, such as may be found in titanomagnetite
type ores.
[0004] This results in concerns regarding selectivity of any leach and recovery processes. Iron is co-extracted with
vanadium in the acid leaching since vanadium is locked as solid solution within the titanomagnetite matrix. Minimising
the dissolution of iron in acid leaching is often a challenge without sacrificing the extraction efficiency of vanadium.
[0005] Solvent extraction requires that the solution pH be adjusted prior to the solvent extraction step. This often results
in the co-precipitation of iron and vanadium.
[0006] Remya et al (Remya et al., Solvent Extraction and Ion Exchange, Vol. 21., No. 4. pp. 573-589, 2003) conducted
a study for solvent extraction of vanadium using Cyanex 923. However, there is no disclosure of a full process from
leaching to purification step by solvent extraction and stripping and the recovery of vanadium by precipitation. Further-
more, multiple stripping agents are required which may involve extra processing cost in a full scale operation.
[0007] E. Mertins et al. in Erzmetall, Vol. 26, No. 9 (1973) 436 - 443 discloses acid leaching of ores.
[0008] Additionally, any potential for economic viability of a hydrometallurgical route for the extraction and recovery
of vanadium, and any associated valuable metals, has not been demonstrated.
[0009] The method of the present invention has as one object thereof to overcome substantially the abovementioned
problems of the prior art, or to at least provide a useful alternative thereto.
[0010] The preceding discussion of the background art is intended to facilitate an understanding of the present invention
only. This discussion is not an acknowledgement or admission that any of the material referred to is or was part of the
common general knowledge as at the priority date of the application.
[0011] Throughout the specification and claims, unless the context requires otherwise, the word "comprise" or variations
such as "comprises" or "comprising", will be understood to imply the inclusion of a stated integer or group of integers
but not the exclusion of any other integer or group of integers.

Disclosure of the Invention

[0012] In accordance with the present invention there is provided a method for the extraction and recovery of vanadium
from its ores, the method characterised by the steps of:

(i) Acid leaching of an ore containing vanadium and iron to extract vanadium and iron into solution;

(ii) Passing the product of the leach step (i) to a solid/liquid separation step;

(iii) Passing the liquid product of separation step (ii) to a solvent extraction step in which vanadium and iron are
extracted into an organic extractant from that liquid product;

(iv) Passing the loaded organic extractant produced in step (iii) to a stripping step in which acid is used to selectively
and sequentially strip the vanadium and iron from the organic extractant; and

(v) Passing the vanadium containing strip solution of step (iv) to a recovery step, wherein a leach residue cake
produced in step (ii) is used as an ilmenite concentrate.

[0013] According to the present invention the ore contains titanium in addition to vanadium and iron.
[0014] The acid leaching of step (i) is preferably conducted using hydrochloric acid (HCI).



EP 2 572 006 B1

3

5

10

15

20

25

30

35

40

45

50

55

[0015] More preferably, the concentration of HCI is within the range of about 20% to 32% (w/w).
[0016] Still preferably, the acid leaching is conducted in the range of about 25°C to 80°C under atmospheric pressure.
The residence time of the acid leaching is preferably between about 30 to 360 minutes. The solids content during acid
leaching is preferably about 20% w/w.
[0017] Preferably, the organic extractant of step (iii) contains a phosphine oxide.
[0018] Still preferably, the phosphine oxide is Cyanex 923™.
[0019] Yet still preferably, the extractant comprises about 40% v/v Cyanex 923™ and 60% v/v organic solvent.
[0020] Preferably, the aqueous to organic ratio during the solvent extraction step (iii) is between about 1:1 to 1:20.
More preferably, the aqueous to organic ratio during the solvent extraction step (iii) is about 1:5.
[0021] Still preferably, the stripping step (iv) is conducted in a counter-current manner whereby vanadium is stripped
from the loaded organic extractant prior to the stripping of iron from that solution.
[0022] Preferably, the acid used in the strip of step (iv) is hydrochloric acid. The hydrochloric acid is preferably in a
concentration of between about 2 to 4 M when stripping vanadium. The hydrochloric acid is preferably in a concentration
of about 0.01 M when stripping iron.
[0023] The purity of the vanadium solution produced is preferably between about 76% to 95%. The purity of the iron
solution produced is preferably about 99%.

Description of the Drawings

[0024] The present invention will now be described, by way of example only, with reference to one embodiment thereof
and the accompanying drawings, in which:-

Figure 1 is a flow sheet depicting a method for the extraction and recovery of vanadium from its ores in accordance
with the present invention;

Figure 2 is a graph of the extraction of iron, vanadium and titanium over various leach times with 10% w/w solids
content, temperature of 80°C and 36% w/w HCl;

Figure 3 is a graph of the extraction of iron, vanadium and titanium over various leach times with 20% w/w solids
content, temperature of 25°C and 32% w/w HCl;

Figure 4 is a graph of the extraction of iron, vanadium and titanium over various leach times with 20% w/w solids
content, temperature of 80°C and 20% w/w HCl;

Figure 5 is a graph of the effect of A:O ratio on the extraction efficiency of iron, titanium and vanadium by 20% v/v
Cyanex 923™/80% v/v kerosene;

Figure 6 is a graph of the effect of HCl acidity on the purity of vanadium product recovered from loaded organic of
Cyanex 923™; and

Figure 7 is a graph of the effect of HCl acidity on the stripping efficiency of iron and vanadium.

Best Mode(s) for Carrying Out the Invention

[0025] In Figure 1 there is shown a method 10 for the extraction and recovery of vanadium from its ores in accordance
with the present invention. The method 10 comprises a leach step 12, solvent extraction step 14, vanadium stripping
step 16 and iron stripping step 18.
[0026] Prior to the leach step 12 there are provided both a crushing circuit 20 and a beneficiation circuit 22. The
purpose of the crushing and beneficiation circuits 20 and 22 are to produce a crushed ore with a size that is amenable
for hydrometallurgical processing.
[0027] A run-of-mine (ROM) material 24 is delivered by front end loader 26 and dumped onto a 600 mm aperture static
grizzly 28 mounted over a ROM bin 30. Oversize material is scalped on the grizzly 28. Scalped ROM ore is discharged
from the bin 30 using a variable speed apron feeder 32 and directed to a jaw crusher 34.
[0028] The jaw crusher 34 reduces the top-size of the incoming material to about -250 mm. The crushed ore is
discharged onto a crusher discharge conveyor 36, which extends underneath the apron feeder 32 to collect any spillages
therefrom.
[0029] The crushed ore is then conveyed into a cone crusher 38 equipped with a feed bin 40 and vibrating feeder 42.
The crushed ore from the cone crusher 38 is then transported to a stockpile 44, with a capacity of 24 hours, by way of
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a feed bin 46, vibrating feeder 48 and a screen 50. Crushed ore is drawn from the stockpile 44 by a stockpile discharge
conveyor 52 and transported to two high pressure grinding rolls (HPGR) 54 and 56, arranged in series.
[0030] The use of the HPGR is understood to produce micro-cracks in the ore particles which allows for a significant
increase in subsequent lixiviant penetration and metal recovery in leaching over conventional milling.
[0031] The final stage of HPGR 56 is operated in closed circuit with a screen 58 cutting at 1 mm. The oversize from
the screen 58 is returned to a feed bin 60 for further grinding to improve the liberation of the valuable minerals. The
screen undersize material is transferred into a feed hopper 62 for a subsequent counter current rougher magnetic
separator 64, being a part of the beneficiation circuit 22. Process water is added and the slurry is pumped to the rougher
magnetic separator 64. The crushed ore is beneficiated using counter current magnetic separator before the concentrate
is pumped to the leaching step 12.
[0032] It is envisaged that an additional grinding step may be utilised to produce a product that is about minus 150
mm, depending upon the level of titanium preferred in the residue of the leaching step 12. The smaller the ore is when
passed to the leaching step 12 the higher the relative level of titanium in the leach residue.
[0033] Tails 66 from the rougher magnetic separator 64 are pumped to a tailings thickener 68 where process water
is recovered for reuse. The slurry is thickened to 60% solids by weight. Thickener overflow 70 gravitates to a process
water tank 72 while underflow 74 is pumped to tailings 76. The magnetic concentrate is pumped to the leaching circuit
for the extraction of vanadium and iron.
[0034] The purpose of the leach step 12 is to extract the valuable metal species of vanadium and iron into solution.
The leaching step 12 is conducted in rubber lined, epoxy coated, agitated steel tanks arranged in series. The slurry is
cascaded through the acid leach train. Hydrochloric acid is added to a first tank to adjust the pulp density to 20% solid
by weight. The acid leaching is conducted at a temperature of between about 25°C to 85°C, for example 80°C, under
atmospheric pressure or above, and for a residence time of between about 30 to 360 minutes. The initial HCI concentration
is maintained at between about 20% to 32% w/w, for example at 20% w/w. The leach temperature is able to be controlled
at about 80 to 85°C through insulation and capping of the leach tanks.
[0035] The leaching reactions are represented by the equation below:

Fe3O4 + 8HCl → 2FeCl3 + FeCl2 + 4H2O

V2O5 + 6HCl → 2VOCl3 + 3H2O

[0036] A slurry 78 from the leach step 12 is pumped to a leach thickener 80 in which the slurry is thickened to 50%
solids by weight. An overflow solution 82 is gravitated to an agitated metal extraction feed tank 84. An underflow solution
86 is pumped to a feed tank 88 and in turn to two horizontal belt filters 90 arranged in parallel. Here the leach residue
is washed in a counter current manner using fresh water.
[0037] Mother liquor and wash filtrate from the filters 90 are pumped to a wash water tank 92 before it is transferred
to the metal extraction feed tank 84 and the solvent extraction step 14. The leach residue cake from the filters 90 is
stockpiled 94 and is used as an ilmenite concentrate.
[0038] This purpose of the solvent extraction step 14, the vanadium stripping step 16 and iron stripping step 18 are
to extract the valuable metal units from the leach solution in a sequential manner using the appropriate extractant and
stripping agents.
[0039] From the metal extraction feed tank 84, the pregnant solution is fed to the solvent extraction step 14 in which
it mixed with an organic extractant, for example a phosphine oxide. Specifically, the extractant is provided in the form
of a mix of 40% v/v Cyanex 923™ in 60% v/v kerosene. The extraction is conducted at an organic to aqueous (O:A)
ratio of between about 1:1 to 20:1, for example 5:1. In this step, vanadium and iron are co-extracted onto the organic
phase. It should be noted that about 61% of the iron is loaded onto the organic. A barren effluent 96, which carries the
remaining iron solution, is transferred to an acid regeneration plant 98.
[0040] A metals loaded organic 100 is then transferred into a stripping plant, in which the vanadium and iron are
selectively separated. The stripping is conducted in a sequential manner involving selective stripping of vanadium followed
by iron.
[0041] Stripping is conducted in a counter-current fashion within each step 16 and 18. The vanadium is stripped from
the metal loaded organic using HCl of between about 2.5M to 5M, for example 4M HCl. This produces a vanadium
enriched solution 102 having a purity of about 81%. The vanadium enriched solution is then pumped to a recovery step,
for example a vanadium precipitation circuit 104 for the production of vanadium pentoxide (V2O5).
[0042] Metal loaded organic 106 from the vanadium stripping step 16 is then contacted with HCI of between about
0.01M to 0.05M, for example 0.01M HCI, in the iron stripping step 18. An iron enriched solution 108 at a purity of about
99% is recovered. The iron enriched solution 108 is pumped to the acid regeneration plant 98, while regenerated organic
extractant 110 is recycled 110 back to the metal extraction step 14 for reuse.
[0043] Ammonium chloride is used as the precipitating agent in the vanadium precipitation circuit 104. Vanadium is
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precipitated as ammonium metavanadate:

NH4Cl + VOCl3 + 4NaOH → NH4VO3 + 4NaCl + 2H2O

[0044] After a filtration step 112, the ammonium metavanadate is calcined using a rotary kiln 114 operating at about
500-550°C, to dry the product, removing the water of crystallisation and to convert the filter cake to vanadium pentoxide
(V2O5). The dry vanadium pentoxide is then packaged for transportation. Filtrate 116 from the filter step 112 is pumped
into the process water tank for reuse.
[0045] The barren effluent 96 from the solvent extraction step 14 together with the iron enriched solution 108 from the
iron stripping step 18 is pumped into the acid regeneration plant 98. The acid regeneration process utilises pyrohydrolysis
and is understood to proceed according to the following reactions:

4FeCl2 + 4H2O + O2 → 8HCl + 2Fe2O3

2FeCl3 + 3H2O → 6HCl + Fe2O3

[0046] It is to be understood that other processes for the regeneration of acid may be utilised without departing from
the scope of the present invention.
[0047] Regenerated acid at a strength of 20% w/w is collected and pumped back to the hydrochloric acid feed tank,
while the iron oxide can be sold as a valuable product.
[0048] The method 10 of the present invention will now be described with reference to several non-limiting examples.
[0049] A metallurgical test work programme was based on an ore from the Mount Peake project in the Northern
Territory of Australia, the project having an Inferred Resource of 140 Mt @ 0.30 % V2O5, 5.9% TiO2 and 29% iron.
[0050] A vanadium rich concentrate (P80 150 mm, 75 mm and 45 mm) from a cleaner magnetic separation process
was subjected to acid leaching to examine the impact of grind size, solids content and acid concentration. The composition
of the vanadium rich concentrate is as depicted in Table 1:

[0051] The leaching in these tests was conducted at ambient or room temperature (about 25°C) using hydrochloric
acid as the lixiviant.
[0052] To study the effect of HCl concentration, the lixivant was set at 20 wt.% HCl and 10 wt.% HCl.
[0053] Unless stated, the initial solids content fixed at 20% w/w. The leach kinetics was allowed to take place for 4
hours. Samples were collected intermittently for assay analysis.
[0054] The vanadium rich concentrate was amenable to acid leaching yielding a vanadium extraction greater than
90%. Co-extraction of iron and titanium was also recorded at 77-81% and 16-19%, respectively. Reducing the grind size
from P80 150 mm to 45 mm only affected the leach kinetics mildly, as can be seen with reference to Figures 2, 3 and 4.
[0055] These results showed that good control of the SiO2 to Al2O3 mass ratio is not critical in the hydrometallurgical
processing to achieve a high extraction of vanadium.
[0056] Analysis of the leach residue showed an upgrade in the TiO2 grade from 16.6-16.8% to 38.3-43.5%.
[0057] The leaching of the P80 150 mm concentrate consumed comparatively less acid in comparison to leaching of
the P80 45 mm concentrate, see Figure 5. At a P80 of 150 mm it involves a reduction, not only in the reagent costs but
also the grinding cost. It is understood that the grinding cost increases exponentially with the decrease in the grind sizes.
Subsequent tests were conducted using P80 150 mm concentrate.
[0058] An increase in the pulp density from 20 wt.% solid to 30 wt.% solid reduced the acid consumption from 579 kg
HCl/tonne feed ore to 480 kg HCl/tonne feed ore, as shown in Figure 6. Despite this, the vanadium extraction decreased
from 90% to 75%, as shown in Figure 7. Similarly, the iron extraction also decreased from 77% to 61%, as shown in
Figure 8. A decrease in the titanium extraction was also observed, as shown in Figure 9.

Table 1

Grind Size (mm) Concentrate Grade (%)

Fe V2O5 TiO2 SiO2 Al2O3 P S

150 51.7 1.10 15.8 5.30 3.0 0.013 0.03

75 55.3 1.19 16.5 2.07 2.5 0.004 0.03

45 55.4 1.18 16.3 2.12 2.4 0.005 0.03

Head Assay 34.5 0.54 9.2 22.9 5.0 0.08 0.03
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[0059] The effect of HCl concentration on the vanadium extraction was also been investigated. A drastic decrease in
the vanadium extraction was observed, following the decrease in the HCI concentration. Similarly, the iron and titanium
extraction also decreased accordingly, as shown in Figures 10, 11 and 12, respectively.
[0060] The poor extraction efficiencies are understood to be attributable to the relatively low acid strength in the
solution, resulting in the leach proceeding very slowly. It is envisaged that heating the solution to 80°C may promote the
dissolution of iron and vanadium, increasing thereby the leach kinetics. Heating of the solution to 80°C is understood to
have improved vanadium extraction. A vanadium extraction at 97.5% has been successfully achieved using 20 wt.%
HCl at 80°C.
[0061] A plot of extraction versus acid consumption was developed. The result is shown in Figure 13. A strong correlation
is seen between the acid consumption and extraction. To achieve a vanadium extraction greater than 90% about 579
kg HCl/tonne of feed ore is required.
[0062] A high dissolution of iron is required to achieve a high extraction of vanadium. This is understood to be due to
the locking of vanadium with titanomagnetite. The acid is consumed to attack the iron, unlocking the vanadium to promote
its dissolution.
[0063] A separate test was conducted to study the amenability of a cobbing concentrate (-1 mm) generated from the
use of high pressure grinding rolls (HPGR) to acid leaching. This test aimed to investigate the beneficial effect of HPGR
processing, as well as the possibility of eliminating the need for fine grinding. The leaching was conducted at 80°C and
pulp density of 20 wt.%. Concentrated HCl was used as the lixiviant. The reaction was allowed to take place for 6 hours.
The leaching result is shown in Figure 14.
[0064] The leach kinetics increased with increasing leach time and reached equilibrium after 120 min. At 120 min
about 97% of the vanadium was extracted. There was also 89% of iron and 55% of titanium being co-extracted. No
apparent change in the extraction efficiency for iron, titanium and vanadium was observed after 120 min. However, the
acid consumption increased from 596 kg HCl/tonne feed ore to 772 kg HCl/tonne feed ore. The loss in acid is attributed
to evaporation and/or being consumed to leach the remaining gangue minerals.
[0065] In comparison to the leach performance of the P80 45 mm and 150 mm concentrates, slower leach kinetics were
observed with the -1 mm concentrate. This is expected since the P80 45 mm and 150 mm concentrates have higher
surface area to volume ratio than that of -1 mm concentrate. While the fastest leach kinetics were achieved at P80 45
mm, it is important to note that the grinding power increases exponentially at finer grind sizes.
[0066] The amount of acid consumed by the -1 mm concentrate was comparable to that of P80 45 mm and 150 mm
concentrates. It is expected that the -1 mm concentrate may consume higher amount of acid since it contained a higher
level of gangue minerals than that in the P80 45 mm and 150 mm concentrates. The acid consumption is understood to
be governed by the leaching of iron.
[0067] These results indicate that for some ore types, ball milling may be excluded from the method of the present
invention. The elimination of ball milling is expected to lead to a reduction in the capital and operating expenditure.
[0068] A screening test was conducted to find the best performed extractant for the solvent extraction of vanadium.
The extractants tested included:

• 20% v/v Cyanex 272™/80% v/v kerosene,

• 20% v/v Cyanex 923™/80% kerosene (Cyanex 923™) and

• 20% v/v DEHPA/15%v/v TBP/65% kerosene (TBP/DEHPA).

[0069] Amongst them, Cyanex 923™ gave the best extraction of vanadium. The Cyanex. 923™ extracted a cumulative
75% vanadium. The Cyanex 272™ and TBP/DEHPA only extracted a cumulative 39% and 48% vanadium, respectively.
[0070] Co-extraction of iron was observed. The Cyanex 923™ extracted a cumulative 99% iron.
[0071] Similarly, TBP/DEHPA also produced a cumulative extraction of 99% iron. By contrast, Cyanex 272™ only
extracted a cumulative 94% iron. Since the vanadium is co-extracted with iron, it indicated that a selective stripping
would be needed to separate the vanadium from iron.
[0072] A test work programme was designed to explore the use of Cyanex 923™ as the sole extractant for the extraction
of iron, titanium and vanadium. Cyanex 923™ was chosen because it was demonstrated to be capable of extracting
vanadium without the need for the pre-removal of iron.
[0073] The solvent extraction test programme was conducted using 20% v/v Cyanex 923™ in 80% v/v kerosene at
A:O ratios of 1:1, 1:5, 1:10, 1:20. As shown in Figure 15, the best performance was observed at an A:O ratio of 1:20.
This is expected because an increase in the A:O ratio would increase the number of sites available for iron, titanium
and vanadium to be loaded onto the organic.
[0074] Titanium was loaded more readily onto Cyanex 923™ in comparison to iron and vanadium. Complete extraction
of titanium was achieved at an A:O ratio of 1:20. It is important to note that vanadium can be effectively loaded onto the
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organic even in the presence of significant amount of iron in solution. At an A:O ratio of 1:20, about 90% of the vanadium
was also loaded onto the organic with 61% of the iron being co-extracted.
[0075] This option not only uses a single extractant but also eliminates the need for extra oxidant addition for the re-
oxidation of Fe(II) to Fe(III).
[0076] The results showed that a stable emulsion was formed. Moreover, a third phase was observed during the phase
separation. A modifier such as isodecanol can be added to prevent the emulsion and third phase formation.
[0077] It is envisaged that changing the volumetric ratio of Cyanex 923™ to kerosene may also help to resolve these
problems. Additionally, it is further envisaged that the introduction of a filtration step prior to solvent extraction, so as to
remove undissolved solids, would reduce the impact of emulsion formation.
[0078] These tests aimed to determine if selective stripping of vanadium can be achieved from the metal loaded
organics, and to evaluate the ability of the extractant to be regenerated for reuse. The main focus is to identify the best
stripping solution to be used for separating vanadium from iron. It is not designed to optimise the stripping efficiency of
vanadium and iron.
[0079] The Cyanex 923™, which has been loaded with iron and vanadium, was used as the feed solution for the
stripping test. Two stripping solutions at 2M HCl and 1M HCl were evaluated for the stripping of vanadium, as shown in
Figure 16.
[0080] The vanadium was initially stripped from the organic followed by the stripping of iron using 0.01M HCl. The
combined results are represented conveniently in Figure 17.
[0081] Stripping of vanadium by 2M HCl at an A:O ratio of 2:1 produced a vanadium solution with an average purity
of 76%. When the stripping test was performed using 1M HCl at an A:O of 1:1, the selectivity between vanadium and
iron decreased drastically. It yielded a vanadium solution with average purity of 12%.
[0082] Subsequently, when the loaded organic was mixed with 0.01M HCl at an A:O of 1:1, it generated an iron solution
with a purity of 99%.
[0083] A stripping test was also conducted on the Cyanex 923™ which has been loaded with 55% iron, 97% titanium
and 70% vanadium. In this test, the stripping of vanadium was performed using a HCl solution at 4M HCl, 2.5M HCl and
2M HCl. It aimed to evaluate if the purity of the vanadium solution can be improved with increasing the acidity of the
stripping solution.
[0084] Following the stripping of vanadium, the loaded organic was mixed with 0.01M HCl for the recovery of the iron.
[0085] When the loaded organic was mixed with 4M HCl at an A:O ratio of 3:1, the vanadium was stripped from the
loaded organic, producing a vanadium solution with a purity of 95%.
[0086] Subsequently, mixing of the loaded organic with 0.01M HCl produced an iron solution with a purity of 99%.
[0087] The test results clearly demonstrated that the vanadium can be selectively separated from iron.
[0088] The purity of the vanadium solution can be tuned by manipulating the acidity of the stripping solution.
[0089] A separate test work programme, conducted using the sole extractant of Cyanex 923™, showed that the
vanadium, titanium and iron can be loaded efficiently on the extractant without the requirement of pre-treatment.
[0090] The extraction efficiencies of iron, titanium and vanadium increased as the A:O ratio increased from 1:1 to 1:20.
At an A:O ratio of 1:20, complete extraction of titanium was achieved with about 90% of vanadium and 61% of iron being
co-extracted.
[0091] Stripping test performed on metals loaded Cyanex 923™ showed that the vanadium can be selectively stripped
from the organic using HCl at a concentration 2-4 M. Depending on the acidity of the stripping solution, a vanadium
solution with purity of 76% to 95% can be produced. An iron solution with a purity of 99% can be recovered from the
loaded organic using 0.01M HCl as the stripping solution.
[0092] Further solvent extraction test work was conducted using the HPGR product described hereinabove. The leach
slurry was filtered to remove the residue solid before subjected to the solvent extraction.
[0093] Cyanex 923™ was used the extractant. As described immediately above, this extractant has been previously
found to extract iron, vanadium and titanium effectively. The extraction was carried out using 40 vol.% Cyanex 923™
in 60 vol.% kerosene at an O:A ratio of 1:1, 5:1, 8.5:1, 9:1, 10:1, and 12.5:1.
[0094] As shown in Figure 18, the extraction of vanadium, iron and titanium increased with the O:A ratio. This is
attributed to the increase in the organic concentration at higher O:A ratio, improving the number of adsorption sites for
the loading of iron, titanium and vanadium onto Cyanex 923.
[0095] McCabe Thiele diagrams were constructed to determine the number of stages required for the extraction of
vanadium, iron and titanium. These are illustrated in Figures 19 to 24. At an O:A of 5:1, it was determined that titanium
can be extracted efficiently in a single stage of contact. Complete extraction of vanadium was achieved after two stages
of contact. For iron, it required 6 stages of contact to achieve an extraction of 88%.
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Claims

1. A method for the extraction and recovery of vanadium from its ores, the method characterised by the steps of:

(i) Acid leaching of an ore containing vanadium, titanium and iron to extract vanadium and iron into solution;
(ii) Passing the product of the leach step (i) to a solid/liquid separation step;
(iii) Passing the liquid product of separation step (ii) to a solvent extraction step in which vanadium and iron are
extracted into an organic extractant from that liquid product;
(iv) Passing the loaded organic extractant produced in step (iii) to a stripping step in which acid is used to
selectively and sequentially strip the vanadium and iron from the organic extractant; and
(v) Passing the vanadium containing strip solution of step (iv) to a recovery step,

wherein a leach residue cake produced in step (ii) is used as an ilmenite concentrate.

2. A method according to claim 1, wherein the acid leaching of step (i) is conducted:

a. using hydrochloric acid; or
b. using hydrochloric acid at a concentration within the range of about 20% to 32% w/w.

3. A method according to any one of the preceding claims, wherein the acid leaching is conducted in the range of
about 25°C to 80°C under atmospheric pressure.

4. A method according to any one of the preceding claims, wherein the residence time of the acid leaching is between
about 30 to 360 minutes.

5. A method according to any one of the preceding claims, wherein the solids content during acid leaching is about
20% w/w.

6. A method according to any one of the preceding claims, wherein the organic extractant of step (iii) contains a
phosphine oxide.

7. A method according to claim 6, wherein the phosphine oxide is Cyanex 923™.

8. A method according to claim 6 or 7, wherein the extractant comprises about 40% v/v Cyanex 923™ and 60% v/v
organic solvent.

9. A method according to any one of the preceding claims, wherein the aqueous to organic ratio during the solvent
extraction step (iii) is:

a. between about 1:1 to 1:20; or
b. about 1:5.

10. A method according to any one of the preceding claims, wherein the stripping step (iv) is conducted in a counter-
current manner whereby vanadium is stripped from the loaded organic extractant prior to the stripping of iron from
that solution.

11. A method according to any one of the preceding claims, wherein the acid used in the strip of step (iv) is hydrochloric
acid.

12. A method according to claim 11, wherein the hydrochloric acid is provided in a concentration of between about 2 to
4 M when stripping vanadium.

13. A method according to claim 11 or 12, wherein the hydrochloric acid is provided in a concentration of about 0.01 M
when stripping iron.

14. A method according to any one of the preceding claims, wherein

a. the purity of the vanadium solution produced in the recovery step (v) is between about 76% to 95%; and/or
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b. the purity of the iron solution produced in the recovery step (v) is about 99%.

Patentansprüche

1. Verfahren zur Extraktion und Gewinnung von Vanadium aus seinen Erzen, wobei das Verfahren durch die folgenden
Schritte gekennzeichnet ist:

(i) Säureauslaugung eines Erzes, das Vanadium, Titan und Eisen enthält, um Vanadium und Eisen in eine
Lösung zu extrahieren;
(ii) Überführen des Produkts aus dem Auslaugungsschritt (i) zu einem Fest/Flüssig-Trennschritt;
(iii) Überführen des flüssigen Produkts aus dem Trennschritt (ii) zu einem Lösungsmittelextraktionsschritt, bei
dem Vanadium und Eisen aus dem flüssigen Produkt in ein organisches Extraktionsmittel extrahiert werden;
(iv) Überführen des in Schritt (iii) erzeugten beladenen organischen Extraktionsmittels zu einem Abziehschritt,
bei dem Säure verwendet wird, um das Vanadium und Eisen selektiv und nacheinander aus dem organischen
Extraktionsmittel abzuziehen; und
(v) Überführen der vanadiumhaltigen Abziehlösung von Schritt (iv) zu einem Rückgewinnungsschritt;

wobei ein in Schritt (ii) entstandener Auslaugungsrückstandskuchen als Ilmenitkonzentrat verwendet wird.

2. Verfahren gemäß Anspruch 1, wobei die Säureauslaugung von Schritt (i) durchgeführt wird:

a. unter Verwendung von Salzsäure; oder
b. unter Verwendung von Salzsäure in einer Konzentration innerhalb des Bereichs von etwa 20 Gew.-% bis 32
Gew.-%.

3. Verfahren gemäß einem der vorstehenden Ansprüche, wobei die Säureauslaugung im Bereich von etwa 25 °C bis
80 °C unter Atmosphärendruck durchgeführt wird.

4. Verfahren gemäß einem der vorstehenden Ansprüche, wobei die Verweilzeit bei der Säureauslaugung etwa 30 bis
360 Minuten beträgt.

5. Verfahren gemäß einem der vorstehenden Ansprüche, wobei der Feststoffgehalt während der Säureauslaugung
etwa 20 Gew.-% beträgt.

6. Verfahren gemäß einem der vorstehenden Ansprüche, wobei das organische Extraktionsmittel von Schritt (iii) ein
Phosphinoxid enthält.

7. Verfahren gemäß Anspruch 6, wobei es sich bei dem Phosphinoxid um Cyanex 923™ handelt.

8. Verfahren gemäß Anspruch 6 oder 7, wobei das Extraktionsmittel etwa 40 Vol.-% Cyanex 923™ und 60 Vol.-%
organisches Lösungsmittel umfasst.

9. Verfahren gemäß einem der vorstehenden Ansprüche, wobei das Verhältnis von wässriger zu organischer Phase
während des Lösungsmittelextraktionsschritts (iii)

a. etwa 1:1 bis 1:20; oder
b. etwa 1:5.

beträgt.

10. Verfahren gemäß einem der vorstehenden Ansprüche, wobei der Abziehschritt (iv) im Gegenstromverfahren durch-
geführt wird, wobei Vanadium aus dem beladenen organischen Extraktionsmittel abgezogen wird, bevor das Eisen
aus der Lösung abgezogen wird.

11. Verfahren gemäß einem der vorstehenden Ansprüche, wobei die beim Abziehen von Schritt (iv) verwendete Säure
Salzsäure ist.
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12. Verfahren gemäß Anspruch 11, wobei die Salzsäure in einer Konzentration zwischen etwa 2 bis 4 M bereitgestellt
wird, wenn Vanadium abgezogen wird.

13. Verfahren gemäß Anspruch 11 oder 12, wobei die Salzsäure in einer Konzentration von etwa 0,01 M bereitgestellt
wird, wenn Eisen abgezogen wird.

14. Verfahren gemäß einem der vorstehenden Ansprüche, wobei

a. die Reinheit der in dem Rückgewinnungsschritt (v) erzeugten Vanadiumlösung etwa 76% bis 95% beträgt;
und/oder
b. die Reinheit der in dem Rückgewinnungsschritt (v) erzeugten Eisenlösung etwa 99% beträgt.

Revendications

1. Procédé d’extraction et de récupération de vanadium à partir de ses minerais, le procédé étant caractérisé par les
étapes de :

(i) lixiviation acide d’un minerai contenant du vanadium, du titane et du fer pour extraire du vanadium et du fer
en solution ;
(ii) passage du produit de l’étape de lixiviation (i) par une étape de séparation de solide/liquide ;
(iii) passage du produit liquide de l’étape de séparation (ii) par une étape d’extraction par solvant dans laquelle
du vanadium et du fer sont extraits dans un agent d’extraction organique à partir de ce produit liquide ;
(iv) passage de l’agent d’extraction organique chargé produit dans l’étape (iii) par une étape de retrait dans
laquelle un acide est utilisé pour retirer sélectivement et séquentiellement le vanadium et le fer de l’agent
d’extraction organique ; et
(v) passage de la solution de retrait contenant du vanadium de l’étape (iv) par une étape de récupération,

dans lequel un gâteau de résidu de lixiviation produit dans l’étape (ii) est utilisé sous forme de concentré d’ilménite.

2. Procédé selon la revendication 1, dans lequel la lixiviation acide de l’étape (i) est accomplie :

a. en utilisant de l’acide chlorhydrique ; ou
b. en utilisant de l’acide chlorhydrique à une concentration dans la plage d’environ 20 % à 32 % p/p.

3. Procédé selon l’une quelconque des revendications précédentes, dans lequel la lixiviation acide est accomplie dans
la plage d’environ 25 °C à 80 °C sous pression atmosphérique.

4. Procédé selon l’une quelconque des revendications précédentes, dans lequel le temps de séjour de la lixiviation
acide est compris entre environ 30 et 360 minutes.

5. Procédé selon l’une quelconque des revendications précédentes, dans lequel la teneur en solides pendant la lixi-
viation acide est d’environ 20 % p/p.

6. Procédé selon l’une quelconque des revendications précédentes, dans lequel l’agent d’extraction organique de
l’étape (iii) contient un oxyde de phosphine.

7. Procédé selon la revendication 6, dans lequel l’oxyde de phosphine est Cyanex 923™.

8. Procédé selon la revendication 6 ou 7, dans lequel l’agent d’extraction comprend environ 40 % v/v de Cyanex 923™
et 60 % v/v de solvant organique.

9. Procédé selon l’une quelconque des revendications précédentes, dans lequel le rapport aqueux sur organique
pendant l’étape d’extraction par solvant (iii) est :

a. entre environ 1:1 à 1:20 ; ou
b. d’environ 1:5.
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10. Procédé selon l’une quelconque des revendications précédentes, dans lequel l’étape de retrait (iv) est accomplie
à contrecourant moyennant quoi le vanadium est retiré de l’agent d’extraction organique chargé avant le retrait du
fer de cette solution.

11. Procédé selon l’une quelconque des revendications précédentes, dans lequel l’acide utilisé dans le retrait de l’étape
(iv) est l’acide chlorhydrique.

12. Procédé selon la revendication 11, dans lequel l’acide chlorhydrique est fourni à une concentration entre environ 2
et 4 M lors du retrait du vanadium.

13. Procédé selon la revendication 11 ou 12, dans lequel l’acide chlorhydrique est fourni à une concentration d’environ
0,01 M lors du retrait du fer.

14. Procédé selon l’une quelconque des revendications précédentes, dans lequel

a. la pureté de la solution de vanadium produite dans l’étape de récupération (v) est entre environ 76 % et 95
% ; et/ou
b. la pureté de la solution de fer produite dans l’étape de récupération (v) est d’environ 99 %.
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