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©  Plasma  systems  for  thermal  spraying  of  powders. 

©  Apparatus  for  delivering  heated  powder  to  the 
plasma  gun  (16)  of  a  thermal  spray  plasma  system 
includes  a  hollow  heater  tube  (80)  coupled  between 
a  powder  feeder  (70)  and  the  plasma  gun  (16)  and  a 
power  supply  (96)  coupled  between  opposite  ends  of 
the  heater  tube.  The  power  supply  heats  the  walls  of 
the  heater  tube  to  a  temperature  below  the  melting 
point  of  the  powder  particles,  to  prevent  melting  and 
adhesion  of  the  particles  thereto.  The  length  of  the 
heater  tube  is  selected  to  provide  an  adequate 
dwell-time  of  the  powder  particles  therein  for  a  given 
powder  flow  rate,  so  that  even  relatively  large  pow- 
der  particles  are  heated  to  a  temperature  relatively 
close  to  that  of  the  heater  tube  walls  upon  delivery 
to  the  plasma  gun.  The  efficiency  of  the  heater  tube 

is  improved  by  a  water  cooled  reflector  tube  (98) 
concentrically  disposed  about  the  outside  of  the 
heater  tube  (80),  with  oxidation  of  the  tube  surfaces 
being  prevented  by  a  flow  of  inert  gas  (108)  along 
the  space  between  the  heater  and  reflector  tubes. 
The  heated  powder  delivery  apparatus  can  be  used 
by  itself  and  without  the  plasma  gun  to  effect  ther- 
mal  spraying  in  instances  where  the  powder  is  of  the 
type  that  can  be  heated  close  to  the  melting  point 
without  adhering  or  clogging.  One  or  more  ring- 
shaped  electrodes  and  associated  DC  power  sup- 
plies  can  be  disposed  within  the  plasma  stream  to 
provide  additional  powder  particle  heating  and  con- 
trol  within  the  plasma  stream  itself. 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.4) 



1 EP  0  586  756  A1 2 

Background  of  the  Invention 

1  .  Field  of  the  Invention 

The  present  invention  relates  to  plasma  sys- 
tems  capable  of  thermal  spraying  of  powdered 
materials  for  coating  on  a  workpiece. 

2.  History  of  the  Prior  Art 

It  is  known  to  provide  a  plasma  system  in 
which  powders  of  metal  or  other  materials  are 
delivered  to  a  plasma  gun  for  introduction  into  a 
plasma  stream  produced  by  a  plasma  gun.  The 
plasma  stream  which  is  created  by  a  flow  of  inert 
gas  in  the  presence  of  an  electrical  power  source 
and  typically  in  the  presence  of  a  low  pressure 
source  is  directed  from  the  plasma  gun  onto  a 
workpiece  or  other  target  where  the  powder  is 
deposited  to  form  a  coating.  The  powder,  which 
may  be  preheated  before  introduction  into  the  plas- 
ma  stream  at  the  gun,  melts  as  it  is  entrained  into 
and  carried  by  the  plasma  stream  so  that  a  rela- 
tively  dense  coating  is  formed  on  the  workpiece 

An  example  of  such  a  plasma  system  is  pro- 
vided  by  U.S.  Patent  4,328,257  of  Muehlberger  et 
al.,  which  patent  issued  May  4,  1982  and  is  com- 
monly  assigned  with  the  present  application.  In  the 
plasma  system  described  in  the  Muehlberger  et  al. 
patent  a  low  pressure  source  in  the  form  of  vacuum 
pumps  is  coupled  to  an  enclosure  containing  a 
plasma  gun  and  a  workpiece  to  direct  the  plasma 
stream  from  the  plasma  gun  to  the  workpiece  at 
supersonic  speeds.  A  powder  feed  mechanism 
heats  and  delivers  powder  into  the  side  of  the 
plasma  gun  for  introduction  into  the  plasma  stream. 

Earlier  examples  of  plasma  and  plasma  related 
systems  providing  heated  powder  are  described  in 
U.S.  Patent  3,598,944  of  Weimar  et  al.  which  is- 
sued  August  10,  1971  and  U.S.  Patent  3,839,618  of 
Muehlberger  which  issued  October  1,  1974.  The 
Weimar  et  al.  patent  describes  heating  particulate 
matter  before  introduction  into  a  plasma  heating 
zone  in  a  device  for  creating  spherical  granules  of 
nuclear  fuel.  The  Muehlberger  patent  describes  a 
plasma  system  in  which  powder  is  preheated  using 
an  electrical  resistance  tube.  Powder  is  fed  from 
separate  sources  through  a  pair  of  such  tubes 
using  a  heated  carrier  gas.  The  tubes  heat  the 
powder  which  is  then  introduced  into  the  bore  of 
the  plasma  gun.  The  tubes  are  resistively  heated 
using  a  DC  power  supply  coupled  to  the  tubes. 

In  U.S.  Patent  3,839,618  of  Muehlberger,  pow- 
der  particles  are  said  to  have  a  diameter  which  is 
no  greater  than  44  microns  and  preferably  much 
less.  The  relatively  small  particle  size  of  less  than 
50  microns  typically  required  by  heated  powder 
delivery  apparatus  of  the  prior  art  is  a  characteristic 

limitation  of  such  systems.  The  small  particle  sizes 
are  required  because  of  the  ease  with  which  such 
small  particles  can  be  preheated  and  then  melted 
as  they  are  rapidly  accelerated  in  the  plasma 

5  stream  so  as  to  produce  a  reasonably  dense  coat- 
ing  thereof  on  the  workpiece. 

However,  small  particles  having  diameters  of 
less  than  50  microns  are  not  without  their  limita- 
tions.  To  begin  with  such  particles  are  relatively 

io  expensive  to  manufacture,  particularly  in  the  case 
of  materials  such  as  refractory  materials  and  getter 
materials.  Refractory  materials  such  as  tungsten 
and  molybdenum  have  relatively  high  melting 
points,  while  getter  materials  such  as  barium, 

75  titanium  and  tantalum  oxidize  rapidly.  Moreover, 
such  particles  are  of  limited  viscosity  or  flowability, 
making  it  relatively  difficult  to  transfer  them  through 
apparatus  such  as  heated  tubes  of  relatively  small 
inner  diameter.  Such  small  particles  also  tend  to 

20  experience  high  surface  oxidation,  making  it  dif- 
ficult  to  deliver  the  particles  to  the  workpiece  in  a 
relatively  pure,  oxide-free  form.  The  surface  area  to 
weight  ratio  of  such  particles  tends  to  be  relatively 
low,  and  the  resulting  poor  thermal  energy  transfer 

25  makes  it  more  difficult  to  control  the  heating  of 
such  particles. 

On  the  other  hand  relatively  large  powder  par- 
ticles  having  diameters  substantially  in  excess  of 
50  microns  are  advantageous  over  smaller  particles 

30  in  a  number  of  important  respects.  In  addition  to 
being  relatively  inexpensive  to  manufacture,  such 
particles  have  improved  flowability.  The  ease  of 
producing  such  particles  in  a  highly  pure  form  and 
the  low  surface  oxidation  typically  undergone  by 

35  such  particles  facilitate  the  production  of  a  rela- 
tively  dense,  oxide-free  coating  on  the  workpiece. 
The  major  disadvantage  of  such  large  particles  lies 
in  the  difficulty  of  achieving  complete  melting 
thereof  within  the  plasma  stream  using  conven- 

40  tional  apparatus  and  techniques.  The  difficulty  of 
melting  such  particles  makes  it  very  difficult  to 
form  a  satisfactory  coating  on  the  workpiece.  Even 
where  such  powders  are  preheated  such  as 
through  the  use  of  resistively  heated  delivery 

45  tubes,  coating  of  the  workpiece  is  difficult  to  ac- 
complish. 

The  difficulty  in  thermal  spraying  relatively 
large  particles  heretofore  relates  to  a  more  fun- 
damental  problem  which  has  been  a  lack  of  under- 

50  standing  of  the  thermal  spraying  process  in  gen- 
eral.  Heating  of  powder  particles  was  often  done  in 
a  standardized  manner  without  regard  to  the  dif- 
ferent  softening  and  melting  characteristics  of  dif- 
ferent  materials  as  well  as  the  varying  characteris- 

55  tics  of  different  particle  sizes  noted  above.  Also,  it 
has  usually  been  assumed  that  control  of  powder 
temperature  as  well  as  other  characteristics  of  the 
powder  delivery  must  occur  at  or  just  outside  of  the 
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plasma  gun. 
Accordingly,  it  would  be  desirable  to  have  a 

plasma  system  in  which  thermal  spraying  can  be 
controlled  by  varying  all  parts  of  the  plasma  sys- 
tem  which  affect  such  spraying  in  an  optimum 
manner.  Such  an  improved  system  approach  would 
include  the  ability  to  successfully  accomplish  ther- 
mal  spraying  of  a  variety  of  different  powder  ma- 
terials  having  different  softening  and  melting  char- 
acteristics  as  well  as  different  particle  sizes. 

More  specific  goals  of  an  improved  plasma 
system  would  include  the  ability  to  spray  powdered 
materials  of  relatively  large  particle  size  in  a  man- 
ner  producing  a  relatively  dense  and  uniform  coat- 
ing  on  the  workpiece.  It  would  also  be  advanta- 
geous  to  provide  heated  powder  delivery  apparatus 
capable  of  preheating  powder  particles  of  any  size 
so  that  the  particles  undergo  substantially  complete 
melting  within  the  plasma  stream,  while  at  the 
same  time  providing  a  relatively  smooth  and  con- 
tinuous  flow  of  the  particles  through  the  powder 
delivery  apparatus. 

Summary  of  the  Invention 

Plasma  systems  according  to  the  invention 
benefit  from  a  recognition  of  the  influence  which 
various  parts  of  the  plasma  system  have  on  the 
thermal  spraying  process.  As  a  result  the  control 
provided  by  the  various  parts  of  the  system  is 
optimized  to  enhance  the  thermal  spraying  pro- 
cess.  In  addition  to  using  improved  preheating  ap- 
paratus  so  that  powders  of  different  material  or 
sizes  can  all  be  delivered  into  the  plasma  stream  in 
a  relatively  uniform  preheated  state  so  as  to  op- 
timize  particle  melting  within  the  stream,  the  plas- 
ma  gun  can  be  adjusted  to  optimize  particle  den- 
sity  and  acceleration  within  the  plasma  stream. 
Moreover,  apparatus  can  be  provided  to  control 
particle  heating  within  the  plasma  stream,  resulting 
in  further  improvements  in  the  coating  being 
formed  on  the  workpiece. 

Improved  heated  powder  delivery  apparatus 
and  techniques  according  to  the  invention  enable 
powders  of  relatively  large  particle  size  to  be  used. 
The  temperature  of  the  delivery  apparatus  is  care- 
fully  controlled  so  that  the  walls  or  other  portions 
thereof  coming  into  contact  with  the  particles  are 
maintained  below  the  melting  temperature  of  the 
material  of  the  particles.  This  prevents  the  surfaces 
of  the  particles  from  melting  and  adhering  to  the 
delivery  apparatus.  At  the  same  time  the  tempera- 
ture  of  the  delivery  apparatus  is  set  with  regard  to 
the  softening  point  of  the  powder  material  and  the 
viscosity  thereof  so  that  the  particles  are  heated 
uniformly  to  the  highest  temperature  possible  with- 
out  causing  them  to  clog  the  delivery  apparatus  or 
to  lose  the  viscosity  necessary  for  good  flowability 

within  the  apparatus. 
The  length  and  other  characteristics  of  the  de- 

livery  apparatus  are  chosen  so  that  the  particles 
are  relatively  uniformly  heated  to  a  temperature 

5  close  to  that  of  the  delivery  apparatus  upon  in- 
troduction  into  the  plasma  gun.  This  encourages 
relatively  complete  melting  of  large  particles  within 
the  plasma  stream  so  that  a  dense  coating  is 
formed  on  the  workpiece.  The  length  and  intensity 

io  of  the  plasma  stream  may  also  be  adjusted  to 
enhance  melting  of  the  particles,  and  where  appro- 
priate  improved  plasma  apparatus  may  be  utilized. 
Such  improved  plasma  apparatus  may  employ  ad- 
ditional  power  supplies  in  conjunction  with  elec- 

15  trades  to  provide  control  of  particle  heating  within 
different  zones  of  the  plasma  stream  so  that  the 
thermal  spray  process  can  be  further  optimized. 

In  a  preferred  arrangement  of  improved  heated 
powder  delivery  apparatus  in  accordance  with  the 

20  invention,  powder  is  delivered  from  a  powder  feed- 
er  to  the  plasma  gun  using  a  resistively  heated 
delivery  tube  having  a  power  source  coupled  to  the 
opposite  ends  thereof.  The  power  source  is  ad- 
justed  to  provide  the  delivery  tube  with  a  surface 

25  temperature  below  but  not  substantially  below  the 
melting  temperature  of  the  powdered  material  be- 
ing  delivered.  A  mixture  of  carrier  gas  and  the 
powder  particles  is  introduced  into  the  delivery 
tube  in  the  presence  of  sufficient  pressure  to  pro- 

30  duce  a  standard  flow  rate  through  the  delivery 
tube.  The  length  of  the  delivery  tube  is  carefully 
chosen  in  accordance  with  the  other  operating  pa- 
rameters  so  that  the  powder  particles  are  relatively 
uniformly  heated  to  a  temperature  close  to  that  of 

35  the  walls  of  the  delivery  tube  before  the  powder 
particles  are  introduced  into  the  plasma  gun.  Other 
conditions  being  equal,  an  increase  in  the  length  of 
the  delivery  tube  increases  the  residence  time  of 
the  powder  particles  therein.  The  increased  resi- 

40  dence  time  reduces  the  temperature  differential 
between  the  tube  and  the  powder  particles,  en- 
abling  the  powder  particles  to  exit  the  delivery  tube 
at  a  uniform  temperature  very  close  to  that  of  the 
delivery  tube. 

45  The  heated  powder  delivery  tube  is  concen- 
trically  disposed  within  an  outer  reflector  tube  so 
that  the  powder  delivery  tube  may  be  more  effi- 
ciently  heated.  Water  is  pumped  under  pressure 
between  the  double  walls  of  the  outer  reflector  tube 

50  to  provide  cooling,  while  inert  gas  is  circulated 
through  the  space  between  the  powder  delivery 
tube  and  the  outer  reflector  tube  to  prevent  oxida- 
tion. 

In  the  case  of  certain  powder  materials  which 
55  have  a  softening  point  just  below  the  melting  point 

of  the  material,  the  improved  powder  delivery  ap- 
paratus  allows  for  the  elimination  of  the  plasma  gun 
for  certain  thermal  spraying  applications.  The  abil- 
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ity  of  the  delivery  apparatus  to  heat  the  powder  to 
just  below  the  melting  point  allows  the  powder 
particles  to  be  sprayed  directly  from  the  delivery 
apparatus  onto  the  workpiece.  For  such  application, 
the  delivery  apparatus  is  provided  with  an  exit  5 
nozzle  of  reduced  diameter  to  help  maintain  pres- 
sure  within  the  delivery  apparatus. 

The  plasma  system  may  be  provided  with  one 
or  more  additional  power  sources  coupled  between 
electrodes  positioned  within  the  plasma  stream  to  10 
provide  for  control  of  the  temperature  of  the  pow- 
der  particles  within  the  plasma  stream.  One  such 
embodiment  includes  a  pair  of  ring-shaped  elec- 
trodes,  one  of  which  is  positioned  at  the  plasma 
gun  immediately  outside  of  the  gun  bore  and  the  is 
other  of  which  is  positioned  at  a  location  intermedi- 
ate  the  plasma  gun  and  the  workpiece.  A  DC  power 
source  coupled  between  the  pair  of  ring-shaped 
electrodes  increases  the  density  of  the  plasma 
stream  to  provide  greater  heating  of  the  powder  20 
particles.  In  another  embodiment,  plural  electrodes 
spaced  apart  along  the  plasma  stream  are  coupled 
to  a  plurality  of  different  DC  power  sources,  en- 
abling  individual  control  of  powder  particle  tem- 
perature  within  different  zones  along  the  plasma  25 
stream.  In  a  further  embodiment,  a  lowermost  elec- 
trode  is  positioned  relatively  close  to  the  workpiece 
so  that  the  transfer  arc  power  source  may  be 
uncoupled  from  the  workpiece  after  cleaning  of  the 
workpiece  to  prevent  overheating  the  workpiece.  In  30 
still  further  embodiments,  power  sources  coupled 
to  one  or  more  electrodes  have  their  negative  ter- 
minals  directly  coupled  to  the  cathode  of  the  plas- 
ma  gun  to  achieve  a  desired  plasma  temperature 
distribution.  Still  other  embodiments  employ  per-  35 
manent  magnetic  and  electromagnetic  members 
surrounding  portions  of  the  plasma  stream  to  shape 
the  plasma  stream  and  distribute  plasma  tempera- 
ture  at  the  electrodes  to  prevent  overheating. 

Adherence  of  powder  particles  of  different  40 
composition  in  the  formation  of  composite  particles 
is  provided,  where  necessary  or  desirable,  by  treat- 
ment  of  at  least  part  of  the  surface  of  the  particles 
with  an  appropriate  coating  of  material  such  as 
chromium.  The  coating  can  be  applied  by  mixing,  45 
electroplating,  or  through  use  of  a  ball  mix. 

Brief  Description  of  the  Drawings 

A  better  understanding  of  the  invention  may  be  so 
had  by  reference  to  the  following  specification  in 
conjunction  with  the  accompanying  drawings,  in 
which: 

Fig.  1  is  a  combined  block  diagram  and  per- 
spective  view,  partially  broken  away,  of  a  plas-  55 
ma  system  having  improved  heated  powder  de- 
livery  apparatus  and  other  features  in  accor- 
dance  with  the  invention; 

Fig.  2  is  a  sectional  view  of  the  improved  heated 
powder  delivery  apparatus  of  the  system  of  Fig. 
1; 
Fig.  2A  is  a  front  view  of  heater  tube  extension 
apparatus  which  may  be  used  in  conjunction 
with  the  heated  powder  delivery  apparatus  of 
Fig.  2  to  improve  the  deposit  efficiency; 
Fig.  3  is  a  diagrammatic  plot  of  powder  tem- 
perature  and  tube  temperature  as  a  function  of 
current  applied  to  resistively  heat  the  powder 
delivery  tube  of  the  apparatus  of  Fig.  2; 
Fig.  4  is  a  diagrammatic  plot  of  powder  exit 
temperature  as  a  function  of  length  of  the  pow- 
der  delivery  tube  in  apparatus  such  as  that 
shown  in  Fig.  2  for  given  powder  velocity  and 
carrier  gas  conditions  within  the  powder  delivery 
tube; 
Fig.  5  is  a  diagrammatic  plot  of  deposit  effi- 
ciency  of  the  sprayed  powder  particles  on  the 
workpiece  of  the  plasma  system  as  a  function  of 
current  applied  to  resistively  heat  the  powder 
delivery  tube  for  the  apparatus  of  Fig.  2  and  for 
the  case  of  such  apparatus  with  an  extension 
tube  attached  thereto; 
Fig.  6  is  a  sectional  view  of  a  portion  of  the 
improved  powder  delivery  apparatus  of  Fig.  2  as 
modified  to  provide  thermal  spraying  with  a 
plasma  gun  for  certain  types  of  powder  materi- 
als; 
Fig.  7  is  a  schematic  view  of  a  portion  of  an 
improved  plasma  system  for  enhancing  powder 
particle  heating  within  the  plasma  stream  thereof 
through  addition  of  a  power  supply  and  elec- 
trode  ring; 
Fig.  8  is  a  schematic  view  of  a  portion  of  an 
improved  plasma  system  for  controlling  powder 
particle  heating  within  different  zones  along  the 
plasma  stream  through  use  of  additional  power 
supplies  and  electrodes; 
Fig.  9  is  a  schematic  view  of  a  portion  of  a 
plasma  system  similar  to  that  of  Fig.  8  but 
providing  for  uncoupling  of  the  transfer  arc  pow- 
er  source  from  the  workpiece  to  prevent  over- 
heating  of  the  workpiece; 
Fig.  10  is  a  schematic  view  of  a  portion  of  a 
plasma  system  similar  to  that  of  Fig.  8  but  with 
the  DC  power  sources  for  the  electrodes  coup- 
led  directly  to  the  cathode  of  the  plasma  gun; 
Fig.  11  is  a  schematic  view  of  a  portion  of  a 
plasma  system  similar  to  that  of  Fig.  10  but  with 
one  DC  power  source  being  coupled  other  than 
directly  to  the  cathode  of  the  plasma  gun; 
Fig.  12  is  a  schematic  view  of  a  portion  of  a 
plasma  system  similar  to  that  of  Fig.  8  but  with 
a  plurality  of  permanent  magnetic  members  dis- 
posed  about  portions  of  the  plasma  stream  to 
shape  the  plasma  stream  and  distribute  plasma 
temperature  at  the  electrodes;  and 
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Fig.  13  is  a  schematic  view  of  a  portion  of  a 
plasma  system  similar  to  that  of  Fig.  12  but 
employing  an  electromagnetic  coil  instead  of  a 
permanent  magnetic  member. 

Detailed  Description  of  the  Invention 

Fig.  1  depicts  a  plasma  system  having  im- 
proved  heated  powder  delivery  apparatus  and  other 
features  in  accordance  with  the  invention.  The  plas- 
ma  system  of  Fig.  1  includes  a  plasma  chamber  10 
that  provides  a  sealed  vacuum-maintaining  and 
pressure-resistant  insulated  enclosure.  The  cham- 
ber  10  is  defined  by  a  cylindrical  principal  body 
portion  12,  and  an  upper  lid  portion  13  joined 
thereto.  The  body  portion  12  of  the  plasma  cham- 
ber  10  includes  a  bottom  collector  cone  14  that 
leads  into  and  communicates  with  associated  units 
for  processing  the  exiting  gases  and  particulates  in 
maintaining  the  desired  ambient  pressure. 

A  downwardly  directed  plasma  stream  is  estab- 
lished  by  a  plasma  gun  16  mounted  within  the 
interior  of  the  chamber  lid  13,  the  position  of  which 
gun  16  is  controlled  by  a  plasma  gun  motion 
mechanism  18.  Both  parts  of  the  plasma  chamber 
10  are  advantageously  constructed  as  double- 
walled,  water-cooled  enclosures  and  the  lid  13  is 
removable  for  access  to  the  operative  parts.  The 
gun  motion  mechanism  18  supports  and  controls 
the  plasma  gun  16  through  sealed  bearings  and 
couplings  in  the  walls  of  the  chamber  lid  13. 

A  powder  feed  mechanism  20  which  includes 
improved  heated  powder  delivery  apparatus  shown 
and  described  in  connection  with  Fig.  2  is  coupled 
to  the  chamber  lid  13  to  provide  controlled  feed  of 
a  heated  powder  into  the  plasma  stream  through 
apparatus  coupled  to  the  plasma  gun  16.  The  heat- 
ed  powder  from  the  powder  feed  mechanism  20  is 
introduced  into  a  plasma  stream  generated  by  the 
plasma  gun  16. 

The  downwardly  directed  plasma  stream  from 
the  plasma  gun  16  impinges  on  a  workpiece  24 
which  is  supported  on  an  internally  cooled  conduc- 
tive  workpiece  holder  25  and  which  is  positioned 
and  moved  while  in  operation  via  a  shaft  extending 
through  the  chamber  body  12  to  an  exterior  work- 
piece  motion  mechanism  26.  Adjacent  one  end  of 
the  workpiece  24,  but  spaced  apart  therefrom,  is  a 
dummy  workpiece  or  dummy  sting  28  which  is 
similarly  internally  cooled  and  coupled  through  a 
side  wall  of  the  chamber  body  12  to  a  dummy 
sting  motion  mechanism  30.  Both  the  workpiece 
holder  25  and  the  dummy  sting  28  are  adjustable 
as  to  insert  position  with  respect  to  the  central  axis 
of  the  chamber  10  and  electrically  conductive  so 
that  they  may  be  held  at  selected  potential  levels 
for  transfer  arc  generation  during  various  phases  of 
operation. 

Below  the  workpiece  24  and  the  dummy  sting 
28,  the  collector  cone  14  directs  the  overspray 
gaseous  and  particulate  materials  into  a  baffle-filter 
module  32  having  a  water-cooled  baffle  section 

5  thereof  for  initially  coupling  the  overspray  and  an 
in-line  filter  section  thereof  for  extracting  the  major- 
ity  of  the  entrained  particle  matter.  Effluent  passing 
through  the  baffle-filter  module  32  is  then  directed 
through  a  heat-exchanger  module  36,  which  may 

io  be  another  water-cooled  unit,  into  a  vacuum  mani- 
fold  38  containing  an  overspray  filter-collector  unit 
40  which  extracts  substantially  all  particulate  re- 
maining  in  the  flow.  The  vacuum  manifold  38  com- 
municates  with  vacuum  pumps  42  having  sufficient 

is  capacity  to  maintain  a  desired  ambient  pressure 
within  the  chamber  10.  This  ambient  pressure 
which  is  typically  in  the  range  from  0.6  at- 
mospheres  down  to  0.001  atmospheres  produces  a 
static  pressure  sufficient  to  provide  the  plasma 

20  stream  with  supersonic  speed. 
The  baffle-filter  module  32  and  the  heat-ex- 

changer  module  36,  as  well  as  the  overspray  filter- 
collector  40,  are  preferably  double-walled  water- 
cooled  systems,  and  any  of  the  types  well  known 

25  and  widely  used  in  plasma  systems  may  be  em- 
ployed.  The  entire  system  may  be  mounted  on 
rollers  and  movable  along  rails  for  ease  of  handling 
and  servicing  of  different  parts  of  the  system.  Con- 
ventional  viewing  windows,  water-cooled  access 

30  doors  and  insulated  feedthrough  plates  for  elec- 
trical  connection  have  not  been  shown  or  dis- 
cussed  in  detail,  for  simplicity  of  illustration.  The 
workpiece  support  and  motion  control  system  is 
advantageously  mounted  in  a  hinged  front  access 

35  door  43  in  the  chamber  body  12. 
Electrical  energy  is  supplied  into  the  operative 

portions  of  the  system  via  fixed  bus  bars  44  moun- 
ted  on  the  top  of  the  chamber  lid  13.  Flexible 
water-cooled  cables  couple  a  plasma  power  source 

40  46,  a  high-frequency  power  supply  48  and  a  nega- 
tive  transfer  arc  power  source  40  via  the  bus  bars 
44  into  the  plasma  gun  16  for  generation  of  the 
plasma  stream.  The  plasma  power  source  46  pro- 
vides  the  requisite  electrical  potential  difference 

45  between  the  electrodes  of  the  plasma  gun  16.  The 
high-frequency  power  supply  48  is  used  to  initiate 
an  arc  within  the  plasma  gun  16  by  superimposing 
a  high-frequency  voltage  discharge  on  the  DC  pow- 
er  supply  comprising  the  plasma  power  source  46. 

50  Thereafter  the  negative  transfer  arc  power  source 
50  which  is  coupled  between  the  plasma  gun  16 
and  the  workpiece  24  provides  a  continuous  nega- 
tive  transfer  arc  therebetween  in  accordance  with 
the  invention. 

55  Operation  of  the  plasma  gun  16  entails  usage 
of  a  water  booster  pump  52  to  provide  an  adequate 
flow  of  cooling  water  through  the  interior  of  the 
plasma  gun  16.  A  plasma  gas  source  54  provides  a 

5 



9 EP  0  586  756  A1 10 

suitable  ionizing  gas  for  generation  of  the  plasma 
stream.  The  plasma  gas  here  employed  is  either 
argon  alone  or  argon  seeded  with  helium  or  hy- 
drogen,  although  other  gases  may  be  employed  as 
is  well  known  to  those  skilled  in  the  art. 

Control  of  the  sequencing  of  the  system  of  Fig. 
1  and  the  velocity  and  amplitude  of  motion  of  the 
various  motion  mechanisms  is  governed  by  a  sys- 
tem  control  console  56.  The  plasma  gun  16  is 
separately  operated  under  control  of  a  plasma  con- 
trol  console  58.  Inasmuch  as  the  functions  per- 
formed  by  these  consoles  and  the  circuits  included 
therein  are  well  understood,  they  have  not  been 
shown  or  described  in  detail.  Transfer  arc  control 
circuits  60  may  be  used  to  control  the  negative 
transfer  arc  power  source  50. 

Most  of  what  has  been  shown  and  described  in 
connection  with  Fig.  1  is  similar  to  the  plasma 
system  described  in  previously  referred  to  U.S 
Patent  4,328,257  of  Muehlberger  et  al.,  and  refer- 
ence  thereto  is  made  to  the  extent  that  further 
explanation  of  one  or  more  portions  of  the  plasma 
system  may  be  needed. 

The  powder  feed  mechanism  20  of  Fig.  1  is 
shown  in  detail  in  Fig.  2  in  conjunction  with  the 
plasma  gun  16.  The  powder  feed  mechanism  20 
includes  a  powder  feeder  70  which  provides  a  flow 
of  inert  gas  containing  a  selected  amount  of  pow- 
der  to  be  introduced  into  the  plasma  gun  16.  The 
powder  feeder  70  can  be  of  any  appropriate  con- 
ventional  design.  An  example  is  the  powder  feeder 
described  in  U.S.  Patent  4,808,042  of  Muehlberger 
et  al.  which  issued  February  28,  1989  and  which  is 
commonly  assigned  with  the  present  application.  In 
the  present  example,  the  powder  feeder  70  pro- 
vides  the  powder  at  a  standard  flow  rate  of  approxi- 
mately  60  grams  per  minute  using  a  carrier  gas 
comprising  a  mixture  of  argon  and  hydrogen. 

This  flow  of  inert  gas  carrying  the  powder  is 
provided  via  a  conduit  71  to  a  powder  fitting  72  at 
a  first  end  74  of  heated  powder  delivery  apparatus 
76.  The  heated  powder  delivery  apparatus  76, 
which  has  an  opposite  second  end  78  mounted 
within  a  side  of  the  plasma  gun  16,  is  principally 
comprised  of  an  elongated,  resistively  heated  tube 
80.  The  heater  tube  80  is  generally  continuous  with 
the  powder  fitting  72  so  as  to  extend  from  a  power 
connection  clamp  82  at  the  first  end  74  through  a 
manifold  84  adjacent  the  first  end  74  to  a  manifold 
86  at  the  second  end  78.  The  heater  tube  80 
extends  through  the  manifold  86  and  into  a  side 
wall  88  of  an  anode  90  of  the  plasma  gun  16  where 
it  terminates  at  an  aperture  92  within  the  side  wall 
88.  The  aperture  92  extends  to  an  internal  bore  94 
within  the  anode  90  where  a  plasma  stream  is 
generated  by  the  plasma  gun  16  in  conventional 
fashion. 

The  heater  tube  80  is  made  of  material  which 
heats  in  response  to  the  application  of  a  DC  power 
supply  96  to  the  opposite  ends  thereof.  In  the 
present  example  the  heater  tube  80  is  made  of 

5  tungsten,  is  approximately  ten  feet  in  length,  and 
has  an  outer  diameter  of  .375  inches,  and  an  inner 
diameter  of  .171  inches.  The  power  supply  96  has 
the  positive  terminal  thereof  coupled  to  the  power 
connection  clamp  82  at  the  first  end  74  and  the 

io  negative  terminal  thereof  coupled  to  the  anode  90 
of  the  plasma  gun  16  which  is  in  electrical  contact 
with  the  opposite  end  of  the  heater  tube  80  at  the 
second  end  78.  The  power  supply  96  is  a  120  KW 
DC  power  supply  capable  of  providing  a  current 

is  flow  of  up  to  1,500  amperes  through  the  heater 
tube  80. 

As  described  hereafter,  the  power  supply  96  is 
adjusted  to  provide  a  desired  voltage  drop  across 
and  current  flow  through  the  heater  tube  80.  This 

20  results  in  the  heater  tube  80  being  heated  to  a 
desired  temperature  along  the  length  thereof  in 
order  to  heat  the  powder  to  a  desired  temperature 
level  as  the  powder  is  carried  by  the  inert  carrier 
gas  from  the  powder  feeder  70  through  the  length 

25  of  the  heater  tube  80  and  into  the  bore  94  of  the 
plasma  gun  16. 

The  heating  efficiency  of  the  heater  tube  80  is 
improved  by  the  presence  of  a  reflector  tube  98 
which  is  larger  than  and  is  disposed  about  the 

30  outside  of  the  tube  80  in  generally  concentric  fash- 
ion.  The  concentric  disposition  of  the  reflector  tube 
98  about  the  heater  tube  80  is  maintained  by 
ceramic  spacers  99.  The  reflector  tube  98,  which 
has  a  hollow  interior  space  between  concentric 

35  inner  and  outer  tubular  walls  thereof,  extends  be- 
tween  the  manifolds  84  and  86.  The  reflector  tube 
98,  which  may  be  made  of  stainless  steel,  has  a 
polished  inner  surface  on  the  inside  of  the  inner 
tubular  wall  thereof  which  reflects  heat  radiated 

40  from  the  heater  tube  80  back  to  the  tube  80. 
Consequently,  the  presence  of  the  reflector  tube  98 
enables  heating  of  the  heater  tube  80  to  a  selected 
temperature  using  less  current  from  the  power  sup- 
ply  96. 

45  The  reflector  tube  98  is  cooled  by  a  water  flow 
from  a  high  pressure  water  pump  100.  Initially, 
water  from  the  pump  100  flows  through  the  power 
connection  clamp  82  to  cool  the  clamp  82.  From 
the  power  connection  clamp  82,  the  cooling  water 

50  flows  through  a  conduit  102  and  into  the  manifold 
84.  From  the  manifold  84  the  water  enters  the 
hollow  interior  of  the  reflector  tube  98  as  shown  by 
an  arrow  104  and  flows  along  the  length  of  the 
reflector  tube  98  to  the  manifold  86.  At  the  mani- 

55  fold  86  the  cooling  water  exits  the  reflector  tube  98 
and  is  fed  to  a  water  drain  106.  In  the  present 
example  the  high  pressure  water  pump  100  pro- 
vides  a  water  flow  of  approximately  seven  gallons 
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per  minute. 
The  manifold  84  also  receives  inert  gas  from  a 

source  108  and  directs  the  gas  into  the  space 
between  the  outside  of  the  heater  tube  80  and  the 
inside  of  the  reflector  tube  98.  Apertures  in  the 
ceramic  spacers  99  allow  the  inert  gas  to  flow 
along  the  tubes  80  and  98  to  the  manifold  86 
where  the  inert  gas  exits  the  manifold  86  via  an 
aperture  110.  The  inert  gas  prevents  oxidation  of 
the  heater  tube  80  and  the  reflector  tube  98. 

In  accordance  with  the  invention,  the  heater 
tube  80  is  never  heated  to  such  an  extent  that  the 
surface  temperature  thereof  exceeds  the  melting 
point  of  the  powder  being  delivered  therethrough 
from  the  powder  feeder  70.  Preferably,  the  surface 
temperature  of  the  heater  tube  80  is  slightly  less 
than  the  temperature  at  which  the  powder  softens 
to  the  point  of  losing  the  viscosity  necessary  to 
allow  it  to  flow  freely.  A  typical  approach  for  pow- 
der  material  which  has  a  known  melting  point  and  a 
known  softening  point  is  to  determine  the  tempera- 
ture  between  those  two  points  at  which  flow  of  the 
powder  becomes  impaired  and  the  powder  begins 
to  stick  and  clog.  Having  determined  that  tempera- 
ture,  the  heater  tube  80  is  then  heated  to  a  tem- 
perature  which  is  approximately  300°  F  less.  The 
temperature  of  the  heater  tube  80  within  the  ap- 
paratus  shown  in  Fig.  2  can  be  carefully  controlled 
as  described  hereafter. 

Subject  to  the  basic  constraint  that  the  tube 
surface  temperature  not  reach  the  melting  point  of 
the  powder,  the  other  parameters  are  then  adjusted 
so  that  the  particles  of  powder  are  relatively  uni- 
formly  heated  to  a  temperature  relatively  close  to 
the  surface  temperature  of  the  heater  tube  80  by 
the  time  they  reach  the  second  end  78  and  are 
introduced  into  the  bore  94  of  the  plasma  gun  16. 
Such  powder  exit  temperature  is  affected  by  the 
volumes  and  the  flow  rates  of  the  inert  carrier  gas 
and  the  powder  carried  thereby.  For  a  given  tube 
temperature,  gas  volume,  gas  flow  rate,  powder 
volume  and  powder  flow  rate,  the  length  of  the 
heater  tube  80  can  be  varied  so  as  to  vary  the  exit 
temperature  of  the  powder  at  the  plasma  gun  16. 
Typically,  the  heater  tube  80  in  apparatus  such  as 
that  shown  in  Fig.  2  is  substantially  longer  than  the 
resistively  heated  powder  delivery  tubes  of  the 
prior  art.  This  provides  a  powder  exit  temperature 
relatively  close  to  the  surface  temperature  of  the 
heater  tube  80.  Consequently  the  powder  exit  tem- 
perature  is  not  substantially  less  than  the  melting 
point  of  the  powder.  This  is  particularly  advanta- 
geous  in  the  case  of  relatively  large  powder  par- 
ticles  such  as  those  exceeding  50  microns  in  diam- 
eter.  Such  larger  particles  when  heated  to  relatively 
high  exit  temperatures  are  more  easily  melted  with- 
in  the  plasma  stream  so  as  to  achieve  the  relatively 
uniform  high  density  coatings  that  are  desired. 

Fig.  3  is  a  diagrammatic  plot  of  the  surface 
temperature  of  the  heater  tube  80  and  the  powder 
exit  temperature  as  a  function  of  current  through 
the  heater  tube  80,  for  the  apparatus  shown  in  Fig. 

5  2  and  with  the  plasma  gun  16  operated  with  an  arc 
current  of  1,450  amperes,  an  arc  voltage  of  52 
volts  and  a  total  power  of  75.4  KW.  It  will  be  seen 
that  as  the  power  supply  96  is  adjusted  to  increase 
the  heater  tube  current,  the  surface  temperature  of 

io  the  tube  increases  in  generally  linear  fashion.  At  a 
tube  current  of  400  amperes,  the  surface  tempera- 
ture  of  the  tube  is  slightly  below  1  ,250  °  F.  As  the 
tube  current  is  increased  to  800  amperes,  the  tube 
surface  temperature  increases  to  approximately 

is  2000  °  F.  The  plot  of  tube  temperature  represents 
conditions  after  equilibrium  has  been  established  at 
the  heater  tube  80.  When  power  is  first  applied  to 
the  heater  tube  80,  a  period  of  at  least  several 
minutes  is  required  for  the  tube  to  heat  up  to  an 

20  equilibrium  condition.  Similarly,  if  the  power  ap- 
plied  to  the  heater  tube  80  is  suddenly  increased 
or  decreased  by  a  substantial  amount,  a  short 
period  of  time  is  required  before  equilibrium  is 
established. 

25  The  power  supply  96  is  adjusted  to  a  level  at 
which  the  resulting  heater  tube  current  provides  a 
tube  surface  temperature  slightly  below  the  melting 
point  of  the  powder  being  delivered  to  the  plasma 
gun  16  as  previously  discussed.  This  insures  that 

30  the  surfaces  of  the  powder  particles  will  not  adhere 
to  the  inner  walls  of  the  heater  tube  80  or  otherwise 
clog  so  as  to  cause  serious  powder  flow  problems. 

In  addition  to  tube  surface  temperature,  Fig.  3 
also  shows  the  variation  of  powder  exit  temperature 

35  as  a  function  of  tube  current.  It  will  be  seen  that 
powder  exit  temperature  increases  in  somewhat 
linear  fashion  with  increasing  tube  current.  In  the 
case  of  the  apparatus  of  Fig.  2,  and  for  a  given  gas 
volume  and  flow  rate,  and  powder  volume  and  flow 

40  rate,  the  powder  exit  temperature  increases  from 
approximately  750°  F  at  a  tube  current  of  400 
amperes  to  a  temperature  slightly  below  1  ,750  °  F 
at  a  tube  current  of  800  amperes. 

The  heater  tube  current  is  limited  by  the  soft- 
45  ening  and  melting  points  of  the  powder.  Neverthe- 

less,  the  powder  exit  temperature  can  be  varied  for 
a  given  tube  current  by  adjusting  other  variables 
such  as  the  flow  rate  of  the  powder  and  the  inert 
carrier  gas  which  carries  the  powder  through  the 

50  heater  tube  80,  and  the  length  of  the  heater  tube 
80.  The  flow  rates  and  quantities  of  the  powder  and 
the  inert  gas  have  optimum  ranges  for  the  given 
heated  powder  delivery  apparatus  being  used.  This 
being  the  case,  the  powder  exit  temperature  can 

55  be  raised  to  a  value  less  than  but  relatively  close  to 
the  tube  surface  temperature  by  choosing  a  longer 
length  for  the  heater  tube  80  as  described  here- 
after. 
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Fig.  4  is  a  diagrammatic  plot  of  the  powder  exit 
temperature  as  a  function  of  length  of  the  heater 
tube.  Fig.  4  assumes  that  the  volumes  and  flow 
rates  of  the  carrier  gas  and  the  powder  carried 
thereby  remain  constant  at  optimum  values.  The 
tube  surface  temperature  which  is  also  illustrated  in 
Fig.  4  is  shown  as  being  relatively  constant.  It  is 
assumed  that  as  the  tube  length  is  changed,  the 
tube  current  is  adjusted  so  as  to  achieve  a  tube 
surface  temperature  just  below  the  melting  point  of 
the  powder  as  previously  described.  A  temperature 
differential  At  exists  between  the  powder  exit  tem- 
perature  and  the  tube  temperature.  Desirably,  At  is 
minimized,  or  in  the  ideal  case  is  reduced  to  0,  so 
that  the  powder  exit  temperature  is  close  to  or 
equal  to  the  tube  surface  temperature.  This  en- 
ables  the  powder  to  enter  the  plasma  gun  16  with 
the  highest  temperature  possible  but  at  the  same 
time  without  melting  the  powder  particles  as  they 
travel  through  the  heater  tube  80. 

As  shown  in  Fig.  4  the  powder  exit  temperature 
gradually  increases,  and  at  the  same  time  At  de- 
creases,  as  the  tube  length  is  increased.  Eventually 
a  point  is  reached  at  which  the  powder  exit  tem- 
perature  is  substantially  equal  to  the  tube  surface 
temperature.  This  is  considered  to  be  an  optimum 
operating  region  and  is  selected  commensurate 
with  the  economics  and  practicalities  of  the  tube 
length  required  and  the  power  required  to  heat  a 
tube  of  such  length  to  the  desired  tube  surface 
temperature.  Longer  tube  length  typically  results  in 
a  longer  dwell  time  of  the  powder  within  the  tube 
so  that  a  powder  exit  temperature  at  or  close  to  the 
tube  surface  temperature  can  be  achieved.  The 
longer  dwell  time  tends  to  enhance  the  uniformity 
of  heating  of  the  powder,  particularly  in  the  case  of 
relatively  large  powder  particles  whose  internal 
temperatures  tend  to  remain  at  room  temperatures 
long  after  the  outer  skin  or  surface  temperature  is 
raised.  The  relatively  uniform  heating  of  large  pow- 
der  particles  to  a  temperature  at  or  close  to  the 
tube  surface  temperature  facilitates  melting  of  the 
particles  as  they  are  introduced  into  the  plasma 
stream  within  the  plasma  gun  16.  Substantially 
complete  melting  of  the  particles  within  the  plasma 
stream  is  required  in  order  to  achieve  relatively 
high  deposit  efficiencies  and  the  relatively  uniform, 
highly  dense  coatings  on  the  workpiece  that  result. 

Fig.  5  is  a  diagrammatic  plot  of  deposit  effi- 
ciency  as  a  function  of  the  current  through  the 
heater  tube  80.  The  deposit  efficiency  is  expressed 
as  a  percentage  of  the  powder  delivered  to  the 
plasma  gun  16  which  is  transformed  into  the  coat- 
ing  on  the  workpiece  24.  The  tube  current  is  shown 
over  a  range  of  700-800  amperes  in  Fig.  5. 

Using  just  the  heated  powder  delivery  appara- 
tus  76  shown  in  Fig.  2,  the  curve  labeled  "without 
tube  extension"  in  Fig.  5  resulted.  The  deposit 

efficiency  is  seen  to  rise  from  a  value  of  approxi- 
mately  2%  at  700  amperes  to  approximately  10% 
at  800  amperes. 

When  the  heater  tube  extension  apparatus  of 
5  Fig.  2A  is  added  to  the  apparatus  of  Fig.  2,  deposit 

efficiency  is  improved.  The  extension  apparatus  of 
Fig.  2A  includes  a  16'  length  of  stainless  steel 
tubing  112  coupled  between  the  powder  fitting  72 
and  the  conduit  71  to  the  powder  feeder  70.  A 

io  power  supply  114  is  coupled  between  the  opposite 
ends  of  the  tubing  112  to  provide  resistive  heating 
of  the  tubing  112. 

A  curve  labeled  "with  tube  extension"  in  Fig.  5 
shows  the  resulting  deposit  efficiency  with  the  ex- 

15  tension  apparatus  of  Fig.  2A  present.  As  the  cur- 
rent  from  the  power  supply  96  was  increased  from 
700  to  800  amperes,  the  separate  power  supply 
114  coupled  across  the  tubing  112  was  adjusted  to 
produce  a  current  which  increased  from  45  am- 

20  peres  to  80  amperes.  This  produced  a  voltage  drop 
across  the  tubing  112  which  decreased  from  55 
volts  to  49  volts,  then  increased  to  56  volts.  It  will 
be  seen  from  Fig.  5  that  with  the  extension  appara- 
tus  of  Fig.  2A  present,  the  deposit  efficiency  is 

25  considerably  greater  over  the  same  current  range 
of  700-800  amperes  in  the  heater  tube  80,  particu- 
larly  at  the  higher  end  of  such  current  range.  The 
deposit  efficiency  gradually  increases  from  approxi- 
mately  6%  at  700  amperes  to  approximately  8%  at 

30  750  amperes.  Above  750  amperes,  the  deposit 
efficiency  increases  at  a  substantially  greater  rate 
to  a  value  of  approximately  22%  at  800  amperes. 

It  was  previously  noted  that  the  heater  tube  80 
is  preferably  heated  to  a  temperature  which  is 

35  below  the  melting  point  of  the  powder  but  which 
may  be  above  the  softening  point.  Experimentation 
will  show  that  for  a  given  powder  material,  the 
material  softens  to  the  point  where  the  powder  no 
longer  flows  well  and  begins  to  stick  to  itself  and  to 

40  the  heater  tube  walls  so  as  to  create  a  potential 
clogging  problem.  Such  a  critical  point  is  at  a 
temperature  below  the  melting  point  but  above  the 
softening  point.  Once  this  critical  point  is  deter- 
mined,  the  heater  tube  80  is  then  heated  to  a 

45  temperature  which  is  cooler  by  a  safety  margin 
such  as  300  °  F  below  the  critical  point. 

Experimentation  may  be  required,  inasmuch  as 
different  powder  materials  have  different  softening 
characteristics.  For  example,  tungsten  carbide  can 

50  be  heated  to  within  a  few  degrees  of  its  melting 
point  without  losing  its  flowability  or  creating  a 
danger  of  clogging.  Aluminum,  on  the  other  hand, 
has  a  melting  point  of  approximately  1200°F  and  a 
softening  point  of  approximately  700  °  F.  When  alu- 

55  minum  powder  is  being  delivered,  typically  the 
heater  tube  80  cannot  be  heated  to  a  temperature 
much  above  700  °  F  without  danger  of  the  powder 
clogging  and  losing  its  flowability.  In  such  situ- 
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ations  it  may  be  necessary  to  provide  further  heat- 
ing  within  the  plasma  stream,  as  described  here- 
after.  Nevertheless,  the  invention  enables  heating 
of  the  powder  as  much  as  possible  prior  to  in- 
troduction  into  the  plasma  gun  and  commensurate 
with  delivery  through  a  tube. 

In  the  case  of  powder  materials  such  as  tung- 
sten  carbide  which  permit  heating  of  the  heater 
tube  80  to  a  temperature  close  to  the  melting  point 
of  the  powder,  it  is  possible  for  certain  applications 
to  use  the  heated  powder  delivery  apparatus  76  to 
the  exclusion  of  the  plasma  gun  16  as  the  sole 
apparatus  for  effecting  thermal  spraying.  Such  an 
arrangement  is  shown  in  Fig.  6. 

The  heated  powder  delivery  apparatus  76  is 
essentially  unchanged  in  the  arrangement  of  Fig.  6 
except  for  the  second  end  78  which  is  shown 
therein  together  with  the  workpiece  24.  The  heater 
tube  80  terminates  in  a  nozzle  configuration  116 
having  a  portion  118  thereof  of  restricted  diameter. 
The  portion  118  maintains  pressure  within  the  heat- 
er  tube  80  while  allowing  the  heated  powder  to  exit 
therefrom  with  sufficient  velocity  to  reach  and  form 
a  coating  on  the  workpiece  24.  Inasmuch  as  the 
heated  powder  delivery  apparatus  76  is  capable  of 
substantially  uniformly  heating  the  powder  to  a 
temperature  just  below  its  melting  point,  the  sub- 
stantially  softened  and  almost  molten  powder  coats 
the  workpiece  24  in  reasonably  uniform  fashion. 

While  the  heated  powder  delivery  apparatus  76 
of  Fig.  2  is  particularly  advantageous  when  used 
with  relatively  large  particles  such  as  those  of 
greater  than  50  microns  diameter,  such  apparatus 
is  useful  with  powder  particles  of  almost  any  size. 
Because  the  heater  tube  80  is  maintained  at  a 
temperature  safely  below  the  melting  point,  small 
particles  cannot  overheat.  Instead,  they  simply  heat 
to  the  wall  temperature  of  the  heater  tube  80  more 
quickly  and  over  a  shorter  length  of  the  tube  80. 
Most  powder  mixtures  used  in  thermal  spraying 
have  particle  diameters  that  vary  over  a  range  of 
sizes.  In  such  cases,  the  apparatus  76  insures  that 
the  large  particles  as  well  as  the  smaller  ones  are 
heated  to  a  temperature  at  or  close  to  that  of  the 
heater  tube  80  before  being  discharged  by  the 
apparatus  76. 

While  the  heated  powder  delivery  apparatus  76 
of  Fig.  2  is  capable  of  heating  most  powders  to  a 
level  that  provides  for  substantially  complete  melt- 
ing  of  the  particles  in  the  plasma  stream,  the  ap- 
paratus  7  forms  but  one  of  several  stages  in  the 
preheat  plasma  system.  A  second  stage  is  formed 
by  the  plasma  gun  16  itself.  A  third  stage  is  formed 
by  the  plasma  stream.  As  described  hereafter,  the 
plasma  stream  can  comprise  yet  a  fourth  stage 
when  equipped  with  additional  power  supplies  and 
electrodes  or  the  like  to  provide  additional  con- 
trolled  heating  of  the  powder  particles. 

The  second  stage  comprised  of  the  plasma 
gun  16  can  be  used  to  vary  particle  velocity  and 
density.  A  minimum  particle  velocity  is  necessary 
to  provide  an  acceptable  coating  on  the  workpiece 

5  24.  At  the  same  time,  larger  particles  are  harder  to 
accelerate  upon  introduction  into  the  plasma 
stream.  By  adjusting  the  plasma  stream  within  the 
plasma  gun  16,  particle  velocity  can  be  optimized. 
In  the  event  plasma  density  has  to  be  altered,  this 

io  can  be  provided  by  adjusting  the  flow  of  inert  gas 
and  the  arc  power  supply  within  the  plasma  gun 
16. 

The  third  stage  comprised  of  the  plasma 
stream  can  also  be  used  to  vary  the  powder  con- 

15  ditions  for  optimum  thermal  spraying.  In  spite  of 
the  supersonic  velocity  of  the  plasma  stream,  it  has 
been  found  that  the  temperature  of  the  powder 
particles  can  be  varied  here  as  well.  By  increasing 
the  reverse  transfer  arc  power  supply,  more  energy 

20  is  imparted  to  the  plasma  stream,  and  more  heat- 
ing  of  the  particles  within  the  plasma  stream  oc- 
curs.  In  those  instances  where  the  powder  particles 
are  very  large  or  are  made  of  material  which  can- 
not  be  heated  close  to  the  melting  point  by  the 

25  heater  tube  80,  so  that  substantially  complete  melt- 
ing  of  the  particles  within  the  plasma  stream  does 
not  otherwise  take  place,  the  transfer  arc  power 
supply  can  be  increased  to  provide  more  heating 
of  the  particles  within  the  plasma  stream. 

30  Fig.  7  provides  an  example  of  an  arrangement 
in  which  the  plasma  stream  is  provided  with  ap- 
paratus  creating  a  fourth  zone  in  which  additional 
heating  of  the  powder  is  provided  and  can  be 
controlled.  The  plasma  system  of  Fig.  7  includes 

35  the  plasma  gun  16  and  the  heated  powder  delivery 
apparatus  76  for  delivering  heated  powder  particles 
to  the  plasma  gun  16  in  the  manner  previously 
described.  The  plasma  source  46  shown  and  de- 
scribed  in  connection  with  Fig.  1  produces  the 

40  requisite  potential  difference  between  the  elec- 
trodes  of  the  plasma  gun  16  while  the  transfer  arc 
power  source  50  shown  and  described  in  Fig.  1 
provides  the  voltage  drop  between  the  anode  of  the 
plasma  gun  16  and  the  workpiece  24  that  results  in 

45  the  negative  transfer  arc.  The  plasma  gun  16  in 
turn  produces  a  plasma  stream  120.  The  plasma 
stream  120  which  is  illustrated  in  Fig.  7  by  a  series 
of  dashed  lines  flows  from  the  plasma  gun  16  to 
the  workpiece  24.  The  heated  powder  introduced 

50  into  the  plasma  gun  16  from  the  heated  powder 
delivery  apparatus  76  is  entrained  into  the  plasma 
stream  120  being  generated  at  the  plasma  gun  16. 
The  plasma  stream  120  accelerates  and  continues 
to  heat  the  powder  particles  as  they  are  carried  by 

55  the  plasma  stream  120  for  deposit  on  the  work- 
piece  24. 

The  plasma  system  of  Fig.  7  includes  a  ring- 
shaped  electrode  122  electrically  coupled  to  the 

9 



17 EP  0  586  756  A1 18 

anode  of  the  plasma  gun  16.  As  such,  the  ring- 
shaped  electrode  122  forms  a  convenient  electrode 
for  the  plasma  power  source  46  as  well  as  for  a  DC 
power  source  124.  The  DC  power  source  124  is 
coupled  between  the  ring-shaped  electrode  122 
and  a  second  ring-shaped  electrode  126  disposed 
at  a  location  intermediate  the  plasma  gun  16  and 
the  workpiece  24. 

As  previously  noted,  the  energy  of  the  plasma 
stream  120  provides  some  additional  heating  of  the 
powder  particles.  However,  the  presence  of  the 
second  ring-shaped  electrode  126  and  the  potential 
difference  between  the  electrode  126  and  the  first 
ring-shaped  electrode  122  provided  by  the  plasma 
acceleration  and  heating  power  source  124  can  be 
used  to  provide  further  heating  and  acceleration  of 
the  powder  particles.  This  is  particularly  advanta- 
geous  in  the  case  of  relatively  large  powder  par- 
ticles,  which  are  more  difficult  to  accelerate  and  to 
completely  melt  than  in  the  case  of  relatively  small 
powder  particles.  The  result  is  a  coating  on  the 
workpiece  24  of  greater  uniformity  and  density. 
The  DC  power  source  124  can  be  adjusted  to  vary 
the  additional  amount  of  energy  to  the  plasma 
stream  thereby. 

While  the  arrangement  of  Fig.  7  adds  a  single 
electrode  126  and  the  associated  DC  power  supply 
124,  it  is  possible  to  add  a  plurality  of  such  elec- 
trodes  and  power  supplies  to  provide  even  greater 
control,  as  shown  in  the  arrangement  of  Fig.  8.  Fig. 
8  is  like  Fig.  7  except  that  it  includes  additional 
electrodes  128  and  130  and  DC  power  sources  132 
and  134.  The  DC  power  source  132  is  coupled 
between  the  electrodes  126  and  128,  and  the  DC 
power  source  134  is  coupled  between  the  elec- 
trodes  128  and  130.  The  electrodes  126,  128  and 
130  effectively  divide  the  plasma  stream  120  into 
four  different  zones  which  can  be  somewhat  in- 
dividually  controlled  by  the  DC  power  sources  124, 
132  and  134.  The  DC  power  sources  124,  132  and 
134  can  be  adjusted  to  provide  like  power  or  dif- 
ferent  levels  of  power  as  desired. 

The  arrangement  shown  in  Fig.  8  is  especially 
useful  in  cases  where  the  plasma  stream  120  is 
very  long  and  cannot  be  adequately  powered  by 
the  transfer  arc  power  source  50.  However,  the 
arrangement  is  useful  with  plasma  streams  of  any 
length  where  it  is  necessary  or  desirable  to  control 
the  temperature  and  to  some  extent  the  velocity  of 
the  powder  particles  within  different  zones  along 
the  plasma  stream  120. 

Although  the  electrodes  126,  128  and  130  are 
shown  as  being  equally  spaced  between  the  elec- 
trode  122  and  the  workpiece  24,  the  spacing  there- 
between  can  be  varied  if  desired.  In  addition,  it  is 
possible  to  couple  DC  power  sources  between 
different  combinations  of  the  electrodes  and  to 
even  reverse  the  polarity  of  one  or  more  of  them  to 

achieve  different  zone  heating  and  acceleration  ef- 
fects. 

In  the  arrangement  of  Fig.  8,  the  transfer  arc 
power  source  50  is  coupled  directly  to  the  work- 

5  piece  24.  In  addition  to  providing  the  desired  plas- 
ma  action  at  the  workpiece  24,  such  direct  coupling 
is  necessary  if  the  workpiece  24  is  to  be  cleaned 
prior  to  spraying  of  the  powder  from  the  heated 
powder  delivery  apparatus  76  onto  the  workpiece 

70  24.  Nevertheless,  direct  coupling  of  a  power  source 
such  as  the  source  50  to  the  workpiece  24  creates 
considerable  heat  at  the  workpiece  24. 

For  workpieces  24  made  of  relatively  delicate 
materials  that  are  not  capable  of  withstanding  the 

75  heat  that  results  from  prolonged  direct  coupling  of 
a  power  source  thereto,  it  may  be  desirable  to 
provide  for  uncoupling  of  the  transfer  arc  power 
source  50  from  the  workpiece  24  during  spraying. 
Such  an  arrangement  which  is  shown  in  Fig.  9 

20  includes  a  switch  140  coupled  between  the  transfer 
arc  power  source  50  and  the  workpiece  24.  In 
addition,  the  electrode  130  is  lowered  somewhat 
from  its  position  as  shown  in  Fig.  8  so  as  to  be 
disposed  relatively  close  to  the  workpiece  24.  In  all 

25  other  respects,  the  plasma  system  of  Fig.  9  is  like 
that  of  Fig.  8. 

During  cleaning  of  the  workpiece  24,  the  switch 
140  is  placed  in  a  closed  position  to  couple  the 
transfer  arc  power  supply  50  directly  to  the  work- 

30  piece  24.  As  noted  above,  such  direct  coupling  is 
necessary  in  order  to  achieve  cleaning  of  the  work- 
piece  24.  Upon  completion  of  the  cleaning  process, 
the  switch  140  is  opened  so  as  to  uncouple  the 
transfer  arc  power  source  50  from  the  workpiece 

35  24.  With  the  switch  140  opened,  a  plasma  spraying 
operation  is  carried  out.  The  relatively  close  prox- 
imity  of  the  electrode  130  to  the  workpiece  24 
allows  the  coating  operation  to  take  place  at  the 
workpiece  24  without  the  transfer  arc  power  source 

40  50  being  coupled  to  the  workpiece  24.  In  this  way 
the  workpiece  24  does  not  experience  the  intense 
heat  that  results  when  a  power  source  is  directly 
coupled  thereto. 

The  arrangement  of  Fig.  10  which  includes  the 
45  plasma  gun  16,  the  plasma  power  source  46  and 

the  electrodes  122,  126  and  128  is  a  variation  of 
the  arrangement  of  Fig.  8  in  which  direct  coupling 
of  the  power  sources  to  a  cathode  142  of  the 
plasma  gun  16  is  utilized.  The  cathode  142  of  the 

50  plasma  gun  16  is  a  common  emitter  of  electrons 
within  the  plasma  gun  16.  It  has  been  found  that  by 
coupling  one  or  more  of  the  DC  power  sources  to 
the  cathode  142,  a  desired  plasma  temperature 
distribution  can  be  achieved  for  certain  applica- 

55  tions.  However,  only  the  negative  terminal  of  a 
power  supply  can  be  coupled  directly  to  the  cath- 
ode  142. 
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The  negative  terminal  of  the  plasma  power 
source  46  is  always  coupled  to  the  cathode  142, 
inasmuch  as  this  is  the  normal  coupling  of  the 
power  supply  for  the  plasma  gun.  In  the  arrange- 
ment  of  Fig.  10,  the  negative  terminals  of  DC 
power  sources  144  and  146  which  are  respectively 
coupled  to  the  electrodes  126  and  128  are  also 
directly  coupled  to  the  cathode  142  of  the  plasma 
gun  16.  The  DC  power  sources  144  and  146  func- 
tion  much  in  the  same  manner  as  the  DC  power 
sources  124  and  132  of  Fig.  8.  However,  because 
the  power  sources  144  and  146  are  coupled  di- 
rectly  to  the  cathode  142  of  the  plasma  gun  16, 
they  must  be  coupled  with  the  polarity  relationships 
shown  in  Fig.  10.  Still  other  DC  power  sources 
within  the  plasma  arrangement  such  as  the  DC 
power  source  134  shown  coupled  to  the  electrode 
130  in  the  arrangement  of  Fig.  8  can  be  coupled 
directly  to  the  cathode  142  of  the  plasma  gun  16 
where  desired,  so  long  as  the  negative  terminal  of 
such  power  source  is  coupled  to  the  cathode  142. 
As  noted  above,  direct  coupling  of  one  or  more  DC 
power  sources  to  the  cathode  142  of  the  plasma 
gun  16  has  been  found  to  be  advantageous  in 
achieving  a  desired  plasma  temperature  distribu- 
tion  for  certain  applications. 

While  direct  coupling  of  one  or  more  DC  power 
sources  to  the  cathode  142  requires  that  the  nega- 
tive  terminal  of  such  power  sources  be  coupled  to 
the  cathode  142,  still  other  DC  power  sources 
within  a  plasma  system  can  be  coupled  with  dif- 
ferent  polarity  arrangements.  This  is  illustrated  by 
the  plasma  system  of  Fig.  11  which  is  like  the 
arrangement  of  Fig.  10  except  for  the  presence  of 
a  DC  power  source  148.  Because  the  DC  power 
source  148  is  not  directly  coupled  to  the  cathode 
142,  it  may  be  poled  as  shown  in  Fig.  11  so  that 
the  positive  terminal  thereof  is  coupled  to  the  elec- 
trode  126  and  the  negative  terminal  thereof  is 
coupled  to  the  electrode  128.  However,  the  polarity 
of  the  DC  power  source  148  could  be  reversed  if 
desired  so  as  to  achieve  a  particular  temperature 
profile  along  the  length  of  the  plasma  stream  120. 

Fig.  12  shows  a  portion  of  a  plasma  system 
which  is  similar  to  that  of  Fig.  8  and  which  includes 
the  plasma  gun  16,  the  plasma  power  source  46, 
the  electrodes  122,  126  and  128  and  the  DC  power 
sources  124  and  132.  In  addition,  the  arrangement 
of  Fig.  12  includes  two  different  permanent  mag- 
netic  members  150  and  152.  The  first  permanent 
magnetic  member  150  which  is  of  hollow,  generally 
cylindrical  configuration  is  disposed  between  the 
electrodes  122  and  126  so  as  to  encircle  and 
encompass  the  portion  of  the  plasma  stream  120 
therebetween.  The  permanent  magnetic  member 
152  which  is  also  of  hollow,  generally  cylindrical 
configuration  is  disposed  between  the  electrodes 
126  and  128  so  as  to  encircle  the  portion  of  the 

plasma  stream  120  extending  therebetween. 
The  normal  outline  of  the  plasma  stream  120  is 

shown  by  solid  lines  154  in  Fig.  4.  However,  be- 
cause  of  the  presence  of  the  permanent  magnetic 

5  members  150  and  152,  shaping  of  the  plasma 
stream  120  is  possible  so  as  to  provide  certain 
advantages.  Thus,  the  presence  of  the  permanent 
magnetic  member  150  changes  the  outline  of  the 
plasma  stream  120  between  the  electrodes  122 

io  and  126  from  that  shown  by  the  solid  lines  154  to  a 
configuration  illustrated  by  dashed  lines  156.  Simi- 
larly,  the  presence  of  the  permanent  magnetic 
member  152  reshapes  the  portion  of  the  plasma 
stream  120  between  the  electrodes  126  and  128 

is  such  that  the  outline  thereof  is  illustrated  by 
dashed  lines  156. 

Such  reshaping  of  the  plasma  stream  120  as  is 
provided  by  the  permanent  magnetic  members  150 
and  152  provides  a  circular  swirling  motion  of  the 

20  electrons  within  the  plasma  stream  120  at  the  elec- 
trodes  126  and  128.  This  has  the  effect  of  distribut- 
ing  the  heating  created  by  the  plasma  at  the  elec- 
trodes  126  and  128  to  prevent  overheating  of  the 
electrodes  126  and  128. 

25  The  polarity  of  each  of  the  permanent  mag- 
netic  members  150  and  152  is  shown  in  Fig.  12  for 
purposes  of  illustration  only.  Such  polarities  can  be 
reversed,  if  desired,  while  still  achieving  the  same 
advantageous  effects  of  plasma  stream  shaping. 

30  While  two  permanent  magnetic  members  150  and 
152  are  shown  in  Fig.  12,  additional  permanent 
magnetic  members  can  be  used  such  as  in  con- 
junction  with  the  entire  length  of  the  plasma  stream 
between  the  electrodes  128  and  130  shown  in  the 

35  arrangement  of  Fig.  8.  Also,  the  magnetic  members 
150  and  152  can  assume  other  shapes  and  con- 
figuration  than  the  hollow  cylindrical  shape  shown. 

Fig.  13  shows  an  alternative  arrangement  in 
which  an  electromagnetic  coil  158  is  disposed  be- 

40  tween  the  electrodes  122  and  126  so  as  to  sur- 
round  the  portion  of  the  plasma  stream  120  extend- 
ing  therebetween.  The  electromagnetic  coil  158 
which  is  of  generally  cylindrical  shape  has  the 
same  effect  as  the  permanent  magnet  members 

45  150  and  152  of  Fig.  12  in  reshaping  the  plasma 
stream  120  and  thereby  providing  more  uniform 
temperature  distribution  at  the  electrode  126.  Un- 
like  the  permanent  magnetic  members  150  and 
152  of  Fig.  12,  the  electromagnetic  coil  158  must 

50  be  coupled  to  a  DC  power  source  to  provide  the 
necessary  magnetic  field.  Such  a  DC  power  source 
160  is  shown  in  Fig.  13. 

The  DC  power  source  160  is  coupled  between 
a  first  end  157  of  the  electromagnetic  coil  158  and 

55  the  electrode  126.  At  the  same  time,  an  opposite 
second  end  159  of  the  electromagnetic  coil  158  is 
coupled  to  the  cathode  142  of  the  plasma  gun  16. 
By  connecting  the  electromagnetic  coil  158  in  this 

11 
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fashion,  the  single  DC  power  source  160  serves 
both  to  power  the  electromagnetic  coil  158  and  to 
provide  the  needed  power  between  the  plasma  gun 
16  and  the  electrode  126.  However,  the  use  of  the 
common  DC  power  source  160  does  not  allow  for 
separate  adjustment  of  the  power  applied  to  the 
electromagnetic  coil  158  and  the  power  applied  to 
the  electrode  126.  Because  the  DC  power  source 
160  is  effectively  directly  coupled  to  the  cathode 
142  of  the  plasma  gun  16  by  being  coupled  to  the 
cathode  142  through  the  electromagnetic  coil  158, 
the  negative  terminal  of  the  DC  power  source  160 
must  be  coupled  to  the  electromagnetic  coil  158  in 
the  manner  shown,  for  the  reasons  previously  dis- 
cussed. 

Electromagnetic  members  having  shapes  and 
configurations  other  than  that  of  the  coil  158  can 
also  be  used.  Moreover,  the  coil  158  can  be 
formed  as  a  permanent  magnetic  member  rather 
than  the  electromagnetic  member  as  described 
which  requires  a  DC  power  source. 

Occasionally  the  powder  used  in  a  thermal 
spray  process  is  a  composite  of  different  materials. 
This  can  pose  problems  inasmuch  as  some  materi- 
als  do  not  readily  mix  with  others,  especially  when 
heated.  To  overcome  this  problem  it  is  possible  to 
treat  those  particles  that  do  not  readily  mix  so  that 
they  adhere  to  particles  of  a  different  material. 
Materials  such  as  chromium  have  been  found  to 
enhance  adhesion  when  applied  to  part  or  all  of  the 
surfaces  of  particles  that  are  reluctant  to  adhere. 
The  chromium  can  be  applied  using  various  tech- 
niques  such  as  mixing  at  room  temperature,  use  of 
a  ball  mix,  or  electroplating.  Chromium  coatings  are 
especially  effective  in  the  case  of  oxide  particles 
that  tend  not  to  mix  well  with  other  particles. 

While  the  invention  has  been  particularly 
shown  and  described  with  reference  to  preferred 
embodiments  thereof,  it  will  be  understood  by 
those  skilled  in  the  art  that  various  changes  in  form 
and  details  may  be  made  therein  without  departing 
from  the  spirit  and  scope  of  the  invention. 

Claims 

1.  A  method  of  delivering  heated  powder  to  a 
plasma  gun  comprising  the  steps  of: 

heating  a  powder  delivery  tube  to  a  tem- 
perature  just  below  the  melting  temperature  of 
powder  to  be  delivered  by  the  tube;  and 

passing  powder  through  the  powder  deliv- 
ery  tube  so  that  the  powder  resides  within  the 
powder  delivery  tube  long  enough  to  be  heat- 
ed  to  a  temperature  which  is  not  substantially 
less  than  the  temperature  of  the  powder  deliv- 
ery  tube. 

2.  The  invention  set  forth  in  claim  1  ,  wherein  the 
step  of  passing  powder  through  the  powder 
delivery  tube  includes  the  step  of,  for  a  given 
flow  rate  of  powder  through  the  powder  deliv- 

5  ery  tube,  selecting  a  tube  length  that  will  en- 
able  the  powder  to  be  heated  to  a  temperature 
which  is  relatively  close  to  the  temperature  of 
the  powder  delivery  tube  before  the  powder 
exits  the  tube. 

10 
3.  The  invention  set  forth  in  claim  1  ,  wherein  the 

temperature  just  below  the  melting  tempera- 
ture  is  determined  by  heating  the  powder  past 
a  softening  point  to  a  critical  point  at  which  the 

is  powder  begins  to  adhere  and  clog  and  then 
reducing  the  critical  point  temperature  by  a 
safety  margin. 

4.  A  method  of  delivering  heated  powder  to  a 
20  plasma  gun  from  a  powder  feeder,  the  powder 

feeder  providing  powder  of  given  particle  size 
and  melting  point  at  a  given  flow  rate,  compris- 
ing  the  steps  of: 

coupling  a  tube  between  the  powder  feed- 
25  er  and  the  plasma  gun  to  feed  powder  from 

the  powder  feeder  to  the  plasma  gun  at  the 
given  flow  rate; 

heating  the  tube  to  a  temperature  relatively 
close  to  but  not  as  high  as  the  melting  point  of 

30  the  powder;  and 
for  the  given  flow  rate  and  particle  size  of 

the  powder  and  the  temperature  of  the  tube, 
providing  the  tube  with  a  length  which  causes 
heating  of  the  powder  to  a  temperature  rela- 

35  tively  close  to  the  temperature  of  the  tube 
upon  feeding  of  the  powder  to  the  plasma  gun. 

5.  Apparatus  for  delivering  heated  powder  from  a 
source  of  powder  to  a  plasma  gun  comprising 

40  the  combination  of: 
a  hollow  heater  tube  coupled  between  the 

source  of  powder  and  the  plasma  gun; 
a  power  supply  coupled  between  opposite 

ends  of  the  heater  tube;  and 
45  a  hollow  reflector  tube  generally  concen- 

trically  disposed  about  the  heater  tube  and 
being  operative  to  reflect  heat  radiated  by  the 
heater  tube. 

50  6.  The  invention  set  forth  in  claim  5,  wherein  the 
reflector  tube  is  comprised  of  concentric  inner 
and  outer  cylindrical  walls  having  a  space 
therebetween,  and  further  including  means  for 
providing  a  flow  of  cooling  fluid  through  the 

55  space  between  the  inner  and  outer  cylindrical 
walls  of  the  reflector  tube. 

12 
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7.  The  invention  set  forth  in  claim  5,  wherein  the 
reflector  tube  has  a  reflective  inner  wall,  and 
further  including  a  plurality  of  ceramic  spacer 
elements  disposed  between  the  reflective  inner 
wall  of  the  reflector  tube  and  the  heater  tube  to 
mount  the  heater  tube  concentrically  within  the 
reflector  tube. 

8.  The  invention  set  forth  in  claim  5,  wherein 
there  is  a  space  between  the  reflector  tube  and 
the  heater  tube,  and  further  including  means 
for  providing  a  flow  of  inert  gas  through  the 
space  between  the  reflector  tube  and  the  heat- 
er  tube. 

9.  The  invention  set  forth  in  claim  5,  wherein  the 
heater  tube  has  a  length  which  is  established 
in  accordance  with  a  flow  rate  of  powder  there- 
through  and  a  surface  temperature  thereof  so 
that  the  powder  from  the  source  of  powder  is 
delivered  to  the  plasma  gun  at  a  temperature 
not  substantially  less  than  the  surface  tempera- 
ture  of  the  heater  tube. 

10.  A  thermal  spray  system  comprising  the  com- 
bination  of: 

a  source  of  powder  for  delivering  a  powder 
in  a  carrier  gas  under  pressure; 

a  hollow  heater  tube  coupled  to  the  source 
of  powder  for  receiving  the  powder  in  the  car- 
rier  gas  under  pressure; 

a  power  supply  coupled  to  the  heater  tube 
for  heating  the  heater  tube  to  a  temperature 
not  substantially  less  than  the  melting  point  of 
the  powder;  and 

means  for  locating  a  workpiece  in  spaced- 
apart  relation  to  the  heater  tube  for  receiving  a 
coating  of  powder  thereon. 

11.  The  invention  set  forth  in  claim  10,  wherein  the 
heater  tube  terminates  in  a  nozzle  having  a 
necked-down  portion. 

13.  The  invention  set  forth  in  claim  12,  wherein  the 
electrode  comprises  a  ring  disposed  intermedi- 
ate  the  plasma  gun  and  the  workpiece  and  the 
power  source  comprises  a  DC  power  source 

5  having  a  terminal  coupled  to  an  anode  of  the 
plasma  gun  and  an  opposite  terminal  coupled 
to  the  workpiece. 

14.  The  invention  set  forth  in  claim  12,  wherein  the 
io  power  source  comprises  a  DC  power  source 

having  a  positive  terminal  coupled  to  the  elec- 
trode  and  a  negative  terminal  coupled  to  a 
cathode  of  the  plasma  gun. 

is  15.  The  invention  set  forth  in  claim  12,  further 
including  a  hollow  magnetic  member  surround- 
ing  the  plasma  stream  and  disposed  between 
the  plasma  gun  and  the  electrode,  the  mag- 
netic  member  providing  a  magnetic  field  to 

20  shape  the  plasma  stream  and  distribute  heat 
produced  by  the  plasma  stream  on  the  elec- 
trode. 

16.  The  invention  set  forth  in  claim  12,  wherein  the 
25  means  for  delivering  powder  to  the  plasma 

stream  is  operative  to  deliver  powder  heated  to 
a  temperature  not  substantially  less  than  the 
melting  temperature  of  the  powder. 

30  17.  The  invention  set  forth  in  claim  12,  wherein  the 
electrode  comprises  a  plurality  of  electrodes 
disposed  in  spaced  apart  relation  along  the 
plasma  stream  and  the  power  source  com- 
prises  a  plurality  of  power  sources  coupled 

35  between  different  pairs  of  the  plurality  of  elec- 
trodes. 

18.  The  invention  set  forth  in  claim  12,  further 
including  a  transfer  arc  power  source  coupled 

40  to  the  plasma  gun  and  a  switch  coupled  be- 
tween  the  transfer  arc  power  source  and  the 
workpiece. 

19.  A  plasma  system  comprising  the  combination 
45  of: 

a  workpiece; 
a  plasma  gun  spaced  from  the  workpiece 

and  operative  to  provide  a  plasma  stream  to 
the  workpiece; 

50  an  electrode  disposed  in  the  plasma 
stream  between  the  plasma  gun  and  the  work- 
piece  adjacent  the  workpiece;  and 

a  DC  power  source  coupled  to  the  elec- 
trode  to  provide  a  transfer  arc  in  the  region  of 

55  the  workpiece. 

20.  The  invention  set  forth  in  claim  19,  further 
comprising  a  second  DC  power  source  and 

12.  A  plasma  system  comprising  the  combination 
of:  45 

a  workpiece; 
a  plasma  gun  spaced  from  the  workpiece 

and  operative  to  provide  a  plasma  stream  to 
the  workpiece; 

means  for  delivering  powder  to  the  plasma  50 
stream  provided  by  the  plasma  gun; 

an  electrode  disposed  in  the  plasma 
stream  between  the  plasma  gun  and  the  work- 
piece;  and 

a  power  source  coupled  to  provide  a  po-  55 
tential  difference  between  the  plasma  gun  and 
the  electrode. 

13 
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means  for  selectively  coupling  the  second  DC 
power  source  to  the  workpiece  so  that  the 
second  DC  power  source  is  uncoupled  from 
the  workpiece  except  during  cleaning  of  the 
workpiece. 

21.  A  plasma  system  comprising  the  combination 
of: 

a  workpiece; 
a  plasma  gun  spaced  from  the  workpiece 

and  having  a  cathode,  the  plasma  gun  provid- 
ing  a  plasma  stream  to  the  workpiece; 

an  electrode  disposed  in  the  plasma 
stream  between  the  plasma  gun  and  the  work- 
piece;  and 

a  DC  power  source  having  a  positive  ter- 
minal  coupled  to  the  electrode  and  a  negative 
terminal  coupled  to  the  cathode  of  the  plasma 
gun. 

22.  The  invention  set  forth  in  claim  21  ,  wherein  the 
electrode  comprises  a  plurality  of  electrodes 
disposed  in  spaced  apart  relation  in  the  plas- 
ma  stream  between  the  plasma  gun  and  the 
workpiece,  and  the  DC  power  source  com- 
prises  a  plurality  of  DC  power  sources,  each 
having  a  positive  terminal  coupled  to  a  dif- 
ferent  one  of  the  electrodes  and  a  negative 
terminal  coupled  to  the  cathode  of  the  plasma 
gun. 

23.  The  invention  set  forth  in  claim  21  ,  wherein  the 
electrode  comprises  a  plurality  of  electrodes 
disposed  in  spaced  apart  relation  in  the  plas- 
ma  stream  between  the  plasma  gun  and  the 
workpiece,  and  the  DC  power  source  com- 
prises  a  plurality  of  DC  power  sources,  at  least 
one  of  which  has  a  positive  terminal  coupled  to 
one  of  the  plurality  of  electrodes  and  a  nega- 
tive  terminal  coupled  to  the  cathode  of  the 
plasma  gun  and  at  least  one  of  which  has  a 
positive  terminal  coupled  to  the  one  of  the 
plurality  of  electrodes  and  a  negative  terminal 
coupled  to  another  one  of  the  plurality  of  elec- 
trodes. 

24.  A  plasma  system  comprising  the  combination 
of: 

a  workpiece; 
a  plasma  gun  spaced  from  the  workpiece 

and  operative  to  provide  a  plasma  stream  to 
the  workpiece; 

an  electrode  disposed  in  the  plasma 
stream  between  the  plasma  gun  and  the  work- 
piece; 

a  DC  power  source  coupled  to  the  elec- 
trode;  and 

a  magnetic  member  disPosed  around  the 

plasma  stream  between  the  plasma  gun  and 
the  electrode,  the  magnetic  member  providing 
a  magnetic  field  to  shape  the  Plasma  stream 
and  distribute  the  heat  created  thereby  on  the 

5  electrode. 

25.  The  invention  set  forth  in  claim  24,  wherein  the 
electrode  comprises  a  plurality  of  spaced  apart 
electrodes  disposed  in  the  plasma  stream  be- 

io  tween  the  plasma  gun  and  the  workpiece,  the 
DC  power  source  comprises  a  plurality  of  DC 
power  sources,  each  coupled  to  a  different  one 
of  the  plurality  of  electrodes,  and  the  magnetic 
member  comprises  a  plurality  of  magnetic 

is  members  disposed  around  the  plasma  stream 
and  each  disposed  above  a  different  one  of  the 
plurality  of  electrodes. 

26.  The  invention  set  forth  in  claim  24,  wherein  the 
20  magnetic  member  comprises  a  hollow,  gen- 

erally  cylindrical,  permanently  magnetized 
member. 

27.  The  invention  set  forth  in  claim  24,  wherein  the 
25  magnetic  member  comprises  a  generally  cylin- 

drical  coil  and  a  DC  power  source  coupled  to 
the  coil. 

28.  The  invention  set  forth  in  claim  24,  wherein  the 
30  plasma  gun  has  a  cathode,  the  magnetic  mem- 

ber  comprises  a  generally  cylindrical  coil,  the 
DC  power  source  has  a  positive  terminal  coup- 
led  to  the  electrode  and  a  negative  terminal 
coupled  to  a  first  end  of  the  coil,  and  further 

35  including  means  coupling  a  second  end  of  the 
coil  opposite  the  first  end  to  the  cathode  of  the 
plasma  gun. 

29.  A  method  of  thermal  spraying  a  powder  com- 
40  posite  comprising  the  steps  of: 

coating  at  least  portions  of  surfaces  of 
powder  particles  of  a  first  material; 

mixing  the  powder  particles  of  a  first  ma- 
terial  with  powder  particles  of  a  second  ma- 

45  terial  different  from  the  first  material  to  form  a 
powder  composite; 

heating  the  powder  composite;  and 
introducing  the  heated  powder  composite 

into  a  plasma  stream  for  thermal  spraying  onto 
50  a  workpiece. 

30.  The  method  of  claim  29,  wherein  the  step  of 
coating  at  least  portions  of  surfaces  of  powder 
particles  of  a  first  material  comprises  coating 

55  the  surfaces  of  powder  particles  of  the  first 
material  with  chromium. 

14 
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31.  A  method  of  preparing  a  powder  composite  for 
thermal  spraying  comprising  the  steps  of: 

providing  powder  particles  of  first  and  sec- 
ond  materials; 

coating  at  least  portions  of  surfaces  of  5 
powder  particles  of  the  first  material  with  a 
third  material  affecting  the  attraction  of  the  first 
and  second  materials  to  each  other;  and 

mixing  together  the  powder  particles  of  the 
first  and  second  materials.  10 

32.  The  method  of  claim  31  ,  wherein  the  first  ma- 
terial  is  a  metallic  oxide  and  the  third  material 
is  chromium. 
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I  rie  bearcn  Division  consider  s  mat  me  present  turopean  patent  application  does  not  comply  with  the  requirement  of  unity  of invention  and  relates  to  several  inventions  or  groups  of  inventions, 
namely: 

1.  Liairas   l - i i   :  A p p a r a t u s   /me thod   for   d e l i v e r i n g   h e a t e d  
powder  to  a  p lasma  gun  c o m p r i s i n g   h e a t i n g  
of  a  powder  d e l i v e r y   tube   to  a  t e m p e r a t u r e  
j u s t   below  the  m e l t i n g   t e m p e r a t u r e   o f  
powder  . 

2.  Cla ims  12-28  :  Plasma  sys tem  c o m p r i s i n g   an  e l e c t r o d e   d i s -  
posed   in  the  p lasma   s t r e a m   be tween   t h e  
p lasma  gun  and  the  w o r k p i e c e .  

i.  Cla ims  ^ y - j z   :  Method  of  p r e p a r i n g   a  powder  c o m p o s i t e   f o r  
t h e r m a l   s p r a y i n g .  
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