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©  Flower  pot  cover  with  crimped  portion. 
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©  A  flower  pot  cover  consisting  of  a  base  (12)  and 
a  skirt  (14).  The  base  has  an  upper  end  (46)  and  a 
lower  end  (48)  with  a  pot  opening  (52)  being  formed 
through  the  upper  end  of  the  base  providing  access 
to  a  pot  receiving  space  (54).  The  skirt  is  connected 
to  the  upper  end  of  the  base  and  the  skirt  extends  a 
distance  outwardly  from  the  base  terminating  with  an 
outer  periphery.  A  bonding  material  is  disposed  on 
the  skirt  or  the  base  or  both.  A  flower  pot  (44)  is 
disposed  in  the  pot  receiving  space  and  the  portion 
of  the  skirt  and/or  the  base  having  the  bonding 
material  thereon  is  crimped  to  provide  a  crimped 
portion  (56)  for  cooperating  to  maintain  the  flower 
pot  cover  connected  to  the  flower  pot. 
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FIELD  OF  THE  INVENTION 

The  present  invention  relates  generally  to  flow- 
er  pot  covers  for  providing  decorative  coverings  for 
flower  pots. 

BACKGROUND  OF  THE  INVENTION 

Conventional  flower  pot  covers  have  had  a 
propensity  to  fall  off  the  flower  pot  for  which  they 
were  intended  to  provide  a  decorative  cover.  This 
invention  provides  a  flower  pot  cover  and  a  method 
of  covering  a  flower  pot  which  overcomes  this 
problem. 

SUMMARY  OF  THE  INVENTION 

The  present  invention  provides  a  flower  pot 
cover  disposable  about  a  flower  pot  comprising:  a 
base  having  an  upper  end,  a  lower  end,  an  outer 
peripheral  surface  and  a  pot  opening  formed 
through  the  upper  end  thereof  providing  access  to 
a  pot  receiving  space,  the  pot  receiving  space 
forming  an  inner  peripheral  surface  in  the  base,  a 
bonding  material  being  disposed  on  the  base  near 
the  upper  end  thereof,  the  flower  pot  being  dis- 
posed  in  the  pot  receiving  space  and  a  crimped 
portion  being  formed  in  the  base  by  crimping  the 
portion  of  the  base  near  the  bonding  material  to 
form  the  crimped  portion,  the  crimped  portion  co- 
operating  to  maintain  the  base  disposed  about  the 
flower  pot. 

In  another  aspect,  the  present  invention  pro- 
vides  a  flower  pot  cover  disposable  about  a  flower 
pot  comprising:  a  base  having  an  upper  end,  a 
lower  end,  an  outer  peripheral  surface  and  a  pot 
opening  formed  through  the  upper  end  thereof  pro- 
viding  access  to  a  pot  receiving  space  forming  an 
inner  peripheral  surface  of  the  base;  a  skirt  con- 
nected  to  the  upper  end  of  the  base,  the  skirt 
extending  a  distance  outwardly  from  the  upper  end 
of  the  base  terminating  with  an  outer  periphery,  the 
skirt  having  an  outer  peripheral  surface  and  an 
inner  peripheral  surface,  a  bonding  material  being 
disposed  on  the  skirt  near  the  connection  of  the 
skirt  to  the  base,  the  flower  pot  being  disposed  in 
the  pot  receiving  space  of  the  base  and  a  crimped 
portion  being  formed  in  the  skirt  by  crimping  to- 
gether  portions  of  the  skirt  near  the  bonding  ma- 
terial  with  the  bonding  material  bondingly  connect- 
ing  adjacent  portions  of  the  skirt  to  cooperate  in 
forming  the  crimped  portion  and  the  crimped  por- 
tion  cooperating  to  hold  the  flower  pot  cover  on  the 
flower  pot. 

In  yet  another  aspect,  the  present  invention 
provides  a  flower  pot  cover  disposable  about  a 
flower  pot  comprising:  a  base  having  an  upper  end, 
a  lower  end,  an  outer  peripheral  surface  and  a 

flower  pot  opening  formed  through  the  upper  end 
of  the  base  providing  access  to  a  pot  receiving 
space,  the  pot  receiving  space  forming  an  inner 
peripheral  surface  in  the  base;  a  skirt  connected  to 

5  the  upper  end  of  the  base,  the  skirt  extending  a 
distance  outwardly  from  the  upper  end  of  the  base 
terminating  with  an  outer  periphery,  the  skirt  having 
an  outer  peripheral  surface  and  an  inner  peripheral 
surface,  a  bonding  material  being  disposed  on  the 

io  skirt  near  the  connection  of  the  skirt  to  the  base, 
the  flower  pot  when  disposed  in  the  pot  receiving 
space  of  the  base  being  held  in  place  by  a 
crimped  portion  formed  by  crimping  together  por- 
tions  of  the  skirt  near  the  bonding  material  with  the 

75  bonding  material  connecting  adjacent  portions  of 
the  skirt  to  cooperate  in  forming  the  crimped  por- 
tion. 

In  still  yet  another  aspect,  the  present  invention 
provides  a  method  for  providing  a  flower  pot  cover 

20  for  a  flower  pot  comprising:  providing  a  base  hav- 
ing  an  upper  end,  a  lower  end,  an  outer  peripheral 
surface  and  a  pot  opening  formed  through  the 
upper  end  of  the  base  providing  access  to  a  pot 
receiving  space,  the  pot  receiving  space  forming 

25  an  inner  peripheral  surface  in  the  base,  a  bonding 
material  being  disposed  on  the  base  near  the  up- 
per  end  of  the  base;  providing  a  flower  pot  having 
an  upper  end,  a  lower  end  and  an  outer  peripheral 
surface;  disposing  the  flower  pot  in  the  pot  receiv- 

30  ing  space  of  the  base;  forming  a  crimped  portion  in 
the  base  by  crimping  together  portions  of  the  base 
near  the  upper  end  of  the  base  with  the  bonding 
material  thereon,  the  crimped  portion  cooperating 
to  hold  the  base  on  the  flower  pot  for  providing  the 

35  decorative  cover. 
In  another  aspect,  the  present  invention  pro- 

vides  a  method  for  covering  a  flower  pot  with  a 
disposable  cover  comprising:  providing  a  base  hav- 
ing  an  upper  end,  a  lower  end,  an  outer  peripheral 

40  surface  and  a  pot  opening  formed  through  the 
upper  end  of  the  base  providing  access  to  a  pot 
receiving  space,  the  pot  receiving  space  forming 
an  inner  peripheral  surface  in  the  base,  and  a  skirt 
connected  to  the  upper  end  of  the  base,  the  skirt 

45  extending  a  distance  outwardly  from  the  upper  end 
of  the  base  terminating  with  an  outer  periphery,  the 
skirt  having  an  outer  peripheral  surface  and  an 
inner  peripheral  surface,  a  bonding  material  being 
disposed  on  the  skirt  near  the  connection  of  the 

50  skirt  to  the  base;  disposing  a  flower  pot  having  an 
upper  end  and  a  lower  end  in  the  pot  receiving 
space  of  the  base;  and  crimping  portions  of  the 
skirt  having  the  bonding  material  thereon  to  form  a 
crimped  portion,  the  crimped  portion,  the  crimped 

55  portion  cooperating  to  hold  the  flower  pot  cover  on 
the  flower  pot. 

The  present  invention  also  provides  a  flower 
pot  cover  having  a  bonding  material  thereon  where 
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the  portion  of  the  flower  pot  cover  having  the 
bonding  material  thereon  is  crimped  to  provide  a 
crimped  portion  for  cooperating  to  hold  the  flower 
pot  cover  disposed  about  the  flower  pot. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Figure  1  is  a  perspective  view  of  a  flower  pot 
cover  constructed  in  accordance  with  the  present 
invention. 

Figure  2  is  an  elevational  view  of  the  flower  pot 
cover  of  Figure  1  . 

Figure  3  is  a  sectional  view  of  a  flower  pot  with 
the  flower  pot  cover  of  Figures  1  and  2  placed 
thereabout  and  with  a  crimped  portion  formed  in 
the  flower  pot  cover. 

Figure  4  is  a  perspective  view  of  a  modified 
flower  pot  cover  constructed  in  accordance  with  the 
present  invention. 

Figure  5  is  a  sectional  view  showing  the  flower 
pot  cover  of  Figure  4  placed  about  a  flower  pot 
with  the  flower  pot  cover  having  a  crimped  portion 
formed  therein. 

Figure  6  is  a  perspective  view  of  yet  another 
modified  flower  pot  cover. 

Figure  7  is  a  sectional  view  showing  the  flower 
pot  cover  of  Figure  6  disposed  about  a  flower  pot 
with  a  crimped  portion  being  formed  in  the  flower 
pot  cover. 

Figure  8  is  an  elevational  view  of  still  another 
modified  flower  pot  cover. 

Figure  9  is  an  elevational  view  of  still  another 
modified  flower  pot  cover. 

Figure  10  is  an  elevational  view  of  still  another 
modified  flower  pot  cover. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Shown  in  Figures  1  and  2  and  designated 
therein  by  the  general  reference  numeral  10  is  a 
flower  pot  cover  constructed  in  accordance  with  the 
present  invention.  The  flower  pot  cover  10  com- 
prises  a  base  12  and  a  skirt  14. 

In  one  preferred  form,  the  flower  pot  cover  10 
is  formed  by  taking  a  sheet  of  material  and  placing 
it  between  a  male  and  a  female  mold.  In  this 
embodiment,  the  male  mold  is  brought  into  mating 
engagement  with  the  female  mold  thereby  forming 
the  flower  pot  cover  10.  In  this  process,  a  plurality 
of  overlapping  folds  16  (Figures  1  and  2)  are 
formed  in  the  base  12.  The  overlapping  folds  16 
cooperate  to  maintain  the  structural  integrity  of  the 
base  12  and  cooperate  to  maintain  the  base  12  in 
the  preformed  shape.  Apparatus  and  methods  for 
forming  a  flower  pot  cover  as  just  described  are 
disclosed  in  detail  in  United  States  Patent  No. 
4,773,182,  entitled  "ARTICLE  FORMING  SYSTEM" 

issued  September  27,  1988  and  assigned  to  the 
Assignee  of  the  present  invention  and  the  disclo- 
sure  of  this  patent  hereby  specifically  is  incor- 
porated  herein  by  reference. 

5  The  base  12  has  an  upper  end  18,  a  lower  end 
20,  and  an  outer  peripheral  surface  22.  A  pot 
opening  24  (Figure  1)  is  formed  through  the  upper 
end  18  of  the  base  12  providing  access  to  a  pot 
receiving  space  26  (Figures  1  and  3).  The  pot 

io  receiving  space  26  forms  an  inner  peripheral  sur- 
face  in  the  base  12.  As  shown  in  Figures  1  and  2, 
the  base  12  is  generally  cylindrically  shaped,  al- 
though  the  base  12  could  be  any  geometric  shape 
as  may  be  desired  in  a  particular  application. 

is  In  a  preferred  manner,  the  skirt  14  is  formed 
integrally  with  the  base  12.  The  skirt  14  is  con- 
nected  to  the  upper  end  18  of  the  base  12  at  a 
connection  30  (Figures  1  and  3)  between  the  upper 
end  18  of  the  base  12  and  the  skirt  14.  The  skirt  14 

20  extends  a  distance  radially  outwardly  from  the  base 
12  terminating  with  an  outer  periphery  32  (Figures 
1  and  3).  The  skirt  14  has  an  inner  peripheral  face 
34  (Figures  1  and  3)  and  an  outer  peripheral  sur- 
face  36  (Figures  2  and  3).  In  one  form,  shown  in 

25  Figures  1  and  2,  a  plurality  of  folds  38  also  are 
formed  in  the  skirt  14  with  most  of  the  folds  38 
extending  radially  outwardly  from  the  upper  end  18 
of  the  base  12  toward  the  outer  periphery  32  of  the 
skirt  14. 

30  The  base  12  and  the  skirt  14  may  be  con- 
structed  of  any  suitable  material  that  is  capable  of 
being  formed  into  the  flower  pot  cover  10. 

Preferably,  the  material  from  which  the  flower 
pot  cover  10  is  constructed  is  a  material  selected 

35  from  a  group  of  materials  consisting  of  paper, 
metal  foil,  cloth  (natural  or  synthetic),  denim,  bur- 
lap,  polymer  film,  or  combinations  thereof. 

The  term  "polymer  film"  as  used  herein  means 
any  polymer  film.  For  example,  but  not  by  way  of 

40  limitation,  one  polymer  film  is  a  polypropylene  film. 
Another  example  of  a  polymer  film,  but  not  by  way 
of  limitation,  is  cellophane. 

The  material  has  a  thickness  in  a  range  from 
about  0.1  mils  (.00254  mm)  to  about  30  mils  (.762 

45  mm).  Preferably,  the  material  has  a  thickness  in  a 
range  from  about  0.1  mils  (.00254  mm)  to  about  5 
mils  (.127  mm). 

The  material  may  be  any  geometric  shape. 
The  material  may  be  constructed  of  a  single  layer 

50  of  material  or  a  plurality  of  layers  of  the  same  or 
different  types  of  materials.  Any  thickness  of  the 
material  or,  in  other  words,  the  flower  pot  cover  10 
may  be  utilized  in  accordance  with  the  present 
invention  as  long  as  the  material  is  formable  into 

55  the  flower  pot  cover  10  in  some  manner.  The 
layers  of  material  comprising  the  flower  pot  cover 
10  may  be  connected  together  or  laminated  or  may 
be  separate  layers. 

3 
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A  decorative  pattern,  such  as  a  color  and/or  an 
embossed  pattern,  and/or  other  decorative  surface 
ornamentation  may  be  applied  to  the  inner  periph- 
eral  surfaces  28  and  34  and/or  the  outer  peripheral 
surfaces  22  and  36  of  the  flower  pot  cover  10  or 
portions  thereof  including,  but  not  limited  to  printed 
design,  coatings,  colors,  flocking,  or  metallic  fin- 
ishes.  The  sheet  of  material  also  may  be  totally  or 
partially  clear  or  tinted  transparent  material. 

A  bonding  material  40  (Figure  1)  is  disposed 
on  a  portion  of  the  inner  peripheral  surface  34  of 
the  skirt  14.  The  bonding  material  40  more  particu- 
larly  is  disposed  near  the  connection  30  between 
the  skirt  14  and  the  upper  end  18  of  the  base  12. 
The  bonding  material  40  covers  an  area  extending 
from  the  connection  30  of  the  skirt  14  to  the  upper 
end  18  of  the  base  12  a  distance  radially  outwardly 
to  a  line  42  (Figure  1)  spaced  a  distance  radially 
outwardly  from  the  connection  30.  Although  the 
bonding  material  40  is  shown  in  Figures  1  and  2  in 
the  form  of  a  continuous  strip  of  the  bonding  ma- 
terial  40,  the  bonding  material  40  may  be  in  the 
form  of  spots  or  spaced  apart  strips  or  any  other 
form  desired  in  a  particular  application  suitable  for 
effecting  the  crimping  described  below. 

The  term  "bonding  material"  as  used  herein 
means  an  adhesive,  preferably  a  pressure-sensitive 
adhesive  or  a  cohesive.  Where  the  bonding  ma- 
terial  is  a  cohesive,  a  similar  cohesive  material 
must  be  placed  on  the  adjacent  surface  for  bond- 
ingly  contacting  and  bondingly  engaging  with  the 
cohesive  material.  The  term  "bonding  material" 
also  includes  materials  which  are  heat  sealable 
and,  in  this  instance,  the  adjacent  portions  of  the 
material  must  be  brought  into  contact  and  then 
heat  must  be  applied  to  effect  the  seal.  The  term 
"bonding  material"  as  used  herein  also  means  a 
heat  sealing  lacquer  which  may  be  applied  to  the 
flower  pot  cover  10  and,  in  this  instance,  heat  also 
must  be  applied  to  effect  the  sealing.  The  term 
"bonding  material"  as  used  herein  also  means  any 
type  of  material  or  thing  which  can  be  used  to 
effect  the  bonding  or  connecting  of  the  two  adja- 
cent  portions  of  the  flower  pot  cover  10  to  effect 
the  connection  or  bonding  described  herein.  The 
term  "bonding  material"  also  includes  labels, 
bands,  ribbons,  strings,  tape,  staples,  or  combina- 
tions  thereof. 

As  mentioned  before,  the  bonding  material  40 
preferably  is  an  adhesive  or  cohesive.  More  par- 
ticularly,  the  bonding  material  40  preferably  is  a 
cohesive.  When  the  bonding  material  40  is  a  cohe- 
sive,  a  plurality  of  the  flower  pot  covers  10  may  be 
stacked  one  on  top  of  the  other  with  the  base  1  2  of 
an  adjacent  flower  pot  cover  being  disposed  in  the 
pot  receiving  space  26  of  an  adjacent  flower  pot 
cover  10.  When  the  bonding  material  40  is  a  cohe- 
sive,  the  bonding  material  40  will  not  cause  one 

flower  pot  cover  10  to  be  bonded  to  an  adjacent 
flower  pot  cover  10  when  the  flower  pot  covers  10 
are  stacked  in  the  manner  just  described. 

The  bonding  material  40  may  be  applied  to  the 
5  sheet  of  material  prior  to  forming  the  sheet  of 

material  into  the  flower  pot  cover  10  or  the  bonding 
material  40  may  be  applied  during  the  forming  of 
the  sheet  of  material  into  the  flower  pot  cover  10  or 
the  bonding  material  40  may  be  applied  after  the 

io  flower  pot  cover  10  has  been  formed. 
As  mentioned  before,  the  flower  pot  cover  10  is 

adapted  and  configured  to  be  used  with  a  flower 
pot,  a  flower  pot  being  shown  in  Figure  3  and 
designated  therein  by  the  referenced  numeral  44. 

is  As  shown  in  Figure  3,  the  flower  pot  44  has  an 
upper  end  46,  a  lower  end  48,  an  outer  peripheral 
surface  50  with  an  opening  52  being  formed 
through  the  upper  end  46  of  the  flower  pot  44 
providing  access  to  a  plant  or  flower  receiving 

20  space  54. 
In  use,  the  lower  end  48  of  the  flower  pot  44  is 

disposed  through  the  pot  opening  24  and  into  the 
pot  receiving  space  26  of  the  flower  pot  cover  10 
to  a  position  wherein  the  lower  end  48  of  the  flower 

25  pot  44  is  disposed  near  the  lower  end  20  of  the 
flower  pot  cover  10  and  the  upper  end  46  of  the 
flower  pot  44  is  disposed  near  the  upper  end  18  of 
the  flower  pot  cover  10. 

After  the  flower  pot  44  has  been  disposed  in 
30  the  pot  receiving  space  26,  a  crimped  portion  56 

(Figure  3)  is  formed  in  the  skirt  14  by  bringing 
together  adjacent  portions  of  the  skirt  14  about  the 
bonding  material  40  thereby  causing  the  adjacent 
portions  to  be  bonded  together  for  forming  the 

35  crimped  portion  56.  The  crimping  of  the  skirt  14 
may  be  accomplished  by  hand  or  with  a  device  or 
machine  as  may  be  desired  in  a  particular  applica- 
tion. 

The  crimped  portion  56  extends  a  distance 
40  radially  inwardly  above  the  upper  end  46  of  the 

flower  pot  44.  The  crimped  portion  56  is  disposed 
about  adjacent  the  upper  end  46  of  the  flower  pot 
44  and  the  crimped  portion  56  engages  a  portion  of 
the  upper  end  46  of  the  flower  pot  44  for  cooperat- 

45  ing  to  maintain  the  flower  pot  cover  10  assembled 
around  or  connected  to  the  flower  pot  44. 

The  crimped  portion  56  preferably  extends  cir- 
cumferencially  about  the  upper  end  18  of  the  flow- 
er  pot  cover  10  and  preferably  circumferencially 

50  around  the  upper  end  46  of  the  flower  pot  44.  In 
some  applications,  it  may  be  desirable  to  form  the 
crimped  portion  56  only  at  certain  positions  spaced 
circumferencially  about  the  upper  end  18  of  the 
base  12. 

55  The  flower  pot  cover  10  substantially  encom- 
passes  the  flower  pot  44  when  the  flower  pot  44  is 
disposed  in  the  pot  receiving  space  26. 

4 
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Embodiment  of  Figures  4  and  5 

Shown  in  Figures  4  and  5  is  a  modified  flower 
pot  cover  10a  which  is  constructed  exactly  like  the 
flower  pot  cover  10  shown  in  Figures  1,  2,  and  3 
and  described  in  detail  before,  except  the  flower 
pot  cover  10a  also  includes  a  bonding  material  58 
disposed  on  the  inner  peripheral  surface  28  of  the 
base  12  near  the  upper  end  18  of  the  base  12  in 
addition  to  the  bonding  material  40a  disposed  on 
the  inner  peripheral  surface  34a  of  the  skirt  10a. 

The  bonding  material  58a  extends  from  the 
upper  end  18  of  the  base  12  a  distance  toward  the 
lower  end  20  of  the  base  12  to  a  line  60  disposed 
near  and  spaced  a  distance  from  the  upper  end  18 
of  the  base  12.  The  bonding  material  58  extends 
circumferencially  about  the  upper  end  18  of  the 
base  12.  The  bonding  material  58  substantially 
covers  the  entire  area  between  the  upper  end  18  of 
the  base  12  and  the  line  60.  It  should  be  noted  that 
the  bonding  material  58,  although  shown  as  a  con- 
tinuous  strip  in  Figure  4,  could  be  spots  or  spaced 
apart  strips  if  desired  in  a  particular  application. 

In  operation,  as  illustrated  in  Figure  5,  the 
flower  pot  cover  10a  is  disposed  about  the  flower 
pot  44  in  the  manner  described  before  in  connec- 
tion  with  the  flower  pot  10  shown  in  Figures  1,  2, 
and  3,  and  the  crimped  portion  56a  is  formed  in 
the  flower  pot  cover  10a  in  a  manner  exactly  like 
that  described  before  in  connection  with  the  flower 
pot  cover  10  and  the  crimped  portion  56  shown  in 
Figure  3.  In  addition,  the  bonding  material  58  on 
the  inner  peripheral  surface  28a  of  the  base  12a 
bondingly  engages  to  a  portion  of  the  outer  periph- 
eral  surface  50  of  the  flower  pot  44  near  the  upper 
end  46  of  the  flower  pot  44.  The  bonding  engage- 
ment  between  the  bonding  material  58  and  the 
flower  pot  44  further  cooperates  to  secure  the 
flower  pot  cover  1  0a  to  the  flower  pot  44. 

In  those  instances  where  the  bonding  material 
58a  is  a  cohesive,  a  cohesive  material  also  is 
included  on  the  outer  peripheral  surface  50  of  the 
flower  pot  44  for  bindingly  engaging  with  the  bond- 
ing  material  58  on  the  flower  pot  cover  10a. 

Embodiment  of  Figure  6 

Shown  in  Figure  6  is  another  modified  flower 
pot  cover  10b  which  is  constructed  exactly  like  the 
flower  pot  cover  10  shown  in  Figures  1  and  2, 
except  the  flower  pot  cover  10b  does  not  include 
bonding  material  on  the  skirt  14b  like  the  bonding 
material  40  on  the  skirt  14  shown  in  Figures  1  and 
2.  Rather,  the  flower  pot  cover  10b  includes  bond- 
ing  material  62  disposed  on  the  inner  peripheral 
surface  28b  of  the  flower  pot  cover  10b  near  the 
upper  end  18  of  the  base  12.  The  bonding  material 
62  extends  circumferencially  about  the  upper  end 

18b  of  the  base  12b.  The  bonding  material  62 
extends  from  the  upper  end  18b  to  a  line  64 
spaced  a  distance  from  the  upper  end  18b  of  the 
base  12b.  The  bonding  material  62  substantially 

5  covers  the  entire  area  between  the  upper  end  18b 
and  the  lines  64.  The  bonding  material  62  could  be 
in  the  form  of  spots  or  spaced  apart  strips  if 
desired  in  a  particular  application. 

In  use,  the  flower  pot  44  is  disposed  in  the  pot 
io  receiving  space  26b  of  the  flower  pot  cover  10b,  as 

shown  in  Figure  7.  The  crimped  portion  56b  is 
formed  in  the  flower  pot  cover  10b  by  crimping 
together  portions  of  the  flower  pot  cover  10b  near 
the  bonding  material  62  with  the  bonding  material 

is  62  cooperating  to  bond  the  overlapping  crimped 
portions  for  maintaining  the  shape  of  the  crimped 
portion  56b  in  a  manner  like  that  described  before. 
In  this  application,  the  crimped  portion  56b  is 
formed  in  the  base  12b,  rather  than  in  the  skirt  14b 

20  as  is  the  case  in  connection  with  the  flower  pot 
cover  10  shown  in  Figures  1,  2,  and  3. 

Embodiment  of  Figure  8 

25  Shown  in  Figure  8  is  another  modified  flower 
pot  cover  10c  which  is  constructed  exactly  like  the 
flower  pot  cover  10  shown  in  Figures  1  and  2  and 
described  in  detail  before,  except  the  flower  pot 
cover  10c  does  not  include  the  bonding  material  40 

30  on  the  skirt  14.  Rather,  the  flower  pot  cover  10c 
includes  bonding  material  66  on  the  outer  periph- 
eral  surface  22c  of  the  base  12c  near  the  upper 
end  18c  thereof.  The  bonding  material  66  extends 
circumferencially  around  the  upper  end  18c  of  the 

35  base  12c.  The  bonding  material  66  extends  from 
the  upper  end  18c  of  the  base  12c  to  a  line  68 
spaced  a  distance  from  the  upper  end  18c  of  the 
base  12c. 

In  use,  the  flower  pot  cover  10c  is  disposed 
40  about  a  flower  pot  44  and  the  crimped  portion  is 

formed  by  crimping  together  portions  of  the  flower 
pot  cover  near  and  adjacent  the  bonding  material 
66  to  form  the  crimped  portion  in  a  manner  like 
that  described  before  in  connection  with  the  flower 

45  pot  cover  10b  shown  in  Figure  7,  except  the  bond- 
ing  material  66  is  on  the  inner  peripheral  surface 
28c  of  the  base  12c,  rather  than  the  outer  periph- 
eral  surface  22c  as  is  the  case  with  the  flower  pot 
cover  10b  shown  in  Figure  7. 

50 
Embodiment  of  Figure  9 

Shown  in  Figure  9  is  a  flower  pot  cover  10d 
which  is  constructed  exactly  like  the  flower  pot 

55  cover  10c  shown  in  Figure  8  described  in  detail 
before,  except  the  flower  pot  cover  10d  also  in- 
cludes  bonding  material  70  on  the  outer  peripheral 
surface  36d  of  the  skirt  14d  near  the  connection 

5 
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30d.  In  this  instance,  the  crimped  portion  is  formed 
by  crimping  together  portions  of  the  base  12d  and 
the  skirt  14d  having  the  bonding  materials  66  and 
70,  respectively,  thereon. 

Embodiment  of  Figure  10 

Shown  in  Figure  10  is  another  modified  flower 
pot  cover  10e  which  is  constructed  exactly  like  the 
flower  pot  cover  10e,  except  the  flower  pot  cover 
10e  does  not  include  the  bonding  material  66  on 
the  skirt.  Rather,  the  flower  pot  cover  10e  includes 
only  a  bonding  material  74  on  the  base  12e  which 
extends  to  a  line  76.  The  flower  pot  cover  10e  will 
operate  to  form  the  crimped  portion  in  a  manner 
exactly  like  that  described  before  with  respect  to 
the  flower  pot  covers  10c  and  10d  shown  in  Fig- 
ures  8  and  9,  except  the  crimped  portion  only  will 
be  formed  by  crimping  together  portions  of  the 
bonding  material  74  on  the  base  12e. 

Changes  may  be  made  in  the  construction  and 
the  operation  of  the  various  components,  elements, 
and  assemblies  described  herein  and  changes  may 
be  made  in  the  steps  or  the  sequence  of  steps  of 
the  methods  described  herein  without  departing 
from  the  spirit  and  scope  of  the  invention  as  de- 
fined  in  the  following  claims. 

Claims 

1.  A  flower  pot  cover  disposable  about  a  flower 
pot  comprising: 

a  base  having  an  upper  end,  a  lower  end, 
an  outer  peripheral  surface  and  a  pot  opening 
formed  through  the  upper  end  thereof  provid- 
ing  access  to  a  pot  receiving  space,  the  pot 
receiving  space  forming  an  inner  peripheral 
surface  in  the  base,  a  bonding  material  being 
disposed  on  the  base  near  the  upper  end 
thereof,  the  flower  pot  being  disposed  in  the 
pot  receiving  space  and  a  crimped  portion 
being  formed  in  the  base  by  crimping  the 
portion  of  the  base  near  the  bonding  material 
to  form  the  crimped  portion,  the  crimped  por- 
tion  cooperating  to  maintain  the  base  disposed 
about  the  flower  pot. 

2.  The  flower  pot  cover  of  Claim  1,  wherein  the 
upper  end  of  the  base  is  disposed  above  the 
upper  end  of  the  flower  pot  when  the  flower 
pot  is  disposed  in  the  pot  receiving  space  and 
wherein  the  crimped  portion  is  disposed  above 
the  upper  end  of  the  flower  pot  when  the 
flower  pot  is  disposed  in  the  pot  receiving 
space. 

3.  The  flower  pot  cover  of  Claims  1  or  2,  wherein 
the  crimped  portion  is  defined  further  as  ex- 

tending  circumferencially  and  radially  inwardly 
about  the  base. 

4.  The  flower  pot  cover  of  any  one  of  the  preced- 
5  ing  claims,  wherein  the  bonding  material  is 

defined  further  as  being  disposed  on  the  inner 
peripheral  surface  of  the  base  near  the  upper 
end  of  the  base. 

io  5.  The  flower  pot  cover  of  any  one  of  the  preced- 
ing  claims,  wherein  the  bonding  material  is 
defined  further  as  being  disposed  on  the  outer 
peripheral  surface  of  the  base  near  the  upper 
end  of  the  base. 

15 
6.  The  flower  pot  cover  of  any  one  of  the  preced- 

ing  claims  further  comprising: 
a  skirt  connected  to  the  upper  end  of  the 

base,  the  skirt  extending  a  distance  outwardly 
20  from  the  base  terminating  with  an  outer  periph- 

ery,  the  skirt  having  an  outer  peripheral  surface 
and  an  inner  peripheral  surface,  a  bonding 
material  being  disposed  on  the  skirt,  the 
crimped  portion  being  formed  by  crimping  to- 

25  gether  portions  of  the  flower  pot  cover  with  the 
bonding  material  on  the  skirt  and  on  the  base. 

7.  The  flower  pot  cover  of  Claim  6,  wherein  the 
bonding  material  on  the  skirt  is  defined  further 

30  as  extending  circumferencially  about  the  skirt 
and  being  disposed  near  the  upper  end  of  the 
base. 

8.  The  flower  pot  cover  of  Claim  6,  wherein  the 
35  bonding  material  on  the  skirt  is  defined  further 

as  being  disposed  on  the  inner  peripheral  sur- 
face  of  the  skirt. 

9.  The  flower  pot  cover  of  Claim  6,  wherein  the 
40  bonding  material  is  defined  further  as  being 

disposed  on  the  outer  peripheral  surface  of  the 
skirt  and  near  the  upper  end  of  the  base. 

10.  The  flower  pot  cover  of  any  one  of  the  preced- 
45  ing  claims,  wherein  the  bonding  material  is 

defined  further  as  being  an  adhesive  or  a  co- 
hesive. 

11.  A  flower  pot  cover  disposable  about  a  flower 
50  pot  comprising: 

a  base  having  an  upper  end,  a  lower  end, 
an  outer  peripheral  surface  and  a  pot  opening 
formed  through  the  upper  end  thereof  provid- 
ing  access  to  a  pot  receiving  space  forming  an 

55  inner  peripheral  surface  of  the  base; 
a  skirt  connected  to  the  upper  end  of  the 

base,  the  skirt  extending  a  distance  outwardly 
from  the  upper  end  of  the  base  terminating 

6 
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with  an  outer  periphery,  the  skirt  having  an 
outer  peripheral  surface  and  an  inner  periph- 
eral  surface,  a  bonding  material  being  dis- 
posed  on  the  skirt  near  the  connection  of  the 
skirt  to  the  base,  the  flower  pot  being  disposed 
in  the  pot  receiving  space  of  the  base  and  a 
crimped  portion  being  formed  in  the  skirt  by 
crimping  together  portions  of  the  skirt  near  the 
bonding  material  with  the  bonding  material 
bondingly  connecting  adjacent  portions  of  the 
skirt  to  cooperate  in  forming  the  crimped  por- 
tion  and  the  crimped  portion  cooperating  to 
hold  the  flower  pot  cover  on  the  flower  pot. 

12.  The  flower  pot  cover  of  Claim  11,  wherein  the 
crimped  portion  extends  circumferencially 
about  the  upper  end  of  the  base. 

13.  The  flower  pot  cover  of  Claim  11,  wherein  the 
bonding  material  is  defined  further  as  being 
disposed  on  the  inner  peripheral  surface  of  the 
skirt. 

14.  The  flower  pot  cover  of  Claim  11,  wherein  the 
bonding  material  is  defined  further  as  being 
disposed  on  the  outer  peripheral  surface  of  the 
skirt. 

15.  The  flower  pot  cover  of  Claim  10,  wherein  the 
bonding  material  is  defined  further  as  being  an 
adhesive  or  a  cohesive. 

16.  A  flower  pot  cover  disposable  about  a  flower 
pot  comprising: 

a  base  having  an  upper  end,  a  lower  end, 
an  outer  peripheral  surface  and  a  flower  pot 
opening  formed  through  the  upper  end  of  the 
base  providing  access  to  a  pot  receiving 
space,  the  pot  receiving  space  forming  an  in- 
ner  peripheral  surface  in  the  base; 

a  skirt  connected  to  the  upper  end  of  the 
base,  the  skirt  extending  a  distance  outwardly 
from  the  upper  end  of  the  base  terminating 
with  an  outer  periphery,  the  skirt  having  an 
outer  peripheral  surface  and  an  inner  periph- 
eral  surface,  a  bonding  material  being  dis- 
posed  on  the  skirt  near  the  connection  of  the 
skirt  to  the  base,  the  flower  pot  when  disposed 
in  the  pot  receiving  space  of  the  base  being 
held  in  place  by  a  crimped  portion  formed  by 
crimping  together  portions  of  the  skirt  near  the 
bonding  material  with  the  bonding  material 
connecting  adjacent  portions  of  the  skirt  to 
cooperate  in  forming  the  crimped  portion. 

17.  The  flower  pot  cover  of  Claim  16,  wherein  the 
bonding  material  is  defined  further  as  extend- 
ing  circumferencially  about  the  skirt  near  the 

10 

15 

upper  end  of  the  base  and  the  crimped  portion 
is  defined  further  as  extending  circumferen- 
cially  about  the  skirt  near  the  upper  end  of  the 
base. 

18.  The  flower  pot  cover  of  Claims  16  or  17, 
wherein  the  bonding  material  is  defined  further 
as  being  disposed  on  the  inner  peripheral  sur- 
face  of  the  skirt. 

19.  The  flower  pot  cover  of  Claims  16  or  17, 
wherein  the  bonding  material  is  defined  further 
as  being  disposed  on  the  outer  peripheral  sur- 
face  of  the  skirt. 

20.  The  flower  pot  cover  of  any  one  of  Claims  16 
through  19,  wherein  the  crimped  portion  is 
defined  further  as  extending  above  the  upper 
end  of  the  flower  pot  when  the  flower  pot  is 

20  disposed  in  the  pot  receiving  space  of  the 
base. 

21.  The  flower  pot  cover  of  Claim  19,  wherein  the 
bonding  material  is  defined  further  as  being  an 

25  adhesive  or  a  cohesive. 

22.  A  method  for  providing  a  flower  pot  cover  for  a 
flower  pot  comprising: 

providing  a  base  having  an  upper  end,  a 
30  lower  end,  an  outer  peripheral  surface  and  a 

pot  opening  formed  through  the  upper  end  of 
the  base  providing  access  to  a  pot  receiving 
space,  the  pot  receiving  space  forming  an  in- 
ner  peripheral  surface  in  the  base,  a  bonding 

35  material  being  disposed  on  the  base  near  the 
upper  end  of  the  base; 

providing  a  flower  pot  having  an  upper 
end,  a  lower  end  and  an  outer  peripheral  sur- 
face; 

40  disposing  the  flower  pot  in  the  pot  receiv- 
ing  space  of  the  base; 

forming  a  crimped  portion  in  the  base  by 
crimping  together  portions  of  the  base  near  the 
upper  end  of  the  base  with  the  bonding  ma- 

45  terial  thereon,  the  crimped  portion  cooperating 
to  hold  the  base  on  the  flower  pot  for  providing 
the  decorative  cover. 

23.  The  method  of  Claim  22,  wherein  the  step  of 
50  forming  the  crimped  portion  is  defined  further 

as  forming  the  crimped  portion  in  the  base  at  a 
position  above  the  upper  end  of  the  flower  pot. 

24.  The  method  of  Claims  22  or  23,  wherein  the 
55  step  of  forming  the  crimped  portion  is  defined 

further  as  forming  the  crimped  portion  extend- 
ing  circumferencially  about  the  base  near  the 
upper  end  of  the  base. 

7 
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25.  The  method  of  any  one  of  Claims  22  through 
24,  wherein  the  step  of  providing  the  base  is 
defined  further  as  providing  the  base  with  the 
bonding  material  disposed  on  the  inner  periph- 
eral  surface  thereof.  5 

26.  The  method  of  any  one  of  Claims  22  through 
24,  wherein  the  step  of  providing  the  base  is 
defined  further  as  providing  the  base  with  the 
bonding  material  disposed  on  the  outer  periph-  10 
eral  surface  thereof. 

27.  The  method  of  any  one  of  Claims  22  through 
26,  wherein  the  step  of  providing  the  base  is 
defined  further  as  providing  the  base  with  a  is 
skirt  connected  to  the  upper  end  of  the  base, 
the  skirt  extending  the  distance  outwardly  from 
the  upper  end  of  the  base  terminating  with  an 
outer  periphery,  the  skirt  having  an  outer  pe- 
ripheral  surface  and  an  inner  peripheral  sur-  20 
face,  a  bonding  material  being  disposed  on  the 
skirt  near  the  connection  of  the  skirt  to  the 
base,  and  wherein  the  step  of  forming  the 
crimped  portion  is  defined  further  as  crimping 
portions  of  the  base  and  the  skirt  with  the  25 
bonding  materials  thereon  with  the  bonding 
materials  bondingly  connecting  adjacent 
crimped  portions  for  forming  the  crimped  por- 
tion. 

30 
28.  The  method  of  any  one  of  Claims  22  through 

27,  wherein  the  step  of  providing  the  base  is 
defined  further  as  providing  the  base  with  the 
skirt  having  the  bonding  material  disposed  on 
the  inner  peripheral  surface  thereof.  35 

29.  The  method  of  any  one  of  Claims  22  through 
27,  wherein  the  step  of  forming  the  crimped 
portion  is  defined  further  as  forming  the 
crimped  portion  extending  circumferencially  40 
about  the  upper  end  of  the  base. 

skirt  extending  a  distance  outwardly  from  the 
upper  end  of  the  base  terminating  with  an 
outer  periphery,  the  skirt  having  an  outer  pe- 
ripheral  surface  and  an  inner  peripheral  sur- 
face,  a  bonding  material  being  disposed  on  the 
skirt  near  the  connection  of  the  skirt  to  the 
base; 

disposing  a  flower  pot  having  an  upper 
end  and  a  lower  end  in  the  pot  receiving  space 
of  the  base;  and 

crimping  portions  of  the  skirt  having  the 
bonding  material  thereon  to  form  a  crimped 
portion,  the  crimped  portion  cooperating  to 
hold  the  flower  pot  cover  on  the  flower  pot. 

32.  The  method  of  Claim  31,  wherein  the  step  of 
forming  the  crimped  portion  is  defined  further 
as  forming  the  crimped  portion  extending  cir- 
cumferencially  about  the  base. 

33.  The  method  of  Claims  31  or  32,  wherein  the 
step  of  providing  the  base  is  defined  further  as 
providing  the  case  with  the  skirt  connected 
thereto  and  with  the  bonding  material  being 

25  disposed  on  the  inner  peripheral  surface  of  the 
skirt. 

34.  The  method  of  Claims  31  or  32,  wherein  the 
step  of  providing  the  base  is  defined  further  as 
providing  the  base  with  the  skirt  connected 
thereto  and  with  the  bonding  material  being 
disposed  on  the  outer  peripheral  surface  of  the 
skirt. 

35.  The  method  of  any  one  of  Claims  31  through 
34,  wherein  the  step  of  forming  the  crimped 
portion  is  defined  further  as  forming  the 
crimped  portion  extending  a  distance  radially 
inwardly  above  the  upper  end  of  the  flower  pot. 

30.  The  method  of  any  one  of  Claims  22  through 
27,  wherein  the  step  of  providing  the  base  as 
defined  further  as  providing  the  base  with  the 
skirt  connected  thereto  and  with  the  bonding 
material  being  disposed  on  the  outer  periph- 
eral  surface  of  the  skirt. 

45 

31.  A  method  for  covering  a  flower  pot  with  a  50 
disposable  cover  comprising: 

providing  a  base  having  an  upper  end,  a 
lower  end,  an  outer  peripheral  surface  and  a 
pot  opening  formed  through  the  upper  end  of 
the  base  providing  access  to  a  pot  receiving  55 
space,  the  pot  receiving  space  forming  an  in- 
ner  peripheral  surface  in  the  base,  and  a  skirt 
connected  to  the  upper  end  of  the  base,  the 
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EP  93  10  0818 
Page  2 

DOCUMENTS  CONSIDERED  TO  BE  RELEVANT 

Category Citation  of  document  with  indication,  where  appropriate, 
of  relevant  passages 

Ketevam 
to  claim APPLICATION  qnt.  CI.5  ) 

1  E.V>m>IIV,AL*  rii>LaU£l SEARCHED  (Int.  CI.5  ) 

The  present  search  report  has  been  drawn  up  for  all  claims 
Place  of  tearch 

THE  HAGUE 
uut  o?  conpiawB  oi  iae  Kara. 

14  OCTOBER  1993 SCHOLVINCK  T.5.  

CATEGORY  OF  CITED  DOCUMENTS 
X  :  particularly  relevant  if  taken  alone Y  :  particularly  relevant  if  combined  with  another 

document  of  the  same  category A  :  technological  background O  :  non-written  disclosure 
P  :  intermediate  document 

T  :  theory  or  principle  underlying  tne  invention E  :  earlier  patent  document,  but  published  on,  or 
after  the  filing  date 

D  :  document  cited  in  the  application 
L  :  document  cited  for  other  reasons 
&  :  member  of  the  same  patent  family,  corresponding 

document 


	bibliography
	description
	claims
	drawings
	search report

