
J  
E u r o p a , s c h e s P _   MM  M  II  M  MM  M  I  Mill  Ml  M  I  II 
European  Patent  Office  _  

*  . .   ,  ©  Publication  number:  0  3 6 2   9 3 7   B 1  
Office  europeen  des  brevets 

E U R O P E A N   PATENT  S P E C I F I C A T I O N  

©  Date  of  publication  of  patent  specification:  12.04.95  ©  Int.  CI.6:  F1  6P  3 / 1 2  

©  Application  number:  89202438.1 

@  Date  of  filing:  28.09.89 

©  Safety  control  system  for  power  operated  equipment. 

®  Priority:  04.10.88  US  253114  ©  Proprietor:  Grasselli,  Giorgio 
2,  Via  L.  Roversi 

@  Date  of  publication  of  application:  I-42020  Albinea 
11.04.90  Bulletin  90/15  Reggio  Emilia  (IT) 

©  Publication  of  the  grant  of  the  patent:  Proprietor:  McCullough,  Timothy  Joel 
12.04.95  Bulletin  95/15  833  Aurora  Road 

Vermilion 
©  Designated  Contracting  States:  Ohio  44089  (US) 

AT  BE  CH  DE  ES  FR  GB  GR  IT  LI  LU  NL  SE 
@  Inventor:  Grasselli,  Giorgio 

©  References  cited:  2,  Via  L.  Roversi 
EP-A-  0  268  244  DE-A-  3  501  021  I-42020  Albinea 
DE-U-  8  707  316  DE-U-  8  711  224  Reggio  Emilia  (IT) 
US-A-  2  978  084  US-A-  3  953  770  Inventor:  McCullough,  Timothy  Joel 
US-A-  4  794  273  833  Aurora  Road 

Vermilion 
Ohio  44089  (US) 

©  Representative:  Corradini,  Corrado 
4,  Via  Dante  Alighieri 
1-42100  Reggio  Emilia  (IT) 

00 

IV 
00 
Oi  

CM 
CO 
oo 

Note:  Within  nine  months  from  the  publication  of  the  mention  of  the  grant  of  the  European  patent,  any  person ®  may  give  notice  to  the  European  Patent  Office  of  opposition  to  the  European  patent  granted.  Notice  of  opposition 
CL  shall  be  filed  in  a  written  reasoned  statement.  It  shall  not  be  deemed  to  have  been  filed  until  the  opposition  fee 
LU  has  been  paid  (Art.  99(1)  European  patent  convention). 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.3) 



1 EP  0  362  937  B1 2 

Description 

The  invention  relates  to  a  control  system  incor- 
porated  into  machinery  such  as  a  hand-held  meat 
trimming  knife  or  power  operated  meat  skinning 
equipment  to  detect  the  touch  of  a  bare  or  gloved 
human  hand  upon  a  conductive  surface  such  as  a 
rotating  blade  or  a  rotating  feed  mechanism  in 
order  to  provide  automated  means  for  protective 
action  against  harm  to  an  operator  by  immediately 
disconnecting  the  power  drive  means  from  the  ro- 
tating  element. 

In  a  more  general  way  the  invention  relates  to 
a  control  system  incorporated  into  a  machinery 
having  a  rotating  tool  to  provide  automated  means 
for  protective  action  against  harm  to  an  operator  by 
immediately  disconnecting  the  power  drive  means 
from  the  rotating  element. 

Various  types  of  tools  have  been  devised  for 
performing  various  operations  such  as  power  ac- 
tuated  drills,  grinders,  meat  cutting  and  trimming 
tools,  etc.  which  are  operated  by  power  drive 
means  such  as  a  chain  or  belt  drive  from  the 
output  shaft  of  an  electric  motor,  a  flexible  drive 
shaft  from  an  electric  motor,  a  power  drive  shaft 
from  an  air  motor,  for  supplying  power  to  the 
device. 

Of  these  various  tools,  hand-held  power-driven 
meat  cutting  knives  have  been  used  extensively  in 
the  meat  industry  to  facilitate  the  removal  of  meat 
from  a  carcass  primarily  in  a  trimming  operation  or 
from  removing  the  meat  remains  from  the  bones. 

These  devices  are  referred  to  as  meat  trim- 
ming  knives  and  are  electrically  driven  by  a  flexible 
drive  shaft  extending  from  a  remotely  mounted 
electric  motor  to  a  pinion  gear  in  the  hand  piece 
which  rotates  an  annular  cutting  blade,  or  by  a 
pneumatic  motor  mounted  within  the  handpiece  in 
which  the  output  shaft  thereof  is  connected  to  the 
cutting  blade  by  the  pinion  gear. 

Examples  of  such  electrically  driven  trimming 
knives  using  flexible  drive  shafts  are  shown  in  U.S. 
Patent  Nos.  3,291,010,  4,179,063,  4,178,683, 
4,198,750,  4.494.311.  and  4,575,938.  An  example 
of  a  pneumatically  driven  meat  trimming  knife  is 
shown  in  U.S.  Patent  No.  3,852,882. 

Another  type  of  machine  used  in  the  meat 
industry  is  referred  to  as  a  meat  skinning  machine 
which  may  be  a  floor  mounted  unit  having  a  hori- 
zontally  extending  rotatable  shaft  on  which  is 
mounted  a  plurality  of  teeth  located  adjacent  a 
skinning  knife  blade.  An  operator  holds  a  piece  of 
meat,  such  as  a  ham,  and  presses  the  meat 
against  the  rotating  teeth  which  in  combination  with 
the  blade  removes  the  skin  from  the  meat. 

Other  types  of  tooling  machines  are  known, 
e.g.  in  mechanical  or  wood  industry,  where  a  rotat- 
ing  tool  works  on  a  hand  held  piece. 

As  with  any  power  opereted  equipment  there  is 
always  the  danger  that  the  hands  or  fingers  of  an 
operator  will  come  into  contact  with  the  rotating 
tool,  e.g.  the  rotating  knife  blade  of  the  hand-held 

5  trimming  knife,  or  the  rotating  toothed  feed  shaft 
and  adjacent  cutting  blade  of  a  skinning  machine. 
Therefore  to  ensure  safety  to  the  operator  when 
operating  such  equipment,  he  or  she  will  usually 
wear  protective  metal  mesh  gloves  of  the  type 

w  shown  in  US  Patent  Nos.  4,384,449,  4,470,251  and 
4,004,295.  These  gloves  usually  consist  of  a  fine 
metal  mesh  covered  with  strands  of  a  synthetic 
fiber.  The  metal  mesh  prevents  or  reduces  the 
cutting  of  the  operator  upon  contacting  the  cutting 

75  blade  or  toothed  meat  feed  mechanism.  Although 
these  metal  mesh  gloves  provide  good  protection 
to  the  operator  and  have  been  found  to  be  quite 
satisfactory  for  reducing  injury  to  the  operator,  it  is 
still  desirable  to  provide  even  greater  protection  to 

20  the  operator  in  certain  applications  by  providing  a 
system  which  instantaneously  removes  the  power 
drive  source  from  the  rotating  element  immediately 
upon  contact  of  the  operator's  gloved  hand  with  the 
element  or  certain  other  areas  of  the  particular 

25  equipment  being  used  by  the  operator. 
Examples  of  other  protective  devices  and  sys- 

tems  for  use  in  reducing  injury  to  the  operator  are 
shown  in  U.S.  Patent  941,726,  3,785,230, 
4,026,177,  4,391,358,  and  4,621,300.  Still  other 

30  types  of  protective  devices  provide  a  mechanism 
attached  to  the  hands  of  the  operator  which  auto- 
matically  pull  the  operator's  hand  away  from  the 
dangerous  part  of  the  equipment  upon  a  certain 
even  occurring.  Examples  of  such  safety  equip- 

35  ment  are  shown  in  U.S.  Patent  Nos.  2,978,084; 
3,011,610;  3,047,116;  4,195,722;  and  4,321,841. 
However,  these  safety  systems  require  that  the 
device  be  attached  directly  to  the  operator,  requir- 
ing  the  operator  to  be  secured  to  the  equipment 

40  and  be  maintained  at  the  work  station. 
Still  another  type  of  safety  control  system  is 

shown  in  German  Patent  application  Serial  No.  DE 
35  01  021. 

Although  the  safety  control  system  of  this  Ger- 
45  man  device  may  be  satisfactory  for  certain  applica- 

tions,  it  requires  the  operator  to  remain  constantly 
at  the  skinning  machine  or  work  station,  preventing 
him  or  her  from  performing  other  tasks  remote 
from  the  work  station  without  first  removing  the 

50  metal  gloves.  Also,  even  after  contact  of  the  two 
electrically  isolated  components  and  immediate 
deenergizing  of  the  electric  drive  motor,  there  will 
be  some  continued  movement  of  the  rotating  cut- 
ting  blade  or  feed  roller  due  to  inertia  which  will 

55  continue  to  draw  the  operator's  gloved  hand  into 
the  machine  possibly  causing  minor  injury.  Another 
problem  with  this  German  device  is  that  the  ma- 
chine  can  be  energized  and  operated  without  the 
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operator  wearing  the  gloves  since  energization  of 
the  machine  does  not  require  the  electrical  control 
circuit  to  first  sense  the  presence  of  the  operator 
wearing  the  metal  gloves. 

It  is  also  desirable  in  certain  applications  that 
the  safety  device  be  implemented  with  a  particular 
meat  trimming  or  skinning  machine,  but  provides 
freedom  of  movement  for  the  operator,  enabling 
him  or  her  to  walk  away  from  the  machine  and 
perform  other  tasks  and  then  return  to  the  machine 
without  requiring  the  operator  to  reconnect  directly 
to  the  machine  by  putting  the  metal  gloves  back  on 
in  order  for  the  safety  system  to  perform  satisfac- 
torily. 

Therefore,  the  need  exists  for  an  improved 
safety  control  system  which  immediately  discon- 
nects  the  power  drive  source  from  a  rotating  metal 
component  of  a  meat  processing  machine  and 
causes  reversal  of  the  rotating  component  in  cer- 
tain  applications  to  prevent  injury  to  the  operator 
upon  a  metal  protective  glove  worn  by  the  operator 
contacting  the  metal  component,  which  provides 
freedom  of  movement  of  the  operator  from  the 
processing  machine  by  eliminating  the  need  of 
direct  and  permanent  attachment  of  the  operator  to 
the  safety  equipment  of  or  component  of  the  ma- 
chine,  and  which  prevents  the  machine  from  being 
energized  unless  the  operator  is  wearing  the  pro- 
tective  metal  gloves. 

Objectives  of  the  invention  include  providing  an 
improved  safety  control  system  for  power  operated 
equipment  and  in  particular  for  meat  trimming 
knives  and  meat  skinning  machines  which  are 
driven  by  an  electric  or  pneumatic  drive  source, 
and  which  has  a  rotating  cutting  blade  or  meat  feed 
shaft  which  when  contacted  by  an  electric  conduc- 
tive  glove  worn  by  the  operator  immediately  dis- 
connects  or  reverses  the  power  drive  source  from 
the  rotating  component  to  prevent  injury  to  the 
operator. 

A  further  objective  of  the  invention  is  to  provide 
such  an  improved  control  system  in  which  the 
polarity  of  the  electric  drive  motor  for  the  rotating 
feed  shaft  of  a  skinning  machine  is  reversed  upon 
contact  of  the  shaft  of  the  metal  glove  of  the 
operator  to  reverse  the  rotational  movement  of  the 
shaft  to  prevent  the  gloved  hand  from  being  drawn 
into  cutting  contact  with  the  adjacent  skinning 
blade. 

A  still  further  objective  of  the  invention  is  to 
provide  such  an  improved  control  system  in  which 
the  metal  mesh  gloves  worn  by  the  operator  are 
electrically  connected  by  wrist  mounted  electrodes 
and  are  connected  to  a  safety  switch  portion  of  the 
control  system  by  conductors  to  ensure  good  elec- 
trical  contact  between  the  mesh  gloves  and  control 
system  for  disconnecting  the  power  drive  means 
from  the  rotating  metal  component  upon  contact  of 

the  rotating  component  by  the  gloved  hand  of  the 
operator. 

Another  objective  of  the  invention  is  to  provide 
such  an  improved  control  system  in  which  a  man- 

5  ually  operated  switch  is  connected  with  the  control 
system  and  must  be  actuated  by  the  operator  to 
start  the  power  drive  means;  and  in  which  the  wrist 
electrodes  must  be  in  position  on  the  operator's 
wrist  before  the  power  drive  means  can  be  ac- 

io  tuated  by  the  manually  operated  switch. 
A  still  further  objective  of  the  invention  is  to 

provide  such  an  improved  control  system  in  which 
the  operator  preferably  wears  moisture  impervious 
dielectric  gloves  such  as  inexpensive  disposable 

is  plastic  gloves,  over  the  electrical  conductive  gloves 
so  that  the  moisture  in  a  piece  of  meat  being 
manipulated  by  the  operator  will  not  permit  con- 
ductance  of  electric  current  between  the  metal 
mesh  gloves  and  the  isolated  electrical  component 

20  of  the  meat  processing  equipment  thereby  prema- 
turely  deactuating  the  power  drive  means  from  the 
rotating  component  until  the  rotating  component  is 
contacted  by  the  gloved  hand  which  immediately 
cuts  through  the  thin  plastic  and  engages  the  metal 

25  mesh  in  the  glove  to  operate  the  safety  switch 
means  of  the  control  system. 

A  still  further  objective  of  the  invention  is  to 
provide  such  an  improved  control  system  in  which 
a  time  delay  circuit  is  incorporated  into  the  control 

30  system  to  prevent  premature  reconnection  of  the 
power  drive  source  to  the  rotatable  component  for 
a  predetermined  time  period  after  disconnection  of 
the  power  drive  means  by  the  safety  switch  means 
to  ensure  that  the  operator's  hand  is  completely 

35  removed  from  contact  with  the  rotating  component 
or  other  electrically  isolated  portion  of  the  equip- 
ment. 

Another  objective  of  the  invention  is  to  provide 
such  an  improved  control  system  which  can  be 

40  used  for  a  non-dedicated  operator  at  the  machine, 
providing  freedom  of  movement  of  the  operator 
from  the  machine  to  enable  him  or  her  to  perform 
other  jobs  without  requiring  reconnection  upon  re- 
turning  to  the  safety  protected  machine  by  en- 

45  abling  the  safety  control  system  to  be  operative  by 
a  metal  contact  pad  attached  to  or  worn  by  the 
operator  contacting  another  metal  component  on 
the  machine  without  requiring  permanent  or  a  tem- 
porary  joined  connection  between  the  operator  and 

50  the  machine. 
A  further  objective  of  the  invention  is  to  provide 

such  an  improved  control  system  in  which  the 
operator  is  entirely  electrically  isolated  from  the 
machine  by  supporting  the  operator  on  a  dielectric 

55  platform. 
These  objectives  and  advantages  are  obtained 

by  the  improved  safety  control  system  of  the  in- 
vention  for  use  with  power  operated  equipment;  in 
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which  said  system  may  be  stated  as  including  a 
reversible  electric  motor  operatively  connected  to 
the  metal  component  for  rotating  said  component; 
control  means  for  operatively  connecting  the  motor 
to  the  rotating  metal  component;  electrical  conduc- 
tive  gloves  adapted  to  be  worn  by  an  operator  of 
the  power  operated  equipment;  and  said  control 
means  further  including  safety  switch  means  elec- 
trically  connected  to  the  conductive  gloves  and 
rotating  metal  component,  characterized  by  that 
said  safety  switch  are  able  to  reverse  the  direction 
of  rotation  of  the  motor  and  the  direction  of  rotation 
of  the  rotating  metal  component  to  prevent  injury  to 
the  operator  if  at  least  one  of  the  operator's  con- 
ductive  gloves  contacts  the  rotatable  metal  compo- 
nent. 
Preferred  embodiments  of  the  invention  illustrative 
of  the  best  modes  in  which  applicants'  have  con- 
templated  applying  the  principles,  are  set  forth  in 
the  following  description  and  are  shown  in  the 
drawings  where: 

FIG.  1  is  a  diagrammatic  perspective  view  show- 
ing  the  improved  safety  control  system  incor- 
porated  into  a  meat  skinning  machine; 
FIG.  2  is  an  enlarged  diagrammatic  perspective 
with  portions  broken  away  showing  connection 
of  the  wrist  electrode  to  the  operator's  hand  in 
combination  with  the  mesh  metal  gloves  and 
outer  dielectric  plastic  gloves; 
FIG.  3  is  a  fragmentary  exploded  diagrammatic 
view  showing  the  major  components  of  the  meat 
skinning  machine  of  the  type  shown  in  FIG.  1; 
FIG.  4  is  a  diagrammatic  perspective  view  of  the 
meat  skinning  machine  of  FIGS.  1  and  3  includ- 
ing  the  wrist  mounted  operator  electrodes; 
FIG.  5  is  a  schematic  wiring  diagram  of  one 
type  of  electrical  control  circuit  for  the  improved 
control  system  of  invention; 
FIG.  6  is  schematic  wiring  diagram  of  one  type 
of  safety  control  circuit  for  electrically  connect- 
ing  the  operator's  conductive  gloves  and  the 
rotating  metal  component  of  the  protected 
equipment  to  the  power  control  circuit  of  FIG.  5; 
FIG.  7  is  a  diagrammatic  perspective  view  show- 
ing  the  improved  control  system  incorporated 
into  a  hand  manipulated  meat  trimming  knife 
electrically  driven  by  an  electric  motor  through  a 
flexible  drive  shaft; 
FIG.  8  is  an  enlarged  fragmentary  sectional  view 
of  the  meat  trimming  knife  taken  on  lines  8-8, 
FIG.  7; 
FIG.  9  is  a  fragmentary  view  with  portions 
broken  away  and  in  section,  showing  the  con- 
nection  of  the  flexible  drive  shaft  of  the  meat 
trimming  knife  of  FIGS.  7  and  8  with  the  electric 
drive  motor; 
FIG.  10  is  a  diagrammatic  perspective  view 
similar  to  FIG.  4,  showing  a  second  embodiment 

of  the  improved  safety  control  system; 
FIG.  11  is  a  diagrammatic  side  elevational  view 
similar  to  FIG.  1  of  the  second  embodiment  of 
FIG.  10; 

5  FIG.  12  is  a  fragmentary  plan  view  showing  the 
pivotal  mounting  of  the  pair  of  electrode  contact 
arms  mounted  on  the  underside  of  the  meat 
skinning  machine  with  an  alternate  position 
shown  in  dot-dash  lines; 

70  FIG.  13  is  a  diagrammatic  perspective  view  with 
portions  broken  away,  showing  the  mounting  of 
the  electrode  pad  and  connecting  wires  incor- 
porated  into  a  garment  adapted  to  be  worn  by 
the  operator  of  the  meat  skinning  machine; 

75  FIG.  14  is  a  diagrammatic  perspective  view 
similar  to  FIG.  13,  showing  the  removable 
mounting  of  the  electrode  pad  and  connecting 
wires  externally  on  the  operator's  garment; 
FIG.  15  is  a  diagrammatic  perspective  view 

20  showing  the  mounting  of  a  dielectric  operator 
platform  in  raised  position  on  the  meat  skinning 
machine; 
FIG.  16  is  a  diagrammatic  view  similar  to  FIG. 
15  with  the  platform  being  shown  in  a  lowered 

25  operative  position;  and 
FIG.  17  is  an  enlarged  fragmentary  sectional 
view  taken  on  line  17  -  17,  FIG.  16. 

Similar  numerals  refer  to  similar  parts 
troughout  the  drawings. 

30  The  improved  control  system  of  the  invention 
is  shown  diagrammatically  in  FIG.  1  in  use  with  a 
meat  skinning  machine  indicated  ganerally  at  1,  of 
the  type  having  a  rotatable  product  feed  shaft  2 
(FIG.  3)  on  which  is  mounted  a  plurality  of  metal 

35  toothed  wheels  3.  Wheels  3  are  angled  in  a  direc- 
tion  which  will  draw  the  skin  off  of  a  piece  of  meat 
such  as  a  ham  4,  whereupon  the  skin  is  removed 
from  the  ham  by  an  adjacent  knife  blade  5. 
Machine  1  may  be  of  the  type  manufactured  by 

40  GG  di  Grasselli  Giorgio  &  C.  S.p.A  of  42020,  AL- 
BINEA  Italy. 

In  addition  to  meat  feed  shaft  2  and  knife  blade 
5,  machine  1  will  include  a  base  6  containing  an 
electric  drive  motor  7,  the  output  shaft  8  of  which  is 

45  connected  to  feed  shaft  2  by  a  continuous  drive 
chain  9,  FIG.  3.  Chain  9  extends  between  a  pair  of 
sprockets  10  and  11  which  are  connected  to  feed 
shaft  2  and  motor  shaft  8  respectively,  for  transmit- 
ting  the  drive  power  from  motor  7  to  rotatable  shaft 

50  2.  Feed  shaft  2  will  be  rotatably  mounted  by  bear- 
ings  (not  shown)  in  adjustable  space  mounting 
brackets  13  which  are  mounted  on  top  wall  14  of 
base  6  and  are  electrically  insulated  therefrom  by  a 
pair  of  dielectric  pads  15.  Motor  shaft  8  is  also 

55  electrically  insulated  from  shaft  2  by  forming  one  or 
both  sprockets  10  and  11  of  a  dielectric  material. 

Machine  1  further  includes  a  protective  rear 
housing  shield  16,  a  front  end  panel  17  and  a  front 
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shelf  18  for  supporting  the  meat  or  ham  4  as  the 
operator  moves  it  forwardly  into  engagement  with 
toothed  feed  wheel  3.  Knife  blade  5  is  mounted  in 
an  adjustable  position  by  a  blade  mounting  strip  19 
the  ends  20  of  which  are  received  within  adjusting 
slots  21  of  brackets  13.  A  manually  actuated  foot 
switch  23  is  connected  by  a  conductor  24  (FIGS.  1 
and  3)  to  the  control  circuitry  as  shown  in  FIG.  6. 
Actuation  of  foot  switch  23  controls  the  actuation  of 
drive  motor  7  in  a  usual  manner  and  is  used  during 
the  normal  operation  of  the  skinning  machine  for 
stopping  and  starting  the  rotation  of  meat  feed 
wheel  3  and  shaft  2. 

In  accordance  with  one  of  the  features  of  the 
invention  a  metal  electrode  26  (FIG.  2)  is  mounted 
on  a  flexible  wrist  band  27  and  is  secured  about 
the  wrist  of  an  operator  by  a  Velcro  type  hook  and 
pile  fastening  strip  28.  Electrode  26  is  connected 
by  a  conductor  29  to  the  control  circuitry  as  de- 
scribed  further  below.  An  operator  30  will  wear  a 
knitted  metal  glove  31  which  is  finely  woven  of 
stainless  steel  and  synthetic  fiber  which  posses  no 
electrical  insulation  between  the  stainless  steel  wire 
of  the  glove  and  the  operator's  hand,  and  which  is 
electrically  continuous  from  the  point  of  contact 
with  the  safety  system,  namely  the  wrist,  to  the 
finger  tips  of  the  glove.  These  gloves  will  provide 
cut  protection  for  the  hand,  and  in  addition  will 
provide  the  electrical  contact  between  the  rotatable 
metal  component  of  the  equipment  such  as  toothed 
feed  wheel  3  when  engaged  thereby,  and  electrode 
26.  These  gloves  will  have  the  stainless  steel  wire 
exposed  and  preferably  will  not  be  covered  with 
nylon  or  other  synthetic  fibers  as  in  prior  metal 
mesh  glove  constructions  which  can  effect  elec- 
trical  conductivity  between  the  operator  and  the 
safety  system. 

When  the  control  system  is  used  in  the  particu- 
lar  application  shown  in  FIGS.  1  and  4  wherein  the 
operator  is  handling  a  piece  of  meat  or  other  ma- 
terial  having  a  large  moisture  content,  an  outer 
dielectric  glove  33  is  worn  over  the  mesh  metal 
glove  to  prevent  current  from  being  transmitted 
through  the  meat  and  electrically  connecting  the 
mesh  metal  gloves  with  the  metal  toothed  drive 
wheel  and  actuating  the  safety  control  circuit. 
Glove  33  preferably  is  an  inexpensive  disposable 
plastic  glove  of  relatively  thin  plastic  sheet  material. 
Wrist  electrode  26  will  be  in  direct  contact  with 
metal  glove  31  or  sufficiently  close  proximity  to 
provide  the  necessary  electrical  communication  for 
operation  of  the  improved  system. 

As  shown  in  FIGS.  1  and  4  conductors  29  are 
connected  by  a  jack  plug  34  to  a  socket  mounted 
in  front  panel  36  of  meat  skinning  machine  1,  which 
in  turn  is  connected  to  a  power  drive  control  circuit 
38  as  described  in  detail  below.  One  type  of  con- 
trol  circuitry  which  may  be  used  with  the  improved 

control  system  is  shown  in  FIG.  5.  The  particular 
circuitry  is  merely  illustrative  of  one  type  and  its 
particular  mode  of  operation  is  easily  understood 
by  anyone  skilled  in  the  art  and  therefore  is  not 

5  described  in  complete  detail.  Furthermore  various 
other  types  of  circuits  could  be  used  than  that 
shown  in  FIG.  5,  without  affecting  the  concept  of 
the  invention. 

Control  circuit  38  includes  as  elements,  elec- 
io  trically  isolated  feed  wheel  3,  knife  blade  5,  blade 

mounting  strips  19,  mounting  blocks  20,  and  sup- 
port  shelf  18  which  are  electrically  isolated  by 
dielectric  pads  15  from  base  6  of  skinning  machine 
1  .  These  elements  are  diagrammatically  represent- 

15  ed  in  FIG.  5  by  elements  3  and  5  and  are  elec- 
trically  connected  to  a  safety  control  circuit  50, 
which  is  shown  in  detail  in  FIG.  6  and  described 
below,  by  a  conductor  39. 

Safety  control  circuit  50  is  connected  to  a 
20  120/240  AC  power  source  by  conductors  40  and 

41,  with  manually  actuated  foot  switch  23  being 
shown  connected  to  a  relay  42  by  a  pair  of  con- 
ductors  43.  Relay  42  actuates  a  double-pole  dou- 
ble-throw  relay  45  which  reverses  the  polarity  of 

25  drive  motor  7  by  deenergizing  forward  motor  coil 
46  and  energizing  motor  reverse  coil  47  of  a  motor 
starter  circuit  48.  Actuation  of  relay  45  will  actuate 
a  relay  in  a  time  delay  circuit  49  which  will  deener- 
gize  motor  reverse  coil  47  after  approximately  1/2 

30  second  which  will  reverse  the  rotation  of  feed 
wheel  3  for  approximately  1/4  revolution.  This  re- 
verse  revolution  of  wheel  3  will  automatically  dis- 
engage  the  end  of  the  operators  glove  from  being 
trapped  between  the  wheel  and  knife  blade  5  fur- 

35  ther  reducing  the  possibility  of  operator  injury. 
Time  delay  circuit  49  will  also  prevent  reenergizing 
of  drive  motor  7  for  approximately  4  seconds  re- 
quiring  the  operator  to  remove  his  foot  from  switch 
23  before  restarting  motor  7.  This  ensures  that  the 

40  operator  is  completely  free  of  any  unwanted  con- 
tact  with  the  skinning  machine. 

Therefore,  upon  metal  glove  31  contacting  the 
electrically  isolated  machine  component,  whether  it 
be  feed  wheel  3  after  it  cuts  through  dielectric 

45  plastic  gloves  33,  or  upon  metal  glove  31  contact- 
ing  knife  blade  5,  feed  support  shelf  18  or  other 
part  thereof,  relay  45  will  be  actuated  which  will 
immediately  reverse  the  polarity  on  drive  motor  7. 
This  will  immediately  rotate  shaft  2  momentarily, 

50  preferably  through  an  approximately  one-quarter 
revolution,  afterwhich  reverse  coil  47  is  deener- 
gized  by  time  delay  circuit  49  completely  deener- 
gizing  motor  7  and  removing  the  power  from  rotat- 
able  shaft  2  and  feed  wheel  3  preventing  any  injury 

55  to  the  operator.  This  reverse  motion  of  the  shaft  will 
"kick-out"  any  part  of  the  operator's  glove  which 
has  been  drawn  into  or  toward  knife  blade  5.  Tim- 
ing  circuit  49  also  will  be  programmed  to  require  a 

5 
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predetermined  time  delay,  i.e.,  four  seconds  before 
the  foot  switch  23  can  be  again  depressed  for 
energizing  motor  7.  Thus,  once  control  circuit  38,  in 
cooperation  with  safety  circuit  50,  has  deenergized 
motor  7  upon  one  or  both  of  the  operator's  metal 
glove  33  contacting  an  electrically  isolated  part  of 
the  skinning  machine,  the  operator  must  disengage 
foot  switch  23  and  wait  the  predetermined  delay 
time  period  before  reactuating  the  foot  switch. 
Again,  the  particular  components  and  their  relation- 
ship  in  control  circuit  38  can  vary  without  affecting 
certain  aspects  of  the  invention  and  is  merely  illus- 
trative  of  one  type  of  control  circuitry  which  can  be 
incorporated  with  safety  circuitry  50  for  achieving 
the  improved  safety  control  system.  It  is  easily 
seen  to  anyone  skilled  in  the  art  that  other  circuits 
could  be  utilized  to  achieve  the  same  result. 

The  details  of  one  type  of  safety  circuit  50 
which  may  be  utilized  is  shown  in  FIG.  6,  with  the 
various  portions  thereof  in  common  with  that  of 
control  circuit  38  being  indicated.  Briefly,  incoming 
power  supply  conductors  40  and  41  are  connected 
to  a  transformer  51  with  the  24V  DC  output  being 
applied  across  conductors  43  when  relay  56  is 
actuated  by  coil  57.  The  electrically  isolated  com- 
ponent  is  diagrammatically  represented  by  feed 
wheel  3,  with  the  conductive  metal  gloves  conduc- 
tors  29  being  connected  across  resistor  52.  Resis- 
tor  53  represents  the  human  body  resistance  of  the 
operator's  hand  and  must  be  sensed,  that  is,  the 
operator  must  be  wearing  the  protective  metal 
mesh  gloves  and  wrist  electrodes,  before  machine 
1  can  be  energized. 

The  remaining  components  of  circuit  50  are 
merely  illustrative  of  one  type  of  circuit  arrange- 
ment  for  achieving  the  actuation  of  relay  45  of 
circuit  38  (FIG.  5)  by  energizing  relay  coil  42  upon 
contact  of  metal  glove  31  with  any  of  the  elec- 
trically  isolated  machine  components.  Again,  the 
particulars  of  circuitry  50  can  vary  without  effecting 
the  concept  of  the  invention. 

The  improved  control  system  of  the  invention 
can  also  be  incorporated  into  a  hand  manipulated 
meat  trimming  knife  of  the  type  shown  in  FIG.  7, 
and  indicated  generally  at  65.  Knife  65  is  elec- 
trically  driven  and  is  of  the  type  shown  particularly 
in  U.S.  Patent  Nos.  4,324,043,  4,094,311  and 
4,575,938.  The  particular  electric  knife  construction 
shown  in  FIGS.  7  and  8  includes  a  tubular  hand 
piece  66  which  has  an  arcuate-shaped  blade  at- 
tachment  67  mounted  on  a  front  end  thereof,  for 
rotatably  supporting  a  usual  ring-shaped  cutting 
blade  68.  The  blade  is  formed  with  a  plurality  of 
gear  teeth  69  about  the  upper  end  which  are  in 
driving  engagement  with  a  pinion  gear  70.  Gear  70 
is  rotatably  mounted  within  a  sleeve  bearing  71 
seated  in  a  front  portion  72  of  a  main  bore  73 
which  extends  throughout  handpiece  66.  A  grease 

reservoir  74  is  mounted  on  tubular  handpiece  66 
and  communicates  with  front  bore  portion  72  and 
contains  a  supply  of  edible  grease  which  is  dis- 
charged  onto  bearing  sleeve  71  in  a  usual  manner 

5  well  known  in  the  art. 
A  ferrule  75  which  is  of  a  usual  tubular  configu- 

ration  formed  with  a  through  bore  76,  is  retained 
within  the  handpiece  bore  by  a  set  screw  77.  Also 
a  threaded  coupler  78  connects  rear  handle  portion 

io  79  with  the  front  blade  attachment  portion  80. 
The  power  for  rotating  blade  68  is  supplied  by 

a  power  supply  line  81.  Supply  line  81  includes  an 
interior  flexible  drive  shaft  82  which  is  rotatably 
mounted  and  housed  within  an  inner  sleeve  83 

is  formed  of  a  dielectric  material  such  as  nylon,  which 
is  stabilized  by  a  metallic  braid  84  which  is 
wrapped  about  sleeve  82.  Drive  shaft  82,  dielectric 
sleeve  83  and  braid  84  are  all  contained  within  an 
outer  covering  85  of  a  food  grade  plastic  material. 

20  Outer  cover  85,  braid  84,  and  dielectric  sleeve  83 
terminate  at  an  annular  stepped  shoulder  86  of 
ferrel  75.  Drive  shaft  82  extends  through  ferrule 
bore  76  and  terminates  in  a  squared  end  87  which 
extends  into  a  complementary  shaped  opening  88 

25  in  the  rear  of  pinion  gear  70  and  provides  the 
driving  connection  between  the  drive  shaft  and 
cutting  blade  in  a  conventional  manner. 

The  particular  electric  knife  construction  de- 
scribed  above  may  vary  without  affecting  the  con- 

30  cept  of  the  invention  and  is  representative  of  a 
preferred  type  of  flexible  shaft  driven  knife.  The 
other  end  of  power  supply  line  81  is  connected  to 
an  electric  motor  assembly  indicated  generally  at 
90,  which  is  supported  by  bracket  91  generally 

35  above  an  operator's  shoulder  suspended  from  a 
ceiling  or  the  like. 

Referring  to  FIG.  9,  the  opposite  end  of  power 
supply  line  81  from  knife  65  has  a  terminal  connec- 
tor  indicated  generally  at  92,  mounted  thereon. 

40  Connector  92  has  a  cylindrical  configuration  and 
has  a  arcuate  segment  93  embedded  within  the 
plastic  material  of  connector  92  which  is  an  elec- 
trical  contact  with  metal  braid  84.  An  alignment  key 
94  is  molded  integrally  with  terminal  connector  92 

45  and  extends  outwardly  therefrom  for  positioning  the 
end  of  power  supply  line  81  within  the  end  of 
motor  assembly  90. 

Motor  assembly  90  is  of  a  usual  construction 
having  an  outer  housing  96  and  a  housing  cover  97 

50  which  contains  an  electric  drive  motor  95.  Motor  95 
is  connected  to  a  usual  source  of  electric  power, 
preferably  120/240  volts  AC,  by  an  electric  line  98. 
Output  shaft  100  is  connected  through  a  pair  of 
gears  101  and  102  and  an  electrically  operated 

55  clutch  103  to  a  stub  shaft  104  by  a  second  pair  of 
gears  105  and  106.  Gear  106  is  secured  to  stub 
shaft  104  and  is  constructed  of  a  suitable  dielectric 
material  such  as  nylon,  to  prevent  electrical  contact 

6 
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between  shaft  104  and  the  housing  wall  107.  The 
particular  size  and  arrangement  and  gears  may 
vary  depending  upon  the  particular  output  speed  of 
motor  95  and  the  desired  rotational  speed  to  be 
transferred  to  drive  shaft  82. 

Drive  shaft  82  extends  beyond  connector  92 
and  into  compartment  108  and  into  an  opening 
formed  in  a  terminal  block  110  which  is  rigidly 
mounted  on  the  end  of  stub  shaft  104.  A  spring 
biased  ball  detent  111  is  mounted  within  block  110, 
with  the  ball  thereof  being  engaged  with  flexible 
shaft  82  to  maintain  the  shaft  in  a  tight  abutting 
relationship  with  the  surrounding  wall  of  the  termi- 
nal  block  opening  to  ensure  a  solid  electrical  con- 
tact  between  metal  terminal  block  110  and  flexible 
shaft  82. 

Terminal  connector  92  of  power  supply  line  81 
is  secured  in  an  end  bell  113  of  the  motor  housing 
by  alignment  key  94  which  is  slip-fitted  within  a 
complimentary  shaped  slot  115  formed  in  the  end 
bell.  A  thumb  screw  116  is  engaged  with  arcuate 
contact  segment  93  to  provide  a  good  electrical 
contact  between  the  segment  and  with  metal  braid 
84.  Clutch  103  is  referred  to  as  an  electric  clutch 
and  brake  and  may  be  of  the  type  identified  as 
Model  No.  SOFSB26  manufactured  and  distributed 
by  Inertia  Dynamics  of  Collinsville,  Connecticut. 
Other  types  of  clutches  well  known  in  the  art  can 
also  be  used  if  desired. 

The  clutch  is  connected  by  electric  conductors 
117  to  safety  control  circuitry  50  as  are  output 
conductors  43  as  shown  in  FIGS.  5  and  6.  Stub 
shaft  104  is  electrically  connected  to  safety  control 
circuit  50  by  a  commutator  brush  120  which  is 
maintained  in  engagement  with  the  stub  shaft  by  a 
spring  121.  Brush  housing  122  is  electrically  in- 
sulated  from  the  gear  housing.  Brush  120  is  con- 
nected  by  a  conductor  123  to  circuitry  50  in  the 
same  manner  as  is  conductor  39  of  skinning  ma- 
chine  1  as  shown  in  FIGS.  5  and  6,  and  provides 
the  electrical  connection  to  the  electrically  isolated 
portion  of  the  handpiece,  namely  cutting  blade  68 
and  blade  attachment  67.  As  shown  in  FIG.  8  the 
flexible  drive  shaft  is  electrically  connected  to  the 
pinion  gear  and  to  the  cutting  blade,  since  all  of 
these  components  are  metal.  The  front  end  attach- 
ment  portion  of  the  handpiece  is  also  metal  and  the 
rear  handle  portion  thereof  may  be  a  nylon  or  other 
dielectric  material. 

As  shown  in  FIG.  7,  the  operator  will  also  use 
dielectric  plastic  gloves  33  over  the  metal  gloves  to 
ensure  insulation  from  the  handpiece  as  well  as 
from  the  meat  being  trimmed.  The  meat  usually  is 
held  by  one  hand  as  the  other  hand  manipulates 
the  knife  and  cutting  blade  over  the  meat  in  a  usual 
trimming  operation.  As  shown  in  FIG.  7  upon  the 
operator's  hand  contacting  cutting  blade  68,  the 
blade  will  immediately  cut  through  the  thin  plastic 

dielectric  glove  33  and  contact  metal  glove  31  .  This 
contact  immediately  disengages  motor  output  shaft 
100  from  flexible  drive  shaft  82  through  a  safety 
control  circuit  50,  in  a  similar  manner  as  discussed 

5  above  with  respect  to  skinning  machine  1,  by  op- 
erating  clutch  103. 

The  inertia  of  the  rotating  mass  for  knife  65 
consists  principally  of  drive  shaft  82  and  rotating 
blade  68,  all  of  which  are  relatively  small.  There- 

io  fore,  almost  instantaneously  upon  disengagement 
of  the  drive  shaft  through  clutch  103,  the  blade  will 
cease  rotation  preventing  possible  injury  to  the 
operator.  Motor  assembly  90  will  have  a  usual 
manually  actuated  switch,  (not  shown)  similar  to  the 

is  manually  actuated  foot  switch  23  of  skinning  ma- 
chine  1  to  energize  motor  95  in  a  usual  manner. 

Although  the  above  described  safety  control 
system  is  indicated  for  use  with  an  electrically 
driven  meat  trimming  knife,  the  same  principles 

20  can  be  incorporated  into  a  pneumatically  driven 
knife  having  a  pneumatic  control  and  valve  of  the 
type  shown  in  U.S.  Patent  No.  4,794,273  which  is 
assigned  to  the  same  assignee  as  is  the  present 
application.  In  the  pneumatic  actuated  trimming 

25  knife,  actuation  of  a  pneumatic  clutch  in  the  same 
manner  as  clutch  103,  will  deenergize  the  pneu- 
matic  motor  to  stop  rotation  of  the  cutting  blade. 

The  operator  of  hand  held  knife  65  will  wear 
the  same  metal  electrodes  26,  with  conductors  29 

30  thereof  being  are  connected  to  the  safety  control 
circuit  50  as  discussed  above  with  respect  to  skin- 
ning  machine  1  . 

Another  embodiment  of  the  improved  safety 
control  system  is  shown  particularly  in  FIGS  10  - 

35  14.  This  embodiment  is  similar  in  many  respects  to 
that  disclosed  above  with  respect  to  meat  skinning 
machine  1  and  is  adapted  for  use  with  the  same 
type  of  skinning  machine.  However,  this  embodi- 
ment  enables  the  operator  to  be  a  non-dedicated 

40  operator,  that  is,  the  operator  can  easily  walk  away 
from  the  machine  and  perform  other  tasks  without 
requiring  him  or  her  to  remove  and  replace  the 
conductive  electric  gloves  31  and  dielectric  plastic 
gloves  33  each  time  he  or  she  walks  away  from 

45  and  returns  to  skinning  machine  1. 
To  achieve  this  non-dedicated  operator  ar- 

rangement,  skinning  machine  1  (FIG.  10)  is  pro- 
vided  with  a  pair  of  electrically  isolated  conductive 
metal  arms  125  and  126  which  are  connected  to 

50  the  safety  control  circuits  as  described  above,  by 
conductors  127  and  128,  respectively.  Arms  125 
and  126  are  pivotally  mounted  on  an  undersurface 
129  of  machine  shelf  18  by  a  pair  of  dielectric, 
preferably  food-grade  nylon  dielectric  posts  130. 

55  Posts  130  electrically  isolate  arms  125  and  126 
from  metal  shelf  18. 

The  inner  or  pivotal  end  137  of  the  conductive 
metal  arms  which  are  formed  of  a  dielectric  ma- 
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terial,  are  connected  to  each  other  by  a  pair  of 
links  131  and  132,  which  are  adjustably  joined  by 
an  adjusting  link  134  and  a  pair  of  bolts  135  which 
extend  through  adjustment  slots  136.  The  other 
end  of  links  131  and  132  are  pivotally  connected  to 
the  pivotal  ends  of  arms  125  and  126  by  pins  138. 
This  arrangement  enables  arms  125  and  126  to 
move  in  unison  once  secured  in  their  adjusted 
position  and  are  adjustable  to  accommodate  oper- 
ators  of  various  sizes  as  shown  by  the  partial  dot- 
dash  lines  in  FIG.  12,  by  use  of  clamping  bolts  135 
and  slots  136.  Arm  ends  137  and  posts  130  elec- 
trically  isolate  arms  125  and  126  from  the  other 
components  of  machine  1  . 

A  pair  of  curved  metal  contact  plates  140  and 
141  are  pivotally  mounted  on  the  extended  ends  of 
conductive  arms  125  and  126,  respectively,  and 
together  with  the  arms,  form  a  pair  of  first  elec- 
trodes  which  are  engageable  with  a  second  pair  of 
electrodes  indicated  generally  at  142  and  143. 
Electrodes  142  and  143  are  mounted  on  a  garment 
145  (FIGS.  11,  13  and  14)  which  is  worn  by  an 
operator  of  meat  skinning  machine  1  . 

Referring  to  FIG.  13,  a  first  type  of  second 
electrodes  142  and  143,  each  consists  of  a  metal 
mesh  pad  146  which  is  sewn  on  the  inside  of 
garment  145.  Pads  146  are  provided  with  a  plural- 
ity  of  metal  contact  buttons  147  which  extend 
through  the  fabric  of  garment  145  and  are  located 
on  the  exterior  of  the  garment  and  provide  an 
electrical  connection  between  buttons  147  and 
mesh  pads  146.  Each  pad  146  is  connected  to  an 
electrical  conductor  149  which  preferably  is  located 
within  the  lining  of  garment  145  and  extends  along 
the  upper  portion  of  the  garment  and  along  the 
garment  arm  150  also  within  the  interior  lining 
thereof,  terminating  in  a  contact  button  or  metal 
snap  151  at  the  cuff  area  152  of  the  garment.  A 
similar  metal  button  or  snap  153  is  mounted  on  the 
cuff  area  of  each  electrical  conductive  metal  glove 
31  for  releasable  engagement  with  garment  snap 
151.  The  operator  preferably  will  wear  dielectric 
plastic  gloves  33  over  metal  gloves  31  to  prevent 
conducting  of  the  electricity  through  the  meat,  es- 
pecially  when  the  piece  of  meat  contains  a  consid- 
erable  amount  of  moisture. 

The  mesh  metal  electrode  pads  146  which  are 
mounted  on  each  side  of  garment  145  preferably 
adjacent  the  upper  thigh  areas  of  the  operator, 
enable  the  operator  to  merely  approach  machine  1 
and  contact  mesh  pads  146  with  arm  electrode 
plates  140  and  141  as  shown  in  FIG.  11.  This 
contact  places  the  safety  control  circuit  in  operation 
without  requiring  the  metal  mesh  gloves  to  be 
connected  to  equipment  1  by  conductors  29  and 
jack  plugs  34  as  shown  in  FIG.  1  of  the  first 
embodiment.  Thus,  the  operator  upon  connecting 
glove  snaps  153  with  garment  snaps  151,  one  of 

which  is  shown  connected  and  the  other  discon- 
nected  in  FIGS.  13  and  14,  merely  approaches 
skinning  machine  1  and  contacts  electrode  contact 
plates  140  and  141  and  upon  depressing  manually 

5  actuated  foot  switch  23,  can  begin  the  operation  of 
the  equipment. 

The  remaining  function  of  the  equipment  is 
generally  similar  to  that  described  above  with  re- 
spect  to  the  first  embodiment,  that  is,  upon  the 

io  metal  gloves  contacting  any  of  the  electrically  iso- 
lated  parts  of  the  machine,  the  motor  will  reverse 
itself  to  reverse  the  toothed  feed  shaft  2  or  other 
rotatable  metal  component. 

Time  delay  circuit  49  (FIG.  5)  will  provide  for 
is  an  "operator  sense  cycle"  and  will  maintain  the 

system  energized  for  approximately  one  and  one- 
half  seconds  should  the  operator  break  contact 
between  one  or  both  of  the  electrode  pads  1  46  and 
curved  metal  contact  plates  140  and  141.  This 

20  prevents  accidental  deenergizing  of  the  control 
system  upon  momentary  relaxing  or  movement  of 
the  operator  away  from  the  electrode  arms  1  25  and 
126.  Also  the  operator  must  be  wearing  garment 
145  and  gloves  31  to  permit  the  machine  to  be 

25  energized  thereby  preventing  the  operator  from 
disregarding  this  safety  control  and  operating  the 
machine  without  first  complying  with  these  safety 
features. 

A  modified  form  of  garment  145  is  shown  in 
30  FIG.  14  in  which  the  second  electrodes  142  and 

143,  and  in  particular  metal  mesh  pads  146,  are 
mounted  on  exterior  154  of  garment  145  preferably 
by  strips  of  hook  and  pile  fabrics  155  and  156, 
commonly  known  under  the  trademark  Velcro.  This 

35  releasable  mounting  of  the  pads  enable  the  pads 
be  removably  attached  and  removed  from  the  gar- 
ment  enabling  the  garment  to  be  cleaned,  after- 
which  the  electrode  pads  are  reapplied  easily  by 
joinder  of  fabric  strips  155  and  156.  Conductors 

40  149  extend  along  the  exterior  of  the  garment  and 
are  removably  mounted  thereon  by  similar  Velcro 
strips  or  loops  157  which  extend  along  the  arms  of 
the  garment,  instead  of  being  formed  as  a  perma- 
nent  part  of  the  garment  in  the  interior  lining  there- 

45  of  as  shown  in  FIG.  13.  Conductors  149  terminate 
at  snaps  151  which  also  are  mounted  on  pieces  of 
removably  attached  Velcro  159. 

The  operation  of  this  externally  mounted  elec- 
trode  system  is  the  same  as  that  discussed  above 

50  with  respect  to  FIG.  13,  except  that  pads  146 
directly  contact  curved  metal  plates  140  and  141 
and  do  not  require  the  use  of  contact  buttons  147 
as  in  the  embodiment  shown  in  FIG.  13.  The  princi- 
ple  advantage  of  the  embodiment  of  FIG.  14  is  that 

55  the  electrodes  and  associated  conductors  can  be 
easily  removed  from  the  garment  and  replaced 
after  the  garment  has  been  cleaned. 

8 



15 EP  0  362  937  B1 16 

It  is  readily  understood  that  other  types  of 
garments  can  be  devised  which  achieve  the  same 
purpose  as  garment  145.  For  example,  wrist  bands 
27  can  be  attached  to  a  harness  type  garment  (not 
shown)  by  electrical  conductors  and  then  releas- 
ably  connected  to  an  electrical  input  jack  on  the 
machine  by  a  coaxial  conductor  or  cable.  This 
enables  the  operator  to  disconnect  easily  from  the 
machine  if  desired  for  performing  other  tasks  and 
then  reconnecting  by  the  jack  connector. 

In  summary,  meat  skinning  machine  1  and 
hand  held  meat  trimming  knife  65,  are  the  two 
preferred  embodiments  of  the  invention.  Each  of 
these  devices  has  a  power  drive  means  which 
connects  the  rotatable  metal  component,  namely 
metal  feedwheel  3  and  cutting  blade  68,  and  a 
control  means  for  connecting  the  power  drive 
means  to  the  rotating  metal  component,  which  met- 
al  component  is  electrically  isolated  from  the  metal 
gloves  of  the  operator.  Also  both  of  these  devices 
includes  a  safety  circuitry  50  which  electrically 
connects  the  conductive  gloves  31  to  the  rotatable 
metal  component  for  disconnecting  the  power  drive 
means  from  the  metal  component  to  prevent  injury 
to  the  operator  if  at  least  one  of  the  operator's 
conductive  gloves  or  other  part  of  the  operator's 
body  contacts  the  rotatable  metal  component  or 
other  electrically  isolated  components. 

As  discussed  above,  contact  of  the  operator's 
metal  glove  or  other  part  of  the  operator's  body 
with  other  parts  of  the  electrically  isolated  equip- 
ment  such  as  the  feed  wheel  mounting  brackets 
and  meat  support  shelf  18  of  skinning  machine  1, 
or  blade  attachment  portion  67  or  front  portion  80 
of  the  handpiece  will  also  disconnect  the  power 
drive  means  from  the  meat  feed  wheel  and  cutting 
blade,  respectively. 

Another  modification  to  the  improved  meat 
skinning  machine  is  shown  in  FIGS.  15  -  17.  In  this 
embodiment,  a  dielectric  operator  support  platform 
indicated  generally  at  160,  is  pivotally  mounted  by 
a  pair  of  hinges  161  on  front  panel  136  thereof  and 
is  shown  in  a  raised  position  in  FIG.  15  and  in  a 
lowered  operative  position  in  FIG.  16.  Platform  160 
preferably  is  a  one-piece  molded  plastic  member 
having  a  generally  rectangular  configuration  and  is 
adapted  to  be  supported  in  its  lowered  position  by 
a  pair  of  feet  162  molded  on  the  undersurface  of 
the  platform. 

Preferably  a  water  drip  edge  164  (FIG.  17) 
extends  about  the  three  sides  of  the  platform  to 
prevent  water  from  bridging  from  the  platform  to 
the  floor  along  the  sidewalls  165  which  are  formed 
integrally  with  and  extend  downwardly  from  the  top 
supporting  wall  portion  166. 

Preferably  when  in  the  raised  position  as 
shown  in  FIG.  15,  the  outward  length  of  the  plat- 
form  will  not  cover  a  manually  operated  switch  168 

which  may  be  mounted  on  some  types  of  skinning 
machines  1  ,  eliminating  the  use  of  foot  switch  23. 

Dielectric  platform  160  eliminates  the  need  of 
electrically  isolating  certain  portions  of  the  machine 

5  by  the  use  of  dielectric  pads  15  as  shown  particu- 
larly  in  FIGS.  3  and  4,  and  also  eliminates  the  use 
of  nylon  drive  gears  or  sprockets  10  and  11  (FIG. 
3).  With  the  use  of  platform  160  the  operator  is 
electrically  isolated  from  the  entire  skinning  ma- 

io  chine  1  and  should  the  operator  touch  any  of  the 
metal  components  of  the  machine,  it  will  deener- 
gize  or  reverse  the  rotation  of  the  drive  motor  and 
the  rotating  metal  member  driven  thereby. 

The  use  of  platform  160  has  been  useful  for 
is  those  machines  in  which  a  build-up  of  meat  and 

other  materials  could  possibly  cause  an  electrical 
path  between  the  metal  components  of  machine  1 
heretofore  separated  by  dielectric  pads  15.  Al- 
though  the  machine  would  continue  to  function  if 

20  dielectric  pads  15  are  shorted  out,  the  control  cir- 
cuit  may  not  be  as  effective.  Since  the  machine  is 
electrically  grounded,  the  operator  therefore  is 
completely  electrically  isolated  from  the  machine 
and  other  electrically  grounded  elements  when 

25  standing  upon  platform  1  with  the  safety  control 
circuit  being  operative  by  the  use  of  the  wrist 
attached  electrodes  as  shown  in  FIG.  2,  or  by  the 
use  of  the  protective  garment  as  shown  in  FIGS.  10 
-  14. 

30  Another  important  feature  achieved  by  the  use 
of  dielectric  platform  160  is  that  it  can  be  retrofitted 
easily  onto  existing  skinning  machines  without  re- 
quiring  the  machine  to  be  disassembled  and 
equipped  with  dielectric  pads  15  and  dielectric 

35  drive  sprockets  10  and  11.  This  reduces  consider- 
ably  the  cost  of  retrofitting  existing  skinning  ma- 
chines  for  use  with  the  improved  control  system  of 
the  invention. 

Accordingly,  the  safety  control  system  is  sim- 
40  plified,  provides  an  effective,  safe,  inexpensive,  and 

efficient  system  which  achieves  all  the  enumerated 
objectives,  provides  for  eliminating  difficulties  en- 
countered  with  prior  systems,  and  solves  problems 
and  obtains  new  results  in  the  art. 

45  In  the  foregoing  description,  certain  terms  have 
been  used  for  brevity,  clearness  and  understand- 
ing;  but  no  unnecessary  limitations  are  to  be  im- 
plied  therefrom  beyond  the  requirements  of  the 
prior  art,  because  such  terms  are  used  for  descrip- 

50  tive  purposes  and  are  intended  to  be  broadly  con- 
strued. 

Moreover,  the  description  and  illustration  of  the 
invention  is  by  way  of  example,  and  the  scope  of 
the  invention  is  not  limited  to  the  exact  details 

55  shown  or  described. 
Having  now  described  the  features,  discoveries 

and  principles  of  the  invention.the  manner  in  which 
the  safety  control  system  for  power  operated 
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equipment  is  constructed  and  used,  the  character- 
istics  of  the  improved  system,  and  the  advanta- 
geous,  new  and  useful  results  obtained;  the  new 
and  useful  structures,  devices,  elements,  arrange- 
ments,  parts,  and  combinations  are  set  forth  in  the 
appended  claims. 

Claims 

1.  Safety  control  system  for  power  operated 
equipment  of  the  type  having  a  rotating  metal 
component  (3)  operatively  connected  to  a  re- 
versible  electric  motor,  (7),  suitable  control 
means  being  provided  for  driving  the  said  re- 
versible  electric  motor,  electrical  conductive 
gloves  (31)  adapted  to  be  worn  by  an  operator 
of  the  power  operated  equipment; 
the  said  control  means  including  safety  switch 
means  (45)  electrically  connected  to  the  said 
conductive  gloves  (31)  and  to  the  rotating  met- 
al  component  (3)  characterized  by  that  said 
safety  switch  means  (45)  are  able  to  reverse 
the  direction  of  rotation  of  the  motor  (7),  and 
the  direction  of  rotation  of  the  rotating  metal 
component  (3)  if  at  least  one  of  the  operator's 
conductive  gloves  (31)  contacts  the  rotatable 
metal  component  (3). 

2.  Safety  control  system  according  to  claim  1 
characterized  by  comprising  moisture  impervi- 
ous  dielectric  (33)  gloves  adapted  to  be  worn 
by  the  operator  over  the  electrical  conduc-tive 
gloves  (31). 

3.  Safety  control  system  according  to  claim  1 
characterized  by  comprising  an  electrode  (26) 
attached  to  each  of  the  operator's  wrists  and 
electrically  connected  by  conductors  to  the 
safety  switch  means  (45),  and  in  close  proxim- 
ity  to  the  conductive  gloves  (31)  for  electrically 
connecting  said  gloves  to  the  safety  switch 
means  (45). 

4.  Safety  control  system  according  to  Claim  1 
characterized  by  the  fact  that  the  control 
means  includes  a  manually  actuated  operator 
control  switch  (23)  for  operatively  energizing 
the  electric  motor. 

5.  Safety  control  system  according  to  Claims  1 
and  4  characterized  by  the  fact  that  the  control 
means  includes  means  (52,  53)  for  preventing 
energizing  of  the  electric  motor  (7)  by  the 
manually  actuated  operator  control  switch  (23) 
unless  the  electrical  conductive  gloves  (31)  are 
being  worn  by  the  operator. 

6.  Safety  control  system  according  to  Claim  1 
characterized  by  the  fact  that  the  control 
means  includes  a  time  delay  circuit  (49)  to 
prevent  reconnection  of  the  electric  motor  (7) 

5  for  a  predetermined  time  period  after  discon- 
nection  of  the  electric  motor  by  the  safety 
switch  means  (45). 

7.  Safety  control  system  according  to  Claim  1 
io  characterized  by  the  fact  that  the  metal  com- 

ponent  (3)  is  a  shaft  having  a  plurality  of  teeth 
mounted  thereon  for  removing  skin  from  a 
piece  of  meat  in  a  meat  skinning  machine. 

is  8.  The  control  system  defined  in  Claim  6  in  which 
the  shaft  is  rotated  in  the  reverse  direction  for 
less  than  one  complete  revolution  upon  contact 
of  at  least  one  of  the  conductive  gloves  or 
other  part  of  the  operator's  body  with  the  rotat- 

20  able  metal  component. 

9.  Safety  control  system  according  to  Claim  5 
characterized  by  the  fact  that  the  meat  skin- 
ning  machine  further  includes  a  base  (14)  and 

25  brackets  (13)  for  rotatably  mounting  the  shaft 
(3)  on  said  base;  and  in  which  the  brackets  are 
electrically  insulated  from  the  base  by  inter- 
vening  pads  (15)  of  a  dielectric  material  and 
are  electrically  connected  to  the  rotating  metal 

30  component  whereby  contact  of  said  brackets 
(13)  by  at  least  one  of  the  conductive  gloves 
(31)  prior  to  contact  with  said  rotating  metal 
component  (3)  also  will  operatively  disconnect 
the  electric  motor  (7). 

35 
10.  Safety  control  system  according  to  Claim  1 

characterized  by  the  fact  that  the  conductive 
gloves  (31)  include  stainless  steel  wires  exter- 
nally  exposed  for  direct  contact  with  the  rotat- 

40  able  metal  component  and  internally  exposed 
for  direct  contact  with  the  operator's  hand  to 
provide  continuous  electrical  contact  between 
said  metal  component  and  the  safety  switch 
means  upon  contact  of  at  least  one  of  the 

45  conductive  gloves  with  said  metal  component. 

11.  Safety  control  system  according  to  claim  1 
characterized  by  including  dielectric  platform 
means  (166)  for  supporting  the  operator  and 

50  for  electrically  isolating  said  operator  from  the 
power  operated  equipment  and  from  other 
electrically  grounded  elements. 

12.  Safety  control  system  according  to  Claim  1 
55  characterized  by  comprising  second  electrode 

means  (142,  143)  externally  exposed  on  a  gar- 
ment  (145)  adapted  to  be  worn  by  an  operator 
of  said  equipment  for  contact  with  first  elec- 

10 
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trade  means  (125,  126)  projecting  outwardly 
from  said  equipment  for  electrically  connecting 
the  conductive  gloves  to  the  safety  switch 
means. 

13.  Safety  control  system  according  to  Claim  12 
characterized  by  the  second  electrode  means 
is  a  pair  of  metal  mesh  pads  (146)  mounted  on 
the  garment  adapted  to  be  located  adjacent 
the  thighs  of  the  operator  when  the  garment  is 
worn  by  the  operator. 

14.  Safety  control  system  according  to  Claim  13  in 
which  each  of  the  mesh  pads  (146)  are  con- 
nected  to  a  respective  one  of  the  conductive 
gloves  (31)  by  an  elec-trical  conductor  (149) 
extending  along  a  respective  arm  of  the  gar- 
ment  and  terminating  in  a  connector  (155),  at  a 
cuff  area  of  the  garment. 

15.  Safety  control  system  according  to  Claim  14 
characterized  by  each  of  the  conductive  gloves 
(31)  is  provided  with  a  connector  (153)  adapted 
to  be  releasably  engaged  with  the  connector 
(151)  in  the  garment  for  electrically  connecting 
the  mesh  pads  to  the  conductive  gloves. 

16.  Safety  control  system  according  to  Claim  14  in 
which  the  mesh  pads  and  electrical  conductors 
are  removably  attached  to  the  garment. 

17.  Safety  control  system  defined  in  Claim  16 
characterized  by  the  fact  that  the  mesh  pads 
and  electrical  conductors  are  removably  at- 
tached  to  the  garment  by  hook  and  pile  fabrics 
(155,  156). 

18.  Safety  control  system  according  to  Claim  12 
characterized  by  the  fact  that  the  first  elec- 
trode  means  are  a  pair  of  electrical  conductive 
(125,  126)  arms  pivotally  mounted  on  the  pow- 
er  operated  equipment. 

19.  Safety  control  system  according  to  Claim  18 
characterized  by  the  fact  that  the  mesh  pads 
are  located  internally  of  the  garment  and  are 
externally  exposed  by  a  plurality  of  conductive 
buttons  (147)  connected  to  the  pads  and  pro- 
jecting  through  the  garment. 

20.  Safety  control  system  according  to  Claim  18 
characterized  by  the  fact  that  a  curved  metal 
contact  plate  (140,  141)  is  mounted  on  an 
extended  end  of  each  of  the  conductive  arms 
(125,  126)  for  engagement  with  the  mesh  pads 
on  the  operator's  garment. 

21.  Safety  control  system  according  to  claim  20 
characterized  by  the  fact  that  pivotally  moun- 
ted  ends  of  the  conductive  arms  (125,  126)  are 
connected  by  a  link  so  that  said  arms  move  in 

5  unison. 

22.  Safety  control  system  according  to  Claim  18 
characterized  by  the  fact  that  which  the  con- 
ductive  arms  (125,126)  are  pivotally  mounted 

io  on  dielectric  pivot  posts  electrically  isolating 
said  arms  from  the  power  operated  equipment. 

23.  Safety  control  system  according  to  claim  12 
characterized  by  the  fact  that  the  control 

is  means  includes  a  time  delay  circuit  (49)  to 
maintain  the  elec-tric  motor  emergized  for  a 
predetermined  time  period  after  the  first  and 
second  electrode  means  are  moved  out  of 
contact  with  each  other. 

20 
24.  Safety  control  system  according  to  Claim  12 

characterized  by  the  fact  that  the  control 
means  includes  means  (52,  53)  for  preventing 
the  electric  motor  from  being  energized  unless 

25  the  first  (125,  126)  and  second  (142,  143) 
electrodes  are  in  contact  with  each  other  and 
the  conductive  gloves  (31)  are  being  worn  by 
the  operator. 

30  25.  Safety  control  system  according  to  Claim  12 
including  dielectric  platform  means  (160)  for 
supporting  the  operator  and  for  electrically  iso- 
lating  said  operator  from  the  power  operated 
equipment  and  from  other  electrically  ground- 

35  ed  elemets. 

26.  A  safety  control  system  according  to  Claim  1  , 
wherein  the  power  operated  equipment  is  an 
electrically  driven  knife  of  the  type  having  a 

40  handpiece  with  an  annular  rotatable  cutting 
blade  driven  by  a  flexible  drive  cable  which  is 
driven  by  an  electric  motor  located  remote 
from  the  handpiece,  of  the  type  including  con- 
trol  means  having  a  clutch  for  connecting  the 

45  flexible  drive  cable  to  an  output  shaft  of  the 
electric  motor;  characterized  by  that  the  safety 
switch  means  (45)  are  electrically  connected  to 
the  conductive  gloves  (31)  and  cutting  blade 
for  disengaging  the  clutch  to  stop  rotation  of 

50  the  cutting  blade  by  the  drive  cable  if  at  least 
one  of  the  operator's  conductive  gloves  con- 
tacts  the  cutting  blade  of  the  handpiece. 

27.  A  safety  control  system  according  to  Claim  1  , 
55  for  power  operated  equipment  of  the  type  hav- 

ing  a  rotating  metal  component  and  an  electric 
motor  operatevely  connected  to  the  metal 
component  for  rotating  said  component;  char- 
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acterized  by  control  means  for  operatevely 
connecting  the  motor  to  the  metal  component 
for  rotating  said  component;  said  control 
means  including  safety  switch  means  (45) 
electrically  connected  to  the  conductive 
gloves(31);  electrical  conductor  means  being 
provided  on  a  garment  adapted  to  be  worn  by 
an  operator  for  releaseably  electrically  con- 
necting  the  conductive  gloves  with  the  safety 
switch  means. 

Patentanspruche 

1.  Sicherheitssystem  fur  Gerate  mit  Motorantrieb 
in  der  Bauart,  die  folgendes  aufweist:  ein  rotie- 
rendes,  operativ  mit  einem  reversiblen  Elektro- 
motor  (7)  verbundenes  Metallteil  (3),  eine  ge- 
eignete  Schalteinrichtung  zum  Betrieb  des  re- 
versiblen  Elektromotors,  elektrisch  leitende 
Handschuhe  (31),  die  so  angepaBt  sind,  dal3 
sie  eine  Bedienungsperson  fur  die  motorgetrie- 
bene  Einrichtung  tragen  kann;  wobei  die 
Schalteinrichtung  eine  Sicherheitsschalteinrich- 
tung  (45)  einschlieBt,  die  elektrisch  mit  den 
leitenden  Handschuhen  (31)  und  mit  dem  rotie- 
renden  Metallteil  (3)  verbunden  ist, 
dadurch  gekennzeichnet,  dal3  die  Sicher- 
heitsschalteinrichtung  (45)  in  der  Lage  ist,  die 
Drehrichtung  des  Motors  (7)  und  die  Drehrich- 
tung  des  rotierenden  Metallteils  (3)  umzukeh- 
ren,  wenn  wenigstens  einer  der  leitenden 
Handschuhe  (31)  der  Bedienungsperson  das 
rotierende  Metallteil  (3)  beruhrt. 

2.  Sicherheitssystem  nach  Anspruch  1  , 
gekennzeichnet  durch  feuchtigkeitsundurch- 
lassige,  elektrisch  nicht-leitende  Handschuhe 
(33),  die  so  ausgefuhrt  sind,  dal3  sie  die  Bedie- 
nungsperson  uber  den  elektrisch  leitenden 
Handschuhen  (31)  tragen  kann. 

3.  Sicherheitssystem  nach  Anspruch  1  , 
gekennzeichnet  durch  eine  Elektrode  (26), 
die  an  jedem  der  Handgelenke  der  Bedie- 
nungsperson  befestigt  und  elektrisch  durch  Ka- 
bel  mit  der  Sicherheitsschalteinrichtung  (45) 
verbunden  ist  und  in  unmittelbarer  Nahe  zu 
den  leitenden  Handschuhen  (31)  liegt,  urn  die- 
se  Handschuhe  elektrisch  mit  der  Sicherheits- 
schalteinrichtung  (45)  zu  verbinden. 

4.  Sicherheitssystem  nach  Anspruch  1  , 
dadurch  gekennzeichnet,  dal3  die  Schaltein- 
richtung  einen  von  Hand  betatigten  Schalter 
(23)  fur  die  Bedienungsperson  aufweist,  urn 
den  Elektromotor  in  Betrieb  zu  setzen. 

5.  Sicherheitssystem  nach  den  Anspruchen  1  und 
4, 
dadurch  gekennzeichnet,  dal3  die  Schaltein- 
richtung  eine  Einrichtung  (52,53)  einschlieBt, 

5  die  ein  Inbetriebsetzen  des  Elektromotors  (7) 
durch  den  handbetatigten  Schalter  (23)  fur  die 
Bedienungsperson  verhindert,  wenn  die  Bedie- 
nungsperson  nicht  die  elektrisch  leitenden 
Handschuhe  tragi 

10 
6.  Sicherheitssystem  nach  Anspruch  1  , 

dadurch  gekennzeichnet,  dal3  die  Schaltein- 
richtung  eine  Zeitverzogerungsschaltung  (49) 
aufweist,  urn  ein  Wiedereinschalten  des  Elek- 

15  tromotors  (7)  fur  einen  vorbestimmten  Zeit- 
raum  nach  Ausschalten  des  Elektromotors 
durch  die  Sicherheitsschalteinrichtung  (45)  zu 
verhindern. 

20  7.  Sicherheitssystem  nach  Anspruch  1  , 
dadurch  gekennzeichnet,  dal3  das  Metallteil 
(3)  eine  Welle  ist,  mit  einer  darauf  montierten 
Vielzahl  von  Zahnen,  urn  in  einer  Fleischent- 
hautungsmaschine  von  einem  Stuck  Fleisch 

25  Haut  zu  entfernen. 

8.  Sicherheitssystem  nach  Anspruch  6, 
in  welchem  die  Welle  nach  Kontakt  mindestens 
eines  der  leitenden  Handschuhe  oder  eines 

30  anderen  Korperteils  der  Bedienungsperson  mit 
dem  rotierenden  Metallteil  in  der  umgekehrten 
Drehrichtung  weniger  als  eine  vollstandige 
Umdrehung  macht. 

35  9.  Sicherheitssystem  nach  Anspruch  5, 
dadurch  gekennzeichnet,  dal3  die  Fleisch- 
enthautungsmaschine  auBerdem  ein  Unterteil 
(14)  und  Konsolen  (13)  aufweist,  urn  die  Welle 
(3)  drehbar  auf  diesem  Unterteil  zu  montieren; 

40  wobei  die  Konsolen  vom  Unterteil  elektrisch 
durch  eine  zwischengelegte  Unterlage  (15)  aus 
einem  dielektrischen  Werkstoff  isoliert  und 
elektrisch  mit  dem  rotierenden  Metallteil  ver- 
bunden  sind,  wodurch  eine  Beruhrung  der 

45  Konsolen  (13)  durch  mindestens  einen  der  lei- 
tenden  Handschuhe  (31)  vor  der  Beruhrung  mit 
dem  rotierenden  Metallteil  (3)  ebenfalls  den 
Elektromotor  (7)  abschaltet. 

50  10.  Sicherheitssystem  nach  Anspruch  1, 
dadurch  gekennzeichnet,  dal3  die  leitenden 
Handschuhe  (31)  Drahte  aus  rostfreiem  Stahl 
enthalten,  die  auBen  offenliegen,  urn  einen  di- 
rekten  Kontakt  mit  dem  rotierenden  Metallteil 

55  herstellen  zu  konnen,  und  innen  offenliegen, 
urn  einen  direkten  permanenten  Kontakt  mit 
der  Hand  der  Bedienungsperson  sicherzustel- 
len,  wodurch  ein  elektrischer  Kontakt  zwischen 

12 
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dem  Metallteil  und  der  Sicherheitsschaltein- 
richtung,  nach  Beruhrung  von  mindestens  ei- 
nem  der  leitenden  Handschuhe  mit  dem  Me- 
tallteil,  vorgesehen  ist. 

11.  Sicherheitssystem  nach  Anspruch  1, 
gekennzeichnet  durch  eine  dielektrische 
Plattform  (166)  aufweist,  welche  die  Bedie- 
nungsperson  tragt,  urn  Letztere  elektrisch  von 
der  motorgetriebenen  Einrichtung  und  von  an- 
deren  elektrisch  geerdeten  Elementen  zu  iso- 
lieren. 

12.  Sicherheitssystem  nach  Anspruch  1, 
dadurch  gekennzeichnet,  daB  eine  zweite 
Elektrodeneinrichtung  (142,143)  vorgesehen 
ist,  die  auBen  an  einem,  zum  Tragen  durch 
eine  Bedienungsperson  fur  die  Einrichtung  an- 
gepaBten,  Kleidungsstuck  (145)  offenliegt,  zum 
Kontakt  mit  einer  ersten  Elektrodeneinrichtung 
(125,126),  die  von  der  Einrichtung  nach  auBen 
absteht,  urn  die  leitenden  Handschuhe  elek- 
trisch  mit  der  Sicherheitsschalteinrichtung  zu 
verbinden. 

13.  Sicherheitssystem  nach  Anspruch  12, 
dadurch  gekennzeichnet,  daB  die  zweite 
Elektrodeneinrichtung  als  ein  Paar  Metallgewe- 
beeinlagen  (146)  ausgebildet  ist,  die  an  das 
Kleidungsstuck  so  angepaBt  sind,  daB  sie  ge- 
genuber  den  Oberschenkeln  der  Bedienungs- 
person  zu  liegen  kommen,  wenn  die  Bedie- 
nungsperson  das  Kleidungsstuck  tragt. 

14.  Sicherheitssystem  nach  Anspruch  13, 
bei  welchem  jede  der  Gewebeeinlagen  (146) 
mit  jeweils  einem  der  leitenden  Handschuhe 
(31)  uber  einen  elektrischen  Leiter  (149)  ver- 
bunden  ist,  der  langs  eines  jeweiligen  Armels 
des  Kleidungsstuckes  verlauft  und  im  Bereich 
einer  Manschette  des  Kleidungsstucks  in  ei- 
nem  AnschluB  (155)  endet. 

15.  Sicherheitssystem  nach  Anspruch  14, 
dadurch  gekennzeichnet,  daB  jeder  der  lei- 
tenden  Handschuhe  (31)  mit  einem  AnschluB 
(153)  versehen  ist,  der  so  aufgefuhrt  ist,  daB  er 
losbar  mit  dem  AnschluB  (151)  in  der  Kleidung 
verbindbar  ist,  urn  die  Gewebeeinlagen  mit 
den  leitenden  Handschuhen  zu  verbinden. 

16.  Sicherheitssystem  nach  Anspruch  14, 
gekennzeichnet  durch  von  der  Kleidung  ab- 
nehmbare  Gewebeeinlagen  und  abnehmbare 
elektrische  Leiter. 

17.  Sicherheitssystem  nach  Anspruch  16, 
dadurch  gekennzeichnet,  daB  die  Gewebe- 

einlagen  und  elektrischen  Leiter  an  der  Klei- 
dung  mittels  Klettverschlussen  (155,156)  ab- 
nehmbar  befestigt  sind. 

5  18.  Sicherheitssystem  nach  Anspruch  12, 
dadurch  gekennzeichnet,  daB  die  ersten 
Elektroden  als  ein  Paar  elektrisch  leitender 
Arme  (125,126)  ausgebildet  sind,  die  an  der 
motorgetriebenen  Einrichtung  schwenkbar 

io  montiert  sind. 

19.  Sicherheitssystem  nach  Anspruch  18, 
dadurch  gekennzeichnet,  daB  die  Gewebe- 
einlagen  auf  der  Innenseite  der  Kleidung  ange- 

15  bracht  sind  und  auf  der  AuBenseite  durch  eine 
Anzahl  von  leitenden  Knopfen  (147)  offenlie- 
gen,  die  mit  den  Gewebeeinlagen  verbunden 
sind  und  durch  die  Kleidung  hindurchdringen. 

20  20.  Sicherheitssystem  nach  Anspruch  18, 
dadurch  gekennzeichnet,  daB  an  einem  sich 
nach  auBen  erstreckenden  Ende  jedes  der  lei- 
tenden  Arme  (125,126)  eine  gekrummte  metal- 
lische  Kontaktplatte  (140,141)  montiert  ist,  wel- 

25  che  mit  den  Gewebeeinlagen  an  der  Kleidung 
der  Bedienungsperson  zusammenarbeitet. 

21.  Sicherheitssystem  nach  Anspruch  20, 
dadurch  gekennzeichnet,  daB  die  schwenk- 

30  bar  montierten  Enden  der  leitenden  Arme 
(125,126)  durch  ein  Glied  so  verbunden  sind, 
daB  sie  zusammen  bewegbar  sind. 

22.  Sicherheitssystem  nach  Anspruch  18, 
35  dadurch  gekennzeichnet,  daB  die  leitenden 

Arme  (125,126)  schwenkbar  an  dielektrischen 
Drehpfosten  montiert  sind,  welche  die  Arme 
von  der  motorgetriebenen  Einrichtung  elek- 
trisch  isolieren. 

40 
23.  Sicherheitssystem  nach  Anspruch  12, 

dadurch  gekennzeichnet,  daB  die  Schaltein- 
richtung  eine  Zeitverzogerungsschaltung  (49) 
aufweist,  urn  den  Elektromotor  fur  eine  vorbe- 

45  stimmte  Zeitspanne  in  Betrieb  zu  halten,  nach- 
dem  die  erste  und  zweite  Elektrodenanordnung 
miteinander  auBer  Kontakt  gekommen  sind. 

24.  Sicherheitssystem  nach  Anspruch  12, 
50  dadurch  gekennzeichnet,  daB  die  Schaltein- 

richtung  eine  Einrichtung  (52,53)  aufweist,  urn 
eine  Erregung  des  Elektromotors  zu  verhin- 
dern,  wenn  die  ersten  (125,126)  und  zweiten 
(142,143)  Elektroden  nicht  miteinander  in  Kon- 

55  takt  sind  und  die  Bedienungsperson  nicht  die 
leitenden  Handschuhe  (31)  tragt. 

13 
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25.  Sicherheitssystem  nach  Anspruch  12, 
gekennzeichnet  durch  eine  dielektrische 
Plattform  (160),  urn  die  Bedienungsperson  zu 
tragen  und  urn  die  Bedienungsperson  elek- 
trisch  von  der  motorgetriebenen  Einrichtung  5 
und  von  anderen  elektrisch  geerdeten  Elemen- 
ten  zu  isolieren. 

26.  Sicherheitssystem  nach  Anspruch  1  , 
wobei  die  motorgetriebene  Einrichtung  ein  10 
elektrisch  betriebenes  Messer  ist,  in  der  Aus- 
fuhrung  mit  einem  Handgriff  samt  rotierendem 
scheibenformigem  Schneidmesser,  angetrie- 
ben  durch  eine  biegsame  Antriebswelle,  wel- 
che  von  einem  Elektromotor  angetrieben  ist,  is 
der  in  einer  bestimmten  Entfernung  von  dem 
Handgriff  angebracht  ist,  in  der  Ausfuhrung  mit 
einer  Schalteinrichtung,  und  mit  einer  Kupp- 
lung,  urn  die  biegsame  Welle  mit  einer  Ab- 
triebswelle  des  Elektromotores  zu  verbinden,  20 
dadurch  gekennzeichnet,  daB  die  Sicher- 
heitsschalteinrichtung  (45)  elektrisch  mit  den 
leitenden  Handschuhen  (31)  und  dem  Schneid- 
messer  verbunden  ist,  zum  Trennen  der  Kupp- 
lung,  urn  die  Rotation  des  Schneidmessers  25 
durch  die  Antriebswelle  zu  stoppen  wenn  min- 
destens  einer  der  leitenden  Handschuhe  das 
Schneidmesser  am  Handgriff  beruhrt. 

27.  Sicherheitssystem  nach  Anspruch  1  , 
fur  eine  motorgetriebene  Einrichtung,  in  der 
Ausfuhrung  mit  einem  rotierenden  Metallteil 
und  einem  mit  dem  Metallteil  verbundenen 
Elektromotor,  urn 
das  Metallteil  in  Drehung  zu  versetzen,  ge- 
kennzeichnet  durch  eine  Schalteinrichtung, 
urn  den  Motor  mit  dem  Metallteil  zu  verbinden, 
urn  dieses  Teil  in  Drehbewegung  zu  versetzen, 
wobei  die  Schalteinrichtung  eine  Sicherheits- 

d'etre  portes  par  un  operateur  de  I'appareillage 
entraTne  par  un  moteur  ;  lesdits  moyens  de 
commande  comprenant  des  moyens  commuta- 
teurs  de  securite  (45)  relies  electriquement 

5  auxdits  gants  conducteurs  (31)  et  a  I'organe 
(3)  rotatif  metallique,  ledit  systeme  etant  carac- 
terise  en  ce  que  lesdits  moyens  (45)  commuta- 
teurs  de  securite  sont  capables  d'inverser  la 
direction  de  rotation  du  moteur  (7),  et  la  direc- 

io  tion  de  rotation  de  I'organe  (3)  rotatif  metalli- 
que  si  au  moins  I'un  des  gants  (31)  conduc- 
teurs  de  I'operateur  vient  en  contact  de  I'orga- 
ne  metallique  rotatif  (3). 

is  2.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  en  ce  qu'il  com- 
prend  des  gants  (33)  dielectriques  impermea- 
bles  a  I'humidite,  susceptibles  d'etre  portes 
par  I'operateur,  par  dessus  les  gants  conduc- 

20  teurs  electriques  (31). 

3.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  en  ce  qu'il  com- 
prend  une  electrode  (26)  fixee  a  chacun  des 

25  poignets  de  I'operateur,  et  electriquement  re- 
liee  par  des  conducteurs  audit  moyen  commu- 
tateur  de  securite  (45)  et  a  proximite  immedia- 
te  des  gants  conducteurs  (31)  pour  assurer  la 
liaison  electrique  entre  lesdits  gants  et  lesdits 

30  moyens  commutateurs  de  securite  (45). 

4.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  par  le  fait  que  les 
moyens  de  commande  comprennent  un  com- 

35  mutateur  de  commande  (23)  actionne  manuel- 
lement  par  I'operateur  pour  alimenter  et  faire 
fonctionner  le  moteur  electrique. 

5.  Systeme  de  commande  de  securite  selon  les 
40  revendications  1  et  4,  caracterise  par  le  fait 

que  les  moyens  de  commande  comprennent 
des  moyens  (52,  53)  empechant  I'alimentation 
du  moteur  electrique  (7)  par  le  commutateur 
de  commande  (23)  actionne  manuellement  par 

45  I'operateur  tant  que  les  gants  conducteurs 
electriques  (31)  ne  sont  pas  portes  par  I'opera- 
teur. 

schalteinrichtung  (45)  aufweist,  die  elektrisch  40 
mit  den  leitenden  Handschuhen  (31)  verbun- 
den  ist;  und  durch  elektrische  Leiter,  die  an 
einem  Kleidungsstuck  vorgesehen  sind,  das  so 
ausgefuhrt  ist,  daB  es  eine  Bedienungsperson 
tragen  kann,  urn  die  leitenden  Handschuhe  45 
losbar  und  elektrisch  mit  der  Sicherheitsschalt- 
einrichtung  zu  verbinden. 

Revendications 
50 

1.  Systeme  de  commande  de  securite  pour  un 
appareillage  entraTne  par  un  moteur,  du  type 
comportant  un  organe  rotatif  metallique  (3) 
fonctionnellement  relie  a  un  moteur  electrique 
reversible  (7),  des  moyens  appropries  de  com-  55 
mande  etant  prevus  pour  I'entraTnement  dudit 
moteur  electrique  reversible,  des  gants 
conducteurs  electriques  (31)  susceptibles 

6.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  par  le  fait  que  les 
moyens  de  commande  comprennent  un  circuit 
de  temporisation  empechant  la  reconnection 
du  moteur  electrique  (7)  pendant  une  periode 
de  temps  predetermined,  apres  deconnection 
du  moteur  electrique  par  les  moyens  commu- 
tateurs  de  securite  (45). 
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7.  Systeme  de  commande  de  securite  selon  la 
revendication  1  ,  caracterise  par  le  fait  que  I'or- 
gane  metallique  (3)  est  un  arbre  comportant 
une  pluralite  de  dents  montees  sur  lui  pour 
enlever  la  peau  d'un  morceau  de  viande  dans 
une  machine  d'epouillement  de  la  viande. 

dudit  appareillage  pour  assurer  le  contact  avec 
les  premiers  moyens  d'electrode  (125,  126) 
qui  font  saillie  a  I'exterieur  dudit  appareillage 
pour  relier  electriquement  les  gants  conduc- 

5  teurs  auxdits  moyens  commutateurs  de  securi- 
te. 

8.  Systeme  de  commande  de  securite  selon  la 
revendication  6,  dans  lequel  I'arbre  est  entraT- 
ne  en  rotation  dans  la  direction  inverse  sur 
moins  d'un  tour  complet  apres  qu'au  moins 
I'un  des  gants  conducteurs  ou  une  autre  partie 
du  corps  de  I'operateur  soit  venu(e)  au  contact 
avec  I'organe  metallique  tournant. 

9.  Systeme  de  commande  de  securite  selon  la 
revendication  5,  caracterise  en  ce  que  la  ma- 
chine  d'epouillement  de  la  viande  comprend 
en  outre  une  embase  (14)  et  des  supports  (13) 
pour  le  montage  en  rotation  de  I'arbre  (3)  sur 
ladite  embase  ;  et  dans  lequel  les  supports 
sont  electriquement  isoles  de  I'embase  par 
des  patins  intermediates  (15)  constitues  en  un 
materiau  dielectrique  et  lesdits  supports  sont 
relies  electriquement  a  I'organe  metallique 
tournant,  grace  a  quoi  le  contact  desdits  sup- 
ports  (13)  par  au  moins  I'un  des  gants  conduc- 
teurs  (31),  avant  qu'il  ne  vienne  en  contact 
avec  ledit  organe  metallique  tournant  (3),  de- 
connecte  egalement  effectivement  le  moteur 
electrique  (7). 

13.  Systeme  de  commande  de  securite  selon  la 
revendication  12,  caracterise  en  ce  que  les 

io  seconds  moyens  d'electrode  sont  constitues 
par  une  paire  de  patins  (146),  en  maille  metal- 
lique,  montes  sur  le  vetement  et  susceptibles 
d'etre  disposes  au  voisinage  des  cuisses  de 
I'operateur  lorsqu'il  porte  le  vetement. 

15 
14.  Systeme  de  commande  de  securite  selon  la 

revendication  13,  dans  lequel  chacun  des  pa- 
tins  mailles  (146)  est  relie  a  I'un  respectif  des 
gants  conducteurs  (31)  au  moyen  d'un 

20  conducteur  electrique  (149)  qui  suit  la  manche 
respective  du  vetement  et  se  termine  par  un 
connecteur  (155),  dans  la  region  du  poignet  du 
vetement. 

25  15.  Systeme  de  commande  de  securite  selon  la 
revendication  14,  caracterise  en  ce  que  chacun 
des  gants  conducteurs  (31)  comporte  un 
connecteur  (153)  susceptible  d'etre  reuni  de 
fagon  amovible  au  connecteur  (151)  dans  le 

30  vetement  pour  relier  electriquement  les  patins 
mailles  aux  gants  conducteurs. 

10.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  par  le  fait  que  les 
gants  conducteurs  (31)  comprennent  des  fils 
en  acier  inoxydable  exposes  exterieurement  au 
contact  direct  de  I'organe  metallique  rotatif  et 
exposes  interieurement  au  contact  direct  avec 
la  main  de  I'operateur  de  fagon  a  constituer  un 
contact  electrique  continu  entre  ledit  organe 
metallique  et  lesdits  moyens  commutateurs  de 
securite,  apres  mise  en  contact  d'au  moins  I'un 
des  gants  conducteurs  avec  ledit  organe  me- 
tallique. 

11.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  en  ce  qu'il  com- 
prend  des  moyens  (166)  formant  plate-forme 
dielectrique  pour  supporter  I'operateur  et  pour 
isoler  electriquement  ledit  operateur  de  I'appa- 
reillage  entraTne  par  le  moteur  et  d'autres  ele- 
ments  mis  electriquement  a  la  masse. 

12.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  caracterise  en  ce  qu'il  com- 
prend  des  seconds  moyens  d'electrode  (142, 
143)  exposes  exterieurement  sur  un  vetement 
(145)  susceptible  d'etre  porte  par  I'operateur 

16.  Systeme  de  commande  de  securite  selon  la 
revendication  14,  dans  lequel  les  patins  mailles 

35  et  les  conducteurs  electriques  sont  fixes  de 
fagon  amovible  au  vetement. 

17.  Systeme  de  commande  de  securite  defini  dans 
la  revendication  16,  caracterise  par  le  fait  que 

40  les  patins  mailles  et  les  conducteurs  electri- 
ques  sont  fixes  de  fagon  amovible  au  vetement 
au  moyen  de  tissus  (155,  156)  comportant  des 
crochets  et  poils. 

45  18.  Systeme  de  commande  de  securite  selon  la 
revendication  12,  caracterise  par  le  fait  que  les 
premiers  moyens  d'electrode  sont  constitues 
par  une  paire  de  bras  (125,  126),  conducteurs 
electriques,  montes  pivotants  sur  I'appareillage 

50  entraTne  par  un  moteur. 

19.  Systeme  de  commande  de  securite  selon  la 
revendication  18,  caracterise  par  le  fait  que  les 
patins  mailles  sont  disposes  a  I'interieur  du 

55  vetement  et  sont  exposes  a  I'exterieur  au 
moyen  d'une  pluralite  de  boutons  conducteurs 
(147)  relies  aux  patins  et  faisant  saillie  a  tra- 
vers  le  vetement. 

15 
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20.  Systeme  de  commande  de  securite  selon  la 
revendication  18,  caracterise  par  le  fait  qu'une 
plaque  de  contact  metallique  courbe  (140,  141) 
est  montee  sur  une  extremite  en  prolongement 
de  chacun  des  bras  conducteurs  (125,  126)  5 
pour  venir  s'engager  avec  les  patins  mailles  du 
vetement  de  I'operateur. 

21.  Systeme  de  commande  de  securite  selon  la 
revendication  20,  caracterise  par  le  fait  que  10 
des  extremites  montees  pivotantes  des  bras 
conducteurs  (125,  126)  sont  reliees  a  une  liai- 
son  assurant  le  deplacement  desdits  bras  a 
I'unisson. 

75 
22.  Systeme  de  commande  de  securite  selon  la 

revendication  18,  caracterise  par  le  fait  que  les 
bras  conducteurs  (125,  126)  sont  montes  pivo- 
tants  sur  des  poteaux  formant  pivots  dielectri- 
ques,  isolant  electriquement  lesdits  bras  de  20 
I'appareillage  entraTne  par  le  moteur. 

23.  Systeme  de  commande  de  securite  selon  la 
revendication  12,  caracterise  par  le  fait  que  les 
moyens  de  commande  comprennent  un  circuit  25 
de  temporisation  (49)  pour  maintenir  le  moteur 
electrique  alimente  pendant  une  periode  de 
temps  predetermine  apres  que  les  premier  et 
second  moyens  d'electrode  ont  ete  mis  hors 
de  contact  I'un  par  rapport  a  I'autre.  30 

des  moyens  de  commande  comportant  un  em- 
brayage  pour  relier  le  cable  d'entraTnement 
souple  a  un  arbre  de  sortie  du  moteur  electri- 
que  ;  caracterise  en  que  les  moyens  commuta- 
teurs  de  securite  (45)  sont  relies  electrique- 
ment  aux  gants  conducteurs  (31)  et  a  la  lame 
de  decoupage  pour  debrayer  I'embrayage  afin 
d'arreter  la  rotation  de  la  lame  de  decoupe  par 
le  cable  d'entraTnement  si  au  moins  I'un  des 
gants  conducteurs  de  I'operateur  vient  au 
contact  de  la  lame  de  decoupe  de  I'outil  a 
main. 

27.  Systeme  de  commande  de  securite  selon  la 
revendication  1,  pour  un  appareillage  entraTne 
par  un  moteur  du  type  comportant  un  organe 
metallique  tournant  et  un  moteur  electrique 
pour  entraTner  I'organe  metallique  en  rotation  ; 
ledit  systeme  etant  caracterise  en  ce  qu'il 
comprend  des  moyens  de  commande  pour 
relier  fonctionnellement  le  moteur  a  I'organe 
metallique  pour  faire  tourner  ledit  organe  ;  les- 
dits  moyens  de  commande  comprenant  des 
moyens  commutateurs  de  securite  (45)  relies 
electriquement  aux  gants  conducteurs  (31)  ; 
des  moyens  conducteurs  electriques  etant  pre- 
vus  sur  un  vetement  susceptible  d'etre  porte 
par  un  operateur  pour  assurer  la  liaison  electri- 
que  amovible  entre  les  gants  conducteurs  et 
les  moyens  commutateurs  de  securite. 

24.  Systeme  de  commande  de  securite  selon  la 
revendication  12,  caracterise  par  le  fait  que  les 
moyens  de  controle  comprennent  des  moyens 
(52,  53)  pour  empecher  le  moteur  electrique  35 
d'etre  alimente  tant  que  les  premieres  (125, 
126)  et  secondes  (142,  143)  electrodes  ne  sont 
pas  au  contact  I'une  avec  I'autre  et  que  les 
gants  conducteurs  (31)  ne  sont  pas  portes  par 
I'operateur.  40 

25.  Systeme  de  commande  de  securite  selon  la 
revendication  12,  comprenant  des  moyens  for- 
mant  plate-forme  dielectrique  (160)  pour  sup- 
porter  I'operateur  et  pour  isoler  electriquement 
ledit  operateur  de  I'appareillage  entraTne  par  le 
moteur,  et  d'autres  elements  electriquement 
mis  a  la  masse. 

45 

26.  Systeme  de  commande  de  securite  selon  la  50 
revendication  1,  dans  lequel  I'appareillage  en- 
traTne  par  un  moteur  est  constitue  par  un  cou- 
teau  entraTne  electriquement,  du  type  compor- 
tant  un  outil  a  main  avec  une  lame  a  decouper 
rotative  annulaire  entraTnee  par  un  cable  d'en-  55 
traTnement  souple  qui  est  entraTne  par  un  mo- 
teur  electrique  dispose  a  une  distance  eloi- 
gned  de  I'outil  a  main,  du  type  comprenant 
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