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@)  Display  system. 

@  A  display  system  comprises  a  set  of  substan- 
tially  identical,  individually  actuable  display  ele- 
ments  (4)  arranged  side  by  side.  Control  means 
(44)  selectively  and  simultaneously  actuate  a 
block  of  adjacent  display  elements,  and  simu- 
late  movement  of  the  block  by  actuating  the 
next  (leading)  display  element  (22)  in  the  direc- 
tion  of  movement  and  deactuating  the  trailing 
element  (23)  while  maintaining  actuation  of  dis- 
play  element(s)  between  the  leading  and  trailing 
display  element.  The  display  elements  are  typi- 
cally  defined  by  an  LCD. 
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The  invention  relates  to  a  display  system  such  as 
a  liquid  crystal  display  (LCD)  system. 

A  typical  display  system  is  of  the  kind  having  a 
number  of  selectively  actuable  display  elements 
which  can  be  actuated  individually  to  generate  a  num- 
ber  of  different  display  patterns.  Such  systems  are 
hereinafter  referred  to  as  of  the  kind  described. 

In  some  display  systems,  it  is  necessary  to  sim- 
ulate  movement  and  this  is  usually  achieved  by  pro- 
viding  a  number  of  display  elements  and  actuating 
them  in  sequence  such  that  as  a  display  element  is 
actuated  the  preceding  one  is  deactuated  giving  the 
appearance  of  movement.  Such  techniques  are  often 
used  with  displays  on  meters  and  the  like  but  where, 
in  a  mechanical  equivalent,  the  movement  would  be 
continuous  (for  example  due  to  a  continuous  change 
in  a  sensed  parameter),  conventional  displays  pres- 
ent  a  discontinuous  movement  which  is  often  unde- 
sirable. 

An  alternative  method  of  producing  a  moving  dis- 
play  is  shown  in  GB  1331940.  Liquid  crystal  is  dis- 
posed  between  sheet  electrodes,  with  the  area  of  the 
overlap  of  the  electrodes  defining  a  single  display 
element.  The  sheet  resistance  of  at  least  one  of  the 
electrodes  is  arranged  to  vary  across  the  display  ele- 
ment.  This  causes  a  variation  in  the  potential  differ- 
ence  between  the  two  electrodes  across  the  area  of 
the  display  element,  and  as  a  result  only  discrete  sec- 
tors  within  the  display  element  are  actuated.  By  vary- 
ing  the  voltage  of  the  electrodes,  the  actuated  sector 
can  be  continuously  moved  across  the  display  ele- 
ment. 

In  accordance  with  the  present  invention,  a  dis- 
play  system  comprises  a  set  of  substantially  identical, 
individually  actuable  display  elements  arranged  side 
by  side;  and  control  means  for  selectively  and  simul- 
taneously  actuating  a  block  of  adjacent  display  ele- 
ments,  and  for  simulating  movement  of  the  block  by 
actuating  the  next  (leading)  display  element  in  the  di- 
rection  of  movement  and  deactuating  the  trailing  ele- 
ment  while  maintaining  actuation  of  display  ele- 
ments)  between  the  leading  and  trailing  display  ele- 
ments. 

Due  to  the  invention,  a  much  smoother  move- 
ment  of  the  block  will  be  achieved  since  at  each  ac- 
tuation/deactuation  step  a  number  of  the  display  ele- 
ments  will  remain  actuated. 

Preferably,  the  display  elements  are  arranged 
close  together  in  contrast  to  known  systems  in  which 
the  display  elements  are  often  substantially  spaced 
apart.  Atypical  separation  between  adjacent  display 
elements  is  of  the  order  of  0.1  mm  or  less. 

Preferably,  the  display  elements  are  elongate,  for 
example  rectangular,  so  that  the  block  of  display  ele- 
ments  actuated  at  any  instant  will  have  the  appear- 
ance  of  a  pointer.  This  appearance  can  be  enhanced 
if  the  control  means  deactuates  at  least  one  central 
display  element  of  each  block.  Preferably,  therefore, 

each  block  comprises  an  odd  number  of  display  ele- 
ments,  for  example  5  or  7. 

The  display  elements  may  be  arranged  in  a 
straight  line  or  in  a  curve,  for  example  partially  or 

5  completely  in  a  circle. 
In  some  applications,  indicia  are  provided  adja- 

cent  the  display  elements  which,  in  use,  are  indicated 
by  the  actuated  block.  For  example,  such  indicia 
could  comprise  time  indicia  in  the  case  of  a  clock  or 

10  othertime  piece,  orvalues  of  a  parameter  which  is  be- 
ing  sensed. 

As  before,  the  display  elements  may  be  constitut- 
ed  by  any  suitable  known  elements  including  light 
emitting  diodes  and  liquid  crystal  displays. 

15  Another  problem  which  can  arise  in  some  circum- 
stances  in  connection  with  display  systems  is  where 
it  is  required  that  the  display  system  has  a  very  large 
number  of  individually  actuable  display  elements. 
Each  element  needs  to  have  its  own  actuating  wire 

20  and  the  wires  must  be  connected  from  the  element  to 
drive  circuitry.  This  makes  it  very  difficult  to  pack  a 
large  number  of  display  elements  into  a  small  area. 

In  a  preferable  embodiment  of  the  present  inven- 
tion,  the  display  system  further  comprises  a  first  dis- 

25  play  member  having  a  set  of  individually  actuable  dis- 
play  elements;  and  a  second  display  member  having 
a  set  of  individually  actuable  display  elements,  the 
first  member  overlying  the  second  member  with  the 
elements  of  the  second  member  being  laterally  offset 

30  from  the  display  elements  of  the  first  member  and  be- 
ing  visible  through  the  first  member. 

In  this  case,  a  large  number  of  individually  actu- 
able  display  elements  can  be  provided  in  a  relatively 
small  area  by  providing  two  display  members  one 

35  above  the  other  with  their  respective  display  ele- 
ments  offset  laterally. 

For  example,  the  display  elements  of  the  first 
member  may  be  positioned  in  a  peripheral  region  of 
the  first  display  member,  and  the  display  elements  of 

40  the  second  member  may  be  positioned  in  a  central  re- 
gion  of  the  second  display  member. 

This  embodiment  is  particularly  suitable  where 
each  display  member  comprises  a  liquid  crystal  dis- 
play  having  a  pair  of  parallel  polarisers  on  either  side 

45  of  liquid  crystal  material,  there  being  no  polarisers  in 
the  region  of  the  first  display  member  overlying  the 
display  elements  of  the  second  display  member. 

This  embodiment  of  the  invention  is  particularly 
suitable  where  a  display  according  to  the  invention 

so  has  display  elements  arranged  in  a  circle.  The  display 
elements  can  be  positioned  close  together  while  a 
second  member  can  provide  display  elements  in  a 
central  region  of  the  first  member  without  the  need  for 
wires  from  the  display  elements  in  the  central  region 

55  having  to  be  taken  between  adjacent  display  ele- 
ments  of  the  first  member. 

Some  examples  of  liquid  crystal  displays  accord- 
ing  to  the  invention  will  now  be  described  and  con- 
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trasted  with  known  examples  with  reference  to  the  ac- 
companying  drawings,  in  which:- 

Figure  1  illustrates  a  conventional  moving  pointer 
display; 
Figure  2  illustrates  part  of  a  moving  pointer  dis- 
play  according  to  an  example  of  the  invention; 
Figure  3  is  a  schematic,  exploded  cross-section 
through  part  of  the  display  system  shown  in  Fig- 
ure  2; 
Figure  4  illustrates  the  electrodes  and  connec- 
tors  for  part  of  the  analogue  display  of  the  Figure 
2  example; 
Figure  5  illustrates  a  display  according  to  the  in- 
vention; 
Figures  6Aand  6B  illustrate  displays  produced  by 
conventional  apparatus; 
Figures  7Aand  7B  illustrate  digital  displays  gen- 
erated  by  the  display. 
Figure  1  illustrates  a  conventional  pointer  display 

having  a  number  of  LCD  display  elements  20  ar- 
ranged  in  a  circle.  Each  element  20  is  individually  ac- 
tuable  as  shown  at  20'  in  Figure  1.  To  provide  the  ef- 
fect  of  movement  successive  elements  20  are  ener- 
gised  with  the  previous  element  being  deenergised. 
However,  due  to  the  relatively  small  number  of  ele- 
ments  and  the  way  in  which  they  are  actuated  and 
deactuated,  this  can  produce  a  rather  undesirable 
stepped  movement  effect. 

Figure  2  illustrates  part  of  a  display  according  to 
the  invention.  In  this  example,  a  set  of  elongate, 
closely  packed  display  elements  21  are  provided  ex- 
tending  fully  around  a  circle  (not  shown).  Typically, 
the  set  of  five  actuated  display  elements  21  in  Figure 
4  will  correspond  in  size  to  a  single  element  20  in  Fig- 
ure  1.  In  use,  the  pointer  defined  by  the  actuated  ele- 
ments  21  can  be  moved  clockwise,  as  seen  in  Figure 
2,  by  actuating  the  next  element  21  in  the  sequence 
(indicated  at  22)  and  deactuating  the  trailing  segment 
(indicated  at  23).  It  will  be  noted  that  the  four  ele- 
ments  between  the  element  22  and  the  element  23  re- 
main  actuated  during  this  process.  The  result  gives 
the  appearance  of  a  smoothly  moving  pointer  in  con- 
trast  to  the  stepped  movement  of  Figure  1  .  The  ap- 
pearance  of  the  pointer  can  be  increased  still  further 
by  deactuating  the  central  element  giving  a  central 
marker  to  replace  the  conventional  point.  In  the  case 
of  Figure  2,  this  would  be  the  element  indicated  at  24. 

Typically,  the  display  shown  in  Figure  2  will  be 
surrounded  by  a  scale,  part  of  which  is  shown  at  25. 
Preferably,  the  fixed  indicia  are  defined  by  the  rear 
polariser,  or  are  provided  between  the  liquid  crystal 
material  and  the  rear  polariser,  as  described  in  our  co- 
pending  European  patent  application  of  even  date  en- 
titled  "Improvements  Relating  to  Liquid  Crystal  Dis- 
plays"  (Agent's  reference  30/3975/02). 

Figure  3  illustrates  a  preferred  example  of  a  dis- 
play  system  according  to  the  invention  which,  in  this 
case,  comprises  a  pair  of  liquid  crystal  display  mem- 

bers  30,31.  Each  member  30,31  is  of  the  polarising 
type.  That  is,  each  comprises  a  pair  of  glass  sheets, 
for  example  sheets  32,33  between  which  is  provided 
a  micron  thick  layer  of  a  liquid  crystal  material.  The 

5  facing  surfaces  of  the  glass  sheets  32,33  carry  con- 
ductive  electrodes  shaped  to  conform  to  the  display 
elements  and  wires  connecting  the  plates  to  remote 
drive  circuitry  (not  shown).  Typically,  the  electrodes 
and  wires  will  be  etched  onto  the  glass  plates  32,33 

10  using  a  conventional  photoresist  technique.  The 
member  30  has  on  its  upper  and  lower  surfaces  re- 
spective  annular  polarisers  34,35  which  polarise  light 
in  parallel  directions. 

Figure  4  is  a  plan  view  of  part  of  the  moving  dis- 
15  play,  showing  the  electrodes.  The  upper  sheet  32  has 

individual  segment  electrodes  40  (corresponding  to 
elements  21)  on  its  lower  surface.  The  electrodes  40 
are  connected  to  a  control  unit  44  by  wires  43.  The 
control  unit  44  addresses  the  required  electrodes  in 

20  responsetoan  inputsignalfromdetector45whichde- 
tects  a  parameter.  The  liquid  crystal  layer  between 
the  two  sheets  is  activated  by  applying  a  voltage  to 
one  or  more  of  the  electrodes  40.  With  no  voltage  ap- 
plied,  the  liquid  crystal  rotates  the  angle  of  polarisa- 

25  tion  of  the  light  by  90°,  resulting  in  a  black  display. 
When  a  segment  electrode  40  is  energised,  the  re- 
gion  of  liquid  crystal  between  the  selected  electrode 
and  common  electrode  has  a  potential  difference 
across  it  which  removes  the  optical  effect  of  the  liquid. 

30  This  allows  light  to  pass  through  the  display. 
The  lower  sheet  33  has  a  single  plane  common 

electrode  42.  The  polarisers  34,35  are  provided  in  a 
peripheral  region  36  of  the  member  30  while  a  central 
region  37  is  left  uncovered  so  that  the  member  31  is 

35  viewable  through  the  central  region  37. 
The  central  region  of  the  member  31  carries  par- 

allel  polarisers  38,39  but  is  otherwise  of  a  similar  con- 
struction  to  the  member  30. 

In  use,  the  two  members,  30,31  are  sandwiched 
40  together  and  coupled  to  respective  drive  circuits 

which  enable  the  display  elements  in  the  members 
30,31  to  be  actuated.  This  construction  is  also  descri- 
bed  in  our  copending  European  patent  application  of 
even  date  entitled  "Display  System",  (Agents  refer- 

45  ence  30/4252/02). 
An  example  of  an  application  of  the  Figure  3  con- 

struction  would  be  as  a  display  for  indicating  the  val- 
ues  of  two  different  parameters.  If,  for  example,  the 
display  elements  of  the  member  30  had  a  form  similar 

so  to  that  shown  in  Figure  2  then  a  scale  could  be  pro- 
vided  around  the  circumference  of  the  member  30 
which  is  pointed  to  by  suitably  actuating  blocks  of  dis- 
play  elements.  The  central  region  will  provide  a  dis- 
play  generated  by  the  member  31  showing  the  value 

55  of  some  other  parameter  either  in  digital  form  or  with 
an  additional  pointer  of  the  type  shown  in  Figure  2. 

An  example  of  this  embodiment  is  shown  in  Fig- 
ure  5,  which  illustrates  an  LCD  visual  indicator.  This 

3 
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has  an  outer  annulus  with  a  moving  pointer  51  ,  which 
points  at  fixed  indicia  52.  This  provides  a  simulated 
analogue  display.  Each  electrode  in  the  analogue  dis- 
play  is  connected  to  the  control  unit  44,  which  controls 
the  display  in  response  to  signals  from  detector  65. 
The  central  region  of  member  31  provides  a  digital 
display  with  variable  display  elements  53.  The  digital 
display  is  connected  to  a  control  unit  66,  which  acti- 
vates  the  display  in  response  to  a  detector  67  which 
may  detect  another  parameter.  Alternatively,  the  dig- 
ital  display  may  also  be  connected  to  the  detector  45. 

The  central  digital  display  could  be  implemented 
using  techniques  illustrated  in  Figure  6  or  7. 

Figure  6A  illustrates  the  bar  like  display  elements 
1-7  of  a  conventional  liquid  crystal  numeric  display. 
By  suitably  actuating  the  elements  1-7  it  is  possible 
to  provide  displays  of  all  the  numerals  from  zero  to 
nine.  A  problem  arises,  as  can  be  seen  in  Figure  6B, 
if  one  of  the  display  elements,  in  this  case  the  display 
element  7,  is  faulty.  In  this  case,  the  drive  electronics 
will  attempt  to  cause  the  LCD  display  to  display  the 
numeral  "8"  but  as  can  be  seen  in  Figure  6B  since  the 
display  element  7  will  not  actuate,  the  display  has  the 
appearance  of  the  value  "0". 

Figures  7A  and  7B  illustrate  the  solution  to  this 
problem.  As  can  be  seen  in  Figure  7A,  each  display 
element  11-17  is  formed  of  two  sub-elements,  for  ex- 
ample  sub-elements  17A,17B.  If  one  of  the  sub-ele- 
ments  fails,  for  example  the  sub-element  17B,  when 
the  drive  electronics  attempts  to  cause  the  display  of 
the  numeral  "8"  the  resultant  display  (Figure  7B)  will 
still  have  the  appearance  of  the  numeral  8  due  to  ac- 
tuation  of  the  display  element  17A. 

Claims 

1.  Adisplay  system  comprising  a  set  of  substantially 
identical,  individually  actuable  display  elements 
(21)  arranged  side  by  side;  and  control  means  for 
selectively  and  simultaneously  actuating  a  block 
of  adjacent  display  elements,  and  for  simulating 
movement  of  the  block  by  actuating  the  next  (22) 
(leading)  display  element  in  the  direction  of 
movement  and  deactuating  the  trailing  element 
(23)  while  maintaining  actuation  of  display  ele- 
ments)  between  the  leading  and  trailing  display 
element. 

2.  A  system  according  to  claim  1  ,  wherein  the  con- 
trol  means  deactuates  at  least  one  central  ele- 
ment  (24)  of  the  block. 

3.  A  system  according  toclaim  1  or  claim  2,  wherein 
each  block  comprises  an  odd  number  of  display 
elements,  for  example  5  or  7. 

4.  A  system  according  to  any  of  claims  1  to  3,  where- 

in  the  display  elements  are  arranged  partially  or 
completely  around  a  circular  arc. 

5.  Asystem  according  to  any  of  claims  1  to4,  further 
5  comprising  indicia  (25)  arranged  alongside  the 

display  elements,  the  indicia  defining  values  of  a 
parameter. 

6.  A  display  system  according  to  any  of  the  preced- 
10  ing  claims  wherein  the  set  of  substantially  identi- 

cal,  individually  actuable  display  elements  (21) 
are  provided  in  a  first  display  member,  the  system 
further  comprising  a  second  display  member  (31) 
having  a  set  of  individually  actuable  display  ele- 

15  ments  (53),  the  first  member  overlying  the  sec- 
ond  member  with  the  elements  of  the  second 
member  being  laterally  offset  from  the  display 
elements  of  the  first  member  and  being  visible 
through  the  first  member. 

20 
7.  A  system  according  to  any  of  the  preceding 

claims,  wherein  the  display  elements  are  defined 
by  a  liquid  crystal  display. 

25  8.  A  system  according  to  claim  7,  wherein  each  dis- 
play  member  comprises  two  transparent  layers 
(32,33)  separated  by  a  liquid  crystal  layer,  and 
each  transparent  layer  is  coated  with  a  polarising 
layer  (34,35). 
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