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Description

TECHNICAL FIELD

[0001] The present invention relates to a brake force control device for a vehicle applied to electric vehicles or the like
that obtains a force for assisting the pedal depression force according to an electric booster at a time of the braking
operation.

BACKGROUND ART

[0002] A conventional brake force control device for a vehicle is known that calculates the target braking force from
the master cylinder pressure and the pedal stroke and changes the contribution degree of the two target brake forces
according to at least either the master cylinder pressure or the pedal stroke (refer, for example, to Japanese Laid-open
Patent Publication No. HI 1-301434). In this brake force control, the contribution degree of the target deceleration rate
calculated from the pedal stroke is increased in the region where the brake target value is low. On the other hand, the
contribution degree of the target deceleration rate calculated from the master cylinder pressure is increased in the region
where the brake target value is high.
[0003] A brake force control device according to the preamble of independent claim 1 is known from European Patent
Application Publication No. 1 674 364 A1.
[0004] A well-known electric booster is applied to the brake operating mechanism of the conventional device described
above as an assistor, and the pedal depression force and the assist pushing force are converted into the master cylinder
pressure. In the case of this brake force control device provided with an electric booster, the contribution degree of the
target deceleration rate that is calculated based on the pedal stroke is set to be large in the region where the brake
target value is low. Consequently, there are the problems of not being able to achieve the intended deceleration rate
with respect to the braking operation carried out with the pedal depression force and giving a feeling of discomfort to
the driver during the braking operation at a time of a low brake target value, which is used often by the driver under
normal driving conditions.
[0005] Namely, the relationship between the piston stroke and the master cylinder pressure may take on a relationship
that varies from the design median value due to the variability. On the other hand, the electric booster is not inputting
the pedal depression force directly to the master cylinder piston, as is the case in a negative pressure booster, is inputting
the pedal depression force to the master cylinder piston from an input rod via the springs. Consequently, when the piston
stroke for generating the same target deceleration rate varies according to the variability, the pedal depression force
determined by the spring reactive force also varies. Therefore, when a control to generate the target deceleration rate
based on the pedal stroke is carried out in the region where the brake target value is low, the pedal depression force
for obtaining the same target deceleration rate varies according to the variability and gives a feeling of discomfort to the
driver during the braking operation due to the deceleration rate intended by the driver not being achieved even when,
for example, the braking operation with the same pedal depression force is carried out.
[0006] The present invention was conceived by focusing on the problems described above, and the object is to provide
a brake force control device for a vehicle capable of reducing the occurrence of the brake target value varying in the
braking operation with the same depression force at a time of a low brake target value which is often used by the driver
under normal driving conditions, and preventing a feeling of discomfort given to the driver during the braking operation.

MEANS OF ACHIEVING THE OBJECT

[0007] In order to achieve the object described above, the brake force control device for a vehicle in the present
invention comprises a brake pedal, an electric booster, a master cylinder, a pedal depression force detecting means, a
pedal stroke detecting means, a first brake target value calculating means, a second brake target value calculating
means, a contribution degree setting means, and a brake target value calculating means.
[0008] The brake pedal applies a pedal depression force from the driver at a time of the braking operation.
[0009] The electric booster assists the pedal depression force with the pushing force of an electric actuator.
[0010] The master cylinder inputs the pedal depression force to the master cylinder piston from the input rod via the
springs, which applies an assist pushing force to the pedal depression force according to the electric booster, and
generates a master cylinder pressure that is fed to the wheel cylinder for each wheel.
[0011] The pedal depression force detecting means detects the pedal depression force applied to the brake pedal.
[0012] The pedal stroke detecting means detects the pedal stroke of the brake pedal.
[0013] The first brake target value calculating means calculates the first brake target value based on the pedal de-
pression force.
[0014] The second brake target value calculating means calculates the second brake target value based on the pedal
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stroke.
[0015] Based on the pedal depression force and/or the pedal stroke, the contribution degree setting means sets the
contribution degree of the first brake target value to be greater than the contribution degree of the second brake target
value when the brake target value is estimated to be low. The brake target value calculating means calculates the first
brake target value portion and the second brake target value portion according to the contribution degree set by the
contribution degree setting means and obtains the final brake target value by adding the first brake target value portion
and the second brake target value portion.

EFFECT OF THE INVENTION

[0016] Accordingly, at the time of the braking operation, the contribution degree setting means sets the contribution
degree of the first brake target value based on the pedal depression force to be greater than the contribution degree of
the second brake target value based on the pedal stroke when the brake target value is estimated to be low. Then, the
first brake target value portion and the second brake target value portion are calculated according to the contribution
degree that was set, and the final brake target value is obtained by adding the first brake target value portion and the
second brake target value portion in the brake target value calculating means.
[0017] Namely, the final brake target value is calculated according to a contribution degree biased to the pedal de-
pression force at the time the brake target value is low; therefore, the brake target value varying with respect to the
braking operation with the same pedal depression force is decreased, as in the case where the final brake target value
is calculated according to a contribution degree biased to the pedal stroke.
[0018] As a result, the brake target value varying with respect to the braking operation with the same pedal depression
force can be reduced at the time of a low brake target value, which is often used by the driver during normal driving
conditions, and the feeling of discomfort given to the driver during the braking operation can be prevented.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019]

FIG. 1 is an overall system configuration illustrating the overall configuration of the brake force control device for a
vehicle in the first embodiment.

FIG.2 is a control block diagram illustrating the brake controller in the brake force control device for a vehicle in the
first embodiment.

FIG.3 is a characteristic diagram illustrating that the relationship of the master cylinder pressure with respect to the
piston stroke is variable in a brake device for a vehicle.

FIG.4 is a characteristic diagram illustrating the relationship of the target brake force with respect to the pedal
depression force in the case where the relationship of the master cylinder pressure with respect to the piston stroke
is variable.

FIG.5 is a characteristic diagram illustrating the relationship of the pedal depression force with respect to the pedal
stroke in the case where the relationship of the master cylinder pressure with respect to the piston stroke is variable.

FIG.6 is a time chart illustrating the characteristics of the pedal depression force at the time of the braking operation,
the pedal stroke, the target braking force based on the pedal depression force, the target brake force based on the
pedal stroke, the contribution degree, and the target brake force in an electric vehicle mounted with the brake force
control device for a vehicle in the first embodiment.

FIG.7 is a flow chart illustrating the configuration and the flow of the brake force control processing carried out in
the brake controller of the brake force control device for a vehicle in the second embodiment.

FIG.8 is a contribution degree characteristic diagram illustrating the first contribution degree characteristic and the
second contribution degree characteristic that are based on the depression force in the brake force control processing
in the brake force control device for a vehicle in the second embodiment.

FIG.9 is a master cylinder pressure response characteristic diagram illustrating the time change in the target value
and the response value of the master cylinder pressure in the brake force control device for a vehicle in the second
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embodiment.

FIG.10 is a characteristic diagram illustrating a different relationship of the depression force with respect to the pedal
stroke in the case where the brake operating speed is varied in the brake force control device for a vehicle in the
second embodiment.

FIG.11 is a characteristic diagram illustrating the different relationships of the target braking force with respect to
the pedal stroke when the relationship is based on the pedal stroke, when the relationship is based on the depression
force, when the contribution degree is biased to the stroke at a time of a quick depression, and when the contribution
degree is not changed at a time of a quick depression.

FIG.12 is a control block diagram illustrating the configuration of the main section of the brake controller in an
example where the brake target is the piston position instead of the target braking force.

BEST MODES FOR WORKING THE INVENTION

[0020] Below, the best modes for realizing the brake force control device for a vehicle in the present invention will be
explained based on the first embodiment and the second embodiment.

First embodiment

[0021] First, the configuration of the first embodiment will be explained.
[0022] FIG.1 is an overall system configuration illustrating the overall configuration of the brake force control device
for a vehicle in the first embodiment. Below, the overall configuration will be explained based on FIG. 1. The brake force
control device for a vehicle in the first embodiment and the second embodiment is applied to an electric vehicle such as
an electric car, a hybrid car, or the like.
[0023] The brake force control device for a vehicle in the first embodiment comprises a brake pedal 1, an electric
booster 2, a master cylinder 3, a hydraulic brake actuator 4, the wheel cylinders 5 FL, 5 FR, 5 RL and 5 RR, a brake
controller 6, and a motor driving circuit 7 as illustrated in FIG.1.
[0024] At the time of the braking operation, the driver applies a pedal depression force to the brake pedal 1. The top
end section of this brake pedal 1 is rotatably supported to the car body, and the middle section of the brake pedal 1 is
coupled to the input rod 9 via a clevis pin 8.
[0025] The electric booster 2 assists the pedal depression force with the pushing force of the electric motor 10 (the
electric actuator). This electric booster 2 converts the motor torque by means of the electric motor 10 into an assist
pushing force with a bolt screw or the like and causes the assist pushing force to act on the primary piston 11 (the master
cylinder piston). The electric booster 2 is fixed to the dash panel 12 along with the master cylinder 3.
[0026] The master cylinder 3 applies an assist pushing force by means of the electric motor 10 to the pedal depression
force and generates a master cylinder pressure (a primary pressure and a secondary pressure) that is guided to the
wheel cylinders 5 FL, 5 FR, 5 RL and 5 RR provided to each wheel. This master cylinder 3 has a primary piston 11 that
inputs the pedal depression force applied to the input rod 9 via a pair of springs 13 and 13 and a secondary piston 14
integrally coupled to the primary piston 11. Then, the primary pressure created according to the piston stroke of the
primary piston 11 is guided to the hydraulic brake actuator 4 via a primary pressure tube 15. The secondary pressure
created according to the piston stroke of the secondary piston 14 is guided to the hydraulic brake actuator 4 via a
secondary pressure tube 16.
[0027] The hydraulic brake actuator 4 guides the master cylinder pressure that was guided via the primary pressure
tube 15 and the secondary pressure tube 16 at the time of a normal braking operation to the wheel cylinders 5 FL, 5
FR, 5 RL and 5 RR. When an ABS control accompanies the braking operation, the oil pressure wherein the master
cylinder pressure had been reduced/maintained/ intensified is guided to the wheel cylinders 5 FL, 5 FR, 5 RL and 5 RR.
Also, when a VDC control or a TCS control does not accompany the braking operation, a control oil pressure based on
the pump pressure by means of an electric pump is guided to the wheel cylinder that requires a control force from among
the wheel cylinders 5 FL, 5 FR, 5 RL and 5 RR.
[0028] The wheel cylinders 5 FL, 5 FR, 5 RL and 5 RR are provided at the position of the brake device of each wheel
and provide a control force to each wheel according to the wheel cylinder pressure that is guided via the wheel cylinder
pressure tubes 17 FL, 17 FR, 17 RL and 17 RR.
[0029] The brake controller 6 determines the target braking force based on the pedal depression force and the pedal
stroke at the time of the braking operation and outputs a motor drive signal to the motor driving circuit 7 so that an assist
pushing force that achieves the target braking force is obtained. This brake controller 6 is input with the detection
information from a pedal stroke sensor 18 (a pedal stroke detecting means) that detects the brake pedal stroke, a master
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cylinder pressure sensor 19, a motor resolver 20, and another kind of sensor switch 21.
[0030] The motor driving circuit 7 converts the power supply current (the power supply voltage) of a battery 22 into
the drive current (the drive voltage) to be supplied to the electric motor 10 according to the motor drive signals from the
brake controller 6.
[0031] FIG.2 is a control block diagram illustrating the configuration of the main section of the brake controller 6 in the
brake force control device for a vehicle in the first embodiment. Below, the configuration of the main section will be
explained based on FIG.2.
[0032] The brake controller 6 comprises a pedal depression force calculator 60 (a pedal depression force detecting
means), a first target braking force calculator 61 (a first target braking force calculating means), a second target braking
force calculator 62 (a second target braking force calculating means), a contribution degree setting section 63 (a con-
tribution degree setting means), a first target braking force contribution degree calculator 64, a first target braking force
portion calculator 65, a second target braking force portion calculator 66, and a target braking force calculator 67 (a
brake target value calculating means) as illustrated in FIG.2.
[0033] The pedal depression force calculator 60 calculates the pedal depression force applied to the brake pedal 1
by using the equation below: 

 with the input from the rod input (Fi) as the pedal depression force.
[0034] Here, the spring constant (K), according to the input rod area (Ai) of the input rod 9 and the pair of springs 13
and 13, is a known fixed value. The master cylinder pressure (Pb) is obtained from the master cylinder pressure sensor
19. As for the relative displacement (ΔX), the position information of the input rod is obtained from the pedal stroke
sensor 18, and the position information of the master cylinder piston is estimated from the motor rotating position obtained
from the motor resolver 20. The difference between the position of the input rod and the position of the master cylinder
is considered to be the relative displacement (ΔX).
[0035] The first target braking force 61 inputs the pedal depression force from the pedal depression force calculator
60 and calculates the first target braking force portion based on the pedal depression force by using the proportional
relationship characteristics of the target braking force with respect to the pedal depression force as disclosed within the
frame.
[0036] The second target braking force calculator 62 inputs the pedal stroke from the pedal stroke sensor 18 and
calculates the second target braking force portion based on the pedal stroke by using the curve characteristics of the
target braking force portion with respect to the pedal stroke as disclosed within the frame.
[0037] The contribution degree setting section 63 inputs the pedal depression force from the pedal depression force
calculator 60 and sets the contribution degree β (=gain) of the second target braking force based on the pedal stroke
on the basis of the pedal depression force (the brake target value) by using the contribution degree characteristics with
respect to the pedal depression force as disclosed within the frame. The contribution degree characteristic sets the
contribution degree β at a fixed small value in the low brake target region wherein the pedal depression force F is 0 to
F1. In the high brake target region wherein the pedal depression force F is F2 ∼, the contribution degree β is set at a
fixed large value. In the middle brake target region wherein the pedal depression force F is F1 to F2, the contribution
degree β is set at a value that is gradually changed from a fixed small value to a fixed large value.
[0038] The first target braking force contribution degree calculator 64 calculates the contribution degree of the first
target braking force based on the pedal depression force according to equation (1-β). Namely, in the low brake target
region, the contribution degree of the first target braking force based on the pedal depression force is set to be greater
than the contribution degree of the second target braking force based on the pedal stroke.
[0039] The first target braking force portion calculator 65 calculates the first target braking force portion based on the
pedal depression force by multiplying the first target braking force based on the pedal depression force obtained from
the first target braking force calculator 61 and the contribution degree (1-β) of the first target braking force based on the
pedal depression force obtained from the first target braking force contribution degree calculator 64.
[0040] The second target braking force portion calculator 66 calculates the second target braking force portion, based
on the pedal stroke by multiplying the second target braking force based on the pedal stroke obtained from the second
target braking force calculator 62, and the contribution degree β of the second target braking force, based on the pedal
stroke obtained from the contribution degree setting section 63.
[0041] The target braking force calculator 67 calculates the final target braking force by adding the first target braking
force portion, based on the pedal depression force obtained from the first target braking force portion calculator 65, and
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the second target braking force portion, based on the pedal stroke obtained from the second target braking force portion
calculator 66.
[0042] Next, the operation will be explained.
[0043] First, the "problems of braking force control in the comparative examples" will be explained. Next, the operations
in the brake force control device for a vehicle in the first embodiment will be explained by separating the explanation
into a discussion on "the target braking force arithmetic operation" and a discussion on "the braking force control oper-
ation."

[Problems of braking force control in the comparative examples]

[0044] The technology disclosed in the Japanese Laid-Open Patent Publication No. H11-301434 will be considered
as Comparative Example 1, and the technology disclosed in the Japanese Laid-Open Patent Publication No. 2007-112426
will be considered as Comparative Example 2.
[0045] Comparative Example 1 calculates the target braking force from the master cylinder pressure and the pedal
stroke, which are the inputs of the driver, and changes the contribution degree of two target braking forces according to
at least either the master cylinder pressure or the pedal stroke. In the region where the target braking force is low, the
contribution degree of the target deceleration rate calculated from the pedal stroke is set to be large. On the other hand,
in the region where the target braking force is high, the contribution degree of the target deceleration rate calculated
from the master cylinder pressure is set to be large.
[0046] Comparative Example 2 is a brake operation mechanism that employs an electric booster as the assistor,
propels the master cylinder piston forward according to the electric booster, and generates a master cylinder pressure.
This electric booster is configured to input the pedal depression force to the master cylinder piston from the input rod
via the springs and inputs the assist pushing force to the master cylinder piston. Incidentally, the negative pressure
booster known as an assistor is configured to directly input the pedal depression force and the assist pushing force to
the master cylinder piston from the input rod.
[0047] First, the relationship between the amount of movement (the piston stroke) and the master cylinder pressure
of the master cylinder piston may takes on a relationship that varies from the design median value due to the presence
of variability in the components, the presence of an air mixture, the presence of a knock back of the brake caliper, or
the like as illustrated in FIG.3. Namely, "variability A" wherein the master cylinder pressure with respect to the piston
stroke is made higher than the design median value and "variability B" wherein the master cylinder pressure with respect
to the piston stroke is made lower than the design median value are generated. Consequently, varying the piston stroke
is necessary in order to generate the same master cylinder pressure as illustrated with variability range C in FIG.3.
[0048] Therefore, in a case where Comparative Example 1 is applied to Comparative Example 2, the target braking
force based on the pedal stroke is mainly generated in the region where the target braking force is low. As a result, the
desired master cylinder pressure can be obtained by making the piston stroke short at a time of "variability A" and making
the piston stroke long at a time of "variability B."
[0049] However, the electric booster in Comparative Example 2 is configured to input the pedal depression force into
the master cylinder piston from the input rod via the springs. Therefore, the following relationship exists 

[0050] Incidentally, the equation for obtaining the input from the rod input is a conversion of the pressure equilibrium
equation (1) in the gazette of Comparative Example 2. In this equation, "input from the input rod (Fi)" corresponds to
the pedal depression force of the driver. "Master cylinder pressure (Pb) x input rod area (Ai)" corresponds to the hydraulic
reactive force. "Spring constant (K) x the relative displacement (ΔX)" corresponds to the spring reactive force.
[0051] Therefore, when Comparative Example 1 is applied to Comparative Example 2 and the target braking force
based on the pedal stroke is generated, the relationship of the pedal depression force with respect to the target braking
force may vary among the cases of "median value," the case of "variability A," and the case of "variability B."
[0052] For example, at the time of "variability A," the number of strokes the piston makes for outputting the same
master cylinder pressure (the target braking force) is small; hence, the spring reaction force increases, and the input
from the input rod (the pedal depression force) is increased by the amount of increase in the spring reaction force as
illustrated in FIG.3. Namely, at the time of "variability A," the pedal depression force for outputting the same target braking
force is made greater than at the time of the "median value" as illustrated with D in FIG.4. On the other hand, at the time
of "variability B," the number of strokes the piston makes for outputting the same master cylinder pressure (the target
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braking force) is large; hence, the input from the input rod (the pedal depression force) is decreased by the amount of
decrease in the spring reaction force as illustrated in FIG.3. Namely, at the time of "variability B," the pedal depression
force for outputting the same target braking force is decreased more than at the time of the "median value" as illustrated
with E in FIG.4.
[0053] Specifically, in the case of an electric booster, the relative displacement (ΔX) of the input rod and the master
cylinder piston varies when the piston stroke varies. Therefore, the pedal stroke for outputting the same pedal depression
force varies as illustrated with variability range F in FIG.5.
[0054] As a result, when a control is carried out to generate the target braking force based on the pedal stroke, the
relationship between the pedal depression force applied by the driver and the master cylinder pressure, in other words,
the relationship between the pedal depression force applied by the driver and the target braking force varies according
to the variability (FIG.4). Consequently, even if, for example, a braking operation is carried out with the same pedal
depression force, the deceleration rate intended by the driver is not obtained, and a feeling of discomfort is given to the
driver during the braking operation.

[Target braking force arithmetic operation]

[0055] First of all, in the contribution degree setting part 63, the pedal depression force is input from the pedal depression
force calculator 60, and the contribution degree β (=gain) of the second target braking force based on the pedal stroke
is set on the basis of the pedal depression force by employing the contribution degree characteristic with respect to the
pedal depression force as disclosed within the frame.
[0056] A fixed value of small contribution degree β is set in the low brake target region wherein the pedal depression
force F is 0 to F1. Then, the contribution degree (1-β) of the first target braking force based on the pedal depression
force is calculated in the first target braking force contribution ratio calculator 64, and the first brake target value portion
is calculated in the first target braking force portion calculator 65 by multiplying (1-β) and the first target braking force
based on the pedal depression force. On the other hand, the second brake target value portion is calculated in the
second target braking force portion calculator 66 by multiplying the contribution degree β of the second target braking
force based on the pedal stroke and the second target braking force based on the pedal stroke. Then, the final target
braking force is calculated in the target braking force calculator 67 by adding the first target braking force portion and
the second target braking force portion. Therefore, the final target braking force in the low brake target region is such
that the contribution degree (1-β) of the first target braking force based on the pedal depression force is a greater value
than the contribution degree β of the second target braking force based on the pedal stroke.
[0057] In the middle brake target region wherein the pedal depression force F is F1 to F2, the contribution degree β
is set at a value that gradually changes from a small fixed value to a large fixed value. Therefore, the final target braking
force in the middle brake target region is such that the contribution degree (1-β) of the first target braking force based
on the pedal depression force gradually changes from a large value to a small value. On the contrary, the contribution
degree β of the second target braking force based on the pedal stroke gradually changes from a small value to a large value.
[0058] In the high brake target region wherein the pedal depression force F is F2 ∼, the contribution degree β is set
at a large fixed value. Therefore, the final target braking force in the high brake target region is such that the contribution
degree β of the second target braking force based on the pedal stroke is a value greater than the contribution degree
(1-β) of the first target braking force based on the pedal depression force.
[0059] Namely, in the first embodiment, a configuration is employed wherein the contribution degree of the first target
braking force based on the pedal depression force is set to be greater than the contribution degree of the second target
braking force based on the pedal stroke at the time of the braking operation. Therefore, the target braking force varying
with respect to a braking operation with the same pedal depression force, as in the case of calculating the final target
braking force according to a contribution degree biased to the pedal stroke, is decreased by the final target braking force
being calculated according to a contribution degree biased to the pedal depression force at the time of a low pedal
depression force.
[0060] Consequently, the target braking force varying with respect to a braking operation with the same pedal depres-
sion force is decreased at the time of a low brake target value used often by the driver under normal driving conditions,
and the feeling of discomfort given to the driver during the braking operation is prevented.

[Braking force control operation]

[0061] The braking force control operation in a case where a braking operation is executed in a vehicle that employed
a braking force control that carries out a target braking force arithmetic will be explained based on the time chart illustrated
in FIG.6.
[0062] When the braking operation is started at time t0, the pedal depression force characteristic indicates a charac-
teristic of ascending proportionally in a straight line with a lapse in time. In this pedal depression force characteristic,
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the solid line characteristic is the median value, the upper broken line characteristic is the case of variability B, and the
lower broken line characteristic is the case of variability A.
[0063] When the braking operation is started at time t0, the pedal stroke characteristic indicates a characteristic that
ascends in an N-order curve with the lapse in time.
[0064] The target braking force based on the pedal depression force indicates a characteristic that ascends propor-
tionally in a straight line with the lapse in time from time t1. In this target braking force characteristic based on the pedal
depression force, the solid line characteristic is the median value, the upper broken line characteristic is the case of
variability B, and the lower broken line characteristic is the case of variability A.
[0065] The target braking force based on the pedal stroke indicates a characteristic of ascending in an N-order curve
with the lapse in time from time t1.
[0066] In the case of the first embodiment, the contribution degree is provided by being biased to the pedal depression
force at the time of a low brake target region from time t0 to time t2, and the contribution degree of the pedal depression
force is provided according to a characteristic wherein the contribution degree of the pedal depression force decreases
from time t2.
[0067] Therefore, the relationship between the pedal depression force and the target braking force is maintained to
conform with the characteristic of the target braking force based on the pedal depression force that was determined
according to the variability, and the target braking force varying with respect to a braking operation with the same pedal
depression force is decreased due to the target braking force being provided by being biased to the pedal depression
force from time t1 to time t2. Moreover, the period between time t1 to time t2 is a period of low brake target value often,
which is used by the driver under normal driving conditions. Therefore, the effect of preventing the feeling of discomfort
given to the driver during the braking operation can be manifested effectively.
[0068] Next, the effects will be explained.
[0069] The effects enumerated below can be obtained in the brake force control device for a vehicle in the first
embodiment.

(1) The brake force control device for a vehicle in the first embodiment includes
a brake pedal 1 that applies a pedal depression force F from the driver at the time of the braking operation,
an electric booster 2 that assists the pedal depression force F with the pushing force of the electric actuator (the
electric motor 10),
a master cylinder 3 that inputs the pedal depression force F to the master cylinder piston (the primary piston 11)
from the input rod 9 via the springs 13 and 13, applies an assist pushing force to the pedal depression force F
according to the electric booster 2, and generates a master cylinder pressure that is guided to the wheel cylinders
5 FL, 5 FR, 5 RL and 5 RR provided to each wheel,
a pedal depression force calculator 60 (a pedal depression force detecting means) that detects the pedal depression
force F applied to the brake pedal 1,
a pedal stroke detecting means (a pedal stroke sensor 18) that detects the pedal stroke applied to the brake pedal 1,
a first brake target value calculating means (a first brake target value calculator 61) that calculates the first brake
target braking force (the first brake target value) based on the pedal depression force F,
a second brake target value calculating means (a second target braking force calculator 62) that calculates the
second brake target value (the second target braking force) based on the pedal stroke,
a contribution degree setting means (a contribution degree setting section 63) that sets the contribution degree (1-
β) of the first brake target value (the first target braking force) to be greater than the contribution degree β of the
second brake target value (the second target braking force) when the brake target value (the target braking force)
is estimated to be low, and
a brake target value calculating means (a target braking force calculator 67) that calculates the first brake target
value portion (the first target braking force portion) and the second brake target value portion (the second target
braking force portion) according to the contribution degree (1-β); β is set according to the contribution degree setting
means (the contribution degree setting section 63) and obtains the final brake target value (the target braking force)
by adding the first brake target value portion (the first target braking force portion) and the second brake target value
portion (the second target braking force portion).
Consequently, the brake target value (the target braking force) varying with respect to the braking operation with
the same pedal depression force is decreased at the time of a low brake target value (the target braking force) used
often by the driver under normal driving conditions, and the feeling of discomfort given to the driver during the braking
operation can be prevented.
(2) The pedal depression force detecting means (the pedal depression force calculator 60)
calculates the input from the input rod (Fi) as the pedal depression force F by using the following the equation. 
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[0070] Consequently, in addition to the effects in (1), pedal depression force information can be obtained while avoiding
a cost increase from adding sensors by using the information from the existing sensors.

Second embodiment

[0071] The second embodiment is an example that changes the contribution degree based on the pedal depression
force at the time the brake operating speed is quick.
[0072] First, the configuration will be explained.
[0073] The overall configuration in the second embodiment is the same as that in FIG.1 of the first embodiment.
Therefore, an illustration with a Figure will be omitted. FIG.7 is a flow chart illustrating the configuration and the flow of
the brake force control processing carried out in the brake controller 6 of the brake force control device for a vehicle in
the second embodiment. Below, each step in FIG.7 will be explained. This operation is carried out according to an
activation cycle of, for example, 10 msec.
[0074] In step S1, the pedal depression force F is read, and the operation advances to step S2. This pedal depression
force F is obtained according to a calculation from a separate flow chart, as was the case in the first embodiment.
[0075] In step S2, the target value Gf based on the pedal depression force F is calculated after reading the pedal
depression force F in step S1, and the operation advances to step S3 (the first brake target value calculating means).
[0076] This target value Gf based on the pedal depression force F is calculated in the same manner as in the first
target braking force calculator 61 in the first embodiment.
[0077] In step S3, the pedal stroke S is read after calculating the target value Gf based on the pedal depression force
F in step S2, and the operation advances to step S4.
[0078] This pedal stroke S is obtained according to the sensor signals from the pedal stroke sensor 18 as in the first
embodiment.
[0079] In step S4, the target value Gs based on the pedal stroke S is calculated after reading the pedal stroke S in
step S3, and the operation advances to step S5 (the second brake target value calculating means).
[0080] This target value Gs based on the pedal stroke S is calculated in the same manner as the second target braking
force calculator 62 in the first embodiment.
[0081] In step S5, the stroke speed change ΔS is calculated after calculating the target value Gs based on the pedal
stroke S in step S4, and the operation advances to step S6 (the brake operating speed calculating means).
[0082] Here, the stroke speed change ΔS
is obtained with the following equation 

S: Current pedal stroke value, S_z: previous pedal stroke value.
[0083] In step S6, a determination is made regarding whether or not the stroke speed change ΔS is greater than a
prescribed value after calculating the stroke speed change ΔS in step S5. If the determination is YES (ΔS > prescribed
value), the operation advances to step S8; if the determination is NO (ΔS < prescribed value), the operation advances
to step S7 (the contribution degree setting means).
[0084] Here, the prescribed value is provided as a threshold value for making a determination regarding whether or
not the braking operation is a quick depressing operation.
[0085] In step S7, the contribution degree α based on the pedal depression force is calculated from the first contribution
degree characteristic α1 illustrated in FIG.8 after a determination of ΔS is less than or equal to the prescribed value is
made in step S6, and the operation advances to step S9 (the contribution degree setting means).
[0086] Here, the first contribution degree characteristic α1 that is selected when ΔS is less than or equal to the
prescribed value is the characteristic that sets the contribution degree of the target value Gf based on the pedal depression
force F to be greater than the contribution degree of the target value Gs based on the pedal stroke S on the side that
the pedal depression force is low as illustrated in FIG.8. Namely, the characteristic is set to be the same characteristic
of the contribution degree setting section 63 in the first embodiment.
[0087] In step S8, the contribution degree α based on the pedal depression force is calculated from the second
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contribution degree characteristic α2 illustrated in FIG.8 after making a determination that ΔS is greater than the prescribed
value in step S6, and the operation advances to step S9 (the contribution degree setting means).
[0088] Here, the second contribution degree characteristic α2 that is selected when ΔS is greater than the prescribed
value is the characteristic that sets the contribution degree of the target value Gs based on the pedal stroke S to be
greater than the first contribution degree characteristic α1. Namely, the characteristic is set such that the contribution
degree α based on the pedal depression force is controlled earlier than the first contribution degree characteristic α1
with respect to an increase in the pedal depression force.
[0089] In step S9, the target value G is calculated on the basis of the contribution degree α based on the pedal
depression force, the target value Gf based on the pedal depression force F, and the target value Gs based on the pedal
stroke S after calculating the contribution degree α based on the pedal depression force in step S7 or step S8, and the
operation advances to step S10 (the brake target value calculating means).
[0090] Target value G is
calculated according to the following equation 

[0091] In step S10, the pedal stroke S that was read this time is saved as the previous stroke value S_z after calculating
the target value G in step S9, and the operation ends.
[0092] Next, the operation will be explained.
[0093] In a case where the driver quickly enacts the brake pedal operation on the increase side (the depressing side),
an increase in the master cylinder pressure is delayed according to the delay in the response of the brake system.
[0094] In addition, the electric booster 2 is configured to input the pedal depression force to the primary piston 11 from
the input rod 9 via the springs 13 and 13. Therefore, the following relationship exists 

[0095] Consequently, an increase in the input from the input rod (Fi) is delayed.
[0096] Namely, the master cylinder pressure characteristic is such that a response delay is generated when the pedal
depression force is quick, as is apparent from the response value indicated with the broken line characteristic and the
target value indicated with the solid line characteristic in FIG.9. As a result of the delay in the response of the master
cylinder pressure, a longer stroke results with a small pedal depression force when the pedal is depressed quickly (the
broken line characteristic in FIG.10) in comparison to when the pedal is depressed slowly (the solid line characteristic
in FIG.10).
[0097] Accordingly, a delay is generated with respect to the driver’s quick brake depression (sudden braking or the
like) as a result of the delay in increasing the target value based on the pedal depression force, and there is a concern
of giving a feeling of dissatisfaction to the driver.
[0098] On the contrary, in the second embodiment, the contribution degree (1-α) of the target value Gs based on the
pedal stroke was made to be greater the quicker the brake pedal operation is on the increase side. Therefore, the target
value G can be suitably increased with respect to a quick pedal depressing operation.
[0099] Namely, at a time of a quick pedal depressing operation, the operation that advances in the order of step S1
→ step S2 → step S3 → step S4 → step S5 → step S6→ step S7→ step S8 → step S9 → step S10 → End in the flow
chart of FIG.7 is repeated.
[0100] Then, in step S8, the contribution degree α based on the pedal depression force is calculated from the second
contribution degree characteristic α2 (FIG.8) that set the contribution degree of the target value Gs based on the pedal
stroke S to be greater than the first contribution degree characteristic α1.
[0101] Therefore, when the target braking force is obtained based on the pedal depression force or when the contribution
degree is not changed at a time of a quick depression, an increase in the target braking force is delayed with respect to
the increase in the pedal stroke, and a delay is generated with respect to a sudden braking made by the driver according
to a quick brake depression, as illustrated with the broken line characteristics in FIG.11 at the time of a quick pedal
depressing operation.
[0102] On the contrary, when the contribution degree is biased to the stroke at the time of a quick depression, the
target braking force is suitably increased with respect to the increase in the pedal stroke, as in the case of obtaining the
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target braking force based on the pedal stroke, and a sudden braking made by the driver according to a quick brake
depression can be responded to as illustrated with the solid line characteristic in FIG.11 at the time of a quick pedal
depressing operation.
[0103] At the time of a slow pedal depressing operation, the operation that advances in the order of step S1 → step
S2-> step S3 → step S4 → step S5 → step S6→ step S7→ step S8 → step S9 → step S10 → End in the flow chart of
FIG.7 is repeated, and this indicates the same operation as in the first embodiment. Therefore, the explanation will be
omitted.
[0104] Next, the effects will be explained.
[0105] In the brake force control device for a vehicle in the second embodiment, the effects enumerated below can
be obtained.

(3) A brake operating speed calculating means (a stroke speed change calculating step S5) that calculates the brake
operating speed (the stroke speed change ΔS), which is the change in the brake pedal operating speed made by
the driver, is included and
the contribution degree setting means (step S6 the step S8 in FIG.7) changes and sets the contribution degree such
that the contribution degree (1-α) of the second brake target value (the target value Gs based on the pedal stroke)
is made greater the greater that the brake operating speed (the stroke speed change ΔS) is on the increase side.
Consequently, in addition to the effects of (1) or (2) in the first embodiment, a sudden braking request made by the
driver can be responded to at the time of a quick pedal depressing operation.
(4) The contribution degree setting means (step S6 to step S8 in FIG.7) selects the first contribution degree char-
acteristic α1 that sets the contribution degree α of the first brake target value (the target value Gf based on the pedal
depression force) on the side where the brake target value (the pedal depression force) is low to be greater than
the contribution degree (1-α) of the second brake target value (the target value Gs based on the pedal stroke) when
the brake operating speed (the stroke speed change ΔS) is equal to or below a prescribed value and selects the
second contribution degree characteristic α2 that sets the contribution degree (1-α) of the second brake target value
(the target value Gs based on the pedal stroke) to be greater than the first contribution degree characteristic α1
when the brake operating speed (the stroke speed change ΔS) is equal to or greater than a prescribed value (FIG.8).

[0106] Consequently, in addition to the effects in (3), it is possible to achieve both the effect of preventing a feeling of
discomfort during a braking operation on the side where the brake target value is low and of securing a responsiveness
with respect to a sudden breaking request according to a simple configuration that makes a selection between the
contribution degree characteristics α1 and α2 on the basis of whether the brake operating speed (the stroke speed
change ΔS) is less than or greater than a prescribed value.
[0107] The brake force control device for a vehicle in the present invention was explained above based on the first
embodiment and the second embodiment. However, the specific configuration is not restricted to these embodiments
and changes, additions, or the like in the design are allowed as long as the changes, additions, or the like do not deviate
from the essence of the inventions related to the claims.
[0108] An example that uses the target braking force as the brake target value was described in the first embodiment,
and an example that uses the target deceleration rate G as the brake target value was described in the second embod-
iment. However, the brake target value is not limited to the target braking force and the target deceleration rate, and it
is possible to use the physical rate of the force applied to the vehicle such as the master cylinder pressure, the position
of the master cylinder piston, or the like. For example, the control block diagram illustrated in FIG.12 is what replaced
the target braking force in the first embodiment with the target piston position. This is made possible by controlling the
master cylinder pressure indirectly by controlling the position of the master cylinder piston.
[0109] In the first and second embodiments, an example of changing the contribution degree by supposing that the
brake target value is smaller the smaller that the pedal depression force is in calculating the contribution degree was
shown. In the example illustrated in FIG.12, an example that changes the contribution degree by supposing that the
brake target value is smaller the smaller that the pedal stroke is in calculating the contribution degree was shown.
However, it is possible to estimate the brake target value according to either the pedal depression force or the pedal
stroke or both. This possibility was discovered as a result of the development that estimating the brake target value
based on the pedal depression force is more favorable than estimating the brake target value based on the pedal stroke.
[0110] In the first and second embodiments, an example of obtaining the pedal depression force from the driver
according to a calculation that used an equation of the input from the input rod (Fi) was shown. However, it is possible
to detect the pedal depression force from the driver according to a method of directly detecting the pedal depression
force by providing a strain gauge or the like to the input rod, the pedal lever, or the like.
[0111] In the first and second embodiments, an example of applying the brake force control device for a vehicle in the
present invention to an electric vehicle such as an electric car, a hybrid car, or the like was shown. However, it is possible
to apply the present invention to an engine vehicle that employed a brake system that uses an electric booster as the
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assistor.

CROSS-REFERENCE TO RELATED APPLICATIONS

[0112] The present application claims a priority right based on Patent Application Number 2010-235177 that was
applied to the Japan Patent Office on October 20, 2010, and the disclosures therein are completely included by being
referenced in the specification of the present invention.

Claims

1. A brake force control device for a vehicle comprising:

a brake pedal (1) that receives a pedal depression force from a driver at a time of a brake operation;
a master cylinder (3);
a pedal stroke detecting means (18) that detects the pedal stroke of the brake pedal (1);
a first brake target value calculating means (61) that calculates a first brake target value;
a second brake target value calculating means (62) that calculates a second brake target value based on the
pedal stroke;
a contribution degree setting means (63) that sets a contribution degree of the first brake target value; and
a brake target value calculating means (64-67) that calculates a first brake target value portion and a second
brake target value portion according to the contribution degrees set according to the contribution degree setting
means and obtains a final brake target value by adding the first brake target value portion and the second brake
target value portion,
characterized by
a pedal depression force detecting means (60) that detects the pedal depression force applied to the brake
pedal (1);
an electric booster (2) that assists the pedal depression force with a pushing force of an electric actuator,
wherein first brake target value calculating means (61) calculates the first brake target value based on the pedal
depression force,
wherein the master cylinder (3) works as follows: the pedal depression force is inputted from an input rod (9)
to a master cylinder piston (11) via a spring (13), an assist pushing force according to the electric booster (2)
is added to the pedal depression force, and a master cylinder pressure is generated and applied to wheel
cylinders (5FL, 5FR, 5RL, 5RR) on each wheel, and
wherein the contribution degree setting means (63) sets the contribution degree of the first brake target value
to be greater than a contribution degree of the second brake target value when a brake target value is estimated
to be low based on the pedal depression force or the pedal stroke.

2. The brake force control device for a vehicle according to claim 1, wherein
the pedal depression force detecting means (60) calculates an input from the input rod (Fi) as the pedal depression
force by using the equation below: 

3. The brake force control device for a vehicle according to claim 1 or claim 2, further comprising
a brake operating speed calculating means for calculating a brake operating speed, which is a speed at which the
brake pedal (1) is depressed by the driver, and
the contribution degree setting means (63) changing and setting the contribution degrees such that the contribution
degree of the second brake target value is made greater as the braking operating speed becomes greater.

4. The brake force control device for a vehicle according to claim 3, wherein
the contribution degree setting means (63) selects a first contribution degree characteristic that sets the contribution
degree of the first brake target value was set to be greater than the contribution degree of the second brake target
value where the brake target value is low when the brake operating speed is equal to or less than a prescribed
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value, and selects a second contribution degree characteristic that sets the
contribution degree of the second brake target value was set to be greater than the first contribution degree char-
acteristic when the brake operating speed is greater than the prescribed value.

Patentansprüche

1. Bremskraft-Steuervorrichtung für ein Fahrzeug umfassend:

ein Bremspedal (1), das eine Pedaltretkraft von einem Fahrer zu einem Zeitpunkt einer Bremsbetätigung emp-
fängt;
einen Hauptzylinder (3);
ein Pedalhub-Erfassungsmittel (18), das den Pedalhub des Bremspedals (1) erfasst;
ein erstes Bremssollwert-Berechnungsmittel (61), das einen ersten Bremssollwert berechnet;
ein zweites Bremssollwert-Berechnungsmittel (62), das einen zweiten Bremssollwert auf der Basis des Pedal-
hubs berechnet;
ein Beitragsgrad-Einstellmittel (63), das einen Beitragsgrad des ersten Bremssollwerts einstellt; und
ein Bremssollwert-Berechnungsmittel (64-67), das einen ersten Bremssollwert-Teil und einen zweiten Brems-
sollwert-Teil gemäß den gemäß dem Beitragsgrad-Einstellmittel festgelegten Beitragsgraden berechnet und
einen endgültigen Bremssollwert durch Addieren des ersten Bremssollwert-Teils und des zweiten Bremssoll-
wert-Teils ermittelt,

gekennzeichnet durch

ein Pedaltretkraft-Erfassungsmittel (60), das die auf das Bremspedal (1) ausgeübte Pedaltretkraft erfasst;
einen elektrischen Verstärker (2), der die Pedaltretkraft mit einer Schubkraft eines elektrischen Stellglieds un-
terstützt,
wobei das erste Bremssollwert-Berechnungsmittel (61) den ersten Bremssollwert auf der Basis der Pedaltretkraft
berechnet,
wobei der Hauptzylinder (3) wie folgt funktioniert: die Pedaltretkraft wird von einer Eingangsstange (9) auf einen
Hauptzylinderkolben (11) über eine Feder (13) übertragen, eine Unterstützungsschubkraft entsprechend dem
elektrischen Verstärker (2) wird zur Pedaltretkraft addiert und ein Hauptzylinderdruck wird erzeugt und auf
Radzylinder (5FL, 5FR, 5RL, 5RR) an jedem Rad ausgeübt, und
wobei das Beitragsgrad-Einstellmittel (63) den Beitragsgrad des ersten Bremssollwerts so einstellt, dass er
größer ist als ein Beitragsgrad des zweiten Bremssollwerts, wenn ein Bremssollwert auf der Basis der Pedalt-
retkraft oder des Pedalhubs als niedrig geschätzt wird.

2. Bremskraft-Steuervorrichtung für ein Fahrzeug nach Anspruch 1, wobei
das Pedaltretkraft-Erfassungsmittel (60) eine Eingabe von der Eingangsstange (Fi) als die Pedaltretkraft durch
Verwenden der folgenden Gleichung berechnet: 

3. Bremskraft-Steuervorrichtung für ein Fahrzeug nach Anspruch 1 oder 2, ferner umfassend
ein Bremsbetätigungsgeschwindigkeits-Berechnungsmittel zum Berechnen einer Bremsbetätigungsgeschwindig-
keit, die eine Geschwindigkeit ist, mit der das Bremspedal (1) vom Fahrer getreten wird, und
das Beitragsgrad-Einstellmittel (63) zum Ändern und Einstellen der Beitragsgrade, so dass der Beitragsgrad des
zweiten Bremssollwerts vergrößert wird, wenn die Bremsbetätigungsgeschwindigkeit größer wird.

4. Bremskraft-Steuervorrichtung für ein Fahrzeug nach Anspruch 3, wobei
das Beitragsgrad-Einstellmittel (63) eine erste Beitragsgradcharakteristik auswählt, die den Beitragsgrad des ersten
Bremssollwerts so einstellt, dass er größer ist als der Beitragsgrad des zweiten Bremssollwerts, wobei der Brems-
sollwert kleiner ist, wenn die Bremsbetätigungsgeschwindigkeit kleiner gleich einem vorgeschriebenen Wert ist, und
eine zweite Beitragsgradcharakteristik auswählt, die den Beitragsgrad des zweiten Bremssollwert so einstellt, dass
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er größer ist als bei der ersten Beitragsgradcharakteristik, wenn die Bremsbetätigungsgeschwindigkeit größer ist
als der vorgeschriebene Wert.

Revendications

1. Dispositif de commande de force de freinage pour un véhicule comprenant :

une pédale de frein (1) qui reçoit une force d’enfoncement de pédale d’un conducteur à un instant d’une opération
de freinage ;
un maître-cylindre (3) ;
des moyens de détection de course de pédale (18) qui détectent la course de pédale de la pédale de frein (1) ;
des premiers moyens de calcul de valeur cible de freinage (61) qui calculent une première valeur cible de
freinage ;
des seconds moyens de calcul de valeur cible de freinage (62) qui calculent une seconde valeur cible de freinage
sur la base de la course de pédale ;
des moyens d’établissement de degré de contribution (63) qui établissent un degré de contribution de la première
valeur cible de freinage ; et
des moyens de calcul de valeur cible de freinage (64-67) qui calculent une première partie de valeur cible de
freinage et une seconde partie de valeur cible de freinage en fonction des degrés de contribution établis con-
formément aux moyens d’établissement de degré de contribution et obtiennent une valeur cible de freinage
finale en ajoutant la première la partie de valeur cible de freinage et la seconde partie de valeur cible de freinage,
caractérisé par
des moyens de détection de force d’enfoncement de pédale (60) qui détectent la force d’enfoncement de pédale
appliquée à la pédale de frein (1) ;
un amplificateur électrique (2) qui assiste la force d’enfoncement de pédale à l’aide d’une force de poussée
d’un actionneur électrique,
dans lequel les premiers moyens de calcul de valeur cible de freinage (61) calculent la première valeur cible
de freinage sur la base de la force d’enfoncement de pédale,
dans lequel le maître-cylindre (3) fonctionne de la manière suivante : la force d’enfoncement de pédale est
entrée par une tige d’entrée (9) sur un piston de maître-cylindre (11) par l’intermédiaire d’un ressort (13), une
force de poussée d’assistance conformément à l’amplificateur électrique (2) est ajoutée à la force d’enfoncement
de pédale, et une pression de maître-cylindre est générée et appliquée aux cylindres de roue (5FL, 5FR, 5RL,
5RR) sur chaque roue, et
dans lequel les moyens d’établissement de degré de contribution (63) établissent le degré de contribution de
la première valeur cible de freinage pour qu’il soit supérieur à un degré de contribution de la seconde valeur
cible de freinage lorsqu’une valeur cible de freinage est estimée comme étant faible sur la base de la force
d’enfoncement de pédale ou de la course de pédale.

2. Dispositif de commande de force de freinage pour un véhicule selon la revendication 1, dans lequel
les moyens de détection de force d’enfoncement de pédale (60) calculent une entrée de la tige d’entrée (Fi) en tant
que force d’enfoncement de pédale en utilisant l’équation ci-dessous : 

3. Dispositif de commande de force de freinage pour un véhicule selon la revendication 1 ou la revendication 2,
comprenant en outre
des moyens de calcul de vitesse d’opération de freinage pour calculer une vitesse d’opération de freinage, qui est
une vitesse à laquelle le conducteur enfonce la pédale de frein (1), et
les moyens d’établissement de degré de contribution (63) modifient et établissent les degrés de contribution de
sorte que le degré de contribution de la seconde valeur cible de freinage est rendue plus grande lorsque la vitesse
d’opération de freinage devient plus grande.

4. Dispositif de commande de force de freinage pour un véhicule selon la revendication 3, dans lequel
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les moyens d’établissement de degré de contribution (63) sélectionnent une première caractéristique de degré de
contribution qui établit le degré de contribution de la première valeur cible de freinage qui a été établi pour qu’il soit
supérieur au degré de contribution de la seconde valeur cible de freinage, la valeur cible de freinage étant faible
lorsque la vitesse d’opération de freinage est égale ou inférieure à une valeur prescrite, et sélectionnent une seconde
caractéristique de degré de contribution qui établit le degré de contribution de la seconde valeur cible de freinage
qui a été établi pour qu’il soit supérieur à la première caractéristique de degré de contribution lorsque la vitesse
d’opération de freinage est supérieure à la valeur prescrite.
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