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Description 

The  present  invention  relates  to  a  bent  axis 
type  variable  displacement  hydraulic  machine  ac- 
cording  to  the  preambles  of  claims  1  and  2.  Such  a 
hydraulic  machine  is  known  from  EP-A-0  257  621  . 
The  machine  is  suitable  for  use  as  a  hydraulic 
pump,  hydraulic  motor  or  the  like,  and  more  par- 
ticularly  to  a  bent  axis  type  variable  displacement 
hydraulic  machine  of  the  type  which  is  adapted  to 
support  a  rotational  shaft  by  partial-  und/or  total- 
hydrostatic  bearings. 

Generally,  a  bent  axis  type  hydraulic  pump  has 
a  drive  disc  on  a  rotational  shaft  coupled  with  a 
cylinder  block  through  pistons  which  are  re- 
ciprocably  received  in  the  cylinder  block.  There- 
fore,  in  a  case  where  the  bent  axis  type  hydraulic 
machine  is  applied  as  a  hydraulic  pump,  the  hy- 
draulic  reaction  forces  which  act  on  pistons  on  the 
high  pressure  side  in  a  discharge  stroke  are  sup- 
ported  by  the  rotational  shaft  through  the  drive 
disc.  Similarly,  when  applied  as  a  hydraulic  motor, 
the  hydraulic  reactions  forces  which  act  on  pistons 
on  the  high  pressure  side  in  a  suction  (feeding) 
stroke  are  supported  by  the  rotational  shaft  through 
the  drive  disc. 

Accordingly,  in  a  bent  axis  type  hydraulic  ma- 
chine  of  this  sort,  the  rotational  shaft  is  subject  to 
radial  and  thrust  loads  of  the  hydraulic  reaction 
forces,  and  therefore  it  is  necessary  to  mount  the 
rotational  shaft  in  a  suitable  condition  for  support- 
ing  these  loads. 

In  this  connection,  it  has  been  the  general 
practice  in  the  prior  art  to  resort  to  the  so-called 
mechanical  type  support  which  mechanically  sup- 
ports  the  rotational  shaft  rotatably  by  means  of  ball 
or  roller  bearings  capable  of  supporting  the  radial 
and  thrust  loads,  the  partial  hydrostatic  type  sup- 
port  which  mechanically  supports  the  either  the 
radial  or  thrust  loads  by  a  roller  or  ball  bearing 
while  supporting  the  other  load  by  a  hydrostatic 
bearing,  or  the  total  hydrostatic  type  support  which 
supports  the  entire  loads  hydraulically  by  means  of 
hydrostatic  bearings. 

Of  these  various  types  of  shaft  support,  a  hy- 
draulic  machine  employing  a  shaft  support  of  the 
partial  hydrostatic  type  bearing  is  described,  for 
example,  in  Japanese  Laid  Open  Patent  Application 
60-224981,  wherein  a  rotational  shaft  is  supported 
by  a  hydrostatic  thrust  bearing  composed  of  a 
stationary  bearing  and  a  movable  bearing,  which 
movable  bearing  being  provided  with  springs  in  an 
outer  ring  to  counteract  the  thrust  load  which  acts 
on  the  rotational  shaft,  along  with  pistons  which  are 
located  on  the  side  of  the  outer  ring  to  generate  a 
pressure  in  the  same  direction  as  the  springs  and 
to  which  oil  pressure  is  applied  from  the  high 
pressure  area  in  the  cylinder  block. 

On  the  other  hand,  a  hydraulic  machine  sup- 
porting  a  shaft  totally  with  hydrostatic  bearings  is 
described  in  Japanese  Laid-Open  Patent  Applica- 
tion  59-131776,  which  is  provided  with  a  radial  load 

5  bearing  sleeve  and  a  thrust  load  bearing  plate 
within  a  casing,  in  combination  with  a  drive  flange 
which  is  provided  movably  between  the  bearing 
sleeve  and  the  bearing  plate  to  serve  also  as  a 
drive  disc.  The  drive  flange  has  one  end  face 

io  thereof  securely  connected  to  a  rotational  shaft  and 
the  other  end  face  coupled  with  pistons.  Further,  a 
plural  number  of  pressure  chambers  which  con- 
stitute  a  hydrostatic  radial  bearing  are  defined  be- 
tween  the  outer  peripheral  surface  of  the  drive 

75  flange  and  the  bearing  sleeve,  and  a  plural  number 
of  drive  shoes  which  constitute  a  hydrostatic  thrust 
bearing  are  provided  on  one  end  face  of  the  drive 
flange.  The  afore-mentioned  pistons  and  drive 
flanges  have  oil  passages  bored  therein  for  sup- 

20  plying  high  pressure  oil  independently  to  the  hy- 
drostatic  radial  and  thrust  bearings  from  the  cor- 
responding  cylinders,  thereby  to  hydrostatically 
support  the  radial  and  thrust  loads. 

When  the  bent  axis  type  variable  displacement 
25  hydraulic  machine  is  applied  as  a  hydraulic  pump, 

the  hydraulic  reaction  forces  acting  on  the  pistons 
in  the  high  pressure  area  in  the  discharge  stroke 
are  supported  by  the  rotational  shaft  through  the 
drive  disc.  In  such  a  case,  the  point  of  exertion  or 

30  the  acting  point  of  the  resultant  force  of  such 
hydraulic  reaction  forces  is  located  in  an  eccentric 
position  with  respect  to  the  axis  of  the  rotational 
shaft.  Besides,  the  positions  and  the  number  of 
pistons  in  the  high  pressure  area  changes  with  the 

35  rotation  of  the  cylinder  block,  so  that  the  location  of 
the  acting  point  of  the  resultant  force  of  hydraulic 
reaction  forces  also  changes  with  the  rotation  of  the 
cylinder  block,  generally  drawing  a  locus  in  the 
shape  of  Therefore,  the  center  of  the  locus  of 

40  the  resultant  force  of  hydraulic  reaction  forces  is 
usually  referred  to  as  the  acting  point  of  mean 
hydraulic  reaction  force.  When  the  bent  axis  type 
hydraulic  machine  is  applied  as  a  hydraulic  motor, 
the  acting  point  of  the  resultant  force  of  hydraulic 

45  reaction  force  also  has  a  varying  location  off  the 
axis  of  the  rotational  shaft. 

As  a  result  of  the  off-axis  location  of  the  acting 
point  of  the  resultant  force  of  hydraulic  reaction 
force  relative  to  the  axis  of  the  rotational  shaft,  the 

50  drive  disc  is  subject  not  only  to  the  radial  and 
thrust  load  components  but  also  to  moment  com- 
ponents  which  are  induced  by  the  radial  and  thrust 
load  components. 

However,  in  the  prior  art  bent  axis  type  hydrau- 
55  lie  machine,  especially  in  case  of  the  hydraulic 

machine  of  afore-mentioned  Japanese  Laid-Open 
Patent  Application  59-131776,  a  hydrostatic  radial 
bearing  is  constituted  by  supplying  high  pressure 
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oil  from  pistons  to  corresponding  pressure  cham- 
bers  which  are  formed  in  90°  shifted  positions 
between  the  drive  flange  and  bearing  sleeve  ac- 
cording  to  the  total  number  of  the  pistons,  and  a 
hydrostatic  thrust  bearing  is  constituted  by  sup- 
plying  high  pressure  oil  from  pistons  to  corre- 
sponding  drive  shoes  with  pressure  chambers  pro- 
vided  on  the  drive  flange  according  to  the  total 
number  of  the  pistons,  thereby  supporting  the  ra- 
dial  and  thrust  loads  and  the  moment  load  about 
the  rotational  shaft.  Namely,  the  conventional  hy- 
drostatic  radial  and  thrust  bearings  have  a  load 
supporting  capacity  only  in  the  areas  on  the  side  of 
the  acting  point  of  the  resultant  force  of  hydraulic 
reaction  force  where  high  pressure  oil  is  supplied 
from  the  pistons,  and  not  in  the  areas  away  from 
the  acting  point  or  in  the  areas  where  high  oil 
pressure  is  not  supplied. 

Nevertheless,  the  above-mentioned  prior  art 
hydraulic  machine  is  required  to  support  the  im- 
posed  radial  and  thrust  loads  and  the  moment  load 
about  the  rotational  shaft  not  only  by  the  hydro- 
static  bearing  in  the  areas  on  the  side  of  the  acting 
point  but  also  by  the  hydrostatic  bearing  in  the 
areas  away  from  the  acting  point. 

Consequently,  there  occurs  an  imbalance  be- 
tween  the  hydrostatic  bearing  with  a  load  support- 
ing  capacity,  which  is  located  on  the  side  of  the 
acting  point,  and  the  hydrostatic  bearing  without  a 
load  supporting  capacity,  which  is  located  on  the 
side  away  from  the  acting  point,  resulting  in  non- 
uniform  thickness  of  oil  films  which  are  formed  on 
the  sliding  surfaces  of  the  drive  flange  and  drive 
shoes.  This  will  induce  metal  contact  of  the  sliding 
surfaces  in  the  areas  away  from  the  acting  point, 
accelerating  localized  abrasive  wear  of  the  sliding 
surfaces  and  increasing  the  leak  flows. 

Especially,  in  a  case  where  the  sliding  surfaces 
of  the  hydrostatic  radial  bearing,  such  as  the  outer 
peripheral  surfaces  of  the  drive  flange  serving  as  a 
drive  disc  or  the  inner  peripheral  surfaces  of  the 
bearing  sleeve,  are  abraded  during  use  over  a  long 
time  period,  the  gaps  between  these  surfaces  are 
broadened  to  promote  instable  radial  vibrations  of 
the  drive  flange  as  well  as  the  vibrations  of  contact 
between  the  piston  and  cylinder  block.  As  a  result, 
there  arises  a  problem  that  the  increased  fletching 
abrasion  at  the  contacting  portions  will  bring  about 
an  increased  degree  of  contacting  stress  of  the 
pistons. 

EP-A-0  257  621  discloses  a  thrust  hydrostatic 
bearing  device  for  use  in  axial  piston  machines.  It 
includes  a  bearing  sleeve  fitted  into  a  housing 
cover  for  rotatably  supporting  a  drive  shaft  through 
a  bearing  and  having  a  plurality  of  hydrostatic 
pads.  The  hydrostatic  pads  are  disposed  at  loca- 
tions  which  are  symmetrical  with  respect  to  an  axis 
lying  in  a  cross-section  taken  perpendicular  to  the 

drive  shaft. 
It  is  the  object  of  the  present  invention  to  avoid 

the  disadvantages  of  the  above  mentioned  prior  art 
and  to  provide  a  hydraulic  machine  having  a  hydro- 

5  static  bearing  support  which  can  ensure  operations 
of  high  stability  and  reliability  by  suppressing  abra- 
sive  wars  in  the  radial  direction  and  leak  flow  rate 
during  use  over  a  long  time  period. 

This  object  is  solved  in  accordance  with  the 
io  independent  claims.  Dependent  claims  are  directed 

on  preferred  embodiments  of  the  invention. 
There  is  provided  a  bent  axis  type  variable 

displacement  hydraulic  machine  including:  a  cylin- 
drical  casing  having  a  head  casing  with  suction  and 

is  discharge  passages;  a  rotational  shaft  rotatably  in- 
serted  into  the  casing  and  having  a  drive  disc  at 
the  inner  distal  end  received  in  the  casing;  a  cyl- 
inder  block  located  in  the  casing  and  having  a 
plural  number  of  axial  cylinder  bores;  a  plural  num- 

20  ber  of  pistons  reciprocably  received  in  the  cylinder 
bores  in  the  cylinder  block  and  each  pivotally  sup- 
ported  at  one  end  by  the  drive  disc;  a  valve  plate 
having  a  pair  of  suction  and  discharge  ports  and 
having  on  one  end  face  in  sliding  contact  with  the 

25  cylinder  block  and  on  the  other  end  face  tiltably  in 
sliding  contact  with  a  tilting  sliding  surface  on  head 
casing;  a  tilting  mechanism  for  tilting  the  valve 
plate  together  with  the  cylinder  block;  a  hydrostatic 
radial  bearing  provided  between  the  drive  disc  and 

30  casing  for  supporting  radial  loads  of  hydraulic  reac- 
tion  forces  acting  on  the  drive  disc  in  the  radial  and 
thrust  directions;  and  oil  passage  for  conducting  oil 
pressure  to  and  from  the  hydrostatic  radial  bearing 
through  one  of  the  paired  suction  and  discharge 

35  ports  whichever  is  on  the  high  pressure  side;  char- 
acterized  in  that  the  hydrostatic  radial  bearing  is 
located  in  a  position  for  balancing  a  moment  occur- 
ring  about  the  rotational  shaft  in  relation  with  the 
acting  point  of  the  resultant  force  of  mean  hydraulic 

40  reaction  force  acting  on  the  drive  disc  in  the  radial 
direction. 

The  hydraulic  machine  may  be  provided  with: 
a  drive  disc  of  U-shape  in  section  having  a  disc 
portion  for  tiltably  supporting  the  pistons  and  a 

45  hollow  cylindrical  portion  extending  from  the  disc 
portion  in  a  direction  away  from  the  cylinder  block; 
a  support  member  for  rotatably  supporting  the 
afore-mentioned  rotational  shaft,  located  in  a  posi- 
tion  adjacent  one  end  of  the  casing  and  in  a  space 

50  defined  between  the  journal  portion  of  the  rotational 
shaft  and  the  sectionally  U-shaped  drive  disc;  and 
a  hydrostatic  radial  bearing  provided  between  the 
outer  periphery  of  the  just-mentioned  support 
member  and  the  inner  periphery  on  the  hollow 

55  cylindrical  portion  of  the  drive  disc. 
Alternatively,  the  hydraulic  machine  may  be 

constituted  by  a  drive  disc  of  a  circular  disc-like 
shape  for  tiltably  supporting  the  pistons,  and  a 
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hydrostatic  radial  bearing  located  between  the  out- 
er  periphery  of  the  drive  disc  and  the  inner  periph- 
ery  of  the  casing. 

Further,  there  is  provided  a  number  of  hydro- 
static  radial  bearings  located  relative  to  x-  and  y- 
axes  which  perpendicularly  intersect  the  axis  of  the 
rotational  shaft,  including  a  first  hydrostatic  radial 
bearing  located  on  the  one  side  of  the  acting  point 
of  the  resultant  force  of  mean  hydraulic  reaction 
force  and  beneath  the  x-axis  and  outside  the  shift- 
ing  range  of  the  acting  point  of  the  resultant  force 
of  the  mean  hydraulic  reaction  force,  a  second 
hydrostatic  radial  bearing  located  on  the  other  side 
of  the  acting  point  of  the  resultant  force  of  the 
mean  hydraulic  reaction  force  relative  to  the  y-axis 
and  on  the  lowerside  of  the  x-axis,  a  third  hydro- 
static  radial  bearing  located  on  the  other  side  of  the 
acting  point  of  the  resultant  force  of  mean  hydraulic 
reaction  force  and  on  or  in  the  vicinity  of  the  x-axis, 
and  a  fourth  hydrostatic  radial  bearing  located 
above  the  x-axis  and  on  or  in  the  vicinity  of  the  y- 
axis. 

In  this  case,  perferably,  the  first  and  second 
hydrostatic  radial  bearings  are  located  in  positions 
satisfying  the  condition  of 

f  ly  x  eL  =  f  ry  x  eR 

wherein  eL  is  the  distance  along  the  x-axes  spacing 
apart  the  center  of  sliding  movements  of  the  hydro- 
static  pad  of  the  first  bearing  and  the  acting  point 
of  the  resultant  force  of  mean  hydraulic  reaction 
force,  f  ly  is  the  load  components  acting  on  the  first 
hydrostatic  pad  in  the  y-axis  direction,  eR  is  the 
distance  along  the  x-axis  spacing  apart  the  center 
of  sliding  movements  of  the  hydrostatic  pad  of  the 
second  bearing  and  the  acting  point  of  the  resultant 
force  of  mean  hydraulic  reaction  force,  and  fRY  is 
the  load  components  acting  on  the  second  hydro- 
static  pad  in  the  y-axis  direction. 

As  an  alternative  to  the  above  arrangement, 
there  may  be  provided:  a  first  hydrostatic  radial 
bearing  located  beneath  the  x-axis  and  at  the  x- 
position  of  the  acting  point  of  the  resultant  force  of 
mean  hydraulic  reaction  force;  a  second  hydro- 
static  radial  bearing  located  on  the  other  side  of  the 
y-axis  and  on  or  in  the  vicinity  of  the  x-axis;  and  a 
third  hydrostatic  radial  bearing  located  above  the  x- 
axis  and  in  an  x-position  coinciding  with  the  x- 
position  of  the  acting  point  0. 

The  bent  axis  type  variable  displacement  hy- 
draulic  machine  of  the  present  invention  is  ap- 
plicable  as  a  pump  of  main  hydraulic  pressure 
source  or  as  a  drive  motor  in  various  hydraulic 
systems  for  construction  machines. 

With  the  above-described  arrangements,  al- 
though  varying  hydraulic  reaction  forces  acting  on 
the  drive  disc  tend  to  produce  moments  about  the 

rotational  shaft  in  relation  with  the  acting  point  of 
the  resultant  force  of  mean  hydraulic  reaction  force, 
the  hydrostatic  radial  bearing  is  so  located  as  to 
hold  such  moment  loads  about  the  rotational  shaft 

5  constantly  in  balanced  state,  ensuring  formation  of 
an  oil  film  of  uniform  thickness  on  the  sliding 
surfaces  to  prevent  abnormal  abrasive  wear  of  the 
sliding  surfaces  while  reducing  the  leak  flow  rate  to 
a  minimum. 

io  In  the  accompanying  drawings: 
Figs.  1  to  3  illustrate  a  first  embodiment  of  the 
invention,  of  which  Fig.  1  is  a  vertical  section  of 
a  bent  axis  type  variable  displacement  hydraulic 
machine  in  the  first  embodiment,  Fig.  2  is  a 

is  cross-sectional  view  taken  on  line  11-11  of  Fig.  1, 
and  Fig.  3  is  a  diagrammatic  illustration  explana- 
tory  of  the  relationship  of  the  hydraulic  reaction 
forces  acting  on  the  drive  disc  with  moment  and 
side  force; 

20  Fig.  4  is  a  view  similar  to  Fig.  2  but  showing  a 
second  embodiment  of  the  invention; 
Fig.  5  is  a  vertical  section  of  a  bent  axis  type 
variable  displacement  hydraulic  machine  in  a 
third  embodiment  of  the  invention; 

25  Fig.  6  is  a  circuit  diagram  of  a  construction 
machine  hydraulic  system  incorporating  the  ma- 
chine  according  to  the  invention. 

Hereafter,  the  invention  is  described  more  par- 
ticularly  with  reference  to  the  drawings  showing 

30  some  preferred  embodiments  of  the  bent  axis  type 
variable  displacement  hydraulic  machine  according 
to  the  invention. 

Referring  first  to  Figs.  1  to  3,  there  is  shown  a 
first  embodiment  of  the  invention,  in  which  in- 

35  dicated  at  1  is  a  casing  which  is  constituted  by  a 
cylindrical  casing  body  with  a  small-diameter  por- 
tion  2A  and  a  large-diameter  tilted  portion  2B,  and 
a  head  casing  3  closing  the  outer  end  of  the  tilted 
portion  2B  of  the  casing  body  2. 

40  Designated  at  4  is  a  bearing  sleeve  which  is 
provided  as  a  support  member  within  the  small- 
diameter  portion  2A  of  the  casing  2,  the  bearing 
sleeve  4  being  constituted  by  a  sleeve  portion  4A 
which  is  located  in  a  space  between  an  end  portion 

45  5A  of  a  rotational  shaft  5,  which  will  be  described 
hereinafter,  and  a  cylindrical  portion  6B  of  a  drive 
disc  6,  and  a  flange  portion  4B  which  is  located 
around  the  outer  periphery  of  the  sleeve  portion  4A 
and  abuttingly  supported  by  an  inner  stepped  por- 

50  tion  2C  of  the  small-diameter  portion  2A. 
Indicated  at  5  is  the  rotational  shaft  which  is 

extended  into  the  casing  1  through  the  bearing 
sleeve  4  and  provided  with  a  drive  disc  6  of  sec- 
tionally  U-shape  integrally  at  its  distal  end  in  the 

55  casing  1.  In  this  instance,  the  drive  disc  6  is 
constituted  by  a  disc  portion  6A  of  a  larger  diam- 
eter,  and  a  cylindrical  portion  6B  which  is  extended 
toward  the  flange  portion  4B  of  the  bearing  sleeve 

4 
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4  from  the  outer  periphery  of  the  disc  portion  6A. 
The  rotational  shaft  5  is  rotatably  supported  in  the 
bearing  sleeve  4  through  a  bearing  7,  and  the  drive 
disc  6  is  arranged  to  support  hydraulic  reactions 
forces  of  pistons  10  through  hydrostatic  radial  and 
thrust  bearings  20  and  26  which  will  be  described 
hereinafter. 

The  reference  8  designates  a  cylinder  block 
which  is  provided  within  the  casing  1  and  rotatable 
integrally  with  the  rotational  shaft  5,  the  cylinder 
block  8  having  a  plural  number  of  pistons  10  re- 
ciprocably  received  in  cylinders  9  which  are  bored 
axially  in  the  cylinder  block  8.  The  pistons  10  are 
each  provided  with  a  spherical  portion  10A  at  the 
fore  end  and  thereby  pivotally  connected  to  the 
disc  portion  6A  of  the  drive  disc  6. 

Indicated  at  11  is  a  square  valve  plate  which 
has  one  end  face  thereof  in  sliding  contact  with  the 
opposing  end  face  of  the  cylinder  block  8,  and  the 
other  end  face  in  sliding  contact  with  a  concave 
tilting  sliding  surface  12  which  is  formed  on  the 
head  casing  3.  The  valve  plate  11  has  a  through 
hole  11A  bored  at  the  center  thereof  to  receive 
from  the  opposite  sides  the  tip  ends  of  a  center 
shaft  13  and  a  rocking  pin  19  which  will  be  de- 
scribed  hereinafter.  The  valve  plate  11  is  further 
provided  with  a  pair  of  suction  and  discharge  ports 
(not  shown)  which  are  intermittently  communicated 
with  the  cylinders  9  during  rotation  of  the  cylinder 
block  8.  Irrespective  of  the  tilted  position  of  the 
valve  plate  11,  the  suction  and  discharge  ports  are 
communicated  respectively  with  a  pair  of  suction 
and  discharge  passages  (not  shown)  which  are 
provided  in  the  head  casing  3  and  opened  to  the 
tilting  sliding  surface  12. 

Denoted  at  13  is  a  center  shaft  which  tiltably 
supports  the  cylinder  block  8  between  the  drive 
disc  6  and  the  valve  plate  1  1  ,  and  has  at  one  end  a 
spherical  portion  13A  which  is  pivotally  supported 
in  a  center  position  of  the  drive  disc  6.  The  other 
end  of  the  center  shaft  13,  which  is  protruded 
through  the  cylinder  block  8,  is  slidably  received  in 
a  through  hole  11A  which  is  bored  at  the  center  of 
the  valve  plate  1  1  for  centering  the  cylinder  block  8 
and  the  valve  plate  1  1  .  The  reference  1  4  denotes  a 
compression  spring  which  serves  to  apply  a  pre- 
determined  pressure  to  the  sliding  surfaces  of  the 
cylinder  block  8  and  valve  plate  1  1  . 

Designated  at  15  is  a  tilting  mechanism  which 
is  mounted  in  the  head  casing  3  for  tilting  the  valve 
plate  11  along  the  tilting/sliding  surface  12.  The 
tilting  mechanism  15  is  constituted  by  a  stepped 
cylinder  bore  16  formed  in  the  head  casing  3  and 
having  oil  passages  19A  and  19B  at  the  opposite 
ends  thereof,  a  servo  piston  18  slidably  fitted  in  the 
cylinder  bore  16  and  defining  oil  chambers  17A 
and  17B  on  the  outer  side  of  its  opposite  end 
portions,  and  a  rocking  pin  19  fitted  in  the  servo 

piston  18  and  having  a  spherical  portion  at  its  distal 
end  pivotally  fitted  in  the  valve  plate  11.  The  oil 
pressure  which  is  received  from  an  auxiliary  pump 
through  a  tilting  control  valve  (both  not  shown)  is 

5  supplied  to  the  oil  chamber  17A  or  17B  through  the 
oil  passage  16A  or  16B,  thereby  driving  the  servo 
piston  18  to  tilt  the  valve  plate  11  and  cylinder 
block  8. 

The  reference  numerals  20A  to  20D  indicate 
io  first  to  fourth  hydrostatic  radial  bearings,  respec- 

tively,  which  support  the  radial  load  components  of 
mean  hydraulic  reaction  force  acting  on  the  drive 
disc  6.  As  shown  in  Fig.  2,  these  hydrostatic  radial 
bearings  20A  to  20D  are  constituted  by:  radial 

is  cylinder  bores  21  A  to  21  D  which  are  formed  on  the 
outer  periphery  of  the  sleeve  portion  4A  of  the 
bearing  sleeve  4  in  a  particular  relationship  as  will 
be  explained  hereinafter;  hydrostatic  pads  22A  to 
22D  having  small-diameter  rod  portions  slidably 

20  fitted  in  the  cylinder  bores  21  A  to  21  D  and  large- 
diameter  pad  portions  positioned  outside  the  cyl- 
inder  bores  21  A  to  21  D  and  held  in  sliding  contact 
with  the  inner  peripheral  surface  (hydrostatic  bear- 
ing  guide  surface)  of  the  cylindrical  portion  6B  of 

25  the  drive  disc;  groove-like  pressure  chambers  23A 
to  23D  formed  on  the  outer  surfaces  of  the  pad 
portions  of  the  hydrostatic  pads  22A  to  22D  which 
are  in  sliding  contact  with  the  drive  disc;  and  axial 
throttle  passages  24A  to  24D  formed  on  the  hydro- 

30  static  pads  22A  to  22D  to  communicate  the  cham- 
bers  in  the  cylinder  bores  21  A  to  21  D  with  the 
respective  pressure  chambers  23A  to  23D.  The 
hydrostatic  radial  bearings  20A  to  20D,  cylinder 
bores  21  A  to  21  D,  hydrostatic  pads  22A  to  22D, 

35  pressure  chambers  23A  to  23D  and  throttle  pas- 
sages  24A  to  24D  are  hereafter  collectively  referred 
to  as  hydrostatic  radial  bearing  20,  cylinder  bore 
21,  hydrostatic  pad  22,  pressure  chamber  23  and 
throttle  passage  24,  respectively. 

40  Indicated  at  25  are  oil  passages  which  are 
formed  in  the  casing  1  and  bearing  sleeve  4  to 
supply  a  bearing  control  pressure  constantly  to  the 
hydrostatic  radial  bearings  20A  to  20D.  To  draw  in 
the  high  pressure  oil  which  is  sucked  or  discharged 

45  through  one  of  the  paired  suction  and  discharge 
ports  in  the  valve  plate  11,  the  oil  passages  25  are 
opened  at  one  end  to  the  suction  or  discharge  port 
whichever  is  on  the  higher  pressure  side,  to  the 
suction  or  discharge  passage  of  the  head  casing  3 

50  whichever  is  on  the  higher  pressure  side,  or  to  a 
high  pressure  piping  outside  the  casing  1,  and  at 
the  other  end  to  the  cylinder  bores  21  A  to  21  D  of 
the  hydrostatic  radial  bearings  20A  to  20D  to  sup- 
ply  a  bearing  control  pressure  to  the  respective 

55  pressure  chambers  23A  to  23D.  If  desired,  the  oil 
passages  25  may  be  substituted  with  external  pip- 
ings  which  run  outside  the  casing  1. 

5 
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The  hydrostatic  radial  bearings  20A  to  20D  are 
located  in  a  particular  positional  relationship  as 
follows. 

Referring  to  Fig.  3,  with  respect  to  axes  x  and 
y  which  perpendicularly  intersect  the  axis  z  of  the 
rotational  shaft  5  on  the  front  side  of  the  drive  disc 
6,  the  resultant  force  of  mean  hydraulic  reaction 
force  of  pistons  10  in  the  high  pressure  area  has  its 
acting  point  at  0  which  is  spaced  from  the  point  of 
intersection  of  the  x-  and  y-axes  by  a  distance  e0 
in  the  direction  of  the  x-axis.  In  this  instance,  the 
point  0  is  referred  to  as  an  acting  point  of  the 
resultant  force  of  mean  hydraulic  reaction  force, 
because  the  hydraulic  reaction  force  F  varies  in  the 
fashion  of  the  symbol  according  to  the  number 
of  pistons  in  the  high  pressure  area. 

The  radial  and  thrust  loads  FR  and  FT  imposed 
by  the  above-mentioned  hydraulic  reaction  force  F 
are  expressed  as 

FR  =  F  sin  a 
FT  =  F  cos  a  (1  ) 

wherein  a  is  the  tilting  angle  of  the  cylinder  block 
8.  When  the  tilting  angle  a  is  minimum,  the  radial 
load  FR  becomes  minimum  and  the  thrust  load  FT 
becomes  maximum.  On  the  other  hand,  when  the 
tilting  angle  a  is  maximum,  the  radial  and  thrust 
loads  FR  and  FT  become  maximum  and  minimum, 
respectively. 

With  respect  to  the  positional  relations  of  the 
hydrostaric  radial  bearings  20A  to  20D,  the  first 
hydrostatic  radial  bearing  20A  is  located  on  the 
side  of  the  acting  point  0  of  the  resultant  hydraulic 
reaction  force  and  outside  the  shifting  range  of  the 
acting  point  0  of  the  resultant  force  which  shifts  in 
the  shape  of  (on  the  left  side  of  the  acting 
point  0  in  Fig.  2).  The  second  hydrostatic  radial 
bearing  20B  is  located  on  one  side  of  the  y-axis 
away  from  the  acting  point  0  of  the  resultant  force 
(to  the  right  of  the  y-axis  in  Fig.  2)  and  beneath  the 
x-axis,  in  a  particular  positional  relationship  with  the 
first  hydrostaric  bearing  20A  as  will  be  explained 
hereinafter.  The  third  hydrostatic  radial  bearing  20C 
is  located  on  the  side  away  from  the  acting  point  of 
the  resultant  force  to  the  right  of  the  y-axis)  and  on 
or  in  the  vicinity  of  the  x-axis.  The  fourth  hydro- 
static  radial  bearing  20D  is  located  above  the  x-axis 
and  on  or  in  the  vicinity  of  the  y-axis. 

With  regard  to  the  first  hydrostatic  radial  bear- 
ing  20A,  it  is  considered  that  the  radial  load  fL 
which  is  exerted  at  the  point  of  intersection  0L, 
where  the  axis  of  the  hydrostatic  pad  22A  inter- 
sects  the  inner  peripheral  surface  of  the  cylindrical 
portion  6B  of  the  drive  disc  6,  has  a  component  fLx 
of  the  x-axis  direction  and  a  component  fLY  of  the 
y-axis  direction,  and  that  the  acting  point  0  of  the 
resultant  force  is  spaced  from  the  point  of  intersec- 

tion  0L  by  a  distance  eL  in  the  direction  of  the  x- 
axis.  With  regard  to  the  second  hydrostatic  radial 
bearing  20B,  it  is  considered  that  the  radial  load  fR 
which  is  exerted  at  the  point  of  intersection  0R, 

5  where  the  axis  of  the  hydrostatic  pad  22B  inter- 
sects  the  inner  peripheral  surface  of  the  cylindrical 
portion  6B,  has  a  component  fRX  of  the  x-axis 
direction  and  a  component  fRY  of  the  y-axis  direc- 
tion,  and  that  the  acting  point  0  of  the  resultant 

io  force  is  spaced  from  the  point  of  intersection  0R  by 
a  distance  eR.  Under  these  conditions,  the  first  and 
second  hydrostatic  radial  bearings  20A  and  20B 
are  located  in  the  positional  relationship  of 

w  fLY  x  eL  =  fLX  x  eR  (2) 

By  so  locating,  they  act  to  balance  the  moment 
loads  Mz  about  the  z-axis  as  will  be  explained 
hereinafter. 

20  Further,  in  Fig.  1,  the  reference  numeral  26 
denotes  hydrostatic  thrust  bearings  which  are  each 
constituted,  similarly  to  the  above-described  hydro- 
static  radial  bearing  20,  by  an  axial  cylinder  bore 
27  formed  into  the  inner  end  face  of  the  sleeve 

25  portion  4A  of  the  bearing  sleeve  4,  a  hydrostatic 
pad  28  having  a  small-diameter  rod  portion  slidably 
fitted  in  the  cylinder  bore  27  and  a  large-diameter 
pad  portion  held  in  sliding  contact  with  the  inner 
end  face  (hydrostatic  bearing  guide  surface)  of  the 

30  sleeve  portion  4A,  a  groove-like  pressure  chamber 
29  formed  on  the  pad  portion  of  the  hydrostatic 
pad  29,  and  a  throttle  passage  30  bored  in  the 
hydrostatic  pad  28  in  such  a  manner  as  to  commu- 
nicate  a  chamber  in  the  cylinder  bore  27  with  the 

35  pressure  chamber  29.  From  one  of  the  suction  and 
discharge  port  whichever  is  on  the  high  pressure 
side,  the  chamber  in  the  cylinder  bore  27  of  the 
hydrostatic  thrust  bearing  26  is  constantly  supplied 
with  high  pressure  oil  through  the  afore-mentioned 

40  passages  25.  Although  only  one  hydrostatic  thrust 
bearing  26  is  shown  in  Fig.  1,  a  plural  number  of 
thrust  bearings  of  the  same  construction  may  be 
provided  around  the  sleeve  portion  4A  of  the  bear- 
ing  sleeve  4  to  balance  the  moment  loads  about 

45  the  x-  and  y-axes  in  a  manner  similar  to  the  above- 
described  hydrostatic  radial  bearings  20. 

When  applied  as  a  hydraulic  pumps  the  bent 
axis  type  variable  displacement  hydraulic  machine 
of  this  embodiment  operates  in  the  following  man- 

50  ner. 
Firstly,  the  valve  plate  1  1  is  tilted  to  the  maxi- 

mum  tilted  position  of  Fig.  1  together  with  the 
cylinder  block  8  by  operation  of  the  tilting  mecha- 
nism  15.  For  this  purpose,  the  servo  piston  18  is 

55  displaced  by  supplying  oil  pressure  from  the  auxil- 
iary  pump  to  the  oil  chamber  17A  in  the  cylinder 
bore  16.  By  so  doing,  the  pivoting  pin  19  is  dis- 
placed  together  with  the  servo  piston  18,  tilting  the 

6 
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valve  plate  11  under  guidance  of  the  tilting  guide 
surface  12.  Consequently,  the  cylinder  block  8  is 
tilted  integrally  with  the  center  shaft  13  into  the 
position  shown  in  Fig.  1,  with  its  rotational  axis 
inclined  relative  to  the  axis  of  the  rotational  shaft  5. 

Nextly,  the  rotational  shaft  5  is  rotated  by  an 
engine,  electric  motor  or  other  suitable  drive 
source,  whereupon  the  cylinder  block  8  is  rotated 
integrally  with  the  rotational  shaft  5  since  the  drive 
disc  6  of  the  rotational  shaft  5  is  connected  to  the 
pistons  10  in  the  respective  cylinders  9  of  the 
cylinder  block  8.  Consequently,  the  pistons  10  are 
reciprocated  in  the  respective  cylinders  9  during 
rotation  of  the  cylinder  block  8.  In  the  suction 
stroke  when  each  piston  10  is  moved  away  from 
the  cylinder  9,  the  operating  oil  is  drawn  into  the 
cylinder  9  from  a  suction/discharge  passage 
through  a  suction/discharge  port,  and,  in  the  dis- 
charge  stroke  when  the  piston  10  is  moved  into  the 
cylinder  9,  the  operating  oil  in  the  cylinder  9  is 
pressurized  and  discharged  through  a  suc- 
tion/discharge  port  and  a  suction/discharge  pas- 
sage. 

In  this  connection,  in  a  bent  axis  type  hydraulic 
pump  of  this  sort,  in  proportion  to  the  number  of 
pistons  serving  for  generating  the  discharge  pres- 
sure  (e.g.,  in  case  the  total  number  of  pistons  is 
seven,  the  maximum  number  of  pressurizing  pis- 
tons  is  four,  the  minimum  number  of  pressurizing 
pistons  is  three,  and  the  average  number  of  pres- 
surizing  pistons  is  3.5),  the  load  of  hydraulic  reac- 
tion  force  is  exerted  on  the  drive  disc  6  in  synchro- 
nism  with  the  rotational  speed  of  the  rotational  shaft 
5.  The  load  which  is  exerted  on  the  drive  disc  6  is 
diffused  at  the  support  surface  of  the  spherical 
portion  10A  into  radial  load  FR  with  radial  compo- 
nents  and  thrust  load  FT  with  axial  components.  In 
this  instance,  with  respect  to  the  x-  and  y-axes 
which  perpendicularly  intersect  the  axis  of  the 
rotarional  shaft  5,  moment  loads  about  the  x-,  y- 
and  z-axes  are  induced  by  the  hydraulic  reaction 
forces  resulting  from  piston  operations.  These 
loads  consisting  of  the  loads  of  hydraulic  reaction 
forces  of  pistons  and  the  moment  loads  are  sup- 
ported  by  the  hydrostatic  radial  and  thrust  bearings 
20  and  26  on  the  bearing  sleeve  4  which  serves  as 
a  support  member.  Namely,  the  radial  and  thrust 
loads  are  supported  by  sliding  bearing  actions  of 
the  hydrosratic  pads  22  and  28  with  and  from 
hydrostatic  and  hydrodynamic  actions  of  the  hydro- 
static  pressures  in  the  pressure  chambers  23  and 
29  of  the  pads  22  and  28  of  the  respective  hydro- 
static  bearings  20  and  26. 

Now,  the  manner  of  supporting  the  radial  com- 
ponent  of  the  loads,  which  are  exerted  on  the  drive 
disc  6,  is  explained  more  particularly  with  reference 
to  Fig.  3. 

As  mentioned  hereinbefore,  the  radial  compo- 
nent  load  FR  of  the  overall  hydraulic  reaction  force 
F  of  pistons  is  shifted  in  the  fashion  of  about 
the  acting  point  O  of  the  resultant  force  of  mean 

5  hydraulic  reaction  force  according  to  the  number  of 
pistons  in  high  pressure  areas  on  the  side  of  the 
acting  point  O.  Besides,  the  radial  load  FR  varies  in 
synchronism  with  the  number  of  pistons  in  the  high 
pressure  area,  the  load  becoming  zero  at  a  tilt 

io  angle  a  of  0°  and  becoming  maximum  at  the 
maximum  tilt  angle. 

Therefore,  in  the  present  embodiment,  four  hy- 
drostatic  radial  bearings  20A  to  20D  are  located 
around  the  outer  periphery  of  the  sleeve  portion  4A 

is  of  the  bearing  sleeve  4  in  the  particular  positional 
relations  as  shown  in  Fig.  2.  In  addition  to  the  radial 
load  FR  whichis  imposed  on  the  drive  disc  6,  the 
moment  load  Mz  aboutthe  axis  z  of  the  rotational 
shaft  5  is  supported  by  these  hydrostatic  radial 

20  bearings  20A  to  20D. 
More  specifically,  since  the  acting  point  O  of 

the  resultant  force  of  mean  hydraulic  reaction  force 
is  deviated  from  the  axis  z  of  the  rotarional  shaft  5 
by  the  distance  e0,  the  moment  load  Mz  about  the 

25  z-axis  is  turned  into  a  moment  relevant  to  the 
acting  point  O  of  the  resultant  force  when  the  radial 
load  FR  is  exerted  on  the  acting  point  O. 

However,  in  the  present  embodiment,  the  first 
hydrostatic  radial  bearing  20A  is  located  on  the 

30  side  of  the  acting  point  O  of  the  resultant  force  of 
mean  hydraulic  reaction  force,  and  the  second  hy- 
drostatic  radial  bearing  20B  is  located  on  the  side 
away  from  the  acting  point  of  the  resultant  force,  in 
the  particular  positional  relationship  of  the  Equation 

35  (2)  given  hereinbefore,  so  that  they  can  support  the 
moment  load  Mz  about  the  z-axis,  relevant  to  the 
acting  point  of  the  resultant  force,  in  balanced 
state. 

Further,  side  force  is  generated  in  the  sliding 
40  portion  of  the  valve  plate  11  depending  upon  the 

shape  or  other  factors  of  the  suction/discharge  port 
which  is  on  the  high  pressure  side.  Through  the 
pistons  10  or  center  joint  13,  this  side  force  acts  on 
the  drive  disc  6  as  Fv  in  the  direction  indicated  by 

45  an  arrow  in  Fig.  3.  However,  in  the  present  embodi- 
ment,  the  third  hydrostatic  radial  bearing  20C  is 
located  on  the  side  away  from  the  acting  point  of 
the  resultant  force  and  on  the  x-axis,  so  that  the 
high  pressure  oil  introduced  into  its  pressure  cham- 

50  ber  23B  imposes  an  inverse  radial  force  to  the 
drive  disc  6  to  counteract  the  side  force  Fv.  As  a 
result,  it  becomes  possible  to  support  the  side 
force  Fv  by  the  third  hydrostatic  radial  bearing  20C 
and  to  balance  the  side  force  Fv  by  adjusting  the 

55  inverse  radial  force. 
Further,  the  resultant  force  of  the  hydraulic 

reaction  force  F  of  pistons  varies  depending  upon 
the  number  of  pistons  in  the  high  pressure  area, 

7 
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with  variations  in  the  direction  of  the  y-axis  (in  the 
upward  and  downward  directions).  However,  in  the 
present  embodiment,  the  fourth  hydrostatic  radial 
bearing  20D  is  located  above  the  x-axis  and  on  the 
y-axis,  so  that  the  variations  in  the  resultant  force 
of  the  hydraulic  reaction  forces,  which  are  caused 
by  variations  in  the  number  of  pistons  in  the  high 
pressure  area,  can  be  suitably  supported  by  the 
fourth  hydrostatic  radial  bearing  20D. 

Thus,  according  to  the  present  embodiments 
the  radial  load  FR  exerted  on  the  acting  point  of  the 
resultant  force  is  satisfactorily  supported  by  the 
first  to  fourth  hydrostatic  radial  bearings  20A  to 
20D  in  the  above-described  manner.  In  this  in- 
stance,  the  first  and  second  hydrostatic  radial  bear- 
ings  20A  and  20B  which  are  located  to  satisfy  the 
relationship  of  Equation  (2)  are  capable  of  balanc- 
ing  the  moment  load  Mz  about  the  z-axis,  relevant 
to  the  acting  point  0  of  the  resultant  force,  while 
supporting  the  side  force  Fv  and  variations  in  the 
resultant  force  of  hydraulic  reaction  forces  by  the 
third  and  fourth  hydrostatic  radial  bearings  20C  and 
20D,  respectively. 

Therefore,  the  first  to  fourth  hydrostatic  radial 
bearings  20A  to  20D  can  maintain  the  respective 
hydrostatic  pads  22A  to  22D  constantly  in  an  ap- 
propriate  posture  to  impart  a  suitable  surface  pres- 
sure  to  the  sliding  surfaces  of  the  respective  pads 
22A  to  22D,  thereby  precluding  extremely  inclined 
support.  As  a  result,  it  becomes  possible  to  prevent 
localized  abrasive  wear  of  the  hydrostatic  pads  22A 
to  22D  and  to  maintain  an  oil  film  of  uniform 
thickness  between  the  sliding  surfaces  of  the  hy- 
drostatic  pads  22A  to  22D  and  the  hydrostatic 
bearing  guide  surface  of  the  drive  disc.  Accord- 
ingly,  the  leaks  from  the  sliding  surface  of  the 
respective  hydrostatic  pads  22A  to  22D,  which 
would  lead  to  power  losses,  can  be  suppressed  to 
a  minimum. 

Referring  now  to  Fig.  4,  there  is  shown  a 
second  embodiment  of  the  invention,  in  which  the 
component  parts  common  with  the  first  embodi- 
ment  are  designated  by  common  reference  nu- 
merals,  and  their  explanations  are  omitted  to  avoid 
unnecessary  repetitions. 

A  feature  of  this  embodiment  resides  in  that 
three  hydrostatic  radial  bearings  are  used  to  sup- 
port  the  radial  load  FR,  side  force  Fv  and  moment 
load  Mz  about  the  z-axis. 

More  specifically,  in  Fig.  4,  indicated  at  31  A  to 
31  C  are  hydrostatic  radial  bearings  employed  in 
this  embodiment.  These  hydrostatic  radial  bearings 
31  A  to  31  C  are  constituted  by:  radial  cylinder  bores 
32A  to  32C  which  are  formed  on  the  outer  periph- 
ery  of  the  sleeve  portion  4A  of  the  bearing  sleeve  4 
in  particular  positional  relations  with  each  other 
similarly  to  the  first  embodiment;  hydrostatic  pads 
33A  to  33C  having  small-diameter  rod  portions 

slidably  fitted  in  the  cylinder  bores  32A  to  32C  and 
large-diameter  pad  portions  held  in  sliding  contact 
with  the  inner  peripheral  surface  of  the  cylindrical 
portion  6B  of  the  drive  disc  6;  groove-like  pressure 

5  chambers  34A  to  34C  formed  on  the  pad  surfaces 
in  sliding  contact  with  the  drive  disc;  and  axial 
throttle  passages  35A  to  35C  formed  in  the  pads 
33A  to  33C  to  communicate  chambers  in  the  cyl- 
inder  bores  32A  to  32C  with  the  pressure  cham- 

io  bers  34A  to  34C.  High  oil  pressure  is  constantly  led 
to  the  cylinder  bores  32A  to  32C  through  the 
passages  25.  Hereafter,  the  hydrostatic  radial  bear- 
ings  32A  to  32C,  hydrostatic  pads  33A  to  33C, 
pressure  chambers  34A  to  34C  and  throttle  pas- 

15  sages  35A  to  35C  are  referred  to  collectively  as 
hydrostatic  radial  bearing  31,  cylinder  bore  32, 
hydrostatic  pad  33,  pressure  chamber  34  and  throt- 
tle  passage  35,  respectively. 

The  above-mentioned  hydrostatic  radial  bear- 
20  ings  31  A  to  31  C  are  located  in  the  following  posi- 

tional  relations  with  each  other. 
The  first  hydrostatic  radial  bearing  31  A  is  lo- 

cated  below  the  x-axis  on  the  side  of  the  acting 
point  0  of  the  resultant  force  of  mean  hydraulic 

25  reaction  forces  at  a  distance  e0  coinciding  with  the 
acting  point  0  of  the  resultant  force  in  distance  on 
the  x-axis;  the  second  hydrostatic  radial  bearing 
31  B  is  located  on  the  side  away  from  the  acting 
point  0  and  on  or  in  the  x-axis;  and  the  third 

30  hydrostatic  radial  bearing  31  C  is  located  on  the 
side  of  the  acting  point  0  of  the  resultant  force  and 
in  point  symmetry  with  the  first  hydrostatic  radial 
bearing  31  A  relative  to  the  x-axis. 

When  applied  as  a  hydraulic  pump,  the  present 
35  embodiment  with  the  above-described  arrangement 

operates  in  the  same  manner  as  the  first  embodi- 
ment. 

In  this  embodiment,  the  three  hydrostatic  radial 
bearings  31  A  to  31  C  are  located  around  the  outer 

40  periphery  of  the  sleeve  portion  4A  of  the  bearing 
sleeve  4  in  the  particular  positional  relations  de- 
scribed  above  thereby  to  support  the  radial  load 
FR,  side  force  Fv  and  moment  load  Mz. 

More  specifically,  the  first  and  third  hydrostatic 
45  radial  bearings  31  A  and  31  C  are  located  in  off-axis 

positions  at  a  distance  of  e0  from  the  x-axis  and  in 
point-symmetrical  positions  above  and  below  the  x- 
axis  relative  to  the  acting  point  0  of  the  resultant 
force  of  mean  hydraulic  reaction  forces.  As  a  result 

50  the  point  of  intersection  0D-  where  the  axis  of  the 
hydrostatic  pad  33A  of  the  first  radial  bearing  31  A 
intersects  the  inner  peripheral  surface  of  the  cylin- 
drical  portion  6B  of  the  drive  disc  6,  is  located  at 
the  same  distance  from  the  acting  point  0  of  the 

55  resultant  forces  as  the  point  of  intersection  Os 
where  the  axis  of  the  hydrostatic  pad  33C  of  the 
third  radial  bearing  31  C  intersects  the  inner  periph- 
eral  surface  of  the  cylindrical  portion  6B,  and  the 
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mean  hydraulic  reaction  force  exerted  on  the  acting 
point  of  the  resultant  force  has  the  same  lines  of 
action  with  respect  to  the  first  and  third  hydrostatic 
radial  bearings  31  A  and  31  C. 

Thus,  of  the  components  fDx  and  fDy  in  the  x- 
and  y-axis  directions  of  the  radial  load  fD  exerted 
on  the  point  of  intersection  0D  on  the  side  of  the 
first  hydrostatic  radial  bearing  31  A  and  the  compo- 
nents  fSx  and  FSY  in  the  x-  and  y-axes  directions  of 
the  radial  load  fs  exerted  on  the  point  intersection 
Os  on  the  side  of  the  third  hydrostatic  radial  bear- 
ing  31  C,  the  y-axis  components  fDy  and  fSy  can  be 
supported  in  balanced  state.  Consequently,  even  if 
a  moment  Mz  about  the  z-axis  is  generated  by  a 
radial  load  fR  exerted  on  the  acting  point  0  of  the 
resultant  force  of  mean  hydraulic  reaction  forces,  it 
can  be  supported  in  balanced  state. 

Further,  since  the  second  hydrostatic  radial 
bearing  31  B  is  located  on  the  x-axis  on  the  side 
away  from  the  acting  point  of  the  resultant  force,  it 
can  balance  the  side  force  Fv  which  would  be 
exerted  on  the  drive  disc  6. 

Furthermore,  although  the  resultant  force  of  the 
total  hydraulic  reaction  force  of  pistons  varies  de- 
pending  upon  the  number  of  pistons  in  the  high 
pressure  area,  such  variations  in  the  resultant  force 
can  be  suitably  supported  by  the  third  hydrostatic 
radial  bearing  31  C. 

In  this  manner,  similarly  to  the  first  embodi- 
ment,  the  second  embodiment  is  capable  of  main- 
taining  the  hydrostatic  pads  33A  to  33C  of  the  first 
to  third  radial  bearings  31  A  to  31  C  in  appropriate 
posture  for  imparting  a  surface  pressure  to  the 
sliding  surfaces  of  the  respective  pads  33A  to  33C, 
preventing  extremely  inclined  support  thereof.  This 
prevents  localized  abrasive  wear  of  the  hydrostatic 
pads  33A  to  33C,  and  permits  to  maintain  an  oil 
film  of  uniform  thickness  between  the  sliding  sur- 
faces  of  the  hydrostatic  pads  33A  to  33C  and  the 
hydrostatic  bearing  guide  surface  of  the  drive  disc. 
Accordingly,  it  becomes  possible  to  suppress  the 
leaks  from  the  sliding  surfaces  of  the  hydrostatic 
pads  33A  to  33C  to  a  minimum  and  to  reduce  the 
power  losses  which  would  result  from  such  leaks. 

Shown  in  Fig.  5  is  a  third  embodiment  of  the 
invention,  in  which  the  component  parts  common 
with  the  first  embodiment  are  designated  by  com- 
mon  reference  numerals,  and  their  explanations  are 
omitted  to  avoid  repetitions. 

A  feature  of  this  embodiment  resides  in  that 
hydrostatic  radial  bearings  are  located  in  particular 
positions  on  the  part  of  the  casing,  with  the  respec- 
tive  hydrostatic  pads  held  in  sliding  contact  with 
the  outer  periphery  of  the  drive  disc. 

More  specifically,  in  Fig.  5,  indicated  at  41  is  a 
casing  of  this  embodiment,  which  casing  41  is 
constituted  by  a  cylindrical  casing  body  42  having 
a  small-diameter  portion  42A  and  an  inclined  large- 

diameter  portion  42B,  and  an  end  casing  43  clos- 
ing  the  outer  open  end  of  the  inclined  portion  42B 
similarly  to  the  casing  of  the  first  embodiment 
except  that  the  inclined  portion  42B  has  a  greater 

5  thickness  to  provide  hydrostatic  radial  bearings  47 
as  will  be  described  hereinafter. 

Denoted  at  44  is  a  bearing  sleeve  which  is 
provided  as  a  support  member  in  the  small-diam- 
eter  portion  42A  of  the  casing  body  42,  and  which 

io  is  formed  substantially  in  a  hollow  cylindrical  shape 
different  from  the  counterpart  in  the  first  embodi- 
ment.  The  bearing  sleeve  44  has  one  end  thereof 
abutted  against  and  supported  by  a  stepped  por- 
tion  42C  on  the  inner  periphery  of  the  small-diam- 

15  eter  portion  42A,  in  this  case  the  bearing  sleeve  44 
incorporating  only  hydrostatic  thrust  bearings  26  of 
the  same  construction  as  in  the  first  embodiment. 

The  reference  45  designates  a  rotational  shaft 
which  has  an  end  portion  45  extended  through  the 

20  bearing  sleeve  44  and  which  is  provided  with  a 
drive  disc  46  at  the  inner  end  of  the  shaft  portion 
45  in  the  casing  41.  In  this  embodiment,  the  drive 
disc  46  is  formed  in  a  circular  disc-like  shape.  The 
rotational  shaft  45  is  rotatably  supported  by  the 

25  bearing  sleeve  44  through  a  bearing  7,  and  the 
drive  disc  46  is  arranged  to  support  hydraulic  reac- 
tion  forces  of  pistons  through  hydrostatic  thrust 
bearings  26  in  the  same  manner  as  in  the  first 
embodiment. 

30  Indicated  at  47  is  one  of  hydrostatic  radial 
bearings  which  are  provided  on  the  inner  periphery 
of  the  inclined  portion  42B  of  the  casing  42  in  four 
spaced  positions  which  are  in  the  particular  posi- 
tional  relations  as  shown  in  Fig.  2  or  in  three 

35  spaced  positions  which  are  in  the  particular  posi- 
tional  relations  as  shown  in  Fig.  4.  Fig.  5  shows 
only  one  of  these  hydrostatic  radial  bearings  as  a 
representative.  The  hydrostatic  radial  bearing  47  is 
constituted  by;  a  cylinder  bore  48  formed  on  the 

40  inner  periphery  of  the  inclined  portion  42B  of  the 
casing  42  in  a  position  opposing  the  outer  periph- 
ery  of  the  drive  disc  46;  a  hydrostatic  pad  49 
having  a  small-diameter  rod  portion  slidably  fitted 
in  the  cylinder  bore  48  and  a  large-diameter  pad 

45  portion  held  in  sliding  contact  with  the  outer  periph- 
eral  surface  of  the  drive  disc  46;  a  pressure  cham- 
ber  50  formed  in  the  surface  of  the  pad  49  in 
sliding  contact  with  the  drive  disc  46;  and  a  throttle 
passage  51  for  supplying  a  bearing  control  pres- 

50  sure  to  the  pressure  chamber  50.  The  cylinder 
bore  48  is  supplied  with  high  oil  pressure  through 
an  oil  conduit  25. 

In  this  embodiment  with  the  above  arrange- 
ments,  the  four  or  three  hydrostatic  radial  bearings 

55  47  which  are  located  in  the  particular  positional 
relations  as  shown  in  Fig.  2  or  Fig.  4  operate  in  the 
same  manner  and  have  the  same  effects  as  in  the 
foregoing  embodiments. 

9 
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Referring  to  Fig.  6,  there  is  shown  a  hydraulic 
circuit  diagram  of  a  hydraulic  system  for  a  con- 
struction  machine  like  power  shovel,  employing  the 
bent  axis  type  variable  displacement  hydraulic  ma- 
chine  of  the  invention. 

In  Fig.  6,  indicated  at  101  is  an  engine  as  a 
drive  source,  at  102  and  103  are  hydraulic  pumps 
with  the  hydrostatic  radial  bearing  support  accord- 
ing  to  the  invention,  at  104  are  a  group  of  control 
valves  for  controlling  distribution  of  fluid  power 
from  the  pumps  102  and  103,  at  105  is  a  rotating 
motor,  at  106  is  a  center  joint  for  relaying  the 
power  from  the  group  of  control  valves  104,  at  107 
and  108  are  vehicle  drive  hydraulic  motors  which 
are  mounted  on  a  lower  vehicle  body,  at  109  is  a 
bucket  operating  hydraulic  cylinder,  at  110  is  an 
arm  operating  hydraulic  cylinder,  at  111  and  111 
are  a  boom  operating  hydraulic  cylinders,  at  112  to 
120  are  conduits  interconnecting  the  afore-men- 
tioned  hydraulic  components  or  elements. 

With  the  construction  machine  hydraulic  sys- 
tem  arranged  in  the  above-described  manner,  the 
high  fluid  pressures,  which  are  discharged  from  the 
hydraulic  pumps  102  and  103  driven  from  the 
engine  101,  are  fed  through  the  control  valves  104 
to  the  rotating  hydraulic  motor  105  which  drives  the 
rotating  mechanism,  the  travelling  hydraulic  motors 
107  and  108  which  drive  the  travelling  mechanism, 
or  the  boom,  bucket  and  arm  hydraulic  cylinders 
109  to  111  to  perform  an  excavating  operation. 

In  a  case  where  the  hydraulic  machine  of  the 
present  invention  is  applied  as  hydraulic  pumps 
102  and  103  for  construction  machine,  there  will  be 
obtained  hydraulic  pumps  which  can  operate  with 
high  stability  and  reliability  and  with  less  oil  leaks 
even  when  the  tilt  angles  of  the  pumps  102  and 
103  are  increased  for  the  purpose  of  enhancing  the 
travelling  and  excavating  powers  for  a  higher  per- 
formance.  Similar  effects  can  be  produced  when 
the  invention  is  applied  to  the  rotating  motor  105  or 
to  the  hydraulic  vehicle  drive  motors  107  and  108. 

Although  the  invention  has  been  described  by 
way  of  total  hydrostatic  support  type  hydraulic 
pumps,  it  is  to  be  understood  that  the  invention  can 
be  realized  as  partial  hydrostatic  support  type  ma- 
chines  employing  the  radial  hydrostatic  bearing  20 
(31,  47)  in  combination  with  a  mechanical  anti- 
friction  bearing  (e.g.,  a  roller  bearing)  in  place  of 
the  hydrostatic  thrust  bearing  26.  In  short,  the 
present  invention  is  applicable  to  hydraulic  ma- 
chines  which  include  at  least  a  hydrostatic  radial 
bearing. 

In  case  the  hydraulic  machine  of  the  present 
invention  is  applied  as  a  reversible  hydraulic  motor, 
the  paired  suction  and  discharge  ports  formed  in 
the  valve  plate  as  well  as  the  paired  suction  and 
discharge  passages  formed  in  the  head  casing 
become  a  high  pressure  port,  so  that  it  is  advisable 

to  provide  a  shuttle  valve  between  the  suction  and 
discharge  ports  or  between  the  suction  and  dis- 
charge  passages,  drawing  out  high  oil  pressure 
through  the  shuttle  valve  and  supplying  same  as  a 

5  bearing  control  pressure  to  the  hydrostatic  radial 
bearings. 

Further,  although  the  tilting  mechanism  15  has 
been  shown  as  being  provided  in  the  head  casing 
3  in  the  foregoing  embodiments,  it  may  be  substi- 

io  tuted  with  a  tilting  mechanism  which  is  located  on 
a  side  wall  of  the  casing  body  2  (42)  and  which  is 
arranged  to  tilt  the  cylinder  block  and  valve  plate 
through  a  yoke  with  one  end  thereof  supported  on 
a  trunnion  within  the  casing. 

is  In  addition  to  the  examples  of  application  give 
above,  the  hydraulic  machine  according  to  the 
present  invention  is  applicable  to  hydraulic  screw- 
down  mechanisms  for  rolling  mills,  hydraulic  sys- 
tems  of  powder  molding  machines,  injection  mold- 

20  ing  machines,  high  speed  foregoing  machines  op- 
erating  in  a  high  temperature  environment,  tunnel 
excavating  machines  and  other  hydraulically  op- 
erated  machines. 

25  (POSSIBILITIES  OF  INDUSTRIAL  APPLICATION) 

As  clear  from  the  foregoing  particular  descrip- 
tion,  the  hydraulic  machine  of  the  invention  is  pro- 
vided  with  a  plural  number  of  hydrostatic  radial 

30  bearings  in  such  a  manner  as  to  balance  constantly 
the  moment  loads  about  the  rotational  shaft,  rel- 
evant  to  the  acting  point  on  the  drive  disc  of  the 
hydraulic  reaction  forces  varying  according  to  the 
number  of  pistons  in  the  high  pressure  area.  This 

35  arrangement  has  a  number  of  advantages  as  fol- 
lows. 

(1)  It  becomes  possible  to  form  an  oil  film  of 
uniform  thickness  between  the  drive  disc  and 
sliding  surfaces  of  the  hydrostatic  radial  bear- 

40  ings,  and  therefore  to  prevent  abnormal  abrasive 
wear  of  the  sliding  surfaces  of  the  hydrostatic 
bearing  pads  and  the  hydrostatic  bearing  guide 
surface  of  the  drive  disc,  ensuring  sufficient 
durability  even  in  operations  over  a  long  period 

45  of  time. 
(2)  In  relation  with  the  item  (1)  above,  the  forma- 
tion  of  an  oil  film  of  uniform  thickness  between 
sliding  surfaces  will  lead  to  suppression  of  oil 
leaks  from  the  sliding  surfaces  to  a  minimal  rate 

50  and  therefore  to  reduction  fo  power  losses. 
(3)  One  of  the  hydrostatic  radial  bearings,  which 
is  located  in  a  position  away  from  the  acting 
point  of  the  resultant  force  and  on  or  in  the 
vicinity  of  the  x-axis,  can  stably  support  the  side 

55  forces  acting  on  the  drive  disc. 
(4)  Another  one  of  the  radial  hydrostatic  bear- 
ings,  which  is  located  above  the  x-axis  and  on 
or  in  the  vicinity  of  the  y-axis,  can  stably  support 
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variant  components  of  the  radial  loads  exerted 
by  hydraulic  reaction  forces. 

Claims 

1.  A  bent  axis  type  variable  displacement  hydrau- 
lic  machine,  including 

-  a  cylindrical  casing  (1;  41)  having  a  head 
casing  (3;  43)  with  suction  and  discharge 
passages; 

-  a  rotational  shaft  (5;  45)  rotatably  insert- 
ed  into  the  casing  (1;  41)  and  having  a 
drive  disc  (6;  46)  at  the  inner  distal  end 
received  in  the  casing  (1;  41); 

-  a  cylinder  block  (8)  located  in  the  casing 
(1;  41)  and  having  a  plural  number  of 
axial  cylinder  bores  (9); 

-  a  plurality  of  pistons  (10)  reciprocably 
received  in  the  cylinder  bores  (9)  in  the 
cylinder  block  (8)  and  each  pivotally  sup- 
ported  at  one  end  by  the  drive  disc  (6; 
46); 

-  a  valve  plate  (11)  having  a  pair  of  suction 
and  discharge  ports  and  having  one  end 
face  in  sliding  contact  with  the  cylinder 
block  (8)  and  the  other  end  face  tiltably 
in  sliding  contact  with  a  tilting  sliding 
surface  (12)  on  the  head  casing  (3;  43); 

-  a  tilting  mechanism  (15)  for  tilting  the 
valve  plate  (11)  together  with  the  cylinder 
block  (8); 

-  a  hydrostatic  radial  bearing  (20;  31;  47) 
provided  between  the  drive  disc  (6;  46) 
and  casing  (1;  41)  for  supporting  radial 
loads  of  hydraulic  reaction  forces  acting 
on  the  drive  disc  (6;  46)  in  the  radial  and 
thrust  directions  as  a  result  of  operations 
of  the  pistons  (10);  and 

-  oil  passages  (25)  for  conducting  oil  pres- 
sure  to  and  from  the  hydrostatic  radial 
bearing  (20;  31;  47)  through  one  of  the 
paired  suction  and  discharge  ports 
whichever  is  on  the  high  pressures  side, 

characterized  in  that 
relative  to  x-  and  y-axis  perpendicularly  inter- 
secting  the  axis  of  said  rotational  shaft  (5), 
and  the  x-axis  being  further  defined  by  the 
acting  point  (0)  of  the  resultant  force  of  mean 
hydraulic  reaction  forces  on  said  drive  disc, 
the  hydrostatic  radial  bearing  (20,  47)  com- 
prises 

-  a  first  hydrostatic  radial  bearing  (20A) 
located  on  the  one  side  of  the  acting 
point  and  beneath  the  x-axis  and  outside 
the  shifting  range  of  the  acting  point, 

-  a  second  hydrostatic  radial  bearing  (20B) 
located  on  the  other  side  of  the  acting 
point  and  on  the  lower  side  of  the  x-axis, 

-  a  third  hydrostatic  radial  bearing  (20C) 
located  on  the  other  side  of  the  acting 
point  and  on  or  in  the  vicinity  of  the  x- 
axis,  and 

5  -  a  fourth  hydrostatic  radial  bearing  (20D) 
located  above  the  x-axis  and  on  or  in  the 
vicinity  of  the  y-axis. 

2.  A  bent  axis  type  variable  displacement  hydrau- 
io  lie  machine,  including 

-  a  cylindrical  casing  (1;  41)  having  a  head 
casing  (3;  43)  with  suction  and  discharge 
passages; 

-  a  rotational  shaft  (5;  45)  rotatably  insert- 
15  ed  into  the  casing  (1;  41)  and  having  a 

drive  disc  (6;  46)  at  the  inner  distal  end 
received  in  the  casing  (1;  41); 

-  a  cylinder  block  (8)  located  in  the  casing 
(1;  41)  and  having  a  plural  number  of 

20  axial  cylinder  bores  (9); 
-  a  plurality  of  pistons  (10)  reciprocably 

received  in  the  cylinder  bores  (9)  in  the 
cylinder  block  (8)  and  each  pivotally  sup- 
ported  at  one  end  by  the  drive  disc  (6; 

25  46); 
-  a  valve  plate  (11)  having  a  pair  of  suction 

and  discharge  ports  and  having  one  end 
face  in  sliding  contact  with  the  cylinder 
block  (8)  and  the  other  end  face  tiltably 

30  in  sliding  contact  with  a  tilting  sliding 
surface  (12)  on  the  head  casing  (3;  43); 

-  a  tilting  mechanism  (15)  for  tilting  the 
valve  plate  (11)  together  with  the  cylinder 
block  (8); 

35  -  a  hydrostatic  radial  bearing  (20;  31;  47) 
provided  between  the  drive  disc  (6;  46) 
and  casing  (1;  41)  for  supporting  radial 
loads  of  hydraulic  reaction  forces  acting 
on  the  drive  disc  (6;  46)  in  the  radial  and 

40  thrust  directions  as  a  result  of  operations 
of  the  pistons  (10);  and 

-  oil  passages  (25)  for  conducting  oil  pres- 
sure  to  and  from  the  hydrostatic  radial 
bearing  (20;  31;  47)  through  one  of  said 

45  paired  suction  and  discharge  ports 
whichever  is  on  the  high  pressures  side, 

characterized  in  that 
relative  to  x-  and  y-axis  perpendicularly  inter- 
secting  the  axis  of  said  rotational  shaft  (5), 

50  and  the  x-axis  being  further  defined  by  the 
acting  point  (0)  of  the  resultant  force  of  mean 
hydraulic  reaction  forces  on  said  drive  disc, 
the  hydrostatic  radial  bearing  (20,  47)  com- 
prises 

55  -  a  first  hydrostatic  radial  bearing  (31  A) 
located  beneath  the  x-axis  and  in  an  x- 
position  coinciding  with  the  x-position  of 
the  acting  point  (0), 

11 
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-  a  second  hydrostatic  radial  bearing  (31  B) 
located  on  the  other  side  of  the  y-axis 
and  on  or  in  the  vicinity  of  the  x-axis,  and 

-  a  third  hydrostatic  radial  bearing  (31  C) 
located  above  the  x-axis  and  in  an  x- 
position  coinciding  with  the  x-position  of 
the  acting  point  (0). 

3.  The  machine  according  to  claim  1  , 
characterized  in  that 

-  the  drive  disc  (6)  of  U-shape  in  section 
being  open  at  one  end  is  constituted  by 
a  disc  portion  (6A)  adapted  to  tiltably 
support  the  pistons  (10)  and  a  hollow 
cylindrical  portion  (6B)  extending  from 
the  disc  portion  (6A)  in  a  direction  away 
from  the  cylinder  block  (8); 

-  a  support  member  (7)  for  rotatably  sup- 
porting  the  rotational  shaft  (5)  is  located 
in  a  position  adjacent  to  one  end  of  the 
casing  (1)  and  in  a  space  defined  be- 
tween  the  journal  portion  of  the  rotational 
shaft  (5)  and  the  drive  disc  (6)  of  U- 
shape  in  section;  and 

-  the  hydrostatic  radial  bearing  (20;  31)  is 
provided  between  the  outer  periphery  of 
the  support  member  (7)  and  the  inner 
periphery  of  the  hollow  cylindrical  portion 
(6B)  of  the  drive  disc  (6). 

4.  The  hydraulic  machine  according  to  claim  1, 
characterized  in  that 

-  the  drive  disc  (46)  is  formed  in  a  circular 
disc-like  shape  for  tiltably  supporting  the 
pistons  (10),  and 

-  the  hydrostatic  radial  bearing  (47)  is  pro- 
vided  between  the  outer  periphery  of  the 
drive  disc  (46)  and  the  inner  periphery  of 
the  casing  (41). 

5.  The  hydraulic  machine  according  to  claim  1, 
characterized  in  that 
the  first  and  second  hydrostatic  radial  bearings 
(20A,  20B)  are  located  in  positions  satisfying 
the  condition  of 

fLY  x  eL  =  f  ry  x  eR 

where  eL  is  the  distance  along  the  x-axis  spac- 
ing  apart  the  center  of  sliding  movement  of  the 
hydrostatic  pad  (22A)  of  the  first  hydrostatic 
radial  bearing  (20A)  and  the  acting  point  (0),  fLy 
is  the  load  components  acting  on  the  hydro- 
static  pad  (22A)  of  the  first  bearing  (20A)  in  the 
y-axis  direction,  eR  is  the  distance  along  the  x- 
axis  spacing  apart  the  center  of  sliding  move- 
ment  of  the  hydrostatic  pad  (22B)  of  the  sec- 
ond  hydrostatic  radial  bearing  (20B)  and  the 

acting  point  (0),  and  fRY  is  the  load  component 
acting  on  the  hydrostatic  pad  (22B)  of  the 
second  bearing  (20B)  in  the  y-axis  direction. 

5  6.  The  hydraulic  machine  according  to  claim  1, 
characterized  in  that 
the  hydraulic  machine  is  applied  as  a  pump  of 
main  hydraulic  pressure  source  or  as  a  drive 
motor  in  a  hydraulic  system  of  a  construction 

io  machine. 

Patentanspruche 

1.  Hydraulische  Maschine  mit  variablem  Schluck- 
15  oder  Fordervolumen  mit  geneigter  Achse, 

-  einem  zylindrischen  Gehause  (1;  41)  mit 
einem  Kopfgehause  (3;  43)  mit  Ansaug- 
und  AuslaBleitungen, 

-  einer  drehbaren  Welle  (5,  45),  die  dreh- 
20  bar  in  das  Gehause  (1;  41)  eingesetzt  ist 

und  an  ihrem,  entfernt  gelegenen,  im  Ge- 
hause  (1;  41)  befindlichen  Ende  eine  An- 
triebsscheibe  (6;  46)  hat; 

-  einem  Zylinderblock  (8),  der  sich  im  Ge- 
25  hause  (1;  41)  befindet  und  der  mehrere 

axiale,  zylindrische  Bohrungen  (9)  hat, 
-  mehreren  Kolben  (10),  die  sich  jeweils  in 

den  zylindrischen  Bohrungen  (9)  im  Zy- 
linderblock  (8)  befinden  und  die  an  ihrem 

30  einen  Ende  in  der  Antriebsscheibe  (6; 
46)  schwenkbar  gehaltert  sind; 

-  einer  Ventilplatte  (11),  die  zwei  Ansaug- 
und  AuslaBanschlusse  hat  und  deren 
eine  Endflache  sich  in  gleitendem  Kon- 

35  takt  mit  dem  Zylinderblock  (8)  befindet 
und  deren  andere  Endflache  sich  abwin- 
kelbar  in  gleitendem  Kontakt  mit  einer 
Abwinkelgleitoberflache  (12)  des  Kopfge- 
hauses  (3;  43)  befindet; 

40  -  einem  Abwinkelmechanismus  (15)  zum 
Abwinkeln  der  Ventilplatte  (11)  zusam- 
men  mit  dem  Zylinderblock  (8); 

-  einem  hydrostatischen  Radiallager  (20; 
31  ;  47),  das  zwischen  der  Antriebsschei- 

45  be  (6;  46)  und  dem  Gehause  (1;  41) 
vorgesehen  ist,  urn  radiale  Lasten,  die 
als  in  radialer  Richtung  oder  als  Schub 
wirkende  hydraulische  Gegenkrafte  auf 
die  Tatigkeit  der  Kolben  (10)  hin  an  der 

50  Antriebsplatte  (6;  46)  angreifen,  aufzufan- 
gen;  und 

-  Olleitungen  (25),  urn  Oldruck  liber  jeweils 
denjenigen  der  Ansaug-  bzw.  AuslaBan- 
schlusse,  der  sich  auf  der  Hochdrucksei- 

55  te  befindet,  dem  hydrostatischen  Radial- 
lager  (20;  31;  47)  zuzufuhren  bzw.  von 
diesem  abzufuhren, 

dadurch  gekennzeichnet,  dal3 
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das  hydrostatischer  Radiallager  (20,  47)  be- 
zliglich  einer  x-Achse  und  einer  y-Achse,  die 
die  Achse  der  drehbaren  Welle  (5)  rechtwinklig 
schneiden,  wobei  die  x-Achse  auBerdem  durch 
den  Wirkungspunkt  (0)  der  sich  ergebenden 
Kraft  der  mittleren  hydraulischen  Gegenkraft 
der  Antriebsscheibe  definiert  ist,  aufweist; 

-  ein  erstes  hydrostatisches  Radiallager 
(20A),  das  sich  auf  der  einen  Seite  des 
Wirkungspunkts  und  unterhalb  der  x-Ach- 
se  und  auBerhalb  des  Verschiebungsbe- 
reichs  des  Wirkungspunkts  befindet, 

-  ein  zweites  hydrostatisches  Radiallager 
(20B),  das  sich  auf  der  anderen  Seite 
des  Wirkungspunkts  auf  der  unteren  Sei- 
te  der  x-Achse  befindet, 

-  ein  drittes  hydrostatisches  Radiallager 
(20C),  das  sich  auf  der  anderen  Seite 
des  Wirkungspunkts  auf  oder  in  der 
Nahe  der  x-Achse  befindet,  und 

-  ein  viertes  hydrostatisches  Radiallager 
(20D),  das  sich  liber  der  x-Achse  und  auf 
oder  in  der  Nahe  der  y-Achse  befindet. 

2.  Hydraulische  Maschine  mit  variablem  Schluck- 
oder  Fordervolumen  mit  geneigter  Achse, 

-  einem  zylindrischen  Gehause  (1;  41)  mit 
einem  Kopfgehause  (3;  43)  mit  Ansaug- 
und  AuslaBleitungen, 

-  einer  drehbaren  Welle  (5,  45),  die  dreh- 
bar  in  das  Gehause  (1;  41)  eingesetzt  ist 
und  an  ihrem,  entfernt  gelegenen,  im  Ge- 
hause  (1;  41)  befindlichen  Ende  eine  An- 
triebsscheibe  (6;  46)  hat; 

-  einem  Zylinderblock  (8),  der  sich  im  Ge- 
hause  (1;  41)  befindet  und  der  mehrere 
axiale,  zylindrische  Bohrungen  (9)  hat, 

-  mehreren  Kolben  (10),  die  sich  jeweils  in 
den  zylindrischen  Bohrungen  (9)  im  Zy- 
linderblock  (8)  befinden  und  die  an  ihrem 
einen  Ende  in  der  Antriebsscheibe  (6; 
46)  schwenkbar  gehaltert  sind; 

-  einer  Ventilplatte  (11),  die  zwei  Ansaug- 
und  AuslaBanschllisse  hat  und  deren 
eine  Endflache  sich  in  gleitendem  Kon- 
takt  mit  dem  Zylinderblock  (8)  befindet 
und  deren  andere  Endflache  sich  abwin- 
kelbar  in  gleitendem  Kontakt  mit  einer 
Abwinkelgleitoberflache  (12)  des  Kopfge- 
hauses  (3;  43)  befindet; 

-  einem  Abwinkelmechanismus  (15)  zum 
Abwinkeln  der  Ventilplatte  (11)  zusam- 
men  mit  dem  Zylinderblock  (8); 

-  einem  hydrostatischen  Radiallager  (20; 
31  ;  47),  das  zwischen  der  Antriebsschei- 
be  (6;  46)  und  dem  Gehause  (1;  41) 
vorgesehen  ist,  urn  radiale  Lasten,  die 
als  in  radialer  Richtung  oder  als  Schub 

wirkende  hydraulische  Gegenkrafte  auf 
die  Tatigkeit  der  Kolben  (10)  hin  an  der 
Antriebsplatte  (6;  46)  angreifen,  aufzufan- 
gen;  und 

5  -  Olleitungen  (25),  urn  Oldruck  liber  jeweils 
denjenigen  der  Ansaug-  bzw.  AuslaBan- 
schllisse,  der  sich  auf  der  Hochdrucksei- 
te  befindet,  dem  hydrostatischen  Radial- 
lager  (20;  31;  47)  zuzuflihren  bzw.  von 

io  diesem  abzuflihren, 
dadurch  gekennzeichnet,  daB 
das  hydrostatische  Radiallager  (20,  47)  bezlig- 
lich  einer  x-Achse  und  einer  y-Achse,  die  die 
Achse  der  drehbaren  Welle  (5)  rechtwinklig 

is  schneiden,  wobei  die  x-Achse  auBerdem  durch 
den  Wirkungspunkt  (0)  der  sich  ergebenden 
Kraft  der  mittleren  hydraulischen  Gegenkraft 
der  Antriebsscheibe  definiert  ist,  aufweist; 

-  ein  erstes  hydrostatisches  Radiallager 
20  (31  A),  das  sich  unterhalb  der  x-Achse  auf 

einer  x-Position  befindet,  die  mit  der  x- 
Position  des  Wirkungspunkts  (0)  zusam- 
menfallt, 

-  ein  zweites  hydrostatisches  Radiallager 
25  (31  B),  das  sich  auf  der  anderen  Seite  der 

y-Achse  auf  oder  in  der  Nahe  der  x- 
Achse  befindet,  und 

-  ein  drittes  hydrostatisches  Radiallager 
(31  C),  das  sich  liber  der  x-Achse  und  in 

30  einer  x-Position  befindet,  die  mit  der  x- 
Position  des  Wirkungspunkts  (0)  zusam- 
menfallt. 

3.  Maschine  nach  Anspruch  1  , 
35  dadurch  gekennzeichnet,  daB 

-  die  Antriebsscheibe  (6)  mit  einem  auf 
einer  Seite  offenen  U-formigen  Quer- 
schnitt  durch  einen  Scheibenbereich  (6A) 
gebildet  wird,  der  dazu  ausgelegt  ist,  die 

40  Kolben  (10)  abwinkelbar  zu  halten,  sowie 
durch  einen  hohlen  zylindrischen  Bereich 
(6B),  der  sich  vom  Scheibenbereich  (6A) 
vom  Zylinderblock  (8)  weg  erstreckt; 

-  ein  Haltebauteil  (7)  zum  drehbaren  Hal- 
45  ten  der  drehbaren  Welle  (5)  in  der  Nahe 

eines  Endes  des  Gehauses  (1)  und  in 
einem  Bereich,  der  zwischen  dem  Ab- 
winkelungsbereich  der  drehbaren  Welle 
(5)  und  der  Antriebsscheibe  (6)  mit  U- 

50  formigem  Querschnitt  definiert  ist,  ange- 
ordnet  ist,  und 

-  das  hydrostatische  Radiallager  zwischen 
dem  auBeren  Umfang  des  Stlitzbauteils 
(7)  und  dem  inneren  Umfang  des  hohlen 

55  zylindrischen  Bereichs  (6B)  der  Antriebs- 
scheibe  (6)  vorgesehen  ist. 
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4.  Hydraulisches  Maschine  nach  Anspruch  1  , 
dadurch  gekennzeichnet,  daB 

-  die  Antriebsscheibe  (46)  kreisformig  plat- 
tenartig  zum  abwinkelbaren  Halten  der 
Kolben  (10)  ausgebildet  ist,  und 

-  das  hydrostatische  Radiallager  (47)  zwi- 
schen  dem  auBeren  Umfang  der  An- 
triebsscheibe  (46)  und  dem  inneren  Um- 
fang  des  Gehauses  (41)  vorgesehen  ist. 

5.  Hydraulische  Maschine  nach  Anspruch  1, 
dadurch  gekennzeichnet,  daB 
das  erste  und  das  zweite  hydrostatische  Ra- 
diallager  (20A,  20B)  an  Positionen  angeordnet 
sind,  die  die  folgende  Bedingung  erfullen: 

fLY  x  eL  =  f  ry  x  eR  , 

wobei  eL  der  Abstand  in  Richtung  der  x-Achse 
zwischen  dem  Mittelpunkt  der  gleitenden  Be- 
wegung  des  hydrostatischen  Fleckens  (22A) 
des  ersten  hydrostatischen  Radiallagers  (20A) 
und  dem  Wirkungspunkt  (0)  ist,  fLy  die  am 
hydrostatischen  Flecken  (22A)  des  ersten  La- 
gers  (20A)  in  Richtung  der  y-Achse  wirkende 
Lastkomponente,  eR  der  Abstand  in  Richtung 
der  x-Achse  zwischen  dem  Mittelpunkt  der 
gleitenden  Bewegung  des  hydrostatischen 
Fleckens  (22B)  des  zweiten  hydrostatischen 
Radiallagers  (20B)  und  dem  Wirkungspunkt 
(0),  und  f  ry  die  am  hydrostatischen  Flecken 
(22B)  des  zweiten  Lagers  (20B)  in  Richtung 
der  y-Achse  wirkende  Lastkomponente. 

6.  Hydraulische  Maschine  nach  Anspruch  1, 
dadurch  gekennzeichnet,  daB 
die  hydraulische  Maschine  als  Pumpe  einer 
Haupthydraulikdruckquelle  oder  als  Antriebs- 
motor  im  hydraulischen  System  einer  Bauma- 
schine  verwendet  wird. 

Revendicatlons 

1.  Machine  hydraulique  a  deplacement  variable 
et  a  axe  incline,  comprenant  : 

-  un  carter  cylindrique  (1  ;  41)  ayant  un 
carter  (3  ;  43)  de  tete  qui  a  des  passages 
d'aspiration  et  de  refoulement, 

-  un  arbre  rotatif  (5  ;  45)  introduit  afin  qu'il 
puisse  tourner  dans  le  carter  (1  ;  41)  et 
ayant  un  disque  d'entraTnement  (6  ;  46)  a 
son  extremite  interne  logee  dans  le  car- 
ter  (1  ;  41), 

-  un  bloc-cylindres  (8)  place  dans  le  carter 
(1  ;  41)  et  ayant  plusieurs  alesages  (9) 
de  cylindres  axiaux, 

-  plusieurs  pistons  (10)  loges  afin  qu'ils  se 
deplacent  en  translation  dans  les  alesa- 

ges  (9)  des  cylindres  du  bloc-cylindres 
(8)  et  supportes  chacun  afin  qu'il  puisse 
pivoter  a  une  premiere  extremite  sur  le 
disque  d'entraTnement  (6  ;  46), 

5  -  une  plaque  (1  1)  de  soupapes  ayant  deux 
orifices  d'aspiration  et  d'evacuation  et 
ayant  une  premiere  face  d'extremite  qui 
est  en  contact  glissant  avec  le  bloc-cylin- 
dres  (8)  et  son  autre  face  d'extremite  qui 

io  est  en  contact  glissant  de  maniere  pivo- 
tante  avec  une  surface  pivotante  de  glis- 
sement  (12)  formee  sur  le  carter  (3  ;  43) 
de  tete, 

-  un  mecanisme  (15)  destine  a  faire  pivo- 
15  ter  la  plaque  de  soupapes  (11)  avec  le 

bloc-cylindres  (8), 
-  un  palier  hydrostatique  radial  (20  ;  31  ; 

47)  place  entre  le  disque  d'entraTnement 
(6  ;  46)  et  le  carter  (1  ;  41)  afin  que  les 

20  forces  radiales  dues  aux  forces  de  reac- 
tion  hydrauliques  agissant  sur  le  disque 
d'entraTnement  (6  ;  46)  soient  supportees 
dans  les  directions  radiale  et  de  poussee 
lors  du  fonctionnement  des  pistons  (10), 

25  et 
-  des  passages  hydrauliques  (25)  destines 

a  transmettre  le  fluide  hydraulique  sous 
pression  au  palier  hydrostatique  radial 
(20  ;  31  ;  47)  et  a  partir  de  celui-ci  par 

30  I'un  des  orifices  apparies  d'aspiration  et 
d'evacuation  qui  se  trouvent  du  cote  a 
haute  pression, 

caracterisee  en  ce  que,  par  rapport  a 
un  axe  x  et  un  axe  y  qui  recoupent 

35  perpendiculairement  I'axe  de  I'arbre  rota- 
tif  (5),  I'axe  x  etant  en  outre  defini  par  le 
point  d'action  (O)  de  la  resultante  des 
forces  hydrauliques  moyennes  de  reac- 
tion  agissant  sur  le  disque  d'entraTne- 

40  ment,  le  palier  hydrostatique  radial  (20, 
47)  comporte 

-  un  premier  palier  hydrostatique  radial 
(20A)  place  d'un  premier  cote  du  point 
d'action  et  sous  I'axe  x  en  dehors  de  la 

45  plage  de  coulissement  du  point  d'action, 
-  un  second  palier  hydrostatique  radial 

(20B)  place  de  I'autre  cote  du  point 
d1  action  et  du  cote  inferieur  de  I'axe  x, 

-  un  troisieme  palier  hydrostatique  radial 
50  (20C)  place  de  I'autre  cote  du  point  d'ac- 

tion  et  au  voisinage  de  I'axe  x  ou  sur  cet 
axe,  et 

-  un  quatrieme  palier  hydrostatique  radial 
(20D)  place  au-dessus  de  I'axe  x  et  au 

55  voisinage  de  I'axe  y  ou  sur  cet  axe. 

2.  Machine  hydraulique  a  deplacement  variable 
et  a  axe  incline,  comprenant  : 
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-  un  carter  cylindrique  (1  ;  41)  ayant  un 
carter  (3  ;  43)  de  tete  qui  a  des  passages 
d'aspiration  et  de  refoulement, 

-  un  arbre  rotatif  (5  ;  45)  introduit  afin  qu'il 
puisse  tourner  dans  le  carter  (1  ;  41)  et  5 
ayant  un  disque  d'entraTnement  (6  ;  46)  a 
son  extremite  interne  logee  dans  le  car- 
ter  (1  ;  41), 

-  un  bloc-cylindres  (8)  place  dans  le  carter 
(1  ;  41)  et  ayant  plusieurs  alesages  (9)  10 
de  cylindres  axiaux, 

-  plusieurs  pistons  (10)  loges  afin  qu'ils  se 
deplacent  en  translation  dans  les  alesa- 
ges  (9)  des  cylindres  du  bloc-cylindres 
(8)  et  supportes  chacun  afin  qu'il  puisse  is 
pivoter  a  une  premiere  extremite  sur  le 
disque  d'entraTnement  (6  ;  46), 

-  une  plaque  (11)  de  soupapes  ayant  deux 
orifices  d'aspiration  et  d'evacuation  et 
ayant  une  premiere  face  d'extremite  qui  20 
est  en  contact  glissant  avec  le  bloc-cylin- 
dres  (8)  et  son  autre  face  d'extremite  qui 
est  en  contact  glissant  de  maniere  pivo- 
tante  avec  une  surface  pivotante  de  glis- 
sement  (12)  formee  sur  le  carter  (3  ;  43)  25 
de  tete, 

-  un  mecanisme  (15)  destine  a  faire  pivo- 
ter  la  plaque  de  soupapes  (11)  avec  le 
bloc-cylindres  (8), 

-  un  palier  hydrostatique  radial  (20  ;  31  ;  30 
47)  place  entre  le  disque  d'entraTnement 
(6  ;  46)  et  le  carter  (1  ;  41)  afin  que  les 
forces  radiales  dues  aux  forces  de  reac- 
tion  hydrauliques  agissant  sur  le  disque 
d'entraTnement  (6  ;  46)  soient  supportees  35 
dans  les  directions  radiale  et  de  poussee 
lors  du  fonctionnement  des  pistons  (10), 
et 

-  des  passages  hydrauliques  (25)  destines 
a  transmettre  le  fluide  hydraulique  sous  40 
pression  au  palier  hydrostatique  radial 
(20  ;  31  ;  47)  et  a  partir  de  celui-ci  par 
I'un  des  orifices  apparies  d'aspiration  et 
d'evacuation  qui  se  trouvent  du  cote  a 
haute  pression,  45 

caracterisee  en  ce  que,  par  rapport  a 
un  axe  x  et  un  axe  y  recoupant  perpendi- 
culairement  I'axe  de  I'arbre  rotatif  (5), 
I'axe  x  etant  en  outre  delimite  par  le 
point  d'action  (O)  de  la  resultante  des  so 
forces  hydrauliques  moyennes  de  reac- 
tion  sur  le  disque  d'entraTnement,  le  pa- 
lier  hydrostatique  radial  (20,  47)  compor- 
te 

-  un  premier  palier  hydrostatique  radial  55 
(31  A)  place  sous  I'axe  x  et  a  une  position 
coihcidant  avec  la  position  x  du  point 
d'action  (O), 

-  un  second  palier  hydrostatique  radial 
(31  B)  place  de  I'autre  cote  de  I'axe  y  et 
au  voisinage  de  I'axe  x  ou  sur  celui-ci,  et 

-  un  troisieme  palier  hydrostatique  radial 
(31  C)  place  au-dessus  de  I'axe  x  et  a 
une  position  x  coihcidant  avec  la  position 
x  du  point  d'action  (O). 

3.  Machine  selon  la  revendication  1,  caracterisee 
en  ce  que 

-  le  disque  (6)  d'entraTnement  ayant  une 
forme  en  U  en  coupe,  debouchant  a  une 
premiere  extremite,  est  constitue  par  une 
partie  de  disque  (6A)  destinee  a  suppor- 
ter  de  maniere  pivotante  les  pistons  (10) 
et  une  partie  cylindrique  creuse  (6B)  par- 
tant  de  la  partie  de  disque  (6A)  du  cote 
oppose  au  bloc-cylindres  (8), 

-  un  organe  (7)  de  support  de  I'arbre  rotatif 
(5)  de  maniere  qu'il  puisse  tourner  est 
place  a  une  position  adjacente  a  une 
premiere  extremite  du  carter  (1)  et  dans 
un  espace  delimite  entre  la  partie  de 
tourillonnement  de  I'arbre  rotatif  (5)  et  le 
disque  d'entraTnement  (6)  ayant  une  for- 
me  en  U  en  coupe,  et 

-  le  palier  hydrostatique  radial  (20  ;  31)  est 
place  entre  la  peripherie  externe  de  I'or- 
gane  de  support  (7)  et  la  peripherie  inter- 
ne  de  la  partie  cylindrique  creuse  (6B) 
du  disque  d'entraTnement  (6). 

4.  Machine  hydraulique  selon  la  revendication  1, 
caracterisee  en  ce  que 

-  le  disque  d'entraTnement  (46)  a  une 
configuration  analogue  a  un  disque  cir- 
culaire  destinee  a  supporter  les  pistons 
(10)  afin  qu'ils  puissent  pivoter,  et 

-  le  palier  hydrostatique  radial  (47)  est  pla- 
ce  entre  la  peripherie  externe  du  disque 
d'entraTnement  (46)  et  la  peripherie  inter- 
ne  du  carter  (41). 

5.  Machine  hydraulique  selon  la  revendication  1, 
caracterisee  en  ce  que  le  premier  et  le  second 
palier  hydrostatique  radial  (20A,  20B)  sont  pla- 
ces  a  des  positions  correspondant  a  la  condi- 
tion 

fLY  x  eL  =  f  ry  x  eR 

eL  etant  la  distance  suivant  I'axe  x  qui  separe 
le  centre  du  mouvement  de  glissement  du 
patin  hydrostatique  (22A)  du  premier  palier  hy- 
drostatique  radial  (20A)  et  un  point  d'action 
(O),  fLY  etant  la  composante  de  la  charge  agis- 
sant  sur  le  patin  hydrostatique  (22A)  du  pre- 
mier  palier  (20A)  dans  la  direction  d'axe  y,  eR 
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etant  la  distance  suivant  I'axe  x  qui  separe  le 
centre  du  mouvement  de  glissement  du  patin 
hydrostatique  (22B)  du  second  palier  hydrosta- 
tique  radial  (20B)  du  point  d'action  (0),  et  fRY 
etant  la  composante  de  la  charge  agissant  sur  5 
le  patin  hydrostatique  (22B)  du  second  palier 
(20B)  dans  la  direction  de  I'axe  y. 

6.  Machine  hydraulique  selon  la  revendication  1, 
caracterisee  en  ce  que  la  machine  hydraulique  10 
est  utilisee  comme  pompe  d'une  source  princi- 
pals  de  pression  hydraulique  ou  comme  mo- 
teur  d'entraTnement  dans  un  circuit  hydraulique 
d'une  machine  de  construction. 
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