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Description

Technical Field

[0001] The present invention relates to a phase current detection method,
Inverter control method, motor control method and apparatus for carrying out these methods. More particularly, the
present relates to a phase current detection method, inverter control method, motor control method and apparatus for
carrying out these methods which are included in a motor driving apparatus for driving a motor by supplying output from
a PWM inverter to the motor, and which are suitable for detecting phase current of the motor based upon a DC link
current and a vector pattern to be applied and for carrying out current ’controtlling or position-sensor-less controlling.

Related Art

[0002] From the past, it is generally carried out that motor phase currents are detected so as to perform current
controlling, in a motor driving apparatus for driving a motor by supplying output from a PWM inverter to the motor.
[0003] For detecting phase currents of a motor, the following methods are proposed.

(1) A method for detecting a phase current using a DC current transformer; and

(2) A method for detecting a phase current based upon a voltage between terminals of a shunt resistor.

[0004] A disadvantage arises in that the motor driving apparatus is increased its cost in its entirety because the DC
current transformer is expensive, when the method (1) is employed.
[0005] When the method (2) is employed, a pulse width becomes extremely thin depending upon the driving condition
so that measurement error in phase current becomes greater. Therefore, restriction in pulse width is carried out so that
the pulse width does not become thinner to some degree. When such measure is carried out, disadvantages arise in
that a current waveform is distorted, and that a phase current is impossible to be detected at starting timing of a motor.
Specifically, when a phase current is detected based upon an inverter input, as is illustrated in "Method For Detecting
Three Phase Output Current Of PWM Inverter At DC Side", by Tanizawa et al., IEA-94-17 (hereinafter, referred to as
cited document), a pulse width becomes thin at a portion in which phase voltage outputs are adjacent so that disadvan-
tages arise in that great error is generated in phase current detection and that a phase current becomes impossible to
be detected. Therefore, measures are considered that PWM is deformed at a portion where pulse width becomes thinner
so as not to output pulses having a thin pulse width. But, a disadvantage arises in that a current waveform becomes
distorted due to the deformation of PWM.
[0006] When a voltage is extremely low such as low speed rotation, the portion where pulse width is thin is expanded
and is generated continuously with respect to a portion as a center where phase voltages are adjacent.
An example for determining a phase current by means of a DC line current and an applied vector pattern is disclosed
in the patent application EP 08 22 648 A1. In this example voltage vectors are applied to a motor within a control cycle,
whereby each control cycle comprises five carrier periods. In one carrier period a current measurement is performed
for an application interval of a voltage vector. If the length of the application interval is below a predetermined value a
new switching pattern is generated with an increased application interval. The corresponding application intervals of the
voltage vector in the other four carrier periods are reduced by one quarter of the enlargement of the measurement
application interval. As a result no energy error is introduced on average.
An example of duty cycle adjustment within a switching period without introducing a voltage error is disclosed in the
document "Single current sensor technique in the DC link of 3-phase PWM-VS inverters: A review and a novel solution",
IEEE TRANSACTIONS ON INDUSTRY APPLICATIONS, Vol. 33, No. 5, (1997). In this method, the output time of a
voltage vector within a switching period is reduced and replaced by two output periods of equal duration. In each new
output period a different voltage vectors is applied. The vector which is composited of the newly introduced voltage
vectors corresponds to the original voltage vector such that no voltage error is introduced within a switching period.

Disclosure of the Invention

[0007] The present invention was made in view of the above problems.
This problem is solved by the method according to claim 1 and the apparatus according to claim 6. Preferred embodiments
are defined in the dependent claims.
[0008] It is an object of the present invention to provide a phase current detection method, inverter control method,
motor control method and apparatus for carrying out these methods which can realize decrease in cost, detect a phase
current with stability at a desired timing, and greatly decrease distortion in voltage waveform.
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[0009] A phase current detection method Is a method which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied and which restricts the minimum pulse width, which method is included in a
motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the method comprises
the step of, adjusting a voltage to be applied by adding positive or reversed voltage in response to a fact that a desired
duty has a small value.
[0010] A phase current detection method is a method which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied and which restricts the minimum pulse width, which method is included in a
motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the method comprises
the step of,
adjusting a voltage to be applied by varying a pulse application interval in response to a fact that a desired duty has a
small value.
[0011] A phase current detection method is a method which detects a DC link current and calculates a phase current
of a motor, which method is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM
inverter to the motor, the method comprises the steps of,
judging whether or not current detection is possible during the dead time, and carrying out current detection in response
to the judgement result representing that current detection is possible.
[0012] A phase current detection method is a method which samples the current at the center of a period when a
current corresponding to a voltage vector is observed through a shunt resistor.
[0013] A phase current detection method is a method which samples the current at the center of a period when a
voltage vector is output.
[0014] A phase current detection method is a method which samples the current at the center of a period which is a
period obtained by removing a period for hardware becoming stable starting of the period when a current corresponding
to a voltage vector is observed through the shunt resistor, from the period when a current corresponding to a voltage
vector is observed through the shunt resistor.
[0015] A phase current detection method is a method which samples the current at a timing which has passed a
response time from the starting of the period in response to the fact that sampling at the center of the period Is impossible
due to the restriction of the response time.
[0016] A phase current detection method is a method which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied, which method is included in a motor driving apparatus for driving a motor by
supplying outputs from a PWM inverter to the motor, the method comprises the step of, estimating a current from the
past current values in response to the fact that an applied voltage vector is too short to measure the current.
[0017] A phase current detection method is a method which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied, which method is included in a motor driving apparatus for driving a motor by
supplying outputs from a PWM inverter to the motor, the method comprises the step of, estimating a current value at a
desired timing by correcting a current detection value using a current estimation value generated from the past current
detection values.
[0018] A phase current detection method is a method which corrects the current detection value by adding an error
current to the estimated current value at the desired timing.
[0019] A phase current detection method is a method which corrects the current detection value by operating an
amplitude error from the error current and by adding the amplitude error to the estimated current of the desired timing.
[0020] A phase current detection method is a method which estimates the current value by employing the method in
response to the size of the amplitude.
[0021] An inverter control method is a method which detects a phase current of a motor based upon a DC link current
and a vector pattern to be applied, which method is included in a motor driving apparatus for driving a motor by supplying
outputs from a PWM inverter to the motor, and which carries out current controlling or position-sensor-less controlling,
the method comprises the step of,
carrying out the controlling using the current measurement values at two current measurement timings within a carrier
interval.
[0022] A phase current detection apparatus is an apparatus which detects a phase current of a motor based upon a
DC link current and a vector pattern to be applied and which restricts the minimum pulse width, which apparatus is
included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the
apparatus comprises,
adjusting means for adjusting a voltage to be applied by adding positive or reversed voltage in response to a fact that
a desired duty has a small value.
[0023] A phase current detection apparatus is an apparatus which detects a phase current of a motor based upon a
DC link current and a vector pattern to be applied and which restricts the minimum pulse width, which apparatus is
included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the
apparatus comprises,
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adjusting means for adjusting a voltage to be applied by varying a pulse application interval in response to a fact that a
desired duty has a small value.
[0024] A phase current detection apparatus is an apparatus which detects a DC link current and calculates a phase
current of a motor, which apparatus is included in a motor driving apparatus for driving a motor by supplying outputs
from a PWM inverter to the motor, the apparatus comprises,
current detection means for judging whether or not current detection is possible during the dead time, and for carrying
out current detection in response to the judgement result representing that current detection is possible.
[0025] A phase current detection apparatus is an apparatus which employs means for sampling the current at the
center of a period when a current corresponding to a voltage vector is observed through a shunt resistor, as the current
detection means.
[0026] A phase current detection apparatus is an apparatus which employs means for sampling the current at the
center of a period when a voltage vector is output, as the current detection means.
[0027] A phase current detection apparatus is an apparatus which employs means for sampling the current at the
center of a period which is a period obtained by removing a period for hardware becoming stable starting of the period
when a current corresponding to a voltage vector is observed through the shunt resistor, from the period when a current
corresponding to a voltage vector is observed through the shunt resistor, as the current detection means.
[0028] A phase current detection apparatus is an apparatus which employs means for sampling the current at a timing
which has passed a response time from the starting of the period in response to the fact that sampling at the center of
the period Is impossible due to the restriction of the response time, as the current detection means.
[0029] A phase current detection apparatus is an apparatus which detects a phase current of a motor based upon a
DC link current and a vector pattern to be applied, which apparatus is included in a motor driving apparatus for driving
a motor by supplying outputs from a PWM inverter to the motor, the apparatus comprises,
current estimation means for estimating a current from the past current values In response to the fact that an applied
voltage vector is too short to measure the current.
[0030] A phase current detection apparatus is an apparatus which detects a phase current of a motor based upon a
DC link current and a vector pattern to be applied, which apparatus is included in a motordriving apparatus for driving
a motor by supplying outputs from a PWM inverter to the motor, the apparatus comprises,
current estimation means for estimating a current value at a desired timing by correcting a current detection value using
a current estimation value generated from the past current detection values.
[0031] A phase current detection apparatus is an apparatus which employs means for correcting the current detection
value by adding an error current to the estimated current value at the desired timing, as the current estimation means.
[0032] A phase current detection apparatus is an apparatus which employs means for correcting the current detection
value by operating an amplitude error from the error current and by adding the amplitude error to the estimated current
of the desired timing, as the current estimation means.
[0033] A phase current detection apparatus is an apparatus which employs means for calculating an amplitude error
from the error current and for correcting the detection current value by adding the amplitude error to the estimation
current of the desired timing, in response to the fact that the amplitude has a great value, and for correcting the current
detection value by adding the error current to the estimation current value of the desired timing, in response to the fact
that the amplitude has a small value, as the current estimation means.
[0034] An inverter control apparatus is an apparatus which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied, which apparatus is included in a motor driving apparatus for driving a motor
by supplying outputs from a PWM inverter to the motor, and which carries out current controlling or position-sensor-less
controlling, the apparatus comprises,
control means for carrying out the controlling using the current measurement values at two current measurement timings
within a carrier interval.
[0035] A phase current detection method is a method which detects a phase current of a motor based upon a DC link
current and a vector pattern to be applied and which restricts the minimum pulse width, which method is included in a
motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the method comprises
the steps of,
estimating direction of the current at the current detection timing, and
varying the minimum pulse width based upon the estimation result.
[0036] A phase current detection method is a method which employs a gate-pulse width as the pulse width.
[0037] A phase current detection method is a method which calculates a period when current appears on the DC link,
from the current flowing direction and the vector pattern to be output, and determines the gate-pulse width so that the
calculated period becomes the minimum vector output period for current detection on the DC link.
[0038] A phase current detection method of is a method which estimates the pattern of switch operation for causing
varying in output vector, and varies the minimum gate-pulse width based upon the estimation result.
[0039] A phase current detection method is a method which determines a response time in correspondence with the
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switching devices constituting the PWM inverter, and varies the minimum gate-pulse width to match the switching devices
which cause current varying.
[0040] A phase current detection method is a method which estimates the direction of the current from the phase
information of the current.
[0041] A phase current detection method is a method which estimates the direction of the current from the sequence
of the current values.
[0042] A phase current detection method is a method which changes the processing for estimating the direction of
the current from the phase Information of the current and the processing for estimating the direction of the current from
the sequence of the current values, in response with the rotation speed of the motor.
[0043] A phase current detection method is a method which applies pulse width restriction to the vector output period
excluding the dead time, in response with the fact that the estimated current is within the current estimation error.
[0044] A phase current detection method is a method which turns off one of the switching devices constituting the
PWM inverter for a time required for current detection.
[0045] A motor controlling method is a method which calculates a motor voltage from a DC link voltage and a gate-pulse
width, detects a phase current from a DC link current and a vector pattern to be applied, and controls a motor based
upon the calculated motor voltage and the detected phase current, the method comprises the step of, controlling the
DC link voltage to be higher or lower in response with either condition of the voltage required by the motor is higher or
lower, respectively.
[0046] A motor controlling method is a method which lowers the power factor and raises the output voltage or the
output current when the rotation speed is lower or the load is lighter.
[0047] A motor controlling method Is a method which calculates the switching pattern of the voltage varying timing
from the direction of the current and the output vector pattern, calculates the delay time of the devices based upon the
calculation result, and corrects the motor voltage.
[0048] A phase current detection method is a method which calculates the gate-pulse width so that the length of the
command voltage vector and the vector output period are equal to one another, in response with the fact that the vector
output period is longer than the minimum vector output period.
[0049] A phase current detection method is a method which connects the converter for carrying out switching operation
to the PWM inverter in series, and prohibits switching of the converter and the PWM inverter at the current detection timing.
[0050] A phase current detection method is a method which detects the converter current and the inverter current by
providing a current detection section which is in series with respect to the smoothing condenser on the DC link.
[0051] A phase current detection apparatus is an apparatus which detects a phase current of a motor based upon a
DC link current and a vector pattern to be applied and which restricts the minimum pulse width, which apparatus is
included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to the motor, the
apparatus comprises,
minimum pulse width varying means for estimating direction of the current at the current detection timing, and for varying
the minimum pulse width based upon the estimation result.
[0052] A phase current detection apparatus is an apparatus which employs means for calculating the period when the
current appears on the DC link from the current flowing direction and the vector pattern to be output, and for determining
the gate-pulse width so that the calculated period becomes the minimum vector output period for current detection on
the DC link, as the minimum pulse width varying means.
[0053] A phase current detection apparatus is an apparatus which employs means for estimating the pattern of switch
operation for causing varying in output vector, and for varying the minimum gate-pulse width based upon the estimation
result, as the minimum pulse width varying means.
[0054] A phase current detection apparatus is an apparatus which employs means for determining a response time
in correspondence with the switching devices constituting the PWM inverter, and for varying the minimum gate-pulse
width to match the switching devices which cause current varying, as the minimum pulse width varying means.
[0055] A phase current detection apparatus Is an apparatus which employs means for estimating the direction of the
current from the phase information of the current, as the minimum pulse width varying means.
[0056] A phase current detection apparatus is an apparatus which employs means for estimating the direction of the
current from the sequence of the current values, as the minimum pulse width varying means.
[0057] A phase current detection apparatus is an apparatus which employs means for changing the processing for
estimating the direction of the current from the phase information of the current and the processing for estimating the
direction of the current from the sequence of the current values, in response with the rotation speed of the motor, as the
minimum pulse width varying means.
[0058] A phase current detection apparatus is an apparatus which employs means for applying pulse width restriction
to the vector output period excluding the dead time, in response with the fact that the estimated current is within the
current estimation error, as the minimum pulse width varying means.
[0059] A phase current detection apparatus is an apparatus which employs means for turning off one of the switching
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devices constituting the PWM inverter for a time required for current detection, as the minimum pulse width varying means.
[0060] A motor controlling apparatus is an apparatus which calculates a motor voltage from a DC link voltage and a
gate-pulse width, detects a phase current from a DC link current and a vector pattern to be applied, and for calculating
controlling a motor based upon the calculated motor voltage and the detected phase current, the apparatus comprises,
motor voltage control means for controlling the DC link voltage to be higher or lower in response with either condition
of the voltage required by the motor is higher or lower, respectively.
[0061] A motor controlling apparatus is an apparatus which employs means for lowering the power factor and for
raising the output voltage or the output current when the rotation speed is lower or the load is lighter, as the motor voltage
control means.
[0062] A motor controlling apparatus is an apparatus which employs means for calculating the switching pattern of
the voltage varying timing from the direction of the current and the output vector pattern, for calculating the delay time
of the devices based upon the calculation result, and for correcting the motor voltage, as the motor voltage control means.
[0063] A phase current detection apparatus is an apparatus which employs means for calculating the gate-pulse width
so that the length of the command voltage vector and the vector output period are equal to one another, in response
with the fact that the vector output period Is longer than the minimum vector output period, as the minimum pulse width
varying means.
[0064] A phase current detection apparatus is an apparatus which connects the converter for carrying out switching
operation to the PWM inverter in series, and employs means for prohibiting switching of the converter and the PWM
inverter at the current detection timing, as the converter Inverter control means.
[0065] A phase current detection apparatus is an apparatus which provides a current detection section which is In
series with respect to the smoothing condenser on the DC link detects so that the converter current and the inverter
current are detected.
[0066] When the phase current detection method is employed, and when the method detects a phase current of a
motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
which method is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to
the motor,
the method adjusts a voltage to be applied by adding positive or reversed voltage in response to a fact that a desired
duty has a small value.
Therefore, a desired voltage can be obtained in average by applying a reverse voltage so as to suppress the distortion
in voltage waveform when the output voltage becomes greater than the desired voltage value due to the limitation of
the minimum vector output period.
[0067] When the phase current detection method is employed, and when the method detects a phase current of a
motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
which method is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to
the motor,
the method adjusts a voltage to be applied by varying a pulse application interval in response to a fact that a desired
duty has a small value.
Therefore, the voltage outputting too much due to enlarging in length Is corrected so that the voltage vector having a
length longer than that of the minimum voltage vector with the command current being made smaller its error, by enlarging
the voltage vector up to the voltage vector having the minimum length and by prohibiting outputting of the voltage vector
for a constant period thereafter when a short voltage vector command is input.
[0068] When the phase current detection method is employed, and when the method detects a DC link current and
calculates a phase current of a motor, which method is Included in a motor driving apparatus for driving a motor by
supplying outputs from a PWM inverter to the motor,
the method judges whether or not current detection is possible during the dead time, and carries out current detection
in response to the judgement result representing that current detection is possible.
Therefore, the phase current can be detected even during the dead time period.
[0069] When the phase current detection method is employed, the method samples the current at the center of a
period when a current corresponding to a voltage vector is observed through a shunt resistor. Therefore, the current
can be detected at the timing when the nearly average current and the DC link current coincident to one another so that
the higher harmonics error can be suppressed.
[0070] When the phase current detection method is employed, the method samples the current at the center of a
period when a voltage vector is output. Therefore, the processing can be simplified.
[0071] When the phase current detection method is employed, the method samples the current at the center of a
period which is a period obtained by removing a period for hardware becoming stable starting of the period when a
current corresponding to a voltage vector is observed through the shunt resistor, from the period when a current corre-
sponding to a voltage vector is observed through the shunt resistor. Therefore, the affection for the period when the
hardware is not stable can securely be eliminated,
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[0072] When the phase current detection method is employed, the method samples the current at a timing which has
passed a response time from the starting of the period in response to the fact that sampling at the center of the period
is impossible due to the restriction of the response time. Therefore, the phase current can be detected with accuracy
even when the response time is long.
[0073] When the phase current detection method is employed, and when the method detects a phase current of a
motor based upon a DC link current and a vector pattern to be applied, which method is included in a motor driving
apparatus for driving a motor by supplying outputs from a PWM inverter to the motor,
the method estimates a current from the past current values in response to the fact that an applied voltage vector is too
short to measure the current.
Therefore, the phase current with accuracy to some degree can be employed even when accurate current measurement
cannot be carried out.
[0074] When the phase current detection method is employed, and when the method detects a phase current of a
motor based upon a DC link current and a vector pattern to be applied, which method Is included in a motor driving
apparatus for driving a motor by supplying outputs from a PWM inverter to the motor,
the method estimates a current value at a desired timing by correcting a current detection value using a current estimation
value generated from the past current detection values.
Therefore, the phase current value with little error can be obtained even when the detection time and the current obtaining
timing are different from one another.
[0075] When the phase current detection method is employed, the method corrects the current detection value by
adding an error current to the estimated current value at the desired timing. Therefore, the operation and effect are
realized by carrying out the simple operation.
[0076] When the phase current detection method is employed, the method corrects the current detection value by
operating an amplitude error from the error current and by adding the amplitude error to the estimated current of the
desired timing. Therefore, the operation and effect are realized.
[0077] When the phase current detection method is employed, the method estimates the current value by employing
the method or the method ,in response to the size of the amplitude. Therefore, good phase current estimation can always
be realized.
[0078] When the inverter control method is employed, and when the method detects a phase current of a motor based
upon a DC link current and a vector pattern to be applied, which method is included in a motor driving apparatus for
driving a motor by supplying outputs from a PWM inverter to the motor, and which carries out current controlling or
position-sensor-less controlling,
the method carries out the controlling using the current measurement values at two current measurement timings within
a carrier interval.
Therefore, the current controlling following the current command can be realized and the controlling speed of the current
controlling loop can be raised.
[0079] When the phase current detection apparatus is employed, and when the apparatus detects a phase current of
a motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
which apparatus is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter
to the motor,
the apparatus adjusts a voltage to be applied by adding positive or reversed voltage in response to a fact that a desired
duty has a small value by the adjusting means.
Therefore, a desired voltage can be obtained in average by applying a reverse voltage so as to suppress the distortion
in voltage waveform when the output voltage becomes greater than the desired voltage value due to the limitation of
the minimum vector output period.
[0080] When the phase current detection apparatus is employed, and when the apparatus detects a phase current of
a motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
which apparatus is Included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter
to the motor,
the apparatus adjusts a voltage to be applied by varying a pulse application interval in response to a fact that a desired
duty has a small value by the adjusting means.
Therefore, the voltage outputting too much due to enlarging in length is corrected so that the voltage vector having a
length longer than that of the minimum voltage vector with the command current being made smaller its error, by enlarging
the voltage vector up to the voltage vector having the minimum length and by prohibiting outputting of the voltage vector
for a constant period thereafter when a short voltage vector command is input.
[0081] When the phase current detection apparatus is employed, and when the apparatus detects a DC link current
and calculates a phase current of a motor, which apparatus is included In a motor driving apparatus for driving a motor
by supplying outputs from a PWM inverter to the motor,
the apparatus judges whether or not current detection is possible during the dead time, and carries out current detection
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in response to the judgement result representing that current detection is possible, by the current detection means.
Therefore, the phase current can be detected even during the dead time period.
[0082] When the phase current detection apparatus is employed, the apparatus employs means for sampling the
current at the center of a period when a current corresponding to a voltage vector is observed through a shunt resistor,
as the current detection means. Therefore, the current can be detected at the timing when the nearly average current
and the DC link current coincident to one another so that the higher harmonics error can be suppressed,
[0083] When the phase current detection apparatus is employed, the apparatus employs means for sampling the
current at the center of a period when a voltage vector is output, as the current detection means. Therefore, the processing
can be simplified.
[0084] When the phase current detection apparatus is employed, the apparatus employs means for sampling the
current at the center of a period which is a period obtained by removing a period for hardware becoming stable starting
of the period when a current corresponding to a voltage vector is observed through the shunt resistor, from the period
when a current corresponding to a voltage vector is observed through the shunt resistor, as the current detection means.
Therefore, the affection for the period when the hardware is not stable can securely be eliminated.
[0085] When the phase current detection apparatus is employed, the apparatus employs means for sampling the
current at a timing which has passed a response time from the starting of the period in response to the fact that sampling
at the center of the period is impossible due to the restriction of the response time, as the current detection means.
Therefore, the phase current can be detected with accuracy even when the response time is long.
[0086] When the phase current detection apparatus is employed, and when the apparatus detects a phase current of
a motor based upon a DC link current and a vector pattern to be applied, which apparatus is included in a motor driving
apparatus for driving a motor by supplying outputs from a PWM inverter to the motor,
the apparatus estimates a current from the past current values in response to the fact that an applied voltage vector is
too short to measure the current by the current estimation means.
Therefore, the phase current with accuracy to some degree can be employed even when accurate current measurement
cannot be carried out.
[0087] When the phase current detection apparatus is employed, and when the apparatus detects a phase current of
a motor based upon a DC link current and a vector pattern to be applied, which apparatus is included in a motor driving
apparatus for driving a motor by supplying outputs from a PWM inverter to the motor,
the apparatus estimates a current value at a desired timing by correcting a current detection value using a current
estimation value generated from the past current detection values by the current estimation means.
Therefore, the phase current value with little error can be obtained even when the detection time and the current obtaining
timing are different from one another.
[0088] When the phase current detection apparatus is employed, the apparatus employs means for correcting the
current detection value by adding an error current to the estimated current value at the desired timing, as the current
estimation means. Therefore, the operation and effect are realized by carrying out the simple operation.
[0089] When the phase current detection apparatus is employed, the apparatus employs means for correcting the
current detection value by operating an amplitude error from the error current and by adding the amplitude error to the
estimated current of the desired timing, as the current estimation means.
[0090] When the phase current detection apparatus is employed, the apparatus employs means for calculating an
amplitude error from the error current and for correcting the detection current value by adding the amplitude error to the
estimation current of the desired timing, in response to the fact that the amplitude has a great value, and for correcting
the current detection value by adding the error current to the estimation current value of the desired timing, in response
to the fact that the amplitude has a small value, as the current estimation means. Therefore, good phase current estimation
can always be realized.
[0091] When the inverter control apparatus is employed, and when the apparatus detects a phase current of a motor
based upon a DC link current and a vector pattern to be applied, which apparatus is included in a motor driving apparatus
for driving a motor by supplying outputs from a PWM inverter to the motor, and which carries out current controlling or
position-sensor-less controlling,
the apparatus carries out the controlling using the current measurement values at two current measurement timings
within a carrier interval by the control means.
Therefore, the current controlling following the current command can be realized and the controlling speed of the current
controlling loop can be raised.
[0092] When the phase current detection method is employed, and when the method detects a phase current of a
motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
which method is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter to
the motor,
the method estimates direction of the current at the current detection timing, and varies the minimum pulse width based
upon the estimation result.



EP 2 045 905 B1

9

5

10

15

20

25

30

35

40

45

50

55

Therefore, the secure detection of the phase current is realized.
[0093] When the phase current detection method is employed, the method employs a gate-pulse width as the pulse
width.
pulse width.
[0094] When the phase current detection method is employed, the method calculates a period when current appears
on the DC link, from the current flowing direction and the vector pattern to be output, and determines the gate-pulse
width so that the calculated period becomes the minimum vector output period for current detection on the DC link.
Therefore, the secure detection of the phase current is realized.
[0095] When the phase current detection method is employed, the method estimates the pattern of switch operation
for causing varying in output vector, and varies the minimum gate-pulse width based upon the estimation result. Therefore,
the secure detection of the phase current is realized.
[0096] When the phase current detection method is employed, the method determines a response time in correspond-
ence with the switching devices constituting the PWM inverter, and varies the minimum gate-pulse width to match the
switching devices which cause current varying. Therefore, the minimum gate-pulse width can be determined by taking
the response time for each switching device into consideration.
[0097] When the phase current detection method is employed, the method estimates the direction of the current from
the phase information of the current. Therefore, the direction of the current can be estimated with high accuracy even
when the motor rotates at high speed.
[0098] When the phase current detection method is employed, the method estimates the direction of the current from
the sequence of the current values. Therefore, the direction of the current can be estimated with high accuracy even
when the motor rotates at low speed and when the motor torque is controlled at high speed.
[0099] When the phase current detection method is employed, the method changes the processing for estimating the
direction of the current from the phase information of the current and the processing for estimating the direction of the
current from the sequence of the current values, In response with the rotation speed of the motor. Therefore, the direction
of the current can always be estimated with high accuracy.
[0100] When the phase current detection method is employed, the method applies pulse width restriction to the vector
output period excluding the dead time, in response with the fact that the estimated current is within the current estimation
error. Therefore, the current detection is securely realized.
[0101] When the phase current detection method is employed, the method turns off one of the switching devices
constituting the PWM inverter for a time required for current detection. Therefore, the current detection can be realized
with minimum voltage drop even when only one vector is continued to be output within a carrier interval such as maximum
voltage outputting.
[0102] When the motor controlling method is employed, and when the method calculates a motor voltage from a DC
link voltage and a gate-pulse width, detects a phase current from a DC link current and a vector pattern to be applied,
and controls a motor based upon the calculated motor voltage and the detected phase current,
the method controls the DC link voltage to be higher or lower in response with either condition of the voltage required
by the motor is higher or lower, respectively. Therefore, the motor can be controlled in stable condition so that the secure
current detection can always be carried out while good waveform outputting can be carried out with little affection of the
pulse width restriction.
[0103] When the motor controlling method is employed, the method lowers the power factor and raises the output
voltage or the output current when the rotation speed is lower or the load is lighter. Therefore, the current detection can
be carried out with ease.
[0104] When the motor controlling method is employed, the method calculates the switching pattern of the voltage
varying timing from the direction of the current and the output vector pattern, calculates the delay time of the devices
based upon the calculation result, and corrects the motor voltage. Therefore, the voltage detection with high accuracy
is realized.
[0105] When the phase current detection method is employed, the method calculates the gate-pulse width so that the
length of the command voltage vector and the vector output period are equal to one another, in response with the fact
that the vector output period is longer than the minimum vector output period. Therefore, the current detection can
securely be realized with suppression of distortion In waveform.
[0106] When the phase current detection method is employed, the method connects the converter for carrying out
switching operation to the PWM inverter in series, and prohibits switching of the converter and the PWM inverter at the
current detection timing. Therefore, the current detection can be realized by removing the affection of noise.
[0107] When the phase current detection method is employed, the method detects the converter current and the
inverter current by providing a current detection section which is in series with respect to the smoothing condenser on
the DC link. Therefore, the arrangement can be simplified and the measure for noise can be realized with ease.
[0108] When the phase current detection apparatus is employed, and when the apparatus detects a phase current of
a motor based upon a DC link current and a vector pattern to be applied and which restricts the minimum pulse width,
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which apparatus is included in a motor driving apparatus for driving a motor by supplying outputs from a PWM inverter
to the motor,
the apparatus estimates direction of the current at the current detection timing, and varies the minimum pulse width
based upon the estimation result by the minimum pulse width varying means.
Therefore, the secure detection of the phase current is realized.
[0109] When the phase current detection apparatus is employed, the apparatus employs means for calculating the
period when the current appears on the DC link from the current flowing direction and the vector pattern to be output,
and for determining the gate-pulse width so that the calculated period becomes the minimum vector output period for
current detection on the DC link, as the minimum pulse width varying means. Therefore, the secure detection of the
phase current is realized.
[0110] When the phase current detection apparatus is employed, the apparatus employs means for estimating the
pattern of switch operation for causing varying in output vector, and for varying the minimum gate-pulse width based
upon the estimation result, as the minimum pulse width varying means. Therefore, the secure detection of the phase
current is realized.
[0111] When the phase current detection apparatus is employed, the apparatus employs means for determining a
response time in correspondence with the switching devices constituting the PWM inverter, and for varying the minimum
gate-pulse width to match the switching devices which cause current varying, as the minimum pulse width varying means.
Therefore, the minimum gate-pulse width can be determined by taking the response time for each switching device into
consideration.
[0112] When the phase current detection apparatus is employed, the apparatus employs means for estimating the
direction of the current from the phase information of the current, as the minimum pulse width varying means. Therefore,
the direction of the current can be estimated with high accuracy even when the motor rotates at high speed.
[0113] When the phase current detection apparatus is employed, the apparatus which employs means for estimating
the direction of the current from the sequence of the current values, as the minimum pulse width varying means. Therefore,
the direction of the current can be estimated with high accuracy even when the motor rotates at low speed and when
the motor torque is controlled at high speed.
[0114] When the phase current detection apparatus is employed, the apparatus employs means for changing the
processing for estimating the direction of the current from the phase information of the current and the processing for
estimating the direction of the current from the sequence of the current values, in response with the rotation speed of
the motor, as the minimum pulse width varying means. Therefore, the direction of the current can always be estimated
with high accuracy.
[0115] When the phase current detection apparatus is employed, the apparatus employs means for applying pulse
width restriction to the vector output period excluding the dead time, in response with the fact that the estimated current
is within the current estimation error, as the minimum pulse width varying means. Therefore, the current detection is
securely realized .
[0116] When the phase current detection apparatus is employed, the apparatus employs means for turning off one of
the switching devices constituting the PWM inverter for a time required for current detection, as the minimum pulse width
varying means. Therefore, the current detection can be realized with minimum voltage drop even when only one vector
is continued to be output within a carrier interval such as maximum voltage outputting, so that
[0117] When the motor controlling apparatus is employed, and when the apparatus calculates a motor voltage from
a DC link voltage and a gate-pulse width, detects a phase current from a DC link current and a vector pattern to be
applied, and for calculating controlling a motor based upon the calculated motor voltage and the detected phase current,
the apparatus controls the DC link voltage to be higher or lower in response with either condition of the voltage required
by the motor is higher or lower, respectively, by the motor voltage control means.
Therefore, the motor can be controlled in stable condition so that the secure current detection can always be carried out
while good waveform outputting can be carried out with little affection of the pulse width restriction.
[0118] When the motor controlling apparatus is employed, the apparatus employs means for lowering the power factor
and for raising the output voltage or the output current when the rotation speed is lower or the load is lighter, as the
motor voltage control means. Therefore, the current detection can be carried out with ease.
[0119] When the motor controlling apparatus is employed, the apparatus employs means for calculating the switching
pattern of the voltage varying timing from the direction of the current and the output vector pattern, for calculating the
delay time of the devices based upon the calculation result, and for correcting the motor voltage, as the motor voltage
control means. Therefore, the voltage detection with high accuracy is realized.
[0120] When the phase current detection apparatus is employed, the apparatus employs means for calculating the
gate-pulse width so that the length of the command voltage vector and the vector output period are equal to one another,
in response with the fact that the vector output period is longer than the minimum vector output period, as the minimum
pulse width varying means. Therefore, the current detection can securely be realized with suppression of distortion in
waveform.
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[0121] When the phase current detection apparatus is employed, the apparatus connects the converter for carrying
out switching operation to the PWM inverter in series, and employs means for prohibiting switching of the converter and
the PWM inverter at the current detection timing, as the converter inverter control means. Therefore, the current detection
can be realized by removing the affection of noise.
[0122] When the phase current detection apparatus is employed, the apparatus provides a current detection section
which is in series with respect to the smoothing condenser on the DC link detects so that the converter current and the
inverter current are detected. Therefore, the arrangement can be simplified and the measure for noise can be realized
with ease.

Brief Description of the Drawings

[0123]

Figure 1 is a diagram illustrating an arrangement of a motor driving apparatus using an inverter;

Figure 2 is a diagram illustrating a relationship between a voltage vector and phase voltage;

Figure 3 is a diagram useful In understanding a current when the voltage vector V1 is output;

Figure 4 is a diagram useful in’ understanding a current flowing in the DC link;

Figure 5 is a block diagram illustrating a phase current detection apparatus of an embodiment according to the
present invention;

Figure 6 is a flowchart useful in understanding a phase current detection method of an embodiment according to
the present invention;

Figure 7 is a diagram useful in understanding conceptual operation of the phase current detection apparatus of Fig. 5;

Figure 8 is a block diagram illustrating a phase current detection apparatus of another embodiment according to
the present invention;

Figure 9 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
the present invention;

Figure 10 is a flowchart useful in understanding a phase current detection method of a further embodiment according
to the present invention;

Figure 11 is a diagram useful in understanding conceptual operation of the phase current detection apparatus of Fig. 9;

Figure 12 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
the present invention:

Figure 13 is a flowchart useful in understanding a phase current detection method of a further embodiment according
to the present invention;

Figure 14 is a diagram illustrating an actual current waveform of an example which flows in the DC link;

Figure 15 is a diagram illustrating an instantaneous change of a phase current and average current, both being of
an example;

Figure 16 is a diagram explaining an actual current waveform flowing in the DC link, dead time interval and transient
response interval, all being of an example;

Figure 17 is a diagram explaining an actual current waveform flowing in the DC link, response time and sampling
time, all being of an example;

Figure 18 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
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the present invention;

Figure 19 is a diagram useful in understanding an estimation method of a current value of an example;

Figure 20 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
the present invention;

Figure 21 is a diagram useful in understanding an estimation method of a current value of another example;

Figure 22 is a diagram illustrating an inverter controlling apparatus of an embodiment according to the present
invention;

Figure 23 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
the present Invention;

Figure 24 is a diagram illustrating a response of an example of a power device based upon a gate signal;

Figure 25 is a schematic diagram illustrating the processing for calculating the direction of the current from the phase
information of the current;

Figure 26 is a flowchart useful In understanding the processing for calculating the direction of the current from the
phase information of the current;

Figure 27 is a schematic diagram illustrating the processing for estimating the direction of the current from the
sequence of current values;

Figure 28 is a schematic diagram illustrating the processing of an example for turning off the switching device for
current detection;

Figure 29 Is a schematic diagram illustrating the processing of a preferred example for turning off the switching
device for current detection;

Figure 30 is an electric circuitry diagram illustrating a motor controlling apparatus of an embodiment according to
the present invention;

Figure 31 is a diagram Illustrating the response of another example of the power device based upon the gate signal;

Figure 32 is an electric circuitry diagram illustrating a phase current detection apparatus of a further embodiment
according to the present Invention; and

Figure 33 is an electric circuitry diagram illustrating a phase current detection apparatus of a further embodiment
according to the present Invention.

Best Mode for Carrying Out the Invention

[0124] Hereinafter, referring to the attached drawings, we explain the embodiments of the phase current detection
method, inverter controlling method and apparatus thereof according to the present invention.
[0125] Fig. 1 is a diagram illustrating an arrangement of a motor driving apparatus using an inverter. Table 1 represents
a relationship between an output voltage vector of an inverter (power devices) and a switching condition of a switching
device.

Table 1

Tu+ Tv
+ Tw

+

v0 OFF OFF OFF
V1 OFF OFF ON

V2 OFF ON OFF
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Wherein, Tu
+, Tv

+ and Tw
+ represent switching devices of upper arm of u-phase, v-phase and w-phase, respectively.

Ts + MAX(Toff)represent switching devices of lower arm of u-phase, v-phase and w-phase, respectively. In Table 1, ON
represents a condition that the switching device of upper arm is ON and the switching device of lower arm is OFF, and
OFF represents a condition that the switching device of upper arm is OFF and the switching device of lower arm is ON.
[0126] In the above motor driving apparatus, a first condenser 2a is connected between output terminals of a DC
power supply E, a three phase inverter 3 is connected in parallel to the first condenser 2a, and the output of the three
phase inverter 3 is supplied to a motor 4. A current detector 5 is connected between the input side of the three phase
inverter 3 and the first condenser 2a.
[0127] This current detector 5 has a shunt resistor 5a and a current output section 5b. The shunt resistor 5a is interposed
in a wiring between the first condenser 2a and a second condenser 3a. The current output section 5b receives the
voltage between the terminals of the shunt resistor 5a and outputs it as a detected current.
[0128] When the voltage vector is V0, or V7, all terminals of the motor 4 are connected to the - line or + line of the
power so that voltage for increasing or decreasing current (hereinafter, referred to simply as voltage) is not applied to
the motor 4. When the voltage vector is V1, the w-phase terminal of the motor is connected to the + line of the power
while other phase terminals are connected to the - line of the power so that the voltage is applied in a direction to increase
the w-phase current (u-phase and v-phase are in negative direction).
[0129] When PWM (pulse width modulation) is employed, a magnitude of a voltage is determined based upon a ratio
of outputting time of voltage vectors within a carrier. Therefore, a voltage vector having a very short period corresponding
to a voltage difference between phases (hereinafter, referred to as "voltage vector is short") is output when the voltage
of each phase is nearly equal to one another. When an output voltage is low, extremely short voltage vector is output
so that the voltage vector V0 or V7 which applies no voltage to the motor 4 occupies most period within a carrier.
[0130] Fig. 2 illustrates the application voltage to the motor 4 In two dimension. A case Is defined to as u-phase
direction that the positive voltage is applied to u-phase while the negative voltage is applied to v-phase and w-phase.
Similarly, v-phase direction and w-phase direction are defined. And, the magnitude of the voltage is represented with
the length of the vector.
[0131] In this case, voltage vectors V0∼V7 are disposed as are illustrated In Fig. 2. When a-vector between the voltage
vector V1 and the voltage vector V3 is output, for example, the voltage vector is changed and is output suitably in the
order of V0, V1, V3, V7, for example, in the generic spatial vector method.
[0132] When the output voltage is made to be smaller (the length of the vector is shortened), the output time of the
voltage vector V0, V7 Is lengthened, and it is sufficient that the ratio of the output times of the voltage vector V1, V3 is
maintained to be constant value for keeping the direction of the a-vector
[0133] The phase current is detected from the DC link by using the characteristics that w-phase current flows the DC
link for the period when the voltage vector V1 is output (refer to an arrow in Fig. 3), while the reversed in positive-negative
current of the u - phase current flows the DC link for the period when the voltage vector V3 is output, when the a-vector
is to be output, for example {refer to Fig. 4 and "detection method in DC side of the three phase output current of PWM
inverter", Tanizawa et al., lea-94-17 (hereinafter, referred to as reference document)}.
[0134] As is illustrated in the reference document, when the phase current of the motor is detected based upon the
inverter input, the pulse width becomes narrower at the portion the phase voltage outputs are adjacent so that great
error may be generated in the phase current or the phase current may become impossible to be detected. By taking this
into consideration, measure is considered such that PWM is deformed at the portion where the pulse width becomes
narrower so that pulses having thin pulse width are not output and the phase current is measured under this condition.
But, the phenomenon of the pulse becoming narrower is generated continuously because the portion where the pulse
width is thin is enlarged with respect to the portion as the center where the phase voltages are adjacent, when the voltage
is extremely low such as low speed rotation. Therefore, it is difficult that driving the motor for the entire region of the
motor driving extent only with the conventional measure.
[0135] When this disadvantage is taken into consideration, the desired voltage in average can be obtained by deter-
mining the minimum voltage vector output time when the low voltage where the voltage vector becomes shorter is
required or the voltage difference between phases is smaller, and by applying the voltage of the reversed direction when

(continued)

Tu+ Tv
+ Tw

+

V3 OFF ON ON
V4 ON OFF OFF
V5 ON OFF ON
V6 ON ON OFF
V7 ON ON ON
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the output voltage becomes greater than the predetermined voltage value due to the restriction of the minimum vector
output time.
[0136] Fig. 5 is a block diagram illustrating a phase current detection apparatus of an embodiment according to the
present invention.
[0137] In this phase current detection apparatus, a first condenser 2a and three phase inverter 3 are connected
between output terminals of a rectification circuitry 2 which receives AC power 1 as input, and the output of the three
phase Inverter 3 is supplied to a motor 4. And, a current detector 5 is provided between the input side of the three phase
Inverter 3 and the first condenser 2a.
[0138] The phase current detection apparatus comprises an output time detection section 6a, output time enlargement
section 6b, subtraction section 6g, output error integrating section 6d, reverse vector generation section 6e, and selection
section 6f.
[0139] The output time detection section 6a receives a voltage vector command as input, and detects a voltage vector
which should be enlarged its output time.
[0140] The output time enlargement section 6b receives the voltage vector command and the voltage vector detected
by the output time detection section 6a as input, and carries out enlargement processing for output time (enlarge the
output time up to a length allowing the current detector 5 to detect the voltage vector).
[0141] The subtraction section 6g subtracts the length of actually output voltage vector from the voltage vector com-
mand, and outputs an error.
[0142] The output error integrating section 6d integrates the error from the subtraction section 6g and calculates an
integrated error of an output with respect to the voltage vector command.
[0143] The reverse vector generation section 6e outputs a vector (reverse vector) which is obtained by replacing the
ON/OFF in Table 1 for the enlarged voltage vector.
[0144] The selection section 6f carries out the replacing operation depending upon the sign of the integrated error
from the output error integrating section 6d so as to select the output from the output time enlargement section 6b and
the output from the reverse vector generation section 6e.
[0145] Fig. 6 is a flowchart useful in understanding a phase current detection method of an embodiment according to
the present invention.
[0146] When a voltage vector command is given, in step SP1, it is judged whether or not a voltage vector length is
smaller than a predetermined specified value. When it is judged that the voltage vector length is smaller than the
predetermined specified value, in step SP2, a processing for enlarging a voltage vector length Is carried out.
[0147] When it is judged that the voltage vector length is equal to or greater than the predetermined specified value,
or when the processing of step SP2 is carried out, in step SP3, it is judged whether or not an integrated error is equal
to or greater than 0. When the integrated error is less than 0, in step SP4, a reverse vector is generated.
[0148] When it is judged in step SP3 that the integrated error is equal to or greater than 0, or when the processing of
step SP4 is carried out, in step SP5, a voltage vector is output. In step SP6, an output voltage is subtracted from the
voltage vector command so as to calculate an error. In step SP7, the error is integrated. Then, the processing returns
to the original processing.
[0149] Next, the operation and effect of the above phase current detection apparatus and method are described with
reference to Fig. 7.
[0150] When a short voltage vector V1 is included in the voltage vector command, as is illustrated in Fig. 7, the output
time enlargement section 6b enlarges the voltage vector V1 up to the minimum vector length based upon the output
from the output time detection section 6a.
[0151] And, the generated error from this is integrated by the output error integrating section 6d (refer to section a in
Fig. 7). Because the integration result is negative, the reverse vector generation section 6e generates the reverse vector
V6 having the minimum vector length in next carrier (refer to section b in Fig. 7).
[0152] When this operation is carried out, the integrated error becomes positive so that the voltage vector V1 enlarged
up to the minimum vector length is output again in next carrier.
[0153] As is described above, the voltage vector having a length equal to or longer than the minimum vector length
is output while the error between the voltage vector and the voltage vector command is made to be smaller. As a result,
detection accuracy of the phase current is improved.
[0154] Fig. 8 is a block diagram illustrating a phase current detection apparatus of another embodiment according to
the present invention.
[0155] This phase current detection apparatus is different from the phase current detection apparatus of Fig. 5 in that
the enlargement of the voltage vector length and outputting of the reverse vector are carried out based upon the difference
between the current command and the motor current, instead the enlargement of the voltage vector length and outputting
of the reverse vector based upon the integrated value of the error voltage. Wherein, the current flowing the coil is the
integration of the voltage so that the operation and effect similar to those of the phase current detection apparatus of
Fig. 5 can be realized using the phase current detection apparatus of Fig. 8.
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Description is made further.

[0156] The phase current detection apparatus of Fig. 8 comprises a current controlling section 7a, voltage vector
generation section 7b, reverse vector generation section 6e, selection section 7c, output time detection section 6a, and
output time enlargement section 6b.
[0157] The current controlling section 7a receives the current command and the detected current from the current
detector 5 as input, carries out the current controlling operation, and outputs the voltage command.
[0158] The voltage vector generation section 7b receives the voltage command as input, generates a voltage vector
command from the phase angle and amplitude of the voltage command, and generates a changeover signal.
[0159] The reverse vector generation section 6e receives the voltage vector command as input, and outputs a reverse
vector.
[0160] The selection section 7c selects one of the voltage vector command and the reverse vector based upon the
changeover signal.
[0161] The output time detection section 6a receives the voltage vector command output from the selection section
7c as Input, and detects a voltage vector which should be enlarged its output time.
[0162] The output time enlargement section 6b receives the voltage vector command and the voltage vector detected
by the output time detection section 6a as input, and carries out enlargement processing for output time (enlarge the
output time up to a length allowing the current detector 5 to detect the voltage vector).
[0163] When this phase current detection apparatus is employed, the voltage command is generated by the current
controlling section 7a from the current command and detected current. And, the voltage vector generation section 7b
generates the voltage vector command from the phase angle and amplitude of the voltage command.
[0164] But, the minimum vector length is restricted by the output time detection section 6a and output time enlargement
section 6b. Therefore, a voltage actually applied to the motor 4 may become greater than this value so that the current
may flow too much so as to mage the voltage command to be negative.
[0165] In this case, the voltage vector having a length equal to or longer than the minimum vector length while the
difference between the current and the command current is made to be smaller by controlling the selection section 7c
so as to output the reverse vector generated by the reverse vector generation section 6e.
[0166] Fig. 9 is a block diagram illustrating a phase current detection apparatus of a further embodiment according to
the present invention.
[0167] This phase current detection apparatus is different from the phase current detection apparatus of Fig. 8 in that
a section for outputting only the voltage vector command is employed as the voltage vector generation section 7b, in
that the selection section 7c is omitted, in that the reverse vector generation section 6e is omitted, in that a section for
outputting also an output pause command and for supplying this output pause command to the voltage vector generation
section 7b for a predetermined period (for example, 1 carrier) responding to the fact that the voltage vector shorter than
the minimum vector length is employed as the output time detection section 6c.
[0168] Fig. 10 is a flowchart useful in understanding a phase current detection method of a further embodiment
according to the present invention.
[0169] When a current command is given, in step SP1, a DC link current is detected by the current detector 5. In step
SP2, the current controlling operation is carried out and the voltage command is obtained. In step SP3, it is judged
whether or not the output pause is instructed.
[0170] When the output pause is not instructed, in step SP4, a voltage vector is generated. In step SP5, it is judged
whether or not the voltage vector length is shorter than the specified value.
[0171] When it is judged in step SP3 that the output pause is instructed, in step SP6, output pause is canceled.
[0172] When it is judged In step SP5 that the voltage vector length is shorter than the specified value, in step SP7,
the vector length is enlarged. In step SP8, the voltage vector Is output. In step SP9, the output pause is instructed.
[0173] When it is judged in step SP5 that the voltage vector length is equal to or longer than the specified value, in
step SP10, the voltage vector is output. And, when the processing of step SP6 is carried out, when the processing of
step SP9 is carried out, or when the processing of step SP10 is carried out, the processing is returned to the original
processing.
[0174] Next, the operation and effect of the above phase current detection apparatus and method are described with
reference to Fig. 11.
[0175] When a short voltage vector V1 is included in the voltage vector command, as is Illustrated in Fig. 11, the output
time enlargement section 6b enlarges the voltage vector V1 up to the minimum vector length based upon the output
from the output time detection section 6a.
[0176] And, an error is generated in the output current due to this (refer to section a in Fig. 11).
[0177] The error in the output current is reduced, or the sign is reversed by pausing the output of the voltage vector
in the carrier next to the enlargement of vector length.
[0178] The voltage vector is output again in next carrier.
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[0179] The voltage vector having a length equal to or longer than the minimum vector length can be output while the
error between the current and the current command can be made to be smaller by similarly pausing the output of the
voltage vector for a carrier next to the enlargement of the voltage vector thereafter.
[0180] In this embodiment, the output pause time is determined to be 1 carrier. It is preferable that the output pause
time is changed in response with the enlargement width, enlargement ratio in width of the voltage vector.
[0181] It is also possible that an integrated error obtained by integrating the error voltage is employed instead the
current deviation.
[0182] Fig. 12 is a block diagram illustrating a phase current detection apparatus of a further embodiment according
to the present invention.
[0183] This phase current detection apparatus is different from the phase current detection apparatus of Fig. 9 in that
a current pattern calculation section 7d, dead time for and against map 7e, and sample timing calculation section 7f are
further provided, and in that a section further having function for receiving a dead time permission signal and for detecting
a voltage vector shorter than the minimum vector length by including the dead time in the output time is employed as
the output time detection section 6c.
[0184] The current pattern calculation section 7d receives the phase current output from the current detector 5 as
input, and calculates the direction of the phase current.
[0185] The dead time for and against map 7e receives the direction of the phase current and the voltage vector
command as input, determines whether or not the current detection is possible within the dead time, and outputs a dead
time allowance signal when the current detection is possible.
[0186] The sample timing calculation section 7f outputs a current detection timing signal at a predetermined timing
within the vector output period including the dead time from the voltage vector output and the output signal from the
dead time for and against map 7e, and supplies the current detection timing signal to the current detector 5.
[0187] Fig. 13 is a flowchart useful in understanding a phase current detection method of a further embodiment
according to the present invention.
[0188] When the current command is given, in step SP1, a DC link current is detected by the current detector 5. In
step SP2, a current pattern is calculated from the detected DC link current (phase current). In step SP3, a voltage
command is obtained by carrying out the current controlling operation. In step SP4, a voltage vector is generated based
upon the voltage command. In step SP5, it is judged whether or not current detection is possible within the dead time.
In step SP6, it is judged whether or not the dead time is available.
[0189] When it is judged in step SP6 that the dead time is available, in step SP7, it is judged whether or not sum of
the voltage vector length and the dead time is less than a predetermined specified value.
[0190] When it is judged In step SP7 that the sum of the voltage vector length and the dead time is less than the
predetermined specified value, in step SP8, a voltage vector length is enlarged till the sum value becomes the specified
value.
[0191] When it is judged in step SP6 that the dead time is not available, in step SP9, it is judged whether or not a
voltage vector length is less than a predetermined specified value.
[0192] When it is judged in step 9 that the voltage vector length is less than the predetermined specified value, in step
SP10, the voltage vector length is enlarged.
[0193] When it is Judged in step SP7 that the sum value is equal to or greater than the specified value, when it is
judged in step SP9 that the voltage vector length is equal to or greater than the specified value, when the processing of
step SP8 is carried out, or when the processing of step SP10 is carried out, in step SP11, the voltage vector is output.
In step SP12, it is judged whether or not the dead time is available.
[0194] When it is judged in step SP12 that the dead time is available, in step SP13, the dead time is added to the
voltage vector length.
[0195] When it is judged In step SP12 that the dead time is not available, or when the processing of step SP13 is
carried out, in step SP14, a sample timing is calculated. Then, the series of processing is finished.
[0196] Then, the operation and effect of the above phase current detection apparatus and method are described.
[0197] The current schematically illustrated in Fig. 4 includes a dead time (a condition in which both switching devices
of upper arm and lower arm are turned OFF) in actual, as is illustrated in Fig. 14.
[0198] The current flowing the DC link during the dead time is determined based upon the direction of the phase
current and the applied voltage vector. Therefore, the dead time period in addition to the application period of the voltage
vector becomes the period which allows the current measurement when the current to be measured corresponding to
the applied voltage vector is equal to the current flowing within the dead time. That is, the current measurement can
also be measured within the dead time period when the reflux diode which turns ON within the dead time period determined
based upon the direction of the current and the transistor which turns ON corresponding to the applied voltage vector
are the same. An example of this relationship is illustrated in Table 2.
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Table 2

Switch condition Current direction
Terminal voltage 
condition Voltage 

vector
Current 
direction

DC linkcurrent

U V W U V W U V W

0 0 0 0 0 1 0 0 0 0 1 0 3

0 1 0 0 0 0 0 2 0 3

0 1 1 0 0 0 0 3 0 3

1 0 0 0 0 0 0 4 0 3

1 0 1 0 0 0 0 5 0 3

1 1 0 0 0 0 0 6 0 3

0 0 1 0 0 1 0 0 1 1 1 lw +

0 1 0 0 0 1 1 2 lw -

0 1 1 0 0 1 1 3 lw +

1 0 0 0 0 1 1 4 lw -

1 0 1 0 0 1 1 6 lw +

1 1 0 0 0 1 1 6 lw -

0 1 0 0 0 1 0 1 0 2 1 lv -

0 1 0 0 1 0 2 2 lv +

0 1 1 0 1 0 2 3 lv +

1 0 0 0 1 0 2 4 lv -

1 0 1 0 1 0 2 6 lv -

1 1 0 0 1 0 2 6 lv +

0 1 1 0 0 1 0 1 1 3 1 lu +

0 1 0 0 1 1 3 2 lu +

0 1 1 0 1 1 3 3 lu +

1 0 0 0 1 1 3 4 lu -

1 0 1 0 1 1 3 6 lu -

1 1 0 0 1 1 3 6 lu -

1 0 0 0 0 1 1 0 0 4 1 lu -

0 1 0 1 0 0 4 2 lu -

0 1 1 1 0 0 4 3 lu -

1 0 0 1 0 0 4 4 lu +

1 0 1 1 0 0 4 5 lu +

1 1 0 1 0 0 4 6 lu +

1 0 1 0 0 1 1 0 1 6 1 lv +

0 1 0 1 0 1 6 2 lv -

0 1 1 1 0 1 6 3 lv -

1 0 0 1 0 1 5 4 lv +

1 0 1 1 0 1 5 6 lv +

1 1 0 1 0 1 6 6 lv -
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(continued)

Switch condition Current direction
Terminal voltage 
condition Voltage 

vector
Current 
direction

DC linkcurrent

U V W U V W U V W

1 1 0 0 0 1 1 1 0 6 1 lw -

0 1 0 1 1 0 6 2 lw +

0 1 1 1 1 0 6 3 w -

1 0 0 1 1 0 6 4 lw +

1 0 1 1 1 0 6 6 lw -

1 1 0 1 0 6 6 lw +

1 1 1 0 0 1 1 1 1 7 1 0 3

0 1 0 1 1 1 7 2 0 3

0 1 1 1 1 1 7 3 0 3

1 0 0 1 1 1 3 0 3

1 0 1 1 1 7 6 0 3

1 1 0 1 1 1 7 6 0 3

d 0 0 0 0 1 1 0 0 4 1 lu -

0 1 0 1 0 0 4 2 lu -

0 1 1 1 0 0 4 3 lu -

1 0 0 0 0 0 0 4 0 3

1 0 1 0 0 0 0 6 0 3

1 1 0 0 0 0 0 6 0 3

d 0 1 0 0 1 1 0 1 6 1 lv +

0 1 0 1 0 1 6 2 lv -

0 1 1 1 0 1 6 3 lv -

1 0 0 0 0 1 1 4 lw -

1 0 1 0 0 1 1 5 lw +

1 1 0 0 0 1 1 6 lw -

d 1 0 0 0 1 1 1 0 8 1 lw -

0 1 0 1 1 0 6 2 lw +

0 1 1 1 1 0 2 3 lw -

1 0 0 0 1 0 2 4 lv -

1 0 1 0 1 0 2 5 lv -

1 1 0 0 1 0 2 6 lv +

d 1 1 0 0 1 1 1 1 7 1 0 3

0 1 0 1 1 1 7 2 0 3

0 1 1 1 1 1 7 3 0 3

1 0 0 0 1 1 3 4 lu -

1 0 1 0 1 1 3 6 lu -

1 1 0 0 1 1 3 6 lu -
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[0199] In Table 2, ON in Table 1 is represented with "1", and timing within the dead time period is represented with d,
for conditions of SW and for conditions of terminal voltage. Flowing into the motor is represented with "1" for a direction
of the current. The DC link current represents the current appeared in the DC link at this timing and the polarity thereof.
A pattern can be obtained from this which pattern corresponds allowance of current measurement even when the timing
is within the dead time period. Other patterns are also obtained.
[0200] Therefore, the phase current was conventionally detected only within a period excluded the dead time uniformly.
But, the phase current can be detected even within the dead time period when this embodiment is employed.
[0201] In this embodiment, it is judged whether or not the phase current can be detected within the dead time period
using the dead time for and against map. But, it is possible to judge whether or not the phase current can be detected
within the dead time period based upon the range of the difference between the voltage phase and current phase.
[0202] In each of the above embodiments, it is preferable that the center of the period wherein the current corresponding
to the voltage vector is observed through the shunt resistor is employed as the current sampling timing.

Description is made further.

[0203] A relationship of an example between the instantaneous waveform of the phase current and average current
is illustrated in Fig. 15. The illustration is made as single phase for simplicity in description.
[0204] It is preferable that the average current is measured as the phase current. But, a great error is generated at
turning ON timing of PWM and at turning OFF timing of PWM because higher harmonics due to PWM is included in the
instantaneous current. As is described earlier, the phase current may flow in the DC link within the dead time period. In
this case, there exists the difference between the current flowing through the switching device and the current flowing
through the reflux diode, but the connection relationship between the DC link and each phase of the motor is the same
to that for voltage vector output. Therefore, it is sufficient that this is considered to be included within the turning ON
time of PWM.
[0205] When those are taken into consideration, higher harmonics error is reduced by employing the center of the
period during which the current corresponding to the voltage vector is observed through the shunt resistor as the timing
which is within the period the phase current flows the DC link among the period for turning ON of PWM and the dead
time period, and at which the nearly average current and DC link current are coincident to one another.
[0206] The dead time is well smaller in comparison with the turning ON time of PWM in usual, and the appearance
time itself of the voltage vector is short when the turning ON time of PWM is shorter with respect to the dead time,
therefore the current higher harmonics becomes smaller so that error is difficult to be generated. As a result, the current
detection can be carried out at the center of the turning ON time of PWM excepting the dead time so that the controlling
can be simplified.
[0207] There exist a case in which the current detection is possible and a case in which the current detection is
impossible in the dead time periods. When the actual current detection is taken into consideration, there exists a period
in which current cannot be measured within the transient period from the change in current value till the circuit becoming
stable. Therefore, it is necessary that the measurement of current is made accurately by avoiding the transient condition
and that the measurement of current is made without unnecessary pulse restriction.
[0208] When taking this into consideration, it is preferable that the current is sampled at the center of the period which
is excluded the period from the beginning of the period during when the current corresponding to the voltage vector is
observed through the shunt resistor till the hardware becoming stable.
[0209] Fig. 16 illustrates an actual current waveform of an example.
[0210] In this case, it is sufficient that the current detection is carried out within the period c, f excluding the dead time

(continued)

Switch condition Current direction
Terminal voltage 
condition Voltage 

vector
Current 
direction

DC linkcurrent

U V W U V W U V W

0 d 0 0 0 1 0 1 0 2 1 lv -

0 1 0 0 0 0 0 2 0 3

0 1 1 0 0 0 0 3 0 3

1 0 0 0 1 0 2 4 lv -

1 0 1 0 1 0 2 5 lv -

1 1 0 0 0 0 0 6 0 -
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and transient response period. It is preferable that the dead time period d allowing the current detection is also included
in the detection period, and that the current is detected at the center of the periods c, d when the voltage vector V1 is
output, while the current is detected at the center of the period f when the voltage vector V3 is output, for example.
[0211] When the sampling at the center, described above, is impossible due to the restriction by the response time
such as delay, settling time of circuit, it is preferable that sampling Is carried out at a timing later than the timing the
response time has passed from the beginning of the period so that the phase current can be detected with accuracy.
[0212] Specifically, when the current waveform flowing the DC link is given as illustrated in Fig. 17, for example,
sampling at the center as is described above is impossible because the response time is longer than half of the period
c, d. But, the phase current can be detected with accuracy by carrying out sampling at a timing later than the timing the
response time has passed from the beginning of the period c.
[0213] Fig.18 is a block diagram illustrating a phase current detection apparatus of a further embodiment according
to the present invention.
[0214] This phase current detection apparatus comprises a d-q axes conversion section 8a, current value storing
section 8b, d-q axes PI controlling section 8c, current comparison section 8d, voltage vector generation section 8e, and
sample timing calculation section 8f.
[0215] The d-q axes conversion section 8a receives the DC link current output from the current detector 5 as input
and converts the current into a current on rotating coordinate d-q axes which rotates to suit the rotor following the rotating
position of the rotor calculated separately. Therefore, this output becomes a DC vector when the current smoothly rotates
following the rotation of the rotor.
[0216] The current value storing section 8b stores the current value for 1 carrier
[0217] The d-q axes PI controlling section 8c calculates an output voltage command by the PI controlling from the
current command and current detection value.
[0218] The current comparison section 8d judges whether or not the current vector has greatly changed by comparing
the current value from the d-q axes conversion section 8a and the current value from the current value storing section 8b.
[0219] The voltage vector generation section 8e generates a voltage vector from the calculated output voltage com-
mand.
[0220] The sample timing calculation section 8f outputs a sample timing properly in response to the voltage vector,
and supplies the sample timing to the current detector 5.
[0221] The reference of 8h represents a selection section which carries out changeover operation based upon the
output signal from the current comparison section 8d, and selects one of the current from the d-q axes conversion section
8a and the current from the current value storing section 8b. The reference of 8g represents a subtraction section which
calculates a difference between the current command and the selected current.
[0222] Operation and effect of the phase current detection apparatus having the above arrangement are as follows.
[0223] When the output voltage vector is short, and when the current cannot be detected with accuracy by the current
detector 5, the output from the d-q axes conversion section 8a changes greater in comparison to the previous case.
Therefore, it is judged that the current detection has failed when it is judged in the current comparison section 8d that
the current vector has changed greater, and the current value from the current value storing section 8b is selected by
carrying out the changeover operation of the selection section 8h.
[0224] The operation and effect of the subtraction section 8g, d-q axes PI controlling section 8c, and voltage vector
generation section 8e are known, therefore the description is omitted.
[0225] In the above case, the current detection Is not carried out. No great problem is generated because the voltage
vector length becomes short only for a case that two phase voltages become nearly the same to one another when the
motor is usually driven, and because the voltage vector length becomes longer following the rotation of the motor.
[0226] In this embodiment, the failure of the current detection is detected, and the current value (current estimation
value) from the current value storing section 8b is selected, but the voltage vector output period being equal to or less
than a predetermined threshold value may be detected, and the current value from the current value storing section 8b
may be selected.
[0227] Instead of providing the current value storing section 8b, it is possible that the integration item of the d-q axes
PI controlling section 8c is employed so that the arrangement can be simplified.
[0228] In the above embodiment, the current value from the current detection section 5b is employed as it is as the
current value. It is possible that a current value at a desired timing is estimated by correcting the shifting in current due
to the shifting between the timing for carrying out the d-q conversion and the sample timing for current detection to suit
the pulse output which ample timing is instructed by the sample timing calculation section 8f, using a current estimation
value generated from the current detection values in the past. It is also preferable that the current measurement value
from the current detection section 5b is reflected to the controlling for each sampling timing so as to make the controlling
faster.
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Description is made further with reference to Fig. 19.

[0229] In Fig. 19, tn-2, and tn-1 are prior current obtainment values, and t0 is a current detection timing, and tn is a
desired current obtainment timing.
[0230] When a current value to be obtained is supposed to be a phase current, the current value changes in nearly
sine wave shape following the rotation of the rotor. Therefore, when the current detection timing is different from the
current obtaining timing, and when the operation is carried out as it is, an error is generated due to the current change
following the rotation.
[0231] But, a current value with little error is obtained even when the current detection time is different from the current
obtaining timing, by calculating the current estimation values at t0 and tn from the obtained current values prior to tn-1,
and by adding a difference between the actual measurement value at t0 and the estimation value at t0 to the current
estimation value at tn, and by determining the addition result as the detection current value at tn.
[0232] Fig. 20 is a block diagram illustrating a phase current detection apparatus for carrying out the above correction.
[0233] This phase current detection apparatus is different from the phase current detection apparatus of Fig. 18 in
that a comparison section 8i and addition section 8j are provided between the current detector 5 and d-q axes conversion
section 8a, in that a reverse d-q axes conversion section 8k is provided, and in that the current comparison section 8d
and selection section 8h are omitted.
[0234] The reverse d-q axes conversion section 8k receives the d-q axes average current output from the d-q axes
PI controlling section 8c as input, and converts the d-q axes average current into the phase current following the rotation
position of the rotor calculated separately.
[0235] The comparison section 8i compares the phase current and the corresponding current value detected by the
current detector 5, and calculates an error current (at t0 in Fig. 19).
[0236] Therefore, the timing for obtaining current (tn in Fig. 19) has reached, the phase current from the reverse d-q
axes conversion section 8k and the error current from the comparison section 8i are added, and the addition result is
supplied to the d-q axes conversion section 8a as the current detection value.
[0237] As a result, a desired voltage vector can be generated using the current value corrected by the addition of the
error current.
[0238] Further, it is possible that the estimation current is corrected by operating an amplitude error from the error
current, and by adding the amplitude error to the estimation current at a desired timing.

Description is made further with reference to Fig. 21.

[0239] The current estimation values (b and c) at t0 and tn are calculated from the detected current values prior to
tn-2, and tn-1, the ratio of the actual measurement value (a) at t0 and the estimation value (b) at t0 is multiplies to the
current estimation value (c) at tn, and the multiplication result is determined to be the detected current value (d) at tn.
Therefore, the current value with little error is obtained even when the current detection time is different from the current
obtaining timing.
[0240] When this correction is to be carried out, it is sufficient that a division section 8m is employed instead the
comparison section 8i, and that a multiplication section 8n is employed instead the addition section 8j.
[0241] When the error in amplitude is calculated as a ratio, the estimation with high accuracy is realized when the
current value is great, but when the current value is small, affection of noise appears greatly so that the estimated current
is greatly different from the actual current.
[0242] Therefore, good current estimation Is always realized by properly changing over the estimation method corre-
sponding to Fig. 19 and the estimation method corresponding to Fig. 21 depending upon the current value.
[0243] Fig. 22 is a block diagram illustrating an inverter controlling apparatus of an embodiment according to the
present invention.
[0244] This inverter controlling apparatus comprises a reverse d-q axes conversion section 9a, error current detection
section 9b, d-q axes conversion section 9c, d-q axes PI controlling section 9d, voltage vector generation section 9e, and
sample timing calculation section 9f.
[0245] The reverse d-q axes conversion section 9a converts the current command onto a phase current command
using a rotor angle calculated separately.
[0246] The current detector 5 for detecting the DC link current outputs not only the detected current but also a phase
signal representing which phase is the current.
[0247] The error current detection section 9b compares only the detected phase, and determines the other phase to
be 0 which is output as the error current.
[0248] The d-q axes conversion section 9c converts the error current into the d-q axes current.
[0249] When the inverter controlling apparatus is employed, the current controlling following the current command is
realized by outputting the error current between the phase current command and the detected current value by the error
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current detection section 9b, and by supplying the error current to the d-q axes conversion section 9c, d-q axes PI
controlling section 9d, voltage vector generation section 9e sequentially.
[0250] In this case, accumulation of error is small because unnecessary estimation is not carried out. The controlling
speed of the current controlling loop can be raised because the calculation for next voltage vector can be started just
after the detection.
[0251] The operation and effect are similar to those of a case in which the inverter controlling apparatus is applied to
sensor-less controlling of a motor.
[0252] Fig. 23 is a block diagram illustrating a phase current detection apparatus of a further embodiment according
to the present invention.
[0253] The current detection section 5b receives the voltage between terminals of the shunt resistor 5a as input and
measures the DC link current, and supplies the measurement result to the motor controlling section 10 and current
estimation section 11a. The current estimation section 11a estimates the direction of the current at next current detection
timing by approximately using the direction of the current or the like for just prior operation, and supplies the estimation
result to the vector pattern table 11b. The vector pattern table 11b outputs the vector to be output, and its length, and
the condition of the switch at the voltage changing timing based upon the direction of the current and the instructed
voltage vector (pattern and length) from the motor controlling section 10. The gate pulse width enlargement section 11c
calculates a required gate pulse width required for current detection from Table 3 based upon the output from the vector
pattern table 11b, enlarges the gate pulse width up to the required gate pulse width when the gate pulse width is short,
and supplies the required gate pulse to the PWM modulator 11d.

[0254] Now, the current detection timing is output simultaneously. When the detection timing has reached in the PWM
modulator 11d, the timing is sent to the current detection section 5b.
[0255] Further, the contents of the vector pattern table 11b are represented in Table 4, for example.

Table 3

Switch operation prior and after vector output Gate pulse width for assuring Ts Current detection timing

ON ON Ts + MAX(Ton) - MIN(Tdon) Ts + MAX(Ton)

ON OFF Ts + MAX(Ton) - MIN(Tdoff) Ts + MAX(Ton)

OFF ON Ts + MAX(Toff) - MIN(Tdon) Ts + MAX(Toff)

OFF OFF Ts + MAX(Toff) - MIN(Tdoff) Ts + MAX(Toff)
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Description is made further.

[0256] Current employs vector representation by determining the flowing out direction to be 1 similarly to the voltage
vector. The direction of the current becomes 4 (= 100 in binary representation) when u-phase is flowing out direction
while v-phase and w-phase are flowing in direction, for example. At this condition, the current appearing the DC link
based upon the current and voltage vector pattern becomes a current as is illustrated in Table 4. Wherein, the voltage
vector column represents the voltage vector output as the phase voltage including the dead time, a portion represented
with d represents the vector output during the dead time while a portion represented with v represents the voltage vector
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output under a condition that the switch has settled, respectively. The DC link current column represents the current
now flowing the DC link. Further, a section illustrated with a thick line represents the changing timings of voltage and
current, and switch condition for causing the change is represented in the lower section. Table 4 is created by taking
the vector generation based upon the triangle wave comparison as an example. It should be noted that switch operation
becomes reversed depending upon the rising and falling of the triangle wave.
[0257] As is understood from Table 4 it is known that whether or not the current can be observed within the dead time
based upon the outputting voltage vector, and that the current change is caused which operation of the switch.
[0258] Next, the method for determining the minimum gate pulse width is described.
[0259] The response of the power device based upon the gate signal is a response which is illustrated in Fig. 24. In
Fig. 24, the gate signal is an instructing signal for turning ON/OFF the power device. Ic represents a current of the power
device. Tdon represents a period from the gate signal ON till the power device signal Ic begins its changing. Tr represents
a rising time of the power device current Ic. Ts represents a sample time required for current measurement (minimum
vector output period). Tdoff represents a period from the gate signal OFF till the power device signal Ic begins its
changing. Tf represents a falling time of the power device current Ic.
[0260] The time Ton from the gate signal ON till the power device has finish turning ON operation, and the time Toff
from the gate signal OFF till the power device has finish turning OFF operation, are determined as follows: 

[0261] Now, the gate pulse width (a period when a vector is output on the gate signal) required for assuring Ts becomes
the width illustrated in Table 3. In Fig. 3, a current detection timing is put with when the hold time is determined to be 0.
[0262] Therefore, current detection with accuracy becomes possible by the following operation: the direction of the
current at the detection timing is estimated; the switch operations prior to and after the vector output are calculated using
Table 4 from the estimated direction of the current at the detection timing and the voltage vector to be output; the gate
pulse width for detection is calculated; the gate pulse width is corrected to be longer and is output when the gate pulse
width to be output is shorter than the calculated gate pulse width.
[0263] It is preferable that the response time is determined for P-side, N-side and every switching device, and that the
minimum gate pulse width is changed to suit the switching device causing current change. Wherein, the switching device
of P-side represents the switching device connected to the positive voltage, while the switching device of N-side represents
the switching device connected to the negative voltage.
[0264] It becomes possible that the minimum gate pulse width is determined by taking the response time for each
interval of the switching device into consideration, by carrying out the following operation: the minimum gate pulse width
and current detection timing are written which are calculated by further taking the response time of the device into
consideration which response time is at every entry provided for every combination of the direction of the current and
voltage vector in the vector pattern table 11b of Fig. 23; the gate pulse width are enlarged by each of the pair of gate
pulse width enlargement sections 11c when the length of the instructed voltage vector for the motor controlling is shorter
than the minimum gate pulse width.
[0265] The direction of the current can be calculated from the phase information of the current.

Description is made further.

[0266] When the electric angular rotation speed of the motor is supposed to be , as is illustrated in Fig. 25, it is
understood that the current vector at the time t on UVW coordinates advances t after the time has passed. Therefore,
the current vector which is advanced the current vector by t is estimated, then the direction of the current of each phase
is calculated based upon the direction. In this case, no error due to rotation is generated so that the estimation with high
accuracy becomes possible for a case such as high speed rotation.
[0267] Fig. 26 is a flowchart useful in understanding the processing.
[0268] In step SP1, the current vector is detected. In step SP2, t is calculated from the detection time. In step SP3,
the vector advanced the current vector by t is calculated. In step SP4, the direction of the current of each phase is
calculated. Then, the series of operation has finished.
[0269] The direction of the current can also be estimated from the sequence of current values.
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Description is made further.

[0270] It is possible that the current value at time t3 is calculated by the linear extrapolation, for example, from the
detection current at time t1 and detection current at time t2 both corresponding to one phase, and that the direction of
the current is calculated using this current value. In this case, the direction of the current can be detected even when
measurement error exists in the rotation speed, because the rotation speed information and the like are not used. Further,
error can be made smaller even when the current changes relatively faster with respect to the rotation speed.
[0271] Here, the linear estimation is exemplified, but improvement in accuracy is possible of course by carrying out
higher estimation.
[0272] Further, it is preferable that the processing for calculating the direction of the current from the phase information
of current and the processing for estimating the direction of the current from the sequence of current values are changed
over depending upon the rotation speed.
[0273] The processing for calculating the direction of the current from the phase information of current is effective for
high speed case, while the processing for estimating the direction of the current from the sequence of current values is
effective for great current variation case, as are described earlier. Therefore, the estimation of current direction with high
accuracy is always possible by properly changing over and using the above processing in response with the rotation speed.
[0274] Further, when there exists a potential that a wrong direction of current due to the estimated current being within
the current estimation error, it is preferable that the pulse width restriction is applied to the vector output time excluding
the dead time.

Description is made further.

[0275] The direction of current may be estimated to be a wrong direction due to measurement error, estimation error
when the current value becomes smaller. In this case, the current measurement may become impossible to be carried
out by the appearing vector within the dead time changes as is understood from Table 4, and by calculating the minimum
gate pulse restriction width to have a wrong value. Therefore, it is possible that the current detection is assured by
calculating the magnitude of the pulse width restriction under the assumption that the current detection cannot be carried
out during the dead time, when the estimated current becomes to have a magnitude which is within the current estimation
error.
[0276] When the direction of U-phase current is not known because the U-phase current is small and the current
direction is 1, output vectors are 4 and 6, the current direction becomes 1 or 5. Therefore, it is not clear whether or not
the vector of 4 appears within the dead time period. In this case, the assure current detection is possible to be carried
out by calculating the minimum gate pulse width as the current direction of 5 in which the vector of 4 does not appear
within the dead time.
[0277] Further, it is preferable that the current detection is carried out by turning off one switching device for a time
required for current detection when the current detection is carried out at the time maximum voltage is output, for example.

Description is made further.

[0278] When a high output voltage is output in PWM inverter, continuing the output of one vector within a carrier is
carried out. Two currents required for the motor current detection cannot be detected in this case because only one
vector is output.
[0279] For this sake, it becomes necessary that the current detection is carried out by outputting the vector for current
detection although the output voltage is lowered to some degree. In this case, and when the vector for detection is output
using complementary PWM similarly to ordinary modulation, a dead time for vector output and a dead time for returning
to the original vector become necessary so that the output time of the original vector to be output is greatly reduced.
[0280] The v-phase current can be detected from the DC link by turning off the gate signal of Tu

- in Fig. 3, for example.
In this case, and when the gate signal of Tu

+ is turned on, dead time td is needed for on and off of Tu
+, respectively, as

is illustrated In Fig. 28. When this is longer than the time for current detection, the output voltage is lowered more than
necessity.
[0281] In such case, the current can be detected by creating dead time condition by selectively turning off the device
being detected its current by turning off the switching device. Even when the current detection cannot be carried out
only within the dead time period, the current detection can be carried out by continuing the dead time condition for a
long time without turning on of the switch complementarily connected. Due to this, a detection pulse having an arbitrary
length not affected by the dead time can be created, and the voltage can effectively be output.
[0282] It is also preferable in the apparatus for controlling the motor by detecting the motor current from the current
flowing the DC link that a condition becoming a condition in which one voltage vector is continuously output within a
carrier is avoided to the utmost by controlling the DC link voltage to be low so as to maintain the pulse width being wide
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in response to the voltage required by the motor being low, and by controlling the DC link voltage to be high in response
to the voltage required by the motor being high.

Description is made further.

[0283] Fig. 30 illustrates a circuit arrangement example.
[0284] A DC link voltage controlling section 12 is constructed so that the voltage of the DC link can be controlled by
changing over the conduction condition of the switching device Tc provided within the converter which creates a DC
current from the commercial power 1. The switching device Tc is connected between the connection point of the reactor
12a and diode 12b and one of the output terminals of the rectifier circuit 2, the reactor 12a and diode 12b being connected
in series to one another to the other of the output terminals of the rectifier circuit 2. And, a protection diode 12c is
connected in parallel to the switching device Tc.
[0285] The inverter section 3 receives the DC link voltage as input, applies the PWM modulation, and creates a voltage
required for motor driving. Though the vector output period at the inverter section is determined based upon a ratio of
the DC link voltage and a voltage to be output to the motor 4, the higher the motor voltage is and the lower the DC link
voltage is, the longer the vector output period is. On the other hand, the current detection in the current detector can
detect the current accurately without the minimum pulse width restriction and the like as the vector output period being
longer. Therefore, the current detection can be carried out with high accuracy and with smooth waveform without the
minimum pulse width restriction, by controlling the DC link voltage to be low when the motor required voltage is low.
[0286] On the contrary, the vector output period become longer when the motor required voltage becomes higher.
Finally, a condition is realized that one vector is continuously output within a carrier. By taking this into consideration, it
can be possible that two vectors similar to those of ordinary case are generated within a carrier and that two phase
currents are detected, by controlling the DC link voltage to be high when the motor required voltage is high.
[0287] Further, it is preferable that the controlling is carried out so as to make the current detection easier by lowering
the power factor when the rotation speed is low or the load is light causing the output voltage or output current becomes
higher.

Description is made further.

[0288] A terminal voltage of a motor greatly changes depending upon a current phase even when a torque is not
changed, as is illustrated in "High Efficiency Driving And Controlling Method For IPM Motor For Air Conditioner Using
Sine Wave Driving", Matsuno et al., Dengakuron D, Vol. 119, No. 10, Heisei 11 nen (1999) (hereinafter, referred to as
reference document 2). Therefore, the current detection can easily be carried out by advancing the current phase so as
to raise the output voltage when the rotation speed is low causing the vector outputting period becomes shorter, or by
advancing or descending the current phase so as to increase the motor terminal current when the load is light causing
the output current becomes smaller and causing the current direction detection becomes difficult.
[0289] Further, it is preferable that the switching pattern at the voltage changing timing is calculated from the current
direction and output vector pattern, the delay time of the device is calculated from this calculation result, then the voltage
is corrected, when the motor is controlled by calculating the motor voltage from the DC link voltage and gate pulse width.

Description is made further.

[0290] The relationship between the gate signal, power device current Ic, and the voltage between the collector-emitter
of the power device is illustrated in Fig. 31.
[0291] For the inverter circuit, even when the gate signal turns on and the power device current Ic begins to flow, the
voltage Vce does not vanish at once so that the voltage Vce becomes 0 immediately at the timing that all motor currents
are covered by the power device current Ic. When the gate signal turns off, the reflux diode turns off at the timing that
the power device current Ic becomes small, therefore the voltage Vce becomes greater. Consequently, the transient
time relating the voltage may be Ton for turning on or Tdoff for turning off.
[0292] Then, the vector output period is calculated from the current direction and output voltage vector pattern by
taking the vector output during the dead time period into consideration. And, the voltage is corrected by determining the
transient time to be Ton for turning on or Tdoff for turning off by the switching operation. Consequently, the voltage
detection with high accuracy can be realized.
[0293] Further, it is preferable that the gate pulse width is calculated so that the length of the command voltage vector
and vector output period are equal to one another when the vector output period is longer than the minimum vector
output period.
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Description is made further.

[0294] It is easy that the gate pulse width is controlled so that the length of the command voltage vector output from
the motor controlling and the length of the voltage vector output period are matched to one another when information
of the vector length output which includes the dead time, the change of the switch causing current change, and the
transient time thereof are used.
[0295] Further, it is preferable that the controlling is carried out such that all switching of the converter and the inverter
are not carried out at the current detection timing, the converter for carrying out switching operation being connected to
the inverter in series.

Description is made further.

[0296] A sample time for sampling current is required for the current detection, usually. When noise enters during the
sample time, an error is generated in current detection result. When a motor controlling apparatus in which a converter
and inverter are connected in series, is employed, as is illustrated In Fig. 32, the converter section 12 and inverter section
3 are required to detect current, the inverter section 3 and converter section 12 are isolated from one another by the
condenser 2a in the circuit arrangement so that the circuit is arranged not to affect mutually. But, the inverter section 3
and converter section 12 are mutually affected by switching noise in actual. Therefore, the current detection with high
accuracy is possible by preventing affection of noise by controlling the switching operation of all switching devices when
each of the current detectors of the converter section 12 and Inverter section 3 has entered the current detection operation
such as sampling.
[0297] Further, it is preferable that a current detector is connected in series to the smoothing condenser 2a on the DC
link, and that both of converter current and inverter current are detected.

Description is made further.

[0298] Fig. 33 illustrates a circuit arrangement. A resistor 5a for current detection is connected in series to a smoothing
condenser 2a which is connected to the DC link. The current flows in a direction illustrated with an arrow A when current
flows into from the converter section, while the current flows in a direction illustrated with an arrow B when current flows
towards the inverter section. Therefore, any one of the currents can be detected at the resistor 5a.
[0299] In operation, independent current detection becomes impossible when the current in arrow A direction and
current in arrow B direction flow simultaneously. For a case where the motor voltage rises and the period when the
current in arrow B direction is cut off becomes extremely short, the current can be obtained by carrying operation such
that the current in the arrow B direction is measured, then A - B is measured, then the current in the arrow A direction
is calculated.
[0300] By employing such arrangement, the number of current detection circuit is sufficient to be one so that reduction
in cost is realized, and grounding at plural points is not needed so that measure for noise is simplified.
[0301] The invention has characteristic effect such that a desired voltage can be obtained in average by applying a
reverse voltage so as to suppress the distortion in voltage waveform when the output voltage becomes greater than the
desired voltage value due to the limitation of the minimum vector output period.
[0302] The invention has characteristic effect such that the voltage outputting too much due to enlarging in length is
corrected so that the voltage vector having a length longer than that of the minimum voltage vector with the command
current being made smaller its error, by enlarging the voltage vector up to the voltage vector having the minimum length
and by prohibiting outputting of the voltage vector for a constant period thereafter when a short voltage vector command
is input.
[0303] The invention has characteristic effect such that the phase current can be detected even during the dead time
period.
[0304] The invention has characteristic effect such that the current can be detected at the timing when the nearly
average current and the DC link current coincident to one another so that the higher harmonics error can be suppressed.
[0305] The invention has characteristic effect such that the processing can be simplified.
[0306] The invention has characteristic effect such that the affection for the period when the hardware is not stable
can securely be eliminated.
[0307] The invention has characteristic effect such that the phase current can be detected with accuracy even when
the response time is long,
[0308] The invention has characteristic effect such that the phase current with accuracy to some degree can be
employed even when accurate current measurement cannot be carried out.
[0309] The invention has characteristic effect such that the phase current value with little error can be obtained even
when the detection time and the current obtaining timing are different from one another.
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[0310] The invention is realized by carrying out the simple operation.
[0311] The invention has characteristic effect such that good phase current estimation can always be realized.
[0312] The invention has characteristic effect such that the current controlling following the current command can be
realized and the controlling speed of the current controlling loop can be raised.
[0313] The invention has characteristic effect such that a desired voltage can be obtained in average by applying a
reverse voltage so as to suppress the distortion in voltage waveform when the output voltage becomes greater than the
desired voltage value due to the limitation of the minimum vector output period.
[0314] The invention has characteristic effect such that the voltage outputting too much due to enlarging in length is
corrected so that the voltage vector having a length longer than that of the minimum voltage vector with the command
current being made smaller its error, by enlarging the voltage vector up to the voltage vector having the minimum length
and by prohibiting outputting of the voltage vector for a constant period thereafter when a short voltage vector command
is input.
[0315] The invention has characteristic effect such that the phase current can be detected even during the dead time
period.
[0316] The invention has characteristic effect such that the current can be detected at the timing when the nearly
average current and the DC link current coincident to one another so that the higher harmonics error can be suppressed.
[0317] The invention has characteristic effect such that the processing can be simplified.
[0318] The Invention has characteristic effect such that the affection for the period when the hardware is not stable
can securely be eliminated.
[0319] The invention has characteristic effect such that the phase current can be detected with accuracy even when
the response time is long.
[0320] The invention has characteristic effect such that the phase current with accuracy to some degree can be
employed even when accurate current measurement cannot be carried out.
[0321] The invention has characteristic effect such that the phase current value with little error can be obtained even
when the detection time and the current obtaining timing are different from one another.
[0322] The invention has characteristic effect such that good phase current estimation can always be realized.
[0323] The invention has characteristic effect such that the current controlling following the current command can be
realized and the controlling speed of the current controlling loop can be raised. The invention has characteristic effect
such that the secure detection of the phase current is realized.
[0324] The invention has the effect based upon the gate-pulse width.
[0325] The invention has characteristic effect such that the secure detection of the phase current is realized.
[0326] The invention has characteristic effect such that the secure detection of the phase current is realized.
[0327] The invention has characteristic effect such that the minimum gate-pulse width can be determined by taking
the response time for each switching device into consideration is realized.
[0328] The invention has characteristic effect such that the direction of the current can be estimated with high accuracy
even when the motor rotates at high speed
[0329] The invention has characteristic effect such that the direction of the current can be estimated with high accuracy
even when the motor rotates at low speed and when the motor torque is controlled at high speed.
[0330] The inventinr has characteristic effect such that the direction of the current can always be estimated with high
accuracy.
[0331] The invention has characteristic effect such that the current detection is securely realized.
[0332] The invention has characteristic effect such that the current detection can be realized with minimum voltage
drop even when only one vector is continued to be output within a carrier interval such as maximum voltage outputting.
[0333] The invention has characteristic effect such that the motor can be controlled in stable condition so that the
secure current detection can always be carried out while good waveform outputting can be carried out with little affection
of the pulse width restriction.
[0334] The invention has characteristic effect such that the current detection can be carried out with ease.
[0335] The invention has characteristic effect such that the voltage detection with high accuracy is realized.
[0336] The inventionhas characteristic effect such that the current detection can securely be realized with suppression
of distortion in waveform, and that the assure current detection can be realized.
[0337] The invention of has characteristic effect such that the current detection can be realized by removing the
affection of noise.
[0338] The invention of has characteristic effect such that the arrangement can be simplified and the measure for
noise can be realized with ease.
[0339] The invention has characteristic effect such that the secure detection of the phase current is realized.
[0340] The invention has characteristic effect such that the secure detection of the phase current is realized.
[0341] The invention has characteristic effect such that the secure detection of the phase current is realized.
[0342] The invention has characteristic effect such that the minimum gate-pulse width can be determined by taking
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the response time for each switching device into consideration
[0343] The invention has characteristic effect such that the direction of the current can be estimated with high accuracy
even when the motor rotates at high speed.
[0344] The invention has characteristic effect such that the direction of the current can be estimated with high accuracy
even when the motor rotates at low speed and when the motor torque is controlled at high speed.
[0345] The invention has characleristic effect such that the direction of the current can always be estimated with high
accuracy.
[0346] The invention has characteristic effect such that the current detection is securely realized.
[0347] The invention has characteristic effect such that the current detection can be realized with minimum voltage
drop even when only one vector is continued to be output within a carrier interval such as maximum voltage outputting.
[0348] The invention has characteristic effect such that the motor can be controlled in stable condition so that the
secure current detection can always be carried out while good waveform outputting can be carried out with little affection
of the pulse width restriction.
[0349] The invention has characteristic effect such that the current detection can be carried out with ease.
[0350] The invention has characteristic effect such that the voltage detection with high accuracy is realized.
[0351] The invention has characteristic effect such that the current detection can securely be realized with suppression
of distortion in waveform,
[0352] The invention of has characteristic effect such that the current detection can be realized by removing the
affection of noise.
[0353] The invention has characteristic effect such that the arrangement can be simplified and the measure for noise
can be realized with ease.

Claims

1. A phase current detection method for detecting a phase current of motor (4) based upon a DC link current and a
vector pattern to be applied and which restricts the minimum pulse width, which method is used in a motor driving
apparatus for driving a motor (4) by supplying outputs from a PWM inverter (3) to the motor (4), the method comprising
the step of: when voltage vector length to be given to said motor is smaller than a predetermined value, enlarging
said length and outputting said length to said motor, and pausing the output of said voltage vector for a time, said
time corresponding to the enlargement ratio of the voltage vector, whereby an error in an output current or in an
output voltage due to enlarging said length is reduced.

2. A phase current detection method as set forth in one of claim 1, wherein the current detection is carried out by
sampling the current at the center of a period when a current corresponding to a voltage vector is observed through
a shunt resistor.

3. A phase current detection method as set forth in one of claim 1, wherein the current detection is carried out by
sampling the current at the center of a period when a voltage vector is output.

4. A phase current detection method as set forth in one of claim 1, wherein the current detection is carried out by
sampling the current at the center of a period which is a period obtained by removing a period for hardware becoming
stable starting of the period when a current corresponding to a voltage vector is observed through the shunt resistor,
from the period when a current corresponding to a voltage vector is observed through the shunt resistor.

5. A phase current detection method as set forth in one of claim 2 through claim 4, wherein the current detection is
carried out by sampling the current at a timing which has passed a response time from the starting of the period in
response to the fact that sampling at the center of the period is impossible due to the restriction of the response time.

6. A phase current detection apparatus adapted to detect a phase current of a motor (4) based upon a DC link current
and a vector pattern to be applied and which restricts the minimum pulse width, which apparatus is included in a
motor driving apparatus for driving a motor (4) by supplying outputs from a PWM inverter (3) to the motor (4), the
apparatus comprising: adjusting means (6c)(7b) for enlarging said length, when voltage vector length to be given
to said motor is smaller than a predetermined value, and for outputting said length to said motor, and for pausing
the output of said voltage vector for a time, said time corresponding to the enlargement ratio of the voltage vector,
whereby an error in an output current or in an output voltage due to enlarging said length is reduced.

7. A phase current detection apparatus as set forth in one of claim 6, wherein the current detection means (5)(7e)(7f)
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is means for sampling the current at the center of a period when a current corresponding to a voltage vector is
observed through a shunt resistor (5a).

8. A phase current detection apparatus as set forth in one of claim 6, wherein the current detection means (5)(7e)(7f)
is means for sampling the current at the center of a period when a voltage vector is output, as the current detection
means.

9. A phase current detection apparatus as set forth in one of claim 6, wherein the current detection means (5)(7e)(7f)
is means for sampling the current at the center of a period which is a period obtained by removing a period for
hardware becoming stable starting of the period when a current corresponding to a voltage vector is observed
through the shunt resistor (5a), from the period when a current corresponding to a voltage vector is observed through
the shunt resistor (5a).

10. A phase current detection apparatus as set forth in one of claim 7 through claim 9, wherein the current detection
means (5)(7e)(7f) is means for sampling the current at a timing which has passed a response time from the starting
of the period in response to the fact that sampling at the center of the period is impossible due to the restriction of
the response time, as the current detection means.

Patentansprüche

1. Phasenstrom-Detektionsverfahren zum Detektieren eines Phasenstroms eines Motors (4) auf Basis eines DC-
Verbindungs-Stroms und eines anzuwendenden Vektormusters und zum Begrenzen einer minimalen Pulsbreite,
wobei das Verfahren in einem Motorantriebsgerät verwendet wird, das dazu eingerichtet ist, einen Motor (4) anzu-
treiben, indem es die Ausgabe eines PWM-Wechselrichters (3) an den Motor (4) ausgibt, wobei das Verfahren die
folgenden Schritte umfasst:

Vergrößern der Länge eines auf den Motor anzuwendenden Spannungsvektors und
Ausgeben der Länge an den Motor, wenn die Länge kleiner als ein vorbestimmter Wert ist, und
Aussetzen der Spannungsvektorausgabe für eine Zeit, die dem Vergrößerungsverhältnis des Spannungsvektors
entspricht,
wobei durch das Vergrößern der Länge ein Fehler in einem Ausgangsstrom oder in einer Ausgangsspannung
verringert wird.

2. Phasenstrom-Detektionsverfahren nach Anspruch 1, bei dem die Stromdetektion ausgeführt wird, indem der Strom
im Zentrum einer Periode abgetastet wird, wobei während der Periode durch einen Parallelwiderstand ein Strom
beobachtet wird, der einem Spannungsvektor entspricht.

3. Phasenstrom-Detektionsverfahren nach Anspruch 1, bei dem die Stromdetektion ausgeführt wird, indem der Strom
im Zentrum einer Periode abgetastet wird, wobei während der Periode ein Spannungsvektor ausgegeben wird.

4. Phasenstrom-Detektionsverfahren nach Anspruch 1, bei dem die Stromdetektion ausgeführt wird, indem der Strom
im Zentrum einer Periode abgetastet wird, wobei sich die Periode ergibt, indem von einer Periode, in der durch
einen Parallelwiderstand ein Strom beobachtet wird, der einem Spannungsvektor entspricht, eine Periode abgezo-
gen wird, die für eine Hardwarestabilisierung benötigt wird und die beginnt, wenn durch den Parallelwiderstand ein
Strom beobachtet wird, der einem Spannungsvektor entspricht.

5. Phasenstrom-Detektionsverfahren nach einem der Ansprüche 2 bis 4, bei dem die Stromdetektion ausgeführt wird,
indem der Strom in einer Zeitfolge abgetastet wird, die in Antwort darauf, dass ein Abtasten im Zentrum der Periode
aufgrund der Beschränkung durch die Antwortzeit nicht möglich ist, um die Antwortzeit nach dem Beginn der Periode
liegt.

6. Phasenstrom-Detektionsgerät, das dazu eingerichtet ist, einen Phasenstrom eines Motors (4) auf Basis eines DC-
Verbindungs-Stroms und eines anzuwendenden Vektormusters zu detektieren und die minimale Pulsbreite zu be-
schränken, wobei das Gerät in einem Motorantriebsgerät enthalten ist, das dazu eingerichtet ist, einen Motor (4)
durch das Ausgeben der Ausgabe eines PWM-Wechselrichters (3) an den Motor (4) anzutreiben, wobei das Gerät
folgendes umfasst:
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Stellmittel (6c)(7b) zum Vergrößern einer auf den Motor anzuwendenden Spannungsvektorlänge, wenn die
Länge kleiner als ein vorbestimmter Wert ist, zum Ausgeben der Länge an den Motor, und zum Aussetzen der
Spannungsvektorausgabe für eine Zeit, die dem Vergrößerungsverhältnis des Spannungsvektors entspricht,
wobei durch das Vergrößern der Länge ein Fehler in einem Ausgangsstrom oder in einer Ausgangsspannung
verringert wird.

7. Phasenstrom-Detektionsgerät nach Anspruch 6, bei dem das Stromdetektionsmittel (5)(7e)(7f) dazu eingerichtet
ist, den Strom im Zentrum einer Periode abzutasten, während der durch einen Parallelwiderstand (5a) beobachtete
Strom einem Spannungsvektor entspricht.

8. Phasenstrom-Detektionsgerät nach Anspruch 6, bei dem das Stromdetektionsmittel (5)(7e)(7f) dazu eingerichtet
ist, den Strom im Zentrum einer Periode abzutasten, während der ein Spannungsvektor ausgegeben wird.

9. Phasenstrom-Detektionsgerät nach Anspruch 6, bei dem das Stromdetektionsmittel (5)(7e)(7f) dazu eingerichtet
ist, den Strom im Zentrum einer Periode abzutasten, die sich daraus ergibt, dass von einer Periode, während der
der durch einen Parallelwiderstand (5a) beobachtete Strom einem Spannungsvektor entspricht, von einer Periode
abgezogen wird, die zur Hardwarestabilisierung benötigt wird und die beginnt, wenn der durch den Parallelwiderstand
(5a) beobachtete Strom einem Spannungsvektor entspricht.

10. Phasenstrom-Detektionsgerät nach einem der Ansprüche 7 bis 9, bei dem das Stromdetektionsmittel (5)(7e)(7f)
dazu eingerichtet ist, den Strom in einer Zeitfolge abzutasten, die in Antwort darauf, dass eine Abtastung im Zentrum
der Periode aufgrund einer Beschränkung durch die Antwortzeit nicht möglich ist, um die Antwortzeit nach dem
Beginn der Periode liegt.

Revendications

1. Procédé de détection de courant de phase pour détecter un courant de phase d’un moteur (4) sur la base d’un
courant de liaison DC et d’un motif vectoriel à appliquer et qui limite la largeur d’impulsion minimum, ce procédé
étant utilisé dans un dispositif de pilotage de moteur pour piloter un moteur (4) en fournissant des sorties provenant
d’un onduleur PWM (3) au moteur (4), le procédé comprenant l’étape suivante : lorsque la longueur du vecteur de
tension à donner au moteur est inférieure à une valeur prédéterminée, agrandir ladite longueur et fournir la longueur
au moteur, et mettre en pause la sortie du vecteur de tension pendant un certain temps, le temps correspondant
au rapport d’agrandissement du vecteur de tension, d’où il résulte qu’une erreur dans un courant de sortie ou dans
une tension de sortie, due à l’agrandissement de ladite longueur, est réduite.

2. Procédé de détection de courant de phase selon la revendication 1, dans lequel la détection de courant est réalisée
en échantillonnant le courant au centre d’une période quand un courant correspondant à un vecteur de tension est
observé dans une résistance shunt.

3. Procédé de détection de courant de phase selon la revendication 1, dans lequel la détection de courant est réalisée
en échantillonnant le courant au centre d’une période dans laquelle un vecteur de tension est produit.

4. Procédé de détection de courant de phase selon la revendication 1, dans lequel la détection de courant est réalisée
en échantillonnant le courant au centre d’une période qui est une période obtenue en supprimant une période pour
que le matériel devienne stable au début la période où un courant correspondant à un vecteur de tension est observé
dans la résistance shunt, à partir de la période dans laquelle un courant correspondant à un vecteur de tension est
observé dans la résistance shunt.

5. Procédé de détection de courant de phase selon l’une quelconque des revendications 2 à 4, dans lequel la détection
de courant est réalisée en échantillonnant le courant à un instant qui a dépassé un temps de réponse après le début
de la période en réponse au fait que l’échantillonnage au centre de la période est impossible en raison de la restriction
de temps de réponse.

6. Dispositif de détection de courant de phase adapté à détecter un courant de phase d’un moteur (4) sur la base d’un
courant de liaison DC et d’un motif vectoriel à appliquer et qui limite la largeur d’impulsion minimum, cet appareil
étant inclus dans un dispositif de pilotage de moteur pour piloter un moteur (4) en fournissant des sorties provenant
d’un onduleur PWM (3) au moteur (4), le dispositif comprenant : des moyens d’ajustement (6c) (7b) pour agrandir
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ladite longueur, lorsque la longueur du vecteur de tension à donner au moteur est inférieure à une valeur prédéter-
minée, et pour fournir la longueur au moteur, et pour mettre en pause la sortie du vecteur de tension pendant un
certain temps, le temps correspondant au rapport d’agrandissement du vecteur de tension, d’où il résulte qu’une
erreur dans un courant de sortie ou dans une tension de sortie, due à l’agrandissement de la longueur, est réduite.

7. Dispositif de détection de courant de phase selon la revendication 6, dans lequel les moyens de détection de courant
(5) (7e) (7f) sont des moyens pour échantillonner le courant au centre d’une période quand un courant correspondant
à un vecteur de tension est observé dans une résistance shunt (5a) .

8. Dispositif de détection de courant de phase selon la revendication 6, dans lequel les moyens de détection de courant
(5) (7e) (7f) sont des moyens pour échantillonner le courant au centre d’une période dans laquelle un vecteur de
tension est produit, en tant que les moyens de détection de courant.

9. Dispositif de détection de courant de phase selon la revendication 6, dans lequel les moyens de détection de courant
(5) (7e) (7f) sont des moyens pour échantillonner le courant au centre d’une période qui est une période obtenue
en supprimant une période pour que le matériel devienne stable au début de la période où un courant correspondant
à un vecteur de tension est observé dans la résistance shunt (5a), à partir de la période dans laquelle un courant
correspondant à un vecteur de tension est observé dans la résistance shunt (5a).

10. Dispositif de détection de courant de phase selon l’une quelconque des revendications 7 à 9, dans lequel les moyens
de détection de courant (5) (7e) (7f) sont des moyens pour échantillonner le courant à un instant qui a dépassé un
temps de réponse à partir du début de la période en réponse au fait que l’échantillonnage au centre de la période
est impossible en raison de la restriction du temps de réponse, en tant que les moyens de détection de courant.
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