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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of com-
munications technologies, and in particular, to a hando-
ver method and a mobility management network ele-
ment.

BACKGROUND

[0002] An evolved universal mobile telecommunica-
tion system territorial radio access network (Evolved Uni-
versal Mobile Telecommunication System Territorial Ra-
dio Access Network; E-UTRAN) and an evolved packet
core network (Evolved Packet Core Network, EPC) form
an evolved packet system (Evolved Packet System,
EPS). The evolved packet system generally adopts an
Internet Protocol (Internet Protocol; IP) multimedia sub-
system (IP Multimedia Subsystem; IMS) to provide a
voice service.
[0003] Given that an initial E-UTRAN deployment can-
not achieve a whole-network coverage, therefore, IMS
voice cannot be provided outside an E-UTRAN coverage
scope. To maintain continuity of a voice call along an E-
UTRAN coverage boundary, a 3rd generation partner-
ship (The 3rd Generation Partnership Project; 3GPP) de-
fines a single radio voice call continuity (Single Radio
Voice Call Continuity; SRVCC) technology to achieve a
handover from an E-UTRAN to a circuit domain (Circuit
Switching; CS) of an enhanced radio access network
(GSM EDGE Radio Access Network; GERAN) or a ter-
ritorial radio access network (UMTS Territorial Radio Ac-
cess Network; UTRAN), or a handover from 3GPP2
1xCS packet switched (Packet Switched; PS) to the CS.
Further, the SRVCC technology also achieves a hando-
ver from UTRAN high speed packet access (High Speed
Packet Access, HSPA) to the GERAN/UTRAN. A radio
access network network element may trigger performing
an SRVCC handover only if it is learned that a user equip-
ment (User Equipment/Mobile Station; UE/MS, hereinaf-
ter collectively referred to as a UE) and the mobility man-
agement network element (as regards different radio
communication networks, it may be a mobility manage-
ment entity (Mobility Management Entity; MME) or a serv-
ice general packet radio technology (General Packet Ra-
dio Service; GPRS) supporting node (Serving GPRS
Support Node; SGSN), and so on) support the SRVCC,
and under a scenario in which a user is allowed to use
the SRVCC.
[0004] When the prior art applies to an attach or a lo-
cation update process, if the mobility management net-
work element learns, by receiving an attach request/lo-
cation update request message sent by the user equip-
ment, that the UE has the SRVCC capability, learns, from
subscription data sent by a home subscriber server, that
the user is allowed to use the SRVCC, and learns that
the mobility management network element supports the

SRVCC, the mobility management network element
sends an initial context setup request message to the
radio access network network element, indicating that
the radio access network element may perform an
SRVCC operation. However, when the prior art applies
to a packet switched handover (Packet Switched Hando-
ver; PS HO) process, the target mobility management
network element may not correctly learn whether the user
is allowed to use the SRVCC, and accordingly the target
radio access network network element may not correctly
learn whether the SRVCC operation may be performed.
In addition, the target radio access network network el-
ement incorrectly triggers an SRVCC handover. This re-
sults in an SRVCC handover failure and a waste of a
large number of relevant exchanged signaling; or, this
may result in a failure of performing the SRVCC handover
and interruption of a user voice service.
[0005] WO 2010/044730 A2 discloses with respect to
Fig. 4 steps for SRVCC from E-UTRAN to GERAN with-
out DTM/PSHO support. Based on UE measurement re-
ports, the source E-UTRAN determines to trigger an
SRVCC HO to GERAN. The source E-UTRAN sends
Handover Required (Target ID, Source to Target Trans-
parent Container) message to the source MME. The E-
UTRAN also indicates to the MME that this is a SRVCC
HO operation. Based on the QCI associated with the
voice bearer (QCI 1) and the SRVCC handover indica-
tion, the source MME splits the voice bearer from the
non-voice bearers and initiates the PS network to CS
network HO procedure for the voice bearer only towards
MSC Server. The MME sends a Forward Relocation Re-
quest (STN-SR, MSISDN1 Source to Target Transparent
Container, MM Context) message to the MSC server.
The MME receives the STN-SR and MSISDN from the
HSS as part of the subscription profile downloaded during
the E-UTRAN attach procedure. The MSC Server inter-
works the PS network to CS network handover request
with a CS inter-MSC handover request by sending a Pre-
pare Handover Request message to the target MSC. Es-
tablishing a circuit connection between the target MSC
and the MGW associated with the MSC server e.g., using
ISUP IAM and ACM messages. The MSC server initiates
the Session Transfer by using the STN-SR1 that is, by
sending an ISUP IAM (STN-SR) message towards the
IMS.
[0006] WO 2010/092457 A1 discloses with respect to
Fig. 4 that uplink and downlink user plane protocol data
units (PDUs) may initially be exchanged prior to handover
initiation. The source RAT is E- UTRAN, the source e-
Node B may initiate handover for any suitable reason.
The source e-Node B may send a message to the source
MME to indicate that a handover is desired. The source
MME may then forward a relocation request message to
the target SGSN. The target SGSN may provide a create
bearer request message to the target serving gateway
(GW). The target serving GW may then provide a create
bearer response back to the target SGSN. The target
SGSN may then provide a PS Handover Request mes-
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sage to the target node (e.g., the target BSS). The target
BSS may determine that UTRAN inter-RAT capability-
information is missing.
[0007] Technical specification 3GPP TS 23.216 V9.6.0
discloses with respect to Fig. 6.2.2.2-1 (SRVCC from E-
UTRAN to UTRAN with PS HO or GERAN with DTM HO
support) that UE sends measurement reports to E-
UTRAN. Based on UE measurement reports the source
E-UTRAN decides to trigger an SRVCC handover to
UTRAN/GERAN. If target is UTRAN, the source E-
UTRAN sends a Handover Required message to the
source MME. SRVCC HO indication indicates to MME
that this is for CS+PS HO. Based on the QCI associated
with the voice bearer (QCI 1) and the SRVCC HO Indi-
cation, the source MME splits the voice bearer from all
other PS bearers and initiates their relocation towards
MSC Server and SGSN, respectively. Source MME ini-
tiates the PS-CS handover procedure for the voice bearer
by sending a SRVCC PS to CS Request (IMSI, Target
ID, STN-SR, C-MSISDN, Source to Target Transparent
Container, MM Context, Emergency Indication) message
to the MSC Server. MSC Server interworks the PS-CS
handover request with a CS inter-MSC handover request
by sending a Prepare Handover Request message to the
target MSC. Target MSC requests resource allocation
for the CS relocation by sending the Relocation Re-
quest/Handover Request message to the target
RNS/BSS. In parallel to the previous step the source
MME initiates relocation of the PS bearers. Source MME
sends a Forward Relocation Request (generic Source to
Target Transparent Container, MM Context, PDN Con-
nections IE) message to the target SGSN. Target SGSN
requests resource allocation for the PS relocation by
sending the Relocation Request/Handover Request
(Source to Target Transparent Container) message to
the target RNS/BSS.
[0008] Document 3GPP DRAFT: S2-105367 NTT
DOCOMO: "Correction on PS HO failure", mainly relates
to SRVCC from E-UTRAN to GERAN/UTRAN, in partic-
ular relates to (1) MME forwards the SRVCC Handover
Type information to the target MSC and target SGSN.
SRVCC Handover Type inherits the information in
SRVCC HO Indication sent from E-UTRAN to MME. (2)
Target RAT waits for PS resource allocation from SGSN
if SRVCC Handover Type indicates CS+PS handover.
Otherwise, target RAT does wait for PS resource alloca-
tion from SGSN, i.e. Handover Type indicates CS only
handover. (3) In case of SRVCC with PS handover and
SGSN reject the PDN connection establishment, SGSN
notifies the error to the RNC and RNC continues CS only
handover.

SUMMARY

[0009] The invention is defined by independent claims
1 and 4. In the following, parts of the description and
drawings referring to embodiments which are not cov-
ered by the claims are not presented as embodiments of

the invention, but as examples useful for understanding
the invention.
[0010] Embodiments of the present invention provide
a handover method and a mobility management network
element for solving a problem in prior art that an SRVCC
handover is incorrectly triggered because a target radio
access network network element may not learn whether
the SRVCC operation may be performed, which results
in an SRVCC handover failure and a waste of a large
number of relevant exchanged signaling. In addition, this
may result in the SRVCC handover failure and interrup-
tion of a user voice service.
[0011] An embodiment of the present invention pro-
vides a handover method, including:

receiving, by a target mobility management network
element, a forward relocation request message sent
by a source mobility management network element,
wherein the forward relocation request message in-
cludes single radio voice call continuity SRVCC ca-
pability information, wherein the SRVCC capability
information is used to indicate that a user is SRVCC
capable, wherein that the user is SRVCC capable
comprises: the user is allowed to use SRVCC, or the
user is allowed to use SRVCC and a user equipment
has SRVCC capability; and
sending, by the target mobility management network
element to a target access network network element,
a first request message that carries information of
SRVCC operation possible, wherein the information
of SRVCC operation possible is used to indicate that
a user is SRVCC capable and the target mobility
management network element is SRVCC capable.

[0012] An embodiment of the present invention pro-
vides a mobility management network element, includ-
ing:

a receiving module, configured to receive a forward
relocation request message sent by a source mobil-
ity management network element, where the forward
relocation request message includes single radio
voice call continuity SRVCC capability information,
wherein the SRVCC capability information is used
to indicate that a user is SRVCC capable, wherein
that the user is SRVCC capable comprises: the user
is allowed to use SRVCC, or the user is allowed to
use SRVCC and a user equipment has the SRVCC
capability; and
a sending module, configured to send, to a target
access network element, a first request message
that carries information of SRVCC operation possi-
ble, wherein the information of SRVCC operation
possible is used to indicate that a user is SRVCC
capable and the target mobility management net-
work element is SRVCC capable.

[0013] The embodiments of the present invention pro-
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vide a handover method and a mobility management net-
work element.

BRIEF DESCRIPTION OF DRAWINGS

[0014] To illustrate the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the accompanying drawings needed for describ-
ing the embodiments or the prior art are briefly described
in the following. Apparently, the accompanying drawings
in the following description merely show some embodi-
ments of the present invention, and a person of ordinary
skill in the art may still derive other drawings from these
accompanying drawings without creative efforts.

FIG. 1 is a flowchart of a handover method according
to Embodiment 1 of the present invention;
FIG. 2 is a flowchart of a handover method according
to Embodiment 2 of the present invention;
FIG. 3 is a flowchart of a handover method according
to Embodiment 3 of the present invention; and
FIG. 4 is a schematic structural diagram of a mobility
management network element according to Embod-
iment 1 of the present invention.

DESCRIPTION OF EMBODIMENTS

[0015] To make the objectives, technical solutions, and
advantages of the embodiments of the present invention
more clearly, the following clearly and completely de-
scribes the technical solutions in the embodiments of the
present invention with reference to the accompanying
drawings in the embodiments of the present invention.
[0016] FIG. 1 is a flowchart of a handover method ac-
cording to Embodiment 1 of the present invention. As
shown in FIG. 1, the method includes:

S101: A target mobility management network ele-
ment receives a forward relocation request message
sent by a source mobility management network el-
ement. The forward relocation request message in-
cludes single radio voice call continuity SRVCC ca-
pability information.
S102: The target mobility management network el-
ement, to a target access network element, a first
request message that carries information of SRVCC
operation possible.

[0017] According to different networks where a user
equipment is located, the source mobility management
network element and the target mobility management
network element may be a mobility management equip-
ment such as an MME or an SGSN; a source radio access
network network element and a target radio access net-
work network element may be a device such as an
evolved base station (Evolved Node B; eNodeB) or a
radio network controller (Radio Network Controller:
RNC).

[0018] In a handover process, the source mobility man-
agement network element receives a handover request
message or a relocation request message sent by the
source radio access network network element. To enable
the target radio access network network element to cor-
rectly perform a handover operation, the source mobility
management network element needs to notify the target
management network element whether a user is allowed
to use the SRVCC, or a UE’s SRVCC capability and
whether the user is allowed to use the SRVCC, so that
the target mobility management network element may
notify the target radio access network network element
of a UE’s SRVCC capability, whether the user is allowed
to use the SRVCC, and whether the target mobility man-
agement network element supports the SRVCC, which
enables the target radio access network network element
to correctly perform an SRVCC handover operation.
[0019] A forwarded relocation request message sent
by the source mobility management network element to
the target mobility management network element in-
cludes SRVCC capability information. The SRVCC ca-
pability information may be used to indicate that a user
is SRVCC capable.
[0020] The SRVCC capability information specifically
includes: at least one of a single radio voice call continuity
session transfer number (Session Transfer Number for
SR-VCC, STN-SR) and a correlation mobile station in-
ternational ISDN number (Correlation Mobile Station In-
ternational ISDN Number, C-MSISDN); or, SRVCC per-
mission information, for example, an SRVCC permission
indication (SRVCC is Allowed); or, information of SRVCC
operation possible, for example, SRVCC operation pos-
sibility indication (SRVCC Operation Possible).
[0021] That the user is SRVCC capable may include:
the user is allowed to use the SRVCC. Or, that the user
is SRVCC capable may also include both that the user
is allowed to use the SRVCC and that a user equipment
has SRVCC capability.
[0022] In addition, the SRVCC capability information
may also be used to indicate: the source mobility man-
agement network element is SRVCC capable. That the
source mobility management network element is SRVCC
capable may specifically be that the source mobility man-
agement network element supports the SRVCC or sup-
ports the Sv interface, and so on.
[0023] After the target mobility management network
element receives the forward relocation request sent by
the source mobility management network element, the
target mobility management network element sends a
first request message to the target radio access network
network element. The first request message may be a
handover request message or relocation request mes-
sage, and the first request message carries the informa-
tion of SRVCC operation possible. This specifically in-
cludes the following:
If the target mobility management network element sup-
ports the SRVCC (that is, the target mobility management
network element is SRVCC capable), the target mobility
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management network element may send a first request
message that includes the SRVCC operation possibility
indication (SRVCC Operation Possible) to the target ra-
dio access network network element. The SRVCC oper-
ation possibility indication may indicate that the user is
SRVCC capable and the target MME is SRVCC capable
(If the indication is not included, it indicates that an
SRVCC operation is incapable); or the target mobility
management network element may send the first request
message that includes the SRVCC operation possibility
indication (SRVCC Operation Possible) to the target ra-
dio access network network element. If the value of the
SRVCC operation possibility indication is true (TRUE) or
1, it indicates that an SRVCC operation is capable (If the
SRVCC operation possibility indication is false (FALSE)
or 0, it indicates that an SRVCC operation is incapable,
that is, at least one of the user and the target MME is
SRVCC incapable.
[0024] FIG. 2 is a flowchart of a handover method ac-
cording to Embodiment 2 of the present invention. The
embodiment uses processing of a handover performed
by a UE attached to the E-UTRAN as an example. Both
source and target mobility management network ele-
ments are MMEs and both source and target radio access
network network element are eNodeBs. It should be not-
ed that the embodiment only provides a specific applica-
tion scenario of the handover method, however, does not
use this as the limitation for the embodiment in the
present invention. As shown in FIG. 2, this method in-
cludes:

S201: A source eNodeB decides to initiate an SI-
based handover (The source eNodeB decides to in-
itiate an S1-based handover to the target eNodeB).
S202: The source eNodeB sends a handover re-
quest (Handover Required) message (that is, a sec-
ond request message) to a source MME.
S203: The source MME sends a forward relocation
request (Forward Relocation Request) message to
a target MME.

[0025] The forward relocation request message in-
cludes the SRVCC capability information, which indi-
cates that a user is single radio voice call continuity ca-
pable (that is, the user is SRVCC capable). That the spe-
cific content of that the user is SRVCC capable may in-
clude but is not limited to any of the following methods:
A user is allowed to use the SRVCC; or, the user is al-
lowed to use the SRVCC and a user equipment has the
SRVCC capability. In addition, the SRVCC capability in-
formation may also indicate: the source mobility man-
agement network element is SRVCC capable. That the
source mobility management network element is SRVCC
capable may be that the source mobility management
network element supports the SRVCC or supports the
Sv interface, and so on. The user equipment has the
SRVCC capability specifically may be that the user equip-
ment supports the SRVCC.

[0026] Based on the above, the SRVCC capability in-
formation specifically may be used to indicate any of the
following content:

(1) the user is SRVCC capable;
(2) the user is SRVCC capable and the source mo-
bility management network element is SRVCC ca-
pable;
(3) the user is allowed to use the SRVCC;
(4) the user is allowed to use the SRVCC and the
user equipment has the SRVCC capability;
(5) the user is allowed to use the SRVCC and the
source mobility management network element is
SRVCC capable; and
(6) the user is allowed to use the SRVCC, the user
equipment has the SRVCC capability, and the
source mobility management network element is
SRVCC capable.

[0027] Specific implementation of the SRVCC capabil-
ity information may include but is not limited to any of the
following methods:

(1) The SRVCC capability information includes: at
least one of a single radio voice call continuity ses-
sion transfer number (STN-SR) and a correlation
mobile station international ISDN number (C-MSIS-
DN); or, SRVCC permission information, for exam-
ple, an SRVCC permission indication (SRVCC is Al-
lowed); or, information of SRVCC operation possi-
ble, for example, SRVCC operation possibility indi-
cation (SRVCC Operation Possible). The embodi-
ment does not limit a specific name of the information
or indication.
The STN-SR and/or C-MSISDN, or SRVCC permis-
sion information, or the information of SRVCC oper-
ation possible may be used to indicate any of the
above mentioned 6 indication content, for example,
indicating that the user is SRVCC capable, or indi-
cating that the user is SRVCC capable and the
source mobility management network element is
SRVCC capable, or, indicating that the user is al-
lowed to use the SRVCC, or indicating that the user
is allowed to use the SRVCC and the user equipment
has the SRVCC capability, and so on.
(2) The SRVCC capability information may also in-
clude: SRVCC capability information, for example,
SRVCC capability indication (SRVCC capability in-
dication). The SRVCC capability information may be
used to indicate that the user equipment has the
SRVCC capability. The embodiment does not limit
a specific name of the information or indication.

[0028] A scenario that the SRVCC capability informa-
tion includes the SRVCC capability information includes
but is not limited to: the STN-SR and/or C-MSISDN or
the SRVCC permission information or the information of
SRVCC operation possible indicates that the user is al-
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lowed to use the SRVCC, and the SRVCC capability in-
formation may indicate that the user equipment has the
SRVCC capability. The STN-SR and/or C-MSISDN or
SRVCC permission information or information of SRVCC
operation possible and the SRVCC capability information
together indicate that the user is allowed to use the
SRVCC and the user equipment has the SRVCC capa-
bility or the user is SRVCC capable.
[0029] Before a source MME sends the relocation re-
quest message to the target MME, the source MME may
learn the SRVCC capability information through but not
limited to any of the following methods:
When a UE is attached to a network for the first time, the
UE needs to send an attach request (Attach Request)
message to the source MME; or, if the UE has been at-
tached to a network, and the UE location changes, the
UE sends a location update request to the source MME
(the source MME in a location update process is a target
mobility management network element), for example: a
tracking area update request (Tracking Area Update Re-
quest, TAU) message. If the UE has the SRVCC capa-
bility, the UE may carry an SRVCC capability indication
(SRVCC capability indication) in the attach request mes-
sage/tracking area update request message, for exam-
ple, the SRVCC capability indication may be included in
an "MS Network Capability" information element in the
attach request message/tracking area update request
message.
[0030] In addition, after the source MME receives the
attach request message or location update request mes-
sage sent by the UE, a location update request is sent
to a home subscriber server; after the home subscriber
server receives the location update request, UE’s user
subscription information is returned to the mobility man-
agement network element; if a user is allowed to use the
SRVCC (SRVCC subscribed allowed), the UE’s user
subscription data may include the STN-SR and C-MSIS-
DN, that is, the source MME may learn that the user is
allowed to use the SRVCC from the home subscriber
server. The home subscriber server is a home subscriber
server (Home Subscriber Server; HSS).
[0031] The source MME may learn that the user is
SRVCC capable according to the user is allowed to use
the SRVCC or the user equipment has the SRVCC ca-
pability and the user is allowed to use the SRVCC. The
source MME may learn that itself (the source MME) is
SRVCC capable according to configuration information.
[0032] S204: The target MME sends a create session
request (Create Session Request) message to a target
service gateway.
[0033] S205: The target MME receives a create ses-
sion response (Create Session Response) message
sent by the target service gateway.
[0034] S206: The target MME sends a handover re-
quest (Handover Required) message (that is, a first re-
quest message) to the target eNodeB.
[0035] The handover request message may include
single radio voice call continuity operation possibility in-

formation (SRVCC operation possible).
[0036] If the target MME learns that the user is SRVCC
capable (that is, the UE is allowed to use the SRVCC or
the UE is allowed to use the SRVCC and the UE has the
SRVCC capability), it should be taken that the target
MME is SRVCC capable (that is, the SRVCC is support-
ed), for example, the MME supports completion of an
SRVCC handover through the Sv interface, the target
MME may include the information of SRVCC operation
possible in a handover request message sent to the tar-
get eNodeB, indicating that the user is SRVCC capable
and the target MME is SRVCC capable, and the target
eNodeB may record the information of SRVCC operation
possible, which is used to determine whether an SRVCC
handover may be triggered.
[0037] Specifically, the target MME may include the
SRVCC operation possibility indication (SRVCC opera-
tion possible indication) in a handover request sent to
the target eNodeB. The SRVCC operation possibility in-
dication may indicate that the user is SRVCC capable
and the target MME is SRVCC capable, if the indication
is not included, it indicates that an SRVCC operation is
incapable (that is, at least one of the user and the target
MME is SRVCC incapable); or, the target MME may in-
clude the information of SRVCC operation possible
(SRVCC operation possible indication) in a handover re-
quest message sent to the target eNodeB; if the value of
the SRVCC operation possibility indication is true (TRUE)
or 1, it indicates that the SRVCC operation is capable
and the target MME is SRVCC capable; if the value of
the SRVCC operation possibility indication is false
(FALSE) or 0, it indicates that the SRVCC operation is
incapable (that is, at least one of the user and the target
MME is SRVCC incapable).
[0038] S207: The target MME receives a handover re-
sponse (Handover Response) message from the target
eNodeB.
[0039] S208: Perform relevant PS HO steps which may
include but are not limited to: creating a temporary data
transfer tunnel, updating uplink and downlink user
planes, performing a tracking area update and deleting
the temporary data transfer channel, and so on.
[0040] In addition, in performing a tracking area update
request process in step S208, when the target MME
sends a user equipment context modification request (UE
CONTEXT MODIFICATION REQUEST) message to the
target eNodeB, the information of SRVCC operation pos-
sible may be included in the user equipment context mod-
ification request message; in this case, it is not limited to
whether the handover request message in the previous
step S206 includes the information of SRVCC operation
possible.
[0041] For specific content and achievement of the in-
formation of SRVCC operation possible included in the
user equipment context modification request message,
reference may be made to the description of step S206,
which are not described here.
[0042] FIG. 3 is a flowchart of a handover method ac-
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cording to Embodiment 3 of the present invention. This
embodiment uses processing of a serving radio network
subsystem (Serving Radio Network Subsystem; SRNS)
relocation (Relocation) of a UE attached to a UTRAN
(high speed packet access technology (High Speed
Packet Access; HSPA)) as an example. Both source and
target mobility management network elements are SG-
SNs and both source and target radio access network
network elements are RNCs. It should be noted that the
embodiment only provides a specific application scenario
of the handover method, however, does not use this as
the limitation for the embodiment in the present invention.
As shown in FIG. 3, this method includes:

S301: A source RNC decides to initiate a serving
radio network subsystem relocation (SRNS reloca-
tion).
S302: The source RNC sends a relocation request
(Relocation Required) message (that is, a second
request message) to a source SGSN.
S303: The source SGSN sends a forward relocation
request (Forward Relocation Request) message to
a target SGSN.

[0043] The forward relocation request message in-
cludes the SRVCC capability information, which indi-
cates that a user is single radio voice call continuity ca-
pable (the user is SRVCC capable). The specific content
of that the user is SRVCC capable includes: the user is
allowed to use the SRVCC; or, the user is allowed to use
the SRVCC and a user equipment has the SRVCC ca-
pability. In addition, the SRVCC capability information
may also indicate: the source mobility management net-
work element is SRVCC capable. That the source mo-
bility management network element of is SRVCC capable
may be that the source mobility management network
element supports the SRVCC or supports the Sv inter-
face, and so on. The user equipment has the SRVCC
capability specifically may be the user equipment sup-
ports the SRVCC.
[0044] Based on the above, the SRVCC capability in-
formation specifically may be used to indicate any of the
following content:

(1) the user is SRVCC capable;
(2) the user is SRVCC capable and the source mo-
bility management network element is SRVCC ca-
pable;
(3) the user is allowed to use the SRVCC;
(4) the user is allowed to use the SRVCC and the
user equipment has the SRVCC capability;
(5) the user is allowed to use the SRVCC and the
source mobility management network element is
SRVCC capable; and
(6) the user is allowed to use the SRVCC, the user
equipment has the SRVCC capability, and the
source mobility management network element is
SRVCC capable.

[0045] Specific implementation of the SRVCC capabil-
ity information may include but is not limited to any of the
following methods:

(1) The SRVCC capability information includes: at
least one of a single radio voice call continuity ses-
sion transfer number (STN-SR) and a correlation
mobile station international ISDN number (C-MSIS-
DN); or, SRVCC permission information, for exam-
ple, an SRVCC permission indication (SRVCC is Al-
lowed); or, information of SRVCC operation possi-
ble, for example, SRVCC operation possibility indi-
cation (SRVCC Operation Possible). The embodi-
ment does not limit a specific name of the information
or indication.
The STN-SR and/or C-MSISDN, or SRVCC permis-
sion information, or information of SRVCC operation
possible may be used to indicate any of the indication
content, for example, indicating that the user is
SRVCC capable, or indicating that the user is
SRVCC capable and the source mobility manage-
ment network element is SRVCC capable, or, indi-
cating that the user is allowed to use the SRVCC, or
indicating that the user is allowed to use the SRVCC
and the user equipment has the SRVCC capability,
and so on.
(2) The SRVCC capability information may also in-
clude: SRVCC capability information, for example,
SRVCC capability indication (SRVCC capability in-
dication). The SRVCC capability information may be
used to indicate that the user equipment has the
SRVCC capability. The embodiment does not limit
a specific name of the information or indication.

[0046] A scenario that the SRVCC capability informa-
tion includes the SRVCC capability information includes
but is not limited to: the STN-SR and/or C-MSISDN or
the SRVCC permission information or information of
SRVCC operation possible indicates that the user is al-
lowed to use the SRVCC, and the SRVCC capability in-
formation may indicate that the user equipment has the
SRVCC capability. The STN-SR and/or C-MSISDN or
SRVCC permission information or information of SRVCC
operation possible and the SRVCC capability information
indicate that the user is allowed to use the SRVCC and
the user equipment has the SRVCC capability or the user
is SRVCC capable.
[0047] Before a source SGSN sends the relocation re-
quest message to an target SGSN, the source MME may
learn the SRVCC capability information through but not
limited to any of the following methods:
When the UE is attached to a network for the first time,
the UE needs to send an attach request (Attach Request)
message to the source SGSN; or, if the UE has been
attached to a network, and the UE location changes, the
UE sends a location update request to the source SGSN,
for example: a routing area update request (Routing Area
Update, RAU). If the UE has the SRVCC capability, the
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UE may carry an SRVCC capability indication (SRVCC
capability indication) in the attach request message or
routing area update request message, for example, the
SRVCC capability indication may be included in an "MS
Network Capability" information element in the attach re-
quest message/routing area update request message.
[0048] In addition, after the source SGSN receives the
attach request message or location update request mes-
sage sent by the UE, a location update request is sent
to the home subscriber server; after the home subscriber
server receives the location update request, UE’s user
subscription information is returned to the mobility man-
agement network element. If a user is allowed to use the
SRVCC (SRVCC subscribed allowed), the UE’s user
subscription data may include the STN-SR and C-MSIS-
DN, that is, the source SGSN may learn that the user is
allowed to use the SRVCC from the home subscriber
server. The home subscriber server may be a home lo-
cation register (Home Location Register; HLR) or an
HSS, and so on.
[0049] The source SGSN may learn that the user is
SRVCC capable according to that the user is allowed to
use the SRVCC or that the user equipment has the
SRVCC capability and that the user is allowed to use the
SRVCC. The source SGSN may learn that itself (source
SGSN) is SRVCC capable according to configuration in-
formation.
[0050] S304: The Target SGSN sends a create session
request (Create Session Request) message to a target
service gateway.
[0051] If the target SGSN uses an S4 interface, per-
form step S404 and step S405; otherwise, if the target
SGSN uses a Gn/Gp interface, do not perform step S404
and step S405. S305: The target SGSN receives a create
session response (Create Session Response) message
sent by the target service gateway.
[0052] S306: The target SGSN sends a relocation re-
quest (Relocation Request) message (that is, a first re-
quest message) to the target RNC.
[0053] The handover request message may include
single radio voice call continuity operation possibility in-
formation (SRVCC operation possible).
[0054] If the target SGSN learns that the user is
SRVCC capable (that is, the user is allowed to use the
SRVCC, or the UE is allowed to use the SRVCC and the
UE has the SRVCC capability), then if the target SGSN
is SRVCC capable (that is, the SRVCC is supported), for
example, the SGSN supports completion of an SRVCC
handover through the Sv interface, the target SGSN may
include the information of SRVCC operation possible in
a relocation request message sent to the target RNC,
indicating that the user is SRVCC capable and the target
SGSN is SRVCC capable, the target RNC may record
the information of SRVCC operation possible, which is
used to trigger an SRVCC handover.
[0055] Specifically, the target SGSN may include the
SRVCC operation possibility indication (SRVCC opera-
tion possible indication) in a handover request sent to

the target eNodeB. The SRVCC operation possibility in-
dication may indicate that the user is SRVCC capable
and the target SGSN is SRVCC capable. If the indication
is not included, it indicates that an SRVCC operation is
incapable (that is, at least one of the user and the target
SGSN is SRVCC incapable); or, the target SGSN may
include the information of SRVCC operation possible
(SRVCC operation possible indication) in a handover re-
quest message sent to the target eNodeB; if the value of
the SRVCC operation possibility indication is true (TRUE)
or 1, it indicates that the SRVCC operation is capable
and the target SGSN is SRVCC capable; if the value of
the SRVCC operation possibility indication is false
(FALSE) or 0, it indicates that the SRVCC operation is
incapable (that is, at least one of the user and the target
SGSN is incapable).
[0056] S307: The target SGSN receives a relocation
response (Relocation Response) message from the tar-
get RNC.
[0057] S308: Perform other SRNS Relocation steps,
which specifically include but are not limited to: updating
uplink and downlink user planes, performing a routing
area update and so on.
[0058] In addition, in performing a routing area update
request process in step S308, when the target SGSN
sends a common ID (Common ID) message to the target
RNC, the information of SRVCC operation possible may
also be included in the common ID; in this case, it is not
limited to whether the handover request message in the
previous step S306 includes the information of SRVCC
operation possible.
[0059] For specific content and achievement of the in-
formation of SRVCC operation possible included in the
common ID message, reference may be made to the
description of step S306, which are not described here.
[0060] A person of ordinary skill in the art may under-
stand that all or part of the processes of the methods in
the embodiments may be implemented by a computer
program instructing relevant hardware. The program
may be stored in a computer readable storage medium.
When the program is run, the processes of the methods
in the embodiments are performed. The storage medium
may be a magnetic disk, an optical disk, a read-only mem-
ory (Read-Only Memory, ROM), or a random access
memory (Random Access Memory, RAM).
[0061] FIG. 4 is a schematic structural diagram of a
mobility management network element according to Em-
bodiment 1 of the present invention. As shown in FIG. 4,
the mobility management network element includes: a
receiving module 11 and a sending module 12, where

the receiving module 11 is configured to receive a
forward relocation request message sent by a source
mobility management network element, the forward
relocation request message includes single radio
voice call continuity SRVCC capability information;
and
the sending module 12 is configured to send, to a
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target access network element, a first request mes-
sage that carries information of SRVCC operation
possible.

[0062] Based on the previous embodiment, the
SRVCC capability information included in the forward re-
location request message received by the receiving mod-
ule 11 may be used to indicate that the user is SRVCC
capable.
[0063] Further, the SRVCC capability information in-
cluded in the forward relocation request message re-
ceived by the receiving module 11 may also be used to
indicate that the source mobility management network
element is SRVCC capable.
[0064] That the user is SRVCC capable includes: a
user is allowed to use the SRVCC, or the user is allowed
to use the SRVCC and a user equipment has the SRVCC
capability. As an exemplary embodiment, the SRVCC
capability information included in the forward relocation
request message received by the receiving module 11
may include:

a single radio voice call continuity session transfer
number STN-SR and/or a correlation mobile station
international ISDN number C-MSISDN;
or, information of SRVCC operation possible.

[0065] Further, the information of SRVCC operation
possible carried in the first request message sent by the
sending module 12 to the access network element of the
destination side is used to indicate that the user is
SRVCC capable and the target mobility management
network element is SRVCC capable.
[0066] The mobility management network element
provided by the embodiment of the present invention is
the target mobility management network element in-
volved in the handover method provided by the present
invention; for a specific operation process, reference may
be made to the prior method embodiments, which is not
described here again.

Claims

1. A handover method, comprising:

receiving (S101, S203, S303), by a target mo-
bility management network element, a forward
relocation request message sent by a source
mobility management network element, wherein
the forward relocation request message com-
prises single radio voice call continuity, SRVCC,
capability information, wherein the SRVCC ca-
pability information is used to indicate that a user
is SRVCC capable, wherein that the user is
SRVCC capable comprises: the user is allowed
to use SRVCC, or the user is allowed to use
SRVCC and a user equipment has SRVCC ca-

pability; and
sending (S102, S206, S306), by the target mo-
bility management network element to a target
access network element, a first request mes-
sage that carries information of SRVCC opera-
tion possible, wherein the information of SRVCC
operation possible is used to indicate that the
user is SRVCC capable and the target mobility
management network element is SRVCC capa-
ble.

2. The method according to claim 1, wherein the
SRVCC capability information comprises:
a single radio voice call continuity session transfer
number, STN-SR, and/or a correlation mobile station
international ISDN number, C-MSISDN.

3. The method according to claim 1, wherein before the
receiving, by the target mobility management net-
work element, the forward relocation request mes-
sage sent by the source mobility management net-
work element, the method further comprises:
receiving, by the source mobility management net-
work element, a handover request message sent by
a source radio access network network element.

4. A mobility management network element, compris-
ing:

a receiving module (11), configured to receive
a forward relocation request message sent by a
source mobility management network element,
wherein the forward relocation request message
comprises single radio voice call continuity,
SRVCC, capability information, wherein the
SRVCC capability information is used to indicate
that a user is SRVCC capable, wherein that the
user is SRVCC capable comprises: the user is
allowed to use SRVCC, or the user is allowed
to use SRVCC and a user equipment has the
SRVCC capability; and
a sending module (12), configured to send, to a
target access network element, a first request
message that carries information of SRVCC op-
eration possible, wherein the information of
SRVCC operation possible is used to indicate
that the user is SRVCC capable and the target
mobility management network element is
SRVCC capable.

5. The mobility management network element accord-
ing to claim 4, wherein the SRVCC capability infor-
mation comprised in the forward relocation request
message received by the receiving module compris-
es:
a single radio voice call continuity session transfer
number, STN-SR, and/or a correlation mobile station
international ISDN number, C-MSISDN.
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Patentansprüche

1. Übergabeverfahren, umfassend:

Empfangen (S101, S203, S303) durch ein Ziel-
Mobilitätsverwaltungs-Netzwerkelement einer
Weiterleitungsverschiebungs-Anforderungs-
mitteilung, die durch ein Quell-Mobilitätsverwal-
tungs-Netzwerkelement gesendet wird, wobei
die Weiterleitungsverschiebungs- Anforde-
rungsmitteilung
Einzelfunksprachanrufkontinuitäts- (Single Ra-
dio Voice Call Continuity, SRVCC) Befähi-
gungsinformationen umfasst, wobei die SRV-
CC-Befähigungsinformationen verwendet wer-
den, um anzugeben, dass ein Benutzer zu SRV-
CC befähigt ist, wobei, dass der Benutzer zu
SRVCC befähigt ist, umfasst: dem Benutzer
wird erlaubt, SRVCC zu benutzen, oder dem Be-
nutzer wird erlaubt, SRVCC zu benutzen und
ein Benutzerequipment hat SRVCC-Befähi-
gung; und
Senden (S102, S206, S306) durch das Ziel-Mo-
bilitätsverwaltungs-Netzwerkelement an ein
Zielzugangs-Netzwerkelement einer ersten An-
forderungsmitteilung, die Informationen über
SRVCC-Betrieb-möglich befördert, wobei die
Informationen über SRVCC-Betrieb-möglich
verwendet werden, um anzugeben, dass der
Benutzer zu SRVCC befähigt ist und das Ziel-
Mobilitätsverwaltungs-Netzwerkelement zu
SRVCC befähigt ist.

2. Verfahren nach Anspruch 1, wobei die SRVCC-Be-
fähigungsinformationen umfassen: eine Einzelfunk-
sprachanrufkontinuitäts-Sitzungstransfernummer,
STN-SR, und/oder eine internationale Korrelations-
Mobilstation-ISDN-Nummer, C-MSISDN.

3. Verfahren nach Anspruch 1, wobei vor dem Emp-
fangen durch das Ziel-Mobilitätsverwaltungs-Netz-
werkelement der Weiterleitungsverschiebungs-An-
forderungsmitteilung, die durch das Quell-Mobili-
tätsverwaltungs-Netzwerkelement gesendet wurde,
das Verfahren des Weiteren umfasst:
Empfangen durch das Quell-Mobilitätsverwaltungs-
Netzwerkelement einer Übergabeanforderungsmit-
teilung, die durch ein Quellfunkzugangsnetzwerk-
Netzwerkelement gesendet wird.

4. Mobilitätsverwaltungs-Netzwerkelement, umfas-
send:

ein Empfangsmodul (11), das dazu ausgestaltet
ist, eine Weiterleitungsverschiebungs-Anforde-
rungsmitteilung zu empfangen, die durch ein
Quell-Mobilitätsverwaltungs-Netzwerkelement
gesendet wird, wobei die Weiterleitungsver-

schiebungs-Anforderungsmitteilung Einzel-
funksprachanrufkontinuität, SRVCC, Befähi-
gungsinformationen umfasst, wobei die SRV-
CC-Befähigungsinformationen verwendet wer-
den, um anzugeben, dass ein Benutzer zu SRV-
CC befähigt ist, wobei, dass der Benutzer zu
SRVCC befähigt ist, umfasst: dem Benutzer
wird erlaubt, SRVCC zu benutzen, oder dem Be-
nutzer wird erlaubt, SRVCC zu benutzen und
ein Benutzerequipment hat die SRVCC-Befähi-
gung; und
ein Sendungsmodul (12), das dazu ausgestaltet
ist, an ein Ziel-Mobilitätsverwaltungs-Netzwerk-
element eine erste Anforderungsmitteilung zu
senden, die Informationen über SRVCC-Be-
trieb-möglich befördert, wobei die Informationen
über SRVCC-Betrieb-möglich verwendet wer-
den, um anzugeben, dass der Benutzer zu SRV-
CC befähigt ist und das Ziel-Mobilitätsverwal-
tungs-Netzwerkelement zu SRVCC befähigt ist.

5. Mobilitätsverwaltungs-Netzwerkelement nach An-
spruch 4, wobei die SRVCC-Befähigungsinformati-
onen, die in der Weiterleitungsverschiebungs-Anfor-
derungsmitteilung enthalten sind, die durch das
Empfangsmodul empfangen werden, umfassen:
eine Einzelfunksprachanrufkontinuitäts-Sitzungs-
transfernummer, STN-SR, und/oder eine internatio-
nale Korrelations-Mobilstation-ISDN-Nummer, C-
MSISDN.

Revendications

1. Procédé de transfert consistant à :

recevoir (S101, S203, S303), par un élément de
réseau de gestion de mobilité cible, un message
de demande de relocalisation avant envoyé par
un élément de réseau de gestion de mobilité
source, dans lequel le message de demande de
relocalisation avant comprend des informations
de capacité de continuité d’appel vocal radio uni-
que, SRVCC, dans lequel les informations de
capacité SRVCC sont utilisées pour indiquer
qu’un utilisateur a une capacité SRVCC, dans
lequel le fait que l’utilisateur a une capacité SR-
VCC comprend que : l’utilisateur est autorisé à
utiliser la SRVCC, ou l’utilisateur est autorisé à
utiliser la SRVCC et un équipement d’utilisateur
a une capacité SRVCC ; et
envoyer (S102, S206, S306), par l’élément de
réseau de gestion de mobilité cible à un élément
de réseau d’accès cible, un premier message
de demande comportant des informations
qu’une opération SRVCC est possible, dans le-
quel les informations qu’une opération SRVCC
est possible sont utilisées pour indiquer que l’uti-
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lisateur a une capacité SRVCC et que l’élément
de réseau de gestion de mobilité cible a une
capacité SRVCC.

2. Procédé selon la revendication 1, dans lequel les
informations de capacité SRVCC comprennent :
un numéro de transfert de session à continuité d’ap-
pel vocal radio unique, STN-SR, et/ou un numéro
ISDN international de station mobile de corrélation,
C-MSISDN.

3. Procédé selon la revendication 1, dans lequel avant
de recevoir, avec l’élément de réseau de gestion de
mobilité cible, le message de demande de relocali-
sation avant envoyé par l’élément de réseau de ges-
tion de mobilité source, le procédé consiste en outre
à :
recevoir, par l’élément de réseau de gestion de mo-
bilité source, un message de demande de transfert
envoyé par un élément de réseau de réseau d’accès
radio source.

4. Elément de réseau de gestion de mobilité,
comprenant :

un module de réception (11) conçu pour recevoir
un message de demande de relocalisation
avant envoyé par un élément de réseau de ges-
tion de mobilité source, dans lequel le message
de demande de relocalisation avant comprend
des informations de capacité de continuité d’ap-
pel vocal radio unique, SRVCC, dans lequel les
informations de capacité SRVCC sont utilisées
pour indiquer qu’un utilisateur a une capacité
SRVCC, dans lequel le fait que l’utilisateur a une
capacité SRVCC comprend que : l’utilisateur est
autorisé à utiliser la SRVCC, ou l’utilisateur est
autorisé à utiliser la SRVCC et un équipement
d’utilisateur a la capacité SRVCC ; et
un module d’envoi (12) conçu pour envoyer, à
un élément de réseau d’accès cible, un premier
message de demande comportant des informa-
tions qu’une opération SRVCC est possible,
dans lequel les informations qu’une opération
SRVCC est possible sont utilisées pour indiquer
que l’utilisateur a une capacité SRVCC et que
l’élément de réseau de gestion de mobilité cible
a une capacité SRVCC.

5. Elément de réseau de gestion de mobilité selon la
revendication 4, dans lequel les informations de ca-
pacité SRVCC comprises dans le message de de-
mande de relocalisation avant reçu par le module de
réception comprennent :
un numéro de transfert de session à continuité d’ap-
pel vocal radio unique, STN-SR, et/ou un numéro
ISDN international de station mobile de corrélation,
C-MSISDN.
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