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Description

Technical Field

[0001] The present disclosure generally relates to the
field of surgical instruments. In particular, a surgical re-
duction clamp is described.

Background

[0002] When treating a bone fracture, bone fragments
are typically aligned in a first step. The act of aligning and
restoring the correct position of bone fragments is called
reduction. Perfect anatomical reduction reverses the
mechanism of injury which originally created the fracture
displacement.
[0003] In a surgical procedure, often a screw, plate,
pin or wire is installed across a fracture in order to main-
tain the alignment of the bone fragments for the later
adhesion process. During the installation procedure, it is
in many cases important to clamp the bone fragments
together so as to eliminate the existence of gaps which
may potentially reduce the chances of proper adhesion.
[0004] Various types of reduction clamps are available
for such osteosynthesis procedures. Many of them are
limited in their practical applicability for certain surgical
treatments due to insufficient usability characteristics
from the perspective of the operating surgeon.
[0005] WO 89/06939 A1 discloses a multi-purpose
clamping forceps for use in orthopedic surgical proce-
dures. The forceps has interchangeable tip elements and
a reversible ratchet mechanism for controlling the tip el-
ements. A variety of tip elements is provided and can be
used for compression and distraction of plate and screw
fixation systems as well as gripping and manipulating the
bone.
[0006] WO 99/25262 A1 discloses a surgical tool for
bone manipulation with a pair of handles which are con-
nected by a pivot joint. First and second joints are dis-
posed respectively at the distal ends of the handles. The
respective joints are pivotably connected to respective
attachment devices for engaging implants placed in a
bone.
[0007] Document US2011224734 A1 discloses a sur-
gical reduction clamp according to the preamble of claim
1.
[0008] However, such an instruments are still not ap-
plicable in many surgical situations and usability aspects
may still be improved.

Summary

[0009] Accordingly, there is a need for a surgical re-
duction clamp which provides improved usability and
which is easy to handle.
[0010] A surgical reduction clamp according to claim
1 is provided.
[0011] The tip portion may form the proximal end of

the first clamping arm and represent that portion of the
first clamping arm that engages the human anatomy
when applied in a surgical procedure. Alternatively, or in
addition, the tip portion may engage surgical devices or
implants applied during a treatment, such as a surgical
wire. The tip portion comprises a sleeve to accommodate
a surgical wire or another elongate member.
[0012] The base portion may form the distal end of the
first clamping arm and may be formed as an integral part
thereof. The base portion may generally represent that
part of the first clamping arm that may be used by the
operating surgeon for gripping the reduction clamp so as
to properly operate the clamp as required during the pro-
cedure.
[0013] Any type of structure allowing a movable rela-
tionship between the first and the second clamping arm
so as to enable for a clamping capability between the
first and the second arm may generally be used. The first
and the second clamping arm may, for example, be cou-
pled in a pivotable relationship relative to one another,
hence, forming a forceps or pincers. In other implemen-
tations the first and the second clamping arm may be
movable relative to each other in a translatory manner.
[0014] The tip portion of the first clamping arm is rotat-
ably coupled to the base portion of the first clamping arm.
In this way, the tip portion may be rotated relative to the
base portion, and the joint member may be a revolute
joint.
[0015] The rotation is limited about a longitudinal axis
of the first clamping arm.
[0016] It will be understood that alternative or addition-
al types of coupling the tip portion to the base portion are
conceivable. The joint may, for example, pivotably couple
the tip portion to the base portion, thus, allowing a pivoting
movement of the tip portion relative to the base portion.
A pivoting and a rotational coupling may also be com-
bined so that a pivoting movement about a pivot axis and
a rotational movement about a longitudinal axis of the
first clamping arm are allowed at the same time. Such
behavior may be realized by coupling the tip portion to
the base portion by means of, for example, a ball joint.
[0017] The position of the tip portion relative to the base
portion may be fixed by locking the joint using a locking
mechanism realized by the locking member. The locking
member is adapted to lock the joint by applying a clamp-
ing force. For this purpose, bearing members of the joint
may be clamped together by the locking member. The
joint may for example comprise two opposed bearing
members exhibiting a clearance in between serving to
receive and clamp a part of the tip portion, such as its
distal end. The locking member is also adapted to release
the joint for loosening the clamping force again. The lock-
ing mechanism for creating or loosening the clamping
force may comprise a screw-nut mechanism.
[0018] The locking member comprises a handle for ac-
tuation by the operating surgeon. Placing or turning the
handle into a locking position or direction, respectively,
may create the clamping force to lock the joint. Placing
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or turning the handle into a release position or direction,
respectively, may loosen the clamping force and release
the joint.
[0019] The joint may further be adapted to allow the
tip portion to be releasable from the base portion, thus,
making the tip portion interchangeable. A sleeve tip may
for example be exchanged by a sharp bone tip, or vice
versa.
[0020] A spring may be provided between the first
clamping arm and the second clamping arm so as to bias
the first clamping arm and the second clamping arm rel-
ative to one another. The bias may be selected so as to
support the surgeon operating the reduction clamp. The
bias may, for example, establish a force pushing the tip
portions of the clamping arms away from each other.
[0021] Further, a ratchet toothed member or any other
mechanism may extend from one of the first and the sec-
ond clamping arm towards the other clamping arm so as
to permit locking of the position of the first and the second
clamping arm relative to one another (e.g., by engage-
ment of the other clamping arm with the teeth of the ratch-
et toothed member). The ratchet toothed member may
particularly act jointly with the spring in that the spring
bias forces the one clamping arm into the teeth of the
ratchet toothed member, thus, preventing the one clamp-
ing arm from slipping out of the teeth it engages with.
[0022] Further realizations of the surgical reduction
clamp may be defined by the configuration of the second
clamping arm. The second clamping arm may generally
exhibit the same configuration as the first clamping arm.
The second clamping arm may also comprise a base
portion, a tip portion, a joint movably coupling the tip por-
tion to the base portion of the second clamping arm, and
a locking member adapted to lock the joint so as to fasten
a position of the tip portion relative to the base portion of
the second clamping arm. Further, the second clamping
arm may comprise a tip portion that is integrally joined
to the base portion of the second clamping arm and is in
a rigid connection therewith. In any of these cases, the
tip portion of the second clamping arm may comprise a
sleeve, a sharp bone tip, or any other type of surgical
instrument tip design.

Brief Description of the Drawings

[0023] Further details, advantages and aspects of the
present disclosure will become apparent from the follow-
ing description of exemplary embodiments taken in con-
junction with the drawings, wherein:

Fig. 1 shows a side view of the surgical reduc-
tion clamp according to an embodiment
of the present disclosure;

Fig. 2 shows a perspective view of a tip portion
of the surgical reduction clamp of Fig. 1;

Fig. 3 shows a cross-sectional view along line

A-A of the surgical reduction clamp of Fig.
1; and

Fig. 4a shows a variant of the surgical reduction
clamp of Fig. 1 exhibiting a different tip
portion design according to a further em-
bodiment of the present disclosure.

Figs. 4b-4d show surgical reduction clamps not falling
within the scope of the claims.

Detailed Description

[0024] In the following, various embodiments of a sur-
gical reduction clamp will be described. The same refer-
ence numerals will be used to denote the same or similar
structural features.
[0025] Fig. 1 shows a side view of an embodiment of
a surgical reduction clamp 10. The reduction clamp 10
comprises a first clamping arm 12 and a second clamping
arm 14 which are pivotably coupled to one another by a
screw or bolt member 16. The first clamping arm 12 in-
cludes a tip portion 18 forming its proximal end. In Fig.
1, the tip portion 18 is formed as a sleeve for accommo-
dating a surgical wire, such as a k-wire. The tip portion
18 is coupled to a joint 20 and the joint 20, in turn, adjoins
a base portion 22 of the first clamping arm 12 which ex-
tends to the distal end 24 thereof.
[0026] As opposed to the first clamping arm 12, the
second clamping arm 14 does not include a joint. The
second clamping arm 14 only includes a tip portion 26
forming its proximal end and a base portion 28 integrally
adjoining the tip portion 26 and extending to the distal
end 30 of the second clamping arm 14. Similar to the tip
portion 18 of the first clamping arm 12, the tip portion 26
of the second clamping arm 14 is formed as a sleeve.
[0027] By pivotably coupling the first clamping arm 12
to the second clamping arm 14 in the manner as depicted
in Fig. 1, the reduction clamp 10 takes the shape of a
forceps. When pushing the distal ends 24 and 30 of the
first and the second clamping arm 12 and 14 together,
the tip portions 18 and 26 of the first and the second
clamping arm 12 and 14 undergo a pivoting movement
about member 16 and are also pushed towards each
other at their proximal ends. In this way, a clamping ca-
pability between the tip portions 18 and 26 is provided
which allows the operating surgeon to align bone frag-
ments in a surgical procedure with the help of, for exam-
ple, k-wires.
[0028] It will be understood that the tip portions 18 and
26 may comprise any other kind of surgical instrument
tip design instead of the illustrated sleeves 18 and 26. It
will further be understood that the first and the second
clamping arms 12 and 14 do not necessarily have to be
coupled in the forceps-like manner as illustrated in Fig.
1. Any other type of movable relationship (e.g., in a trans-
latory manner) between a first and a second clamping
arm providing a clamping capability between their tip por-
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tions could likewise be implemented.
[0029] A leg spring 32 is disposed between the first
clamping arm 12 and the second clamping arm 14 pro-
viding a bias that pushes the distal ends 24 and 30 of the
first and the second clamping arm 12 and 14 away from
each other. Due to the pivotable coupling of the first and
the second clamping arm 12 and 14 by means of the
member 16, this bias forces the tip portions 18 and 26
away from each other. The bias particularly improves the
handling of the reduction clamp 10 and assists the oper-
ating surgeon in operating the reduction clamp during a
surgical procedure. Any other type of spring may be em-
ployed to establish a bias force between the first and the
second clamping arm 12 and 14.
[0030] Further, a ratchet toothed member 34 is shown
in Fig. 1 that extends from near the distal end 24 of the
first clamping arm 12 towards the distal end 30 of the
second clamping arm 14. In this exemplary embodiment,
the ratchet toothed member 34 is attached to the distal
end of that leg of the spring leg 32 that is fixed to the first
clamping arm 12. It will be understood that the ratchet
toothed member 34 may also be attached to the first
clamping arm 12 directly.
[0031] The ratchet toothed member 34 has teeth facing
in the direction towards the proximal end of the reduction
clamp 10 and thereby provides a structure to engage the
distal end 30 of the second clamping arm 14. Specifically,
the teeth of the ratchet toothed member 34 permit to lock
the position of the first and the second clamping arm 12
and 14 relative to one another so as to maintain a clamp-
ing force established between the tip portions 18 and 26.
The bias of the leg spring 32 acts jointly with the ratchet
toothed member 34 in that it forces the distal end 30 of
the second clamping arm 14 into the teeth of the ratchet
toothed member 34 and, thus, prevents the distal end 30
of the second clamping arm 14 from slipping out of the
teeth of the ratchet toothed member 34 it engages with.
[0032] When the distal end 30 of the second clamping
arm 14 is disengaged from the teeth of the ratchet toothed
member 34 (e.g., by the operating surgeon), the bias
provided by the leg spring 32 forces the distal ends 24
and 30 and, accordingly, the tip portions 18 and 26 away
from each other unless the distal end 30 is engaged with
(possibly other) teeth again. Thus, the bias force assists
the operating surgeon in loosening the clamping arms
12 and 14 relative to one another when the distal end 30
is not engaged with the teeth of the ratchet toothed mem-
ber 34. It will be understood, of course, that any other
type of locking mechanism may be employed in order to
lock the position of the first and the second clamping arm
12 and 14 of the reduction clamp 10 relative to one an-
other so as to maintain a clamping force established be-
tween the tip portions 18 and 26.
[0033] The first and the second clamping arm 12 and
14 both exhibit a sequence of grooves 36 and 38 at outer
surfaces of their distal ends 24 and 30. These grooves
36 and 38 define a hand grip portion that allows the op-
erating surgeon to securely hold the reduction clamp 10.

[0034] Referring now to Fig. 2, a perspective view of a
proximal part of the surgical reduction clamp 10 is shown.
This view particularly illustrates the specific movability of
the tip portion 18 relative to the base portion 22 of the
first clamping arm 12.
[0035] At the second clamping arm 14, the tip portion
26 is integrally joined to the base portion 28 and is thus
in a rigid connection therewith. The sleeve representing
the tip portion 26 is depicted in an upright position and
is not movable relative to the base portion 28. The tip
portion 18 of the first clamping arm 12, on the other hand,
is coupled to the base portion 22 in a movable relationship
by means of the joint 20. The sleeve representing the tip
portion 18 is depicted in a slightly rotated position as com-
pared to the upright position of the tip portion 26.
[0036] As indicated by arrows r, the tip portion 18 may
be rotated about a longitudinal axis of the first clamping
arm 12 (i.e., about the longitudinal axis indicated by line
A-A in Fig. 1). A rotational movement of the tip portion
18 relative to the base portion 22 is thus allowed. The
rotational direction indicated by arrows r in only one ex-
emplary direction shall not be a limitation, and it will be
understood that a rotational movement of the tip portion
18 in the opposite direction of the arrows r is allowed as
well.
[0037] Fig. 3 shows a cross-sectional view of the sur-
gical reduction clamp 10 along line A-A in Fig. 1 and
illustrates in more detail how the coupling between the
tip portion 18 and the base portion 22 is realized by means
of the joint 20.
[0038] As shown in Fig. 3, the joint 20 comprises a
bearing member 40, a proximal portion of the base por-
tion 22 denoted as bearing base portion part 42, a cylin-
drical portion 44 of the tip portion 18 and a ball-shaped
portion 46 of the tip portion 18. The ball-shaped portion
46 is adjacent to the cylindrical portion 44 and forms the
distal end of the tip portion 18.
[0039] A clearance 48 is present between the bearing
member 40 and the bearing base portion part 42 and the
clearance 48 is dimensioned so as to receive the cylin-
drical portion 44 and the ball-shaped portion 46. For this
purpose, a part of the clearance 48 exhibits a cylindrical
space formed by two opposing semi-cylindrical bearing
recesses, one of which is formed in the bearing member
40 and one of which is formed in the bearing base portion
part 42, for receiving the cylindrical portion 44. Distally
adjacent to the cylindrical space, another part of the clear-
ance 48 exhibits a spherical space formed by two oppos-
ing semi-spherical recesses, one of which is again
formed in the bearing member 40 and one of which is
again formed in the bearing base portion part 42, for re-
ceiving the ball-shaped portion 46.
[0040] The cylindrical space and the spherical space
serve as a revolute bearing for the cylindrical portion 44
and the ball-shaped portion 46 and, thus, allow a rota-
tional movement of the tip portion 18 relative to the base
portion 22 only. The diameter of the ball-shaped portion
46 is generally greater than the diameter of the cylindrical
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space and, thus, the ball-shaped portion 46 is retained
in the spherical space and may thus not inadvertently
disengage from the joint 20.
[0041] A locking member 50 is disposed between the
bearing member 40 and the bearing base portion part 42
and permits to pull the (moveable) bearing member 40
and the (stationary) bearing base portion part 42 togeth-
er, thus reducing the clearance 48 and applying a clamp-
ing force on one or both of the cylindrical portion 44 and
the ball-shaped portion 46. This clamping force fastens
the position of the tip portion 18 relative to the base por-
tion 22. The locking member 50 is realized by means of
a screw-nut relationship as indicated by a screw 54 and
a nut 52.
[0042] As long as the locking member 50 is not fully
locked, the cylindrical portion 44 and the ball-shaped por-
tion 46 are not clamped and are thus allowed to freely
rotate about a longitudinal axis of the first clamping arm
12 as described above. As soon as the locking member
50 is fully locked, however, the cylindrical portion 44 and
the ball-shaped portion 46 are clamped together and the
rotational position of the tip portion 18 relative to the base
portion 22 is fixed.
[0043] It will be understood that any other type of mech-
anism for pulling together the bearing member 40 and
the bearing base portion part 42 may be employed. Also,
the clamping structure does not necessarily have to be
realized by clamping together the bearing member 40
and the bearing base portion part 42. Any other clamping
structure which receives and fixes in a stationary manner
a part of the tip portion may be implemented.
[0044] In order to eventually create the clamping force
between the bearing member 40 and the bearing base
portion part 42, the locking member 50 needs to be ac-
tuated. In this exemplary embodiment, the locking mem-
ber 50 comprises a handle 56 for this purpose. The han-
dle 56 may be turned and, thus, depending on the turning
direction, will tighten or loosen the locking member 50.
As mentioned above, the locking member 50 exhibits a
screw-nut relationship and turning the handle 56 is there-
fore directly translated into a screwing action of the screw
54 in the nut 52.
[0045] The handle 56 provides a convenient means for
the operating surgeon to lock or release the joint 20. Plac-
ing or turning the handle 56 into a locking position or
direction may create the clamping force to lock the joint
20 and fasten the position of the tip portion 18. Placing
or turning the handle 56 into a release position or direction
may loosen the clamping force and release the joint 20
and, thus, allow for a rotational movement of the tip por-
tion 18 relative to the base portion 22 again.
[0046] In a surgical reduction clamp not falling within
the scope of the claims, instead of the handle 56, the
locking member 50 may also comprise a screw head for
actuating the locking member 50. In such an implemen-
tation, a separate tool (e.g., screw driver) may be provid-
ed for turning the locking member 50.
[0047] The coupling mechanism described above in

conjunction with Figs. 2 and 3 shall not limit the present
disclosure. Various other embodiments of coupling a tip
portion to a base portion are conceivable. Instead of al-
lowing merely a rotational movement, the coupling mech-
anism may also be configured to allow a pivotable move-
ment of the tip portion relative to the base portion. This
may allow the tip portion to be pivoted about a pivot axis
relative to the base portion. A pivoting and a rotational
movement may also be combined. Such a behavior may
be accomplished by coupling the tip portion to the base
portion by means of a ball joint, for example.
[0048] Further, the coupling mechanism may generally
allow for a configuration of the joint that permits the tip
portion to be releasable from the base portion, thus, mak-
ing the tip portion interchangeable. A sleeve tip may for
example be exchanged by a another type of surgical in-
strument tip design. In the example illustrated in Fig. 3,
the screw 54 may be fully disengaged from the nut 52
and the bearing member 40 may thus be fully detached
from the bearing base portion part 42. In such a config-
uration the tip portion 18 may be replaced by another tip
portion, before re-attaching the screw 54 together with
the bearing member 40 in the nut 52 of the bearing base
portion part 42.
[0049] Turning now to Figs. 4a to 4d, variants of the
surgical reduction clamp 10 with different configurations
of the first and the second clamping arm 12 and 14 are
shown. The surgical reduction clamps of Figs. 4b to 4d
do not fall within the scope of the claims.
[0050] Generally, the second clamping arm may, sim-
ilar to the first clamping arm 12, also comprise a base
portion, a tip portion, a joint movably coupling the tip por-
tion to the base portion of the second clamping arm, and
a locking member adapted to lock the joint so as to fasten
a position of the tip portion relative to the base portion of
the second clamping arm. The second clamping arm may
even have the same configuration as the first clamping
arm 12.
[0051] In the description of the exemplary variants
shown in Figs. 4a to 4d, the same reference numerals
as previously used will be applied, but supplemented by
a lower-case letter. Unless specifically noted in the fol-
lowing, reference is made to the above remarks for the
purpose of describing the structural features denoted by
the same reference numerals.
[0052] Fig. 4a depicts a surgical reduction clamp 10a
with a first clamping arm 12a having the same configu-
ration as the first clamping arm 12 described above. The
second clamping arm 14a of the reduction clamp 10a
exhibits the same configuration as the first clamping arm
12a and therefore comprises a joint 58 that allows a tip
portion 60, here illustrated as a sleeve, to be adjusted in
its rotational position relative to a base portion 62 of the
second clamping arm 14a.
[0053] Figs. 4b similarly shows a surgical reduction
clamp 10b with a first clamping arm 12b having a config-
uration as the first clamping arm 12 described above,
except that, instead of the handle 56, a screw head 64
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is used to lock or release the joint 20b. The second clamp-
ing arm 14b, in the present embodiment, is realized as
a tip portion 66 having a sharp bone tip which is integrally
joined to the base portion 28b of the second clamping
arm 14b. By employing sharp bone tips, the operating
surgeon may be allowed to align fragments by gripping
the bone, soft tissue structure or any other parts of the
human anatomy.
[0054] Fig. 4c shows a surgical reduction clamp 10c
with a second clamping arm 14c having the same con-
figuration as the second clamping arm 14b of Fig. 4b.
The first clamping arm 12c differs from the first clamping
12b in that the tip portion 68 is given by a rotationally
adjustable sharp bone tip.
[0055] Fig. 4d shows a surgical reduction clamp 10d
wherein both the first clamping arm 12d and the second
clamping arm 14d exhibit the same adjustable configu-
ration as the first clamping arm 12c of Fig. 4c.
[0056] It will be understood that Figs. 4a to 4d only
show examples of possible configuration options of the
clamping arms. These and other manifold configuration
options of the clamping arms, particularly their combined
configuration variants, show that a highly versatile sur-
gical instrument is provided which may be employed in
a wide range of possible surgical applications.
[0057] While the present disclosure has been de-
scribed with reference to exemplary embodiments, it will
be appreciated that the present invention is not limited
to what has been described above. Accordingly, it is in-
tended that the present invention may be limited only by
the scope of the claims appended hereto.

Claims

1. A surgical reduction clamp (10) comprising a first
clamping arm (12) and a second clamping arm (14)
movable relative to the first clamping arm (12), the
first clamping arm (12) comprising:

- a base portion (22);
- a tip portion (18); and
- a joint (20) movably coupling the tip portion
(18) to the base portion (22),

wherein the tip portion (18) comprises a k-wire
sleeve, wherein a longitudinal axis of the k-wire
sleeve extends substantially perpendicularly to a
longitudinal axis of the base portion (22), and where-
in the tip portion (18) is adapted to be rotated about
the longitudinal axis of the base portion (22),
characterized in that
the first clamping arm (12) further comprises a lock-
ing member (50) adapted to lock the joint (20) so as
to fasten a position of the tip portion (18) relative to
the base portion (22),
wherein the locking member (50) comprises a handle
(56) configured to be selectively placed in a locking

position in which a clamping force to lock the joint
(20) is created and in a release position in which the
clamping force is loosened so that the tip portion (18)
may freely rotate about the longitudinal axis of the
base portion (22).

2. The clamp according to claim 1,
wherein the joint (20) couples the tip portion (18) to
the base portion (22) by means of a revolute joint.

3. The clamp according to claim 1 or 2,
wherein the joint (20) pivotably couples the tip portion
(18) to the base portion (22).

4. The clamp according to one of the preceding claims,
wherein the tip portion (18) is releasable from the
base portion (22) and interchangeable.

5. The clamp according to one of the preceding claims,
wherein the first and the second clamping arm (12,
14) are pivotably coupled relative to one another.

6. The clamp according to one of the preceding claims,
wherein a spring (32) is formed between the first and
the second clamping arm (12, 14) so as to bias the
first and the second clamping arm (12, 14) relative
to each other.

7. The clamp according to one of the preceding claims,
wherein a ratchet toothed member (34) is formed at
one of the first and second clamping arm (12, 14)
and extends towards the other clamping arm (12,
14) so as to permit locking of the position of the first
and the second clamping arm (12, 14) relative to one
another by engagement of the other clamping arm
(12, 14) with the teeth of the ratchet toothed member
(34).

8. The clamp according to one of the preceding claims,
wherein the second clamping arm (14a) comprises:

- a base portion (62);
- a tip portion (60);
- a joint (58) movably coupling the tip portion
(60) to the base portion (62) of the second
clamping arm (14a); and
- a locking member adapted to lock the joint (58)
so as to fasten a position of the tip portion (60)
relative to the base portion (62) of the second
clamping arm (14a).

9. The clamp according to one of claims 1 to 7,
wherein the second clamping arm (14) comprises a
tip portion (26) that is integrally joined to the second
clamping arm (14) and is in a rigid connection there-
with.

10. The clamp according to claim 8 or 9,
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wherein the tip portion (26) of the second clamping
arm (14) comprises a sleeve.

11. The clamp according to claim 8 or 9,
wherein the tip portion (66) of the second clamping
arm (14b) comprises a sharp bone tip.

Patentansprüche

1. Chirurgische Reduktionsklemme (10) umfassend ei-
nen ersten Klemmarm (12) und einen zweiten Klem-
marm (14), der relativ zu dem ersten Klemmarm (12)
beweglich ist, wobei der erste Klemmarm (12) um-
fasst:

- einen Basisabschnitt (22);
- einen Spitzenabschnitt (18); und
- ein Gelenk (20), das den Spitzenabschnitt (18)
mit dem Basisabschnitt (22) beweglich koppelt,

wobei der Spitzenabschnitt (18) eine K-Draht-Hülse
umfasst, wobei sich eine Längsachse der K-Draht-
Hülse im Wesentlichen senkrecht zu einer Längs-
achse des Basisabschnitts (22) erstreckt, und wobei
der Spitzenabschnitt (18) dazu ausgebildet ist, um
die Längsachse des Basisabschnitts (42) gedreht zu
werden,
dadurch gekennzeichnet, dass
der erste Klemmarm (12) ferner ein Feststellelement
(50) umfasst, das dazu ausgebildet ist, das Gelenk
(20) festzustellen, um eine Position des Spitzenab-
schnitts (18) relativ zu dem Basisabschnitt (22) zu
fixieren,
wobei das Feststellelement (50) einen Griff (56) um-
fasst, der dazu eingerichtet ist, wahlweise in eine
Feststellposition, in der eine Klemmkraft zum Fest-
stellen des Gelenks (20) erzeugt wird, und in eine
Freigabestellung gebracht zu werden, in der die
Klemmkraft gelöst wird, so dass sich der Spitzenab-
schnitt (18) frei um die Längsachse des Basisab-
schnitts (22) drehen kann.

2. Klemme nach Anspruch 1,
wobei das Gelenk (20) den Spitzenabschnitt (18) mit
dem Basisabschnitt (22) mittels eines Drehgelenks
koppelt.

3. Klemme nach Anspruch 1 oder 2,
wobei das Gelenk (20) den Spitzenabschnitt (18) mit
dem Basisabschnitt (22) schwenkbar koppelt.

4. Klemme nach einem der vorhergehenden Ansprü-
che,
wobei der Spitzenabschnitt (18) lösbar von dem Ba-
sisabschnitt (42) und austauschbar ist.

5. Klemme nach einem der vorhergehenden Ansprü-

che,
wobei der erste und der zweite Klemmarm (12, 14)
relativ zueinander schwenkbar gekoppelt sind.

6. Klemme nach einem der vorhergehenden Ansprü-
che,
wobei eine Feder (32) zwischen dem ersten und dem
zweiten Klemmarm (12, 14) gebildet ist, um den ers-
ten und den zweiten Klemmarm (12, 14) relativ zu-
einander vorzuspannen.

7. Klemme nach einem der vorhergehenden Ansprü-
che,
wobei ein Sperrzahnelement (34) an dem ersten
oder zweiten Klemmarm (12, 14) gebildet ist und sich
in Richtung des anderen Klemmarms (12, 14) er-
streckt, um ein Feststellen der Position des ersten
und des zweiten Klemmarms (12, 14) relativ zuein-
ander durch Eingreifen des anderen Klemmarms
(12, 14) in die Zähne des Sperrzahnelements (34)
zu erlauben.

8. Klemme nach einem der vorhergehenden Ansprü-
che, wobei der zweite Klemmarm (14a) umfasst:

- einen Basisabschnitt (62);
- einen Spitzenabschnitt (60);
- ein Gelenk (58), das den Spitzenabschnitt (60)
mit dem Basisabschnitt (62) des zweiten Klem-
marms (14a) beweglich koppelt; und
- ein Feststellelement, das dazu ausgebildet ist,
das Gelenk (58) festzustellen, um eine Position
des Spitzenabschnitts (60) relativ zu dem Basi-
sabschnitt (62) des zweiten Klemmarms (14a)
zu fixieren.

9. Klemme nach einem der Ansprüche 1 bis 7,
wobei der zweite Klemmarm (14) einen Spitzenab-
schnitt (26) umfasst, der einstückig mit dem zweiten
Klemmarm (14) verbunden ist und in einer starren
Verbindung mit diesem steht.

10. Klemme nach Anspruch 8 oder 9,
wobei der Spitzenabschnitt (26) des zweiten Klem-
marms (14) eine Hülse umfasst.

11. Klemme nach Anspruch 8 oder 9,
wobei der Spitzenabschnitt (66) des zweiten Klem-
marms (14b) eine scharfe Knochenspitze umfasst.

Revendications

1. Pince (10) de réduction chirurgicale comprenant un
premier bras de préhension (12) et un deuxième bras
de préhension (14) mobile par rapport au premier
bras de préhension (12), le premier bras de préhen-
sion (12) comprenant :
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- une partie de base (22) ;
- une partie de pointe (18) ; et
- une articulation (20) couplant de façon mobile
la partie de pointe (18) à la partie de base (22),

dans laquelle la partie de pointe (18) comprend une
gaine de broche de Kirschner, dans laquelle un axe
longitudinal de la gaine de broche de Kirschner
s’étend sensiblement perpendiculairement à un axe
longitudinal de la partie de base (22), et dans laquelle
la partie de pointe (18) est adaptée à être tournée
autour de l’axe longitudinal de la partie de base (22),
caractérisée en ce que
le premier bras de préhension (12) comprend en
outre un élément de blocage (50) adapté à bloquer
l’articulation (20) de façon à immobiliser une position
de la partie de pointe (18) par rapport à la partie de
base (22),
dans laquelle l’élément de blocage (50) comprend
une poignée (56) configurée pour être sélectivement
placée dans une position de blocage dans laquelle
une force de préhension pour bloquer l’articulation
(20) est créée et dans une position de libération dans
laquelle la force de préhension est relâchée de telle
sorte que la partie de pointe (18) peut tourner libre-
ment autour de l’axe longitudinal de la partie de base
(22).

2. Pince selon la revendication 1,
dans laquelle l’articulation (20) couple la partie de
pointe (18) à la partie de base (22) au moyen d’une
articulation simple.

3. Pince selon la revendication 1 ou 2,
dans laquelle l’articulation (20) couple de façon pi-
votante la partie de pointe (18) à la partie de base
(22).

4. Pince selon l’une des revendications précédentes,
dans laquelle la partie de pointe (18) est libérable de
la partie de base (22) et interchangeable.

5. Pince selon l’une des revendications précédentes,
dans laquelle le premier et le deuxième bras de pré-
hension (12, 14) sont couplés de façon pivotante l’un
par rapport à l’autre.

6. Pince selon l’une des revendications précédentes,
dans laquelle un ressort (32) est formé entre le pre-
mier et le deuxième bras de préhension (12, 14) de
façon à pousser le premier et le deuxième bras de
préhension (12, 14) l’un par rapport à l’autre.

7. Pince selon l’une des revendications précédentes,
dans laquelle un élément (34) denté d’encliquetage
est formé au niveau d’un du premier et du deuxième
bras de préhension (12, 14) et s’étend vers l’autre
bras de préhension (12, 14) de façon à permettre le

blocage de la position du premier et du deuxième
bras de préhension (12, 14) l’un par rapport à l’autre
par engagement de l’autre bras de préhension (12,
14) avec les dents de l’élément (34) denté d’encli-
quetage.

8. Pince selon l’une des revendications précédentes,
dans laquelle le deuxième bras de préhension (14a)
comprend :

- une partie de base (62) ;
- une partie de pointe (60) ; et
- une articulation (58) couplant de façon mobile
la partie de pointe (60) à la partie de base (62)
du deuxième bras de préhension (14a) ; et
- un élément de blocage adapté à bloquer l’ar-
ticulation (58) de façon à immobiliser une posi-
tion de la partie de pointe (60) par rapport à la
partie de base (62) du deuxième bras de pré-
hension (14a).

9. Pince selon l’une des revendications 1 à 7,
dans laquelle le deuxième bras de préhension (14)
comprend une partie de pointe (26) qui est jointe de
façon intégrale au deuxième bras de préhension (14)
et est dans une connexion rigide avec celui-ci.

10. Pince selon la revendication 8 ou 9,
dans laquelle la partie de pointe (26) du deuxième
bras de préhension (14) comprend une gaine.

11. Pince selon la revendication 8 ou 9,
dans laquelle la partie de pointe (66) du deuxième
bras de préhension (14b) comprend une pointe effi-
lée pour os.
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