
J  
E u r o p a , s c h e s P _   MM  M  M  II  MM  1  1  Ml  Ml  II  I  II  I  II 
European  Patent  Office  _  _  _  B 4  
_„.  ©  Publication  number:  0  5 2 0   2 9 6   B 1  
Office  europeen  des  brevets 

©  E U R O P E A N   PATENT  S P E C I F I C A T I O N  

©  Date  of  publication  of  patent  specification:  12.04.95  ©  Int.  CI.6:  A61  B  17/34,  A61  M  5 /20  

©  Application  number:  92110144.0 

@  Date  of  filing:  16.06.92 

Divisional  application  94114790.2  filed  on 
16/06/92. 

(54)  Powered  trocar. 

©  Priority:  26.06.91  US  721173  ©  Proprietor:  United  States  Surgical  Corpora- 
tion 

@  Date  of  publication  of  application:  150  Glover  Avenue 
30.12.92  Bulletin  92/53  Norwalk, 

Connecticut  06856  (US) 
©  Publication  of  the  grant  of  the  patent: 

12.04.95  Bulletin  95/15  @  Inventor:  Shichman,  Daniel 
20  Copper  Kettle  Road 

©  Designated  Contracting  States:  Trumbull,  CT  06611  (US) 
DE  FR  GB  Inventor:  Nicholas,  David 

148  Cottage  Street 
©  References  cited:  Trumbull,  CT  06611  (US) 

EP-A-  0  350  291  Inventor:  Aranyi,  Ernie 
WO-A-86/00815  170  Stepney  Road 
DE-C-  938  979  Easton,  CT  06612  (US) 

©  Representative:  Marsh,  Roy  David  et  al 
Hoffmann  Eitle  &  Partner 
Patent-  und  Rechtsanwalte 
Postfach  81  04  20 
D-81904  Munchen  (DE) 

00 

CO 
Oi 
CM 
o  
CM 
w  

Note:  Within  nine  months  from  the  publication  of  the  mention  of  the  grant  of  the  European  patent,  any  person ®  may  give  notice  to  the  European  Patent  Office  of  opposition  to  the  European  patent  granted.  Notice  of  opposition 
CL  shall  be  filed  in  a  written  reasoned  statement.  It  shall  not  be  deemed  to  have  been  filed  until  the  opposition  fee 
LU  has  been  paid  (Art.  99(1)  European  patent  convention). 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.3) 



1 EP  0  520  296  B1 2 

Description 

BACKGROUND  OF  THE  INVENTION 

1  .  Field  of  the  Invention 

This  invention  relates  to  a  surgical  instrument 
for  piercing  or  puncturing  a  wall  of  body  tissue  to 
provide  communication  with  the  inside  of  an  ana- 
tomical  cavity,  and  more  particularly  this  invention 
relates  to  a  powered  trocar  with  an  optional  safety 
feature  for  preventing  the  unintended  puncturing  of 
body  tissue. 

2.  Background  of  the  Art 

Many  medical  procedures  gain  access  to  the 
inside  of  an  anatomical  cavity  by  using  an  imple- 
ment  such  as  a  trocar,  cannula  or  needle  having  a 
sharpened  point  to  pierce  or  puncture  the  bodily 
tissues,  muscles  and  membranes  forming  the  cav- 
ity  wall.  A  surgical  needle,  for  example,  connected 
to  a  catheter  may  be  used  to  pierce  a  cavity  (blood 
vessel,  subarachnoid  space,  heart  ventricle).  After 
piercing  the  cavity,  the  needle  is  left  in  situ  and 
used  to  inject  or  withdraw  gaseous  or  liquid  phase 
fluids  from  the  cavity.  Similarly,  in  several  en- 
doscopic  procedures,  a  small  incision  may  be 
made  in  the  skin  of  a  patient  along  the  abdomen 
for  example,  and  the  sharp  point  of  a  larger  pene- 
trating  implement  such  as  a  trocar  of  suitable 
length  and  diameter  is  inserted  into  the  incision, 
and  pushed  until  the  point  punctures  the  cavity 
wall.  Then,  a  sleeve  follows  the  implement  into  the 
puncture  wound  to  preserve  the  shape  of  the  pas- 
sageway  created  by  the  implement.  After  the 
sleeve  is  in  place,  the  implement  nay  be  withdrawn 
and  an  endoscope  and  operating  instruments  may 
be  inserted  via  the  sleeve  to  view  and  operate 
upon  organs  within  the  cavity.  Endoscopic  instru- 
ments  are  those  instruments  having  a  relatively 
narrow  and  elongated  portion  for  use  in  endoscopic 
surgical  procedures  wherein  such  instruments  cre- 
ate  or  are  inserted  through  a  small  diameter  punc- 
ture  in  order  to  carry  out  surgical  procedures  within 
a  human  or  animal  body. 

Penetrating  the  wall  of  an  anatomical  cavity 
with  a  surgical  puncturing  instrument  can  be  quick- 
ly  done  and,  usually  creates  a  small  neat  passage- 
way  providing  communication  to  the  interior  of  the 
cavity.  While  the  sharp  point  of  a  penetrating  im- 
plement  is  being  pushed  through  a  cavity  wall,  it 
encounters  great  resistance  from  the  tissue,  mus- 
cle  and  membranes  forming  the  cavity  wall.  Once 
the  sharp  point  and  blade  of  the  implement  pass 
through  the  cavity  wall  and  into  the  cavity,  the 
resistance  drops  significantly.  The  sharp  point  of 
the  implement,  however,  can  easily  injure  organ 

structure  within  the  cavity  upon  the  slightest  con- 
tact.  Unless  a  surgeon  stops  pushing  the  imple- 
ment  just  as  soon  as  penetration  is  complete,  there 
is  a  risk  that  the  implement  will  continue  penetrat- 

5  ing  deeply  into  the  cavity  and  injure  neighboring 
organ  structure.  If  an  unintended  bodily  member  is 
injured  by  the  point  of  the  implement,  there  is  a 
risk  that  the  injury  may  not  become  apparent  until 
after  completion  of  the  surgery.  At  a  minimum, 

io  such  an  injury  will  delay  a  patient's  recovery.  Se- 
vere  injuries  of  this  type  may  endanger  the  pa- 
tient's  health,  and  corrective  surgery  may  be  re- 
quired. 

Various  instruments  have  been  developed  to 
75  deal  with  this  problem.  For  example,  U.S.  Patent 

No.  4,601,710  discloses  a  surgical  instrument  hav- 
ing  a  spring  biased  movable  shield  which  retracts 
into  a  cannula  to  expose  the  sharp  trocar  tip  when 
pressed  against  body  tissue,  but  which  moves  for- 

20  ward  to  protect  body  tissue  from  contact  with  the 
trocar  tip  when  the  instrument  has  passed  through 
the  wall  of  body  tissue. 

While  the  instrument  described  in  U.S.  Patent 
No.  4,601,710  provides  an  added  degree  of  safety 

25  as  opposed  to  an  instrument  without  a  shield,  the 
aforementioned  problem  remains:  the  sudden  drop 
in  the  resistance  to  the  trocar  blade  when  penetra- 
tion  has  been  made  into  the  body  cavity  increases 
the  chance  of  uncontrolled  continued  penetration 

30  and  possible  damage  to  the  underlying  body  tis- 
sue.  Moreover,  tissue  trauma  may  result  from  the 
shield.  To  alleviate  this  problem  a  powered  trocar 
has  been  developed. 

35  SUMMARY  OF  THE  INVENTION 

Presented  herein  is  a  pneumatically  powered 
trocar  assembly  which  includes  a  source  of  com- 
pressed  gas  which  releases  a  metered  amount  of 

40  gas  to  chamber.  A  piston  slidably  positioned  within 
the  chamber  is  driven  forward  by  the  compressed- 
gas  introduced  therein,  and  an  obturator  with  a 
tissue  piercing  tip  are  advanced  thereby.  Option- 
ally,  a  sensor  detects  the  presence  of  body  tissue 

45  within  the  cutting  path  of  the  tip  and  blocks  the 
passage  of  compressed  gas  to  the  chamber,  or 
alternatively,  opens  an  escape  vent  to  release  com- 
pressed  gas  therefrom  if  insufficient  body  tissue 
resistance  is  encountered. 

50  More  particularly,  the  powered  trocar  assembly 
of  the  present  invention  includes  a  frame,  a  tissue 
piercing  trocar  tip,  drive  means  housed  by  the 
frame  for  advancing  the  tissue  piercing  tip  in  re- 
sponse  to  the  application  of  pneumatic  power,  trig- 

55  ger  means  for  releasing  a  predetermined  quantity 
of  compressed  gas  from  a  source  thereof,  and 
means  for  communicating  said  quantity  of  com- 
pressed  gas  to  a  chamber.  The  drive  means  in- 
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eludes  a  piston  movable  within  said  chamber  in 
response  to  the  entry  or  egress  of  compressed  gas 
therein,  and  an  obturator  shaft  mounted  to  said 
piston,  the  tissue  piercing  tip  being  mounted  to  the 
distal  end  of  said  obturator  shaft. 

The  obturator  may  alternatively  be  fixedly 
mounted  to  the  piston,  or  slidably  mounted  thereto. 
The  apparatus  may  optionally  include  sensing 
means  projecting  distally  beyond  the  cutting  tip 
and  movable  proximally  against  a  distal  biasing 
force  to  indicate  the  presence  of  body  tissue  in  the 
cutting  path  of  the  trocar  tip.  In  another  alternative 
the  cutting  tip  serves  as  the  sensing  means  by 
causing  the  release  of  compressed  gas  from  the 
chamber  if  insufficient  tissue  resistance  is  encoun- 
tered. 

Activation  of  the  apparatus,  which  places  it  in  a 
ready  to  fire  condition,  may  be  accomplished  by 
actuation  of  the  tissue  sensing  means,  or  by  as- 
sembling  and  firmly  holding  together  the  powered 
trocar  with  a  cannula  assembly. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  perspective  view  of  the  apparatus  of 
the  present  invention.  Figs.  2a  and  2b  are  sectional 
views  of  the  distal  end  of  the  apparatus  of  the 
present  invention. 

Fig.  3  is  a  cut-away  partially  sectional  view  of 
the  proximal  portion  of  the  apparatus  of  the  present 
invention. 

Fig.  4  is  a  cut-away  partially  sectional  view  of 
the  proximal  portion  of  a  second  embodiment  of 
the  apparatus  of  the  present  invention  in  prefired 
condition. 

Fig.  4a  is  a  cut-away  partially  sectional  view  of 
the  distal  end  of  the  second  embodiment  in  a 
prefired  condition. 

Fig.  4b  is  an  exploded  perspective  view  illus- 
trating  the  drive  mechanism  of  the  second  embodi- 
ment. 

Fig.  4c  is  an  exploded  perspective  view  of  the 
obturator  of  the  second  embodiment. 

Fig.  5  is  a  cut-away  partially  sectional  view  of 
the  proximal  portion  of  the  second  embodiment  in 
a  fired  condition. 

Fig.  5a  is  a  partially  sectional  view  of  the  distal 
end  of  the  second  embodiment  in  fired  condition. 

Fig.  6  is  a  partially  cut-away  sectional  view  of 
the  proximal  end  of  the  second  embodiment  of  the 
apparatus  in  prefired  and  preactivated  condition. 

Fig.  6a  is  a  partially  sectional  view  of  the  distal 
portion  of  the  second  embodiment  with  the  point  of 
the  distal  cutting  tip  advanced  to  the  distal  opening 
of  the  cannula. 

Fig.  7  illustrates  a  side  view  of  the  drive 
mechanism  of  the  present  invention; 

Figs.  8  and  9  illustrate  sectional  view  of  the 
drive  mechanism  of  the  present  invention. 

Figs.  10  and  11  illustrate  cut-away  partially 
sectional  views  of  a  third  embodiment  of  the  ap- 

5  paratus  of  the  present  invention  in  prefired  and 
fired  conditions,  respectively. 

Figs.  12  and  13  illustrate  partially  sectional 
views  of  the  distal  end  of  a  third  embodiment  in 
fired  and  unfired  conditions  respectively. 

io  Fig.  14  illustrates  an  end  sectional  view  of  the 
distal  end  of  the  third  embodiment. 

Fig.  15  illustrates  a  cut-away  partially  sectional 
view  of  a  fourth  embodiment  of  the  present  inven- 
tion. 

15 
DETAILED  DESCRIPTION  OF  PREFERRED  EM- 
BODIMENTS 

The  powered  trocar  assembly  of  the  present 
20  invention  is  a  pneumatically  driven  trocar  assembly 

for  penetrating  body  tissue.  The  powered  trocar 
assembly  optionally  can  be  configured  into  dif- 
ferent  conditions.  In  the  description  below,  the  ac- 
tivated  condition  refers  to  the  condition  wherein  the 

25  powered  trocar  can  be  fired  by  depressing  the 
trigger.  In  the  fired  condition  the  cutting  tip  ad- 
vances  distally  beyond  the  cannula  so  as  to  pene- 
trate  body  tissue.  The  powered  trocar  of  the 
present  invention  is  preferably  configured  so  that  it 

30  cannot  be  fired  unless  it  is  in  the  activated  con- 
dition. 

Generally,  the  trocar  assembly  of  the  present 
invention  includes  a  distal  cannula  portion  and  the 
powered  trocar.  The  powered  trocar  and  the  can- 

35  nula  portion  are  assembled  by  inserting  the  en- 
doscopic  portion  of  the  powered  trocar  including 
cutting  tip,  elongated  obturator,  and  actuator  (if 
applicable)  through  the  cannula.  The  powered 
trocar  assembly  is  then  used  as  described  more 

40  fully  below  to  create  an  incision  in  the  body  tissue. 
When  the  incision  is  completed  and  a  passageway 
is  created  to  the  interior  of  the  body  cavity,  the 
powered  trocar  may  be  removed  from  the  assem- 
bly,  leaving  the  cannula  inserted  in  the  body.  A 

45  surgical  operation  may  then  be  performed  in  the 
body  cavity  by  inserting  other  endoscopic  instru- 
ments  through  the  cannula.  More  than  one  cannula 
may  be  deployed  so  as  to  create  separate  chan- 
nels  for  fiber  optic  viewing  and  lighting,  insuffla- 

50  tion/desufflation,  cutting  and  cauterizing,  and  so 
forth.  A  pivotally  mounted  flapper  is  spring-biased 
to  close  the  aperture  when  the  endoscopic  instru- 
ments  are  removed  from  the  cannula  portion,  there- 
by  preventing  the  escape  of  gas  from  the  insuf- 

55  flated  body  cavity.  When  the  operation  has  been 
completed,  the  cannula  portion  is  removed. 

3 
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FIRST  EMBODIMENT 

Referring  to  Figs.  1  ,  2a  and  2b,  powered  trocar 
assembly  100  of  a  first  embodiment  of  the  present 
invention  includes  a  valve  assembly  101  having  a 
housing  114  and  a  cannula  portion  112  for  insertion 
through  body  tissue,  and  a  powered  trocar  102  for 
puncturing  and  penetrating  body  tissue.  The 
powered  trocar  102  also  includes  an  actuator  tube 
130  which  provides  means  for  putting  the  powered 
trocar  102  in  an  activated  (i.e.,  ready  to  fire)  con- 
dition. 

Referring  more  particularly  to  Figs.  2a  and  2b, 
the  cutting  tip  124  has  sharp  edges  124a  which 
terminate  in  a  sharp  point  124b  for  penetration  of 
body  tissue.  The  proximal  end  of  tip  124  includes  a 
fixture  124c  for  mounting  to  the  distal  end  of  ob- 
turator  shaft  122.  Actuator  tube  130  surrounds  shaft 
122  and  tip  124.  Both  the  actuator  tube  130  and 
shaft  122  are  slidably  movable  within  cannula  112. 
In  the  initial  unfired  and  inactivated  condition  of  the 
instrument  as  shown  in  Fig.  2b,  actuator  tube  130 
extends  outwardly  beyond  the  distal  end  of  cannula 
112.  The  trocar  tip  is  initially  inside  cannula  112, 
which  functions  to  shield  the  tip.  When  the  instru- 
ment  is  pressed  against  body  tissue  the  actuator 
130,  which  is  resiliently  biased  towards  the  distal 
position,  is  made  to  retract  proximally  into  cannula 
112  thereby  activating  the  powered  trocar  assem- 
bly.  When  the  instrument  is  fired  the  trocar  tip  124 
is  advanced  out  beyond  the  distal  end  of  cannula 
112  to  a  predetermined  distance  as  shown  in  Fig. 
2a  so  as  to  pierce  the  body  tissue.  Further  details 
about  the  operation  of  the  powered  trocar  assem- 
bly  100  will  be  given  below. 

Referring  now  to  Fig.  3,  the  proximal  end  130a 
of  actuator  130  contacts  movable  flange  134,  which 
is  distally  biased  by  means  of  helical  compression 
spring  138.  The  bottom  end  of  flange  134  includes 
a  member  134a  for  engaging  slot  136a  of  cylin- 
drical  shuttle  valve  136.  Shuttle  valve  136  is  slidab- 
ly  movable  within  valve  housing  135.  When  the 
apparatus  is  in  the  inactivated  condition  the  distal 
end  of  the  shuttle  valve  is  located  in  position  136' 
and  aperture  142  of  the  shuttle  valve  is  located  in 
position  142'.  Shuttle  valve  136  includes  an  ap- 
erture  142  which  is  alignable  with  aperture  135a  of 
the  shuttle  valve  housing  135.  Proximal  end  136b 
of  the  shuttle  valve  is  tapered. 

A  flapper  145,  is  mounted  to  flapper  holder  146 
which  is  pivotally  mounted  at  hinge  149.  Torsion 
spring  147  biases  the  flapper  holder  146  to  a 
position  wherein  flapper  145  obstructs  aperture  148 
in  housing  114,  thereby  preventing  the  passage  of 
gaseous  or  liquid  fluids  into  or  out  of  the  body 
through  the  cannula  112  when  the  trocar  portion 
102  is  withdrawn.  Flapper  145  may  be  fabricated 
from  a  resilient  material  such  as  rubber  or  a  rubber 

like  polymer. 
Proximal  housing  126  includes  a  handle  portion 

127  in  which  a  source  of  compressed  gas,  i.e., 
container  128,  is  stored,  and  a  movable  retainer 

5  plate  129  for  retaining  gas  container  128  within 
handle  127.  Trigger  160  is  pivotally  mounted  at  its 
proximal  end  to  the  handle  127  and  includes  an 
upright  portion  161.  Trigger  160  and  upright  portion 
161  are  configured  and  dimensioned  such  that 

io  when  the  trigger  160  is  pressed  or  pivoted  from 
unfired  position  160'  to  fired  position  160  the  up- 
right  161  presses  into  the  retainer  plate  129  there- 
by  urging  the  gas  container  128  proximally.  The 
container  128  includes  a  metering  nozzle  128a 

is  seated  in  corresponding  nozzle  reception  port  141a 
in  receiving  member  141.  O-ring  131  helps  to  pro- 
vide  a  secure  gas  tight  seal  for  preventing  leakage 
of  compressed  gas.  When  the  trigger  160  is  re- 
leased  after  firing,  the  removal  of  biasing  force  on 

20  the  gas  cylinder  128  releases  pressure  of  nozzle 
128a  onto  the  O-ring  131  thereby  permitting  gas  to 
discharge  through  the  seal. 

Metering  nozzle  128a  is  biased  towards  a 
closed  position  extending  outwardly  from  gas  bottle 

25  128.  When  pressed  inward,  metering  nozzle  128a 
allows  a  predetermined  amount  of  gas  to  be  re- 
leased  from  the  bottle.  Hence,  pressing  trigger  160 
charges  pressurized  gas  to  the  apparatus. 

Receiving  member  141  possesses  a  channel 
30  140  for  providing  a  flow  path  for  the  gas  dis- 

charged  from  the  bottle  128.  Channel  140  extends 
to  aperture  141b.  When  the  shuttle  valve  136  is  in 
the  proximal  position  (i.e.,  when  the  apparatus  is 
activated)  shuttle  valve  aperture  142  aligns  with 

35  aperture  141b  and  aperture  135a,  thereby  opening 
a  passage  for  gas  to  flow  therethrough. 

Piston  150  is  slidably  movable  within  chamber 
144  between  an  unfired  proximal  position  150'  and 
the  distal  or  "fired"  position  150,  and  is  biased 

40  proximally  by  compression  spring  154.  O-ring  151 
insures  a  gas  tight  seal.  The  distal  end  of  spring 
154  abuts  stationary  flange  156.  Shaft  122  is 
slidably  disposed  through  aperture  134a  in  the 
movable  flange,  and  aperture  156a  in  the  stationary 

45  flange.  Springs  138  and  154  are  disposed  around 
shaft  122.  Shaft  122  is  fixedly  connected  to  piston 
150  so  that  when  the  piston  150  is  moved  by  entry 
of  compressed  gas  into  chamber  144,  the  obturator 
122  is  moved  forward,  i.e.,  distally,  to  expose  cut- 

so  ting  tip  124  from  the  cannula. 
In  operation  the  powered  trocar  is  positioned 

by  the  surgeon  such  that  actuator  tube  130  is 
pressed  against  a  wall  of  body  tissue.  The  proximal 
end  of  actuator  130  moves  proximally  against  the 

55  biasing  force  of  spring  138,  thereby  pushing  mov- 
able  flange  134  which,  in  turn,  moves  shuttle  valve 
136  such  that  aperture  142  aligns  with  apertures 
141b  and  135a.  By  pressing  trigger  160,  nozzle 

4 
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128a  of  gas  cylinder  128  is  pressed  into  receiving 
port  141a  thereby  releasing  a  metered  amount  of 
gas  which  is  then  introduced  into  piston  chamber 
144  via  channel  140  and  apertures  141b,  142  and 
135a.  The  compressed  gas  then  drives  piston  150 
distally  thereby  advancing  cutting  tip  124  to  a 
position  wherein  the  cutting  tip  protrudes  beyond 
the  distal  end  of  cannula  112  so  as  to  cut  through 
the  wall  of  body  tissue.  This  is  the  position  illus- 
trated  in  Figs.  1,  2a  and  3.  when  the  trigger  160  is 
released  the  gas  seal  between  nozzle  128a  and 
receiving  port  141a  is  loosened  thereby  permitting 
the  escape  of  compressed  gas  from  the  chamber 
144.  Thus,  the  biasing  force  of  the  spring  154 
urges  the  piston  150  proximally  and  the  cutting  tip 
124  is  retracted.  It  should  be  noted  that  the  tapered 
end  portion  136b  of  the  shuttle  valve  will  also 
permit  the  gas  from  piston  chamber  144  to  escape. 
Thus,  if  for  some  reason  the  surgeon  using  the 
powered  trocar  apparatus  100  were  to  withdraw  the 
apparatus  from  contact  with  body  tissue  while  still 
pressing  the  trigger,  or  if  the  trocar  tip  penetrated 
into  a  body  cavity,  actuator  130  would  return  to  its 
distal  position  under  the  biasing  force  of  spring 
138,  as  would  shuttle  valve  136.  Distal  end  portion 
136b  of  the  shuttle  valve  would  then  align  with 
aperture  137,  and  gas  within  chamber  144  would 
then  exit  from  chamber  144  through  aperture  135a 
and  a  rear  release  aperture  133a  in  end  cap  133. 
Thus,  the  trocar  tip  124  cannot  be  exposed  to  body 
tissue  unless  actuator  130  is  pressed  inward  to  its 
activated  proximal  position. 

The  trigger  160  may  be  pressed  as  often  as 
required  to  repeatedly  advance  the  cutting  tip  124. 
When  a  body  cavity  has  been  reached,  the  ac- 
tuator  130  automatically  slides  forward  due  to  the 
biasing  force  of  spring  138.  Shuttle  valve  136  also 
slides  forward  thereby  moving  aperture  142  out  of 
alignment  with  apertures  137  and  141b.  The  distal 
cutting  tip  124  retracts  and  further  firing  of  the 
instrument  is  impossible  since  the  passageway  for 
communicating  gas  to  the  piston  chamber  is 
closed.  The  actuator  130  thereby  serves  as  sensor 
means  for  detecting  whether  the  distal  end  of  the 
instrument  is  in  contact  with  body  tissue,  as  well  as 
a  means  for  placing  the  instrument  in  an  activated 
condition. 

SECOND  EMBODIMENT 

Figs.  4  to  9  illustrate  a  second  embodiment 
200  of  the  present  invention. 

As  with  the  first  embodiment  100,  the  second 
embodiment  200  must  be  put  into  an  activated 
condition  in  order  to  permit  firing  of  the  trocar. 
Unlike  the  first  embodiment  100,  the  actuator  of  the 
second  embodiment  200  is  not  directly  pressed 
against  body  tissue  and  does  not  serve  as  a  means 

to  detect  whether  the  trocar  tip  has  penetrated  a 
wall  of  body  tissue  and  entered  a  cavity.  Rather, 
the  trocar  cutting  tip  itself  is  included  in  the  body 
tissue  sensing  means:  if  it  initially  meets  no  resis- 

5  tance  the  instrument  will  not  fire. 
The  overall  shape  and  external  appearance  of 

the  second  embodiment  200  is  similar  to  that  of  the 
first  embodiment  100  as  shown  in  Fig.  1,  with  the 
exception  that  there  is  no  actuator  projecting  dis- 

io  tally  from  the  cannula,  such  as  actuator  130  in  Fig. 
1. 

Referring  now  to  Fig.  4,  which  shows  the  in- 
strument  200  in  an  activated  pre-fired  condition, 
powered  trocar  assembly  200  generally  comprises 

is  a  distal  endoscopic  portion  201  which  includes  a 
cannula  241  and  distal  housing  202,  and  a  powered 
trocar  203,  which  cooperatively  engages  the  can- 
nula  portion  to  form  the  trocar  assembly  200. 

The  powered  trocar  203  includes  housing  220 
20  which  contains  and/or  supports  the  various  func- 

tioning  parts  of  the  powered  trocar. 
Activation  of  the  powered  trocar  203  is 

achieved  by  assembling  the  powered  trocar  203 
and  endoscopic  cannula  portion  201  and  pressing 

25  them  together.  Fig.  6  illustrates  the  configuration  of 
the  powered  trocar  203  and  cannula  portion  201 
assembled  together  but  not  yet  pressed  flush 
against  each  other.  Actuator  bottom  216  protrudes 
beyond  the  distal  surface  of  the  powered  trocar. 

30  When  the  powered  trocar  203  and  the  cannula 
portion  201  are  pressed  together  the  actuator  but- 
ton  216  is  pushed  distally  to  the  inside  of  the 
housing  220  as  shown  in  Fig.  4. 

Actuator  216  is  an  elongated  member  slidably 
35  mounted  within  housing  220  and  having  a  distal 

end  216a  which  is  able  to  protrude  through  ap- 
erture  220a  in  the  housing. 

Referring  to  Fig.  4b,  actuator  216  has  a  de- 
pending  portion  216b  with  aperture  216c  for  receiv- 

40  ing  the  distal  end  of  spring  217.  A  laterally  projec- 
ting  pin  21  6d  provides  a  pivot  point  upon  which 
latch  218  is  mounted.  At  its  proximal  or  rearward 
end,  actuator  216  includes  a  proximal  section  21  6f 
and  pin  21  6e  projecting  proximally  therefrom  for 

45  mounting  compression  spring  221,  which  biases 
actuator  216  towards  the  distal  position.  Mid  sec- 
tion  21  6g  is  offset  to  allow  for  the  width  of  latch 
218,  and  extends  higher  and  lower  than  distal  and 
proximal  sections  216a  and  21  6f  in  order  to  provide 

50  distal  and  proximal  stopping  surfaces  21  6h  and 
21  6j,  respectively,  to  limit  the  longitudinal  sliding 
motion  of  the  actuator  216.  The  proximal  portion 
21  6f  rides  in  chamber  220b  (see  Fig.  4  and  6)  in 
the  interior  of  housing  220. 

55  Latch  218  includes  aperture  218a  for  receiving 
pivot  pin  21  6d,  aperture  218b  for  receiving  the 
proximal  end  of  spring  217  and  an  upper  hook 
portion  218c  for  catching  and  holding  detent  232a 

5 
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of  the  obturator.  Latch  218  is  biased  by  expansion 
spring  217  towards  a  clockwise  rotation  around 
pivot  21  6d. 

The  Trigger  Assembly 

Referring  to  Figs.  4  and  5,  housing  220  in- 
cludes  a  handle  portion  204  having  means  for 
receiving  a  source  of  pressurized  gas,  i.e.,  gas 
cylinder  209.  Trigger  205  is  pivotally  mounted  to 
the  handle  at  pivot  pin  207.  Trigger  205  includes 
an  upright  member  206  for  pressing  into  the  distal 
portion  of  the  handle  204.  Gas  cylinder  is  slidably 
mounted  in  the  handle  204  and  is  held  therein  by 
retainer  208,  which  is  also  movable.  When  trigger 
205  is  pressed,  i.e.,  rotated  clockwise,  upright 
member  206  presses  into  retainer  208  and  moves 
it  proximally  a  short  distance.  Gas  cylinder  209  is 
likewise  moved  proximally  so  that  metering  nozzle 
210  of  the  gas  cylinder  presses  into  reception  port 
212  of  the  gas  cylinder  receiving  arm  213.  The  O- 
ring  211  provides  for  a  gas  tight  seal.  When  meter- 
ing  nozzle  210  is  pressed  into  reception  port  210  is 
releases  a  predetermined  amount  of  pressurized 
gas  which  flows  through  channel  214  up  to  and 
through  aperture  216  whereupon  the  pressurized 
gas  enters  chamber  223  and  pushes  piston  224 
distally.  O-ring  225  provides  a  gas  tight  seal  be- 
tween  piston  224  and  the  chamber  interior  wall. 

The  Drive  Assembly 

The  drive  assembly  of  the  present  invention 
incorporates  a  piston  which  is  distally  movable 
against  a  biasing  force  in  response  to  the  applica- 
tion  of  a  drive  pressure,  an  obturator,  and  means 
for  releasing  the  drive  pressure  in  response  to  the 
absence  of  resistance  (by  body  tissue)  to  distal 
movement  encountered  by  the  obturator.  The 
movement  of  the  obturator  of  the  present  embodi- 
ment  may  be  described  with  respect  to  two  frames 
of  reference:  one  frame  of  reference  is  with  respect 
to  the  piston  and  the  other  frame  of  reference  is 
with  respect  to  the  apparatus  as  a  whole.  The 
obturator  has  a  proximal  position  and  a  distal  posi- 
tion  with  respect  to  the  piston.  In  the  distal  position 
an  escape  vent  is  uncovered  thereby  releasing  the 
driving  pressure.  In  the  proximal  position,  the  es- 
cape  vent  is  blocked  thereby  allowing  the  entire 
drive  assembly  to  move  distally.  Means  responsive 
to  tissue  resistance  are  provided  to  maintain  the 
proximal  position  of  the  obturator  in  the  first  frame 
of  reference  as  the  obturator  moves  distally  with 
respect  to  the  apparatus  as  a  whole. 

Referring  now  to  Fig.  4c,  obturator  232  is 
slidably  mounted  within  a  stationary  (i.e.,  stationary 
with  respect  to  the  instrument  housing)  obturator 
housing  242,  which  has  a  depending  boss  234. 

Depending  boss  234  is  adapted  to  fit  into  cam  slot 
233  in  the  obturator.  The  obturator  is  also  axially 
slidable  within  the  hollow  bore  of  elongated  piston 
224.  Piston  224  includes  a  vent  226,  a  locking  slot 

5  231  and  an  internally  projecting  backstop  224a. 
The  obturator  232  includes  an  upright  boss  230 
which  is  engageable  with  locking  slot  231.  Rear 
shaft  portion  228  of  the  obturator  includes  a  ta- 
pered  proximal  end  portion  228a.  Obturator  spring 

io  229  is  disposed  around  recessed  portion  232c  of 
the  obturator  232.  The  proximal  end  of  spring  229 
abuts  the  distal  surface  of  backstop  224a,  and  the 
distal  end  of  spring  229  abuts  surface  232b  of  the 
obturator  232  so  as  to  exert  a  distally  directed 

is  biasing  force  on  the  obturator.  Piston  spring  227  is 
disposed  around  the  piston  224  and  exerts  a  proxi- 
mal  directed  biasing  force  on  the  piston. 

Referring  now  to  Figs.  6,  7,  8,  and  4c,  the  drive 
mechanism  acts  in  the  following  manner.  Fig.  7 

20  illustrates  the  various  configurations  of  bosses  234 
and  230  at  different  stages  in  the  instrument's 
operation.  When  the  instrument  is  in  the  initial 
condition  as  illustrated  in  Fig.  6,  the  configuration 
of  the  bosses  234  and  230  is  at  positions  234a  and 

25  230a.  When  the  cannula  portion  201  and  powered 
trocar  203  are  pressed  together  (Fig.  4)  the  latch 
218,  by  engaging  holding  detent  232a  of  the  ob- 
turator,  moves  the  obturator  proximally  against  the 
biasing  force  of  spring  229.  Referring  to  Fig.  7, 

30  proximal  movement  of  the  obturator  232  forces  it  to 
rotate  due  to  the  camming  action  of  depending 
boss  234  on  the  distal  edge  233a  of  cam  slot  233, 
thereby  being  placed  in  position  234b  relative  to 
slot  233.  It  should  be  noted  with  respect  to  Fig.  7, 

35  that  the  depending  boss  234  is  stationary,  and  it  is 
the  obturator  which  is  moving.  When  the  obturator 
232  is  rotated  and  moved  proximally  the  upright 
boss  230  moves  from  position  230a  to  position 
230b  where  it  is  engaged  in  slot  231  . 

40  When  the  apparatus  is  fired,  compressed  gas 
enters  chamber  223  thereby  forcing  the  piston  to 
move  distally  against  the  biasing  force  of  piston 
spring  227.  Obturator  232  also  moves  distally,  and 
with  such  distal  movement  the  proximal  camming 

45  edge  233b  of  the  cam  slot  contacts  depending 
boss  at  position  234c  and  the  obturator  232  is 
rotated  to  its  initial  orientation.  Upright  230  moves 
to  position  230c  whereupon  it  is  no  longer  engaged 
in  locking  slot  231.  At  this  position  the  obturator 

50  232  sensitive  to  the  resistance  of  body  tissue.  If  no 
body  tissue  is  present,  i.e.,  if  the  trocar  has  already 
penetrated  a  wall  of  body  tissue  and  has  reached 
an  internal  body  cavity,  there  will  be  no  resistance 
and  spring  229  will  bias  the  obturator  a  short  dis- 

ss  tance  distally  with  respect  to  the  piston.  This  move- 
ment  aligns  the  tapered  portion  228a  of  the  proxi- 
mal  obturator  shaft  228  with  vent  226  thereby  al- 
lowing  the  compressed  gas  to  escape  from  cham- 
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ber  223.  Chamber  223  thus  depressurizes  and  pis- 
ton  224  is  forced  back  to  its  proximal  position.  The 
obturator  cannot  be  moved  any  farther  in  the  distal 
direction.  If,  however,  the  trocar  tip  does  encounter 
the  resistance  of  body  tissue,  i.e.,  sufficient  resis- 
tance  to  overcome  the  biasing  force  of  spring  229, 
then  the  vent  226  will  remain  blocked  by  the  proxi- 
mal  position  of  the  obturator  shaft  228  with  respect 
to  the  piston  224,  and  the  entire  drive  assembly 
will  move  distally.  The  depending  boss  234  will 
ride  through  the  extended  proximal  portion  233c  of 
the  slot  to  configuration  234d.  O-ring  225  ensures  a 
gas  tight  seal  between  the  piston  224  and  the 
inside  walls  of  cylindrical  chamber  223. 

The  size  and  strength  of  spring  229  will  deter- 
mine  how  sensitive  the  obturator  is  to  tissue  resis- 
tance.  Thus,  a  relatively  strong  spring  229  will 
require  strong  tissue  resistance  from,  for  example, 
skin  or  muscle,  in  order  to  complete  the  firing 
sequence.  Softer  tissue  such  as  internal  organs, 
blood  vessels  and  the  like,  or  no  tissue,  will  offer 
insufficient  resistance  and  the  firing  sequence  will 
not  be  completed.  If  a  weaker  spring  229  is  em- 
ployed  then  the  powered  trocar  bill  complete  the 
firing  even  if  soft  tissue  is  encountered.  Thus,  the 
size  and  strength  of  spring  229  may  be  chosen  to 
suit  the  type  of  tissue  to  be  operated  on. 

The  Distal  Cutting  Feature 

Referring  to  Figs.  4a,  5a  and  6a,  the  powered 
trocar  includes  a  distal  cutting  tip  240  which  is 
mounted  to  the  distal  end  of  obturator  232.  In  the 
initial  position  the  trocar  tip  240  is  located  within 
cannula  241  such  that  the  distal  point  240a  of  the 
cutting  tip  is  proximal  to  the  distal  aperture  241a  of 
the  cannula.  When  fired,  the  trocar  point  240a  is 
advanced  to  the  distal  aperture  241a  as  shown  in 
Fig.  6a  or  to  a  slight  distance  beyond.  Referring 
additionally  to  Fig.  7,  when  the  trocar  tip  240  is  in 
the  configuration  as  shown  in  Fig.  6a,  the  obturator 
has  advanced  to  the  stage  where  the  depending 
boss  234  is  in  position  234c  and  the  upright  boss 
is  in  position  230c.  Since  upright  boss  230  is  no 
longer  engaged  in  slot  231  the  trocar  tip  must 
encounter  sufficient  tissue  resistance  at  this  time  or 
spring  229  will  move  the  obturator  232  forward  with 
respect  to  the  piston  224  thereby  aborting  the  firing 
sequence.  If,  as  in  Fig.  5a,  the  appropriate  tissue 
245  is  encountered,  the  firing  mechanism  will  com- 
plete  the  firing  sequence  and  trocar  tip  240  will 
penetrate  the  tissue  245. 

Although  the  firing  sequence  is  described  in 
stages  it  should  be  remembered  that  the  operation 
is  smooth  and  continuous  through  the  firing  se- 
quence. 

Other  Features 

As  with  the  previously  described  embodiment, 
the  present  embodiment  200  includes  a  flapper 

5  236  mounted  to  a  pivotable  flapper  holder  237 
which  is  biased  by  torsion  spring  235  to  a  closed 
position  wherein  it  covers  aperture  238  in  the  can- 
nula  portion.  The  flapper  prevents  the  passage  of 
gaseous  or  liquid  fluids  when  the  trocar  is  removed 

io  from  the  cannula. 

THIRD  EMBODIMENT 

Figs.  10  to  14  pertain  to  a  third  embodiment 
is  300  of  the  present  invention. 

As  with  the  previously  described  embodiments, 
the  third  embodiment  must  be  put  into  activated 
condition  to  permit  firing  of  the  trocar.  The  actuator 
comprises  a  slidable  member  which  extends  a 

20  short  distance  distally  beyond  the  distal  end  of  the 
cannula.  The  overall  shape  and  external  appear- 
ance  of  the  instrument  is  similar  to  that  shown  in 
Fig.  1  except  for  the  configuration  of  the  actuator. 

Referring  now  to  Fig.  10  which  shows  the  in- 
25  strument  in  a  pre-fired  condition,  powered  trocar 

assembly  300  comprises  a  distal  endoscopic  por- 
tion  301  which  includes  a  cannula  341  and  distal 
housing  302,  and  a  powered  trocar  303  which 
cooperatively  engages  the  distal  portion  301  to 

30  form  the  trocar  assembly  300. 
The  powered  trocar  303  includes  housing  320 

which  encloses  and/or  supports  the  various  func- 
tioning  parts  of  the  powered  trocar. 

35  The  Activation  System 

Activation  of  the  powered  trocar  assembly  300 
is  achieved  by  the  use  of  a  sensor  or  actuator  316. 

Referring  to  Fig.  13,  which  illustrates  the  distal 
40  end  of  the  apparatus  300  in  a  pre-fired  condition, 

cutting  tip  340  of  the  trocar  is  mounted  to  the  distal 
end  of  obturator  332  by  means  of  a  mounting 
fixture  333  and  is  located  within  cannula  341  .  Sen- 
sor  316  extends  distally  beyond  the  distal  end 

45  341  a  of  the  cannula  341  . 
Referring  to  Fig.  10,  which  shows  the  appara- 

tus  300  in  a  pre-fired  condition,  the  proximal  end  of 
sensor  316  is  attached  to  sensor  mounting  fixture 
317  which  is  slidably  movable  within  the  interior  of 

50  housing  302.  The  sensor  mounting  fixture  317  has 
a  proximally  pointing  cylindrical  member  318,  ar- 
ound  which  compression  spring  319  is  disposed. 
Spring  319  abuts  guide  member  321  and  the  proxi- 
mal  surface  of  sensor  mounting  member  317  so  as 

55  to  bias  the  sensor  mounting  member  317  to  a 
distal  position. 

The  powered  trocar  portion  302  includes  a 
cylindrical  member  322  which,  when  the  apparatus 
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is  assembled,  is  slidably  disposed  through  aperture 
321a  in  the  guide  member  321.  The  distal  end  of 
member  322  abuts  the  proximal  end  of  member 
318  such  that  when  member  318  is  moved  proxi- 
mally,  it  pushed  member  322  proximally. 

Member  322  is  fixedly  attached  to  connector 
342  which,  in  turn  is  attached  to  shaft  343.  Helical 
compression  spring  330  is  disposed  around  the 
distal  portion  of  shaft  343  and  abuts  connector  342 
and  the  distal  end  of  shaft  housing  344  such  that 
the  connector  342,  as  well  as  member  322  and 
shaft  343  are  biased  to  their  distal  position.  Shaft 
343  is  axially  slidable  within  housing  343  and  pos- 
sesses  a  tapered  proximal  end  343a.  O-ring  345 
provides  a  gas-tight  seal  for  the  shaft  343.  Shaft 
343  is  slidable  between  a  distal  position  wherein 
the  tapered  proximal  end  343a  is  aligned  so  as  to 
permit  gas  to  flow  through  vent  aperture  326  and 
the  apparatus  is  in  the  inactivated  and  unfireable 
condition,  and  a  proximal  position  wherein  shaft 
343  covers  aperture  326  so  that  pressurized  gas 
within  chamber  323  cannot  vent.  When  the  distal 
end  of  cannula  341  is  pressed  against  body  tissue, 
the  actuator  316  is  moved  proximally  against  the 
biasing  force  of  spring  319,  and,  in  turn  moves 
member  321  proximally  as  well  as  connector  342 
and  shaft  343.  This  movement  puts  the  apparatus 
300  into  an  activated  or  ready  to  fire  condition. 

The  Trigger  Assembly 

Referring  to  Figs.  10  and  11,  housing  320 
includes  a  handle  portion  304  having  means  for 
receiving  a  source  of  pressurized  bas,  i.e.,  gas 
cylinder  309.  Trigger  305  is  pivotally  mounted  to 
the  handle  at  pivot  pin  307.  Trigger  305  includes 
an  upright  member  306  for  pressing  into  the  distal 
portion  of  the  handle  304.  Gas  cylinder  is  slidably 
mounted  in  the  handle  304  and  is  held  therein  by 
retainer  308,  which  is  also  movable.  When  trigger 
305  is  pressed,  i.e.,  rotated  clockwise,  upright 
member  306  presses  into  retainer  308  and  moves 
it  proximally  a  short  distance.  Gas  cylinder  309  is 
likewise  moved  proximally  so  that  metering  nozzle 
310  of  the  gas  cylinder  presses  into  reception  port 
312  of  the  gas  cylinder  receiving  arm  313.  The  O- 
ring  311  provides  for  a  gas-tight  seal.  When  meter- 
ing  nozzle  310  is  pressed  into  reception  portion 
310  it  releases  a  predetermined  amount  of  pressur- 
ized  gas  which  flows  through  channel  314  up  to 
and  through  aperture  316  whereupon  the  pressur- 
ized  gas  enters  chamber  323  and  pushes  piston 
324  distally.  O-ring  325  provides  a  gas-tight  seal 
between  piston  324  and  the  chamber  interior  wall. 

The  Drive  Assembly 

Referring  to  Figs.  10  and  11,  the  apparatus  300 
includes  a  piston  324  slidably  positioned  in  cham- 

5  ber  323.  O-ring  325  provides  a  gas-tight  seal  be- 
tween  the  piston  324  and  the  interior  wall  of  cham- 
ber  323.  Obturator  332  includes  a  proximal  shaft 
portion  328  which  is  attached  to  piston  324.  Shaft 
328  is  slidable  within  an  aperture  in  shaft  mounting 

io  fixture  329.  Helical  compression  spring  327  abuts 
the  shaft  mounting  fixture  329  and  piston  324  so  as 
to  bias  the  piston  proximally. 

When  the  trigger  305  is  pressed,  compressed 
gas  enters  chamber  323.  If  the  apparatus  is  in  the 

is  inactivated  condition,  the  gas  will  vent  through  ap- 
erture  326  without  causing  the  instrument  to  fire.  If, 
however,  the  apparatus  is  in  the  activated  con- 
dition,  vent  aperture  326  will  be  closed  by  shaft 
343  and  chamber  323  will  pressurize  thereby  driv- 

20  ing  piston  324  distally  against  the  biasing  force  of 
spring  327. 

Shaft  328  and  the  obturator  332  will  accord- 
ingly  be  driven  distally.  Referring  to  Figure  12,  the 
distal  cutting  tip  340  will  be  advanced  distally  be- 

25  yond  the  distal  end  of  the  cannula  341  so  as  to  cut 
through  body  tissue. 

Other  Features 

30  As  with  the  previously  described  embodiments, 
the  present  embodiment  300  includes  a  flapper 
336  mounted  to  a  pivotable  flapper  holder  337 
which  is  biased  by  torsion  spring  335  to  a  closed 
position  wherein  it  covers  aperture  338  in  the  can- 

35  nula  portion.  The  flapper  prevents  the  passage  of 
gaseous  or  liquid  fluids  when  the  trocar  is  removed 
from  the  cannula. 

FOURTH  EMBODIMENT 
40 

Fig.  15  illustrates  a  fourth  embodiment  400  of 
the  present  powered  trocar  assembly  invention  in  a 
fired  condition.  As  with  the  previously  describe 
embodiments,  the  endoscopic  cannula  portion  401 

45  and  the  powered  trocar  portion  402  are  assembled 
with  obturator  432  inserted  into  cannula  441.  The 
cannula  441  of  this  embodiment  is  biased  to  the 
distal  position  by  spring  445.  Sensor  fixture  417  is 
connected  to  the  proximal  portion  of  the  cannula 

50  441  and  is  slidably  mounted  within  the  endoscopic 
cannula  portion  401  .  Rod  422  is  connected  to  sen- 
sor  fixture  417  and  extends  proximally  through 
aperture  421  in  the  powered  trocar  housing  wherein 
rod  422  abuts  shuttle  valve  442.  A  resilient  seal 

55  443  is  located  at  the  proximal  end  of  the  shuttle 
valve.  The  resilient  seal  443  comprises  a  plug  of 
resilient  material  such  as  natural  or  synthetic  rub- 
ber  or  a  similar  material. 

8 
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Trigger  405  is  button  shaped  and  slidably 
mounted  to  the  end  of  handle  404  of  the  instrument 
400.  When  pressed,  trigger  405  moves  to  position 
405'  and  upright  406  is  moved  to  position  406'. 
Nozzle  411  of  gas  cylinder  409  is  thereby  urged 
into  docking  port  412  and  a  metered  amount  of 
pressurized  gas  flows  through  bore  414  and 
through  aperture  415  into  chamber  423.  If  the  in- 
strument  400  is  in  the  activated  condition,  chamber 
423  pressurizes  and  piston  424  is  moved  distally 
against  the  biasing  force  of  piston  spring  427.  The 
proximal  end  portion  of  obturator  432  is  slidably 
disposed  through  fixture  429  and  is  attached  to 
piston  424.  A  cutting  tip  440  is  located  at  the  distal 
end  of  the  obturator.  When  piston  424  is  moved, 
obturator  432  likewise  moves  distally,  and  cutting 
tip  440  is  advanced  to  a  position  beyond  the  distal 
end  of  cannula  441  to  perform  the  cutting  opera- 
tion.  However,  if  the  apparatus  is  not  in  an  ac- 
tivated  condition,  pressurized  gas  entering  cham- 
ber  423  exists  via  escape  vents  426,  446,  and  444 
without  advancing  the  piston  424. 

The  apparatus  400  is  activated  when  the  distal 
end  of  the  cannula  441  is  pressed  against  body 
tissue  with  sufficient  counterforce  to  overcome  the 
biasing  force  of  spring  445.  The  cannula  441  is 
optionally  provided  with  abutment  means  to  facili- 
tate  interaction  between  the  body  tissue  and  the 
cannula  441.  The  abutment  means  can  comprise, 
for  example,  a  raised  ridge  420  extending  circum- 
ferentially  around  the  distal  end  portion  of  the  can- 
nula  to  increase  frictional  interference  with  body 
tissue.  The  cannula  then  slides  proximally  relative 
to  the  rest  of  the  instrument,  and  thereby  moves 
fixture  417,  rod  422,  and  shuttle  valve  442  proxi- 
mally  against  the  biasing  force  of  spring  428  such 
that  shuttle  valve  442  blocks  exit  aperture  444  and 
the  resilient  plug  443  abuts  and  seals  escape  vent 
446.  Chamber  423  is  then  permitted  to  pressurize 
when  the  trigger  405  is  pressed. 

As  with  the  other  previously  described  embodi- 
ments,  when  there  is  no  body  tissue  to  provide 
counterforce  to  the  cannula  (e.g.,  a  body  cavity  is 
reached)  the  instrument  400  deactivates:  cannula 
441  springs  forward  thereby  permitting  shuttle 
valve  442  to  move  distally  and  open  vents  444  and 
446.  When  the  cutting  operation  is  completed,  the 
powered  trocar  portion  402  may  be  removed  from 
the  cannula  portion  401  whereupon  flapper  valve 
436  closes  to  prevent  the  entry  to  or  egress  from 
the  body  of  gas  or  other  fluids  via  cannula  441  . 

Claims 

1.  A  trocar  assembly  (100)  which  comprises: 
a)  a  frame  (102,  114) 
b)  a  tissue  piercing  trocar  tip  (124) 

c)  drive  means  (150)  associated  with  said 
frame  for  advancing  said  tissue  piercing  tip 
in  response  to  the  application  of  pneumatic 
power;  and, 

5  d)  means  (128,  128a)  for  applying  a  pre- 
determined  amount  of  pneumatic  power  to 
said  drive  means  so  as  to  advance  said  tip 
by  a  controlled  distance. 

io  2.  A  trocar  assembly  as  claimed  in  claim  1  in- 
cluding  means  (130)  for  sensing  that  the  tip  is 
advancing  through  bodily  tissue. 

3.  A  trocar  assembly  as  claimed  in  claim  2 
is  wherein  the  sensing  means  comprises  a 

sleeve  (130)  concentric  with  the  tip. 

4.  A  trocar  assembly  as  claimed  in  claim  2 
wherein  the  sensing  means  includes  the  trocar 

20  tip. 

5.  A  trocar  assembly  as  claimed  in  claim  2,  3,  or 
4  wherein  the  sensing  means  is  biased  (138) 
towards  a  distally  advanced  position. 

25 
6.  A  trocar  assembly  as  claimed  in  any  one  of 

the  preceding  claims  including  means  (130)  for 
sensing  that  the  tip  has  penetrated  through 
bodily  tissue  and  has  advanced  into  a  bodily 

30  cavity. 

7.  A  trocar  assembly  as  claimed  in  claim  6 
wherein  the  sensing  means  (130)  is  mounted 
for  distal  advancement  relative  to  said  frame 

35  as  soon  as  the  tip  has  penetrated  into  the 
bodily  cavity. 

8.  A  trocar  assembly  as  claimed  in  claim  7  in- 
cluding  release  means  to  initiate  (136)  a  proxi- 

40  mal  retraction  of  the  tip  upon  said  distal  ad- 
vancement  of  the  sensing  means. 

9.  A  trocar  assembly  as  claimed  in  claim  8 
wherein  said  proximal  retraction  of  the  tip  is 

45  initiated  by  a  proximal  retraction  of  the  sensing 
means  followed  by  said  distal  advancement  of 
the  sensing  means. 

10.  A  trocar  assembly  as  claimed  in  any  one  of 
50  the  preceding  claims  wherein  the  trocar  tip  is 

biased  (154)  towards  a  proximal  position,  the 
proximal  bias  being  overcome  upon  an  ac- 
tuation  of  the  drive  means. 

55  11.  A  trocar  assembly  as  claimed  in  any  one  of 
the  preceding  claims,  wherein  said  means  for 
applying  a  predetermined  amount  of  pneumat- 
ic  power  includes  trigger  means  for  releasing  a 
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predetermined  quantity  of  compressed  gas 
from  a  source  thereof,  and  means  for  commu- 
nicating  said  quantity  of  compressed  gas  to  a 
chamber. 

12.  A  trocar  assembly  as  claimed  in  claim  11, 
wherein  said  drive  means  includes  a  piston 
movable  within  said  chamber  in  response  to 
the  entry  or  egress  of  compressed  gas  therein, 
and  an  obturator  shaft  mounted  to  said  piston, 
the  tissue  piercing  tip  being  mounted  to  the 
distal  end  of  said  obturator  shaft. 

13.  A  trocar  assembly  as  claimed  in  claim  11  or  12 
as  dependent  on  claim  8,  wherein  said  release 
means  includes  an  escape  vent  for  permitting 
the  release  of  compressed  gas  therefrom. 

14.  A  trocar  assembly  as  claimed  in  claim  13, 
wherein  said  obturator  shaft  is  slidably  moun- 
ted  to  said  piston  and  movable  between  a 
distal  position  relative  to  said  piston  wherein 
said  escape  vent  is  open  and  a  proximal  posi- 
tion  relative  to  said  piston  wherein  said  escape 
vent  is  closed. 

15.  A  trocar  assembly  as  claimed  in  claim  12  or 
claim  13  or  14  as  dependent  on  claim  12, 
wherein  said  obturator  is  urged  by  a  biasing 
force  to  said  distal  position,  and  wherein  said 
apparatus  includes  means  for  maintaining  said 
obturator  in  said  proximal  position  relative  to 
said  piston  in  response  to  the  presence  of 
body  tissue  in  the  cutting  path  of  the  tissue 
piercing  tip. 

16.  A  trocar  assembly  as  claimed  in  claim  15, 
wherein  said  tissue  piercing  tip  is  fixedly 
mounted  to  the  end  of  said  obturator  such  that 
tissue  resistance  encountered  by  said  tissue 
piercing  tip  is  transmitted  to  said  obturator  for 
opposing  said  biasing  force. 

17.  A  trocar  assembly  as  claimed  in  any  one  of 
claims  11  to  16,  further  including  activation 
means  movable  between  a  first  position 
wherein  said  means  for  communicating  com- 
pressed  gas  to  said  chamber  is  obstructed, 
and  a  second  position  wherein  said  means  for 
communicating  compressed  gas  to  said  cham- 
ber  is  unobstructed,  said  activation  means  be- 
ing  biased  to  said  first  position  and  movable  to 
said  second  position  in  response  to  actuation 
of  said  sensing  means. 

18.  A  trocar  assembly  as  claimed  in  claim  13, 
further  comprising  activation  means  movable 
between  a  first  position  wherein  said  escape 

vent  is  open  and  a  second  position  wherein 
said  escape  vent  is  closed,  said  activation 
means  being  biased  to  said  first  position  and 
movable  to  said  second  position  in  response  to 

5  actuation  of  said  sensing  means. 

19.  A  trocar  assembly  as  claimed  in  any  one  of 
the  preceding  claims,  further  including  a  con- 
tainer  of  compressed  gas  for  said  application 

io  of  pneumatic  power. 

20.  A  trocar  assembly  as  claimed  in  claim  19, 
wherein  said  container  includes  means  for  re- 
leasing  a  predetermined  quantity  of  com- 

15  pressed  gas  in  response  to  actuation  of  said 
trigger  means. 

21.  In  combination  with  the  trocar  assembly  as 
claimed  in  any  one  of  the  preceding  claims  a 

20  cannula  portion  which  comprises: 
a)  a  housing; 
b)  a  cannula  extending  distally  from  said 
housing  for  receiving  said  tissue  piercing  tip 
and  at  least  a  portion  of  said  drive  means; 

25  c)  cannula  closing  means  movable  between 
a  closed  first  position  to  prevent  passage  of 
material  therethrough,  and  an  open  second 
position. 

30  22.  Trocar/cannula  combination  as  claimed  in 
claim  21,  wherein  said  cannula  closing  means 
comprises  a  flapper  valve  biased  to  a  closed 
position. 

35  23.  Trocar/cannula  combination  as  claimed  in 
claim  21  or  22,  as  dependent  on  claim  13  and 
17,  wherein  said  activation  means  is  movable 
between  a  first  position  wherein  said  escape 
vent  is  open  and  a  second  position  wherein 

40  said  escape  vent  is  closed,  said  activation 
means  being  biased  to  said  first  position  and 
movable  to  said  second  position  in  response  to 
combining  said  cannula  portion  with  said  trocar 
assembly 

45 
24.  Trocar/cannula  combination  as  claimed  in  any 

one  of  claims  21  to  23,  wherein  said  cannula 
includes  means  to  facilitate  frictional  interfer- 
ence  between  the  cannula  and  body  tissue. 

50 
25.  Trocar/cannula  combination  as  claimed  in  any 

one  of  claims  21  to  24,  wherein  said  cannula  is 
movable  between  a  distal  position  and  a  proxi- 
mal  position  and  said  cannula  portion  includes 

55  means  for  biasing  said  cannula  to  said  distal 
position. 

10 
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Patentanspruche 

1.  Trokarbaugruppe  (100)  mit 
a)  einem  Gehause  (102,  114), 
b)  das  Gewebe  durchdringenden  Trokarspit-  5 
ze  (124), 
c)  einer  mit  dem  Gehause  verbundenen  An- 
triebseinrichtung  (150)  zum  Vorschieben  der 
das  Gewebe  durchdringenden  Spitze  als 
Reaktion  auf  das  Anlegen  von  Druckluft  und  10 
d)  eine  Einrichtung  zum  Anlegen  einer  vor- 
bestimmten  Menge  Druckluft  an  die  An- 
triebseinrichtung,  urn  die  Spitze  urn  eine 
gesteuerte  Strecke  vorzuschieben. 

75 
2.  Trokarbaugruppe  nach  Anspruch  1  mit  einer 

Einrichtung  (130)  zum  Abtasten,  ob  die  Spitze 
durch  Korpergewebe  vorgeschoben  wird. 

3.  Trokarbaugruppe  nach  Anspruch  2,  bei  wel-  20 
cher  die  Abtasteinrichtung  eine  zur  Spitze  kon- 
zentrische  Hulse  (130)  aufweist. 

4.  Trokarbaugruppe  nach  Anspruch  2,  bei  wel- 
cher  die  Abtasteinrichtung  die  Trokarspitze  25 
umfaBt. 

5.  Trokarbaugruppe  nach  Anspruch  2,3  oder  4, 
bei  welcher  die  Abtasteinrichtung  in  einer  distal 
vorgeschobenen  Position  vorgespannt  (138)  30 
ist. 

6.  Trokarbaugruppe  nach  einem  der  vorhergehen- 
den  Anspruche  mit  einer  Einrichtung  (130) 
zum  Abtasten,  ob  die  Spitze  das  Korpergewe-  35 
be  durchstoBen  hat  in  einen  Korperhohlraum 
vorgeschoben  ist. 

7.  Trokarbaugruppe  nach  Anspruch  6,  bei  wel- 
cher  die  Abtasteinrichtung  (130)  so  angebracht  40 
ist,  dal3  ein  distales  Vorschieben  relativ  zum 
Gehause  moglich  ist,  sobald  die  Spitze  in  den 
Korperhohlraum  eingedrungen  ist. 

8.  Trokarbaugruppe  nach  Anspruch  7,  die  eine  45 
Freigabeeinrichtung  enthalt,  urn  nach  dem  di- 
stalen  Vorschiehen  der  Abtasteinrichtung  ein 
proximales  Zuruckziehen  der  Spitze  auszulo- 
sen  (136). 

50 
9.  Trokarbaugruppe  nach  Anspruch  8,  bei  wel- 

cher  das  proximale  Zuruckziehen  der  Spitze 
durch  ein  proximales  Zuruckziehen  der  Abta- 
steinrichtung  gefolgt  vom  distalen  Vorschieben 
der  Abtasteinrichtung  ausgelost  wird.  55 

10.  Trokarbaugruppe  nach  einem  der  vorhergehen- 
den  Anspruche,  bei  welcher  die  Trokarspitze  in 

Richtung  einer  proximalen  Position  vorge- 
spannt  (154)  ist  und  die  proximale  Vorspan- 
nung  durch  eine  Betatigung  der  Antriebsein- 
richtung  uberwunden  wird. 

11.  Trokarbaugruppe  nach  einem  der  vorhergehen- 
den  Anspruche,  bei  welcher  die  Einrichtung 
zum  Aufbringen  einer  vorbestimmten  Menge 
Druckluft  eine  Freisetzungseinrichtung,  urn 
eine  vorbestimmte  Menge  komprimierten  Ga- 
ses  aus  seiner  Quelle  freizugeben  sowie  eine 
Einrichtung  zum  Weiterleiten  dieser  Menge 
komprimierten  Gases  in  eine  Kammer  aufweist. 

12.  Trokarbaugruppe  nach  Anspruch  11,  bei  wel- 
cher  die  Antriebseinrichtung  einen  Kolben,  der 
in  der  Kammer  als  Reaktion  auf  den  Eintritt 
oder  das  Ausstromen  des  komprimierten  Ga- 
ses  dort  verschiebbar  ist  sowie  einen  an  dem 
Kolben  befestigten  Abdichtungsschaft  aufweist, 
wobei  die  Gewebedurchdringungsspitze  am  di- 
stalen  Ende  des  Abdichtungsschaftes  befestigt 
ist. 

13.  Trokarbaugruppe  nach  Anspruch  11  oder  12 
und  zugleich  abhangig  von  Anspruch  8,  bei 
welcher  die  Freisetzungseinrichtung  ein  Aus- 
trittsloch  zur  Freigabe  des  komprimierten  Ga- 
ses  aufweist. 

14.  Trokarbaugruppe  nach  Anspruch  13,  bei  wel- 
cher  der  Abdichtungsschaft  gleitfahig  am  Kol- 
ben  angebracht  und  zwischen  einer  in  bezug 
auf  den  Kolben  distalen  Position,  in  welcher 
das  Austrittsloch  offen  ist  und  einer  in  bezug 
auf  den  Kolben  proximalen  Position,  in  welcher 
das  Austrittsloch  geschlossen  ist,  verschiebbar 
ist. 

15.  Trokarbaugruppe  nach  Anspruch  12  und  13 
oder  14  und  beide  zugleich  abhangig  von  An- 
spruch  12,  bei  welcher  der  Abdichtungsschaft 
durch  eine  Vorspannkraft  in  die  distale  Position 
gedruckt  wird  und  in  welcher  die  Vorrichtung 
eine  Einrichtung  zum  Halten  des  Abdichtungs- 
schaftes  in  der  in  bezug  auf  den  Kolben  proxi- 
malen  Position  in  Abhangigkeit  von  der  Anwe- 
senheit  von  Korpergewebe  in  Schneidbahn  der 
Gewebedurchdringungsspitze  aufweist. 

16.  Trokarbaugruppe  nach  Anspruch  15,  bei  wel- 
cher  die  Gewebedurchdringungsspitze  fest  am 
Ende  des  Abdichtungsschaftes  angebracht  ist, 
so  dal3  der  entgegenwirkende  Gewebewider- 
stand  durch  die  Gewebedurchdringungsspitze 
auf  den  Abdichtungsschaft  entgegen  der  Vor- 
spannkraft  ubertragen  wird. 

11 
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17.  Trokarbaugruppe  nach  einem  der  Anspruche 
11  bis  16,  welche  weiterhin  eine  zwischen  ei- 
ner  ersten  Position,  in  der  die  Einrichtung  zur 
Weiterleitung  des  komprimierten  Gases  zur 
Kammer  verschlossen  ist  und  einer  zweiten 
Position,  in  der  die  Einrichtung  zur  Weiterlei- 
tung  des  komprimierten  Gases  zur  Kammer 
unverschlossen  ist,  bewegbare  Aktivierungsein- 
richtung  aufweist  und  diese  Aktivierungsein- 
richtung  in  Richtung  der  ersten  Position  vorge- 
spannt  und  als  Reaktion  auf  die  Betatigung  der 
Abtasteinrichtung  in  die  zweite  Position  beweg- 
bar  ist. 

18.  Trokarbaugruppe  nach  Anspruch  13,  welche 
weiterhin  eine  zwischen  einer  ersten  Position, 
in  der  das  Austrittsloch  offen  ist  und  einer 
zweiten  Position,  in  der  das  Austrittsloch  ge- 
schlossen  ist,  bewegbare  Aktivierungseinrich- 
tung  aufweist  und  diese  Aktivierungseinrich- 
tung  in  Richtung  der  ersten  Position  vorge- 
spannt  und  als  Reaktion  auf  die  Betatigung  der 
Abtasteinrichtung  in  die  zweite  Position  beweg- 
bar  ist. 

19.  Trokarbaugruppe  nach  einem  der  vorhergehen- 
den  Anspruche,  welche  weiterhin  einen  Behal- 
ter  fur  komprimiertes  Gas  zum  Anlegen  von 
Druckluft  aufweist. 

20.  Trokarbaugruppe  nach  Anspruch  19,  bei  wel- 
cher  der  Behalter  eine  Einrichtung  zur  Freiga- 
be  einer  vorbestimmten  Menge  komprimierten 
Gases  als  Reaktion  auf  die  Betatigung  der 
Abzugseinrichtung  aufweist. 

21.  Kanulenteil  in  Kombination  mit  einer  Trokar- 
baugruppe  nach  einem  der  vorhergehenden 
Anspruche  mit 

a)  einem  Gehause; 
b)  einer  Kanule,  die  sich  distal  von  dem 
Gehause  erstreckt,  urn  die  Gewebedurch- 
dringungsspitze  und  zumindest  einen  Teil 
der  Antriebseinrichtung  aufzunehmen; 
c)  einer  KanulenschlieBeinrichtung,  die  zwi- 
schen  einer  geschlossenen  ersten  Position, 
die  den  Durchtritt  von  Material  verhindert 
und  einer  offenen  zweiten  Position  beweg- 
bar  ist. 

22.  Trokar-Kanulen-Kombination  nach  Anspruch 
21,  bei  welcher  die  KanulenschlieBeinrichtung 
aus  einem  zur  geschlossenen  Stellung  vorge- 
spannten  Klappenventil  besteht. 

23.  Trokar-Kanulen-Kombination  nach  Anspruch  21 
oder  22  und  zugleich  abhangig  von  Anspruch 
13  und  17,  bei  welcher  die  Aktivierungseinrich- 

tung  zwischen  einer  ersten  Position,  in  der  das 
Austrittsloch  offen  ist  und  einer  zweiten  Posi- 
tion,  in  der  das  Austrittsloch  geschlossen  ist, 
bewegbar  ist,  wobei  die  Aktivierungseinrich- 

5  tung  in  Richtung  der  ersten  Position  vorge- 
spannt  und  als  Reaktion  auf  die  Kombination 
des  Kanulenteils  mit  der  Trokarbaugruppe  in 
die  zweite  Position  bewegbar  ist. 

70  24.  Trokar-Kanulen-Kombination  nach  einem  der 
Anspruche  21  bis  23,  bei  welcher  die  Kanule 
eine  Einrichtung  zur  Verminderung  der  Reib- 
wirkung  zwischen  der  Kanule  und  dem  Korper- 
gewebe  aufweist. 

75 
25.  Trokar-Kanulen-Kombination  nach  einem  der 

Anspruche  21  bis  24,  bei  welcher  die  Kanule 
zwischen  einer  distalen  Position  und  einer  pro- 
ximalen  Position  bewegbar  ist  und  eine  Ein- 

20  richtung  zum  Vorspannen  der  Kanule  in  Rich- 
tung  der  distalen  Position  aufweist. 

Revendicatlons 

25  1.  Ensemble  formant  trocart  (100)  qui  comprend  : 
a)  un  chassis  (102,  114) 
b)  une  pointe  de  trocart  (124)  pergant  le 
tissu 
c)  un  moyen  d'entraTnement  (150)  associe 

30  audit  chassis  pour  faire  avancer  ladite  poin- 
te  pergant  le  tissu  en  reponse  a  Implica- 
tion  d'une  puissance  pneumatique;  et 
d)  un  moyen  (128,  128a)  pour  appliquer  une 
quantite  predetermined  de  puissance  pneu- 

35  matique  audit  moyen  d'entraTnement  de  fa- 
gon  a  faire  avancer  ladite  pointe  sur  une 
distance  commandee. 

2.  Ensemble  formant  trocart  selon  la  revendica- 
40  tion  1,  incluant  un  moyen  (130)  pour  detecter 

que  la  pointe  avance  a  travers  du  tissu  corpo- 
rel. 

3.  Ensemble  formant  trocart  selon  la  revendica- 
45  tion  2,  dans  lequel  le  moyen  de  detection 

comprend  un  manchon  (130)  concentrique 
avec  la  pointe. 

4.  Ensemble  formant  trocart  selon  la  revendica- 
50  tion  2,  dans  lequel  le  moyen  de  detection 

comprend  la  pointe  de  trocart. 

5.  Ensemble  formant  trocart  selon  la  revendica- 
tion  2,  3  ou  4,  dans  lequel  le  moyen  de  detec- 

55  tion  est  sollicite  (138)  vers  une  position  distale- 
ment  avancee. 

12 
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6.  Ensemble  formant  trocart  selon  I'une  des  re- 
vendications  precedentes,  incluant  un  moyen 
(130)  pour  detecter  que  la  pointe  a  penetre  a 
travers  du  tissu  corporel  et  a  avance  dans  une 
cavite  corporelle. 

7.  Ensemble  formant  trocart  selon  la  revendica- 
tion  6,  dans  lequel  le  moyen  de  detection  (130) 
est  monte  en  vue  d'un  avancement  distal  rela- 
tivement  audit  chassis  des  que  la  pointe  a 
penetre  dans  la  cavite  corporelle. 

8.  Ensemble  formant  trocart  selon  la  revendica- 
tion  7,  incluant  un  moyen  de  relachement  pour 
initier  (136)  une  retraction  proximale  de  la 
pointe  lors  dudit  avancement  distal  du  moyen 
de  detection. 

9.  Ensemble  formant  trocart  selon  la  revendica- 
tion  8,  dans  lequel  ladite  retraction  proximale 
de  la  pointe  est  initiee  par  une  retraction  proxi- 
male  du  moyen  de  detection  suivie  dudit  avan- 
cement  distal  du  moyen  de  detection. 

10.  Ensemble  formant  trocart  selon  I'une  des  re- 
vendications  precedentes,  dans  lequel  la  poin- 
te  du  trocart  est  sollicitee  (154)  vers  une  posi- 
tion  proximale,  la  sollicitation  proximale  etant 
surmontee  lors  d'un  actionnement  du  moyen 
d'entraTnement. 

11.  Ensemble  formant  trocart  selon  I'une  des  re- 
vendications  precedentes,  dans  lequel  ledit 
moyen  pour  appliquer  une  quantite  predetermi- 
ned  d'energie  pneumatique  comprend  un 
moyen  formant  gachette  pour  relacher  une 
quantite  predetermined  de  gaz  comprime 
d'une  source  de  celui-ci,  et  un  moyen  pour 
communiquer  ladite  quantite  de  gaz  comprime 
a  une  chambre. 

12.  Ensemble  formant  trocart  selon  la  revendica- 
tion  11,  dans  lequel  ledit  moyen  d'entraTne- 
ment  comprend  un  piston  deplagable  a  I'inte- 
rieur  de  ladite  chambre  en  reponse  a  I'entree 
ou  a  la  sortie  de  gaz  comprime  dans  celle-ci, 
et  un  arbre  obturateur  monte  sur  ledit  piston,  la 
pointe  pergant  le  tissu  etant  montee  sur  I'ex- 
tremite  distale  dudit  arbre  obturateur. 

13.  Ensemble  formant  trocart  selon  la  revendica- 
tion  11  ou  12  telles  que  dependantes  de  la 
revendication  8,  dans  lequel  ledit  moyen  de 
relachement  comprend  une  ouverture  d'eva- 
cuation  pour  permettre  la  liberation  du  gaz 
comprime  de  celui-ci. 

14.  Ensemble  formant  trocart  selon  la  revendica- 
tion  13,  dans  lequel  ledit  arbre  obturateur  est 
monte  de  fagon  coulissante  sur  ledit  piston  et 
est  deplagable  entre  une  position  distale  relati- 

5  vement  audit  piston  dans  laquelle  ledit  orifice 
d'echappement  est  ouverte  et  une  position 
proximale  relativement  audit  piston  dans  la- 
quelle  ledit  orifice  d'echappement  est  fermee. 

io  15.  Ensemble  formant  trocart  selon  la  revendica- 
tion  12  ou  les  revendications  13  ou  14  telles 
que  dependantes  de  la  revendication  12,  dans 
lequel  ledit  obturateur  est  sollicite  par  une  for- 
ce  de  sollicitation  vers  ladite  position  distale  et 

is  dans  lequel  ledit  appareil  comprend  un  moyen 
pour  maintenir  ledit  obturateur  dans  ladite  po- 
sition  proximale  relativement  audit  piston  en 
reponse  a  la  presence  de  tissu  corporel  dans 
le  trajet  de  coupe  de  la  pointe  pergant  le  tissu. 

20 
16.  Ensemble  formant  trocart  selon  la  revendica- 

tion  15,  dans  lequel  ladite  pointe  pergant  le 
tissu  est  montee  fixement  sur  I'extremite  dudit 
obturateur  de  telle  sorte  que  la  resistance  de 

25  tissu  rencontree  par  ladite  pointe  pergant  le 
tissu  est  transmise  audit  obturateur  pour  s'op- 
poser  a  ladite  force  de  sollicitation. 

17.  Ensemble  formant  trocart  selon  I'une  des  re- 
30  vendications  11  a  16,  incluant  en  outre  un 

moyen  d'activation  deplagable  entre  une  pre- 
miere  position  dans  laquelle  ledit  moyen  pour 
communiquer  du  gaz  comprime  a  ladite  cham- 
bre  est  obstrue  et  une  deuxieme  position  dans 

35  laquelle  ledit  moyen  pour  communiquer  du  gaz 
comprime  a  ladite  chambre  n'est  pas  obstrue, 
ledit  moyen  d'activation  etant  sollicite  a  ladite 
premiere  position  et  est  deplagable  vers  ladite 
deuxieme  position  en  reponse  a  I'actionnement 

40  dudit  moyen  de  detection. 

18.  Ensemble  formant  trocart  selon  la  revendica- 
tion  13,  comprenant  en  outre  un  moyen  d'acti- 
vation  deplagable  entre  une  premiere  position 

45  dans  laquelle  ledit  orifice  d'echappement  est 
ouvert  et  une  deuxieme  position  dans  laquelle 
ledit  orifice  d'echappement  est  ferme,  ledit 
moyen  d'activation  etant  sollicite  a  ladite  pre- 
miere  position  et  est  deplagable  a  ladite 

50  deuxieme  position  en  reponse  a  I'actionnement 
dudit  moyen  de  detection. 

19.  Ensemble  formant  trocart  selon  I'une  des  re- 
vendications  precedentes,  incluant  en  outre  un 

55  recipient  de  gaz  comprime  pour  ladite  applica- 
tion  de  puissance  pneumatique. 

13 
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20.  Ensemble  formant  trocart  selon  la  revendica- 
tion  19,  dans  lequel  ledit  recipient  comprend 
un  moyen  pour  liberer  une  quantite  predeter- 
mined  de  gaz  comprime  en  reponse  a  I'action- 
nement  dudit  moyen  de  gachette.  5 

21.  En  combinaison  avec  I'ensemble  formant  tro- 
cart  tel  que  revendique  dans  I'une  des  revendi- 
cations  precedentes,  une  partie  de  cannule  qui 
comprend  :  10 

a)  un  bottier; 
b)  une  cannule  s'etendant  distalement  dudit 
bottier  pour  recevoir  ladite  pointe  pergant  le 
tissu  et  au  moins  une  partie  dudit  moyen 
d'entraTnement;  is 
c)  un  moyen  fermant  la  cannule  deplagable 
entre  une  premiere  position  fermee  pour 
empecher  le  passage  de  materiau  a  travers 
celui-ci  et  une  deuxieme  position  ouverte. 

22.  Combinaison  a  trocart  et  a  cannule  selon  la 
revendication  21,  dans  laquelle  ledit  moyen 
fermant  la  cannule  comprend  une  vanne  a 
clapet  sollicitee  vers  une  position  fermee. 

20 

25 
23.  Combinaison  a  trocart  et  a  cannule  selon  la 

revendication  21  ou  22,  telles  que  dependan- 
tes  des  revendications  13  et  17,  dans  laquelle 
ledit  moyen  d'actionnement  est  deplagable  en- 
tre  une  premiere  position  dans  laquelle  ledit  30 
orifice  d'echappement  est  ouvert  et  une 
deuxieme  position  dans  laquelle  ledit  orifice 
d'echappement  est  ferme,  ledit  moyen  d'ac- 
tionnement  etant  sollicite  vers  ladite  premiere 
position  et  est  deplagable  vers  ladite  deuxieme  35 
position  en  reponse  a  la  combinaison  de  ladite 
partie  de  cannule  avec  ledit  ensemble  formant 
trocart. 

24.  Combinaison  a  trocart  et  a  cannule  selon  I'une  40 
des  revendications  21  a  23,  dans  laquelle  ladi- 
te  cannule  comprend  un  moyen  pour  faciliter 
une  interference  de  friction  entre  la  cannule  et 
le  tissu  corporel. 

45 
25.  Combinaison  a  trocart  et  a  cannule  selon  I'une 

des  revendications  21  a  24,  dans  laquelle  ladi- 
te  cannule  est  deplagable  entre  une  position 
distale  et  une  position  proximale,  et  ladite  par- 
tie  de  cannule  comprend  un  moyen  pour  solli-  so 
citer  ladite  cannule  vers  ladite  position  distale. 

55 

14 



EP  0  520  296  B1 

15 



EP  0  520  296  B1 

16 



EP  0  520  296  B1 

17 



EP  0  520  296  B1 

18 



EP  0  520  296  B1 

241a .  

F I G .   4 a  

2 4 0   2 4 1  

'40  a T .  

2 4 2 -  

2 3 2  

2 4 0 a -  

2 4 1 a _   
2 4 1   2 4 0  2 3 2 -  

2 4 0 L  

F I G .   6 a  

19 



EP  0  520  296  B1 



EP  0  520  296  B1 

21 



EP  0  520  296  B1 

22 



EP  0  520  296  B1 

0 3 >   
F   I   G   7  

2 3 3 a .   2 3 4 *   
^   ^   ^  

2 3 1  
2 3 0 b  

2 3 Z   2 3 4 b   2 3 3 b   2 3 3 c  
2 3 3  

2 3 4  

F I G .   8  

I  2 3 0 c  

2 3 0 a .  

2 2 8 a  

23 



EP  0  520  296  B1 

24 



EP  0  520  296  B1 

25 



EP  0  520  296  B1 

F I G .   1 4  

26 



EP  0  520  296  B1 

27 


	bibliography
	description
	claims
	drawings

