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Description 

The  invention  relates  generally  to  objective 
lens  driving  apparatus. 

Objective  lens  driving  apparatus  can  be  used 
to  drive  an  objective  lens  to  converge  a  light  beam 
emitted  from,  for  example,  a  light  source  on  the 
signal  recording  plane  of  an  optical  disc  in  the 
focus  direction  and  tracking  direction  or  in  one  of 
these  directions. 

Objective  lens  driving  apparatus  has  been  pre- 
viously  proposed  constructed  such  that  a  movable 
body  to  which  an  objective  lens  is  attached  is 
supported  by  a  single  supporting  arm  having  a 
hinge  and  a  parallel  link  on  a  base  (see  US  Patent 
No.  4,766,583).  Another  apparatus  is  constructed, 
as  shown  in  Figure  1  of  the  accompanying  draw- 
ings,  such  that  a  bobbin  4  supporting  an  objective 
lens  1  and  having  a  driving  coil  2  for  focusing 
control  and  a  driving  coil  3  for  tracking  control  is 
disposed  between  magnets  6  arranged  opposite  to 
each  other  on  a  base  5  which  serves  as  a  yoke  and 
supported  in  a  cantilever  manner  by  supporting 
rods  8.  The  supporting  rods  8  are  made  of  metal 
having  resiliency  and  are  respectively  fixed  to  up- 
per  right,  upper  left,  lower  right  and  lower  left 
portions  of  the  front  surface  of  a  fixing  plate  7 
implanted  on  the  base  5  such  that  they  are  in 
parallel  to  each  other  in  a  cantilever  manner. 

In  said  another  apparatus  the  bobbin  4  is 
moved  by  the  resilient  displacement  of  the  support- 
ing  rods  8  which  is  caused  by  supplying  a  driving 
current  to  the  driving  coil  2  for  focusing  control  or 
the  driving  coil  3  for  tracking  control  and  con- 
sequently  the  objective  lens  1  supported  by  the 
bobbin  4  is  moved  on  the  basis  of  a  focusing  error 
signal  or  a  tracking  error  signal  in  the  focusing 
direction  (the  direction  of  the  optical  axis  of  the 
objective  lens  1  or  the  direction  parallel  to  the 
optical  axis)  or  the  tracking  direction  (the  direction 
perpendicular  to  the  optical  axis  of  the  objective 
lens  1  or  the  plane  direction  perpendicular  to  the 
optical  axis). 

The  objective  lens  driving  apparatus  of  US 
Patent  No.  4,766,583,  has  the  hinge  of  the  support- 
ing  arm  positioned  at  the  rotating  centre  of  the 
movable  body,  which  causes  restriction  to  the  form 
of  the  movable  body.  For  example,  freedom  of 
location  of  the  optical  system  is  decreased  when 
the  apparatus  is  integrally  driven,  consequently 
presenting  difficulties  on  making  the  apparatus 
thinner. 

On  the  other  hand,  in  said  another  apparatus, 
that  is,  the  objective  lens  driving  apparatus  as 
shown  in  Fig.  1,  since  it  comprises  a  cantilever 
spring  supporting  system,  the  interval  between  the 
upper  and  lower  resilient  supporting  rods  is  de- 
creased  as  the  apparatus  is  made  thinner,  thus 

presenting  obstacles  in  that  the  optical  axis  of  the 
objective  lens  is  readily  inclined.  Further,  when  it  is 
integrally  driven,  it  requires  additional  signal  line 
lead-out  method  so  that  the  construction  is  made 

5  complicated.  Moreover,  four  resilient  supporting 
rods  do  not  allow  setting  the  vibration  characteris- 
tics  independently  to  the  focusing  direction  and  the 
tracking  direction,  thereby  incurring  troubles  such 
as  the  operation  lacks  smoothness. 

io  According  to  the  invention  there  is  provided  an 
objective  lens  driving  apparatus  comprising: 

a  movable  body  mounting  an  objective  lens; 
a  supporting  arm  mounting  the  movable  body 

and  including  a  hinge  portion  and  first  and  second 
75  parallel  links,  a  frame  to  which  the  supporting  arm 

is  attached  and  electro-magnetic  driving  means  to 
drive  the  objective  lens  in  a  direction  parallel  to  the 
optical  axis  of  the  objective  lens  and  in  a  direction 
perpendicular  to  the  optical  axis; 

20  characterised  in  that  the  supporting  arm  com- 
prises  first  and  second  supporting  arm  members 
each  having  a  pair  of  hinge  portions;  the  first  and 
second  parallel  links  are  provided  on  each  of  the 
first  and  second  supporting  arms  and  couple  the 

25  respective  pair  of  hinge  portions;  and  the  objective 
lens  is  movable  in  a  direction  parallel  to  the  optical 
axis  of  the  objective  lens  by  the  respective  parallel 
links  of  the  first  and  second  supporting  arm  mem- 
bers  and  is  movable  in  the  direction  perpendicular 

30  to  the  optical  axis  of  the  objective  lens  by  a  par- 
allelogram  linkage  formed  by  the  movable  body,  a 
part  of  the  frame  and  the  first  and  second  support- 
ing  arm  members. 

Such  an  objective  lens  driving  apparatus  can 
35  provide  a  large  freedom  in  the  shape  of  the  mov- 

able  body  which  supports  the  objective  lens,  can 
be  thinner  and  can  permit  setting  of  the  vibration 
characteristic  independently  of  the  focusing  direc- 
tion  and  the  tracking  direction  thereby  to  extend 

40  the  setting  range. 
The  movable  body  may  mount,  in  addition  to 

the  objective  lens,  a  laser  light  source,  optical  parts 
to  introduce  a  light  beam  from  the  laser  light 
source  to  the  objective  lens  and  a  light  receiving 

45  element  to  receive  the  light  beam  which  passes 
through  the  objective  lens  and  the  optical  parts. 

The  invention  is  diagrammatically  illustrated  by 
way  of  example  in  the  accompanying  drawings,  in 
which:- 

50  Fig.  1  is  a  perspective  view  showing  an  objec- 
tive  lens  driving  apparatus  of  previously  pro- 
posed  kind; 
Fig.  2  is  a  perspective  view  showing  a  first 
embodiment  of  an  objective  lens  driving  appara- 

55  tus  according  to  the  invention; 
Figs.  3A  -  3C  are  respectively  a  perspective 
view,  a  plan  view  and  a  side  view  of  an  arm 
member  employed  in  the  apparatus  shown  in 

2 



3 EP  0  326  246  B1 4 

Fig.  2; 
Fig.  4  is  a  perspective  view  showing  a  second 
embodiment  of  an  objective  lens  driving  appara- 
tus  according  to  the  invention; 
Fig.  5  is  an  exploded  perspective  view  of  a  yoke 
serving  as  a  frame  in  the  apparatus  of  Fig.  4; 
Fig.  6  is  a  back  view  of  the  objective  lens 
driving  apparatus  shown  in  Fig.  4; 
Fig.  7  is  a  side  view  of  the  objective  lens  driving 
apparatus  shown  in  Fig.  4; 
Figs.  8A  -  8C  are  respectively  a  perspective 
view,  a  plan  view  and  a  side  view  of  another 
example  of  an  arm  member; 
Figs.  9A  -  9C  are  respectively  a  perspective 
view,  a  plan  view  and  a  side  view  of  a  yet 
further  example  of  an  arm  member; 
Figs.  10A  -  10C  are  respectively  a  perspective 
view,  a  plan  view  and  a  side  view  of  a  yet 
further  example  of  an  arm  member. 

Referring  to  the  drawings,  a  first  embodiment 
of  an  optical  pickup  has  objective  lens  driving 
apparatus  as  shown  in  Fig.  2  comprising  a  bobbin 
12  supporting  an  objective  lens  11  as  a  movable 
body.  The  objective  lens  11  is  supported  on  a 
middle  portion  of  the  upper  surface  of  the  bobbin 
12,  with  its  optical  axis  directed  vertically.  The 
bobbin  12  is  supported  through  first  and  second 
supporting  arm  members  14  and  15  to  a  yoke  13 
as  a  frame  movable  in  a  direction  parallel  to  the 
optical  axis  of  the  objective  lens  11,  that  is,  the 
focusing  direction  and  in  a  direction  perpendicular 
to  the  optical  axis,  that  is,  the  tracking  direction. 

The  bobbin  12  in  the  above  construction  is 
made  of  synthetic  resin  such  as  ABS  resin  or  the 
like  which  has  heat  durability  and  high  rigidity.  A 
driving  coil  16  for  focusing  control  is  wound  on  the 
outer  periphery  of  the  bobbin  12  in  the  direction 
perpendicular  to  the  optical  axis.  Also,  a  driving  coil 
17  for  tracking  control  wound  in  a  substantially 
rectangular  shape  is  attached,  by  adhesive  or  the 
like,  on  the  front  and  rear  faces  of  the  driving  coil 
16  and  on  both  sides  thereof. 

The  yoke  13  is  formed  as  a  quadrilateral  frame 
which  surrounds  the  bobbin  12  with  a  predeter- 
mined  spacing  therebetween.  On  the  inner  surface 
of  inner  front  and  rear  sides  13a  and  13b  of  the 
yoke  13  there  are  secured  magnets  18  opposite 
the  driving  coil  16  for  focusing  control  and  the 
driving  coil  17  for  tracking  control  with  a  predeter- 
mined  distance  therebetween.  The  magnets  18  and 
the  yoke  13  constitute  an  opened  magnetic  circuit. 
The  inner  surface  of  the  rear  side  13b  of  the  yoke 
13  is  provided  with  a  protrusion  13bi  and  one  of 
the  magnets  18  is  fixed  on  the  inner  end  face 
thereof  to  maintain  a  predetermined  spacing  from 
the  coils  16  and  17. 

The  arm  members  14  and  15  which  support 
the  bobbin  12  on  the  yoke  13  as  the  frame,  are 

made  of  elastic  synthetic  resin  and  are  formed  with 
hinge  portions  14a,  14b  and  15a,  15b  and  parallel 
links  14c,  14d  and  15c,  15d  therebetween,  respec- 
tively. 

5  The  arm  members  14  and  15  are  symmetrical 
and  only  one  of  them,  Le.  the  arm  member  14  will 
be  hereinafter  explained  in  detail  with  reference  to 
Figs.  3A  to  3C.  As  shown  in  the  perspective  view  of 
Fig.  3A,  the  pair  of  hinge  portions  14a  and  14b  are 

io  formed  at  front  and  rear  end  portions  of  the  arm 
member  14  by  forming  recesses  14ai,  14a2,  and 
14bi,  14b2  in  opposite  side  faces.  The  arm  mem- 
ber  14  can  be  bent  and  swung  at  the  pair  of  the 
hinge  portions  14a  and  14b  as  shown  by  chain- 

15  dotted  lines  in  Fig.  3B.  The  parallel  links  14c  and 
14d  between  the  hinge  portions  14a  and  14b  ex- 
tend  in  the  direction  perpendicular  to  the  direction 
in  which  the  arm  member  14  is  bent  around  the 
hinge  portions. 

20  The  parallel  links  14c  and  14d  are  provided 
with  flexible  portions  14ci,  14c2  and  14di,  14d2, 
respectively,  in  the  front  and  rear  end  portions 
thereof,  formed  concavely,  in  a  manner  such  that 
the  arm  member  14  can  swing  smoothly  parallel  as 

25  shown  by  chain-dotted  lines  in  Fig.  3C. 
The  arm  members  14  and  15  are  disposed  in 

the  yoke  13  with  the  protrusion  13bi  interposed 
therebetween  and  fixed  at  their  rear  end  surfaces 
such  that  the  parallel  links  14c,  14d  and  15c,  15d 

30  are  vertically,  that  is,  in  a  condition  corresponding 
to  the  optical  axis  of  the  objective  lens  11.  The 
front  surfaces  of  the  arm  members  14  and  15  are 
secured  to  opposite  side  portions  of  the  rear  sur- 
face  of  the  bobbin  12  whereby  the  bobbin  12  is 

35  supported  by  the  yoke  13. 
Also,  flexible  printed  connected  strips  19  and 

20  on  which  a  predetermined  number  of  wiring 
patterns  are  printed  are  connected  to  the  opposite 
side  portions  of  the  bobbin  12  as  power  supply 

40  leads. 
The  flexible  printed  connection  strips  19  and 

20  are  fixed  to  the  yoke  13  on  the  upper  edge  of 
the  rear  wall  portion  13b  and  lead  out  to  the 
outside  after  being  twisted  through  90  °  . 

45  Such  distortion  given  to  the  flexible  printed 
connection  strips  19  and  20  removes  directional 
bias.  Thus,  it  can  be  avoided  that  the  bobbin  12 
tends  to  move  readily  in  a  particular  direction  but  is 
prevented  from  moving  in  the  direction  perpendicu- 

50  lar  to  the  readily  movable  direction  due  to  the 
elasticity  of  the  flexible  printed  connection  strips, 
as  will  be  later  referred  to. 

The  objective  lens  driving  apparatus  of  this 
embodiment  constructed  as  described  above  gen- 

55  erates  a  driving  force  which  moves  the  bobbin  12 
in  the  upward  or  downward  direction,  that  is,  in  the 
direction  parallel  to  the  optical  axis  of  the  objective 
lens  11  attached  to  the  bobbin  12  (focus  direction) 

3 
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by  interaction  of  the  magnetic  flux  from  the  mag- 
nets  18  forming  the  magnetic  circuit  and  the  mag- 
netic  flux  generated  from  the  driving  coil  16  wound 
around  the  bobbin  12  for  the  focusing  control  when 
the  driving  coil  16  is  supplied  with  a  driving  current 
through  the  flexible  printed  connection  strips  19 
and  20  as  power  supply  leads. 

The  arm  members  14  and  15  supporting  the 
bobbin  12  to  the  yoke  13,  as  described  above,  are 
bent  and  swung  by  upward  and  downward  parallel 
movements  of  the  upper  and  lower  parallel  links 
14c,  14d  and  15c,  15d  at  the  flexible  portions 
thereof,  whereby  the  bobbin  12  is  displaced  in 
parallel  in  the  upward  or  downward  direction,  and 
consequently  the  objective  lens  1  1  is  moved  in  the 
focusing  direction.  In  this  event,  the  flexible  printed 
connection  strips  19  and  20  flexibly  move  with  a 
telescopic  elasticity  of  the  distorted  portions  thereof 
in  the  horizontal  plane,  whereby  the  bobbin  12  can 
be  displaced  without  any  trouble. 

When  the  driving  coil  17  for  tracking  control  is 
supplied  with  driving  current  through  the  flexible 
printed  connection  strips  19  and  20,  a  driving  force 
which  moves  the  bobbin  12  in  the  lateral  direction, 
that  is,  the  direction  perpendicular  to  the  optical 
axis  of  the  objective  lens  11  (tracking  direction)  is 
generated  by  the  interaction  of  the  magnetic  flux 
generated  from  the  driving  coil  17  and  the  mag- 
netic  flux  from  the  magnets  18. 

Then,  the  arm  members  14  and  15  supporting 
the  bobbin  12  to  the  yoke  13  are  bent  and  swung 
in  the  leftward  or  rightward  direction  at  the  front 
and  rear  hinge  portions  14a,  14b  and  15a,  15b 
thereby  to  displace  the  bobbin  12  in  the  lateral 
direction  or  in  the  leftward  or  rightward  direction. 

The  lateral  displacement  of  the  bobbin  12  will 
be  evenly  effected  because  the  bobbin  12  and  the 
yoke  13  are  connected  by  the  arm  members  14 
and  15  to  form  a  parallelogram,  that  is,  a  third 
horizontal  link  as  a  whole,  whereby  the  objective 
lens  11  is  moved  in  the  tracking  direction.  In  this 
event,  the  flexible  printed  connection  strips  19  and 
20  are  flexibly  moved  by  a  telescopic  elasticity  of 
the  distorted  portions  thereof  in  their  vertical  por- 
tions,  thus  allowing  the  bobbin  12  to  move  without 
any  trouble. 

A  second  embodiment  of  optical  pickup  will 
now  be  explained  with  reference  to  Fig.  4.  In  a 
second  embodiment  the  objective  lens  11  and  an 
optical  pickup  unit  21  are  incorporated  in  a  bobbin 
22.  Detailed  explanation  on  parts  in  common  with 
those  in  the  first  embodiment  will  be  omitted. 

The  bobbin  22  of  the  second  embodiment  is 
made  of  heat-durable  and  highly  rigid  synthetic 
resin  such  as  ABS  resin  or  the  like  and  formed  in  a 
housing  shape.  On  the  upper  surface  thereof,  there 
is  supported  the  objective  lens  11  with  its  optical 
axis  directed  in  the  vertical  direction.  The  bobbin 

22  includes  therein  the  optical  pickup  unit  21  which 
has  a  semiconductor  laser  as  a  light  source,  a 
beam  splitter  and  a  reflecting  mirror  for  introducing 
a  light  beam  from  the  semiconductor  laser  to  the 

5  objective  lens  1  1  ,  a  photo  detector  for  detecting  a 
returning  beam  reflected  by  an  optical  disc  through 
the  beam  splitter  and  other  components. 

A  yoke  23  of  the  second  embodiment  is 
formed  by  a  first  yoke  member  23a  and  a  second 

io  yoke  member  23b,  each  formed  substantially  in  a 
"U"  shape,  and  angularly  adjustably  connected  to 
each  other  at  their  opposite  ends  to  form  a  quad- 
rilateral  frame.  The  first  and  second  yoke  members 
23a  and  23b  respectively  have  inner  yoke  portions 

is  23ai  and  23bi  inwardly  protruded  within  the  yoke 
members  23a  and  23b.  The  magnets  18  are  se- 
cured  to  the  inner  surfaces  of  the  front  and  rear 
walls  of  the  yoke  23,  that  is,  the  inner  surfaces  of 
the  first  and  second  yoke  members  23a  and  23b 

20  which  constitute  a  magnetic  circuit  with  the  yoke 
23.  Opposite  the  magnets  18  are  disposed  the 
driving  coil  16  for  focusing  control  and  the  driving 
coil  17  for  tracking  control  which  are  wound  on  the 
bobbin  22. 

25  Next,  the  construction  of  the  yoke  23  utilised  in 
the  present  embodiment  will  be  explained  with 
reference  to  Fig.  5. 

As  described  above,  the  yoke  23  is  formed  by 
the  first  and  second  yoke  members  23a  and  23b 

30  which  are  clamped  at  their  opposite  end  portions 
by  clamping  means,  with  the  second  yoke  member 
23b  being  fitted  inside  the  first  yoke  member  23a, 
to  form  a  quadrilateral  frame,  A  vertically  elongate 
guide  slot  30  is  formed  in  one  end  portion  of  the 

35  first  yoke  member  23a  as  a  connecting  portion.  A 
vertically  elongate  angle  adjusting  slot  31  is  also 
formed  in  said  one  end  portion  of  the  yoke  mem- 
ber  23a  at  a  predetermined  distance  from  the 
guide  slot  30.  A  dowel  34  projects  from  the  inner 

40  surface  of  the  other  end  portion  of  the  yoke  mem- 
ber  23a. 

On  the  other  hand,  a  screw  threaded  bore  35  is 
formed  in  one  end  portion  of  the  second  yoke 
member  23b  corresponding  to  the  guide  slot  30  of 

45  the  first  yoke  member  23a.  A  dowel  32  is  protru- 
sively  formed  corresponding  to  the  angle  adjusting 
slot  31  on  the  outer  surface  of  said  one  end  for- 
wardly  of  the  screw  threaded  bore  35,  that  is,  at  a 
location  nearer  the  end  of  the  yoke  member  23b.  A 

50  reference  bore  33  for  angle  adjustment  is  bored 
through  the  other  end  portion  of  the  yoke  member 
23b  corresponding  to  the  dowel  34  of  the  first  yoke 
member  23a. 

To  couple  the  first  yoke  member  23a  with  the 
55  second  yoke  member  23b,  the  end  portions  of  the 

first  yoke  member  23a  are  fitted  to  the  respective 
end  portions  of  the  second  yoke  member  23b,  with 
the  dowel  32  engaged  with  the  angle  adjusting  slot 

4 
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31  and  the  dowel  34  engaged  with  the  angle  ad- 
justing  reference  bore  33  thereby  to  effect  prelimi- 
nary  coupling  of  the  first  and  second  yoke  mem- 
bers  23a  and  23b  with  each  other.  In  this  condition, 
a  fixing  screw  29  is  screwed  into  the  screw  bore  35 
of  the  second  yoke  member  23b  through  the  guide 
slot  30  of  the  first  yoke  member  23a  and  a  washer 
37,  if  necessary,  whereby  the  yoke  members  23a 
and  23b  are  fastened  to  each  other  and  also  con- 
nected  magnetically  to  form  the  yoke  23. 

As  shown  in  Fig.  4,  the  yoke  23  thus  con- 
structed  is  provided  on  the  front  surface  of  the  first 
yoke  member  23a  with  a  guide  shaft  holder  24 
which  is  penetrated  by  a  guide  shaft  25  serving  as 
a  reference  axis  for  movement.  Further,  on  the  rear 
surface  of  the  second  yoke  member  23b  a  level 
determining  pin  27  is  protrusively  provided  through 
a  fixing  block  26,  the  level  determining  pin  27 
being  in  contact  with  the  upper  surface  of  a  level 
determining  base  28.  Then,  the  bobbin  22  is  sup- 
ported  on  the  yoke  23  by  the  arm  members  14  and 
15  in  a  manner  such  that  both  driving  coils  16  and 
17  are  disposed  between  the  magnets  18  and  the 
inner  yoke  portions  23ai  and  23bi  .  The  arm  mem- 
bers  14  and  15,  which  respectively  have  hinge 
portions  and  parallel  links,  each  have  their  rear  face 
fixed  to  the  rear  side  of  the  yoke  23,  Le.  the 
second  yoke  member  23b  and  their  front  end  face 
fixed  to  the  bobbin  22. 

In  Fig.  4,  the  reference  numeral  36  designates 
a  flexible  printed  connection  strap  as  a  leader  for 
power  supply  which  is  led  out  from  the  yoke  23. 

Also  in  the  second  embodiment  constructed  as 
described  above,  in  the  same  manner  as  in  the  first 
embodiment,  when  the  driving  coil  16  for  focusing 
control  and  the  driving  coil  17  for  tracking  control 
are  supplied  with  a  driving  current,  the  bobbin  22  is 
moved  respectively  in  the  direction  parallel  to  the 
optical  axis  of  the  objective  lens  11  and  in  the 
direction  perpendicular  to  the  optical  axis  by  the 
swinging  movement  of  the  parallel  links  and  the 
hinge  portions  of  the  arm  members  14  and  15 
thereby  to  displace  the  objective  lens  1  1  for  focus 
and  tracking  controls. 

In  the  optical  pickup  apparatus  constructed  and 
operating  as  described  above,  it  is  necessary  to 
correct  the  inclination  of  the  optical  system,  Le.  the 
objective  lens  11  and  optical  pickup  unit  21,  with 
respect  to  the  recording  medium  or  optical  disc. 
Such  correction  is  effected,  in  the  second  embodi- 
ment,  about  the  guide  shaft  25  which  serves  as  a 
movement  reference  axis  maintaining  a  positional 
relationship  with  the  optical  disc  and  the  level  de- 
termining  base  28. 

Specifically,  the  guide  shaft  holder  24  attached 
to  the  first  yoke  member  23a  is  penetrated  by  the 
guide  shaft  25,  which  limits  the  overall  optical  pic- 
kup  apparatus  to  have  rotating  freedom  only  in  the 

sending  direction  and  the  direction  around  the 
guiding  shaft  25.  On  the  other  hand,  the  level 
determining  pin  27  protrusively  provided  on  the 
second  yoke  member  23b  of  the  yoke  23  makes 

5  contact  with  the  level  determining  base  28  to  limit 
the  freedom  only  in  the  sending  direction,  whereby 
the  attitude  of  the  optical  pickup  apparatus  is  deter- 
mined.  In  this  event,  the  inclination  of  the  optical 
system,  including  the  objective  lens  11,  is  cor- 

io  rected  with  respect  to  the  guide  shaft  25  and  the 
level  determining  base  28. 

The  abovementioned  correction  of  the  inclina- 
tion  of  the  optical  system,  including  the  objective 
lens  11,  is  effected  in  two  directions  0  and  $  as 

75  shown  in  Figs.  6  and  7. 
Referring  first  to  Fig.  6,  the  correction  in  the 

direction  0  is  effected  as  follows: 
In  a  condition  that  the  fastening  screw  29  for 

fastening  the  first  and  second  yoke  members  23a 
20  and  23b  of  the  yoke  23  is  loose,  the  position  of  the 

dowel  32  of  the  second  yoke  member  23b  is 
changed  with  respect  to  the  angle  adjusting  slot  of 
the  first  yoke  member  23a  to  form  an  angle  in  the 
direction  0,  whereby  the  bobbin  22  supported  by 

25  the  second  yoke  member  23b  through  the  arm 
members  14  and  15  is  inclined.  In  other  words,  the 
optical  system  including  the  objective  lens  11  is 
inclined  with  respect  to  the  guide  shaft  25.  As  a 
result,  the  junction  plane  between  the  first  and 

30  second  yoke  members  23a  and  23b  is  displaced 
form  the  parallel  plane  by  the  angle  0,  however, 
such  displacement  is  absorbed  by  the  elasticity  of 
the  construction  material. 

On  the  other  hand,  the  correction  in  the  direc- 
35  tion  i>  as  shown  in  Fig.  7  is  effected  by  rotating  the 

second  yoke  member  23b  with  respect  to  the  first 
yoke  member  23a  about  a  rotating  axis  extending 
from  the  engaged  position  of  the  angle  adjusting 
slot  31  and  the  dowel  32  to  the  engaged  position  of 

40  the  dowel  34  and  the  angle  adjusting  reference 
bore  33  of  the  first  and  second  yoke  members  23a 
and  23b,  without  changing  the  engaged  position 
(level)  of  the  angle  adjusting  slot  31  and  the  dowel 
32  as  is  effected  for  positioning  in  the  direction  0 

45  as  described  above.  By  this  manipulation,  the  op- 
tical  system  including  the  objective  lens  1  1  can  be 
inclined  in  the  direction  <£. 

After  the  optical  system,  particularly  the  objec- 
tive  lens  11,  has  been  appropriately  corrected,  the 

50  fastening  screw  29  is  tightened  to  fix  the  optical 
system  in  the  correct  position.  In  other  words,  the 
optical  system  correcting  mechanism  is  locked. 

As  described  above,  the  present  embodiment 
can  correct  the  inclination  of  the  optical  system 

55  including  the  objective  lends  11  by  adjusting  the 
angle  between  the  first  and  second  yoke  members 
23a  and  23b  of  the  yoke  23. 

5 
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Figs.  8-10  show  further  examples  of  the  arm 
members.  Also  for  these  examples,  only  one  of  the 
arm  members  will  be  explained. 

An  arm  member  44  shown  in  Figs.  8A  to  8C 
has  the  positional  relationship  between  a  pair  of 
hinge  portions  44a  and  44b  and  flexible  portions  of 
parallel  links  44c  and  44d  opposite  to  that  of  the 
arm  member  14.  Specifically,  the  parallel  links  44c 
and  44d  have  flexible  portions  44ci  ,  44c2  and  44di 
and  44d2  at  the  opposite  ends  thereof  formed 
closely  adjacent  the  ends  of  the  arm  member  44, 
with  the  pair  of  hinge  portions  44a  and  44b  formed 
further  towards  the  middle  of  the  arm  member  44. 
The  arm  member  44  thus  constructed  is  provided 
with  its  parallel  links  44c  and  44d  longer  than  those 
of  the  foregoing  example,  so  that  the  recovery 
force  of  the  objective  lens  11  is  reduced  in  the 
focusing  control  operation,  thereby  making  it  possi- 
ble  to  increase  the  extent  of  movement  of  the 
bobbin  as  a  movable  body  relative  to  a  voltage 
applied  to  the  driving  coil  for  focusing  control,  with 
the  result  that  the  movable  area  of  the  objective 
lens  for  focusing  control  can  be  extended. 

An  arm  member  54  shown  in  Figs.  9A  and  9C 
has  a  pair  of  hinge  portions  54a  and  54b  formed  as 
a  parallel  link  structure.  More  specifically,  the  hinge 
portions  54a  and  54b  are  formed  as  flexible  por- 
tions  54ai  ,  54a2  and  54bi  ,  54b2  cut  in  the  sides  of 
the  front  and  rear  end  portions  of  an  opening  54e 
extending  in  the  lengthwise  direction  through  the 
top  and  bottom  planes  of  the  arm  member  54. 
Parallel  links  54c  and  54d  have  flexible  portions 
54ci  ,  54c2  and  54di  ,  54d2  formed  in  the  end 
portions  thereof,  in  the  same  manner  as  the  afore- 
mentioned  example.  However,  the  parallel  links  of 
the  present  example  are  reduced  to  rod-like  shape 
because  of  the  opening  54e  formed  through  the 
parallel  link  planes. 

The  arm  member  54  thus  constructed  is  ad- 
vantageous  in  that  each  of  the  arm  members  on 
both  sides  can  individually  move  when  the  bobbin 
is  moved  in  the  horizontal  direction,  Le.  in  the 
tracking  control  operation  of  the  objective  lens. 

An  arm  member  64  shown  in  Figs.  10A  to  10  C 
has  flexible  portions  of  hinge  portions  64a  and  64b 
and  parallel  links  64c  and  64d  disposed  in  a  posi- 
tional  relationship  opposite  to  that  of  the  arm  mem- 
ber  54  shown  in  Fig.  9. 

Specifically,  flexible  portions  64ci  ,  64c2  and 
64di  ,  64d2  at  the  sides  of  the  parallel  links  64c  and 
64d  are  formed  at  the  end  portions  of  the  arm 
member  64,  while  parallel  link-like  flexible  portions 
64ai  ,  64a2  and  64bi  ,  64b2  serving  as  the  hinge 
portions  64a  and  64b  are  formed  at  inside  portions 
of  the  arm  member  64. 

Since  the  arm  member  64  has  the  parallel  links 
64c  and  64d  longer  than  those  of  the  foregoing 
examples,  the  recovery  force  of  the  objective  lens 

is  reduced  in  the  focusing  control  operation,  there- 
by  making  it  possible  to  increase  the  moving 
amount  of  the  bobbin  as  a  movable  body  with 
respect  to  a  voltage  applied  to  the  driving  coil  for 

5  focusing  control,  with  the  result  that  the  movable 
area  of  the  objective  lens  for  the  focusing  control 
can  be  extended. 

The  arm  members  of  the  respective  examples 
constructed  as  described  above  can  be  integrally 

io  moulded  of  synthetic  resin.  The  hinge  portions  and 
parallel  links  can  have  their  vibration  characteristics 
in  the  respective  moving  directions,  that  is,  the 
tracking  direction  and  the  focusing  direction  individ- 
ually  set  to  support  the  objective  lens  with  high 

is  accuracy  by  changing  the  thickness  of  the  flexible 
portions  thereof. 

In  the  above-described  embodiments,  each  of 
the  objective  lens  1  1  and  the  optical  pickup  unit  21 
is  attached  to  the  bobbin  22.  However,  the  inven- 

20  tion  can  be  applied  to  a  construction  in  which  only 
the  objective  lens  1  1  is  attached  to  the  bobbin  22. 
Also,  members  for  supporting  the  bobbin  22  to  the 
yoke  23  can  be  replaced  by  other  alternatives. 

The  inclination  of  the  optical  system  including 
25  the  objective  lens  can  be  corrected  by  angularly 

adjusting  the  frame  which  supports  the  movable 
body  to  which  the  optical  system  is  attached  with 
respect  to  the  reference  member,  so  that  the  cor- 
recting  operation  is  easily  effected. 

30  Further,  since  the  correcting  mechanism  is  dis- 
posed  at  the  side  of  the  optical  system,  it  does  not 
require  spacing  in  the  vertical  or  height  direction, 
whereby  the  optical  pickup  apparatus  can  be  made 
relatively  thin  and  accordingly  the  whole  optical 

35  disc  recording/reproducing  apparatus  can  be  re- 
duced  in  thickness. 

The  movable  body  supporting  the  objective 
lens  is  supported  to  the  frame  by  first  and  second 
supporting  members  each  having  a  pair  of  hinge 

40  portions  and  first  and  second  parallel  links  coupling 
the  two  hinge  portions,  so  that  movements  of  the 
movable  body  in  the  direction  parallel  to  the  optical 
axis  of  the  objective  lens  and  in  the  direction 
perpendicular  to  the  optical  axis  are  individually 

45  made  by  different  flexible  actions  of  the  respective 
supporting  members,  whereby  the  torsional  rigidity 
and  inclination  accuracy  are  maintained,  with  the 
result  that  the  objective  lens  can  be  always  pre- 
cisely  driven  with  stability.  Also,  since  the  move- 

so  ment  of  the  movable  body  in  the  direction  per- 
pendicular  to  the  optical  axis  of  the  objective  lens 
is  made  by  the  parallel  link  mechanism,  the  mov- 
able  body  has  a  large  freedom  in  shape  so  that  the 
optical  pickup  apparatus  can  be  reduced  in  thick- 

55  ness,  and  also  the  vibration  characteristics  can  be 
set  individually  in  the  respective  directions,  thereby 
making  it  possible  to  extend  the  setting  range  and 
accordingly  increase  the  freedom  of  design  of  the 

6 
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whole  apparatus. 

Claims 

1.  Objective  lens  driving  apparatus  comprising: 
a  movable  body  (12)  mounting  an  objec- 

tive  lens  (11); 
a  supporting  arm  (14,  15,  44,  54,  64) 

mounting  the  movable  body  (12)  and  including 
a  hinge  portion  (14a,  14b,  15a,  15b,  44a,  44b, 
54a,  54b,  64a,  64b)  and  first  and  second  par- 
allel  links  (14c,  14d,  15c,  15d,  44c,  44d,  54c, 
54d,  64c,  64d),  a  frame  (13,  23)  to  which  the 
supporting  arm  is  attached  and  electro-mag- 
netic  driving  means  (16,  17,  18)  to  drive  the 
objective  lens  in  a  direction  parallel  to  the 
optical  axis  of  the  objective  lens  and  in  a 
direction  perpendicular  to  the  optical  axis; 

characterised  in  that  the  supporting  arm 
comprises  first  and  second  supporting  arm 
members  (14,  15,  44,  54,  64)  each  having  a 
pair  of  hinge  portions  (14a,  14b,  15a,  15b,  44a, 
44b,  54a,  54b,  64a,  64b);  the  first  and  second 
parallel  links  (14c,  14d,  15c,  15d,  44c,  44d, 
54c,  54d,  64c,  64d)  are  provided  on  each  of 
the  first  and  second  supporting  arms  and  cou- 
ple  the  respective  pair  of  hinge  portions;  and 
the  objective  lens  (11)  is  movable  in  a  direction 
parallel  to  the  optical  axis  of  the  objective  lens 
(11)  by  the  respective  parallel  links  (14c,  14d, 
15c,  15d,  44c,  44d,  54c,  54d,  64c,  64d)  of  the 
first  and  second  supporting  arm  members  and 
is  movable  in  the  direction  perpendicular  to  the 
optical  axis  of  the  objective  lens  by  a  parallel- 
ogram  linkage  formed  by  the  movable  body 
(12)  ,  a  part  of  the  frame  (13,  23)  and  the  first 
and  second  supporting  arm  members  (14,  15, 
44,  54,  64). 

2.  Objective  lens  driving  apparatus  according  to 
claim  1  ,  wherein  the  first  and  second  support- 
ing  arm  members  are  constructed  such  that 
supporting  portions  formed  respectively  at  one 
end  thereof  to  support  the  movable  body  (12) 
and  attaching  portions  formed  respectively  at 
the  other  end  thereof  to  be  attached  to  the 
frame  (13,  23)  are  coupled  by  the  first  and 
second  parallel  links  (14c,  15c,  etc)  and  the 
pair  of  hinge  portions  (14a,  14b,  etc). 

3.  Objective  lens  driving  apparatus  according  to 
claim  2,  wherein  the  pair  of  hinge  portions 
(14a,  14b,  etc)  are  formed  such  that  the  bend- 
ing  direction  thereof  is  arranged  in  the  direc- 
tion  perpendicular  to  the  optical  axis  of  the 
objective  lens  (11). 

4.  Objective  lens  driving  apparatus  according  to 
claim  3,  wherein  the  first  and  second  parallel 
links  (14c,  14d,  etc)  are  formed  between  the 
pair  of  hinge  portions  (14a,  14b,  etc)  and  in  the 

5  direction  perpendicular  to  the  bending  direction 
of  the  hinge  portions  (14a,  14b,  etc)  and  are 
provided  at  both  ends  thereof  with  flexible  por- 
tions  (1  4ci  ,  1  4c2  ,  1  4di  ,  1  4d2  ,  1  5ci  ,  1  5C2  , 
15di,  15d2,  44ci,  44c2,  44di  ,  44d2,  54ci  , 

w  54c2,  54di,  54d2,  64ci  ,  64c2,  64di  ,  64d2) 
which  enable  the  objective  lens  (11)  to  swing 
in  the  direction  parallel  to  the  optical  axis. 

5.  Objective  lens  driving  apparatus  according  to 
is  claim  3,  wherein  the  first  and  second  support- 

ing  arm  members  (44,  54,  64)  are  provided, 
adjacent  the  ends  of  the  first  and  second  par- 
allel  links  (44c,  44d,  54c,  54d,  64c,  64d)  with 
flexible  portions  (44ci  ,  44di  etc)  which  enable 

20  the  objective  lens  to  swing  in  the  direction 
parallel  to  the  optical  axis,  and  the  pair  of 
hinge  portions  (44a,  44b  etc)  are  located  in- 
wardly  of  the  flexible  portions  (44c,  44d  etc). 

25  6.  Objective  lens  driving  apparatus  according  to 
claim  3,  wherein  the  pair  of  hinge  portions 
(54a,  54b,  64a,  64b)  are  constituted  by  a  pair 
of  parallel  links. 

30  7.  Objective  lens  driving  apparatus  according  to 
claim  6,  wherein  an  opening  (54e)  formed 
through  the  upper  and  lower  planes  of  the  pair 
of  parallel  links  constituting  the  hinge  portions 
is  provided  at  both  ends  thereof  with  a  pair  of 

35  flexible  portions  (54ai  ,  54a2,  54bi  ,  54b2,  64ai  , 
64a2,  64bi  ,  64b2)  so  as  to  enable  the  objective 
lens  (11)  to  swing  in  the  direction  perpendicu- 
lar  to  the  optical  axis,  and  an  opening  formed 
in  a  central  portion  of  the  first  and  second 

40  parallel  links  is  provided  at  both  ends  thereof 
with  a  pair  of  flexible  portions  (54ci  ,  54c2, 
54di,  54d2,  64ci,  64c2,  64di  ,  64d2)  so  as  to 
enable  the  objective  lens  (11)  to  swing  in  the 
direction  parallel  to  the  optical  axis  of  the  ob- 

45  jective  lens. 

8.  Objective  lens  driving  apparatus  according  to 
claim  7,  wherein  the  flexible  portions  (54ci  , 
54c2)  of  the  first  and  second  parallel  links  are 

50  located  inwardly  of  the  flexible  portions  (54ai  , 
54a2,  etc)  of  the  hinge  portions. 

9.  Objective  lens  driving  apparatus  according  to 
claim  7,  wherein  the  flexible  portions  (64ci  , 

55  64c2,  etc)  of  the  first  and  second  parallel  links 
are  located  outwardly  of  the  flexible  portions 
(64ai  ,  64a2)  of  the  hinge  portions. 

7 
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10.  Objective  lens  driving  apparatus  according  to 
claim  1  ,  wherein  the  first  and  second  support- 
ing  arm  members  (14,  15,  44,  54,  64)  are 
integrally  moulded  of  flexible  synthetic  resin. 

11.  Objective  lens  driving  apparatus  according  to 
claim  1,  wherein  the  frame  (23)  is  formed  by 
coupling  first  and  second  frame  members 
(23a,  23b)  each  formed  substantially  in  a  "U" 
shape. 

12.  Objective  lens  driving  apparatus  according  to 
claim  11,  wherein  the  first  and  second  frame 
members  (23a,  23b)  have  an  angle  adjusting 
mechanism  for  adjusting  an  angle  of  one  of  the 
first  and  second  frame  members  with  respect 
to  the  other. 

13.  Objective  lens  driving  apparatus  according  to 
claim  12,  wherein  the  angle  adjusting  mecha- 
nism  comprises  a  slot  (30,  31)  for  adjustment 
provided  through  one  of  the  frame  members 
(23a)  and  a  protrusion  (29,  32)  provided  on  the 
other  of  the  frame  members  (23b)  at  a  location 
corresponding  to  the  slot  (30,  31)  for  adjust- 
ment. 

14.  Objective  lens  driving  apparatus  according  to 
claim  12,  wherein  the  angle  adjusting  mecha- 
nism  can  adjust  the  inclination  of  the  optical 
axis  of  the  objective  lens  (11). 

15.  Objective  lens  driving  apparatus  according  to 
any  one  of  claims  1  to  14,  in  which  the  mov- 
able  body  (12)  mounts,  in  addition  to  the  ob- 
jective  lens  (11),  a  laser  light  source,  optical 
parts  to  introduce  a  light  beam  from  the  laser 
light  source  to  the  objective  lens  (11)  and  a 
light  receiving  element  to  receive  the  light 
beam  which  passes  through  the  objective  lens 
and  the  optical  parts. 

Patentanspruche 

1.  Objektivantriebsvorrichtung 
mit  einem  beweglichen  Korper  (12),  in 

dem  ein  Objektiv  (11)  montiert  ist, 
mit  einem  Tragarm  (14,  15,  44,  54,  64),  in 

dem  der  bewegliche  Korper  (12)  montiert  ist 
und  der  einen  Gelenkteil  (14a,  14b,  15a,  15b, 
44a,  44b,  54a,  54b,  64a,  64b)  und  erste  und 
zweite  zueinander  parallele  Zwischenverbin- 
dungsglieder  (14c,  14d,  15c,  15d,  44c,  44d, 
54c,  54d,  64c,  64d)  aufweist, 

mit  einem  Rahmen  (13,  23),  an  dem  der 
Tragarm  befestigt  ist, 

sowie  mit  elektromagnetischen  Antriebs- 
mitteln  (16,  17,  18)  fur  den  Antrieb  des  Objek- 

tivs  in  einer  Richtung  parallel  zu  seiner  opti- 
schen  Achse  und  in  einer  Richtung  senkrecht 
zu  seiner  optischen  Achse, 

dadurch  gekennzeichnet, 
5  dal3  der  Tragarm  ein  erstes  und  ein  zwei- 

tes  Tragarmteil  (14,  15,  44,  54,  64)  mit  jeweils 
einem  Paar  von  Gelenkteilen  (14a,  14b,  15a, 
15b,  44a,  44b,  54a,  54b,  64a,  64b)  umfaBt, 

dal3  die  ersten  und  die  zweiten  parallelen 
io  Zwischenverbindungsglieder  (14c,  14d,  15c, 

15d,  44c,  44d,  54c,  54d,  64c,  64d)  an  jedem 
der  ersten  und  zweiten  Tragarmteile  angeord- 
net  sind  und  die  betreffenden  Paare  von  Ge- 
lenkteilen  miteinander  verbinden, 

is  und  dal3  das  Objektiv  durch  die  jeweiligen 
parallelen  Zwischenverbindungsglieder  (14c, 
14d,  15c,  15d,  44c,  44d,  54c,  54d,  64c,  64d) 
des  ersten  und  zweiten  Tragarmteils  parallel  zu 
seiner  optischen  Achse  und  durch  ein  von  dem 

20  beweglichen  Korper,  einem  Teil  des  Rahmens 
(13,  22)  und  das  erste  und  das  zweite  Tra- 
garmteil  (14,  15,  44,  54,  64)  gebildetes  Paralle- 
logrammgestange  senkrecht  zu  seiner  opti- 
schen  Achse  bewegbar  ist. 

25 
2.  Objektivantriebsvorrichtung  nach  Anspruch  1, 

bei  der  das  erste  und  das  zweite  Tragarmteil 
so  konstruiert  sind,  dal3  an  jeweils  einem  ihrer 
Enden  ausgebildete  tragende  Abschnitte  zur 

30  Halterung  des  beweglichen  Korpers  (11)  und 
an  ihren  jeweiligen  anderen  Enden  ausgebilde- 
te  Befestigungabschnitte,  die  zur  Befestigung 
an  dem  Rahmen  (13,  23)  bestimmt  sind,  durch 
die  ersten  und  die  zweiten  parallelen  Zwi- 

35  schenverbindungsglieder  (14c,  15c,  usw.)  und 
das  Paar  von  Gelenkteilen  (14a,  14b,  usw.) 
miteinander  verbunden  sind. 

3.  Objektivantriebsvorrichtung  nach  Anspruch  2, 
40  bei  der  das  Paar  von  Gelenkteilen  (14a,  14b  u. 

s.  w.)  so  ausgebildet  ist,  dal3  ihre  Auslenkungs- 
richtung  senkrecht  zur  optischen  Achse  des 
Objektivs  (11)  verlauft. 

45  4.  Objektivantriebsvorrichtung  nach  Anspruch  3, 
bei  der  die  ersten  und  zweiten  parallelen  Zwi- 
schenverbindungsglieder  (14c,  14d,  usw.)  zwi- 
schen  dem  Paar  von  Gelenkteilen  (14a,  14b, 
usw.)  und  senkrecht  zur  Auslenkungsrichtung 

50  der  Gelenkteile  (14a,  14b,  usw.)  ausgebildet 
und  an  ihren  beiden  Enden  mit  flexiblen  Ab- 
schnitten  (14ci,  14C2,  14di,  14d2,  15ci,  15C2, 
15di,  15d2,  44c+,  44c2,  44d+,  44d2,  54c5, 
54c2,  54d5,  54d2,  64cG,  64c2,  64dG,  64d2)  aus- 

55  gestattet  sind,  die  eine  Schwingungsbewegung 
des  Objektivs  (11)  parallel  zu  seiner  optischen 
Achse  ermoglichen. 

8 
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5.  Objektivantriebsvorrichtung  nach  Anspruch  3, 
bei  der  das  erste  und  das  zweite  Tragarmteil 
(44,  54,  64)  in  der  Nahe  der  Enden  der  ersten 
und  zweiten  parallelen  Zwischenverbindungs- 
glieder  (44c,  44d,  54c,  54d,  64c,  64d)  mit 
flexiblen  Abschnitten  (44ci  ,  44di  ,  usw.)  ausge- 
stattet  sind,  die  eine  Schwingungsbewegung 
des  Objektivs  (11)  parallel  zu  seiner  optischen 
Achse,  wobei  das  Paar  von  Gelenkteilen  (44a, 
44b,  usw.)  innerhalb  der  flexiblen  Abschnitte 
(44ci  ,  44di  ,  usw.)  liegt. 

6.  Objektivantriebsvorrichtung  nach  Anspruch  3, 
bei  der  das  Paar  von  Gelenkteilen  (54a,  54b, 
64a,  64b)  aus  einem  Paar  von  parallelen  Zwi- 
schenverbindungsgliedem  besteht. 

7.  Objektivantriebsvorrichtung  nach  Anspruch  5, 
bei  der  eine  Offnung  (54e)  durch  die  oberen 
und  unteren  Flachen  des  Paares  von  die  Ge- 
lenkteile  bildenden  parallelen  Zwischenverbin- 
dungsgliedem  verlauft,  an  deren  beiden  Enden 
ein  Paar  von  flexiblen  Abschnitten  (54ai  ,  54a2, 
54bi  ,  54b2,  64ai  ,  64a2,  64bi  ,  64b2)  vorgese- 
hen  ist,  die  eine  Schwingungsbewegung  des 
Objektivs  senkrecht  zu  seiner  optischen  Achse 
ermoglichen,  und  bei  der  eine  in  einem  zentra- 
len  Bereich  der  ersten  und  zweiten  parallelen 
Zwischenverbindungsglieder  vorgesehene  Off- 
nung  an  den  beiden  Enden  derselben  mit  ei- 
nem  Paar  von  flexiblen  Abschnitten  (54ci  , 
54c2,  54di  ,  54d2,  64ci  ,  64c2,  64di  ,  64d2)  aus- 
gestattet  ist,  die  eine  Schwingungsbewegung 
des  Objektivs  parallel  zu  seiner  optischen  Ach- 
se  ermoglichen. 

8.  Objektivantriebsvorrichtung  nach  Anspruch  7. 
bei  der  die  flexiblen  Abschnitte  (54ci  ,  54c2) 
der  ersten  und  der  zweiten  parallelen  Zwi- 
schenverbindungsglieder  innerhalb  der  flexi- 
blen  Abschnitte  (54ai  ,  54a2,  usw.)  der  Gelenk- 
teile  liegen. 

9.  Objektivantriebsvorrichtung  nach  Anspruch  7, 
bei  der  die  Gelenkteile  (64ci  ,  64c2,  usw.)  der 
ersten  und  der  zweiten  parallelen  Zwischenver- 
bindungsglieder  auBerhalb  der  flexiblen  Ab- 
schnitte  (64ai  ,  64a2)  der  Gelenkteile  liegen. 

10.  Objektivantriebsvorrichtung  nach  Anspruch  1, 
bei  der  das  erste  und  das  zweite  Tragarmteil 
(14,  15,  44,  54,  64)  ein  einstuckiges  Formteil 
aus  flexiblem  Kunstharz  bilden. 

11.  Objektivantriebsvorrichtung  nach  Anspruch  1, 
bei  der  der  Rahmen  (22)  durch  das  Verbinden 
eines  ersten  und  eines  zweiten  U-formigen 
Rahmenteils  (23a,  23b)  gebildet  ist. 

12.  Objektivantriebsvorrichtung  nach  Anspruch  11, 
bei  der  das  erste  und  das  zweite  Rahmenteil 
(23a,  23b)  einen  Winkeljustiermechanismus 
zum  Einstellen  des  Winkels  des  ersten  und 

5  des  zweiten  Rahmenteils  relativ  zu  dem  jeweils 
anderen  Rahmenteil  aufweisen. 

13.  Objektivantriebsvorrichtung  nach  Anspruch  12, 
bei  der  der  Winkeljustiermechanismus  einen 

io  Justierschlitz  (30,  31)  umfaBt,  der  eines  der 
Rahmenteile  (23a)  durchdringt,  sowie  einen 
Vorsprung  (29,  32),  der  an  dem  anderen  Rah- 
menteil  (23b)  an  einer  dem  Justierschlitz  (30, 
31)  entsprechenden  Stelle  vorgesehen  ist. 

15 
14.  Objektivantriebsvorrichtung  nach  Anspruch  12, 

bei  der  der  Winkeljustiermechanismus  eine 
Einstellung  der  Neigung  der  optischen  Achse 
des  Objektivs  (11)  ermoglicht. 

20 
15.  Objektivantriebsvorrichtung  nach  einem  der 

Anspruche  1  bis  14,  bei  der  der  bewegliche 
Korper  (12)  auBer  dem  Objektiv  (11)  eine  La- 
serlichtquelle,  optische  Teile  zur  Ubertragung 

25  eines  Lichtstrahls  von  der  Laserlichtquelle  zu 
dem  Objektiv  (11)  sowie  ein  Lichtaufnahmeele- 
ment  zur  Aufnahme  des  durch  das  Objektiv 
und  die  genannten  optischen  Teile  verlaufen- 
den  Lichtstrahls  enthalt. 

30 
Revendicatlons 

1.  Appareil  de  commande  d'objectif  comportant  : 
un  corps  mobile  (12)  supportant  un  objectif 

35  (11); 
un  bras  de  support  (14,  15,  44,  54,  64) 

supportant  le  corps  mobile  (12)  et  comprenant 
une  partie  d'articulation  (14a,  14b,  15a,  15b, 
44a,  44b,  54a,  54b,  64a,  64b)  et  des  premiere 

40  et  deuxieme  pieces  de  liaison  paralleles  (14c, 
14d,  15c,  15d,  44c,  44d,  54c,  54d,  64c,  64d), 
un  bati  (13,  23)  sur  lequel  est  fixe  le  bras  de 
support  et  des  moyens  de  commande  electro- 
magnetiques  (16,  17,  18)  destines  a  comman- 

45  der  I'objectif  dans  une  direction  parallele  a 
I'axe  optique  de  I'objectif  et  dans  une  direction 
perpendiculaire  a  I'axe  optique; 

caracterise  en  ce  que  le  bras  de  support 
comporte  des  premier  et  deuxieme  elements 

50  de  bras  de  support  (14,  15,  44,  54,  64)  ayant 
chacun  une  paire  de  parties  d'articulation  (14a, 
14b,  15a,  15b,  44a,  44b,  54a,  54b,  64a,  64b); 
les  premiere  et  deuxieme  pieces  de  liaison 
paralleles  (14c,  14d,  15c,  15d,  44c,  44d,  54c, 

55  54d,  64c,  64d)  sont  prevues  sur  chacun  des 
premier  et  deuxieme  bras  de  support  et  relient 
la  paire  respective  de  parties  d'articulation;  et 
I'objectif  (11)  est  mobile  dans  une  direction 

9 
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parallele  a  I'axe  optique  de  I'objectif  grace  aux 
pieces  de  liaison  paralleles  respectives  (14c, 
14d,  15c,  15d,  44c,  44d,  54c,  54d,  64c,  64d) 
des  premier  et  deuxieme  elements  de  bras  de 
support  et  est  mobile  dans  la  direction  perpen- 
diculaire  a  I'axe  optique  de  I'objectif  grace  a 
un  mecanisme  a  parallelogramme  forme  par  le 
corps  mobile  (12),  une  partie  du  bati  (13,  23) 
et  les  premier  et  deuxieme  elements  de  bras 
de  support  (14,  15,  44,  54,  64). 

2.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  1,  dans  lequel  les  premier  et 
deuxieme  elements  de  bras  de  support  sont 
construits  de  telle  sorte  que  des  parties  de 
support  formees  de  maniere  respective  a  une 
extremite  de  ceux-ci,  afin  de  supporter  le 
corps  mobile  (12)  et  des  parties  de  fixation 
formees  de  maniere  respective  a  I'autre  extre- 
mite  de  ceux-ci  afin  d'etre  fixees  sur  le  bati 
(13,  23)  sont  reliees  par  des  premieres  et 
deuxiemes  pieces  de  liaison  paralleles  (14c, 
15c,  etc.)  et  la  paire  de  parties  d'articulation 
(14a,  14b,  etc.) 

3.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  2,  dans  lequel  la  paire  de  parties 
d'articulation  (14a,  14b,  etc.)  est  formee  de 
telle  sorte  que  la  direction  de  pliage  est  prevue 
dans  la  direction  perpendiculaire  a  I'axe  opti- 
que  de  I'objectif  (11). 

4.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  3,  dans  lequel  les  premieres  et 
deuxiemes  pieces  de  liaison  paralleles  (14c, 
14d,  etc.)  sont  formees  entre  la  paire  de  par- 
ties  d'articulation  (14a,  14b,  etc.)  et  dans  la 
direction  perpendiculaire  a  la  direction  de  plia- 
ge  des  parties  d'articulation  (14a,  14b,  etc.)  et 
sont  pourvues  aux  deux  extremites  de  celles-ci 
de  parties  flexibles  (14c1,  14c2,  14d1,  14d2, 
15c1,  15c2,  15d1,  15d2,  44c1,  44c2,  44d1, 
44d2,  54c1,  54c2,  54d1,  54d2,  64c1,  64c2, 
64d1,  64d2)  qui  permettent  a  I'objectif  (11) 
d'osciller  dans  la  direction  parallele  a  I'axe 
optique. 

5.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  3,  dans  lequel  les  premier  et 
deuxieme  elements  de  bras  (44,  54,  64)  sont 
pourvus,  de  fagon  adjacente  aux  extremites 
des  premieres  et  deuxiemes  pieces  de  liaison 
paralleles  (44c,  44d,  54c,  54d,  64c,  64d)  de 
parties  flexibles  (44c1,  44d1,  etc.)  qui  permet- 
tent  a  I'objectif  d'osciller  dans  la  direction  pa- 
rallele  a  I'axe  optique,  et  la  paire  de  parties 
d'articulation  (44a,  44b,  etc.)  se  trouve  a  I'inte- 
rieur  des  parties  flexibles  (44c,  44d,  etc.). 

6.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  3,  dans  lequel  la  paire  de  parties 
d'articulation  (54a,  54b,  64a,  64b)  est  consti- 
tute  par  une  paire  de  piece  de  liaison  paralle- 

5  les. 

7.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  6,  dans  lequel  une  ouverture  (54e) 
formee  a  travers  les  plans  superieur  et  infe- 

io  rieur  de  la  paire  de  pieces  de  liaison  paralleles 
constituant  les  parties  d'articulation  est  pour- 
vue  aux  deux  extremites  d'une  paire  de  parties 
flexibles  (54a1,  54a2,  54b1,  54b2,  64a1,  64a2, 
64b1,  64b2)  de  fagon  a  permettre  a  I'objectif 

is  (11)  de  basculer  dans  la  direction  perpendi- 
culaire  a  I'axe  optique,  et  une  ouverture  for- 
mee  dans  une  partie  centrale  des  premiere  et 
deuxieme  pieces  de  liaison  paralleles  est  pour- 
vue  aux  deux  extremites  d'une  paire  de  parties 

20  flexibles  (54c1,  54c2,  54d1,  54d2,  64c1,  64c2, 
64d1,  64d2)  de  fagon  a  permettre  a  I'objectif 
(11)  d'osciller  dans  la  direction  parallele  a  I'axe 
optique  de  I'objectif. 

25  8.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  7,  dans  lequel  les  parties  flexibles 
(54c1  ,  54c2)  des  premiere  et  deuxieme  pieces 
de  liaison  paralleles  se  trouvent  a  I'interieur 
des  parties  flexibles  (54a1,  54a2,  etc.)  des 

30  parties  d'articulation. 

9.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  7,  dans  lequel  les  parties  flexibles 
(64c1,  64c2,  etc.)  des  premiere  et  deuxieme 

35  pieces  de  liaison  paralleles  se  trouvent  a  I'ex- 
terieur  des  parties  flexibles  (64a1,  64a2)  des 
parties  d'articulation. 

10.  Appareil  de  commande  d'objectif  selon  la  re- 
40  vendication  1,  dans  lequel  les  premier  et 

deuxieme  elements  de  bras  de  support  (14, 
15,  44,  54,  64)  sont  moules  d'un  seul  tenant  en 
resine  synthetique  flexible. 

45  11.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  1,  dans  lequel  le  bati  (23)  est 
forme  par  accouplement  de  premier  et  deuxie- 
me  elements  de  bati  (23a,  23b)  formes  chacun 
sensiblement  en  U. 

50 
12.  Appareil  de  commande  d'objectif  selon  la  re- 

vendication  11,  dans  lequel  les  premier  et 
deuxieme  elements  de  bati  (23a,  23b)  posse- 
dent  un  mecanisme  de  reglage  d'angle  destine 

55  a  ajuster  un  angle  de  I'un  des  premier  et 
deuxieme  elements  de  bati  par  rapport  a  I'au- 
tre. 

10 



19  EP  0  326  246  B1  20 

13.  Appareil  de  commande  d'objectif  selon  la  re- 
vendication  12,  dans  lequel  le  mecanisme  de 
reglage  d'angle  comporte  une  fente  (30,  31) 
pour  le  reglage  prevue  a  travers  un  des  ele- 
ments  de  bati  (23a)  et  une  saillie  (29,  32)  5 
prevue  sur  I'autre  element  de  bati  (23b)  dans 
un  emplacement  correspondant  a  la  fente  (30, 
31)  pour  le  reglage. 

14.  Appareil  de  commande  d'objectif  selon  la  re-  10 
vendication  12,  dans  lequel  le  mecanisme  de 
reglage  d'angle  peut  regler  I'inclinaison  de 
I'axe  optique  de  I'objectif  (11). 

15.  Appareil  de  commande  d'objectif  selon  I'une  is 
quelconque  des  revendications  1  a  14,  dans 
lequel  le  corps  mobile  (12)  supporte,  en  plus 
de  I'objectif  (11),  une  source  de  lumiere  laser, 
des  parties  optiques  destinees  a  introduire  un 
faisceau  laser  provenant  de  la  source  de  lu-  20 
miere  laser  dans  I'objectif  (11)  et  un  element 
de  reception  de  lumiere  destine  a  recevoir  le 
faisceau  de  lumiere  qui  passe  a  travers  I'ob- 
jectif  et  les  parties  optiques. 

11 
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