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Description 

BACKGROUND  OF  THE  INVENTION 

1)  Field  of  the  Invention 

The  present  invention  relates  to  an  ignition  coil 
for  an  internal  combustion  engine,  and  in  particular, 
although  not  exclusively,  relates  to  an  ignition  coil 
for  an  internal  combustion  engine  having  an  iron 
core  which  is  inserted  through  a  primary  former 
supporting  a  primary  coil. 

2)  Description  of  the  Related  Art 

As  disclosed  in  JP-A-56-42316  and  DE-A 
3620826,  a  now  often  used  ignition  coil  for  an 
internal  combustion  engine  is  constructed  by  en- 
tirely  enclosing  a  primary  coil,  a  secondary  coil, 
their  associated  bobbin  former  and  an  iron  core 
within  a  synthetic  resin. 

In  recent  times  it  has  become  desirable  to 
make  the  ignition  coil  of  small  size  and  light  weight 
so  that  it  is  required  to  discard  the  enclosure 
entirely  surrounding  the  iron  core,  coils  and  syn- 
thetic  resin  and  instead  to  employ  a  structure  in 
which  the  iron  core  is  exposed.  In  particular,  such  a 
requirement  is  extremely  desirable  in  an  ignition 
device  for  a  DIS  (Direct  Ignition  System)  which 
uses  one  ignition  coil  for  one  or  two  ignition  plugs. 

Such  an  ignition  coil  is  disclosed  in  JP-A-55- 
103712. 

It  is  appreciated  that  the  engine  compartment 
where  the  ignition  coil  is  mounted,  is  exposed  to 
open  air  and  directly  receives  the  influence  of  the 
external  atmosphere.  Therefore,  when  a  car  runs 
on  a  road  near  the  sea  or  one  scattered  with  salt  to 
melt  snow  in  the  winter,  the  engine  compartment  is 
filled  with  external  air  containing  components  of 
salt  and  water. 

When  such  external  air  containing  salt  and 
water  enters  into  the  clearance  between  the  pri- 
mary  former  and  the  iron  core  inserted  thereth- 
rough,  the  problem  arises  that  the  iron  core  rusts  to 
produce  a  corrosion  expansion  so  that  stress  due 
to  the  corrosion  expansion  is  transmitted  to  the  coil 
through  the  former  and  a  crack  occurs  in  a  filler 
agent  between  the  respective  bobbins  of  the  pri- 
mary  and  secondary  coils.  The  ignition  coil  then 
breaks  down. 

The  present  invention  seeks  to  provide  an  igni- 
tion  coil  for  an  internal  combustion  engine  in  which 
the  above  defect  is  at  least  partially  mitigated. 

Summary  of  the  Invention 

According  to  this  invention  there  is  provided  an 
ignition  coil  for  an  internal  combustion  engine  com- 

prising: 
a  core  which  is  partially  exposed  to  open  air 

and  made  of  corrodable  metallic  material; 
a  primary  coil  wound  on  a  primary  former,  said 

5  primary  coil  being  circumferentially  formed  around 
said  core;  and 

a  secondary  coil  circumferentially  formed  ar- 
ound  said  primary  coil  so  as  to  be  magnetically 
associated  with  said  primary  coil;  characterised  by 

io  said  primary  former  comprising  a  deformable 
inner  cylindrical  member  and  a  substantially  rigid 
outer  cylindrical  member  whereby  an  annular 
space  is  formed  between  the  inner  cylindrical 
member  and  the  outer  cylindrical  member;  and 

75  stress  absorbing  means,  disposed  between 
said  core  and  said  primary  coil  for  preventing 
stress  due  to  corrosive  expansion  of  said  core 
being  exerted  on  said  primary  coil. 

Preferably  said  stress  absorbing  material  is  lo- 
20  cated  in  the  annular  space. 

In  such  an  embodiment,  conveniently  the 
stress  absorbing  layer  is  a  foamed  rubber-like  ma- 
terial  or  air  in  said  annular  space. 

Advantageously  said  foamed  rubber-like  ma- 
25  terial  is  of  the  type  that  independent  foams  are 

included  therein. 
Thus  in  the  present  invention,  a  stress  absorb- 

ing  layer,  which  is  capable  of  absorbing  stress  due 
to  corrosion  expansion  of  a  metallic  core,  such  as 

30  an  iron  core,  is  formed  between  the  core  and  a 
primary  coil. 

Brief  Description  of  the  Drawings 

35  The  invention  will  now  be  described  by  way  of 
example  with  reference  to  the  accompanying  draw- 
ings  in  which:- 

Figure  1  is  a  cross-sectional  view  of  one  em- 
bodiment  of  an  ignition  coil  for  an  internal  com- 

40  bustion  engine  in  accordance  with  this  invention; 
and 
Figure  2  to  Figure  4  inclusive  each  show  an 
enlarged  cross-sectional  view  of  alternative  em- 
bodiments  of  the  primary  coil  former  (bobbin). 

45  In  the  Figures  like  reference  numerals  denote 
like  parts. 

Description  of  the  Preferred  Embodiments 

50  The  ignition  coil  shown  in  Figure  1  has  a  coil 
former  (bobbin)  1  made  of  polybutylene  tereph- 
thalate,  a  primary  coil  2,  a  secondary  coil  3,  a  coil 
case  4,  a  coil  portion  5,  an  insulation  cast  resin  6 
containing  glass  filler  material,  two  primary  termi- 

55  nals  7  (only  being  shown  in  Figure  1),  a  high 
voltage  terminal  8,  iron  cores  9,  10  which  are  each 
laminated,  an  air  gap  11  and  a  stress  absorbing 
layer  12. 

2 
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The  coil  bobbin  1  is  for  supporting  the  primary 
coil  2  and  the  secondary  coil  3  and  includes  a 
cylindrical  shaped  primary  coil  bobbin  portion  1a 
with  the  secondary  coil  having  a  concentrically 
formed  cylindrical  bobbin  portion  13  formed  radi- 
ally  outside  the  portion  1a. 

Thereby,  a  cylindrical  shaped  clearance  is 
formed  between  the  primary  coil  bobbin  portion  1a 
and  the  secondary  coil  bobbin  portion  13  with  the 
primary  coil  2  located  in  the  clearance. 

Further,  on  the  circumferential  surface  of  the 
secondary  coil  bobbin  portion  13,  numerous  collars 
13a  are  formed  in  parallel  with  a  predetermined 
spacing  therebetween,  thereby  constituting  numer- 
ous  groove  portions  13b,  in  each  of  which  is  wound 
the  secondary  coil.  The  primary  coil  bobbin  1  and 
the  secondary  coil  bobbin  13  are  formed  by,  for 
example,  an  injection  molding  technique  using  ther- 
moplastic  synthetic  resin. 

A  self  fusing  enamel  wire  having  a  diameter 
about  0.3  -  1.0mm  is  used  for  the  primary  coil  2. 
After  winding  the  wire  into  one  or  multilayers  with  a 
winding  jig,  the  wire  is  heated  at  1  00-200  °C  for 
integrally  fusing  the  windings  together  and  there- 
after  inserted  into  the  forementioned  clearance  of 
the  coil  bobbin  1  .  If  a  wire  having  a  comparatively 
large  diameter  such  as  1.0mm  is  used  for  the 
primary  coil  2  then  it  normally  holds  together  after 
forming  on  the  winding  jig  and  there  is  no  need  to 
heat  the  winding  to  effect  self  fusing,  so  that  after 
carrying  out  the  winding  operation,  the  winding  is 
directly  attached  into  the  coil  bobbin.  Alternatively, 
the  primary  coil  may  be  integrally  formed  using  an 
adhesive  agent  such  as  a  thermosetting  synthetic 
resin  instead  of  the  above  mentioned  self  fusing 
enamel  wire. 

An  enamel  wire  having  a  diameter  of  about 
0.03  -  0.1mm  is  used  for  the  secondary  coil  3.  The 
secondary  coil  has  about  5000  -  20000  turns  in 
total  which  are  each  wound  into  a  plurality  of  dis- 
crete  groove  portions  13b. 

The  coil  bobbin  1,  completed  by  winding  the 
secondary  coil  3  into  the  groove  portions  13b  and 
inserting  the  primary  coil  2  into  the  clearance  be- 
tween  the  bobbin  1  and  the  secondary  coil  bobbin 
portion  13,  is  covered  by  the  coil  case.  At  this  time 
a  projection  at  the  right  hand  end  (as  shown  in 
Figure  1)  of  the  coil  bobbin  1  is  engaged  in  a  hole 
at  the  end  of  the  coil  case  4. 

The  insulation  resin  6  formed  of  thermosetting 
synthetic  resin  such  as  epoxy  resin  is  poured  into 
the  coil  case  4  and  is  thermoset  after  sufficient 
impregnation  thereof  into  the  respective  coils. 

At  this  time,  the  winding  start  portion  and  end 
portion  of  the  primary  coil  2  are  respectively  con- 
nected  to  the  two  primary  terminals  7  provided  in 
the  coil  case  4  (only  one  being  shown  in  Figure  1 
for  clarity).  The  winding  start  portion  of  the  secon- 

dary  coil  3  is  connected  to  either  of  the  two  pri- 
mary  terminals  7,  and  the  winding  end  portion  of 
the  secondary  coil  is  connected  to  the  high  voltage 
terminal  8. 

5  After  these  operations,  the  laminated  iron  cores 
9  and  10  are  assembled  in  the  coil  bobbin  1,  and 
an  air  gap  11  is  formed  at  the  junction  portion  of 
the  iron  cores,  thereby  the  maximum  magnetic  flux 
density  passing  through  the  iron  cores  9  and  10  is 

io  limited. 
As  thus  far  described,  the  iron  cores  9  and  10 

are  exposed  to  open  air  as  explained  above  and 
the  thus  formed  coil  would  now  be  mounted  in  an 
engine  compartment  if  conventional  practice  were 

is  followed. 
Thus,  as  explained  above,  when  external  air 

containing  salt  and  water  fills  between  the  iron 
cores  9  and  10  and  the  primary  coil  bobbin  portion 
1a  of  the  coil  bobbin  1  through  capillary  phenom- 

20  enon,  etc.,  rust  is  produced  at  this  portion.  In 
particular,  rust  is  very  prevalent  near  the  air  gap  1  1 
of  the  iron  cores  9  and  10. 

When  the  rust  produced  on  the  iron  cores  9 
and  10  expands,  a  stress  is  caused  by  the  expan- 

25  sion  which  acts  from  the  iron  cores  9  and  10 
toward  the  primary  coil  bobbin  portion  1a.  Accord- 
ingly,  in  the  conventional  ignition  coil  there  is  the 
problem  that  this  stress  acts  on  the  primary  coil  2 
to  cause  a  crack  on  the  filler  agent  in  the  cast  resin 

30  6.  An  additional  problem  occurs  in  the  prior  art 
device  in  that  when  the  filler  fills  the  clearance 
between  the  primary  coil  bobbin  portion  1a  and  the 
secondary  coil  bobbin  portion  13,  the  stress  further 
reaches  to  the  secondary  coil  3. 

35  To  overcome  this  problem,  the  present  inven- 
tion  provides  a  stress  absorbing  layer  12  between 
the  primary  coil  bobbin  1a  and  the  primary  coil  2, 
so  that  the  stress  due  to  rusting  (oxidisation)  of  the 
iron  core  is  absorbed  through  the  stress  absorbing 

40  layer  12  so  that  the  stress  acting  on  the  primary 
coil  2  and/or  the  secondary  coil  3  is  reduced  and 
the  problem  of  the  crack  generation  is  eliminated. 

The  material  for  the  stress  absorbing  layer  12 
is  formed  from  a  foamed  rubber-like  sheet  in  which 

45  is  located  a  plurality  of  air  bubbles  and  such  a 
material  may  be  that  sold  by  Mitsubishi  Petro- 
chemical  Co.  Ltd.  under  the  trade  mark  THER- 
MORUN.  With  the  rubber-like  sheet  being  foamed, 
a  mechanism  of  absorbing  the  stress  by  crushing 

50  the  layer  is  utilised. 
Figure  2  shows  an  embodiment  of  the  present 

invention  wherein  the  stress  absorbing  layer  12 
formed  of  the  rubber-like  sheet  including  the  in- 
dependent  foams  is  disposed  on  the  inner  circum- 

55  ference  of  the  primary  coil  bobbin  portion  1a. 
Accordingly  in  the  Figure  2  embodiment,  the 

stress  due  to  the  corrosion  expansion  of  the  iron 
cores  9  and  10  is  absorbed  through  the  rubber-like 

3 
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sheet  including  the  independent  foams  therein  so 
that  the  generation  of  cracks  is  eliminated,  wherein 
the  stress  absorbing  layer  12  is  surrounded  by  an 
annular  shaped  reinforcing  portion  1b  and  one  end 
of  this  annular  shaped  reinforcing  portion  1b  is  free 
to  move  to  facilitate  deformation  thereof. 

Figure  3  shows  a  further  alternative  embodi- 
ment  of  the  present  invention,  wherein  an  air  layer 
is  employed  for  the  stress  absorbing  layer  12  in- 
stead  of  the  stress  absorbing  layer  of  the  rubber- 
like  sheet  including  independent  foams  therein 
shown  in  Figure  2.  In  this  embodiment  the  annular 
shaped  reinforcing  portion  1b  is  of  course  required 
and  the  stress  is  absorbed  through  deformation  of 
this  annular  shaped  reinforcing  portion  1b.  Further 
in  this  embodiment,  provision  of  a  plurality  of  slits 
along  the  axial  direction  of  the  annular  shaped 
reinforcing  portion  1b  may  be  needed  depending 
on  specific  requirements. 

Figure  4  shows  a  still  further  alternative  em- 
bodiment  of  the  present  invention,  wherein  the 
stress  absorbing  layer  12  is  constituted  by  the 
primary  coil  bobbin  1a  itself  by  providing  a  defor- 
mable  property  thereto.  In  this  embodiment,  oppos- 
ing  ends  of  the  primary  coil  bobbin  are  formed  of  a 
synthetic  resin  having  a  high  stiffness  and  there- 
between  is  formed  of  a  deformable  synthetic  resin 
including  synthetic  unwoven  cloth  or  the  like  such 
as  polyethylene  terephthalate.  Thereby  the  stress 
due  to  the  corrosion  expansion  is  absorbed. 

Having  described  the  exemplary  embodiments 
of  the  present  invention,  it  will  be  understood  that 
the  stress  absorbing  layer  is  formed  between  the 
iron  core  and  the  primary  coil  so  that  the  stress 
due  to  the  corrosion  expansion  of  the  iron  core  is 
absorbed  and  problems  such  as  cracking  in  the 
normally  provided  filling  agent  is  eliminated. 

Claims 

1.  An  ignition  coil  for  an  internal  combustion  en- 
gine  comprising: 

a  core  (9,  10),  which  is  partially  exposed  to 
open  air  and  made  of  corrodable  metallic  ma- 
terial; 

a  primary  coil  (2)  wound  on  a  primary 
former  (1),  said  primary  coil  (2)  being  circum- 
ferentially  formed  around  said  core  (9,  10);  and 

a  secondary  coil  (3)  circumferentially 
formed  around  said  primary  coil  (2)  so  as  to  be 
magnetically  associated  with  said  primary  coil 
(2);  characterised  by 

said  primary  former  (1)  comprising  a  de- 
formable  inner  cylindrical  member  (1b)  and  a 
substantially  rigid  outer  cylindrical  member 
(1a)  whereby  an  annular  space  is  formed  be- 
tween  the  inner  cylindrical  member  and  the 
outer  cylindrical  member;  and 

stress  absorbing  means  (12),  disposed  be- 
tween  said  core  and  said  primary  coil  (2)  for 
preventing  stress  due  to  corrosive  expansion 
of  said  core  being  exerted  on  said  primary  coil 

5  (9,  10). 

2.  An  ignition  coil  as  claimed  in  claim  1  wherein 
said  stress  absorbing  means  (12)  is  located  in 
said  annular  space. 

10 
3.  An  ignition  coil  as  claimed  in  claim  2  wherein 

said  stress  absorbing  means  (12)  is  a  foamed 
rubber-like  material. 

is  4.  An  ignition  coil  as  claimed  in  claim  3  wherein 
said  foamed  rubber-like  material  is  of  the  type 
that  independent  foams  are  included  therein. 

5.  An  ignition  coil  as  claimed  in  claim  2  wherein 
20  said  stress  absorbing  means  is  provided  by  air 

in  said  annular  space. 

6.  An  ignition  coil  for  an  internal  combustion  en- 
gine  comprising: 

25  a  core  (9,  10),  which  is  partially  exposed  to 
open  air  and  made  of  corrodable  metallic  ma- 
terial; 

a  primary  coil  (2)  wound  on  a  primary 
former  (1),  said  primary  coil  (2)  being  circum- 

30  ferentially  formed  around  said  core; 
and  a  secondary  coil  (3)  circumferentially 

formed  around  said  primary  coil  (2)  so  as  to  be 
magnetically  associated  with  said  primary  coil; 
chacterized  in  that  said  primary  former  (1)  is 

35  made  of  stress  absorbing  material,  and  the 
stress  absorbing  material  of  said  primary  for- 
mer  is  disposed  between  said  core  and  said 
primary  coil  for  preventing  stress  due  to  corro- 
sive  expansion  of  said  core  being  exerted  on 

40  said  primary  coil. 

Patentanspruche 

1.  Zundspule  fur  eine  Brennkraftmaschine  mit: 
45  einem  Kern  (9,  10),  der  teilweise  Freiluft 

ausgesetzt  ist  und  der  aus  einem  korrodierba- 
ren  Metallwerkstoff  hergestellt  ist; 

einer  Hauptspule  (2),  die  auf  einen  Haupt- 
korper  (1)  gewickelt  ist,  wobei  die  Hauptspule 

50  (2)  umfanglich  urn  den  Kern  (9,  10)  gebildet 
ist;  und 

einer  Nebenspule  (3),  welche  umfanglich 
urn  die  Hauptspule  (2)  gebildet  ist,  so  dal3  sie 
der  Hauptspule  (2)  magnetisch  zugeordnet  ist; 

55  dadurch  gekennzeichnet,  dal3 
der  Hauptkorper  (1)  ein  verformbares  inne- 

res,  zylinderformiges  Element  (1b)  umfaBt  so- 
wie  ein  im  wesentlichen  starres  auBeres,  zylin- 

4 
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derformiges  Element  (1a),  wobei  zwischen 
dem  inneren  zylinderformigen  Element  und 
dem  auBeren  zylinderformigen  Element  ein 
ringformiger  Zwischenraum  ausgebildet  ist; 
und  dal3 

eine  belastungsaufnehmende  Einrichtung 
(12)  vorgesehen  ist,  welche  sich  zwischen  dem 
Kern  und  der  Hauptspule  (2)  befindet,  urn  Be- 
lastungen  zu  vermeiden,  die  sich  durch  die 
korrosive  Ausdehnung  des  Kerns  ergeben  und 
welche  auf  die  Hauptspule  (9,  10)  ausgeubt 
werden. 

2.  Zundspule  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  dal3  sich  die  belastungsaufnehmende 
Einrichtung  (12)  in  dem  ringformigen  Zwi- 
schenraum  befindet. 

3.  Zundspule  nach  Anspruch  2,  dadurch  gekenn- 
zeichnet,  dal3  es  sich  bei  der  belastungsauf- 
nehmenden  Einrichtung  (12)  urn  einen  ge- 
schaumten,  kautschukahnlichen  Werkstoff  han- 
delt. 

4.  Zundspule  nach  Anspruch  3,  dadurch  gekenn- 
zeichnet,  dal3  der  geschaumte,  kautschukartige 
Werkstoff  so  beschaffen  ist,  dal3  darin  unab- 
hangige  Schaume  enthalten  sind. 

Revendicatlons 

1.  Bobine  d'allumage  pour  un  moteur  a  combus- 
tion  interne,  comprenant  : 

5  un  noyau  (9,  10),  qui  est  partiellement 
expose  a  I'air  libre  et  est  realise  en  un  mate- 
riau  metallique  corrodable; 

une  bobine  primaire  (2)  enroulee  sur  un 
support  primaire  (1),  ladite  bobine  primaire  (2) 

io  etant  disposee  de  maniere  a  entourer  circonfe- 
rentiellement  ledit  noyau  (9,  10);  et 

une  bobine  secondaire  (3)  disposee  de 
maniere  a  entourer  circonferentiellement  ladite 
bobine  primaire  (2)  de  maniere  a  etre  associee 

is  magnetiquement  a  ladite  bobine  primaire  (2); 
caracterisee  par 
ledit  support  primaire  (1)  comprenant  un 

element  cylindrique  interieur  deformable  (1b) 
et  un  element  cylindrique  exterieur  sensible- 

20  ment  rigide  (1a),  un  espace  annulaire  etant 
forme  entre  I'element  cylindrique  interieur  et 
I'element  cylindrique  exterieur;  et 

des  moyens  (12)  d'absorption  des 
contraintes,  disposes  entre  ledit  noyau  et  ladite 

25  bobine  primaire  (2)  pour  empecher  qu'une 
contrainte  due  a  I'extension  de  la  corrosion 
dudit  noyau  ne  s  applique  a  ladite  bobine 
primaire  (9,  10). 

5.  Zundspule  nach  Anspruch  2,  dadurch  gekenn-  30 
zeichnet,  dal3  die  belastungsaufnehmende  Ein- 
richtung  durch  Luft  in  dem  ringformigen  Zwi- 
schenraum  vorgesehen  ist. 

2.  Bobine  d'allumage  selon  la  revendication  1, 
dans  lequel  lesdits  moyens  (12)  d'absorption 
des  contraintes  sont  situes  dans  ledit  espace 
annulaire. 

6.  Zundspule  fur  eine  Brennkraftmaschine  mit: 
einem  Kern  (9,  10),  der  teilweise  Freiluft 

ausgesetzt  ist  und  der  aus  einem  korrodierba- 
ren  Metallwerkstoff  hergestellt  ist; 

einer  Hauptspule  (2),  die  auf  einen  Haupt- 
korper  (1)  gewickelt  ist,  wobei  die  Hauptspule 
(2)  umfanglich  urn  den  Kern  (9,  10)  gebildet 
ist;  und 

einer  Nebenspule  (3),  welche  umfanglich 
urn  die  Hauptspule  (2)  gebildet  ist,  so  dal3  sie 
der  Hauptspule  (2)  magnetisch  zugeordnet  ist; 
dadurch  gekennzeichnet,  dal3  der  Hauptkorper 
(1)  aus  einem  belastungsaufnehmenden  Werk- 
stoff  hergestellt  ist  und  dal3  sich  der  bela- 
stungsaufnehmende  Werkstoff  des  Hauptkor- 
pers  zwischen  dem  Kern  und  der  Hauptspule 
befindet,  urn  Belastungen  zu  vermeiden,  die 
sich  durch  die  korrosive  Ausdehnung  des 
Kerns  ergeben  und  welche  auf  die  Hauptspule 
ausgeubt  werden. 

35  3.  Bobine  d'allumaye  selon  la  revendication  2, 
dans  lequel  lesdits  moyens  (12)  d'absorption 
des  contraintes  sont  realises  en  un  materiau 
semblable  a  du  caoutchouc  mousse. 

40  4.  Bobine  d'allumage  selon  la  revendication  3, 
dans  lequel  ledit  materiau  semblable  a  du 
caoutchouc  mousse  est  du  type  contenant  des 
mousses  independantes. 

45  5.  Bobine  d'allumage  selon  la  revendication  2, 
dans  lequel  lesdits  moyens  d'absorption  des 
contraintes  sont  formes  par  I'air  situe  dans 
ledit  espace  annulaire. 

50  6.  Bobine  d'allumage  pour  un  moteur  a  combus- 
tion  interne,  comprenant  : 

un  noyau  (9,  10),  qui  est  partiellement 
expose  a  I'air  libre  et  est  realise  en  un  mate- 
riau  metallique  corrodable; 

55  une  bobine  primaire  (2)  enroulee  sur  un 
support  primaire  (1),  ladite  bobine  primaire  (2) 
etant  disposee  de  maniere  a  entourer  circonfe- 
rentiellement  ledit  noyau  (9,  10);  et 
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une  bobine  secondaire  (3)  disposee  de 
maniere  a  entourer  circonferentiellement  ladite 
bobine  primaire  (2)  de  maniere  a  etre  associee 
magnetiquement  a  ladite  bobine  primaire; 

caracterisee  en  ce  que  ledit  support  pri-  5 
maire  (1)  est  realise  en  un  materiau  absorbant 
les  contraintes,  et  que  le  materiau  absorbant 
les  contraintes  dudit  support  primaire  est  dis- 
pose  entre  ledit  noyau  et  ladite  bobine  primai- 
re  de  maniere  a  empecher  qu'une  contrainte,  10 
due  a  une  extension  de  la  corrosion  dudit 
noyau,  ne  s'applique  a  ladite  bobine  primaire. 
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