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©  An  exchangeable  milling  cutter  insert. 
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@  A  substantially  square-shaped  exchangeable 
milling  insert  for  mounting  in  a  cylindrical  milling 
cutter  tool  for  millint  90°  recesses  in  a  workpiece 
and  having  four  indexable  cutting  edges  from  re- 
spective  side  edges  of  said  base  and  intersecting 
said  rake  surface,  each  cutting  edge  comprising  first, 
second  and  third  successive  angularly  disposed  por- 
tions  being  such  that  during  cutting,  the  first  and 
second  portions  of  a  cutting  edge  cut  an  upright 
surface  of  a  substantially  90  °  recess  in  a  workpiece 
with  a  third  portion  of  an  adjacent  cutting  edge 
serving  as  a  wiper  for  a  base  surface  of  the  recess, 
at  least  the  first  and  second  portions  of  each  cutting 
edge  being  so  located  that  all  points  thereon  lie  on  a 
cylindrical  envelope  generated  by  a  line  parallel  to  a 
rotary  axis  of  the  cutting  tool  and  rotating  with  re- 
spect  to  the  rotary  axis  at  a  radius  equal  to  the 
cutting  radius  of  the  cutting  tool. 
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This  invention  relates  to  an  exchangeable  mill- 
ing  cutting  insert  for  mounting  in  a  cylindrical  mill- 
ing  cutter  tool  and  for  use  in  cutting  recesses  such 
as,  for  example,  shoulders,  grooves  or  the  like, 
having  walls  disposed  at  substantially  90°  with 
respect  to  each  other.  Such  recesses  are 
hereinafter  referred  to  as  "recesses  of  the  kind 
specified". 

Known  milling  cutter  tools  of  this  kind  generally 
fall  into  two  categories.  In  the  first  of  these  cate- 
gories,  the  tool  is  provided  with  a  single,  peripher- 
ally  disposed  row  of  inserts,  each  insert  being 
formed  with  a  main  cutting  edge  directed  substan- 
tially  parallel  to  the  rotary  axis  of  the  cutting  tool 
and  designed  to  mill  an  upright  wall  of  the  recess 
or  shoulder,  and  with  a  transversely  directed  wiper 
edge  designed  to  wipe  or  smooth  a  base  wall  of 
the  recess.  Such  tools  are,  of  course,  limited  as  far 
as  the  depth  of  the  recess  which  can  be  milled, 
this  depth  not  being  greater  than  the  extent  of  the 
main  cutting  edge.  In  a  second  category  of  tools, 
the  milling  cutter  is  provided,  in  addition,  to  a 
lowermost  row  of  cutting  inserts  of  the  kind  just 
described,  with  one  or  more  additional  peripheral 
rows  of  inserts  which  are  each  provided  with  main 
cutting  edges  directed  substantially  parallel  to  the 
rotary  axis  of  the  tool.  With  such  a  tool,  the  extent 
of  milling  of  the  milled  upright  wall  of  the  recess  is, 
of  course,  increased.  It  will  be  understood  that 
whilst  the  inserts  comprising  the  lowermost  row 
must  be  provided  with  the  transversely-directed 
wiper  edges,  the  inserts  comprising  the  second 
and  any  subsequent  rows  do  not  require  the  provi- 
sion  of  such  wiper  edges. 

Furthermore,  it  is  clearly  desirable,  from  an 
economic  point  of  view,  that  each  constituent  insert 
be  provided  with  a  maximum  number  of  cutting 
edges  which  can  be  readily  indexed  into  position 
as  and  when  required.  Most  known  milling  cutter 
inserts  used  for  the  purpose  indicated  are  either 
oblong-rectangular,  and  are  therefore  provided  with 
two  cutting  edges  parallel  to  each  other,  or  are 
triangular  with  three  cutting  edges. 

It  has  been  proposed  in  EP  0  156  780  to  use  in 
a  cylindrical  milling  cutter  for  the  milling  of  reces- 
ses  of  the  kind  specified,  wherein  each  insert  is  of 
a  basic  square  shape  having  four  indexable  cutting 
edges,  each  cutting  edge  being  associated  with  a 
transversely-directed  wiper  edge  located  on  an  ex- 
tension  of  the  insert  which  projects  beyond  the 
basic  square  shape  thereof.  The  use  of  such  in- 
serts  is,  however,  clearly  limited.  They  can  only 
serve  in  cylindrical  milling  cutting  tools  having  a 
single  row  of  peripherally  disposed  inserts  and 
therefore  the  depth  of  the  recess  formed  is  limited 
to  the  extent  of  the  cutting  edge  of  each  insert. 

In  an  alternative  proposal  in  EP  0  489  702  A2, 
there  is  disclosed  an  essentially  square-shaped 

insert  for  a  milling  cutter  having  four  main  cutting 
edges,  each  cutting  edge  having  associated  there- 
with  what  is  referred  to  as  a  secondary  edge  but 
which  is  effectively  a  wiper  edge  and  which  is 

5  disposed  at  a  slight  angle  with  respect  to  the 
cutting  edge.  Whilst  such  a  cutting  insert  is  not 
subject  to  the  limitation  of  the  insert  disclosed  in 
EP  0  156  780,  in  that  it  does  not  have  projecting 
extensions  which  inherently  restrict  the  depth  of  the 

io  recess.  This  insert,  however,  which  is  specified  as 
being  mounted  at  a  negative  radial  rake,  is  subject 
to  the  essential  problem  present  with  such  inserts, 
namely  that  the  relief  angle  presented  by  the  cut- 
ting  edge  at  its  leading  end  is  very  much  greater 

75  than  the  relief  angle  presented  by  the  cutting  edge 
at  its  opposite  trailing  end.  On  the  assumption  that 
the  relatively  smaller  relief  angle  presented  by  the 
insert  at  its  trailing  end  is,  in  fact,  the  minimum 
relief  angle  which  should  be  employed,  it  will  be 

20  realized  that  the  relief  angle  at  the  leading  end  is 
unduly  large,  thereby  leading  to  an  increased  dan- 
ger  of  weakening  of  the  cutting  edge  at  this  point, 
and  a  consequent  lowering  of  tool  life. 

This  problem,  which  is  inherent  with  conven- 
25  tional  milling  cutting  inserts,  has  been  recognized 

and  discussed  in  the  applicants'  prior  U.S.  Patent 
Nos.  5,071,292  and  5,078,550  and  alternative  pro- 
posals  are  made  respectively  in  these  prior  patent 
specifications  so  as  to  overcome  these  problems  or 

30  disadvantages.  These  proposals  were,  however,  all 
made  within  the  context  of  oblong-rectangular  cut- 
ting  inserts  and  their  application  to  inserts  of  ba- 
sically  square  shape  wherein  four  alternative  cut- 
ting  edges  were  provided,  was  in  no  way  envis- 

35  aged. 
It  is  an  object  of  the  present  invention  to  pro- 

vide  a  new  and  improved  exchangeable  milling 
insert  for  mounting  in  a  cylindrical  cutter  tool  in 
which  the  above-referred-to  disadvantages  are  sub- 

40  stantially  reduced  or  overcome. 
According  to  the  present  invention  there  is 

provided  an  exchangeable  milling  insert  for  mount- 
ing  in  a  cylindrical  milling  cutter  tool  and  compris- 
ing  a  substantially  square,  planar  base,  a  substan- 

45  tially  square  upper  rake  surface,  side  flanks  extend- 
ing  outwardly  from  respective  side  edges  of  said 
base  and  intersecting  said  rake  surface  at  respec- 
tive  cutting  edges  of  said  insert,  each  cutting  edge 
comprising  first,  second  and  third  successive  por- 

50  tions  wherein  said  first  and  third  portions  extend 
respectively  from  adjacent  corners  of  said  insert  so 
as  to  merge  with  said  second  portion;  said  second 
portion  constituting  the  major  portion  of  the  overall 
length  of  said  cutting  edge;  said  first  portion  slop- 

55  ing  away  from  said  base  towards  said  second 
portion;  said  second  portion  sloping  towards  said 
base  away  from  said  first  portion  and  towards  said 
third  portion  and  said  third  portion  sloping  away 

2 



3 EP  0  587  109  A1 4 

from  said  base  away  from  said  second  portion  and 
towards  an  adjacent  corner  of  said  insert;  each  side 
flank  comprising  upper  and  lower  angularly  dis- 
posed  side  surfaces  of  which  the  upper  constitutes 
a  relief  flank  surface  and  the  lower  constitutes  a 
locating  portion;  at  least  the  relief  angle  of  said 
relief  flank  surface  in  the  region  of  a  leading  end 
substantially  equals  the  relief  angle  in  the  region  of 
the  trailing  end,  all  when  measured  with  respect  to 
the  tool;  the  arrangement  being  such  that  during 
cutting,  the  first  and  second  portions  of  a  cutting 
edge  cut  an  upright  surface  of  a  substantially  90° 
recess  with  a  third  portion  of  an  adjacent  cutting 
edge  serving  as  a  wiper  for  a  base  surface  of  the 
recess,  at  least  the  first  and  second  portions  of 
each  cutting  edge  being  so  located  that  all  points 
thereon  lie  on  a  cylindrical  envelope  generated  by 
a  line  parallel  to  a  rotary  axis  of  the  cutting  tool  and 
rotating  with  respect  to  the  rotary  axis  at  a  radius 
equal  to  the  cutting  radius  of  the  cutting  tool. 

Preferably,  the  upper  relief  flank  surface,  at 
least  in  the  region  thereof  adjacent  said  second 
edge  portion,  is  curved;  said  upper  rake  surface,  at 
least  in  the  region  thereof  adjacent  each  second 
edge  portion  of  said  cutting  edge,  being  curved 
such  that  when  the  insert  is  mounted  in  the  cutter 
tool,  the  relief  angle  and  the  radial  rake  angle  when 
measured  with  respect  to  the  tool  remain  substan- 
tially  constant  along  the  length  of  said  second 
portion. 

Thus,  the  milling  insert  in  accordance  with  the 
present  invention,  being  of  basic  square  shape, 
presents  four  alternative  cutting  edges  for  use  in 
cutting  the  upright  walls  of  the  recess,  each  cutting 
edge  being  associated  with  a  transversely  directed 
wiper  edge  formed  continuously  with  an  adjacent 
cutting  edge.  By  ensuring  that  the  wiper  edge  is 
very  slightly  angularly  disposed  with  respect  to  the 
second  cutting  edge  portion  of  which  it  forms  an 
extension,  it  is  ensured  that  when  that  cutting  edge 
portion  is  used  in  cutting  the  upright  surface  of  the 
recess,  the  wiper  edge  which  forms  an  extension  of 
that  cutting  edge  does  not  come  into  contact  with 
the  surface  and  is  therefore  not  worn  down. 

On  the  other  hand,  by  forming  the  insert  so 
that  each  cutting  edge  has  at  least  at  its  leading 
and  trailing  ends  relief  angles  which,  when  mea- 
sured  with  respect  to  the  tool,  are  substantially 
equal,  the  disadvantages  inherent  in  the  prior  art 
cutting  inserts  are  substantially  overcome. 

Furthermore,  by  arranging  for  each  main  sec- 
ond  cutting  edge  portion  to  be  coupled  to  the 
corners  of  the  insert  by  first  and  third  portions  as 
defined  above  (with  the  third  portion  forming  an 
essential  wiper  edge),  the  provision  of  a  square- 
shaped  insert  with  the  particularly  designed  relief 
and  rake  surfaces,  is  facilitated. 

For  a  better  understanding  of  the  present  in- 
vention,  and  to  show  how  the  same  can  be  carried 
out  in  practice,  reference  will  now  be  made  to  the 
accompanying  drawings,  in  which: 

5  Fig.  1  is  a  schematic  perspective  view  of  a 
milling  insert  in  accordance  with  the  invention; 
Fig.  2  is  a  schematic  side  elevation  of  the  insert 
shown  in  Fig.  1  ; 
Fig.  3  is  a  schematic  side  elevation  of  a  modi- 

io  fied  insert  in  accordance  with  the  invention; 
Fig.  4  is  a  schematic  perspective  view  of  a 
milling  cutter  tool  including  a  milling  insert  in 
accordance  with  the  invention,  shown  during  a 
milling  operation; 

is  Fig.  5  is  a  view  on  an  enlarged  scale  of  a  detail 
of  the  tool  shown  in  Fig.  4;  and 
Fig.  6  is  a  schematic  perspective  view  of  the 
tool  with  the  insert  partially  broken  away  so  as 
to  show  clearly  the  angular  disposition  of  the 

20  insert  on  the  tool. 
As  seen  in  Figs.  1  and  2  of  the  drawings,  the 

milling  cutter  insert  comprises  a  substantially 
planar,  square  base  1  and  a  substantially  square 
upper  rake  surface  2.  Four  identical  side  flanks  3 

25  (only  two  being  seen)  extend  outwardly  from  re- 
spective  side  edges  4  of  the  base  and  intersect  the 
rake  surface  2  at  respective  cutting  edges  5  of  the 
insert.  Each  cutting  edge  5  comprises,  as  clearly 
seen  in  Fig.  2  of  the  drawings,  first,  second  and 

30  third  cutting  edge  portions  5a,  5b,  5c.  As  seen  in 
the  drawings,  these  cutting  edge  portions  are  an- 
gularly  directed  with  respect  to  each  other,  it  being 
understood  that,  for  the  purposes  of  clarity  of  il- 
lustration,  the  relative  angular  inclinations  of  the 

35  cutting  portions  are  shown  extremely  exaggerated 
as  compared  with  those  obtaining  with  the  real 
insert.  The  first  and  third  cutting  edge  portions  5a, 
5c  extend  towards  and  merge  with  the  second 
cutting  edge  portion  5b  from  respective  rounded 

40  corners  6a,  6b  of  the  insert.  The  first  cutting  edge 
portion  5a  slopes  upwardly  and  away  from  the 
base  1  of  the  insert,  the  second  portion  5b  slopes 
towards  the  base  1,  whilst  the  third  portion  5c 
slopes  away  from  the  base  1.  As  can  be  seen,  the 

45  second  component  portion  extends  over  the  major 
portion  of  the  length  of  the  cutting  edge  5  and 
constitutes  preferably  between  65  to  75%  of  the 
overall  length.  On  the  other  hand,  the  third  compo- 
nent  portion  can  constitute  anything  between  sub- 

50  stantially  5  to  20%  of  the  overall  length  of  the 
cutting  edge,  whilst  the  first  component  portion 
extends  for  the  remaining  length  of  the  cutting 
edge. 

Each  side  flank  3  comprises  upper  and  lower 
55  side  portions  3a,  3b  with  the  upper  portion  3a 

constituting  a  relief  flank  surface  and  the  lower 
portion  3b  constituting  an  insert  locating  portion.  In 
the  embodiment  shown  in  Fig.  1  of  the  drawings, 

3 
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the  insert  locating  portion  3b  is  formed  with  a 
central  recessed  section  7  bounded  on  either  side 
by  a  pair  of  outwardly  curved  sections  8. 

The  upper  rake  surface  2  is  constituted  adja- 
cent  each  cutting  edge  5  by  a  component  rake 
surface  9  which  extends  downwardly  from  the  cut- 
ting  edge  5  in  the  direction  of  the  base  1  towards  a 
central,  planar  portion  10  of  the  upper  rake  surface 
2  which  is  parallel  with  the  base  1.  Formed  in  the 
central,  planar  portion  10  and  extending  through 
the  insert  is  a  throughgoing  bore  1  1  ,  by  means  of 
which  the  insert  can  be  clamped  to  the  tool  by 
means  of  a  clamping  screw  extending  through  the 
bore  1  1  . 

In  the  embodiment  shown  in  Figs.  1  and  2  of 
the  drawings,  the  upper  relief  flank  3a  and  the 
component  rake  surface  9  are  curved  such  that, 
when  the  insert  is  mounted  in  the  cutter  tool,  the 
relief  angle  and  the  radial  rake  angle,  when  mea- 
sured  with  respect  to  the  tool,  remain  substantially 
constant  along  the  length  of  the  cutting  edge  5. 
This  form  of  construction  of  a  milling  cutting  insert, 
particularly  when  associated  with  a  cutting  edge 
which  slopes  downwardly  with  respect  to  a  base  of 
the  insert,  is  fully  described  in  our  prior  U.S.  Patent 
Specification  Serial  Nos.  5,071  ,292  and  5,078,550. 

As  will  be  described  below  with  reference  to 
Fig.  5  of  the  drawings,  at  least  the  first  and  second 
component  cutting  edges  5a,  5b  are  so  orientated 
as  to  lie  on  a  cylindrical  envelope  generated  by  a 
director  rotating  with  respect  to  the  axis  of  rotation 
of  the  milling  cutter  tool  at  a  radius  equal  to  the 
radius  of  the  tool. 

Reference  will  now  be  made  to  Figs.  4,  5  and  6 
of  the  drawings,  which  illustrate  the  mode  of 
mounting  of  a  milling  cutting  insert  in  accordance 
with  the  invention  and  as  just  described,  in  a  mill- 
ing  cutter  tool  and  the  mode  of  operation  of  the 
milling  cutter  tool  in  milling  a  recess  of  the  kind 
specified. 

As  seen  in  these  figures,  the  milling  cutting 
insert  is  mounted  in  a  peripheral  pocket  15  of  a 
cylindrical  cutting  tool  holder  16.  The  milling  cutter 
tool  is  designed  to  mill  a  recess  17  in  a  workpiece 
18  having  an  upright  wall  19  and  a  base  wall  20 
which  are  disposed  substantially  at  90°  with  re- 
spect  to  each  other,  (i.e.  a  recess  of  the  kind 
specified). 

As  seen  in  Fig.  5  of  the  drawings,  the  upright 
wall  19  of  the  recess  18  is  milled  by  the  first  and 
second  cutting  edge  portions  5a,  5b  of  the  cutting 
edge  5,  whilst  the  third  portion  5c  of  the  trans- 
versely  adjacent  cutting  edge  5  serves  as  a  wiper 
for  the  base  surface  20.  In  order  to  ensure  that  the 
upright  surface  19  milled  by  the  cutting  edge  por- 
tions  5a,  5b  is  a  smooth  surface  without  discon- 
tinuities,  it  is  ensured  that  all  points  along  the 
cutting  edge  portions  5a,  5b  lie  on  the  circumferen- 

tial  envelope  generated  by  a  director  located  at  the 
radial  distance  from  a  rotary  axis  21.  Thus,  it  can 
be  seen  that  the  lines  22  passing  through  respec- 
tive  points  on  these  cutting  edge  portions  lie  on 

5  this  circumferential  envelope. 
Preferably,  and  in  order  to  ensure  that  the  third 

cutting  edge  portion  5c  of  the  cutting  edge  effec- 
ting  the  milling  does  not  become  unduly  worn 
during  the  milling  operation,  thereby  impairing  its 

io  function  as  a  wiper  when  a  subsequent  cutting 
edge  is  indexed  into  position  (which  would  occur  if 
the  third  cutting  edge  portion  5c  were  directed 
substantially  parallel  to  the  direction  of  the  rotary 
axis  21)  this  third  cutting  edge  portion  5c  is  sub- 

15  jected  to  a  slight  angular  deviation  from  this  parallel 
disposition  and  in  this  way  does  not  come  into 
contact  with  the  upright  wall  being  milled. 

Reference  will  now  be  made  to  Fig.  6  of  the 
drawings  for  a  description  of  the  angular  mounting 

20  of  the  insert  in  the  cutting  tool  holder. 
As  can  be  seen  from  the  figure,  the  insert  is 

mounted  on  a  seating  22  which  is  substantially 
parallel  to  the  rotary  axis  21  of  the  tool  16.  Since, 
however,  the  major  second  cutting  edge  portion  5b 

25  of  the  cutting  edge  5  slopes  downwardly  towards 
the  base,  this  cutting  edge  defines  a  positive  axial 
angle  ya  with  respect  to  a  reference  line  21a  par- 
allel  to  the  rotary  axis  21  of  the  tool,  and  the  insert 
can  therefore  be  considered  to  be  mounted  axially 

30  positive  in  the  tool. 
On  the  other  hand,  in  view  of  the  provision  of 

component  chip  rake  surface  9  which  slopes  down- 
wardly  towards  the  base  1  of  the  insert  from  the 
cutting  edge  portion  5b,  this  component  rake  sur- 

35  face  9  defines  a  positive  radial  rake  angle  yr  with 
respect  to  a  reference  line  23  which  extends  from 
the  rotary  axis  21  normally  thereto  and  through  the 
cutting  edge  portion  5b.  Thus,  the  insert  and  its 
mode  of  mounting  is  such  that  it  can  be  considered 

40  to  be  mounted  with  a  positive  axial  rake  angle  and 
with  a  positive  radial  rake  angle. 

As  described  above  with  reference  to  Fig.  1  of 
the  drawings,  the  lower  locating  portion  4  of  each 
side  flank  is  formed  with  a  central  recessed  section 

45  7  bounded  by  outwardly  curved  sections  3b.  As 
can  be  seen  in  Fig.  6  of  the  drawings,  this  con- 
struction  of  the  locating  portions  of  the  insert  en- 
sures  that  the  positioning  of  the  insert  on  the 
seating  of  the  tool  holder  is  rendered  very  much 

50  more  precise  than  would  be  the  case  where  the 
locating  portion  constituted  an  uninterrupted  planar 
surface.  This  is  particularly  achieved  by  virtue  of 
the  provision  of  the  outwardly  curved  sections  3b, 
which  ensure  that  the  abutment  of  the  insert 

55  against  the  seating  walls  takes  place  on  very  ac- 
curately  defined  locations  of  the  insert. 

As  an  alternative  to  the  provision  of  smoothly, 
outwardly  curved  bounding  sections  3b,  the  out- 

4 
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wardly  extending  walls  of  these  sections  3b  may 
be  formed  of  successive,  narrowly-dimensioned 
planar  portions  which  together  constitute  a  convex, 
outwardly  extending  portion  3b. 

Whilst  the  invention  has  been  specifically  de- 
scribed  with  reference  to  a  milling  insert  having  its 
major  cutting  edge  portion  associated  with  continu- 
ously  curved  relief  flank  and  cutting  rake  surfaces 
so  as  to  ensure  the  maintenance  of  a  substantially 
constant  relief  angle  and  radial  rake  angle  along 
the  length  of  this  portion  of  the  cutting  edge  when 
measured  with  respect  to  the  tool,  the  invention  is 
equally  applicable  where  the  major  second  portion 
of  the  cutting  edge  is  substantially  rectilinear  with 
the  relief  angle  of  the  relief  flank  surface  in  the 
region  of  a  leading  end  of  this  major  portion  of  the 
cutting  edge  substantially  equalling  the  relief  angle 
in  the  region  of  the  trailing  end,  all  when  measured 
with  respect  to  the  tool.  Such  a  modified  insert  is 
schematically  shown  in  Fig.  3  of  the  drawings, 
wherein  the  cutting  edge  5'  is  constituted  by  first, 
second  and  third  cutting  edge  portions  5'a,  5'b,  5'c 
with  the  major  cutting  edge  portion  5'b  being  sub- 
stantially  rectilinear  in  length.  The  upper  relief  flank 
portion  3a  of  the  insert  which  is  angularly  disposed 
to  the  lower  portion  3b  and  the  component  rake 
surface  thereof  is  such  that,  when  measured  with 
respect  to  the  tool,  the  relief  flank  angle  of  the 
relief  flank  surface  in  the  region  of  the  leading  end 
of  the  insert  substantially  equals  the  relief  flank 
angle  in  the  region  of  the  trailing  end,  all  when 
measured  with  respect  to  the  tool.  This  construc- 
tion  of  the  milling  cutting  insert  in  order  to  meet 
these  requirements  is  fully  described  in  our  U.S. 
Patent  Specification  No.  5,078,550. 

Milling  cutting  inserts  in  accordance  with  the 
invention  and  as  just  described  by  way  of  example 
can  be  very  effectively  used  in  milling  recesses  of 
the  kind  specified,  whilst  affording  all  the  advan- 
tages  inherent  in  square  milling  cutting  inserts  (i.e. 
a  maximum  number  of  indexable  cutting  edges) 
and  at  the  same  time  the  advantages  inherent  in 
milling  cutting  inserts  constructed  essentially  in  ac- 
cordance  with  our  prior  U.S.  Patent  Specification 
Nos.  5,052,863,  5,071,292  and  5,078,550. 

Claims 

1.  An  exchangeable  milling  insert  for  mounting  in 
a  cylindrical  milling  cutter  tool  and  comprising 
a  substantially  square,  planar  base,  a  substan- 
tially  square  upper  rake  surface,  side  flanks 
extending  outwardly  from  respective  side 
edges  of  said  base  and  intersecting  said  rake 
surface  at  respective  cutting  edges  of  said 
insert,  each  cutting  edge  comprising  first,  sec- 
ond  and  third  successive  portions,  character- 
ized  in  that  said  first  and  third  portions  (5a,  5c) 

extend  respectively  from  adjacent  corners  (6a, 
6b)  of  said  insert  so  as  to  merge  with  said 
second  portion  (5b);  said  second  portion  (5b) 
constituting  the  major  portion  of  the  overall 

5  length  of  said  cutting  edge  (5);  said  first  por- 
tion  (5a)  sloping  away  from  said  base  (1)  to- 
wards  said  second  portion  (5b);  said  second 
portion  (5b)  sloping  towards  said  base  1  away 
from  said  first  portion  (5a)  and  towards  said 

io  third  portion  (5c)  and  said  third  portion  (5c) 
sloping  away  from  said  base  (1)  away  from 
said  second  portion  (5b)  and  towards  an  adja- 
cent  corner  (6b)  of  said  insert;  each  side  flank 
(3)  comprising  upper  and  lower  angularly  dis- 

15  posed  side  surfaces  (3a,  3b)  of  which  the 
upper  (3a)  constitutes  a  relief  flank  surface  and 
the  lower  (3b)  constitutes  a  locating  position;  at 
least  the  relief  angle  of  said  relief  flank  surface 
(3a)  in  the  region  of  a  leading  end  substantially 

20  equals  the  relief  angle  in  the  region  of  the 
trailing  end,  all  when  measured  with  respect  to 
the  tool;  the  arrangement  being  such  that  dur- 
ing  cutting,  the  first  and  second  portions  (5a, 
5b)  of  a  cutting  edge  (5)  cut  an  upright  surface 

25  (19)  of  a  substantially  90°  recess  (17)  in  a 
workpiece  (18)  with  a  third  portion  (5c)  of  an 
adjacent  cutting  edge  (5)  serving  as  a  wiper  for 
a  base  surface  (20)  of  the  recess  (17),  at  least 
the  first  and  second  portions  (5a,  5b)  of  each 

30  cutting  edge  (5)  being  so  located  that  all  points 
thereon  lie  on  a  cylindrical  envelope  generated 
by  a  line  parallel  to  a  rotary  axis  (21)  of  the 
cutting  tool  and  rotating  with  respect  to  the 
rotary  axis  (21)  at  a  radius  equal  to  the  cutting 

35  radius  of  the  cutting  tool. 

2.  An  exchangeable  milling  insert  according  to 
Claim  1  ,  characterized  in  that  said  upper,  relief 
flank  surface  (3a),  at  least  in  the  region  thereof 

40  adjacent  said  second  edge  portion  (5b),  is 
curved;  said  upper  rake  surface  (9),  at  least  in 
the  region  thereof  adjacent  each  second  edge 
portion  (5b)  of  said  cutting  edge  (5),  being 
curved  such  that  when  the  insert  is  mounted  in 

45  the  cutter  tool,  the  relief  angle  and  the  radial 
rake  angle  when  measured  with  respect  to  the 
tool  remain  substantially  constant  along  the 
length  of  said  second  portion  (5b). 

50  3.  An  exchangeable  cutting  insert  according  to 
Claim  1  or  2,  characterized  in  that  said  third 
portion  (5c)  is  directed  substantially  parallel  to 
said  rotary  axis  (21)  so  that  substantially  all 
points  thereon  are  located  on  said  cylindrical 

55  envelope. 

4.  An  exchangeable  cutting  insert  according  to 
Claim  1  or  2,  characterized  in  that  said  third 

5 
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portion  (5c)  is  angularly  deviated  with  respect 
to  said  rotary  axis  (21)  so  that  points  thereon 
are  spaced  from  said  cylindrical  envelope. 

5.  An  exchangeable  cutting  insert  according  to  5 
any  one  of  the  preceding  claims,  characterized 
in  that  said  locating  portion  (3b)  is  formed  with 
a  central  recessed  section  (7)  bounded  by  a 
pair  of  relatively  projecting  sections  (8)  adapt- 
ed  to  bear  on  seating  walls  of  a  tool  holder.  10 

6.  An  exchangeable  cutting  insert  according  to 
Claim  5,  characterized  in  that  said  projecting 
sections  (8)  are  outwardly  curved. 

75 
7.  A  milling  cutter  tool  incorporating  an  exchange- 

able  cutting  insert  according  to  any  one  of  the 
preceding  claims,  characterized  in  that  said 
insert  is  mounted  thereon  so  that  the  third 
component  cutting  edge  (5c)  of  one  cutting  20 
edge  (5)  transversely  adjacent  an  adjacent  cut- 
ting  edge  (5)  serves  as  a  wiper  for  said  adja- 
cent  cutting  edge  (5). 

8.  A  milling  cutter  tool  according  to  Claim  7,  25 
wherein  a  radial  rake  angle  of  the  second 
component  cutting  edge  of  said  one  cutting 
edge  is  positive  with  respect  to  the  tool. 
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