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(54) X-RAY CT APPARATUS AND X-RAY CT APPARATUS IMAGING METHOD

(57) An X-ray CT apparatus according to the
present invention comprises a plurality of X-ray gener-
ating means which generate X-rays, surround a meas-
uring object, are arranged on a circle with the measuring
object at the center, and are relatively movable with re-
spect to the measuring object, a detector which sur-
rounds the measuring object, is arranged on a circle with

the measuring object at the center, is relatively movable
with respect to the measuring object, and detects X-rays
emitted from the X-ray generating means and transmit-
ted through the measuring object, and X-ray generation
controlling means which selects use/non-use of each of
the X-ray generating means, and a mode setting direct-
ing means for directing a desired operation mode with
respect to the X-ray generation controlling means.
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Description

Technical Field

[0001] The present invention relates to an X-ray CT
apparatus which uses X-ray sources, has a fixed type
detector, the X-ray sources being densely arranged on
a concentric circle with respect to a measuring object,
and relates to X-ray CT apparatus radiography.

Background Art

[0002] An X-ray CT (Computed Tomography) appara-
tus is configured as follows. X-rays are emitted by se-
quentially varying the irradiation angle of the X-rays with
respect to a measuring object. The X-rays transmitted
through the measuring object are detected by a detec-
tion section. A tomogram of the measuring object is con-
stituted by performing arithmetic operation processing
based on the X-rays detected by the detection section.
[0003] In the simplified X-ray CT apparatus, an X-ray
generation device which generates the X-rays and the
detection section which detects the X-rays form a pair
and are arranged so as to be symmetrically placed via
the measuring object. The X-ray generation device and
the detection section move relatively to the measuring
object. In the X-ray CT apparatus, the X-ray generation
device and the detection section rotate and move
around the movement axis, and a plurality of tomograms
are constituted by performing the radiography.
[0004] Further, there is an X-ray CT apparatus which
can obtain a tomogram in a shorter time. In this X-ray
CT apparatus, a plurality of X-ray generation devices
which generate the X-rays by electron beams are
aligned and fixedly arranged at even intervals on a circle
(concentric circle) with the measuring object at the cent-
er. The X-ray CT apparatus performs control to sequen-
tially electrically switch these X-ray generation devices
adjacent to each other in the circumferential direction.
The X-ray CT apparatus irradiates the measuring object
with the X-rays and constitutes a tomogram image from
information obtained in the detection portion.
[0005] The above-described X-ray CT apparatus is
configured to obtain a tomogram by sequentially switch-
ing a plurality of X-ray sources in the circumferential di-
rection. Therefore, a plurality of tomograms must be tak-
en in order to obtain a necessary tomogram, and this
takes time.
[0006] In the case of using the X-ray CT apparatus for
an industrial purpose, a dose of the X-rays can be in-
creased and radiography can be carried out in a short
time. When using the X-ray CT apparatus for a medical
purpose, however, necessary information must be ob-
tained with the number of tomograms reduced as much
as possible in order to suppress an exposed dose of a
patient.
[0007] Further, the X-ray CT apparatus is essentially
configured to obtain a tomogram of a measuring object.

Therefore, in the case of obtaining a radiographic image
of a measuring object from an arbitrary angle based on
a tomogram, the X-ray radiographic apparatus must be
used. It is often the case that a patient who needs a to-
mogram obtained by the X-ray CT apparatus has a se-
rious case. It is not preferable for a patient of a serious
case to make the switch from the X-ray CT apparatus
to the X-ray radiographic apparatus every time image
pickup is carried out.
[0008] In the X-ray radiographic apparatus, the meas-
uring object must be inclined or the X-ray generation de-
vice must be inclined in order to take a radiogram from
an arbitrary angle. When the X-ray radiographic appa-
ratus is used for a medical purpose and a patient is in-
clined and held, the patient is troubled depending on an
inclination angle and the patient is uncomfortable.
[0009] Furthermore, even if a direction of a desired
image is determined by the X-ray CT apparatus, the an-
gle adjusting must be again performed by making the
switch to a different apparatus for the patient. At this mo-
ment, a position of the patient slightly deviates, and
hence the radiography including preliminary images
must be performed more than needed. Therefore, the
exposed dose of the patient is also increased.
[0010] It is an object of the present invention to pro-
vide an X-ray CT apparatus and X-ray CT apparatus ra-
diography capable of obtaining necessary examination
information while suppressing the exposed does of a
measuring object to the minimum level.

Disclosure of the Invention

[0011]

(1) According to the present invention, there is pro-
vided an X-ray CT apparatus comprising: a plurality
of X-ray generating means which generate X-rays,
surround a measuring object, are arranged on a cir-
cle with the measuring object at the center, and are
relatively movable with respect to the measuring
object; a detector which surrounds the measuring
object, is arranged on a circle with the measuring
object at the center, is relatively movable with re-
spect to the measuring object, and detects X-rays
emitted from the X-ray generating means and trans-
mitted through the measuring object; X-ray gener-
ation controlling means for selecting use/non-use
of each of the X-ray generating means; and mode
setting directing means for directing a desired op-
eration mode to the X-ray generation controlling
means.
(2) According to the X-ray CT apparatus of the
present invention defined in (1), plural lines of the
detectors are provided in a direction of relative
movement of the measuring object and the X-ray
generation devices.
(3) According to the X-ray CT apparatus of the
present invention defined in (1) or (2), the mode set-
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ting directing means has a single ray source radi-
ography mode by which the X-ray generation con-
trolling means is caused to switch one of the X-ray
generating means and sequentially use them.
(4) 'According to the X-ray CT apparatus of the
present invention defined in (1) or (2), the mode set-
ting directing means has a multiple source synchro-
nous radiography mode by which the X-ray gener-
ation controlling means is caused to simultaneously
switch a plurality of the X-ray generating means dis-
tanced in the circumferential direction at predeter-
mined intervals among a plurality of the X-ray gen-
erating means and sequentially use them.
(5) According to the X-ray CT apparatus of the
present invention defined in (4), the multiple source
synchronous radiography mode simultaneously us-
es a plurality of arbitrary X-ray generating means
whose X-rays emitted therefrom do not overlap
each other on the detectors.
(6) According to the X-ray CT apparatus of the
present invention defined in (1) or (2), the mode set-
ting directing means has a sector slice mode which
causes the X-ray generation controlling means to
switch the X-ray generating means forming a con-
tinuous part of the X-ray generating means group
among a plurality of the X-ray generating means
and sequentially use them.
(7) According to the X-ray CT apparatus of the
present invention defined in (1) or (2), the mode set-
ting directing means has a single shot mode which
causes the X-ray generation controlling means to
use one of the respective X-ray generating means
for one time or simultaneously use a plurality of the
X-ray generating means for one time.
(8) According to the present invention, there is pro-
vided an X-ray CT apparatus radiography compris-
ing: obtaining information required for a tomogram
of the measuring object by using the X-ray CT ap-
paratus defined in any of (1) to (7); operating the X-
ray generating means suitable for radiography of a
specific part of the measuring object based on the
tomogram constituted by this information; perform-
ing radiography of the measuring object without
changing a posture of the measuring object.

Brief Description of Drawings

[0012]

FIG. 1 is a side cross-sectional view showing a
schematic structure of an X-ray CT apparatus ac-
cording to an embodiment of the present invention;
FIG. 2 is a cross-sectional view of a measurement
device main body of the X-ray CT apparatus taken
along the line F2-F2 in FIG. 1 according to the em-
bodiment of the present invention;
FIG. 3 is a partial perspective view of the X-ray CT
apparatus showing the positional relationship be-

tween an X-ray generation device and a detector
according to the embodiment of the present inven-
tion;
FIGS. 4A and 4B are views showing a detailed
structure of the X-ray generation device according
to the embodiment of the present invention; and
FIG. 5 is a block diagram showing a control system
of X-ray generation in the X-ray CT apparatus ac-
cording to the embodiment of the present invention.

Best Mode for Carrying Out of the Invention

[0013] A preferred embodiment according to the
present invention will now be described hereinafter with
reference to the accompanying drawings.
[0014] FIG. 1 is a side cross-sectional view showing
a schematic structure of an X-ray CT apparatus accord-
ing to the embodiment of the present invention. This X-
ray CT apparatus is applied in a medical diagnosis field.
[0015] A high-speed X-ray CT apparatus 1 shown in
FIG. 1 includes a bed 3 and a measurement device main
body 4. A patient 2 as a measuring object is horizontally
laid down in the bed 3. The bed 3 is attached to a slide
5 so as to move in a direction along which an axial line
P running from the head to the toe of the patient 2 ex-
tends. The bed 3 horizontally reciprocates by a drive de-
vice 6. To the measurement device main body 4 is pro-
vided an opening through which the bed on which the
patient 2 is laid can pass.
[0016] FIG. 2 is a front cross-sectional view (cross-
sectional view taken along the line F2-F2 in FIG. 1)
showing a schematic structure of the X-ray CT appara-
tus. As shown in FIG. 2, the measurement device main
body 4 includes many (a plurality of) X-ray generation
devices 7 and a detector 8. The many X-ray generation
devices 7 are densely arranged in the circumferential
direction of a concentric circle with an axial line P of the
patient 2 at the center. The detector 8 detects X-rays
100 emitted from the X-ray generation devices 7 and
transmitted through the patient 2.
[0017] FIG. 3 is a partial perspective view of the X-ray
CT apparatus showing the physical relationship be-
tween the X-ray generation devices 7 and the detector
8. As shown in FIG. 3, the detector 8 has a ring 8a for
a sensor array holder which is formed into a cylindrical
shape with the axial line P at the center. Many sensor
arrays 8Lθ which detect the X-rays 100 are arranged on
the inner surface of the ring 8a in such a manner that
they are insulated from each other and densely aligned
in a direction L along the axial line P and the circumfer-
ential direction θ. That is, the detector 8 is a so-called
assembly of the sensor arrays 8Lθ. The detector 8 is
formed into a cylindrical shape having a predetermined
width in the moving direction of the bed 3. Therefore,
the X-ray generation devices 7 are arranged at positions
which relatively deviate from the detector 8 in the direc-
tion along the axial line P. As a result, it is possible to
emit the X-rays 100 which direct from the outside of the
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ring 8a toward the sensor arrays 8Lθ on the inner side
of the detector 8 by the X-ray generation devices 7.
[0018] It is to be noted that the detector 8 can be man-
ufactured by accreting alloy based cadmium-tellurium
(Cd-Te) on an insulator such as ceramic by deposition
or plating and then dividing the obtained product into
individual sensor arrays by, e.g., etching or laser
processing. At this moment, the shape of each sensor
array 8Lθ seen from the inner surface may be a rectan-
gular shape or a hexagonal shape. Incidentally, as to
the conformation of the detector 8, it is good enough if
it can efficiently and densely detect the X-rays, and the
material or manufacturing method is not restricted to
that described above.
[0019] Moreover, as shown in FIG. 1, each X-ray gen-
eration device 7 includes an electron gun 9 and a target
10 which receives an electron beam emitted from the
electron gun 9 and generates the X-rays 100. In addi-
tion, as shown in FIG. 2, all the X-ray generation devices
7 are accommodated in a vacuum chamber 11 formed
into an annular shape so as to cover the outer side of
these devices. Additionally, to each electron gun 9 is
connected an electron gun drive circuit 12 which con-
trols emission of the electron beam as shown in FIG. 1.
The timing for emitting the electron beam, i.e., the timing
of emitting the X-rays 100 of each electron gun drive
circuit 12 is controlled by an X-ray generation control
device 13.
[0020] The structure of the X-ray generation device 7
will now be described in detail with reference to FIGS.
4A and 4B. Similar to a triode X-ray tube, the X-ray gen-
eration device 7 is roughly constituted by a cathode 31
(electron gun 9), an anode 33, and a grid 32. The cath-
ode 31 is constituted by a filament which discharges
thermoelectrons by heating. The anode 33 includes the
target 10 with which the accelerated electrons collide,
and generates X-rays by collision of the electrons. The
grid 32 electrically opens/closes the path of the accel-
erated electrons. A high voltage is applied between the
cathode 31 and the anode 33. The X-rays are generated
from a part on the target plane with which the electrons
collide. The surface of the anode 33 with which the X-
rays collide is referred to as a focal point.
[0021] The cathode 31 has a filament obtained by
stretching a material wound in a coil shape. The filament
is heated by a current and discharges the thermoelec-
trons. The anode 33 is an electrode which sucks the
electrons discharged from the filament by the high volt-
age applied between the cathode 31 and the anode 33,
receives a shock by acceleration of the electrons to a
high speed, and generates X-rays. The anode 33 is
made of a material which is superior in heat conduction,
e.g., copper.
[0022] Further, a tungsten plate as a target is embed-
ded at the end of the anode 33. The surface with which
the electrons converged on the target collide is a focal
point. When the high-speed electrons enter a target at-
om and the motion of the electrons is interrupted, a part

of the kinetic energy is discharged as X-rays. That is, at
the time of generating the X-rays, when the electron
beam 34 emitted from the cathode 31 toward the anode
33 is brought into contact with the anode 33, the sector-
shaped X-rays 3 are emitted from the anode 33 in the
reflecting direction according to the angle of its surface.
[0023] The X-ray generation device 7 controls emis-
sion of the electron beam from the cathode 31 to the
anode 33 by arranging the grid 32 between the cathode
31 and the anode 33. That is, as shown in FIG. 4A, when
the X-rays are not generated from the target 10 of the
anode 33, a negative bias voltage is applied to the grid
32 so as not to pass the electron beam through the grid
32 as a gate. Furthermore, as shown in FIG. 4B, in case
of generating the X-rays from the target 10 of the anode
33, the negative bias voltage is eliminated so as to allow
passage of the electron beam at the grid 32. It is to be
noted that the focal spot size can be miniaturized by nar-
rowing the electron beam by using the grid 32.
[0024] As shown in FIG. 1, an image signal digitizer
14 is connected to the detector 8. This image signal dig-
itizer 14 outputs coordinate information of the X-ray 100
detected by the detector 8 when the X-ray 100 is emitted
from an arbitrary X-ray generation device 7. Incidentally,
a plurality of the image signal digitizers 14 may be pro-
vided in each predetermined area of the detector 8, or
one image signal digitizer 14 may have charge of the
entire detector 8.
[0025] A measurement control device 15 specifies
which X-rays 100 are emitted from which X-ray gener-
ation device 7 in connection with the coordinate infor-
mation of the X-rays 100 output from the image signal
digitizer 14, and the obtained result is recorded in a data
recording device 16 together this information. When im-
age information for one tomography is recorded in the
data recording device 16, the tomogram is constituted
by a data processing device 17. A monitor 21 is con-
nected to the data processing device 17. The monitor
21 displays information such as a formed tomogram.
[0026] The detector 8 is formed into a cylindrical
shape having a width in a direction along the axial line
P, and many sensor arrays 8Lθ are arranged in the di-
rection L along the axial line P and the circumferential
direction 8. Therefore, by emission of the X-ray from the
X-ray generation device 7 for one time, detection infor-
mation of the X-rays can be obtained in a range which
extends along the inner surface of the cylindrical plane
of the detector 8. That is, a plurality of tomograms can
be obtained by the image pickup operation for one
round. Moreover, it is possible to obtain a so-called X-
ray radiogram obtained by emitting the X-rays from an
arbitrary X-ray generation device 7 to the patient 2 for
one time.
[0027] In addition, as similar to the method of consti-
tuting a given tomogram which is a two-dimensional
plane based on information of a detection position by
linear transmitted X-rays obtained by emitting the linear
X-rays from the circumference of the measuring object,

5 6



EP 1 371 330 A1

5

5

10

15

20

25

30

35

40

45

50

55

a three-dimensional stereoimage can be constituted
based on information of a detection position by the pla-
nar transmitted X-rays obtained by emitting the X-rays
to a predetermined area range from the circumference
of the measuring object. As a result, a three-dimensional
image can be constituted based on the information re-
corded in the data recording device 16.
[0028] FIG. 5 is a block diagram showing a control
system for the X-ray generation in the X-ray CT appa-
ratus. As shown in FIG. 1, a mode setting director 18 is
provided between the measurement control device 15
and the X-ray generation control device 13. In FIG. 5,
the mode setting director 18 issues a direction to the X-
ray generation control device 13. Based on this, respec-
tive switch elements 19 to 19n of a switch device 19 are
opened/closed in accordance with the command. The
switch elements 19 to 19n are connected to electron gun
drive circuits 12 to 12n of the electron guns 9 to 9n, re-
spectively. The switch device 19 individually corre-
sponds to each of the electron gun drive circuits 121 to
12n, and has the switch elements 191 to 19n connected
in series to the electron gun drive circuits 121 to 12n,
respectively.
[0029] Use or non-use of each X-ray generation de-
vice 7 is selected by the X-ray generation control device
13 and the switch device 19 described above. There-
fore, when the switch element 19m is connected (closed)
for example, power is supplied from the power supply
20, and the electron gun 9m is controlled by the electron
gun drive circuit 12m, thereby emitting the electron
beam. That is, the mode setting director 18 outputs to
the X-ray generation control device 13 a direction indic-
ative of the order to connect the switch elements 19 to
19n and which of them are used. As a result, it is possible
to select a serial slice mode, a single slice mode, a sec-
tor slice mode and a single shot mode or the like. Fur-
ther, in each of these modes, the single ray source ra-
diography mode or the multiple ray source synchronous
radiography mode can be respectively selected.
[0030] The serial slice mode is used to synchronize a
moving speed of the bed 3 of the X-ray CT apparatus 1
with an emission position of the X-rays 100 by the X-ray
generation device 7 and perform image pickup in such
a manner the emission position of the X-rays 100 with
respect to the patient 2 can spirally shift. In this serial
slice mode, therefore, it is possible to obtain a plurality
of tomograms (serial slices) for the volume examination
or information used for constituting a three-dimensional
image.
[0031] The single slice mode is used for performing
image pickup for one round by sequentially switching
the emission-position of the X-rays 100 with respect to
an arbitrary position of the patient 2 in the direction of
the axial line P. In the single slice mode, therefore, the
detector 8 has the cylindrical shape, and it is possible
to obtain a tomogram at a desired position and another
position adjacent thereto in the patient 2 or information
used for constituting a three-dimensional image corre-

sponding to the width of the detector 8.
[0032] The sector slice mode is used for performing
image pickup at an arbitrary part of the patient 2 by se-
quentially switching the X-ray generation device 7 within
an arbitrary angle range specified by the radiographer.
At this moment, the bed 3 may be synchronously
moved. Therefore, in this sector slice mode, it is possible
to obtain a tomogram of a necessary part such as a part
of the head, or the organ such as the heart or the stom-
ach, or a three-dimensional image corresponding to the
width of the detector 8. Furthermore, by synchronously
moving the bed 3, it is possible to obtain tomograms re-
quired for the volume examination of an arbitrary part or
information used for constituting a three-dimensional
image of that part.
[0033] The single shot mode is used for emitting the
X-rays to the patient 2 from the X-ray generation device
7 at an arbitrary angle specified by the radiographer for
only one time. The detector 8 of the X-ray CT apparatus
1 according to this embodiment has the cylindrical
shape. In the single shot mode, therefore, radiography
similar to that using a so-called X-ray radiographic ap-
paratus can be performed at an arbitrary angle.
[0034] Moreover, when the single ray source radiog-
raphy mode is selected in each of the above-described
modes by the mode setting director 18, one X-ray gen-
eration device 7 which emits the X-rays 100 is selected
simultaneously in the respective modes. When the mul-
tiple ray source synchronous radiography mode is se-
lected, a plurality of the X-ray generation devices 7
which emit the X-rays 100 are selected simultaneously
in the respective modes.
[0035] Similarly, when the multiple ray source syn-
chronous radiography mode is selected in the serial
slice mode or the single slice mode, the X-rays 100 are
simultaneously emitted at positions distanced at given
intervals from a plurality of predetermined X-ray gener-
ation devices 7. It is preferable that a plurality of the X-
ray generation devices 7 have a positional relationship
such as shown in FIG. 2. In FIG. 2, X-rays 100a and
100b emitted from a plurality of the X-ray generation de-
vices 7a and 7b do not overlap on the detector 8. In ad-
dition, illustrating a concrete example, if the number of
X-ray sources is three, the setting is made in such a
manner that the adjacent X-ray sources form an angle
of 120°. If a number of the X-ray sources is four, the
setting is made in such a manner that the adjacent X-
ray sources form an angle of 90°. If the number of X-ray
sources is five, the setting is made in such a manner
that the adjacent X-ray sources form an angle of 72°. In
this manner, the X-rays 100 are simultaneously emitted
from the X-ray generation devices 7 distanced at even
intervals.
[0036] Additionally, tomograms or a three-dimension-
al image can be constituted based on information ob-
tained by sequentially switching a plurality of the X-ray
generation devices 7 and performing image pickup.
[0037] Further, when the multiple ray source synchro-
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nous radiography mode is selected in the sector slice
mode, image pickup is simultaneously carried out only
at an angle designated with respect to a plurality of parts
specified by the radiographer. As an instance, there is
a case where image pickup of right and left kidneys is
simultaneously performed.
[0038] With the above-described structure, the X-ray
CT apparatus 1 rapidly performs the volume examina-
tion with respect to the patient 2 in the serial slice mode
of the multiple ray source synchronous image pickup,
for example. Thereafter, a part which must be subjected
to a workup can be continuously rapidly examined in the
sector slice mode or the single shot mode of the single
ray source image pickup without moving the patient 2.
In this case, the exposed dose of the X-rays emitted to
obtain a tomogram used for specifying a part which must
be subjected to workup can be set lower than the ex-
posed dose of the X-rays emitted in order to obtain an
X-ray transmitted image. Therefore, the total exposed
dose of the patient 2 can be reduced.
[0039] Further, since the X-ray CT apparatus 1 in-
cludes the cylindrical detector 8, more tomograms can
be constituted by image pickup for one time, and a three-
dimensional image can be constituted based on the in-
formation of the detected X-rays. Furthermore, a stere-
oimage which has the three-dimensional movement can
be formed by obtaining the information which is a result
of repeating image pickup with respect to the same po-
sition. Consequently, further detailed examination can
be performed.
[0040] Moreover, there may be a case that the infor-
mation of each X-ray generation device 7 obtained by
image pickup in the serial slice mode or the single slice
mode is equal to the information obtained by image pick-
up in the single shot mode. In this case, the X-ray trans-
mitted image with a desired angle can be obtained from
the information acquired from image pickup in the serial
slice mode or the single slice mode. Therefore, the total
exposed dose of the patient 2 can be further reduced.
[0041] As described above, the X-ray CT apparatus
1 can obtain the tomogram of the patient 2 and the re-
quired X-ray transmitted image based on this tomogram
in the examination for one time. In addition, the X-ray
CT apparatus 1 does not give an excessive exposed
dose to the patient 2. That is, the X-ray CT apparatus 1
can obtain desired examination information with the
minimum exposed dose.
[0042] The X-ray CT apparatus according to this em-
bodiment includes the X-ray generation control device
which selects use/non-use of a plurality of the individual
X-ray generation devices arranged on a concentric cir-
cle with the measuring object at the center, and the
mode setting director for setting a desired operation
mode with respect to the X-ray generation control de-
vice. As a result, it is possible to obtain desired meas-
urement information in the minimum number of the to-
mograms while suppressing the exposed dose of the
measuring object to the minimum level. Additionally,

since the detector which detects the X-rays is formed
into the cylindrical shape, it is possible to obtain the X-
ray transmitted image by detecting emission of the X-
rays for one time by using the surface.
[0043] Further, since generation of the X-rays is con-
trolled with respect to each X-ray generation device by
using the X-ray generation control device, the X-rays
can be emitted by the corresponding X-ray generation
devices only when necessary, thereby eliminating un-
necessary emission of the X-rays. As a result, the ex-
posed does of the measuring object can be reduced,
and the thermal input to the anode of each X-ray gen-
eration device is decreased, and the continuous oper-
ating time of the anode is increased. In this manner,
since a time slot in which the X-rays are not emitted is
provided in each X-ray generation device, the zero point
stability of the detection system can be confirmed, for
example when collecting data in that time slot.
[0044] The present invention is not restricted to the
foregoing embodiment, and it can be modified and car-
ried out without departing from the scope of the inven-
tion. '

Industrial Applicability

[0045] According to the present invention, it is possi-
ble to provide an X-ray CT apparatus and X-ray CT ap-
paratus radiography capable of obtaining necessary ex-
amination information while suppressing the exposed
dose of the measuring object to the minimum level.

Claims

1. An X-ray CT apparatus characterized by compris-
ing:

a plurality of X-ray generating means which
generate X-rays, surround a measuring object,
are arranged on a circle with said measuring
object at the center, and are relatively movable
with respect to said measuring object;
a detector which surrounds said measuring ob-
ject and is arranged on a circle with said meas-
uring object at the center, is relatively movable
with respect to said measuring object, and de-
tects X-rays emitted from said X-ray generating
means and transmitted through said measuring
object;
X-ray generation controlling means for select-
ing use/non-use of each of said X-ray generat-
ing means; and
mode setting directing means for directing a de-
sired operation mode with respect to said X-ray
generation controlling means.

2. The X-ray CT apparatus according to claim 1, char-
acterized in that plural lines of said detectors are
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provided in a direction of relative movement of said
measuring object and said X-ray generation devic-
es.

3. The X-ray CT apparatus according to claim 1 or 2,
characterized in that said mode setting directing
means has a signal ray source radiography mode
which causes said X-ray generation controlling
means to switch one of a plurality of said X-ray gen-
erating means and sequentially use them.

4. The X-ray CT apparatus according to claim 1 or 2,
characterized in that said mode setting directing
means has a multiple source synchronous radiog-
raphy mode which causes said X-ray generation
controlling means to simultaneously switch a plural-
ity of said X-ray generating means distanced at pre-
determined intervals in a circumferential direction
among a plurality of said X-ray generating means
and sequentially use them.

5. The X-ray CT apparatus according to claim 4, char-
acterized in that said multiple ray source synchro-
nous radiography mode simultaneously uses a plu-
rality of arbitrary X-ray generating means whose X-
rays emitted therefrom do not overlap each other
on said detector.

6. The X-ray CT apparatus according to claim 1 or 2,
characterized in that said mode setting directing
means has a sector slice mode which causes said
X-ray generation controlling means to switch said
X-ray generating means which form a continuous
part of said X-ray generating means group among
a plurality of said X-ray generating means and se-
quentially use them.

7. The X-ray CT apparatus according to claim 1 or 2,
characterized in that said mode setting directing
means has a single shot mode which causes said
X-ray generation controlling means to use one of
said respective X-ray generating means for one
time or simultaneously use a plurality of said X-ray
generating means for one time.

8. An X-ray CT apparatus radiography characterized
by comprising: obtaining information required for a
tomogram of said measuring object by using said
X-ray CT apparatus defined in any of claims 1 to 7;
operating said X-ray generating means suitable for
radiography of a specific part of said measuring ob-
ject based on a tomogram constituted from said in-
formation; and radiographing said measuring object
without changing a posture of said measuring ob-
ject.
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