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Description

Technical Field

[0001] The present invention relates to a data relay
device and a data relay method for performing a charging
process for data.

Background Art

[0002] As a method of charging for packets transmitted
in a network, when a device which is an actual charging
point, transmitted or received packets, it is charged on
the basis of amount of the packets transmitted or re-
ceived. For example, PTL 1 discloses a technique in
which a router that transmits or receives packets to or
from a connectionless computer network has a charging
information table that stores the number of packets and
the number of bytes for each destination address and
performs a charging process on the basis of the charging
information table.
WO 2004/086790 A1 discloses a method for subdividing
data service charge in the mobile communication net-
work.

Citation List

Patent Literature

[0003] [PTL 1] JP-A-2000-49774

Summary of Invention

Technical Problem

[0004] However, the method of simply performing a
charging process on the basis of the amount of packet
transmitted on the network as in the technique disclosed
in PTL 1 has the following problems. That is, in an appa-
ratus that can be moved outside the communication serv-
ice area, such as a mobile apparatus, when the mobile
apparatus is moved outside the communication service
area, data does not reach the mobile apparatus even
though the data is transmitted from the content server to
the mobile apparatus. In this case, even though data does
not reach the mobile apparatus, a charging process is
performed.
[0005] In addition, when the port of the content server
is closed, data does not reach the content server even
though the data is transmitted from the mobile apparatus
to the content server. In this case, even though data does
not reach the content server, a charging process is per-
formed.
[0006] Therefore, an inappropriate process whereby a
charging process is performed even though data does
not reach a designated destination is considered. A
charging process may be performed after it is confirmed
that a communication with a correspondent terminal is

available. However, a connectionless protocol, such as
UDP (User Data Protocol), does not have a control proc-
ess for notifying that it is available for the communication
with the correspondent terminal. Therefore, in general,
the charging process is performed on the basis of the
transmitted data. Therefore, in particular, the
above-mentioned problems arise.
[0007] Therefore, an object of the invention is to pro-
vide a data relay device and a data relay method capable
of performing an appropriate charging process even
when a connectionless protocol, such as UDP, is used.

Solution to Problem

[0008] In order to achieve the object, according to an
aspect of the invention, a data relay device including a
transmitting means for transmitting data transmitted be-
tween a mobile apparatus and a server to the mobile
apparatus or the server as a transmission destination,
wherein the server transmits data using a connectionless
protocol, characterized in that the data relay device com-
prising: a charging processing means for performing a
charging process according to the amount of data trans-
mitted by the transmitting means; a detecting means for
detecting whether response data is transmitted from the
transmission destination of the transmitting means; a
transmission stop means for stopping a transmission
process of the transmitting means when the detecting
means does not detect the response data from the trans-
mission destination; a charging stop means for stopping
the charging process of the charging processing means
when the detecting means does not detect the response
data from the transmission destination; and a measuring
means for measuring upstream non-communication time
which is the time for which the response data from the
mobile apparatus is not detected, and downstream non-
communication time which is the time for which the re-
sponse data from the server is not detected, for each
port, wherein, when the response data is not detected
within a predetermined period of time after the transmit-
ting means starts the transmission process, the trans-
mission stop means stops the transmission process of
the transmitting means, and when the response data is
not detected within the predetermined period of time after
the transmitting means starts the transmission process,
the charging stop means stops the charging process of
the charging processing means,
wherein, when the detecting means does not detect the
response data transmitted from the mobile apparatus
through each port within the predetermined period of
time, the measuring means stops a process of measuring
the upstream communication time for all ports ensured
by the mobile apparatus, the charging stop means stops
the charging process of the charging processing means
for data received through all ports after the predeter-
mined period of time has elapsed, and the transmission
stop means performs a process of closing all ports to
stop the transmission process of the transmitting means,
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and when the detecting means does not detect the re-
sponse data transmitted from the server connected
through one of all of the ensured ports within the prede-
termined period of time, the measuring means stops a
process of measuring the downstream communication
time for the one port, the charging stop means stops the
charging process of the charging processing means for
data received through the one port after the predeter-
mined period of time has elapsed, and the transmission
stop means performs a process of closing the one port
to stop the transmission process of the transmitting
means.
[0009] According to the above-mentioned aspect, data
transmitted between the mobile apparatus and the server
is transmitted to the mobile apparatus or the server as a
transmission destination, and a charging process is per-
formed according to the amount of transmitted data. In
addition, it is detected whether the response data from
the transmission destination is transmitted. When the re-
sponse data from the transmission destination is not de-
tected, it is possible to stop the transmission process and
the charging process. In this way, when communication
is performed using a connectionless protocol, such as
UDP, it is possible to check whether communication is
available between the transmitter side and the receiver
side and perform the charging process only when the
mobile apparatus and the server are connected. There-
fore, it is possible to achieve an appropriate charging
process.
[0010] In the data relay device according to the
above-mentioned aspect, when the response data is not
detected within a predetermined period of time after the
transmitting means starts the transmission process, the
transmission stop means may stop the transmission
process of the transmitting means. When the response
data is not detected within the predetermined period of
time after the transmitting means starts the transmission
process, the charging stop means may stop the charging
process of the charging processing means.
[0011] According to the above-mentioned structure,
when the response data is not detected within the pre-
determined period of time after the transmission process
starts, the transmission process and the charging proc-
ess stop. Therefore, it is possible to accurately check the
connection state.
[0012] The data relay device according to the
above-mentioned aspect may further include a measur-
ing means for measuring upstream non-communication
time which is the time for which the response data from
the mobile apparatus is not detected, and downstream
non-communication time which is the time for which the
response data from the server is not detected, for each
port. When the detecting means does not detect the re-
sponse data transmitted from the mobile apparatus
through each port within the predetermined period of
time, the measuring means stops a process of measuring
the upstream communication time for all ports ensured
by the mobile apparatus, the charging stop means stops

the charging process of the charging processing means
for data received through all ports after the predeter-
mined period of time has elapsed, and the transmission
stop means performs a process of closing all ports to
stop the transmission process of the transmitting means.
When the detecting means does not detect the response
data transmitted from the server connected through one
of all of the ensured ports within the predetermined period
of time, the measuring means stops a process of meas-
uring the downstream communication time for the one
port, the charging stop means stops the charging process
of the charging processing means for data received
through the one port after the predetermined period of
time has elapsed, and the transmission stop means per-
forms a process of closing the one port to stop the trans-
mission process of the transmitting means.
[0013] According to the above-mentioned structure,
the upstream non-communication time and the down-
stream non-communication time are managed in the unit
of a port. When data transmitted from the mobile appa-
ratus in the upward direction is not detected, the process
of measuring the upstream non-communication time for
all ports and the charging process stop. When data trans-
mitted from the server in the downward direction is not
detected, the process of measuring the downstream non-
communication time for the port connected to the server
and the charging process stop. Therefore, it is possible
to perform a process corresponding to the ensured port.
For example, the upstream non-communication time in-
dicates the state between a mobile apparatus and a proxy
apparatus, and it is preferable to perform a stop process
for all ports since the following situation does not occur
in which one port is outside the communication service
area and the other port is within the communication serv-
ice area. In addition, the downstream non-communica-
tion time indicates the state between the proxy apparatus
and the server connected to the proxy apparatus through
one port through which downstream communication is
performed. In some cases, even though the server con-
nected through one port cannot perform communication
due to, for example, a failure, the server may be connect-
ed through another port and perform communication.
Therefore, in this case, management is performed such
that a communication connection process and a charging
process for the server connected through another port
can be continuously performed.
[0014] However, the invention may be applied to the
following data relay method in addition to the above-men-
tioned data relay device. The data relay method and the
data relay device are substantially similar to each other
except for the category and have the same operation and
effect.
[0015] That is, according to another aspect of the in-
vention, a data relay method including : a transmitting
steps of transmitting data transmitted between a mobile
apparatus and a server to the mobile apparatus and the
server as transmission destinations, wherein the server
transmits data using a connectionless protocol, charac-
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terized in that the data relay method comprising: a charg-
ing step of performing a charging process according to
the amount of data transmitted in the transmitting step;
a detecting step of detecting whether response data is
transmitted from the transmission destination in the
transmitting step; a transmission stop step of stopping a
transmission process in the transmitting step when the
response data from the transmission destination is not
detected in the detecting step; a charging stop step of
stopping the charging process in the charging step when
the response data from the transmission destination is
not detected in the detecting step; and a measuring step
of measuring upstream non-communication time which
is the time for which the response data from the mobile
apparatus is not detected, and downstream non-commu-
nication time which is the time for which the response
data from the server is not detected, for each port, where-
in, when the response data is not detected within a pre-
determined period of time after the transmitting step
starts the transmission process, the transmission stop
step stops the transmission process of the transmitting
step, and
when the response data is not detected within the pre-
determined period of time after the transmitting step
starts the transmission process, the charging stop step
stops the charging process of the charging processing
step, wherein, when the detecting step does not detect
the response data transmitted from the mobile apparatus
through each port within the predetermined period of
time, the measuring step stops a process of measuring
the upstream communication time for all ports ensured
by the mobile apparatus, the charging stop step stops
the charging process of the charging processing step for
data received through all ports after the predetermined
period of time has elapsed, and the transmission stop
step performs a process of closing all ports to stop the
transmission process of the transmitting step, and when
the detecting step does not detect the response data
transmitted from the server connected through one of all
of the ensured ports within the predetermined period of
time, the measuring step stops a process of measuring
the downstream communication time for the one port,
the charging stop step stops the charging process of the
charging processing step for data received through the
one port after the predetermined period of time has
elapsed, and the transmission stop step performs a proc-
ess of closing the one port to stop the transmission proc-
ess of the transmitting step.

Advantageous Effects of Invention

[0016] According to the invention, when communica-
tion is performed using a connectionless protocol, such
as UDP, it is possible to check whether communication
is available between the transmitter side and the receiver
side and it is possible to perform a charging process only
when the transmitter side and the receiver side are con-
nected. Therefore, it is possible to achieve an appropriate

charging process.

Brief Description of Drawings

[0017] [Fig. 1] Fig. 1 is a diagram illustrating the struc-
ture of a communication system including a proxy appa-
ratus 100 which is a data relay device according to an
embodiment of the invention.
[0018] [Fig. 2] Fig. 2 is a block diagram illustrating the
function of the proxy apparatus 100.
[0019] [Fig. 3] Fig. 3 is a diagram illustrating the hard-
ware structure of a gateway device 110.
[0020] [Fig. 4] Fig. 4 is a diagram illustrating the timer
management of a timer unit 105.
[0021] [Fig. 5] Fig. 5 is a flowchart illustrating the sche-
matic operation of the proxy apparatus 100 when data is
transmitted in the downward direction.
[0022] [Fig. 6] Fig. 6 is a diagram schematically illus-
trating the relationship between a charging processing
point and a detection point of response data from a mobile
apparatus 300.
[0023] [Fig. 7] Fig. 7 is a flowchart illustrating the sche-
matic operation of the proxy apparatus 100 when data is
transmitted in the upward direction.
[0024] [Fig. 8] Fig. 8 is a diagram schematically illus-
trating the relationship between a charging processing
point and a detection point of response data from a server
400.
[0025] [Fig. 9] Fig. 9 is a diagram illustrating the sche-
matic operation of the proxy apparatuses 100 and 100a
when the mobile apparatus 300 and a mobile apparatus
300a communicate with each other.
[0026] [Fig. 10] Fig. 10 is a flowchart illustrating the
detailed process of the proxy apparatus 100 according
to this embodiment.

Reference Signs List

[0027]

100: PROXY APPARATUS
101: GATEWAY UNIT
102: CHARGING PROCESSING UNIT
103: DETECTING UNIT
104: CONTROL UNIT
105: TIMER UNIT
106: GATEWAY UNIT
107: DETECTING UNIT
110: GATEWAY DEVICE
120: GATEWAY DEVICE
200: SWITCHING APPARATUS
300: MOBILE APPARATUS
400: SERVER

Description of Embodiments

[0028] Hereinafter, an exemplary embodiment of the
invention will be described with reference to the accom-
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panying drawings. If possible, the same components are
denoted by the same reference numerals and a descrip-
tion thereof will not be repeated.
[0029] Fig. 1 is a diagram illustrating the structure of a
communication system including a proxy apparatus 100
which is a data relay device according to this embodi-
ment. As shown in Fig. 1, the communication system
includes the proxy apparatus 100, a switching apparatus
200, a mobile apparatus 300, and a server 400.
[0030] The proxy apparatus 100 is a data relay device
for connecting the server 400 and the switching appara-
tus 200 and may transmit content data transmitted from
the server 400 to the switching apparatus 200 in order
to transmit it to the mobile apparatus 300. In addition, the
proxy apparatus 100 may receive data transmitted from
the mobile apparatus 300 through the switching appara-
tus 200 and transmit it to the server 400.
[0031] The switching apparatus 200 is arranged be-
tween the mobile apparatus 300 and the proxy apparatus
100 and performs a process of controlling the establish-
ment or release of a call and a process of routing data
from the mobile apparatus 300.
[0032] The mobile apparatus 300 is, for example, a
mobile phone and may be connected to the switching
apparatus 200 and the server 400 through a wireless
communication network including, for example, a base
station and RNC using a connectionless protocol (for ex-
ample, UDP) so as to communicate with them. When
receiving data from the server 400, it is preferable that
the mobile apparatus 300 be configured so as to transmit
response data to the server 400 at a predetermined time
interval or whenever a predetermined amount of packet
is received. In this way, the proxy apparatus 100 can
check whether the communication of the mobile appara-
tus 300 is available. The mobile apparatus 300 may be
an apparatus other than the mobile phone. Examples of
the mobile apparatus include PDAs, PCs, home appli-
ances, and game machines having a wireless commu-
nication function.
[0033] The server 400 is, for example, a server (here-
inafter, referred to as a content provider) on the Internet
provided by the content provider and distributes content
data to the mobile apparatus 300 using the connection-
less protocol (for example, UDP) according to the request
from the mobile apparatus 300. The server 400 is not
limited to the content provider, but may be, for example,
a gateway server for connection to other communication
networks, a LAN within a company, and a PC, a game
machine, or a home appliance (a television and a DVD
recorder) that may be connected to the Internet. In this
case, the mobile apparatus 300 may communicate with
the mobile apparatus that is connected to another com-
munication network.
[0034] In the communication system having the
above-mentioned structure, when the server 400 trans-
mits data using a connectionless protocol, such as UDP,
the proxy apparatus 100 performs a changing process
according to the amount of data transmitted between the

proxy apparatus 100 and the mobile apparatus 300 in
order to levy a usage fee for the network and transmits
the data to the switching apparatus 200. The switching
apparatus 200 transmits the data to the mobile apparatus
300.
[0035] The proxy apparatus 100 detects whether the
mobile apparatus 300 transmits response data to the da-
ta transmitted from the server 400. When the proxy ap-
paratus 100 does not detect the response data within a
predetermined period of time, the proxy apparatus 100
stops the charging process for the mobile apparatus 300
and closes the port such that data is not received from
the server 400.
[0036] The response data is generated by an applica-
tion of the mobile apparatus 300 and is then transmitted.
For example, when content data is downloaded, the re-
sponse data corresponds to a control signal that is trans-
mitted to the server 400 at a predetermined time interval
or for a predetermined number of bytes. Examples of the
application include a browser, an application for execut-
ing VoIP, an on-line role-playing game, and a streaming
reproducing player, such as a moving picture and music
player. The response data may be generated by the op-
eration of the user and then transmitted. Alternatively,
the response data may be processed so as to be at least
periodically transmitted to the server 400. The proxy ap-
paratus 100 may detect the presence or absence of the
response data and determine whether data from the serv-
er 400 is transmitted to the mobile apparatus 300 on the
basis of the detection result.
[0037] Similarly, when data is transmitted from the mo-
bile apparatus 300, the proxy apparatus 100 receives the
data through the switching apparatus 200, performs the
charging process, and transmits the data to the server
400. When the proxy server 100 does not detect that the
server 400 has transmitted response data to the data
transmitted from the mobile apparatus 300 within a pre-
determined amount of time, the proxy apparatus 100
stops the charging process for the mobile apparatus 300.
[0038] The structure of the proxy apparatus 100 per-
forming the above-mentioned process will be described
below. Fig. 2 is a block diagram illustrating the function
of the proxy apparatus 100. The proxy apparatus 100
includes two gateway devices 110 and 120. The gateway
device 110 mainly performs a charging process and a
protocol switching process, and the gateway device 120
is a device for connection to an external network such
as the Internet. The proxy apparatus 100 may not include
the gateway devices 110 and 120, but may include a
single gateway device.
[0039] The gateway device 110 includes a gateway
unit 101 (transmitting means), a charging processing unit
102 (charging means), a detecting unit 103, a control unit
104 (charging stop unit 104a: a charging stop means;
and a transmission stop unit 104b: a transmission stop
means), and a timer unit 105 (measuring means). The
gateway device 110 is implemented by hardware shown
in Fig. 3. Fig. 3 is a diagram illustrating the hardware
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structure of the gateway device 110. As shown in Fig. 3,
the gateway device 110 shown in Fig. 2 is physically con-
figured as a computer system including a CPU 11, a RAM
12 and a ROM 13, which are main storage devices, an
input device 14 including, for example, a keyboard and
a mouse, which are input devices, an output device 15,
such as a display, a communication module 16, which is
a data transmitting/receiving device, such as a network
card, and an auxiliary storage device 17 such as a hard
disk. The functions shown in Fig. 2 are implemented by
reading predetermined computer software onto hard-
ware, such as the CPU 11 and the RAM 12 shown in Fig.
3, such that the CPU 11 controls the operations of the
input device 14, the output device 15, and the commu-
nication module 16 and reading and writing data from
and to the RAM 12 or the auxiliary storage device 17.
Next, each functional block will be described with refer-
ence to the functional blocks shown in Fig. 2.
[0040] The gateway unit 101 is for connecting the mo-
bile apparatus 300 and the server 400. When communi-
cation connection is performed, the gateway unit 101 en-
sures a port in association with the mobile apparatus 300
and manages the association. In addition, the gateway
unit 101 receives data transmitted from the gateway de-
vice 120 (server 400) through the port and transmits the
data to the mobile apparatus 300 (wireless communica-
tion network). The gateway unit 101 receives data trans-
mitted from the mobile apparatus 300 and transmits the
data to the gateway device 120 (server 400).
[0041] The charging processing unit 102 counts the
amount of data transmitted from the gateway unit 101 to
the mobile apparatus 300 or the server 400 and performs
a charging process corresponding to the count value.
[0042] The detecting unit 103 functionally detects re-
sponse data that is transmitted from the server 400 in
response to the data transmitted from the mobile appa-
ratus 300 to the server 400, or response data that is trans-
mitted from the mobile apparatus 300 in response to the
data transmitted from the server 400 to the mobile appa-
ratus 300 and detects a port through which upstream
data or downstream data is received. When detecting
the response data, that is, upstream data or downstream
data on each port, the detecting unit 103 notifies the con-
trol unit 104 of information about the port through which
the data is received or information indicating whether
there is upstream data or downstream data.
[0043] The control unit 104 includes the charging stop
unit 104a and the transmission stop unit 104b. The charg-
ing stop unit 104a performs control so as to stop the
charging process of the charging processing unit 102,
and the transmission stop unit 104b performs control so
as to stop the transmission process of the gateway unit
101 and the gateway unit 106. When receiving a notice
indicating that the response data from the detecting unit
103 has been detected, that is, when receiving a notice
about the port through which communication is per-
formed and a notice indicating that the upstream data or
the downstream data has been detected, the control unit

104 resets the time for which communication is not per-
formed, which is managed by the timer unit 105, and
controls the timer unit 105 to measure the time again.
When the detecting unit 103 does not detect the response
data (that is, the upstream data or the downstream data)
transmitted from the mobile apparatus 300 or the server
400 through one port within a predetermined period of
time, the control unit 104 (charging stop unit 104a) con-
trols the charging processing unit 102 to stop the charging
process for the mobile apparatus 300 that ensures the
one port. In addition, the control unit 104 (transmission
stop unit 104b) instructs the gateway device 110 and the
gateway device 120 to perform a process of closing a
receiving port such that data transmitted from the mobile
apparatus 300 or the server 400 is not received.
[0044] For example, when the time for which upstream
communication is not performed (upstream non-commu-
nication time) for the port ensured by the mobile appa-
ratus 300 is more than a predetermined time, the control
unit 104 stops the charging process and closes all of the
ports of the gateway device 120 (gateway unit 106) en-
sured by the mobile apparatus 300. When the time for
which downstream communication is not performed
(downstream non-communication time) for one of the en-
sured ports is more than a predetermined time, the con-
trol unit 104 stops the charging process and closes the
one port of the gateway device 110 (gateway unit 101).
Alternatively, the gateway device 110 or the gateway de-
vice 120 may close the ports according to whether data
is transmitted in the upward or downward direction. In
this case, it is possible to reduce the communication dis-
tance of data and the amount of traffic. For example,
during the relay of upstream data, a port for the mobile
apparatus 300 of the gateway device 110 is closed. When
the ports of one of the gateway unit 110 and the gateway
unit 120 are closed, communication paths that are con-
structed using the ensured ports of the gateway unit 110
and the gateway unit 120 do not perform their functions.
Therefore, the ports of one of the gateway unit 110 and
the gateway unit 120 may be closed. In this case, the
charging process is not performed after the ports are
closed.
[0045] During this process, when the gateway unit 101
or the gateway unit 106 receives a connection request
from the mobile apparatus 300 or the server 400, the
control unit 104 controls the gateway unit 101 and the
gateway unit 106 to ensure a port for communication.
[0046] The control unit 104 may determine the trans-
mission direction of data transmitted to or received from
the gateway unit 101 and the gateway unit 106 on the
basis of the notice from the detecting unit 103. After the
port is ensured, the control unit 104 may determine
whether the received data is upstream data or down-
stream data on the basis of the source address and des-
tination address of the received data. The control unit
104 resets one of the timer value of the upstream
non-communication time and the timer value of the down-
stream non-communication time, which are measured
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by the timer unit 105, on the basis of the notice, and
controls the timer unit 105 to perform the time measuring
process again. For example, when receiving a notice in-
dicating that upstream data has been received, the con-
trol unit 104 resets the timer value of the upstream non-
communication time and controls the timer unit 105 to
measure the time from an initial value.
[0047] The timer unit 105 manages the upstream
non-communication time for each mobile apparatus and
manages the downstream non-communication time for
each port. For example, when data is transmitted from
the gateway unit 101 to the mobile apparatus 300, the
timer unit 105 starts a process of measuring the time
using the timer. When the gateway unit 101 receives re-
sponse data from the mobile apparatus 300, the timer
unit 105 resets the time measuring process and performs
the time measuring process again. When it is determined
that the response data from the mobile apparatus 300
within a predetermined period of time is not received on
the basis of the time measuring process performed by
the timer unit 105, the control unit 104 performs a process
of closing the receiving port of the gateway device 120
(gateway unit 106), as described above.
[0048] Next, the timer unit 105 will be described in more
detail. The timer unit 105 manages the upstream
non-communication time, which indicates the time for
which response data to the data transmitted from the
server 400 to the mobile apparatus 300 is not detected,
for each mobile apparatus 300 and manages the down-
stream non-communication time, which indicates the
time for which response data transmitted from the server
400 is not detected, for each port ensured when the mo-
bile apparatus 300 performs communication. Fig. 4 is a
diagram illustrating the timer management of the timer
unit 105. As shown in Fig. 4, a user indicating the mobile
apparatus 300, the port used by the user, the upstream
non-communication time which indicates the time for
which response data from the mobile apparatus 300 is
not detected, and the downstream non-communication
time which indicates the time for which response data
from the server 400 is not detected are stored in the timer
unit 105 so as to be associated with each other. The timer
unit 105 manages the upstream non-communication time
for each user, that is, for each mobile apparatus 300, not
for each port, and manages the downstream non-com-
munication time for each port. This is because the up-
stream non-communication time is managed for the mo-
bile apparatus and a communication failure does not oc-
cur for each port. That is, when the mobile apparatus is
moved outside a communication service area, a commu-
nication failure occurs in all of the ports. The downstream
non-communication time is managed for a communica-
tion partner, such as each content server connected to
each port. In this case, a communication failure is likely
to occur in each port. Therefore, the timer unit 105 man-
ages the time for which communication is not performed
for each port.
[0049] The timer unit 105 performs the timer manage-

ment shown in Fig. 4. However, when the response data
is not detected within 60 seconds after the time measur-
ing process starts, the control unit 104 closes the port
that is timed out. In the example shown in Fig. 4, since
the downstream non-communication time for a port D of
user 1 is more than 60 seconds, the control unit 104 con-
trols the gateway unit 101 to close the port D. When there
is a user with a port through which upstream communi-
cation is not performed for more than 60 seconds, the
control unit 104 controls the gateway unit 106 to close
all of the ports used by the user.
[0050] Next, the gateway device 120 will be described.
The gateway device 120 includes the gateway unit 106
and a detecting unit 107.
[0051] The gateway device 120 connects the gateway
device 110 and the server 400 arranged on the Internet.
The gateway device 120 transmits data received from
the server 400 to the gateway device 110 and transmits
data received from the gateway device 110 to the server
400.
[0052] The detecting unit 107 detects the presence or
absence of data transmitted from the gateway unit 106.
When data is transmitted from the server 400 to the mo-
bile apparatus 300, that is, when data is transmitted in
the downward direction, the detecting unit 107 detects
the presence or absence of response data from the mo-
bile apparatus 300. When detecting that the response
data is input from the gateway device 110 (mobile appa-
ratus 300) to the gateway unit 106, the detecting unit 107
outputs information indicating the detection of the re-
sponse data to the control unit 104. The detecting unit
107 functionally performs the same process as the de-
tecting unit 103.
[0053] When the control unit 104 does not receive a
notice indicating that the response data has been detect-
ed within a predetermined period of time set by the timer
unit 105 from the detecting unit 107, the control unit 104
determines that data does not normally reach the mobile
apparatus 300, for example, that the mobile apparatus
300 has moved outside the communication service area,
and controls the charging processing unit 102 to stop the
charging process. In addition, the control unit 104 con-
trols the gateway unit 106 to close the receiving port such
that data from the server 400 is not received.
[0054] Next, the operation of the proxy apparatus 100
having the above-mentioned structure will be described.
Fig. 5 is a flowchart illustrating the schematic operation
of the proxy apparatus 100 when data is transmitted in
the downward direction.
[0055] When the mobile apparatus 300 requests the
server 400 to download content (S101), for example,
when the mobile apparatus 300 transmits a content
download request to the server 400 (this is available dur-
ing the reproduction of streaming), an application is con-
nected to the gateway unit according to a protocol, such
as UDP. Therefore, the gateway units 101 and 106 of
the proxy apparatus 100 ensure ports for connecting the
mobile apparatus 300 and the server 400 (S102). When
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the port ensuring process is performed, the server 400
transmits data to the mobile apparatus 300, and the gate-
way units 106 and the gateway unit 101 receive the data
(S103). In the proxy apparatus 100, when data is re-
ceived, the timer unit 105 starts a process of measuring
the time for which upstream communication is not per-
formed in the mobile apparatus 300 (S104).
[0056] The received data is sequentially relayed to the
server 400 by the gateway units 101 and 106 (S105).
When the gateway unit 101 performs the relay process,
the charging processing unit 102 performs a charging
process according to the amount of data (S106).
[0057] The control unit 104 determines whether the
gateway unit 106 receives response data from the mobile
apparatus 300 on the basis of the detection result of the
detecting unit 107 (S107). When downloading content
data, the mobile apparatus 300 (that is, an application in
the mobile apparatus) transmits response data for noti-
fying that data is periodically downloaded to the server
400. When the detecting unit 107 detects the response
data within a predetermined period of time, the timer val-
ue of the timer unit 105 is reset (S108), and the timer unit
105 starts the time measuring process from the initial
value. Then, the process of receiving data transmitted in
the downward direction, the transmission process, and
the charging process are performed again. When the re-
sponse data is not received within a predetermined pe-
riod of time (S109: YES), the port of the gateway unit 106
is closed and the timer unit 105 stops the process of
measuring the time for which upstream communication
is not performed. In addition, the charging process stops
(S110).
[0058] As such, when data is transmitted in the down-
ward direction, a detection point of the detecting unit 107
set in the device that closes the port, that is, the gateway
unit 106 detects the presence or absence of response
data. When the gateway unit 106 does not detect the
response data at the detection point, the charging proc-
ess stops and the port of the gateway unit 106 that re-
ceives data from the server 400 is closed. In this way, it
is possible to appropriately charge for data transmitted
according to the connectionless protocol. That is, when
the mobile apparatus 300 is moved outside the commu-
nication service area and data does not reach the mobile
apparatus 300, it is possible to prevent the charging proc-
ess from being performed.
[0059] The relationship between a charging process-
ing point and the detection point of the response data
from the mobile apparatus 300 will be described below.
Fig. 6 is a diagram schematically illustrating the relation-
ship.
[0060] As shown in Fig. 6, data is transmitted from the
server 400 to the mobile apparatus 300 in the direction
of an arrow Y1. The data transmitted from the server 400
is transmitted according to a connectionless protocol,
such as UDP. Therefore, the gateway device 110, which
is a charging processing point, performs the charging
process when the mobile apparatus 300 is within the

communication service area or outside the communica-
tion service area.
[0061] When the mobile apparatus 300 is within the
communication service area, the mobile apparatus 300
may receive data normally. Therefore, the mobile appa-
ratus 300 may generate response data to the received
data and transmit the response data. On the other hand,
when the mobile apparatus 300 is outside the communi-
cation service area, the mobile apparatus 300 cannot
normally receive data. Therefore, the mobile apparatus
300 cannot recognize data, and the mobile apparatus
300 does not generate response data. In addition, since
the mobile apparatus 300 is outside the communication
service area, the mobile apparatus 300 does not transmit
response data to the data.
[0062] Therefore, in this case, the proxy apparatus 100
does not receive the response data. In this embodiment,
at a data detection point P1, when the gateway device
120 (detecting unit 107) does not detect the response
data from the mobile apparatus 300 within a predeter-
mined period of time, it is possible to determine that the
mobile apparatus 300 does not receive the response data
since the mobile apparatus 300 is outside the communi-
cation service area. In this case, the control unit 104 does
not receive a notice indicating that the response data has
been detected within a predetermined period of time from
the detecting unit 107. Therefore, the control unit 104
controls the charging processing unit 102 to stop the
charging process and controls the gateway unit 106 to
close the receiving port for receiving data from the server
400. In Fig. 6, the port represented by a close point P2
is closed. In this way, since no data is transmitted from
the proxy apparatus 100 to a network on the downstream
side (on the side of the mobile apparatus 300), the charg-
ing process is not performed. Since data is not used, the
charging process for data is not needed.
[0063] As in this embodiment, if the gateway device
120 is constructed to include the data detection point P1
and the close point P2, the occurrence of time lag is sig-
nificantly reduced since the process is performed in the
same device and it is possible to effectively prevent an
unnecessary charging process.
[0064] Next, the operation of the proxy apparatus 100
when data is transmitted in the upward direction will be
described. Fig. 7 is a flowchart illustrating the schematic
operation of the proxy apparatus 100 when data is trans-
mitted in the upward direction. In Fig. 7, data is transmit-
ted to the server 400, but the invention is not limited there-
to. For example, data may be transmitted to a terminal,
such as a mobile apparatus, through the server 400.
[0065] When the mobile apparatus 300 requests the
server 400 to upload data (for example, contribution data)
(5201), for example, when the mobile apparatus 300
transmits a content upload request to the server 400, an
application is connected to the gateway unit according
to a protocol, such as UDP. Therefore, the gateway units
101 and 106 of the proxy apparatus 100 ensure ports for
connecting the mobile apparatus 300 and the server 400
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(S202). When the port ensuring process is performed,
the server 400 transmits data to the mobile apparatus
300, and the gateway units 106 and the gateway unit 101
receive the data (S203). In the proxy apparatus 100,
when data is received, the timer unit 105 starts a process
of measuring the downstream non-communication time
in the mobile apparatus 300 (S204). The source address
and the destination address are described in the header
of the data, and the gateway unit 106 recognizes the
source address. Therefore, the control unit 104 can rec-
ognize that data is downloaded, that is, data is transmit-
ted in the downward direction.
[0066] The gateway units 101 and 106 sequentially re-
lay the received data to the server 400 (S205). When the
gateway unit 101 performs the relay process, the charg-
ing processing unit 102 performs a charging process cor-
responding to the amount of data (S206).
[0067] The control unit 104 determines whether the
gateway unit 101 receives the response data from the
server 400 on the basis of the detection result of the de-
tecting unit 107 (S207). When the response data is de-
tected within a predetermined period of time, the count
value of the timer unit 105 is reset (S208), and the timer
unit 105 starts a time measuring process from an initial
value. Then, the process of receiving data transmitted in
the upward direction, the transmission process, and the
charging process are performed again. When the re-
sponse data is not received within a predetermined pe-
riod of time (S209: YES), the port of the gateway unit 101
is closed and the timer unit 105 stops the process of
measuring the downstream non-communication time. In
addition, the charging process stops (S210).
[0068] As such, when data is transmitted in the upward
direction, a detection point set in the device that closes
the port, that is, the gateway unit 101 detects the pres-
ence or absence of response data. When the gateway
unit 101 detects the response data at the detection point,
the charging process stops and the port of the gateway
unit 101 that receives data from the mobile apparatus
300 is closed. In this way, it is possible to appropriately
charge for data transmitted according to the connection-
less protocol. That is, when data does not reach the serv-
er 400, for example, when the server 400 does not re-
ceive data due to, for example, a failure, it is possible to
prevent the charging process from being performed.
[0069] The relationship between a charging process-
ing point and the detection point of the response data
from the server 400 will be described below. Fig. 8 is a
diagram schematically illustrating the relationship.
[0070] As shown in Fig. 8, data is transmitted from the
mobile apparatus 300 to the server 400 in the direction
of an arrow Y2. The data transmitted from the server 400
is transmitted according to the connectionless protocol,
such as UDP. Therefore, the gateway device 110, which
is a charging processing point, performs the charging
process regardless of whether the server 400 can per-
form communication.
[0071] When the server 400 is in a normal state, the

server 400 can normally receive data. Therefore, the
server 400 can generate response data to the received
data and transmit the response data. On the other hand,
when the server 400 does not perform communication
due to, for example, a failure, the server 400 does not
normally receive data. Therefore, the server 400 cannot
obtain a trigger for generating the response data. In ad-
dition, since communication is not available, the server
400 does not transmit the response data.
[0072] Therefore, in this case, the proxy apparatus 100
does not receive the response data. In this embodiment,
at a data detection point P4, when the gateway device
110 (detecting unit 103) does not detect the response
data from the server 400 within a predetermined period
of time, it is possible to determine that the server 400
does not receive the response data due to, for example,
a failure. In this case, the control unit 104 does not receive
a notice indicating that the response data has been de-
tected within a predetermined period of time from the
detecting unit 107. Therefore, the control unit 104 con-
trols the charging processing unit 102 to stop the charging
process and controls the gateway unit 101 to close the
receiving port for receiving data from the mobile appara-
tus 300. In Fig. 8, the port represented by a close point
P3 is closed. In this way, since data does not pass through
the proxy apparatus 100, the charging process is not per-
formed.
[0073] As in this embodiment, when the gateway de-
vice 110 includes the data detection point P4 and the
close point P3, the occurrence of time lag is significantly
reduced since the process is performed in the same de-
vice and it is possible to effectively prevent an unneces-
sary charging process.
[0074] Next, the operation of the proxy apparatuses
100 and 100a when the mobile apparatus 300 commu-
nicates one to one with a mobile apparatus 300a having
the same function as the mobile apparatus 300 will be
described with reference to Fig. 9. Fig. 9 is a diagram
illustrating the schematic operation of the proxy appara-
tuses when the mobile apparatus 300 communicates one
to one with the mobile apparatus 300a. The proxy appa-
ratus 100 and the proxy apparatus 100a have the same
structure. The proxy apparatus 100 manages the up-
stream non-communication state to upstream data (data
transmitted in the direction of the arrow Y2) and the proxy
apparatus 100a manages the downstream non-commu-
nication state (data transmitted in the direction of the ar-
row Y1). As described above, this embodiment is not
limited to the above-mentioned one-to-one communica-
tion, but may be applied to one-to-N communication.
[0075] First, the proxy apparatus 100 receives a con-
nection request from the mobile apparatus 300 according
to the process shown in Fig. 7. When a port is ensured,
a process of relaying upstream data to the mobile appa-
ratus 300a and a process of charging for data transmitted
from the mobile apparatus 300 are performed (arrow Y2:
S201 to S206 in Fig. 7).
[0076] Then, when receiving data from the proxy ap-
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paratus 100 (arrow Y3), the proxy apparatus 100a per-
forms a data relay process and a process of charging for
data transmitted from the mobile apparatus 300a (arrow
Y1: S103 to S106 in Fig. 5).
[0077] In the proxy apparatus 100, the presence or ab-
sence of response data from the mobile apparatus 300a
is detected at a downstream data detection point P4 that
is set in the gateway device 110. When the response
data is not detected within a predetermined period of
time, it may be determined that the mobile apparatus
300a does not perform communication since the mobile
apparatus 300a is outside the communication service ar-
ea. The gateway device 110 stops a charging process
for the mobile apparatus 300 and closes the port at the
close point P3.
[0078] The proxy apparatus 100a detects the presence
or absence of the response data from the mobile appa-
ratus 300a. When the proxy apparatus 100a does not
detect the response data within a predetermined period
of time, it may be determined that the mobile apparatus
300a does not perform communication since the mobile
apparatus 300a is outside the communication service ar-
ea. The gateway device 110a stops a charging process
for the mobile apparatus 300a and closes the port at the
close point P2 set in the gateway device 120a.
[0079] Next, the detailed process of the proxy appara-
tus 100 according to this embodiment will be described.
Fig. 10 is a flowchart illustrating the detailed process of
the proxy apparatus 100 according to this embodiment.
While Fig. 5 or 7 shows the schematic process for data
transmitted in the upward direction or the downward di-
rection, Fig. 10 shows the details of a process corre-
sponding to the management of the timer set for each
port, upstream data, and downstream data.
[0080] When the proxy apparatus 100 receives a con-
nection request from the mobile apparatus 300 (S301),
each of the gateway unit 101 and the gateway unit 106
performs a process of ensuring a port (S302). When there
are a connection request and a communication request,
the port ensuring process is performed for each request.
Then, the timer unit 105 starts a process of measuring
the time for which upstream/downstream communication
is not performed through the port (S303). Specifically, as
shown in Fig. 4, the timer unit 105 measures the upstream
non-communication time through each of the ensured
ports and the downstream non-communication time
through each of the ensured ports, and manages the
times.
[0081] When data is received from the mobile appara-
tus 300 or the server 400 (S304), the control unit 104
determines whether the data is upstream data (S305). If
the data is determined to be upstream data (S305: up-
stream data), the gateway units 101 and 106 perform a
data relay process (S306), and the charging processing
unit 102 performs a charging process corresponding to
the amount of relayed data (S307). Then, the control unit
104 resets the timer value of the upstream non-commu-
nication time for all ports among the timer values meas-

ured by the timer unit 105 and controls the timer unit 105
to measure the time for which communication is not per-
formed from an initial value again (S308).
[0082] In S305, when the control unit 104 determines
the data to be downstream data (S305: downstream da-
ta), the control unit 104 determines the port through which
the data is transmitted (S309). If it is determined that
downstream data is transmitted through a port A (S309:
port A), a data relay process (S310), a charging process
(S311), and a process (S312) of resetting a timer value
corresponding to the port A in the time for which down-
stream communication is not performed and starting the
time measuring process again are performed.
[0083] When the control unit 104 determines that the
data is downstream data through a port B (S309: port B),
a data relay process (S313), a charging process (S314),
and a process (S315) of resetting a timer value corre-
sponding to the port B in the downstream non-commu-
nication time and starting the time measuring process
again are performed.
[0084] When the control unit 104 determines that the
data is downstream data through a port C (S309: port C),
a data relay process (S316), a charging process (S317),
and a process (S318) of resetting a timer value corre-
sponding to the port C in the downstream non-commu-
nication time and starting the time measuring process
again are performed.
[0085] In S304, when the gateway unit 101 or the gate-
way unit 106 does not receive the upstream data or the
downstream data and any one of the timer values corre-
sponding to the times for which upstream communication
and downstream communication are not performed
through each port, which are measured by the timer unit
105, is elapsed (S319), the timer unit 105 ends the proc-
ess of measuring the time for which communication is
not performed, which is elapsed, and the control unit 104
stops the charging process and performs a port closing
process. That is, when the upstream non-communication
time is elapsed, the timer unit 105 ends the process of
measuring the the upstream/downstream non-commu-
nication time (S320) and the control unit 104 controls the
charging processing unit 102 to perform the charging
process and controls the gateway unit 101 to close the
port corresponding to the mobile apparatus 300. When
the upstream non-communication time is elapsed, the
timer unit 105 ends the process of measuring the time
for which communication is not performed through the
port, which is elapsed, and the control unit 104 controls
the charging processing unit 102 to perform the charging
process and controls the gateway unit 106 to close the
port corresponding to the server 400 (S321).
[0086] Next, the operation and effect of the proxy ap-
paratus 100 according to this embodiment will be de-
scribed. In the proxy apparatus 100 according to this em-
bodiment, the gateway unit 101 and the gateway unit 106
send data transmitted between the mobile apparatus 300
and the server 400 to the mobile apparatus 300 or the
server 400, which is a transmission destination, and the
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charging processing unit 102 performs a charging proc-
ess according to the amount of data transmitted by the
gateway unit 101 and the gateway unit 106. The detecting
unit 103 detects whether response data is transmitted
from the transmission destination while the charging
process is performed. The detecting unit 103 detects data
and determines whether the data is upstream data or
downstream data. When the detecting unit 103 deter-
mines that upstream data or downstream data is re-
ceived, the control unit 104 controls the timer unit 105 to
reset the timer value of one of the upstream non-com-
munication time for the port that receives data and the
downstream non-communication time for the port that
receives data.
[0087] When the timer value of the time (the non-com-
munication time) for which communication is not per-
formed is more than a predetermined time and the de-
tecting unit 103 does not detect the response data from
the transmission destination, the control unit 104 may
stop the transmission process of the gateway unit 101 or
the gateway unit 106. That is, the control unit 104 may
control the gateway unit 101 or the gateway unit 106 to
close the port. In addition, the control unit 104 may control
the charging processing unit 102 to stop the charging
process.
[0088] In this way, when communication is performed
using a connectionless protocol, such as UDP, it is pos-
sible to recognize that the transmitter side and the re-
ceiver side can communicate with each other. In addition,
only when the transmitter side and the receiver side are
connected, it is possible to perform the charging process.
Therefore, it is possible to achieve an appropriate charg-
ing process.
[0089] In the proxy apparatus 100 according to this em-
bodiment, when response data is detected within a pre-
determined period of time after a transmission process
starts, that is, when the time for which communication is
not performed, which is measured by the timer unit 105,
is more than a predetermined time, the ports of the gate-
way unit 101 and the gateway unit 106 are closed and
the transmission process stops. In addition, the charging
process stops. Therefore, it is possible to perform a proc-
ess within a given time width and thus accurately recog-
nize a connection state.
[0090] In the proxy apparatus 100 according to this em-
bodiment, the control unit 104 manages the upstream
non-communication time and the downstream non-com-
munication time for each port using the timer unit 105.
When the detecting unit 103 does not detect data trans-
mitted from the mobile apparatus 300 in the upward di-
rection, the control unit 104 controls the timer unit 105 to
stop the process of measuring the upstream non-com-
munication time for all ports and controls the charging
processing unit 102 to stop the charging process. When
the detecting unit 103 does not detect data transmitted
from the server 400 in the downward direction, the control
unit 104 controls the timer unit to stop the process of
measuring the downstream non-communication time

through the port connected to the server 400 and controls
the charging processing unit 102 to stop the charging
process.
[0091] Therefore, it is possible to perform a process
corresponding to the ensured port. For example, the up-
stream non-communication time indicates the state be-
tween the mobile apparatus 300 and the proxy apparatus
100, and it is preferable to perform a stop process for all
ports since the following situation does not occur in which
the mobile apparatus 300 is outside the communication
service area for only one port and the mobile apparatus
300 is within the communication service area for another
port. In addition, the downstream non-communication
time indicates the state between the proxy apparatus 100
and the server 400 connected to the proxy apparatus 100
through one port through which downstream communi-
cation is performed. In some cases, even though the
server 400 connected through one port cannot perform
communication due to, for example, a failure, the server
may be connected through another port and perform
communication. Therefore, in this case, management is
performed such that a communication connection proc-
ess and a charging process for the server connected
through another port can be continuously performed.

Claims

1. A data relay device (100) comprising a transmitting
means (101) for transmitting data transmitted be-
tween a mobile apparatus (300) and a server (400)
to the mobile apparatus or the server as a transmis-
sion destination, wherein the server (400) is adapted
in such a way that it transmits data to the mobile
apparatus using a connectionless protocol, wherein
the data relay device (100) comprises:

a charging processing means (102) for perform-
ing a charging process according to the amount
of data transmitted by the transmitting means
(101);
the data relay device (100) being characterized
in that it further comprises:

a detecting means (103) for detecting
whether response data is transmitted from
the transmission destination of the transmit-
ting means (101);
a transmission stop means (104b) for stop-
ping a transmission process of the transmit-
ting means (101) when the detecting means
(103) does not detect the response data
from the transmission destination;
a charging stop means (104a) for stopping
the charging process of the charging
processing means (102) when the detecting
means (103) does not detect the response
data from the transmission destination; and
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a measuring means (105) for measuring up-
stream non-communication time which is
the time for which the response data from
the mobile apparatus (300) is not detected,
and downstream non-communication time
which is the time for which the response da-
ta from the server (400) is not detected, for
each port,

wherein, when the response data is not detected
within a predetermined period of time after the
transmitting means (101) starts the transmission
process, the transmission stop means (104b)
stops the transmission process of the transmit-
ting means (101), and
when the response data is not detected within
the predetermined period of time after the trans-
mitting means (101) starts the transmission
process, the charging stop means (104a) stops
the charging process of the charging processing
means (102),
wherein, when the detecting means (103) does
not detect the response data transmitted from
the mobile apparatus (300) through each port
within the predetermined period of time, the
measuring means (105) stops a process of
measuring the upstream communication time
for all ports ensured by the mobile apparatus
(300), the charging stop means (104a) stops the
charging process of the charging processing
means (102) for data received through all ports
after the predetermined period of time has
elapsed, and the transmission stop means per-
forms a process of closing all ports to stop the
transmission process of the transmitting means
(101), and
when the detecting means (103) does not detect
the response data transmitted from the server
connected through one of all of the ensured
ports within the predetermined period of time,
the measuring means (105) stops a process of
measuring the downstream communication
time for the one port, the charging stop means
(104a) stops the charging process of the charg-
ing processing means (102) for data received
through the one port after the predetermined pe-
riod of time has elapsed, and the transmission
stop means (104b) performs a process of clos-
ing the one port to stop the transmission process
of the transmitting means (101).

2. A data relay method comprising a transmitting steps
of transmitting data transmitted between a mobile
apparatus (300) and a server (400) to the mobile
apparatus (300) and the server (400) as transmis-
sion destinations, wherein the server is adapted in
such a way that it transmits data to the mobile ap-
paratus using a connectionless protocol, wherein the

data relay method comprises.
a charging step of performing a charging process
according to the amount of data transmitted in the
transmitting step;
the data relay method being characterized in that
it further comprises:

a detecting step of detecting whether response
data is transmitted from the transmission desti-
nation in the transmitting step;
a transmission stop step of stopping a transmis-
sion process in the transmitting step when the
response data from the transmission destination
is not detected in the detecting step;
a charging stop step of stopping the charging
process in the charging step when the response
data from the transmission destination is not de-
tected in the detecting step; and
a measuring step of measuring upstream non-
communication time which is the time for which
the response data from the mobile apparatus is
not detected, and downstream non-communica-
tion time which is the time for which the response
data from the server is not detected, for each
port,

wherein, when the response data is not detected
within a predetermined period of time after the trans-
mitting step starts the transmission process, the
transmission stop step stops the transmission proc-
ess of the transmitting step, and
when the response data is not detected within the
predetermined period of time after the transmitting
step starts the transmission process, the charging
stop step stops the charging process of the charging
processing step,
wherein, when the detecting step does not detect
the response data transmitted from the mobile ap-
paratus through each port within the predetermined
period of time, the measuring step stops a process
of measuring the upstream communication time for
all ports ensured by the mobile apparatus, the charg-
ing stop step stops the charging process of the charg-
ing processing step for data received through all
ports after the predetermined period of time has
elapsed, and the transmission stop step performs a
process of closing all ports to stop the transmission
process of the transmitting step, and
when the detecting step does not detect the re-
sponse data transmitted from the server connected
through one of all of the ensured ports within the
predetermined period of time, the measuring step
stops a process of measuring the downstream com-
munication time for the one port, the charging stop
step stops the charging process of the charging
processing step for data received through the one
port after the predetermined period of time has
elapsed, and the transmission stop step performs a
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process of closing the one port to stop the transmis-
sion process of the transmitting step.

Patentansprüche

1. Eine Daten-Relais-Vorrichtung (100) aufweisend ein
Übertragungs-Mittel (101) zum Übertragen von Da-
ten, die zwischen einer mobilen Vorrichtung (300)
und einem Server (400) zu der mobilen Vorrichtung
oder dem Server als Übertragungsziel übertragen
werden,
wobei der Server (400) derart eingerichtet ist, dass
er Daten zu der mobilen Vorrichtung mittels eines
verbindungslosen Protokolls überträgt, wobei die
Daten-Relais-Vorrichtung (100) aufweist:

ein Abrechnungs-Ausführungs-Mittel (102) zum
Ausführen eines Abrechnungs-Prozesses ge-
mäß der Menge an Daten, welche mittels des
Übertragungs-Mittels (101) übertragen wurden;
wobei die Daten-Relais-Vorrichtung (100) da-
durch gekennzeichnet ist, dass sie ferner auf-
weist:

ein Ermittlungs-Mittel 103) zum Ermitteln,
ob Antwort-Daten von dem Übertragungs-
ziel des Übertragungs-Mittels (101) über-
tragen werden;
ein Übertragung-Beenden-Mittel (104b)
zum Beenden eines Übertragungs-Prozes-
ses des Übertragungs-Mittels (101), wenn
das Ermittlungs-Mittel (103) die Antwort-
Daten von dem Übertragungsziel nicht er-
mittelt;
ein Abrechnungs-Beenden-Mittel (104a)
zum Beenden des Abrechnungs-Prozes-
ses des Abrechnungs-Ausführungs-Mittels
(102), wenn das Ermittlungs-Mittel (103) die
Antwort-Daten von dem Übertragungsziel
nicht ermittelt; und
ein Mess-Mittel (105) zum Messen der
stromaufwärts Nicht-Kommunikationszeit,
welche die Zeit ist, für welche die Antwort-
Daten von der mobilen Vorrichtung (300)
nicht ermittelt werden, und der stromab-
wärts Nicht-Kommunikationszeit, welche
die Zeit ist, für welche die Antwort-Daten
von dem Server (400) nicht ermittelt wer-
den, für jeden Port,

wobei, wenn die Antwort-Daten innerhalb einer
vorbestimmten Zeitperiode nicht ermittelt wer-
den nachdem das Übertragungs-Mittel (101)
den Übertragungs-Prozess startet, das Übertra-
gung-Beenden-Mittel (104b) den Übertragung-
Prozess des Übertragungs-Mittel (101) been-
det, und

wenn die Antwort-Daten nicht innerhalb der vor-
bestimmten Zeitperiode ermittelt werden nach-
dem das Übertragungs-Mittel (101) den Über-
tragungs-Prozess startet, das Abrechnungs-
Beenden-Mittel (104a) den Abrechnungs-Pro-
zess des Abrechnungs-Ausführungs-Mittels
(102) beendet,
wobei, wenn das Ermittlungs-Mittel (103) die
Antwort-Daten, welche von der mobilen Vorrich-
tung (300) durch jeden Port übertragen werden,
innerhalb der vorbestimmten Zeitperiode nicht
ermittelt, das Mess-Mittel (105) einen Prozess
des Messens der stromaufwärts Kommunikati-
onszeit für alle Ports beendet, welche von der
mobilen Vorrichtung (300) gewährleistet sind,
das Abrechnungs-Beenden-Mittel (104a) den
Abrechnungs-Prozess des Abrechnungs-Aus-
führungs-Mittels (102) für Daten, welche durch
alle Ports empfangen wurden, beendet nach-
dem die vorbestimmte Zeitperiode abgelaufen
ist, und das Übertragung-Beenden-Mittel einen
Prozess des Schließens aller Ports ausführt, um
den Übertragungs-Prozess des Übertragungs-
Mittels (101) zu beenden, und
wenn das Ermittlungs-Mittel (103) die Antwort-
Daten, welche von dem Server übertragen wer-
den, welcher durch einen der allen gewährlei-
steten Ports verbunden ist, innerhalb der vorbe-
stimmten Zeitperiode nicht ermittelt, das Mess-
Mittel (105) einen Prozess des Messens der
stromabwärts Kommunikationszeit für einen
Port beendet, das Abrechnungs-Beenden-Mit-
tel (104a) den Abrechnungs-Prozess des Ab-
rechnungs-Ausführungs-Mittels (102) für Da-
ten, welche durch den einen Port empfangen
wurden, beendet nachdem die vorbestimmte
Zeitperiode abgelaufen ist, und das Übertra-
gung-Beenden-Mittel (104b) einen Prozess des
Schließens des einen Ports ausführt, um den
Übertragungs-Prozess des Übertragungs-Mit-
tels (101) zu beenden.

2. Ein Daten-Relais-Verfahren aufweisend einen Über-
tragungs-Schritt (101) zum Übertragen von Daten,
die zwischen einer mobilen Vorrichtung (300) und
einem Server (400) übertragen werden, zu der mo-
bilen Vorrichtung (300) und dem Server (400) als
Übertragungsziel, wobei der Server derart eingerich-
tet ist, dass er Daten zu der mobilen Vorrichtung mit-
tels eines verbindungslosen Protokolls überträgt,
wobei das Daten-Relais-Verfahren aufweist:

einen Abrechnungs-Ausführungs-Schritt zum
Ausführen eines Abrechnungs-prozesses ge-
mäß der Menge an Daten, welche in dem Über-
tragungs-Schritts übertragen wurden;
wobei das Daten-Relais-Verfahren dadurch
gekennzeichnet ist, dass es ferner aufweist:
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einen Ermittlungs-Schritt zum Ermitteln, ob
Antwort-Daten von dem Übertragungsziel
in dem Übertragungs-Schritt übertragen
werden;
einen Übertragung-Beenden-Schritt zum
Beenden eines Übertragungs-Prozesses in
dem Übertragungs-Schritt, wenn die Ant-
wort-Daten von dem Übertragungsziel in
dem Ermittlungs-Schritt nicht ermittelt wer-
den;
einen Abrechnungs-Beenden-Schritt zum
Beenden des Abrechnungs-Prozesses in
dem Abrechnungs-Ausführungs-Schritt,
wenn die Antwort-Daten von dem Übertra-
gungsziel in dem Ermittlungs-Schritt nicht
ermittelt werden; und
einen Mess-Schritt zum Messen der strom-
aufwärts Nicht-Kommunikationszeit, wel-
che die Zeit ist, für welche die Antwort-Da-
ten von der mobilen Vorrichtung nicht ermit-
telt werden, und der stromabwärts Nicht-
Kommunikationszeit, welche die Zeit ist, für
welche die Antwort-Daten von dem Server
nicht ermittelt werden, für jeden Port,

wobei, wenn die Antwort-Daten innerhalb einer
vorbestimmten Zeitperiode nicht ermittelt wer-
den nachdem der Übertragungs-Schritt den
Übertragungs-Prozess startet, der Übertra-
gung-Beenden-Schritt den Übertragung-Pro-
zess des Übertragungs-Schritts beendet, und
wenn die Antwort-Daten nicht innerhalb der vor-
bestimmten Zeitperiode ermittelt werden nach-
dem der Übertragungs-Schritt den Übertra-
gungs-Prozess startet, der Abrechnungs-Been-
den-Schritt den Abrechnungs-Prozess des Ab-
rechnungs-Ausführungs-Schritts beendet,
wobei, wenn der Ermittlungs-Schritt die Antwort-
Daten, welche von der mobilen Vorrichtung
durch jeden Port übertragen werden, innerhalb
der vorbestimmten Zeitperiode nicht ermittelt,
der Mess-Schritt einen Prozess des Messens
der stromaufwärts Kommunikationszeit für alle
Ports beendet, welche durch die mobile Vorrich-
tung gewährleistet sind, der Abrechnungs-Be-
enden-Schritt den Abrechnungs-Prozess des
Abrechnungs-Ausführungs-Schritts für Daten,
welche durch alle Ports empfangen wurden, be-
endet nachdem die vorbestimmte Zeitperiode
abgelaufen ist, und der Übertragung-Beenden-
Schritt einen Prozess des Schließens aller Ports
ausführt, um den Übertragungs-Prozess des
Übertragungs-Schritts zu beenden, und
wenn der Übertragungs-Schritt die Antwort-Da-
ten, welche von dem Server übertragen werden,
welcher durch einen der allen gewährleisteten
Ports verbunden ist, innerhalb der vorbestimm-
ten Zeitperiode nicht ermittelt, der Mess-Schritt

einen Prozess des Messens der stromabwärts
Kommunikationszeit für einen Port beendet, der
Abrechnungs-Beenden-Schritt den Abrech-
nungs-Prozess des Abrechnungs-Ausfüh-
rungs-Schritts für Daten, welche durch den ei-
nen Port empfangen wurden, beendet nachdem
die vorbestimmte Zeitperiode abgelaufen ist,
und der Übertragung-Beenden-Schritt einen
Prozess des Schließens des einen Ports aus-
führt, um den Übertragungs-Prozess des Über-
tragungs-Schritts zu beenden.

Revendications

1. Dispositif de relais de données (100) comprenant un
moyen d’émission (101) pour émettre des données
émises entre un appareil mobile (300) et un serveur
(400) vers l’appareil mobile ou vers le serveur en
tant que destination d’émission, dans lequel le ser-
veur (400) est adapté de façon à émettre des don-
nées vers l’appareil mobile à l’aide d’un protocole
sans connexion, dans lequel le dispositif de relais
de données (100) comprend :

un moyen de traitement de facturation (102)
pour exécuter un processus de facturation selon
la quantité de données émises par le moyen
d’émission (101) ;
le dispositif de relais de données (100) étant ca-
ractérisé en ce qu’il comprend en outre :

un moyen de détection (103) pour détecter
si des données de réponse sont émises en
provenance de la destination d’émission du
moyen d’émission (101) ;
un moyen d’arrêt d’émission (104b) pour ar-
rêter un processus d’émission du moyen
d’émission (101) lorsque le moyen de dé-
tection (103) ne détecte pas les données de
réponse en provenance de la destination
d’émission ;
un moyen d’arrêt de facturation (104a) pour
arrêter le processus de facturation du
moyen de traitement de facturation (102)
lorsque le moyen de détection (103) ne dé-
tecte pas les données de réponse en pro-
venance de la destination d’émission ; et
un moyen de mesure (105) pour mesurer
un temps de non communication en amont
qui est le temps pendant lequel les données
de réponse en provenance de l’appareil mo-
bile (300) ne sont pas détectées, et un
temps de non communication en aval qui
est le temps pendant lequel les données de
réponse en provenance du serveur (400)
ne sont pas détectées, pour chaque port ;
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dans lequel, lorsque les données de réponse ne
sont pas détectées à l’intérieur d’une plage de
temps prédéterminée une fois que le moyen
d’émission (101) a démarré le processus
d’émission, le moyen d’arrêt d’émission (104b)
arrête le processus d’émission du moyen
d’émission (101) ; et
lorsque les données de réponse ne sont pas dé-
tectées à l’intérieur de la plage de temps prédé-
terminée une fois que le moyen d’émission (101)
a démarré le processus d’émission, le moyen
d’arrêt de facturation (104a) arrête le processus
de facturation du moyen de traitement de factu-
ration (102) ;
dans lequel, lorsque le moyen de détection (103)
ne détecte pas les données de réponse émises
par l’appareil mobile (300) par l’intermédiaire de
chaque port à l’intérieur de la plage de temps
prédéterminée, le moyen de mesure (105) arrê-
te un processus de mesure du temps de com-
munication en amont de tous les ports assurés
par l’appareil mobile (300), le moyen d’arrêt de
facturation (104a) arrête le processus de factu-
ration du moyen de traitement de facturation
(102) des données reçues par l’intermédiaire de
tous les ports une fois que la plage de temps
prédéterminée s’est écoulée, et le moyen d’arrêt
d’émission exécute un processus de fermeture
de tous les ports afin d’arrêter le processus
d’émission du moyen d’émission (101) ; et
lorsque le moyen de détection (103) ne détecte
pas les données de réponse émises par le ser-
veur connecté par l’intermédiaire de l’un de tous
les ports assurés à l’intérieur de la plage de
temps prédéterminée, le moyen de mesure
(105) arrête un processus de mesure du temps
de communication en aval du port, le moyen
d’arrêt de facturation (104a) arrête le processus
de facturation du moyen de traitement de factu-
ration (102) des données reçues par l’intermé-
diaire du port une fois que la plage de temps
prédéterminée s’est écoulée, et le moyen d’arrêt
d’émission (104b) exécute un processus de fer-
meture du port afin d’arrêter le processus
d’émission du moyen d’émission (101).

2. Procédé de relais de données comprenant une éta-
pe d’émission consistant à émettre des données
émises entre un appareil mobile (300) et un serveur
(400) vers l’appareil mobile (300) et vers le serveur
(400) en tant que destinations d’émission, dans le-
quel le serveur est adapté de façon à émettre des
données vers l’appareil mobile à l’aide d’un protocole
sans connexion, dans lequel le procédé de relais de
données comprend :

une étape de facturation consistant à exécuter
un processus de facturation selon la quantité de

données émises dans l’étape d’émission ;
le procédé de relais de données étant caracté-
risé en ce qu’il comprend en outre :

une étape de détection consistant à détec-
ter si des données de réponse sont émises
en provenance de la destination d’émission
dans l’étape d’émission ;
une étape d’arrêt d’émission consistant à
arrêter un processus d’émission dans l’éta-
pe d’émission lorsque les données de ré-
ponse en provenance de la destination
d’émission ne sont pas détectées dans
l’étape de détection ;
une étape d’arrêt de facturation consistant
à arrêter un processus de facturation dans
l’étape de facturation lorsque les données
de réponse en provenance de la destination
d’émission ne sont pas détectées dans
l’étape de détection ; et
une étape de mesure consistant à mesurer
un temps de non communication en amont
qui est le temps pendant lequel les données
de réponse en provenance de l’appareil mo-
bile ne sont pas détectées, et un temps de
non communication en aval qui est le temps
pendant lequel les données de réponse en
provenance du serveur ne sont pas détec-
tées, pour chaque port ;

dans lequel, lorsque les données de réponse ne
sont pas détectées à l’intérieur d’une plage de
temps prédéterminée une fois que l’étape
d’émission à démarré le processus d’émission,
l’étape d’arrêt d’émission arrête le processus
d’émission de l’étape d’émission ; et
lorsque les données de réponse ne sont pas dé-
tectées à l’intérieur de la plage de temps prédé-
terminée une fois que l’étape d’émission a dé-
marré le processus d’émission, l’étape d’arrêt
de facturation arrête le processus de facturation
de l’étape de traitement de facturation ;
dans lequel, lorsque l’étape de détection ne dé-
tecte pas les données de réponse émises par
l’appareil mobile par l’intermédiaire de chaque
port à l’intérieur de la plage de temps prédéter-
minée, l’étape de mesure arrête un processus
de mesure du temps de communication en
amont de tous les ports assurés par l’appareil
mobile, l’étape d’arrêt de facturation arrête le
processus de facturation de l’étape de traite-
ment de facturation des données reçues par l’in-
termédiaire de tous les ports une fois que la pla-
ge de temps prédéterminée s’est écoulée, et
l’étape d’arrêt d’émission exécute un processus
de fermeture de tous les ports afin d’arrêter le
processus d’émission de l’étape d’émission ; et
lorsque l’étape de détection ne détecte pas les
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données de réponse émises par le serveur con-
necté par l’intermédiaire de l’un de tous les ports
assurés à l’intérieur de la plage de temps pré-
déterminée, l’étape de mesure arrête un proces-
sus de mesure du temps de communication en
aval du port, l’étape d’arrêt de facturation arrête
le processus de facturation de l’étape de traite-
ment de facturation des données reçues par l’in-
termédiaire du port une fois que la plage de
temps prédéterminée s’est écoulée, et l’étape
d’arrêt d’émission exécute un processus de fer-
meture du port afin d’arrêter le processus
d’émission de l’étape d’émission.
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