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(54) Connection arrangement for windings of electric machines

(57) The connection arrangement (10) for the wind-
ings (6) of an electric machine (1) comprises a plurality
of phase connections (11), each phase connection (11)

including conductors (12), each conductor (12) having
an annular or annular sector shape and comprising a
plurality of connecting ends (20a, 20b). The conductors
(12) of each phase connection (11) are radially shifted.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to a connection arrangement for windings of electric machines.

BACKGROUND

[0002] Electric machines have a stator and a rotor both housed in a casing.
[0003] The stator has stator windings that are connected to phase rings in turn connected to bushings penetrating the
casing.
[0004] Traditionally, the stator windings include one winding for each phase (figure 9) and the phase rings includes
one conductor for each phase.
[0005] In order to increase the power output, a plurality of parallel windings for each phase can be provided (figure
10); likewise phase rings with a plurality of parallel conductors for each phase can be provided.
[0006] US 2007/0 188 030 discloses phase rings having three phases; each phase has three axially aligned parallel
conductors made of curved bars or plates.
[0007] Cooling of the conductors is achieved by the gas (hydrogen or air) circulating within the electric machine.
[0008] These phase rings proved to be satisfactory during operation, nevertheless in order to further increase the
electric power output, cooling should be improved.

SUMMARY

[0009] An aspect of the present disclosure thus includes providing a connection arrangement by which an improved
cooling is achieved.
[0010] This and further aspects are attained by providing a connection arrangement in accordance with the accom-
panying claims.
[0011] Advantageously, the connection arrangement has a small axial size.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] Further characteristics and advantages will be apparent from the description of a preferred but non-exclusive
embodiment of the connection arrangement, illustrated by way of non-limiting example in the accompanying drawings,
in which:

Figures 1-3 are a front view, a first side view from a first direction and a second enlarged side view from a second
direction (the second direction is at 90 degree to the first direction) of the connection arrangement,
Figure 4 shows a portion of an electric machine with the connection arrangement according to the disclosure, Figure
5 shows a cross section of a conductor;
Figure 6 schematically shows an end part of an electric machine with the connection arrangement,
Figures 7 and 8 show a front view and a side view of a support of the connection arrangement;
Figures 9 and 10 show a winding schemes of one phase including one winding per phase and three windings per
phase; and
Figure 11 is a schematic view of the connection arrangement.

DETAILED DESCRIPTION

[0013] The electric machine 1 can be in different embodiments an electric generator or electric motor; in the following
reference to an electric generator such as a synchronous electric turbogenerator (i.e. a generator to be connected to a
gas or steam turbine) is made.
[0014] The electric machine 1 comprises a stator 2 and a rotor 3 both housed in a casing 4.
[0015] The stator 3 has a plurality of phases (for example it is a three-phase stator or a poly-phase stator with more
than three phases).
[0016] Each phase has a plurality of windings 6 each comprising a plurality of bars 7 (housed in slots of the stator 2).
[0017] The windings 6 are connected to a connection arrangement 10 for the windings of the electric machine 1.
[0018] The connection arrangement 10 comprises a plurality of phase connections 11 and each phase connection 11
includes a plurality of conductors 12. Figure 4 shows a cross section of the connection arrangement 10 at a position
along a line IV-IV of figure 11; in figure 11 each line (that represents a phase connection 11) indicates a plurality of
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conductors 12 (in the example shown three conductors 12 as shown in figure 4, it is clear that they can also be two or
more than three).
[0019] The conductors 12 are far apart for each other and are electrically parallel conductors.
[0020] Each conductor 12 has an annular or annular sector shape that preferably defines a radial direction R and
comprises connecting ends 20a, 20b.
[0021] The conductors 12 of each phase connection 11 are radially shifted (i.e. they have different distances from a
longitudinal axis 16 of the electric machine 1 and from a longitudinal axis 19 of the connection arrangement 10).
[0022] Advantageously, the radially shifted conductors 12 are radially stacked; i.e. the conductors 12 of each phase
connection 11 substantially lie in one plane 17 that is perpendicular to the longitudinal axis 19 of the connection arrange-
ment 10 (this axis 19 overlaps the axis 16).
[0023] The plurality of connecting ends comprises inside connecting ends 20a for the windings 6, and outside con-
necting ends 20b for bushings 21 (the bushings 21 connect the inside of the casing 4 to the outside thereof).
[0024] The conductors 12 and preferably also the connecting ends 20a, 20b have a tubular shape to let a cooling
medium pass through them to cool them.
[0025] The cooling medium can reach the conductors 12 and/or moves away from them via the connecting ends 20a,
20b, nevertheless this feature is not mandatory.
[0026] In addition or as an alternative, the conductors 12 and/or the connecting ends 20a, 20b can have apertures
22, 23, 24 connecting the inside of the conductors 12 to the outside thereof. These apertures 22-24 allow the cooling
gas contained in the inside of the electric machine to enter the conductors to cool them. Figure 11 shows for one phase
connection 11 (i.e. the three conductors 12 constituting it) the positions where the apertures can be provided.
[0027] The conductors 12 of different phase connections 11 are axially adjacent to one another (see figure 4).
[0028] The connection arrangement 10 also includes a number of supports 25 for the conductors 12; the supports 25
are circumferentially apart from one another and can have the same distance or also different distances from one another.
[0029] Each support 25 includes a plurality of yokes 26 each having seats 27 for the conductors 12.
[0030] In particular, different seats 27a, 27b, 27c, 27d of each yoke 26 are arranged to house conductors 12 of different
phase connections 11 (see figure 8).
[0031] For example the yokes 26 are connected each other by bolts 30 or other removable components.
[0032] The operation of the connection arrangement is substantially the following.
[0033] Each conductor 12 is connected to the windings 6 and can also be connected to the bushings 21 (figure 11).
[0034] The connection arrangement 10 allows a large cooling and can thus carry a large electric power.
[0035] Large cooling is achieved first because of the conductor’s disposition; the radially stacked conductors 12 and
the distance between axially adjacent conductors of different phases (for electrical reasons) guarantee large impingement
of the cooling gas G circulating within the generator; this allows large cooling of all the conductors 12.
[0036] In addition, the tubular shape of the conductors 12 allows cooling medium to pass through the conductors 12
to further increases the cooling.
[0037] The cooling medium passing through the conductors 12 can be the same cooling gas G of the generator. In
the drawings LP indicates a generator’s zone at lower pressure and HP a generator’s zone at higher pressure; in addition
31 indicates Teflon pipes that are used to allow cooling medium circulation from the inside of the generator (HP zone)
via the conductors 12 and the connecting ends 20a, 20b to the LP zone.
[0038] In a first example, gas can enter the conductors 12 via the apertures 23 at their central part (these apertures
open in the HP zone) and exit via the apertures 22, 24 at the ends of the conductors 12 (these apertures are connected
via Teflon pipes 31 to the LP zone).
[0039] In a second example, gas can enter the conductors 12 via apertures 22, 24 at their ends (these apertures open
in the HP zone) and exit via apertures 23 at the central part thereof (these apertures 23 are connected via Teflon pipes
31 to the LP zone).
[0040] In a third example, gas can enter the conductors 12 via apertures 22 at one of their ends (these apertures open
in the HP zone) and exit via apertures 24 at the other ends (these apertures 24 are connected via Teflon pipes 31 to
the LP zone).
[0041] The particular disposition with the radially stacked conductors reduces the axial size of the connection arrange-
ment 10, such that an axially larger active part (for a given generator’s length) or an axially smaller generator (for a given
active part’s length) can be manufactured.
[0042] In practice the materials used and the dimensions can be chosen at will according to requirements and to the
state of the art.

REFERENCE NUMBERS

[0043]



EP 2 571 145 A2

4

5

10

15

20

25

30

35

40

45

50

55

1 electric machine

2 stator

3 rotor

4 casing

6 windings of 2

7 bars of 6

10 connection arrangement

11 phase connections of 10

12 conductors of 11

16 longitudinal axis of 1

17 plane

19 longitudinal axis of 10

20a inside connecting end of 12

20b outside connecting end of 12

21 bushings

22 apertures

23 apertures

24 apertures

25 support

26 yoke of 25

27 seat of 26

27a, 27b, 27c, 27d seat of 26

30 bolt

31 Teflon pipe

C1, C2, C3 arrow

G cooling gas

HP high pressure zone

LP low pressure zone

R radial direction
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Claims

1. Connection arrangement (10) for the windings (6) of an electric machine (1) comprising:

- a plurality of phase connections (11),
- each phase connection (11) including a plurality of far apart conductors (12),
characterised in that the far apart conductors (12) of each phase connection (11) are radially shifted.

2. Connection arrangement (10) according to claim 1, characterised in that each of the far apart conductors (12) has
an annular or annular sector shape and comprises connecting ends (20a, 20b).

3. Connection arrangement (10) according to claim 2, characterised in that the far apart conductors are electrically
parallel conductors.

4. Connection arrangement (10) according to claim 1, characterised in that the radially shifted conductors (12) are
radially stacked.

5. Connection arrangement (10) according to claim 1, characterised in that the conductors (12) have a tubular shape.

6. Connection arrangement (10) according to claim 1, characterised in that the conductors (12) of different phase
connections (11) are axially adjacent to one another.

7. Connection arrangement (10) according to claim 2, characterised in that the plurality of connecting ends (20a,
20b) comprises:

- inside connecting ends (20a) for windings (6) of the electric machine (1), and
- outside connecting ends (20b) for bushings (21) of the electric machine (1) .

8. Connection arrangement (10) according to claim 1, characterised by including at least a support (25) for the
conductors (12), each support (25) including a plurality of yokes (26) each having seats (27, 27a, 27b, 27c, 27d) for
the conductors (12).

9. Connection arrangement (10) according to claim 8, characterised in that different seats (27a, 27b, 27c, 27d) of
each yoke (26) are arranged to house conductors (12) of different phase connections (11).

10. Electric machine (1) comprising a stator (2) and a rotor (3), wherein:

- the stator (2) has a plurality of phases,
- each phase has a plurality of windings (6),
- the windings (6) are connected to a connection arrangement (10) according to claim 1.

11. Electric machine (1) according to claim 10, characterised in that the conductors (12) and/or the connecting ends
(20a, 20b) have a tubular shape and have apertures (22, 23, 24) for cooling.

12. Electric machine (1) according to claim 10, characterised by being an electric generator.
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