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©  A  plurality  of  cryopumps  are  installed  in  each  of 
a  plurality  of  neutral  beam  injection  apparatuses 
disposed  around  a  nuclear  fusion  apparatus. 

The  cryopanels  of  each  of  the  cryopumps  are 
refrigerated  by  a  small  helium  refrigerating  machine. 
Since  the  cryopanels  are  refrigerated  from  room 
temperature  with  cold  liquid  nitrogen  used  for  refrig- 

erating  a  heat  shield  plate,  then  a  small  helium 
refrigerating  machine  and  finally  cold  liquid  helium 
itself,  various  valves  and  a  small  helium  refrigerating 
machine  are  disposed.  This  permits  refrigeration  of  a 
plurality  of  cryopumps  within  a  short  time,  thereby 
saving  the  power  consumption  and  improving  the 
operating  reliability  of  a  refrigeration  system. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  cryogenic 
refrigeration  system,  and  particularly  to  a  cryogenic 
refrigeration  system  with  refrigerating  machines 
which  is  suitably  applied  to  a  nuclear  fusion  ap- 
paratus  and  the  like. 

Description  of  the  Related  Art 

Conventional  large  cryopumps  are  used  in 
each  of  a  plurality  of  neutral  beam  injection  ap- 
paratuses  disposed  around  a  nuclear  fusion  ap- 
paratus,  as  disclosed  in,  for  example,  Japanese 
Utility  Model  Unexamined  Publication  No.  62- 
167875.  In  this  case,  a  plurality  of  cryopump  units 
are  combined,  and  each  of  the  cryopump  units  is 
refrigerated  with  liquid  helium  and  liquid  nitrogen. 
The  cryopanels  of  each  of  the  cryopump  units  are 
refrigerated  to  about  3.7  K  with  liquid  helium,  and 
the  molecules  of  exhaust  gas  are  condensed  and 
adsorbed  on  the  cryopanels  to  realize  high-speed 
exhaust  of  gas.  A  heat  shield  plate  refrigerated  to  a 
low  temperature  of  about  80  K  with  liquid  nitrogen 
is  disposed  around  the  cryopanels  of  each  of  the 
cryopump  units  so  that  the  cryopanels  are  not 
heated  directly  with  the  radiant  heat  emitted  from  a 
room  temperature  portion  or  a  high  temperature 
portion  disposed  outside  the  pumps. 

Liquid  helium  used  for  refrigerating  the 
cryopanels  of  each  of  the  cryopump  units  is  pro- 
duced  in  a  large  helium  liquefying  refrigerating 
machine  and  transferred  to  each  of  the  cryopump 
units  through  thermal  insulating  piping  such  as  a 
transfer  tube  or  the  like.  The  liquid  helium  is  evap- 
orated  in  the  cryopanels  to  generate  low-tempera- 
ture  helium  gas  which  is  recovered  by  the  large 
helium  liquefying  refrigerating  machine  through  an- 
other  thermal  insulating  piping. 

Liquid  nitrogen  is  produced  in  a  single  large 
nitrogen  liquefying  machine,  or  it  is  transferred  to 
each  of  the  cryopump  units  from  a  single  liquid 
nitrogen  storage  tank  through  thermal  insulating 
piping  such  as  a  transfer  tube  or  the  like,  and  is 
evaporated  in  the  heat  shield  plate  of  each 
cryopump  unit  to  generate  low-temperature  nitro- 
gen  gas.  The  low-temperature  nitrogen  gas  is  dis- 
charged  to  atmosphere. 

In  the  above  conventional  large  cryopump, 
since  liquid  helium  which  is  evaporated  by  a  small 
amount  of  heat  is  transferred  to  each  cryopump 
unit  from  the  large  helium  liquefying  refrigerating 
machine  through  the  long  thermal  insulating  piping, 
a  large  amount  of  liquid  helium  is  evaporated  in  the 
thermal  insulating  piping.  The  low-temperature  he- 
lium  gas  generated  by  evaporation  exhibits  a  lower 

heat  transfer  rate  than  that  of  liquid  helium,  and, 
thus,  cannot  be  efficiently  utilized  for  refrigerating 
the  cryopanels.  In  addition,  the  helium  gas  in- 
creases  the  flow  pressure  loss  in  the  thermal  in- 

5  sulating  piping,  thereby  necessitating  an  increase 
in  the  diameter  of  the  thermal  insulating  piping. 
Since  the  amount  of  the  heat  which  enters  the 
thermal  insulating  piping  is  generally  about  1  W/m, 
when  the  length  of  the  thermal  insulating  piping 

io  reaches  200  m,  an  amount  of  liquid  helium  cor- 
responding  to  about  200  W  is  evaporated. 

On  the  other  hand,  the  amount  of  the  heat 
which  enters  a  cryopump  is  generally  several  watts 
to  several  tens  watts,  and  most  of  liquid  helium  is 

75  consumed  only  for  simply  refrigerating  the  thermal 
insulating  piping.  The  conventional  large  cryopump 
thus  requires  a  great  amount  of  liquid  helium  for 
refrigerating  the  thermal  insulating  piping,  and  a 
large  helium  liquefying  apparatus  which  consumes 

20  a  large  amount  of  power  is  thus  indispensable. 
Further,  if  gas  leaks  from  a  portion  of  the 

thermal  insulating  piping  in  which  a  vacuum  at- 
mosphere  is  present,  the  thermal  insulating  effect 
is  significantly  decreased,  and  a  large  amount  of 

25  liquid  helium  in  the  thermal  insulating  piping  is  thus 
evaporated,  thereby  causing  the  danger  of  stopping 
the  transfer  function.  In  addition,  the  thermal  in- 
sulating  piping  cannot  be  refrigerated  from  room 
temperature,  thereby  causing  the  trouble  that  the 

30  function  of  the  cryopump  is  stopped. 
Further,  since  liquid  nitrogen  is  transferred 

from  the  large  nitrogen  liquefying  machine  to  each 
of  the  cryopump  units  through  the  long  thermal 
insulating  piping,  a  large  amount  of  liquid  nitrogen 

35  is  evaporated  in  the  thermal  insulating  piping.  The 
low-temperature  nitrogen  gas  generated  by  evap- 
oration  of  liquid  nitrogen  in  the  heat  shield  plate  is 
discharged  to  atmosphere,  and  cannot  be  utilized 
for  refrigerating  another  component.  This  necessi- 

40  tates  the  constant  supply  of  a  large  amount  of 
liquid  nitrogen. 

Namely,  in  the  above  prior  art,  since  the  liquid 
helium  and  liquid  nitrogen  are  produced  by  a 
concentration-type  large  helium  liquefying  machine 

45  and  large  nitrogen  liquefying  machine,  respectively, 
are  transferred  through  the  thermal  insulating  pip- 
ing  disposed  in  atmosphere,  and  are  used  for  re- 
frigerating  the  cryopump  group,  the  prior  art  has 
the  following  problems: 

50  (1)  a  large  amount  of  electric  power  is  required 
for  refrigerating  the  cryopanels; 
(2)  an  expensive  large  helium  liquefying  ma- 
chine  and  large  nitrogen  liquefying  machine  are 
required; 

55  (3)  long  and  large-aperture  thermal  insulating 
piping  is  required; 
(4)  a  long  time  (several  days)  is  required  for 
refrigerating  cryopanels  because  long  thermal 
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insulating  piping  must  be  previously  refrigerated; 
(5)  a  long  time  (several  days)  is  also  required  for 
heating  cryopumps;  and 
(6)  the  refrigerating  system  has  low  reliability. 

However,  in  a  neutral  beam  injection  apparatus 
used  in  a  recent  large  nuclear  fusion  apparatus,  it 
is  necessary  to  decrease  the  power  required  for 
refrigerating  the  cryopumps,  decrease  the  time  re- 
quired  for  refrigerating,  and  improve  the  reliability. 

SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  refriger- 
ate  a  plurality  of  cryopumps  provided  in  each  neu- 
tral  beam  injection  apparatus  within  a  short  time  so 
as  to  decrease  the  power  required  for  refrigerating 
and  improve  the  operating  efficiency  of  a  refrigera- 
tion  system. 

Another  object  of  the  present  invention  is  to 
omit  as  much  as  possible  the  supply  of  liquid 
nitrogen. 

In  accordance  with  one  aspect  of  the  present 
invention,  each  of  a  plurality  of  cryopumps  dis- 
posed  in  a  neutral  beam  injection  apparatus  is 
refrigerated  by  a  small  helium  liquefying  refrigerat- 
ing  machine  and  a  small  refrigerating  machine  for 
refrigerating  a  heat  shield  plate  so  that  a  liquid 
helium  loss  in  thermal  insulating  piping  can  be 
decreased  as  much  as  possible.  A  liquid  nitrogen 
container  used  for  refrigerating  the  heat  shield 
plate  and  a  small  helium  refrigerating  machine  are 
disposed  in  the  small  helium  liquefying  refrigerat- 
ing  machine  so  as  to  refrigerate  cryopanels  from 
room  temperature. 

In  another  aspect  of  the  present  invention, 
there  is  provided  a  refrigeration  system  comprising 
a  refrigerated  body  to  be  refrigerated  to  a  cryo- 
genic  temperature  by  a  refrigerating  machine,  a 
radiant  heat  shield  body  refrigerated  to  a  low  tem- 
perature  for  preventing  the  entrance  of  radiant  heat 
into  the  refrigerated  body  from  a  high  temperature 
portion,  and  a  thermal  insulating  container  for  con- 
taining  these  bodies.  In  the  system,  the  refrigerat- 
ing  machine  comprises  a  cold  generating  circuit 
having  first  cold  generating  means  and  first  com- 
pression  means  for  supplying  a  working  fluid  to  the 
first  cold  generating  means,  a  cryogenic  refrigerat- 
ing  circuit  having  second  cold  generating  means 
and  second  compression  means  for  supplying  a 
working  fluid  to  the  second  cold  generating  means, 
and  a  pre-refrigeration  generating  circuit  having 
third  cold  generating  means  for  supplying  cold  at  a 
medium  temperature  between  room  temperature 
and  a  cryogenic  temperature.  The  cold  generating 
circuit  and  the  cryogenic  refrigeration  circuit  are 
thermally  combined,  and  the  pre-refrigeration  gen- 
erating  circuit  and  the  cryogenic  refrigeration  circuit 
are  thermally  connected  to  the  refrigerated  body  so 

that  the  radiant  heat  shield  body  is  refrigerated  by 
the  pre-refrigeration  generating  circuit. 

In  accordance  with  still  another  aspect  of  the 
present  invention,  there  is  provided  a  cryogenic 

5  refrigeration  system  comprising  a  refrigerated  body 
to  be  refrigerated  to  a  cryogenic  temperature  by  a 
refrigerating  machine,  a  radiant  heat  shield  body 
refrigerated  to  a  low  temperature  for  preventing  the 
entrance  of  the  radiant  heat  into  the  refrigerated 

io  body  from  a  high  temperature  portion,  and  a  ther- 
mal  insulating  container  for  containing  these  bod- 
ies.  In  the  apparatus,  the  refrigerating  machine 
comprises  a  cold  generating  circuit  having  first  cold 
generating  means  and  first  compression  means  for 

is  supplying  a  working  fluid  to  the  first  cold  generat- 
ing  means,  a  cryogenic  refrigeration  circuit  having 
second  cold  generating  means  and  second  com- 
pression  means  for  supplying  a  working  fluid  to  the 
second  cold  generating  means,  and  a  pre-refrigera- 

20  tion  generating  circuit  having  third  cold  generating 
means  for  supplying  cold  at  a  medium  temperature 
between  room  temperature  and  a  cryogenic  tem- 
perature.  The  cold  generating  circuit  and  the  cryo- 
genic  refrigeration  circuit  are  thermally  combined 

25  so  that  the  refrigerated  body  is  refrigerated  by  the 
cryogenic  refrigeration  circuit,  and  the  radiant  heat 
shield  body  is  refrigerated  by  the  pre-refrigeration 
generating  circuit. 

In  accordance  with  a  further  aspect  of  the 
30  present  invention,  there  is  provided  a  cryogenic 

refrigeration  system  comprising  a  plurality  of  refrig- 
erated  bodies  to  be  respectively  refrigerated  to  a 
cryogenic  temperature  by  a  plurality  of  refrigerating 
machines,  a  plurality  of  radiant  heat  shield  bodies 

35  refrigerated  to  a  low  temperature  for  preventing  the 
entrance  of  radiant  heat  into  the  refrigerated  bodies 
from  a  high  temperature  portion,  and  a  thermal 
insulating  container  for  containing  these  bodies.  In 
the  apparatus,  each  of  the  plurality  of  refrigerating 

40  machines  comprises  a  plurality  of  cold  generating 
circuits  each  having  first  cold  generating  means 
and  single  first  compression  means  for  supplying  a 
working  fluid  to  the  first  cold  generating  means,  a 
cryogenic  refrigeration  circuit  having  second  cold 

45  generating  means  and  single  second  compression 
means  for  supplying  a  working  fluid  to  the  second 
cold  generating  means,  and  a  pre-refrigeration  gen- 
erating  circuit  having  a  plurality  of  third  cold  gen- 
erating  means  for  supplying  cold  at  a  medium 

50  refrigeration  temperature  between  room  tempera- 
ture  and  a  cryogenic  temperature.  The  cold  gen- 
erating  circuits  and  the  cryogenic  refrigeration  cir- 
cuit  are  thermally  combined,  and  the  refrigerated 
bodies  are  thermally  connected  to  the  cryogenic 

55  refrigeration  circuit  and  the  pre-refrigeration  gen- 
erating  circuit  so  that  the  radiant  shield  bodies  are 
refrigerated  by  the  pre-refrigeration  generating  cir- 
cuit. 

4 
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In  accordance  with  a  still  further  aspect  of  the 
present  invention,  there  is  provided  a  cryogenic 
refrigeration  system  comprising  a  plurality  of  refrig- 
erated  bodies  to  be  respectively  refrigerated  to  a 
cryogenic  temperature  by  a  plurality  of  refrigerating 
machines,  a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing  the 
entrance  of  radiant  heat  into  the  refrigerated  bodies 
from  a  high  temperature  portion,  and  a  thermal 
insulating  container  for  containing  these  bodies.  In 
the  apparatus,  each  of  the  plurality  of  refrigerating 
machines  comprises  a  plurality  of  cold  generating 
circuits  each  having  first  cold  generating  means 
and  single  compression  means  for  supplying  a 
working  fluid  to  the  first  cold  generating  means  and 
to  a  plurality  of  third  cold  generating  means  for 
supplying  a  medium  refrigeration  temperature  be- 
tween  room  temperature  and  a  cryogenic  tempera- 
ture,  a  pre-refrigeration  generating  circuit,  and  a 
cryogenic  refrigeration  circuit  having  second  cold 
generating  means  and  single  second  compression 
means  for  supplying  a  working  fluid  to  the  second 
cold  generating  means.  The  cold  generating  cir- 
cuits  and  the  cryogenic  refrigeration  circuit  are 
thermally  combined  so  that  the  refrigerated  bodies 
are  refrigerated  by  the  cryogenic  refrigeration  cir- 
cuit,  and  the  radiant  heat  shield  bodies  are  refriger- 
ated  by  the  pre-refrigeration  generating  circuit. 

In  accordance  with  a  further  aspect  of  the 
present  invention,  there  is  provided  a  cryogenic 
refrigeration  system  comprising  a  plurality  of  refrig- 
erated  bodies  to  be  respectively  refrigerated  to  a 
cryogenic  temperature  by  a  plurality  of  refrigerating 
machines,  a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing  the 
entrance  of  radiant  heat  into  the  plurality  of  refriger- 
ated  bodies  from  a  high  temperature  portion,  and  a 
thermal  insulating  container  for  containing  these 
bodies.  In  the  apparatus,  each  of  the  plurality  of 
refrigerating  machines  comprises  a  plurality  of  cold 
generating  circuits  each  having  first  cold  generating 
means  and  single  first  compression  means  for  sup- 
plying  a  working  fluid  to  the  first  cold  generating 
means,  a  cryogenic  refrigeration  circuit  having  sec- 
ond  cold  generating  means  and  single  second 
compression  means  for  supplying  a  working  fluid  to 
the  cold  generating  means,  and  a  plurality  of  pre- 
refrigeration  generating  circuits  having  single  third 
compression  means  for  supplying  a  working  fluid  to 
a  plurality  of  third  cold  generating  means  for  sup- 
plying  cold  at  a  medium  refrigeration  temperature 
between  room  temperature  and  a  cryogenic  tem- 
perature.  The  plurality  of  cold  generating  circuits 
and  the  cryogenic  generating  circuit  are  thermally 
combined,  and  the  refrigerated  bodies  are  ther- 
mally  connected  to  the  cryogenic  refrigeration  cir- 
cuit  and  the  plurality  of  pre-refrigeration  circuits  so 
that  the  plurality  of  radiant  heat  shield  bodies  are 

refrigerated  by  the  plurality  of  pre-refrigeration  gen- 
erating  circuits. 

In  accordance  with  a  further  aspect  of  the 
present  invention,  there  is  provided  a  cryogenic 

5  refrigeration  system  comprising  a  plurality  of  refrig- 
erated  bodies  to  be  respectively  refrigerated  to  a 
cryogenic  temperature  by  a  plurality  of  refrigerating 
machines,  a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing 

io  radiant  heat  into  the  plurality  of  refrigerated  bodies 
from  a  high  temperature  portion,  and  a  thermal 
insulating  container  for  containing  these  bodies.  In 
the  refrigeration  apparatus,  each  of  the  plurality  of 
refrigerating  machines  comprises  a  plurality  of  cold 

is  generating  circuits  each  having  first  cold  generating 
means  and  single  first  compression  means  for  sup- 
plying  a  working  fluid  to  the  first  cold  generating 
means,  a  cryogenic  refrigeration  circuit  having  sec- 
ond  cold  generating  means  and  single  second 

20  compression  means  for  supplying  a  working  fluid  to 
the  second  cold  generating  means,  and  a  plurality 
of  pre-refrigeration  generating  circuits  having  single 
third  compression  means  for  supplying  a  working 
fluid  to  a  plurality  of  third  cold  generating  means 

25  for  supplying  cold  at  a  medium  refrigeration  tem- 
perature  between  room  temperature  and  a  cryo- 
genic  temperature.  The  plurality  of  cold  generating 
circuits  and  a  portion  of  the  cryogenic  refrigeration 
circuit  are  thermally  combined  so  that  the  refriger- 

30  ated  bodies  are  mainly  refrigerated  by  the  cryo- 
genic  refrigeration  circuit,  and  the  radiant  head 
shield  bodies  are  refrigerated  by  the  plurality  of 
pre-refrigeration  generating  circuits. 

In  the  present  invention,  a  neutral  beam  injec- 
35  tion  apparatus  is  provided  with  a  plurality  of 

cryopumps  each  of  which  is  connected  to  a  small 
helium  liquefying  refrigerating  machine  so  that 
cryopanels  can  be  independently  refrigerated  by 
the  helium  liquefying  refrigerating  machine. 

40  Since  helium  gas  serving  as  a  working  medium 
which  generates  a  low  temperature  in  the  small 
helium  liquefying  refrigerating  machine  can  be  sup- 
plied  and  collected  through  room-temperature  pip- 
ing,  vacuum  thermal  insulating  piping  need  not  be 

45  disposed,  thereby  preventing  heat  loss.  In  addition, 
since  the  room-temperature  piping  exhibits  higher 
operating  reliability  than  that  of  the  vacuum  thermal 
insulating  piping,  the  reliability  of  the  refrigeration 
system  can  be  improved. 

50  Further,  when  a  small  refrigerating  machine  for 
refrigerating  a  80-K  heat  shield  plate  only  to  a 
medium  temperature,  or  a  small  refrigerating  ma- 
chine  for  refrigerating  a  liquid  nitrogen  tank  and  a 
80-K  heat  shield  plate  only  to  a  medium  tempera- 

55  ture  is  also  provided,  the  supply  of  liquid  nitrogen 
can  be  decreased  as  much  as  possible. 
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BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  view  illustrating  the  construction  of  a 
cryopump  refrigeration  system  in  accordance 
with  an  embodiment  of  the  present  invention; 
Fig.  2  is  a  view  illustrating  the  construction  of  a 
refrigeration  system  for  a  single  cryopanel  in  a 
vacuum  container  in  the  embodiment  of  the 
present  invention; 
Fig.  3  is  a  view  illustrating  the  construction  of  a 
refrigeration  system  for  a  single  cryopanel  in  a 
vacuum  container  in  accordance  with  another 
embodiment  of  the  present  invention;  and 
Fig.  4  is  a  sectional  view  illustrating  a  principal 
portion  of  a  further  embodiment  of  the  present 
invention. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

An  embodiment  of  the  present  invention  is 
described  below  with  reference  to  Figs.  1  and  2. 

Fig.  1  shows  an  example  of  the  construction  of 
a  cryopump  refrigeration  system.  A  plurality  of 
cryopumps  1  are  disposed  in  a  vacuum  container  2 
of  a  neutral  beam  injection  apparatus  of  a  nuclear 
fusion  apparatus.  Each  of  the  cryopumps  1  is  con- 
nected  to  a  small  helium  liquefying  refrigerating 
system  5A  through  cryogenic  helium  supply  piping 
3  and  cryogenic  helium  collection  piping  4.  Room- 
temperature  high-pressure  helium  gas  is  supplied 
to  each  of  the  small  helium  liquefying  refrigerating 
system  5A  from  a  helium  compressor  6  through 
high-pressure  piping  7.  The  high-pressure  helium 
gas  adiabatically  expands  in  each  of  the  small 
helium  liquefying  refrigerating  system  5A  to  gen- 
erate  room-temperature  medium-pressure  helium 
gas  and  room-temperature  low-pressure  helium 
gas,  both  of  which  are  collected  by  the  helium 
compressor  6  through  medium-pressure  piping  8 
and  low-pressure  piping  9,  respectively. 

A  heat  shield  plate  32  is  refrigerated  with  the 
cold  generated  by  a  small  helium  refrigerating  ma- 
chine  23  contained  in  each  of  the  small  helium 
liquefying  refrigerating  system  5A.  The  heat  shield 
plate  23  is  connected  to  the  small  helium  refrigerat- 
ing  machine  23  through  low-temperature  helium 
supply  piping  12  and  low-temperature  helium  col- 
lection  piping  14. 

Room-temperature  high-pressure  helium  gas  is 
supplied  to  the  small  helium  refrigerating  machine 
23  for  refrigerating  the  heat  shield  plate  32  from  a 
helium  compressor  10  through  high-pressure  pip- 
ing  11.  The  high-pressure  helium  gas  adiabatically 
expands  in  the  small  helium  refrigerating  machine 
23  to  generate  room-temperature  medium-pressure 
helium  gas  and  room-temperature  low-pressure  he- 
lium  gas,  both  of  which  are  collected  by  the  helium 

compressor  10  through  medium-pressure  piping 
15. 

Fig.  2  shows  an  example  of  the  construction  of 
a  refrigeration  system  for  a  cryopanel  provided  in 

5  each  of  the  vacuum  containers  2.  Each  of  the  small 
helium  liquefying  refrigerating  machines  5  is  pro- 
vided  with  a  helium  expander  16  serving  as  first 
cold  generating  means  represented  by  a  Gifford- 
MacMahon  expander,  heat  exchangers  17,  18,  19, 

io  20  and  21  ,  and  a  Joule-Thomson  valve  22  (referred 
to  as  "J.T  valve"  hereinafter)  serving  as  second 
cold  generating  means.  The  heat  exchangers  17, 
18,  19,  20  and  21  and  the  J.T  valve  22  form  a 
Joule-Thomson  circuit  (referred  to  as  "J.T  circuit" 

is  hereinafter). 
The  small  helium  refrigerating  machine  23  for 

refrigerating  the  heat  shield  plate  32  contained  in 
the  apparatus  has  an  expander  23a  such  as  a  small 
turbine  or  the  like,  a  heat  exchanger  24  and  a  liquid 

20  nitrogen  container  25,  and  is  used  as  third  cold 
generating  means. 

A  cryopanel  26  as  a  refrigerated  body  for  con- 
densing  and  solidifying  exhaust  gas  on  the  cryo- 
genic  surface  thereof  and  exhausting  the  gas  is 

25  connected  to  the  outlet  of  the  J.T  valve  22  through 
piping  27,  and  is  connected  to  the  adjacent 
cryopanel  28  by  piping  29.  The  cryopanel  28  is 
connected  to  the  heat  exchanger  21  through  piping 
30. 

30  On  the  other  hand,  the  outlet  of  the  high- 
pressure  piping  of  the  heat  exchanger  24  is  con- 
nected  to  the  inlet  of  the  expander  23a,  and  the 
outlet  of  the  expander  23a  is  connected  to  a  heat 
exchanger  31  provided  in  the  liquid  nitrogen  con- 

35  tainer  25.  The  outlet  side  of  the  heat  exchanger  31 
is  connected  to  a  refrigerating  pipe  33a  of  the  heat 
shield  plate  32  through  piping  33,  and  connected  to 
piping  34  and  then  to  the  heat  exchanger  24 
through  piping  35. 

40  The  lower  portion  of  the  liquid  nitrogen  con- 
tainer  25  is  connected  to  the  refrigerating  pipe  33b 
of  the  heat  shield  plate  32  and  a  valve  36  through 
piping  37  and  piping  38.  The  other  end  of  the 
refrigerating  pipe  33b  is  open  to  atmosphere 

45  through  piping  39  and  a  valve  40.  The  upper  por- 
tion  of  the  liquid  nitrogen  container  25  is  open  to 
atmosphere  through  piping  41a  and  a  valve  42a. 
Liquid  nitrogen  is  supplied  to  the  liquid  nitrogen 
container  25  through  the  piping  41a  and  the  valve 

50  42a,  and  nitrogen  gas  is  discharged  through  piping 
41  b  and  valve  42b. 

A  method  of  refrigerating  the  cryopumps  is 
described  below. 

The  temperature  of  the  high-pressure  gas  intro- 
55  duced  into  the  heat  exchanger  24  from  the  helium 

compressor  10  through  the  high-pressure  piping  11 
is  decreased  by  heat  exchange  in  the  heat  ex- 
changer  24,  and  the  gas  then  flows  into  the  ex- 
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pander  23a.  The  pressure  of  the  high-pressure  gas 
is  decreased  by  adiabatic  expansion  in  the  ex- 
pander  23a,  and  the  temperature  of  the  gas  is 
further  decreased.  The  expanded  low-temperature 
gas  flows  into  the  heat  exchanger  31  provided  in 
the  liquid  nitrogen  container  25,  and  then  flows  into 
the  refrigerating  pipe  33a  of  the  heat  shield  plate 
32  through  the  piping  33  so  as  to  refrigerate  the 
heat  shield  plate  32.  At  the  same  time,  liquid  nitro- 
gen  is  supplied  to  the  liquid  nitrogen  container  25 
through  the  valve  42a  and  the  piping  41a.  The 
liquid  nitrogen  flows  into  the  refrigerating  pipe  33b 
of  the  heat  shield  plate  32  from  the  container  25 
through  the  piping  37  and  the  valve  36  so  as  to 
pre-refrigerate  the  heat  shield  plate  32  and  louvers 
32c  supported  by  the  heat  shield  plate  32. 

After  the  heat  shield  plate  32  is  refrigerated  to 
the  liquid  nitrogen  temperature  of  about  80  K,  the 
valves  36,  42a  and  42b  are  closed  for  stopping  the 
supply  of  liquid  nitrogen.  The  heat  shield  plate  32 
refrigerated  to  about  80  K  with  liquid  nitrogen  and 
the  liquid  nitrogen  container  25  are  then  refriger- 
ated  only  by  the  cold  expanded  gas  generated  in 
the  small  helium  refrigerating  machine  23.  Before 
refrigeration  using  the  cold  gas  generated  by  the 
small  helium  refrigerating  machine  23,  the  valves 
42a  and  36  are  opened  for  introducing  helium  gas, 
and  the  valve  36a  is  opened  to  atmosphere  for 
blowing  liquid  nitrogen  so  as  to  prevent  the  occur- 
rence  of  solid  nitrogen.  After  liquid  nitrogen  is 
completely  blown,  the  valve  36a  is  closed  for  re- 
frigerating  the  heat  shield  plate  32.  This  permits 
refrigeration  of  the  heat  shield  32  to  about  10  K. 

On  the  other  hand,  the  cryopanels  26  and  28 
are  pre-refrigerated  by  the  method  below. 

The  low-temperature  expanded  gas  generated 
in  the  expander  23a  is  caused  to  flow  into  the 
cryopanels  26  and  28  through  the  valves  56a  and 
55  and  the  piping  26a  to  refrigerate  the  cryopanels 
26  and  28.  After  refrigeration,  the  expanded  gas  is 
caused  to  flow  into  the  low-pressure  gas  passage 
of  the  heat  exchanger  24  through  the  valve  56b, 
and  is  recovered.  At  this  time,  flow  regulating 
valves  7a  and  9a  are  closed.  After  the  cryopanel  26 
is  refrigerated  to  the  liquid  nitrogen  temperature, 
the  valves  56a  and  56b  are  closed,  and  the  flow 
regulating  valves  7a  and  9a  are  opened.  Refrigera- 
tion  is  then  finished. 

The  cryopanel  26  is  then  refrigerated  to  the 
liquid  helium  temperature,  i.e.,  about  3.7  K,  by  the 
method  below. 

Room-temperature  high-pressure  helium  gas  is 
supplied  to  the  helium  expander  16  from  the  he- 
lium  compressor  6  through  the  high-pressure  pip- 
ing  7.  Adiabatic  expansion  takes  place  in  the  he- 
lium  expander  16,  and  cold  at  a  temperature  of 
about  50  K  and  cold  at  a  temperature  of  about  10 
K  are  generated  in  first  and  second  stages  16a  and 

16b,  respectively.  The  flow  rate  of  the  high-pres- 
sure  helium  gas  which  flows  into  the  heat  exchang- 
ers  18  and  20  is  regulated  by  the  flow  regulating 
valve  55  in  the  state  where  the  J.T  valve  22  dis- 

5  posed  in  the  cryogenic  portion  is  closed. 
When  the  cryopanels  are  refrigerated  to  about 

80  K,  the  flow  regulating  valve  7a  disposed  on  the 
high-pressure  piping  7  and  the  valve  55  are 
opened,  and  the  flow  regulating  valve  9a  is  slightly 

io  opened.  The  room-temperature  high-pressure  he- 
lium  gas  which  flows  into  the  J.T  circuit  through  the 
flow  regulating  valve  7a  and  the  piping  49  is 
passed  through  the  heat  exchangers  17,  18,  19  and 
20  and  is  then  supplied  to  the  cryopanels  26  and 

is  28  through  the  valve  55  and  the  piping  26a  so  as 
to  refrigerate  the  cryopanels  26  and  28  to  about  10 
K  without  passing  through  the  heat  exchanger  21. 
The  low-temperature  low-pressure  helium  gas  is 
then  passed  through  the  piping  30  and  is  subjected 

20  to  heat  exchange  with  high-pressure  helium  gas  on 
the  supply  side  in  the  heat  exchangers  21,  19  and 
17.  The  helium  gas  is  then  exhausted  to  the  low- 
pressure  piping  9  through  the  piping  52  and  the 
flow  regulating  valve  9a. 

25  After  the  cryopanels  26  and  28  are  refrigerated 
to  10  K,  the  valve  55  is  closed,  and  the  flow 
regulating  valve  9a  is  fully  opened.  The  high-pres- 
sure  helium  gas  flows  into  the  slightly  open  J.T 
valve  22  through  the  heat  exchanger  21,  and  is 

30  partially  liquefied  by  adiabatic  expansion  therein  to 
produce  liquid  helium  at  a  temperature  of  3.7  K. 
The  low-pressure  gas  and  liquid  helium  at  a  tem- 
perature  of  3.7  K  flow  into  the  cryopanel  26  through 
the  piping  27  to  refrigerate  the  cryopanels  26  and 

35  28.  The  liquid  helium  is  evaporated  by  the 
cryopanels  26  and  28  to  produce  helium  gas.  The 
cryogenic  helium  gas  is  passed  through  the  piping 
30  and  flows  into  the  heat  exchangers  21,  19  and 
17  in  which  high-pressure  helium  gas  is  refriger- 

40  ated  by  the  cryogenic  helium  gas  to  produce  room- 
temperature  low-pressure  helium  gas.  The  thus- 
produced  helium  gas  flows  into  the  low-pressure 
piping  9  through  the  flow  regulating  valve  9a. 

In  order  to  reproduce  the  cryopumps,  the 
45  cryopanels  are  heated  for  separating  the  exhaust 

gas  which  is  solidified  on  the  surfaces  of  the 
cryopanels.  In  this  case,  the  low-pressure  helium 
gas  downstream  of  the  J.T  valve  is  heated  to  a 
predetermined  temperature  by  a  heater  40  dis- 

50  posed  on  the  piping  27  so  as  to  heat  the 
cryopanels  at  about  10  K.  After  the  exhaust  gas  is 
separated  from  the  cryopanels,  heating  by  the 
heater  40  is  stopped,  and  the  cryopanels  are  refrig- 
erated  to  3.7  K  by  the  same  method  as  in  the 

55  refrigeration  operation.  Since  the  cryopanels  are 
made  of  a  material  such  as  aluminum,  stainless 
steel,  copper  or  the  like,  and  exhibit  very  low 
specific  heat  (W/kg«k)  at  a  temperature  of  10  K  or 
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less,  refrigeration  from  10  K  to  3.7  K  is  completed 
within  a  short  time. 

As  described  above,  this  embodiment  permits 
the  heat  shield  plate  32  of  the  cryopump  1  to  be 
rapidly  refrigerated  in  the  pre-refrigeration  stage 
within  a  short  time  using  liquid  nitrogen  which 
exhibits  large  latent  heat  of  evaporation,  and  the 
cryopanels  to  be  refrigerated  directly  by  the  expan- 
sion  turbine  with  a  large  refrigerating  amount  which 
can  generate  a  large  amount  of  cold,  thereby  rap- 
idly  refrigerating  the  cryopanels  within  a  short  time. 
In  addition,  since  liquid  nitrogen  in  the  refrigerating 
pipe  of  the  heat  shield  plate  is  removed  after  pre- 
refrigeration  so  that  the  heat  shield  plate  can  be 
refrigerated  directly  by  the  large  refrigerating  pow- 
er  of  the  expansion  turbine  which  generates  a  large 
amount  of  cold,  the  heat  shield  plate  can  be  refrig- 
erated  to  a  cryogenic  temperature  within  a  short 
time.  The  cryopanels  are  then  refrigerated  to  about 
80  K  by  the  small  helium  liquefying  refrigerating 
machine.  The  embodiment  thus  has  the  effect  of 
refrigerating  and  heating  the  cryopanels  within  a 
short  time  without  the  need  for  refrigerating  the 
vacuum  thermal  insulating  piping. 

In  addition,  in  this  embodiment,  since  the  vacu- 
um  heat  insulating  piping  needs  not  be  provided 
for  transferring  liquid  helium,  only  the  liquid  helium 
is  produced  and  supplied  for  refrigerating  the 
cryopanels,  thereby  significantly  decreasing  the 
electric  energy  required  for  producing  liquid  he- 
lium,  as  compared  with  a  conventional  refrigeration 
system.  Since  the  vacuum  heat  insulating  piping 
need  not  be  provided,  a  trouble  such  as  a  vacuum 
leak  or  the  like  which  would  be  caused  by  the 
vacuum  thermal  insulating  piping  is  not  produced. 
Further,  since  only  the  J.T  valve  is  operated  at  a 
low  temperature,  the  reliability  of  the  refrigeration 
system  is  improved.  This  embodiment  also  makes 
an  expensive  large  liquid  helium  liquifying  appara- 
tus  unnecessary,  and  thus  has  the  effect  of  de- 
creasing  the  cost  of  the  refrigeration  system. 

Further,  the  flow  rate  in  the  turbine  can  be 
regulated  in  accordance  with  the  heat  load  of  the 
heat  shield  plate,  and  the  flow  rate  in  the  helium 
compressor  10  can  be  regulated  by  the  flow  rate  in 
the  turbine,  thereby  preventing  excessive  refrigera- 
tion  of  the  heat  shield  plate  and  saving  the  power 
consumption  for  operation. 

Fig.  3  shows  another  embodiment  of  the 
present  invention. 

In  this  embodiment,  high-pressure  helium  gas 
is  supplied  to  a  helium  expander  16  from  each  of 
helium  compressors  41  respectively  disposed  near 
cryopumps,  and  medium-pressure  helium  gas  ex- 
panded  is  collected.  High-pressure  helium  gas  is 
also  supplied  to  a  heat  exchanger  17  from  a  J.T 
circuit  helium  compressor  42  provided  near  a 
cryopump,  and  low-pressure  helium  gas  expanded 

is  collected. 
On  the  other  hand,  high-pressure  piping  43  for 

the  helium  compressor  41  is  connected  to  high- 
pressure  piping  for  a  pre-refrigeration  circuit 

5  through  a  flow  regulating  valve  45,  and  medium- 
pressure  piping  46  of  the  helium  compressor  41  is 
connected  to  medium-pressure  piping  47  of  the 
pre-refrigeration  circuit  through  a  check  valve  48. 
High-pressure  piping  49  of  the  helium  compressor 

io  42  is  connected  to  an  excessive  gas  storage  tank 
50  through  a  flow  regulating  valve  51,  and  low- 
pressure  piping  52  of  the  helium  compressor  42  is 
connected  to  the  excessive  gas  storage  tank  50 
through  a  flow  regulating  valve  53.  Medium-pres- 

15  sure  piping  of  the  helium  compressor  41  is  con- 
nected  to  the  excessive  gas  storage  tank  50 
through  a  flow  regulating  valve  53a. 

A  method  of  refrigerating  the  cryopump  config- 
ured  as  described  above  is  described  below. 

20  The  high-pressure  gas  introduced  into  the  heat 
exchanger  24  from  the  helium  compressor  41 
through  the  valve  45  and  the  high-pressure  piping 
44  is  subjected  to  heat  exchange  in  the  heat  ex- 
changer  24  to  be  decreased  in  temperature,  and 

25  then  flows  into  a  small  helium  refrigerating  machine 
23.  In  the  small  helium  refrigerating  machine  23, 
the  pressure  of  the  high-pressure  gas  is  decreased 
by  adiabatic  expansion,  and  the  temperature  of  the 
gas  is  further  decreased.  The  low-temperature  ex- 

30  panded  gas  flows  into  the  heat  exchanger  31  pro- 
vided  in  a  liquid  nitrogen  container  25,  and  then 
flows  into  the  refrigerating  pipe  33a  of  the  heat 
shield  plate  32  through  the  piping  33  to  refrigerate 
the  heat  shield  plate  32.  At  the  same  time,  liquid 

35  nitrogen  is  supplied  to  the  liquid  nitrogen  container 
25  through  the  valve  42a  and  the  piping  41a,  and  is 
caused  to  flow  into  the  refrigerating  pipe  33b  of  the 
heat  shield  plate  32  through  the  piping  37  and  the 
valve  36  to  pre-refrigerate  the  heat  shield  plate  32 

40  and  the  louvers  32c  supported  by  the  heat  shield 
plate  32.  After  the  heat  shield  plate  32  is  refriger- 
ated  to  the  liquid  nitrogen  temperature,  the  valves 
36,  42a  and  42b  are  closed  for  stopping  the  supply 
of  liquid  nitrogen.  The  heat  shield  plate  32  and  the 

45  liquid  nitrogen  container  25  are  then  refrigerated 
only  by  the  cold  expanded  gas  generated  by  the 
small  helium  refrigerating  machine  23.  At  this  time, 
helium  gas  is  introduced  from  the  valve  42a,  and 
the  valve  36a  is  opened  to  atmosphere  in  order  to 

50  prevent  the  occurrence  of  solid  nitrogen  by  blowing 
liquid  nitrogen. 

On  the  other  hand,  the  cryopanels  26  and  28 
are  pre-refrigerated  by  the  method  below.  The  low- 
temperature  expanded  gas  generated  in  the  small 

55  helium  refrigerating  machine  23  is  caused  to  flow 
into  the  cryopanels  26  and  28  through  the  valves 
56a  and  55.  After  the  cryopanels  26  and  28  are 
refrigerated,  the  refrigerating  gas  is  caused  to  flow 

8 



13 EP  0  578  241  A1 14 

into  a  low-pressure  gas  passage  of  the  heat  ex- 
changer  24  through  the  valve  56b  and  is  then 
recovered.  At  this  time,  the  valves  7a  and  9a  are 
closed.  When  the  cryopanels  26  and  28  are  refrig- 
erated  to  the  liquid  nitrogen  temperature  of  about 
80  K,  the  valves  56a  and  56b  are  closed,  and  the 
valves  7a  and  9a  are  opened.  Refrigeration  is  then 
completed. 

The  cryopanels  26  and  28  are  refrigerated  to 
the  liquid  helium  temperature  by  the  method  be- 
low.  Room-temperature  high-pressure  helium  gas 
is  supplied  to  the  helium  compressor  16  from  the 
helium  compressor  41  through  the  high-pressure 
piping  43.  The  high-pressure  helium  gas  is  ad- 
iabatically  expanded  in  the  helium  expander  16  to 
generate  cold  at  a  temperature  of  about  50  K  in  a 
first  stage  16a  and  cold  at  a  temperature  of  about 
10  K  in  a  second  stage  16b.  The  flow  rate  of  the 
high-pressure  helium  gas  which  is  caused  to  flow 
into  the  heat  exchangers  18  and  20  is  regulated  by 
using  the  flow  regulating  valve  55  in  the  state 
wherein  the  J.T  valve  22  disposed  in  the  cryogenic 
portion  of  the  high-pressure  piping  49  is  closed. 
The  high-pressure  gas  produced  by  expansion  is 
returned  to  the  helium  compressor  41  through  the 
piping  46. 

After  the  cryopanels  26  and  28  are  refrigerated 
to  about  80  K  with  liquid  nitrogen,  high-pressure 
helium  gas  is  supplied  to  the  high-pressure  piping 
49  from  the  helium  compressor  42.  The  room- 
temperature  high-pressure  helium  gas  which  flows 
into  the  J.T  circuit  comprising  the  heat  exchangers 
17,  18,  19,  20  and  21  and  the  J.T  circuit  22  is 
passed  through  the  heat  exchangers  17,  18,  19  and 
20,  and  then  flows  into  the  cryopanels  26  and  28 
through  the  valve  55  and  the  piping  26a  to  refriger- 
ate  the  cryopanels  26  and  28  to  about  10  K  without 
passing  through  the  heat  exchanger  21.  The  low- 
temperature  low-pressure  helium  gas  then  flows 
into  the  heat  exchangers  21,  19  and  17  through  the 
piping  30,  is  subjected  to  heat  exchange  with  he- 
lium  gas  on  the  supply  side  in  the  heat  exchangers 
21,  19  and  17,  and  is  discharged  to  the  low- 
pressure  piping  52. 

After  the  cryopanels  26  and  28  are  refrigerated 
to  10  K,  the  valve  55  is  closed,  and  the  flow 
regulating  valve  9a  is  fully  opened.  The  high-pres- 
sure  helium  gas  is  passed  through  the  heat  ex- 
changer  21  and  is  then  partially  liquefied  by  ad- 
iabatic  expansion  in  the  J.T  valve  22  which  is 
slightly  open  to  produce  liquid  helium  at  a  tem- 
perature  of  3.7  K.  The  low-pressure  gas  at  a  tem- 
perature  of  3.7  K  and  the  liquid  helium  are  supplied 
to  the  cryopanels  26  and  28  through  the  piping  27 
to  refrigerate  the  cryopanels  26  and  28,  and  are 
evaporated.  The  low-pressure  cryogenic  helium 
gas  then  flows  into  the  heat  exchangers  21,  19  and 
17  through  the  piping  30.  In  the  heat  exchangers 

21,  19  and  17,  the  temperature  of  the  low-pressure 
helium  gas  is  increased  by  refrigerating  high-pres- 
sure  helium  gas  to  produce  room-temperature  low- 
pressure  helium  gas  which  then  flows  into  the  low- 

5  pressure  piping  52. 
In  order  to  reproduce  the  cryopump,  the  ex- 

haust  gas  solidified  on  the  surfaces  of  the 
cryopanels  is  separated  by  heating  the  cryopanels. 
In  this  case,  the  cryopanels  are  heated  to  about  10 

io  K  by  heating  the  low-pressure  helium  gas  down- 
stream  of  the  J.T  valve  using  the  heater  40  dis- 
posed  on  the  piping  27  to  a  predetermined  tem- 
perature.  After  the  exhaust  gas  is  separated  from 
the  cryopanels,  heating  by  the  heater  40  is  stop- 

15  ped,  and  the  cryopanels  are  refrigerated  to  3.7  K 
by  the  same  method  as  that  in  the  refrigerating 
operation.  Since  the  cryopanels  are  made  of  a 
material  such  as  aluminum,  stainless  steel,  copper 
or  the  like,  which  exhibits  very  low  specific  heat  at 

20  a  temperature  of  10  K  or  less,  refrigeration  to  3.7  K 
from  10  K  is  completed  within  a  short  time. 

The  flow  rate  of  helium  supplied  to  the  small 
helium  refrigerating  machine  23  from  the  helium 
compressor  41  is  regulated  to  an  appropriate  value 

25  by  the  flow  regulating  valve  45.  On  the  other  hand, 
the  flow  rate  of  helium  gas  which  flows  into  the 
excessive  gas  storage  tank  50  is  changed  by  regu- 
lating  the  flow  regulating  valves  51  and  53  and  the 
valves  53a  and  48  so  that  the  flow  rate  of  helium 

30  circulating  in  the  helium  compressors  42  and  41  is 
an  appropriate  value. 

As  described  above,  in  this  embodiment,  a 
large  amount  of  room-temperature  high-pressure 
helium  gas  is  supplied,  through  the  high-pressure 

35  piping  44,  to  the  heat  exchanger  24  and  the  small 
helium  refrigerating  machine  23  in  the  pre-refrig- 
eration  circuit  from  the  helium  compressor  41 
which  can  process  gas  in  an  amount  of  about  10 
times  that  of  each  of  the  helium  compressors  42 

40  respectively  disposed  near  the  cryopumps.  In  addi- 
tion,  pre-refrigeration  is  performed  in  parallel  with 
refrigeration  of  the  liquid  nitrogen  used  for  refrig- 
erating  the  heat  shield  plate.  The  heat  shield  plate 
is  then  refrigerated  to  a  predetermined  cryogenic 

45  temperature  by  the  small  helium  liquefying  refrig- 
erating  machine  5  using  the  helium  gas  supplied 
from  each  of  the  helium  compressors  41  and  42. 
Thus  vacuum  heat  insulating  piping  needs  not  be 
refrigerated  and  heated  for  refrigerating  and  heat- 

50  ing  the  cryopanels,  thereby  decreasing  the  time 
required  for  refrigerating  and  heating  the 
cryopanels. 

In  this  embodiment,  since  the  helium  compres- 
sor  for  the  cryopump  only  is  disposed  near  each  of 

55  the  cryopumps,  the  pressure  loss  of  low-pressure 
helium  gas  can  be  decreased  by  decreasing  the 
length  of  the  low-pressure  piping  52  in  the  J.T 
circuit.  The  power  of  the  helium  compressor  re- 
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quired  for  obtaining  low-pressure  helium  at  a  satu- 
ration  pressure  temperature  of  3.7  K  at  the  outlet  of 
the  J.T  valve  can  also  be  decreased,  thereby  de- 
creasing  the  power  consumption. 

Although,  in  this  embodiment,  high-pressure 
helium  gas  is  supplied  to  the  expander  16  and  the 
small  helium  refrigerating  machine  23  from  the 
single  compressor  41,  compressors  may  also  be 
respectively  provided  for  the  expander  16  and  the 
helium  refrigerating  machine  23  so  that  the  pres- 
sures  of  the  expander  16  and  the  small  helium 
refrigerating  machine  23  can  be  set  to  the  optimum 
value,  thereby  saving  the  operating  power  and  pro- 
viding  a  refrigeration  system  with  excellent  control- 
lability. 

Although,  in  this  embodiment,  the  cryopanels 
are  used  in  the  refrigerated  bodies,  the  use  of  a 
superconductive  magnet  or  an  electronic  apparatus 
as  a  refrigerated  body  produces  the  same  effects 
as  those  described  above. 

Although,  in  this  embodiment,  a  Gifford-Mac- 
Mahon  refrigerating  machine  is  used  as  the  first 
cold  generating  means,  the  use,  as  the  first  cold 
generating  means,  of  Solvay  refrigerating  machine, 
a  Bill  Mayer  refrigerating  machine,  a  pulse  tube 
type  refrigerating  machine,  a  turbine  type  refrig- 
erating  machine,  a  Stirling  refrigerating  machine,  a 
Claude  refrigerating  machine  or  a  reciprocating  re- 
frigerating  machine  having  a  valve  in  a  low-tem- 
perature  portion  thereof  produces  the  same  results. 

Although,  in  this  embodiment,  the  J.T  valve  is 
used  as  the  second  cold  generating  means,  the 
use,  as  the  second  cold  generating  means,  of  a 
turbine  type  expander,  a  Stirling  expander  or  a 
reciprocating  expander  having  a  valve  in  a  low- 
temperature  portion  thereof  produces  the  same  re- 
sults. 

Although,  in  this  embodiment,  the  turbine  type 
expander  using  liquid  nitrogen  and  helium  is  used 
as  the  third  cold  generating  means,  the  use,  as  the 
third  cold  generating  means,  of  a  Stirling  expander, 
a  reciprocating  expander  having  a  valve  in  a  low- 
temperature  portion  thereof  or  an  expander  which 
operates  at  80  K  or  more  produces  the  same 
results. 

On  the  other  hand,  when  this  invention  is  per- 
formed  in  a  strong  magnetic  field  space,  if  the 
moving  components  of  the  first,  second  and  third 
cold  generating  means  are  made  of  a  electrically 
good  conductor,  the  movement  of  the  moving  com- 
ponents  in  a  magnetic  field  produces  an  eddy 
current  in  the  moving  components  to  generate 
Joule  heat  corresponding  to  the  resistivity  value  of 
the  material  of  the  moving  components.  The  Joule 
heat  flows  into  the  cold  generating  portions  of  the 
moving  components,  and  decreases  the  net 
amount  of  the  cold  generated,  thereby  decreasing 
the  refrigerating  efficiency. 

Examples  of  such  moving  components  include 
a  piston,  a  piston  driving  device,  a  displacer,  a  cold 
accumulator,  a  turbine  rotor  and  the  like.  If  these 
moving  components  are  made  of  an  insulating  ma- 

5  terial  or  non-conductive  material  such  as  a  polymer 
material,  ceramics  or  the  like,  it  is  possible  to 
prevent  the  occurrence  of  an  eddy  current  and  a 
decrease  in  the  refrigerating  efficiency.  Alternative- 
ly,  when  the  moving  components  are  surrounded 

io  by  a  magnetic  absorber  or  magnetic  shield  which 
is  made  of  a  ferromagnetic  material  such  as  iron  or 
the  like  or  a  diamagnetic  material  such  as  a  high- 
temperature  superconductor,  the  magnetic  intensity 
in  the  frame  of  the  magnetic  absorber  or  magnetic 

is  shield  can  be  decreased,  and  the  occurrence  of  the 
eddy  current  can  thus  be  decreased,  thereby  pre- 
venting  a  decrease  in  the  refrigerating  efficiency. 

In  a  further  embodiment  of  the  present  inven- 
tion,  a  helium  turbine  type  expander  is  used  as  the 

20  third  cold  generating  means,  and  a  magnetic  ab- 
sorber  is  disposed  around  the  turbine  type  ex- 
pander.  A  magnetic  absorber  100  is  disposed  ar- 
ound  a  low-temperature  cold  generating  portion 
23a  and  a  room-temperature  turbine  rotation  con- 

25  trolling  portion  23b  of  a  turbine  type  expander  so 
that  the  generation  of  Joule  heat  is  decreased  as 
much  as  possible,  as  shown  in  Fig.  4 

In  the  present  invention,  since  each  of  the 
plurality  of  cryopumps  disposed  in  a  neutral  beam 

30  injection  apparatus  is  refrigerated  by  a  small  he- 
lium  liquefying  refrigerating  machine,  the  number 
of  thermal  insulating  pipes  for  transporting  liquid 
helium  to  the  room-temperature  portion  is  de- 
creased,  thereby  decreasing  the  loss  of  liquid  he- 

35  Hum  in  the  thermal  insulating  piping. 

Claims 

1.  In  a  cryogenic  refrigeration  system  having: 
40  a  refrigerated  body  to  be  refrigerated  to  a 

cryogenic  temperature  by  a  refrigerating  ma- 
chine, 

a  radiant  heat  shield  body  refrigerated  to  a 
low  temperature  for  preventing  the  entrance  of 

45  radiant  heat  into  said  refrigerated  body  from  a 
high  temperature  portion,  and 

a  thermal  insulating  container  for  contain- 
ing  the  bodies,  the  improvement  wherein 

said  refrigerating  machine  comprises  a 
50  cold  generating  circuit  having  first  cold  gen- 

erating  means  and  first  compression  means  for 
supplying  a  working  fluid  to  said  first  cold 
generating  means,  a  cryogenic  refrigeration 
circuit  having  second  cold  generating  means 

55  and  second  compression  means  for  supplying 
a  working  fluid  to  said  second  cold  generating 
means,  and  a  pre-refrigeration  generating  cir- 
cuit  having  third  cold  generating  means  for 
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supplying  a  cold  at  a  medium  temperature 
between  room  temperature  and  a  cryogenic 
temperature; 

said  cold  generating  circuit  and  said  cryo- 
genic  refrigeration  circuit  are  thermally  com-  5 
bined;  and 

said  refrigerated  body  is  thermally  con- 
nected  to  said  pre-refrigeration  generating  cir- 
cuit  and  said  cryogenic  refrigeration  circuit  so 
that  said  radiant  heat  shield  body  is  refriger-  10 
ated  by  said  pre-refrigeration  generating  cir- 
cuit. 

In  a  cryogenic  refrigeration  system  having: 
a  refrigerated  body  to  be  refrigerated  to  a  is 

cryogenic  temperature  by  a  refrigerating  ma- 
chine, 

a  radiant  heat  shield  body  refrigerated  to  a 
low  temperature  for  preventing  the  entrance  of 
radiant  heat  into  said  refrigerated  body  from  a  20 
high  temperature  portion,  and 

a  thermal  insulating  container  for  contain- 
ing  the  bodies,  the  improvement  wherein 

said  refrigerating  machine  comprises  a 
cold  generating  circuit  having  first  cold  gen-  25 
erating  means  and  first  compression  means  for 
supplying  a  working  fluid  to  said  first  cold 
generating  means,  a  cryogenic  refrigeration 
circuit  having  second  cold  generating  means 
and  second  compression  means  for  supplying  30 
a  working  fluid  to  said  second  cold  generating 
means,  and  a  pre-refrigeration  generating  cir- 
cuit  having  third  cold  generating  means  for 
supplying  a  cold  at  a  medium  temperature 
between  room  temperature  and  a  cryogenic  35 
temperature; 

said  cold  generating  circuit  and  said  cryo- 
genic  refrigeration  circuit  are  thermally  com- 
bined  so  that  said  refrigerated  body  is  refriger- 
ated  by  said  cryogenic  refrigeration  circuit,  and  40 
said  radiant  heat  shield  body  is  refrigerated  by 
said  pre-refrigeration  generating  circuit. 

In  a  cryogenic  refrigeration  system  having: 
a  plurality  of  refrigerated  bodies  to  be  re-  45 

spectively  refrigerated  to  a  cryogenic  tempera- 
ture  by  a  plurality  of  refrigerating  machines, 

a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing 
the  entrance  of  radiant  heat  into  said  refriger-  so 
ated  bodies  from  a  high  temperature  portion, 
and 

a  thermal  insulating  container  for  contain- 
ing  the  bodies,  the  improvement  wherein 

each  of  said  plurality  of  refrigerating  ma-  55 
chines  comprises  a  plurality  of  cold  generating 
circuits  each  having  first  cold  generating 
means  and  first  compression  means  for  sup- 

plying  a  working  fluid  to  said  first  cold  generat- 
ing  means,  a  cryogenic  refrigeration  circuit 
having  second  cold  generating  means  and 
second  compression  means  for  supplying  a 
working  fluid  to  said  second  cold  generating 
means,  and  a  pre-refrigeration  generating  cir- 
cuit  having  a  plurality  of  third  cold  generating 
means  for  supplying  a  cold  at  a  medium  tem- 
perature  between  room  temperature  and  a 
cryogenic  temperature; 

said  cold  generating  circuits  and  a  portion 
of  said  cryogenic  refrigeration  circuit  are  ther- 
mally  combined;  and 

said  refrigerated  bodies  are  thermally  con- 
nected  to  said  pre-refrigeration  generating  cir- 
cuit  and  said  cryogenic  refrigeration  circuit  so 
that  said  radiant  heat  shield  bodies  are  refrig- 
erated  by  said  pre-refrigeration  generating  cir- 
cuit. 

4.  In  a  cryogenic  refrigeration  system  having: 
a  plurality  of  refrigerated  bodies  to  be  re- 

spectively  refrigerated  to  a  cryogenic  tempera- 
ture  by  a  plurality  of  refrigerating  machines, 

a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing 
the  entrance  of  radiant  heat  into  said  refriger- 
ated  bodies  from  a  high  temperature  portion, 
and 

a  thermal  insulating  container  for  contain- 
ing  the  bodies,  the  improvement  wherein 

each  of  said  plurality  of  refrigerating  ma- 
chines  comprises  a  plurality  of  cold  generating 
circuits  each  having  first  cold  generating 
means  and  single  first  compression  means  for 
supplying  a  working  fluid  to  said  first  cold 
generating  means  and  a  plurality  of  third  cold 
generating  means  for  supplying  a  refrigeration 
temperature  between  room  temperature  and  a 
cryogenic  temperature,  a  pre-refrigeration  gen- 
erating  means,  and  a  cryogenic  refrigeration 
circuit  having  second  cold  generating  means 
and  second  compression  means  for  supplying 
a  working  fluid  to  said  second  cold  generating 
means;  and 

said  cold  generating  circuits  and  a  portion 
of  said  cryogenic  refrigeration  circuit  are  ther- 
mally  combined  so  that  said  refrigerated  bod- 
ies  are  refrigerated  by  said  cryogenic  refrigera- 
tion  circuit,  and  said  radiant  heat  shield  bodies 
are  refrigerated  by  said  pre-refrigeration  gen- 
erating  circuit. 

5.  In  a  cryogenic  refrigeration  system  having: 
a  plurality  of  refrigerated  bodies  to  be  re- 

spectively  refrigerated  to  a  cryogenic  tempera- 
ture  by  a  plurality  of  refrigerating  machines, 

a  plurality  of  radiant  heat  shield  bodies 
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refrigerated  to  a  low  temperature  for  preventing 
the  entrance  of  radiant  heat  into  said  refriger- 
ated  bodies  from  a  high  temperature  portion, 
and 

a  thermal  insulating  container  for  contain-  5 
ing  the  bodies,  the  improvement  wherein 

each  of  said  plurality  of  refrigerating  ma- 
chines  comprises  a  plurality  of  cold  generating 
circuits  each  having  first  cold  generating 
means  and  single  first  compression  means  for  10 
supplying  a  working  fluid  to  said  first  cold 
generating  means,  a  cryogenic  refrigeration 
circuit  having  second  cold  generating  means 
and  second  compression  means  for  supplying 
a  working  fluid  to  said  second  cold  generating  is 
means,  and  a  plurality  of  pre-refrigeration  gen- 
erating  circuits  having  single  third  compression 
means  for  supplying  a  working  fluid  to  a  plural- 
ity  of  third  cold  generating  means  for  sup- 
plying  a  cold  at  a  medium  temperature  be-  20 
tween  room  temperature  and  a  cryogenic  tem- 
perature; 

said  cold  generating  circuits  and  said  cryo- 
genic  refrigeration  circuit  are  thermally  com- 
bined;  and  25 

said  refrigerated  bodies  are  thermally  con- 
nected  to  said  pre-refrigeration  generating  cir- 
cuit  and  said  cryogenic  refrigeration  circuits  so 
that  said  radiant  heat  shield  bodies  are  refrig- 
erated  by  said  pre-refrigeration  generating  cir-  30 
cuits. 

6.  In  a  cryogenic  refrigeration  system  having: 
a  plurality  of  refrigerated  bodies  to  be  re- 

spectively  refrigerated  to  a  cryogenic  tempera-  35 
ture  by  a  plurality  of  refrigerating  machines, 

a  plurality  of  radiant  heat  shield  bodies 
refrigerated  to  a  low  temperature  for  preventing 
the  entrance  of  radiant  heat  into  said  refriger- 
ated  bodies  from  a  high  temperature  portion,  40 
and 

a  thermal  insulating  container  for  contain- 
ing  the  bodies,  the  improvement  wherein 

each  of  said  plurality  of  refrigerating  ma- 
chines  comprises  a  plurality  of  cold  generating  45 
circuits  each  having  first  cold  generating 
means  and  single  first  compression  means  for 
supplying  a  working  fluid  to  said  first  cold 
generating  means,  a  cryogenic  refrigeration 
circuit  having  second  cold  generating  means  so 
and  second  compression  means  for  supplying 
a  working  fluid  to  said  second  cold  generating 
means,  and  a  plurality  of  pre-refrigeration  gen- 
erating  circuits  having  single  third  compression 
means  for  supplying  a  working  fluid  to  a  plural-  55 
ity  of  third  cold  generating  means  for  sup- 
plying  a  cold  at  a  medium  temperature  be- 
tween  room  temperature  and  a  cryogenic  tem- 

perature; 
said  cold  generating  circuits  and  a  portion 

of  said  cryogenic  refrigeration  circuit  are  ther- 
mally  combined  so  that  said  refrigerated  bod- 
ies  are  refrigerated  by  said  cryogenic  refrigera- 
tion  circuit,  and  said  radiant  heat  shield  bodies 
are  refrigerated  by  said  pre-refrigeration  gen- 
erating  circuits. 

7.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  3  to  6,  wherein  at  least  one  of 
said  refrigerated  bodies  is  provided  with  a  plu- 
rality  of  refrigerating  pipes,  and  the  refrigerant 
flowing  through  at  least  one  of  said  plurality  of 
refrigerating  pipes  is  different  from  that  flowing 
through  the  other  refrigerating  pipes. 

8.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  3  to  6,  wherein  at  least  one  of 
said  refrigerated  bodies  is  provided  with  a  plu- 
rality  of  refrigerating  pipes,  the  refrigerant  flow- 
ing  through  at  least  one  of  said  plurality  of 
refrigerating  pipes  is  different  from  that  flowing 
through  the  other  refrigerating  pipes,  and  said 
refrigeration  system  further  comprises  means 
for  removing  at  least  one  refrigerant  from  said 
refrigerated  bodies  and  said  refrigerating  pipes 
after  said  refrigerated  bodies  are  refrigerated 
to  a  predetermined  temperature. 

9.  A  cryogenic  refrigeration  system  according  to 
Claim  7,  wherein  one  of  said  refrigerants  is 
liquid  nitrogen. 

10.  A  cryogenic  refrigeration  system  according  to 
Claim  8,  wherein  one  of  said  refrigerants  is 
liquid  nitrogen. 

11.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  1  to  6,  wherein  the  third  cold 
generating  means  is  a  cold  generator  provided 
with  an  expander  to  which  a  working  medium 
is  supplied  from  said  first  compression  means 
or  second  compression  means. 

12.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  1  to  6,  wherein  the  refrigerated 
bodies  are  cryopanels  which  condense  and 
solidify  exhaust  gas  on  the  surfaces  thereof  to 
discharge  the  gas. 

13.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  1  to  6,  wherein  the  refrigerated 
bodies  are  superconductors. 

14.  A  cryogenic  refrigeration  system  according  to 
one  of  Claims  1  to  6,  wherein  said  cryogenic 
refrigeration  circuit  is  provided  with  heating 
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means  for  heating  a  working  fluid  thereof  so  as 
to  reproduce  the  refrigerated  bodies  and  ex- 
haust  gas  by  heating  with  the  heated  working 
fluid. 

5 
15.  A  method  of  refrigerating  a  cryogenic  refrigera- 

tion  system  comprising  a  refrigerated  body  to 
be  refrigerated  to  a  cryogenic  temperature  by 
a  refrigerating  machine,  a  radiant  heat  shield 
body  refrigerated  to  a  low  temperature  for  pre-  10 
venting  the  entrance  of  radiant  heat  into  said 
refrigerated  body  from  a  high  temperature  por- 
tion,  and  a  thermal  insulating  container  for  con- 
taining  the  bodies,  said  method  comprising  the 
steps  of:  75 

refrigerating  said  refrigerated  body  and 
said  radiant  heat  shield  body  with  a  first  refrig- 
erant  of  said  refrigerating  machine; 

stopping  the  supply  of  said  first  refrigerant 
when  said  refrigerated  body  and  said  radiant  20 
heat  shield  body  are  refrigerated  to  a  predeter- 
mined  temperature; 

removing  said  first  refrigerant  from  the  in- 
side  of  said  radiant  heat  shield  body; 

refrigerating  said  radiant  heat  shield  body  25 
with  a  second  refrigerant  of  a  second  cold 
generating  circuit  of  said  refrigerating  machine, 
and  said  refrigerated  body  with  the  second 
refrigerant  of  a  cold  generating  circuit  of  said 
refrigerating  machine;  and  30 

further  refrigerating  said  refrigerated  body 
with  the  second  refrigerant  of  a  cryogenic  re- 
frigeration  circuit  of  said  refrigerating  machine 
when  said  refrigerated  body  is  refrigerated  to  a 
second  predetermined  temperature.  35 
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