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(54) Secure text entry methods for portable electronic devices

(57) A method includes displaying information on a
display of an electronic device, the information compris-
ing an entry field (402) and a selectable obscuration fea-
ture (404) operable to be toggled between a first state
and a second state (406) within the entry field (402).
When the selectable obscuration feature in is the first

state, characters (409) are displayed as entered in the
entry field, and when the selectable obscuration feature
is in the second state (406), obscuration symbols (408)
are displayed in place of the characters (409) as entered
in the entry field (402).
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Description

FLELD OF TECHNOLOGY

[0001] The present disclosure relates to electronic de-
vices including, but not limited to, portable electronic de-
vices having entry fields and the control of placeholders
for entry fields.

BACKGROUND

[0002] Electronic devices, including portable electron-
ic devices, have gained widespread use and may provide
a variety of functions including, for example, telephonic,
electronic messaging and other personal information
manager (PIM) application functions. Portable electronic
devices include several types of devices including mobile
stations such as simple cellular telephones, smart tele-
phones (smart phones), Personal Digital Assistants
(PDAs), tablet computers, and laptop computers, with
wireless network communications or near-field commu-
nications connectivity such as Bluetooth® capabilities.
[0003] Portable electronic devices such as PDAs, or
tablet computers are generally intended for handheld use
and ease of portability. Smaller devices are generally de-
sirable for portability. A touch-sensitive display, also
known as a touchscreen display, is particularly useful on
handheld devices, which are small and may have limited
space for user input and output. The information dis-
played on the display may be modified depending on the
functions and operations being performed.
[0004] Improvements in portable electronic devices
are desirable.

SUMMARY

[0005] A method includes displaying information on a
display of an electronic device, the information compris-
ing an entry field and a selectable obscuration feature
within the entry field, the selectable obscuration feature
operable to be toggled between a first state and a second
state; when the current state of the selectable obscura-
tion feature is the first state, displaying characters as en-
tered in the entry field; and, when the current state of the
selectable obscuration feature is the second state, dis-
playing obscuration symbols in place of the characters
as entered in the entry field.
[0006] An electronic device includes a touch-sensitive
display and at least one processor coupled to the touch-
sensitive display and configured to display information
on a display of the electronic device, the information com-
prising an entry field and a selectable obscuration feature
within the entry field, the selectable obscuration feature
operable to be toggled between a first state and a second
state; display characters as entered in the entry field
when the current state of the selectable obscuration fea-
ture is the first state; and display obscuration symbols in
place of the characters as entered in the entry field when

the current state of the selectable obscuration feature is
the second state.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] Embodiments of the present disclosure will now
be described, by way of example only, with reference to
the attached figures, wherein:
[0008] FIG. 1 is a block diagram of a portable electronic
device in accordance with an example;
[0009] FIG. 2 is a flowchart illustrating an example of
a method of providing a secure information entry field on
an electronic device;
[0010] FIG. 3 is a flowchart illustrating another example
of a method of providing a secure information entry field
on an electronic device; and
[0011] FIG. 4 through FIG. 7 are views illustrating ex-
amples of a secure information entry field on an electronic
device in accordance with the methods of FIG. 2 and
FIG. 3.

DETAILED DESCRIPTION

[0012] The following describes an electronic device
and method including displaying information on a display
of an electronic device, the information comprising an
entry field and a selectable obscuration feature operable
to be toggled between a first state and a second state
within the entry field. When the selectable obscuration
feature in is the first state, characters are displayed as
entered in the entry field, and when the selectable ob-
scuration feature is in the second state, obscuration sym-
bols are displayed in place of the characters as entered
in the entry field.
[0013] For simplicity and clarity of illustration, refer-
ence numerals may be repeated among the figures to
indicate corresponding or analogous elements. Numer-
ous details are set forth to provide an understanding of
the examples described herein. The examples may be
practiced without these details. In other instances, well-
known methods, procedures, and components are not
described in detail to avoid obscuring the examples de-
scribed. The description is not to be considered as limited
to the scope of the examples described herein.
[0014] The disclosure generally relates to an electronic
device, such as a portable electronic device as described
herein. Examples of electronic devices include mobile,
or handheld, wireless communication devices such as
pagers, cellular phones, cellular smart-phones, wireless
organizers, personal digital assistants, wirelessly ena-
bled notebook computers, tablet computers, mobile in-
ternet devices, electronic navigation devices, and so
forth. The portable electronic device may also be a port-
able electronic device without wireless communication
capabilities, such as a handheld electronic game device,
digital photograph album, digital camera, media player,
e-book reader, and so forth.
[0015] A block diagram of an example of a portable
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electronic device 100, also referred to as an electronic
device 100 or a device 100, is shown in FIG. 1. The elec-
tronic device 100 includes multiple components, such as
a processor 102 that controls the overall operation of the
portable electronic device 100. Communication func-
tions, including data and voice communications, are per-
formed through a communication subsystem 104. Data
received by the portable electronic device 100 is decom-
pressed and decrypted by a decoder 106. The commu-
nication subsystem 104 receives messages from and
sends messages to a wireless network 150. The wireless
network 150 may be any type of wireless network, includ-
ing, but not limited to, data wireless networks, voice wire-
less networks, and networks that support both voice and
data communications. A power source 142, such as one
or more rechargeable batteries or a port to an external
power supply, powers the portable electronic device 100.
[0016] The processor 102 interacts with other compo-
nents, such as a Random Access Memory (RAM) 108,
memory 110, a touch-sensitive display 118, an optional
actuator 120, an auxiliary input/output (I/O) subsystem
124, a data port 126, a speaker 128, a microphone 130,
short-range communications 132 and other device sub-
systems 134. The touch-sensitive display 118 includes
a display 112 and touch sensors 114 that are coupled to
at least one controller 116 utilized to interact with the
processor 102. Input via a graphical user interface is pro-
vided via the touch-sensitive display 118. Information,
such as text, characters, symbols, images, icons, and
other items that may be displayed or rendered on a port-
able electronic device, is displayed on the touch-sensitive
display 118 via the processor 102. Optionally, the proc-
essor may interact with one or more force sensors 122.
[0017] To identify a subscriber for network access, the
portable electronic device 100 may utilize a Subscriber
Identity Module or a Removable User Identity Module
(SIM/RUIM) card 138 for communication with a network,
such as the wireless network 150. Alternatively, user
identification information may be programmed into mem-
ory 110.
[0018] The portable electronic device 100 includes an
operating system 146 and software programs, applica-
tions, or components 148 that are executed by the proc-
essor 102 and are typically stored in a persistent, upda-
table store such as the memory 110. Additional applica-
tions or programs may be loaded onto the portable elec-
tronic device 1 00 through the wireless network 150, the
auxiliary I/O subsystem 124, the data port 126, the short-
range communications subsystem 132, or any other suit-
able subsystem 134.
[0019] A received signal such as a text message, an
e-mail message, or web page download is processed by
the communication subsystem 104 and input to the proc-
essor 102. The processor 102 processes the received
signal for output to the display 112 and/or to the auxiliary
I/O subsystem 124. A subscriber may generate data
items, for example e-mail messages, which may be trans-
mitted over the wireless network 150 through the com-

munication subsystem 104. For voice communications,
the overall operation of the portable electronic device 100
is similar. The speaker 128 outputs audible information
converted from electrical signals, and the microphone
130 converts audible information into electrical signals
for processing. The processor 102 may also interact with
an accelerometer 136 to detect direction of gravitational
forces or gravity-induced reaction forces that may deter-
mine the tilt of the portable electronic device 100.
[0020] The touch-sensitive display 118 may be any
suitable touch-sensitive display, such as a capacitive,
resistive, infrared, surface acoustic wave (SAW) touch-
sensitive display, strain gauge, optical imaging, disper-
sive signal technology, acoustic pulse recognition, and
so forth. A capacitive touch-sensitive display includes
one or more capacitive touch sensors 114. The capaci-
tive touch sensors may comprise any suitable material,
such as indium tin oxide (ITO).
[0021] One or more touches, also known as touch con-
tacts or touch events, may be detected by the touch-
sensitive display 118. The processor 102 may determine
attributes of the touch, including a location of the touch.
Touch location data may include data for an area of con-
tact or data for a single point of contact, such as a point
at or near a center of the area of contact. The location of
a detected touch may include x and y components, e.g.,
horizontal and vertical components, respectively, with re-
spect to one’s view of the touch-sensitive display 118. A
touch may be detected from any suitable input member,
such as a finger, thumb, appendage, or other objects, for
example, a stylus, pen, or other pointer, depending on
the nature of the touch-sensitive display 118. Multiple
simultaneous touches may be detected.
[0022] One or more gestures may also be detected by
the touch-sensitive display 118. A gesture, such as a
swipe, also known as a flick, is a particular type of touch
on a touch-sensitive display 118 and may begin at an
origin point and continue to an end point, for example, a
concluding end of the gesture. A gesture may be identi-
fied by attributes of the gesture, including the origin point,
the end point, the distance travelled, the duration, the
velocity, and the direction, for example. A gesture may
be long or short in distance and/or duration. Two points
of the gesture may be utilized to determine a direction of
the gesture. A gesture may also include a hover. A hover
may be a touch at generally unchanged location over a
period of time or a touch associated with the same se-
lection item for a period of time.
[0023] Optional force sensors 122 may be disposed in
conjunction with the touch-sensitive display 118 to de-
termine or react to forces applied to the touch-sensitive
display 118. The force sensors 122 may be force-sensi-
tive resistors, strain gauges, piezoelectric or piezoresis-
tive devices, pressure sensors, quantum tunneling com-
posites, force-sensitive switches, or other suitable devic-
es. Force as utilized throughout the specification, includ-
ing the claims, refers to force measurements, estimates,
and/or calculations, such as pressure, deformation,
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stress, strain, force density, force-area relationships,
thrust, torque, and other effects that include force or re-
lated quantities. Optionally, force information associated
with a detected touch may be utilized to select informa-
tion, such as information associated with a location of a
touch. For example, a touch that does not meet a force
threshold may highlight a selection option, whereas a
touch that meets a force threshold may select or input
that selection option. Selection options include, for ex-
ample, displayed or virtual keys of a keyboard; selection
boxes or windows, e.g., "cancel," "delete," or "unlock";
function buttons, such as play or stop on a music player;
and so forth. Different magnitudes of force may be asso-
ciated with different functions or input. For example, a
lesser force may result in panning, and a higher force
may result in zoom ing.
[0024] Forms, such as online or web forms, typically
include entry fields and labels and/or other instructions
describing the input, particularly text input, to be entered
in each entry field. Common forms include such entry
fields and corresponding labels as "Name", "Email", "Mo-
bile Number", "User ID", "Password", etc. Such forms
may be used to sign-in to online services, to complete
online orders, to provide address or contact information,
to submit search queries, and the like. Such forms may
also be used to provide information to applications such
as a calendar, contacts or address book applications. In
this specification, an entry field, also referred to as a text
field, text box, or input element, is a graphical user inter-
face element that receives entered text input or character
input from the user. The entry field may be a single-line
or multi-line entry field. A selected entry field may receive
text input from any suitable keyboard such as a QWERTY
keyboard, QWERTZ keyboard, AZERTY keyboard, and
so forth. The keyboard may be a physical keyboard or a
virtual keyboard, and includes a plurality of keys that are
associated with characters, symbols, and the like, that
may be entered utilizing the keyboard. A selected entry
field may also receive input by other means, such as for
example a numerical input pad, a speech recognition ap-
plication, or any other input source.
[0025] Forms sometimes include one or more text en-
try fields into which secure or confidential information is
to be entered. For example, entry fields for passwords
are often configurable to obscure the characters being
entered by replacing them with other characters or sym-
bols, such as a string of asterisks, bullets, dots, or the
like. When entering passwords or other secure informa-
tion there is a tradeoff between the text being obscured
and the certainty that the user has entered the text cor-
rectly. In some cases each character of the password
might be shown for a short time before turning into an
asterisk (or other symbol). In other cases an asterisk is
shown for every character entered without ever showing
the character to the user. In the former case, the user
may miss the short visual cue if they are not looking at
the display, and in the latter case the user never knows
if they have entered the password correctly until they try

to proceed and submit the password.
[0026] It is known to provide a selectable option to
show the password (i.e. in full without being replaced by
asterisk). In a typical prior case there is a button or check-
box near (e.g. below) the password entry field and an
associated description regarding what the button or
checkbox is for (e.g. show password). However, in mobile
devices screen area is at a premium and these additional
buttons and descriptors occupy additional space beyond
the entry field. In addition, as the number of GUI elements
increases so too does the complexity of how such ele-
ments are laid out in the GUI on the screen and as a
result it is more time consuming to redesign the layout
for different situations (e.g., different form factors and/or
orientations).
[0027] Improved methods and systems for entering se-
cure information into entry fields are desirable.
[0028] Advantageously, embodiments disclosed here-
in provide a selectable obscuration feature within an entry
field which may be selected by the user to toggle between
two states - one state wherein the entered characters are
displayed and one state wherein obscuration symbols
are displayed in place of the entered characters. In some
embodiments, the selectable obscuration feature is com-
bined with and positioned within the password text entry
field, such that there is just one element that needs to be
positioned in the GUI design, and only one element needs
to be considered when redesigning the layout for different
form factors or orientations. For example, in one embod-
iment a checkbox is included within a password text entry
field, which is operable to toggle the password between
asterisks and actual letters as shown in FIG. 4 and FIG.
5 and discussed further below. In some embodiments,
the selectable obscuration feature includes an obscura-
tion symbol (e.g. an asterisk) when in a character ob-
scuring state, and is blank when in a character displaying
state. The asterisk symbol is enough (when the password
is being displayed as a number of asterisks) to demon-
strate that there is an option to turn off the obscuration
and show the password.
[0029] One advantage provided by certain embodi-
ments is that no text that usually accompanies a button
or check box (e.g. "Show password") is required. Typi-
cally, text within forms needs to be translated into differ-
ent languages for use in different countries, reducing the
amount of text in a form reduces the overhead for pro-
viding translations in different languages. Another advan-
tage is that by integrating the selectable obscuration fea-
ture inside the entry field, the connection or bond between
the entry field and the functionality of the selectable ob-
scuration feature becomes stronger, thus easing the cog-
nitive load of having to (in prior solutions), first; read a
label next to the checkbox, and second; connect the label
and checkbox to an entity close by (in this case the text
field for passwords, which again is identifiable only by a
label). Another advantage is space savings. Providing
the selectable obscuration feature inside the entry field
takes up less space on the display than having a check-
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box underneath or above the entry field.
[0030] A flowchart illustrating an example of method
200 of providing an entry field for entry of secure infor-
mation on an electronic device, such as the electronic
device 100, is shown in FIG. 2. The method 200 and
methods according to other embodiments may, for ex-
ample, be carried out by software executed by processor
102. Coding of software for carrying out such methods
is within the scope of a person of ordinary skill in the art
given the present description. The methods may contain
additional or fewer processes than shown and/or de-
scribed, and may be performed in a different order. Com-
puter-readable code executable by at least one controller
or processor of the portable electronic device to perform
the methods may be stored in a computer-readable stor-
age medium, such as a non-transitory computer-reada-
ble medium.
[0031] Information including an entry field and a se-
lectable obscuration feature within the entry field is dis-
played on the touch-sensitive display 118 at 202. The
selectable obscuration feature is operational or togglea-
ble between a character displaying state (also referred
to as the first state) and an obscuring state (also referred
to as the second state). In some embodiments, the se-
lectable obscuration feature is initially displayed in the
obscuring state. In some embodiments, the selectable
obscuration feature is initially displayed in the character
displaying state. In some embodiments, the selectable
obscuration feature is initially displayed in a most recently
used state (e.g., the processor 102 may retrieve a most
recent state from the RAM 108 or the memory 110 which
was stored the last time the method 200 was invoked).
[0032] At 204 the processor 102 determines the cur-
rent state of the selectable obscuration feature. When
the selectable obscuration feature is in the first state, at
206 the processor 102 displays the characters as entered
by a user in the entry field. When the selectable obscura-
tion feature is in the second state, at 208 the processor
102 displays obscuration symbols in place of the char-
acters as entered in the entry field. The user is thus pro-
vided with the option of either displaying or obscuring
secure information entered in the entry field by toggling
between the two states of the selectable obscuration fea-
ture.
[0033] FIG. 3 show a flowchart of another example
method 300 of providing an entry field for entry of secure
information on an electronic device. The method 300 has
a number of features in common with the method 200 of
FIG. 2 that are identified with the same reference num-
bers and will not be described again. In the method 300,
the selectable obscuration feature is toggled between
the first and second states whenever the user selects the
selectable obscuration feature. At 302 the processor 102
determines whether the selectable obscuration feature
has been selected. As long as the selectable obscuration
feature is not selected, the processor cycles through 302,
204 and one of 206 and 208 (depending on the current
state of the selectable obscuration feature). When the

processor detects a selection of the selectable obscura-
tion feature (e.g. by detecting a touch on the touch-sen-
sitive display 118 at the selectable obscuration feature),
at 304 the state of the selectable obscuration feature is
changed and the method returns to 204.
[0034] FIG. 4 and FIG. 5 show an example portable
electronic device 100 with a selectable obscuration fea-
ture in different states according to an example embod-
iment. Information is displayed on the touch-sensitive dis-
play 118 including a secure information entry field 402
having a selectable obscuration feature 404 therein. In
the illustrated example, the secure information entry field
402 is a password field, and the selectable obscuration
feature 404 is positioned at the right end of the secure
information entry field 402. In other embodiments, the
secure information entry field 402 could be a different
type of field, and/or the selectable obscuration feature
404 could be positioned at different locations within the
secure information entry field 402. Other information is
also displayed on the touch-sensitive display in FIG. 4
and FIG. 5, including a virtual keyboard 410, another en-
try field 412 (e.g. a username field), and a plurality of
buttons 414.
[0035] In FIG. 4, the selectable obscuration feature 404
is in an obscuring state, and obscuration symbols 408
are displayed in the entry field 402. A single obscuration
symbol 406 is displayed within the selectable obscuration
feature 404 to indicate the obscuring state in the embod-
iment of FIG. 4. In other embodiments, different means
may be used to indicate the state of the selectable ob-
scuration feature 404, such as for example, a check mark
or other symbol, different fill colors or patterns, and the
like. In FIG. 5, the selectable obscuration feature 404 is
in a character displaying state, and characters as entered
409 are displayed in the entry field 402.
[0036] FIG. 6 and FIG. 7 show another embodiment
similar to the example discussed above with respect to
FIG. 4 and FIG. 5. In FIG. 6 and FIG. 7, bullets are used
as obscuration symbols 406 and 408, and a reduced size
placeholder 602 is used to identify secure information
entry field 402. Another reduced size placeholder 612 is
used to identify the other entry field 412. Use of the re-
duced sized placeholders 602 and 612 eliminates the
need for labels for fields 402 and 412, providing further
space saving. Implementation of reduced size placehold-
ers and other placeholders is described US Patent Ap-
plication No. 13/483,309 filed May 30, 2012 and entitled
PORTABLE ELECTRONIC DEVICE INCLUDING A
PLACEHOLDER FOR AN ENTRY FIELD AND METH-
OD OF CONTROLLING SAME which is hereby incorpo-
rated by reference herein. Such placeholders may be
used in various permutations and combinations with a
secure information entry field 402 as described herein.
[0037] The present disclosure may be embodied in oth-
er specific forms without departing from its spirit or es-
sential characteristics. The described embodiments are
to be considered in all respects only as illustrative and
not restrictive. The scope of the present disclosure is,
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therefore, indicated by the appended claims rather than
by the foregoing description. All changes that come within
the meaning and range of equivalency of the claims are
to be embraced within their scope.

Claims

1. A method comprising:

displaying information on a display of an elec-
tronic device, the information comprising an en-
try field and a selectable obscuration feature
within the entry field, the selectable obscuration
feature operable to be toggled between a first
state and a second state;
when the current state of the selectable obscura-
tion feature is the first state, displaying charac-
ters as entered in the entry field; and,
when the current state of the selectable obscura-
tion feature is the second state, displaying ob-
scuration symbols in place of the characters as
entered in the entry field.

2. A method according to claim 1, wherein the electron-
ic device comprises a touch-sensitive display, the
method comprising changing the state of selectable
obscuration feature in response to detecting a touch
on the touch-sensitive display at the selectable ob-
scuration feature.

3. A method according to claim 1 or claim 2, wherein
the entry field comprises a password field.

4. A method according to any one of claims 1 to 3,
wherein the selectable obscuration feature is dis-
played at the right end of the entry field.

5. A method according to any one of claims 1 to 4, com-
prising displaying a single obscuration symbol within
the selectable obscuration feature when the selecta-
ble obscuration feature is in the second state.

6. A method according to any one of claims 1 to 5,
wherein an initial state of the selectable obscuration
feature is the second state.

7. A computer-readable medium having computer-
readable code executable by at least one processor
of a portable electronic device to perform the method
according to any one of claims 1 to 6.

8. An electronic device comprising:

a touch-sensitive display;
at least one processor coupled to the touch-sen-
sitive display and configured to display informa-
tion on a display of the electronic device, the

information comprising an entry field and a se-
lectable obscuration feature within the entry
field, the selectable obscuration feature opera-
ble to be toggled between a first state and a sec-
ond state; display characters as entered in the
entry field when the current state of the selecta-
ble obscuration feature is the first state; and dis-
play obscuration symbols in place of the char-
acters as entered in the entry field when the cur-
rent state of the selectable obscuration feature
is the second state.

9. An electronic device according to claim 8, wherein
the processor is configured to change the state of
selectable obscuration feature in response to detect-
ing a touch on the touch-sensitive display at the se-
lectable obscuration feature.

10. An electronic device according to claim 8 or claim 9,
wherein the entry field comprises a password field.

11. An electronic device according to any one of claims
8 to 10, wherein the processor is configured to dis-
play the selectable obscuration feature at the right
end of the entry field.

12. An electronic device according to any one of claims
8 to 11, wherein the processor is configured to dis-
play a single obscuration symbol within the selecta-
ble obscuration feature when the selectable ob-
scuration feature is in the second state.

13. An electronic device according to any one of claims
8 to 12, wherein the processor is configured to initially
set the selectable obscuration feature to the second
state.
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