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©  Apparatus  and  method  for  identifying  a  calling  station. 

©  A  system  for  identifying  a  specific  station,  of  a 
plurality  of  stations  serviced  by  a  telephone 
system,  which  has  initiated  a  telephone  call. 
The  system  includes  means  for  providing  desig- 
nation  indicia  associated  with  each  station  with- 
in  the  system.  A  module  at  each  station  includes 
a  control  circuit  for  converting  the  designation 
indicia  to  an  electronic  format  and,  at  an  ap- 
propriate  time,  transmitting  the  electronically 
formatted  designation  indicia  to  a  call-receiving 
station.  In  response  to  a  call,  the  receiving 
station  polls  the  calling  station,  and,  in  res- 
ponse,  the  calling  station  transmits  the  elec- 
tronically  formatted  indicia  to  the  call-receiving 
station. 
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Technical  Field 

The  present  invention  deals  broadly  with  the  field 
of  telecommunications.  More  specif  ically,  however,  it 
deals  with  the  identification  of  a  specific  station  of  a 
plurality  of  stations  serviced  by  a  telephone  system 
having  initiated  a  telephone  call.  The  specific  focus  of 
the  invention  is  the  identification  of  the  precise  loca- 
tion  having  initiated  a  telephone  call,  identifying  even 
to  the  floor  of  a  building  at  a  defined  geographic  lo- 
cation  or  the  specific  desk  at  which  a  particular  call 
was  initiated. 

Background  of  the  Invention 

Since  the  inception  of  the  telephone,  that  inven- 
tion  and  systems  in  which  it  is  used  have  been  virtu- 
ally  constantly  improved.  In  its  earliest  days,  the  tel- 
ephone  was  placed  at  so  few  locations  that  the  per- 
son  answering  almost  knew  where  a  call  was  coming 
from  before  picking  up  the  receiver.  With  the  passage 
of  decades,  however,  it  has  come  to  be  that  scarcely 
a  home,  apartment,  or  condominium  does  not  have  a 
telephone.  In  a  residential  setting,  the  telephone  has 
certainly  come  to  be  a  more  than  a  "want".  It  is  now 
a  "need".  Because  of  various  factors  such  as  the  in- 
creased  rate  of  crime  and  the  high  incidence  of  med- 
ical  emergencies,  it  is  almost  imperative  that  each 
and  every  residence  have  the  availability  of  a  tele- 
phone. 

The  situation  is  even  more  acute  in  the  business 
area.  As  commerce  has  evolved,  more  and  more 
transactions  are  conducted  by  telephone  as  com- 
pared  to  a  face-to-face  manner.  It  is  essential  that,  for 
a  business  to  survive,  it  have  telephone  services. 
This  is  true  even  in  the  case  of  rural-type  businesses. 

In  the  relatively  recent  past,  the  United  States 
has  implemented  a  "9-1-1"  emergency  call  system. 
Such  systems  intend  to  identify  a  particular  location 
having  initiated  an  emergency  call.  The  intent  is  that, 
if  the  person  initiating  the  call  is  emotionally  agitated 
or  unable  to  talk  for  a  long  period  of  time  because,  for 
example,  of  a  spreading  fire,  and  does  not,  as  a  result, 
identify  the  specific  station  from  which  he  is  calling, 
the  public  safety  answering  point  (PSAP)  to  which  the 
call  has  been  routed  will  still  be  able  to  fully  respond 
in  an  appropriate  manner.  That  is,  even  if  the  caller 
has  failed  to  identify  the  location  from  which  he  is  call- 
ing,  the  PSAP  should  be  able  to  respond  with  the  ap- 
propriate  police,  fire,  ambulance,  or  other  type  of  re- 
sponse  necessary. 

A  number  of  factors,  however,  exacerbate  the 
successful  operation  of  the  emergency  call  network. 
First,  because  of  the  fact  that,  in  many  scenarios, 
identification  of  the  calling  station  is  tied  to  the  tele- 
phone  number,  incorrect  information  can  be  provided 
to  the  PSAP.  This  is  true  because  of  the  fluidity  of  lo- 
cation  of  both  businesses  and  individuals.  As  a  busi- 

ness,  for  example,  moves,  it  might  well  retain  its  orig- 
inal  base  telephone  number.  This  is  particularly  true 
if  the  distance  moved  is  relatively  small.  Particular 
three-number  designators  of  the  seven-digit  tele- 

5  phone  numbers  are  typically  assigned  to  particular 
geographic  locations.  If  the  move  is  within  that  geo- 
graphic  area,  the  original  number  can  be  retained, 
and,  even  when  the  move  is  outside  the  immediate 
geographic  area,  the  number  can  still  be  retained  if 

10  the  move  is  within  the  same  general  locale. 
Typically,  a  PSAP  is  provided  with  database  in- 

formation  based  upon  telephone  numbers.  Conse- 
quently,  while  the  database  might  have  correctly 
identified  the  resident  or  business  occupant  initiating 

15  the  call  prior  to  a  move,  if  a  move  has  occurred,  the 
appropriate  emergency  service  might  be  routed  to  an 
incorrect  location  because  of  a  delay  in  updating  the 
database,  for  example.  Such  a  consequence  could  re- 
sult  in  the  significant  loss  of  property  or  even  one  or 

20  more  deaths. 
Further,  even  if  no  move  has  occurred  with  re- 

spect  to  a  calling  individual  or  business  for  a  very  long 
period  of  time,  insufficient  information  might  be  avail- 
able  in  a  database  so  as  to  enable  adequate  routing 

25  of  services.  To  illustrate,  an  emergency  call  for  ambu- 
lance  services  is  initiated  from  an  office  on  the  thirty- 
fourth  floor  of  a  high-rise  office  building  in  a  large  ur- 
ban  location.  The  call  is  initiated  because  an  individ- 
ual  in  the  office  has  stopped  breathing.  The  emergen- 

30  cy  occurs  on  a  Saturday  and  only  two  persons  are  in 
the  office  at  the  time.  One  of  the  two  has  experienced 
the  breathing  difficulty  and  the  second  person  is  ini- 
tiating  the  emergency  call.  While  making  the  call  for 
the  ambulance  services,  the  second  person  is  also 

35  trying  to  restore  breathing  in  the  person  experiencing 
the  trauma. 

The  nature  of  the  emergency  is  conveyed  to  the 
PSAP,  and  the  caller  has  indicated  the  street  address 
at  which  the  office  is  located.  Because  of  the  need  to 

40  get  back  to  the  person  experiencing  the  trauma,  the 
caller  has  failed  to  identify  where  in  the  high-rise 
building  the  person  needing  the  emergency  services 
is  located.  The  PSAP  routes  ambulance  services  to 
the  street  address  only,  and  the  ambulance  person- 

45  nel  find  that  the  building  is,  in  fact,  a  high-rise.  By  the 
time  the  individual  is  located,  it  might  well  be  too  late 
to  administer  efficacious  services. 

In  view  of  this  illustration,  one  can  clearly  see  the 
need  for  the  precise  identification  of  the  location  from 

so  which  a  call  is  being  initiated.  The  necessity  to  save 
lives  makes  such  a  need  clearly  apparent. 

Other  scenarios,  in  addition  to  an  emergency  "9- 
1-1"  telephone  call  network,  exist  wherein  it  is  neces- 
sary  to  identify  the  specific  location  from  which  a  tel- 

55  ephone  call  is  being  made.  For  example,  such  a  need 
exists  in  the  case  of  a  roving  security  guard.  A  roving 
security  guard,  typically,  is  responsible  for  a  number 
of  geographically-dispersed  stations.  At  each  station, 
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the  guard  has  responsibility  for  personally  insuring 
that  certain  conditions  of  security  are  met. 

Such  an  arrangement  can  encourage  fraudulent 
reporting  on  the  part  of  the  guard.  For  example,  if  ten 
locations  around  a  large  metropolitan  area  are  the  re-  5 
sponsibility  of  the  guard,  he  could  visit  only  one  or  a 
small  number  of  the  total  facilities  for  which  he  has  a 
responsibility,  and  call  into  a  central  location  to  report 
that  the  required  conditions  of  security  are  met  when, 
in  fact,  many  of  the  stations  have  not  been  visited.  In  10 
a  worst-case  scenario,  the  guard  might  even  make 
the  calls  purporting  to  be  from  the  various  locations, 
from  his  residence.  Such  conduct  could  be  obviated 
if  the  central  location  to  which  calls  were  to  be  placed 
could  definitively  identify  a  call  from  a  roving  security  15 
guard  as  emanating  from  a  station  at  which  the  secur- 
ity  condition  is  to  be  checked. 

It  is  to  these  dictates  and  problems  of  the  prior  art 
that  the  present  invention  is  directed.  It  is  an  appara- 
tus  and  method  for  definitively  identifying  a  specific  20 
station  initiating  an  incoming  telephone  call. 

Summary  of  the  Invention 

The  present  invention  includes  a  method  and  ap-  25 
paratus  for  identifying  a  specific  station,  of  a  plurality 
of  stations  under  a  common  telephone  network, 
which  has  initiated  a  telephone  call.  The  method  in- 
cludes  a  first  step  of  assigning  a  designation  to  each 
station  capable  of  initiating  a  telephone  call  within  the  30 
system.  The  designation  is  then  encoded  into  an  elec- 
tronic  format.  Means  are  provided  at  the  calling  sta- 
tion  for  transmitting  the  encoded  designation  to  a  call- 
receiving  office.  The  call  is  then  sensed  by  the  call- 
receiving  station.  The  transmitting  means  is  then  pol-  35 
led  in  response  to  the  telephone  call.  The  encoded 
designation  is  transmitted  to  the  call-receiving  office 
in  response  to  the  polling. 

The  method  invention,  as  is  true  of  the  apparatus 
invention,  has  applications  in  a  number  of  circum-  40 
stances.  The  call-receiving  office  can  be  a  monitoring 
office  to  which  a  roving  security  guard  reports  from 
various  diverse  geographic  locations  at  which  secur- 
ity  status  is  to  be  checked.  There  is  also  an  applica- 
tion  wherein  the  call-receiving  office  is  a  public  safety  45 
answering  point  (PSAP)  responsible  for  a  designated 
geographic  area  including  the  calling  station. 

The  apparatus  invention  includes  designation  in- 
dicia  associated  with  each  station  which  is  capable  of 
initiating  a  telephone  call.  Means  are  provided  for  en-  50 
coding  such  designation  indicia  into  an  electronic  for- 
mat.  Further,  the  apparatus  includes  neans  for  trans- 
mitting  the  encoded  designation  indicia  from  the  call- 
ing  station  to  a  call-receiving  location.  Means  are  pro- 
vided  to  sense,  at  the  call-receiving  location,  the  call.  55 
Means  are  provided  at  the  call-receiving  location  for 
polling  the  transmitting  means  in  response  to  the  ini- 
tiation  of  the  telephone  call,  and  means  for  transmit- 

ting  the  encoded  designation  indicia  to  the  call- 
receiving  location  in  response  to  the  polling  are  also 
included. 

It  is  envisioned  that  the  apparatus  could  also  in- 
clude  means  for  providing  power  to  the  transmitting 
means.  In  a  preferred  embodiment,  the  means  for 
providing  power  could  include  structure  for  availing 
the  system  of  the  benefit  of  the  telephone  line  power. 

The  present  invention  is  thus  apparatus  and  a 
method  for  definitively  identifying  the  location  of  a 
specific  calling  station  such  as  in  a  security  system  or 
an  emergency  "9-1-1"  call  system.  More  specific  fea- 
tures  and  advantages  obtained  in  view  of  those  fea- 
tures  will  become  apparent  with  reference  to  the  DE- 
TAILED  DESCRIPTION  OF  THE  INVENTION,  ap- 
pended  claims,  and  accompanying  drawing  figures. 

Brief  Description  of  the  Drawing 

Figure  1  is  a  diagrammatic  illustration  showing 
various  implementations  of  the  present  invention 
in  an  emergency  "9-1-1"  application;  and 
Figure  2  is  a  schematic  illustration  showing  the 
construction  of  the  present  invention. 

Detailed  Description  of  the  Invention 

Figure  1  illustrates  diagrammatically  a  telephone 
system  10  employing  apparatus  and  methods  in  ac- 
cordance  with  the  present  invention.  The  specific  ap- 
plication  is  shown  in  that  figure  as  being  one  for  an 
emergency  "9-1-1"  network. 

In  the  overall  system  10,  a  switching  tandem  12 
serves  to  relay  an  emergency  call  from  a  telephone 
company  central  office  14  servicing  the  particular 
station  16,  of  a  plurality  of  stations  which  are  geo- 
graphically  dispersed,  which  has  initiated  an  emer- 
gency  "9-1-1"  call.  The  tandem  12  serves  to  relay  the 
call  from  the  appropriate  telephone  company  central 
office  14  to  a  public  safety  answering  point  (PSAP)  18 
which  is  primarily  responsible  forthe  geographic  area 
encompassing  central  offices  A-E  14,  14',  14",  14"', 
14""  and  all  of  the  various  stations  services  by  those 
central  offices. 

Figure  1  also  illustrates  peripheral  PSAP's  20,  22 
which  are  more  geographically  proximate,  for  exam- 
ple,  a  station  16  of  origin,  serviced  by  central  office  A 
14,  which  has  initiated  an  emergency  call.  It  is  a  func- 
tion  of  the  present  invention  to  specifically  identify 
geographically,  both  as  to  any  particular  earth  coor- 
dinate  system  and  with  respect  to  height  above  the 
surface  of  the  earth,  the  station  16  initiating  the  call. 
The  call  can,  thereby,  be  more  appropriately  respond- 
ed  to.  That  is,  if  there  is  a  PSAP  20  which  is  more 
proximate  the  calling  station  16  and  has  facilities  for 
responding  to  the  particular  emergency,  the  call  can 
be  routed  to  that  alternate  PSAP  20  or  those  alternate 
PSAP's  20,  22.  As  will  be  able  to  be  seen,  therefore, 
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knowing  the  precise  location  of  the  initiating  call  sta- 
tion  16  can  become  crucially  important. 

Figure  2  shows  schematically  the  construction  of 
a  module  24  which  has  been  installed,  for  example,  at 
a  wall  outlet  26  demarcation  point  into  which  a  jack  of 
the  phone  set  28  of  the  calling  station  16  serviced  by 
central  office  A  14  is  plugged.  It  will  be  understood 
that  the  demarcation  point  in  other  implementations 
as  discussed  hereinafter  can  be  different.  For  exam- 
ple,  the  demarcation  point  can  be  at  a  private  branch 
exchange  (PBX)  in  an  implementation  wherein  a  PBX 
services  off-premises  extensions  and/or  branch  of- 
fices. 

At  the  time  the  module  24  is  installed,  the  control 
circuit  30  of  the  module  24  is  programmed  with  a  spe- 
cific  designation  to  identify  the  specific  station  16. 
The  designation  can,  in  rural  areas,  take  the  form  of 
a  fire  number.  Such  a  manner  of  designation,  how- 
ever,  is  not  exclusive.  Whether  in  rural,  urban,  or  sub- 
urban  environments,  the  designation  can  be  com- 
pletely  arbitrary.  For  example,  it  could  be  the  serial 
number  of  the  module  unit  or  it  could  be  the  next  se- 
quential  number  in  a  series  of  units  having  been  in- 
stalled.  Typically,  the  designation  would  not  be  a  tel- 
ephone  number.  In  any  case,  however,  the  designa- 
tion  is  peculiar  to  the  specific  module  24  representa- 
tive  of  the  station  to  which  it  is  connected. 

The  control  circuit  30  further  includes  appropriate 
means  for  encoding  32  the  designation  into  an  elec- 
tronic  format.  The  control  circuit  30  also  includes  a 
transmitter  34  for  transmitting  the  electronic  format 
encoded  designation  in  a  manner  and  for  a  purpose 
as  will  be  discussed  hereinafter. 

When  the  station  of  origin  16  places  a  call  by  di- 
aling  "9-1-1",  the  telephone  system  10  is  alerted  to 
the  fact  that  the  call  is  a  call  of  an  emergency  nature. 
Typically,  special  trunks  are  reserved  for  such  calls, 
and  one  of  these  trunks  will  be  seized  for  use.  The  call 
is  processed  by  the  appropriate  central  office  (in  this 
case,  central  office  A  14)  and  on  to  the  switching  tan- 
dem  12.  Thereafter,  it  is  relayed  to  the  responsible 
PSAP  18. 

In  order  to  enable  such  transmission  and  relay, 
means  32  are  provided  in  the  control  circuit  30  of  the 
module  24,  as  previously  discussed,  to  encode  the 
designation  into  an  electronic  format  for  transmission. 
The  encoded  designation  will  be  as  unique  as  the 
designation  itself. 

The  module  24,  also  as  previously  discussed,  in- 
cludes  means  for  transmitting  34  the  encoded  desig- 
nation  in  order  to  initiate  the  station  identification 
process  by  the  responsible  PSAP  18.  The  emergency 
"9-1-1"  call  will  be  sensed  at  the  PSAP  18,  and  the 
PSAP  18  will,  in  turn,  poll  the  transmitting  means  34 
of  the  module  24  by  employment  of  appropriate  poll- 
ing  means  36.  It  will  be  understood  that  the  term  poll- 
ing,  as  used  herein,  is  not  intended  to  exclusively 
mean  the  transmission  of  a  signal  from,  for  example, 

the  PSAP  18  to  trigger  the  transmission  of  the  elec- 
tronically  encoded  designation.  The  term  polling  is 
also  intended  to  broadly  include  disposing  the  PSAP 
18  to  receive  the  transmission  of  the  encoded  desig- 

5  nation  even  where  no  active  signal  is  sent  back  to  the 
module  24. 

Polling  is  initiated  to  effect  the  initiation  of  trans- 
mission  of  the  encoded  designation.  In  response  to 
polling,  the  designation  will  be  transmitted  to  the 

10  PSAP  18.  The  PSAP  18  having  primary  responsibility 
forthe  particular  calling  station  16  will  then,  either  au- 
tomatically  or  through  the  volitional  act  of  PSAP  per- 
sonnel,  identify  the  specific  location  of  the  station  16 
having  the  designation  which  has  been  transmitted.  In 

15  some  applications  of  the  invention,  identification  of 
the  geographic  location  of  the  calling  station  16  can 
be  followed  up  with  various  routing  procedures  so  as 
to  effect  provision  of  the  necessary  service  or  servic- 
es  to  the  calling  station  16. 

20  The  module  24  utilizes  a  source  of  power.  In  some 
embodiments  of  the  invention,  the  module  24  can  be 
provided  with  its  own  discrete  power  source  (not 
shown).  Because  of  low  power  requirements  of  the 
module  24,  however,  power  from  the  telephone  line 

25  38  can  be  employed. 
Central  office  B  14'  and  the  stations  40  that  that 

central  office  14'  is  shown  as  serving  in  Figure  1  illus- 
trate  a  second  implementation  of  the  invention.  In  that 
implementation,  the  telephone  handsets  represent  all 

30  stations,  including  off-premises  or  branch  offices, 
serviced  by  a  common  private  branch  exchange 
(PBX)  42.  Again,  however,  each  specific  station  40  is 
provided,  at  a  demarcation  point,  with  a  module  24 
which  is  capable  of  functioning  in  the  same  manner 

35  as  does  the  module  24  which  is  described  as  working 
with  the  station  16  which  was  serviced  by  central  of- 
fice  A  14  in  the  previous  illustration. 

The  central  office  C  14"  implementation  illus- 
trates  a  module  24  as  being  provided  to  designate  a 

40  particular  PBX  44  and,  derivatively,  each  station  46 
serviced  by  the  PBX  44.  Typically,  such  an  implemen- 
tation  would  be  used  in  a  business  environment  hav- 
ing  a  plurality  of  stations  including  off-premises  ex- 
tensions  or  branch  offices  as  is  true  in  the  case  of 

45  central  office  B  14'.  In  this  application,  the  specific 
calling  station  serviced  by  the  PBX  44  would,  in  turn, 
be  identified  by  use,  for  example,  of  a  station  transla- 
tion  system  (not  shown)  such  as  that  described  and 
claimed  in  application  serial  number  07/686,492  com- 

50  monly  owned  by  t  he  assig  nee  of  t  he  rig  hts  in  t  he  pres- 
ent  document. 

The  present  invention  also  has  application  in  a 
CENTREX  environment.  CENTREX  equipment  is  es- 
sentially  a  PBX  within  the  telephone  company  sys- 

55  tern.  In  the  case  of  a  PBX  which  is  owned  by  a  private 
company  serviced  by  the  telephone  system,  a  rela- 
tively  small  number  of  lines,  typically,  extend  from  the 
central  office  14"'  for  servicing  a  large  number  of  sta- 

4 
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tions  48  associated  with  the  PBX.  In  the  case  of  a 
CENTREX  system,  the  PBX,  in  essence,  is  associat- 
ed  with  the  applicable  central  office  14"'.  There  are 
then  a  large  number  of  lines  and  a  large  number  of 
stations  48.  There  is,  basically,  a  one-to-one  corre- 
spondence  from  the  central  office  14"'  into  a  busi- 
ness. 

In  a  CENTREX  system,  lines  50  from  the  tele- 
phone  company  come  into  a  telephone  company  de- 
marcation  point  52  within  a  building,  for  example.  The 
lines  50  are  connected  to  terminals  at  the  first  demar- 
cation  point  52. 

Lines  54  from  the  various  spaces  within  the  build- 
ing,  on  the  other  hand,  come  into  a  second  demarca- 
tion  point  56  and  are  connected  to  terminals  also.  Va- 
rious  jumpers  58  can  be  employed  for  interconnecting 
the  specific  stations  48  with  intended  corresponding 
telephone  company  lines  50  coming  into  the  first  point 
of  demarcation  52.  Typically,  when  a  building  is  first 
occupied,  jumper  interconnections  58  are  uncompli- 
cated  and  such  that  there  is  synchronization  between 
the  two  points  of  demarcation  52,  56.  As  time  passes 
and  tenants  within  a  building  elect  to  move  to  another 
space  while  still  keeping  the  same  phone  number,  the 
jumpers  58  become  crossed.  As  a  result,  when  a  par- 
ticular  station  48  within  the  building  initiates  an  emer- 
gency  "9-1-1"  call,  ifthe  particularjumper58forthat 
station  has  been  crossed,  an  incorrect  perception  will 
be  generated  at  the  PSAP  1  8  as  to  the  specific  loca- 
tion  of  the  calling  station. 

In  the  CENTREX  implementation  of  the  present 
invention,  a  module  24  is  mounted  for  specific  identi- 
fication  of  a  line  extending  from  a  specific  station  to 
the  second  point  of  demarcation  56.  As  a  result,  even 
if  numbers  and  locations  are  changed,  there  will  be  a 
consistency  because  of  the  transmission  of  the  des- 
ignation  provided  by  the  calling  station  module  24. 

A  final  illustration  shown  in  Figure  1  is  an  imple- 
mentation  representative,  for  example,  of  a  party  line. 
Included  within  this  implementation  is  a  situation 
wherein  a  second  phone  62  is,  for  example,  in  a  barn 
some  distance  remote  from  the  primary  station  60 
serviced  by  a  particular  number  (i.e.,  a  farm  house). 
In  this  implementation,  the  module  24  is  typically 
mounted  at  a  wall  outlet.  The  designation  generated 
by  the  module  24  is,  therefore,  representative  of  the 
specific  handset  which  might  initiate  an  emergency 
call. 

It  will  be  understood,  in  view  of  this  disclosure, 
that  the  present  invention  has  applications  beyond  an 
emergency  "9-1-1"  telephone  call  system.  As  previ- 
ously  discussed  in  this  document,  a  need  exists  for 
the  identification  of  the  specific  location  from  which 
a  telephone  call  by  a  roving  security  guard  is  being 
made.  The  present  invention  applies  to  such  circum- 
stances. 

Rather  than  the  call-receiving  office  being  a 
PSAP,  it  can  be  a  monitoring  office  responsible  for  en- 

suring  the  visitation  of  the  roving  guard  to  each  loca- 
tion  for  which  he  has  a  responsibility.  The  calling  sta- 
tion  at  each  location  for  which  the  guard  has  respon- 
sibility  to  visit  would  be  equipped  with  a  module  as 

5  discussed  with  regard  to  an  emergency  "9-1-1"  sce- 
nario.  The  monitoring  station  would  receive  calls  from 
the  various  locations  and  would,  employing  appropri- 
ate  polling  means,  poll  the  particular  calling  station  in 
response  to  the  call.  The  assigned  designation  would 

10  then  be  transmitted  to  the  monitoring  station  in  re- 
sponse  to  the  polling.  Personnel  at  the  monitoring 
station  could,  thereby,  ensure  the  physical  presence 
of  the  roving  security  guard  at  the  particular  location 
from  which  he  is  purporting  to  call. 

15  Numerous  characteristics  and  advantages  of  the 
invention  covered  by  this  document  have  been  set 
forth  in  the  foregoing  description.  It  will  be  under- 
stood,  however,  that  this  disclosure  is,  in  many  re- 
spects,  only  illustrative.  Changes  may  be  made  in  de- 

20  tails,  particularly  in  matters  of  shape,  size,  and  ar- 
rangement  of  parts  without  exceeding  the  scope  of 
the  invention.  The  invention's  scope  is,  of  course,  de- 
fined  in  the  language  in  which  the  appended  claims 
are  expressed. 

25  Although  emergency  calls  have  been  referred  to 
as  "9-1-1"  calls  throughout  the  specification  and 
claims,  it  is  to  be  understood  that  the  invention  is  ap- 
plicable  to  all  types  of  emergency  calls  whatever  dig- 
its  are  used  to  call  the  emergency  services.  In  addi- 

30  tion,  it  is  to  be  understood  that  the  invention  is  also 
applicable  to  other  scenarios  where  it  is  necessary  to 
identify  a  specific  location  from  which  a  telephone  call 
is  being  made. 

35 
Claims 

1.  A  met  hod  of  identifying  a  specific  station  of  a  plur- 
ality  of  stations  initiating  a  "9-1-1"  emergency  tel- 

40  ephone  call,  comprising  the  steps  of: 
(a)  assigning  a  designation  to  a  station  capa- 
ble  of  initiating  a  "9-1  -1  "  emergency  telephone 
call; 
(b)  encoding  said  designation  into  an  electron- 

45  ic  format; 
(c)  providing  means  atthe  station  for  transmit- 
ting  the  encoded  designation,  to  a  public  safe- 
ty  answering  point  (PSAP)  responsible  for  a 
designated  geographic  area  including  the 

so  calling  station; 
(d)  sensing,  at  the  responsible  PSAP,  a  "9-1- 
1"  emergency  telephone  call  by  the  station; 
(e)  polling  the  transmitting  means  in  response 
to  the  "9-1-1"  emergency  telephone  call;  and 

55  (f)  transmitting  the  encoded  designation  to  the 
responsible  PSAP  in  response  to  said  polling. 

2.  A  method  in  accordance  with  claim  1  wherein  the 

5 
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specific  station  initiating  the  "9-1-1"  emergency 
telephone  call  is  associated  with  a  specific  resi- 
dence. 

7.  A  met  hod  of  routing  emergency  services  to  a  spe- 
cific  station  of  a  plurality  of  stations  initiating  a  "9- 
1-1"  emergency  telephone  call,  comprising  the 
steps  of: 

(a)  identifying  the  specific  station  having  initi- 
ated  the  emergency  telephone  call  in  accor- 
dance  with  the  method  of  claim  1  ,  having  pre- 
viously  ascertained  if  there  is  an  available 
PSAP  more  geographically  proximate  the 
calling  station  than  is  the  responsible  PSAP; 
and 
(b)  directing  the  encoded  designation  to  the 
available  PSAP  most  geographically  proxi- 
mate  the  calling  station. 

8.  A  met  hod  of  identifying  a  specific  station  of  a  plur- 
ality  of  stations  initiating  a  "9-1-1"  emergency  tel- 
ephone  call,  comprising  the  steps  of: 

(a)  assigning  an  arbitrary  designation  to  a  sta- 
tion  capable  of  initiating  a  "9-1-1"  emergency 
telephone  call; 
(b)  encoding  said  arbitrary  designation  into  an 
electronic  format; 
(c)  sensing,  at  a  public  safety  answering  point 
(PSAP)  responsible  for  a  designated  geo- 
graphic  area  including  the  calling  station,  a  "9- 
1-1"  emergency  telephone  call; 
(d)  polling,  by  the  responsible  PSAP,  the  call- 
ing  station  in  response  to  the  sensing  of  the 
"9-1-1"  emergency  telephone  call;  and 
(e)  transmitting  the  encoded  designation  to 
the  responsible  PSAP  in  response  to  said 
polling. 

9.  A  method  in  accordance  with  claim  8  comprising 
a  further  step  of  ascertaining,  by  computer-gen- 

eration,  the  precise  geographic  location  of  the 
calling  station. 

10.  A  met  hod  of  identifying  a  specific  station  of  a  plur- 
5  ality  of  geographically  dispersed  stations  of  a  tel- 

ephone  system  initiating  a  telephone  call,  com- 
prising  the  steps  of: 

(a)  assigning  a  designation,  based  upon  spe- 
cific  geographic  location,  to  each  station  ca- 

10  pable  of  initiating  a  telephone  call  within  the 
system; 
(b)  encoding  said  designation  into  an  electron- 
ic  format; 
(c)  providing  means  at  the  calling  station  for 

15  transmitting  the  encoded  designation  to  a  call- 
receiving  office; 
(d)  sensing,  at  the  call-receiving  office,  the 
call  by  the  calling  station; 
(e)  polling  the  transmitting  means  in  response 

20  to  the  telephone  call;  and 
(f)  transmitting  the  encoded  designation  to  the 
call-receiving  office  in  response  to  said  poll- 
ing. 

25  11.  A  method  in  accordance  with  claim  10  further 
comprising  a  step  of  providing  power  to  the  trans- 
mitting  means. 

12.  A  method  in  accordance  with  claim  11  wherein 
30  the  power  provided  to  the  transmitting  means  is 

telephone  line  power. 

13.  Apparatus  for  identifying  one  specific  station,  of 
a  plurality  of  stations  serviced  by  a  telephone 

35  system,  which  has  initiated  a  telephone  call,  com- 
prising: 

(a)  designation  indicia  associated  with  each 
station  capable  of  initiating  a  telephone  call 
under  the  system; 

40  (b)  means  for  encoding  said  designation  indi- 
cia  into  an  electronic  format; 
(c)  means,  at  each  station,  for  transmitting 
said  encoded  designation  indicia  to  a  call- 
receiving  location; 

45  (d)  means  for  sensing,  at  the  call-receiving  lo- 
cation,  the  call  by  the  calling  station; 
(e)  means  for  polling  the  transmitting  means 
in  response  to  the  telephone  call;  and 
(f)  means  for  transmitting  the  encoded  desig- 

50  nation  indicia  to  the  call-receiving  location  in 
response  to  said  polling. 

14.  Apparatus  in  accordance  with  claim  13  wherein 
said  call-receiving  location  is  a  monitoring  office 

55  to  which  roving  security  guards  report  from  vari- 
ous  diverse  geographic  locations. 

15.  Apparatus  in  accordance  with  claim  13  wherein 

3.  A  method  in  accordance  with  claim  1  wherein  the  5 
specific  station  initiating  the  "9-1-1"  emergency 
telephone  call  is  associated  with  a  private  branch 
exchange  (PBX). 

4.  A  method  in  accordance  with  claim  1  wherein  the  10 
specific  station  initiating  the  "9-1-1"  emergency 
telephone  call  is  associated  with  a  line  connector 
board  of  a  CENTREX  telephone  system. 

5.  Amethod  in  accordance  with  claim  1  furthercom-  15 
prising  a  step  of  providing  power  to  the  transmit- 
ting  means. 

6.  Amethod  in  accordance  with  claim  5  wherein  the 
power  provided  to  the  transmitting  means  is  tele-  20 
phone  line  power. 

40 
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said  call-receiving  location  is  a  public  safety  an- 
swering  point  (PSAP)  responsible  for  a  designat- 
ed  geographic  area  including  the  calling  station. 
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