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Description

FIELD

[0001] Embodiments described herein relate generally to a sensorless control apparatus which estimates an angle of
rotation of a permanent magnet rotator by calculation, and controls a pulse-width modulation (PWM) inverter to drive a
synchronous electric motor.

BACKGROUND

[0002] A control apparatus for an alternating-current synchronous motor generally requires a detector which detects
an angle of rotation of a rotator to perform drive control of a synchronous electric motor. However, a drive apparatus
using a detector has problems as described as examples below.
[0003] Firstly, presence of the detector causes increase in volume of an entire drive system. This increase hinders
enhancement of output from a synchronous machine in a limited installation space. Secondly, maintenance work for the
detector itself is required. Maintenance work efficiency therefore deteriorates. Thirdly, noise is superimposed on a signal
line from the detector. Therefore, detected values are disturbed and control performance deteriorates. Fourthly, most
of detectors require power supplies for driving themselves, and a power supply of a system different from that for driving
the synchronous machine needs to be provided. This is a factor which increases burdens on a power-supply installation
space, a power supply line, and costs.
[0004] From reasons as described, a control method has been developed in which an angle of rotation is estimated
by calculation based on electric information such as a current or a voltage to drive the synchronous machine, and drive
control is performed by using the estimated angle of rotation without using a detector. This control method is generally
referred to as "sensorless control".
[0005] As prior art which proposes a method especially effective for a standstill state and a low-speed state in a control
apparatus for a synchronous machine which comprises such a sensorless control unit, there is a system which drives
a synchronous machine by a PWM inverter. In the system, a high-frequency voltage command at a sufficiently high
frequency compared with an operating frequency of the synchronous machine is superimposed on a control command
of a control apparatus which controls an inverter. Such an apparatus obtains estimated error information for an angle
of rotation by detecting a component corresponding to a superimposed high-frequency voltage command, from a high-
frequency current response generated because of the high-frequency voltage command. By using the information, the
angle of rotation is estimated.
[0006] The control apparatus as described above for a synchronous machine can control the synchronous machine
without using a sensor and is effective in that maintenance property improves at low costs. In JP2009153347A a sen-
sorless controller of a synchronous motor is shown. However, as described above, in the method of detecting a component
corresponding to a high-frequency voltage command of a high-frequency current response, a desired high-frequency
current needs to be flowed, and has a problem of extreme increase in loss and noise in comparison with a system using
a sensor. In addition, to stably estimate a rotational phase angle, the amplitude and frequency of a high-frequency
command and a high-frequency superimposition method need to be finely adjusted. In order to perform stable operation
by combining a motor and a control apparatus in actual, complex time-consuming adjustment is required.
[0007] Further, in a method which has been proposed to solve the problems of the prior art, a high-frequency component
of a current generated by a voltage output from a PWM inverter is calculated, and an angle of rotation is estimated by
using a spatial distribution of inductances.
[0008] In the proposed method as above, when a rotational phase angle is estimated by using the spatial distribution
of inductances, estimation is performed with use of a high-frequency current value which is generated by switching in
actual. Therefore, a high-frequency current caused by PWM switching needs to be observed. However, the current
needs to be sampled at timings close to switching in order to observe a high-frequency current caused by switching.
Further, in the foregoing method, there is difficulty in observing the current with high accuracy under influence of spike
noise caused by switching, and particular consideration is required for current sampling management and noise solution.
[0009] The embodiments described herein are to solve the problems described above, and provide a sensorless
control apparatus according to claim 1 which suppresses loss and noise caused by a high-frequency current to detect
rotation of a rotator, without requiring a particular care for observation of a current.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

FIG. 1 is a block diagram showing a configuration of a sensorless control apparatus according to the first embodiment;
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FIG. 2 shows definitions of coordinate systems relating to vector control;
FIG. 3 shows gate commands and voltage commands generated by PWM processing;
FIG. 4 shows voltage vectors corresponding to gate commands on the a-b coordinate system;
FIG. 5 shows frequency components of a PWM voltage command;
FIG. 6 is a block diagram showing an example configuration of a high-frequency voltage calculator 8;
FIG. 7 is a block diagram showing an example configuration of a high-frequency voltage calculator 7;
FIG. 8 is a block diagram showing a high-frequency component selector 18;
FIG. 9 is a block diagram showing a configuration of a sensorless control apparatus according to the second
embodiment;
FIG. 10 is a block diagram of an angle-of-rotation estimation calculation PLL;
FIG. 11 is a block diagram showing a configuration of a rotational phase angle estimator 13;
FIG. 12 shows an example circuit configuration of a circuit which calculates an estimated phase angle, based on a
characterizing amount R and an offset amount;
FIG. 13 is a block diagram showing a configuration of a sensorless control apparatus according to the fourth em-
bodiment;
FIG. 14 is a vector diagram showing operation of the fourth embodiment;
FIG. 15 plots components of a high-frequency voltage;
FIG. 16 plots components of a high-frequency voltage;
FIG. 17 is a waveform diagram showing a high-frequency voltage command; and
FIG. 18 defines a phase angle of a high-frequency voltage command.

DETAILED DESCRIPTION

[0011] In general, according to one embodiment, there is provided a sensorless control apparatus for a synchronous
motor, comprising: a PWM processing unit which pulse-width-modulates a three-phase voltage command, based on
comparison between the three-phase voltage command and a PWM carrier, and thereby generates a gate command
for an inverter; a high-frequency voltage calculator which obtains a high-frequency voltage component by calculating at
least one of sine components and cosine components of a plurality of frequencies not lower than a carrier frequency of
the PWM carrier, the components included in an output of the PWM processing unit or an equivalent output value; a
high-frequency current calculator which obtains a high-frequency current component by calculating at least one of sine
components and cosine components having a plurality of frequencies not lower than the carrier frequency, the compo-
nents being included in a current response value from a synchronous motor driven by the inverter; and an estimated
angle calculator which calculates an estimated phase angle indicative of an estimated value of an angle of rotation of
the synchronous motor, based on a plurality of pairs each including the high-frequency voltage component and the high-
frequency current component which respectively include cosine components or sine components at an equal frequency,
the pairs obtained for at least two different frequencies.
[0012] Hereinafter, a sensorless control apparatus according to an embodiment will be described with reference to
drawings.

First Embodiment

[0013] FIG. 1 is a block diagram showing a configuration of the first embodiment of the sensorless control apparatus.
[0014] An inverter 4 comprises a known three-phase switching circuit. The inverter 4 converts a direct current voltage
into a three-phase alternating-current voltage which has a desired size and a desired frequency by turning on/off each
switching element upon receipt of a gate command, and drives a synchronous motor 5.
[0015] A PWM processing unit 3 generates an on/off gate command to each switching element of in the inverter 4 by
comparing a three-phase voltage command and an internally generated triangle carrier, as in a common triangle-wave
comparison PWM method. Other available PWM processing methods are hysteresis PWM and spatial vector PWM. In
the hysteresis PWM, a three-phase current command is used as an input. Depending on whether the three-phase-
current response value falls within an error range (hysteresis width) specified for the current command or not, an on/off
gate command for each switching element is generated. The spatial vector PWM is input with a three-phase voltage
command, and generates an on/off gate command to each switching element by calculating a voltage vector and an
output time thereof to be output from the inverter, depending on spatial position where the voltage command is considered
as a vector.
[0016] A current controller 1 performs calculation to control rotation of an electric motor 5. In FIG. 1, the current
controller 1 is input with current commands Iγref and Iδref and current responses Iγres and Iδres, and outputs voltage
commands Vγ

ref and Vδref. However, a different method may alternatively be adopted. For example, a rotational speed
command can be input. As a method which controls torque of the synchronous machine 5 and a response such as
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rotational speed at high speed, a control method called vector control is generally employed at present. The present
embodiment also employs this control method.
[0017] Next, the vector control will be described with reference to a permanent-magnet synchronous machine using
a permanent magnet for a rotator.
[0018] At first, as shown in FIG. 2, on a coordinate system which rotates in synchronism with rotation of the permanent-
magnet synchronous motor, a direction of magnetic flux of the permanent magnet is defined as an axis d while an axis
perpendicular to axis d is defined as axis q. Further, a U-phase winding direction is defined as an axis a, and a direction
perpendicular to the U-phase winding direction is defined as an axis b. An angle to a d-axis direction from the a-axis
direction as a reference is defined as a rotational phase angle θ of the synchronous motor. Based on definitions as
described above, a relationship between a voltage and a current of a permanent-magnet synchronous motor is expressed
by an Expression 1. 

where Vd, Vq: d-axis voltage, q-axis voltage,
Id, Iq: d-axis current, q-axis current,
R: dq-axis direction resistance of one-phase of electric rotor winding,
Ld: d-axis inductance,
Lq: q-axis inductance,
Φ: permanent-magnet magnetic flux,
ω: rotational speed,
p: derivative operator.

[0019] The present control apparatus does not comprise an angle-of-rotation sensor for an electric rotor (rotator), and
therefore cannot detect the angle of rotation θ directly. Accordingly, a phase angle estimated by the control apparatus
is used instead. Accordingly, as shown in FIG. 2, the estimated phase angle is defined as θest, and a corresponding
coordinate system is defined as axes γ and δ. When an estimated error Δθ occurs, an axes γ and δ are positioned, rotated
by Δθ from the axes d and q.
[0020] In FIG. 1, a current command is supplied from an upper control system. For example, based on a torque
command, a γ-axis current command Iγref and a δ-axis current command Iδref are expressed by Expression 2 below. 

where Trqref: torque command,
k: constant, and
θi: current phase angle with reference to axis γ on the γ-δ coordinate system (FIG. 2).

[0021] θi may be a preset constant value or may be varied in accordance with torque. In general, θi is mostly stored
in a table or in a function in order that maximum torque can be obtained at the smallest current amplitude.
[0022] Current commands Iγref and Iδref can be provided by preparing a lookup table which can be configured by using
a ROM with a torque command as a parameter and by referring to this table.
[0023] The current controller 1 is input with current commands Iγref and Iδref obtained as described above and a γ-axis
response values Iγres and a δ-axis response value Iδres of a current flowing through the synchronous motor, and calculates
a γ-axis voltage command Vγ

ref and a δ-axis voltage command Vδ
ref by proportional-plus-integral control as follows. 



EP 2 566 045 B1

5

5

10

15

20

25

30

35

40

45

50

55

where Kp: proportional gain, Ki: integral gain, and s: Laplace operator.
[0024] Next, a voltage-command coordinate converter 2 performs coordinate conversion on the γ-axis voltage com-
mand Vγ

ref and δ-axis voltage command Vδ
ref by calculation as follows, based on the estimated rotational phase angle

(estimated phase angle) θest to obtain three-phase voltage commands Vu
ref, Vv

ref, and Vw
ref. 

[0025] The three-phase voltage commands obtained by the foregoing Expression 4 are input to the PWM processing
unit 3.
[0026] The current-response coordinate converter 6 obtains a γ-axis current response value Iγres and a 5-axis current
response value Iδres, by performing coordinate conversion on current values IUres, IVres, and IWres detected by the current
sensor of the synchronous machine 5, by calculation as expressed by Expression 5 below, based on the estimated
phase angle θest output from the rotational phase angle estimation unit 9. 

[0027] By utilizing a sum of the three-phase currents flowing through the permanent-magnet synchronous motor 5
being zero, the γ-axis current response value Iγres and δ-axis current response value Iδres can be obtained from current
values IUres and IWres of two phases among the three-phase currents as expressed by a next expression. In this case,
the current detectors 20 need only to be provided for two phases, and the apparatus can be simplified more than when
three-phase currents are detected. 
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[0028] The current response values Iures, Ivres, and Ivres are generally output as analogue voltage values by a hole CT
and a shunt resistance as current detection means, are converted into digital values by an analogue/digital converter,
and are used for calculation by the control apparatus.
[0029] Next, an estimation principle about an angle of rotation according to the present application will be described.
[0030] FIG. 3 shows a gate command (b) generated by a PWM processing (a), and an ab-axis voltage command (c)
for a fixed coil. The PWM processing unit 3 converts the three-phase voltage commands calculated as expressed by
the Expression 4 into the gate commands to the inverter 4. As shown in (a) of FIG. 3, voltage commands Vu

ref, Vv
ref,

and Vw
ref are compared with a triangle wave carrier by the PWM processing unit 3, and gate commands Gu, Gv, and

Gw are thereby generated as comparative results.
(b) of FIG. 3 graphically shows gate commands for a switching element of an upper arm (a switching circuit connected
to a positive direct-current power supply) of the inverter 4. Gate commands for a switching element of an upper arm (a
switching circuit connected to a positive direct-current power supply) of the inverter 4 are logical inversion of the gate
commands for the upper arm. Normally, the upper- and lower-arm gate commands are provided with upper- and lower-
arm-shortcircuit prevention periods (dead time) to prevent malfunctions of elements. When the upper-and lower-arm
gate commands switch between each other, both gate commands are turned off for a predetermined period. In the
present embodiment, the dead time is considered small enough to be negligible and is therefore omitted.
[0031] When the gate command shown in (b) of FIG. 3 is converted into a value on a static coordinate system (axes
a and b), the value is as shown in (c) of FIG. 3. That is, (c) of FIG. 3 shows voltage commands Varef and Vbref obtained
by converting gate commands into values on the axes a and b on the static coordinate system.
[0032] FIG. 4 shows voltage vectors corresponding to gate commands on the ab-axis coordinate system. In order to
convert gate commands into ab-axis voltage commands, voltage vectors corresponding to the gate commands may be
converted into values viewed from the axes a and b, as shown FIG. 4. Though FIG. 4 shows a case of normalizing
lengths (values) of voltage vectors V1 to V6 to 1, these values may be actual voltage values corresponding to inverter
direct-current voltages. In FIG. 4, bracketed numerals 0 and 1 appended to each of voltage vectors (V0 to V7) express
gate commands and are arranged in the order of Gu, Gv, and Gw ((b) of FIG. 3). Where these numerals are regarded
as binary numerals of sequential bits and converted into decimal numbers, vector counts 0 to 7 are obtained. However,
correspondence between the vector counts and the gate commands is not always set as exactly described above insofar
as correspondence between the gate commands and the ab-axis voltage values needs only to be satisfied.
[0033] That is, voltage vector V1 corresponds to (001) where expressed as a gate command concerning u, v, and w.
Similarly, V2 to V7 and V0 are (010), (011), (100), (101), (110), (111), and (000). Among the numerals, V0 and V7 have
a uvw correlative voltage of zero and are therefore referred to as zero-voltage vectors. On the other side, voltage vectors
V1 to V6 are referred to as non-zero-voltage vectors.
[0034] For example, in FIG. 3, voltage vectors V7, V6, V4, and V0 are output respectively during periods T1, T2, T3,
T4, .... Voltage vector V7 (= 1, 1, 1) during a period T1 is a zero vector in FIG. 4. Therefore, in (c) of FIG. 3, Varef is zero
and Vbbref is also zero. Voltage vector V6 (= 1, 1, 0) during a period T2 has an angle of 60° to axis a in FIG. 4. Therefore,
Varef is 1/2 and Vbref is √3/2 during the period T2 in (c) of FIG. 3. Voltage vector V4 (= 1, 0, 0) during a period T3 has
an angle of 60° to axis a in FIG. 4. Therefore, in (c) of FIG. 3, Varef is 1 and Vbbref is xero in FIG. 3. Voltage vector V0
(= 0, 0, 0) during a period T4 is a zero vector in FIG. 4. Therefore, in (c) of FIG. 3, Varef is zero and Vbbref is also zero.
Hereinafter, uvw gate commands can be converted into ab-axis voltage commands Varef and Vbref in the same manner
as described above.
[0035] The coordinate conversion as described above can be alternatively achieved by using, for example, a lookup
table (described later) which is input with Gu, Gv, and Gw and outputs corresponding Varef and Vbref in a high-frequency
voltage calculator 8.
[0036] Such voltage commands Varef and Vbref after pulse-width modulation are configured by time-based combina-
tions of six non-zero-voltage vectors, which the inverter can output instantaneously, and two zero-voltage vectors, and
include high-frequency components not lower than a carrier frequency. Hence, high-frequency components not lower
than a carrier frequency but included in a voltage command, i.e., high-frequency components are extracted and graphically
expressed as shown in FIG. 5. FIG. 5 shows a result of subjecting only the a-axis direction voltage command Varef as
a target to Fourier series expansion by a carrier cycle, calculating up to fifth-order sine and cosine components of the
carrier frequency, and the components layered on a pulse waveform of Va

ref. In FIG. 5, a signal "SUM" is a sum of
components up to the tenth order. The "SUM" approximates further to Va

ref if addition is performed up to higher orders.
[0037] The voltage command Va

ref has the same cycle as a triangle carrier cycle. Accordingly, the voltage command
after pulse-width modulation is found to include high-frequency components not lower than the carrier frequency. This
can be expressed as Expression 7 by use of Fourier series expansion. 
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where fc is a carrier frequency, n is an integer not smaller than 1, and Vaxn, Vayn, Vbxn, and Vbyn are Fourier series and
expressed by Expression 8 below. 

*sin component is not 0. where tc is time of a carrier half cycle. Fourier series of Expression 8 each are obtained by
calculating integrations of the carrier 1 cycle about a control timing t as a center.
[0038] FIG. 6 is a block diagram showing an example configuration of the high-frequency voltage calculator 8.
[0039] The high-frequency voltage calculator 8 generates Fourier series (high-frequency voltage components) Vaxn,
Vayn, Vbxn, and Vbyn by the configuration shown in FIG. 6 based on Expression 8. The "high-frequency voltage" means
a sufficiently higher frequency than a rotational frequency of the electric motor in a wide sense in the field of sensorless
control. In the present application, Fourier series expansion at a frequency not lower than a carrier frequency is calculated.
The carrier frequency is sufficiently higher than the rotational frequency and can be said to be a high frequency. Here,
only voltage values used for the Fourier series expansion are used for phase angle estimation. Therefore, the Fourier
series at the time of performing the Fourier series expansion can be regarded as high-frequency voltage components.
[0040] In FIG. 6, a gate-signal/voltage-conversion table 11 is a lookup table which is input with gate commands Gu,
Gv, and Gw from the PWM processing unit 3, outputs corresponding ab-axis voltage commands Varef and Vbref, and is
configured by a ROM. A Fourier series expander 12 expands a voltage command Varef by Fourier series expansion,
and outputs Fourier series (high-frequency voltage components) Vaxn and Vayn. A Fourier series expander 13 expands
a voltage command Vbref by Fourier series expansion, and outputs Fourier series (high-frequency voltage components)
Vbxn and Vbyn.
[0041] As expressed by Expression 7, ab-axis voltage commands after pulse-width modulation each can be expressed
as a sum of sin and cosine components at a plurality of frequencies. In the Fourier series expansion expression of
Expression 7, individuals of sine and cosine components each have no other frequency component. Further, because
of orthogonality of a trigonometric function, sine and cosine components at equal frequencies are independent from
each other, i.e., do not include components of each other.
[0042] The foregoing high-frequency voltage calculator 8 directly samples gate commands as output from the PWM
processing unit 3, and extracts high-frequency components. However, pulse-width modulation algorithms of the system
are known. Therefore, the high-frequency voltage calculator 8 may be configured as a system which simulates the PWM
processing and separately calculates values equivalent to outputs of the PWM processing unit 3, based on a signal from
a preceding stage of the PWM processing unit 3, for example, three-phase voltage commands.
[0043] In the present embodiment, high-frequency components as described above are used for angle-of-rotation
estimation.
[0044] At first, a voltage equation model of Expression 1 is expressed as Expression 9 where the model is expressed
on a static coordinate system. 
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where 

[0045] If only high-frequency components are extracted from Expression 9, only current derivative terms remain and
can be expressed as Expression 10. 

where a subscript hf denotes a high-frequency component, and "." denotes differentiation.
[0046] Further, an inductance matrix L00 to L11 is expressed by Expression 11 below from Expression 9. 

[0047] Taken into consideration that inductance matrices L00 to L11 are calculated from a voltage and high-frequency
components of a current on the basis on Expression 10, high-frequency components of current derivative terms are
required. High-frequency components of current derivative terms can be expressed as Expression 12 by using Fourier
series expansion, like Expression 7 concerning voltages. 

[0048] Respective coefficient terms on the right side of Expression 12 above are Fourier series, and can be expressed
as Expression 13 below like Expression 8. 
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*sin component is not 0.
[0049] FIG. 7 is a block diagram showing an example configuration of the high-frequency voltage calculator 7. The
high-frequency voltage calculator 7 generates Fourier series (high-frequency voltage components of current derivative
terms) i·axn, i·ayn, i·bxn, and i·byn by a configuration as shown in FIG. 7 based on Expressions 12 and 13.
[0050] In the present specification, "i·" denotes "i" and "i·" denotes "I".
[0051] In FIG. 7, a three-phase/ab-axis coordinate converter is input with three-phase-current response values Iu and
Iw from a current detector 20, and outputs corresponding ab-axis response values Ia and Ib. A differential value calculator
15 calculates differential values I·a and I·b of the current response values Ia and Ib. A Fourier series expander 16 expands
a differential value I·a by Fourier series expansion, and outputs Fourier series (high-frequency voltage components of
a current derivative value) i·axn and i·ayn. A Fourier series expander 17 expands a differential value I·b by Fourier series
expansion, and outputs Fourier series (high-frequency voltage components of a current derivative value) i·bxn and i·byn.
[0052] Here, the high-frequency components vxn, vyn, i·xn, and i·yn each are independent in view of frequencies, sine,
and cosine. Therefore, if sine and cosine components at an equal frequency are extracted from a voltage and a current
with respect to the axes a and b, the components can be reconstructed in form of a matrix as expressed by Expression
14 below. 

[0053] If only arbitrary two vectors are selected from Expression 14, the vectors can be expressed in form of a 232
matrix as shown in Expression 15. FIG. 8 shows a high-frequency component selector 18 which performs such vector
selection. The high-frequency component selector 18 is a member comprised in the rotational phase angle estimator 9. 

[0054] In Expression 15, k and 1 each are at least one of x and y (sine component and cosine component). At this
time, k≠1 or k=1 may be given.
[0055] Further, s and t are respectively integers different from each other and ranging from 1 to maximum order m,
which have been subjected to Fourier series expansion.
[0056] The rotational phase angle estimator 9 can calculate the inductance matrix L00 to L11 as expressed by Expression
16 below by matrix calculation as expressed by the foregoing Expression 15. 

· ·
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[0057] In Expression 16, transposition is performed by multiplying Expression 15 by an inverse matrix of an inductance
matrix in order from the left side. Then, the inductance matrix L00 to L11 is calculated by using an inverse matrix of a
transposed matrix of a voltage matrix.
[0058] If the inductance matrix L00 to L11 is obtained as expressed by Expression 16, the rotational phase angle
estimator 9 can obtain the angle of rotation θest as expressed by Expression 17 using Expression 11. 

[0059] As described above, the rotational phase angle estimator 9 estimates the angle of rotation θest by using the
voltage command value after pulse-width modulation and high-frequency components of a current response value. In
the foregoing description, two vectors are extracted from a voltage and high-frequency components of a current derivative
value. Alternatively, three or more high-frequency component vectors may be used. In this case, the inductance matrix
is calculated from Expression 14, and an inverse matrix cannot be calculated. Therefore, an approximate solution of the
inductance matrix is obtained by using a pseudo-inverse matrix. The calculation using three or more vectors can perform
calculation from more information than using only two vectors. Therefore, there is an effect in that calculation accuracy
increases.
[0060] Further, concerning current detection, Expression 12 requires calculation of current derivative terms. However,
if sampling by an analog-to-digital converter which obtains a current response value is sufficiently fast, the current
derivate terms can be expressed as differences between sampling values, and require no particular processing. Such
differences are expressed as I·a and I·b, and Fourier series expansion as expressed by Expression 12 is performed to
obtain current derivate terms as expressed by Expression 13. Although adverse influence due to noise is considered
by differentiation, a noise component having a much higher frequency than the carrier frequency appears only in high-
order components of Expression 12. Unless such high-order components are used for angle-of-rotation estimation
calculation, noise components are isolated by frequencies and calculated. Therefore, calculation accuracy can be im-
proved. Further, noise components may be cut off by applying, to a current detection value, a high-pass filter which cuts
off high-order components. In this case, a cutoff frequency may be set so as to allow a frequency band required for the
angle-of-rotation estimation calculation to pass.
[0061] With respect to current sampling used for calculation of the foregoing Expression 12, a current value needs to
be detected in synchronism with switching in order to detect high-frequency components. However, the method according
to the present embodiment requires no synchronism with switching. Therefore, if only sufficiently fast analog-to-digital
conversion sampling performance is achieved, limitations concerning current sampling points are eliminated. Further,
conventional current sampling is generally synchronized with a carrier. However, sampling according to the present
embodiment needs only to extract frequency components not lower than a carrier frequency, and needs therefore not
be synchronized with the carrier. As described above, according to the calculation method of the present embodiment,
there is an advantage that sampling management is very simplified compared with conventional method.
[0062] As described above, the sensorless control apparatus according to the present embodiment can estimate the
phase angle of the rotator without using a rotational phase angle sensor, and accordingly achieve size reduction, cost
reduction, and easy maintenance. Further, the rotational phase angle is estimated aiming for voltage commands after
pulse-width modulation and high-frequency components of a current response value. In this manner, the rotational phase
angle can be estimated accurately without superimposing a high-frequency voltage, and there is a further effect that
sampling management for current detection can be facilitated.

Second Embodiment

[0063] FIG. 9 is a block diagram showing a configuration of the second embodiment. Components different from the
first embodiment will now be described. The same components as those in the first embodiment will be respectively
denoted at the same reference signs as those in the first embodiment, and detailed descriptions will be omitted.
[0064] A PWM-voltage coordinate converter 20 converts gate commands Gu,Gv,Gw after pulse-width modulation into
voltage commands, and further converts the voltage commands into Vγ

ref2 and Vδ
ref2 on a γδ-coordinate system wherein

an estimated phase angle θest is an angle of rotation. The conversion expression thereof is Expression 18 below, which
has the same order as Expression 5. 
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[0065] A high-frequency voltage calculator 21 frequency-resolves (by Fourier series expansion) the voltage commands
Vγ

ref2 and Vδ
ref2 converted by the PWM-voltage coordinate converter 20, as by Expression 19 similar to Expression 7,

and outputs high-frequency components. 

[0066] Similarly, a high-frequency current calculator 22 frequency-resolves (by Fourier series expansion) derivative
terms from the current response values Iγres and Iδres converted into the γδ-coordinate system by Expression 20 similar
to Expression 12, and outputs high-frequency components. 

[0067] A rotational phase angle estimator 13 estimates the rotational phase angle from the high-frequency voltage
components and the high-frequency current components described above by calculation below. At first, from a voltage
equation of a synchronous machine on the γδ-coordinate system, terms relating to high-frequency components are
extracted to obtain Expression 21 below from consideration as Expression 10. 

where a inductance matrix L’00 to L’11 is expressed by Expression 22 below from Expression 9. 

[0068] Like Expression 16 of the first embodiment, a rotational phase angle estimator 13 calculates inductances as
expressed by Expression 23 below, and can thereby obtain an angle-of-rotation estimation error Δθ as expressed by
Expression 24, based on high-frequency components of Vγ

ref2, Vδ
ref2, Iγres, and Iδres having frequencies, sine components,

and cosine components corresponding to each other. 



EP 2 566 045 B1

12

5

10

15

20

25

30

35

40

45

50

55

[0069] Further, as a feature of angle-of-rotation estimation calculation in the present embodiment, information of Δθ
can be obtained without using inverse tangent calculation by approximation of sin2Δθ62Δθ in Expression 22 where
Δθ60. That is, Expression 25 exists where Δθ60. 

[0070] Since L1 is a constant, L’01 can therefore be regarded as an estimated angle-of-rotation error Δθ. Naturally, the
error can be obtained from L’10. If an average between L’01 and L’10 is calculated, influence from individual calculation
errors can be reduced.
[0071] If information of the angle-of-rotation estimation error Δθ can be obtained by Expression 25 above, the estimated
phase angle θest can be easily converged on an actual angle of rotation θ by configuring a phase locked loop (PLL) so
as to converge Δθ on zero. FIG. 10 is a block diagram of such a PLL, and the PLL is a component comprised in a high-
frequency component selector 9. In the figure, the angle-of-rotation estimation error Δθ is amplified by a PLL proportional
gain Kp at an amplifier 31, and is then input to an adder 34. In the figure, the angle-of-rotation estimation error Δθ is
amplified by a PLL proportional gain Kp at an amplifier 32, is integrated by an integrator 33, and is then input to an adder
34. Output values from the amplifier 31 and integrator 33 are added up by the adder 34, and a result thereof is input as
an estimated angle-of-rotation speed ω to the integrator 35. The integrator 35 integrates the angle speed ω, and outputs
the estimated phase angle θest.
[0072] In the PLL shown in FIG. 10, the estimated output-phase angle θest varies in accordance with the value of the
estimated angle-of-rotation error Δθ. However, when the estimated error Δθ is zero, the estimated output-phase angle
θest does not vary.
[0073] If the estimated error Δθ is calculated in accordance with Expressions 23 and 24 and if Δθ itself is added to the
estimated phase angle θest, a new estimated phase angle corresponding to an actual angle of rotation θ can be directly
obtained. FIG. 11 shows an example configuration to practice this method. In the configuration, the estimated phase
angle θest is obtained by adding Δθ to a previous calculation value (Z-1). In this method, a processing such as a PLL is
not required, and there is an effect that calculation is simplified. However, in general, a parameter such as L1 includes
an error depending on temperature change and a phenomenon of magnetic flux saturation. Therefore, obtained Δθ also
includes an error.
Further, a high-frequency voltage value and a high-frequency current value also include detection errors and calculation
errors. Therefore, Δθ basically includes an error. Since such an error varies each time control calculation is performed,
the error directly influences even an estimated phase angle which is directly obtained at a relatively high frequency. On
the other side, if a PLL is used as shown in
FIG. 10, calculation which obtains an estimated phase angle from Δθ can have a function of low-pass filter. Therefore,
influence of an error at a high frequency, which is included in the estimated error Δθ as described above, can be prevented
from appearing in the estimated phase angle.
[0074] As described above, the sensorless control apparatus according to the present embodiment can estimate the
phase angle of the rotator without using a rotational phase angle sensor, and can therefore achieve size reduction, cost
reduction, and easy maintenance. Further, the rotational phase angle is estimated aiming for a voltage command after
pulse-width modulation and a high-frequency component of a current response value. In this manner, the rotational
phase angle can be estimated accurately without superimposing a high-frequency voltage. Also according to the present
embodiment, an effect is obtained in that sampling management in current detection can be facilitated. Besides, calcu-
lation can be simplified and influence of errors can be reduced.
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Third Embodiment

[0075] Next, the third embodiment will be described. In the present embodiment, a high-frequency voltage value and
a high-frequency current value are obtained from a voltage command value and a current response value after pulse-
width modulation. The present embodiment employs the same calculation as the first and second embodiments up to
obtaining of an inductance matrix but employs different calculation after obtaining the inductance matrix up to the obtaining
of an estimated phase angle. That is, the internal configuration of each rotational phase angle estimator differs. Therefore,
a block diagram showing the configuration of the present embodiment will be omitted.
[0076] In a synchronous motor, when high load (high torque) is applied, a current which is made flow through the
motor increases, and an amount of magnetic flux perpendicular to a rotator increases. This gives rise to a phenomenon
that magnetic flux saturates and reduces an inductance. In addition, a saturation state thereof varies depending on
phases of the current. Therefore, when the estimated phase angle happens to include an error, gate commands generated
on the basis of the estimated value also include an error. As a result, a phase of a flowing current shifts from an ideal
value, and a state of inductance saturation also varies. Since the magnetic flux saturates, the inductance cannot be
expressed by simple models such as Expressions 11 and 23. Experimentally, L0 and L1 are known to vary in accordance
with variation of the current phase and variation of the estimated error. If L0 and L1 which are regarded as constants
vary, θ and Δθ cannot correctly be obtained any more.
[0077] However, in angle-of-rotation estimation of the present embodiment, consideration is taken into obtaining a
characterizing amount R having a property of being proportional to Δθ without directly obtaining θ or Δθ, after obtaining
an inductance matrix. For example, if L0 has a property of being substantially proportional to Δθ under predetermined
torque conditions, the characterizing amount R can be obtained by Expression 26. 

where L’00 and L’11 are inductances which are calculated based on high-frequency components of voltage command
values Vγ

ref2 and Vδ
ref2 and current response values Iγres and Iδres, as expressed in Expression 23 in the foregoing

embodiment 2.
[0078] When the phenomenon of magnetic flux saturation occurs, L1 becomes close to zero and makes calculation
of Expression 25 difficult in the foregoing second embodiment. In this case, the phenomenon of magnetic flux saturation
can be coped with if estimation calculation is performed based on the characterizing amount R using L0 without using L1.
[0079] If the characterizing amount R is obtained, an estimated angle-of-rotation error can be converted into zero by
inputting R in place of Δθ by using the PLL shown in FIG. 10. The characterizing amount R has a proportional relationship
with an offset to Δθ in some cases. In this case, an offset amount may be measured/set in advance and then be subtracted.
FIG. 12 shows an example circuit configuration of calculating an estimated phase angle θest, based on the characterizing
amount R and offset amount. The circuit is comprised in the rotational phase angle estimator. According to this circuit
configuration, in front of the PLL expressed in FIG. 10, there is added a subtractor 40 which subtracts an offset amount
R0 for the characterizing amount from the characterizing amount R expressed by Expression 26. There is a case where
the offset amount R0 varies under conditions about torque and a current. In this case, for example, a parameter table
may be provided and set in advance, and may be referred to, depending on operating conditions.
[0080] As described above, the sensorless control apparatus according to the present embodiment can estimate the
phase angle of the rotator without using a rotational phase angle sensor, and can achieve size reduction, cost reduction,
and easy maintenance. Further, the rotational phase angle is estimated aiming for a voltage command after pulse-width
modulation and a high-frequency component of a current response value. In this manner, the rotational phase angle
can be estimated accurately without superimposing a high-frequency voltage. Further, the present embodiment can
cope with even a state that magnetic flux saturation occurs during high load and causes inductances to vary.

Fourth Embodiment

[0081] FIG. 13 is a block diagram showing a configuration of the fourth embodiment. The present embodiment can
be added to the first or second embodiment.
[0082] The voltage command determination unit 41 regards voltage commands Vγ

ref and Vδ
ref for controlling an electric

motor as a voltage command vector Vref, and determines whether the direction of the voltage command vector Vref is
in the vicinity of the direction of a non-zero-voltage vector of an inverter or not. The voltage-command determination unit
41 is a component which can be suitably added to the first or second embodiment. If the direction is determined to be
in the vicinity, the voltage-command determination unit 41 superimposes, on the voltage command vector, a high-
frequency voltage Vhf in a direction perpendicular to the voltage command vector, in order that the direction shifts away
from the vicinity. The high-frequency voltage Vhf is superimposed for a reason described later.
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[0083] FIG. 14 is a vector diagram showing operation of the present embodiment. In FIG. 14, an output-voltage
command vector Vref configured by (Vγ

ref, Vδ
ref) is calculated with respect to an axes γ and δ at an angle of an estimated

phase angle θest. At this time, supposing that a phase angle of Vref from axis γ is θv, whether Vref is in the vicinity of a
non-zero-voltage vector of the inverter or not can be determined by Expression 27 below. 

where θVinv=0°, 60°, 120°, 180°, 240°, or 300° and Δθd is a constant for determining what range of orders to be regarded
as the vicinity.
[0084] Where Expression 27 exists, voltage-command determination unit 41 calculates and outputs a high-frequency
voltage Vhf (=Vγhf, Vδhf) in the direction of θv+90°. 

[0085] Vhf is a high-frequency voltage amplitude and is a parameter to be set to a predetermined value in advance.
[0086] Further, fhf is a high frequency and is set to a frequency not lower than a carrier frequency. The high-frequency
voltage Vγhf and Vδhf are added to voltage commands Vγ

ref and Vδ
ref by an adder 42, and are supplied to a voltage-

command coordinate converter 2.
[0087] Described next will be the reason for and operation of the configuration as described above.
[0088] In the angle-of-rotation estimation methods described in the first and second embodiments, a voltage and a
current are decomposed into frequency components, sine components, and cosine components. Based on respectively
corresponding high-frequency components, a matrix is configured thereby to directly calculate an inductance matrix or
an estimated phase angle through matrix calculation. However, the calculation cannot be completed in some cases.
That is, there is a case where no inverse matrix of high-frequency components exists in Expressions 16 and 23.
[0089] Presence of an inverse matrix can be determined by whether a matrix expression is zero or not, and more
intuitively by whether a column vectors forming the matrix have components spatially perpendicular to each other or
not. That is, in Expression 16, if vectors [Vaks Vbks]T and [Valt Vblt]T satisfy a relationship of linear independence, an
inverse matrix exists (where suffix T denotes a transposed vector).
[0090] These voltage vectors are sine or cosine components at a specific frequency, which are included in voltage
command values after pulse-width modulation, the command values being calculated by Expression 8. Therefore, wheth-
er the condition described above is satisfied or not can be estimated in advance. That is, if none of all the high-frequency
voltage components calculated by Expression 8 are linearly independent or, in other words, if all the high-frequency
voltage components satisfy the relationship of linear dependence, the direction of the output-voltage command vector
before pulse-width modulation matches any of six non-zero-voltage vectors of the inverter.
[0091] For example, FIG. 15 shows an example in which Va

ref and Vb
ref shown in (c) of FIG. 3 are decomposed into

high-frequency components, and plotted as vectors. Where vectors from an origin to points A and B are respectively
expressed as [va1 vb1]T and [va2 vb2]T, vectors to other points have components in directions perpendicular to vectors
[va1 vb1]T and [va2 vb2]T. Here, point A is obtained by plotting second-order (n=2) cosine components vax2 and vbx2 in
components obtained by Fourier series expansion of Va

ref and Vb
ref, as well as point B by plotting third-order (n=3) cosine

components vax3 and vbx3 (the other points are obtained by plotting components other than the cosine components at
n=2 and 3). Vector [va1 vb1]T denoted at point A is a second-order cosine component, corresponding to a waveform A
shown in FIG. 5. Vector [va2 vb2]T is a third-order cosine component, corresponding to a waveform B in FIG. 5. Further,
vector [va1 vb1]T also expresses a component having the greatest amplitude (absolute value) among high-frequency
components obtained by performing Fourier series expansion on Va

ref and Vb
ref. Vector [va2 vb2]T also expresses a

component having the second greatest amplitude (absolute value) among the high-frequency components.
[0092] On the other side, FIG. 16 shows an example of plotting high-frequency components of voltage commands for
which directions of output-voltage command vectors Vγref and Vδ

ref before pulse-width modulation match non-zero-
voltage vectors of the inverter. FIG. 16 shows a case where the output-voltage command vector is in the direction of V6.
As can be seen from FIG. 16, all high-frequency components found to be in one line and satisfy the relationship of linear
dependence. In this case, the calculation of neither Expression 16 nor 23 exists, and accordingly, angle-of-rotation
estimation is impossible.
[0093] Therefore, in the case as described above, the present embodiment arranges the output voltage command
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vectors so as not to match the non-zero-voltage vectors, by superimposing a high-frequency voltage on directions
perpendicular to the output voltage command vectors Vγ

ref and Vδ
ref, Accordingly, a high-frequency voltage vector used

for angle-of-rotation estimation calculation can securely satisfy the relationship of linear independence, and angle-of-
rotation estimation can be securely performed.
[0094] Similarly, when the output-voltage command vector is small, the high-frequency-voltage component values can
not sufficiently be obtained. Therefore, corresponding high-frequency current differentiation components are too small
to perform angle-of-rotation estimation. This problem can be avoided by superimposing a sufficiently large high-frequency
voltage vector on a direction which does not match the non-zero-voltage vectors. Such high-frequency voltages Vγhf and
Vδhf (alternating high-frequency waves) are expressed by Expression 29 below. 

[0095] FIG. 17 shows examples of waveforms of such alternating high-frequencies. FIG. 18 shows a definition of a
phase of Expression 29. θvhf takes a value other than 0°, 60°, 120°, 180°, 240°, and 300° and desirably an intermediate
value therebetween, for example, 30°, 90°, 150°, 210°, 270°, or 330°. These angles correspond to intermediate directions
of the directions of the non-zero-voltage vectors, and are therefore effective in that high-frequency voltage components
having the relationship of linear independence can be easily obtained.
[0096] The present embodiment uses an alternating high-frequency in a predetermined direction shown in FIGS. 17
and 18, as a high-frequency voltage to be superimposed on the voltage commands Vγ

ref and Vδ
ref by the voltage command

determination unit 41. However, the high-frequency voltage to be superimposed may be of any form, for example, a
rotational high-frequency, insofar as the effects as described above are obtained (for example, to obtain high-frequency
voltage components having the relationship of linear independence).
[0097] The frequency of the high-frequency voltage needs to be at least equal to or lower than a carrier frequency
since superimposed output voltage commands are subjected to pulse-width modulation by the pulse-width modulator
3. This is because a high-frequency higher than a carrier frequency is not correctly reflected on an output voltage from
the principle of PWM.
[0098] Inversely, a lower limit to the frequency may be set to be as sufficiently high as tolerable torque pulsation since
a high-frequency current which flows because of the high-frequency voltage can become torque pulsation. In general,
the carrier frequency is far higher than a torque pulsation frequency which is mechanically tolerable. Therefore, a fre-
quency band of the high-frequency voltage can be sufficiently wide.
[0099] Although the high-frequency voltage is expressed as a sine wave in Expressions 28 and 29, a rectangular-
wave alternating voltage may alternatively be used for simplification. In this manner, control calculation can be simplified.
[0100] In addition, as is applicable to all the foregoing embodiments, conditions for high-frequency voltage components
for performing angle-of-rotation estimation may be directly used as conditions for high-frequency current components if
only the calculation method is changed. That is, although matrix calculation is performed to estimate an angle of rotation
from Expression 15, an inductance matrix can be calculated even in a method of calculating an inverse matrix of a
current in place of an inverse matrix of a voltage. In this case, the conditions for the voltage need to be directly applied
as conditions for the current. Further in this case, a high-frequency voltage to be superimposed to complete calculation
can be substituted with high-frequency current command values. In a case of superimposing the high-frequency current
command values, current command values input to the current controller may be added with the high-frequency current
command values.
[0101] Further to perform calculation with high accuracy, more desirably, the high-frequency component vectors of
the voltage and current have as great absolute values as possible. For example, in FIG. 15, a component having the
greatest absolute value is adopted as a point A, and a component having the second greatest absolute value is adopted
as a point B, among calculated high-frequency voltage components. By selecting the points in this manner, calculation
accuracy can be improved more than adopting other points.
[0102] In addition, further another method for improving calculation accuracy is to make selection so as to increase
an exterior product of two vectors [va1, vb1]T and [va2, vb2]T which form a voltage matrix. By selection as described above,
a denominator of a coefficient term of Expression 16 increases, and calculation can be completed with high accuracy.
Such a selection processing for selecting vectors (high-frequency components) is carried out by a high-frequency com-
ponent selector 18 shown in FIG. 8.
[0103] That is, the high-frequency component selector 18 firstly searches for and selects a vector having the greatest
absolute value. Next, the selector 18 selects another vector which produces the greatest exterior product with the selected
vector. Specifically, another vector having the greatest component is selected in a direction perpendicular to the selected
greatest vector. Where exemplified in FIG. 15, a vector having the greatest absolute value, i.e., a vector [va1, vb1]T is
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selected. Next, another vector is selected which has the greatest component in a direction C perpendicular to vector
[va1, vb1]T. In this example, both of this vector and the vector having the second greatest absolute value are [va2, vb2]T

and thus match each other. However, there is a case where the vectors do not match each other. That is, an inductance
matrix is desirably calculated by selecting combinations of the greatest vector and all the other vectors are selected and
by searching for a pair which maximizes the exterior product.
[0104] As described above, the sensorless control apparatus according to the present embodiment can estimate the
phase angle of the rotator without using a rotational phase angle sensor, and can therefore achieve size reduction, cost
reduction, and easy maintenance. Further, the rotational phase angle is estimated aiming for voltage commands after
pulse-width modulation and high-frequency components of a current response value. In this manner, the rotational phase
angle can be estimated accurately by superimposing a minimum frequency voltage.

Claims

1. A sensorless control apparatus of a synchronous motor, comprising:

a PWM processing unit (3) configured to pulse-width modulate each three-phase voltage command, based on
comparison between the three-phase voltage command and a PWM carrier, and thereby generates a gate
command for an inverter (4);
a high-frequency voltage calculator (8) configured to obtain high-frequency voltage components by calculating
an applying voltage value applied to the synchronous motor (5) from the inverter (4) configured to use an output
signal of the PWM processing unit, and configured to calculate sine components and cosine components of a
plurality of frequencies not lower than a carrier frequency of the PWM carrier included in the applying voltage;
a high-frequency current calculator (7) configured to obtain high-frequency current components by calculating
said sine components and cosine components of the plurality of frequencies not lower than the carrier frequency,
wherein said high-frequency voltage components are included in a current response value from the synchronous
motor (5) driven by the inverter (4); and
an estimated angle calculator (9) configured to calculate an estimated phase angle indicative of an estimated
value of an angle of rotation of the synchronous motor (5), based on two pairs selected from a plurality of pairs
each including the high-frequency voltage component and the high-frequency current component each of which
includes a cosine component and a sine component at an equal frequency, the pairs obtained for at least two
different frequencies; characterized in that one of the selected high-frequency voltage components has a
greatest absolute value and another one of the selected high-frequency voltage components has greatest
components in a direction perpendicular to the one of the selected high-frequency voltage components.

2. The apparatus according to claim 1, characterized in that the high-frequency voltage calculator (8) configured to
convert the gate command into an output voltage command on a static orthogonal coordinate system of the syn-
chronous motor (5), and calculate each high-frequency voltage component, based on the output voltage command,
and
wherein the high-frequency current calculator (7) configured to convert the current response value of the synchronous
motor (5) into a current response value on a standstill orthogonal coordinate system of the synchronous motor (5),
and calculate each high-frequency current component, based on the current response value.

3. The apparatus according to claim 1, characterized in that the high-frequency voltage calculator (8) configured to
convert the gate command into an output voltage command on an orthogonal coordinate system which rotates in
synchronism with rotation of the synchronous motor (5), and calculate the high-frequency voltage component, based
on the output voltage command, and
wherein the high-frequency current calculator (7) configured to convert the current response value of the synchronous
motor (5) into a current response value on an orthogonal coordinate system which rotates in synchronism with the
rotation of the synchronous motor (5), and calculate each high-frequency current component, based on the current
response value.

4. The apparatus according to claim 1 or 2, the estimated angle calculator (9) characterized by comprising:

a first calculator configured to calculate an inductance of the synchronous motor (5), based on the selected two
pairs of the high-frequency voltage component and the high-frequency current component; and
a second calculator configured to calculate the estimated phase angle of the synchronous motor (5), based on
the inductance.
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5. The apparatus according to claim 3, the estimated angle calculator (9) characterized by comprising:

a first calculator configured to calculate an inductance of the synchronous motor (5), based on the selected two
pairs of the high-frequency voltage component and the high-frequency current component;
a second calculator configured to calculate an estimated angle-of-rotation error, based on the inductance; and
a PLL circuit (31 to 35) configured to set the estimated angle-of-rotation error to zero, wherein the PLL circuit
(31 to 35) configured to provide the estimated phase angle.

6. The apparatus according to one of claims 1 to 10, characterized by further comprising a voltage command deter-
mination unit (41) configured to superimpose, on an output-voltage command value, a high-frequency voltage in a
direction perpendicular to the output-voltage command value, at a frequency not higher than the PWM carrier
frequency, when a direction of the output-voltage command value to the inverter (4) before the pulse-width modulation
is in vicinity of a direction of a non-zero-voltage vector of the inverter (4).

7. The apparatus according to one of claims 1 to 5, characterized by further comprising a voltage command deter-
mination unit (41) configured to superimpose, on an output-voltage command value, a high-frequency voltage in a
direction different from a non-zero-voltage vector of the inverter (4), at a frequency not higher than the PWM carrier
frequency, when a size of the output-voltage command value to the inverter (4) before the pulse-width modulation
is equal to or smaller than a predetermined value.

8. An inverter apparatus characterized by comprising:

the sensorless control apparatus according to one of claims 1 to 6; and
an inverter (4) configured to drive the synchronous motor, based on a gate command.

Patentansprüche

1. Sensorlose Steuervorrichtung eines Synchronmotors, umfassend:

eine PWM-Verarbeitungseinheit (3), die konfiguriert ist, jeden dreiphasigen Spannungsbefehl basierend auf
einem Vergleich zwischen dem dreiphasigen Spannungsbefehl und einem PWM-Träger zu pulsbreitenmodu-
lieren und dadurch einen Gate-Befehl für einen Wechselrichter (4) zu erzeugen;
einen Hochfrequenzspannungsrechner (8), der konfiguriert ist, Hochfrequenzspannungskomponenten durch
Berechnen eines angelegten Spannungswerts zu erhalten, der an den Synchronmotor (5) von dem Wechsel-
richter (4) angelegt wird, der konfiguriert ist, ein Ausgangssignal der PWM-Verarbeitungseinheit zu verwenden,
und konfiguriert ist, Sinuskomponenten und Kosinuskomponenten einer Vielzahl von Frequenzen, die nicht
niedriger sind als eine Trägerfrequenz des PWM-Trägers, die in der angelegten Spannung enthalten ist, zu
berechnen;
einen Hochfrequenzstromrechner (7), der konfiguriert ist, Hochfrequenzstromkomponenten durch Berechnen
der Sinuskomponenten und Kosinuskomponenten der Vielzahl von Frequenzen, die nicht niedriger sind als die
Trägerfrequenz, zu erhalten, wobei die Hochfrequenzspannungskomponenten in einem Stromreaktionswert
von dem Synchronmotor (5) beinhaltet sind, der von dem Wechselrichter (4) angetrieben wird; und
einen Schätzwinkelrechner (9), der konfiguriert ist, einen geschätzten Phasenwinkel zu berechnen, der indikativ
für einen geschätzten Wert eines Drehwinkels des Synchronmotors (5) ist, basierend auf zwei Paaren, die aus
einer Vielzahl von Paaren ausgewählt werden, die jeweils die Hochfrequenzspannungskomponente und die
Hochfrequenzstromkomponente beinhalten, die jeweils eine Kosinuskomponente und eine Sinuskomponente
an einer gleichen Frequenz beinhalten,
wobei die Paare für mindestens zwei unterschiedliche Frequenzen erhalten werden; dadurch gekennzeichnet,
dass eine der ausgewählten Hochfrequenzspannungskomponenten einen größten absoluten Wert aufweist
und eine andere eine der ausgewählten Hochfrequenzspannungskomponenten größte Komponenten in einer
Richtung senkrecht zu der einen der ausgewählten Hochfrequenzspannungskomponenten aufweist.

2. Vorrichtung nach Anspruch 1, dadurch gekennzeichnet, dass der Hochfrequenzspannungsrechner (8) konfiguriert
ist, den Gate-Befehl in einen Ausgangsspannungsbefehl auf einem statischen orthogonalen Koordinatensystem
des Synchronmotors (5) zu wandeln und jede Hochfrequenzspannungskomponente basierend auf dem Ausgangs-
spannungsbefehl zu berechnen, und
wobei der Hochfrequenzstromrechner (7) konfiguriert ist, den aktuellen Antwortwert des Synchronmotors (5) in
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einen Stromreaktionswert auf einem orthogonalen Stillstandskoordinatensystem des Synchronmotors (5) zu wan-
deln und jede Hochfrequenzstromkomponente basierend auf dem aktuellen Reaktionswert zu berechnen.

3. Vorrichtung nach Anspruch 1, dadurch gekennzeichnet, dass der Hochfrequenzspannungsrechner (8) konfiguriert
ist, den Gate-Befehl in einen Ausgangsspannungsbefehl auf einem orthogonalen Koordinatensystem zu wandeln,
das sich synchron mit Drehung des Synchronmotors (5) dreht, und die Hochfrequenzspannungskomponente ba-
sierend auf dem Ausgangsstrombefehl zu berechnen, und
wobei der Hochfrequenzstromrechner (7) konfiguriert ist, den aktuellen Reaktionswert des Synchronmotors (5) in
einen Stromreaktionswert auf einem orthogonalen Koordinatensystem, das sich synchron mit der Drehung des
Synchronmotors (5) dreht, zu wandeln und jede Hochfrequenzstromkomponente basierend auf dem aktuellen Re-
aktionswert zu berechnen.

4. Vorrichtung nach Anspruch 1 oder 2, wobei der Schätzwinkelrechner (9) dadurch gekennzeichnet ist, dass er
umfasst:

einen ersten Rechner, der konfiguriert ist, eine Induktivität des Synchronmotors (5) basierend auf den ausge-
wählten zwei Paaren der Hochfrequenzspannungskomponente und der Hochfrequenzstromkomponente zu
berechnen; und
einen zweiten Rechner, der konfiguriert ist, den geschätzten Phasenwinkel des Synchronmotors (5) basierend
auf der Induktivität zu berechnen.

5. Vorrichtung nach Anspruch 3, wobei der Schätzwinkelrechner (9) dadurch gekennzeichnet ist, dass er umfasst:

einen ersten Rechner, der konfiguriert ist, eine Induktivität des Synchronmotors (5) basierend auf den ausge-
wählten zwei Paaren der Hochfrequenzspannungskomponente und der Hochfrequenzstromkomponente zu
berechnen;
einen zweiten Rechner, der konfiguriert ist, einen geschätzten Drehwinkelfehler basierend auf der Induktivität
zu berechnen;
eine PLL-Schaltung (31 bis 35), die konfiguriert ist, den geschätzten Drehwinkelfehler auf Null zu setzen, wobei
die PLL-Schaltung (31 bis 35) konfiguriert ist, den geschätzten Phasenwinkel bereitzustellen.

6. Vorrichtung nach einem der Ansprüche 1 bis 10, dadurch gekennzeichnet, dass sie ferner eine Spannungsbe-
fehlbestimmungseinheit (41) umfasst, die konfiguriert ist, auf einem Ausgangsspannungsbefehlwert eine Hochfre-
quenzspannung in einer Richtung senkrecht zu dem Ausgangsspannungsbefehlwert mit einer Frequenz nicht höher
als die PWM-Trägerfrequenz zu überlagern, wenn eine Richtung des Ausgangsspannungsbefehlwerts an den Wech-
selrichter (4) vor der Pulsbreitenmodulation im Bereich einer Richtung eines Nicht-Null-Spannungsvektors des
Wechselrichters (4) liegt.

7. Vorrichtung nach einem der Ansprüche 1 bis 5, dadurch gekennzeichnet, dass sie ferner eine Spannungsbefehl-
bestimmungseinheit (41) umfasst, die konfiguriert ist, auf einen Ausgangsspannungsbefehlwert eine Hochfrequenz-
spannung in einer Richtung zu überlagern, die sich von einem Nicht-Null-Spannungsvektor des Wechselrichters
(4) unterscheidet, mit einer Frequenz, die nicht höher ist als die PWM-Trägerfrequenz, wenn eine Größe des Aus-
gangsspannungsbefehlwerts an den Wechselrichter (4) vor der Pulsbreitenmodulation kleiner oder gleich einem
vorbestimmten Wert ist.

8. Wechselrichtervorrichtung, dadurch gekennzeichnet, dass sie umfasst:

die sensorlose Steuervorrichtung nach einem der Ansprüche 1 bis 6; und
einen Wechselrichter (4), der konfiguriert ist, den Synchronmotor basierend auf einem Gate-Befehl anzutreiben.

Revendications

1. Dispositif de commande sans capteur d’un moteur synchrone, comprenant :

une unité de traitement de modulation par largeur d’impulsion PWM (3) configurée pour moduler par largeur
d’impulsion chaque commande de tension triphasée, sur la base d’une comparaison entre la commande de
tension triphasée et une porteuse PWM et génère ainsi une commande de grille pour un onduleur (4) ;
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un calculateur de tension à haute fréquence (8) configuré pour obtenir des composants de tension à haute
fréquence en calculant et appliquant une valeur de tension appliquée au moteur synchrone (5) depuis l’onduleur
(4) configuré pour utiliser un signal de sortie de l’unité de traitement PWM et configuré pour calculer les com-
posants sinus et les composants cosinus d’une pluralité de fréquences n’étant pas inférieures à une fréquence
porteuse de la porteuse PWM incluse dans la tension d’application ;
un calculateur de courant à haute fréquence (7) configuré pour obtenir le composant de courant à haute fré-
quence en calculant lesdits composants sinus et composants cosinus de la pluralité de fréquences n’étant pas
inférieures à la fréquence porteuse, dans lequel lesdits composant de tension à haute fréquence sont inclus
dans une valeur de réponse actuelle provenant du moteur synchrone (5) entraîné par l’onduleur (4) ; et
un calculateur d’angle estimé (9) configuré pour calculer un angle de phase estimé indiquant une valeur estimée
d’un angle de rotation du moteur synchrone (5), sur la base de paires sélectionnées parmi une pluralité de
paires incluant chacune le composant de tension à haute fréquence et le composant de courant à haute fré-
quence dont chacun inclut un composant de cosinus et un composant de sinus à fréquence égale, les paires
étant obtenues pour au moins deux fréquences différentes ; caractérisé en ce que un des composants de
tension à haute fréquence sélectionné a une valeur absolue la plus haute et un autre des composants de tension
à haute fréquence sélectionné a des composants les plus hauts dans une direction perpendiculaire à un des
composants de tension à haute fréquence sélectionnés.

2. Dispositif selon la revendication 1, caractérisé en ce que le calculateur de tension à haute fréquence (8) est
configuré pour convertir la commande de grille en une commande de tension de sortie sur un système de coordonnée
orthogonales statique du moteur synchrone (5) et calculer chaque composant de tension à haute fréquence, sur la
base de la commande de tension de sortie, et
dans lequel le calculateur de courant à haute fréquence (7) est configuré pour convertir la valeur de réponse actuelle
du moteur synchrone (5) en une valeur de réponse actuelle sur un système de coordonnées orthogonal à l’arrêt du
moteur synchrone (5), et calculer chaque composant de courant à haute fréquence, sur la base de la valeur de
réponse actuelle.

3. Dispositif selon la revendication 1, caractérisé en ce que le calculateur de tension à haute fréquence (8) est
configuré pour convertir la commande de grille en une commande de tension de sortie sur un système de coordonnée
orthogonale qui tourne rotativement en synchronisation avec la rotation du moteur synchrone (5) et calculer le
composant de tension à haute fréquence, sur la base de la commande de tension de sortie et
dans lequel le calculateur de courant à haute fréquence (7) est configuré pour convertir la valeur de réponse actuelle
du moteur synchrone (5) en une valeur de réponse actuelle sur un système de coordonné orthogonal qui tourne
rotativement en synchronisation avec la rotation du moteur synchrone (5) et calculer chaque composant de courant
à haute fréquence, sur la base de la valeur de réponse actuelle.

4. Dispositif selon la revendication 1 ou 2, le calculateur d’angle estimé (9) étant caractérise en ce qu’il comprend :

un premier calculateur configuré pour calculer une inductance du moteur synchrone (5), sur la base des deux
paires sélectionnées du composant de tension à haute fréquence et du composant de courant à haute fréquence ;
et
un second calculateur configuré pour calculer l’angle de phase estimé du moteur synchrone (5), sur la base de
l’inductance.

5. Dispositif selon la revendication 3, le calculateur d’angle estimé (9) étant caractérisé en ce qu’il comprend :

un premier calculateur configuré pour calculer une inductance du moteur synchrone (5) sur la base des deux
paires sélectionnées du composant de tension à haute fréquence et du composant de courant à haute fréquence ;
un second calculateur configuré pour calculer une erreur d’angle de rotation estimée sur la base de l’inductance ;
et
un circuit PLL (31 à 35) configuré pour régler l’erreur d’angle de rotation estimée sur zéro, dans lequel le circuit
PLL (31 à 35) est configuré pour fournir l’angle de phase estimé.

6. Dispositif selon une des revendications 1 à 10, caractérisé en ce qu’il comprend en outre une unité de détermination
de commande de tension (41) configurée pour superposer, sur une valeur de commande de tension de sortie, une
tension à haute fréquence dans une direction perpendiculaire à la valeur de commande de tension de sortie, à une
fréquence n’étant pas supérieure à la fréquence porteuse PWM, lorsqu’une direction de la valeur de commande de
tension de sortie vers l’onduleur (4) avant la modulation par largeur d’impulsion est voisine d’une direction d’un
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vecteur de tension non zéro de l’onduleur (4).

7. Dispositif selon une des revendications 1 à 5, caractérisé en ce qu’il comprend en outre une unité de détermination
de commande de tension (41) configuré pour superposer, sur une valeur de commande de tension de sortie, une
tension à haute fréquence dans une direction différente d’un vecteur de tension non zéro de l’onduleur (4), la
fréquence n’étant pas supérieure à la fréquence porteuse PWM, lorsqu’une taille de la valeur de commande de
tension de sortie vers l’onduleur (4) avant la modulation par largeur d’impulsion est égale ou inférieure à une valeur
prédéterminée.

8. Dispositif d’onduleur caractérisé en ce qu’il comprend :

le dispositif de commande sans capteur selon une des revendications 1 à 6 ; et
un onduleur (4), configuré pour entraîner le moteur synchrone, sur la base d’une commande de grille.
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