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©  An  abnormality  detecting  apparatus  for  bags  with 
handle.  This  apparatus  comprises  a  pair  of  sensors 
(4)  for  measuring  thickness  of  a  handle  portion  (13) 
of  each  of  the  bags  (2)  with  handle  are  provided  on 
the  way  of  a  bag  transfer  unit  (3)  for  transferring  the 
bags  (2)  with  handle  in  one  direction.  A  detecting 
controller  (6)  is  in  communication  with  the  sensors 
(4)  .  An  abnormality-warning  output  unit  (19)  is  in 
communication  with  the  detecting  controller  (6). 
Each  of  the  sensors  (4)  comprises  an  idle  roller  (5) 
provided  across  the  bag  transfer  unit  (3),  a  detecting 
roller  (11)  disposed  opposite  to  the  idle  roller  (5)  with 
the  bag  transferring  unit  (3)  disposed  therebetween, 
the  detecting  roller  (11)  biased  toward  the  idle  roller 
(5)  ,  and  an  access  detector  (15)  for  measuring  a 
quantity  of  movement  of  the  detecting  roller  (11). 
The  access  detector  (15)  converts  a  measured  value 
into  an  electric  signal  to  output  the  electric  signal  to 
the  detecting  controller  (6).  The  detecting  controller 
(6)  compares  the  received  measured  value  and  a  set 
value  with  each  other.  In  a  case  where  the  measured 
value  is  out  of  a  permissible  range,  a  signal  is  sent 
to  an  abnormality-warning  output  unit  (19).  The 
abnormality-warning  output  unit  (19)  outputs  an  ab- 
normality  warning  signal  to  the  outside  when  the 
signal  is  received. 

FIG.  I 
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BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  an  abnormality 
detecting  apparatus  for  bags  with  handle,  for  de- 
tecting  abnormalities  such  as  falling,  coming  off  at 
one  side,  poor  positioning  and  the  like. 

A  conventionally  known  method  for  detecting 
lack  or  fall  of  handles  during  manufacturing  pro- 
cess  of  bags  with  handle  is  one  for  detecting  lack 
of  handles  in  an  automatic  bag-with-handle  manu- 
facturing  machine,  in  which  an  optical  detecting 
unit  is  provided  for  detecting  fall  of  paper  patch  for 
the  handle  string  attached  to  inside  of  a  tubular 
body  at  a  predetermined  time  and  at  a  point  be- 
tween  a  tubular-body  forming  process  and  a  cutting 
process  so  that  lack  of  the  paper  patch  is  detected 
by  a  signal  from  the  detecting  unit.  This  detecting 
method  has  been  proposed  in  Japanese  Patent 
Laid-Open  No.  57-95444. 

However,  the  above-described  detecting  meth- 
od  is  designed  to  detect  a  difference  in  thickness 
of  the  tubular  body  due  to  attached  paper  patch  by 
the  deviation  of  transmitting  photoelectric  current. 
Thus,  the  detecting  accuracy  will  be  affected  de- 
pending  on  the  thickness  of  the  paper  material  and 
whether  or  not  the  paper  material  has  any  print 
thereon,  since  the  transmittivity  of  the  light  varies 
depending  on  such  factors.  Besides,  the  difference 
in  thickness  is  detected  merely  depending  on  the 
presence  or  absence  of  the  paper  patch,  so  that, 
with  this  method,  it  is  impossible  to  detect  abnor- 
malities  of  such  natures  as  slant  mounting  of  the 
handles,  coming-off  of  one  sides  and  the  like. 

SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide 
an  abnormality  detecting  apparatus  for  bags  with 
handle,  which  is  surely  capable  of  detecting  abnor- 
malities  in  mounting  handles,  not  only  the  mere 
absence  of  handle  but  also  other  various  abnor- 
malities  such  as  slant  mounting,  coming-off  at  one 
side  and  absence  of  paper  patch,  regardless  of  the 
quality  of  paper  used  for  the  bag  and  presence  or 
absence  of  print  on  the  paper. 

In  order  to  achieve  the  above-described  object, 
an  abnormality  detecting  apparatus  for  bags  with 
handle  according  to  the  invention  comprises  a  sen- 
sor  for  measuring  thickness  of  each  of  handle 
portions  of  the  bags  with  handle  provided  on  the 
way  to  a  bag  transfer  unit  for  transferring  the  bags 
with  handle  in  one  direction,  a  detecting  controller 
in  communication  with  the  sensor  and  an 
abnormality-warning  output  unit  in  communication 
with  the  detecting  controller.  The  sensor  comprises 
an  idle  roller  crossing  the  bag  transfer  unit,  a 
detecting  roller  disposed  opposite  to  the  idle  roller 
with  the  bag  transfer  unit  disposed  therebetween, 

the  detecting  roller  biased  in  a  direction  toward  the 
idle  roller,  and  an  access  detector  for  measuring  a 
quantity  of  movement  of  the  detecting  roller.  When 
the  access  detector  converts  a  measured  value  to 

5  an  electric  signal  to  output  the  same  to  the  detect- 
ing  controller,  the  detecting  controller  compares  the 
measured  value  with  a  set  value.  When  the  mea- 
sured  value  is  out  of  an  allowable  or  permissible 
range,  a  signal  is  sent  to  an  abnormality-warning 

io  output  unit,  whereas  abnormality-warning  output 
unit  outputs  an  abnormality  warning  signal  to  the 
outside. 

According  to  a  preferred  embodiment  or  as- 
pect,  a  value  representing  the  thicknesses  of  two 

75  handles  added  is  set  beforehand  assuming  the 
case  where  two  handles  are  stacked  in  the  detect- 
ing  controller;  when  bags  are  transferred  by  the 
bag  transfer  unit,  and  the  handle  portions  of  the 
respective  bags  reach  a  position  of  the  sensor,  the 

20  detecting  roller  is  separated  from  the  idle  roller  by 
the  thickness  of  each  of  the  handle  portions;  the 
access  detector  measures  a  variation  of  this  quan- 
tity,  converts  the  measured  value  to  the  electric 
signal  and  transfers  it  to  the  detecting  controller; 

25  and  the  detecting  controller  compares  the  received 
measured  value  with  the  set  value. 

The  thickness  of  the  handle  portion  is  mea- 
sured  to  be  (zero)  when  the  handles  are  absent. 
When  two  handles  are  not  stacked  on  each  other  at 

30  a  normal  position  due  to  one-side  coming-off  and 
slant  mounting,  the  thickness  of  the  handle  portion 
is  measured  as  being  the  thickness  of  a  single 
handle.  In  the  presence  of  such  mounting  abnor- 
mality,  the  measured  value  is  out  of  the  permis- 

35  sible  range.  Accordingly,  the  detecting  controller 
sends  the  signal  to  the  abnormality-warning  output 
unit.  Upon  receipt  of  such  signal,  the  warning  out- 
put  unit  outputs  the  abnormality  warning  signal. 

The  above  and  other  objects,  features  and  ad- 
40  vantages  of  the  present  invention  will  become  ap- 

parent  from  the  following  descriptions  with  refer- 
ence  to  the  accompanying  drawings. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
45 

Fig.  1  is  a  front  elevational  view  of  a  principal 
portion  of  an  abnormality  detecting  apparatus  for 
bags  with  handle  according  to  an  embodiment 
of  the  invention; 

50  Fig.  2  is  a  top  plan  view  of  the  principal  portion 
of  the  abnormality  detecting  apparatus  for  the 
bags  with  handle  according  to  the  embodiment 
of  the  invention; 
Fig.  3  is  a  front  elevational  view  of  a  timing  cam 

55  according  to  the  embodiment  of  the  invention; 
and 
Fig.  4  is  a  block  diagram  showing  a  relationship 
between  various  units  of  the  abnormality  detect- 
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ing  apparatus  for  the  bags  with  handle. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENT  OF  THE  INVENTION 

An  embodiment  of  the  present  invention  will  be 
described  in  detail  with  reference  to  the  accom- 
panying  drawings. 

An  abnormality  detecting  apparatus  1  for  bags 
with  handle  according  to  an  embodiment  of  the 
invention  comprises  a  bag  transfer  unit  3  such  as  a 
belt  conveyor  or  the  like  for  transferring  bags  2 
with  handle  in  one  direction,  a  pair  of  left-  and 
right-hand  sensors  4  provided  on  the  transfer  route 
of  the  bag  transfer  unit  3,  a  detecting  controller  6  in 
communication  with  the  sensors  4,  a  timing  cam  7 
in  communication  with  the  detecting  controller  6  for 
generating  a  signal  to  serve  as  a  reference  of  a 
handle  mounting  position,  and  an  abnormality- 
warning  output  unit  19  in  communication  with  the 
detecting  controller  6  for  outputting  an  abnormality 
warning  signal  such  as  buzzer  sound,  turning-on 
and  -  off  of  a  lamp  or  the  like. 

As  shown  in  Fig.  2,  the  sensors  4  are  arranged 
slightly  apart  from  a  central  axis  of  the  bag  transfer 
unit  3  and  slightly  inward  from  outer  edges  of  a 
handle  13  of  the  bag  2  with  handle.  As  shown  in 
Fig.  1,  a  sensor  drum  9  is  installed  on  a  mounting 
arm  8  disposed  horizontally  across  the  bag  transfer 
unit  3  so  that  the  height  of  the  drum  can  be 
adjusted  by  a  height  adjusting  screw  14.  The  sen- 
sor  drum  9  is  installed  so  as  to  be  fixed  in  position 
by  a  fixing  screw  12.  A  support  arm  10  extending 
along  the  bag  transfer  direction  is  rotatably  in- 
stalled  at  a  lower  end  of  the  sensor  drum  9.  The 
support  arm  10  has  one  end  on  which  a  detecting 
roller  11  is  mounted.  An  idle  roller  5  is  arranged 
below  the  detecting  roller  1  1  across  the  bag  trans- 
fer  unit  3. 

A  tension  coil  spring  20  is  mounted  on  the 
other  end  of  the  support  arm  10.  A  roller  urging- 
pressure  adjusting  screw  16  is  inserted  into  an  arm 
21  which  is  provided  extending  from  the  sensor 
drum  9.  The  roller  urging-pressure  adjusting  screw 
16  has  a  lower  end  connected  to  an  upper  end  of 
the  tension  coil  spring  20.  The  other  end  of  the 
support  arm  10  is  pulled  upwardly.  The  detecting 
roller  11  is  biased  toward  the  idle  roller  5  through 
the  bag  transfer  unit  3. 

Further,  an  extension  arm  17  is  fixedly  moun- 
ted  near  the  lower  end  of  the  sensor  drum  9.  An 
access  detector  15  is  mounted  on  the  forward  end 
of  the  extension  arm  17,  which  is  located  just 
above  the  detecting  roller  11.  The  access  detector 
15  intermittently  measures  the  distance  between 
the  access  detector  15  and  the  detecting  roller  11 
each  time  the  handle  13  on  the  bag  transfer  unit  3 
comes  into  contact  with  the  detecting  roller  11  as  it 

passes  the  roller.  The  measured  distance  is  con- 
verted  to  an  electric  signal  and  outputted  to  the 
detecting  controller  6. 

More  specifically,  assuming  that  the  distance 
5  between  the  access  detector  15  and  the  detecting 

roller  11  to  be  A1  when  the  thickness  of  an  article 
to  be  detected  is  1  (zero),  the  relationship  between 
the  distance  A  between  the  access  detector  15  and 
the  detecting  roller  1  1  and  thickness  T  of  the  article 

io  to  be  detected  can  substantially  be  expressed  as  A 
=  A1  -  T.  Thus,  the  variation  of  thickness  of  the 
handle  portion  can  be  obtained  by  measuring  the 
distance  between  the  access  detector  15  and  the 
detecting  roller  1  1  . 

is  When  the  sensors  4  are  located  excessively 
near  the  central  portion  of  the  handle  13,  accuracy 
in  detecting  slant  mounting  of  the  handle  13  will 
fall.  Whereas,  when  the  sensors  4  are  located 
excessively  near  outside  of  the  handle  13,  detect- 

20  ing  errors  occur  due  to  the  influence  of  the  thick- 
ness  of  folded-back  portion  of  the  the  handle  13. 
Thus,  the  mounting  position  of  the  sensor  4  in  a 
direction  crossing  transfer  direction  of  the  bag  2 
with  handle  can  be  adjusted  depending  on  the  size 

25  of  the  bag  2  with  handle.  The  roller  urging-pressure 
adjusting  screw  16  is  adjusted  depending  on  the 
thickness  of  the  handle  13  to  change  an  urging 
force  of  the  detecting  roller  11,  and  the  height 
adjusting  screw  14  is  adjusted  to  change  the  height 

30  of  the  detecting  roller  1  1  . 
The  timing  cam  7  is  a  device  for  deciding  the 

time  at  which  the  sensors  4  output  the  signal  to 
indicate  whether  the  mounting  position  of  the  han- 
dle  13  is  normal  or  not  depending  on  the  mounting 

35  position  of  the  handle  13  with  respect  to  the  bag. 
As  shown  in  Fig.  3,  while  the  abnormality  detecting 
apparatus  1  for  the  bags  with  handle  is  in  opera- 
tion,  the  timing  cam  7  is  rotated  in  a  direction 
indicated  by  an  arrow  a  synchronously  with  the  bag 

40  transfer  unit  3.  When  the  timing  cam  7  comes  near 
a  proximity  switch  18  provided  on  a  rotary  track  of 
the  timing  cam  7,  a  signal  is  generated  from  the 
proximity  switch  18  to  the  detecting  roller  6.  When 
the  timing  cam  7  has  passed  the  proximity  switch 

45  18,  the  signal  is  stopped.  The  rotary  center  of  the 
timing  cam  7  is  set  so  that  the  rotary  center  is 
distance-adjustably  allowed  either  to  approach  or 
away  from  the  proximity  switch  18  depending  on 
the  mounting  position  of  the  handle  13,  before  the 

50  handle  13  of  the  bag  2  with  handle  comes  under 
the  detecting  rollers  1  1  of  the  sensors  4,  whereby 
the  output  time  can  be  adjusted  by  changing  the 
width  of  cam  7  passing  the  proximity  switch  18. 

At  this  time,  if  output  of  the  signal  due  to  the 
55  timing  cam  7  is  too  just  before  contact  of  the 

handle  13  to  the  detecting  roller  11,  a  detecting 
error  occurs  because  of  the  disagreement  between 
the  upper  and  lower  handles  13,  whereas  too  much 

3 



5 EP  0  577  880  A1 6 

allowance  makes  detection  of  the  positional  dis- 
agreement  impossible.  Besides,  where  only  lack  of 
the  handle  13  is  to  be  detected,  the  cam  width  is 
increased  to  take  a  longer  period  of  time  for  cam 
operation  so  as  not  to  detect  the  positional  dis- 
agreement. 

The  abnormality-warning  output  unit  19  such  as 
a  buzzer,  a  lump  or  the  like  is  connected  to  the 
detecting  controller  6.  A  value  corresponding  to  a 
change  in  thickness  resulting  from  the  normal 
mounting  of  two  handles  13  is  set  beforehand. 
Signals  received  respectively  from  the  two  sensors 
4  and  4  and  a  set  value  are  compared  with  each 
other.  When  the  signals  from  the  respective  sen- 
sors  4  exceed  the  permissible  range,  a  signal  is 
sent  to  the  abnormality-warning  output  unit  19  to 
output  an  abnormality  warning  signal  to  the  outside. 

Moreover,  if  the  signals  from  the  respective 
sensors  4  are  not  inputted  during  the  time  through 
which  a  signal  from  the  proximity  switch  18  is 
received,  the  abnormality  detecting  apparatus 
judges  that  the  abnormalities  such  as  lack  of  the 
handles  or  the  like  are  existing  to  output  the  ab- 
normality  warning  signal.  Even  if  there  are  the 
inputs  from  the  respective  sensors  4  before  or  after 
the  signal  from  the  proximity  switch  18  is  received, 
the  abnormality  detecting  apparatus  judges  that  the 
abnormalities  such  as  one-side  coming-off,  slant 
mounting  or  the  like  are  existing,  and  the  abnormal- 
ity  warning  signal  is  outputted. 

The  present  invention  can  be  embodied  into 
various  forms  without  departure  from  its  essential 
characteristic.  Accordingly,  the  invention  should  not 
be  limited  to  the  above-described  embodiment. 
The  scope  of  the  invention  should  be  defined  by 
appended  claims.  Thus,  any  modifications  and  al- 
ternations  of  the  essential  substance  of  the  claim, 
or  any  equivalents  with  respect  to  the  essential 
substance  or  matter  of  the  modifications  and  al- 
ternations  are  all  included  in  the  claims. 

Claims 

1.  An  abnormality  detecting  apparatus  (1)  for 
bags  with  handle,  comprising  a  sensor  (4)  for 
measuring  thickness  of  a  handle  portion  (13)  of 
each  of  said  bags  (2)  with  handle  provided  on 
the  way  of  a  bag  transfer  unit  (3)  for  transfer- 
ring  the  bag  (2)  with  handle  in  one  direction,  a 
detecting  controller  (6)  in  communication  with 
said  sensor  (4),  and  an  abnormality-warning 
output  unit  (19)  in  communication  with  said 
detecting  controller  (6),  wherein  said  said  sen- 
sor  (4)  comprises  an  idle  roller  (5)  provided 
across  said  bag  transfer  unit  (3),  a  detecting 
roller  (11)  disposed  opposite  to  said  idle  roller 
(5)  with  said  bag  transfer  unit  (3)  put  there- 
between,  said  detecting  roller  (11)  biased  to- 

ward  said  idle  roller  (5),  and  an  access  detec- 
tor  (15)  for  measuring  a  quantity  of  movement 
of  said  detecting  roller  (11)  to  output  a  value  of 
measurement  to  said  detecting  controller  (6)  to 

5  compare  said  measured  value  and  a  set  value 
with  each  other  so  that,  when  said  measured 
value  is  out  of  a  permissible  range,  a  signal  is 
sent  to  said  abnormality-warning  output  unit 
(19),  and  said  abnormality-warning  output  unit 

io  (19)  outputs  an  abnormality  warning  signal  to 
the  outside. 

2.  An  abnormality  detecting  apparatus  for  bags 
with  handle  according  to  claim  1  ,  further  com- 

15  prising  a  proximity  switch  (18)  for  outputting  a 
signal  to  said  detecting  controller  (6),  and  a 
timing  cam  (7)  for  adjusting  time  for  outputting 
said  signal  in  accordance  with  approaching 
time  of  the  handles,  wherein,  when  there  is  a 

20  time  difference  between  a  signal  from  said 
proximity  switch  (18)  and  a  signal  from  said 
sensor  (4),  said  detecting  controller  (6)  sends  a 
signal  to  said  abnormality-warning  outputting 
unit  (19). 

25 
3.  An  abnormality  detecting  apparatus  for  bags 

with  handle  according  to  claim  2,  wherein  a 
distance  between  a  rotational  center  of  said 
timing  cam  (7)  and  said  proximity  switch  (18) 

30  is  changeable,  and  a  width  of  said  timing  cam 
(7)  passing  said  proximity  switch  (18)  is  also 
changeable. 

4.  An  abnormality  detecting  apparatus  for  bags 
35  with  handle  according  to  claim  1  ,  wherein  said 

sensor  (4)  is  arranged  so  that  a  sensor  drum 
(9)  is  installed  on  a  mounting  arm  (8)  arranged 
horizontally  across  said  bag  transfer  unit  (3)  so 
that  its  height  of  said  sensor  drum  9  can  be 

40  adjusted  by  a  height  adjusting  screw  (14);  a 
support  arm  (10)  extending  along  a  bag  trans- 
fer  direction  is  rotatably  arranged  at  a  lower 
end  of  said  sensor  drum  (9);  and  the  detecting 
roller  (11)  is  mounted  on  one  end  of  said 

45  support  arm  (10). 

5.  An  abnormality  detecting  apparatus  for  bags 
with  handle  according  to  claim  4,  wherein  a 
tension  spring  (20)  is  mounted  between  a  low- 

so  er  end  of  a  roller  urging-pressure  adjusting 
screw  (16)  and  the  other  end  of  said  support 
arm  (10);  said  roller  urging-pressure  adjusting 
screw  (16)  is  inserted  into  an  arm  (21)  installed 
on  said  sensor  drum  (9);  and  a  nut  (16a)  is 

55  threadedly  engaged  with  said  roller  urging- 
pressure  adjusting  screw  (16). 
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