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(54) Temperature detection device and battery pack

(57) A temperature detection device (4) of the
present invention is provided in a battery pack (1) for
electric power tool and detects a temperature inside the
battery pack (1). The temperature detection device (4)
includes a signal output circuit (6, D2) and an output sig-
nal-based temperature detection unit (5). The signal out-
put circuit (6, D2) is configured to output an output signal

for use other than for indicating an ambient temperature
thereof. A state of the output signal changes depending
on the ambient temperature. The output signal-based
temperature detection unit (5) is configured to detect the
temperature inside of the battery pack (1) based on the
state of the output signal from the signal output circuit (6,
D2).
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Description

BACKGROUND

[0001] The present invention relates to a temperature
detection device that detects a temperature inside of a
battery pack, and the battery pack including the temper-
ature detection device therein.
[0002] A general battery pack for electric power tool
using a battery which is repeatedly chargeable (herein-
after, simply referred to as "battery pack"), such as a
lithium-ion rechargeable battery, includes a temperature
detection element (such as a thermistor, and the like)
that detects a temperature inside of the battery pack, as
disclosed in Japanese Unexamined Patent Application
Publication No. 2000-278878.
[0003] Although the battery is a main object of temper-
ature detection in the battery pack, it is considered to be
necessary to detect temperatures of items other than the
battery, for example, a temperature of a control circuit
that controls charge and discharge of the battery. More-
over, as disclosed in Japanese Unexamined Patent Ap-
plication Publication No. 2001-211559, it is considered
to use a plurality of thermistors to detect the temperature
of a battery. That is to say, it is possibly considered to
provide a plurality of thermistors in the battery pack, de-
pending on a configuration or a function of the battery
pack.

SUMMARY

[0004] However, since the thermistor is an electronic
component (element), the thermistor itself occupies a
certain physical space. In addition, the thermistor obvi-
ously requires a lead wire for connection between the
thermistor and the control circuit. Therefore, use of the
thermistor involves influences such as size increase or
cost increase of the battery pack. Such influences be-
come greater as a number of the thermistors increases.
[0005] For this reason, it has been desired to minimize
use of the thermistor (or to eliminate the thermistor) by
a more simple and reasonable method which is different
from a temperature detection method using a tempera-
ture detection element such as the thermistor, to thereby
allow detection of a temperature inside the battery pack.
[0006] Specifically, in a case of detecting a tempera-
ture of the battery, for example, it has been desired that
the temperature of the battery is detected by using a more
simple and reasonable method, instead of using the ther-
mistor, thereby achieving simplification in an overall
structure of the battery pack and cost reduction in the
battery pack.
[0007] Moreover, there may be a case in which a tem-
perature detection needs to be performed separately at
a plurality of positions; such a case would be, for exam-
ple, a case where it is desired to separately detect a tem-
perature of the battery and a temperature of a control
circuit, or in a case of a battery constituted of a plurality

of battery groups, it is desired to separately detect a tem-
perature of each of the battery groups. In the aforemen-
tioned cases, it is desired that the temperature of the
battery is detected by performing the temperature detec-
tion of part of or all of the plurality of positions by using
a more simple and reasonable method, instead of using
the thermistor, thereby achieving simplification in an
overall structure of the battery pack and cost reduction
in the battery pack.
[0008] In one aspect of the present invention, when
detecting a temperature inside of a battery pack, it is de-
sired to detect the temperature by another temperature
detection method different from a method of using a ded-
icated temperature detection element such as a thermis-
tor and the like.
[0009] A temperature detection device in one aspect
of the present invention is a device that is provided in a
battery pack for electric power tool and detects a tem-
perature inside of the battery pack. The temperature de-
tection device includes a signal output circuit and an out-
put signal-based temperature detection unit. The signal
output circuit is configured to output an output signal for
use other than for indicating an ambient temperature
thereof. A state of the output signal changes depending
on the ambient temperature. The output signal-based
temperature detection unit is configured to detect the
temperature inside of the battery pack based on the state
of the output signal from the signal output circuit.
[0010] In the temperature detection device configured
as above, by utilizing a characteristic of the output signal
in which the state of the output signal which is for use
other than for indicating the ambient temperature chang-
es depending on the ambient temperature, the output
signal-based temperature detection unit detects the tem-
perature inside of the battery pack based on the state of
the output signal.
[0011] Therefore, according to the temperature detec-
tion device configured as above, the temperature inside
of the battery pack can be detected by another temper-
ature detection method which is different from the method
of using the dedicated temperature detection element
such as a thermistor and the like. The ambient temper-
ature may include a temperature of the signal output cir-
cuit.
If it is necessary to detect respective temperatures of a
plurality of positions (for example, two positions) inside
the battery pack, a plurality of (for example, two) afore-
mentioned temperature detection devices may be pro-
vided separately at the respective positions, thereby de-
tecting the respective temperatures.
[0012] Alternatively, the temperature detection device
of the present invention may further include, in addition
to the output signal-based temperature detection unit, a
temperature detection signal-based temperature detec-
tion unit. The temperature detection signal-based tem-
perature detection unit includes a temperature detection
element adapted to output a temperature detection signal
indicating an ambient temperature thereof, and is con-
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figured to detect the temperature inside of the battery
pack based on the temperature detection signal from the
temperature detection element.
[0013] The temperature detection device configured
as above includes two temperature detection units: the
output signal-based temperature detection unit that de-
tects a temperature by utilizing a characteristic (temper-
ature characteristic) of the signal output circuit; and the
temperature detection signal-based temperature detec-
tion unit that detects a temperature based on the tem-
perature detection signal from the temperature detection
element. Thus, it is possible to detect temperatures of a
plurality of positions inside the battery pack, while sup-
pressing size increase and cost increase of the overall
battery pack. The ambient temperature may include a
temperature of the temperature detection element.
[0014] Specific usage of an output signal-based de-
tected temperature, which is a temperature detected by
the output signal-based temperature detection unit, and
a temperature detection signal-based detected temper-
ature, which is a temperature detected by the tempera-
ture detection signal-based temperature detection unit
can be considered in various ways.
[0015] For example, the temperature detection device
may include a detected temperature-based abnormality
determination unit. The detected temperature-based ab-
normality determination unit is configured to determine
that an abnormality occurs in the battery pack when there
occurs one of: a case in which at least one of the output
signal-based detected temperature and the temperature
detection signal-based detected temperature is equal to
or greater than a predetermined temperature upper-limit
value; and a case in which at least one of the output
signal-based detected temperature and the temperature
detection signal-based detected temperature is equal to
or less than a predetermined temperature lower-limit val-
ue which is less than the temperature upper-limit value.
[0016] In the temperature detection device configured
as above, it becomes possible to, for example, detect
that the temperature of the battery exceeds or falls below
a rated temperature range, thereby determining that an
abnormality occurs in the battery pack, or to detect over-
heat in circuits and so on other than the battery (e.g., the
aforementioned signal output circuit and so on), thereby
determining that an abnormality occurs in the battery
pack. That is, abnormalities in respective parts in the bat-
tery pack can be detected based on the respective de-
tected temperatures.
[0017] Moreover, the temperature detection device
may include a change rate-based abnormality determi-
nation unit. The change rate-based abnormality determi-
nation unit is configured to determine that an abnormality
occurs in the battery pack when at least one of a change
rate of the output signal-based detected temperature and
a change rate of the temperature detection signal-based
detected temperature is equal to or greater than a pre-
determined change-rate upper-limit value.
[0018] If the at least one of the aforementioned change

rates of the detected temperatures is equal to or greater
than the change rate upper-limit value, it is expected that
the temperature of the battery pack has been rapidly in-
creasing due to some abnormalities. Accordingly, such
a rapid increase of the at least one of the aforementioned
detected temperatures is detected to determine that an
abnormality occurs in the battery pack, thereby making
it possible to protect the battery pack from overheat.
[0019] Furthermore, the temperature detection device
may include a threshold value-based abnormality deter-
mination unit. The threshold value-based abnormality de-
termination unit is configured to compare the output sig-
nal-based detected temperature with the temperature
detection signal-based detected temperature, and deter-
mine that an abnormality occurs in at least one of the
signal output circuit and the temperature detection ele-
ment when a difference between the output signal-based
detected temperature and the temperature detection sig-
nal-based detected temperature is equal to or greater
than a predetermined detected-temperature difference
threshold value.
[0020] According to the temperature detection device
configured as above, whether or not an abnormality oc-
curs in the signal output circuit and the temperature de-
tection element can be easily and adequately determined
based on the comparison between the aforementioned
detected temperatures.
[0021] An abnormality in the signal output circuit may
mean any abnormalities. The abnormality in the signal
output circuit may include any abnormalities, in which a
normal output signal cannot be obtained, such as an ab-
normality of the signal output circuit itself, disconnection
or short circuit of a wire connected to the signal output
circuit, adherence of foreign substances to a wire, and
so on.
[0022] An abnormality in the temperature detection el-
ement may mean any abnormalities. The abnormality in
the temperature detection element may include any ab-
normalities, in which a normal temperature detection sig-
nal cannot be obtained, such as an abnormality of the
temperature detection element itself, disconnection or
short circuit of a wire connected to the temperature de-
tection element, adherence of foreign substances to a
wire, and so on.
[0023] Specific methods of abnormality determination
by the threshold value-based abnormality determination
unit can be considered in various ways. For example, the
threshold value-based abnormality determination unit
may be configured to determine that an abnormality oc-
curs in the temperature detection element when a differ-
ence between the output signal-based detected temper-
ature and the temperature detection signal-based detect-
ed temperature is equal to or greater than the detected-
temperature difference threshold value.
[0024] According to the temperature detection device
configured as above, abnormality in the temperature de-
tection element can be easily and adequately deter-
mined. Therefore, this temperature detection device is
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especially useful in the following cases: for example, in
a case where importance of the temperature detection
signal-based detected temperature is higher than that of
the output signal-based detected temperature, or in a
case where, although it is basically sufficient to detect
the temperature inside of the battery pack by using the
temperature detection signal-based temperature detec-
tion unit only, it is necessary to detect an abnormality in
the temperature detection element.
[0025] When at least one of the aforementioned ab-
normality determination units is provided, the tempera-
ture detection device may further include a protection
command output unit. The protection command output
unit outputs a protection command when any of the afore-
mentioned abnormality determination units determines
that an abnormality occurs. The protection command is
at least one of a command to protect the battery pack by
executing one of limitation and suspension of discharge
from the battery pack, and a command to protect the
battery pack by executing one of limitation and suspen-
sion of charge to the battery pack.
[0026] According to the temperature detection device
configured as above, if an abnormality arises in the tem-
perature inside of the battery pack during discharge from
or charge to the battery pack, the discharge or the charge
is limited or suspended. Thereby, the battery pack can
be protected from the abnormality associated with the
discharge or charge.
[0027] The output signal may include signals in various
forms, a status of which varies depending on an ambient
temperature of the signal output circuit. For example, the
output signal may be set such that an output level of the
output signal changes at a predetermined timing which
changes depending on the ambient temperature of the
signal output circuit.
[0028] More specifically, the signal output circuit may
be configured to, for example, output at least a predeter-
mined pulse signal as the output signal, and the pulse
signal may have a characteristic in which a pulse width
of the pulse signal changes depending on the ambient
temperature of the signal output circuit. In this case, the
output signal-based temperature detection unit may be
configured to detect the temperature inside of the battery
pack based on the pulse width of the pulse signal.
[0029] According to the temperature detection device
configured as above, the output signal-based tempera-
ture detection unit can easily and reliably detect the out-
put signal-based detected temperature based on the
pulse width of the pulse signal.
[0030] The above-described signal output circuit may
be configured in any manner. For example, the signal
output circuit may include a clock generation circuit con-
figured to output a clock signal having a predetermined
frequency. In this case, the signal output circuit may be
configured to output the pulse signal at a timing synchro-
nized with the clock signal from the clock generation cir-
cuit. The clock generation circuit may have a character-
istic in which the frequency of the clock signal changes

depending on a temperature of the clock generation cir-
cuit.
[0031] If the frequency of the clock signal changes de-
pending on the temperature, the timing of level change
(i.e., pulse width) of the aforementioned pulse signal
changes depending on the temperature, accordingly.
Therefore, if the clock generation circuit is configured in
the above-described manner in which the frequency of
the clock signal changes depending on the ambient tem-
perature of the signal output circuit, the temperature in-
side of the battery pack can be detected by effectively
using the change in the frequency of the clock signal.
[0032] Next, in another aspect of the present invention,
a battery pack for electric power tool includes a battery
having at least one battery cell and the above-described
temperature detection device.
[0033] The battery pack configured as above makes it
possible to easily and adequately determine an abnor-
mality inside of the battery pack when such an abnormal-
ity appears as an abnormality of the temperature. Thus,
based on results of such a determination, various pro-
tection operations can be performed. Accordingly, a high-
ly reliable battery pack can be provided.

BRIEF DESCRIPTION OF THE DRAWINGS

[0034] The invention will now be described below, by
way of example, with reference to the accompanying
drawings, in which:

FIGS. 1A and 1B are representative views of a bat-
tery pack of an embodiment, in which FIG. 1A is a
plane view of the battery pack and FIG. 1B is a
cross-sectional view taken along line IB-IB in FIG.
1A;
FIG. 2 is a circuit diagram showing a schematic elec-
trical configuration of an overall electric power tool
constituted by attaching the battery pack of the em-
bodiment to an electric power tool main body;
FIG. 3 is a circuit diagram showing a schematic elec-
trical configuration of an overall charging system
constituted by attaching the battery pack of the em-
bodiment to a battery charger;
FIGS. 4A to 4C are explanatory views illustrating that
a state of an output (a pulse width, etc.) of a bat-
tery-voltage detection signal, which is outputted by
a voltage detection IC in the battery pack, changes
depending on a temperature;
FIGS. 5A and 5B are explanatory views representing
a temperature characteristic of an electrical signal,
in which FIG. 5A is an explanatory view representing
a reset pulse width VS temperature characteristic
and FIG. 5B is an explanatory view representing a
thermistor-detection voltage VS temperature char-
acteristic;
FIG. 6 is an explanatory view illustrating that a diode
voltage Vf, which a microcomputer in the battery
pack recognizes as a numerical value (AD value),

5 6 



EP 2 587 584 A2

5

5

10

15

20

25

30

35

40

45

50

55

changes in accordance with a power-supply voltage
Vdd;
FIGS. 7A and 7B are a flowchart showing a thermis-
tor abnormality determination process executed by
the microcomputer in the battery pack;
FIG. 8 is an explanatory view illustrating that an al-
lowable range (a maximum value Tt_max and a min-
imum value Tt_min) of a thermistor-detection tem-
perature Tt is set based on a IC temperature Tc;
FIGS. 9A and 9B are a flowchart showing a battery
temperature abnormality determination process ex-
ecuted by the microcomputer in the battery pack; and
FIGS. 10A and 10B are explanatory views for illus-
trating a temperature dependence of the diode volt-
age Vf, in which FIG. 10A is an explanatory view
representing a temperature characteristic of the di-
ode voltage Vf and FIG. 10B is an explanatory view
representing a temperature characteristic of the di-
ode voltage Vf recognized in a numerical value by
the microcomputer in the battery pack.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0035] As shown in FIGS. 1A and 1B, a battery pack
1 of the present embodiment is detachably attached to
an electric power tool main body (hereinafter, also simply
referred to as "main body") 40 (see FIG. 2). The battery
pack 1 is configured to supply direct current (DC) power
to the main body 40, while being attached to the main
body 40. Also, the battery pack 1 is detachably attached
to a battery charger 50 (see FIG. 3). The battery pack 1
is configured to be chargeable by the battery charger 50
while being attached to the battery charger 50.
[0036] The battery pack 1 is provided with a battery 2
and a control board 10 therein.
The battery 2 includes a plurality of (10 in the present
embodiment) battery cells (hereinafter, simply referred
to as "cell") 21 to 30. Specifically, as shown in a circuit
diagram of FIG. 2, the battery 2 is constituted as follows:
two cells are connected in parallel to form a pair of cells,
i.e., one "cell group"; five pairs of such cells, i.e., five "cell
groups" are connected in series; and thereby, a config-
uration of five cell groups in series and two cells in parallel
is formed.
[0037] Each of the cells 21 to 30 in the present embod-
iment is a lithium-ion rechargeable battery that generates
DC voltage of 3.6 V on a standalone basis. Therefore,
the battery 2, as a whole, of the present embodiment
generates a voltage of DC 18 V (hereinafter, the voltage
generated by the battery 2 is referred to as "battery volt-
age"). In other embodiments, the battery 2 may be con-
figured to generate DC voltages other than DC 18 V.
[0038] The control board 10 is disposed above the bat-
tery 2. In the control board 10, a battery control circuit 4
(see FIG. 2) is provided mainly on an upper surface there-
of (a surface opposite to a surface facing the battery 2).
Accordingly, a microcomputer 5 and a voltage detection

IC 6 both of which constitute the battery control circuit 4
are mounted on the upper surface of the control board 10.
[0039] The battery pack 1 further includes a thermistor
3. In the present embodiment, as shown in FIG. 1B, the
thermistor 3 is disposed in contact with a side face of the
cell 27 and connected to the control board 10 via the
flexible board 20. Therefore, wires for electrical connec-
tion between the thermistor 3 and the control board 10
(the battery control circuit 4) are formed in the flexible
board 20.
[0040] In an upper portion of the battery pack 1, a con-
nector portion 15 is formed. The connector portion 15 is
provided for electrical connection to the main body 40 or
the battery charger 50. The connector portion 15 is pro-
vided with power supply terminal portions (a positive
electrode terminal 11 and a negative electrode terminal
12) and a signal terminal portion 13 which are for con-
nection to the battery 2 or the control board 10 in the
battery pack 1.
[0041] When the battery pack 1 constituted as above
is attached to the main body 40, the battery pack 1 is
electrically connected to an internal circuit of the main
body 40 through the positive electrode terminal 11, the
negative electrode terminal 12, and the signal terminal
portion 13, to thereby become capable of supplying DC
power to the main body 40 or transmitting/receiving var-
ious signals (see FIG. 2).
[0042] Moreover, when the battery pack 1 is attached
to the battery charger 50, the battery pack 1 is electrically
connected to an internal circuit of the battery charger 50
through the positive electrode terminal 11, the negative
electrode terminal 12, and the signal terminal portion 13,
to thereby become capable of receiving DC power for
charging from the battery charger 50 or transmitting/re-
ceiving various signals (see FIG. 3).
[0043] When the battery pack 1 is connected to the
main body 40, the battery pack 1 is also electrically con-
nected to the main body 40, as shown in FIG. 2. An elec-
tric configuration of the main body 40 and an electric con-
figuration of the battery pack 1 will be explained in detail
with reference to FIG. 2.
[0044] Firstly, an explanation of the electric configura-
tion of the main body 40 is given. The main body 40 of
the present embodiment is configured as a so-called driv-
er drill. In the main body 40, a drill chuck (which is not
shown) is rotationally driven by a drive motor M1.
[0045] The main body 40 includes a positive electrode
terminal 31, a negative electrode terminal 32, and a signal
terminal 33. The positive electrode terminal 31 and the
negative electrode terminal 32 are to be connected, re-
spectively, to the positive electrode terminal 11 and the
negative electrode terminal 12 of the battery pack 1. The
signal terminal 33 is to be connected to a signal terminal
13A of the signal terminal portion 13 in the battery pack 1.
[0046] The positive electrode terminal 31 is connected
to one end of the drive motor M1 through a main switch
36 and a positive power supply line L2A. The negative
electrode terminal 32 is connected to the other end of
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the drive motor M1, through a transistor Q3 for controlling
conduction to the drive motor M1 and a negative power
supply line L2B.
[0047] When the transistor Q3 is turned on by an input
signal from the battery pack 1 while the main switch 36
is in an ON state, current-carrying is performed (i.e., DC
power is supplied) from the battery pack 1 to the drive
motor M1, thereby causing the drive motor M1 to rotate.
[0048] A diode (a so-called flywheel diode) D1 is con-
nected to the drive motor M1. The diode D1 is provided
to suppress back electromotive force of the drive motor
M1 by flowing back, to the positive power supply line L2A,
an electric current flowing through the drive motor M1
when the transistor Q3 is turned off. An N-channel MOS-
FET is used as the transistor Q3.
[0049] In the main body 40, a trigger switch (not shown)
is provided. The trigger switch is to be operated by a user
of the electric power tool to drive or stop the drive motor
M1. The main switch 36 is turned on/off in conjunction
with the above-described trigger switch. Specifically, the
main switch 36 is turned on when the trigger switch is
pulled, while the main switch 36 is turned off when the
trigger switch is released.
[0050] The negative electrode terminal 32 is connect-
ed to a ground of the main body 40. When the battery
pack 1 is attached to the main body 40, the ground of the
main body 40 is connected to a negative power supply
line L1B of the battery pack 1 (thus to a negative electrode
terminal 2B of the battery 2) through the negative elec-
trode terminal 32.
[0051] Also, when the main switch 36 is in an ON state,
the positive power supply line L2A is connected to a pos-
itive power supply line L1A of the battery pack 1 (thus to
a positive electrode terminal 2A of the battery 2) through
the positive electrode terminal 31.
[0052] The main body 40 also includes a control power
supply circuit 34 which generates a power supply voltage
Vcc for driving the internal circuit, and an input/output
circuit 35 which inputs/outputs signals from/to the battery
pack 1.
[0053] The control power supply circuit 34 is configured
to lower the battery voltage (DC 18 V in the present em-
bodiment) inputted from the positive power supply line
L2A to a predetermined constant voltage (for example,
DC 5 V), and supply this lowered voltage (DC 5 V) to
various internal circuits as the power supply voltage Vcc
to activate the internal circuits of the main body 40 when
the main switch 36 is in an ON state.
[0054] The input/output circuit 35 includes a transistor
Q4 and resistors R6, R7, R8, and R9. The transistor Q4
of the present embodiment is an NPN bipolar transistor.
A base of the transistor Q4 is connected to the signal
terminal 33 through the resistor R7 while being connect-
ed to the ground through the resistor R8.
[0055] The power supply voltage Vcc is applied to the
signal terminal 33 through the resistor R6. The power
supply voltage Vcc is also applied to a collector of the
transistor Q4 through the resistor R9. The collector of the

transistor Q4 is connected to a gate of the transistor Q3.
An emitter of the transistor Q4 is connected to the ground.
[0056] Resistance values of the resistors R6, R7, and
R8 are set such that, when the power supply voltage Vcc
has reached a predetermined voltage after the main
switch 36 is turned on, the transistor Q4 is turned on to
thereby make an electric potential of the signal terminal
33 become a level in a vicinity of the power supply voltage
Vcc (i.e., a high level).
[0057] When the transistor Q4 is in an ON state, the
gate of the transistor Q3 is connected to the ground
through the transistor Q4. Thereby, the transistor Q3 is
brought into an OFF state and a current-carrying path
between the negative electrode terminal 32 and the drive
motor M1 is interrupted.
[0058] When the electric potential of the signal terminal
33 becomes a level in a vicinity of the ground (i.e., a low
level; for example, 0 V), the transistor Q4 is turned off.
In this state, the power supply voltage Vcc is applied to
the gate of the transistor Q3 through the resistor R9, and
thereby, the transistor Q3 is turned on; consequently, the
current-carrying path is formed between the negative
electrode terminal 32 and the drive motor M1.
[0059] Next, explanations will be given with respect to
an electric configuration of the battery pack 1.
The battery pack 1 includes: the positive electrode ter-
minal 11 and the negative electrode terminal 12; four
signal terminals, i.e., the signal terminals 13A, 13B, 13C,
and 13D provided in the signal terminal portion 13; the
battery 2; the thermistor 3; and the battery control circuit
4.
[0060] The positive electrode terminal 2A of the battery
2 is connected to the positive electrode terminal 11
through the positive power supply line L1A. The negative
electrode terminal 2B of the battery 2 is connected to the
negative electrode terminal 12 through the negative pow-
er supply line L1B.
[0061] The signal terminals 13B, 13C, and 13D are pro-
vided for respective connections to later-explained signal
terminal 53A, 53B, and 53C of the battery charger 50
when the battery pack 1 is attached to the battery charger
50. Each of the signal terminals 13B, 13C, and 13D is in
an open state when the battery pack 1 is attached to the
main body 40.
[0062] The battery control circuit 4 mainly includes the
microcomputer 5, the voltage detection IC 6, a current
measurement circuit 7, a switch operation detection cir-
cuit 8, a battery charger detection circuit 9, a transistor
Q2, a control power supply circuit 16, a shutdown switch
17, and a voltage detection diode D2 (hereinafter, simply
referred to as "diode D2").
[0063] The current measurement circuit 7 detects a
current flowing through the positive power supply line
L1A or the negative power supply line L1B, and outputs
to the microcomputer 5 a current detection signal having
a voltage value corresponding to the detected current.
[0064] The voltage detection IC 6 measures voltages
V1 to V5 of the aforementioned five cell groups consti-
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tuting the battery 2 in sequence, and periodically outputs
to the microcomputer 5 battery-voltage detection signals
in a predetermined format including the measured volt-
ages. A battery voltage of the battery 2 is inputted to the
voltage detection IC 6. The inputted battery voltage is
lowered to a preset power-supply voltage by an internal
regulator (not shown) in the voltage detection IC 6. The
voltage detection IC 6 is operated with the lowered pow-
er-supply voltage as a power source. Here, the above-
described configuration of the electric power source in
which the battery voltage is lowered by the internal reg-
ulator to generate the power-supply voltage is merely
one example.
[0065] FIGS. 4A to 4C show waveforms of the bat-
tery-voltage detection signals outputted from the voltage
detection IC 6 to the microcomputer 5.
[0066] As shown in FIGS. 4A to 4C, the battery-voltage
detection signal includes a reset pulse P having a pre-
determined pulse width (reset pulse width Wp) and cell
voltage signals outputted in sequence at a predetermined
timing after output of the reset pulse P.
[0067] At a normal time (i.e., at a time when no signals
are outputted), a voltage of high level (for example, DC
3.3 V) is outputted from the voltage detection IC 6 to the
microcomputer 5. The reset pulse P is a binary signal in
which the level of the voltage becomes a low level in the
reset pulse width Wp.
[0068] On the other hand, the cell voltage signal is not
a binary signal, but an analog voltage signal correspond-
ing to a voltage of each of the cell groups. In the present
embodiment, one-half of the measured voltage value of
each of the cell groups is outputted as the cell voltage
signal. The cell voltage signal is outputted in the following
order: a first cell voltage V1 which is a voltage of the cell
group composed of the cells 21 and 22; a second cell
voltage V2 which is a voltage of the cell group composed
of the cells 23 and 24; a third cell voltage V3 which is a
voltage of the cell group composed of the cells 25 and
26; a fourth cell voltage V4 which is a voltage of the cell
group composed of the cells 27 and 28; and a fifth cell
voltage V5 which is a voltage of the cell group composed
of the cells 29 and 30.
[0069] As shown in FIGS. 2 and 3, the voltage detection
IC 6 includes an oscillator 18 which generates a clock
signal CK. A timing of outputting the battery-voltage de-
tection signal (i.e., a timing of a rise in the reset pulse P,
a timing of starting output of the cell voltage signal, and
so on) is in synchronization with the clock signal CK.
[0070] Specifically, in the present embodiment, the re-
set pulse width Wp is set to be 158 clocks (i.e., 158 cycles
of the clock signal CK). Moreover, not only a time interval
from when the reset pulse P is outputted to when output
of the cell voltage signal is started, but also an output
interval of each of the cell voltages V1 to V5 which con-
stitute the cell voltage signal, is defined by a number of
the clock signals CK (a number of clocks). Therefore, if
a frequency of the clock signal CK (clock frequency) is
constant, the reset pulse width Wp, a timing of output of

the cell voltage signal, and the output interval of each of
the cell voltages V1 to V5 are always constant.
[0071] However, since the oscillator 18 in the present
embodiment is configured as a so-called CR oscillator
using a resistor and a capacitor, the oscillator 18 is highly
dependent on temperature and therefore, the clock fre-
quency changes depending on a temperature inside of
the battery pack 1 (specifically, a temperature of the volt-
age detection IC 6, and more specifically, a temperature
of the oscillator 18). For example, the clock frequency is
10 KHz at a temperature of 20°C; however, the clock
frequency becomes higher as the temperature exceeds
20°C. On the other hand, the clock frequency becomes
lower as the temperature decreases below 20°C.
[0072] Therefore, as shown in FIGS. 4A to 4C, the high-
er the temperature is, the shorter the overall waveform
of the battery-voltage detection signal outputted from the
voltage detection IC 6 to the microcomputer 5 becomes.
For example, when focusing on the reset pulse P, in one
example, if the temperature is a medium temperature of
30°C, the reset pulse width Wp is about 15.8 msec as
shown in FIG. 4B. Meanwhile, if the temperature is high,
for example, 80°C, the reset pulse width Wp becomes
shorter such as about 13 msec, as shown in FIG. 4A,
due to an increase of the clock frequency. On the other
hand, if the temperature is low, for example, minus 30°C,
the reset pulse width Wp becomes longer such as about
19 msec, as shown in FIG. 4C, due to a decrease of the
clock frequency.
[0073] FIG. 5A shows one example of a reset pulse
width VS temperature characteristic indicating a relation-
ship between the reset pulse width Wp and the temper-
ature. As shown in FIG. 5A, the reset pulse width Wp
decreases substantially in a linear manner as the tem-
perature increases.
[0074] In view of the above, in the present embodi-
ment, the microcomputer 5 detects the temperature, as
will be described later, based on the reset pulse width
Wp of the reset pulse P from the voltage detection IC 6.
It can be said that the temperature detected based on
the reset pulse width Wp directly represents the temper-
ature of the oscillator 18. Moreover, it can be said that
the temperature detected based on the reset pulse width
Wp represents, in a broader sense, the temperature of
the voltage detection IC 6 and represents, in a yet broader
sense, the temperature inside of the battery pack 1. In
the following description, therefore, the temperature de-
tected by the microcomputer 5 based on the reset pulse
width Wp is referred to as "IC temperature Tc".
[0075] The thermistor 3 is provided to detect specifi-
cally a temperature of the battery 2 among the temper-
atures inside of the battery pack 1. The thermistor 3 is
provided inside the battery 2 (specifically, on a side sur-
face of the cell 27) as described above. One end of the
thermistor 3 is connected to a ground in the battery con-
trol circuit 4. The other end of the thermistor 3 is connect-
ed to the microcomputer 5 in the battery control circuit 4.
Furthermore, the power-supply voltage Vdd is applied to
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the other end of the thermistor 3 via a resistor R1.
[0076] That is, the power-supply voltage Vdd is divided
by the thermistor 3 and the resistor R1, and the divided
value is inputted to the microcomputer 5 as "thermis-
tor-detection voltage Vt". The thermistor 3 is a known
temperature detection element whose resistance value
changes depending on temperatures. In the present em-
bodiment, the thermistor 3 is an NTC (Negative Temper-
ature Coefficient) thermistor whose resistance value de-
creases substantially in a linear manner as the temper-
ature increases. In another embodiment, the thermistor
3 may be a PTC (Positive Temperature Coefficient) ther-
mistor whose resistance value increases substantially in
a linear manner as the temperature increases.
[0077] FIG. 5B shows one example of a thermistor-de-
tection voltage VS temperature characteristic indicating
a relationship between the thermistor-detection voltage
Vt from the thermistor 3 and the temperature. Based on
the thermistor-detection voltage VS temperature charac-
teristic, the microcomputer 5 calculates a temperature
corresponding to the thermistor-detection voltage Vt, as
"thermistor-detection temperature Tt".
[0078] The thermistor-detection temperature Tt de-
tected by the thermistor 3 directly represents the temper-
ature of the battery 2. Moreover, it can be said that, in a
broader sense, the thermistor-detection temperature Tt
detected by the thermistor 3 indirectly represents a tem-
perature of the control board 10 in a vicinity of the battery
2, and in a yet broader sense, represents the temperature
inside of the battery pack 1.
[0079] The switch operation detection circuit 8 detects
that the trigger switch (not shown) provided in the main
body 40 is operated by the user. The switch operation
detection circuit 8 includes a transistor Q1 and resistors
R2, R3, and R4. The transistor Q1 is an NPN bipolar
transistor. A base of the transistor Q1 is connected to the
signal terminal 13A through the resistor R2 while being
connected to the ground of the battery pack 1 through
the resistor R3. An emitter of the transistor Q1 is con-
nected to the ground.
[0080] The ground of the battery pack 1 is connected
to the negative power supply line L1B. Therefore, when
the battery pack 1 is attached to the main body 40, the
ground of the battery pack 1 and the ground of the main
body 40 have a same electric potential to each other, and
each of these grounds has a same electric potential as
a negative electrode of the battery 2.
[0081] A collector of the transistor Q1 is connected to
the microcomputer 5 and also connected, through the
resistor R4, to an output path of the power supply voltage
Vdd from the control power supply circuit 16.
[0082] The control power supply circuit 16 receives the
battery voltage (DC 18 V) from the battery 2 or a power
supply voltage Vee (for example, DC 5 V) from the battery
charger 50, to generate a constant power supply voltage
Vdd (for example, DC 3.3 V). Then, the control power
supply circuit 16 performs power supply to various elec-
tronic circuits, including the battery control circuit 4, in

the battery pack 1. The control power supply circuit 16
is constituted by, for example, a switching power circuit
and the like.
[0083] The power supply from the battery 2 to the con-
trol power supply circuit 16 is performed through the shut-
down switch 17 and a back-flow inhibiting diode D3. The
power supply from the battery charger 50 to the control
power supply circuit 16 is performed through the signal
terminal 13C and a back-flow inhibiting diode D4.
[0084] When the battery charger 50 is not connected
to the control power supply circuit 16, in other words when
the power-supply voltage Vee is not supplied to the con-
trol power supply circuit 16 from the battery charger 50
via the signal terminal 13C, the control power supply cir-
cuit 16 lowers the voltage of the battery 2 to generate the
power-supply voltage Vdd.
[0085] On the other hand, when the battery charger 50
is connected to the control power supply circuit 16 and
the power-supply voltage Vee is supplied to the control
power supply circuit 16 from the battery charger 50, the
control power supply circuit 16 lowers the supplied pow-
er-supply voltage Vee to generate the power-supply volt-
age Vdd.
[0086] The shutdown switch 17 is normally in an ON
state. The shutdown switch 17 is turned off in an over-
discharge state where the voltage of the battery 2 de-
creases below a predetermined voltage level.
[0087] That is, in the battery control circuit 4, the mi-
crocomputer 5 monitors the voltages V1 to V5 of the cell
groups constituting the battery 2 or an overall voltage of
the battery 2, based on the battery-voltage detection sig-
nal from the voltage detection IC 6. Then, in a case where
at least one of the voltages V1 to V5 becomes equal to
or less than a predetermined cell-voltage threshold value
or in a case where the overall voltage of the battery 2
becomes equal to or less than a predetermined battery-
voltage threshold value, the battery control circuit 4 de-
termines that the battery 2 is in the overdischarge state,
and turns off the shutdown switch 17.
[0088] When the shutdown switch 17 is turned off, an
electric power from the battery 2 is not supplied to the
control power supply circuit 16. Consequently, output of
the power-supply voltage Vdd from the control power
supply circuit 16 is suspended, and thus, operation of the
battery control circuit 4 is suspended. The shutdown
switch 17, which has been turned off, is turned on when
the battery pack 1 is connected to the battery charger
50, as will be explained later.
[0089] The transistor Q2 is an N-channel MOSFET. A
drain of the transistor Q2 is connected to the signal ter-
minal 13A. Furthermore, a source of the transistor Q2 is
connected to the ground. A gate of the transistor Q2 is
connected to the microcomputer 5.
[0090] Therefore, the transistor Q2 is turned on/off by
an output signal (a discharge control signal, which will
be explained later) from the microcomputer 5. When the
transistor Q2 is in an OFF state, the signal terminal 13A
is in an open state.
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[0091] Consequently, when the battery pack 1 is at-
tached to the main body 40 and the trigger switch is op-
erated (the main switch 36: ON), if the transistor Q2 is in
an OFF state, a high level signal corresponding to the
power supply voltage Vcc in the main body 40 is inputted
from the signal terminal 33 of the main body 40 to the
signal terminal 13A of the battery pack 1. In this case,
the transistor Q1 in the switch operation detection circuit
8 is brought into an ON state, and an input signal from
the switch operation detection circuit 8 to the microcom-
puter 5 becomes low level.
[0092] Even when the battery pack 1 is attached to the
main body 40, if the trigger switch is not operated (the
main switch 36: OFF), the electric potential of the signal
terminal 33 of the main body 40 is low level (a ground
potential); then, the transistor Q1 in the switch operation
detection circuit 8 is brought into an OFF state, and the
input signal from the switch operation detection circuit 8
to the microcomputer 5 becomes high level.
[0093] The battery charger detection circuit 9 is con-
figured in a same manner as the switch operation detec-
tion circuit 8. Specifically, the battery charger detection
circuit 9 is configured such that when the battery pack 1
is attached to the battery charger 50 and a high level
signal (in the present embodiment, the power-supply volt-
age Vee of DC 5 V) is inputted from the battery charger
50 to the signal terminal 13C, the battery charger detec-
tion circuit 9 inputs, to the microcomputer 5, a detection
signal indicating that the battery pack 1 is attached to the
battery charger 50.
[0094] That is, when the signal terminal 13C is in an
open state, the battery charger detection circuit 9 inputs
a high level signal corresponding to the power supply
voltage Vdd to the microcomputer 5 through a pull-up
resistor (not shown). When the high level signal is input-
ted from the battery charger 50 to the signal terminal 13C,
a transistor (not shown) connected to a signal path to the
microcomputer 5 is brought into an ON state, and this
signal path is connected to the ground to make an output
to the microcomputer 5 low level.
[0095] Accordingly, the microcomputer 5 can detect
that the trigger switch has been operated in the main
body 40 to which the battery pack 1 is attached, based
on the input signal from the switch operation detection
circuit 8. Also, the microcomputer 5 can detect that the
battery pack 1 has been attached to the battery charger
50 based on the input signal from the battery charger
detection circuit 9.
[0096] An anode of the diode D2 is connected to the
microcomputer 5. A cathode of the diode D2 is connected
to the signal terminal 13D. Moreover, the power-supply
voltage Vdd is applied to the anode of the diode D2
through a pull-up resistor R5. When the battery pack 1
is connected to the battery charger 50, the cathode of
the diode D2 is, as shown in FIG. 3, connected to the
ground in the battery charger 50 through the signal ter-
minal 13D and the signal terminal 53C.
[0097] For this reason, a forward voltage (hereinafter,

referred to as "diode voltage") Vf of the diode D2 is in-
putted to the microcomputer 5. Here, the ground of the
battery pack 1 and the ground of the battery charger 50
are electrically connected to each other through the neg-
ative electrode terminal 12 and a negative electrode ter-
minal 52.
[0098] When the battery pack 1 is connected to the
battery charger 50, the battery pack 1 and the battery
charger 50 are also connected electrically to each other,
as shown in FIG. 3.
[0099] As shown in FIG. 3, the battery charger 50 in-
cludes a positive electrode terminal 51, the negative elec-
trode terminal 52, and the signal terminals 53A, 53B, and
53C. The positive electrode terminal 51 and the negative
electrode terminal 52 are provided for connecting, re-
spectively, to the positive electrode terminal 11 and the
negative electrode terminal 12 of the battery pack 1. The
signal terminals 53A, 53B, and 53C are provided for con-
necting, respectively, to the signal terminals 13B, 13C,
and 13D of the battery pack 1.
[0100] The battery charger 50 includes a rectifier circuit
55, a charging switching power supply circuit 56, a main
control unit (MCU) 57, and a controlling switching power
supply circuit 58.
[0101] The rectifier circuit 55 rectifies alternate current
(AC) power supplied from an AC power source such as
a commercial power source. Such a rectified output from
the rectifier circuit 55 is outputted to the charging switch-
ing power supply circuit 56 and the controlling switching
power supply circuit 58.
[0102] The charging switching power supply circuit 56
is a switching circuit that performs charging to the battery
2 based on the output from the rectifier circuit 55; the
charging switching power supply circuit 56 is drive-con-
trolled by the MCU 57.
[0103] The MCU 57 is constituted by a microcomputer,
in the same manner as in the microcomputer 5 in the
battery pack 1. The MCU 57 acquires a control signal
(analog voltage signal) from the microcomputer 5 in the
battery control circuit 4 through the signal terminals 13A
and 53A and controls patterns of charging to the battery
2 (charge current, charge voltage, etc.) by drive-control-
ling the charging switching power supply circuit 56 in ac-
cordance with the control signal.
[0104] The controlling switching power supply circuit
58 generates the power supply voltage Vee (DC 5 V in
the present embodiment, as already described above)
for operating an internal circuit inside the battery charger
50, such as the MCU 57 and the like.
The ground of the battery charger 50 is connected to the
negative electrode terminal 2B of the battery 2, through
the negative electrode terminal 52 and the negative elec-
trode terminal 12. A charge voltage generated in the
charging switching power supply circuit 56 is applied to
the positive electrode terminal 2A of the battery 2, through
the positive electrode terminal 51 and the positive elec-
trode terminal 11.
[0105] To the signal terminal 53B of the battery charger

15 16 



EP 2 587 584 A2

10

5

10

15

20

25

30

35

40

45

50

55

50, the power supply voltage Vee generated in the con-
trolling switching power supply circuit 58 is applied.
[0106] Accordingly, when the battery pack 1 is at-
tached to the battery charger 50 and the power supply
voltage Vee is generated in the controlling switching pow-
er supply circuit 58, in the battery pack 1, a high level
signal corresponding the power supply voltage Vee is
inputted to the battery charger detection circuit 9 through
the signal terminals 53B and 13C. Then, a signal level
of a detection signal inputted from the battery charger
detection circuit 9 to the microcomputer 5 changes from
high level to low level.
[0107] Next, an explanation will be given about an op-
eration of the microcomputer 5 in the battery pack 1.
The microcomputer 5 monitors detection signals from the
switch operation detection circuit 8 and the battery charg-
er detection circuit 9.
[0108] For example, when the battery pack 1 is at-
tached to the main body 40, if the detection signal from
the switch operation detection circuit 8 becomes low level
as a result of operating the trigger switch in the main body
40, the microcomputer 5 makes the discharge control
signal high level to turn on the transistor Q2 and allows
discharge from the battery 2 to the drive motor M1.
[0109] In short, when the transistor Q2 is brought into
an ON state, the transistor Q4 in the input/output circuit
35 in the main body 40 is brought into an OFF state and
the transistor Q3 provided on the current path to the drive
motor M1 is brought into an ON state; consequently, a
current flows through the drive motor M1 to rotate the
drive motor M1.
[0110] When the microcomputer 5 makes the dis-
charge control signal high level as such and allows the
discharge from the battery 2 to the drive motor M1 (i.e.,
during the discharge from the battery 2), the microcom-
puter 5 executes various protection processes that mon-
itor the battery 2 so as to protect the battery 2 from over-
discharge and the like.
[0111] In the present embodiment, as the aforemen-
tioned various protection processes, a discharge current
limitation process, an overdischarge limitation process,
and a battery temperature limitation process are per-
formed. These three processes limit the discharge from
the battery 2 to the drive motor M1 based on detection
results by the voltage detection IC 6, the current meas-
urement circuit 7, and the thermistor 3.
[0112] The discharge current limitation process per-
forms various limitations which include, for example, fol-
lowing limitations: it is periodically and cumulatively de-
tected whether or not overcurrent is flowing based on the
discharge current detected in the current measurement
circuit 7 during the discharge, and if the overcurrent is
flowing, it is periodically and cumulatively detected what
level the overcurrent is, etc.; then, depending on results
of the detection, the discharge is allowed, suspended, or
others.
[0113] The overdischarge limitation process suspends
the discharge from the battery 2 to the drive motor M1 in

the following manner: based on the battery voltage de-
tected in the voltage detection IC 6 during the discharge,
if at least one cell group of the cell groups has a voltage
equal to or less than a preset cell-voltage threshold value
or if a voltage of the battery 2 is equal to or less than a
preset battery-voltage threshold value, it is determined
that the battery 2 is in the overdischarge state; then, the
discharge control signal is made low level, thereby sus-
pending the discharge from the battery 2 to the drive mo-
tor M1.
[0114] Moreover, in the overdischarge limitation proc-
ess, an above-described process for turning off the shut-
down switch 17 is also performed if it is determined that
the battery 2 is in the overdischarge state.
[0115] As described above, an output state (a timing
of level change, etc.) of the battery-voltage detection sig-
nal outputted from the voltage detection IC 6 changes
depending on a temperature. Therefore, every time the
battery-voltage detection signal is inputted to the micro-
computer 5 from the voltage detection IC 6, the micro-
computer 5 measures the reset pulse width Wp of the
reset pulse P, corrects the battery-voltage detection sig-
nal based on results of the measurement, and obtain
each of the cell voltages V1-V5 of the respective cell
groups.
[0116] In the battery temperature limitation process,
when the battery temperature (the thermistor-detection
temperature Tt) detected in the thermistor 3 during the
discharge has exceeded a preset threshold value, it is
determined that the battery 2 is in an overheat state; then,
the discharge control signal is made low level, thereby
suspending the discharge from the battery 2 to the drive
motor M1.
[0117] Since the microcomputer 5 continues to output
the discharge control signal (high level) unless it is de-
termined that an abnormality such as overcurrent is oc-
curred in the above-described limitation processes, the
microcomputer 5 cannot detect an OFF state of the main
switch 36 (in other words, a suspension of operation of
the trigger switch) through the switch operation detection
circuit 8.
[0118] Thus, in the present embodiment, while the dis-
charge control signal is high level, the microcomputer 5
periodically makes the discharge control signal low level
for a very short period of time, to monitor the detection
signal from the switch operation detection circuit 8 at this
low level of the discharge control signal. Thereby, the
microcomputer 5 determines an operation state of the
main switch 36.
[0119] Moreover, for example, when the detection sig-
nal from the battery charger detection circuit 9 becomes
low level as a result of attachment of the battery pack 1
to the battery charger 50, the microcomputer 5 outputs
various information indicating a status (battery voltage,
battery capacity, ant the like) of the battery 2 to the MCU
57 of the battery charger 50 through the signal terminals
13B and 53A. Thereafter, when charge from the battery
charger 50 to the battery 2 is started, the microcomputer
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5 executes a charge control process for battery protec-
tion.
[0120] When the shutdown switch 17 is turned off, the
power-supply voltage Vdd is not supplied to the micro-
computer 5, thereby suspending an operation of the mi-
crocomputer 5. In this state, if the battery charger 50 is
connected to the battery pack 1, the power-supply volt-
age Vee in the battery charger 50 is supplied to the battery
pack 1. Based on the supplied power-supply voltage Vee,
the power-supply voltage Vdd is generated to make the
microcomputer 5 start operating again. Furthermore,
when the microcomputer 5 starts operating again by the
supply of the power-supply voltage Vdd, the microcom-
puter 5 turns on the shutdown switch 17 again.
[0121] In the charge control process executed by the
microcomputer 5 of the battery pack 1, whether or not an
abnormality such as overcharge to the battery 2, over-
heat of the battery 2 and so on has occurred is determined
based on a detection result by the voltage detection IC
6, the current measurement circuit 7, and the thermistor
3; and then, if an abnormality is determined to occur, a
command signal to suspend charging or to reduce charge
current is transmitted to the battery charger 50 through
the signal terminals 13B and 53A.
[0122] Moreover, the microcomputer 5 realizes two
functions, which will be explained below, based on the
diode voltage Vf detected by the diode D2. One of the
two functions is to detect an output abnormality of the
control power supply circuit 16.
[0123] As has been described above, the control power
supply circuit 16 lowers the power-supply voltage Vee
(DC 5 V) from the battery charger 50 to the power-supply
voltage Vdd (DC 3.3 V) when the battery pack 1 is con-
nected to the battery charger 50. However, due to some
reasons such as a short circuit in an internal circuit of the
control power supply circuit 16, there may be a malfunc-
tion in which the power-supply voltage Vee from the bat-
tery charger 50 is directly outputted from the control pow-
er supply circuit 16 as the power-supply voltage Vdd with-
out being lowered. That is to say, the power-supply volt-
age Vdd, which is 3.3 V in a normal state, may become
5 V in an abnormal state.
[0124] The microcomputer 5 of the present embodi-
ment recognizes each of the cell voltages V1 to V5 as
follows: an "AD value" (a value which has been AD con-
verted) of the cell voltage, which is inputted from the volt-
age detection IC 6, of each of the cell voltages V1 to V5
is divided by an "AD value" of the power-supply voltage
Vdd; and a result of the division is recognized as a cell
voltage of each of the cell voltages V1 to V5. In the
present embodiment, an AD conversion is performed by,
for example, an 8-bit (0-255) AD converter.
[0125] For this reason, if an abnormality in which the
power-supply voltage Vdd becomes 5 V occurs, the mi-
crocomputer 5 erroneously recognizes the cell voltage
as having a value lower than an actual value. Since it is
not desirable that the cell voltage becomes overvoltage,
it is vital to detect the aforementioned malfunction in the

control power supply circuit 16. In order to detect the
malfunction, the diode D2 is used.
[0126] Regardless of whether the power-supply volt-
age Vdd is 3.3 V or 5 V, the forward voltage (the diode
voltage) Vf of the diode D2 is about 0.6 V. Therefore, if
the power-supply voltage Vdd from the control power
supply circuit 16 is normal and 3.3 V, the diode voltage
Vf (0.6 V) inputted to the microcomputer 5 is recognized
as a numerical value of "47" by the microcomputer 5.
This numerical value is obtained by the following formula
(1). 

[0127] When the microcomputer 5 recognizes the di-
ode voltage Vf as the numerical value of "47", the micro-
computer 5 determines that the power-supply voltage
Vdd has a normal value without any malfunctions, etc.
[0128] However, if the output from the power-supply
voltage Vdd becomes 5 V due to a malfunction, etc. in
the control power supply circuit 16, the diode voltage Vf
(0.6 V) inputted to the microcomputer 5 is recognized as
a numerical value of "31" by the microcomputer 5. This
numerical value is obtained by the following formula (2). 

[0129] When the microcomputer 5 recognizes the di-
ode voltage Vf as the numerical value of "31", the micro-
computer 5 determines that the power-supply voltage
Vdd has an abnormal value due to a malfunction, etc. in
the control power supply circuit 16.
[0130] Here, the diode voltage Vf of the diode D2 is
normally 0.6 V. However, the diode voltage Vf may vary
due to various factors such as individual differences of
elements or ambient temperature, etc. If, for example,
there is a possibility in which the diode voltage Vf varies
in a range of 0.5 V to 0.7 V, the numerical value recog-
nized by the microcomputer 5 would also varies, as illus-
trated in FIG. 6.
[0131] Specifically, if the power-supply voltage Vdd is
normal (3.3 V), the numerical value of the diode voltage
Vf recognized by the microcomputer 5 varies in a range
of "39" to "54". Meanwhile, if the power-supply voltage
Vdd is abnormal (for example, 5 V), the numerical value
of the diode voltage Vf recognized by the microcomputer
5 varies in a range of "26" to "36".
[0132] Therefore, if the numerical value recognized as
the diode voltage Vf is in the range of "39" to "54", the
microcomputer 5 determines that the power-supply volt-
age Vdd is normal. On the other hand, if the numerical
value recognized as the diode voltage Vf deviates from
the range of "39" to "54", the microcomputer 5 determines
that the power-supply voltage Vdd is abnormal and that
a malfunction occurs. Here, the numerical value recog-
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nition of the diode voltage Vf by the microcomputer 5 and
a determination of whether or not a malfunction exists
based on such a recognized numerical value are per-
formed, for example, when the battery pack 1 is connect-
ed to the battery charger 50 (i.e., when this connection
is recognized by the microcomputer 5).
[0133] The other of the two functions realized by the
microcomputer 5 by using the diode D2 is to correct an
analog control signal which the microcomputer 5 outputs
to the battery charger 50 during charge.
[0134] When the battery pack 1 is connected to the
battery charger 50, as shown in FIG. 3, the microcom-
puter 5 of the battery pack 1 and the microcomputer
(MCU) 57 of the battery charger 50 are connected to
each other via the respective signal terminals 13B and
53A. While the battery charger 50 is connected to the
battery pack 1, the microcomputer 5 outputs a control
signal for controlling the battery charger 50, to the MCU
57 via the signal terminals 13B and 53A.
[0135] However, when charge current is flowing from
the battery charger 50 to the battery pack 1, a ground
potential of the microcomputer 5 becomes higher than a
ground potential of the MCU 57 due to various factors,
for example, a contact resistance between the negative
electrode terminals 12 and 52. In this case, since such
a difference between the aforementioned two ground po-
tentials affects the MCU 57, the MCU 57 may recognize
that a value of the control signal outputted from the mi-
crocomputer 5 is different from the voltage value output-
ted from the microcomputer 5.
[0136] In other words, for example, in a case where
the ground potential of the battery charger 50 is lower by
0.1 V than the ground potential of the battery pack 1 be-
cause of flowing of the charge current, if the microcom-
puter 5 outputs, for example, a voltage of 3 V as the
control signal, the MCU 57 may recognize that the control
signal has 3.1 V. Therefore, the microcomputer 5 cannot
correctly control the battery charger 50.
[0137] As described above, the microcomputer 5 de-
tects the IC temperature Tc based on the battery-voltage
detection signal from the voltage detection IC 6 (specif-
ically, based on the reset pulse width Wp). In addition,
the microcomputer 5 executes a thermistor abnormality
determination process. The thermistor abnormality de-
termination process is to determine whether or not a mal-
function exists in the thermistor 3 based on the detected
IC temperature Tc.
[0138] As shown in FIGS. 1A and 1B, the thermistor 3
is provided in the battery 2, and the voltage detection IC
6 is disposed on the control board 10 located at an upper
part of the battery 2. Therefore, it is expected that the
thermistor-detection temperature Tt detected by the ther-
mistor 3 and the IC temperature Tc detected based on
the reset pulse width Wp from the voltage detection IC 6
are not completely the same as each other, but are not
greatly different from each other and are relatively closer
to each other.
[0139] For this reason, if the thermistor-detection tem-

perature Tt is greatly different from the IC temperature
Tt, it is considered that the thermistor-detection temper-
ature Tt is abnormal, in other words, the thermistor 3 is
in an abnormal state.
[0140] Thus, in the present embodiment, it is config-
ured that the microcomputer 5 determines whether or not
the thermistor-detection temperature Tt is within a normal
range (and therefore, whether or not the thermistor 3 is
normal) based on the IC temperature Tc; if the thermistor
3 is abnormal, charge and/or discharge are limited or
suspended.
[0141] Here, an abnormality in the thermistor 3 does
not only mean an abnormality of the thermistor 3 itself.
For example, disconnection or short circuit of a wire con-
necting the thermistor 3 with the control board 10 is also
included in the abnormality in the thermistor 3. Further-
more, an abnormality in which a normal detection signal
cannot be obtained due to adherence of foreign sub-
stances to a wire from the thermistor 3 to the microcom-
puter 5, and so on is included in the abnormality in the
thermistor 3. In short, the abnormality in the thermistor 3
means any abnormalities which causes the correct ther-
mistor-detection voltage corresponding to a temperature
not to be inputted from the thermistor 3.
[0142] In FIGS. 7A and 7B, the thermistor abnormality
determination process executed by the microcomputer
5 is shown.
[0143] Every time the reset pulse P is inputted to the
microcomputer 5 from the voltage detection IC 6, the in-
put triggers the microcomputer 5 to execute the thermis-
tor abnormality determination process.
[0144] When the thermistor abnormality determination
process is stared, the microcomputer 5 first measures
the reset pulse width Wp of the reset pulse P (S110).
Based on the reset pulse width VS temperature charac-
teristic illustrated in FIG. 5A, the IC temperature Tc cor-
responding to the measured reset pulse width Wp is cal-
culated (S120).
[0145] Subsequently, the thermistor-detection voltage
Vt is obtained from the thermistor 3 (S130). Then, based
on the thermistor voltage VS temperature characteristic
illustrated in FIG. 5B, the thermistor-detection tempera-
ture Tt corresponding to the obtained thermistor-detec-
tion voltage Vt is calculated (S140).
[0146] After calculating the IC temperature Tc and the
thermistor-detection temperature Tt in the respective
manners explained above, a maximum value Tt_max and
a minimum value Tt_min in a temperature range which
is expected to be the thermistor-detection temperature
Tt are calculated (estimated) respectively based on the
IC temperature Tc (S150).
[0147] Specifically, as shown in FIG. 8, a map is pre-set
in which respective characteristics of the maximum value
Tt_max and the minimum value Tt_min of the expected
thermistor-detection temperature Tt are mapped to the
characteristic of the IC temperature Tc. For example, if
the reset pulse width Wp is "Wp1" and the IC temperature
Tc corresponding to Wp1 is "Tc1", the maximum value
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Tt_max and the minimum value Tt_min corresponding
to an IC temperature Tc1 are calculated, respectively, as
Tt_max1 and Tt_min1, based on the map.
[0148] In this way, the microcomputer 5 calculates the
maximum value Tt_max and the minimum value Tt_min
corresponding to the IC temperature Tc, by using the
map. However, such a calculation using the map is just
an example; needless to say, the maximum value Tt_
max and the minimum value Tt_min may be calculated
by other ways (for example, by a numerical operation,
etc.).
[0149] After calculating the maximum value Tt_max
and the minimum value Tt_min as above, whether or not
an abnormality exists in the thermistor 3 is determined
by determining whether or not the thermistor-detection
temperature Tt falls within a range between the minimum
value Tt_min and the maximum value Tt_max.
[0150] Specifically, it is firstly determined whether or
not the thermistor-detection temperature Tt is less than
the maximum value Tt_max (S160). In this case, if the
thermistor-detection temperature Tt is less than the max-
imum value Tt_max (S160: YES), it is subsequently de-
termined whether or not the thermistor-detection temper-
ature Tt is greater than the minimum value Tt_min (S170).
If the thermistor-detection temperature Tt is greater than
the minimum value Tt_min (S170: YES), the thermistor
3 is determined not to be abnormal (i.e., to be normal)
(S180) and the thermistor abnormality determination
process is terminated.
[0151] On the other hand, if the thermistor-detection
temperature Tt is equal to or greater than the maximum
value Tt_max (S160: NO) or if the thermistor-detection
temperature Tt is equal to or less than the minimum value
Tt_min (S170: NO), it is determined that some abnormal-
ity exists in the thermistor 3 (S190).
[0152] In the above case, it is determined whether dis-
charge from the battery 2 is currently performed or charge
to the battery 2 is currently performed (S200). If the dis-
charge is currently performed, a command to suspend
(or limit) the discharge is outputted (S210). Specifically,
as already described above, the suspension (or limita-
tion) of the discharge is achieved by completely turning
off the transistor Q2 or intermittently turning on and off
the transistor Q2.
[0153] However, if the charge is currently performed,
a command to suspend (or limit) the charge is outputted
(S220). Specifically, as already described above, the
suspension (or limitation) of the charge is achieved by
transmitting a command signal to suspend the charge or
reduce the charge current, to the battery charger 50
through the signal terminal 13B.
[0154] As explained above, in the battery pack 1 of the
present embodiment, the microcomputer 5 detects the
IC temperature Tc by using a temperature dependence
of the battery-voltage detection signal outputted from the
voltage detection IC 6 (specifically, a temperature de-
pendence of the reset pulse width Wp). Then, the micro-
computer 5 detects whether or not an abnormality exists

in the thermistor 3 based on the detected IC temperature
Tc. Therefore, in the present embodiment, it is possible
to provide the battery pack 1 having a higher liability and
capable of detecting whether or not an abnormality exists
in the thermistor 3.
[0155] Moreover, the IC temperature Tc is detected,
not by using an independent temperature-detection ele-
ment like a thermistor, but by using the voltage detection
IC 6 originally provided in the battery pack 1. That is to
say, it is not necessary to separately provide a temper-
ature-detection element in order to detect the IC temper-
ature Tc (and therefore, to detect whether or not an ab-
normality exists in the thermistor 3), and this detection
can be achieved by effectively utilizing an already exist-
ing configuration.
[0156] Furthermore, the detection of the IC tempera-
ture Tc is achieved by a simple way in which the detection
is performed based on the reset pulse width Wp from the
voltage detection IC 6.
[0157] Therefore, it is possible to easily and adequately
determine whether or not an abnormality exists in the
thermistor 3, while suppressing size increase and cost
increase of the battery pack 1.
[0158] Since the IC temperature Tc is obtained by the
calculation based on the reset pulse width Wp, such an
obtained temperature may be less accurate than the ther-
mistor-detection temperature Tt obtained by the thermis-
tor 3.
[0159] However, if the thermistor 3 is in an abnormal
state, the microcomputer 5 cannot detect the abnormal
state based on the detection signal (the thermistor-de-
tection voltage Vt) from the thermistor 3. On the other
hand, with respect to the voltage detection IC 6, the mi-
crocomputer 5 can determine whether or not the voltage
detection IC 6 is normal based on a state of the battery-
voltage detection signal inputted to the microcomputer 5
(for example, based on whether or not the reset pulse is
periodically inputted).
[0160] In other words, as long as the battery-voltage
detection signal is inputted from the voltage detection IC
6 in a normal way, the voltage detection IC 6 is normal;
therefore, the IC temperature Tc based on the reset pulse
width Wp is considered to be a reliable value. Accord-
ingly, as long as the voltage detection IC 6 operates nor-
mally, whether or not an abnormality exists in the ther-
mistor 3 is reliably determined based on the IC temper-
ature Tc.
[0161] Moreover, if an abnormality in the thermistor 3
is detected during charge operation and/or discharge op-
eration, this charge operation and/or discharge operation
is to be limited or suspended. Consequently, it is possible
to reliably inhibit various abnormal operations inside the
battery pack 1, which may be caused by the abnormality
in the thermistor 3.
[0162] In the present embodiment, the battery pack 1
corresponds to an example of a battery pack of the
present invention and the battery control circuit 4 corre-
sponds to an example of a temperature detection device
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of the present invention.
[0163] Specifically, the voltage detection IC 6 corre-
sponds to an example of a signal output circuit of the
present invention; the microcomputer 5 corresponds to
an example of an output signal-based temperature de-
tection unit of the present invention, an example of a tem-
perature detection signal-based temperature detection
unit of the present invention, an example of a threshold
value-based abnormality determination unit of the
present invention, and an example of a protection com-
mand output unit of the present invention; the oscillator
18 corresponds to an example of a clock generation cir-
cuit of the present invention; the thermistor 3 corresponds
to an example of a temperature detection element of the
present invention; each of a difference between the max-
imum value Tt_max and the IC temperature Tc and a
difference between the minimum value Tt_min and the
IC temperature Tc, corresponds to an example of a de-
tected-temperature difference threshold value of the
present invention.
[0164] In the present embodiment, it may be deter-
mined in S190 that some abnormality exists in the voltage
detection IC 6, if the thermistor-detection temperature Tt
is equal to or greater than the maximum value Tt_max
(S160: NO) or if the thermistor-detection temperature Tt
is equal to or less than the minimum value Tt_min (S170:
NO).

[Modified Examples]

[0165] Although an embodiment of the present inven-
tion has been described above, the present invention
should not be limited to the above-described embodi-
ment, but may take various forms within a technical scope
of the present invention.
[0166] For example, in the above-described embodi-
ment, the microcomputer 5 performs a various protection
operations based on the detected temperature by the
thermistor 3, and the IC temperature Tc is used only to
determine whether or not an abnormality occurs in the
thermistor 3; however, such various protection opera-
tions may be performed based on the IC temperature Tc.
[0167] That is, various control processes may be per-
formed by using, as needed, respective temperatures of
two positions, i.e., the IC temperature Tc and the ther-
mistor-detection temperature Tt. Moreover, a number of
positions are not limited to the aforementioned two loca-
tions but may be any number of positions inside the bat-
tery pack 1. In this case, if it is necessary to detect tem-
peratures of a plurality of positions inside the battery pack
1, it is preferable to detect a temperature of at least one
of the plurality of positions by not using the thermistor
but using a circuit, and the like in which a state of an
output signal changes depending on a temperature; such
a circuit is, for example, the above-described voltage de-
tection IC 6.
[0168] By such a configuration, it becomes possible to
detect temperatures of a plurality of positions inside the

battery pack 1 while suppressing size increase and cost
increase of the overall battery pack 1.
[0169] Moreover, it may be configured such that, in a
case where the IC temperature Tc and the thermistor-de-
tection temperature Tt are compared with each other and
a difference between the IC temperature Tc and the ther-
mistor-detection temperature Tt is equal to or greater
than a predetermined detected-temperature difference
threshold value, it is determined that at least one of the
aforementioned two temperatures is abnormal (i.e., at
least one of the voltage detection IC 6 and the thermistor
3 is abnormal).
[0170] Furthermore, without using the thermistor 3
(i.e., instead of using the thermistor 3), a temperature
inside the battery pack 1 may be monitored based on the
IC temperature Tc, so as to perform the various protection
operations based on the IC temperature Tc.
[0171] The thermistor-detection temperature Tt and
the IC temperature Tc can be also used as follows.
[0172] For example, a temperature abnormality deter-
mination function may be provided, and in this function,
when at least one of the thermistor-detection temperature
Tt and the IC temperature Tc becomes equal to or greater
than a predetermined temperature upper-limit value or
becomes equal to or less than a predetermined temper-
ature lower-limit value which is lower than the tempera-
ture upper-limit value, an abnormality is determined to
occur in the battery pack 1.
[0173] Moreover, in addition to (or, instead of) the tem-
perature abnormality determination function, a tempera-
ture-change rate abnormality determination function may
be provided. In this function, a change rate ΔTt of the
thermistor-detection temperature Tt and a change rate
ΔTc of the IC temperature Tc are calculated, and when
at least one of the two change rates ΔTt and ΔTc becomes
equal to or greater than a predetermined change rate
upper-limit value, an abnormality is determined to occur
in the battery pack 1.
[0174] FIGS. 9A and 9B show one example of a battery
temperature abnormality determination process execut-
ed by a microcomputer in a battery pack provided with
the temperature abnormality determination function and
the temperature-change rate abnormality determination
function. The microcomputer in the battery pack can pe-
riodically execute the battery temperature abnormality
determination process, for example, in parallel to the
thermistor abnormality determination process in FIGS.
7A and 7B.
[0175] When the microcomputer in the battery pack
starts the battery temperature abnormality determination
process in FIGS. 9A and 9B, firstly, the thermistor-detec-
tion temperature Tt and the IC temperature Tc are ob-
tained (S310). Specifically, the thermistor-detection tem-
perature Tt and the IC temperature Tc can be obtained,
for example, by calculation in the same procedures as
those in S110 to S140 in the thermistor abnormality de-
termination process in FIGS. 7A and 7B.
[0176] The microcomputer 5 determines whether or
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not the obtained thermistor-detection temperature Tt is
less than a predetermined temperature upper-limit value
(S320), and then whether or not the obtained thermistor-
detection temperature Tt is greater than a predetermined
temperature lower-limit value (S330). In this case, if the
thermistor-detection temperature Tt is equal to or greater
than the temperature upper-limit value (S320: NO), or
equal to or less than the temperature lower-limit value
(S330: NO), a first temperature abnormality flag is set
(S340).
[0177] If affirmative determinations are made in both
of S320 and S330 or after the first temperature abnor-
mality flag has been set in S340, the microcomputer 5
determines whether or not the obtained IC temperature
Tc is below the predetermined temperature upper-limit
value (S350), and then, whether or not the obtained IC
temperature Tc is greater than the predetermined tem-
perature lower-limit value (S360).
[0178] In this case, if the IC temperature Tc is equal to
or greater than the temperature upper-limit value (S350:
NO) or if the IC temperature Tc is equal to or less than
the temperature lower-limit value (S360: NO), a second
temperature abnormality flag is set (S370).
[0179] If affirmative determinations are made in both
of S350 and S360 or after the second temperature ab-
normality flag has been set in S370, the microcomputer
5 calculates a change rate ΔTt of the thermistor-detection
temperature Tt (S380) and a change rate ΔTc of the IC
temperature Tc (S390). These change rates ΔTt and ΔTc
can be calculated, for example, by calculating a rate of
change (difference) from the temperatures Tt and Tc ob-
tained in S310 during previous execution of the battery
temperature abnormality determination process, to the
temperatures Tt and Tc obtained in the battery temper-
ature abnormality determination process this time.
[0180] Then, the microcomputer 5 determines whether
or not the change rate ΔTt of the thermistor-detection
temperature Tt is less than a predetermined change rate
upper-limit value (S400). If the change rate ΔTt is equal
to or greater than the change rate upper-limit value
(S400: NO), the microcomputer 5 sets a third tempera-
ture abnormality flag (S410).
[0181] If affirmative determination is made in S400 or
after the third temperature abnormality flag has been set
in S410, the microcomputer 5 determines whether or not
the change rate ΔTc of the IC temperature Tc is less than
the predetermined change rate upper-limit value (S420).
[0182] If the change rate ΔTc is equal to or greater than
the change rate upper-limit value (S420: NO), the micro-
computer 5 sets a fourth temperature abnormality flag
(S430).
[0183] Then, the microcomputer 5 determines whether
or not at least one of the aforementioned four abnormality
flags has been set (S440). If any of the four abnormality
flags has not been set (S440: NO), the microcomputer 5
terminates the battery temperature abnormality determi-
nation process. On the other hand, if any of the four ab-
normality flags has been set, the microcomputer 5 pro-

ceeds to the subsequent S450 onwards, and to suspend
or limit corresponding operations of charge or discharge
depending on whether the charge to the battery 2 or the
discharge from the battery 2 is performed. The processes
in S450 onwards are the same as those in S200 onwards
in the thermistor abnormality determination process in
FIGS. 7A and 7B.
[0184] The microcomputer 5 executes the battery tem-
perature abnormality determination process in FIGS. 9A
and 9B in the above-explained manner. Thereby, the fol-
lowing abnormality detection becomes possible: for ex-
ample, if the temperature of the battery 2 exceeds or falls
below a rated temperature range, an abnormality is de-
termined to exist by detecting such an excess or such a
fall; also, an abnormality is determined to exist by detect-
ing overheat in other circuits (e.g., the battery control
circuit 4, etc.) than the battery 2. In a case that the ab-
normality is determined to exist, if the charge to the bat-
tery 2 or the discharge from the battery 2 is performed,
the discharge or charge may be suspended or limited.
[0185] In a case where the change rate of each of the
temperatures is equal to or greater than the correspond-
ing change rate upper-limit value, it is expected that the
temperature has been rapidly increasing due to some
abnormalities. Therefore, if the temperature has been
rapidly increasing, such a rapid increase is detected to
determine that an abnormality exists, to suspend or limit
the discharge operation or the charge operation. There-
by, it becomes possible to protect the battery pack 1 from
overheat. In this case, the microcomputer 5 corresponds
to an example of a detected temperature-based abnor-
mality determination unit of the present invention, an ex-
ample of a change rate-based abnormality determination
unit of the present invention, and an example of a pro-
tection command output unit of the present invention.
[0186] In the above-described embodiment, whether
or not an abnormality exists in the thermistor 3 is detected
based on the IC temperature Tc. However, in addition to
(or instead of) the IC temperature Tc, the detection may
be performed based on a temperature of the diode D2.
[0187] The diode voltage (forward voltage) Vf of the
diode D2 has a temperature dependence, as in the case
of the reset pulse width Wp. As illustrated in FIG. 10A,
the diode voltage Vf changes substantially in a linearly
manner in accordance with the temperature (diode tem-
perature) of the diode D2 itself. Specifically, as the diode
temperature becomes higher, the diode voltage Vf be-
comes smaller. Accordingly, the numerical value (AD val-
ue) of the diode voltage Vf, which is to be recognized by
the microcomputer 5, changes in accordance with the
diode temperature, as shown in FIG. 10B.
[0188] As above, by utilizing the temperature depend-
ence of the diode voltage Vf, the diode temperature is
estimated from the diode voltage Vf; based on the esti-
mated diode temperature, it is possible to detect whether
or not an abnormality exists in the thermistor.
[0189] Specifically, the aforementioned abnormality
detection of whether or not an abnormality exists in the
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output voltage (the power-supply voltage Vdd) of the con-
trol power supply circuit 16 based on the diode voltage
Vf, is firstly executed.
[0190] If the power-supply voltage Vdd is determined
to be normal, the diode temperature is estimated based
on the diode voltage Vf at a time of this determination.
The estimated diode temperature is compared with the
thermistor-detection temperature Tt. If a difference be-
tween the estimated diode temperature and the thermis-
tor-detection temperature Tt is within a predetermined
range, it can be determined that the thermistor 3 is nor-
mal. On the other hand, the difference goes beyond the
predetermined range, it can be determined that the ther-
mistor 3 is abnormal.
[0191] The abnormality detection of the thermistor 3
based on the diode voltage Vf can be performed by uti-
lizing circuits and the like originally provided in the battery
pack 1, in other words, the originally provided diode D2,
as in the case of the abnormality detection based on the
reset pulse width Wp. Thus, it is possible to easily and
adequately determine whether or not an abnormality ex-
ists in the thermistor 3 while suppressing size increase
and cost increase of the battery pack 1. Thereby, a higher
functionality of the battery pack 1 can be achieved.
[0192] Moreover, in the above-described embodiment,
the description has been given regarding a case where
the battery 2 is the lithium-ion rechargeable battery. How-
ever, this is just one example, and the battery 2 may be
other rechargeable batteries for example, a nickel -hy-
dride rechargeable battery, a nickel-cadmium recharge-
able battery or the like.
[0193] Furthermore, in the above-described embodi-
ment, the description has been given with respect to the
driver drill as the electric power tool main body 40 to
which the battery pack 1 is connected. However, the
present invention may be applied to any electric power
tool other than a driver drill.
[0194] In the electric power tool main body 40 of the
above-described embodiment, a brushed DC motor is
employed as the drive motor M1. However, a brushless
DC motor or an AC motor may be employed as the drive
motor M1.
[0195] It is explicitly stated that all features disclosed
in the description and/or the claims are intended to be
disclosed separately and independently from each other
for the purpose of original disclosure as well as for the
purpose of restricting the claimed invention independent
of the composition of the features in the embodiments
and/or the claims. It is explicitly stated that all value rang-
es or indications of groups of entities disclose every pos-
sible intermediate value or intermediate entity for the pur-
pose of original disclosure as well as for the purpose of
restricting the claimed invention, in particular as limits of
value ranges.

Claims

1. A temperature detection device (4) provided in a bat-
tery pack (1) for electric power tool and configured
to detect a temperature inside of the battery pack
(1), the temperature detection device comprising:

a signal output circuit (6, D2) configured to out-
put an output signal for use other than for indi-
cating an ambient temperature thereof, the out-
put signal being a signal that changes a state of
the output signal depending on the ambient tem-
perature; and
an output signal-based temperature detection
unit (5) configured to detect the temperature in-
side of the battery pack (1) based on the state
of the output signal from the signal output circuit
(6, D2).

2. The temperature detection device (4) according to
claim 1, further comprising a temperature detection
signal-based temperature detection unit (5) which
includes a temperature detection element (3) adapt-
ed to output a temperature detection signal indicating
an ambient temperature thereof, and which is con-
figured to detect the temperature inside of the battery
pack (1) based on the temperature detection signal
from the temperature detection element (3).

3. The temperature detection device (4) according to
claim 2, further comprising a detected temperature-
based abnormality determination unit (5) configured
to determine that an abnormality occurs in the battery
pack (1) when there occurs at least one of:

a case in which at least one of an output signal-
based detected temperature, which is a temper-
ature detected by the output signal-based tem-
perature detection unit (5), and a temperature
detection signal-based detected temperature,
which is a temperature detected by the temper-
ature detection signal-based temperature de-
tection unit (5), is equal to or greater than a pre-
determined temperature upper-limit value; and
a case in which at least one of the output signal-
based detected temperature and the tempera-
ture detection signal-based detected tempera-
ture is equal to or less than a predetermined
temperature lower-limit value which is less than
the temperature upper-limit value.

4. The temperature detection device (4) according to
claim 2 or 3, further comprising a change rate-based
abnormality determination unit (5) configured to de-
termine that an abnormality occurs in the battery
pack (1) when at least one of a change rate of an
output signal-based detected temperature, which is
a temperature detected by the output signal-based
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temperature detection unit (5), and a change rate of
a temperature detection signal-based detected tem-
perature, which is a temperature detected by the
temperature detection signal-based temperature de-
tection unit (5), is equal to or greater than a prede-
termined change-rate upper-limit value.

5. The temperature detection device (4) according to
any one of claims 2 to 4, further comprising a thresh-
old value-based abnormality determination unit (5)
configured to compare an output signal-based de-
tected temperature, which is a temperature detected
by the output signal-based temperature detection
unit (5), with a temperature detection signal-based
detected temperature, which is a temperature de-
tected by the temperature detection signal-based
temperature detection unit (5), and determine that
an abnormality occurs in at least one of the signal
output circuit (5) and the temperature detection ele-
ment (3) when a difference between the output sig-
nal-based detected temperature and the tempera-
ture detection signal-based detected temperature is
equal to or greater than a predetermined detected-
temperature difference threshold value.

6. The temperature detection device (4) according to
claim 5, wherein the threshold value-based abnor-
mality determination unit (5) is configured to deter-
mine that an abnormality occurs in the temperature
detection element (3) when the difference between
the output signal-based detected temperature and
the temperature detection signal-based detected
temperature is equal to or greater than the detected-
temperature difference threshold value.

7. The temperature detection device (4) according to
any one of claims 3 to 6, further comprising a pro-
tection command output unit (5) configured to output
a protection command when the detected tempera-
ture-based abnormality determination unit (5) deter-
mines that the abnormality occurs, the protection
command being at least one of a command to protect
the battery pack (1) by executing one of limitation
and suspension of discharge from the battery pack
(1), and a command to protect the battery pack (1)
by executing one of limitation and suspension of
charge to the battery pack (1).

8. The temperature detection device (4) according to
any one of claims 4 to 6, further comprising a pro-
tection command output unit (5) configured to output
a protection command when the change rate-based
abnormality determination unit (5) determines that
the abnormality occurs, the protection command be-
ing at least one of a command to protect the battery
pack (1) by executing one of limitation and suspen-
sion of discharge from the battery pack (1), and a
command to protect the battery pack (1) by executing

one of limitation and suspension of charge to the
battery pack (1).

9. The temperature detection device (4) according to
claim 5 or 6, further comprising a protection com-
mand output unit (5) configured to output a protection
command when the threshold value-based abnor-
mality determination unit (5) determines that the ab-
normality occurs, the protection command being at
least one of a command to protect the battery pack
(1) by executing one of limitation and suspension of
discharge from the battery pack (1), and a command
to protect the battery pack (1) by executing one of
limitation and suspension of charge to the battery
pack (1).

10. The temperature detection device (4) according to
any one of claims 1 to 9, wherein the output signal
is set such that an output level of the output signal
changes at a predetermined timing which changes
depending on the ambient temperature of the signal
output circuit (6).

11. The temperature detection device (4) according to
claim 10,
wherein the signal output circuit (6) is configured to
output at least a predetermined pulse signal as the
output signal,
wherein the pulse signal has a characteristic in which
a pulse width of the pulse signal changes depending
on the ambient temperature of the signal output cir-
cuit (6), and
wherein the output signal-based temperature detec-
tion unit (5) is configured to detect the temperature
inside of the battery pack (1) based on the pulse
width of the pulse signal.

12. The temperature detection device (4) according to
claim 11,
wherein the signal output circuit (6) comprises a
clock generation circuit (18) configured to output a
clock signal having a predetermined frequency,
wherein the signal output circuit (6) is configured to
output the pulse signal at a timing synchronized with
the clock signal from the clock generation circuit (18),
and
wherein the clock generation circuit (18) has a char-
acteristic in which the frequency of the clock signal
changes depending on a temperature of the clock
generation circuit (18).

13. A battery pack (1) for electric power tool comprising:

a battery (2) having at least one battery cell (21
to 30); and
the temperature detection device (4) according
to any one of claims 1 to 12.
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