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Description 

This  invention  relates  to  a  wet  process  of  manufacturing  mineral-fiberboard  products.and  is  concerned 
more  particularly  with  the  production  of  a  mineral  fiber  acoustical  board  having  a  fine-textured  appearance. 

5  Acoustical  boards  which  have  high  sound-absorption  properties  can  be  made  from  a  water  slurry  of 
mineral  wool  fibers  and  a  binder  such  as  starch.  In  the  manufacture  of  a  desirable  type  of  such  boards,  the 
mineral  wool  is  introduced  to  the  slurry  in  the  form  of  pellets  of  nodulated  mineral  wool.  A  mat  is  then 
formed  by  continuously  depositing  the  slurry  upon  a  moving  wire  screen  and  removing  the  water  by 
drainage  and  suction.  The  mat  thus  formed  is  dried  and  the  binder  set,  after  which  the  mat  is  cut  into  units 

io  of  desired  dimensions.  The  product  may  be  provided  with  fissures  or  perforations  or  otherwise  textured  in 
order  to  improve  its  appearance  and  enhance  its  sound-absorption  properties.  Use  of  the  nodulated  mineral 
wool  contributes  to  an  especially  attractive  appearance  in  the  finished  product  and  also  improves  the 
porosity  of  the  product,  enabling  it  to  absorb  sound  more  readily. 

A  disadvantage  of  the  above  water-laid  technique  is  that  it  requires  the  pre-nodulation  of  the  mineral 
75  wool  and  thus  entails  an  additional  process  step.  Also,  various  conventional  methods  of  nodulating  or 

granulating  mineral  wool  unfortunately  result  in  breakage  of  fibers,  which  diminishes  the  quality  of  the  wool. 
It  would  be  desirable  to  provide  a  mineral  fiberboard  product  which  would  have  a  combination  of 

advantageous  physical  properties,  including  a  highly  decorative  and  pleasing  appearance,  by  a  wet-forming 
technique  which  would  be  relatively  simple  and  economical  and  not  require  extra  manufacturing  steps,  such 

20  as  a  pre-nodulation  of  mineral  fibers. 
The  present  invention  concerns  an  improved  method  of  producing  a  wet  felted  board  containing  mineral 

fibers,  whereby  the  fibers  are  nodulated  during  mixing  of  the  board-forming  ingredients  instead  of  prior 
thereto. 

The  present  invention  also  involves  the  production  of  a  wet  felted,  fine-textured  mineral  fiberboard 
25  which  is  characterized  by  a  combination  of  desirable  physical  properties  including  good  strength  and 

sound-absorption  properties  and  a  highly  decorative  surface. 
According  to  the  present  invention,  there  is  provided  a  method  of  producing  an  acoustical,  mineral 

fiberboard  by  the  steps  of  forming  an  aqueous  slurry  of  a  mineral  fiber-containing  composition  suitable  for 
forming  an  acoustical  board,  dewatering  the  slurry  to  form  a  wet  felt;  optionally  coating  the  wet  felt  and 

30  drying  the  wet  felt  characterized  by  the  solids  content  of  the  slurry  being  between  4  and  10  weight  percent 
of  the  weight  of  the  slurry  to  bring  about  substantial  formation  of  nodulated  mineral  fiber  upon  mixing  of  the 
slurry;  mixing  the  slurry  to  uniformly  distribute  the  solids  and  form  the  nodules  of  mineral  fiber;  and 
abrading  the  surface  of  the  dried  felt  to  form  a  textured  surface  thereon. 

The  mineral  fiberboard-forming  slurry  is  preferably  formed  by  mixing  a  composition  comprising,  based 
35  on  the  total  weight  of  dry  ingredients,  from  about  20  to  85  percent  by  weight  of  mineral  fiber,  2  to  15 

percent  by  weight  of  cellulosic  fiber,  0  to  40  percent  by  weight  of  perlite,  0  to  30  percent  by  weight  of  clay, 
and  5  to  20  percent  by  weight  of  binder.  These  ingredients  are  combined  with  sufficient  water  to  make  up  a 
slurry  having  a  total  solids  of  from  about  4  to  10  percent  by  weight. 

As  described  below,  in  a  preferred  embodiment  the  ingredients,  together  with  the  water  necessary  to 
40  make  up  the  required  high  slurry  consistency,  are  added  to  conventional  mixing  and  holding  equipment 

from  which  they  are  flowed  onto  the  board-forming  wire  of  a  machine  such  as  a  Fourdrinier  through  a 
conventional  head  box.  The  water-laid  mat  which  is  thus  formed  is  compressed  and  dried.  The  resulting 
dried  board  surface  is  then  modified  to  yield  a  finished  product  having  a  combination  of  desirable 
properties,  including  a  visually  appealing  surface.  The  surface  modification  may  include  abrasion,  such  as 

45  by  surface  brushing  or  surface  blasting  (e.g.,  by  a  centrifugal  force  blasting  machine),  or  any  other 
treatment  which  results  in  a  decorative  appearance. 

The  invention  will  now  be  described  with  reference  to  the  accompanying  drawing  which  is  a  diagram- 
matic,  side  elevational  view  of  an  apparatus  for  carrying  out  the  method  of  the  present  invention. 

The  process  of  the  present  invention  is  preferably  carried  out  by  forming  an  aqueous  suspension  of  the 
50  material  to  be  nodulated,  such  as  mineral  wool  or  glass  wool,  and  the  other  board-forming  ingredients.  In  a 

typical  preparation  of  a  slurry  in  accordance  with  the  invention,  conventionally  felted  mineral  wool  is  first 
added  to  a  machine  chest  1  containing  water.  Then  the  other  ingredients,  typically  consisting  of  aqueous 
suspensions  of  perlite  and  optionally  clay,  or  starch,  and  of  paper,  are  added  to  the  machine  chest.  The 
machine  chest  agitator  2  is  suitably  operated  to  keep  the  slurry  stirred  up  so  that  the  ingredients,  including 

55  the  formed  nodules  of  mineral  wool,  are  uniformly  distributed  throught  the  slurry.  The  rate  and  duration  of 
agitation  for  forming  an  appropriate  content  of  nodulated  wool  in  the  slurry  can  be  readily  determined 
through  routine  experimentation.  Generally,  the  slurry  is  mixed  for  about  10  to  60  minutes  by  means  of  a 
rotary  agitator  (impeller)  revolving  at  a  rate  of  about  100  to  150  revolutions  per  minute. 
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The  consistency  or  solids  content  of  the  board-forming  slurry  must  be  sufficiently  high  to  bring  about 
substantial  formation  of  nodulated  wool  upon  mixing  of  the  slurry.  When  the  dried  board  containing  this 
nodulated  mineral  wool  is  subjected  to  surface  modification,  e.g.,  by  sandblasting  equipment,  centrifugal 
force  blasting  equipment,  brushes,  coaters,  or  the  like,  a  pleasing  appearance  is  created  on  the  board's 

5  surface.  The  content  of  nodulated  wool  and  the  surface  modification  technique  coact  to  produce  the 
decorative  surface  on  the  fiberboard  products  of  the  invention. 

The  mineral  wool-containing  slurry  can  have  a  very  wide  range  of  consistencies,  from  relatively  thick  to 
almost  unstirrable.  The  extremely  thick  slurries  are  less  desirable  because  of  the  difficulty  in  processing 
them.  The  consistency  is  advantageously  greater  than  about  5,  more  preferably  6,  and  most  preferably  7  wt 

io  %  solids.  The  aqueous  fibrous  slurry  generally  will  have  a  consistency  in  the  range  from  about  4  to  10, 
preferably  6  to  8,  and  more  preferably  6.5  to  7.5,  wt  %  solids.  This  use  of  high  consistencies  in  accordance 
with  the  present  invention  is  contrary  to  the  conventional  practice  of  keeping  the  solids  content  of  the  slurry 
as  low  as  possible,  such  as  between  about  2-4  wt  %,  so  as  to  provide  long  and  stringy  fibers  for  optimum 
wet  felting. 

is  The  mineral  fiber  component  to  be  nodulated  in  accordance  with  the  invention  includes  wool  or  fibers 
formed  from  rock,  slag,  fused  glass,  glass  mixtures  thereof  and  other  heat  liquefiable  raw  materials  capable 
of  being  converted  into  fibers.  The  mineral  fibers  usually  have  a  ratio  of  length  to  diameter  which  is  equal  to 
10  or  higher,  with  lengths  which  vary  between  0.1  and  100  mm,  more  typically  between  1  and  10  mm,  and 
diameters  within  the  range  of  0.1  to  25  microns.  The  mineral  wool  employed  in  the  process  of  the  invention 

20  typically  has  fiber  diameters  from  about  4  to  8  microns,  an  acid/base  ratio  (molar)  of  about  0.80  to  1.10  and 
the  following  composition: 

Mineral  Wool  Composition 

Typical  (%)  Range  (%) 

Si02  45  42-48 
AI2O3  8  7-9 
CaO  37  36-38 
MgO  7  6-9 

The  slurry  also  may  contain  cellulosic  fibers  and  a  binder.  The  solids  of  the  slurry  may  comprise  about 
20%  to  85%  mineral  fibers  and  about  2%  to  15%,  preferably  2%  to  10%,  cellulosic  fibers,  and  the  binding 
agent  in  an  amount  sufficient  to  form  the  board  of  the  invention,  as,  e.g.,  about  5%  to  15%. 

The  cellulosic  fibers  may  be  wood  fibers,  primary  or  secondary  paper  fibers,  cotton  linters  or  the  like. 
The  fiber  length  will  generally  be  up  to  about  1/4  inch  (6.35  mm)  in  length.  Highly  desirable  fibers  for  use  in 
the  present  invention  are  newsprint  fibers  which  will  generally  have  a  length  of  from  about  1/4  millimeter  to 
about  5  millimeters  with  an  average  length  of  about  1  millimeter. 

Numerous  materials  may  be  used  as  binding  agents  in  the  board-forming  composition  of  the  invention. 
Useful  binders  include  starch,  chemically  modified  starches,  phenol-formaldehyde  or  other  artificial  resin 
binders,  sodium  silicate,  glue,  casein,  rubber  latex,  aqueous  rubber  dispersions  or  emulsions,  asphalt 
emulsions,  or  combinations  thereof.  The  binder  may  include  a  minor  amount  of  virgin  kraft  pulp,  as 
disclosed  in  U.  S.  Patent  No.  2,773,764. 

A  wide  variety  of  fillers  can  be  employed  in  the  mineral  fiber  containing  composition  of  the  invention. 
The  preferred  fillers  are  those  which  are  inorganic.  The  filler  or  fillers  generally  constitute  about  5  to  70, 
more  preferably  about  15  to  50,  most  preferably  about  15  to  40  weight  percent  (dry  solids  basis)  of  the 
composition.  Examples  of  suitable  fillers  include  calcium  carbonate,  plaster  and  gypsum,  silica,  sericite, 
expanded  perlite,  fly  ash,  vermiculite,  natural  clay,  such  as  kaolin,  bentonite  or  ball  clay,  talc,  mica  and 
other  silicates. 

Advantageously,  the  composition  contains  about  5  to  50,  preferably  5  to  40,  and  more  preferably  10  to 
35,  wt  %  (dry  solids  basis)  of  expanded  perlite  particles,  which  suitably  have  a  density  in  the  range  from 
about  3.0  to  8.0,  preferably  5.0  -  8.0,  pcf  (48.0  to  128.0,  preferably  80.0  to  128.0,  kg/m3).  The  expanded 
perlite  used  in  the  present  invention  has  a  typical  screen  analysis  as  follows: 

3 
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Expanded  Perlite  Typical  Sieve  Analysis 

U.  S.  Sieve  No.  Sieve  Opening  %  Retained 

Typical  Range 

8  2.38  mm  0  0 
16  1.19  mm  0  0-2 
30  595  micron  8  4-20 
50  297  micron  55  35-60 

100  149  micron  27  15-40 
pan  -  10  10-20 

75  The  slurry  additionally  may  contain  other  auxiliary  substances  useful  in  conventional  mineral  fiberboard- 
forming  compositions,  such  as  preservatives,  wetting  agents,  defoamers,  retention  aids,  sizing  agents,  and 
broke.  The  amounts  of  such  auxiliary  additives  can  be  readily  determined  by  those  skilled  in  the  art. 

A  typical  formulation  (dry  weight  basis)  for  formation  of  the  textured  board  of  the  present  invention  is  as 
follows: 

Ingredient  Typical  (%)  Range  (%)  Preferred  Range  (%) 

Mineral  Wool  65  40-80  60-70 
Clay  0  0-30  0-5 
Perlite  22  0-40  20-30 
Cellulosic  Fibers  4  2-20  3-9 
Starch  9  5-20  7-12 
Retention  Aid  0.03  0-1  0-0.1 

After  the  mineral  wool  containing  slurry  is  agitated  sufficiently  to  nodulate  the  wool,  the  slurried 
composition  is  delivered  by  pump  3  through  pipe  4  to  head  box  5.  The  slurry  is  subsequently  deposited  on 
Fourdrinier  wire  7  through  orifice  6  of  head  box  5.  The  first  section  8  of  the  Fourdrinier  wire  permits  free 
drainage  of  water  from  the  material  and  further  drainage  is  promoted  by  suction  boxes  9  in  section  10.  As 
the  slurry  is  brought  in  contact  with  the  Fourdrinier  machine  and  water  of  the  slurry  drains  through  the  wire 
screen,  a  wet  felted  mat  of  the  mineral  fiber  composition  forms  on  the  machine.  The  wet  laid  mat  is 
dewatered  by  the  Fourdrinier  machine  to  a  solids  content  of  about  20  to  40  weight  percent. 

The  partially  dried  material  is  then  prepressed  to  a  thickness  of  about  0.4  to  0.8  inch  (10  to  20  mm)  by 
a  plurality  of  press  rolls  11.  It  will  be  appreciated  that  a  single  set  of  press  rolls  could  be  employed  if 
desired.  After  being  pressed,  the  sheet  product  will  generally  have  from  about  60  to  about  75%  water.  A 
coating  may  be  applied  to  the  pressed  mat  by  means  of  feed-pipe  13  and  coater  14. 

After  passing  through  press  rolls  11,  the  wet  mat  is  transferred  into  dryer  12.  At  the  outlet  of  the  dryer, 
there  is  obtained  a  board  having  a  moisture  content  of  less  than  about  1.0%.  The  board  is  cut  into  smaller 
panels  by  saw  arrangement  15.  The  dried  product  can  be  subjected  to  any  suitable  conventional  finishing 
apparatus,  depending  on  the  applications  for  which  it  is  intended.  Such  apparatuses  may  include  applicators 
for  applying  coatings  to  protect  and/or  decorate  the  product  surface,  such  as  bevel  coaters,  finish  spray 
coaters,  printers,  multi-color  decorative  coaters,  and  the  like,  and  further  drying  equipment. 

A  fine-textured  appearance  can  be  created  on  one  of  the  two  major  surfaces  of  the  dried  board  by  any 
suitable  texturing  means  17,  such  as  by  abrading,  scoring,  brushing,  etc.  The  board  may  be  advantageously 
turned  over  by  an  inverter  16  to  present  the  smooth  screen  side  for  surface  treatment.  It  has  been  found 
that  a  wheel  blaster,  such  as  that  supplied  by  Wheelabrator-Frye,  Inc.  and  known  as  a  Tile  Etch  Machine, 
produces  a  surface  which  is  fine-textured  and  visually  appealing. 

The  wheel  blaster  uses  centrifugal  force  to  propel  abrasive  material  against  the  board  surface.  Suitable 
abrasive  material  for  eroding  the  surface  includes  metal  grit,  plastic  abrasive,  and  walnut  shells.  Typically, 
the  surface  abrasion  removes  only  about  0.01-0.04  inch  (0.250  -1.016  mm)  of  the  board  surface  in 
producing  the  desired  look.  The  finish  coat  is  suitably  applied  to  the  board  surface  after  its  treatment  by  the 
blasting  machine. 

In  accordance  with  the  process  of  the  present  invention,  the  mineral  fiber-containing  slurry  is  typically 
formed  into  a  textured  fiberboard  of  from  about  0.4  to  0.8  inch  (10  mm  to  20  mm)  thick,  preferably  from 
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about  0.5  to  0.8  inch  (12.7  to  20.3  mm)  thick,  and  having  a  density  of  from  about  10  to  25  pounds  per  cubic 
foot  (160  to  400  kg  per  cubic  meter),  preferably  from  about  10  to  20  pounds  per  cubic  foot  (160  to  320  kg 
per  cubic  meter).  The  noise  reduction  coefficient  (NRC)  of  the  board  is  generally  from  about  0.50  -  0.70, 
and  preferably  greater  than  0.55,  and  can  be  secured  without  the  use  of  mechanical  punching  or  fissuring, 

5  although,  if  desired,  the  latter  means  of  perforating  the  board  surface  can  be  employed  to  further  enhance 
the  NRC. 

The  present  invention  provides  a  unique  method  of  producing  from  a  mineral  wool-containing  slurry  a 
wet-felted  mineral  ceiling  product  with  a  subtly-textured  surface  appearance.  The  board-forming  slurry  is 
formulated  to  contain  a  high  consistency  (solids  content),  such  as  from  about  6.0  -  7.5  wt  %,  and 

io  advantageously  to  contain  a  relatively  high  mineral  wool  content  (e.g.,>55  wt  %,  dry  solids  basis)  and  low 
cellulosic  fiber  content.  Wet  mixing  of  this  slurry  to  homogenize  it  results  in  nodulation  or  balling-up  of  the 
mineral  wool.  After  the  nodulated  wool-containing  slurry  is  forned  into  a  wet  mat  and  dried,  the  surface  of 
the  dried  board  can  then  be  modified,  such  as  by  wheel  blasting  or  brushing,  to  produce  a  fine-textured 
fibrous  product  which  is  eminently  suitable  for  use  as  an  acoustical  tile  or  panel  for  ceiling  and  wall 

is  decoration.  The  product  has  the  desired  appearance  and  good  acoustical  value  for  such  purposes  without 
the  conventional  pin  punched  perforations  normally  provided  in  acoustical  ceiling  board.  The  process  of  the 
invention  is  an  improvement  over  the  prior  practice  of  using  pre-nodulated  wool  in  fiberboard  formation  by 
eliminating  the  need  for  such  pre-nodulation.  By  providing  an  "hydraulic  cushion"  during  nodulation,  the 
present  process  has  the  further  advantage  of  doing  less  mechanical  damage  to  the  wool  fibers  than  the  pre- 

20  nodulating  technique. 
The  present  invention  is  further  illustrated  by  the  following  examples  in  which  all  percentages  are  by 

weight. 

EXAMPLE  1 
25 

This  example  illustrates  with  reference  to  the  drawing  the  large-scale  production  in  accordance  with  the 
present  invention  of  a  wet-felted  ceiling  product. 

The  formulation  utilized  in  manufacturing  the  product  consisted  of  the  following  ingredients  in  the  listed 
percentages  by  weight: 

Ingredient  % 

Mineral  Wool  54.3 
Clay  17.0 
Perlite  15.0 
Newsprint  6.5 
Starch  7.2 
Retention  Aid  0.05 

The  ingredients  were  diluted  with  water  to  form  a  slurry  in  machine  chest  1  .  Wet  mixing  of  the  slurry,  which 
had  a  stock  consistency  of  5.5  wt  %,  nodulated  the  mineral  wool.  The  slurry  was  transferred  to  head  box  5 
and  next  deposited  on  Fourdrinier  wire  7.  The  slurry  was  dewatered  in  a  conventional  manner  on  the 
Fourdrinier  machine  to  form  a  wet  felt  or  mat  of  interlocked  fibers.  The  partially  dewatered  fibrous  mat  was 
next  passed  through  a  press  section  comprising  pressing  rolls  1  1  ,  which  densified  the  mat  and  provided  a 
wet  mat  of  uniform  thickness  (about  one  inch  -  25  mm)  with  a  moisture  content  of  about  65%.  After  leaving 
the  press  section,  the  wet  mat  was  conveyed  to  dryer  12. 

After  being  dried,  the  board  product  was  subjected  to  various  conventional  finishing  steps,  which 
included  cutting  into  appropriate  sizes  and  cleaning.  After  being  flipped  over  by  inverter  16,  the  board 
product  was  then  abraded  on  the  screen  side  by  a  wheel  blaster,  and  this  side  was  coated  to  produce 
textured  fiberboards  of  the  invention. 

Mineral  ceiling  panels  made  in  accordance  with  the  foregoing  procedure  had  the  following  physical 
properties: 

55 
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Average  Thickness,  in  0.78-0.79 
"(mm)  (19.8-20.1) 

Average  Density,  Ib/cu  ft  17.4-18.2 
"  (kg/m3)  (278.7-291  .6) 

Transverse  Strength,  lb  42-60 
"  (kg)(force)  (19.1-27.3) 

NRC  0.50 

EXAMPLE  2 

Another  wet-felted  ceiling  product  was  manufactured,  utilizing  the  following  ingredients  in  the  listed 
percentages  by  weight: 

75 

Ingredient  % 

Mineral  Wool  67.0 
Perlite  22.7 
Newsprint  8.4 
Starch  7.3 
Retention  Aid  0.05 

A  slurry  of  the  ingredients  having  a  consistency  of  5.5  wt  %  was  formed  and  mixed  to  nodulate  the  mineral 
wool.  The  slurry  was  converted  to  textured  fiberboards  in  accordance  with  the  procedure  described  in 
Example  1.  The  process  was  repeated  except  that  feed-pipe  13  and  coater  14  were  employed  to  coat  the 
mat  and  thus  provide,  after  the  coated  mat  was  turned  upside  down  by  inverter  16,  a  backsizing  on  the 
finished  fiberboards. 

Backsized  and  unbacksized  mineral  ceiling  panels  made  in  accordance  with  the  foregoing  procedures 
had  the  physical  characteristics  reported  in  the  following  Table: 

6 
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T a b l e  

E v a l u a t i o n   of  F i b e r b o a r d s  

P h y s i c a l   P r o p e r t y  

ASTM  E-84  T u n n e l   T e s t   R a t i n g  

A v e r a g e   T h i c k n e s s ,   i n  

(mm) 

A v e r a g e   D e n s i t y ,   l b / c u   f t  
( k g / m 3 )  

T r a n s v e r s e   S t r e n g t h ,   b a c k s i z e d ,   l b  

(kg)   ( f o r c e )  

T r a n s v e r s e   S t r e n g t h ,   u n b a c k s i z e d ,   l b  
"  (kg)  ( f o r c e )  

V a l u e  

C l a s s   I  w i t h   a  20  F l a m e  

S p r e a d   and  10  S m o k e  

D e v e l o p e d  

0 . 7 3 9  

( 1 8 . 8 )  

1 3 . 3  

( 2 1 3 . 1 )  

2 6 . 9  

( 1 2 . 2 )  

3  1 9 . 0  

( 8 . 6 )  

NRC 

2 ' x   2'  (ca   600mm  x  600mm)  b a c k s i z e d   50 

2 ' x   2'  (ca   600mm  x  600mm)  u n b a c k s i z e d   50 

2 ' x   4'  (ca   600mm  x  1200mm)  b a c k s i z e d   55 

2 ' x   4'  (ca   600mm  x  1200mm)  u n b a c k s i z e d   50 

Claims 

1.  A  method  of  producing  an  acoustical,  mineral  fiberboard  by  the  steps  of  forming  an  aqueous  slurry  of  a 
mineral  fiber-containing  composition  suitable  for  forming  an  acoustical  board,  dewatering  the  slurry  to 
form  a  wet  felt;  optionally  coating  the  wet  felt  and  drying  the  wet  felt  characterized  by  the  solids  content 
of  the  slurry  being  between  4  and  10  weight  percent  of  the  weight  of  the  slurry  to  bring  about 
substantial  formation  of  nodulated  mineral  fiber  upon  mixing  of  the  slurry;  mixing  the  slurry  to  uniformly 
distribute  the  solids  and  form  the  nodules  of  mineral  fiber;  and  abrading  the  surface  of  the  dried  felt  to 
form  a  textured  surface  thereon. 

2.  The  method  of  claim  1  ,  characterized  in  that  the  solids  content  of  the  initially  formed  slurry  ranges  from 
5  weight  percent  to  7  weight  percent,  said  solids  content  comprises  from  5  to  20  weight  percent  of 
binder;  20  to  85  weight  percent  mineral  fibers;  2  to  15  weight  percent  of  cellulosic  fibers. 

3.  The  method  of  claims  1  or  2  characterized  in  that  the  solids  content  of  the  initially  formed  slurry 
comprises  40  to  80  weight  percent  mineral  wool;  0  to  30  weight  percent  of  clay;  0  to  40  weight  percent 
of  perlite;  and  5  to  20  weight  percent  of  starch. 

4.  The  method  of  any  of  the  preceding  claims,  characterized  in  that  the  abrasion  is  accomplished  by  a 
wheel  blaster  which  uses  centrifugal  force  to  propel  abrasive  material  against  the  surface,  the  abrasive 
material  preferably  being  walnut  shells. 

5.  The  method  of  any  of  the  preceding  claims,  characterized  in  that  the  surface  of  the  dried  felt  is 
mechanically  punched  or  fissured  to  further  enhance  the  noise  reduction  coefficient. 

6. The  method  of  any  of  claims  1  ,  2  or  3  characterized  by  depositing  the  slurry  on  a  moving  wire  screen 
to  form  a  partially  dewatered  wet  felt,  compressing  the  partially  dewatered  wet  felt  to  further  remove 
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water  therefrom,  and  drying  the  wet  felt. 

7.  The  method  of  claim  6  characterized  by  forming  a  textured  surface  on  said  dried  felt  by  abrading  the 
surface  of  the  dried  felt  which  did  not  contact  the  wire  screen  during  dewatering,  the  abrasion 

5  preferably  being  accomplished  by  a  wheel  blaster  which  uses  centrifugal  force  to  propel  abrasive 
material  against  the  surface,  the  abrasive  material  preferably  being  walnut  shells. 

Patentanspruche 

io  1.  Verfahren  zum  Herstellen  einer  Schallschluckplatte  auf  Mineralfaserbasis  mit  folgenden  Schritten:  es 
wird  eine  waBrige  Aufschlammung  einer  zum  Herstellen  einer  Schallschluckplatte  geeigneten,  Mineral- 
fasern  enthaltenden  Zusammensetzung  hergestellt  und  durch  Entwassern  der  Aufschlammung  wird  ein 
nasser  Filz  hergestellt,  der  gegebenenfalls  uberzogen  und  der  getrocknet  wird,  dadurch  gekennzeich- 
net,  dal3  der  Feststoffgehalt  der  Aufschlammung  4  bis  10  Gew.-%  des  Gewichts  der  Aufschlammung 

is  betragt,  so  dal3  beim  Mischen  der  Aufschlammung  in  betrachtlichem  Mal3e  Mineralfaserknoten  gebildet 
werden,  dal3  die  Aufschlammung  derart  gemischt  wird,  dal3  die  Feststoffe  gleichmaBig  verteilt  und 
Mineralfaserknoten  gebildet  werden,  und  dal3  der  getrocknete  Filz  durch  Schleifen  seiner  Oberflache 
eine  texturierte  Flache  erhalt. 

20  2.  Verfahren  nach  Anspruch  1  ,  dadurch  gekennzeichnet,  dal3  der  Feststoffgehalt  der  zunachst  hergestell- 
ten  Aufschlammung  im  Bereich  von  5  bis  7  Gew.-%  liegt  und  zu  5  bis  20  Gew.-%  aus  Bindemittel,  zu 
20  bis  85  Gew.-%  aus  Mineralfasern  und  zu  2  bis  15  Gew.-%  aus  Cellulosefasern  besteht. 

3.  Verfahren  nach  Anspruch  1  oder  2,  dadurch  gekennzeichnet,  dal3  der  Feststoffgehalt  der  zunachst 
25  hergestellten  Aufschlammung  zu  40  bis  80  Gew.-%  aus  Mineralwolle,  zu  0  bis  30  Gew.-%  aus  Ton,  zu 

0  bis  40  Gew.-%  aus  Perlit  und  zu  5  bis  20  Gew.-%  aus  Starke  besteht. 

4.  Verfahren  nach  einem  der  vorhergehenden  Anspruche,  dadurch  gekennzeichnet,  dal3  das  Schleifen  mit 
einem  Strahlrad  durchgefuhrt  wird,  das  unter  Fliehkraft  Schleifmittel  gegen  die  Oberflache  schleudert, 

30  wobei  das  Schleifmittel  vorzugsweise  aus  WalnuBschalen  besteht. 

5.  Verfahren  nach  einein  der  vorhergehenden  Anspruche,  dadurch  gekennzeichnet,  dal3  zur  weiteren 
Erhohung  des  Gerauschdampfungskoeffizienten  die  Oberflache  des  getrockneten  Filzes  mechanisch 
gelocht  oder  mit  Rissen  ausgebildet  wird. 

35 
6.  Verfahren  nach  einem  der  Anspruche  1  ,  2  oder  3,  dadurch  gekennzeichnet,  dal3  zum  Herstellen  eines 

teilentwasserten  nassen  Filzes  die  Aufschlammung  auf  ein  laufendes  Drahtsieb  aufgetragen  wird,  und 
zum  weiteren  Entfernen  von  Wasser  aus  dem  teilweise  entwasserten  Filz  dieser  zusammengedruckt 
wird  und  der  nasse  Filz  getrocknet  wird. 

40 
7.  Verfahren  nach  Anspruch  6,  dadurch  gekennzeichnet,  dal3  zum  Ausbilden  einer  texturierten  Flache  auf 

dem  getrockneten  Filz  jene  Flache  des  getrockneten  Filzes,  die  beim  Entwassern  nicht  mit  dem 
Drahtsieb  in  Beruhrung  getanden  hat,  geschliffen  wird,  und  zwar  vorzugsweise  mit  einem  Strahlrad,  das 
unter  Fliehkraft  Schleifmittel  gegen  die  Oberflache  schleudert,  wobei  das  Schleifmittel  vorzugsweise 

45  aus  WalnuBschalen  besteht. 

Revendicatlons 

1.  Methode  de  production  d'un  panneau  acoustique  en  fibres  minerales,  par  les  etapes  de  formation  d'une 
50  suspension  aqueuse  epaisse  d'une  composition  contenant  des  fibres  minerales  appropriee  a  I'elabora- 

tion  d'un  panneau  acoustique,  de  deshydratation  de  la  suspension  epaisse  pour  former  un  feutre 
humide  ;  optionnellement  de  revetement  du  feutre  humide  et  de  sechage  du  feutre  humide,  caracteri- 
see  en  ce  que  le  taux  de  solides  dans  la  suspension  epaisse  est  compris  entre  4  et  10  pour  cent  en 
masse  de  la  masse  de  la  suspension  epaisse,  pour  provoquer  une  formation  substantielle  de  nodules 

55  de  fibres  minerales  lors  de  I'homogeneisation  de  la  suspension  epaisse  ;  d'homogeneisation  de  la 
suspension  epaisse  pour  distribuer  les  solides  de  fagon  uniforme  et  constituer  des  nodules  de  fibre 
minerale  ;  et  I'abrasion  de  la  surface  du  feutre  humide  pour  constituer  une  surface  texturee  sur  le 
feutre. 

8 
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Methode  de  la  revendication  1,  caracterisee  en  ce  que  le  taux  de  solides  de  la  suspension  epaisse 
formee  initialement  va  de  5  pour  cent  en  masse  a  7  pour  cent  en  masse,  ledit  taux  de  solides  etant 
constitue  par  5  a  20  pour  cent  en  masse  de  liant;  20  a  85  pour  cent  en  masse  de  fibres  minerales  ;  2  a 
15  pour  cent  en  masse  de  fibres  cellulosiques. 

Methode  des  revendications  1  ou  2,  caracterisee  en  ce  que  le  taux  de  solides  de  la  suspension  epaisse 
formee  initialement  comprend  de  40  a  80  pour  cent  en  masse  de  laine  minerale  ;  de  0  a  30  pour  cent 
en  masse  d'argile  ;  de  0  a  40  pour  cent  de  perlite  ;  et  de  5  a  20  pour  cent  en  masse  d'amidon. 

Methode  d'une  quelconque  des  revendications  qui  precedent,  caracterisee  en  ce  que  I'abrasion  est 
realisee  par  une  machine  de  grenaillage  a  roue  qui  utilise  la  force  centrifuge  pour  propulser  le  materiau 
abrasif  contre  la  surface,  le  materiau  abrasif  etant  de  preference  des  coquilles  de  noix. 

Methode  d'une  quelconque  des  revendications  qui  precedent,  caracterisee  en  ce  que  la  surface  du 
feutre  seche  est  mecaniquement  poingonnee  ou  fissuree  pour  augmenter  encore  le  coefficient  de 
reduction  du  bruit. 

Methode  d'une  quelconque  des  revendications  1,  2  ou  3  caracterisee  par  le  depot  de  la  suspension 
epaisse  sur  un  tamis  en  fil  metallique  mobile  pour  former  un  feutre  partiellement  deshydrate,  la 
compression  du  feutre  partiellement  deshydrate  pour  en  retirer  une  nouvelle  quantite  d'eau,  et  le 
sechage  du  feutre  humide. 

Methode  de  la  revendication  6  caracterisee  par  la  formation  d'une  surface  texturee  sur  ledit  feutre  sec 
par  I'abrasion  de  la  surface  du  feutre  sec  qui  n'est  pas  au  contact  du  tamis  en  fil  metallique  pendant  la 
deshydratation.  I'abrasion  etant  de  preference  accomplie  par  une  machine  de  grenaillage  a  roue  qui 
utilise  la  force  centrifuge  pour  propulser  le  materiau  abrasif  contre  la  surface,  le  materiau  abrasif  etant 
de  preference  des  coquilles  de  noix. 
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