
19 

Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets ©  Publication  number  :  0  590   9 5 9   A 2  

12 EUROPEAN  PATENT  A P P L I C A T I O N  

©  Application  number  :  93307727.3 

©  Date  of  filing  :  29.09.93 

©  int.  ci.5:  C10M  111/00,  C10M  171/06,  
C10M  177/00,  / / C 1 0 N 2 0 / 0 6 ,  
C10N40/20,   C 1 0 N 5 0 / 0 8 ,  
C 1 0 N 7 0 / 0 0  

©  Priority  :  30.09.92  US  954936 

(43)  Date  of  publication  of  application  : 
06.04.94  Bulletin  94/14 

@  Designated  Contracting  States  : 
AT  BE  CH  DE  DK  ES  FR  GB  GR  IE  IT  LI  LU  MC 
NL  PT  SE 

©  Applicant  :  CASTROL  INDUSTRIAL  INC. 
651  West  Washington  Boulevard 
Chicago,  Illinois  60661  (US) 

©  Inventor  :  Lum,  Andrew  F. 
15927  Avenue  San  Miguel 
La  Mirada,  California  90638  (US) 

Inventor  :  Uribe,  Juan  M. 
1551  Pass  &  Covina  Road 
Valinda,  California  91744  (US) 
Inventor  :  Hogan,  John  M. 
4213  E.  9th  Street 
Long  Beach,  California  90804  (US) 
Inventor  :  Persinger,  Richard  A. 
O  N  524  Arbor  Court 
Winfield,  Illinois  60190  (US) 
Inventor  :  Miller,  James  F. 
19002  Montell  Ct. 
Rowland  Heights,  California  91748  (US) 
Inventor  :  Navaratnam,  Ramesh  A. 
25033  West  Mary  Lane 
Plainfield,  Illinois  60544  (US) 

©  Representative  :  Baverstock,  Michael  George 
Douglas  et  al 
BOULT,  WADE  &  TENNANT  27  Furnival  Street 
London,  EC4A  1PQ  (GB) 

CM 
<  

If) 
o> 
o  
o> 
If) 

LU 

©  Carrier-free  metalworking  lubricant  and  method  of  making  and  using  same. 

©  A  carrier-free  pulverulent  metalworking  lubricant  composition.  In  one  form,  the  composition  contains 
from  2  to  30%  by  weight  sulfur  and  at  least  one  component  having  adhesive  properties  at  forging 
temperatures,  the  composition  being  formed  by  a  method  comprising  the  steps  of:  (a)  forming  a  dry 
mixture  of  said  particulate  lubricant  components,  and  (b)  agglomerating  said  admixture  to  form 
agglomerated  particles.  The  application  of  the  composition  as  a  metal  working  lubricant  significantly 
reduces  smoke  and  oily  waste  generation  in  hot  forging  operations  by  eliminating  the  use  of  oils  or 
volatile  organic  compounds  as  carriers,  while  providing  acceptable  performance,  cleanability  and 
sprayability. 
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This  invention  relates  to  the  field  of  metalworking  lubricants  in  general  and,  in  one  particular  respect,  to 
forging  lubricants.  More  particularly,  it  relates  in  one  aspect  to  a  new  forging  lubricant  composition  and  a  meth- 
od  of  using  that  composition  in  the  hot  forging  of  metal  workpieces.  Metal  parts  of  a  multitude  of  sizes  and 
shapes  are  manufactured  by  various  types  of  forging  operations,  and  these  parts  are  formed  from  stock  com- 

5  posed  of  a  great  many  metals  and  metal  alloys.  A  great  many  parts  are  forged  from  such  metals  and  metal 
alloys  as,  for  example,  steel,  aluminum,  titanium,  and  high  nickel  alloys,  to  name  but  a  few. 

The  conditions  under  which  metal  parts  are  forged,  of  course,  are  widely  variable,  depending  upon  not  only 
the  nature  of  the  metal,  but  upon  the  size  and  complexity  of  configuration  of  the  desired  part.  Small,  thin,  simply 
shaped  parts  may  obviously  be  forged  from  a  relatively  flowable  metal  such  as  aluminum  under  much  less  rig- 

to  orous  conditions  than  are  required  to  forge  large  more  complex  shaped  parts  from  a  metal  such  as  steel. 
Each  set  of  forging  conditions  requires  a  specialized  lubricant,  and  there  is  therefore  a  multitude  of  aqu- 

eous-based,  oil-based  and  organic  solvent-based  lubricants  currently  in  use  in  various  forging  operations. 
Many  such  lubricant  systems,  particularly  those  used  under  the  most  demanding  forging  conditions,  by  their 
nature  require  the  user  to  make  compromises  in  order  to  achieve  the  desired  functional  characteristics  while 

15  avoiding  as  much  as  possible  any  safety,  occupational  health  or  environmental  hazards  involved  in  their  use. 
Moreover,  in  some  instances,  more  restrictive  health  and  environmental  guidelines  are  now  in  force  which  may 
make  the  use  of  certain  lubricant  systems  either  extremely  expensive  or  simply  unworkable.  It  is  to  these  and 
related  concerns  which  the  present  invention  is  directed. 

In  a  typical  high  performance  forging  operation,  such  as  one  which  might  be  devoted  to  the  manufacture 
20  of  large,  complex  parts  from  aluminum  alloy  stock,  an  effective  lubricant  is  one  which  ordinarily  contains  a  va- 

riety  of  lubricity  agents  in  a  carrier  comprising  mineral  oil  and/or  volatile  organic  solvents.  The  dies  used  in 
such  forging  operations  are  maintained  at  high  temperatures,  in  the  range  of  350°F  to  825°F,  in  order  to  permit 
proper  metal  flow  during  the  forging  operation. 

The  forging  lubricant  is  typically  applied  to  the  die  and  the  workpiece  by  spraying,  and,  on  account  of  the 
25  temperatures  involved,  the  mineral  oil  and  volatile  organic  compounds  immediately  flash  off,  leaving  only  a 

relatively  small  amount  of  residue  which  actually  functions  as  the  lubricant.  As  anyone  who  has  observed  such 
a  forge  operation  well  knows,  the  flashing  off  of  the  mineral  oil  and  volatile  organic  compounds  creates  a  sig- 
nificant  amount  of  open  flames,  and  the  spray  wand  by  which  the  lubricant  is  applied  takes  on  the  appearance 
of  a  flame  thrower.  Moreover,  a  large  amount  of  smoke  is  typically  generated  when  the  mineral  oil  and  volatile 

30  organic  compounds  flash  off,  since,  at  the  same  time,  a  rather  significant  portion  of  the  lubricity  agents  may 
burn  off  as  well.  In  this  context,  it  is  well  known  that  any  improvements  in  the  performance  of  the  forge  lubricant 
which  are  achieved  by  reformulation  frequently  come  at  the  cost  of  significantly  higher  smoke  generation. 

Similar  difficulties  are  inherent  when  oil-based  paste  type  lubricants  are  utilized.  While  the  paste  lubricants 
contain  little  or  no  volatile  organic  compounds,  their  oil  carriers  partially  or  completely  burn  at  typical  forging 

35  temperatures,  resulting  in  significant  heavy  smoke  generation. 
The  hazards,  expense  and  environmental  problems  associated  with  such  forging  operations  are  of  great 

proportion  and  are  quickly  becoming  even  more  so. 
In  a  state  such  as  California,  where  environmental  protection  statues  and  regulations  impose  rigid  stan- 

dards  on  industrial  operations,  and  in  other  states  which  have  similar  environmental  protection  schemes,  the 
40  smoke  generated  by  a  large  forge  operation  creates  tremendous  difficulties. 

Since  environmental  agencies  frequently  monitor  smoke  emissions  by  aerial  surveillance,  there  is  close 
attention  paid  to  reducing  the  smoke  generated  in  the  forging  operation.  Unfortunately,  this  often  limits  the 
efforts  made  to  vent  the  smoke  from  the  buildings  in  which  the  forge  operation  is  housed.  The  result  of  this  is 
a  significant  degradation  of  the  air  quality  within  the  buildings. 

45  An  important  economic  consideration  is  that  in  California,  for  example,  a  tax  may  be  levied  upon  each  gal- 
lon  of  volatile  organic  compounds  emitted  into  the  air.  More  importantly,  as  air  quality  standards  are  progres- 
sively  raised,  there  will  soon  come  a  time  when  a  forge  operation  will  simply  be  prohibited  from  emitting  large 
amounts  of  smoke.  The  choice  then  will  be  to  find  an  alternative  lubricant  which  produces  significantly  reduced 
amounts  of  smoke  or  to  cease  operations  entirely. 

so  Similar  problems  exist  with  respect  to  the  use  of  oil  or  solvent-based  lubricants  in  smaller  scale  forge  and 
other  metalworking  operations,  since  waste  lubricant  materials  of  this  type  are  considered  an  environmental 
hazard.  Disposal  is  therefore  tightly  controlled  and  increasingly  expensive. 

Other  related  concerns  create  a  strong  demand  for  alternative  metalworking  lubricants. 
As  described  above,  open  flame  is  generated  when  conventional  mineral  oil  and  volatile  organic  com- 

55  pound-based  lubricants  are  applied  to  a  heated  die.  One  must  therefore  have  available  fire  prevention  and  fire 
control  equipment,  such  as  fire  extinguishers  and  sprinkler  systems,  in  the  immediate  area  of  the  forge  oper- 
ation.  Indeed,  fire  extinguishers  see  regular  use  in  many  forge  operations,  and  the  cost  of  their  maintenance 
is  significant.  In  general,  fire  prevention,  fire  control  and  fire  detection  systems  of  all  types  are  regular  and 
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significant  capital  and  maintenance  cost  items  for  hot  forge  operations. 
A  related  problem  associated  with  the  use  of  conventional  volatile  organic  compound-based  lubricants  is 

the  need  for  special  storage  facilities  on  account  of  their  high  flammability.  This  too  imposes  a  significant  cost 
associated  with  the  use  of  conventional  lubricants. 

5  Transportation  of  these  flammable  lubricants  in  special  containers  and  special  vehicles  is  yet  another 
source  of  additional  cost,  hazard,  and  inconvenience  associated  with  their  use. 

A  still  further  disadvantage  of  conventional  lubricant  systems  which  results  from  the  flashing  off  of  oil  and 
solvent  carriers  is  that  the  smoke  generated  forms  tar-like  deposits  on  machinery,  finished  parts,  floors,  win- 
dows,  and  nearly  everything  else  housed  in  the  same  building  with  the  forge  operation.  Quite  apart  from  the 

10  aesthetic  undesirability  of  such  deposits,  there  are  economic  and  health  concerns  as  well.  Many  large  forge 
operations  maintain  permanent  steam-cleaning  facilities  at  a  significant  cost. 

Various  types  of  dry  lubricants  and  methods  for  applying  them  to  metal  surfaces  have  been  proposed  for 
use  in  diverse  environments,  but  none  has  been  widely  adopted  on  account  of  certain  inherent  disadvantages 
in  either  the  lubricant  itself  or  the  method  of  its  application. 

15  For  example,  in  titanium  forging  operations,  it  has  been  proposed  to  utilize  a  powdered  lubricant  composed 
of  glass  and  ceramic  components,  with  the  optional  use  of  steel  shot,  in  a  process  in  which  the  lubricant  is 
imbedded  in  the  forge  tool  surface  by  a  high  pressure  spray.  This  process  is  described  in  terms  of  sandblasting 
the  lubricant  onto  the  tool  surface,  and  is  intended  to  effect  a  cold  working  and  smoothing  of  the  tool  surface. 
Of  course,  such  a  high  pressure  spray  process  involves  the  use  of  rather  expensive  spray  equipment,  and  it 

20  also  presents  the  risk  of  worker  injury  due  to  misdirected  spray. 
Others  have  proposed  to  spray  dry  reactant  materials  onto  hot  metal  surfaces  in  order  to  form  a  reaction 

product  lubricant  in  situ.  Still  others  have  proposed  various  combinations  of  dry  lubricant  components  for  use 
in  a  wide  range  of  applications.  Many  of  these  lubricant  compositions,  however,  have  drawbacks,  as  well. 

After  forging,  whether  with  a  conventional  or  dry  lubricant,  aluminum  parts  are  subjected  to  a  caustic  etch 
25  for  the  purpose  of  removing  lubricant  residues.  In  a  preferred  procedure  which  is  well  known  in  the  art,  the 

caustic  etch  may  be  used  in  combination  with  an  acid  wash.  In  many  aluminum  forge  operations,  the  acid  wash 
advantageously  precedes  the  caustic  etch. 

As  is  well  known  in  the  art,  the  conditions  of  these  wash  and  etch  procedures  are  quite  harsh.  Typically, 
the  caustic  etch  bath  is  5%  to  15%  by  weight  alkali  metal  hydroxide  in  water.  Typical  acid  baths  are  similarly 

30  strong,  often  containing  a  high  concentration  of  nitric  acid.  In  forge  operations  using  conventional  solvent  or 
oil  based  lubricants,  the  wash  and  etch  procedure  works  quite  well  to  remove  essentially  all  lubricant  residues 
from  the  forged  parts. 

Notwithstanding  the  harsh  conditions  of  the  wash  and  etch,  however,  it  has  been  found  that  residues  of 
powdered  lubricants  may  still  adhere  to  the  parts  with  such  tenacity  that  even  subjecting  the  parts  to  physical 

35  removal  procedures,  such  as  brushing  and  scraping,  after  the  etch  will  not  adequately  clean  them. 
It  has  also  been  found,  in  working  with  multi-component  powdered  lubricants,  that  obtaining  a  consistent 

spray  pattern  using  conventional  powder  coating  equipment  is  extremely  difficult.  Overspray,  underspray,  puff- 
ing,  and  sputtering  have  been  found  to  be  serious  drawbacks,  both  from  the  standpoint  of  obtaining  afunctional 
lubricant  coating  on  the  workpiece  and  from  the  standpoint  of  efficient  use  of  powder  lubricant  material.  Overall, 

40  the  spray  process  has  heretofore  been  found  too  erratic  to  be  acceptable  commercially.  Moreover,  it  has  been 
unexpectedly  found  that  the  spray  was  particularly  unpredictable  when  utilizing  powder  coating  equipment 
which,  as  is  quite  common,  utilizes  a  fluidized  bed  as  a  reservoir  from  which  the  powder  was  sprayed.  Even 
utilizing  powder  coating  equipment  which  has  a  gravity-fed  reservoir  has  typically  provided  only  a  marginal  im- 
provement  in  consistency. 

45  While  the  particular  problems  encountered  in  an  aluminum  forge  operation  have  been  described  in  detail, 
many  of  the  same  and  other  related  concerns  exist  in  other  metal  working  environments.  These  include  not 
only  other  hot  forge  operations,  such  as  the  manufacture  of  forged  steel  and  titanium  parts,  but  also  a  wide 
variety  of  other  metalworking  and  metal  forming  operations.  Examples  include  extrusion,  drawing,  stamping, 
and  other  hot  and  cold  forming  operations,  many  of  which  employ  lubricants  in  aqueous  or  solvent  based  car- 

50  riers.  Thus,  many  of  the  same  technical  and  economic  benefits  could  be  realized  in  such  operations  by  adopting 
an  improved  dry  lubricant  composition. 

It  is  therefore  a  principal  object  of  the  present  invention  to  provide  a  forge  lubricant  and  a  method  of  its 
use  which  significantly  reduce  the  amount  of  smoke  and  oily  waste  generated  during  the  forging  operation. 

A  related  object  is  to  eliminate  the  organic  carrier  materials  which  are  essential  parts  of  conventional  high 
55  performance  forging  lubricants. 

Thus,  a  general  object  of  the  present  invention  to  provide  a  lubricant  which  eliminates  many  health,  envir- 
onmental  and  safety  drawbacks  of  conventional  lubricants  having  mineral  oil  and  volatile  organic  compounds 
as  carriers. 
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Another  more  particular  object  is  to  eliminate  the  need  for  special  transportation  and  storage  facilities 
which  are  required  for  conventional  lubricants. 

A  further  important  object  of  the  present  invention  is  to  provide  a  powdered  lubricant  composition  which 
may  be  applied  to  a  workpiece  and/or  die  in  a  substantially  uniform  coating  by  the  use  of  conventional  powder 

5  coating  equipment. 
A  related  object  is  to  provide  a  method  of  manufacturing  a  powdered  lubricant  composition  which  may  be 

more  readily  applied  to  a  workpiece  and/or  die  in  a  substantially  uniform  coating  by  the  use  of  conventional 
powder  coating  equipment. 

Yet  another  important  object  is  to  provide  a  high  performance  dry  lubricant  which  does  not  form  residues 
10  which  resist  removal  by  conventional  cleaning  procedures. 

Other  objects  and  advantages  of  the  present  invention  will  be  apparent  to  those  skilled  in  the  art  from  the 
following  description  of  the  invention  and  the  appended  claims. 

In  its  most  basic  form,  the  composition  of  the  present  invention  is  a  carrier-free  pulverulent  metalworking 
lubricant,  i.e.,  one  which  is  entirely  free  of  the  oils  and  volatile  organic  compounds  commonly  employed  as  car- 

is  riers  for  forge  lubricant  compositions.  Similarly,  in  one  form,  the  method  of  the  invention  is  a  method  of  forming 
a  workpiece  in  a  metal-forming  apparatus  which  includes  the  steps  of  applying  to  at  least  one  of  the  metal- 
forming  apparatus  and  the  workpiece  a  coating  of  an  effective  amount  of  the  carrier-free  pulverulent  lubricant 
composition  of  the  invention  and  forming  the  workpiece  in  the  apparatus. 

The  carrier-free  pulverulent  metalworking  lubricant  of  the  invention  may,  in  general,  include  as  well  as  its 
20  essential  compounds  any  material  which  will  provide  lubricating  properties  at  the  temperatures  typically  en- 

countered  in  a  forging  process  and  which  can  be  put  into  a  physical  form  which  permits  it  to  be  applied  to  the 
die  and/or  the  workpiece  by  conventional  powder-coating  equipment. 

In  accordance  with  the  present  invention,  the  need  to  incorporate  a  mineral  oil  and/or  a  volatile  organic 
compound-based  carrier  is  completely  eliminated,  with  the  result  that  the  smoke  generated  by  conventional 

25  lubricants  is  significantly  reduced. 
In  a  first  aspect  the  invention  is  a  carrier-free  pulverulent,  metalworking  lubricant  composition  comprising 

from  2%  to  30%  by  weight  sulfur  and  at  least  one  component  having  adhesive  properties  at  forging  tempera- 
tures. 

In  a  second  aspect  the  invention  is  a  carrier-free  pulverulent  metalworking  lubricant  composition  compris- 
30  ing  few  or  no  particles  more  than  50%  larger  or  smaller  than  the  means  particle  size. 

In  yet  a  third  aspect  the  present  invention  is  directed  to  a  method  of  forming  a  carrier-free  pulverulent  met- 
alworking  lubricant  comprising  the  steps  of  forming  a  dry  admixture  of  the  particulate  components,  and  agi- 
tating  the  admixture  whereby  agglomerated  particles  of  a  carrier-free  pulverulent  metalworking  lubricant  are 
formed.  Preferably,  the  method  further  includes  the  step  of  adding  a  binder  to  facilitate  the  adherence  of  the 

35  particles  to  one  another.  More  preferably,  the  binder  is  an  aqueous  based  solution;  most  preferably  the  binder 
is  an  aqueous  solution  that  includes  a  thickener  and/or  a  surfactant. 

A  still  further  aspect  of  the  invention  is  a  method  of  forging  a  workpiece  in  a  die  which  includes  the  steps 
of  applying  to  at  least  one  of  said  die  and  said  workpiece  a  coating  of  an  effective  amount  of  the  carrier-free 
pulverulent  lubricant  composition  of  the  invention  or  made  by  the  above  described  method  of  the  invention. 

40  The  advantages  inherent  in  the  composition  and  methods  of  the  present  invention  are  numerous.  In  par- 
ticular,  the  elimination  of  much  of  the  smoke  previously  generated  by  the  flashing  off  of  a  mineral  oil  and  volatile 
organic  compound  carrier  permits  a  forging  operation  to  continue  in  business  in  full  compliance  with  environ- 
mental  statutes  and  regulations.  Moreover,  the  business  may  continue  without  the  economic  burden  of  tax  pay- 
ments  based  on  the  emission  of  volatile  organic  compounds.  In  many  instances,  the  use  of  the  composition 

45  and  method  of  the  present  invention  will  permit  a  forge  operation  to  continue  in  existence  under  a  stringently 
regulated  environmental  scheme  which  would  otherwise  cause  it  to  be  shut  down  entirely. 

Other  economic  advantages  of  the  composition  and  method  of  the  invention  are  of  equally  great  impor- 
tance.  The  reduction  in  weight  and  volume  which  occurs  when  the  carriers  of  conventional  lubricants  are  elim- 
inated  leads  to  savings  in  the  cost  of  shipment  and  storage.  Even  further  savings  are  realized  in  transportation 

so  and  storage  costs  because  the  carrier-free  composition  of  the  invention  is  neither  flammable  nor  hazardous, 
and  it  can  be  shipped  and  stored  in  the  same  manner  as  any  other  nonhazardous  material.  Moreover,  pack- 
aging  costs  are  significantly  reduced,  since  a  five-gallon  plastic  pail  of  the  carrier-free  pulverulent  metalwork- 
ing  lubricant  of  the  present  invention  will  be  the  functional  replacement  for  a  fifty-five  gallon  steel  drum  of  a 
conventional  lubricant. 

55  in  the  forge  operation  itself,  the  composition  and  method  of  the  invention  result  in  significant  reductions 
in  the  cost  of  installing  and  maintaining  fire  prevention  and  fire  control  systems,  and  in  general  permit  the  main- 
tenance  of  a  much  safer  environment  for  personnel  at  a  much  lower  cost. 

Still  further  savings  resulting  from  the  use  of  the  composition  and  method  of  the  invention  may  be  realized 
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in  reduced  premiums  for  fire,  workmen's  compensation,  and  liability  insurance. 
The  elimination  of  the  carrier  material  significantly  reduces  raw  material  cost,  since,  on  a  weight  and  vol- 

ume  basis,  the  carrier  in  conventional  lubricants  accounts  for  well  over  80%  of  the  composition. 
The  need  to  maintain  expensive  and  space-consuming  cleaning  facilities  for  plant  and  finished  parts  is 

5  also  reduced  by  the  use  of  the  composition  and  method  of  the  invention,  since  significantly  less  combustion 
residues  will  be  produced  in  the  absence  of  the  flashing  off  of  mineral  oil  and  volatile  organic  compound  car- 
riers. 

Additional  functional  advantages  are  also  achieved  by  the  present  invention. 
The  invention  may  include  the  incorporation  of  a  resin  which  is  solubilized  in  an  alkali  and/or  acid  bath  and 

10  provides  the  advantage  of  a  cleanable  forged  part,  even  with  the  use  of  a  dry  powder  lubricant. 
Further,  maintaining  the  particle  size  of  the  lubricant  powder  within  a  narrow  range  permits  a  uniform  coat- 

ing  of  lubricant  powder  to  be  applied  with  conventional  powder  coating  equipment,  even  when  utilizing  equip- 
ment  which  employs  a  fluidized  bed  as  a  powder  reservoir.  And,  controlling  the  particle  size  of  the  lubricant 
powder  by  its  novel  method  of  manufacture  not  only  provides  spray  consistency,  but  improves  lubricant  prop- 

15  erties  and  cleanability  as  well. 
Fig.  1  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  4. 
Fig.  2  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  5. 
20  Fig.  3  is  a  graphical  representation  of  the  change  in  particle  size  distribution  over  time  during  the  process 

of  Example  6. 
Fig.  4  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  7. 
Fig.  5  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

25  of  Example  8. 
Fig.  6  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  9. 
Fig.  7  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  10. 
30  Fig.  8  is  a  graphical  representation  of  the  change  in  particle  size  distribution  over  time  during  the  process 

of  Example  11. 
Fig.  9  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

of  Example  12. 
Fig.  10  is  a  graphical  representation  of  the  change  in  particle  size  distribution  overtime  during  the  process 

35  of  Example  13. 
As  stated  above,  the  composition  of  the  present  invention,  in  its  most  basic  form,  is  a  carrier-free  pulver- 

ulent  metalworking  lubricant.  It  may  include  any  material  which  will  provide  lubricating  properties  at  the  tem- 
peratures  typically  encountered  in  a  metal-forming  process  and  which  can  be  put  into  a  physical  form  which 
permits  it  to  be  applied  to  the  die  and/or  the  workpiece  by  conventional  powder-coating  equipment. 

40  Many  materials  which  will  perform  the  function  of  lubricating  the  die  and  maintaining  a  physical  separation 
between  the  die  and  the  workpiece  are  well  known,  and,  of  these  materials,  many  are  in  the  physical  form 
necessary  to  the  practice  of  the  present  invention;  namely,  a  solid  at  room  temperature.  It  is  not  necessary 
that  the  materials  employed  in  the  composition  of  the  invention  remain  either  solid  or  pulverulent  at  the  tem- 
peratures  typically  encountered  during  a  hot  forging  operation,  e.g.,  about  600°F  up  to  1000°F  for  aluminum, 

45  and  about  1500°F  up  to  2500°F  for  steel  or  titanium.  It  is  enough  that  they  may  be  made  to  exist  in  a  particulate 
form  at  ambient  temperatures.  In  that  form,  they  can  be  applied  by  conventional  powder-coating  equipment, 
even  though  they  may  partially  or  completely  melt  or  burn  when  in  contact  with  the  heated  die  or  workpiece. 
Indeed,  it  is  preferred  that  at  least  one  component  of  the  carrier-free  pulverulent  metalworking  lubricant  be- 
comes  sticky  upon  being  heated  so  as  to  assist  in  adhering  the  dry  metalworking  lubricant  composition  to  the 

so  workpiece  and  die  surfaces. 
Typical  materials  which  are  capable  of  maintaining  a  physical  barrier  between  the  die  and  the  workpiece 

and  which  function  as  solid  lubricants  are  contemplated  for  use  in  the  compositions  and  method  of  the  inven- 
tion.  They  include,  by  way  of  example  only,  metal  soaps,  fatty  acids,  graphite,  ceramics,  high  melting  polymer 
resins,  natural  and  synthetic  waxes,  gilsonite,  glasses,  and  mixtures  of  these  materials. 

55  Useful  metal  soaps  are  those  which  are  solids  at  room  temperature,  including  many  sulfonates,  naphthen- 
ates,  and  carboxylates.  Of  these,  fatty  acid  soaps  such  as  zinc  stearate  and  sodium  stearate  are  preferred  on 
account  of  their  known  properties,  their  ready  availability  and  low  cost.  However,  other  metal  soaps  known  for 
their  lubricant  properties,  including,  by  way  of  example  only,  tin,  copper,  titanium,  lithium,  calcium,  and  other 
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alkali  and  alkaline  earth  metal  soaps  of  fatty  acids,  may  be  advantageously  included. 
Fatty  acids  themselves  which  are  solids  at  room  temperature  may  also  be  included,  and  their  relatively 

low  cost,  ready  availability,  and  their  contribution  to  the  overall  lubricity  of  the  composition  makes  them  at- 
tractive  for  such  use.  One  example  is  stearic  acid,  which  is  advantageously  used  since  it  has  good  lubricating 

5  properties,  is  nontoxic,  inexpensive,  and  readily  available. 
Materials  such  as  graphite  and  certain  ceramic  materials  such  as  boron  nitride  are  useful  for  maintaining 

a  physical  separation  between  the  die  and  the  workpiece.  While  the  precise  mechanism  of  the  physical  sep- 
aration  is  not  known,  this  characteristic  is  believed  to  be  attributable  to  the  relatively  planar  crystalline  structure 
of  these  materials. 

10  Useful  high  melting  polymer  resins  include,  by  way  of  example,  poly(tetrafluoroethylene)  (PTFE),  high  den- 
sity  polyethylene  (HDPE),  poly(vinylchloride)  (PVC),  polyesters,  polyethylene  glycols,  polyacrylates,  polyme- 
thacrylates,  and  polyamides.  Indeed,  almost  any  thermoplastic  material  may  be  used. 

It  is  believed  that  the  thermoplastic  resins  of  the  invention  provide  a  plastic  matrix  on  the  heated  metal 
surfaces  within  which  the  individual  lubricant  components  may  be  supported  during  metal  forming.  As  is  well 

15  known,  thermosetting  resins,  such  as  phenolic  resole  resins  typically  lose  the  ability  to  flow  following  heating. 
The  ability  of  thermoplastic  resins  to  remain  plastic  throughout  the  metal  forming  process  is  believed  to  be  an 
important  characteristic  of  the  polymer  resin  components  of  the  lubricant  of  the  invention. 

Of  the  natural  and  synthetic  waxes  which  may  be  advantageously  employed,  polyethylene  waxes  of  rel- 
atively  high  molecular  weights  are  in  general  preferred  on  account  of  the  lubricity  which  they  impart. 

20  Glass  materials  useful  in  the  present  invention  are  preferably  the  low  melting  glasses,  including  alumina, 
alumina/silica,  silica,  and  borax.  Optionally,  these  glass  materials  may  be  used  in  chopped  fiber  form. 

It  is  possible  to  achieve  a  limited  improvement  in  cleanability  of  aluminum  and  aluminum  alloy  parts  by 
reducing  or  eliminating  gilsonite  from  the  compositions  of  the  invention,  since  it  tends  to  contribute  to  the  for- 
mation  of  tar-like  residues  on  the  forged  parts.  But  eliminating  this  component  improves  cleanability  only  mar- 

25  ginally,  and  at  the  price  of  reduced  performance,  since  the  gilsonite  provides  good  lubricity,  while  at  the  same 
time  its  tacky  character  at  forging  temperatures  tends  to  help  a  lubricant  formed  as  a  dry  admixture  to  adhere 
to  the  workpiece  and  the  die. 

What  has  been  discovered  to  be  extremely  effective,  however,  is  to  replace  the  gilsonite  with  a  component 
which  unexpectedly  provides  the  combination  of  the  same  desirable  performance  attributes  contributed  by  gil- 

30  sonite  and  other  similar  tacky  substances,  together  with  a  level  of  cleanability  which  is  the  equal  of  a  conven- 
tional  solvent  and/or  oil  based  forging  lubricant. 

Specifically,  the  use  of  a  resin  component  having  certain  physical  and  chemical  attributes  can  provide  the 
combination  of  good  performance  and  far  superior  cleanability  required  for  successful  industrial  use. 

In  general,  any  resin  which  has  good  lubricity  properties  at  forging  temperatures,  is  a  solid  at  ambient  tem- 
35  peratures,  and  contains  a  highly  polar  functional  group  which  enables  the  resin  to  be  solubilized  in  the  caustic 

etch  and/or  acid  bath  will  provide  this  combination  of  properties.  In  general,  halogenated  resins  are  preferably 
avoided  in  hot  forging  operations  on  account  of  their  tendency  to  form  hazardous  combustion  products. 

Particular  resins  which  have  been  found  useful  in  the  practice  of  the  invention  include  the  polyethylene 
glycol  resins,  polyester  resins  having  terminal  hydroxyl  or  carboxyl  functional  groups,  polyacrylate,  polyme- 

40  thacrylate,  and  polyamide  resins  and  mixtures  of  these  resins. 
It  is  further  believed  that  the  thermoplastic  resin  components  of  the  invention  contribute  to  the  ease  with 

which  these  lubricants  can  be  cleaned  from  the  parts,  following  metal  forming.  As  is  well  known,  thermoplastic 
resins  which  have  oxygen  linkages  in  the  polymer  backbone  provide  reactive  sites  for  acid  or  base  attack  which, 
in  turn,  provides  a  ready  mode  by  which  the  resin  may  be  broken  down  and  solubilized.  Breakdown  of  the  long 

45  chain  polymer  during  post-formation  cleaning  of  the  workpiece  in  acidic  or  basic  solvents  may  assist  the  re- 
moval  of  the  other  lubricant  components  as  well,  since  the  resin  ordinarily  tends  to  adhere  the  other  compo- 
nents  to  the  workpiece. 

Presently  preferred  are  the  polyester  and  polyethylene  glycol  resins  on  account  of  their  good  lubricity  prop- 
erties,  superior  cleanability,  and  lack  of  objectionable  burn  characteristics.  Some  examples  of  such  resins  are 

so  the  polyethyleneglycol  resins  sold  under  the  tradename  Pluracol  by  BASF,  such  as  E4000  and  E8000,  the  hy- 
droxyl  functional  polyester  resins  sold  by  Cargill,  such  as  30-3016,  and  the  carboxyl  functional  polyester  resins 
sold  by  Cargill,  such  as  30-3065.  These  materials  are  generally  dry  solids  at  room  or  ambient  temperature,  so 
that  they  are  readily  applied  to  the  workpiece  and  die  by  conventional  powder  coating  equipment. 

These  resins  provide  the  desired  combination  of  lubricity  and  cleanability  characteristics  when  utilized  in 
55  the  carrier-free  lubricant  composition  of  the  invention  in  amounts  of  from  about  5%  to  about  50%  by  weight  of 

the  composition,  with  a  preferred  range  of  from  about  1  0%  to  about  30%  by  weight  of  the  composition.  Most 
preferably,  the  amount  of  resin  is  maintained  as  low  as  possible  while  still  providing  the  desired  performance 
characteristics,  since  these  resins  tend  to  be  more  expensive  on  a  weight  unit  basis  than  many  of  the  other 
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components  of  the  composition.  While,  in  general,  an  observable  improvement  in  cleanability  is  achieved  when 
at  least  about  5%  by  weight  of  the  composition  is  a  high-melting  resin  having  a  highly  polar  functional  group, 
the  upper  concentration  limit  is  more  an  economic  than  a  functional  one. 

It  is  important  to  note  in  this  regard  (and  with  respect  to  the  determination  of  the  optimum  concentration 
5  of  any  of  the  other  components  of  the  composition)  that  small  variations  in  the  amount  of  resin  used  do  not 

manifest  themselves  in  readily  observable  variations  in  performance  or  cleanability.  Indeed,  the  evaluation  of 
performance  and  cleanability  is  highly  subjective  and  not  susceptible  to  quantification  to  any  meaningful  de- 
gree.  Thus,  the  weight  percentage  of  resin  or  any  other  component  in  the  lubricant  composition  is  not  narrowly 
critical  to  the  practice  of  the  present  invention  and  may  vary  considerably  without  an  adverse  effect  on  per- 

10  formance. 
In  one  basic  form  of  the  method  of  the  invention,  a  coating  of  an  effective  amount  of  a  carrier-free  pulver- 

ulent  lubricant  composition  in  accordance  with  the  first  and  second  aspects  of  the  invention  or  made  in  accor- 
dance  with  the  method  of  the  invention  is  applied  to  at  least  one  of  the  die  and  the  workpiece,  and  the  work- 
piece  is  then  formed  into  the  desired  finished  part.  In  general,  the  application  of  the  lubricant  in  accordance 

15  with  the  invention  may  be  accomplished  by  any  conventional  powder-coating  equipment. 
In  one  alternative  method  falling  within  the  scope  of  the  present  invention,  the  carrier-free  pulverulent  met- 

alworking  lubricant  of  the  invention  is  applied  by  means  of  an  electrostatic  spray  apparatus,  inasmuch  as  there 
is  little  loss  of  material  on  account  of  the  electrostatic  attraction  of  the  particles  to  the  die  and/or  workpiece, 
and,  since  electrostatic  spray  is  known  to  produce  a  uniform  coating  on  even  complex-shaped  parts. 

20  In  high  temperature  environments,  such  as  aluminum,  steel,  and  titanium  forging  operations,  maintaining 
sufficient  charge  on  the  lubricant  particles  is  quite  difficult  when  the  powder  spray  is  directed  to  the  die  or 
workpiece  in  the  vicinity  of  the  press,  and  the  electrostatic  powder  coating  apparatus  provides  little  advantage 
over  non-electrostatic  equipment.  However,  an  electrostatic  apparatus  provides  a  significant  benefit  for  pre- 
coating  aluminum,  steel,  or  titanium  workpieces  at  ambient  temperature,  after  which  the  workpiece  is  heated 

25  in  an  oven  prior  to  insertion  into  the  press.  Similarly,  in  cold  forming  operations,  such  as  stamping  and  the 
like,  which  are  carried  out  at  much  lower  temperatures,  the  advantages  of  electrostatic  spray  are  maintained. 

The  lubricant  of  the  invention  may  be  applied  to  a  heated  or  heating  die  in  a  manner  analogous  to  the  ap- 
plication  of  conventional  lubricants.  Alternatively,  the  lubricant  composition  may  be  sprayed  onto  a  cold  un- 
forged  workpiece,  after  which  the  workpiece  is  heated  to  achieve  a  partial  melt  of  the  composition  and  sub- 

30  sequently  placed  into  a  heated  die  for  forging.  In  cold-forming  operations,  the  workpiece  may  be  spray-coated, 
and  the  conventional  step  of  heating  the  workpiece  to  flash  off  or  evaporate  an  aqueous  solvent  or  oil  carrier 
may  be  eliminated. 

It  has  been  found  that  on  account  of  their  very  powdery,  even  dust-like,  nature,  such  materials  as  graphite 
and  amorphous  boron  nitride  are,  unless  they  have  an  electrostatic  charge,  less  easily  retained  on  the  surfaces 

35  of  the  die  and  workpiece  than  are  some  of  the  other  materials  enumerated  above.  Drafts  or  currents  of  air 
may  therefore  undesirably  remove  the  pulverulent  forging  lubricant  from  the  die  and/or  the  workpiece  prior  to 
the  forging  operation.  Thus,  when  including  one  or  more  of  these  materials  in  a  lubricant  of  the  invention  formed 
as  a  dry  admixture  which  is  to  be  delivered  by  a  non-electrostatic  powder  coating  apparatus,  it  is  preferred  to 
also  include  at  least  one  component  having  adhesive  properties  at  typical  forging  temperatures,  such  as  a  glass 

40  or  high  melting  polymer  resin  for  the  purpose  of  retaining  the  lubricant  on  the  die  and  the  workpiece. 
An  example  of  the  lubricant  composition  and  metalworking  method  of  the  invention  is  set  forth  below. 
In  the  forging  of  steel  engine  valves,  a  number  of  advantages  were  realized  by  employing  a  lubricant  of 

the  following  composition  which  is  in  accordance  with  the  first  aspect  of  the  invention. 

45  Example  1 

Component  Weight% 

graphite  20.0 

gilsonite  5.0 

polyethylene  wax  70.0 

powdered  sulfur  5.0 

100.0 

A  comparative  test  in  the  forging  of  steel  values  was  carried  out  using  the  composition  of  Example  2. 
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Example  2 

Component  Weight 

graphite  23.8 

sodium  stearate  33.4 

gilsonite  23.8 

polyethylene  wax  9.5 

zinc  stearate  9.5 

100.0 

In  this  particular  application,  the  composition  of  Example  1  outperformed  the  composition  of  Example  2 
in  a  number  of  respects.  In  particular,  better  metal  flow  was  achieved,  resulting  in  the  elimination  of  crack  for- 
mation;  improved  part  configuration  was  observed;  and,  better  die  life  was  achieved.  Though  the  precise  mech- 
anism  which  resulted  in  these  improvements  is  not  known,  it  is  believed  that  the  sulfur  particles  become  molten 
on  the  die  and  workpiece  surfaces,  and  that  the  molten  sulfur  provides  added  lubricity  and  enhances  the  ex- 
treme  pressure  properties  of  the  dry  lubricant  composition.  It  is  further  believed  that  the  sulfur  promotes  the 
formation  of  carbon  sulfides  and  other  lubricant  residues  which  function  as  parting  media,  enabling  the  forged 
part  and  the  die  to  separate  cleanly. 

Addition  of  sulfur  to  the  composition  in  an  amount  of  from  about  2%  to  about  30%  by  weight  provides  the 
benefits  described  above,  while  an  amount  in  the  range  of  from  about  5%  to  about  20%  is  preferred  for  func- 
tional  and  economic  reasons. 

In  accordance  with  the  second  aspect  of  the  invention  it  has  been  determined  that  maintaing  a  narrow 
particle  size  range  for  the  carrier-free  pulverulent  lubricant  of  the  present  invention  would  provide  greatly  im- 
proved  spray  efficiency  and  consistency,  such  that  a  substantially  uniform  coating  of  powder  lubricant  is  ca- 
pable  of  being  applied  to  the  workpiece.  Thus,  in  another  aspect,  the  present  invention  is  directed  to  a  carrier- 
free  pulverulent  lubricant  composition  wherein  the  particles  are  of  substantially  uniform  size. 

By  the  phrase  "substantially  uniform  size"  as  used  herein  is  meant  that  there  be  relatively  few  or  no  par- 
ticles  having  a  size,  as  measured  by  "diameter",  more  than  50%  larger  nor  50%  smaller  than  the  mean  particle 
size.  Most  preferably,  relatively  few  or  no  particles  of  the  lubricant  powder  have  a  particle  size  that  is  more 
than  10%  larger  or  more  than  10%  smaller  than  the  mean  particle  diameter. 

Substantially  uniform  sized  lubricant  particles,  having  a  mean  particle  size  (i.e.,  diameter)  within  the  range 
of  10  microns  to  420  microns  produced  acceptable  results.  However,  a  mean  particle  diameter  of  40  microns 
or  greater  is  preferred.  This  lower  size  limit  was  selected  to  minimize  the  extent  to  which  lubricant  particles 
remain  airborne  in  the  form  of  dust.  There  are  two  objectives  in  minimizing  dusting;  namely,  to  provide  an  en- 
vironmentally  safer  environment  for  the  worker,  and  to  reduce  lubricant  material  loss  by  increasing  the  effi- 
ciency  and  accuracy  of  the  powder  spray.  The  upper  limit  on  particle  size  is  essentially  a  function  of  the  ca- 
pability  of  the  spray  equipment  and  of  the  ability  of  the  particles  to  adhere  to  the  surface  of  the  workpiece  in 
a  substantially  uniform  coating.  The  commercially  available  powder  coating  equipment  that  was  used  herein 
seemed  to  function  best  with  particles  ranging  in  size  from  50  microns  to  100  microns. 

One  manner  of  controlling  both  mean  particle  size  and  the  range  of  particle  sizes  is  to  utilize,  as  starting 
materials,  lubricant  components  that  have  been  ground  and/or  sieved  to  a  substantially  uniform  size.  The 
sieved  components  may  then  be  readily  admixed  by  conventional  dry  mixing  techniques,  such  as  by  use  of  a 
ribbon  blender,  a  tumbling  blender,  or  a  twin  shell  blender,  such  as  manufactured  by  Patterson-  Kelly  Co.,  East 
Stroudsburg,  PA.  An  obvious  drawback  of  the  dry  mixing  procedure  is  the  time,  effort,  and  expense  involved 
in  either  purchasing  or  processing  each  of  the  components  to  the  desired  size  and  size  range.  Asecond  draw- 
back  is  that  the  dry  blending  process  itself  causes  the  particles  to  abrade  one  another,  thereby  creating  a  mul- 
titude  of  small  particles  which  once  again  broadens  the  particle  size  range.  Further  difficulties  also  arise  in 
lubricants  manufactured  by  this  method;  namely,  segregation  of  the  lubricant  particles  on  account  of  differ- 
ences  in  particle  size  and  weight  of  the  various  components,  unacceptable  levels  of  dusting  on  account  of  the 
presence  of  very  fine  particles,  and,  poorflowability. 

Asecond  method  for  preparing  a  carrier-free  pulverulent  lubricant  composition,  having  particles  of  a  sub- 
stantially  uniform  size,  involves  hammer  milling  a  solidified  melt  phase  of  the  lubricant  composition.  Specifi- 
cally,  it  has  been  discovered  that  a  high  performance  powdered  lubricant  having  particles  of  a  substantially 
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uniform  size  may  be  formed  by  the  following  method:  First,  the  lubricant  components,  which  may  be  in  any 
conveniently  available  comminuted  form,  such  as  powders,  flakes,  small  pellets,  and  the  like,  essentially  re- 
gardless  of  their  particle  size,  are  admixed  in  the  desired  proportions  to  form  a  dry  lubricant  premix.  The  dry 
lubricant  premix  is  then  heated  with  agitation  to  form  an  essentially  homogenous  melt.  A  temperature  of  from 

5  about  100°C  to  about  200°C  is  usually  sufficient  to  provide  a  consistency  which  permits  melt  mixing.  The  ho- 
mogenous  melt  is  then  cooled  to  form  a  solid  mass.  The  solid  mass  is  then  ground  at  low  temperature  to  the 
desired  particle  size  by  conventional  cold-grinding  techniques.  Equipment  capable  of  performing  this  operation 
is  commercially  available.  In  one  such  process,  the  homogenous  lubricant  melt  is  discharged  onto  a  rotating 
metal  plate  which  is  chilled  to  about  40°F  (10°C)  to  solidify  the  mass  in  sheet  form.  The  sheets  are  then  broken 

10  into  shards  which  are  in  the  range  of  1  to  3  centimeters  across.  The  shards  are  then,  in  turn,  hammer-milled 
to  the  desired  particle  size  in  an  air-conditioned  room.  Other  similar  processes  solidify  the  melt  into  ribbon 
form,  after  which  it  is  broken  into  chips  and  milled  to  the  desired  particle  size  under  suitable  conditions.  Hammer 
milling  the  melt  phase  overcomes  a  shortcoming  of  the  drymixing  method,  i.e.,  controlling  the  particle  size, 
and  may  also  achieve  other  significant  improvements,  by  forming  the  lubricant  powder  in  an  entirely  different 

15  manner 
Typically,  the  hammer  milling  equipment  is  rather  massive,  and  is  constructed  of  steel  or  another  metal. 

If  the  equipment  is  conditioned  to  the  ambient  room  temperature,  i.e.,  about  60°F  to  70°F,  it  provides  a  highly 
efficient  heat  sinkfor  the  lubricant  composition  as  it  is  milled.  If  necessary,  the  apparatus  can  be  further  chilled 
by,  for  example,  circulating  liquid  nitrogen  through  a  network  of  internal  channels  provided  for  that  purpose. 

20  Even  simply  pouring  liquid  nitrogen  into  the  intake  hopper  of  a  conventional  grinder  along  with  the  lubricant 
material  is  an  effective,  albeit  rudimentary,  cooling  method.  This  temperature  control  permits  optimization  of 
the  process  in  terms  of  controlling  particle  size,  since  many  of  the  lubricant  components  would  become  tacky 
or  semi-solid  upon  being  subjected  to  the  heat  generated  in  conventional  grinding  or  milling  processes,  but 
remain  dry  solids  at  lower  temperatures. 

25  Manufacturing  the  lubricant  composition  in  this  manner  avoids  the  undesirable  results  of  the  dry  mix  meth- 
od  in  that  it  produces  a  lubricant  powder  which  has  a  much  more  narrow  particle  size  distribution,  which  has 
better  flowability  on  account  of  the  more  uniform  particle  size,  and  which  produces  little  or  no  dust. 

The  lubricant  powder  produced  by  the  melt  mixing  process  is  physically  different,  as  well,  since  the  indi- 
vidual  particles  are  of  heterogenous  composition.  Visual  examination  of  the  lubricant  particles  produced  by 

30  the  melt  mixing  process  shows  that  the  meltable  components  fuse  to  form  a  solid  matrix  in  which  the  non- 
melting  components  (e.g.,  graphite)  are  fixed.  This  matrix  structure,  in  which  discrete  particles  of  non-melting 
components  are  fixed  in  a  matrix  of  the  meltable  components,  is  clearly  visible  under  20:1  to  100:1  magnifi- 
cation  on  account  of  the  color  differences  among  the  lubricant  components. 

While  the  melt-mixing  and  grinding  process  is  effective  in  overcoming  many  of  the  deficiencies  of  the  dry 
35  mix  process,  that  effectiveness  comes  at  the  cost  of  a  significantly  more  complicated  and  expensive  multi- 

step  process.  Moreover,  the  process  has  functional  drawbacks  as  well.  On  the  one  hand,  the  typical  equipment 
used  to  melt  mix  the  lubricant  components;  namely,  a  vessel  heated  by  an  oil-filled  jacket,  cannot  produce  tem- 
peratures  high  enough  to  melt  certain  metal  soaps  (e.g.,  tin  soaps)  which  are  quite  desirable  components  of 
the  lubricant  composition.  On  the  other  hand,  typical  grinding  or  milling  equipment  (unless  operated  in  a  cooled 

40  environment  or  unless  supplied  with  an  integrated  chilling  system)  heats  the  lubricant  composition  to  the  point 
at  which  some  low-melting  components  (e.g.,  waxes)  become  tacky  and  can  no  longer  be  processed  as  pow- 
ders. 

Alternatively,  the  lubricant  of  the  invention  may  be  produced  by  forming  a  homogenous  melt  of  the  com- 
ponents  as  described  above,  and  then  spray-drying  the  melt  in  a  conventional  manner  to  the  desired  particle 

45  size  to  produce  heterogeneous  particles  having  a  matrix  structure  much  like  that  of  the  particles  produced  by 
the  melt  mix  and  grind  process  described  above. 

Not  only  do  these  processes  of  producing  the  lubricant  of  the  invention  greatly  facilitate  controlling  the 
particle  size  of  the  composition,  which  optimizes  the  process  of  applying  it  to  the  die  and  workpiece,  but  they 
produce  improvements  in  the  performance  of  the  lubricant  composition.  Since  the  lubricant  particles  are 

so  ground  or  spray-dried  from  an  essentially  homogenous  mass,  the  lubricant  components  are  far  more  evenly 
distributed  in  the  composition  than  could  be  accomplished  using  conventional  dry  mixing  techniques. 

A  third  method  for  preparing  a  carrier-free  pulverulent  lubricant  composition  wherein  the  particles  are  of 
a  substantially  uniform  size  is  wet  granulation.  In  the  wet  granulation  method,  the  lubricant  components  are 
premixed,  such  as  in  a  Patterson-Kelly  granulator  or  V  mixer,  until  a  homogeneous  mixture  is  obtained.  There- 

55  after  a  sufficient  amount  of  an  aqueous  binder  is  added  to  the  homogeneous  mixture  to  produce  a  slurry.  The 
binder  may  contain  thickening  agents,  such  as  polyvinylpyrrolidone  (ISP  Technologies/GAF,  Wayne,  New  Jer- 
sey,  PVP  K-Series,  e.g.,  K30  (MW=40,000),  K60  (MW=160,000),  K90  (MW=360,000)  or  hydroxymethyl  cellu- 
lose  (e.g.,  QP  300  cellosize,  Union  Carbide  Corp.,  Danbury,  CT),  which  upon  drying  forms  a  bridge  between 
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adjacent  particles.  Optionally,  the  binder  may  also  contain  one  or  more  non-ionic  surfactants,  preferably  from 
0.1%  to  0.3%  by  weight,  such  as  diisopropyl  adipate  (Van  Dyke  Ceraphyl  230);  octyldodecylstearoyl  stearate 
(Ceraphyl  847);  or  a  polyoxyethylene  ether  e.g.,  Triton  N-1  01  (Triton®  is  a  registered  trademark  of  Rohm  and 
Haas  Co.)  A  variety  of  polyoxyethylene  ethers  are  commercially  available  under  the  Triton  mark  from  Sigma 

5  Chemical  Co.,  St.  Louis,  Mo.  The  slurry  is  poured  onto  cookie  sheets  and  allowed  to  dry  in  an  oven  preferably 
set  at  about  210°-220°F.  The  dried  slurry  is  broken  up  into  chips,  ground  into  lubricant  particles  of  heteroge- 
neous  composition  and  segregated  according  to  particle  size.  Segregation  is  accomplished  sequentially  be 
passing  the  ground  particles  through  40  mesh  and  80  mesh  filters  and  retaining  the  lubricant  particles  that 
pass  through  the  40  mesh  filter  but  that  are  retained  by  the  80  mesh  filter.  The  retained  particles  provide  a 

10  carrier-free  pulverulent  composition  wherein  the  lubricant  particles  are  of  a  substantially  uniform  size. 
A  method  for  preparing  a  carrier-free  pulverulent  lubricant  composition  in  accordance  with  the  invention 

having  particles  of  substantially  uniform  size  is  agglomeration.  Agglomerating  the  particulate  lubricant  com- 
ponents  to  form  agglomerated  particles  of  heterogeneous  composition  has  proven  advantageous  in  that  the 
previously  mentioned  melt  step  and  slurry  step,  and  their  accompanying  shortcomings,  may  be  eliminated  ai- 

rs  together.  Various  techniques  for  agglomerating  particles  are  known  to  the  art.  See  for  example,  Ulmann's  En- 
cyclopedia  of  Industrial  Chemistry,  VCH  publishers,  NY,  NY  1988  at  Vol.  B-2  pp.  7-1  to  7-37,  which  is  incorpo- 
rated  herein  by  reference. 

The  process  for  forming  the  agglomerated  lubricant  particles  may  be  carried  out  in  either  the  presence 
or  absence  of  a  binder;  preferably  in  the  presence  of  a  binder;  more  preferably,  an  aqueous  binder;  most  pre- 

20  ferably,  an  aqueous  binder  containing  a  polymeric  binding  agent  (i.e.,  "thickener")  and/or  a  non-ionic  detergent. 
For  purposes  of  this  invention,  the  phrase  "aqueous  binder"  is  meant  to  include  any  binder  solution  wherein 
more  than  50%  of  the  solvent  is  water,  preferably  more  than  75%,  and  more  preferably  greater  than  90%.  The 
balance  of  solvent  in  the  aqueous  based  solution  is  a  non-interfering  water  miscible  organic  solvent.  Typical 
water  miscible  organic  solvents  include  alcohols  having  from  1  to  3  carbon  atoms,  polyols,  such  as  ethylene 

25  or  propylene  glycol,  or  glycerine,  polyethylene  glycols  having  a  molecular  weight  ("MW")  from  200  -  600,  acet- 
one,  tetrahydrofuran  (THF),  dimethylsulfoxide  (DMSO)  and  the  like.  Other  water  miscible  organic  solvents  are 
well  known  to  those  of  ordinary  skill  in  the  art.  For  many  such  solvents,  however,  care  must  be  taken  to  avoid 
buildup  of  static  electricity  in  the  equipment  which  could  provide  a  source  of  ignition. 

Binder  components  that  may  effectively  be  used  to  adhere  the  component  lubricant  particles  in  the  ag- 
30  glomeration  process  of  the  present  invention  include  natural  gums  or  products  including  algin,  starch,  and  xan- 

than  gum;  cellulose  derivatives,  including  methyl  cellulose,  hydroxylpropylmethyl  cellulose  and  glyoxal  hydrox- 
ymethyl  cellulose;  polymers,  including  polyvinylpyrrolidone  (PVP),  and  sodium  carboxymethyl  starch;  com- 
pressibility  enhancers  including  microcrystalline  cellulose  and  bentonite;  and  matrix  binders,  such  as  corn  syr- 
up,  waxes,  sorbitol,  paraffin,  shellac  alcohol,  and  polymethacrylate.  Many  other  chemical  binders  are  also 

35  available.  Binder  components  may  be  chosen  based  upon  a  number  of  factors,  including  the  type  of  agglom- 
eration,  viscosity,  concentration,  bond  strength  and  drying  characteristics. 

Agglomerating  in  the  presence  of  a  binder  permits  many  individual  particles  of  differing  composition,  size, 
and  surface  characteristics  to  coalesce  and  adhere  to  one  another  to  form  larger  particles  comprised  of  the 
various  component  particles.  The  strength  and  size  of  the  resulting  agglomerated  particles  is  dependent  upon 

40  the  binding  characteristics  of  each  individual  component  particle,  the  binder  characteristics,  and  the  method 
of  agitation. 

In  the  present  invention,  the  various  particulate  components  are  selected  based  upon  their  performance 
in  a  heterogeneous  pulverulent  metal  working  lubricant  composition.  From  an  economic  standpoint,  it  is  de- 
sirable  to  utilize  the  agglomeration  process  of  the  present  invention  to  form  the  (heterogeneous)  carrier-free 

45  pulverulent  metalworking  lubricant  composition.  The  various  component  particles  may  be  purchased  in  the  ap- 
propriate  particle  size  ranges  to  facilitate  controlling  the  particle  size  range  of  the  carrier-free  pulverulent  lu- 
bricant  composition. 

Depending  upon  the  relative  size  of  the  component  particles,  agglomeration  may  be  described  as  a  coa- 
lescence  between  equal  size  particles,  a  layering  of  a  larger  granule  with  smaller  particles  or  an  absorption 

so  of  still  smaller  particles  by  a  partially  filled  binder  droplet. 
While  it  is  possible  to  calculate  rough  relationships  between  the  amount  of  binder,  the  agitation  intensity 

and  the  process  duration,  selecting  the  optimum  parameters  requires  routine  experimentation  with  each  par- 
ticular  piece  of  agglomerating  equipment.  Agglomerating  equipment  that  may  be  useful  in  forming  the  agglom- 
erated  particles  of  the  invention  include  drum  and  disk  blenders,  pinmixers,  spray-dryers,  compactors,  and 

55  fluidized  bed  or  spouted  bed  granulators. 
In  a  typical  drum  blender  agglomeration  process,  the  agglomeration  can  be  expressed  as  a  function  of 

the  dimensionless  Stokes  number  (Stv),  which  is  given  by  the  equation: 
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Stv  =  2mu°  =  8pu°a  =  16pa2w 
3Ua2  9U  9U 

Where 
m  =  mass  of  the  particle  (mg) 

5  U  =  Fluid  binder  viscosity  (cps) 
a  =  particle  radius  (microns) 
p  =  particle  material  density  (g/m3) 
w  =  drum  rotational  speed  (rpm) 
u0  =  relative  particle  velocity  =  2aw  (for  drum  granulation)  (m/s) 

10  Normally,  a  distribution  of  particle  sizes  is  encountered  in  a  one  component  system.  In  a  multiple  compo- 
nent  particle  system,  wherein  the  various  component  particles  may  have  a  variety  of  configurations,  surface 
contours,  radii,  masses  and  densities,  some  experimentation  is  required  to  achieve  an  effective  agglomeration. 
The  two  variables  that  are  most  readily  adjusted  are  the  fluid  binder  viscosity  (U)  and  the  relative  particle  ve- 
locity  (u0)  attributable  to  the  rate  of  agitation. 

15  In  Examples  3-13  which  follow,  a  carrier-free  pulverulent  metalworking  lubricant  having  a  substantially 
uniform  size  was  prepared  by  agglomeration  using  either  a  laboratory  scale  or  a  commercial  scale  "V"  or  twin- 
shell  liquid-solids  blender/granulator  (Patterson-Kelly  Co.,  East  Stroudsburg,  PA)  hereafter  "the  granulator." 
This  granulator  performs  batch  process  agglomeration.  However,  continuous  process  agglomeration  equip- 
ment  may  also  be  used.  In  the  agglomeration  process,  the  particulate  components  of  the  lubricant  composition 

20  were  added  to  the  chambers  of  the  granulator  and  dry  blended  for  sufficient  time  to  assure  a  homogeneous 
mixture.  Thereafter,  while  the  granulator  was  still  drymixing,  the  binder  solution  was  added  all  at  onetime.  The 
commercial  scale  twin-shell  blender  utilized  in  certain  of  the  examples  was  modified  to  permit  excess  moisture 
to  escape  during  processing.  The  modification  consisted  of  drilling  small  holes  of  about  1/4"  diameter  into  the 
tops  of  the  cover  plates,  covering  the  holes  with  filter  paper  of  sufficient  pore  size  to  allow  air  to  escape  while 

25  retaining  substantially  all  of  the  fines,  and  pumping  relatively  dry  air  through  the  liquid  dispersion  bar  to  reduce 
the  moisture  content  of  the  agglomerated  particles  therein. 

It  is  desirable  to  keep  the  moisture  of  the  product  as  low  as  possible  both  during  agglomeration,  to  prevent 
caking,  and  afterwards  to  both  avoid  conditions  conducive  to  microbial  growth  and,  more  importantly,  maintain 
the  lubricant  in  a  free-flowing  state  which  permits  effective  application  by  powder-coating  equipment.  In  ac- 

30  cordance  with  the  present  invention,  the  moisture  content  of  the  agglomerated  metalworking  lubricant  is  pre- 
ferably  below  15%  by  weight  following  processing;  more  preferably,  below  2%;  most  preferably,  below  0.5%. 
Optionally,  anti-caking  agents,  such  as  silica,  tricalcium  phosphate,  calcium  aluminum  silicate,  and  microcrys- 
talline  cellulose  may  be  added  in  an  amount  of  up  to  about  10%  by  weight  to  improve  the  flow  characteristics 
of  the  agglomerated  particles. 

35  For  the  examples  which  follow,  the  following  were  used:  graphite  3731  ,  average  particle  size  50  microns, 
available  from  Superior  Graphite  as  SF33;  sodium  stearate,  average  particle  size  less  than  325  mesh,  available 
from  Witco  Chemical;  zinc  stearate,  average  particle  size  less  than  325  mesh,  available  from  Witco  Chemical. 

11 
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Example  3 

Raw  Material  %  by  Weight 

Particulate  Components 

1  Graphite  3731  14.50 

2  Sodium  Stearate  24.00 

3  Cargill  30-3065  9.60 

4  Pluracol  E-4000  19.23 

5  Zinc  Stearate  28.80 

Binder  Components 

1  Water  3.67 

2  QP300  Cellosize  (hydroxymethyl  cellulose)  0.16 

3  Triton  N-1  01  (a  non-ionic  surfactant)  0.04 

100.00% 

The  above-listed  binder  components  were  premixed  in  the  recited  proportions  until  they  became  clear  and 
25  thick.  The  premix  was  then  set  aside.  The  particulate  components  were  added  to  the  agglomerator  in  a  dry 

state  in  the  order  in  which  they  are  listed,  and  were  dry  blended  for  one  half  hour.  The  binder  was  then  poured 
into  the  agglomerator,  taking  care  that  it  did  not  hit  the  walls  or  the  sweep  bar.  The  agglomerator  contents  were 
then  agitated  at  a  drum  rotational  speed  of  1  5  rpm  for  four  hours.  Thereafter,  the  resulting  agglomerated  par- 
ticles  were  separated  according  to  size  by  being  passed  through  a  40  mesh  screen  and  then  through  an  80 

30  mesh  screen.  The  substantially  uniform  particles  of  the  carrier-free  pulverulent  metalworking  lubricant  of  the 
present  invention  passed  through  the  40  mesh  screen,  but  were  retained  by  the  80  mesh  screen.  In  terms  of 
relative  particle  size,  this  means  that  the  substantially  uniform  particles  have  diameters  in  the  range  of  about 
170  microns  to  about  420  microns.  Agglomerated  carrier-free  lubricant  particles  in  this  size  range  carried  well 
to  the  surface  of  the  metal  with  a  minimum  of  dusting. 

35 
Examples  4-13 

Examples  4  -  1  3  set  forth  the  particle  size  distribution  of  the  lubricant  composition  as  a  function  of  time 
for  3  lb.  batches  (Examples  4-10),  or  200  lb.  batches  (Examples  11-13).  Examples  4-13  use  the  same  par- 

40  ticulate  components  1-5  listed  in  Example  3  but  vary  the  quantity  and  composition  of  the  binder  solution.  Fig- 
ures  1  -  10,  which  correspond  to  Examples  4-  13,  graphically  compare  the  particle  size  distribution  as  a  function 
of  agglomeration  time.  The  particle  distribution  at  time  zero  reflects  the  particle  size  distribution  after  mixing 
but  prior  to  the  addition  of  the  binder.  As  Example  5  reflects,  there  is  a  higher  distribution  of  oversized  particles 
at  time  zero  if  the  raw  particles  are  not  ground  prior  to  agglomeration.  The  highest  yield  of  ideal  sized  particles 

45  was  obtained  as  described  in  Example  13. 

Example  4  (see  Figure  1) 

No  Binder 
50  Size:  3  lbs. 

Distribution  0  15min.  30  min.  60  min.  120  min. 

Oversize  (+40  mesh)  12%  14%  12%  22%  33% 

Ideal  (+80  -40  mesh)  64%  65%  72%  45%  44% 

Undersize  (-80  mesh)  18.5%  13%  6.8%  20%  13% 

12 
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Example  5  (see  Figure  2) 

Binder:  5%  by  weight;  Binder  composition:  H,0. 
tiw  particles,  i.e.,  unground. 
Size:  3  lbi. 

Distribution  0  IS  min.  30  min.  60  min.  120  min.1 

Oversize  32%  42%  33%  51% 
(+40  meih) 

Ideal  35%  38%  42%  37% 
(  +  80  -  40  mesh) 

Inderaiz*  23  % 
80  mesh) 

4o  data;  Experiment  interrupted. 

Undersize 
(-80  meih) 

4% 20% 7% 

Example  6  (Figure  3) 

The  raw  partielei  were  fir*  ground  with  5%  H,0  by  wt. 
Size:  3  ibi. 

Distribution 

Oversize 
(+40  mesh) 

Ideal 
(-40  +  80  mesh) 

Undersize 
(-80  mesh) 

6% 

34% 

$5% 

15  min. 

14% 

40% 

40% 

30  min.1 

15% 

35% 

45% 

60  nun. 

34% 

39% 

25% 

90  min. 

72% 

16% 

4% 

120  mi 

82% 

9% 

2% 

'Added  2%  H,0  for  a  total  of  7%  H,0 

Example  7  (Figure  4) 

Binder:  5%  by  weight;  Binder  composition:  5%  polyvinylpyrrolidone  ("PVP")  MW-  ?,  95%  H20  (v/v). 
Size:  3  lbs. 

Distribution  0  15  min.  30  min.  60  min.  90  min.  120  min. 

Oversize  (+40  mesh)  8%  20%  28%  56%  42%  26% 

Ideal  (-40  +80  mesh)  34%  51%  43%  32%  42%  48% 

Undersize  (-80  mesh)  52%  26%  22%  6%  10%  20% 
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xample  8  (Figure  5) 

Under.  5*  by  weight;  Binder  composition:  3  *  QP300  glyoxal  hydroxymettylceuutoee  soiuuoo, 
rriton  N101,  96.9*  H,0  (v/v). 
iize:  3  Ib». 
Distribution  0  15  min.  30  min.  60  mia.  90  nun.  120  mm. 

Oversize  9*  28*  20*  26*  28*  34* 
[  +  40  mesh) 

Ideal  38  *  57  *  46  *  53  *  52  *  53* 
(-40  +80  mesh) 

Undersize  48*  20*  24*  14*  12*  7* 
(-80  mesh) 

ixample  9  (Figure  6) 

5inder:  5  *  by  weight;  Binder  composition:  5  *  diisopropylad.pat*  (i.e.,  van  uy«  uerspny. 
*,0  (v/v). 
Dtenbuiton'  0  15  min.  30  min.  60  min.  90  min.  120  min. 

jversize 
(  +  40  mesh) 

10*  16*  10%  16*  10* 

Ideal  33  *  63  *  52  *  63  *  60*  48* 
(-40  +80  mesh) 

Undersize  56  *  22  *  26*  16  *  20*  20* 
(-80  mesh) 

Example  10  (Figure  7) 

Binder:  5%  by  weight;  Binder  composition:  i*  ociyiaooecyi  neroyi  ticaraic  (i.e.,  i_erapnyi  o-i)  »  
H,0  (v/v). 
Size:  3  lbs. 
Distribution  0  15  min.  30  min.  60  min.  90  min.  120  min. 

Oversize  8*  40*  46*  52*  40*  50* 
(+40  mesh) 

Ideal  34  *  52  *  44  *  44*  48  *  37* 
(-40  +  80  mesh) 

Undersize  54*  6.0*  2.6*  3*  5*  10* 
(-80  mesh) 

Example  11  (Figure  8) 

Scale  up  agglomeration  with  5%  Binder  by  weight 
Binder  Composition:  H20. 
Particles:  Raw. 
Size:  200  lbs. 

14 



EP  0  590  959  A2 

Duration  in  Minutes 

Distribution  0  30  60  90  120  150  180  210  240 

Oversize  (+40  mesh)  20%  42%  39%  37%  37%  39%  40%  42%  39% 

Ideal  (-40  +80  mesh)  20%  35%  35%  46%  42%  40%  34%  35%  35% 

Undersize  (-80  mesh)  56%  20%  24%  14%  15%  18%  20%  19%  20% 

Example  12  (Figure  9) 

Scale  up  agglomeration  with  5%  Binder  by  weight. 
Binder  Composition:  3%  QP300  cellosize  +  0,1  Triton  N101  +  96,9%  H20  (v/v). 
Particles:  Raw. 
Size:  200  lbs. 

Duration  in  Minutes 

Distribution  0  30  60  90  120  150  180  210  240 

Oversize  (+40  mesh)  20%  30%  40%  46%  49%  52%  68%  80%  76% 

Ideal  (-40  +80  mesh)  34%  35%  36%  36%  32%  28%  20%  15%  22% 

Undersize  (-80  mesh)  42%  20%  12%  6%  5%  6%  2%  0%  0% 

Example  13  (Figure  10) 

30  Scale  up  agglomeration  with  3%  Binder  by  weight 
Binder  Composition:  3%  QF300  cellosize  +  0,1%  Triton  N101  +  96.9%  H20  (v/v). 
Particles:  Ground 
Size:  200  lbs. 

Duration  in  Minutes 

Distribution  0  30  60  90  120  150  180  210  240 

Oversize  (+40  mesh)  8%  12%  18%  22%  18%  10%  20%  16%  18% 

Ideal  (-40  +80  mesh)  22%  26%  36%  55%  55%  50%  57%  60%  62% 

Undersize  (-80  mesh)  60%  52%  38%  16%  20%  24%  20%  18%  16% 

The  process  of  Example  1  3  produced  a  62%  yield  of  a  carrier-free  pulverulent  lubricant  composition  having 
45  a  substantially  uniform  size.  Example  13,  relative  to  Example  12,  produced  a  40%  increase  in  ideal  sized  par- 

ticles  when  the  amount  of  binder  solution  was  reduced  from  5%  by  weight  (Example  12)  to  3%  by  weight  (Ex- 
ample  13). 

As  is  apparent  from  the  above,  the  individual  particles  of  the  lubricant  composition  produced  by  the  ag- 
glomeration  process  are  essentially  heterogenous  in  composition,  and  they  are  therefore  physically  different 

so  from  the  particles  produced  by  the  dry  mix  process.  They  are,  moreover,  physically  different  from  those  pro- 
duced  in  both  the  melt-mix  and  grind  process  and  the  melt-mix  and  spray  dry  processes,  since  agglomerated 
particles  are  aggregates  of  the  individual  lubricant  components  which  have  become  fused  together  into  a  het- 
erogeneous  mass  in  the  absence  of  a  melted  matrix.  While  physically  quite  different,  the  lubricant  compositions 
produced  by  the  melt-mix  and  grind  process,  and  by  the  agglomeration  process,  respectively,  display  no  readily 

55  observable  functional  differences;  i.e.,  their  performance  appears  to  be  equivalent. 
Each  of  the  processes  of  the  present  invention  (whether  melt-phase,  dried  slurry,  or  agglomerating)  is  ca- 

pable  of  producing  individual  particles  of  heterogeneous  composition,  that  have  more  uniform  dielectric  prop- 
erties  than  a  strictly  dry-mixed  composition. 

15 
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One  advantage  of  manufacturing  the  carrier-free  pulverulent  lubricant  composition  in  a  substantially  uni- 
form  size  range  is  that,  when  the  lubricant  particles  are  sprayed  onto  the  die  and  workpiece  at  elevated  tem- 
peratures,  the  particles  melt  and  fuse  to  form  a  lubricant  film  which  is  substantially  uniform.  Not  only  are  the 
lubricant  components  more  evenly  distributed  on  the  die  and  workpiece  surfaces  when  the  particles  are  man- 

5  ufactured  in  this  fashion,  thus  providing  improved  resistance  to  sticking  and  more  uniform  metal  flow  along 
surfaces,  but  the  cleanability  of  the  composition  is  improved  on  account  of  the  more  uniform  distribution  of 
the  resins  which  are  included  for  that  purpose.  Further,  flashing  has  been  eliminated  or  minimized  due  to  the 
absence  of  a  carrier. 

The  process  of  applying  the  carrier-free  pulverulent  lubricant  composition  of  the  present  invention  is  car- 
lo  ried  out  at  essentially  ambient  pressure  by  the  use  of  conventional  powder  coating  equipment.  For  example, 

it  is  well  known  that,  in  a  conventional  electrostatic  powder  coating  apparatus,  a  f  luidized  bed  of  powder  feeds 
a  spray  wand  having  an  electrode  at  its  tip.  While  the  apparatus  injects  air  into  the  powder  at  rather  low  pressure 
to  form  the  fluid  ized  bed,  by  the  time  the  powder  reaches  the  applicator  wand  tip  (typically  a  distance  of  about 
20  feet),  the  air  carrying  the  powder  (and  therefore  the  powder  stream)  is  at  quite  low,  essentially  ambient 

15  pressure.  The  charge  imparted  to  the  powder  by  the  electrode  provides  the  acceleration  necessary  to  carry 
the  powder  to  the  die  (maintained  at  ground).  Once  on  the  die  surface,  the  lubricant  powder  may  be  retained 
there  by  the  adhesive  properties  of  at  least  one  component  included  for  that  purpose. 

Alternatively,  a  conventional  powder  coating  apparatus,  whether  electrostatic  or  non-electrostatic,  may  util- 
ize  a  gravity-fed  conical  hopper  as  a  powder  source,  rather  than  a  f  luidized  bed.  Such  an  apparatus  has  been 

20  found  particularly  useful  when  utilizing  lubricant  powders  of  widely  varying  particle  size  or  relatively  heavy  lu- 
bricant  blends,  which  do  not  readily  form  fluidized  beds.  When  such  a  gravity-fed  apparatus  is  utilized,  it  has 
been  furtherfound  that  optimal  results  in  feeding  the  powder  to  the  spray  wand  are  obtained  when  the  lubricant 
particles  are  either  substantially  spherical  in  shape  or  have  substantially  smooth  surfaces,  or,  most  preferably, 
both.  These  characteristics  permit  the  lubricant  particles  to  flow  more  easily,  since  they  will  have  less  tendency 

25  to  fuse  on  account  of  impact  or  to  wedge  against  one  another,  thereby  blocking  flow  of  material.  From  the  stand- 
point  of  optimizing  both  shape  and  surface  characteristics,  the  method  of  manufacture  described  above  which 
employs  spray-drying  is  the  preferred  one,  since  spray-drying  inherently  produces  substantially  spherical,  sub- 
stantially  smooth  particles. 

From  the  standpoint  of  obtaining  substantially  uniform  particles  of  heterogeneous  composition  without  the 
30  necessity  of  a  melt  step,  the  agglomeration  method  of  the  invention  is  preferred. 

In  the  process  of  the  invention,  a  coating  of  the  lubricant  powder  is  applied  to  the  workpiece  and  the  die 
in  a  fashion  much  like  painting.  The  lubricant  is  not  worked  onto  or  into  the  die  or  workpiece  surface.  Rather, 
the  process  is  more  akin  to  painting  the  lubricant  onto  the  die  than  to  hammering  it  into  the  surface. 

From  the  foregoing  description  and  examples,  it  is  apparent  that  the  objects  of  the  present  invention  have 
35  been  achieved.  While  only  certain  embodiments  have  been  set  forth,  alternative  embodiments  and  various 

modifications  will  be  apparent  to  those  skilled  in  the  art.  These  and  other  alternatives  and  modifications  are 
considered  equivalents  and  within  the  spirit  and  scope  of  the  present  invention. 

40  Claims 

1.  A  method  of  forming  a  carrier-free  pulverulent  metalworking  lubricant  composition  from  particulate  lubri- 
cant  components,  comprising  the  steps  of: 

(a)  forming  a  dry  admixture  of  said  particulate  lubricant  components,  and 
45  (b)  agitating  said  admixture  under  conditions  sufficient  to  form  agglomerated  particles  of  a  carrier-free 

pulverulent  metalworking  lubricant. 

2.  A  method  as  claimed  in  claim  1  wherein  said  admixture  of  lubricant  components  comprises  at  least  one 
solid  lubricant  selected  from  metal  soaps,  graphite,  ceramics,  high  melting  polymer  resins,  natural  and  syn- 

50  thetic  waxes,  glasses,  fatty  acids  and  mixtures  thereof. 

3.  A  method  as  claimed  in  any  preceding  claim  wherein  at  least  one  particulate  lubricant  component  com- 
prises  a  polymeric  resin  having  a  highly  polar  functional  group  in  the  polymer  backbone,  whereby  said 
resin  may  be  solubilized  under  strong  acid  or  basic  conditions,  said  resin  being  a  solid  at  room  temperature. 

55 4.  A  method  as  claimed  in  any  preceding  claim  further  comprising  the  step  of  adding  a  binder  to  facilitate 
the  adherence  of  the  particles  to  one  another. 

16 
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5.  A  method  as  claimed  in  claim  4  wherein  the  binder  is  an  aqueous  based  solution. 

6.  A  method  as  claimed  in  any  preceding  claim  wherein  said  agitating  is  effected  by  charging  said  particulate 
lubricant  components  into  a  vessel  tumbling  said  vessel  by  mechanical  means. 

7.  A  method  as  claimed  in  any  one  of  claims  1  to  5  wherein  said  agitating  is  effected  by  injecting  into  said 
dry  admixture  a  stream  of  fluidizing  gas. 

8.  A  method  as  claimed  in  any  one  of  claims  5  to  7  wherein  said  binder  is  added  in  a  spray  of  finely  divided 
droplets. 

9.  Amethod  as  claimed  in  any  one  of  claims  4  to  8  wherein  a  component  of  said  binder  comprises  a  thickening 
agent. 

10.  A  method  as  claimed  in  claim  9  wherein  said  thickening  agent  is  selected  from  glyoxal  hydroxymethyl  cel- 
lulose,  polyvinylpyrrolidone,  xanthan  gum,  hydroxypropyl  methyl  cellulose,  methyl  cellulose,  algin  and  ad- 
mixtures  thereof. 

11.  Amethod  as  claimed  in  any  one  of  claims  5  to  10  wherein  said  solution  comprises  a  non-ionic  surfactant. 

12.  Amethod  as  claimed  in  claim  11,  said  non-ionic  surfactant  being  present  in  an  amount  of  from  about  0.3% 
to  about  0.1%  by  weight  of  said  binder. 

13.  Amethod  as  claimed  in  any  one  of  claims  5  to  12  wherein  the  moisture  content  of  said  agglomerated  par- 
ticles  is  less  than  about  15%  by  weight. 

14.  Amethod  as  claimed  in  claim  13  wherein  the  moisture  content  of  said  agglomerated  particles  is  less  than 
about  5%  by  weight. 

15.  A  method  as  claimed  in  any  one  of  claims  4  to  14  further  comprising  the  steps  of: 
passing  said  agglomerated  particles  sequentially  through  a  40  mesh  screen  and  then  through  an 

80  mesh  screen,  and 
retaining  the  agglomerated  particles  that  pass  through  the  40  mesh  screen  but  do  not  pass  through 

the  80  mesh  screen,  to  provide  an  agglomerated  carrier-free  pulverulent  metalworking  lubricant  of  sub- 
stantially  uniform  particle  size. 

16.  Amethod  as  claimed  in  any  preceding  claims  wherein  relatively  few  or  no  agglomerated  particles  are  more 
than  50%  larger  or  smaller  than  the  mean  particle  size. 

17.  Amethod  as  claimed  in  any  preceding  claim  wherein  the  individual  lubricant  particles  are  of  substantially 
homogeneous  composition. 

18.  A  method  as  claimed  in  any  one  of  claims  15  to  17  wherein  said  agglomerated  carrier-free  pulverulent 
metalworking  lubricant  of  substantially  uniform  size  has  a  mean  particle  diameter  of  from  170  microns  to 
420  microns. 

19.  A  carrier-free  pulverulent  metalworking  lubricant  composition  comprising  few  or  no  particles  which  are 
more  than  50%  larger  or  smaller  than  the  mean  particle  size. 

20.  Acomposition  as  claimed  in  claim  19  which  is  of  substantially  uniform  particle  size  and  has  a  mean  particle 
diameter  of  from  170  microns  to  420  microns. 

21  .  Acarrier-free  pulverulent  metalworking  lubricant  composition  comprising  from  2%  to  30%  by  weight  sulfur, 
and  at  least  one  component  having  adhesive  properties  at  forging  temperatures. 

22.  A  composition  according  to  claim  20  comprising  by  weight,  about  5%  to  about  30%  sulfur,  graphite,  gil- 
sonite  and  polyethylene  wax. 

23.  A  method  of  forging  a  workpiece  in  a  die  comprising  the  steps  of:- 
(a)  applying  to  at  least  one  of  said  die  and  said  workpiece  a  coating  of  an  effective  amount  of:- 

(i)  a  carrier-free,  pulverulent  metalwokring  lubricant  composition  made  by  the  method  of  any  one 

17 
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of  claims  1  to  1  8  or 
(ii)  a  carrier-free,  pulverulent  metalworking  lubricant  composition  of  claims  19  or  20  or 
(iii)  a  carrier-free,  pulverulent  metalworking  lubricant  composition  of  claims  21  or  22  and 

(b)  forging  said  workpiece  in  said  die. 

18 
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