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Description 

BACKGROUND  OF  THE  INVENTION 

1  .  Field  of  the  Invention 

This  invention  relates  to  a  subscriber  station  in 
a  subscriber  radio  system,  where  a  plurality  of 
subscriber  stations  communicate  with  a  base  sta- 
tion  through  a  time  division  multiplexed  radio  wave 
having  a  specific  frequency. 

This  type  of  system  is  utilized,  for  example,  in 
a  radio  communication  system  for  specific  sub- 
scribers  using  a  portion  of  a  public  telephone  line. 

2.  Description  of  the  related  Art 

In  the  aforementioned  system,  each  subscriber 
station  is  required  to  communicate  with  the  base 
station  within  a  time  slot  assigned  to  each  sub- 
scriber  station.  Therefore,  a  signal  having  a  fre- 
quency  for  determining  the  time  slot  has  to  be 
generated  in  the  subscriber  station. 

If  all  the  subscriber  stations  comprise  frequen- 
cy  generators  having  high  stability  similarly  to  the 
base  station,  to  perform  stable  radio  communica- 
tion  within  the  assigned  time  slot,  the  cost  of  the 
subscriber  station  would  be  very  high,  so  that  the 
subscriber's  expense  and  the  cost  of  the  whole 
system  would  be  increased. 

A  system  where  a  low-priced  frequency  gener- 
ator  is  used  in  the  subscriber  station  and  a  fre- 
quency  of  the  generator  is  controlled  depending  on 
the  transmitting  frequency  of  the  base  station  (i.e., 
down  frequency),  is  employed. 

In  the  conventional  subscriber  radio  system, 
each  subscriber  station  comprises  a  closed  loop, 
for  example,  a  PLL  loop,  which  synchronously  con- 
trol  the  frequency  of  the  generator  depending  on 
the  transmitting  frequency  of  the  base  station. 
Since  a  received  frequency  in  the  subscriber  sta- 
tion  varies  according  to  the  state  of  a  radio  trans- 
mission  path  between  the  basic  station  and  the 
subscriber  station,  the  frequency  of  the  generator 
varies  following  the  variation  of  the  received  fre- 
quency.  When  the  distance  between  the  base  sta- 
tion  and  the  subscriber  station  is  large,  the  influ- 
ence  on  the  state  of  the  radio  transmission  path  is 
so  large  that  the  closed  loop  is  liable  to  become 
unstable  in  subscriber  stations  far  from  the  base 
station.  If  the  closed  loop  becomes  unstable,  the 
frequency  of  the  generator  varies  extensively.  Thus 
a  transmitting  radio  wave  from  the  subscriber  sta- 
tion  invades  time  slots  of  other  subscriber  stations 
to  interfere  with  transmitting  radio  waves  from  the 
other  subscriber  stations,  since  the  time  slot  oc- 
cupied  by  a  subscriber  station  is  determined  based 
on  the  frequency  of  the  generator.  Namely,  an 

extreme  oscillation  in  a  subscriber  station  incurs 
disorder  in  not  only  the  subscriber  station  itself,  but 
also  in  the  overall  system. 

5  SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide 
a  subscriber  station  in  a  subscriber  radio  system, 
which  can  safely  avoid  extraordinary  oscillation 

io  which  interferes  with  normal  radio  communications 
by  other  subscriber  stations. 

In  accordance  with  the  present  invention  there 
is  provided  a  subscriber  station  of  a  subscriber 
radio  system  which  comprises  a  base  station  and  a 

75  plurality  of  subscriber  stations,  characterized  in  that 
the  subscriber  station  comprises  means  for  es- 
timating  a  difference  between  a  transmitting  fre- 
quency  of  the  base  station  and  a  reference  fre- 
quency,  means  for  issuing  a  command  to  select  a 

20  set  frequency  corresponding  to  the  difference, 
means  for  selecting  one  frequency  from  among  a 
plurality  of  set  frequencies  according  to  the  com- 
mand  and  for  oscillating  at  the  selected  frequency, 
and  means  for  radio  communication  with  the  base 

25  station  within  an  assigned  time  slot  determined 
based  on  the  oscillation  frequency. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

30  Figure  1  is  a  block  diagram  showing  a  construc- 
tion  of  a  subscriber  radio  system; 
Figures  2A  and  2B  are  diagrams  representing 
time  slots  in  the  prior  art; 
Figure  3  is  a  block  diagram  representing  a  basic 

35  construction  of  the  subscriber  station  in  the  sub- 
scriber  radio  system,  according  to  the  present 
invention; 
Figure  4  is  a  block  diagram  representing  a  pre- 
ferred  embodiment  of  the  present  invention; 

40  Figure  5  is  a  circuit  diagram  showing  an  A/D 
converter  22  and  the  detailed  construction  of  a 
frequency  deviation  calculator  12  shown  in  Fig. 
4; 
Figure  6  is  a  circuit  diagram  showing  a  detailed 

45  construction  of  a  frequency  switching  controller 
24  and  the  radio  equipment  26  shown  in  Fig.  4; 
and 
Figure  7  is  a  diagram  for  explanation  of  an 
operation  of  the  preferred  embodiment  of  the 

50  present  invention. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

55  Before  describing  the  preferred  embodiments 
of  the  present  invention,  an  explanation  will  be 
given  of  a  conventional  subscriber  station  compris- 
ing  a  closed  loop  in  a  subscriber  radio  system. 

2 
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Figure  1  shows  a  construction  of  a  subscriber 
radio  system.  A  closed  loop,  for  example,  a  PLL 
loop  is  formed  in  each  subscriber  station  60-1, 
60-2  ...  60-n  to  control  the  frequency  of  a  fre- 
quency  generator  in  each  subscriber  station  60- 
1,  60-2  ...  60-n,  depending  on  a  transmitting 
frequency  of  a  base  station  (down  frequency  f1). 
Figures  2A  and  2B  represent  time  slots  TS(1), 
TS(2)  ...  TS(n)  assigned  to  the  subscriber  sta- 
tions  60-1,  60-2  ...  60-n,  respectively  on  a  time 
axis  t.  If  the  closed  loop  in  the  subscriber  station 
60-n  becomes  unstable,  the  time  slot  TS(n)  ran- 
domly  shifts  from  the  asigned  position  on  the 
time  axis  t  to  invade  other  time  slots  TS(1)  to 
TS(n-1).  Thus,  normal  radio  communication  be- 
tween  the  other  subscriber  stations  and  the  base 
station  are  interfered  with.  As  this  extraordinary 
oscillation  continues  over  a  long  time  interval 
until  lead-in  of  the  loop  has  been  completed, 
many  other  normal  communications  are  inter- 
fered  with, 
Figure  3  represents  a  basic  construction  of  the 
subscriber  station  in  the  subscriber  radio  sys- 
tem,  according  to  the  present  invention. 

Means  12  estimates  the  difference  between  the 
transmitting  frequency  of  the  base  station  10  and 
the  reference  frequency.  Means  14  instructs  means 
16  to  select  a  frequency  from  among  a  plurality  of 
predetermined  frequencies  corresponding  to  the 
difference  between  the  transmitting  frequency  of 
the  base  station  10  and  the  reference  frequency. 
Means  16  selects  a  frequency  from  among  a  plu- 
rality  of  predetermined  frequencies  according  to 
the  instruction  of  the  means  14,  and  generation  of 
this  frequency  is  performed  in  the  means  16. 
Means  18  determines  timing  to  transmit  to  the 
base  station  10  according  to  the  assigned  time  slot, 
based  on  the  oscillating  frequency,  and  commu- 
nicates  with  the  base  station  10. 

The  transmission  timing  according  to  the  as- 
signed  time  slot  is  determined  by  the  oscillating 
frequency  of  the  means  16  which  is  selected  from 
among  the  plurality  of  predetermined  frequencies 
according  to  the  instruction  of  the  means  14. 

The  timing  is  controlled  depending  on  the 
transmitting  frequency  of  the  base  station  10  be- 
cause  the  selection  is  carried  out  depending  on  the 
transmitting  frequency.  However,  the  range  of  the 
selection  is  limited  within  the  predetermined  fre- 
quencies. 

Therefore,  the  movable  range  of  the  time  slot 
assigned  to  the  subscriber  station  can  be  limited  so 
as  not  to  overlap  time  slots  of  other  stations.  Thus, 
invading  of  other  time  slots  assigned  to  other  sta- 
tions  by  the  time  slot  assigned  to  one  station  is 
safely  avoided. 

Figure  4  shows  a  construction  of  a  preferred 
embodiment  of  a  subscriber  station  (60-k)  accord- 

ing  to  the  present  invention. 
The  subscriber  station  comprises  a  receiving 

antenna  20,  a  frequency  deviation  calculator  120, 
an  A/D  converter  22,  a  frequency  switching  control- 

5  ler  24,  a  radio  equipment  26,  and  a  transmitting 
antenna  28. 

Figure  5  shows  the  A/D  converter  22  and  a 
detailed  construction  of  the  frequency  deviation 
calculator  120  in  Fig.  4.  Figure  6  shows  a  detailed 

io  construction  of  the  frequency  switching  controller 
24  and  the  radio  equipment  26. 

Operation  of  the  preferred  embodiment  of  the 
present  invention  is  described  next  referring  to  Fig. 
4  to  Fig.  6. 

is  The  radio  wave  transmitted  from  a  base  station 
is  received  in  a  receiving  antenna  20  shown  in  Fig. 
4.  The  received  frequency  Fin  of  the  receiving 
antenna  20  is  supplied  to  a  frequency  deviation 
calculator  120,  wherein  the  received  frequency  Fin 

20  is  input  into  a  comparator  12a  shown  in  Fig.  5. 
A  reference  frequency  Fre  from  a  reference 

oscillator  12b  is  also  input  into  the  comparator  12a. 
The  comparator  12a  outputs  a  signal  having  a 
voltage  proportional  to  a  difference  (Fin-Fre)  be- 

25  tween  the  received  frequency  Fin  and  the  refer- 
ence  frequency  Fre. 

The  output  signal  of  the  comparator  12a  is 
supplied  to  the  A/D  converter  22  (Fig.  4  and  Fig. 
5).  The  A/D  converter  22  outputs  two-bit  data  of 

30  "0,0",  "0,1"  "1,0",  or  "1,1"  corresponding  to  the 
voltage  of  the  input  signal,  as  shown  in  Fig.  5. 

The  two-bit  data  are  supplied  to  a  frequency 
switching  controller  24,  shown  in  Fig.  4.  In  the 
frequency  switching  controller  24,  the  two-bit  data 

35  are  input  into  a  flip-flop  24a  (Fig.  6).  A  time-up 
signal  of  a  timer  24b  is  also  input  into  the  flip-flop 
24a  as  a  clock  signal.  The  two-bit  data  from  the 
A/D  converter  22  are  then  sent  to  a  selector  140 
every  time  the  time-up  signal  is  input  into  the  flip- 

40  flop  24a. 
The  selector  140  selects  a  switching  control 

signal  F1  when  the  two-bit  data  are  "0,0",  F2  when 
"0,1",  F3  when  "1,0",  or  F4  when  "1,1".  The 
switching  control  signal  F1,  F2,  F3  or  F4  is  sup- 

45  plied  to  the  radio  equipment  26  shown  in  Fig.  4. 
The  radio  equipment  26  comprises  a  generator 

160  which  outputs  an  oscillating  signal  having  a 
frequency  fo  ,  fi  ,  f2  or  f3  which  is  determined  by 
the  state  of  the  switching  control  signal  F1  ,  F2,  F3 

50  and  F4,  as  shown  in  Fig.  6.  The  actual  values  of 
the  frequencies  fo  ,  fi  ,  f2  and  f3  are  set  at  a  DIP- 
switch  26a. 

The  oscillating  signal  from  the  selector  160  is 
supplied  to  a  transmitter-receiver  circuit  180  com- 

55  prised  in  the  radio  equipment  26.  In  the  transmitter- 
receiver  circuit  180,  a  transmitting  signal  having  a 
frequency  fout  determined  based  on  the  frequency 
fo  ,  fi  ,  k  or  f3  ,  is  formed. 

3 
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The  transmitting  signal  is  transmitted  through 
the  transmitting  antenna  28  shown  in  Fig.  4  within  a 
time  slot  determined  based  on  the  oscillating  fre- 
quency  of  the  generator  160. 

Fig.  7  represents  time  slots  determined  in  the 
aforementioned  subscriber  station.  The  oscillating 
frequencies  fo  ,  fi  ,  k  and  f3  are  set  so  that  a  time 
slot  TS(K)  corresponding  to  the  frequency  fo  ,  fi  , 
f2  or  f3  falls  into  an  allowed  interval  T  which  does 
not  overlap  neighboring  time  slots  TS(K-1)  or  TS- 
(K  +  1)  assigned  to  other  subscriber  stations,  as 
shown  in  Fig.  7. 

To  this  end,  even  if  the  receiving  frequency  fin 
of  the  transmitting  radio  wave  of  the  base  station  is 
disordered  due  to  quick  or  extremely  large  fluc- 
tuation  of  the  frequency  of  the  transmitting  fre- 
quency  from  the  base  station  (down  frequency  fi  ), 
or  due  to  instantaneous  interruption  of  the  transmit- 
ting  radio  wave,  the  frequency  fo  ,  fi  ,  k  or  f3  is 
supplied  to  the  transmitter-receiver  circuit  18  from 
the  generator  160  in  spite  of  the  disordered  receiv- 
ing  frequency  fin  ,  so  that  the  moving  range  of  the 
time  slot  TS(K)  of  the  subscriber  station  is  limited 
within  the  allowed  interval  T. 

Furthermore,  even  if  the  neighboring  time  slot 
TS(k-1)  or  TS(k  +  1)  assigned  to  another  subscriber 
station  moves  within  its  allowed  interval,  the  time 
slot  TS(k)  does  not  overlap  the  time  slot  TS(k-1)  or 
TS(K  +  1)  assigned  to  other  subscriber  stations. 

As  mentioned  above,  in  the  preferred  embodi- 
ment  of  the  present  invention,  the  oscillating  fre- 
quency  of  each  subscriber  station  is  selected  from 
among  a  plurality  of  predetermined  frequencies 
corresponding  to  the  fluctuation  of  the  down  fre- 
quency  within  a  range  where  the  time  slot  of  the 
subscriber  station  does  not  overlap  another  time 
slot  of  another  subscriber  station,  so  that  commu- 
nication  interference  with  other  stations  by  the  ra- 
dio  wave  of  the  station  can  be  avoided  in  spite  of 
any  fluctuation  of  the  down  frequency. 

Therefore,  a  communication  interruption  caus- 
ed  by  abnormal  fluctuation  of  the  down  frequency 
is  confined  to  the  subscriber  station  itself  and  ex- 
tension  to  other  subscriber  stations  is  safely  pre- 
vented. 

Accordingly,  a  system  having  high  reliability 
against  the  fluctuation  of  the  frequency  of  the 
transmitting  radio  wave  can  be  constructed. 

Furthermore,  the  oscillation  frequency  of  the 
subscriber  station  is  controlled  by  an  open-loop 
according  to  the  transmitting  frequency  of  the  base 
station,  so  that  the  circuit  of  the  subscriber  station 
can  be  more  simply  constructed  than  by  a  closed- 
loop.  Thus  the  cost  of  constructing  the  system  can 
be  further  reduced. 

Additionally,  as  the  flip-flop  24a  and  the  timer 
24b  are  provided  in  a  preceding  stage  of  the  selec- 
tor  140,  the  fluctuation  of  the  received  frequency  is 

relaxed,  so  that  quick  switching  of  the  oscillation 
frequency  which  is  liable  to  lead  to  malfunction  is 
avoided. 

As  mentioned  above,  in  accordance  with  the 
5  present  invention,  since  a  plurality  of  frequencies  is 

predetermined  so  that  a  time  slot  does  not  overlap 
other  time  slots  assigned  to  other  stations,  and  one 
of  the  frequencies  is  selected  according  to  the 
fluctuation  of  the  down  frequency,  communication 

io  interference  with  other  stations  by  one  station  can 
be  always  avoided  in  spite  of  the  fluctuation  of  the 
down  frequency.  Therefore,  an  extension  of  a  com- 
munication  interruption  in  a  subscriber  station  caus- 
ed  by  abnormal  fluctuation  of  the  down  frequency 

is  to  other  subscriber  stations  can  be  safely  pre- 
vented,  so  that  a  system  having  very  high  reliability 
against  the  fluctuation  of  the  frequency  of  the 
transmitting  radio  wave  can  be  inexpensively  con- 
structed. 

20  Reference  signs  in  the  claims  are  intended  for 
better  understanding  and  shall  not  limit  the  scope. 

Claims 

25  1.  A  subscriber  station  of  a  subscriber  radio  sys- 
tem  which  comprises  a  base  station  and  a 
plurality  of  subscriber  stations,  characterized  in 
that  the  subscriber  station  comprises: 

means  (12)  for  estimating  a  difference  be- 
30  tween  a  transmitting  frequency  of  said  base 

station  (10)  and  a  reference  frequency, 
means  (14)  for  issuing  a  command  to  se- 

lect  a  set  frequency  corresponding  to  said 
difference, 

35  means  (16)  for  selecting  said  one  frequen- 
cy  from  among  a  plurality  of  set  frequencies 
according  to  said  command  and  for  oscillating 
at  said  selected  frequency,  and 

means  (18)  for  radio  communication  with 
40  said  base  station  (10)  within  an  assigned  time 

slot  determined  based  on  said  oscillation  fre- 
quency. 

2.  A  subscriber  station  as  claimed  in  claim  1, 
45  wherein  said  means  (14)  for  issuing  a  com- 

mand  comprises 
a  timer  (24b)  for  periodically  outputting  a 

time-up  signal, 
a  holding  means  (24a)  for  holding  said 

50  difference  when  said  time-up  signal  is  input, 
and 

a  selector  (140)  for  selecting  said  com- 
mand  among  a  plurality  of  commands  accord- 
ing  to  said  held  difference. 

55 
3.  A  subscriber  station  as  claimed  in  claim  2, 

wherein  said  means  (12)  for  estimating  said 
difference  comprises 

4 
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a  reference  oscillator  (12b)  which  outputs  a 
reference  frequency, 

a  comparator  (12a)  which  outputs  a  signal 
having  a  voltage  proportional  to  a  difference 
between  said  transmitting  frequency  and  said 
reference  frequency,  and 

an  A/D  converter  (22)  which  outputs  a  digi- 
tal  signal  consisting  of  a  plurality  of  bits  repre- 
senting  the  magnitude  of  said  voltage. 

4.  A  subscriber  station  as  claimed  in  claim  3, 
wherein  said  means  (16)  for  selecting  a  fre- 
quency  and  for  oscillating  comprises 

a  DIP-switch  (26a)  to  set  a  plurality  of 
frequency  values,  and 

a  generator  (160)  which  selects  one  fre- 
quency  value  from  among  said  plurality  of  fre- 
quency  values  according  to  said  command  and 
oscillates  at  said  selected  frequency  value. 

5.  A  subscriber  station  as  claimed  in  claim  4, 
wherein  said  means  (18)  for  radio  communica- 
tion  is  a  transmitter-receiver  circuit  (180)  which 
radio  communicates  with  said  base  station  (10) 
within  said  assigned  time  slot  determined 
based  on  said  oscillation  frequency  of  said 
generator  (160). 

Patentanspruche 

1.  Teilnehmerstelle  eines  Teilnehmerfunksy- 
stems,  welches  eine  Basisstation  und  mehrere 
Teilnehmerstellen  aufweist,  dadurch  gekenn- 
zeichnet,  dal3  die  Teilnehmerstelle  umfaBt: 
eine  Einrichtung  (12)  zur  Ermittlung  einer  Diffe- 
renz  zwischen  einer  Sendefrequenz  der  Ba- 
sisstation  (10)  und  einer  Bezugsfrequenz, 
eine  Einrichtung  (14)  zur  Ausgabe  eines  Be- 
fehls,  urn  eine  eingestellte  Frequenz  entspre- 
chend  der  Differenz  auszuwahlen, 
eine  Einrichtung  (16)  zum  Auswahlen  der  ei- 
nen  Frequenz  unter  mehreren  eingestellten 
Frequenzen  entsprechend  dem  Befehl,  und 
zum  Schwingen  bei  der  ausgewahlten  Fre- 
quenz,  und 
eine  Einrichtung  (18)  zur  Funkkommunikation 
mit  der  Basisstation  (10)  innerhalb  eines  zuge- 
ordneten  Zeitschlitzes,  der  auf  der  Grundlage 
der  Schwingungsfrequenz  festgelegt  wird. 

2.  Teilnehmerstelle  nach  Anspruch  1  ,  bei  welcher 
die  Einrichtung  (14)  zur  Ausgabe  eines  Befehls 
umfaBt: 
einen  Taktgeber  (24b)  zum  periodischen  Aus- 
geben  eines  Zeitablaufsignals, 
eine  Halteeinrichtung  (24a)  zum  Halten  der  Dif- 
ferenz,  wenn  das  Zeitablaufsignal  eingegeben 
wird,  und 

einen  Selektor  (140)  zur  Auswahl  des  Befehls 
unter  mehreren  Befehlen  entsprechend  der  ge- 
haltenen  Differenz. 

5  3.  Teilnehmerstelle  nach  Anspruch  2,  bei  welcher 
die  Einrichtung  (12)  zur  Ermittlung  der  Diffe- 
renz  umfaBt: 
einen  Bezugsoszillator  (12b),  welcher  eine  Be- 
zugsfrequenz  ausgibt, 

io  einen  Komparator  (12a),  welcher  ein  Signal 
ausgibt,  das  eine  Spannung  aufweist,  die  pro- 
portional  einer  Differenz  zwischen  der  Sende- 
frequenz  und  der  Bezugsfrequenz  ist,  und 
einen  A/D-Wandler  (22),  welcher  ein  digitales 

is  Signal  ausgibt,  das  aus  mehreren  Bits  besteht, 
welche  die  GroBe  der  Spannung  angeben. 

4.  Teilnehmerstelle  nach  Anspruch  3,  bei  welcher 
die  Einrichtung  (16)  zur  Auswahl  einer  Fre- 

20  quenz  und  zum  Schwingen  umfaBt: 
einen  DIP-Schalter  (26a)  zur  Einstellung  meh- 
rerer  Frequenzwerte,  und 
einen  Generator  (160),  der  einen  Frequenzwert 
unter  den  mehreren  Frequenzwerten  entspre- 

25  chend  dem  Befehl  auswahlt,  und  bei  dem  aus- 
gewahlten  Frequenzwert  schwingt. 

5.  Teilnehmerstelle  nach  Anspruch  4,  bei  welcher 
die  Einrichtung  (18)  zur  Funkkommunikation 

30  eine  Sendeempfangsschaltung  (180)  ist,  wel- 
che  eine  Funkkommunikation  mit  der  Basissta- 
tion  (10)  innerhalb  des  zugeordneten  Zeitschlit- 
zes  durchfuhrt,  der  auf  der  Grundlage  der 
Schwingungsfrequenz  des  Generators  (160) 

35  festgelegt  wird. 

Revendicatlons 

1.  Station  d'abonne  d'un  systeme  radio  a  abon- 
40  nes  qui  comprend  une  station  de  base  et  une 

pluralite  de  stations  d'abonne,  caracterise  en 
ce  que  la  station  d'abonne  comprend  : 

-  des  moyens  (12)  pour  estimer  une  diffe- 
rence  entre  une  frequence  d'emission  de 

45  ladite  station  de  base  (10)  et  une  fre- 
quence  de  reference; 

-  des  moyens  (14)  pour  emettre  un  ordre 
pour  selectionner  une  frequence  etablie 
correspondant  a  ladite  difference; 

50  -  des  moyens  (16)  pour  selectionner  une 
frequence  parmi  une  pluralite  de  pre- 
quences  etablies,  selon  ledit  ordre,  et 
pour  osciller  a  ladite  frequence  selection- 
nee;  et 

55  -  des  moyens  (18)  de  radiocommunication 
avec  ladite  station  de  base  (10)  dans  une 
tranche  de  temps  affectee  determinee 
basee  sur  ladite  frequence  d'oscillation. 

5 
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2.  Station  d'abonne  selon  la  revendication  1  ,  dans 
laquelle  lesdits  moyens  (14)  pour  emettre  un 
ordre  comprennent  : 

-  un  dispositif  de  cadencement  (24b)  pour 
fournir  periodiquement  un  signal  de  ca-  5 
dencement; 

-  des  moyens  de  maintien  (24a)  pour 
maintenir  ladite  difference  lorsque  ledit 
signal  de  cadencement  est  applique;  et 

-  un  selecteur  (140)  pour  selectionner  ledit  10 
ordre  parmi  une  pluralite  d'ordres  selon 
ladite  difference  maintenue. 

3.  Station  d'abonne  selon  la  revendication  2,  dans 
laquelle  lesdits  moyens  (12)  pour  estimer  ladi-  is 
te  difference  comprennent  : 

-  un  oscillateur  de  reference  (12b)  qui 
fournit  une  frequence  de  reference; 

-  un  comparateur  (12a)  qui  fournit  un  si- 
gnal  ayant  une  tension  proportionnelle  a  20 
une  difference  entre  ladite  frequence 
d'emission  et  ladite  frequence  de  refe- 
rence;  et 

-  un  convertisseur  analogique/numerique 
(22)  qui  fournit  un  signal  numerique  com-  25 
pose  d'une  pluralite  d'elements  binaires 
representant  I'amplitude  de  ladite  ten- 
sion. 

4.  Station  d'abonne  selon  la  revendication  3,  dans  30 
laquelle  lesdits  moyens  (16)  pour  selectionner 
une  frequence  et  pour  osciller  comprennent  : 

-  un  commutateur  miniature  DIP  (26a)  pour 
etablir  une  pluralite  de  valeurs  de  fre- 

5.  Station  d'abonne  selon  la  revendication  4,  dans 
laquelle  lesdits  moyens  de  radiocommunica- 
tion  (18)  sont  constitues  par  un  circuit  emet- 
teur-recepteur  (180)  qui  communique  par  radio  45 
avec  ladite  station  de  base  (10)  dans  ladite 
tranche  de  temps  affectee  determinee  basee 
sur  ladite  frequence  d'oscillation  dudit  genera- 
tes  (160). 

quence;  et 35 
-  un  generateur  (160)  qui  selectionne  une 

valeur  de  frequence  parmi  ladite  pluralite 
de  valeurs  de  frequence  selon  ledit  ordre 
et  oscille  a  ladite  valeur  de  frequence 
selectionnee. 40 

50 

55 
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