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(s4)  Protection  device  for  inflation  valves  of  industrial  vehicle  tires. 

F i Q . 1  ©  Protection  device  for  inflation  valves  (V)  of  indus- 
trial  vehicle  tires,  comprising  a  ring  (1)  adapted  to  be 
locked  against  the  inner  wall  of  the  rim  (C)  and 
formed  with  a  channel  portion  (10)  positioned  astride 
of  the  tubular  body  (T)  of  the  inflation  valve  (V). 
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The  present  invention  is  generally  related  to 
industrial  vehicle  wheels  having  a  rim  and  a  tire 
with  an  inflation  valve  comprising  a  tubular  body 
fixed  at  one  end  to  the  rim  and  extending  substan- 
tially  parallel  to  the  rim  axis  and  adjacent  to  an 
area  of  the  inner  wall  thereof. 

More  particularly,  the  invention  refers  to  wheels 
of  the  above-mentioned  type  whose  rim  is  intend- 
ed,  in  use,  to  contain  a  disk  brake  unit.  During 
operation  of  vehicles  provided  of  such  wheels,  and 
in  particular  in  case  of  travel  along  gravelly  roads, 
the  problem  arises  related  to  the  risk,  anything  but 
infrequent,  of  damaging  or  sometimes  shearing  the 
tubular  body  of  the  valve.  This  risk  is  due  to  the 
fact  that,  when  travelling  on  gravelly  roads,  the 
crushed  stones  penetrating  within  the  rim  through 
the  ventilating  holes  of  the  wheel  and/or  from  the 
inner  side  of  the  rim,  accumulate  on  the  lower  part 
therof  and,  during  rolling  of  the  wheel,  are  trailed 
upwardly  by  the  valve  body.  When  the  crushed 
stones  reach  the  disk  brake  unit,  they  tend  to  get 
stuck  for  instance  within  the  transverse  spaces  of 
the  brake  caliper  and  to  deflect  the  tubular  body  of 
the  valve.  Since  such  body  is  cantilever  secured  at 
one  and  thereof  to  the  wall  of  the  rim,  it  can  be 
easely  sheared  with  the  consequent  need  of  re- 
placing  the  tire. 

It  is  known  in  the  art,  from  US-A-1  .624.974,  a 
protection  system  for  the  inflation  valve  of  a  tire, 
formed  by  a  shield  located  at  the  inner  side  of  the 
rim  and  extending  transversely  thereof.  This  shield 
is  constituted  by  a  sheet  metal  channel-shaped 
body  permanently  fixed  to  the  rim  by  means  of 
rivets. 

Similar  solutions  are  known  also  from  GB-A- 
277.654  and  DE-U-93  02  971  . 

The  above  known  solutions  are  generally  of  a 
complicated  construction  are  do  not  ensure  the 
necessary  protection  of  the  valve  in  the  aforesaid 
conditions.  Moreover,  these  known  devices  are 
specific  for  a  certain  type  of  wheel  and  can  not  be 
readily  adapted  to  wheels  of  different  types,  nor 
can  be  easily  removed  in  case  of  need  (for  in- 
stance  in  case  of  inspection  of  the  valve),  nor  can 
be  conveniently  applied  to  already  existing  wheels. 

The  object  of  the  present  invention  is  to  over- 
come  the  above  drawbacks  in  a  simple,  functional 
and  economic  way. 

In  order  to  achieve  the  above  object,  the 
present  invention  provides  a  protection  device  for 
inflation  valves  of  industrial  vehicle  tires,  in  particu- 
lar  for  wheels  of  the  type  set  forth  at  the  beginning, 
the  main  feature  of  which  resides  in  that  it  com- 
prises  a  ring  adapted  to  be  adjustably  and  releas- 
ably  locked  against  the  inner  wall  of  the  rim  in  axial 
correspondence  of  the  area  of  the  tubular  body  of 
the  inflation  valve  and  having  a  channel  element 
intended  to  be  positioned  astride  of  said  tubular 

body  of  the  valve. 
According  to  a  preferred  embodiment  of  the 

invention,  the  ring  is  constituted  by  a  metal  strap 
and  the  channel  element  is  formed  by  a  bent 

5  portion  of  such  a  strap. 
By  virtue  of  this  idea  of  solution,  integrity  of  the 

tubular  body  of  the  valve  is  effectively  protected, 
since  any  contact  thereagainst  by  crushed  stone 
possibly  collected  in  use  within  the  wheel  rim  is 

w  prevented.  The  crushed  stone  possibly  trailed  into 
contact  with  the  brake  unit,  actually  slides  away  on 
the  protection  ring  and  is  diverted  without  any  risks 
of  interference  with  the  valve  body. 

To  the  aim  of  facilitating  sliding  of  the  crushed 
75  stone  in  case  of  contact  with  the  disk  brake  unit, 

the  channel  element  of  the  protection  ring  has 
conveniently  a  rounded  profile. 

In  order  to  enable  application  onto  rims  of 
different  diameters,  the  protection  rig  is  advanta- 

20  geously  open  and  is  provided  with  an  adjustable 
closure  device. 

Said  ring  may  moreover  be  provided  with  outer 
positioning  projections,  conveniently  formed  by  an- 
gularly-spaced  blocks,  for  the  positioning  and  con- 

25  straint  thereof  inside  the  rim. 
Further  features  and  advantages  of  the  inven- 

tion  will  become  apparent  through  the  following 
detailed  description,  with  reference  to  the  annexed 
drawings,  provided  purely  by  way  of  non-limiting 

30  example,  wherein: 
-  figure  1  is  a  diagrammatic  and  axially-sec- 

tioned  view  of  a  protection  device  according 
to  the  invention  applied  to  an  industrial  ve- 
hicle  wheel, 

35  -  figure  2  is  a  perspective  view  of  the  protec- 
tion  device, 

-  figure  3  is  a  sectioned  and  enlarged  view 
along  line  Ill-Ill  of  figure  2, 

-  figure  4  is  a  lateral  elevational  view  according 
40  to  arrow  VI  of  figure  3, 

-  figure  5  is  a  perspective  and  enlarged  view  of 
a  part  of  figure  2  according  to  an  alternative 
embodiment  of  the  invention, 

-  figure  6  is  a  partial  and  enlarged  view  of 
45  figure  1  with  the  alternative  embodiment  of 

figure  5,  and 
-  figure  7  is  a  cross  section  alonf  line  VII-VII  of 

figure  5. 
Referring  initially  to  figures  1-4,  reference  R 

50  designates  as  a  whole  a  wheel  for  industrial  ve- 
hicles,  normally  a  front  wheel  intended  to  house 
therein  a  disk  brake  unit  of  conventional  type,  not 
shown. 

The  wheel  R  comprises,  also  in  a  conventional 
55  way,  a  rim  C  of  stamped  sheet  metal  on  which  a 

tire,  not  shown,  is  intended  to  be  fit. 
The  wheel  R  further  includes  a  pierced  front 

disk  F  whose  circumferential  edge  B  is  bent  and 
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inside  the  rim  C.  The  rounded  conformation  of  the 
said  channel  part  10  facilitates  sliding  and  falling 
down  of  the  cruhed  stone  even  in  the  case  same  is 
trailed,  during  rotation  of  the  wheel  R,  against  the 

5  disk  brake  unit  associated  thereto. 
Naturally  the  details  of  construction  and  the 

embodiments  can  be  widely  varied  with  respect  to 
what  has  been  described  and  illustrated,  without 
thereby  departing  from  the  scope  of  the  invention 

w  such  as  defined  in  the  appended  claims.  Thus,  for 
example,  a  possible  alternative  embodiment  is 
shown  in  figures  5  through  7,  wherein  identical  or 
similar  parts  to  those  already  disclosed  are  in- 
dicated  by  the  same  numeral  references. 

75  According  to  this  embodiment,  an  additional 
stiffening  structure  is  provided  in  the  valve  area, 
which  is  particularly  effective  in  order  to  increase 
resistance  to  deflection  of  the  channel  element  10 
of  ring  1  which  may  be  caused  by  any  crushed 

20  stone  penetrated  in  use  between  the  rim  C  of  the 
wheel  R  and  the  associated  disk  brake  unit. 

This  additional  stiffening  structure  is  formed  by 
a  metal  band  12  having  an  arcuate  profile,  which  is 
secured  on  the  inner  side  of  the  strap  2  with  the 

25  central  area  thereof  resting  against  the  channel 
element  10  and  the  opposite  ends  thereof  rigidly 
fixed  to  the  strap  2,  for  instance  by  welding.  Two 
pairs  of  metal  lateral  walls  13,  14,  having  a  gen- 
erally  triangular  shape,  are  fixed  for  instance  by 

30  welding  between  the  corresponding  edges  of  the 
strap  2  and  band  12,  so  as  to  define,  on  one  side 
and  on  the  opposite  side  of  the  channel  element 
10,  two  box-like  stiffening  structures  providing  a 
further  protection  of  the  tubular  body  T  of  the 

35  inflation  valve  V. 
Also  in  this  case  the  ring  1  can  be  secured  to 

the  rim  C  of  the  wheel  R  by  a  simple  forced- 
expansion  fit,  can  be  easily  removed  so  as  to  allow 
any  checking  of  the  valve  V,  and  can  be  readily 

40  adjusted  to  even  already  existing  wheels  of  dif- 
ferent  diameters. 

Claims 

45  1.  Protection  device  for  inflation  valves  (V)  of 
industrial  vehicle  tires,  particularly  of  wheels 
(R)  having  a  rim  (C)  intended  to  contain  in  use 
a  disk  brake  unit,  and  wherein  the  inflation 
valve  (V)  comprises  a  tubular  boby  (T)  fixed  at 

50  one  end  (E)  to  the  rim  (C)  and  extending 
substantially  parallel  to  the  axis  of  the  rim  (C) 
and  adjacent  to  an  area  (S)  of  the  inner  wall 
(P)  thereof,  characterized  in  that  it  comprises  a 
ring  (1)  adapted  to  be  adjustably  and  releas- 

55  ably  locked  against  the  inner  wall  (P)  of  the  rim 
(C)  in  axial  correspondence  of  the  area  of  the 
tubular  body  (T)  of  the  inflation  valve  (V)  and 
provided  with  a  channel  element  (10)  intended 

fixed  normally  by  welding  onto  the  inner  wall  P  of 
the  rim  C. 

This  wall  P  is  formed  with  an  annular  depres- 
sion  S  adjacent  to  which  extends,  in  a  direction 
substantially  parallel  to  the  axis  of  the  wheel  R,  the 
tubular  body  T  of  an  inflation  valve  V  of  the  tire. 
The  valve  V,  of  conventional  type,  is  fixed  at  one 
end  E  to  the  rim  C,  through  a  hole  H  thereof,  and  is 
accessible  from  outside,  at  its  opposite  end, 
through  one  hole  of  the  disk  F. 

With  this  disposition  the  tubular  body  T  of  the 
inflation  valve  V  would  normally  be  subject  in  use 
to  risks  of  breaking  due,  as  preaviously  explained, 
to  the  contract  against  crushed  stone  possibly  pen- 
etrated  within  the  rim  C  and  trailed  by  the  tubular 
body  T  itself  into  contact  with  the  disk  brake  unit. 

In  order  to  avoid  this  risk,  the  invention  pro- 
vides  employing  a  protection  device  constituted  by 
a  simple  ring  1  ,  shown  in  better  detail  in  figures  2 
through  4. 

The  ring  1  is  conveniently  formed  by  a  circular 
open  metal  strap  2,  the  ends  3,  4  of  which  overlap 
each  other  and  are  rigidly  connected  therebetween 
through  an  adjustable  closure  device  5.  This  device 
5  is  formed  by  a  pair  of  parallel  and  offset  slits  6, 
formed  in  the  end  4  and  through  which  two  holding 
screws  7  are  fitted,  which  are  threadably  engaged 
with  a  block  8  in  turn  fixed  onto  the  outer  surface 
of  the  other  end  3.  The  device  5  enables  variations 
of  the  diameter  of  the  ring  1  to  the  aim  of  adapting 
same  to  rims  5  of  different  sizes.  In  the  lowest 
diameter  condition,  shown  in  the  drawings,  a  bolt  9 
tightening  the  terminal  portion  of  the  end  4  against 
the  end  3  is  also  employed. 

On  the  side  opposite  to  the  closure  device  5, 
the  strap  2  is  formed  with  a  channel  portion  10, 
bent  inwardly  of  the  ring  1  .  The  walls  of  the  chan- 
nel  portion  10  are  greatly  sloped  so  as  to  radius  to 
the  strap  2  following  a  rounded  profile. 

Outer  centering  and  holding  blocks  11,  an- 
gularly  equi-spaced  from  one  another,  are  secured 
to  the  outer  surface  of  the  strap  2,  for  instance  by 
welding. 

In  use,  the  protection  ring  1  is  applied  such  as 
shown  in  figure  1,  i.e.  against  the  inner  wall  P  of 
the  rim  C  with  the  centering  blocks  11  seated 
within  the  circumferential  depression  S,  and  with 
the  channel  portion  10  placed  astride  of  the  tubular 
body  T  of  the  inflating  valve  V.  The  closure  device 
5  is  adjusted  so  as  to  keep  the  outer  surface  of  the 
strap  2  into  as  far  as  possible  forced  engagement 
against  the  inner  wall  P  of  the  rim  C,  so  as  to 
ensure  a  firm  radial  and  axial  constraint  thereof, 
also  by  virtue  of  the  presence  of  the  outer  blocks 
11. 

The  tubular  body  T  of  the  valve  V  is  thus 
efficiently  protected  aginst  risks  of  breakage  possi- 
bly  deriving  from  the  presence  of  crushed  stone 
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to  be  positioned  astride  of  said  tubular  body 
(P)- 

2.  Device  according  to  claim  1,  characterized  in 
that  the  ring  (1)  is  constituted  by  a  metal  strap  5 
(2)  and  in  that  the  said  channel  element  (10)  is 
formed  by  a  bent  portion  of  said  strap  (2). 

3.  Device  according  to  claim  2,  characterized  in 
that  said  channel  element  (10)  has  a  rounded  w 
profile. 

4.  Device  according  to  any  of  the  preceding 
claims,  characterized  in  that  said  ring  (1)  is 
open  and  is  provided  with  an  adjustable  do-  75 
sure  device  (5)  for  varying  the  diameter  of  the 
ring  (1). 

5.  Device  according  to  any  of  the  preceding 
claims,  wherein  said  area  of  the  rim  (C)  adja-  20 
cent  to  which  the  tubular  body  (T)  of  the  infla- 
tion  valve  (V)  extends,  has  an  annular  depres- 
sion  (S),  characterized  in  that  the  ring  (1)  is 
provided  with  outer  positioning  blocks  (11),  an- 
gularly  spaced  from  one  another  for  engage-  25 
ment  within  said  annular  depression  (S)  of  the 
rim  (C). 

6.  Device  according  to  any  of  the  preceding 
claims,  characterized  in  that  it  further  com-  30 
prises  a  stiffening  band  (12)  fixed  to  said  ring 
(1)  against  the  channel  element  (10). 

7.  Device  according  to  claim  6,  characterized  in 
that  said  stiffening  band  (12)  and  said  ring  (1)  35 
are  rigidly  connected  to  each  other  by  two 
pairs  of  lateral  walls  (13,  14)  defining  respec- 
tive  box-like  structures  placed  on  opposite 
sides  of  said  channel  element  (10). 

40 
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