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Description 

The  present  invention  relates  to  compact  pho- 
tographic  apparatus  for  use  with  film  units  of  the 
instant  or  self-developing  type,  and  more  particu- 
larly  to  such  an  apparatus  having  a  spread  roller 
assembly  for  assisting  in  the  movement  of  an  ex- 
posed  film  unit  from  an  exposure  position  to  a 
storage  chamber.  The  spread  roller  assembly  is 
adapted  to  move  the  film  unit  through  a  minimum 
path  of  travel  while  simultaneously  spreading  a 
photographic  processing  composition,  preferably 
liquid,  across  a  layer  of  the  exposed  film  unit  in 
order  to  initiate  the  formation  of  a  visible  image 
within  the  film  unit. 

Generally  speaking,  the  concept  of  providing  a 
compact  photographic  apparatus  by  minimizing  the 
length  of  the  path  of  travel  of  the  exposed  film  unit 
between  its  exposure  position  and  its  storage  posi- 
tion  may  be  accomplished  by  locating  the  latter 
substantially  adjacent  to  the  former  and  moving  the 
exposed  film  unit  in  a  first  direction  away  from  the 
exposure  position  and  then  in  a  second  generally 
opposite  direction  toward  the  storage  position.  Dur- 
ing  such  movement  a  processing  liquid  is  spread 
across  a  layer  of  the  film  unit  to  initiate  the  forma- 
tion  of  a  visible  image  within  the  film  unit.  Exam- 
ples  of  cameras  utilizing  such  concept  may  be 
found  in  U.  S.  Patent  No.  3,426,664,  3,537,370  and 
3,722,383. 

As  regard  the  camera  described  in  the  '664 
patent,  a  rather  complicated  and  expensive  belt 
system  is  required  to  move  the  film  unit  from  its 
cassette  into  and  through  its  exposure  position  and 
then  into  its  storage  position  while  simultaneously 
synchronizing  the  camera's  exposure  system  with 
such  movement.  The  compactness  of  the  camera 
shown  in  the  '370  patent  is  compromised,  at  least 
in  its  long  dimension,  due  to  the  requirement  of  a 
flat  compartment  for  receiving  a  portion  of  an  ex- 
posed  film  unit  prior  to  its  movement  back  toward  a 
storage  position.  Finally,  the  camera  shown  in  the 
'383  patent  requires  movement  of  an  image-receiv- 
ing  sheet  into  superposition  with  an  exposed  im- 
age-recording  sheet,  movement  of  the  two  between 
a  pair  of  spread  rollers,  and  then  stripping  of  the 
image-recording  sheet  from  the  image  receiving 
sheet. 

In  accordance  with  the  present  invention,  pho- 
tographic  apparatus  for  use  with  film  units  of  the 
instant  type  comprises: 

means  for  supporting  a  film  cassette  containing 
a  plurality  of  individual  film  units  of  the  instant  type 
in  position  for  their  sequential  exposure; 

a  chamber  into  which  a  film  unit  is  advanced 
subsequent  to  its  exposure,  the  chamber  being 
located  substantially  adjacent  to  and  in  underlying 
relation  with  the  supporting  means; 

first  transport  means  for  advancing  a  film  unit 
in  a  first  direction  subsequent  to  its  exposure,  at 
least  partially  from  the  film  cassette; 

second  transport  means  including  a  pair  of 
5  adjacent  elongate  rollers,  each  of  which  is  rotatable 

about  its  longitudinal  axis,  adjacent  surfaces  of  said 
rollers  defining  a  pressure  generating  gap  through 
which  the  exposed  film  unit  is  adapted  to  be  ad- 
vanced,  the  rollers  being  constructed  to  spread  a 

io  processing  liquid  across  a  layer  of  the  exposed  film 
unit  to  initiate  the  formation  of  a  visible  image 
within  the  exposed  film  unit  while  simultaneously 
advancing  the  exposed  film  unit  therebetween; 
characterized  by; 

75  rotation  means  for  rotating  the  pair  of  rollers 
about  a  common  axis  from  a  first  orientation, 
wherein  the  pair  of  rollers  receives  the  film  unit  and 
continues  the  advancement  of  the  exposed  film  unit 
in  the  first  direction,  to  a  second  orientation, 

20  wherein  the  pair  of  rollers  advances  the  exposed 
film  unit  in  a  second  direction,  substantially  op- 
posite  to  the  first  direction,  toward  the  chamber. 

The  present  invention  relates  to  photographic 
apparatus  for  use  with  instant  type  film  units,  and 

25  more  particularly  to  such  an  apparatus  having  a 
spread  roller  assembly  the  rollers  of  which  are 
adapted  for  movement  between  first  and  second 
orientations  as  an  exposed  film  unit  is  moved  com- 
pletely  out  of  its  exposure  position  and  toward  a 

30  storage  position.  More  specifically,  the  present  in- 
vention  relates  to  a  self-developing  or  instant  type 
photographic  apparatus,  e.g.,  a  camera,  having  a 
lighttight  imbibition  or  storage  chamber  in  which  an 
exposed  film  unit  may  remain  until  its  latent  image 

35  has  been  substantially  transformed  into  a  viewable 
image.  The  apparatus  includes  a  housing  enclosing 
a  film  chamber  having  structure  for  locating  and 
supporting  a  film  cassette  containing  a  stack  of  film 
units  in  position  for  the  sequential  exposure  of  the 

40  film  units.  In  the  preferred  arrangement,  located 
rearwardly  or  below  the  film  cassette  supporting 
structure  and  closely  adjacent  thereto  is  the  stor- 
age  chamber  which  is  adapted  to  receive  an  ex- 
posed  film  unit,  subsequent  to  a  processing  liquid 

45  being  spread  across  a  layer  thereof,  and  maintain  it 
in  a  lighttight  environment  until  the  processing  liq- 
uid  has  sufficiently  imbibed  the  film  unit  to  cause 
the  formation  of  a  visible  image.  The  apparatus 
may  include  a  battery  operated  motor  mounted 

50  adjacent  one  end  of  the  film  cassette  supporting 
structure  and  means  for  advancing  an  exposed  film 
unit  from  the  film  cassette  and  into  the  lighttight 
imbibition  or  storage  chamber.  The  aforementioned 
means  includes  a  first  means  in  the  form  of  a 

55  cantilevered  member  having  a  free  end  which  is 
adapted  to  move  an  uppermost  exposed  film  unit 
from  the  film  cassette;  second  means  including  a 
pair  of  elongate  rollers  which  are  adapted  to  en- 
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gage  the  exposed  film  unit  and  continue  its  move- 
ment  away  from  the  film  cassette  and  into  an 
arcuate  passageway  where  it  is  bent  and  directed 
toward  the  imbibition  chamber;  and  a  second  can- 
tilevered  member  for  subsequent  advancement  of 
the  exposed  film  unit  fully  into  the  imbibition  cham- 
ber.  The  rollers  are  adapted  to  rupture  a  container 
of  processing  liquid  carried  on  a  leading  end  of  the 
advancing  exposed  film  unit  and  spread  its  con- 
tents  between  layers  thereof  to  initiate  the  forma- 
tion  of  a  visible  image  therein  by  a  diffusion  trans- 
fer  process.  As  the  exposed  film  unit  leaves  the 
bite  of  the  rollers,  its  trailing  end  is  located  in  a 
position  to  be  engaged  by  the  second  cantilevered 
member  for  subsequent  movement  into  the  imbibi- 
tion  chamber. 

The  apparatus  also  includes  means  for  mount- 
ing  the  second  means  for  movement  from  a  first 
orientation,  wherein  the  elongate  rollers  continue 
the  advancement  of  the  exposed  film  unit  in  a  first 
directon  away  from  the  film  cassette  and  toward 
the  arcuate  passageway  to  a  second  orientation, 
wherein  the  rollers  advance  the  exposed  film  unit  in 
a  second  directon  toward  the  lighttight  imbibition  or 
storage  chamber.  In  a  preferred  embodiment  of  the 
invention  the  rollers  are  mounted  for  rotation  about 
their  individual  axes  as  well  as  being  mounted  for 
movement  as  a  unit  about  an  axis  spaced  from  the 
axes  of  the  rollers.  In  an  alternative  embodiment, 
one  of  the  rollers  is  rotatable  about  its  own  axis  as 
well  as  that  of  the  other  roller. 

The  preferred  apparatus  further  includes  a 
loading  door  through  which  a  film  assemblage  may 
be  located  on  the  aformentioned  supporting  struc- 
ture.  The  loading  door,  which  comprises  one  of  the 
walls  of  the  imbibition  chamber,  has  a  window 
therein  through  which  the  visible  image  in  a  film 
unit  located  within  the  imbibition  chamber  may  be 
viewed  without  opening  the  loading  door.  Such 
window  is  ordinarily  rendered  lighttight  by  a  blind 
which  is  movable  from  its  operative  position  cover- 
ing  the  window,  to  an  inoperative  positon  wherein 
the  film  unit  within  the  chamber  may  be  viewed. 
The  blind  is  maintained  in  the  operative  position  by 
a  latch  until  the  formation  of  a  visibile  image  within 
the  last  exposed  unit  to  enter  the  imbibition  cham- 
ber  has  been  substantially  formed,  or  until  the 
image  is  no  longer  subject  to  being  adversely 
affected  by  the  ambient  light.  After  the  image  has 
been  developed  to  the  state  whereat  it  is  no  longer 
susceptible  to  being  adversely  affected  by  the  out- 
side  light,  a  timing  circuit  engergizes  a  solenoid  to 
move  the  latch  to  a  positon  wherein  the  blind  may 
be  moved  to  its  inoperative  position. 

The  imbibition  or  storage  chamber  is  also  pro- 
vided  with  a  light  sealed  opening  through  which  all 
of  the  film  units  located  within  the  imbibition  cham- 
ber  may  be  moved  as  a  unit  to  the  exterior  of  the 

photographic  apparatus.  Suitable  means,  such  as 
manually  actuatable  slide,  may  be  provided  for 
such  purpose. 

The  invention  also  provides  photographic  ap- 
5  paratus  of  the  type  described,  preferably  with  an 

arcuate  passageway  for  cooperating  with  the  above 
described  movable  means  for  shortening  the  path 
of  travel  of  an  exposed  film  unit  as  it  moves  from  a 
film  cassette  to  a  storage  chamber  located  sub- 

io  stantially  immediately  below  the  film  cassette's 
supporting  structure. 

The  invention  also  provides  photographic  ap- 
paratus  of  the  type  described  with  a  roller  assem- 
bly  movable  from  a  first  orientation  in  which  it 

is  moves  an  exposed  film  unit  in  a  first  direction  and 
then  assumes  a  second  orientation  in  which  it 
moves  the  film  unit  in  a  second  direction,  the  roller 
assembly  also  functioning  to  spread  a  processing 
liquid  across  a  layer  of  the  exposed  film  unit  during 

20  its  movement  in  one  of  the  two  directions. 
Two  examples  of  photographic  apparatus  in 

accordance  with  the  invention  will  now  be  de- 
scribed  with  reference  to  the  accompanying  draw- 
ings,  in  which:- 

25  FIG.  1  is  a  perspective  view  of  a  folding  type 
instant  camera  which  incorporates  a  preferred 
embodiment  of  the  present  invention,  the  cam- 
era  being  shown  in  a  folded  condition; 
FIG.  2  is  a  perspective  view  showing  the  camera 

30  of  FIG.  1  in  an  extended  operative  condition; 
FIG.  3  is  an  enlarged  cross  sectional  view,  partly 
in  section,  of  the  camera,  taken  generally  along 
the  line  3-3  of  FIG.  1,  the  upper  portion  of  the 
camera  being  omitted  for  reasons  of  clairty; 

35  FIG.  4  is  an  enlarged  cross-sectional  view,  simi- 
lar  to  FIG.  3  showing  the  camera  with  an  alter- 
native  embodiment  of  a  spread  roller  assembly; 
and 
FIG.  5  is  a  bottom  view  of  the  camera. 

40  Reference  is  now  made  to  the  drawings 
wherein  is  shown  photographic  apparatus  in  the 
form  of  a  folding  camera  10  of  the  instant  or  self- 
developing  type.  The  camera  10  includes  a  first  or 
main  housing  12  having  a  loading  door  14  (See 

45  FIG.  5)  in  a  bottom  wall  16  thereof.  The  first  hous- 
ing  12  also  includes  front  and  rear  walls  18  and  20, 
respectively,  and  end  walls  22  and  24.  The  door  14 
is  pivotally  connected  to  the  end  wall  22  of  the 
main  housing  12  by  a  hinge  (not  shown)  which  is 

50  generally  parallel  with  the  axis  of  the  camera's 
objective  lens  28  and  perpendicular  to  the  forward 
and  rear  walls  18  and  20.  The  main  housing  12 
further  includes  a  top  wall  30  having  a  pair  of 
spaced  flanges  32  and  34  extending  upwardly 

55  therefrom  so  as  to  define  a  recess  36. 
The  camera  10  further  includes  a  second  hous- 

ing  38  which  is  pivotally  coupled  to  the  first  hous- 
ing  12  about  an  axis  (not  shown)  which  is  generally 
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parallel  with  the  rear  wall  20  for  movement  between 
an  inoperative  position  (see  FIG.  1),  wherein  it  is 
nested  within  the  recess  36,  and  its  operative 
positon,  as  shown  in  FIG.  2.  The  second  housing 
38  supports  the  aforementioned  objective  lens  28, 
a  shutter  assembly,  and  a  photocell  window  40.  A 
top  wall  42  of  the  second  housing  38  includes  a 
recess  44  which  is  adapted  to  receive  a  third 
housing  46  of  the  camera  10  when  the  camera  is 
being  collapsed  or  folded. 

The  third  housing  46  is  pivotally  coupled  to  the 
rear  wall  20  of  the  first  housing  12  about  a  horizon- 
tal  axis  (not  shown)  which  is  generally  parallel  with 
the  rear  wall  20.  The  third  housing  46  is  provided 
with  a  recess  50  for  pivotally  receiving  therein  a 
fourth  housing  52. 

The  fourth  housing  52  supports  a  source  of 
artificial  illumination  such  as  a  strobe  54  and  an 
associated  I.R.  rangefinder  window  56  for  providing 
an  input  to  the  strobe's  electrical  circuit.  The  fourth 
housing  52,  as  well  as  the  second  and  third  hous- 
ings  38  and  46,  is  biased  into  the  erect  position 
shown  in  FIG.  2.  Further,  the  fourth  housing  52  is 
adapted  to  be  nested  within  the  recess  50  prior  to 
the  third  housing  46  being  moved  into  the  recess 
44. 

When  the  various  housings  are  in  the  positions 
shown  in  FIG.  2,  actuation  of  an  exposure  cycle 
initiation  button  58  (see  FIG.  1)  located  within  a 
recess  in  the  top  wall  30  of  the  first  housing  12  is 
effective  to  cause  image  bearing  light  rays  to  enter 
the  camera  10  via  the  lens  28  and  be  reflected 
downwardly  by  a  mirror  (not  shown)  onto  a  film  unit 
62  (see  Figures  3  and  4).  For  more  specific  details 
of  the  viewing  and  exposing  system  of  the  camera 
10,  reference  may  be  had  to  the  copending  US 
application  Serial  No.  028,457,  filed  on  March  20, 
1987  by  G.D.  Whiteside  et  al  and  assigned  in 
common  herewith. 

Referring  now  to  Figure  3,  the  camera  10  is 
adapted  to  receive  a  film  assemblage  of  the  type 
which  includes  a  film  cassette  60  having  therein  a 
stack  of  the  film  units  62  which  is  resiliently  biased 
by  a  spring  64  toward  a  forward  wall  66  of  the 
cassette  60  so  as  to  locate  the  uppermost  film  unit 
62  adjacent  to  an  exposure  aperture  68  in  the  wall 
66.  The  film  units  62  are  of  the  integral  self- 
developing  or  instant  type  and  include  a  rupturable 
pod  70  of  processing  liquid  at  their  leading  end 
and  a  trap  72  at  their  trailing  end  for  receiving  any 
excess  processing  liquid,  as  is  well  known  in  the 
art.  The  camera  10  includes  a  plate  74  for  support- 
ing  the  film  cassette  60  in  position  for  the  sequen- 
tial  photographic  exposure  of  the  film  units  62.  The 
plate  74  includes  an  upwardly  curved  end  section 
76  for  engaging  a  leading  end  wall  78  of  the  film 
cassette  60  and  an  upwardly  standing  flange  80  for 
engaging  a  trailing  end  wall  82  of  the  film  cassette 

60,  thereby  properly  locating  the  film  cassette  60 
relative  to  the  reflected  optical  axis  of  the  objective 
lens  28. 

The  camera  10  also  includes  a  lighttight  imbibi- 
5  tion  chamber  84  which  is  defined  in  part  by  the 

loading  door  14,  the  support  plate  74  and  the 
forward  and  rear  walls  18  and  20  of  the  first  hous- 
ing  12.  The  imbibition  chamber  84  provides  a  light- 
tight  environment  in  which  exposed  film  units  62 

io  may  be  located  during  the  period  that  the  afore- 
mentioned  processing  liquid  is  being  imbibed  by 
one  or  more  layers  of  the  film  unit  62.  Exit  of  the 
film  units  62  from  the  imbibition  chamber  84  may 
be  had  by  way  of  an  egress  opening  86  formed  in 

is  an  upturned  end  88  of  the  loading  door  14,  such 
opening  being  rendered  lighttight  by  a  pair  of  resil- 
ient,  opaque,  cantilevered  members  90  and  92. 
Flanges  94  (only  one  shown)  extend  inwardly  for  a 
short  distance  from  each  of  the  walls  18  and  20  of 

20  the  imbibition  chamber  84  for  supporting  the  lateral 
sides  the  exposed  film  units  62,  as  shown  in  FIG. 
3.  A  spring  96  is  mounted  on  the  supporting  wall 
74  for  frictionally  maintaining  the  exposed  film  units 
in  place.  Each  of  the  flanges  94  is  provided  with  a 

25  downwardly  turned  portion  98  at  one  end  thereof 
which  functions  as  a  ramp  to  guide  the  leading 
ends  of  the  exposed  fim  units  62  up  onto  the 
flanges  94. 

Subsequent  to  the  exposure  of  a  film  unit  62,  a 
30  battery  operated  motor  100  is  energized  to  drive  a 

first  means  in  the  form  of  a  film  advancing  member 
102  in  a  reciprocating  manner  to  engage  the  ex- 
posed  film  unit  by  its  trailing  edge  and  advance  the 
film  unit  in  a  first  direction  toward  the  exterior  of 

35  the  film  cassette  60  via  an  exit  opening  104.  As  the 
exposed  film  unit  62  emerges  from  the  film  cas- 
sette  60,  its  leading  edge  is  deflected  upwardly  by 
a  laterally  extending  guide  plate  106  into  the  bite  of 
a  second  means  in  the  form  of  a  pair  of  motor 

40  driven  elongate  rollers  108  and  110.  The  rollers 
108  and  110  are  drivingly  interconnected  at  their 
ends  by  gears  112  and  114,  respectively,  with  the 
gear  112  also  being  in  mesh  with  a  larger  drive 
gear  116  which  in  turn  is  connected  to  the  motor 

45  100  by  a  transmission  (not  shown).  The  drive  gear 
116  is  mounted  for  rotation  about  an  end  of  a  fixed 
shaft  118,  the  opposite  ends  of  which  are  sup- 
ported  by  means  not  shown.  Also  mounted  for 
rotation  about  opposite  ends  the  shaft  118  is  a  pair 

50  of  arms  119  (only  one  being  shown).  Each  of  the 
arms  119  includes  an  aperture  121  at  one  end,  for 
rotatably  receiving  one  of  the  opposite  ends  of  the 
shaft  118,  and  a  pair  of  apertures  at  its  opposite 
end  for  receiving  the  journals  123  and  125  of  the 

55  rollers  108  and  110,  respectively.  Thus  rotation  of 
the  drive  gear  116  in  a  counterclockwise  direction, 
as  shown  by  the  arrow  in  FIG.  3,  is  effective  to 
rotate  the  rollers  108  and  110  in  directions  which 

4 
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will  continue  to  advance  the  exposed  film  unit  62  in 
the  first  directon  while  simultaneously  rupturing  the 
processing  liquid  container  70  and  spreading  its 
contents  between  layers  of  the  exposed  film  unit 
62  so  as  to  initiate  the  formation  of  a  visible  image 
within  the  film  unit  62. 

The  rollers  108  and  110  are  mounted  for  move- 
ment  from  a  first  orientation,  as  shown  in  solid  lines 
in  FIG.  3,  wherein  they  continue  the  advancement 
of  the  exposed  film  unit  62  in  the  first  direction,  to 
a  second  orientation,  as  shown  in  broken  lines  in 
FIG.  3,  wherein  they  advance  the  exposed  film  unit 
62  in  a  second  direction,  generally  opposite  to  the 
first  direction,  toward  the  chamber  84.  The  means 
for  mounting  the  rollers  108  and  110  for  such 
movement  include  the  aforementioned  arms  119, 
as  well  as  a  gear  rack  127  formed  in  one  end  of  an 
arcuate  guide  member  129.  The  gear  rack  127  has 
an  axis  coincident  with  that  of  the  shaft  118  and  is 
always  in  mesh  with  the  gear  114  on  the  roller  110, 
suitable  stops  (not  shown)  being  provided  at  the 
beginning  and  the  end  of  the  gear  rack  127.  The 
arcuate  guide  member  129  has  a  lateral  dimension 
substantially  equal  to  the  length  of  the  rollers  108 
and  110  and  is  located  in  the  path  of  travel  of  the 
exposed  film  unit  as  it  is  being  advanced  in  the 
first  direction.  Thus,  it  can  be  seen  that  coun- 
terclockwise  rotation  of  the  roller  110  (as  well  as 
gear  114)  about  its  longitudinal  axis  so  as  to  ad- 
vance  the  exposed  film  unit  in  the  first  direction  will 
cause  the  gear  114  to  "walk"  or  move  along  the 
gear  rack  127  thereby  carrying  along  with  it  the  two 
arms  119.  The  gear  114  continues  to  "walk"  along 
the  gear  rack  127  until  the  arms  119  and  the  rollers 
108  and  110  enter  the  broken  line  position  (second 
orientation)  shown  in  FIG.  3.  As  the  rollers  108  and 
110  enter  this  latter  position,  the  exposed  film  unit 
exits  from  between  the  rollers  108  and  110  and 
further  clockwise  rotation  of  the  arms  119  is  pre- 
vented  by  a  suitable  stop,  as  well  as  by  shutting 
the  motor  100  off.  Alternatively,  the  gear  114  could 
be  connected  to  the  roller  110  by  a  clutch  and  be 
located  in  mesh  with  the  gear  rack  127  and  out  of 
mesh  with  the  gear  112  thus  enabling  1)  the  clock- 
wise  rotation  of  the  arms  119  to  be  stopped  in  the 
broken  line  position,  and  2)  rotation  of  the  gear  114 
to  be  stopped  while  power  is  continued  to  the  roller 
108  until  the  film  unit  emerges  from  between  the 
rollers  108  and  110.  In  this  latter  drive  arrange- 
ment,  the  roller  110  and  its  gear  114  would  be 
driven  by  the  frictional  force  between  the  exposed 
film  unit  62  and  the  roller  110  as  the  former  moves 
between  the  rollers  108  and  110.  Thus,  as  the 
rollers  108  and  110  move  as  a  unit  from  the  first 
orientation  to  the  second  orientation,  the  leading 
end  of  the  exposed  film  unit  62  is  moved  into 
engagement  with  the  arcuate  guide  member  129 
which  deflects  it  in  a  manner  which  assists  in  the 

change  of  direction  of  movement  of  the  film  unit 
from  the  first  to  the  second  direction  while  simulta- 
neously  providing  for  a  shorter  path  of  movement 
of  the  film  unit  62  toward  the  imbibition  chamber 

5  84. 
As  the  exposed  film  unit  62  emerges  from 

between  the  rollers  108  and  110,  it  falls  upon  a 
portion  120  of  a  second  reciprocatable  member 
such  that  an  upturned  end  131  thereon  is  located 

io  just  to  the  right  of  the  film  unit's  trailing  end.  The 
direction  of  the  motor's  100  drive  is  then  reversed 
to  return  the  rollers  108  and  110  and  their  respec- 
tive  arms  119  to  the  first  orientation  and  the  portion 
120  is  driven  in  a  reciprocating  manner  thus  caus- 

15  ing  the  end  131  to  engage  the  exposed  film  unit  62 
by  its  trailing  edge  and  continue  its  movement  up 
onto  the  flanges  94  where  it  will  remain  in  a  light- 
tight  environment  for  a  predetermined  period  of 
time  until  the  processing  liquid  has  been  suffi- 

20  ciently  imbibed  by  layers  of  the  film  unit.  The 
predetermined  period  of  time  starts  substantially  at 
the  time  that  the  processing  liquid  is  spread  across 
the  exposed  film  unit  and  ends  when  the  emerging 
image  within  the  exposed  film  unit  62  will  no  longer 

25  be  substantially  adversely  affected  by  any  ambient 
light  which  may  enter  the  imbibition  chamber  84 
via  a  viewing  window  122  located  within  the  loading 
door  14.  The  viewing  window  122  has  dimensions 
which  generally  are  the  same  as  those  of  the 

30  image  area  in  the  exposed  film  unit  62. 
The  viewing  window  122  is  generally  covered 

in  lighttight  relation  by  an  opaque  blind  124  there- 
by  maintaining  the  lighttightness  of  the  imbibition 
chamber  84.  The  blind  124  is  provided  with  an 

35  aperture  126  at  one  end  thereof  for  receiving  a  free 
end  of  a  latch  128.  The  latch  128  is  adapted  to 
releasably  maintain  the  blind  124  in  its  operative 
light  blocking  position  against  the  bias  of  a  spring 
(not  shown)  which  in  turn  is  adapted  to  move  the 

40  blind  124  into  its  inoperative  position  wherein  the 
image  in  the  exposed  film  unit  62  may  be  viewed. 
The  latch  128  is  pivotally  coupled  at  130  to  a  fixed 
portion  of  the  camera  1  0  and  at  1  32  to  an  arm  1  34 
of  a  solenoid  136.  The  solenoid  136  is  temporarily 

45  energized  at  the  end  of  the  aforementioned  pre- 
determined  period  of  time,  e.g.,  thirty  seconds,  so 
as  to  pivot  the  latch  128  in  a  counterclockwise 
manner,  as  viewed  in  FIG.  3,  thus  releasing  the 
blind  124  for  automatic  movement  into  its  inoper- 

50  ative  position.  Alternatively,  the  blind  124  could  be 
provided  with  a  manually  actuated  member  for 
moving  the  blind  124  into  its  inoperative  position 
subsequent  to  the  actuation  of  the  latch  128. 

After  the  image  in  the  exposed  film  unit  62  has 
55  been  viewed  through  the  uncovered  window  122, 

the  operator  of  the  camera  10  may  either  leave  it  in 
the  imbibition  chamber  and  continue  to  photograph 
subjects,  or  remove  the  exposed  film  unit  62  for 

5 
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closer  inspection.  To  remove  the  exposed  film  unit 
62  from  the  imbibition  chamber  84,  the  operator 
merely  moves  a  button  140  to  the  left,  as  viewed  in 
FIG.  5.  The  button  140  is  attached  to  a  slide  plate 
142  having  an  inwardly  turned  film  engaging  end 
144.  As  can  be  seen  in  FIG.  3,  such  movement  of 
the  film  engaging  end  144  is  effective  to  move  all 
of  the  film  units  (six  being  shown)  from  the  imbibi- 
tion  chamber  84  via  the  opening  86  to  a  position 
whereat  the  operator  may  grasp  them  and  com- 
plete  their  removal.  A  spring  146  having  one  end 
attached  to  the  film  engaging  end  144  and  its 
opposite  end  attached  to  a  pin  148  extending  in- 
wardly  from  a  wall  of  the  imbibition  chamber  84  is 
provided  for  returning  the  film  engaging  end  144  to 
the  position  shown  in  FIG  3.  If  the  operator  desires 
to  leave  the  exposed  film  units  62  within  the  imbibi- 
tion  chamber  and  continue  photographing  subjects, 
actuation  of  the  exposure  cycle  initiation  button  58 
not  only  actuates  the  shutter,  but  also  completes  a 
circuit  to  the  motor  100.  The  motor  100  in  turn 
drives  the  various  elements  described  above  for 
advancing  the  newly  exposed  film  unit  62  from  the 
cassette  60  to  the  bottom  of  the  stack  of  film  units 
62  already  in  the  imbibition  chamber  84.  The  motor 
100  also  drives  suitable  means  such  as  a  cam  (not 
shown)  which  drives  the  blind  124  back  into 
latched  relation  with  the  latch  128  thereby  render- 
ing  the  imbibition  chamber  84  lighttight. 

After  all  of  the  film  units  62  have  been  exposed 
and  removed  from  the  imbibition  chamber  84,  the 
empty  film  cassette  60  may  be  removed  by  un- 
latching  and  pivoting  the  loading  door  14  in  a 
clockwise  manner  about  its  hinge  (not  shown).  As 
the  loading  door  14  is  pivoted  toward  its  open 
position,  it  carries  therewith  among  other  elements, 
the  support  plate  74  carrying  the  film  cassette  60, 
the  second  reciprocating  means  120,  the  blind  124, 
the  solenoid  136  and  the  slide  plate  142,  end  144, 
spring  146  and  pin  148,  thereby  providing  easy 
access  to  structure  such  as  the  rollers  108  and 
110. 

Reference  is  now  made  to  FIG.  4  of  the  draw- 
ings  wherein  is  shown  an  alternative  embodiment 
of  the  invention.  In  this  embodiment,  the  second 
means  for  continuing  the  movement  of  an  exposed 
film  unit  62  in  the  first  direction  comprises  a  pair  of 
elongate  spread  rollers  133  and  135  which  are 
rotatably  connected  to  each  other  by  gears  137 
and  139  mounted  on  the  ends  of  the  rollers.  The 
gear  137  is  suitably  connected  to  the  output  of  the 
motor  100  by  means  not  shown,  and  the  gear  139 
is  located  in  mesh  with  the  arcuate  gear  rack  127 
on  the  guide  member  129.  Also,  the  guide  member 
129  is  provided  with  an  inwardly  directed  flange 
141  at  each  end  thereof  (only  one  being  shown), 
each  flange  having  an  arcuate  slot  143  therein.  The 
slots  143  are  adapted  to  receive  the  journals  145  of 

the  spread  roller  139  so  as  to  assist  the  latter  in  its 
movement  about  the  axis  147  of  the  spread  roller 
133. 

Subsequent  to  the  photographic  exposure  of 
5  the  uppermost  film  unit  62  in  the  film  cassette  60, 

the  motor  100  is  energized  so  as  to  cause  the  film 
engaging  member  102  to  move  in  a  first  direction, 
to  the  right,  thus  moving  the  exposed  film  unit  62 
in  the  first  direction  through  the  slot  104  and  into 

io  engagement  with  the  rotating  roller  133.  The  trans- 
mission  (not  shown)  between  the  motor  100  and 
the  roller  133  may  include  a  clutch  which  is  en- 
gaged  at  the  time  the  leading  end  of  the  exposed 
film  unit  engages  it  so  as  to  start  its  rotation.  The 

is  film  unit  62  is  then  deflected  upwardly  by  the 
surface  of  the  roller  133  into  the  pressure  generat- 
ing  bite  between  it  and  the  other  roller  135.  The 
rollers  133  and  135  rupture  the  container  70  of 
processing  liquid  and  spread  its  contents  between 

20  layers  of  the  film  unit  62  so  as  to  initiate  the 
formation  of  a  visible  image  therein  while  continu- 
ing  to  advance  the  exposed  film  unit  62  away  from 
the  film  cassette.  Simultaneously  therewith,  rotation 
of  the  roller  133  and  its  gear  137  in  a  clockwise 

25  direction  is  effective  to  cause  the  gear  139  to  rotate 
the  roller  135,  as  well  as  to  "walk"  along  the  fixed 
arcuate  gear  rack  127.  Thus,  the  gear  139  rotates 
about  the  axis  of  roller  135,  as  well  as  the  axis  147 
of  the  roller  133  as  the  rollers  133  and  135  move 

30  from  a  first  orientation,  as  shown  in  solid  lines  in 
fIG.  4,  to  a  second  orientation  wherein  the  roller 
135  is  located  in  the  broken  line  position.  During 
such  movement,  the  inner  surface  of  the  arcuate 
guide  member  129  aids  in  deflecting  the  leading 

35  end  of  the  exposed  film  unit  62  into  a  second 
direction,  generally  opposite  to  said  first  direction. 
As  in  the  embodiment  described  with  reference  to 
FIG.3,  when  the  exposed  film  unit  emerges  from 
between  the  rollers  133  and  135  when  the  latter  are 

40  in  the  second  orientation,  the  reciprocable  member 
120  is  energized  to  move  the  exposed  film  unit  62 
into  the  chamber  84  and  the  direction  of  rotation  of 
the  gear  137  is  reversed  thus  returning  the  roller 
135  to  its  first  orientation  where  it  is  located  on  the 

45  opposite  side  of  the  roller  133,  vis-a-vis,  the  posi- 
tion  it  occupied  in  the  second  orientation. 

While  the  present  invention  has  been  shown  in 
a  camera  of  the  folding  type,  it  is  equally  as 
applicable  to  non-folding  cameras.  Still  further,  the 

50  storage  chamber  for  the  film  units  need  not  be 
lighttight  if  the  film  units  are  provided  with  their 
own  system  for  preventing  further  exposure,  such 
as  a  chemical  opacifer. 

55  Claims 

1.  Photographic  apparatus  for  use  with  film  units 
(62)  of  the  instant  type,  the  apparatus  compris- 

6 
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ing: 
means  (74)  for  supporting  a  film  cassette 

(60)  containing  a  plurality  of  individual  film 
units  (62)  of  the  instant  type  in  position  for 
their  sequential  exposure; 

a  chamber  (84)  into  which  a  film  unit  (62) 
is  to  be  advanced  subsequent  to  its  exposure, 
the  chamber  (84)  being  located  substantially 
adjacent  to  and  in  underlying  relation  with  the 
supporting  means  (74); 

first  transport  means  (102)  for  advancing  a 
film  unit  in  a  first  direction  subsequent  to  its 
exposure,  at  least  partially  from  the  film  cas- 
sette; 

5.  Photographic  apparatus  according  to  claim  4 
wherein  the  gear  rack  (127)  is  arcuate. 

6.  Photographic  apparatus  according  to  claim  5 
5  wherein  the  arcuate  gear  rack  (127)  has  a 

radius  of  curvature  which  is  symmetrical  with 
respect  to  the  second  axis  (147). 

8.  Photographic  apparatus  according  to  any  of 
the  preceding  claims  wherein  the  one  elongate 
roller  (133)  is  located  on  one  side  of  the  other 
of  the  elongate  rollers  (135)  when  they  are  in 
the  first  orientation,  and  the  one  elongate  roller 
(133)  is  located  on  substantially  the  opposite 
side  of  the  other  elongate  roller  (135)  when 
they  are  in  the  second  orientation. 

9.  Photographic  apparatus  according  to  claim  1 
wherein  the  rotation  means  support  both  of  the 
elongate  rollers  (108,110)  for  simultaneous  ro- 
tation  from  the  first  to  the  second  orientations. 

10.  Photographic  apparatus  according  to  claim  1, 
wherein  the  rotation  means  includes  an  arcuate 
gear  rack  (127)  having  an  axis  and  the  other 
elongate  roller  (110)  includes  a  gear  (114)  on 
one  end  thereof  located  in  engagement  with 
the  arcuate  gear  rack  (127),  whereby  rotation 
of  the  gear  (114)  is  effective  to  move  the 
elongate  rollers  as  a  unit  about  the  axis  of  the 
arcuate  gear  rack  (127). 

11.  Photographic  apparatus  according  to  any  of 
the  preceding  claims  including  means  (129) 
engageable  by  a  leading  edge  of  a  film  unit 
(62)  as  it  is  emerging  from  between  the  elon- 
gate  rollers  (108,1  10;1  33,1  35)  for  assisting  in 
the  change  of  direction  of  movement  of  the 
film  unit  (62)  from  the  first  direction  to  the 
second  direction. 

Patentanspruche 

second  transport  means  including  a  pair  of 
adjacent  elongate  rollers  (108,1  10;1  33,1  35), 
each  of  which  is  rotatable  about  its  longitudinal 
axis,  adjacent  surfaces  of  said  rollers  defining 
a  pressure  generating  gap  through  which  the 
exposed  film  unit  (62)  is  adapted  to  be  ad- 
vanced,  the  rollers  being  constructed  to  spread 
a  processing  liquid  across  a  layer  of  the  ex- 
posed  film  unit  (62)  to  initiate  the  formation  of 
a  visible  image  within  the  exposed  film  unit 
while  simultaneously  advancing  the  exposed 
film  unit  (62)  therebetween;  characterized  by, 

rotation  means  for  rotating  the  pair  of  roll- 
ers  about  a  common  axis  from  a  first  orienta- 
tion,  wherein  the  pair  of  rollers  receives  the 
film  unit  and  continues  the  advancement  of  the 
exposed  film  unit  (62)  in  the  first  direction,  to  a 
second  orientation,  wherein  the  pair  of  rollers 
advances  the  exposed  film  unit  (62)  in  a  sec- 
ond  direction,  substantially  opposite  to  the  first 
direction,  toward  the  chamber  (84). 

Photographic  apparatus  as  defined  in  claim  1 
wherein  the  rotation  means  include  means 
(141)  for  supporting  the  other  of  the  elongate 
rollers  (135)  for  rotation  about  first  and  second 
axes  as  the  pair  of  rollers  is  rotated  from  the 
first  orientation  to  the  second  orientation. 

Photographic  apparatus  according  to  claim  2 
wherein  the  first  axis  is  the  axis  of  rotation  of 
the  other  elongate  roller  (135)  and  the  second 
axis  is  the  axis  of  rotation  (147)  of  the  one 
elongate  roller  (133). 

7.  Photographic  apparatus  according  to  any  of 
io  the  preceeding  claims  wherein  the  rotation 

means  includes  a  flange  (141)  having  an  ar- 
cuate  slot  (143)  therein  for  supporting  an  end 
of  the  other  elongate  roller  (135). 

is  8.  Photographic  apparatus  according  to  any  of 
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4.  Photographic  apparatus  according  to  claim  2 
or  claim  3  wherein  the  other  elongate  roller 
(135)  includes  a  gear  (139)  mounted  on  at 
least  one  end  thereof,  and  the  rotation  means 
includes  a  gear  rack  (127)  engageable  by  the 
gear  (139)  for  rotating  the  other  elongate  roller 
(135)  around  the  one  elongate  roller  (133). 

50  1.  Photographischer  Apparat  zur  Benutzung  in 
Verbindung  mit  Filmeinheiten  (62)  der  Sofort- 
bild-Bauart  mit  den  folgenden  Merkmalen: 

-  Mittel  (74)  zur  Halterung  einer  Filmkas- 
sette  (60),  die  mehrere  einzelne  Filmein- 

55  heiten  (62)  der  Sofortbild-Bauart  in  einer 
Lage  zu  ihrer  aufeinanderfolgenden  Be- 
lichtung  aufnimmt; 
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-  eine  Kammer  (84),  in  die  eine  Filmeinheit 
(62)  nach  ihrer  Belichtung  vorgeschoben 
wird,  wobei  die  Kammer  (84)  unmittelbar 
benachbart  und  unter  den  Haltemitteln 
(74)  angeordnet  ist; 

-  eine  erste  Transporteinrichtung  (102),  mit 
der  eine  Filmeinheit  in  einer  ersten  Rich- 
tung  nach  ihrer  Belichtung  wenigstens 
teilweise  aus  der  Kassette  vorgeschoben 
wird; 

-  eine  zweite  Transporteinrichtung  mit  zwei 
langgestreckten  benachbarten  Walzen 
(108,  110;  133,  135),  von  denen  jede  urn 
ihre  Langsachse  drehbar  ist  und  benach- 
barte  Oberflachen  der  Walzen  einen 
Quetschspalt  definieren,  durch  den  die 
belichtete  Filmeinheit  (62)  vorgeschoben 
wird,  wobei  die  Walzen  so  ausgebildet 
sind,  dal3  eine  Behandlungsflussigkeit 
uber  eine  Schicht  der  belichteten  Film- 
einheit  (62)  ausgebreitet  wird,  urn  die 
Erzeugung  eines  sichtbaren  Bildes  inner- 
halb  der  belichteten  Filmeinheit  einzulei- 
ten,  wobei  gleichzeitig  die  belichtete 
Filmeinheit  (62)  dazwischen  vorgescho- 
ben  wird, 
dadurch  gekennzeichnet, 

-  dal3  Umlaufmittel  vorgesehen  sind,  urn 
das  Quetschwalzenpaar  urn  eine  gemein- 
same  Achse  aus  einer  ersten  Stellung,  in 
der  das  Walzenpaar  die  Filmeinheit  auf- 
nimmt  und  den  Vorschub  der  belichteten 
Filmeinheit  (62)  in  der  ersten  Richtung 
fortsetzt,  in  eine  zweite  Stellung  zu  ver- 
drehen,  in  der  das  Walzenpaar  die  be- 
lichtete  Filmeinheit  (62)  nach  der  Kam- 
mer  (84)  in  einer  zweiten  Richtung  vor- 
schiebt,  die  der  ersten  Richtung  im  we- 
sentlichen  entgegengesetzt  ist. 

Photographischer  Apparat  nach  Anspruch  1, 
bei  welchem  die  Umlaufmittel  eine  Einrichtung 
(141)  aufweisen,  urn  die  andere  Quetschwalze 
(135)  zur  Drehung  urn  erste  und  zweite  Achsen 
zu  tragen,  wenn  das  Walzenpaar  aus  der  er- 
sten  Stellung  in  die  zweite  Stellung  verdreht 
wird. 

Photographischer  Apparat  nach  Anspruch  2, 
bei  welchem  die  erste  Achse  die  Drehachse 
der  anderen  Quetschwalze  (135)  ist  und  die 
zweite  Achse  die  Drehachse  (147)  der  ersten 
Quetschwalze  (133)  ist. 

Photographischer  Apparat  nach  Anspruch  2 
oder  3,  bei  welchem  die  andere  Quetschwalze 
(135)  ein  Zahnrad  (139)  aufweist,  das  an  we- 
nigstens  einem  Ende  sitzt,  und  die  Umlaufmit- 

tel  einen  Zahnkranzsektor  (127)  aufweisen,  mit 
dem  das  Zahnrad  (139)  kammt,  urn  die  andere 
Quetschwalze  (135)  urn  die  eine  Quetschwalze 
(133)  zu  drehen. 

5 
5.  Photographischer  Apparat  nach  Anspruch  4, 

bei  welchem  der  Zahnkranzsektor  (127)  kreis- 
bogenformig  ist. 

io  6.  Photographischer  Apparat  nach  Anspruch  5, 
bei  welchem  der  kreisbogenformige  Zahn- 
kranzsektor  (127)  einen  Krummungsradius  be- 
sitzt,  der  symmetrisch  bezuglich  der  zweiten 
Achse  (147)  verlauft. 

15 
7.  Photographischer  Apparat  nach  einem  der  vor- 

hergehenden  Anspruche,  bei  welchem  die  Um- 
laufmittel  einen  Flansch  (141)  aufweisen,  der 
einen  kreisbogenformigen  Schlitz  (143)  auf- 

20  weist,  urn  ein  Ende  der  anderen  Quetschwalze 
(135)  abzustutzen. 

8.  Photographischer  Apparat  nach  einem  der  vor- 
hergehenden  Anspruche,  bei  welchem  die  eine 

25  Quetschwalze  (133)  auf  einer  Seite  der  ande- 
ren  Quetschwalze  (135)  angeordnet  ist,  wenn 
sich  das  Quetschwalzenpaar  in  der  ersten  Stel- 
lung  befindet,  und  die  eine  Quetschwalze  (133) 
auf  im  wesentlichen  der  gegenuberliegenden 

30  Seite  der  anderen  Quetschwalze  (135)  ange- 
ordnet  ist,  wenn  sie  in  der  zweiten  Stellung 
befindlich  sind. 

9.  Photographischer  Apparat  nach  Anspruch  1, 
35  bei  welchem  die  Umlaufmittel  die  beiden  Quet- 

schwalzen  (108,  110)  zur  gleichzeitigen  Ver- 
drehung  von  der  ersten  in  die  zweite  Stellung 
lagern. 

40  10.  Photographischer  Apparat  nach  Anspruch  1, 
bei  welchem  die  Umlaufmittel  ein  kreisbogen- 
formiges  Zahnkranzsegment  (127)  aufweisen, 
das  eine  Achse  aufweist,  und  dal3  die  andere 
Quetschwalze  (110)  ein  Zahnrad  (114)  an  ei- 

45  nem  Ende  aufweist,  welches  mit  dem  kreisbo- 
genformigen  Zahnkranzsegment  (127)  in  Ein- 
griff  steht,  wodurch  eine  Drehung  des  Zahnra- 
des  (114)  eine  Bewegung  der  Quetschwalzen 
als  Einheit  urn  die  Achse  des  kreisbogenformi- 

50  gen  Zahnkranzsegments  (127)  bewirkt. 

11.  Photographischer  Apparat  nach  einem  der  vor- 
hergehenden  Anspruche,  welcher  Mittel  (129) 
aufweist,  an  die  ein  Vorlaufrand  der  Filmeinheit 

55  (62)  angreift,  wenn  diese  aus  dem  Quetsch- 
spalt  zwischen  den  Walzen  (108,  110;  133, 
135)  austritt,  urn  die  Richtungsanderung  der 
Bewegung  der  Filmeinheit  (62)  aus  der  ersten 
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Richtung  in  die  zweite  Richtung  zu  unterstut- 
zen. 

Revendicatlons 

1.  Appareil  photographique  destine  a  etre  utilise 
avec  des  unites  de  film  (62)  du  type  a  deve- 
loppement  instantane,  I'appareil  comprenant  : 

-  un  moyen  (74)  pour  supporter  une  cas- 
sette  (60)  de  film  contenant  une  pluralite 
d'unites  de  films  individuelles  (62)  du 
type  a  developpement  instantane  dans 
une  position  permettant  leur  exposition 
successive  ; 

-  une  chambre  (84)  dans  laquelle  I'unite  de 
film  (62)  doit  etre  avancee  a  la  suite  de 
son  exposition,  la  chambre  (84)  etant  dis- 
posee  de  fagon  sensiblement  contigue 
au  moyen  de  support  (74)  et  sous  ce 
moyen  ; 

-  un  premier  moyen  de  transport  (102) 
pour  avancer  I'unite  de  film  dans  une 
premiere  direction  a  la  suite  de  son  ex- 
position,  au  moins  partiellement  depuis  la 
cassette  de  film  ; 

-  un  second  moyen  de  transport  compre- 
nant  une  paire  de  rouleaux  allonges  adja- 
cents  (108,  110  ;  133,  135)  dont  chacun 
peut  tourner  autour  de  son  axe  longitudi- 
nal,  les  surfaces  adjacentes  desdits  rou- 
leaux  definissant  un  intervalle  de  genera- 
tion  de  pression  a  travers  lequel  I'unite 
de  film  exposee  (62)  doit  etre  avancee, 
les  rouleaux  etant  realises  de  maniere  a 
etaler  un  liquide  de  traitement  en  travers 
d'une  couche  de  I'unite  de  film  exposee 
(62)  pour  declencher  la  formation  d'une 
image  visible  a  I'interieur  de  I'unite  de 
film  exposee  tout  en  avangant  simultane- 
ment  I'unite  de  film  exposee  (62)  entre 
les  rouleaux  ;  caracterise  par, 

-  un  moyen  d'entraTnement  en  rotation 
pour  faire  tourner  la  paire  de  rouleaux 
autour  d'un  axe  commun  depuis  une  pre- 
miere  orientation,  dans  laquelle  la  paire 
de  rouleaux  regoit  I'unite  de  film  et  conti- 
nue  a  faire  avancer  I'unite  de  film  expo- 
see  (62)  dans  la  premiere  direction,  jus- 
qu'a  une  seconde  orientation,  dans  la- 
quelle  la  paire  de  rouleaux  avance  I'unite 
de  film  exposee  (62)  dans  une  seconde 
direction,  sensiblement  opposee  a  la  pre- 
miere  direction,  vers  la  chambre  (84). 

avec  une  rotation  autour  des  premier  et  se- 
cond  axes  lorsque  la  paire  de  rouleaux  est 
entraTnee  en  rotation  depuis  la  premiere  orien- 
tation  jusqu'a  la  seconde  orientation. 

5 
3.  Appareil  photographique  selon  la  revendication 

2,  dans  lequel  le  premier  axe  est  I'axe  de 
rotation  du  second  rouleau  allonge  (135)  et  le 
second  axe  est  I'axe  de  rotation  (147)  du  pre- 

io  mier  rouleau  allonge  (133). 

Appareil  photographique  selon  la  revendication 
2  ou  la  revendication  3,  dans  lequel  le  second 
rouleau  allonge  (135)  comprend  un  pignon 
(139)  monte  sur  au  moins  une  de  ses  extremi- 
tes,  et  le  moyen  de  rotation  comprend  une 
cremaillere  (127)  pour  venir  en  prise  avec  le 
pignon  (139)  pour  faire  tourner  le  second  rou- 
leau  allonge  (135)  autour  du  premier  rouleau 
allonge  (133). 
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5.  Appareil  photographique  selon  la  revendication 
4,  dans  lequel  la  cremaillere  (127)  est  courbe. 

6.  Appareil  photographique  selon  la  revendication 
5,  dans  lequel  la  cremaillere  courbe  (127)  a  un 
rayon  de  courbure  qui  est  symetrique  par  rap- 
port  au  second  axe  (147). 

30  7.  Appareil  photographique  selon  I'une  quelcon- 
que  des  revendications  precedentes,  dans  le- 
quel  le  moyen  d'entraTnement  en  rotation  com- 
prend  un  rebord  (141)  comportant  une  fente 
curviligne  (143)  pour  supporter  une  extremite 

35  du  second  rouleau  allonge  (135). 

8.  Appareil  photographique  selon  I'une  quelcon- 
que  des  revendications  precedentes,  dans  le- 
quel  le  premier  rouleau  allonge  (133)  se  trouve 

40  sur  un  des  cotes  du  second  des  rouleaux 
allonges  (135)  lorsque  ces  rouleaux  se  trouvent 
dans  la  premiere  orientation,  et  le  premier  rou- 
leau  allonge  (133)  se  trouve  sensiblement  sur 
le  cote  oppose  du  second  rouleau  allonge 

45  (135)  lorsque  les  rouleaux  se  trouvent  dans  la 
seconde  orientation. 

9.  Appareil  photographique  selon  la  revendication 
1,  dans  lequel  le  moyen  d'entraTnement  en 
rotation  supporte  les  deux  rouleaux  allonges 
(108,  110)  en  vue  d'une  rotation  simultanee 
depuis  la  premiere  orientation  jusqu'a  la  se- 
conde  orientation. 

2.  Appareil  photographique  selon  la  revendication 
1,  dans  lequel  le  moyen  d'entraTnement  en 
rotation  comprend  un  moyen  (141)  pour  sup- 
porter  le  second  des  rouleaux  allonges  (135) 

55  10.  Appareil  photographique  selon  la  revendication 
1,  dans  lequel  le  moyen  d'entraTnement  en 
rotation  comprend  une  cremaillere  courbe 
(127)  presentant  un  axe  et  le  second  rouleau 

9 
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allonge  (110)  comprend  a  I'une  de  ses  extre- 
mites  un  pignon  (114)  en  prise  avec  la  cremail- 
lere  courbe  (127),  grace  a  quoi  la  rotation  de 
la  cremaillere  (114)  a  pour  effet  de  deplacer 
les  rouleaux  allonges  d'un  seul  bloc  autour  de  5 
I'axe  de  la  cremaillere  courbe  (127). 

11.  Appareil  photographique  selon  I'une  quelcon- 
que  des  revendications  precedentes,  compre- 
nant  un  moyen  (129)  pour  venir  en  prise  avec  10 
le  bord  avant  d'une  unite  de  film  (62)  lorsque 
celle-ci  sort  d'entre  les  rouleaux  allonges  (108, 
110  ;  133,  135)  pour  contribuer  au  changement 
de  direction  du  deplacement  de  I'unite  de  film 
(62)  de  la  premiere  direction  a  la  seconde  is 
direction. 
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