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Description 

BACKGROUND  OF  THE  INVENTION 

5  This  specification  discloses,  for  the  first  time,  a  new  type  of  electromagnetic  wave  which  has  never  before 
been  known  to  exist  in  the  prior  art  and  which  results  in  the  development  of  a  new  formation  evaluation  meas- 
urement,  and  more  particularly,  to  a  method  and  apparatus  for  receiving  and  measuring  a  newly  discovered 
azimuthal  electromagnetic  wave  in  addition  to  the  previously  known  longitudinal  electromagnetic  wave  prop- 
agating  in  a  formation  traversed  by  a  borehole. 

10  Electromagnetic  (EM)  wave  propagation  tools  (EPT)  are  used  for  investigating  a  formation  traversed  by 
a  borehole  and  usually  comprise  one  or  more  transmitters  for  transmitting  electromagnetic  energy  into  the  for- 
mation  and  one  or  more  receivers  for  sensing  a  signal  propagating  in  the  formation  corresponding  to  the  trans- 
mitted  electromagnetic  energy.  The  electromagnetic  energy  has  been  known  to  include  longitudinally  propa- 
gating  electromagnetic  waves.  Prior  art  theoretical  models  of  electromagnetic  wave  propagation  tools  in  bore- 

rs  holes  at  microwave  frequencies  have  assumed  that  the  transmitting  and  receiving  antennas  are  situated  on 
an  infinite  metallic  (flat)  ground  plane,  and  not  on  a  curved  plane.  See,  for  example,  U.S.  patent  4,704,581  to 
Clark  which  appears  to  have  made  this  same  assumption  which  was  made  in  connection  with  the  prior  art  the- 
oretical  models.  The  physics  of  this  assumption  is  based  on  the  fact  that  the  wavelengths  of  the  EPT  radiation 
in  most  rock  formations  of  interest  are  small  compared  to  the  radius  of  curvature  of  the  EPT  antenna  pad 

20  (0.1016m). 
Therefore,  since  the  transmitting  and  receiving  antennas  were  assumed  to  be  situated  on  an  infinite  flat 

plane,  the  prior  art  theoretical  models  did  not  lend  themselves  to  the  sudy  and/or  discovery  of  other  than  long- 
itudinally  propagating  electromagnetic  waves.  In  addition,  solving  the  boundary  value  problems  that  must  be 
confronted  to  theoretically  investigate  transmitter  and  receiver  antenna  pad  curvature  effects  is  considerably 

25  more  complex  than  for  planar  (flat)  geometry  problems.  Indeed,  for  planar  layered  media  situated  on  an  infinite 
metallic  (flat)  ground  plane  having  dipole  sources,  solutions  to  the  EM  boundary  value  problems  can  be  ex- 
pressed  in  terms  of  Sommerfeld  integrals  and  can  be  found  in  many  textbooks  on  the  subject.  However,  a 
search  of  the  well  logging  and  EM  literature  failed  to  locate  published  solutions  to  the  two  boundary  value  prob- 
lems  in  this  specification,  which  involve  a  curved  antenna  and  receiver  pad.  Since  the  prior  art  models  assumed 

30  that  the  transmitting  and  receiving  antennas  were  situated  on  an  infinite,  flat  metallic  ground  plane,  there  has 
been  little  impetus  in  the  pior  art  to  study  any  electromagnetic  waves  generated  by  EM  transmitters  other  than 
longitudinally  propagating  waves.  Therefore,  the  EPT  tools  of  the  prior  art  disclose  transmitters  which  transmit 
and  receivers  which  receive  longitudinally  propagating  electromagnetic  waves  only. 

35  SUMMARY  OF  THE  INVENTION 

Accordingly,  it  is  a  primary  object  of  the  present  invention  to  provide  novel  methods  and  appartus  for  in- 
vestigating  an  earth  formation  surrounding  a  borehole  using  electromagnetic  waves. 

According  to  one  aspect  of  the  present  invention,  there  is  provided  apparatus  for  investigating  an  earth 
40  formation  traversed  by  a  borehole,  the  apparatus  including  a  sonde  which  is  adapted  to  be  disposed  in  the 

borehole  and  which  comprises: 
means  for  transmitting  an  electromagnetic  wave  into  the  formation;  and 
means  for  receiving  said  electromagnetic  wave  after  propagation  through  the  formation; 
characterised  in  that  said  transmitting  and  receiving  means  are  arranged  to  transmit  and  receive  an  elec- 

45  tromagnetic  wave  which  propagates  azimuthally  of  the  borehole. 
According  to  another  aspect  of  the  invention,  there  is  provided  a  method  of  investigating  an  earth  formation 

traversed  by  a  borehole,  the  method  comprising  the  steps  of: 
transmitting  an  electromagnetic  wave  into  the  formation  from  the  borehole;  and 
receiving  said  electromagnetic  wave  in  the  borehole  after  propagation  through  the  formation; 

so  characterised  in  that  said  electromagnetic  wave  is  transmitted  for  and  received  after  azimuthal  propa- 
gation  with  respect  to  the  borehole. 

In  a  preferred  implementation  of  the  present  invention,  an  entire-type  transmitter  and  receiver  array  ap- 
paratus  is  situated  on  a  curved  antenna  pad  and  comprises  a  pair  of  longitudinally  disposed  transmitters  and 
a  pair  of  longitudinally  disposed  receivers  located  on  a  first  longitudinal  axis  of  a  curved-surface  transmitter 

55  and  receiver  antenna  pad;  however,  in  accordance  with  the  present  invention,  an  additional  pair  of  longitudin- 
ally  disposed  transmitters  are  located  on  second  and  third  longitudinal  axes,  respectively,  spaced  by  an  angle 
(phi-4)  (see  figure  8)  from  the  first  longitudinal  axis  for  generating  an  azimuthal  wave  in  the  formation  traversed 
by  the  borehole,  and  an  additional  pair  of  longitudinally  disposed  receivers  are  located  on  fourth  and  fifth  long- 
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itudinal  axes,  respectively,  spaced  by  an  angle  (phi-3)  from  the  first  longitudinal  axis  for  receiving  the  azimuthal 
wave,  where  (phi-3)  is  less  than  (phi-4).  The  additional  pair  of  longitudinally  disposed  transmitters  are  disposed 
in  a  first  cross  sectional  plane  through  the  apparatus,  and  the  additional  pair  of  longitudinally  disposed  receiv- 
ers  are  disposed  in  a  second  cross  sectional  plane,  the  second  cross  sectional  plane  being  different  than  the 

5  first  cross  sectional  plane  and  being  offset  by  a  value  "z"  from  the  first  cross  sectional  plane.  This  endf  ire  trans- 
mitter  and  receiver  array  measures  a  newly  discovered  azimuthal  wave  in  addition  to  the  previously  known 
longitudinal  wave.  As  a  result,  since  some  rock-properties  in  a  formation  change  azimuthally  and  not  longitu- 
dinally,  measurement  of  the  newly  discovered  azimuthal  waves  allows  one  to  generate  a  new  formation  eval- 
uation  measurement  representing  the  azimuthally  oriented  rock  properties  in  the  formation. 

10  Further  scope  of  applicability  of  the  present  invention  will  become  apparent  from  the  detailed  description 
presented  hereinafter.  It  should  be  understood,  however,  that  the  detailed  description  and  the  specific  exam- 
ples,  while  representing  a  preferred  embodiment  of  the  present  invention,  are  given  by  way  of  illustration  only, 
since  various  changes  and  modifications  within  the  scope  of  the  invention  will  become  obvious  to  one  skilled 
in  the  art  from  a  reading  of  the  following  detailed  description. 

15 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Afull  understanding  of  the  present  invention  will  be  obtained  from  the  detailed  description  of  the  preferred 
embodiment  presented  hereinbelow,  and  the  accompanying  drawings,  which  are  given  by  way  of  illustration 

20  only  and  are  not  intended  to  be  limitative  of  the  present  invention,  and  wherein: 
figure  1  illustrates  a  schematic  of  a  theoretical  model  for  a  longitudinally  oriented  magnetic  dipole  trans- 
mitter,  the  transmitter  used  in  an  endf  ire  transmitter  and  receiver  array; 
figures  1a-1c  illustrate  prior  art  views  of  an  EPT  sonde  including  longitudinally  oriented  transmitter  and 
receiver  antennas; 

25  figure  2  illustrates  a  schematic  of  a  theoretical  model  for  a  transversely  oriented  magnetic  dipole  trans- 
mitter; 
figures  2a-2c  illustrate  prior  art  views  of  an  induction  sonde  including  transversely  oriented  transmitter 
and  receiver  antennas; 
figure  2d  illustrates  a  complete  implementation  of  an  EPT  sonde  disposed  in  a  borehole  including  a  trans- 

30  mitting  apparatus  and  a  receiving  apparatus  connected  to  the  sonde; 
figure  3  illustrates  a  first  transmitter  receiver  configuration,  and  in  particular,  a  schematic  of  an  antenna 
pad  with  longitudinally  (R1-R2)  and  azimuthally  (R3-R4)  displaced  receiver  pairs; 
figure  4  illustrates  a  comparison  of  apparent  and  true  formation  traveltimes  for  the  suite  of  samples  in  table 
1  in  the  specif  ication  associated  with  azimuthally  propagated  waves  and  the  first  transmitter  receiver  con- 

35  figuration  of  figure  3; 
figure  5  illustrates  a  comparison  of  total  and  true  attenuations  for  the  suit  of  samples  in  table  1  associated 
with  azimuthally  propagated  waves  and  the  first  transmitter  receiver  configuration; 
figure  6  illustrates  a  comparison  of  apparent  and  true  formation  traveltimes  for  the  suite  of  samples  in  table 
1  associated  with  azimuthally  propagated  waves  and  a  second  transmitter  receiver  configuration  which 

40  is  different  than  the  first  transmitter  receiver  configuration; 
figure  7  illustrates  a  comparision  of  total  and  true  attenuations  forthe  suite  of  samples  of  table  1  associated 
with  azimuthally  propagated  waves  and  the  second  transmitter  receiver  configuration; 
figure  8  illustrates  a  novel  endf  ire  transmitter  and  receiver  array  in  accordance  with  the  present  invention 
for  measuring  the  newly  discovered  azimuthal  waves  in  addition  to  the  previously  known  longitudinal 

45  waves; 
figure  9  illustrates  a  comparison  of  apparent  and  true  traveltimes  associated  azimuthally  propagated 
waves  showing  the  dependence  on  z-offset  for  the  suite  of  samples  in  table  1  ; 
figure  10  illustrates  a  comparison  of  total  and  true  attenuations  associated  with  azimuthally  propagated 
waves  showing  the  dependence  on  z-offset  for  the  samples  in  table  1  ; 

so  figure  11  illustrates  a  comparison  of  apparent  and  true  formation  traveltimes  associated  with  longitudinally 
propagated  waves  for  the  suite  of  samples  in  table  1  ; 
figure  12  illustrates  a  comparison  of  total  and  true  attenuations  associated  with  longitudinally  propagated 
waves  for  the  suite  of  samples  in  table  1  ; 
figure  A.1  illustrates  a  branch  cut  and  branch  line  integration  paths  used  to  obtain  the  convergent  quad- 

55  rature  solutions  in  Equations  A.7  and  A.9;  and 
figure  A.2  illustrates  a  plot  of  complex  branch  cut  integrand  illustrating  smooth  behavior  and  rapid  conver- 
gence  for  small  z. 
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DESCRIPTION  OF  THE  PREFERRED  EMBODIMENT 

Electromagnetic  wave  propagation  tools  (EPT  tools)  of  the  prior  art  include  two  types  of  transmitter  and 
receiver  arrays:  a  broadside  array  which  includes  horizontally  oriented  transmitter  and  receiver  antennas  and 

5  an  endf  ire  array  which  includes  vertically  or  longitudinally  oriented  transmitter  and  receiver  antennas.  One  ex- 
ample  of  a  prior  art  EPT  tool  is  disclosed  in  U.S.  Patent  4,704,581  to  Clark.  In  both  types  of  arrays,  the  trans- 
mitters  and  receivers  are  all  disposed  on  one  longitudinal  axis  which  is  located  on  a  curved  surface  of  the  EPT 
tool  housing,  the  transmitters  and  receivers  being  adapted  to  contact  a  wall  of  a  borehole  in  which  the  EPT 
tool  is  disposed.  The  surface  of  the  EPT  tool  housing  is  curved  in  the  azimuthal  direction.  As  a  result,  techni- 

10  cally,  the  transmitter  and  receiver  antennas  are  disposed  on  a  curved  surface.  However,  since  the  wavelengths 
of  the  EPT  radiation  in  most  rock  formations  of  interest  are  small  as  compared  to  the  radius  of  curvature  of 
the  prior  art  EPT  antenna  pad,  the  transmitting  and  receiving  antennas  are  deemed  to  be  situated  on  a  flat, 
metallic  plane.  If  a  flat,  metallic  plane  is  assumed  to  support  the  transmitter  and  receiving  antenna  pads,  no 
azimuthal  wave  components  can  possibly  exist.  Therefore,  since  the  transmitting  and  receiving  antennas  were 

15  deemed  to  be  situated  on  a  flat  plane,  the  antennas  were  all  located  on  one  longitudinal  axis.  Therefore,  prior 
art  EPT  models  did  not  allow  for  the  discovery  or  measurement  of  azimuthal  waves. 

In  an  EPT  sonde  including  a  transmitter  and  receiver  array  situated  on  a  curved  surface  of  the  sonde,  when 
the  transmitter  array  includes  at  least  one  vertically  oriented  transmitter,  it  has  been  discovered  that,  in  addition 
to  a  longitudinal  wave,  another  separate  and  distinct  wave  propagates  azimuthally  in  the  formation  around  the 

20  antenna  array.  This  new  azimuthal  wave  provides  the  basis  for  a  new  formation  evaluation  measurement;  that 
is,  the  new  azimuthal  wave  may  be  measured  for  determining  the  anisotropy  of  the  formation  which  can  only 
be  determined  by  comparing  measurements  of  both  the  longitudinal  and  azimuthal  waves.  However,  in  order 
to  generate  and  receive  this  newly  discovered  azimuthal  wave,  the  transmitter  and  receiver  array  must  be  ar- 
ranged  on  the  curved  surface  of  the  sonde  in  a  specific  and  predetermined  manner  which  would  allow  the  re- 

25  ception  and  measurement  of  both  the  longitudinal  waves  and  the  newly  discovered  azimuthal  waves. 
At  a  minimum,  in  order  to  generate  and  receive  solely  the  newly  discovered  azimuthal  waves,  although 

other  arrangements  are  possible,  the  new  arrangement  of  the  transmitter  and  receiver  array  on  the  curved 
surface  of  the  antenna  pad  must  include: 

(1)  at  least  one  vertically  oriented  transmitter  antenna  located  on  a  longitudinal  axis  disposed  on  a  surface 
30  of  the  sonde;  and 

(2)  at  least  two  receiver  antennas  displaced,  respectively,  by  angles  "phi-3"  and  "phi-4"  from  the  transmit- 
ting  antenna  in  the  phi-direction  and  displaced  by  a  value  "Z1"  from  the  transmitter  antenna  in  the  z-di- 
rection  for  receiving  the  newly  discovered  azimuthal  waves;  it  is  important  that  both  receiver  antennas  be 
spaced  from  the  transmitter  antenna  by  the  same  value  Z1  ;  the  receiver  antennas  may  be  either  vertically 

35  (longitudinally)  or  transversely  oriented. 
Azimuthal  wave  measurements  offer  attractive  new  possibilities  for  formation  evaluation.  It  has  been  de- 

termined,  for  certain  relative  positions  of  a  transmitter  and  azimuthally  displaced  receiver  pair,  that  azimuthal 
waves  propagate  between  receivers  like  planewaves  except  for  a  geometrical  spreading  loss  that  is  indepen- 
dent  of  the  properties  of  the  formation.  Thus,  measurements  of  azimuthal  wave  phase  shifts  and  attenuations 

40  determine  formation  microwave  dielectric  properties;  in  addition,  since  the  two  receiver  antennas  (referenced 
in  paragraph  (2)  hereinabove)  displaced  by  angles  phi-3  and  phi-4  from  the  transmitting  antenna  are  also  dis- 
placed  by  the  same  Z1  value  from  the  transmitting  antenna,  the  vertical  resolution  of  these  measurements  is 
an  order  of  magnitude  better  than  the  resolution  achieved  by  prior  art  EPT  tools.  Therefore,  this  new  discovery 
(the  existence  of  azimuthal  waves)  gives  rise  to  a  new  formation  evaluation  measurement  never  seen  before 

45  in  the  prior  art. 
Referring  to  figure  2d,  a  complete  implementation  of  an  induction  sonde  disposed  in  a  borehole  including 

a  transmitting  apparatus  and  a  receiving  apparatus  connected  to  the  sonde  is  illustrated. 
The  EPT  sonde  of  figure  2d  including  the  transmitting  and  receiving  apparatus  is  fully  described  and  set 

forth  in  U.S.  Patent  4,704,581  to  Clark,  assigned  to  the  same  assignee  as  that  of  the  present  invention,  the 
so  disclosure  of  which  is  incorporated  by  reference  into  this  specification.  The  numerals  used  in  figure  2d  are  also 

used  in  figure  1  in  the  Clark  patent. 
In  figure  2d,  a  logging  device  30  including  a  cylindrical  sonde  34  is  disposed  in  a  borehole.  Mounted  on 

one  side  of  sonde  34  is  a  pad  37  which  contains,  inter  alia,  vertically  spaced  transmitting  antennas  T1  and  T2 
and  vertically  spaced  receiving  antennas  R1  and  R2  between  the  transmitting  antennas.  A  back  up  arm  38  is 

55  designed  to  maintain  the  pad  37  in  contact  with  the  borehole  wall.  Electronic  signals  indicative  of  information 
received  by  the  receivers  R1  and  R2  are  transmitted  uphole  via  cable  33  to  a  computing  module  85  and  a  re- 
corder  95  typically  located  at  a  surface  of  the  earth. 

The  electronics  contained  within  the  sonde  34  is  also  illustrated  in  figure  2d.  An  oscillator  45  provides  out- 

4 
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put  energy  which  is  coupled  through  isolator  46  and  switching  circuit  71  to  the  transmitting  antennas  T1  and 
T2  respectively.  Electromagnetic  energy  is  transmitted  from  transmitter  T1  into  the  formation.  Energy  received 
by  receiving  antennas  R1  and  R2  is  respectively  coupled  to  input  terminals  of  mixers  47  and  48.  The  signals 
which  arrive  from  R1  and  R2  are  out  of  phase  with  each  other  by  an  amount  which  depends  upon  the  properties 

5  of  the  surrounding  formation  and  have  an  amplitude  ratio  which  also  depends  upon  properties  of  the  surround- 
ing  formations.  The  signals  47a  and  48A  are  applied  to  a  phase  detector  circuit  53  and  to  an  amplitude  com- 
parator  54.  The  output  of  the  phase  detector  53  is  a  signal  level  which  is  proportional  to  the  phase  difference 
between  the  signals  received  at  R2  and  R1.  The  output  of  amplitude  comparator  54  is  a  signal  level  which  is 
proportional  to  the  relative  amplitude  of  the  signal  received  at  R2  with  respect  to  the  signal  received  at  R1. 

10  The  outputs  of  the  phase  detector  53  and  the  amplitude  comparator  54  are  transmitted  to  the  surface  over 
conductor  pair  53A  and  54A  which,  in  actuality,  is  part  of  cable  33.  The  signals  on  lines  53A  and  54A  are  re- 
corded  by  recorder  95.  These  signals  are  also  coupled  to  computing  module  85,  which  determines  the  dielectric 
constant  and/or  conductivity  of  the  formation  in  the  borehole. 

The  electronics  referenced  above,  connected  to  the  transmitting  antennas  T1,  T2  and  receiving  antennas 
15  R1,  R2  of  figure  2d,  may  also  be  connected  to  transmitting  antenna  T1  of  figure  3  or  to  the  transmitting  an- 

tennas  T3  and  T4  of  figure  8  and  to  the  receiving  antennas  R3  and  R4  of  figures  3  and  8  for  the  purpose  of 
transmitting  electromagnetic  energy  from  the  transmitting  antennas  T1  or  T3  and  T4  into  the  formation  and 
for  receiving  in  the  receiving  antennas  R3  and  R4  the  energy  from  the  formation. 

Figures  1a-1c  illustrate  the  prior  art  antenna  pad  37  of  figure  2d.  The  prior  art  longitudinally  (vertically) 
20  oriented  transmitter  antennas  (T1  and  T2)  and  longitudinally  oriented  receiver  antennas  (R1  and  R2)  are 

mounted  on  the  antenna  pad  37.  Note  that  the  transmitter  and  receiver  antennas  T1-T2  and  R1-R2,  respec- 
tively,  are  all  located  on  the  same  longitudinal  axis  disposed  on  a  surface  of  the  antenna  pad  37. 

Figures  2a-2c  also  illustrate  the  prior  art  antenna  pad  37  of  figure  2d.  The  prior  art  transversely  oriented 
transmitter  antennas  (T1  and  T2)  and  transversely  oriented  receiver  antennas  (R1  and  R2)  are  mounted  on 

25  the  antenna  pad  37.  Note  that  the  transmitter  and  receiver  antennas  T1-T2  and  R1-R2,  respectively,  are  all 
located  on  the  same  longitudinal  axis  disposed  on  a  surface  of  the  antenna  pad  37. 

Referring  to  figure  3,  an  apparatus  and  method  for  generating  azimuthal  as  well  as  longitudinal  electro- 
magnetic  waves  and  for  receiving  the  azimuthal  and  longitudinal  waves,  in  accordance  with  one  embodiment 
of  the  present  invention,  is  illustrated. 

30  In  figure  3,  similar  to  figures  1a-1c,  a  pair  of  longitudinally  oriented  receivers  R1  and  R2  are  located  on 
the  same  longitudinal  axis  disposed  on  a  surface  of  the  antenna  pad  37  (this  longitudinal  axis  being  hereinafter 
referred  to  as  "the  first  longitudinal  axis").  The  antenna  pad  37  has  a  curved  surface  of  radius  "a"  from  a  center 
disposed  on  the  z-axis.  However,  in  accordance  with  the  present  invention,  a  longitudinally  oriented  transmitter 
T1  is  disposed  on  the  first  longitudinal  axis;  and  an  additional  pair  of  longitudinally  oriented  receivers  R3  and 

35  R4  are  located,  respectively,  on  second  and  third  longitudinal  axes  that  are  angularly  disposed  by  angles  phi- 
3  and  phi-4,  respectively,  from  the  first  longitudinal  axis,  receivers  R3  and  R4  each  being  displaced  by  a  value 
"Z1"  from  the  transmitter  T1  along  the  z-axis. 

In  order  for  the  embodiment  of  invention  shown  in  figure  3  to  transmit  and  receive  azimuthal  waves,  the 
transmitter  T1  must  be  a  longitudinally  (vertically)  oriented  antenna  element;  however,  the  receivers  R1-R4 

40  may  be  either  longitudinally  oriented  or  transversely  oriented  antenna  elements;  in  addition,  the  receivers  R3 
and  R4  must  be  disposed  by  angles  phi-3  and  phi-4  from  transmitter  T1  and  should  preferably  be  disposed 
by  the  same  value  Z1  from  transmitter  T1  along  the  z-axis. 

In  operation,  referring  to  figure  3,  the  transmitter  T1  generates  longitudinal  and  azimuthal  waves  in  re- 
sponse  to  signals  generated  by  the  circuit  shown  in  figure  2d.  The  receivers  R1  and  R2  receive  the  longitudinal 

45  waves.  However,  since  the  receivers  R3  and  R4  are  disposed  by  angles  phi-3  and  phi-4  from  transmitter  T1  , 
and  are  disposed  by  the  same  value  Z1  from  transmitter  T1  along  the  z-axis,  the  receivers  R3  and  R4  receive 
the  azimuthal  waves.  The  signals  received  by  receivers  R1-R4  are  transmitted  to  a  surface  of  the  well  in  the 
manner  described  and  illustrated  with  reference  to  figure  2d  of  the  drawings. 

Referring  to  figure  8,  an  apparatus  and  method  for  transmitting  and  receiving  azimuthal  as  well  as  long- 
50  itudinal  electromagnetic  waves  in  accordance  with  another  embodiment  of  the  present  invention  is  illustrated. 

In  figure  8,  the  apparatus  for  transmitting  and  receiving  aziumthal  and  longitudinal  waves  includes  a  trans- 
mitter  T1  situated  on  a  first  longitudinal  axis  located  on  the  curved  surface  of  the  antenna  pad  37  for  trans- 
mitting  longitudinal  waves;  a  transmitter  T2  also  situated  on  the  first  longitudinal  axis  of  antenna  pad  37  for 
transmitting  other  longitudinal  waves;  receivers  R1  and  R2  situated  on  the  first  longitudinal  axis  of  antenna 

55  pad  37  for  receiving  the  longitudinal  waves  transmitted  from  transmitters  T1  and  T2,  the  receivers  R1  and  R2 
measuring  the  phase  shift  and  attenuation  which  occurs  between  receiver  R1  and  R2;  transmitters  T3  and  T4 
offset  by  a  value  Z1  from  the  transmitter  T1  along  the  z-axis  for  transmitting  the  newly  discovered  azimuthal 
waves,  each  transmitter  T3  and  T4  being  angularly  offset  by  angle  phi-4  from  transmitter  T1;  and  receivers 
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R3  and  R4  offset  by  a  value  Z2  from  transmitter  T1  along  the  z-axis  for  receiving  the  azimuthal  waves,  receivers 
R3  and  R4  being  angularly  offset  by  an  angle  phi-3  from  transmitter  T1.  Transmitters  T3  and  T4  can  be  (but 
need  not  be)  offset  along  the  z-axis  by  a  value  "ZOFF"  from  receivers  R3  and  R4.  In  figure  8,  all  transmitters 
and  receivers  have  longitudinally  (vertically)  oriented  antenna  elements. 

5  At  a  minimum,  in  figure  8,  for  the  apparatus  to  operate  properly  in  transmitting  and  receiving  the  azimuthal 
waves  in  addition  to  the  longitudinal  waves,  transmitters  T3  and  T4  must  have  longitudinally  oriented  antenna 
elements;  all  the  remaining  transmitters  and  receivers  may  have  either  longitudinally  or  transversely  oriented 
antenna  elements.  In  addition,  receivers  R3  and  R4  must  be  angularly  offset  from  transmitter  T1  by  angle  phi- 
3;  transmitters  T3  and  T4  must  angularly  offset  from  transmitter  T1  by  angle  phi-4,  where  angle  phi-4  is  greater 

10  than  angle  phi-3;  and  transmitters  T3  and  T4  can  be  (but  need  not  be)  offset  from  receivers  R3  and  R4  by  the 
value  ZOFF. 

In  operation,  referring  to  figure  8,  the  following  functional  operation  takes  place  in  the  following  sequence: 
(1)  transmitter  T1  transmits  a  longitudinal  wave,  and  receivers  R1  and  R2  measure  the  phase  shift  and 
attenuation  of  the  longitudinal  wave  between  receivers  R1  and  R2;  at  this  time,  transmitters  T2-T4  do  not 

15  transmit,  and  receivers  R3-R4  do  not  receive; 
(2)  transmitter  T2  transmits  a  longitudinal  wave,  and  receivers  R1  and  R2  measure  the  phase  shift  and 
attenuation  of  the  longitudinal  wave  between  receivers  R1  and  R2;  at  this  time,  transmitters  T1,  T3-T4 
do  not  transmit,  and  receivers  R3-R4  do  not  receive; 
(3)  transmitter  T3  transmits  an  azimuthal  wave  and  receivers  R3  and  R4  measure  the  phase  shift  and 

20  attenuation  of  the  azimuthal  wave  between  receivers  R3  and  R4;  at  this  time,  transmitters  T1-T2  and  T4 
do  not  transmit  and  receivers  R1-R2  do  not  receive;  and 
(4)  transmitter  T4  transmits  an  azimuthal  wave  and  receivers  R3  and  R4  measure  the  phase  shift  and 
attenuation  of  the  azimuthal  wave  between  receivers  R3  and  R4;  at  this  time,  transmitters  T1-T2  and  T3 
do  not  transmit  and  receivers  R1-R2  do  not  receive. 

25 
DETAILED  DESCRIPTION  OF  THE  PREFERRED  EMBODIMENT 

This  specification  discloses  two  new  theoretical  models  in  figures  1  and  2  for  Electromagnetic  Wave  Prop- 
agation  (EPT)  tools;  however,  only  the  model  shown  in  figure  1  predicts  a  new  type  of  azimuthal  wave  prop- 

30  agation.  The  model  shown  in  figure  2  does  not  propagate  azimuthal  waves.  Azimuthal  waves  have  not  been 
studied  either  experimentally  or  theoretically  in  the  prior  art.  Azimuthal  wave  measurement  could  provide  a 
new  formation  evaluation  measurement.  In  addition,  azimuthal  wave  measurements  are  extremely  high  reso- 
lution  measurements  compared  to  longitudinal  measurements  by  prior  art  EPT  tools.  Measurements  of  both 
longitudinal  and  azimuthal  waves  provide  information  about  formation  anisotropy.  Complementary  measure- 

35  ments  of  both  longitudinal  and  azimuthal  waves  using  a  new  EPT  antenna  configuration  to  generate  and  re- 
ceive  these  waves  is  disclosed  in  this  specification. 

The  new  models  are  shown  schematically  in  Figs.  1  and  2.  The  two  new  models  are  for:  (1)  a  longitudinally 
oriented  point  magnetic  dipole  transmitter  situated  on  a  metallic  cylindrical  pad  and  (2)  a  transversely  oriented 
point  magnetic  dipole  transmitter  situated  on  a  metallic  cylindrical  pad.  The  solution  of  the  models  in  a  homo- 

40  geneous  medium  for  both  orientations  is  summarized  in  Appendix  A.  The  formulas  in  Appendix  Agive  Hz(a,<|>,z) 
for  the  longitudinally  oriented  transmitter  and  H (̂a,$,z)  for  the  transversely  oriented  transmitter  where  a  is  the 
radius  of  the  cylindrical  pad.  These  formulas  permit  the  tool  response  to  be  computed  for  receivers  situated 
at  any  positions  of  the  pad  denoted  by  (a,<|>,z)  in  cylindrical  coordinates.  These  formulas  have  been  used  to 
compute  apparent  traveltimes  tpla  and  total  attenuations  as  described  in  Appendix  B. 

45  It  is  instructive  to  briefly  review  the  theoretical  models  previously  used  to  compute  EPT  tool  responses. 
Previous  theoretical  models  of  Electromagnetic  (EM)  Wave  Propagation  tools  in  boreholes  at  microwave  fre- 
quencies  have  assumed  that  the  transmitting  and  receiving  antennas  are  situated  on  an  infinite  metallic  ground 
plane2"4.  The  physics  of  this  assumption  is  based  on  the  fact  that  the  wavelengths  of  the  EPT  radiation  in  most 
rock  formations  of  interest  are  small  compared  to  the  radius  of  curvature  of  the  EPT  antenna  pad  (0.1016  m). 

so  For  this  reason  there  has  been  little  impetus  to  study  models  with  curved  antenna  pads.  Another,  perhaps 
more  compelling,  reason  is  that  solving  the  boundary  value  problems  that  must  be  confronted  to  theoretically 
investigate  pad  curvature  effects  is  considerably  more  complex  than  for  planar  geometry  problems.  Indeed, 
for  planar  layered  media  with  dipole  sources,  solutions  to  the  EM  boundary  value  problems  can  be  expressed 
in  terms  of  well-known  Sommerfeld  integrals  and  can  be  found  in  many  elementary  textbooks  on  the  subject5'6. 

55  On  the  other  hand,  a  search  of  the  well  logging  and  EM  literature  by  theauthorfailed  to  find  published  solutions 
to  the  two  boundary  value  problems  discussed  in  Appendix  A.  The  detailed  solutions  of  these  problems  will 
be  published  in  seperate  reports. 
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Properties  of  Longitudinal  And  Azimuthal  Waves 

I  have  found  that  at  microwave  frequencies,  both  longitudinal  and  azimuthal  propagating  waves  are  excited 
by  a  longitudinally  oriented  transmitter.  The  azimuthal  waves  propagate  in  homogeneous  media  like  plane- 

5  waves  between  suitably  positioned  receivers  with  spreading  losses  that  are  independent  of  the  properties  of 
the  media.  On  the  other  hand,  computations  have  shown  that  a  transversely  oriented  transmitter  excites  only 
propagating  longitudinal  waves.  The  longitudinal  waves  travel  in  the  formation  along  the  direction  of  the  bore- 
hole  whereas  the  azimuthal  waves  propagate  around  the  borehole. 

Commercial  EPT  tools  have  transmitter-receiver  configurations  that  are  positioned  to  measure  longitudinal 
10  wave  properties  (i.e.,  phase  shifts  and  attenuations).  Experimental  tools  like  the  Micro  Dielectric  Scanning 

Tool  (MDST)  measure  longitudinal  wave  propagation  using  a  2-d  matrix  of  longitudinally  configured  transmit- 
ter-receiver  arrays7"8.  The  different  transmitter-receiver  configurations  needed  to  measure  longitudinal  and 
azimuthal  wave  properties  are  illustrated  in  Fig.  3.  Here  a  schematic  (not  to  scale)  of  a  cylindrically  shaped 
antenna  pad  with  a  single  longitudinally  oriented  transmitter  (T  ̂ and  two  pairs  of  receivers  is  shown.  In  an 

15  actual  tool  the  transmitters  and  receivers  in  Fig.  3  would  be  non-resonant  slot  antennas9  like  those  used  in 
the  EPT-G  Endfire  tools  or  the  MDST  laboratory  tool.  The  configuration  71-R1-R2  is  identical  to  that  used  by 
the  EPT-G  Endfire  tool  (note  that  only  the  lower  transmitter  is  shown)  to  measure  the  properties  of  longitudinal 
waves.  The  configuration  TVR3-R4  can  be  used  to  measure  azimuthal  wave  properties.  The  receivers,  R3  and 
R4,  are  located  at  positions  {a,fa,z)  and  {a,fa,z)  relative  to  the  transmitter  located  at  (a,0,0).  Note  that  the  z- 

20  coordinates  of  the  azimutally  displaced  receivers  are  identical. 
Detailed  computer  simulations  of  azimuthal  wave  propagation  in  homogeneous  media  with  complex  prop- 

agation  constant,  k  =  K  +  ik",  lead  to  the  following  findings.  Let  a  pair  of  azimuthally  displaced  receivers  be 
positioned  at  {a,  fa  ,z)  and  {a,fa,z)  relative  to  a  transmitter  at  (a,0,0).  If  A©  is  the  phase  shift  of  the  signal  detected 
at  the  receiver,  then  for  suitable  relative  positions  of  the  transmitter  and  receivers,  one  finds  that, 

25  A0>  =  a(<|>2  -  fa)K,  (1) 
where  a  is  the  radius  of  curvature  of  the  antenna  pad.  Likewise,  if  EATT  denotes  the  total  attenuation  of  the 
signal  between  the  receiver  pair  then, 

EATT  ==  8.686  k"  +  As(fa,4>2,z),  (2) 
in  dB/m  where  As  is  the  spreading  loss.  The  spreading  loss  depends  on  the  relative  positions  of  the  transmitter 

30  and  receiver  pair  and,  fortunately,  is  only  weakly  dependent  on  the  dielectric  properties  of  the  medium.  This 
means  that  a  spread  loss  correction  can  be  made  for  azimuthal  wave  propagation,  and  in  light  of  Eqs.  (1)  and 
(2),  formation  microwave  dielectric  properties  can  be  obtained  from  measuring  phase  shifts  and  total  attenu- 
ations  between  a  pair  of  azimuthally  displaced  receivers.  The  proper  relative  positions  of  a  transmitter  and 
receiver  pair  that  are  required  in  order  that  Eqs.  (1)  and  (2)  be  valid  are  determined  by  computer  simulations 

35  using  Eq.  (A.  7)  from  Appendix  A  and  Eqs.  (B.5)  and  (B.7)  from  Appendix  B.  Some  examples  are  discussed  in 
the  next  section.  Before  concluding  this  section,  it  is  important  to  note  that  the  effects  of  standoff  on  the  azi- 
muthal  and  longitudinal  wave  propagated  by  a  longitudinally  oriented  magnetic  dipole  transmitter  have  also 
been  investigated  and  will  be  reported  in  a  forthcoming  report.  Computations  show  that  the  azimuthal  waves 
propagate  in  the  presence  of  thin  standoffs  or  mudcakes  with  traveltimes  represenative  of  the  invaded  zone 

40  properties  and  are,  therefore,  not  evanescent  surface  waves.  The  validity  of  Eqs.  (1)  and  (2)  places  the  azi- 
muthal  waves  on  the  same  theoretical  footing  as  the  longitudinal  waves  measured  by  commercial  EPT  tools. 
This  represents  a  remarkable  and  surprising  discovery. 

Computer  Simulations 
45 

The  results  of  some  computer  simulations  of  azimuthal  wave  propagation  are  given  below  to  illustrate  the 
validity  of  Eqs.  (1)  and  (2)  and  also  to  illustrate  the  dependence  of  the  results  on  the  relative  positions  of  the 
transmitter  and  receivers.  In  Fig.  4,  a  comparison  of  apparent  traveltimes  (tpla)  and  true  formation  traveltimes 
(tpD  is  shown  for  the  suite  of  sample  rock  properties  in  Table  1  . 

so  The  microwave  dielectric  properties  of  this  suite  of  samples  covers  the  range  normally  encountered  pet- 
roleum  formations.  The  fp/of  the  samples  are  computed  from  Eq.  (B.1)  and  the  tpla  are  computed  from  the  model 
using  Eqs.  (B.3)-(B.5),  (A.7)  and  (A.8).  In  Fig.  4,  note  that  the  receivers  are  at  azimuthal  positions  {fa,  fa)  = 
(45.  ,90.)  degrees  and  that  the  receivers  are  offset  4  cm  in  the  z-direction  from  the  transmitter.  The  effect  of 
the  offset  on  azimuthal  wave  propagation  will  be  discussed  in  the  examples  given  below. 

55  The  excellent  agreement  between  fp/and  fp/aseen  in  Fig.  4  is  remarkable  considering  the  distant  azimuthal 
placement  of  the  receivers  relative  to  the  transmitter.  It  is  perhaps  helpful  to  note  that  an  azimuthal  displace- 
ment  of  22.5°  on  a  cylindrical  pad  with  a  4  in.  (0.1016  m)  radius  of  curvature  corresponds  to  a  4  cm  azimuthal 
seperation  between  the  receivers.  The  results  in  Fig.  4  demonstrate  the  validity  of  Eq.  (1)  above,  which  can 
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be  readily  verified  from  Eqs.  (B.1),  (B.3)  and  (B.4).  In  Fig.  5,  a  comparison  of  total  attenuations  EATT  and  true 
formation  attenuations  A  for  the  same  antenna  configuration  as  in  Fig.  4  is  shown.  Note  that  the  spreading 
losses  As  are  essentially  independent  of  the  sample  properties,  thus  validating  Eq.  (2),  and  are  in  the  approx- 
imate  range  125-150  dB/m  for  this  particular  antenna  configuration.  In  Fig.  6  and  7,  1  display  results  which  are 

5  also  described  by  Eqs.  (1)  and  (2)  but  for  a  different  transmitter-receiver  configuration  and  a  smaller  offset  in 
the  z-direction. 

Before  preceding  with  a  few  more  examples,  I  would  like  to  first  clarity  a  point.  It  might  be  tempting  to 
equate,  in  some  sense,  (especially  for  small  or  zero  offsets  in  the  z-direction)  azimuthal  wave  propagation  with 
the  more  familiar  "broadside"  propagation  between  a  transverely  oriented  transmitter  and  transversely  orient- 

10  ed  receivers.  This  analogy  is  incorrect 

Table  1 

15 
Samples  Dielectric  Constants  Loss  Tangents  

1  5.0  0.1 

20  2  10.0  0.1 

3  10.0  0.2 

4  10.0  0.4 
25  5  10.0  0.5 

6  10.0  0.8 

7  10.0  1.0 
30  8  15.0  0.3 

9  15.0  0.6 

10  15.0  1.0 
35  11  20.0  0.5 

12  20.0  1.0 

13  25.0  0.5 
40 

14  25.0  1.0 

because  the  different  orientations  of  the  transmitter  dipole  with  respect  to  the  cylinder  axis  leads  to  solutions 
45  of  the  wave  equations  with  different  symmetry  properties.  The  spreading  losses,  for  example,  for  the  two  sit- 

uations  are  quite  different. 
The  example  that  follows  illustrates  the  dependence  of  the  azimuthal  wave  propagation  characteristics 

on  the  z-offset  of  the  transmitters  from  the  receiver  pair.  In  Fig.  8,  an  antenna  pad  with  an  array  TVR -̂R2-T2 
for  measuring  longitudinal  waves  and  an  array  T3-R3-R4-  T4  for  measuring  azimuthal  waves  is  shown.  Locating 

so  the  receivers  R3  and  R4  between  R̂   and  R2  provides  a  common  measure  point.  The  two  transmitters  for  the 
azimuthally  displaced  receivers  can  be  alternately  pulsed  to  provide,  as  in  commercial  EPT  tools,  compensa- 
tion  for  variably  thick  standoffs  or  mudcakes  and  also  for  electronic  drifts  and  other  instabilities9. 

In  these  examples,  the  positions  of  the  antennas  are  specified  relative  to  which  is  located  at  (a,0,0).  In 
this  example,  I  consider  a  longitudinal  array  for  which  R̂   is  at  (a,0,0.08),  R2  at  (a,0,0.12),  and  T2  at  (a,0,0.20) 

55  where  the  z-spacings  are  in  m.  Note  that  this  array  has  spacings  identical  to  those  of  the  EPT-G  Endfire  array. 
The  azimuthal  array  receivers  R3  and  R4  are  situated  at  (a,-4.22,0.10)  and  (a,4.22,0.10),  respectively  where 
the  azimuthal  angles  are  in  degrees.  The  azimuthal  array  transmitters  T3  and  T4  are  located  at  (a,  -29.53,  z) 
and  (a,  29.53,  z),  respectively.  In  this  example,  the  azimuthal  receiver  pair  seperation  is  1.5  cm  and  the  near 
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and  far  receiver  azimuthal  distances  from  the  transmitter  are  4.5  and  6.0  cm,  respectively.  In  Fig.  9,  compar- 
isons  of  apparent  and  true  traveltimes  for  four  different  z-offsets  are  shown.  Note  that  the  best  agreement 
between  tpla  and  tpl  is  obtained,  in  this  example,  for  a  z-offset  of  1.5  cm.  In  Fig.  10,  comparisons  of  total  and 
true  formation  attenuations  for  the  four  different  z-offsets  in  Fig.  9  are  shown.  Note  how  the  spreading  loss 

5  decreases  with  increasing  z-offset  while  remaining  weakly  dependent  on  the  properties  of  the  medium.  Note 
that  the  signal  strength  at  the  receivers  increases  with  decreasing  z-offset  which  would  mitigate  the  increased 
spread  loss. 

In  Fig.  11,  comparisons  of  apparent  and  true  traveltimes  for  longitudinal  waves  propagated  using  the  array 
TVRVR2-T2  are  shown.  The  apparent  traveltimes  were  computed  using  Eqs.  (A.  7),  (B.3)  and  (B.6).  In  Fig.  12, 

10  comparisons  of  true  and  apparent  attenuations  for  longitudinal  wave  propagation  are  shown  for  the  same  an- 
tenna  configuration  as  in  Fig.  12. 

Formation  Evaluation 

15  Alternately  measuring  both  longitudinal  and  azimuthal  waves  using  a  tool  with  slot  antennas  configured, 
for  example,  like  those  shown  in  Fig.  8  would  provide  both  longitudinal  and  azimuthal  formation  dielectric  prop- 
erties. 

Azimuthal  wave  measurements  would  provide  extremely  high  vertical  resolution  since  the  receivers  are 
at  the  same  measured  depth.  This  can  be  better  appreciated  by  noting  that  the  present  EPT  tools  (both  EPT- 

20  G  and  EPT-D)  measure  both  phase  shift  and  attenuation  at  a  sampling  rate  of  60cps.  For  a  logging  tool  moving 
at  1800  ft/hr,  a  sample  is  acquired  each  0.1  in.,  which  for  point  receivers  would  be  the  vertical  resolution  of 
the  azimuthal  measurement.  In  practice,  the  vertical  resolution  of  the  azimuthal  waves  would  be  determined 
by  the  finite  size  of  the  slot  antennas.  This  would  represent  an  order  of  magnitude  improvement  in  vertical  re- 
solution  compared  to  commercial  EPT  tools  whose  vertical  resolution  is  determined  essentially  by  the  spacing 

25  between  the  receivers  (4  cm)  and  is  of  the  order  of  5  cm.  The  extremely  high  vertical  resolution  would  be  com- 
parable  to  that  of  the  FMS.  This  degree  of  resolution  is  important  for  evaluation  of,  for  example,  sands  deposited 
in  deep  water  environments.  In  these  turbidite  formations,  which  are  of  current  exploration  interest  in  the  Off- 
shore  Gulf  Coast  and  also  Onshore  California,  the  objectives  are  sand-shale  sequences  with  sand  thicknesses 
of  the  order  of  0.1-0.2  in  which  can  not  be  evaluated  using  commercial  EPT  tools. 

30  The  differences  in  formation  dielectric  properties  determined  from  longitudinal  and  azimuthal  wave  prop- 
agation  would  provide  information  about  structural  and  stratigraphic  anisotropy.  The  azimuthal  waves  would 
be  sensitive  to  vertical  fractures  which  must  be  present  in  order  to  obtain  commercial  production  rates  from 
many  carbonate  formations  with  low  matrix  permeabilities. 

35  Appendix  A 

Summary  of  Models  And  Tool  Response  Formulas  In  Homogeneous  Media 

This  Appendix  presents  formulas  for  the  magnetic  field  components  on  the  surface  of  a  metallic  cylindrical 
40  pad.  These  formulas  were  used  to  compute  the  results  presented  in  this  report.  The  detailed  derivations  of 

these  formulas  will  be  reported  elsewhere.  The  magnetic  fields  are  excited  by  longitudinally  and  transversely 
oriented  point  magnetic  dipole  transmitters  situated  on  the  pad.  The  two  magnetic  field  components  of  interest 
here  are:  (1)  Hzdue  to  a  longitudinally  oriented  transmitter  and  (2)  due  to  a  transversely  oriented  transmitter. 
It  can  be  shown  that  the  tool  signal  for  longitudinally  (transversely)  oriented  transmitters  and  receivers  is  pro- 

45  portional  to  Hz  (Ĥ )  evaluated  at  the  receivers.  A  summary  of  the  models  and  their  solutions  is  given  below. 

Boundary  Value  Problems 

Wave  Equations 
50 

The  magnetic  field  components  are  obtained  by  solving  the  following  boundary  value  problems.  Consider 
a  cylindrical  co-ordinate  system,  (r,  <|>,  z),  and  let  sr,  ŝ ,  and  sz  denote  unit  vectors  along  the  co-ordinate  axes. 
The  EM  fields  are  obtained  by  solving  the  vector  wave  equation  satisfied  by  the  magnetic  Hertz  vector, 

55  n*m*  ■  For  a  transversely  oriented  transmitter, 

V2n(m)  +  v  fi<m)  •  =  "MoS(r"fr°)SWS(z)e„  ( a d  

9 
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where  M0  is  the  dipole  moment  of  the  transmitter  which  is  located  at,  (r0,  0,0),  where,  r0   ̂ a,  and  a  is  the  radius 
of  the  cylindrical  pad.  In  the  above  equation,  k  is  the  complex  propagation  constant  of  the  medium.  The  time 
dependence  of  the  transmitter  current  is,  without  loss  of  generality,  assumed  to  be  of  the  form,  e-  i(at  where,  i 
=  V-  1  ,  and,  to  =  2nf,  with  f  the  transmitter  frequency  (equal  to  1.1  GHz  for  the  EPT).  In  Eq.  (A.1),  k 
=«Wnoe  ,  where  the  scalar  complex  permittivity  is  given  by,  s  =  k  s0  (1  .0+;'  tan8),  where  n0  and  s0  are  the  magnetic 
permeability  and  permittivity  of  a  vacuum.  The  properties  of  the  homogeneous  media  (assumed  non-magnetic 
and  isotropic)  considered  here  can  therefore  be  described  by  their  relative  dielectric  constants,  k,  and  loss 
tangents,  tan8.  In  Eq.  (A.1),  it  can  be  shown  that  the  boundary  conditions  on  the  EM  field  vectors  can  be  sat- 

10  isf  ied  using  a  Hertz  vector  with  two  non-zero  components,  i.e.,  n*m*  =  (n™,  IT™',  0).  The  vector  operator  V2 
in  the  wave  equation  (A.1)  couples  these  two  components  leading  to  two  coupled  partial  differential  equations. 
This  results,  even  in  a  homogeneous  medium,  in  EM  waves  with  non-zero  values  for  all  of  the  components  of 

the  magnetic,  jy  ,  and  electric  field  vectors,  E  . 
is  The  vector  wave  equation  for  a  longitudinally  oriented  transmitter  reduces  to  a  scalar  wave  equation.  That 

is,  it  can  be  shown  that  the  wave  equation  and  the  boundary  conditions  can  be  satisfied  in  a  homogeneous 

n(m) medium  by  a  Hertz  vector  of  the  form,  "  =  (0,  0,  n<,m>). 

20  Thus,  the  scalar  wave  equation  for  a  longitudinally  oriented  transmitter  assumes  the  form. 

V2n<<»>  +  km™  =  -Mo*(r-   r*>S(*)*V)t  fA2; 

where  all  quantities  in  Eq.  (A.2)  have  been  defined  above. 

25  EM  Fields  And  Boundary  Conditions 

The  EM  fields  are  computed  from  the  magnetic  Hertz  vectors.  The  fields,  outside  the  sources,  are  for  the 
electric  field  given  by, 

and  for  the  magnetic  field, 
E  =  /to  no  V  x  n(m)  ,  (A.3) 

H  =  -r^—V  x  V  x  n(m)  .  (A.4) /to  Ho 
The  boundary  conditions  on  the  Hertz  vectors  in  Eqs.  (A.1)  and  (A.2)  are  easily  derived  from  Eqs.  (A.3) 35 and  (A.4)  and  the  boundary  conditions  satisfied  by  the  EM  fields.  In  a  homogeneous  medium,  the  boundary 

condition  is  that  E+  =Et  =  o  at  r=  a,  i.e.,  using  Eq.  (A3) 

(V  x  fi(m)  )  •  et  =  0,  (A.5) 
40  and 

(V  x  U{m)  )  ■  ez  =  0.  (A.6) 

Note  that  for  a  longitudinally  oriented  transmitter,  in  a  homogeneous  medium,  that  Ez  =0  which  follows 
45  from  Eq.  (A.3)  and  the  fact  that  the  only  non-zero  component  of  the  Hertz  vector  is  Uf\  Thus,  in  a  homogeneous 

medium,  the  longitudinally  oriented  transmitter  excites  pure  transverse  electric  (TE)  waves.  This  is,  not  true, 
for  the  model  in  a  cylindrically  layered  medium,  for  which  both  TE  and  transverse  magnetic  (TM)  waves  are 
excited.  A  detailed  discussion  of  this  case  will  be  presented  in  a  seperate  report.  The  EM  fields  are  obtained 
by  solving  the  exterior  boundary  value  problem  in  the  domain,  a   ̂ r  ̂   a>,  for  the  wave  equations  in  (A.1)  and 

50  (A.2)  subject  to  the  boundary  conditions  in  Eqs.  (A.5)  and  (A.6). 

Tool  Response  Formulas 

The  wave  equations  discussed  above  were  solved  analytically  using  integral  transform  methods.  The  for- 
55  mal  mathematical  solutions  involve  real  axis  integrals  over  spatial  transform  frequencies  (X).  The  real  axis  in- 

tegrals  are  poorly  convergent.  The  integrands  are  analytic  functions  of  X  except  for  branch  points  at  X  =  ±  k. 
The  integrands  each  involve  a  sum  over  order  (n)  of  a  function  involving  modified  Bessel  functions,  K„(ya), 

10 
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with  complex  arguments,  ya  =  \(Xa)2  -  (ka)2.  In  a  homogeneous  medium,  the  integrands  have  no  pole  sin- 
gularities.  In  a  layered  medium  the  poles  correspond  to  discrete  modes  (e.g.,  bound  states  or  waveguide 
modes)  of  the  system.  The  poorly  convergent  real  axis  integrals  are  rendered  exponentially  convergent  by 
choosing  the  branch  cut  shown  in  Fig.  A.1.  On  this  branch  cut,  the  complex  function  y  is  pure  imaginary  (the 
real  part  vanishes).  Using  Cauchy's  theorem,  the  real  axis  integrations  are  replaced  by  two  nicely  convergent 
branch  line  integrals.  On  the  branch  lines,  the  modified  Bessel  functions  with  complex  arguments  are  replaced 
by  Hankel  functions  with  real  arguments  which  are  easily  computed  using  commercially  available  software. 
This  leads  to  the  formulas  given  below  which  are  computationally  simple.  These  formulas  were  derived  without 
employing  any  approximations  such  as,  e.g.,  saddle  point  expansions  of  the  integrands  and  represent  exact 
quadrature  solutions  of  the  models. 

Longitudinally  Oriented  Transmitter 

The  magnetic  field  Hz(a,  <|>,  z)  on  the  surface  of  the  metallic  pad  for  a  longitudinally  oriented  transmitter  is 
given  by  the  formula, 

„  iMo  ^   ,  r °   d x x G ( x , k a , z )   ( Ht  =  -3-3  V   <„  cosn«i  /  —7  -—  ,  (-4.0 

where  (x)  =  Jn(x)  +  iY„(x)  are  the  Hankel  functions,  in  which  use  the  notation  of  Watson10  for  the  Bessel 
functions  J„(x)  and  Yn(x).  I  have  also  introduced  the  Neumann  function  defined  by,  s„  =  8„,0  +  2(1  .  -  8„,0),  where 

25  8„,0  is  the  well-known  Kronecker  delta  function.  The  prime  on  the  Hankel  function  in  Eq.  (A.7)  denotes  differ- 
entiation  with  respect  to  its  argument  and  the  vertical  bars  denote  the  absolute  value  of  the  complex  Hankel 
function.  In  Eq.  (A.7)  I  have  defined  the  function, 

G(x,ka,z)  =  f  (A.8) 
i(kaf  -  x2 

30  with  z  =  z/a.  The  integral  in  Eq.  (A.7)  was  obtained  by  combining  the  two  branch  line  integrals.  The  integrand 
is  a  function  of  the  dimensionless  real  variable  x  for  given  values  of,  ka,  and  receiver  location,  (a,faz),  on  the 
cylindrical  pad.  Note  that  for  large  x,  the  integrand  converges  exponentially  provided  that  z  >  0.  The  integrand 
is  computed  for  each  value  of  x  by  performing  the  summation  in  (A.7).  The  number  of  terms  needed  for  con- 
vergence  of  the  summation  in  (A.7)  increases  with  x,  but  it  has  been  found  that  no  more  than  30  to  40  terms 

35  are  generally  needed.  The  integrand  vanishes  for  x  0  and  asx->  xmax  where  xmax  depends  on  primarily  on 
the  z  co-ordinate  of  the  receivers.  The  real  and  imaginary  parts  of  the  integrand  are  smooth  functions  of  xas  
can  be  seen  in  Fig.  A.2  for  a  typical  case.  The  integrals  have  been  done  using  a  simple  Simpson's  rule  inte- 
gration  algorithm. 

40  Transversely  Oriented  Transmitter 

45 

The  magnetic  field  H (̂a,  fa  z)  on  the  surface  of  the  metallic  pad  for  a  transversely  oriented  transmitter  is 
given  by  the  formula, 

E.  =  1™*  y   en  cos  n*  I "   dx  G(i,  ka,  z)  ■  [(ka)2  Un(x)  -  nJ  Vn(x)],  (A.9) 
9  2t3o3  f-J  Jo 

ABU 

50  where  I  have  defined  the  functions, 

,  ,  M  _  lm[Af)  (x).^)/x).^)(x)-H»;r(x)] 
UM  lw;(x)IHw;(x) |2   •  (A10> 

and, 

55  Vn{x)  l w » l 2 .   \wy(x)\2  '  (A11) 

where  the  dots  (■)  denote  ordinary  scalar  multiplication  and  Im  [■■■]  denotes  taking  the  imaginary  part  of  the 
complex  quantity  in  brackets.  The  functions  Afn2)  (x)  are  Hankel  functions  which  are  the  complex  conjugates  of 
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the  functions  (x)  defined  above.  It  is  easy  to  show  that  the  integrand  in  (A.9)  has  an  integrable  singularity 
as  x  0.  The  singularity  comes  from  the  small  x  behavior  of  the  n  =  0  term  enclosed  in  brackets  in  (A.9).  This 
poses  no  problems  for  the  numerical  integration  since  for  small  x  the  integral  can  be  done  analytically,  and 
this  contribution  (which  is  found  to  be  negligible  forxm/n  sufficiently  small)  added  to  the  numerical  integration 
in  the  interval  from  xm/n  to  xmax. 

Appendix  B 

Heuristic  Picture  of  Azimuthal  Wave  Propagation 

This  Appendix  provides  a  heuristic  picture  of  the  azimuthal  wave  propagation  discussed  in  this  report.  First, 
however,  I  define  exactly  how  the  apparent  traveltimes,  tpla  and  total  attenuations,  EATT,  are  computed  from 
the  formulas  in  Appendix  A.  The  heuristic  picture  explains  the  computed  results  for  a  longitudinally  oriented 
transmitter  in  terms  of  planewaves  propagating  along  and  around  the  borehole.  This  simple  model  is  only  ap- 
proximate  and  phenomenological.  The  detailed  formulas  in  Appendix  A  are  used  to  compute  phase  shifts  and 
attenuations  and  also  determine  the  receiver  positions  for  which  the  planewave  approximation  is  valid. 

Consider  a  homogeneous,  isotropic,  and  non-magnetic  medium  with  complex  propagation  constant,  k  = 
k'  +  ik".  The  complex  propagation  constant  is  given  by  k  =  toVixos  where  e  =  k  e0  (1.  +  tan8)  is  the  complex 
dielectric  permittivity,  k  is  the  relative  dielectric  constant,  tan8  is  the  loss  tangent,  and  s0  and  p.0  are  the  per- 
mittivity  and  permeability  of  a  vacuum.  The  true  traveltimes,  tpl,  of  this  medium  are  defined  as  the  inverse 
phase  velocities  (often  referred  to  as  slowness  in  the  literature  on  seismic  wave  propagation)  of  a  planewave 
propagating  in  the  medium,  i.e., 

where  the  factor  of  1  09  is  introduced  to  express  tpla  in  units  of  ns/m  and  to  =  2nf  is  the  angular  frequency  of  the 
wave.  The  attenuation,  A,  of  a  planewave  in  the  medium  is  given  by, 

A  =  8.686  k",  (B.2) 
in  units  of  dB/m.  Knowledge  of  k'  and  k"  provides  a  complete  description  of  the  dielectric  properties  of  a  ho- 
mogeneous  and  isotropic  medium. 

Computation  of  Apparent  Traveltimes  And  Total  Attenuations 

The  apparent  traveltimes,  tpla,  are  computed  from  the  equation, 

fP/a  =  ff109-  (B3) 

where  A<P  is  the  phase  shift  in  radians  of  the  magnetic  field  between  a  pair  of  receivers  and  R2  located  at 
positions  (fa,  ẑ )  and  (fa,  z2),  respectively,  on  the  antenna  pad.  The  quantity,  L,  is  the  seperation  between  the 
receivers  and  is  defined  by, 

r  _  /  °(^3  ~  &)»  (azimuthal  waves)  ,  g  ^  ~  \z2  —  z\.  (longitudinal  waves) 

For  the  azimuthal  wave  propagation  considered  in  this  report,  the  receivers  have  the  same  z  co-ordinates, 
i.e.,  zt  =  z2  =  z,  whereas  for  longitudinal  wave  propagation  the  receivers  are  at  the  same  azimuthal  positions, 
i.e.,  fa  =  fa  =  fa  In  the  above  equation,  a,  is  the  radius  of  curvature  of  the  EPT  antenna  pad  (0.1016  m).  The 
phase  shifts,  A©,  in  (B.3)  are  computed,  for  a  longitudinally  oriented  transmitter,  from  the  equation 

A<P  =  l m l n 2 ^ 4   (B.5) Hz(fa,  z) 
for  azimuthal  wave  propagation  and  from  an  analogous  equation, 

A«>  =  l m l n S # H   (B.6) 

for  longitudinal  wave  propagation. 
In  applying  Eq.  (B.6)  to  compute  the  phase  shifts  for  longitudinal  waves  propagated  by  the  EPT-G  Endfire 

tool,  note  that  the  configuration  of  the  antennas  is  such  that  <|>  =  0.  The  magnetic  fields  in  Eqs.  (B.5)  and  (B.6) 
are  computed  from  the  formula  in  Eq.  (A.7)  for  a  longitudinally  oriented  dipole  transmitter  and  receivers.  For 
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studying  longitudinal  wave  propagation  fora  transversely  oriented  transmitter  and  receivers,  the  magneticf  ield 
(<|>,z)  computed  from  Eq.  (A.9)  is  used  in  (B.6)  to  compute  the  phase  shifts.  The  azimuthal  waves  are  not 

excited  by  a  transversely  oriented  transmitter  so  that  (B.5)  is  not  used  for  this  orientation. 
The  total  attenuations  are  computed,  for  a  longitudinally  oriented  transmitter,  from  the  equation 

EATT  =  ^   Re  In  5 f 4 ,   (B.7) 

for  azimuthal  wave  propagation,  and 

EATT  =  M86Re  | n M * 2   (B.8) 

Hz(fa,z)' 

Hz(faz,) 

for  longitudinal  wave  propagation. 

Heuristic  Planewave  Model 

In  a  homogeneous  medium,  it  is  possible  to  heuristically  explain  the  results  of  the  computations  document- 
ed  in  this  report  for  a  longitudinally  oriented  transmitter.  To  be  consistent  with  the  detailed  computations,  the 
heuristic  model  must  account  for  the  following  findings:  (1)  the  apparent  traveltimes  (tpla)  for  both  azimuthal 
and  longitudinal  wave  propagation,  computed  as  described  above,  are  to  within  a  good  approximation  equal 
to  the  true  formation  traveltimes  (fp/)  for  the  range  of  /rvalues  found  in  reservoir  rocks,  (2)  the  spreading  losses 
As,  for  both  azimuthal  and  longitudinal  wave  propagation,  are  to  within  a  good  approximation  .independent  of 
the  propagation  constant  k  of  the  medium.  Futhermore,  the  spreading  loss  for  azimuthal  wave  propagation  de- 
pends  on  the  positions  of  the  receivers  relative  to  the  transmitter,  i.e.,  As  =  As(fa,  fa,  z). 

I  now  demonstrate  that  the  above  findings  are,  to  within  a  good  approximation,  consistent  with  the  model, 
Hz(a,faz)  -  |  Hz(faz)  |  +  *»♦,  (B.9) 

where  I  Hz(faz)  I  the  amplitude  of  the  planewave  is  assumed  to  be  independent  of  the  propagation  constant  k 
of  the  medium.  In  order  to  demonstrate  that  this  simple  model  is  consistent  with  our  detailed  modeling  results, 
it  is  useful  to  compute  the  apparent  travel-times  tpla  and  total  attenuations  EATT  for  the  magnetic  field  in  (B.9). 
On  substituting  (B.9)  into  (B.3),  one  finds  for  both  longitudinal  and  azimuthal  wave  propagation  that, 

tpla  =  ^ - ^ t , , ,   (B.10) 
CO 

where  Eqs.  (B.4),  (B.5)  and  (B.6)  and  Eq.  (A.1)  have  been  used  to  obtain  the  last  equality.  Thus,  the  heuristic 
planewave  model  is  consistent  with  finding  no.  (1)  in  the  preceding  paragraph.  Likewise  on  computing  the  total 
attenuation  for  both  longitudinal  and  azimuthal  wave  propagation  for  the  magnetic  field  in  Eq.  (B.9),  one  finds 
that  for  azimuthal  wave  propagation, 

EATT  =  8.686  k"  +  Re  In  fe*1,Z)|,  (B.11) L  |  Hz(fa,z)  | 
and  similarly  for  longitudinal  wave  propagation, 

EATT  =  8.686  A"  +  Re  In  !  'Z°  !  
■  (B.12) L  |  H f̂aZi)  I 

On  recalling  Eq.  (B.2),  one  can  write  Eqs.  (B.11)  and  (B.12)  in  the  same  form,  i.e., 
EATT  =  A  +  As,  (B.13) 

where  I  have  defined  the  spreading  loss>As,  i.e.,  from  (B.11)  for  azimuthal  wave  propagation, 

^   =  ^ R e l n ! s f 4 -   W O  L  |  H^fa^)  | 
and  similarly  for  longitudinal  wave  propagation, 

.  _  8.686  R  .  I h^ . zq I  
A'  ~  —   Reln  |H^,z2)|'  (B-15) 

in  units  of  dB/m.  We  see  from  the  above  two  equations  that  As  is  independent  of  k  and,  moreover,  from  Eq. 
(B.14)  that  the  spreading  loss  for  azimuthal  wave  propagation  depends  on  receiver  positions,  i.e.,  As  = 
As(fa,fa,z).  Thus,  I  have  demonstrated  the  consistency  of  the  heuristic  model  with  finding  no.  (2)  discussed  in 
the  preceding  paragraph. 
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Claims 

1.  Apparatus  for  investigating  an  earth  formation  traversed  by  a  borehole,  the  apparatus  including  a  sonde 
(34)  which  is  adapted  to  be  disposed  in  the  borehole  and  which  comprises: 

means  (T1  ;  or  T1  to  T4)  for  transmitting  an  electromagnetic  wave  into  the  formation;  and 
means  (R3,R4)  for  receiving  said  electromagnetic  wave  after  propagation  through  the  formation; 
characterised  in  that  said  transmitting  and  receiving  means  (T1,R3,R4;  orT1  to  T4,R3,R4)  are  ar- 

ranged  to  transmit  and  receive  an  electromagnetic  wave  which  propagates  azimuthally  of  the  borehole. 

2.  Apparatus  as  claimed  in  claim  1,  wherein  said  transmitting  and  receiving  means  (T1,R3,R4;  or  T1  to 
T4,R3,R4)  are  disposed  on  a  curved  outer  surface  (37)  of  said  sonde  (34),  and  said  receiving  means 
(R3,R4)  comprises  at  least  two  receivers  (R3  and  R4)  which  are  azimuthally  displaced  by  first  and  second 
angles  (<|>3  and  <|>4;  or  <|>4-<|>3  and  <|>4+<|>3)  respectively  from  said  transmitting  means  (T1  ;  or  T3  or  T4)  and 
which  are  both  longitudinally  spaced  from  said  transmitting  means  by  a  common  (ie  the  same)  longitudinal 
spacing  (Z1;  or  ZOFF). 

3.  Apparatus  as  claimed  in  claim  2,  wherein  the  transmitting  means  (T1;  orT1  toT4)  is  additionally  arranged 
to  transmit  longitudinally  propagating  electromagnetic  waves  into  the  formation,  and  further  comprising 
means  (R1,R2)  for  receiving  said  longitudinally  propagating  electromagnetic  waves. 

4.  Apparatus  as  claimed  in  claim  3,  wherein  the  transmitting  means  (T1  ;  or  T1  to  T4)  includes  a  longitudinally 
oriented  antenna  element  (T1;  orT1  to  T4). 

5.  Apparatus  as  claimed  in  claim  3  or  claim  4,  wherein  the  longitudinally  propagating  wave  receiving  means 
(R1  ,R2)  includes  at  least  two  receivers  (R1  and  R2)  which  are  longitudinally  aligned  with  said  transmitting 
means  (T1  ;  or  T1  ,T2)  and  which  are  longitudinally  spaced  therefrom  by  first  and  second  longitudinal  spac- 
ings  (Z2  and  Z3;  or  Z3  and  Z4)  respectively. 

6.  Apparatus  as  claimed  in  claim  5,  wherein  said  transmitting  means  (T1  to  T4)  comprises  two  transmitters 
(T3,T4)  for  transmitting  azimuthally  propagating  waves  and  at  least  one  transmitter  (T1  or  T2)  for  trans- 
mitting  longitudinally  propagating  waves,  said  azimuthally  propagating  wave  transmitters  (T3,T4)  being 
angularly  spaced  by  equal  angles  (<|>4)  on  each  side  of  the  longitudinal  axis  between  the  longitudinally 
propagating  wave  transmitting  means  (T1  or  T2)  and  the  longitudinally  propagatng  wave  receivers 
R1  ,R2),  and  the  azimuthally  propagating  wave  receivers  (R3,R4)  are  angularly  displaced  by  equal  angles 
(<|>3)  on  each  side  of  said  longitudinal  axis,  where  the  firstmentioned  equal  angles  (<|>4)  are  greater  than 
the  lastmentioned  equal  angles  (<|>3). 

7.  Apparatus  as  claimed  in  any  one  of  claims  2  to  6,  wherein  the  azimuthally  propagating  wave  receivers 
(R3  and  R4)  are  used  to  measure  the  phase  shift,  Ad>,  and  the  attenuation,  EATT,  of  the  azimuthal  waves 
which  propagate  between  them. 
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8.  Apparatus  as  claimed  in  claim  7,  wherein  said  phase  shift,  Ad>,  is  given  by  the  expression: 
Ad>=a(<|>2  -  fa)k' 

where  a  is  the  radius  of  curvature  of  said  curved  surface  of  said  sonde,  fa  and  fa.  are  the  first  and  second 
angles  respectively  and  k'  is  the  real  part  of  the  propagation  constant  of  said  formation. 

9.  Apparatus  as  claimed  in  claim  7  or  claim  8,  wherein  said  attenuation  is  given  by  the  expression: 
EATT=8.686/c"  +  As(fa  ,fa,z) 

where  k"  is  the  imaginary  part  of  the  propagation  constant  of  said  formation  fa  and  fa.  are  the  first  and 
second  angles  respectively,  z  is  said  common  longitudinal  spacing,  and  As  is  a  spreading  loss. 

10.  Apparatus  as  claimed  in  any  one  of  claims  2  to  9,  wherein  the  signal  received  by  each  of  the  azimuthally 
propagating  wave  receivers  (R3,R4)  is  proportional  to  the  z  component  of  the  magnetic  field,  Hz,  at  the 
receiver,  said  component  being  given  by  the  expression: 

Hi  =  ~~7~T  ^   <n  cos  n4>  (  

where  <|>  is  the  first  or  second  angle  (as  the  case  may  be)  Hn(x)  =  Jn  (x)  +  iYn(x)  are  Hankel  functions  and 
G  is  given  by  the  expression: 

G(x,ka,z)  =  i i(ka)2  -  x2 

11.  Apparatus  as  claimed  in  any  preceding  claim,  where  the  wavelength  of  the  or  each  electromagnetic  wave 
lies  in  the  microwave  region. 

12.  A  method  of  investigating  an  earth  formation  traversed  by  a  borehole,  the  method  comprising  the  steps 
of: 

transmitting  an  electromagnetic  wave  into  the  formation  from  the  borehole;  and 
receiving  said  electromagnetic  wave  in  the  borehole  after  propagation  through  the  formation; 
characterised  in  that  said  electromagnetic  wave  is  transmitted  for  and  received  after  azimuthal 

propagation  with  respect  to  the  borehole. 

13.  Amethod  as  claimed  in  claim  12,  wherein  the  azimuthally  propagating  wave  is  received  by  two  receivers 
(R3,R4)  which  are  azimuthally  displaced  by  first  and  second  angles  (<|>3  and  fa\;  or  fa-fa  and  <|>4+<|>3)  from 
the  position  of  transmission. 

14.  Amethod  as  claimed  in  claim  13,  wherein  said  two  receivers  (R3,R4)  are  used  to  measure  the  phase  shift 
and  the  attenuation  of  the  azimuthal  waves  which  propagate  between  them. 

15.  A  method  as  claimed  in  any  one  of  claims  12  to  14,  further  comprising  the  steps  of: 
transmitting  an  electromagnetic  wave  for  propagation  in  the  formation  longitudinally  of  the  bore- 

hole;  and 
receiving  and  longitudinally  propagating  wave. 

16.  Amethod  as  claimed  in  any  one  of  claims  12  to  15,  wherein  the  wavelength  of  the  or  each  electromagnetic 
wave  lies  in  the  microwave  region. 

Patentanspruche 

1.  Vorrichtung  fur  die  Untersuchung  einer  von  einem  Bohrloch  durchteuften  Erdformation,  welche  Vorrich- 
tung  eine  Sonde  (34)  umfalit,  die  in  dem  Bohrloch  angeordnet  werden  kann  und  die  umfalit: 

Mittel  (T1  ;  oder  T1  bis  T4)  fur  die  Aussendung  einer  elektromagnetischen  Welle  in  die  Formation; 
und 

Mittel  (R3,R4)  fur  den  Empfang  der  elektromagnetischen  Welle  nach  Ausbreitung  durch  die  For- 
mation; 

15 



EP  0  474  554  B1 

dadurch  gekennzeichnet,  dad  die  Sende-  und  Empfangsmittel  (T1,R3,R4;  oderTI  bis  T4,R3,R4) 
so  angeordnet  sind,  dali  sie  eine  elektromagnetische  Welle  aussenden  beziehungsweise  empfangen,  die 
sich  azimutal  bezuglich  des  Bohrlochs  ausbreitet. 

Vorrichtung  nach  Anspruch  1,  bei  derdie  Sende-  und  Empfangsmittel  (T1,R3,R4;  oderTI  bis  T4,R3,R4) 
auf  einer  gekrummten  aulieren  Oberflache  (37)  der  Sonde  (34)  angeordnet  sind,  und  die  Empfangsmittel 
(R3,R4)  mindestens  zwei  Empfanger  (R3  und  R4)  umfassen,  die  azimutal  versetzt  sind  urn  erste  bezie- 
hungsweise  zweite  Winkel  (<|>3  und<|>4;  oder<|>4-<|>3  und  <|>4+<|>3)  bezuglich  derSendemittel  (T1;  oderT3oder 
T4)  und  die  beide  im  Langsabstand  von  dem  Sendemittel  urn  einen  gemeinsamen  (d.h.  denselben)  Langs- 
abstand  (Z1;  oderZOFF)  angeordnet  sind. 

Vorrichtung  nach  Anspruch  2,  bei  der  die  Sendemittel  (T1;  oder  T1  bis  T4)  zusatzlich  angeordnet  sind 
zum  Aussenden  von  sich  in  Langsrichtung  ausbreitenden  elektromagnetischen  Wellen  in  die  Formation, 
und  ferner  umfassen  Mittel  (R1  ,R2)  fur  den  Empfang  der  sich  in  Langsrichtung  ausbreitenden  elektroma- 
gnetischen  Wellen. 

Vorrichtung  nach  Anspruch  3,  bei  derdie  Sendemittel  (T1;  oderTI  bisT4)ein  in  Langsrichtung  orientiertes 
Antennenelement  (T1;  oderTI  bis  T4)  umfassen. 

Vorrichtung  nach  Anspruch  3  oder  Anspruch  4,  bei  der  die  sich  in  Langsrichtung  ausbreitenden  welleemp- 
fangenden  Mittel  (R1,R2)  mindestens  zwei  Empfanger  (R1  und  R2)  umfassen,  die  in  Langsrichtung  aus- 
gef  luchtet  mit  dem  Sendemittel  (T1  ;  oder  T1  ,T2)  sind  und  die  in  Langsrichtung  von  diesen  beabstandet 
sind  urn  einen  ersten  beziehungsweise  zweiten  Langsabstand  (Z2  und  Z3;  oderZ3  und  Z4). 

Vorrichtung  nach  Anspruch  5,  bei  derdie  Sendemittel  (T1  bis  T4)  zwei  Sender  (T3,T4)  umfassen  fur  das 
Aussenden  von  sich  azimutal  ausbreitenden  Wellen,  und  mindestens  einen  Sender  (T1  oder  T2)  fur  das 
Aussenden  von  sich  in  Langsrichtung  ausbreitenden  Wellen,  wobei  die  sich  azimutal  ausbreitenden  Wel- 
lensender  (T3,T4)  in  Winkelrichtung  urn  gleiche  Winkel  (<|>4)  beidseits  der  Langsachse  beabstandet  sind 
zwischen  den  sich  in  Langsrichtung  ausbreitenden  wellenaussendenden  Mitteln  (T1  oder  T2)  und  den 
Empfangern  (R1  ,R2)  der  sich  in  Langsrichtung  ausbreitenden  Welle,  und  bei  der  die  Empfanger  (R3,R4) 
der  sich  azimutal  ausbreitenden  Welle  in  Winkelrichtung  versetzt  sind  urn  gleiche  Winkel  (<|>3)  beidseits 
der  Langsachse,  wo  die  ersterwahnten  gleichen  Winkel  (<|>4)  grolier  sind  als  die  letzterwahnten  gleichen 
Winkel  (<|>3). 

Vorrichtung  nach  einem  der  Anspruche  2  bis  6,  bei  derdie  Empfanger  (R3  und  R4)  der  sich  azimutal  aus- 
breitenden  Welle  verwendet  werden  zum  Messen  der  Phasenverschiebung  Ad>  und  der  Dampfung  EATT 
derazimutalen  Wellen,  die  sich  zwischen  ihnen  ausbreiten. 

Vorrichtung  nach  Anspruch  7,  bei  der  die  Phasenverschiebung  Ad>  gegeben  ist  durch  den  Ausdruck: 
Ad>  -  a(<|>2  -  fa)K 

worin  a  der  Radius  der  Krummung  der  gekrummten  Oberflache  der  Sonde  ist,  fa  und  fa.  der  erste  bezie- 
hungsweise  zweite  Winkel  sind  und  k'  der  Realterm  der  Ausbreitungskonstante  der  Formation  ist. 

Vorrichtung  nach  Anspruch  7  oder  Anspruch  8,  bei  der  die  Dampfung  gegeben  ist  durch  den  Ausdruck: 
EATT=8.686/c"  +  As(fa  ,fa,z) 

worin  k"  der  Imaginarterm  der  Ausbreitungskonstante  der  Formation  ist,  fa  und  fa.  der  erste  beziehungs- 
weise  zweite  Winkel  sind,  z  der  gemeinsame  Langsabstand  ist  und  As  der  Streuverlust  ist. 

Vorrichtung  nach  einem  der  Anspruche  2  bis  9,  bei  der  das  von  jedem  der  Empfanger  (R3,R4)  der  sich 
azimutal  ausbreitenden  Welle  empfangene  Signal  proportional  der  z-Komponente  des  Magnetfeldes  Hz 
an  dem  Empfanger  ist,  welche  Komponente  gegeben  ist  durch  den  Ausdruck: 

_  i'Mo  ^   ,  f°°  d x x G ( x , k a , z )  
H,  =  t  t  )  <«  cos  n<t>  I  —  ; 

worin  <|>  der  erste  beziehungsweise  zweite  Winkel  (je  nachdem)  ist,  Hn(x)  =  Jn  (x)  +  iYn(x)  Hankel- 
Funktionen  sind  und  G  gegeben  ist  durch  den  Ausdruck: 
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G(x,ka,z)  =  , V(Aa)2  -  x2 

11.  Vorrichtung  nach  einem  der  vorangehenden  Anspruche,  bei  der  die  Wellenlange  der  oder  jeder  elektro- 
magnetischen  Welle  im  Mikrowellenbereich  liegt. 

12.  Ein  Verfahren  zur  Untersuchung  einervon  einem  Bohrloch  durchteuften  Erdformation,  welches  Verfahren 
die  Schritte  umfalit: 

Aussenden  einer  elektromagnetischen  Welle  in  die  Formation  von  dem  Bohrloch  aus;  und 
Empfangen  der  elektromagnetischen  Welle  in  dem  Bohrloch  nach  Ausbreitung  durch  die  Forma- 

tion; 
dadurch  gekennzeichnet,  dali  die  elektromagnetische  Welle  fur  azimutale  Ausbreitung  bezuglich 

des  Bohrlochs  ausgesandt  und  empfangen  wird. 

13.  Ein  Verfahren  nach  Anspruch  12,  bei  dem  die  sich  azimutal  ausbreitende  Welle  von  zwei  Empfangern 
(R3,R4)  empfangen  wird,  die  azimutal  versetzt  sind  urn  erste  und  zweite  Winkel  (<|>3  und  <|>4;  oder  fa-fa 
und  <|>4+<|>3)  bezuglich  der  Sendeposition. 

14.  Ein  Verfahren  nach  Anspruch  13,  bei  dem  die  zwei  Empfanger  (R3,R4)  verwendet  werden  zum  Messen 
der  Phasenverschiebung  und  der  Dampfung  der  azimutalen  Wellen,  die  sich  zwischen  ihnen  ausbreiten. 

15.  Ein  Verfahren  nach  einem  der  Anspruche  12  bis  14,  ferner  umfassend  die  Schritte: 
Aussenden  einerelektromagnetischen  Welle  fur  Ausbreitung  in  der  Formation  in  Langsrichtung  be- 

zuglich  des  Bohrlochs;  und 
Empfangen  der  sich  in  Langsrichtung  ausbreitenden  Welle. 

16.  Ein  Verfahren  nach  einem  der  Anspruche  12  bis  15,  bei  dem  die  Wellenlange  der  oder  jeder  elektroma- 
gnetischen  Welle  im  Mikrowellenbereich  liegt. 

Revendications 

1.  Dispositif  pour  etudier  une  formation  geologique  traversee  par  un  forage  ,  le  dispositif  comprenant  une 
sonde  (34)  qui  est  adaptee  pour  etre  disposee  dans  le  forage  et  qui  comprend  : 

un  moyen  (T1  ;  ou  T1  a  T4)  d'emission  d'une  onde  electromagnetique  dans  la  formation  ;  et 
un  moyen  (R3,  R4)  de  reception  de  ladite  onde  electromagnetique  apres  propagation  a  travers  la 

formation  ; 
caracterise  en  ce  que  lesdits  moyens  d'emission  et  de  reception  (T1,  R3,  R4  ou  T1  a  T4  ,  R3,  R4) 

sont  agences  pour  emettre  et  recevoir  une  onde  electromagnetique  qui  se  propage  de  facon  azimutale 
par  rapport  au  forage. 

2.  Dispositif  selon  la  revendication  1,  dans  lequel  lesdits  moyens  d'emission  et  de  reception  (T1,  R3,  R4  ; 
ou  T1  a  T4,  R3,  R4)  sont  disposes  sur  une  surface  exterieure  courbe  (37)  de  ladite  sonde  (34),  et  en  ce 
que  ledit  moyen  de  reception  (R3,  R4)  comprend  au  moins  deux  recepteurs  (R3  et  R4)  qui  sont  deplaces 
de  facon  azimutale  d'un  premier  et  d'un  second  angle  (d>3  et  d>4  ;  ou  d>4-d>3  et  d>4+d>3)  respectivement 
a  partir  dudit  moyen  d'emission  (T1  ;  ou  T3  ou  T4)  et  qui  sont  tous  deux  espaces  longitudinalement  dudit 
moyen  d'emission  d'une  distance  longitudinale  commune  (c'est  la  dire  la  meme)  (Z1  ;  ou  ZOFF). 

3.  Appareil  selon  la  revendication  2  ,  dans  lequel  le  moyen  d'emission  (T1  ;  ou  T1  a  T4)  est  agence  de  facon 
supplemental  pour  emettre  des  ondes  electromagnetiques  se  propageant  longitudinalement  dans  la 
formation,  et  comprenant  de  plus  un  moyen  (R1  ,  R2)  pour  recevoir  lesdites  ondes  electromagnetiques 
se  propageant  longitudinalement. 

4.  Appareil  selon  la  revendication  3  ,  dans  lequel  le  moyen  d'emission  (T1  ;  ou  T1  a  T4)  comprend  un  element 
d'antenne  oriente  longitudinalement  (T1  ;  ou  T1  a  T4) 

5.  Appareil  selon  la  revendication  3  ou  la  revendication  4,  dans  lequel  le  moyen  de  reception  de  I'onde  se 
propageant  longitudinalement  (R1,  R2)  comprend  au  moins  deux  recepteurs  (R1  et  R2)  qui  sont  alignes 
longitudinalement  avec  ledit  moyen  d'emission  (T1  ;  ou  T1  ,  T2)  et  qui  sont  espaces  longitudinalement  de 
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celui-ci  d'une  premiere  et  d'une  seconde  distance  longitudinale  (Z2  et  Z3  ;  ou  Z3  et  Z4),  respectivement. 

6.  Appareil  selon  la  revendication  5  ,  dans  lequel  ledit  moyen  d'emission  (T1  a  T4)  comprend  deux  emetteurs 
(T3,  T4)  pour  emettre  des  ondes  se  propageant  de  facon  azimutale  et  au  moins  un  emetteur  (T1  ou  T2) 
pour  emettre  des  ondes  se  propageant  de  facon  longitudinale,  lesdits  emetteurs  d'ondes  se  propageant 
de  facon  azimutale  (T3,  T4)  etant  espaces  angulairement  selon  des  angles  egaux  (d>4)  de  chaque  cote 
de  I'axe  longitudinal  entre  le  moyen  d'emission  des  ondes  se  propageant  longitudinalement  (T1  ou  T2) 
et  les  recepteurs  des  ondes  se  propageant  longitudinalement  (R1  ,  R2)  ,  et  les  recepteurs  d'  ondes  se  pro- 
pageant  de  facon  azimutale  (R3,  R4)  sont  deplaces  selon  des  angles  egaux  (d>3)  de  chaque  cote  dudit 
axe  longitudinal  ,  si  les  angles  egaux  mentionnes  en  premier  (d>4)  sont  plus  grands  que  les  angles  egaux 
mentionnes  en  dernier  (d>3). 

7.  Appareil  selon  I'une  quelconque  des  revendications  2  a  6,  dans  lequel  les  recepteurs  d'ondes  se  propa- 
geant  de  facon  azimutale  (R3  et  R4)  sont  utilises  pour  mesurer  le  dephasage  Ad>  et  I'attenuation  ,  EATT, 
des  ondes  azimutales  qui  se  propagent  entre  eux. 

8.  Appareil  selon  la  revendication  7  ,  dans  lequel  ledit  dephasage,  Ad>,  est  donne  par  I'expression  : 
Ad>=a(<|>2  -  fa)k' 

oil  a  est  le  rayon  de  courbure  de  ladite  surface  courbe  de  ladite  sonde  ,  d>1  et  d>2  sont  les  premieret  second 
angles,  respectivement,  et  k'  est  la  partie  reelle  de  la  constante  de  propagation  de  ladite  formation. 

9.  Appareil  selon  la  revendication  7  ou  la  revendication  8  ,  dans  lequel  ladite  attenuation  est  don  nee  par 
I'expression  : 

EATT  =  8,686k"  +  ^(O^O^z) 
oil  k"  est  la  partie  imaginaire  de  la  constante  de  propagation  de  ladite  formation,  d>1  et  d>2  sont,  respec- 
tivement,  les  premier  et  second  angles,  z  est  ladite  distance  longitudinale  commune,  et  As  est  une  perte 
par  dispersion. 

10.  Appareil  selon  I'une  quelconque  des  revendications  2  a  9,  dans  lequel  le  signal  recu  par  chacun  des  re- 
cepteurs  d'ondes  se  propageant  de  facon  azimutale  (R3,  R4)  est  proportionnel  a  la  composante  z  du 
champ  magnetique,  Hz,  au  niveau  du  recepteur,  ladite  composante  etant  donnee  par  I'expression  : 

TJ  =  >  f  »  coa  n<P  /  777' 

oil  d>estle  premier  ou  le  second  angle  (suivantlecas)  ,  Hn  (x)  =  Jn  (x)  +iYn(x)  sont  des  fonctions  de  Hankel 
et  G  est  donne  par  I'expression  : 

40  _  eri(kaf  -  *z 

45 

50 

G(x,ka,z) 
V(Aa)2  -  x2 

11.  Appareil  selon  I'une  quelconque  des  revendications  precedentes,  ou  la  longueur  d'onde  de  I'onde  ou  de 
chaque  onde  electromagnetique  se  trouve  dans  le  domaine  des  micro-ondes. 

12.  Precede  d'etude  d'une  formation  geologique  traversee  par  un  forage,  le  procede  comprenant  les  etapes 
consistant  a  : 

emettre  une  onde  electromagnetique  dans  la  formation  a  partir  du  forage  ;  et 
recevoir  ladite  onde  electromagnetique  dans  le  forage  apres  propagation  a  travers  la  formation  ; 
caracterise  en  ce  que  ladite  onde  electromagnetique  est  emise  pour  et  recue  apres  une  propaga- 

tion  azimutale  par  rapport  au  forage. 

13.  Procede  selon  la  revendication  12,  dans  lequel  I'onde  se  propageant  de  facon  azimutale  est  recue  par 
deux  recepteurs  (R3,  R4)  qui  sont  deplaces  de  facon  azimutale  d'un  premier  et  d'un  second  angles  (d>3 

55  et  d>4  ;  ou.  d>4-d>3  et  d>4  +d>3)  a  partir  de  la  position  d'emission. 

14.  Procede  selon  la  revendication  13,  dans  lequel  lesdits  deux  recepteurs  (R3,  R4)  sont  utilises  pour  mesurer 
le  dephasage  et  I'attenuation  des  ondes  azimutales  qui  se  propagent  entre  eux. 
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15.  Procede  selon  I'une  quelconque  des  revendications  12  a  14,  comprenant  de  plus  les  etapes  consistant 
a  : 

emettre  une  onde  electromagnetique  pour  une  propagation  dans  la  formation,  longitudinalement 
au  forage  ;  et 

5  recevoir  ladite  onde  se  propageant  longitudinalement. 

16.  Procede  selon  I'une  quelconque  des  revendications  12  a  15,  dans  lequel  la  longueur  d'onde  de  I'onde  ou 
de  chaque  onde  electromagnetique  se  trouve  dans  le  domaine  des  micro-ondes. 
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