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©  A  magnetic  recording  medium  has  a  magnetic 
layer  formed  by  a  thin  magnetic  metal  layer  and  a 
carbon  protective  layer  on  a  non-magnetic  substrate. 
The  surface  of  the  carbon  protective  layer  has  first 
protrusions  formed  by  first  particles  and  second  pro- 
trusions  formed  by  second  particles.  The  carbon 
protective  film  has  a  thickness  in  the  range  of  3  nm 
to  30  nm,  while  the  first  protrusions  have  the  heights 
of  65  nm  ±  15  nm  to  95  nm  ±  15  nm  and  the  second 
protrusions  have  the  heights  of  18  nm  ±  5  nm  to  28 
nm  ±  5  nm.  Since  the  surface  properties  of  the 
carbon  protective  film  are  controlled  in  this  manner, 
the  electro-magnetic  conversion  characteristics  may 
be  prevented  from  being  lowered  due  to  the  spacing 
losses  for  improving  the  running  durability  of  the 
recording  medium. 

4  5  4  5  4 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.4) 



1 EP  0  626  677  A1 2 

BACKGROUND  OF  THE  INVENTION 

This  invention  relates  to  a  so-called  thin  mag- 
netic  metal  film  type  magnetic  recording  medium 
comprising  a  thin  magnetic  metal  layer  as  a  mag- 
netic  layer  on  a  non-magnetic  substrate. 

In  the  field  of  a  video  tape  recorder,  for  exam- 
ple,  a  stronger  demand  is  raised  for  high  density 
recording  with  a  view  to  achieving  high  picture 
quality.  As  a  magnetic  recording  medium  for  ac- 
commodating  for  such  demand,  a  so-called  thin 
magnetic  film  type  magnetic  recording  medium  has 
been  proposed,  in  which  a  magnetic  layer  is 
formed  on  the  non-magnetic  substrate  by  directly 
depositing  a  magnetic  material  of  metal  or  a  Co-Ni 
alloy  on  the  substrate  by  plating  or  vacuum  thin 
film  forming  techniques,  such  as  vacuum  deposi- 
tion,  sputtering  or  ion  plating. 

The  magnetic  recording  medium  of  the  thin 
magnetic  film  type  has  many  advantages,  including 
superior  coercivity,  rectangular  ratio  and  electro- 
magnetic  conversion  characteristics  in  the  short 
wavelength  range,  only  little  demagnetization  dur- 
ing  recording,  only  little  thickness  loss  during  re- 
production  because  of  the  reduced  thickness  of  the 
recording  layer  and  high  packing  density  of  the 
magnetic  material  because  of  it  being  unnecessary 
to  mix  the  non-magnetic  binder  material  into  the 
magnetic  layer. 

In  such  magnetic  recording  medium,  attempts 
have  been  made  to  increase  the  track  density  and 
the  recording  density  of  the  magnetic  recording 
medium  in  order  to  accommodate  for  the  increased 
recording  density.  However,  if  the  recording  den- 
sity  becomes  higher,  spacing  losses  are  increased. 
Consequently,  a  smooth  surface  of  the  magnetic 
recording  medium  tends  to  be  preferred  in  order  to 
prevent  the  adverse  effects  of  the  increased  spac- 
ing  losses. 

However,  if  the  surface  of  the  magnetic  record- 
ing  medium  is  smoothed  excessively,  the  magnetic 
head  tend  to  be  adsorbed  onto  the  recording  me- 
dium,  so  that  the  force  of  friction  therebetween  is 
increased,  with  the  result  that  the  records  medium 
is  injured  by  a  larger  shearing  force  generated 
therein. 

In  order  to  assure  satisfactory  still  characteris- 
tics,  it  has  been  practiced  to  provide  surface  pro- 
trusions  on  the  non-magnetic  substrate  and  thereby 
to  afford  moderate  roughness  to  the  surface  of  the 
magnetic  layer  or  the  protective  layer  stacked  on 
the  non-magnetic  recording  medium  so  as  to  con- 
trol  surface  properties  of  the  magnetic  recording 
medium. 

For  controlling  the  surface  properties  of  the 
magnetic  recording  medium  as  described  above, 
the  size  control  of  the  surface  protrusions  formed 
on  the  non-magnetic  recording  medium  becomes 

crucial.  That  is,  the  larger  the  size  of  the  surface 
protrusions,  the  more  pronounced  becomes  the 
problem  of  the  spacing  loss,  with  the  result  that  the 
electro-magnetic  conversion  characteristics  are  de- 

5  teriorated.  Conversely,  should  the  surface  protru- 
sions  be  restricted  in  height,  a  sufficient  running 
durability  cannot  be  maintained,  although  the  ad- 
verse  effects  of  the  spacing  losses  may  be  elimi- 
nated. 

io  Thus  it  is  believed  to  be  extremely  difficult  to 
control  the  size  as  well  as  the  density  of  the 
surface  protrusions  and  to  achieve  high  electro- 
magnetic  conversion  characteristics  and  good  run- 
ning  performance  with  high  compatibility. 

75 
SUMMARY  OF  THE  INVENTION 

It  is  therefore  an  object  of  the  present  invention 
to  provide  a  magnetic  recording  medium  in  which  it 

20  is  possible  to  improve  the  durability  while  maintain- 
ing  good  electro-magnetic  conversion  characteris- 
tics. 

As  a  result  of  our  eager  searched  towards 
accomplishing  the  above  object,  the  present  in- 

25  ventors  have  found  that  good  running  durability  and 
high  electro-magnetic  conversion  characteristics 
may  be  achieved  simultaneously  by  forming  a  car- 
bon  protective  film  on  the  thin  magnetic  metal  film 
and  by  forming  two  different  kinds  of  the  surface 

30  protrusions  of  different  sizes  at  respective  pre-set 
densities  on  the  surface  of  the  carbon  protective 
film. 

Thus  the  present  invention  provides  a  magnetic 
recording  medium  comprising  a  non-magnetic  sub- 

35  strate,  a  thin  magnetic  metal  layer  formed  on  said 
non-magnetic  substrate  as  a  magnetic  film,  and  a 
carbon  protective  film,  formed  on  the  thin  magnetic 
metal  film,  wherein  the  carbon  protective  film  has  a 
thickness  in  the  range  of  3  nm  to  30  nm,  the 

40  carbon  protective  film  presenting  first  protrusions 
and  second  protrusions,  the  first  protrusions  having 
a  height  in  the  range  of  65  nm  ±  15  nm  to  95  nm  ± 
15  nm,  and  the  second  protrusions  having  a  height 
in  the  range  of  from  18  nm  ±  5  nm  to  28  ±  5  nm. 

45  In  one  aspect  of  the  present  invention,  the 
carbon  protective  film  has  a  thickness  in  the  range 
of  3  nm  to  7  nm,  the  first  protrusions  having  a 
height  in  the  range  of  65  nm  ±  15  nm  are  formed 
on  the  surface  of  the  carbon  protective  film  at  a 

50  density  of  1.5  x  10+/mm2  to  6.0  x  10+/mm2  and 
the  second  protrusions  having  a  height  in  the  range 
of  18  nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  500  x  10+  to 
4500  x  10*  /mm2. 

55  In  another  aspect  of  the  present  invention,  the 
carbon  protective  film  has  a  thickness  in  the  range 
of  3  nm  to  7  nm,  the  first  protrusions  having  a 
height  in  the  range  of  65  nm  ±  15  nm  are  formed 
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on  the  surface  of  the  carbon  protective  film  at  a 
density  of  1.1  x  10*  /mm2  to  5.0  x  10*  /mm2  and 
the  second  protrusions  having  a  height  in  the  range 
of  28  nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x  10+  to 
4000  x  10*  /mm2. 

In  a  further  aspect  of  the  present  invention,  the 
carbon  protective  film  has  a  thickness  in  the  range 
of  3  nm  to  7  nm,  the  first  protrusions  having  a 
height  in  the  range  of  95  nm  ±  15  nm  are  formed 
on  the  surface  of  the  carbon  protective  film  at  a 
density  of  1.0  x  10+/mm2  to  4.0  x  10+/mm2  and 
the  second  protrusions  having  a  height  in  the  range 
of  28  nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x  10V 
mm2  to  3500  x  10*  /mm2. 

In  a  further  aspect  of  the  present  invention,  the 
carbon  protective  film  has  a  thickness  in  the  range 
of  7  nm  to  15  nm,  the  first  protrusions  having  a 
height  in  the  range  of  65  nm  ±  15  nm  are  formed 
on  the  surface  of  the  carbon  protective  film  at  a 
density  of  1.0  x  10+/mm2  to  4.0  x  10+/mm2  and 
the  second  protrusions  having  a  height  in  the  range 
of  18  nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x  10+  to 
2500  x  10*  /mm2. 

In  a  further  aspect  of  the  present  invention,  the 
carbon  protective  film  has  a  thickness  in  the  range 
of  7  nm  to  15  nm,  the  first  protrusions  having  a 
height  in  the  range  of  95  nm  ±  15  nm  are  formed 
on  the  surface  of  the  carbon  protective  film  at  a 
density  of  0.7  x  10+/mm2  to  2.8  x  10+/mm2  and 
the  second  protrusions  having  a  height  in  the  range 
of  28  nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x  10+  to 
2000  x  10*  /mm2. 

In  yet  another  aspect  of  the  present  invention, 
the  carbon  protective  film  has  a  thickness  in  the 
range  of  15  nm  to  30  nm,  the  first  protrusions 
having  a  height  in  the  range  of  65  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.0  x  10*  /mm2  to  3.0  x  10*  /mm2 
and  the  second  protrusions  having  a  height  in  the 
range  of  18  nm  ±  5  nm  are  formed  on  the  surface 
of  the  carbon  protective  film  at  a  density  of  400  x 
10*  to  2000  x  10*  /mm2. 

If,  with  the  magnetic  recording  medium  having 
the  magnetic  layer  formed  of  the  thin  magnetic 
metal  film  and  the  carbon  protective  film  on  the 
non-magnetic  substrate,  the  two  different  kinds  of 
surface  protrusions  with  different  heights  are 
formed  on  the  surface  of  the  carbon  protective  film 
with  respective  pre-set  densities,  the  surface  prop- 
erties  of  the  magnetic  recording  medium  may  be 
controlled  satisfactorily  with  the  result  that  the  state 
of  contact  of  the  recording  medium  with  the  mag- 
netic  head  during  the  sliding  of  the  recording  me- 
dium  and  hence  the  running  performance  of  the 

recording  medium  may  be  improved.  On  the  other 
hand,  the  electro-magnetic  conversion  characteris- 
tics  may  be  prevented  from  being  deteriorated  due 
to  spacing  losses. 

5 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.1  is  a  cross-sectional  view  showing  a  struc- 
tural  example  of  a  magnetic  recording  medium 

io  according  to  the  present  invention. 
Fig.2  is  a  graph  showing  the  relation  between 

the  density  of  a  first  particle  internally  added  in  the 
non-magnetic  substrate  and  RF  characteristics,  as 
affirmed  by  an  experiment  1  . 

is  Fig.3  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  number  of 
passes  until  clogging. 

Fig.4  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  output  level- 

20  down. 
Fig.5  is  a  graph  showing  the  relation  between 

the  density  of  a  second  particle  dispersed  on  the 
nonmagnetic  substrate  and  still  characteristics. 

Fig.6  is  a  graph  showing  the  relation  between 
25  the  density  of  the  second  particle  and  RF  char- 

acteristics. 
Fig.7  is  a  graph  showing  the  relation  between 

the  density  of  a  first  particle  internally  added  in  the 
non-magnetic  substrate  and  RF  characteristics,  as 

30  affirmed  by  an  experiment  2. 
Fig.8  is  a  graph  showing  the  relation  between 

the  density  of  the  first  particle  and  the  number  of 
passes  until  clogging  in  the  experiment  2. 

Fig.9  is  a  graph  showing  the  relation  between 
35  the  density  of  the  first  particle  and  the  output  level- 

down  in  the  experiment  2. 
Fig.  10  is  a  graph  showing  the  relation  between 

the  density  of  a  first  particle  internally  added  in  the 
non-magnetic  substrate  and  RF  characteristics,  as 

40  affirmed  by  an  experiment  3. 
Fig.  11  is  a  graph  showing  the  relation  between 

the  density  of  the  first  particle  and  the  number  of 
passes  until  clogging  in  the  experiment  3. 

Fig.  12  is  a  graph  showing  the  relation  between 
45  the  density  of  the  first  particle  and  the  output  level- 

down  in  the  experiment  3. 
Fig.  13  is  a  graph  showing  the  relation  between 

the  density  of  a  second  particle  dispersed  on  the 
nonmagnetic  substrate  and  still  characteristics  in 

50  the  experiment  3. 
Fig.  14  is  a  graph  showing  the  relation  between 

the  density  of  the  second  particle  and  RF  char- 
acteristics  in  the  experiment  3. 

Fig.  15  is  a  graph  showing  the  relation  between 
55  the  density  of  a  first  particle  internally  added  in  the 

non-magnetic  substrate  and  RF  characteristics,  as 
affirmed  by  an  experiment  4. 

3 
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Fig.  16  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  number  of 
passes  until  clogging  in  the  experiment  4. 

Fig.  17  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  output  level- 
down  in  the  experiment  4. 

Fig.  18  is  a  graph  showing  the  relation  between 
the  density  of  a  second  particle  dispersed  on  the 
nonmagnetic  substrate  and  still  characteristics  in 
the  experiment  4. 

Fig.  19  is  a  graph  showing  the  relation  between 
the  density  of  the  second  particle  and  RF  char- 
acteristics  in  the  experiment  4. 

Fig.20  is  a  graph  showing  the  relation  between 
the  density  of  a  first  particle  internally  added  in  the 
non-magnetic  substrate  and  RF  characteristics,  as 
affirmed  by  an  experiment  5. 

Fig.21  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  number  of 
passes  until  clogging  in  the  experiment  5. 

Fig.22  is  a  graph  showing  the  relation  between 
the  density  of  the  first  particle  and  the  output  level- 
down  in  the  experiment  5. 

Fig.23  is  a  graph  showing  the  relation  between 
the  density  of  a  second  particle  dispersed  on  the 
non-magnetic  substrate  and  still  characteristics  in 
the  experiment  5. 

Fig.24  is  a  graph  showing  the  relation  between 
the  density  of  the  second  particle  and  RF  char- 
acteristics  in  the  experiment  5. 

DETAILED  DESCRIPTION 

The  present  invention  is  applied  to  a  so-called 
thin  magnetic  film  type  magnetic  recording  me- 
dium  in  which  a  thin  magnetic  metal  film  is  formed 
as  a  magnetic  layer  on  a  non-magnetic  substrate, 
which  may  be  a  plastic  film  or  the  like.  There  is  no 
limitation  to  the  constituent  material  of  the  thin 
magnetic  metal  material  and  any  of  the  well-known 
ferromagnetic  materials,  such  as  Co,  Co-Cr,  Co-Ni, 
Co-Fe-Ni  or  Co-Ni-Cr,  may  be  employed.  As  the 
method  for  forming  the  thin  magnetic  metal  film, 
the  vacuum  thin  film  forming  technique  may  be 
recited,  and  any  of  the  vacuum  deposition  method, 
sputtering  method  and  the  ion  plating  method,  may 
be  employed. 

With  the  above-described  thin  film  type  mag- 
netic  recording  medium,  the  surface  properties 
may  be  controlled  by  forming  surface  protrusions 
on  the  surface  of  the  magnetic  recording  medium 
for  improving  its  running  characteristics.  However, 
if  the  surface  protrusions  are  formed,  the  spacing 
loss  is  correspondingly  reduced,  with  the  result  that 
the  electro-magnetic  conversion  characteristics  are 
deteriorated. 

According  to  the  present  invention,  the  carbon 
protective  film  is  formed  on  the  thin  magnetic  metal 

film,  and  two  different  kinds  of  surface  protrusions 
are  formed  on  the  surface  of  the  carbon  protective 
film  for  controlling  the  surface  properties  of  the 
magnetic  recording  medium.  In  this  manner,  the 

5  magnetic  recording  medium  may  be  improved  in 
running  durability  without  substantially  deteriorating 
its  electro-magnetic  conversion  characteristics. 

If  the  thickness  of  the  carbon  protective  film  is 
less  than  3  nm,  there  is  only  minor  effect  in  im- 

io  proving  the  durability,  whereas,  if  it  exceeds  30 
nm,  the  spacing  loss  is  increased  and  the  electro- 
magnetic  conversion  characteristics  are  deteriorat- 
ed.  Specifically,  with  the  thickness  d  of  the  carbon 
protective  film,  the  spacing  loss  equal  to  -74  x  d/X 

is  (dB)  is  produced,  such  that,  with  the  thickness  of 
the  carbon  protective  film  of  30  nm,  the  spacing 
loss  amounts  to  approximately  4.5  dB.  Conse- 
quently,  it  is  not  desirable  to  increase  the  thickness 
of  the  carbon  protective  film  further. 

20  If  the  combination  of  the  thickness  of  the  car- 
bon  protective  film,  the  height  and  the  density  of 
the  first  surface  protrusions  and  the  height  and  the 
density  of  the  second  surface  protrusions,  is  out- 
side  the  above  range,  the  running  durability  or  the 

25  electro-magnetic  conversion  characteristics  is  dete- 
riorated.  For  this  reason,  the  above  limitations  are 
imposed  on  the  height  and  the  density  of  the  first 
surface  protrusions  and  the  height  and  the  density 
of  the  second  surface  protrusions. 

30  The  magnetic  recording  medium  having  the 
first  and  second  surface  protrusions  is  fabricated 
using  the  particles  having  the  particle  sizes  cor- 
responding  to  the  heights  of  the  respective  surface 
protrusions. 

35  For  example,  if  the  non-magnetic  substrate  is 
fabricated  by  dispersing  the  first  particles  having 
the  particle  size  of  65  ±  15  nm  in  the  starting 
material  for  the  non-magnetic  substrate  (chip),  sur- 
face  protrusions  are  produced,  which  have  a  height 

40  corresponding  to  the  particle  diameter,  if  the  pro- 
truding  extent  of  the  first  particle  is  summed  to  the 
thickness  of  the  resin  coating  formed  thereon.  The 
amount  of  addition  of  the  first  particles  to  the 
starting  material  is  adjusted  so  that  the  density  of 

45  the  surface  protrusions  protruded  on  the  surface  of 
the  non-magnetic  substrate  is  comprised  within  the 
above  range. 

The  second  particles  having  the  particle  size  of 
18  nm  ±  5  nm  are  arranged  on  the  non-magnetic 

50  substrate  and  fixed  using  a  resin  binder.  In  this 
manner,  the  non-magnetic  substrate  having  two 
different  kinds  of  surface  protrusions  of  65  nm  ±  15 
nm  and  18  nm  ±  5  nm  is  produced. 

If  the  thin  magnetic  metal  film  is  formed  on  the 
55  non-magnetic  substrate,  the  shape  of  the  protru- 

sions  on  the  non-magnetic  substrate  is  reflected  on 
the  surface  of  the  thin  magnetic  metal  substrate. 
Similarly,  if  the  carbon  protective  film  is  formed 

4 
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thereon,  the  shape  of  the  protrusions  on  the  thin 
magnetic  metal  film  is  reflected  on  the  surface  of 
the  carbon  protective  film.  Thus  the  magnetic  re- 
cording  medium  having  the  first  surface  protrusions 
having  the  height  of  65  nm  ±  15  nm  and  the 
second  surface  protrusions  having  the  height  of  18 
nm  ±  5  nm  on  the  surface  of  the  carbon  protective 
film  is  produced. 

The  accuracy  with  which  the  shape  of  the 
protrusions  in  the  non-magnetic  substrate  is  re- 
flected  on  the  surface  of  the  carbon  protective  film 
depends  on  the  thickness  of  the  thin  magnetic 
metal  film  and  that  of  the  carbon  protective  film. 
Since  the  shape  of  the  protrusions  in  the  non- 
magnetic  substrate  is  reflected  on  the  surface  with 
higher  accuracy  if  the  two  films  are  of  reduced 
thicknesses,  the  thicknesses  of  the  thin  magnetic 
metal  film  and  the  carbon  protective  film  are  desir- 
ably  set  in  view  of  the  properties  thereof  in  reflect- 
ing  the  shape  of  the  protrusions. 

Although  the  surface  protrusions  are  previously 
formed  on  the  non-magnetic  substrate  in  the 
above-described  method,  the  non-magnetic  sub- 
strate  having  a  planar  surface  may  be  employed, 
and  the  first  and  second  particles  may  be  arranged 
with  the  respective  densities  on  the  surface  of  the 
thin  magnetic  metal  film,  with  the  protrusions  being 
retained  in  position  by  a  carbon  protective  film 
applied  thereon. 

The  particles  forming  the  surface  protrusions 
may  be  those  of  Si02,  Ti02,  AI2O3  or  CaC03  or 
aqueous  or  non-aqueous  emulsions  thereof.  Alter- 
natively,  latexes  may  also  be  employed.  There  is 
no  particular  limitation  to  the  types  of  the  synthetic 
resins,  such  that  thermoplastic  resins,  inclusive  of 
homopolymers  or  copolymers  of  vinyl  acetate,  ac- 
rylates,  methacrylates,  vinylidene  chloride,  vinyl 
chloride,  ethylene  or  styrene,  thermosetting  resins, 
such  as  epoxy  resins,  or  synthetic  rubber,  such  as 
butadiene-styrene  copolymers  or  butadiene-ac- 
rylonitrile  copolymers. 

As  the  carbon  protective  film,  any  of  those 
used  in  the  thin  magnetic  metal  magnetic  recording 
medium  may  be  employed.  CrCfe,  AI2O3,  oxides  of 
BN  and  Co,  MgO,  Si02,  Si30+,  SiNx,  SiC,  SiNx- 
Si02,  Zr02,  Ti02  or  TiC  may  be  employed  besides 
carbon.  The  film  may  be  formed  as  a  sole  film,  a 
multi-layered  film  or  a  composite  film  by  vacuum 
thin  film  forming  techniques. 

An  underlying  layer,  a  back  coat  layer  or  a  top 
layer  may  optionally  be  formed  on  the  non-mag- 
netic  substrate,  if  so  desired.  There  is  no  limitation 
to  the  method  of  forming  the  films  of  the  under- 
lying  layer,  back  coat  layer  or  the  top  layer  if  such 
method  is  commonly  used  with  this  type  of  the 
magnetic  recording  medium.  A  lubricant  film  is 
desirably  formed  on  the  carbon  protective  film. 

EMBODIMENTS 

Referring  to  the  drawings,  preferred  embodi- 
ments  of  the  present  invention  will  be  explained  in 

5  detail. 
In  the  present  embodiment,  for  forming  two 

kinds  of  protrusions  on  the  surface  of  a  carbon 
protective  film,  surface  protrusions  by  two  different 
kinds  of  particles  having  different  particle  sizes 

10  were  formed  on  a  non-magnetic  substrate  and  sub- 
sequently  a  thin  magnetic  metal  film  and  the  car- 
bon  protective  film  were  formed. 

The  magnetic  recording  medium  of  the  present 
embodiment  (magnetic  tape)  has  a  thin-film  mag- 

15  netic  layer  2,  having  a  thickness  of  0.5  urn  or  less, 
formed  on  a  non-magnetic  substrate  1,  and  a  car- 
bon  protective  film  3  formed  on  the  magnetic  layer 
2,  as  shown  in  Fig.1  . 

On  the  non-magnetic  substrate  1  are  formed 
20  first  surface  protrusions  4  of  a  larger  size  and 

second  surface  protrusions  5  of  a  smaller  size. 
When  producing  the  above-described  magnetic 

tape,  the  first  surface  protrusions  4  were  formed  by 
internally  adding  Si02  particles  as  first  particles  of 

25  a  larger  particle  size  6  in  the  non-magnetic  sub- 
strate  1  for  reflecting  the  particle  shape  of  the  first 
particles  6  on  the  surface  of  the  non-magnetic 
substrate  1.  The  first  particles  6  are  suitably  dis- 
persed  within  the  inside  of  the  non-magnetic  sub- 

30  strate  1.  However,  the  first  particles  6  are  locally 
agglomerated  together. 

The  second  surface  protrusions  5  were  formed 
by  dispersing  Si02  particles  as  the  second  par- 
ticles  of  a  smaller  particle  size  7  on  the  non- 

35  magnetic  substrate  1  and  fixing  them  using  a  bind- 
er  resin  or  the  like.  These  first  particles  were  suit- 
ably  dispersed  on  the  first  non-magnetic  substrate 
1  so  as  to  provide  the  desired  density  of  the 
protrusions. 

40  On  the  non-magnetic  substrate  1  ,  on  which  the 
two  kinds  of  the  surface  protrusions  have  been 
formed  as  described  above,  the  thin  magnetic  met- 
al  film  was  formed,  such  as  by  vacuum  deposition, 
for  forming  the  magnetic  layer  2.  On  the  magnetic 

45  layer  2,  the  carbon  protective  film  3  of  diamond-like 
carbon  was  formed  to  a  film  thickness  of  3  nm  to 
30  nm,  such  as  by  sputtering,  and  a  lubricant  was 
applied  on  the  surface  of  the  carbon  protective  film 
3  to  produce  the  magnetic  tape. 

50  Specifically,  magnetic  tape  samples  were  pre- 
pared  in  which,  for  the  carbon  protective  film  3 
having  the  thickness  of  3  to  7  nm,  7  to  15  nm  and 
15  to  30  nm,  the  first  particles  6  having  the  particle 
size  of  35  nm  ±  15  nm,  65  nm  ±  15  nm  and  95  nm 

55  ±  15  nm  and  the  second  particles  7  having  the 
particle  size  of  18  nm  ±  5  nm  and  28  nm  ±  5  nm 
were  used,  and  the  two  particles  were  changed  in 
density  values. 

5 
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For  checking  into  an  optimum  combination  of 
the  thickness  of  the  carbon  protective  film  3  and 
the  particle  size  and  density  of  the  first  particles  6 
and  the  second  particles  7,  magnetic  properties  of 
the  various  magnetic  tape  samples  were  checked. 

Experiment  1 

In  the  present  experiment,  the  thickness  of  the 
carbon  protective  film  3  was  set  to  3  to  7  nm,  while 
the  particle  size  of  the  second  particles  7  was  set 
to  18  nm  ±  5  nm,  and  the  optimum  combination  of 
the  particle  size  and  the  particle  density  of  the  first 
particles  was  checked 

First  magnetic  tape  samples  were  prepared  in 
which  the  first  particles  6  having  three  different 
particle  sizes  of  35  nm  ±  15  nm,  65  nm  ±  15  nm 
and  95  nm  ±  15  nm  were  changed  in  particle 
density,  and  measurements  were  made  of  the  rela- 
tion  between  the  particle  density  and  the  RF  char- 
acteristics.  The  results  are  shown  in  Fig.2.  The 
thickness  of  the  carbon  protective  film  3  was  set  to 
7  nm,  which  is  the  thickness  which  leads  to  the 
severest  deterioration  of  the  output  within  the  range 
of  the  condition  of  the  present  experiment. 

It  is  seen  from  Fig.2  that,  no  matter  which  size 
particles  are  used  as  the  first  particles  6,  the  Rf 
characteristics  are  lowered  with  increase  in  the 
particle  density  of  the  first  particles  6.  Also  the  RF 
characteristics  are  lowered  with  increase  in  the 
particle  size  of  the  first  particles  6  employed. 

It  is  also  seen  that,  if  an  output  not  lower  than 
0  dB  is  desired  to  be  produced,  the  particle  density 
needs  to  be  set  to  7.0  x  10+/mm2  or  less,  6.0  x 
10+/mm2  or  less  and  4.8  x  10+/mm2  or  less,  for  the 
particle  size  of  the  first  particles  6  of  35  nm  ±  15 
nm,  65  nm  ±  15  nm  and  95  nm  ±  15  nm,  respec- 
tively. 

On  the  other  hand,  the  relation  between  the 
particle  density  of  the  first  particles  6  and  the 
number  of  passes  up  to  clogging  was  checked  for 
the  magnetic  tape  samples  with  the  above-de- 
scribed  three  different  particle  sizes.  The  results 
are  shown  in  Fig.3.  The  number  of  passes  up  to 
clogging  is  the  number  of  passes  until  the  first  one 
of  the  five  decks  undergoes  clogging  and  the  thick- 
ness  of  the  carbon  protective  film  3  was  set  to  3 
nm,  which  is  the  thickness  most  liable  to  clogging 
within  the  range  of  the  condition  of  the  present 
experiment. 

It  is  seen  from  Fig.3  that,  no  matter  which 
particle  size  is  used  as  the  first  particle  6,  the 
higher  is  the  particle  density,  the  larger  becomes 
the  value  of  the  number  of  passes  up  to  clogging. 
If  the  number  of  passes  is  set  to  90,  it  is  necessary 
for  the  particle  density  to  be  not  less  than  3.0  x 
10+/mm2,  not  less  than  1.5  x  10+/mm2  and  not  less 
than  1.2  x  10+/mm2,  for  the  particle  size  of  the  first 

particle  6  of  35  nm  ±  15  nm,  65  nm  ±  15  nm  and 
95  nm  ±  15  nm,  respectively. 

It  has  thus  been  found  that,  for  achieving  both 
the  superior  electro-magnetic  conversion  character- 

5  istics  and  durability,  it  is  necessary  for  the  particle 
density  to  be  3.0  to  7.0  x  10+/mm2,  1.5  to  6.0  x 
10*  /mm2  and  1.2  to  4.8  x  10*  /mm2,  for  the  particle 
size  of  the  first  particle  6  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm,  respectively. 

io  If  these  results  are  analyzed  in  conjunction  with 
the  relation  between  the  particle  size  of  the  first 
particle  6  and  the  output  level-down  from  the  ideal 
state  after  running  for  four  hours,  it  may  be  seen 
that,  for  the  particle  having  the  particle  size  of  95 

is  nm  ±  15  nm  and  the  particles  having  the  particle 
size  of  35  nm  ±15  nm,  the  power  level-down  is 
significant  even  within  the  above  range  of  the  par- 
ticle  density,  such  that,  if  the  lower  limit  of  the 
power  level-down  is  set  to  -2.25  dB,  the  magnetic 

20  tape  becomes  unusable.  Conversely,  if  the  particle 
having  the  particle  size  of  65  nm  ±  15  nm  is  used, 
sufficient  characteristics  may  be  achieved  within 
the  above  range  of  the  particle  density.  It  is  noted 
that  the  power  level-down  value  is  not  dependent 

25  on  the  thickness  of  the  carbon  protective  film  3. 
It  has  been  seen  from  above  that,  if  the  second 

particle  7  having  the  particle  size  of  18  nm  ±  5  nm 
is  used,  it  is  preferred  to  use  the  first  particle  6 
having  the  particle  size  of  65  nm  ±  15  nm  with  the 

30  particle  density  of  1.5  to  6.0  x  10+/mm2. 
With  the  magnetic  tape,  the  first  particle  6  for 

which  is  as  defined  above,  the  relation  of  the 
particle  density  of  the  second  particle  7  versus  still 
characteristics  was  checked.  The  still  characteris- 

35  tics  were  defined  as  the  average  time  in  minutes 
until  clogging  occurred  in  eight  magnetic  heads, 
while  the  thickness  of  the  carbon  protective  film  3 
was  set  to  3  nm  which  is  the  value  corresponding 
to  the  worst  value  of  still  characteristics  within  the 

40  range  of  the  condition  of  the  present  experiment. 
Fig.5  shows  the  relation  of  the  particle  density 

of  the  second  particle  7  versus  the  still  characteris- 
tics.  Meanwhile,  the  results  are  shown  in  Fig.5 
along  with  the  results  obtained  with  the  samples 

45  used  in  the  experiment  2  in  which  the  particle  size 
of  the  second  particle  7  is  set  to  28  nm.  The  data 
for  the  present  experiment  in  Fig.5  is  that  with  the 
indication  of  18  nm. 

It  is  seen  from  Fig.5  that,  for  obtaining  prac- 
50  tically  acceptable  still  characteristics  of  not  less 

than  100  minutes,  it  is  necessary  for  the  density  of 
the  second  particle  7  to  be  not  less  than  500  x 
10*  /mm2. 

The  relation  between  the  particle  density  of  the 
55  second  particle  7  and  RF  characteristics  is  shown 

by  a  curve  a  in  Fig.6.  The  thickness  of  the  carbon 
protective  film  3  was  set  to  7  nm  which  is  the  value 
corresponding  to  the  worst  value  of  still  characteris- 

6 
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tics  within  the  range  of  the  condition  of  the  present 
experiment.  Meanwhile,  curves  b  and  c  denote 
data  for  the  experiment  2. 

It  is  seen  from  Fig.6  that,  if  the  output  of  the 
RF  characteristics  should  be  0  dB  or  higher,  the 
density  of  the  second  particle  7  should  be  4500  x 
10*  /mm2. 

Consequently,  if  the  superior  electro-magnetic 
conversion  characteristics  and  the  superior  durabil- 
ity  should  be  achieved  simultaneously,  it  is  neces- 
sary  to  set  the  density  of  the  second  particle  7  so 
as  to  be  500  to  4500  x  10*  /mm2. 

From  the  above  results,  it  may  be  seen  that,  by 
fixing  the  first  particles  6  having  the  particle  size  of 
65  ±  15  nm  and  the  second  particles  7  having  the 
particle  size  of  18  ±  5  nm  at  the  densities  of  1.5  x 
10*  /mm2  to  6.0  x  10*  /mm2  and  500  x  10*  /mm2  to 
4500  x  10+/mm2,  respectively,  for  producing  pro- 
trusions  on  the  non-magnetic  substrate,  and  further 
forming  the  carbon  protective  film  on  the  magnetic 
layer  to  a  thickness  of  3  nm  to  7  nm,  a  magnetic 
tape  having  the  electro-magnetic  conversion  char- 
acteristics  in  good  equilibrium  with  the  running 
characteristics  may  be  produced. 

Experiment  2 

With  magnetic  tape  samples  in  which  the  thick- 
ness  of  the  carbon  protective  film  3  was  set  to  3  to 
7  nm  as  in  Experiment  1  and  the  particle  size  of 
the  second  particle  7  was  set  to  28  nm  ±  5  nm,  the 
desirable  particle  size  and  the  desirable  particle 
density  of  the  first  particle  were  checked. 

Thus  the  relation  between  the  particle  density 
and  RF  characteristics  was  checked  for  magnetic 
tape  samples  in  which  the  first  particles  6  having 
three  particle  size  ranges  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm  were  changed  in  the 
particle  density.  The  results  are  shown  in  Fig.7. 
The  thickness  of  the  carbon  protective  film  3  was 
set  to  7  nm  which  is  the  value  corresponding  to  the 
worst  value  of  still  characteristics  within  the  range 
of  the  condition  of  the  present  experiment. 

It  is  seen  from  Fig.7  that,  no  matter  which  size 
of  the  particles  is  used  for  the  first  particle  6,  the 
higher  the  particle  density  of  the  first  particle  6,  the 
lower  become  the  RF  characteristics,  and  the  larg- 
er  the  particle  size  of  the  first  particle  6,  the  lower 
become  the  RF  characteristics. 

It  is  also  seen  that,  if  an  output  not  lower  than 
0  dB  is  desired,  the  particle  density  needs  to  be 
set  to  6.0  x  10Vmm2  or  less,  5.0  x  10+/mm2  or 
less  and  4.0  x  10+/mm2  or  less,  for  the  particle 
size  of  the  first  particles  6  of  35  nm  ±  15  nm,  65 
nm  ±  15  nm  and  95  nm  ±  15  nm,  respectively. 

On  the  other  hand,  the  relation  between  the 
particle  density  of  the  first  particles  6  and  the 
number  of  passes  up  to  clogging  was  checked  for 

the  magnetic  tape  samples  with  the  above-de- 
scribed  three  different  particle  sizes  of  the  first 
particles  6.  The  results  are  shown  in  Fig.8.  The 
number  of  passes  up  to  clogging  is  the  number  of 

5  passes  until  the  first  one  of  the  five  decks  under- 
went  the  clogging,  and  the  thickness  of  the  carbon 
protective  film  3  was  set  to  3  nm,  which  is  the 
thickness  most  liable  to  clogging  within  the  range 
of  the  condition  of  the  present  experiment. 

io  It  is  seen  from  Fig.8  that,  no  matter  which 
particle  size  is  used  as  the  first  particle  6,  the 
higher  is  the  particle  density,  the  larger  becomes 
the  value  of  the  number  of  passes  up  to  clogging. 
If  the  number  of  passes  is  set  to  90,  it  is  necessary 

is  for  the  particle  density  to  be  not  less  than  2.0  x 
10+/mm2,  not  less  than  1.1  x  10+/mm2  and  not  less 
than  1.0  x  10+/mm2,  for  the  particle  size  of  the  first 
particle  6  of  35  nm  ±  15  nm,  65  nm  ±  15  nm  and 
95  nm  ±  15  nm,  respectively. 

20  It  has  thus  been  found  that,  for  achieving  both 
the  superior  electro-magnetic  conversion  character- 
istics  and  durability,  it  is  necessary  for  the  particle 
density  to  be  2.0  to  6.0  x  10+/mm2,  1.1  to  5.0  x 
10Vmm2  and  1.0  to  4.0  x  10+/mm2,  for  the  particle 

25  size  of  the  first  particle  6  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm,  respectively. 

These  results  were  checked  in  conjunction  with 
the  relation  between  the  particle  density  of  the  first 
particle  6  and  the  output  level-down  from  the  ideal 

30  state  as  reached  after  tape  running  for  four  hours 
as  shown  in  Fig.9. 

It  may  thus  be  seen  that,  if  the  first  particles  6 
having  the  particle  size  of  35  nm  ±  15  nm  are 
used,  the  output  level-down  becomes  significant 

35  even  within  the  above  range  of  the  particle  size 
and,  if  the  lower  limit  of  the  output  level-down  is 
set,  to  -2.25  dB,  the  resulting  tape  becomes  un- 
usable.  Conversely,  if  the  first  particles  6  having 
the  particle  size  range  of  65  nm  ±  15  nm  or  95  nm 

40  ±  15  nm  are  used,  a  sufficient  output  level  may  be 
achieved  within  the  above-mentioned  particle  den- 
sity  range.  Meanwhile,  the  output  level-down  is  not 
dependent  upon  the  thickness  of  the  carbon  pro- 
tective  film  3. 

45  It  is  seen  from  above  that,  if  the  second  par- 
ticles  7  having  the  particle  size  of  28  nm  ±  5  nm 
are  used,  it  is  desirable  to  use  the  first  particles  6 
having  the  particle  size  of  65  nm  ±  15  nm  or  95  ± 
15  nm  with  the  particle  density  of  1.1  to  5.0  x 

50  10+/mm2  or  1.0  to  4.0  x  10+/mm2,  respectively. 
With  the  magnetic  tape,  the  first  particle  6  for 

which  is  as  defined  above,  the  relation  of  the 
particle  density  of  the  second  particle  7  versus  still 
characteristics  was  checked.  The  still  characteris- 

55  tics  were  defined  as  the  average  time  in  minutes 
until  clogging  occurred  in  eight  magnetic  heads, 
while  the  thickness  of  the  carbon  protective  film  3 
was  set  to  3  nm  which  is  the  value  corresponding 

7 
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to  the  worst  value  of  still  characteristics  within  the 
range  of  the  condition  of  the  present  experiment. 

Fig.5  shows  the  relation  of  the  particle  density 
of  the  second  particle  7  versus  the  still  characteris- 
tics.  Meanwhile,  the  results  are  shown  in  Fig.5 
along  with  the  results  obtained  with  the  samples 
used  in  the  experiment  1  in  which  the  particle  size 
of  the  second  particle  7  is  set  to  18  nm.  The  data 
for  the  present  experiment  in  Fig.5  is  that  with  the 
indication  of  28  nm. 

It  is  seen  from  Fig.5  that,  for  obtaining  prac- 
tically  acceptable  still  characteristics  of  not  less 
than  100  minutes,  it  is  necessary  for  the  density  of 
the  second  particle  7  to  be  not  less  than  400  x 
10+/mm2.  It  is  also  seen  that  the  present  sample  is 
superior  in  still  characteristics  to  the  sample  having 
the  particle  size  of  the  second  particle  7  set  to  18 
nm. 

Fig.6  also  shows  the  relation  between  the  den- 
sity  of  the  second  particles  7  and  RF  characteris- 
tics. 

The  relation  between  the  particle  density  of  the 
second  particle  7  and  RF  characteristics  is  shown 
in  Fig.6.  The  thickness  of  the  carbon  protective  film 
3  was  set  to  7  nm  which  is  the  value  corresponding 
to  the  worst  output  value  within  the  range  of  the 
condition  of  the  present  experiment.  The  above 
relation  with  the  use  of  the  first  particles  6  having 
the  particle  size  of  65  nm  ±  15  nm  is  shown  by  a 
curve  b,  while  that  with  the  use  of  the  second 
particles  7  having  the  particle  size  of  95  nm  ±  15 
nm  is  shown  by  a  curve  c  in  Fig.6. 

It  is  seen  from  Fig.6  that,  in  order  to  have  the 
output  of  the  RF  characteristics  of  not  less  than  0 
dB,  the  density  of  the  second  particles  7  has  to  be 
set  so  as  to  be  4000  x  10+/mm2  and  3500  x 
10+/mm2  for  the  particle  size  of  the  first  particle  6 
of  65  nm  ±  15  nm  and  95  nm  ±  15  nm,  respec- 
tively. 

Consequently,  if  it  is  desired  to  achieve  sat- 
isfactory  electro-magnetic  conversion  characteris- 
tics  and  superior  durability  simultaneously,  it  is 
necessary  for  the  density  of  the  second  particles  7 
to  be  set  to  400  to  4000  x  10+/mm2  and  to  400  to 
3500  x  10+/mm2  for  the  particle  size  of  the  first 
particles  6  of  65  nm  ±  15  nm  and  95  nm  ±  15  nm, 
respectively. 

In  Fig.6,  the  data  obtained  with  the  use  of  the 
second  particles  7  having  the  particle  size  of  18 
nm  ±  5  nm  in  the  above  experiment  1  are  also 
shown  by  the  curve  a.  It  may  be  seen  that  the  data 
shown  by  the  curve  a  are  slightly  superior  in  RF 
characteristics  to  the  data  obtained  with  the  usee  of 
the  second  particles  7  having  the  particle  size  of  28 
nm  ±  5  nm  shown  by  the  curves  b  and  c. 

From  the  above  results,  it  may  be  seen  that,  by 
fixing  the  first  particles  6  having  the  particle  size  of 
65  nm  ±  15  nm  and  the  second  particles  7  having 

the  particle  size  of  28  nm  ±  5  nm  at  the  densities 
of  1.1  x  10*  /mm2  to  5.0  x  10*  /mm2  and  400  x 
10+/mm2  to  4000  x  10+/mm2,  respectively,  or  by 
fixing  the  first  particles  6  having  the  particle  size  of 

5  95  nm  ±  15  nm  and  the  second  particles  7  having 
the  particle  size  of  28  nm  ±  5  nm  at  the  densities 
of  1.0  x  10*  /mm2  to  4.0  x  10*  /mm2  and  400  x 
10+/mm2  to  3500  x  10+/mm2,  respectively,  for  pro- 
ducing  protrusions  in  the  non-magnetic  substrate, 

io  and  further  forming  the  carbon  protective  film  on 
the  magnetic  layer  to  a  thickness  of  3  nm  to  7  nm, 
a  magnetic  tape  having  the  electro-magnetic  con- 
version  characteristics  in  good  equilibrium  with  the 
running  characteristics  may  be  produced. 

15 
Experiment  3 

With  magnetic  tape  samples  in  which  the  thick- 
ness  of  the  carbon  protective  film  3  was  set  to  7  to 

20  15  nm  and  the  particle  size  of  the  second  particle  7 
was  set  to  18  ±  5  nm  the  desirable  particle  size 
and  the  desirable  particle  density  of  the  first  par- 
ticle  were  checked. 

Thus  the  relation  between  the  particle  density 
25  and  RF  characteristics  was  checked  for  magnetic 

tape  samples  in  which  the  first  particles  6  having 
three  particle  size  ranges  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm  were  changed  in  the 
particle  density.  The  results  are  shown  in  Fig.  10. 

30  The  thickness  of  the  carbon  protective  film  3  was 
set  to  15  nm  which  is  the  value  corresponding  to 
the  worst  output  value  within  the  range  of  the 
condition  of  the  present  experiment. 

It  is  seen  from  Fig.  10  that,  no  matter  which 
35  size  of  the  particles  is  used  for  the  first  particle  6, 

the  higher  the  particle  density  of  the  first  particle  6, 
the  lower  become  the  RF  characteristics,  and  the 
larger  the  particle  size  of  the  first  particle  6,  the 
lower  become  the  RF  characteristics. 

40  It  is  also  seen  that,  if  an  output  not  lower  than 
0  dB  is  desired,  the  particle  density  needs  to  be 
set  to  5.0  x  10Vmm2  or  less,  4.0  x  10+/mm2  or 
less  and  2.8  x  10+/mm2  or  less,  for  the  particle 
size  of  the  first  particles  6  of  35  ±  15  nm,  65  ±  15 

45  nm  and  95  ±  15  nm,  respectively. 
On  the  other  hand,  the  relation  between  the 

particle  density  of  the  first  particles  6  and  the 
number  of  passes  up  to  clogging  was  checked  for 
the  magnetic  tape  samples  with  the  above-de- 

50  scribed  three  different  particle  sizes  of  the  first 
particles  6.  The  results  are  shown  in  Fig.11.  The 
number  of  passes  up  to  clogging  is  the  number  of 
passes  until  the  first  one  of  the  five  decks  under- 
went  the  clogging,  and  the  thickness  of  the  carbon 

55  protective  film  3  was  set  to  7  nm,  which  is  the 
thickness  most  liable  to  clogging  within  the  range 
of  the  condition  of  the  present  experiment. 

8 
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It  is  seen  from  Fig.  11  that,  no  matter  which 
particle  size  is  used  as  the  first  particle  6,  the 
higher  is  the  particle  density,  the  larger  becomes 
the  value  of  the  number  of  passes  up  to  clogging. 
If  the  lower  limit  of  the  number  of  passes  is  set  to 
70,  it  is  necessary  for  the  particle  density  to  be  not 
less  than  2.0  x  10+/mm2,  not  less  than  1.0  x 
10+/mm2  and  not  less  than  0.7  x  10+/mm2,  for  the 
particle  size  of  the  first  particle  6  of  35  nm  ±  15 
nm,  65  nm  ±  15  nm  and  95  nm  ±  15  nm,  respec- 
tively. 

It  has  thus  been  found  that,  for  achieving  both 
the  superior  electro-magnetic  conversion  character- 
istics  and  durability,  it  is  necessary  for  the  particle 
density  to  be  2.0  to  5.0  x  10+/mm2,  1.0  to  4.0  x 
10*  /mm2  and  0.7  to  2.8  x  10*  /mm2,  for  the  particle 
size  of  the  first  particle  6  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm,  respectively. 

These  results  were  checked  in  conjunction  with 
the  relation  between  the  particle  density  of  the  first 
particle  6  and  the  output  level-down  from  the  ideal 
state  as  reached  after  tape  running  for  four  hours 
as  shown  in  Fig.  12. 

It  may  thus  be  seen  that,  if  the  first  particles  6 
having  the  particle  size  of  35  nm  ±  15  nm  and  the 
particle  size  of  95  ±  15  nm  are  used,  the  output 
level-down  becomes  significant  even  within  the 
above  range  of  the  particle  size  and,  if  the  lower 
limit  of  the  output  level-down  is  set  to  -2.25  dB,  the 
resulting  tape  becomes  unusable.  Conversely,  if 
the  first  particles  6  having  the  particle  size  range  of 
65  nm  ±  15  nm  are  used,  a  sufficient  output  level 
may  be  achieved  within  the  above-mentioned  par- 
ticle  density  range.  Meanwhile,  the  output  level- 
down  is  not  dependent  upon  the  thickness  of  the 
carbon  protective  film  3. 

It  is  seen  from  above  that,  if  the  second  par- 
ticles  7  having  the  particle  size  of  18  nm  ±  5  nm 
are  used,  it  is  desirable  to  use  the  first  particles  6 
having  the  particle  size  of  65  nm  ±  15  nm  with  the 
particle  density  of  1.0  to  4.0  x  10+/mm2. 

With  the  magnetic  tape,  the  first  particle  6  for 
which  is  as  defined  above,  the  relation  of  the 
particle  density  of  the  second  particle  7  versus  still 
characteristics  was  checked.  The  still  characteris- 
tics  were  defined  as  the  average  time  in  minutes 
until  clogging  occurred  in  eight  magnetic  heads, 
while  the  thickness  of  the  carbon  protective  film  3 
was  set  to  7  nm  which  is  the  value  corresponding 
to  the  worst  value  of  still  characteristics  within  the 
range  of  the  condition  of  the  present  experiment. 

The  results  are  shown  in  Fig.  13,  from  which  it 
is  seen  that,  for  obtaining  practically  acceptable 
still  characteristics  of  not  less  than  100  minutes,  it 
is  necessary  for  the  density  of  the  second  particle 
7  to  be  not  less  than  400  x  10+/mm2. 

The  relation  between  the  particle  density  of  the 
second  particle  7  and  RF  characteristics  is  shown 

in  Fig.  14.  The  thickness  of  the  carbon  protective 
film  3  was  set  to  15  nm  which  is  the  value  cor- 
responding  to  the  worst  output  value  within  the 
range  of  the  condition  of  the  present  experiment. 

5  Thus  it  may  be  seen  that,  in  order  to  have  the 
output  of  the  RF  characteristics  not  less  than  0  dB, 
the  density  of  the  second  particles  7  has  to  be  set 
so  as  to  be  not  higher  than  2500  x  10+/mm2. 

Consequently,  if  the  high  electro-magnetic  con- 
io  version  characteristics  and  high  durability  are  de- 

sired  to  be  achieved  simultaneously,  the  density  of 
the  second  particles  has  to  be  set  to  400  to  2500  x 
10*  /mm2. 

From  the  above  results,  it  may  be  seen  that,  by 
is  fixing  the  first  particles  6  having  the  particle  size  of 

65  nm  ±  15  nm  and  the  second  particles  7  having 
the  particle  size  of  18  nm  ±  5  nm  at  the  densities 
of  1.0  x  10*  /mm2  to  4.0  x  10*  /mm2  and  400  x 
10+/mm2  to  2500  x  10+/mm2,  respectively,  for  pro- 

20  ducing  protrusions  on  the  non-magnetic  substrate, 
and  further  forming  the  carbon  protective  film  on 
the  magnetic  layer  to  a  thickness  of  7  nm  to  15 
nm,  a  magnetic  tape  having  the  electro-magnetic 
conversion  characteristics  in  good  equilibrium  with 

25  the  running  characteristics  may  be  produced. 

Experiment  4 

With  magnetic  tape  samples  in  which  the  thick- 
30  ness  of  the  carbon  protective  film  3  was  set  to  7  to 

15  nm  and  the  particle  size  of  the  second  particle  7 
was  set  to  28  nm  ±  5  nm,  the  desirable  particle 
size  and  the  desirable  particle  density  of  the  first 
particle  were  checked. 

35 
Thus  the  relation  between  the  particle  density  and 
RF  characteristics  was  checked  for  magnetic  tape 
samples  in  which  the  first  particles  6  having  three 
particle  size  ranges  of  35  nm  ±  15  nm,  65  nm  ±  15 

40  nm  and  95  nm  ±  15  nm  were  changed  in  the 
particle  density.  The  results  are  shown  in  Fig.  15. 
The  thickness  of  the  carbon  protective  film  3  was 
set  to  15  nm  which  is  the  value  corresponding  to 
the  worst  output  value  within  the  range  of  the 

45  condition  of  the  present  experiment. 

It  is  seen  from  Fig.  15  that,  no  matter  which 
size  particles  are  used  as  the  first  particles  6,  the 
Rf  characteristics  are  lowered  with  increase  in  the 

50  particle  density  of  the  first  particles  6.  Also  the  RF 
characteristics  are  lowered  with  increase  in  the 
particle  size  of  the  first  particles  6  employed.  It  is 
also  seen  that,  if  an  output  not  lower  than  0  dB  is 
desired  to  be  produced,  the  particle  density  needs 

55  to  be  set  to  5.0  x  10+/mm2  or  less,  4.0  x  10+/mm2 
or  less  and  2.8  x  10+/mm2  or  less,  for  the  particle 
size  of  the  first  particles  6  of  35  nm  ±  15  nm,  65 
nm  ±  15  nm  and  95  nm  ±  15  nm,  respectively. 

9 
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On  the  other  hand,  the  relation  between  the 
particle  density  of  the  first  particles  6  and  the 
number  of  passes  up  to  clogging  was  checked  for 
the  magnetic  tape  samples  having  the  above-de- 
scribed  three  different  particle  sizes.  The  results 
are  shown  in  Fig.  16.  The  number  of  passes  up  to 
clogging  is  the  number  of  passes  until  the  first  one 
of  the  five  decks  underwent  clogging  and  the  thick- 
ness  of  the  carbon  protective  film  3  was  set  to  7 
nm,  which  is  the  thickness  most  liable  to  clogging 
within  the  range  of  the  condition  of  the  present 
experiment. 

It  is  seen  from  Fig.  16  that,  no  matter  which 
particle  size  is  used  as  the  first  particle  6,  the 
higher  is  the  particle  density,  the  larger  becomes 
the  value  of  the  number  of  passes  up  to  clogging. 
If  the  number  of  passes  is  set  to  70,  it  is  necessary 
for  the  particle  density  to  be  not  less  than  2.0  x 
10+/mm2,  not  less  than  1.0  x  10+/mm2  and  not  less 
than  0.7  x  10+/mm2,  for  the  particle  size  of  the  first 
particle  6  of  35  ±  15  nm,  65  ±  15  and  95  ±  15  nm, 
respectively. 

It  has  thus  been  found  that,  for  achieving  both 
the  superior  electro-magnetic  conversion  character- 
istics  and  durability,  it  is  necessary  for  the  particle 
density  to  be  2.0  to  5.0  x  10+/mm2,  1.0  to  4.0  x 
10*  /mm2  and  0.7  to  2.8  x  10*  /mm2,  for  the  particle 
size  of  the  first  particle  6  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm,  respectively. 

If  these  results  are  analyzed  in  conjunction  with 
the  relation  between  the  particle  density  of  the  first 
particles  6  shown  in  Fig.  17  and  the  output  level- 
down  from  the  ideal  state  as  reached  after  running 
the  tape  for  four  hours,  it  may  be  seen  that,  for  the 
particles  6  having  the  particle  size  of  35  nm  ±  15 
nm  and  the  particles  having  the  particle  size  of  65 
nm  ±15  nm,  the  power  level-down  is  significant 
even  within  the  above  range  of  the  particle  density, 
such  that,  if  the  lower  limit  of  the  power  level-down 
is  set  to  -2.25  dB,  the  magnetic  tape  becomes 
unusable.  Conversely,  if  the  particle  having  the 
particle  size  of  95  nm  ±  15  nm  is  used,  sufficient 
characteristics  may  be  achieved  within  the  above 
range  of  the  particle  density.  It  is  noted  that  the 
power  level-down  value  is  not  dependent  on  the 
thickness  of  the  carbon  protective  film  3. 

It  has  been  seen  from  above  that,  if  the  second 
particle  7  having  the  particle  size  of  28  nm  ±  5  nm 
is  used,  it  is  preferred  to  use  the  first  particle  6 
having  the  particle  size  of  95  nm  ±  15  nm  with  the 
particle  density  of  0.7  to  2.8  x  10+/mm2. 

With  the  magnetic  tape,  the  first  particle  6  for 
which  is  as  defined  above,  the  relation  of  the 
particle  density  of  the  second  particle  7  versus  still 
characteristics  was  checked.  The  still  characteris- 
tics  were  defined  as  the  average  time  in  minutes 
until  clogging  occurred  in  eight  magnetic  heads, 
while  the  thickness  of  the  carbon  protective  film  3 

was  set  to  7  nm  which  is  the  value  corresponding 
to  the  worst  value  of  still  characteristics  within  the 
range  of  the  condition  of  the  present  experiment. 

The  results  are  shown  in  Fig.  18,  from  which  it 
5  is  seen  that,  for  obtaining  practically  acceptable 

still  characteristics  of  not  less  than  100  minutes,  it 
is  necessary  for  the  density  of  the  second  particle 
7  to  be  not  less  than  400  x  10+/mm2. 

Fig.  19  shows  the  relation  between  the  particle 
io  density  of  the  second  particles  7  and  RF  char- 

acteristics.  The  thickness  of  the  carbon  protective 
film  3  was  set  to  15  nm  which  is  the  value  cor- 
responding  to  the  worst  output  value  within  the 
range  of  the  condition  of  the  present  experiment. 

is  Thus  it  may  be  seen  that,  in  order  to  have  the 
output  of  the  RF  characteristics  of  not  less  than  0 
dB,  the  density  of  the  second  particles  7  has  to  be 
set  to  not  higher  than  2000  x  10+/mm2. 

Consequently,  if  the  superior  electro-magnetic 
20  conversion  characteristics  and  the  superior  durabil- 

ity  should  be  achieved  simultaneously,  it  is  neces- 
sary  to  set  the  density  of  the  second  particle  7  so 
as  to  be  400  to  2000  x  10*  /mm2. 

From  the  above  results,  it  may  be  seen  that,  by 
25  fixing  the  first  particles  6  having  the  particle  size  of 

95  nm  ±  15  nm  and  the  second  particles  7  having 
the  particle  size  of  28  nm  ±  5  nm  at  the  densities 
of  0.7  x  10*  /mm2  to  2.8  x  10*  /mm2  and  400  x 
10+/mm2  to  2000  x  10+/mm2,  respectively,  for  pro- 

30  ducing  protrusions  on  the  non-magnetic  substrate, 
and  further  forming  the  carbon  protective  film  on 
the  magnetic  layer  to  a  thickness  of  7  nm  to  15 
nm,  a  magnetic  tape  having  the  electro-magnetic 
conversion  characteristics  in  good  equilibrium  with 

35  the  running  characteristics  may  be  produced. 

Experiment  5 

With  magnetic  tape  samples  in  which  the  thick- 
40  ness  of  the  carbon  protective  film  3  was  set  to  15 

nm  to  30  nm  and  the  particle  size  of  the  second 
particle  7  was  set  to  18  nm  ±  5  nm,  the  desirable 
particle  size  and  the  desirable  particle  density  of 
the  first  particle  were  checked. 

45  Thus  the  relation  between  the  particle  density 
and  RF  characteristics  was  checked  for  magnetic 
tape  samples  in  which  the  first  particles  6  having 
three  particle  size  ranges  of  35  nm  ±  15  nm,  65  nm 
±  15  nm  and  95  nm  ±  15  nm  were  changed  in  the 

50  particle  density.  The  results  are  shown  in  Fig.20. 
The  thickness  of  the  carbon  protective  film  3  was 
set  to  30  nm  which  is  the  value  corresponding  to 
the  worst  output  value  within  the  range  of  the 
condition  of  the  present  experiment. 

55  It  is  seen  from  Fig.20  that,  no  matter  which 
size  of  the  particles  is  used  for  the  first  particle  6, 
the  higher  the  particle  density  of  the  first  particle  6, 
the  lower  become  the  RF  characteristics,  and  the 

10 
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larger  the  particle  size  of  the  first  particle  6,  the 
lower  become  the  RF  characteristics. 

It  is  also  seen  that,  if  an  output  not  lower  than 
0  dB  is  desired,  the  particle  density  needs  to  be 
set  to  4.0  x  10Vmm2  or  less,  3.0  x  10+/mm2  or 
less  and  2.0  x  10+/mm2  or  less,  for  the  particle 
size  of  the  first  particles  6  of  35  nm  ±  15  nm,  65 
nm  ±  15  nm  and  95  nm  ±  15  nm,  respectively. 

On  the  other  hand,  the  relation  between  the 
particle  density  of  the  first  particles  6  and  the 
number  of  passes  up  to  clogging  was  checked  for 
the  magnetic  tape  samples  with  the  above-de- 
scribed  three  different  particle  sizes  of  the  first 
particles  6.  The  results  are  shown  in  Fig.21.  The 
number  of  passes  up  to  clogging  is  the  number  of 
passes  until  the  first  one  of  the  five  decks  under- 
went  the  clogging,  and  the  thickness  of  the  carbon 
protective  film  3  was  set  to  15  nm,  which  is  the 
thickness  most  liable  to  clogging  within  the  range 
of  the  condition  of  the  present  experiment. 

It  is  seen  from  Fig.21  that,  no  matter  which 
particle  size  is  used  as  the  first  particle  6,  the 
higher  is  the  particle  density,  the  larger  becomes 
the  value  of  the  number  of  passes  up  to  clogging. 
If  the  number  of  passes  is  set  to  70,  it  is  necessary 
for  the  particle  density  to  be  not  less  than  2.0  x 
10+/mm2,  not  less  than  1.0  x  10+/mm2  and  not  less 
than  0.7  x  10+/mm2,  for  the  particle  size  of  the  first 
particle  6  of  35  nm  ±  15  nm,  65  nm  ±  15  nm  and 
95  nm  ±  15  nm,  respectively. 

These  results  were  checked  in  conjunction  with 
the  relation  between  the  particle  density  of  the  first 
particle  6  and  the  output  level-down  from  the  ideal 
state  as  reached  after  tape  running  for  four  hours 
as  shown  in  Fig.22. 

It  may  thus  be  seen  that,  if  the  first  particles  6 
having  the  particle  size  of  35  nm  ±  15  nm  and  the 
particle  size  of  95  nm  ±  15  nm  are  used,  the  output 
level-down  becomes  significant  even  within  the 
above  range  of  the  particle  size,  and  that,  if  the 
lower  limit  of  the  output  level-down  is  set  to  -2.25 
dB,  the  resulting  tape  becomes  unusable.  Con- 
versely,  if  the  first  particles  6  having  the  particle 
size  range  of  65  nm  ±  15  nm  are  used,  a  sufficient 
output  level  may  be  achieved  within  the  above- 
mentioned  particle  density  range.  Meanwhile,  the 
output  level-down  is  not  dependent  upon  the  thick- 
ness  of  the  carbon  protective  film  3. 

It  is  seen  from  above  that,  if  the  second  par- 
ticles  7  having  the  particle  size  of  18  nm  ±  5  nm 
are  used,  it  is  desirable  to  use  the  first  particles  6 
having  the  particle  size  of  65  nm  ±  15  nm  with  the 
particle  density  of  1.0  to  3.0  x  10+/mm2. 

With  the  magnetic  tape,  the  first  particle  6  for 
which  is  as  defined  above,  the  relation  of  the 
particle  density  of  the  second  particle  7  versus  still 
characteristics  was  checked.  The  still  characteris- 
tics  were  defined  as  the  average  time  in  minutes 

until  clogging  occurred  in  eight  magnetic  heads, 
while  the  thickness  of  the  carbon  protective  film  3 
was  set  to  15  nm  which  is  the  value  corresponding 
to  the  worst  value  of  still  characteristics  within  the 

5  range  of  the  condition  of  the  present  experiment. 
The  results  are  shown  in  Fig.23,  from  which  it 

is  seen  that,  for  obtaining  practically  acceptable 
still  characteristics  of  not  less  than  100  minutes,  it 
is  necessary  for  the  density  of  the  second  particle 

io  7  to  be  not  less  than  400  x  10+/mm2. 
Fig.24  shows  the  relation  between  the  particle 

density  of  the  second  particles  7  and  RF  char- 
acteristics.  The  thickness  of  the  carbon  protective 
film  3  was  set  to  30  nm,  which  is  the  value  cor- 

75  responding  to  the  worst  output  value  within  the 
range  of  the  condition  of  the  present  experiment. 

Thus  it  may  be  seen  that,  in  order  to  have  an 
output  of  RF  characteristics  of  not  less  than  0  dB, 
the  density  of  the  second  particles  7  has  to  be  set 

20  to  not  less  than  2000  x  10+/mm2. 
Thus  it  has  been  seen  that,  if  satisfactory  elec- 

tro-magnetic  conversion  characteristics  and  excel- 
lent  durability  should  be  achieved  simultaneously, 
the  density  of  the  second  particles  7  has  to  be  set 

25  so  as  to  be  400  to  2000  x  10+/mm2  or  less. 
From  the  above  results,  it  may  be  seen  that,  by 

fixing  the  first  particles  6  having  the  particle  size  of 
65  nm  ±  15  nm  and  the  second  particles  7  having 
the  particle  size  of  18  nm  ±  5  nm  at  the  densities 

30  of  1.0  x  10*  /mm2  to  3.0  x  10*  /mm2  and  400  x 
10+/mm2  to  2000  x  10+/mm2,  respectively,  for  pro- 
ducing  protrusions  on  the  non-magnetic  substrate, 
and  further  forming  the  carbon  protective  film  on 
the  magnetic  layer  to  a  thickness  of  15  nm  to  30 

35  nm,  a  magnetic  tape,  having  the  electro-magnetic 
conversion  characteristics  in  good  equilibrium  with 
the  running  characteristics  may  be  produced. 

It  is  seen  from  the  above  experiments  1  to  5 
that,  if  any  one  of  the  following  six  conditions  are 

40  met,  the  magnetic  tape  having  the  electro-magnetic 
conversion  characteristics  in  good  equilibrium  with 
the  running  characteristics  may  be  produced. 

The  first  condition  is  that  the  carbon  protective 
film  has  a  thickness  of  3  to  7  nm,  first  surface 

45  protrusions  having  the  height  of  65  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.5  x  10*  to  6.0  x  10+/mm2  and 
second  surface  protrusions  having  the  height  of  18 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 

50  protective  film  at  a  density  of  500  x  10+  to  4500  x 
10*  /mm2. 

The  second  condition  is  that  the  carbon  protec- 
tive  film  has  a  thickness  of  3  to  7  nm,  first  surface 
protrusions  having  the  height  of  65  nm  ±  15  nm  are 

55  formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.1  x  10+  to  5.0  x  10+/mm2  and 
second  surface  protrusions  having  the  height  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 

11 



21 EP  0  626  677  A1 22 

protective  film  at  a  density  of  400  x  10*  to  4000  x 
10*  /mm2. 

The  third  condition  is  that  the  carbon  protective 
film  has  a  thickness  of  3  to  7  nm,  first  surface 
protrusions  having  the  height  of  95  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.0  x  10*  to  4.0  x  10*  /mm2  and 
second  surface  protrusions  having  the  height  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 
protective  film  at  a  density  of  400  x  10*  to  3500  x 
10*  /mm2. 

The  fourth  condition  is  that  the  carbon  protec- 
tive  film  has  a  thickness  of  7  to  15  nm,  first  surface 
protrusions  having  the  height  of  65  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.0  x  10*  to  4.0  x  10*  /mm2  and 
second  surface  protrusions  having  the  height  of  18 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 
protective  film  at  a  density  of  400  x  10*  to  2500  x 
10*  /mm2. 

The  fifth  condition  is  that  the  carbon  protective 
film,  has  a  thickness  of  7  to  15  nm,  first  surface 
protrusions  having  the  height  of  95  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  0.7  x  10*  to  2.8  x  10*  /mm2  and 
second  surface  protrusions  having  the  height  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 
protective  film  at  a  density  of  400  x  10*  to  2000  x 
10*  /mm2. 

The  sixth  condition  is  that  the  carbon  protective 
film  has  a  thickness  of  15  to  30  nm,  first  surface 
protrusions  having  the  height  of  65  nm  ±  15  nm  are 
formed  on  the  surface  of  the  carbon  protective  film 
at  a  density  of  1.0  x  10*  to  3.0  x  10*  /mm2  and 
second  surface  protrusions  having  the  height  of  18 
nm  ±  5  nm  are  formed  on  the  surface  of  the  carbon 
protective  film  at  a  density  of  400  x  10*  to  2000  x 
10*  /mm2. 

From  the  above  it  may  be  seen  that  the 
present  invention  provides  a  magnetic  recording 
medium  having  a  thin  magnetic  metal  layer  and  a 
carbon  protective  layer  formed  on  the  non-mag- 
netic  substrate,  in  which  two  different  kinds  of 
protrusion  having  different  depths  are  formed  on 
the  carbon  protective  film  to  a  pre-set  density  for 
controlling  the  surface  properties  of  the  recording 
medium,  it  becomes  possible  to  prevent  the  elec- 
tro-magnetic  conversion  characteristics  of  the  re- 
cording  medium  from  being  lowered  due  to  the 
spacing  loss,  thereby  improving  its  running  durabil- 
ity. 

Claims 

1.  A  magnetic  recording  medium  comprising 
a  non-magnetic  substrate, 
a  thin  magnetic  metal  layer  formed  on  said 

non-magnetic  substrate,  and 

a  carbon  protective  film  formed  on  said 
thin  magnetic  metal  film, 

wherein  the  improvement  resides  in  that 
said  carbon  protective  film  has  a  thickness 

5  in  the  range  of  3  nm  to  30  nm, 
said  carbon  protective  film  presenting  first 

protrusions  and  second  protrusions 
said  first  protrusions  having  a  height  in  the 

range  of  65  nm  ±  15  nm  to  95  nm  ±  15  nm, 
io  and 

said  second  protrusions  having  a  height  in 
the  range  of  from  18  nm  ±  5  nm  to  28  ±  5  nm. 

2.  The  magnetic  recording  medium  as  claimed  in 
is  claim  1  wherein  the  carbon  protective  film  has 

a  thickness  in  the  range  of  3  nm  to  7  nm,  the 
first  protrusions  having  a  height  in  the  range  of 
65  nm  ±  15  nm  are  formed  on  the  surface  of 
the  carbon  protective  film  at  a  density  of  1  .5  x 

20  10*  /mm2  to  6.0  x  10*  /mm2  and  the  second 
protrusions  having  a  height  in  the  range  of  18 
nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  500  x 
10*  to  4500  x  10*  /mm2. 

25 
3.  The  magnetic  recording  medium  as  claimed  in 

claim  1  wherein  the  carbon  protective  film  has 
a  thickness  in  the  range  of  3  nm  to  7  nm,  the 
first  protrusions  having  a  height  in  the  range  of 

30  65  nm  ±  15  nm  are  formed  on  the  surface  of 
the  carbon  protective  film  at  a  density  of  1.1  x 
10*  /mm2  to  5.0  x  10*  /mm2  and  the  second 
protrusions  having  a  height  in  the  range  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the 

35  carbon  protective  film  at  a  density  of  400  x 
10*  to  4000  x  10*  /mm2. 

4.  The  magnetic  recording  medium  as  claimed  in 
claim  1  wherein  the  carbon  protective  film  has 

40  a  thickness  in  the  range  of  3  nm  to  7  nm,  the 
first  protrusions  having  a  height  in  the  range  of 
95  nm  ±  15  nm  are  formed  on  the  surface  of 
the  carbon  protective  film  at  a  density  of  1  .0  x 
10*  /mm2  to  4.0  x  10*  /mm2  and  the  second 

45  protrusions  having  a  height  in  the  range  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x 
10*/  mm2  to  3500  x  10*  /mm2. 

50  5.  The  magnetic  recording  medium  as  claimed  in 
claim  1  wherein  the  carbon  protective  film  has 
a  thickness  in  the  range  of  7  nm  to  15  nm,  the 
first  protrusions  having  a  height  in  the  range  of 
65  nm  ±  15  nm  are  formed  on  the  surface  of 

55  the  carbon  protective  film  at  a  density  of  1  .0  x 
10*  /mm2  to  4.0  x  10*  /mm2  and  the  second 
protrusions  having  a  height  in  the  range  of  18 
nm  ±  5  nm  are  formed  on  the  surface  of  the 

12 
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carbon  protective  film  at  a  density  of  400  x 
10*  to  2500  x  10*  /mm2. 

6.  The  magnetic  recording  medium  as  claimed  in 
claim  1  wherein  the  carbon  protective  film  has  5 
a  thickness  in  the  range  of  7  nm  to  15  nm,  the 
first  protrusions  having  a  height  in  the  range  of 
95  nm  ±  15  nm  are  formed  on  the  surface  of 
the  carbon  protective  film  at  a  density  of  0.7  x 
10*  /mm2  to  2.8  x  10*  /mm2  and  the  second  10 
protrusions  having  a  height  in  the  range  of  28 
nm  ±  5  nm  are  formed  on  the  surface  of  the 
carbon  protective  film  at  a  density  of  400  x 
10*  to  2000  x  10*  /mm2. 

75 
7.  The  magnetic  recording  medium  as  claimed  in 

claim  1  wherein  the  carbon  protective  film  has 
a  thickness  in  the  range  of  15  nm  to  30  nm, 
the  first  protrusions  having  a  height  in  the 
range  of  65  nm  ±  15  nm  are  formed  on  the  20 
surface  of  the  carbon  protective  film  at  a  den- 
sity  of  1.0  x  10*  /mm2  to  3.0  x  10*  /mm2  and 
the  second  protrusions  having  a  height  in  the 
range  of  18  nm  ±  5  nm  are  formed  on  the 
surface  of  the  carbon  protective  film  at  a  den-  25 
sity  of  400  x  10Mo  2000  x  10*  /mm2. 
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