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Description

Technical Field

[0001] This invention relates to a bottle for containing
fluids, particularly cosmetic, medical, pharmaceutical
products or the like.

Background Art

[0002] Re-closable plastic containers are known for
pharmaceutical, cosmetic or other products, which are
made by blowing and/or moulding, in two parts, one of
which is composed of the container body, while the other
part is composed of closing means, to keep the container
closed after its manufacture and to close it again after
use.
[0003] In these containers, the closing means remain
fitted in the neck of the container, or coupled with this,
until this is opened for the first time to be used.
[0004] Consequently, the part of the closing means in
contact with the container neck is protected against ex-
ternal polluting agents, which cannot deposit on this and,
therefore, the risk of said polluting agents being acciden-
tally introduced inside the container when this is closed
again after a first use with the same closing means is
extremely limited.
[0005] The above containers are nevertheless costly
to make as they require separate moulds for the two parts
of the container, which also have to be assembled after
moulding.
[0006] Re-closable plastic containers are also known,
for pharmaceutical, cosmetic or other products, which
are made by blowing and/or moulding in a single piece,
in which i.e., the container body is made in a single piece
with the closing means suitable for keeping the container
closed after its manufacture and/or for closing this after
use.
[0007] A container of this type is the subject of the Ital-
ian utility model patent Nr. 199.776, which describes a
single-dose or multi-dose container for pharmaceutical
products comprising a body having a lower opening seal-
able by sealing and an upper neck, closed on top by
closing means in the form of a peduncle, obtained all one
piece with it and with a cap having shutter means to close
the container neck again after this has been opened by
tearing the peduncle, the shutter means being obtained
on the part of the cap turned in the opposite direction with
respect to the container neck.
[0008] These containers are undoubtedly cheaper to
make than the previous ones, but have the drawback that
the closing means have to be obtained on the outside of
the container during moulding.
[0009] The part of the closing means that has to be
used to close the container again after use, in point of
fact remains exposed to external polluting agents which
can thus easily enter the inside of the container when
this is closed again after a first use.

[0010] This circumstance is considerably hazardous,
especially in the case of the containers being used to
contain pharmaceutical substances.
[0011] A further type of re-closable containers made
in a single piece is the subject of the industrial invention
patent nr. 1.287.450 (corresponding to WO97/49611)
and consists of a hollow body, having a dispensing
mouth, and of a closing cap that has a shutter pin obtained
on the part turned towards the mouth.
[0012] During moulding, in point of fact, the hollow
body and the cap are made slightly distanced the one
from the other, with the shutter pin aligned and facing the
dispensing mouth, but not in contact with this.
[0013] Furthermore, the hollow body and the cap are
connected together by means of a pair of thin straps
which, after moulding, allow these to be moved closer or
away from each other to allow the coupling/uncoupling
of the shutter means with/from the dispensing mouth.
[0014] This latter type of containers also has several
drawbacks however, including the fact that they require
particularly complex moulds, that are difficult to make,
and do not permit obtaining high-quality containers.
[0015] In this respect, it should be considered that the
traditional moulds usually consist of a pair of half-shells
inside which a core can be fitted for forming the inner
surface of the hollow body.
[0016] At the shutter pin, the bringing together of the
two half-shells determines the formation of a thin line of
burr.
[0017] Such line of burr extends along the entire length
of the pin and is such as to prevent the sealed coupling
of the shutter pin with the mouth of the container in closing
configuration.
[0018] There is therefore a very high risk of negatively
affecting the sterility of the product inside the container.
[0019] Other kinds of containers are disclosed in WO
98/01348, US 6,290,094 and GB 2041 891. US 6290094
discloses a bottle according to the preamble of claim 1.

Object of the Invention

[0020] Such previous state of the art is liable to con-
siderable upgrading as regards the possibility of elimi-
nating the drawbacks indicated above.
[0021] From what has been said above, in fact, the
need arises to solve the technical problem of providing
a bottle for containing fluids, particularly cosmetic, med-
ical, pharmaceutical products or the like, that can be
made in a practical, easy and inexpensive way and that,
after being opened, can be closed again so as to reduce
to the utmost the risk of polluting the substance they con-
tain.
[0022] Another object of the present invention is to find
a bottle for containing fluids, particularly cosmetic, med-
ical, pharmaceutical products or the like, that permit over-
coming the above-mentioned drawbacks of the state of
the art within the framework of a simple, rational, easy
and effective-to-use and inexpensive solution.
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[0023] The above objects are achieved by the bottle
for containing fluids, particularly cosmetic, medical, phar-
maceutical products or the like, according to claim 1.

Brief Description of the Drawings

[0024] Further characteristics and advantages of the
present invention will appear more evident from the de-
scription of a preferred, but not only embodiment of a
strip of bottles for containing fluids, particularly cosmetic,
medical, pharmaceutical products or the like, illustrated
indicatively by way of non limiting example, in the at-
tached drawings wherein:

Figure 1 is an axonometric view of a strip of bottles
according to the invention, arranged in the first op-
erating configuration;
Figure 2 is an axonometric view of the strip of figure
1 with the bottles arranged in the second operating
configuration;
Figure 3 is an axonometric view of the strip of figure
1 with the bottles arranged in the closing configura-
tion of the dispensing mouths;
Figure 4 is a front, schematic and partial view of the
forming station contemplated by the system for man-
ufacturing the strip of bottles according to the inven-
tion;
Figure 5 is a section view along the V - V plane of
figure 4;
Figure 6 is a plan, schematic and partial view that
shows the forward moving line contemplated by the
system for manufacturing the strip of bottles accord-
ing to the invention for making the processing phases
after forming;
Figures from 7 to 11 show, in a sequence of side
raised views, the operation of the coupling station
contemplated by the system for manufacturing the
strip of bottles according to the invention;
Figures from 12 to 14 show, in a sequence of side
raised views, the operation of the blockage station
contemplated by the system for manufacturing the
strip of bottles according to the invention.

Embodiments of the Invention

[0025] With particular reference to such figures, by 1
is generally indicated a system for manufacturing bottles
containing fluids, particularly cosmetic, medical, pharma-
ceutical products or the like.
[0026] With particular reference to such embodiment
of the invention shown in the illustrations, the bottles 2
obtained by means of the system 1 are made in series
to form strips of five pieces each, joined together along
weakened temporary connection segments 3.
[0027] Different embodiments of the invention cannot
however be ruled out in which the bottles 2 are made
individually, or in strips with quantities of bottles 2 differ-
ent to those shown in the illustrations.

[0028] Each bottle 2 comprises a hollow body 4 made
of plastic intended for the future containing of the fluid
product.
[0029] At one end, the hollow body 4 has a mouth 5
for dispensing the fluid product.
[0030] In particular, the hollow body 4 has a substan-
tially tubular and elongated shape, and the above end of
the hollow body 4 extends into a neck 6, at the top of
which the mouth 5 is defined.
[0031] At the end of the hollow body 4 opposite the
neck 6 an opening 7 is defined for introducing the product;
the closing of the opening 7 (e.g., by sealing the lips of
the opening itself) is done once the product has been
introduced inside.
[0032] Furthermore, each bottle 2 comprises closing
means 8 for closing the mouth 5, of the removable type
and which can be associated with the hollow body 4 at
the neck 6.
[0033] In detail, the closing means 8 consist of a grip
9 supporting shutter means 10 engageable at the mouth
5.
[0034] In the particular embodiment of the invention
shown in the illustrations, the grip 9 is substantially de-
fined plate-shaped and the shutter means 10 are com-
posed of a small pin that can be fitted sealed inside the
mouth 5.
[0035] The operating surface of the small pin 10, mean-
ing by operating surface that intended to come into con-
tact with the mouth 5 to ensure its seal, consists in prac-
tice of a cylindrical surface complementary to that of the
inner surface of the mouth 5.
[0036] Alternative manufacturing solutions are howev-
er possible where the grip 9 and the small pin 10 have
different shapes.
[0037] Between the grip 9 and the neck 6 connection
means 11 are placed suitable for leaving reciprocal
movement between the closing means 8 and the hollow
body 4.
[0038] The connection means 11, in particular, are
composed of two straps of elongated shape, that extend
from the hollow body 4 to the closing means 8 and are
arranged from parts diametrically opposite the neck 6.
[0039] Each strap 11 has a first segment 12 with weak-
ened section, which is obtained at the point of joining to
the grip 9 and is suitable for allowing the rotation of the
closing means 8 between a first operating configuration,
in which the small pin 10 is arranged substantially at right
angles to the direction of coupling to the mouth 5 (figure
1), and a second operating configuration, in which the
shutter means 10 are turned towards and aligned with
the mouth 5 (figure 2).
[0040] Furthermore, the straps 11 have a second seg-
ment 13 with weakened section, which is obtained in sub-
stantially median position with respect to the entire length
of the straps 11 and which is suitable for allowing the
bending of the straps themselves between the second
operating configuration and the closing configuration of
the mouth 5 (figure 3).
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[0041] In detail, the straps 11 have a first portion 14,
that extends between the first segment 12 and the second
segment 13 and which can be superimposed on the grip
9 during switch from the first to the second operating
configuration.
[0042] Furthermore, astride the second segments 13,
the straps 11 have a second portion 15 and a third portion
16 which are superimposable during switch from the sec-
ond operating configuration to the closing configuration
of the mouth 5.
[0043] The bottle 2 comprises locking means for lock-
ing the straps 11 in the closing configuration of the mouth
5.
[0044] Such locking means consist, e.g., of a first seal-
ing point 17 of the first portions 14 with the grip 9 super-
imposed the one on the other, and of a second sealing
point 18 of the second and the third portions 15 and 16
superimposed the one on the other.
[0045] The fitting of the locking means 17 and 18 does
in fact strengthen the straps 11 and makes them suitable
to act as a seal of guarantee, because they do not allow
their elastic deformation and do not allow the bottle 2 to
be opened without their being broken.
[0046] For the manufacture of the bottles 2, the system
1 contemplates a forming station 19 for the formation of
the strips of bottles 2 (figures 4 and 5).
[0047] The forming station 19 has an outer mould 20,
hollow inside, and a plurality of inner cores 21 that can
be fitted in the outer mould 20 so as to define between
the mould 20 and the cores 21 an inter-space 22 for the
formation in a single body of the strip of bottles 2.
[0048] The outer mould 20 and the inner cores 21 are
shaped so that, during forming inside the inter-space 22,
the closing means 8 of the bottles 2 are arranged with
the shutter means 10 substantially transversal, in partic-
ular at right angles, to the direction of coupling to the
mouth 5.
[0049] In detail, the outer mould 20 comprises a first
shaped shell 23 and a second shaped shell 24, separable
from each other and having cavities 25 that can be re-
ciprocally coupled together to form corresponding por-
tions of the surface of the bottles 2.
[0050] Advantageously, the cavity 25a intended for
forming the operating surface of the small pin 10 are en-
tirely obtained in just one of the shaped shells, and in
particular in the first shaped shell 23.
[0051] At the above cavity 25a, furthermore, the first
shaped shell 23 has a gap 26 suitable for introducing a
dispenser nozzle 27 which permits injecting plastic ma-
terial under pressure in fluid state inside the inter-space
22.
[0052] The outer mould 20, furthermore, comprises a
third shaped shell 28, suitable for cooperating with the
first and the second shaped shells 23 and 24 for forming
the grip 9 of the closing means 8.
[0053] Different embodiments of the outer mould 20
cannot however be ruled out in which, e.g. the third
shaped shell 28 is obtained integral with the second

shaped shell 24.
[0054] Coming out of the forming station 19, in point
of fact, the bottles 2 are arranged in the first operating
configuration.
[0055] For the working phases of the bottles 2 subse-
quent to forming, the system 1 has a forward moving line
29 of the bottles 2 located downstream of the forming
station 19 (figure 6).
[0056] Such forward moving line comprises a guide rail
30 that is engaged sliding by a plurality of slides 31 which
support the bottles 2.
[0057] In the particular embodiment shown in figure 6,
each slide 31 is sized to carry a single strip of bottles 2,
but it is easy to appreciate how these can usefully have
different shapes and dimensions according to the type
of bottles 2 and/or of strips of bottles 2 to be conveyed.
[0058] The guide rail 30 extends from a loading station
32, where the bottles 2 just formed are collected and
arranged above the slides 31, as far as a working cabin
33, containing the remaining stations (34, 35, 36 and 37)
for working the bottles 2.
[0059] Inside the working cabin 33, the forward moving
line 29 branches out.
[0060] This does in fact have an auxiliary segment 38
for moving the bottles 2, which is arranged parallel with
the guide rail 30, and conveyor means 39, of the shuttle
type or the like, that allow moving the bottles 2 from the
guide rail 30 to the auxiliary segment 38.
[0061] Inside the working cabin 33, a coupling station
34 is located suitable for coupling the closing means 8
to the mouths 5 of the bottles 2.
[0062] Such coupling station comprises: a base frame
40 arranged along the guide rail 30; first grip means 41
of the hollow bodies 4 of the bottles 2; second grip means
42 of the grips 9 of the bottles 2; rotation means 43 for
placing in relative rotation the first grip means 41 and the
second grip means 42 around a work axis A substantially
at right angles to the small pins 10 of the bottles 2, suitable
for rotating the first grip means 41 with respect to the
second grip means 42 until the small pins 10 of the bottles
2 are aligned with the mouths 5 of the bottles themselves;
relative bringing closer means 44 of the closing means
8 and of the hollow bodies 4 of the bottles 2 until the small
pins 10 are associated with the mouths 5.
[0063] The first grip means 41, in detail, consist of a
first vice defined by a stop element 45, associated integral
with the base frame 40 above the guide rail 30, and by
a lifting element 46 for lifting the slides 31.
[0064] The lifting element 46, in point of fact, is suitable
for vertically moving the slide 31 that transits in the cou-
pling station 34 and firmly positioning the hollow bodies
4 of the bottles 2 between the stop element 45 and the
above slide 31.
[0065] The second grip means 42 consist of a second
vice associated with the base frame 40 by interposition
of the rotation means 43 and of the relative bringing closer
means 44.
[0066] The rotation means 43, in particular, are com-
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posed of a bracket, of the type of a plate or the like, which
is fitted on the base frame 40 in a way turnable around
the work axis A and which supports the second grip
means 42 and the relative bringing closer means 44.
[0067] The start of rotation of the bracket 43 is triggered
by means of a first linear actuator 47, of the type of a
pneumatic jack, the liner of which is hinged to the base
frame 40 and the stem of which is hinged to the bracket
43.
[0068] The relative bringing closer means 44 are de-
fined by a support body which supports the second grip
means 42 and which is fitted on the bracket 43 in a way
sliding along a direction substantially at right angles to
the work axis A.
[0069] The movement of the support body 44 is trig-
gered by means of a second linear actuator 48, of the
type of a pneumatic jack, the liner of which is fitted integral
on the bracket 43 and the stem of which drives the support
body 44.
[0070] The second grip means 42 consist of a first jaw
49, associated integral with the support body 44 and of
a second jaw 50 associated with the support body 44 in
a way sliding along a closing and opening direction of
the vice.
[0071] The movement of the second jaw 50 with re-
spect to the first jaw 49 is triggered by means of a third
linear actuator 51, of the type of a pneumatic jack, the
liner of which is integral with the support body 44 and the
stem of which drives the second jaw 50.
[0072] In point of fact, the bottles 2, which are still ar-
ranged in the first operating configuration, reach the cou-
pling station 34 along the guide rail 30 (figure 7) and are
lifted with respect to the forward moving line 29 until the
hollow bodies 4 are trapped in the first vice 41 and the
closing means 8 are placed between the open jaws 49
and 50 of the second vice 42, which promptly close (figure
8).
[0073] Starting from this position, the starting in series
of the first linear actuator 47 and of the second linear
actuator 48 initially allows positioning the bottles 2 in the
second operating configuration (figure 9) and, therefore,
placing them in the closing configuration of the mouths
5 (figure 10).
[0074] Afterwards, by means of the opening of the sec-
ond vice 42, the moving away of the support body 44
from the bottles 2 and the rotation of the bracket 43 (figure
11), the bottles 2 can be returned to the guide rail 30 to
continue their travel along the forward moving line 29 and
reach a blockage station 35 of the straps 11 of the bottles
2 in the closing configuration of the mouths 5.
[0075] Such blockage station is arranged along the
auxiliary segment 38 of the forward moving line 29 and
has a base 52 that supports a sealing apparatus 53, suit-
able for sealing the straps 11, and movement means 54
for moving the bottles 2, suitable for transferring the bot-
tles 2 from the auxiliary segment 38 to the sealing appa-
ratus 53 and vice versa.
[0076] The movement means 54 have a grip element

55 for gripping the bottles 2, of the type of one or more
suction-cups, which is mounted on a series of sliding ac-
tuators 56 that make it mobile between the auxiliary seg-
ment 38 of the forward moving line 29 and the sealing
apparatus 53.
[0077] The sealing apparatus 53 has a plurality of at-
tachment bodies 57 for gripping the bottles 2 once these
have been released from the grip element 55.
[0078] The attachment bodies 57 consist, e.g., of a se-
ries of elongated and horizontal pintles, which can be
fitted in the inner cavities of the hollow bodies 4 through
the openings 7 of the bottles 2.
[0079] The sealing apparatus 53 comprises placing
means for placing the bottles 2 against a locator plate 58.
[0080] These placing means consist of an actuator de-
vice 59 that permits moving the attachment bodies 57
along a vertical direction closer to and away from the
locator plate 58.
[0081] Over the locator plate 58, heating means 60 are
located, which move vertically to be positioned in contact
with the straps 11 of the bottles 2 and apply the sealing
points 17 and 18.
[0082] Such heating means, in detail, are defined by a
hot punch, suitable for crushing the straps 11 of the bot-
tles 2 against the locator plate 58.
[0083] In point of fact, the bottles 2 coming from the
coupling station 34, are conveyed from the guide rail 30
to the auxiliary segment 38 of the forward moving line 29
by means of the shuttle 39, and from here (figure 12) they
are picked up by the grip element 55 and placed on the
pintles 57 (figure 13).
[0084] After the pintles 57, first, and the hot punch 60,
next, have dropped, the sealing points 17 and 18 are
applied to the straps 11 (figure 14).
[0085] Repeating the movement of the hot punch 60,
of the pintles 57 and of the grip element 55 in reverse,
the bottles 2 can be returned to the auxiliary segment 38
of the forward moving line 29 to be conveyed to a control
station 36, suitable for checking the coupling seal be-
tween the small pins 10 and the mouths 5 of the bottles
2, and, finally, to a packaging station 37.
[0086] With reference to the preferred, but not only em-
bodiment, of the system 1 as described and illustrated,
the procedure for manufacturing bottles containing fluids,
particularly cosmetic, medical, pharmaceutical products
or the like, comprises the following steps:

- forming of the bottles 2 by the injection moulding of
plastic material in fluid state, so that, during forming,
the closing means 8 are arranged with the small pins
10 substantially transversal, and in particular at right
angles, to the direction of coupling to the mouths 5;

- coupling the shutter means 10 to the mouths 5, by
turning the closing means 8 with respect to the hollow
bodies 4 until the small pins 10 are aligned with the
mouths 5 and moving the closing means 8 close to
the hollow bodies 4 until the small pins 10 are asso-
ciated with the mouths 5;
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- fastening by sealing the straps 11 of the bottles 2 in
the closing configuration of the mouths 5, the fas-
tened straps 11 being suitable to act as a guarantee
seal.

[0087] It has in point of fact being ascertained how the
described invention achieves the proposed objects.
[0088] The invention thus conceived is susceptible to
numerous modifications and variations, all of which fall-
ing within the scope of the appended claims.
[0089] In practice, the materials used, as well as the
contingent shapes and dimensions, may be any accord-
ing to requirements without because of this moving out-
side the protection scope of the following claims.

Claims

1. Bottle (2) for containing fluids, particularly cosmetic,
medical, pharmaceutical products or the like, com-
prising:

at least a hollow body (4) extending into a neck
(6) and having at least a dispensing mouth (5),
removable closing means (8) of said mouth (5)
having shutter means (10) that can be coupled
with the mouth (5),
connection means (11) placed in between said
closing means (8) and said hollow body (4) and
suitable for leaving reciprocal movement be-
tween said closing means (8) and said hollow
body (4),
wherein said hollow body (4), said closing
means (8) and said connection means (11) are
made in a single body, and
wherein said convection means (11) comprise
at least two straps that are arranged from parts
diametrically opposite the neck (6) of said hollow
body (4), extend from said hollow body (4) to
said closing means (8) and haves a first segment
(12) with weakened section, suitable for allowing
the rotation of said closing means (8) between
a first operating configuration, in which said
shutter means (10) are arranged substantially
transversal to the direction of coupling to said
mouth (5), and a second operating configura-
tion, in which said shutter means (10) are turned
towards and aligned with said mouth (5),

characterized by the fact that it comprises locking
means (17, 18) of said connection means (11) in the
closing configuration of said mouth (5), the connec-
tion means (11) locked by said locking means (17,
18) being suitable to act as a guarantee seal.

2. Bottle (2) according to claim 1, characterized by the
fact that at least one of said straps (11) comprises
at least a second segment (13) with weakened sec-

tion, suitable for allowing the bending of the strap
itself (11) between said second operating configura-
tion and the closing configuration of said mouth (5).

3. Bottle (2) according to one or more of the preceding
claims, characterized by the fact that at least one
of said straps (11) comprises at least a first portion
(14) which is superimposable with said closing
means (8) during switch from said first operating con-
figuration to said second operating configuration.

4. Bottle (2) according to one or more of the preceding
claims, characterized by the fact that at least one
of said straps (11) comprises at least a second (15)
and a third (16) portions which are superimposable
the one on the other during switch from said second
operating configuration to the closing configuration
of said mouth (5).

5. Bottle (2) according to one or more of the preceding
claims, characterized by the fact that said locking
means (17, 18) comprise at least a first sealing point
(17) of said first portion (14) of the straps (11) and
of said closing means (8) superimposed the one on
the other.

6. Bottle (2) according to one or more of the preceding
claims, characterized by the fact that said locking
means (17, 18) comprise at least a second seaLing
point (12) of said second (15) and third (16) portions
of the straps (11) superimposed the one on the other.

7. Bottle (2) according to one or more of the preceding
claims, characterized by the fact that it comprises
at least a weakened temporary connection segment
(3) with another bottle (2) arranged adjacent.

Patentansprüche

1. Flasche (2) zur Aufnahme von Flüssigkeiten, insbe-
sondere kosmetischen, medizinischen, pharmazeu-
tischen Produkten oder dergleichen, enthaltend:

mindestens einen Hohlkörper (4), der in einen
Hals (6) verläuft und mindestens eine Ausgabe-
öffnung (5) hat,
eine abnehmbare Verschlusseinrichtung (8) der
Öffnung (5), die eine Verschlussstopfeneinrich-
tung (10) aufweist, die mit der Öffnung (5) ge-
koppelt werden kann,
eine Verbindungseinrichtung (11), die zwischen
der Verschlusseinrichtung (8) und dem Hohlkör-
per (4) angeordnet ist und dafür geeignet ist,
eine Hin- und Herbewegung zwischen der Ver-
schlusseinrichtung (8) und dem Hohlkörper (4)
zuzulassen,
wobei der Hohlkörper (4), die Verschlusseinrich-
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tung (8) und die Verbindungseinrichtung (11) als
ein einzelner Körper hergestellt sind, und
wobei die Verbindungseinrichtung (11) minde-
stens zwei Bänder aufweist, die aus dem Hals
(6) des Hohlkörpers (4) diametral entgegenge-
setzten Teilen angeordnet sind, von dem Hohl-
körper (4) zu der Verschlusseinrichtung (8) ver-
laufen und ein erstes Segment (12) mit einem
geschwächten Abschnitt aufweisen, welcher
dafür geeignet ist, die Drehung der Verschlus-
seinrichtung (8) zwischen einer ersten Betriebs-
konfiguration, in welcher die Verschlussstopfen-
einrichtung (10) im Wesentlichen quer zu der
Richtung der Verbindung mit der Öffnung (5) an-
geordnet ist, und einer zweiten Betriebskonfigu-
ration zu erlauben, in welcher die Ver-
schlussstopfeneinrichtung (10) zu der Öffnung
(5) gedreht und mit dieser ausgerichtet ist,
gekennzeichnet durch die Tatsache, dass sie
eine Sicherungseinrichtung (17, 18) der Verbin-
dungseinrichtung (11) in der Verschlusskonfigu-
ration der Öffnung (5) aufweist, wobei die durch
die Sicherungseinrichtung (17, 18) gesicherte
Verbindungseinrichtung (11) dafür geeignet ist,
als ein Garantiesiegel zu dienen.

2. Flasche (2) nach Anspruch 1, gekennzeichnet
durch die Tatsache, dass mindestens eines der
Bänder (11) mindestens ein zweites Segment (13)
mit einem geschwächten Abschnitt aufweist, der da-
für geeignet ist, die Biegung des Bandes selbst (11)
zwischen der zweiten Betriebskonfiguration und der
Verschlusskonfiguration der Öffnung (5) zu erlau-
ben.

3. Flasche (2) nach einem oder mehreren der vorher-
gehenden Ansprüche, gekennzeichnet durch die
Tatsache, dass mindestens eines der Bänder (11)
mindestens einen ersten Abschnitt (14) aufweist,
welcher während des Wechsels von der ersten Be-
triebskonfiguration in die zweite Betriebskonfigura-
tion über die Verschlusseinrichtung (8) gelegt wer-
den kann.

4. Flasche (2) nach einem oder mehreren der vorher-
gehenden Ansprüche, gekennzeichnet durch die
Tatsache, dass mindestens eines der Bänder (11)
mindestens einen zweiten (15) und einen dritten (16)
Abschnitt aufweist, die während des Wechsels von
der zweiten Betriebskonfiguration in die Verschlus-
skonfiguration der Öffnung (5) übereinandergelegt
werden können.

5. Flasche (2) nach einem oder mehreren der vorher-
gehenden Ansprüche, gekennzeichnet durch die
Tatsache, dass die Sicherungseinrichtung (17, 18)
mindestens einen ersten Versiegelungspunkt (17)
des ersten Abschnitts (14) der Bänder (11) und der

Verschlusseinrichtung (8), die übereinander gelegt
sind, aufweist.

6. Flasche (2) nach einem oder mehreren der vorher-
gehenden Ansprüche, gekennzeichnet durch die
Tatsache, dass die Sicherungseinrichtung (17, 18)
mindestens einen zweiten Versiegelungspunkt (12)
des zweiten (15) und des dritten (16) Abschnitts der
Bänder (11), die übereinandergelegt sind, aufweist.

7. Flasche (2) nach einem oder mehreren der vorher-
gehenden Ansprüche, gekennzeichnet durch die
Tatsache, dass sie mindestens ein geschwächtes
zeitweiliges Verbindungssegment (3) mit einer be-
nachbart angeordneten weiteren Flasche (2) auf-
weist.

Revendications

1. Bouteille (2) pour contenir des fluides, en particulier
des produits cosmétiques, médicaux, pharmaceuti-
ques ou analogues, comprenant :

au moins un corps creux (4) s’étendant dans un
goulot (6) et ayant au moins une embouchure
de sortie (5),
des moyens de fermeture amovibles (8) de la-
dite embouchure (5) ayant des moyens obtura-
teurs (10) qui peuvent couplés à l’embouchure
(5),
des moyens de jonction (11) placés entre lesdits
moyens de fermeture (8) et ledit corps creux (4)
et convenant pour permettre un mouvement ré-
ciproque entre lesdits moyens de fermeture (8)
et ledit corps creux (4),
dans laquelle ledit corps creux (4), lesdits
moyens de fermeture (8) et lesdits moyens de
jonction (11) sont réalisés dans un seul corps, et
dans laquelle lesdits moyens de jonction (11)
comprennent au moins deux bandes qui sont
agencés depuis des parties diamétralement op-
posées au goulot (6) dudit corps creux (4),
s’étendent depuis ledit corps creux (4) en direc-
tion desdits moyens de fermeture (8) et possè-
dent un premier segment (12) de section affai-
blie, convenant pour permettre la rotation des-
dits moyens de fermeture (8) entre une première
configuration de service dans laquelle lesdits
moyens obturateurs (10) sont placés sensible-
ment transversalement à la direction de coupla-
ge avec ladite embouchure (5), et une deuxième
configuration de service dans laquelle lesdits
moyens obturateurs (10) sont tournés en direc-
tion de ladite embouchure (5) et alignés avec
elle,
caractérisée en ce qu’elle comprend des
moyens de verrouillage (17, 18) desdits moyens
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de jonction (11) dans la configuration fermée de
ladite embouchure (5), les moyens de jonction
(11) verrouillés par lesdits moyens de verrouilla-
ge (17, 18) convenant pour servir de sceau de
garantie.

2. Bouteille (2) selon la revendication 1, caractérisée
en ce qu’au moins l’une desdites bandes (11) com-
prend au moins un second segment (13) de section
affaiblie, convenant pour permettre une flexion de la
bande elle-même (11) entre ladite deuxième confi-
guration de service et la configuration fermée de la-
dite embouchure (5).

3. Bouteille (2) selon une ou plusieurs des revendica-
tions précédentes, caractérisée en ce qu’au moins
l’une des bandes (11) comprend au moins une pre-
mière partie (14) qui peut être superposée auxdits
moyens de fermeture (4) pendant le passage de la-
dite première configuration de service à ladite
deuxième configuration de service.

4. Bouteille (2) selon une ou plusieurs des revendica-
tions précédentes, caractérisée en ce qu’au moins
l’une desdites bandes (11) comprend au moins une
deuxième (15) et une troisième (16) parties qui peu-
vent être superposées l’une sur l’autre durant le pas-
sage de ladite deuxième configuration de service à
la configuration fermée de ladite embouchure (5).

5. Bouteille (2) selon une ou plusieurs des revendica-
tions précédentes, caractérisée en ce que lesdits
moyens de verrouillage (17, 18) comprennent au
moins un premier point de scellement (17) de ladite
première partie (14) des bandes (11) et desdits
moyens de fermeture (18) mutuellement superpo-
sés.

6. Bouteille (2) selon une ou plusieurs des revendica-
tions précédentes, caractérisée en ce que lesdits
moyens de verrouillage (17, 18) comprennent au
moins un deuxième point de scellement (12) desdi-
tes deuxième (15) et troisième (16) parties des ban-
des (11) mutuellement superposées.

7. Bouteille (2) selon une ou plusieurs des revendica-
tions précédentes, caractérisée en ce qu’elle com-
prend au moins un segment de jonction temporaire
affaibli (3) avec une autre bouteille (2) placée adja-
cente.
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