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Description

FIELD

[0001] The present invention is directed to methods
and apparatus for signaling in wireless communication
and, more particularly, to methods and apparatus for us-
ing signals for identification, synchronization and/or ac-
quisition.

BACKGROUND

[0002] In a wireless network, e.g., an ad hoc network,
in which a networks infrastructure does not exist, a ter-
minal has to combat certain challenges in order to set up
a communication link with another peer terminal. One
challenge is to make the terminals in the vicinity to be
synchronized to a common timing and/or frequency ref-
erence. A common timing and/or Frequency reference
is crucial for the terminals to establish communication
links. For example, in an ad hoc network, when a terminal
just powers up or moves into a new area, the terminal
may have to first find out whether another terminal is
present in the vicinity before any communication between
the two terminals can start. The general solution as
shown in US 6 377608 B1 and US 2009/054818 A1 is to
let the terminal transmit and/or receive signals according
to certain protocol. However, if the terminals do not have
a common timing notation, it is possible that when a first
terminal is transmitting a signal and a second terminal is
not in the receiving mode, the transmitted signal does
not help the second terminal to detect the presence of
the first terminal.
[0003] In view of the above discussion, it should be
appreciated that there is a need for new and improved
ways for identification, acquisition, and/or synchroniza-
tion, especially in a wireless system in which the network
infrastructure may not be available.

SUMMARY

[0004] This need is fulfilled by the subject-matter of the
independent claims of the current invention.
[0005] Various examples are directed to methods and
apparatus in which a wireless terminal performs trans-
mission power level adjustments as a function of deter-
mined frequency band primary usage designation infor-
mation. In some examples, a wireless terminal commu-
nicating as part of a peer to peer communications session
while the spectrum is designated to be used for peer to
peer communications, is allowed to continue with its on-
going peer to peer communications session following dy-
namic reallocation of the frequency spectrum to be used
primarily for cellular access node based communica-
tions, albeit at a reduced power level. This feature can
be particularly advantageous for wireless terminals
which support peer to peer communications, but do not
support cellular based communications.

[0006] An exemplary method of operating a wireless
device comprises: determining from a first broadcast sig-
nal received from a base station that a frequency band
corresponding to said base station is being used for peer
to peer communications; determining from a second
broadcast signal received from the base station that said
frequency band has been changed to being used as a
cellular frequency band; and in response to determining
that the frequency band is being used as a cellular fre-
quency band reducing transmission power. An exempla-
ry wireless communications device, e.g., mobile node,
which supports peer to peer communications, comprises:
a receiver for receiving signals including broadcast sig-
nals; a transmitter for transmitting user data as part of a
peer to peer communications session; a mode determi-
nation module for determining based on received broad-
cast signals a mode of communications band operation,
the mode of communications band operation indicating
a mode of operation in which said frequency band is to
be used at a point in time, the determined mode of com-
munications band operation being one of a plurality of
frequency band modes including at least a cellular com-
munications mode and a first peer to peer communica-
tions mode; and a mode control module for controlling
wireless communications device operation as a function
of at least one of a mode determination and a change in
a determined mode of communications band operation,
said mode control module controlling the transmitter to
reduce transmission power in response to determining
that the frequency band is to be used as a cellular fre-
quency band.
[0007] While various embodiments have been dis-
cussed in the summary above, it should be appreciated
that not necessarily all embodiments include the same
features and some of the features described above are
not necessary but can be desirable in some embodi-
ments. Numerous additional features, embodiments and
benefits are discussed in the detailed description which
follows.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] Figure 1 illustrates an exemplary communica-
tions system supporting both access node based com-
munications and peer to peer communications.
[0009] Figure 2 illustrates two exemplary spectrum
bands available to be used in a geographic area.
[0010] Figure 3 illustrates a ladder diagram of an ex-
emplary method of obtaining and utilizing spectrum in-
formation.
[0011] Figure 4 illustrates an example of utilizing timing
synchronization information.
[0012] Figure 5 illustrates an exemplary diagram of re-
ceiving paging and being in a peer-to-peer or TDD ses-
sion.
[0013] Figure 6 illustrates a flowchart of an exemplary
method of operating a wireless terminal to determine data
rates corresponding to potential links with alternative
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nodes, e.g., a base station and a peer wireless terminal,
and selecting a node to communicate with.
[0014] Figure 7 illustrates a ladder diagram of an ex-
emplary method of using beacon and/or broadcast chan-
nels to temporarily convert infrastructure spectrum band
for non-infrastructure based service.
[0015] Figure 8 illustrates two exemplary ad hoc net-
works in two geographic areas.
[0016] Figure 9 illustrates exemplary spectrum bands
available to be used in two different geographic areas.
[0017] Figure 10 illustrates exemplary system beacon
signals transmitted in the ad hoc networks in two different
geographic areas.
[0018] Figure 11 illustrate an exemplary wireless ter-
minal.
[0019] Figure 12 comprising the combination of Figure
12A and Figure 12B is a drawing of a flowchart of an
exemplary method of operating a wireless terminal to
communicate with another communications device .
[0020] Figure 13 is a drawing of an exemplary wireless
terminal, e.g., mobile node.
[0021] Figure 14 is a drawing of a flowchart of an ex-
emplary method of operating a wireless terminal which
supports both peer to peer communications and commu-
nications with a base station.
[0022] Figure 15 is a drawing of an exemplary wireless
terminal, e.g., mobile node.
[0023] Figure 16 is a drawing of a flowchart of an ex-
emplary method of operating a base station.
[0024] Figure 17 is a drawing of an exemplary base
station.
[0025] Figure 18 is a drawing of an exemplary beacon
signal transmission apparatus.
[0026] Figure 19 is a drawing of a flowchart of an ex-
emplary method of operating a beacon signal transmitter
device.
[0027] Figure 20 comprising the combination of Figure
20A and Figure 20B is a drawing of a flowchart of an
exemplary method of operating a base station.
[0028] Figure 21 is a drawing of an exemplary base
station.
[0029] Figure 22 is a drawing of a flowchart of an ex-
emplary method of operating a wireless device, e.g., a
mobile node.
[0030] Figure 23 is a drawing of an exemplary wireless
terminal, e.g., mobile node.
[0031] Figure 24 is a drawing of a flowchart of an ex-
emplary method of operating a mobile communications
device in a system including a base station.
[0032] Figure 25 is a drawing of an exemplary wireless
terminal, e.g., mobile node.
[0033] Figure 26 is a drawing of a flowchart of an ex-
emplary method of operating a wireless device, e.g., a
mobile node.
[0034] Figure 27 is a drawing of an exemplary wireless
terminals, e.g., mobile node.
[0035] Figure 28 comprising the combination of Figure
28A and Figure 28B is a drawing of a flowchart of an

exemplary communications method .
[0036] Figure 29 is a drawing of an exemplary wireless
terminal, e.g., mobile node.
[0037] Figure 30 is a drawing of an exemplary commu-
nications system.
[0038] Figure 31 is a drawing of an exemplary wireless
communications system which supports both peer to
peer communications and cellular communications.
[0039] Figure 32 is a drawing illustrating exemplary
beacon burst time position hopping.
[0040] Figure 33 is a drawing illustrating exemplary
beacon burst time position hopping and beacon symbol
tone hopping.
[0041] Figure 34 is a drawing illustrating exemplary co-
ordinated timing in a peer to peer communications band.

DETAILED DESCRIPTION

[0042] Figure 1 illustrates an exemplary communica-
tions system 100 supporting both access node based
communications and peer to peer communications im-
plemented in accordance with various embodiments. An
infrastructure base station 108 is coupled with a big net-
work, e.g., the Internet, through a network node 110 via
a wired link 111. The base station 108 provides services
to the wireless terminals, such as a first wireless terminal
102 and a second wireless terminal 104, in the geograph-
ic area 106 via a wireless spectrum band. The wireless
spectrum band is called the infrastructure band.
[0043] In addition to the infrastructure band, a different
spectrum band, referred to as non-infrastructure band
may also be, and sometimes is, available to be used by
the wireless terminals in the same geographic area. Thus
wireless terminals (102, 104) can participate in an ad hoc
peer to peer communication session using non-infra-
structure band. Figure 2 includes drawing 200 which il-
lustrates the notion of the infrastructure band 202 and
the non-infrastructure band 204. The two bands are in
some embodiments non-overlapping. In a typical embod-
iment, the infrastructure band includes a pair of FDD (fre-
quency division duplex) spectrum bands or an unpaired
TDD (time division duplex) spectrum band. The non-in-
frastructure band includes an unpaired spectrum and can
be used for ad hoc pecr-to-peer communication. In some
embodiments, the non-infrastructure band is also used
for TDD. In some embodiments, the same infrastructure
base station, which provides the service in the infrastruc-
ture band, may also provide service in the non-infrastruc-
ture band.
[0044] In an exemplary embodiment, the infrastructure
base station transmits a beacon signal in the infrastruc-
ture band. The beacon signal is a special signal that oc-
cupies a small fraction of the total minimum transmission
units in the available spectrum. In some embodiments,
a beacon signal includes a sequence of one or more bea-
con signal bursts, each beacon signal burst including at
least one beacon symbol. In some embodiments, the
beacon symbols corresponding to a beacon signal occu-
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py a small fraction, e.g., in some embodiments no more
than 0.1%, of the total minimum transmission units in the
available spectrum air link resource. A minimum trans-
mission unit is the minimum unit of air link resource to
use for communication. In some exemplary frequency
division multiplexing systems, e.g., some OFDM sys-
tems, a minimum transmission unit is a single tone over
a symbol transmission period, sometimes referred to as
a tone-symbol. In addition, the average transmission
power of the beacon symbols of the beacon signal is
much higher, e.g., at lest 10dBs or at least 16 dB higher,
than the average transmission power of data and control
signals per minimum transmission unit when the terminal
transmitter is in an ordinary data session.
[0045] In addition, the infrastructure base station, in
some embodiments, uses a broadcast channel, including
the beacon signal, to send the system information includ-
ing the frequency (e.g., carrier) location of the non-infra-
structure spectrum band and/or the type of service pro-
vided in the band, e.g., TDD (time division duplex) or ad
hoc networking.
[0046] Figure 3 illustrates an exemplary ladder dia-
gram 300 of an exemplary method of obtaining and uti-
lizing spectrum information implemented by a wireless
terminal in accordance with various embodiments. Draw-
ing 300 includes time axis 301, infrastructure base station
302 and wireless terminal 304.
[0047] The wireless terminal 304 knows the frequency
location of the infrastructure spectrum band. The wireless
terminal 304 first tunes to the infrastructure spectrum
band (306) and searches for the beacon signal (308) to
find the availability of the infrastructure base station. The
infrastructure base station 302 transmits beacon signal
310 which is received and detected (312) by wireless
terminal 304. Once the wireless terminal 304 detects the
beacon signal (310), the wireless terminal 304. synchro-
nizes (314) itself with the infrastructure base station 302.
The infrastructure base station 302 transmits broadcast
signals 316, in addition to beacon signals 310. In some
embodiments, wireless terminal 304 further receives the
broadcast signals 316 and recovers system information
from a broadcast channel to obtain the frequency location
information of the non-infrastructure spectrum band
(318). The wireless terminal 304, in various embodi-
ments, derives timing and/or frequency information from
at least one of the broadcast channels and/or the beacon
signal (320). The wireless terminals 304 then tunes to
the frequency location of the non-infrastructure band to
obtain the TDD and/or ad hoc service (322). The wireless
terminal 304 uses the timing and/or frequency informa-
tion derived in step 320 when the terminal 304 obtains
the service in the non-infrastructure band. (324).
[0048] Unlike the infrastructure band, the non-infra-
structure band may not, and sometimes does not, have
a natural source from which each of the wireless termi-
nals can derive synchronization information. When each
of the wireless terminals use the timing and/or frequency
information derived from a common source, i.e., the in-

frastructure base station in the infrastructure spectrum
band, the wireless terminals now have a common timing
and/or frequency reference. Advantageously this ena-
bles synchronization of the terminals in the non-infra-
structure band. To elaborate, drawing 400 of Figure 4
illustrates an example of utilizing timing synchronization
information obtained from infrastructure signaling in an
associated non-infrastructure band.
[0049] The horizontal axis 401 represents time. The
infrastructure base station transmits the beacon signal
402 in the infrastructure band. The beacon signal 402
includes a sequence of beacon signal bursts, 404, 406,
408, and so on. Suppose that two wireless terminals de-
rive the timing information from the beacon signal 402,
and then tune to the non-infrastructure band, which is
used for peer-to-peer ad hoc network.
[0050] Either of the two wireless terminals has to be
aware of the presence of the other before they can set
up a peer-to-peer communication session. In one em-
bodiment, either wireless terminal transmits or receives
a user beacon signal burst in the non-infrastructure band
in a time interval, which is a function af the timing of the
beacon signal bursts sent by the infrastructure base sta-
tion.
[0051] For example, in Figure 4, the time interval starts
from a time instance that has known time offset 410 from
the beginning 412 of a beacon signal burst sent by the
infrastructure base station. Either wireless terminal in
some embodiments randomly chooses whether to trans-
mit or receive. In the exemplary scenario shown in Figure
4, the first wireless terminal chooses to transmit, as in-
dicated by exemplary user beacon signal burst 414 trans-
mitted into the non-infrastructure spectrum band, while
the second wireless terminal chooses to receive. The
second wireless terminal controls its receiver on time in-
terval for beacon monitoring in the non-infrastructure
spectrum band such as to include interval 416 corre-
sponding to the first wireless terminal’s beacon transmis-
sion, and the second wireless terminal detects the user
beacon signal sent by the first wireless terminal. The sec-
ond wireless terminal may, and sometimes does, then
start to establish a communication link with the first wire-
less terminal. However, if both wireless terminals choose
to transmit or to receive, then they may not find each
other in this time interval. The wireless terminals can
probabilistically find each other in subsequent time inter-
vals.
[0052] Note that in the absence of the common timing
reference, the wireless terminals may have to be in the
listening mode in a much longer time interval in order to
detect a user beacon signal burst. The common timing
reference thus helps the wireless terminals to find each
other much more rapidly and in a more power efficient
manner.
[0053] In another embodiment, the base station addi-
tionally transmits the beacon signal in the second spec-
trum band, so that if the wireless terminal directly tunes
to the second spectrum band, the wireless terminal can
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derive the desired common timing and/or frequency ref-
erence from the beacon signal.
[0054] Figure 5 illustrates an exemplary state diagram
500 of receiving paging and being in a peer-to-peer or
TDD session implemented in accordance with various
embodiments. Operation starts in step 501, where the
wireless terminal is powered on and initialized and then
proceeds to step 502.
[0055] A wireless terminal and the network paging
agent, e.g., a server on the network side, have an agree-
ment on when a page for the wireless terminal, if any,
will be sent to the wireless terminal via the infrastructure
base station. The wireless terminal sets a timer to monitor
potential incoming pages (502). In a typical paging sys-
tem, the wireless terminal may go to a power saving mode
until the timer expires. In accordance with a novel feature
of various exemplary embodiments, the wireless terminal
tunes to the non-infrastructure spectrum band and ob-
tains service (504), e.g., TDD or peer-to-peer communi-
cation service. When the timer expires, the wireless ter-
minal tunes to the infrastructure spectrum band and mon-
itors a paging channel (506). If the terminal is not paged,
the wireless terminal may set the timer again for the next
page monitoring time (502). Otherwise, the wireless ter-
minal is being paged, needs to process the received
page, and processes the received page (508).
[0056] In some embodiments, there is a common time
interval during which each of the wireless terminals or a
large subset of the wireless terminals using the non-in-
frastructure spectrum band suspend the sessions in the
non-infrastructure spectrum band and check pages in
the infrastructure spectrum band. Advantageously, this
synchronized suspension of non-infrastructure sessions
helps reduce the wastage of resource in the non-infra-
structure band.
[0057] Figure 6 illustrates a flowchart 600 of an exem-
plary method of operating a wireless terminal to deter-
mine data rates corresponding to potential links with al-
ternative nodes, e.g., a base station and a peer wireless
terminal, and selecting a node to communicate with in
accordance with various embodiments.
[0058] A base station transmits a beacon signal. In
some embodiments, in the non-infrastructure band, the
infrastructure base station transmits a beacon signal, and
a wireless terminal also transmits a user beacon signal.
Thus, in such an embodiment, a wireless terminal can
have its receiver tuned to the non-infrastructure band and
receive base station beacon signals and wireless termi-
nal user beacon signals. Different beacon signals, in
some embodiments, differentiate from each other by us-
ing different beacon tone hopping sequences and/or dif-
ferent timing of beacon bursts. A transmitters, e.g., the
base station or the wireless terminal, in some embodi-
ments is also used to transmit data/control channels. In
accordance with various embodiments, the transmission
power of the beacon signal and/or that of the data/control
channels are such that from the received beacon signal
or signals, a receiver can predict the signal quality of the

data/control channels, and/or compare the signal quality
from multiple transmitters.
[0059] In some embodiments, the transmission power
of the base station beacon signal is the same for each
base station. In some embodiments, the transmission
power of the user beacon signal is the same for each of
the wireless terminals transmitting user beacon signals.
In some embodiments, the transmission power of base
station and user beacons are the same. In some embod-
iments, the data/control channels are sent at a transmis-
sion power, which is a function of the transmission power
of the beacon signal. For example, the per minimum
transmission unit transmission power of the data chan-
nel, at a given coding and modulation rate, is a fixed dB
amount, e.g., 10 dBs or 16 dBs, below the transmission
power of the beacon signal.
[0060] With regard to Figure 6, operation of the exem-
plary method starts in step 601, where the wireless ter-
minal is powered on and initialized and proceeds to step
602 for each link being considered. In step 602 the wire-
less terminal receives a beacon signal from a transmitter,
e.g., an infrastructure base station transmitter or a wire-
less terminals transmitter, and then, in step 604 the wire-
less terminal measures the received power. Operation
proceeds from step 604 to step 606. In step 606, the
wireless terminal then predicts the received power of user
data signals, e.g., a data/control traffic channel, assum-
ing that the wireless terminal is receiving the channel
from the transmitter, using the known power relationship
between the traffic channel and the beacon signal. In
step 608, the wireless terminal further measures the
background noise and interference. Then, in step 610,
the wireless terminal predicts the signal quality, e.g., sig-
nal-to-noise ratio (SNR) of a data session if the wireless
terminal is to set up a session with the device, e.g., base
station or wireless terminal, corresponding to the trans-
mitter, and sees whether the signal quality and thus the
data rate of the data session are sufficient. In some cas-
es, the wireless terminal may, and sometimes does, re-
ceive beacon signals from multiple transmitters. In step
61.1, the wireless terminal compares the signal quality
from those transmitters considered and selects a proper
one with which to communicate, thus selecting the base
station or wireless terminal corresponding to the selected
transmitter.
[0061] Figure 7 illustrates a ladder diagram 700 of an
exemplary methods of using beacon and/or broadcast
channels to temporarily convert infrastructure spectrum
band for non-infrastructure based service implemented
in accordance with various embodiments. Unlike some
of the other embodiments presented, this exemplary em-
bodiment has an infrastructure band but does not need
a fixed non-infrastructure band..
[0062] The vertical axis 702 represents time. The in-
frastructure base station 704 checks (708) whether there
is any wireless terminal using the normal service provid-
ed by the infrastructure base station, such as normal FDD
or TDD service. The normal service is referred to as in-
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frastructure based service. If the answer is no, then the
infrastructure base station can convert (710) the infra-
structure spectrum band to become a non-infrastructure
band, which can be used by non-infrastructure based
service, such as peer-to-peer communication service. To
do so, the base station sends at least one of a beacon
signal (712) and a non-beacon broadcast signal (714) to
indicate that the infrastructure band has been converted
to non-infrastructure band. Upon the reception of that
signal, the wireless terminals, e.g., wireless terminal 706,
in the area can start to use non-infrastructure service in
the band (716).
[0063] At a later time, the infrastructure base station
704 may decide (718) to return the spectrum band to the
infrastructure based service. The infrastructure base sta-
tion in some embodiments does so because of at least
one of the following reasons: 1) the infrastructure base
station senses that some wireless terminals may need
the infrastructure based service; 2) some timer has ex-
pired, in which case the timer is used to control the time
duration of the infrastructure spectrum band being used
as a non-infrastructure band. To do so, the base station
704 sends at least one of a beacon signal (720) and a
non-beacon broadcast signal (722) to indicate that the
infrastructure band has returned to the infrastructure
based service. Upon the reception of that signal, the wire-
less terminals in the area, e.g., wireless terminal 706,
can cease to use non-infrastructure service in the band
(724). For example, if a wireless terminal has an on-going
peer-to-peer communication session, the wireless termi-
nal shall stop or suspend the session.
[0064] Figure 8 illustrates in drawing 800 two exem-
plary ad hoc networks (801, 851) in two geographic areas
(806, 856), respectively, implemented in accordance with
various embodiments.
[0065] The ad hoc network 801 in geographic area A
806 includes a number of terminals, such as a. first wire-
less terminal 802 and a second wireless terminal 804,
and a special transmitter 808, which transmits a system
beacon signal in accordance with the exemplary embod-
iment. The wireless terminals, in some embodiments,
use the system beacon signal as a system reference sig-
nal. The special transmitter in some embodiments is cou-
pled to a big network, e.g., the Internet, through a network
node 810, e.g., via a wired link. The special transmitter
808, in some embodiments, is also used to have peer-to-
peer sessions with a wireless terminal. Alternatively, in
some embodiments the transmitter may be, and some-
times is a standalone unit.
[0066] The ad hoc network 851 in geographic area B
856 includes a number of terminals, such as a third wire-
less terminal 852 and a fourth wireless terminal 854, and
a special transmitter 858, which transmits a system bea-
con signal in accordance with the exemplary embodi-
ment. The special transmitter in some embodiments is
coupled to a big network, e.g., the Internet, through a
network node 860, e.g., via a wired link.
[0067] In this exemplary embodiment, the spectrum

availability is a function of the environment. Here, infra-
structure spectrum bands may not exist. For example,
drawing 900 of Figure 9 shows exemplary spectrum
bands available in geographic area A 806 and in geo-
graphic area B 856. Those spectrum bands arc non-in-
frastructure.
[0068] The horizontal axis 905 represents frequency.
The upper portion 901 of the Figure 9 shows that there
are two spectrum bands, 902 and 904, available for use
in the ad hoc network 801 in geographic area A 806. The
lower portion 903 of Figure 9 shows that there are two
spectrum bands, 906 and. 908, available for use in the
ad hoc network 851 in geographic area B 856. In the
exemplary scenario shown in Figure 9, the spectrum
bands 904 and 908 are identical. In other words, part of
the spectrum bands available in area A and area B (904
and 908) are the same, while the rest (902 and 906) are
different.
[0069] One reason that a different set of spectrum
bands are available in a different area is that a spectrum
band may have been allocated to other services in some
geographic area but can be made available in another
area. When a wireless terminal moves into area A or area
B, the wireless terminal needs to first figure out which
spectrum bands are available for use, so that the wireless
terminal does not cause interference or disruption to ex-
isting services.
[0070] To help the wireless terminal to figure out the
spectrum availability in a given area, in accordance with
a feature of some embodiments, a special transmitter
transmits a system beacon signal in each of the spectrum
bands that are available for use in the vicinity of the ge-
ographical area in which the special transmitter is locat-
ed. The beacon signal is a special signal that occupies
a small fraction of the total minimum transmission units
in the available spectrum. In some embodiments, the
beacon symbols of the beacon signal occupy no more
than 0.1% of the total minimum transmission units in the
available spectrum air link resource. A minimum trans-
mission unit is the minimum unit of resource to use for
communication. In some exemplary frequency division
multiplexing systems, e.g., some OFDM systems, a min-
imum transmission unit is a single tone over a symbol
transmission period, sometimes referred to as an OFDM
tone-symbol. In addition, the transmission power of the
beacon symbols per minimum transmission unit is much
higher, e.g., in some embodiments at least 10 dB higher,
than the average transmission power of data and control
signals per minimum transmission unit when the trans-
mitter is in an ordinary data session. In some such em-
bodiments, the transmission power af the beacon signal’s
beacon symbols per minimum transmission unit is at
least 16 dBs higher than the average transmission power
of data and control signals per minimum transmission
unit when the transmitter is in an ordinary data session.
[0071] Drawing 1000 of Figure 10 illustrates exemplary
system beacon signals transmitted in exemplary ad hoc
networks (801, 851) in two different geographic areas
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(806, 856), respectively. The upper portion 1002 illus-
trates the system beacon signal transmitted by the spe-
cial transmitter 808 in area A 806 and the lower portion
1004 illustrates the system beacon signal transmitted by
the special transmitter 858 in area B 856.
[0072] In either the upper or the lower portion (1002,
1004), the horizontal axis 1006 represents frequency and
the vertical axis 1008 represents time.
[0073] Recall from Figure 9 that spectrum bands 902
and 904 are available in area A 806. The upper portion
1002 of Figure 10 shows that the special transmitter 808
transmits the system beacon signal burst 1010 including
beacon symbol(s) 1012 at time t1 1014 in spectrum band
902 , and transmits the system beacon signal burst 1016
including beacon symbol(s) 1018 at time t2 1020 in spec-
trum band 904 . The transmitter 808 then repeats the
above procedure and transmits the system beacon signal
burst 1022 including beacon symbol(s) 1024 at time t3
1026 in spectrum band 902 and transmits the system
beacon signal burst 1028 including beacon symbol(s)
1030 at time t4 1032 in spectrum band 904, and so on.
In some embodiments, the beacon signal bursts 1010
and 1022 are identical, e.g., the beacon symbols occupy
the same positions in a beacon burst. In some embodi-
ments, the beacon signal bursts 1010, 1022 vary, e.g.,
the positions of the beacon symbols(s) change in accord-
ance with a predetermined hopping sequence being im-
plemented by beacon transmitter 808. In some the bea-
con signal bursts 1016 and 1028 are identical. In some
embodiments the beacon signal bursts 1016 and 1028
vary, e.g., in accordance with a predetermined hopping
sequence being implemented by beacon transmitter 808.
In some embodiments, the beacon signal bursts 1010
and 1016 are similar, e.g., the beacon symbols occupy
the same relative positions in the beacon burst.
[0074] Recall from Figure 9 that spectrum bands 906
and 908 are available in area B 856. The lower portion
1004 of Figure 10 shows that the special transmitter 858
transmits the system beacon signal burst 1034 including
beacon symbol(s) 1036 at time t5 1038 in spectrum band
906 and transmits the system beacon signal burst 1040
including beacon symbol(s) 1042 at time t6 1044 in spec-
trum band 908 . The transmitter 858 then repeats the
above procedure and transmits the system beacon signal
burst 1046 including beacon symbol(s) 1048 at time t7
1050 in spectrum band 906 and transmits the system
beacon signal burst 1052 including beacon symbol(s)
1054 at time t8 1056 in spectrum band 908, and so on.
[0075] In an exemplary embodiment, at a given time,
a special transmitter transmits at most one beacon signal
burst in a spectrum band. The special transmitter hops
across each of the available spectrum bands, succes-
sively from one spectrum band to another, and transmits
the beacon signal burst in each band at a given time. For
example, in the embodiment shown in Figure 10, times
t1 1014, t2 1020, t3 1026, t4 1032 do not overlap with
each other. However, it is also possible that in other em-
bodiments the transmitter may, and sometimes does, si-

multaneously transmit multiple beacon signals, each in
a different spectrum band.
[0076] In the example of drawing 1000 of Figure 10,
with respect to the transmitter 808 in area A, t4 > t3 > t2
> t1, and with respect to the transmitter 858 in area B, t8
> t7 > t6 > t5. However, the drawing does not intend to
show that a timing relationship between t5 and t4 exists
such that t5 is necessarily greater than t4. For example,
the range of time including (t1, t2, t3, t4) and the range
of time including (t5, t6, t7, t8) may, and sometimes docs,
at least partially overlap. In some embodiments, the two
transmitters (808, 858) operate independently from one
another and are not intentionally timing synchronized. In
some embodiments, the two transmitters (808, 858) have
timing structures which are coordinated, e.g., synchro-
nized with respect to one another.
[0077] Figure 11 provides a detailed illustration of an
exemplary wireless terminal 1100 implemented in ac-
cordance with the present invention. The exemplary ter-
minal 1100, depicted in Figure 11, is a detailed represen-
tation of an apparatus that may be used as any one of
terminals 102 and 104 depicted in Figure 1. In the Figure
11 embodiment, the wireless terminal 1100 includes a
processor 1104, a wireless communication interface
module 1130, a user input/output interface 1140 and
memory 1110 coupled together by bus 1106. According-
ly, via bus 1106 the various components of the wireless
terminal 1100 can exchange information, signals and da-
ta. The components 1104, 1106, 1110, 1130, 1140 of the
wireless terminal 1100 are located inside a housing 1102.
[0078] The wireless communication interface 1130
provides a mechanism by which the internal components
of the wireless terminal 1100 can send and receive sig-
nals to/from external devices and another terminal. The
wireless communication interface 1130 includes, e.g., a
receiver module 1132 and a transmitter module 1134,
which are connected with a duplexer 1138 with an an-
tenna 1136 used for coupling the wireless terminal 1100
to other terminals, e.g., via wireless communications
channels.
[0079] The exemplary wireless terminal 1100 also in-
cludes a user input device 1142, e.g., keypad, and a user
output device 1144, e.g., display, which are coupled to
bus 1106 via the user input/output interface 1140. Thus,
user input/output devices 1142, 1144 can exchange in-
formation, signals and data with other components of the
terminal 1100 via user input/output interface 1140 and
bus 1106. The user input/output interface 1140 and as-
sociated devices 1142, 1144 provide a mechanism by
which a user can operate the wireless terminal 1100 to
accomplish various tasks. In particular, the user input
device 1142 and user output device 1144 provide the
functionality that allows a user to control the wireless ter-
minal 1100 and applications, e.g., modules, programs,
routines and/or functions, that execute in the memory
1110 of the wireless terminal 1100.
[0080] The processor 1104 under control of various
modules, e.g., routines, included in memory 1110 con-
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trols operation of the wireless terminal 1100 to perform
various signaling and processing. The modules included
in memory 1110 are executed on startup or as called by
other modules. Modules may exchange data, informa-
tion., and signals when executed. Modules may also
share data and information when executed. In the Figure
11 embodiment, the memory 1110 of wireless terminal
1100 includes a signaling/control module 1112 and sig-
naling/control data 1114.
[0081] The signaling/control module 1112 controls
processing relating to receiving and sending signals, e.g.,
messages, for management of state information storage,
retrieval, and processing. Signaling/control data 1114 in-
cludes state information, e.g., parameters, status and/or
other information relating to operation of the wireless ter-
minal. In particular, the signaling/control data 1114 in-
cludes various configuration information 1116, e.g., the
page monitoring interval, the frequency location of infra-
structure spectrum band and non-infrastructure spec-
trum band, the timing and/or frequency reference infor-
mation of the beacon signal received from the infrastruc-
ture base station, and the power relationship between
the beacon signal and the data/control traffic channel.
The module 1112 may, and sometimes does, access
and/or modify the data 1114, e.g., update the configura-
tion information 1116. The module 1112 also includes a
module 1113 for receiving system info and timing info on
non-infrastructure band from infrastructure base station;
module 1115 for using system and timing info in non-
infrastructure band; module 1117 for suspending session
in non-infrastructure band and monitoring pages in infra-
structure band; and module 1119 for predicting signal
quality of a data session from received beacon signal
power from a transmitter.
[0082] Figure 12 comprising the combination of Figure
12A and Figure 12B is a flowchart 1200 of an exemplary
method of operating a wireless terminal to communicate
with another communications device in accordance with
various embodiments. Operation starts in step 1202,
where the wireless terminal is powered on and initialized
and proceeds to step 1204. In step 1204, the wireless
terminal receives a first signal from a. first communica-
tions band, said first signal being from a first communi-
cations device which broadcasts on a recurring basis,
said first communications device and said another com-
munications device being different communications de-
vices. Operation proceeds from step 1204 to step 1206.
[0083] In step 1206, the wireless terminal determines,
based on the first signal, a first time interval to be used
for transmitting a second signal to said another commu-
nications device. Then, in step 1208, the wireless termi-
nal determines based on the first signal a second time
interval to be used for receiving signals from devices oth-
er than the first communications device. Operation pro-
ceeds from step 1208 to step 1210.
[0084] In step 1210, the wireless terminal derives fre-
quency information from the received first signal. Step
1210 includes sub-step 1211 in which the wireless ter-

minal determines a second communications band based
on the received first signal. Operation proceeds from step
1210 to step 1212 in which the wireless terminal derives
a parameter form the received first signal. Operation pro-
ceeds from step 1212 to step 1214 in which the wireless
terminal receives another signal from the first communi-
cations device, and then in step 1216 the wireless termi-
nal derives a second parameter from another signal re-
ceived from said first communications device. Operation
proceeds from step 1216 to step 1218.
[0085] In step 1218, the wireless terminal determines
at least one transmit frequency to be used for transmitting
said second signal from the derived frequency informa-
tion. Operations proceed from step 1218 via connecting
node A 1220 to step 1222 of Figure 12B.
[0086] In stop 1222, the wireless terminal generates a
second signal as a function of one of device identifier
corresponding to said wireless terminal and a user iden-
tifier corresponding to a user of said wireless terminal.
Then, in step 1224, the wireless communications device
transmits said second signal to said another communi-
cations device during said first time interval. Step 1224
includes sub-step 1225 in which the wireless terminal
transmits said second signal into said second communi-
cations band, which is different from said first communi-
cations band. Operation proceeds from step 1224 to step
1226.
[0087] In step 1226, the wireless terminal determines
at least one additional transit time as a function of said
parameter derived from said first signal. Step 1226 in-
cludes sub-step 1227, in which the wireless terminal uses
a time hopping function which uses said parameter
and/or said second parameter as input parameters. Op-
eration proceeds from step 1226 to step 1228.
[0088] In step 1228, the wireless terminal establishes
a peer to peer communications session with said another
device using timing synchronization information derived
from said first signal. Then, in step 1230, the wireless
terminal exchanges user data as part of said peer to peer
communications session, said user data including at
least one of voice data, other audio data, image data,
text data and file data, said peer to peer communications
session being conducted directly between said wireless
terminal and said another device over a direct airlink.
[0089] In some embodiments the first and second com-
munications bands are non-overlapping. In various em-
bodiments, the first and second communications bands
are partially overlapping. In some embodiments, the sec-
ond signal includes a beacon signal burst, e.g., an OFDM
beacon signal burst including at least one beacon sym-
bol. In some embodiments, the second signal is a pseudo
noise sequence signal transmitted over the frequency
spectrum of the second frequency band. In some em-
bodiments both the first and second signals are OFDM
signals. In some embodiments, both the first and second
signals are CDMA signals. In some embodiments, both
the first and second signals are GSM signals. In some
embodiments the first signal is a GSM signal and the
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second signal is an OFDM signal. In some embodiments,
the first signal is a CDMA signal and the second signal
is an OFDM signal. In various embodiments, the first sig-
nal is a satellite broadcast signal, e.g., a GPS signal, a
timing reference signal, a reference signal obtained from
a geostationary satellite, a signal from a satellite TV
and/or radio broadcast, etc., and the second signal is a
terrestrial broadcast signal. The terrestrial broadcast sig-
nal is, e.g., from a fixed position base station, from a fixed
position special transmitters, e.g., a beacon transmitter,
or from a movable transmitter temporarily stationed at a
fixed site to provide a reference such as a beacon signal,
to be available for use by mobile nodes in the vicinity for
a peer to peer network. In some embodiments, the first
signal is received from a terrestrial cellular network and
the wireless terminal is a mobile handset.
[0090] One exemplary embodiment will now be de-
scribed corresponding to flowchart 1200 of Figure 12.
The wireless terminal is a first mobile node, and the an-
other communications device is a second mobile node
which participates in a peer to peer communications ses-
sion with the first mobile node. The first communications
device is a device such as a base station, special beacon
transmitter, satellite, etc., which provides reference in-
formation to be used by the wireless terminal and another
communications device. The first signal is an OFDM bea-
con signal burst including at least one beacon symbol,
e.g., a high energy tone, transmitted into the first frequen-
cy band. The another signal is, e.g., a non-beacon broad-
cast signal transmitted from the first communications de-
vice. Reference timing information is derived from the
first signal and used in determining a time for the wireless
terminal to receive beacon signals from other wireless
terminals, e.g., peers, and in determining a time to trans-
mit its own user beacon signal. The second signal is an
OFDM user beacon signal burst including at least one
beacon symbol, which is generated as a function of an
identifier associated with the wireless terminal or wireless
terminal user. From the received first signal the wireless
terminal derives the second communications band,
which is the communications band to be used for peer
to peer communications, which includes transmit fre-
quencies of the user beacon to be generated by the wire-
less terminal. In this embodiment, the first and second
communications bands are non-overlapping. Thus the
wireless terminal’s user beacon and peer to peer user
data are communicated into the same band, the second
communications band. First and second parameters are
input control parameters used in a time hopping se-
quence associated with user beacon signals generated
and transmitted by the wireless terminal. For example,
one of first and second parameters may provide an indi-
cation or notion of time and the other may provide an
identifier associated with the transmitter. The wireless
terminal time hops the relative position of the beacon
burst within a time window from one beacon burst to the
next, in accordance with the hopping sequence using the
input control parameters.

[0091] Figure 13 is a drawing of an exemplary wireless
terminal 2300, e.g., mobile node, implemented in accord-
ance with various embodiments. Exemplary wireless ter-
minal 2300 includes a receiver module 2302, a transmis-
sion module 2304, a coupling module 2303, a processor
2306, user I/O devices 2308, a power supply module
2310 and memory 2312 coupled together via a bus 2314
over which the various elements may interchange data
and information. Memory 2312 includes routines 2316
and data/information 2318. The processor 2306, e.g., a
CPU, executes the routines and uses data/information
2318 in memory 2312 to control the operation of the wire-
less terminal 2300 and implement methods.
[0092] Coupling module 2303, e.g., a duplex module,
couples the receiver module 2302 to antenna 2305 and
the transmission module 2344 to antenna 2305. Power
supply module 2312, which includes a battery 2311, is
used to power up the various components of the wireless
terminal. Power is distributed from the power supply mod-
ule 2310 to the various components (2302, 2303, 2304,
2306, 2308, 2312), via a power bus 2309. User I/O de-
vices 2308 include, e.g., keypad, keyboard, switches,
mouse, microphone, speaker, display, etc. User I/O de-
vices 2308 are used for operations including inputting
user data, accessing output user data, and controlling at
least some functions and operations of the wireless ter-
minal, e.g., initiating a peer to peer communications ses-
sion.
[0093] Routines 2316 include a transmission interval
timing determination. module 2320, a receive interval tim-
ing determination module 2322, a transmission band
control module 2324, a peer to peer communications
band determination module 2326, a second signal gen-
eration module 2328, an additional transmit time deter-
mination module 2330, a peer to peer communications
establishment module 2332, a peer to peer session man-
agement module 2334, a frequency information recovery
module 2336, and a transmission frequency determina-
tion module 2338. Data/information 2318 includes a re-
ceived 1st signal 2340, a determined first time interval
2342, 1st frequency band information 2358, a second sig-
nal 2344, a determined 2nd time interval 2346, 2nd fre-
quency band information 2360, device identification in-
formation 2362, user identification information 2364, time
hopping function information 2348, a first time hopping
function input parameter 2350, a second time hopping
function input parameter 2352, a plurality of transmit
times corresponding to beacon burst transmissions
(transmit time for beacon burst 1 2354, ..., transmit time
for beacon burst n 2356), conveyed frequency informa-
tion 2366, and peer to peer session information 2368.
The peer to peer session information 2368 includes peer
identification information 2370, received user data 2372,
user data to be Transmitted 2374, and transmit frequency
information 2376.
[0094] Receiver module 2302, e.g., a receiver, re-
ceives a first signal from a first communication band, said
first signal being from a first communications device
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which broadcasts on a recurring basis. The first commu-
nications device is a different communications device
than the communications device with which wireless ter-
minal 2300 has a communications session. Information
representing the received 1st signal 2340 is stored in
memory 2312, and 1st frequency band information 2358
identifies the frequency band to which the receiver mod-
ule is tuned when receiving the 1st signal. The 1st signal
is, e.g., a broadcast signal used to obtain a timing refer-
ence by the wireless terminal 2300. Receiver module
2302 also receives signals from other communication de-
vices, e.g., a part of communications sessions such as
peer to peer communications sessions. Some of the re-
ceived signals include user data 2372. In some embod-
iments, receiver module 2302 supports a plurality of sig-
naling technologies, e.g., the first signal which is used
as a reference may be and sometimes is a different tech-
nology than the technology used for peer to peer com-
munications sessions.
[0095] Transmission module 2304, e.g., an OFDM
transmitter, is used for transmitting a second signal 2344
to a communications device, e.g., a peer wireless termi-
nal, during a determined 1st time interval 2342. In some
embodiments, the second signal 2344 includes a beacon
signal burst, e.g., an OFDM beacon signal burst including
at least one beacon symbol. Transmission module 2304
also transmits user data 2344, as part of a peer to peer
communications session using transmit frequency infor-
mation 2376.
[0096] Transmission interval timing determination
module 2322 determines, based on the received 1st sig-
nal 2340, a first time interval 2342 to be used for trans-
mitting 2nd signal 2344, e.g., a WT 2300 beacon signal
burst, to another communications device, e.g., a peer
wireless terminal. Receive interval timing determination
module 2322 determines, based on the received 1st sig-
nal 2340, a 2nd time interval 2346 to be used for receiving
signals from devices other than the device* which trans-
mitted the 1st signal. In some embodiments, the 2nd time
interval is a time interval in which wireless terminal 2300
is to receive and monitor for beacon signals from another
communications device, e.g., peer wireless terminal.
[0097] Transmission band control module 2324 con-
trols the wireless terminal 2300 to transmit the 2nd signal
2344, e.g., WTs 2300’s beacon signal burst, in a second
communications band identified by 2nd frequency band
information 2360. In some embodiments, the 2nd fre-
quency band is different from the 1st frequency band. For
example, the wireless terminal 2300 receives a broad-
cast signal used for timing synchronization in a 1st band
and transmits its user beacon in a 2nd frequency band,
which is a different band.
[0098] Peer to peer communications band determina-
tion module 2326 determines, prior to transmitting the
2nd signal 2344 the 2nd communication band based. on
the 1st received communications signal 2340. Thus peer
to peer communications band determination module
2326 determines 2nd frequency band information 2360.

In some embodiments, the 1st and 2nd frequency bands
are non-overlapping frequency bands. In some embod-
iments, the 1st and 2nd frequency bands are partially over-
lapping frequency bands.
[0099] Second signal generation module 2328, gener-
ates 2nd signal 2344, prior to transmitting the second sig-
nal as a function of one of a device identifier 2362 cor-
responding to the wireless terminal and, a user identifier
2364 corresponding to a user of wireless terminal 2300.
In some embodiments, second signal generation module
2328 generates signaling including beacon signal bursts,
e.g., OFDM beacon signal bursts including at least one
beacon symbol. In some embodiments, the second sig-
nal is a pseudo noise sequence transmitted over the sec-
ond frequency band.
[0100] Additional transmit time determination module
2330 determines at least one additional transmit time as
a function of a parameter derived from the 1st signal, e.g.,
time hopping function input parameter 1 2350. The ad-
ditional transmit time determination module 2330 uses a
time hopping function which uses parameter 2350 as an
input. Time hopping function information 2348 includes,
e.g., information defining the time hopping sequence. In
some embodiments, the time hopping function uses a
second input parameter 2352 derived from another signal
received from the communications device which trans-
mitted the 1st broadcast signal. For example, the another
signal may be, and sometimes is, a non-beacon broad-
cast signal communicating the 2nd input parameter. The
another signal may be, and sometimes is, another bea-
con signal burst.
[0101] Peer to peer communications establishment
module 2332 is used to establish a peer to peer commu-
nications session with another device, e.g., a. peer node,
using timing synchronization information derived from
the received 1st signal 2340.
[0102] Peer to peer session management module
2334 controls the exchange of used data including at
least one of voice data, text data, and image data, said
peer to peer communications session being conducted
directly between the wireless terminal and another de-
vice, e.g., peer wireless terminal, over a direct air link.
[0103] Frequency information recovery module 2336
recovers conveyed frequency information 2366 from the
received 1st signal 2340, prior to transmitting the second
signal 2344, deriving frequency information from the re-
ceived 1st signal 2340. For example, the 1st signal con-
veyed information identifying the 2nd frequency band, the
2nd frequency band to be used by wireless terminal 2300
for transmitting its user beacon signal and for peer to
peer user data communications.
[0104] Transmission frequency determination module
2338 determines at least one transmit frequency to be
used for transmitting the second signal from derived fre-
quency information. Information including in 2376 is an
output of module 2338. Transmit information 2376 in-
cludes, e.g., frequency band information and/or individ-
ual tone identification information. In some embodi-
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ments, transmit frequency information identifies OFDM
tones used to convey beacon symbols of beacon signal
bursts to be transmitted by wireless terminals 2300. In
some such embodiments, beacon symbol tones are tone
hopped from one burst to another in a sequence of bursts
in accordance with a tone hopping sequence.
[0105] In some embodiments, both the first and second
signals are OFDM signals. In some embodiments, the
first signal is a GSM signal and the second signal is an
OFDM signal. In some embodiments, the first signal is a
CDMA signal and the second signal is an OFDM signal.
In some embodiments, the first signal is a satellite broad-
cast signal and the second signal is a terrestrial broadcast
signal. In some embodiments, the first signal is received
from a terrestrial cellular network and the wireless termi-
nal is a mobile handset.
[0106] Figure :14 is a drawing of a flowchart 1300 of
an exemplary method of operating a wireless terminal
which supports both peer to peer communications and
communications with a base station in accordance with
various embodiments. Operation starts in step 1302,
where the wireless terminal is powered on and initialized
and proceeds to step 1304. In step 1304, the wireless
terminal receives a first signal from a first communica-
tions band, the first signal being from a base station. Op-
eration proceeds from step 1304 to step 1306. In step
1306, the wireless terminal determines the frequency of
a second communications band from the first signal, and
in step 1308, the wireless terminal determines an interval
of time during which the wireless terminal is to monitor
for a second signal in the second communications band,
the determination of the time interval being based on in-
formation communicated by the first signal, e.g., a time
reference communicated. Operation proceeds from step
1308 to step 1310.
[0107] In step 1310, the wireless terminal determines
from said first signal Link the quality of a first link between
said base station and said wireless terminal, and in step
1312, the wireless terminal predicts a first data through-
put to the base station based on the first determined link
quality. Step 1312 includes sub-step 1314, in which the
wireless terminal uses maximum transmission power in-
formation in the first lime quality determination. The max-
imum transmission power information includes, e.g., at
least one of a government restriction on maximum trans-
mission power and device output capability. Operation
proceeds from step 1312 to step 1316.
[0108] In step 1316, the wireless terminal monitors dur-
ing said determined time interval to receive said second
signal, and then in step 1318, the wireless terminal re-
ceives said second signal from the second communica-
tions band, said second communications band being dif-
ferent from the first communications band, said second
signal being from a peer wireless terminal. In some em-
bodiments, the first and second signal each include at
least one beacon signal burst.
[0109] Operation proceeds from step 1318 to step
1320. In step 1320, the wireless terminal predicts a sec-

ond data throughput to the peer wireless terminal based
on the second determined link quality. Step 1320 in-
cludes sub-step 1322 in which the wireless terminal uses
maximum transmission power information in the second
link quality determination. The maximum transmission
power information includes, e.g., at least one of a gov-
ernment restriction on maximum transmission power and
device output capability. Operation proceeds from step
1320 to step 1324, in which the wireless terminal selects
between said first and second links for a communications
session based on the determined quality of the first and
second links. Step 1324 includes alternative sub-steps
1326, 1328, and 1330.
[0110] In alternative sub-step 1326, the wireless ter-
minal selects the one of the first and second links having
a higher data throughput. In alternative sub-step 1328,
the wireless terminal performs the selection as a function
of energy required to maintain said first and second links,
said selecting including selecting the one of the first and
second links satisfying a link quality requirement and also
requiring the least amount of energy to maintain. In al-
ternative sub-step 1330, the wireless terminal performs
selection as a function of a lest cost routing determination
that takes into consideration an economic cost associat-
ed with using individual ones of said first and second
links.
[0111] Figure 15 is a drawing of an exemplary wireless
terminal 2400, e.g., mobile node, implemented in accord-
ance with various embodiments. Exemplary wireless ter-
minal 2400 supports both peer to peer communications
and communications via a base station. Exemplary wire-
less terminal 2400 includes a receiver module 2402, a
transmitter module 2404, a processor 2406, user I/O de-
vices 2408, a memory 2410 coupled together via a bus
2412 over which the various element may exchange data
and information. Memory 2410 includes routines 2414
and data/information 2416. The processor 2406, e.g., a
CPU, executes the routines 2414 and uses the data/in-
formation 2416 in memory 2410 to control the operation
of the wireless terminal 2400 and implement methods.
[0112] Receiver module 2402, e.g., an OFDM receiver,
is coupled to receive antenna 2403 via which the wireless
terminal 2400 receives signals from base stations and
other wireless terminals. Transmitter module 2404, e.g.,
an OFDM transmitter, is coupled to transmit antenna
2405 via which the wireless terminal 2400 transmits sig-
nals to base stations and to other wireless terminals. In
some embodiments, the same antenna is used for both
the receiver and transmitter modules (2402, 2404).
[0113] User I/O devices 2408 include, e.g., keypad,
keyboard, switches, mouse, microphone, speaker, dis-
play, etc. User I/O devices 2408 are used for operations
including inputting user data, accessing output user data,
and controlling at least some functions and operations
of the wireless terminal, e.g., initiating a communications
session.
[0114] Routines 2414 include a communications rou-
tine 2418 and wireless terminal control routines 2420.
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The communications routine 2418 implements the vari-
ous communications protocols used by the wireless ter-
minal 2400. The wireless terminal control routines 2420
include a base station link quality determination module
2422, a peer to peer link quality determination module
2424, a link selection module 2426, a beacon burst
processing module 2428, a user data recovery module
2430, a first data throughput determination module 2432,
a second data throughput determination module 2434, a
power requirement estimation module 2436, a routing
cost determination module 2438, a frequency band de-
termination module 2440, a monitor interval determina-
tion module 2442, and a peer to peer signal monitoring
module 2444.
[0115] Data/information 2416 includes a received 1st

signal 2446, 1st frequency band information 2448, base
station identification information corresponding to the
base station which transmitted the 1st signal 2450, re-
covered 1st link information 2452, predicted 1st link data
throughput 2454, estimated amount of energy required
to maintain 1st link 2456, routing cost determination as-
sociated with 1st link 2458, determined 1st link quality
2460, received 2nd signal 2462, 2nd frequency band in-
formation 2464, peer wireless terminal identification in-
formation corresponding to the peer wireless terminal
which transmitted the 2nd signal 2465, recovered 2nd link
information 2466, predicated 2nd link data throughput
2468, estimated amount of energy required to maintain
2nd link 2470, routing cost determination associated with
2nd link 2472, determined 2nd link quality 2474, selected
link information 2476, recovered user data 2478, stored
maximum transmission power information 2480, stored
link quality requirement information 2486, and deter-
mined interval of time to monitor for second signals 2488.
Stored maximum Transmission power information 2480
includes government restriction information 2482 and de-
vice output capability information 2484.
[0116] Receiver module 2402 receives at 1st signal
from a 1st communication band, the first signal being from
a base station. Received 1st signal 2446 includes infor-
mation representing the 1st signal which was received in
the band identified by 1st frequency band information
2448 and was transmitted by the base station identified
in information 2450. Receiver module 2402 also receives
a second signal from a second communications band
which is different from the first communications band,
said second signal being from a peer wireless terminal.
Received 2nd signal 2462 includes information represent-
ing the 2nd signal which was received in the band iden-
tified by 2nd frequency band information 2464 and was
transmitted by the peer wireless terminal identified in in-
formation 2465. In some embodiments, the first and sec-
ond signals each include at least one beacon signal burst,
e.g., an OFDM beacon signal burst including at least one
beacon symbol.
[0117] Base station link quality determination module
2422 determines, from the first signal, link quality of a
first link between a base station which transmitted the

first signal and the wireless terminal 2400, and deter-
mined 1st link quality 2460 is an output of module 2422.
Peer to peer link quality determination module 2424 de-
termines, from the second signal, link quality of a second
link between a peer wireless terminal which transmitted
the second signal and the wireless terminal 2400, and
determined 2nd link quality 2474 is an output of module
2424.
[0118] Link selection module 2426 selects between 1st

and 2nd links, for a communications session, based on
the determined quality of the first and second links. De-
termined 1st link quality 2460 and determined 2nd link
quality 2474 are inputs to link selection module 2426 and
selected link information 2476 is an output of link selec-
tion module 2426 which identifies the selected link.
[0119] Beacon burst processing module 2428 recov-
ers link information from beacon signal bursts (recovered
1st link information 2452 corresponding to 1st signal, re-
covered 2nd link information 2466 corresponding to 2nd

signal). User data recovery module 2430 recovers user
data 2478 from non-beacon signals used to communi-
cate user data as part of a communications session. At
some times the recovered user data 2478 is from a peer
to peer communication session, while at other times the
recovered. user data is from a communications session
in which the user data is relayed through a base station
serving as an access node.
[0120] First data throughput determination module
2432 predicts a first data throughput 2454 to the base
station based on the first determined link quality 2460.
Second data throughput determination module 2434 pre-
dicts a second data throughput 2468 to the peer wireless
terminal based on the second determined link quality
2474. Link selection module 2426 includes a throughput
based selection module for selecting the one of the first
and second link having the higher data throughput. First
data throughput determination module 2432 uses the
stored maximum transmission power information 2480
in predicting the first data throughput 2454. Second data
throughput determination module 2434 uses the stored
maximum transmission power information 2480 in pre-
dicting the second data throughput 2468.
[0121] Power requirement estimation module 2436 es-
timates the amount of energy required to maintain the
1st and 2nd links (estimated amount of energy required
to maintain 1st link 2456, estimated amount of energy
required to maintain 2nd link 2470). Link selection module
2426 also performs selection between first and second
links for a communications session as a function of en-
ergy required to maintain first and second links, said se-
lecting including selecting the one of the 1st and 2nd links
satisfying a link quality requirement 2486 and also re-
quiring the least amount of energy to maintain.
[0122] Routing cost determination module 2438 per-
forms a routing cost determination, that takes into con-
sideration economic costs associated with using individ-
ual ones of the first and second links. Routing cost de-
termination associated with 1st link 2458 and routing cost
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determination associated with 2nd link 2472 are outputs
of module 2438. Link selection module 2426 also per-
forms selection between first and second links as a func-
tion of least cost routing determination, e.g., using info
(2458, 2472) that takes into consideration economic
costs associated with individual ones of the first and sec-
ond links.
[0123] Frequency band determination module 2440
determines, prior to receiving the second signal, the fre-
quency band of the second signal from the first signal.
Thus a base station identifies the frequency band to be
used for peer to peer communications in its vicinity. Mon-
itor interval determination module 2442 determines an
interval of time during which said wireless terminal 2400
is to monitor for second signals 2488, e.g., a time interval
for wireless terminal 2400 to search for user beacon sig-
nals from peer nodes. Peer to peer signal monitoring
module 2444 monitors for a signal from a peer wireless
terminal during the interval identified to receive second
signals, e.g., peer to peer signal monitoring module 2444
monitors for user beacon signal bursts from peer nodes.
[0124] In some embodiments, the selection module
2426 changes selection criteria and/or re-weights selec-
tion criteria as a function of base station identification
information, peer identification information, priority infor-
mation, type of information anticipated to be communi-
cated, wireless terminal 2400 current conditions, and/or
latency requirements. For example, selection module
2426, in some embodiments, heavily weights the selec-
tion as a function of energy requirements, when a low
battery power condition is detected in wireless terminal
2400. As another example, selection module 2426 heav-
ily weights the selection based on predicted data through-
put when a large amount of time critical data is anticipated
to be communicated.
[0125] Figure 16 is a drawing of a flowchart 1400 of an
exemplary method of operating a base station in accord-
ance with various embodiments. Operation starts in step
1402, where the base station is powered on and initialized
and proceeds to step 1404. In step 1404, the base station
transmits a beacon signal, said beacon signal including
at least one beacon signal burst, said beacon signal con-
veying information about a peer to peer frequency band,
e.g., a peer to peer frequency band which is available for
use in the vicinity of the base station. Step 1404 includes
sub-step 1406. In sub-step 1406, the base station trans-
mits the beacon signal into a first communications band,
said beacon signal conveyed information indicating a
second frequency band which is used as said peer to
peer frequency band, said second frequency band being
different from said first frequency band. Operation pro-
ceeds from step 1404 to step 1408.
[0126] In step 1408, the base station transmits a sec-
ond beacon signal into the first communications band,
said second beacon signal providing timing synchroni-
zation information to a plurality of wireless terminals us-
ing the base station as an access node. Operation pro-
ceeds from step 1408 to step 1410.

[0127] In step 1410, the base station receives data
from at least some of said plurality of wireless terminals
using said base station as an access node for commu-
nication through said access node, and in step 1412, the
base station transmits user data to at least some of said
plurality of wireless terminals using said base station as
an access node using the first frequency band. Operation
proceeds from step 1412 to step 1404.
[0128] In some embodiments, the first frequency band
is used in a time division multiplexed manner, and said
step of receiving data (1410) receives data in the first
communications band during a first time period and said
step of transmitting user data into the first frequency band
(1412) is performed during a second time period which
is different from said first time period. In some other em-
bodiments, the base station uses the first frequency band
for transmitting signals including said beacon signal, said
second beacon signal and said user data signals, while
a third communications band is used for receiving user
data signals from wireless terminals using the base sta-
tion as an access point. In some such embodiments, the
first, second and third communications bands are differ-
ent and non-overlapping. In some such embodiments,
the base station transmits and receives user data con-
currently.
[0129] In some embodiments, the average base sta-
tion transmitted power into the second communications
band over a 1 minute time period is less than 1/1000 the
average base station transmitted power into the first fre-
quency band over the same 1 minute interval. In some
such embodiments, the base station does not transmit
any power into the second frequency band.
[0130] In another embodiment, which is a variation of
embodiments described with respect to flowchart 1400,
the base station transmits its access node beacon signal
and user data into the first frequency band, and transmits
a beacon signal for peer to peer communications into the
second frequency band, the second frequency band be-
ing used for peer to peer communications, but the base
station does not transmit any user data into the second
frequency band. In some such embodiments, the aver-
age base station transmitted power into the second com-
munications band over a 1 minute time period is less than
1/1000 the average base station transmitted power into
the first frequency band over the same 1 minute interval.
[0131] In still another embodiment, which is a variation
with respect to flowchart 1400, the base station transmits
both its access node beacon signal and its peer to peer
node beacon signal in a first frequency band used for
beacon signals. In addition, the base station transmits
user data intended for wireless terminals using the base
station as an access node into a second frequency band;
and the base station refrains from transmitting user data
into a third frequency band which is utilized for peer to
peer communications, wherein said first, second and
third communications bands are non-overlapping.
[0132] Figure 17 is a drawing of an exemplary base
station 2500 in accordance with various embodiments.

23 24 



EP 2 315 490 B1

14

5

10

15

20

25

30

35

40

45

50

55

Exemplary base station 2500 include a receiver module
2502, with associated antenna 2501, a transmission
module 2504, with associated transmitter antenna 2503,
a processor 2506, and I/O interface 2508, and memory
2510 coupled together via a bus 2512 over which the
various elements interchange data and information.
Memory includes routines 2514 and data/information
2516. The processor 2506, e.g., a CPU, executes the
routines 2514 and uses the data/information 2516 in
memory 2510 to control the operation of the base station
2500 and implement methods, e.g., the method of Figure
16.
[0133] Routines 2514 include a beacon signal gener-
ation module 2518, a frequency band control module
2520, a user data transmission control module 2522, a
transmission power control module 2524, and an access
node beacon signal generation module 2526. Data/infor-
mation 2516 includes stored peer to peer beacon signal
characteristic information 2528, stored access node bea-
con signal characteristic information 2534, peer to peer
beacon signal transmission band information 2556, ac-
cess node beacon signal transmission band information
2558, peer to peer communications band information
2560, base station access node band information 2562,
timing information 2564, transmission power information
2566, and wireless terminal data/information 2540 cor-
responding to wireless terminals using the base station
2500 as an access node.
[0134] Stored peer to peer beacon signal characteristic
information 2528 includes one or more sets of beacon
burst information (beacon burst 1 information 2530, ...,
beacon burst N information 2532). Stored access node
beacon signal characteristic information 2534 includes
one or more sets of beacon burst information (beacon
burst 1 information 2536,..., beacon burst N information
2538).
[0135] WTs data/information 2540 corresponding to
WTs using the base station as an access node includes
a plurality of sets of information (WT 1 data/information
2542,..., WT n data/information 2544). WT 1 data/infor-
mation 2542 includes received user data 2546, user data
to be transmitted 2548, a base station assigned wireless
terminal identifier 2550, state information 2552, and com-
munications session information 2554.
[0136] Receiver module 2502, e.g., an OFDM receiver,
receives uplink signals from wireless terminals using the
base station 2500 as an access node. The received sig-
nals include user data signals, e.g., traffic channel sig-
nals, from a plurality of wireless terminals using base
station 2500 as an access node for communication
through the access node. Received user data 2546 cor-
responding to WT 1 represents user data obtained from
received signals from one exemplary wireless terminal
using base station 2500 as an access node.
[0137] Transmitter module 2504, e.g., an OFDM trans-
mitter, transmits signals to wireless terminals in its vicin-
ity. The transmitted signals include a generated beacon
signal intended to support peer to peer communications

in its vicinity. The generated beacon signal includes at
least one beacon signal burst and conveys information
about a peer to peer frequency band. The transmitted
signals also include a generated second beacon signal
intended to support access node operations, the gener-
ated second beacon signal providing timing synchroni-
zation information to a plurality of wireless terminals us-
ing the base station as an access node. In some embod-
iments, the generated beacon signal conveying peer to
peer frequency band information and the generated sec-
ond beacon signal communicating access node timing
synchronization information are transmitted into the
same frequency band. The transmitter 2504 also trans-
mits control data and user data to wireless terminals us-
ing the base station as an attachment point. User data
to be transmitted 2548, corresponding to wireless termi-
nal 1, is an example of user data that is transmitted by
the base station 2500, e.g., in downlink traffic channel
segments, to a wireless terminal using the base station
as an access node. User data includes, e.g., voice, im-
age, text, and/or file data.
[0138] In some embodiments, receiving data includes
receiving data from wireless terminals using the base
station as an access node in a first frequency band during
a first period of time and transmitting user data into the
first frequency band is performed during a second period
of time which is different from the first period of time, said
frequency band being used in a time division multiplexed
manner. Timing information 2564, in some embodi-
ments, identifies first and second periods of time. In var-
ious embodiments, the base station does not transmit or
receive user data into a second frequency band desig-
nated to be used for peer to peer communications.
[0139] I/O interface 2508 couples the base station
2500 to other network nodes, e.g., other base station,
AAA node, home agent nodes, etc. and/or the Internet.
I/O interface 2508, by coupling base station 2500 to a
backhaul network allows a wireless terminal using base
station 2500 as its point of network attachment to partic-
ipate in a communications session with another wireless
terminal using a different base station as its point of net-
work attachment.
[0140] Beacon signal generation module 2518 gener-
ates a beacon signal, said beacon signal including at
least one beacon signal burst, said beacon signal burst
conveying information about a peer to peer frequency
band, e.g., identifying the peer to peer frequency band.
Stored peer to peer beacon signal characteristic infor-
mation 2528 is used by beacon signal generation module
2518 in generating the beacon signal. In some embodi-
ments, the generated beacon signal by module 2518 con-
veys peer to peer communications band information
2560.
[0141] Frequency band control module 2520 controls
transmission of the beacon signal generated by module
2518 into a first communications band, the beacon signal
conveying information indicating a second frequency
band which is used as the peer to peer frequency band,
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said second frequency band being different from the first
frequency band. In some such embodiments, the first
frequency band is the frequency band identified by peer
to peer beacon signal transmission band information
2556 and the second frequency band is the frequency
band identified by peer to peer communication band in-
formation 2560.
[0142] User data transmission control module 2522
controls transmission of user data to multiple ones of the
plurality of wireless terminals using the base station as
an access point using a transmission band identified by
the base station access node information. In some em-
bodiments, the band used for transmission of user data
to a wireless terminal using the base station as a point
of network attachment is the same as the first band which
is the band into which the generated beacon signal for
peer to peer communications is transmitted.
[0143] Transmission power control module 2524 con-
trols transmission power into the second frequency band,
which is the frequency band used for peer to peer com-
munications, to keep the base station average transmit-
ted power into the second frequency band over a 1 minute
time period less than 1/1000 the average transmitted
power transmitted into the first frequency band, e.g., the
frequency band used for the beacon signal and access
node related downlink signaling including user data. In
some embodiments, the base station 2500 does not
transmit into the second frequency band, which is used
for peer to peer communications.
[0144] Access node beacon signal generation module
2526 uses the data/information 2516 including the ac-
cess node beacon signal characteristic information 2534
to generate a second beacon signal, the second beacon
signal providing timing synchronization information to the
plurality of wireless terminals using the base station 2500
as an access node.
[0145] In some embodiments, (i) the band into which
the beacon signal identifying the peer to peer band is
transmitted, (ii) the band into which the beacon signal
used for wireless terminal timing synchronization with re-
gard to access node operations is transmitted, and (iii)
the band used fox downlink access node signaling to
wireless terminals is the same band. In some such em-
bodiments, the band used for peer to peer communica-
tions is a different, non-overlapping band. Thus informa-
tion 2556, 2558, and 2562, in some embodiments, iden-
tify the same band, while information 2560 identifies a
different band.
[0146] Figure 18 is a drawing of an exemplary beacon
signal transmission apparatus 1500 in accordance with
various embodiments. Exemplary beacon signal trans-
mission apparatus 1500 is a free standing device and
does not include any transmitter used to transmit user
data to an individual user device. Exemplary beacon sig-
nal transmission apparatus 1500 includes a receiver
module 1502, a beacon signal transmitter 1504, a proc-
essor 1506, a solar power supply module 1508, a power
supply module 1510, a memory 1512 coupled together

via a bus 1514 over which the various elements may
interchange data and information. The various elements
(1502, 1504, 1506, 1408, 1510, 1512) are coupled to a
power supply by bus 1507. Memory 1512 includes rou-
tines 1516 and data/information 1518. The processor
1506, e.g., a CPU, executes the routines 1516 and uses
the data/information 1518 in memory 1512 to control the
apparatus 1500 and implement methods.
[0147] Routines 1516 include a beacon signal trans-
mission control module 1520, a beacon signal generation
module 1522, a receiver control module 1524 and a re-
ceived broadcast signal information recovery module
1526. Data/information 1518 includes stored beacon sig-
nal characteristic information 1528, stored beacon signal
control information 1530, received broadcast signal in-
formation 1532, and beacon transmitter identification in-
formation 1534. Stored beacon signal characteristic in-
formation 1528 includes one or more sets of beacon burst
information (beacon burst 1 information 1536, ..., beacon
burst N information 1538), beacon symbol information
1540, and power information 1542. Beacon burst 1 infor-
mation 1536 includes information identifying beacon
transmission units carrying a beacon symbol 1544 and
beacon burst duration information 1546. Stored beacon
signal control information 1530 includes beacon burst/
frequency band/timing relationship information 1548 and
beacon burst/sector/timing relationship information
1550. Received broadcast signal information 1532 in-
cludes timing information 1552.
[0148] Receiver module 1502 is coupled to receive an-
tenna 1501 via which the apparatus 1500 receives sig-
nals, e.g., a signal used for timing synchronization pur-
poses. In some embodiments, the receiver is one of a
GPS, GSM and CDMA receiver. In some embodiments,
the receiver is an OFDM receiver. In some embodiments,
the receiver module 1502 includes the capability to re-
ceive a plurality of different types of signals, and, e.g.,
depending upon the area of deployment a different type
of signal is received and utilized as a reference source.
In some such embodiments, the receiver control module
1524 follows a predetermined ordered sequence when
determining reference signal search protocol.
[0149] Receiver 1502, under the control of receiver
control module 1524, receives a broadcast signal and
received broadcast signal information recovery module
1526 recovers received broadcast signal information
1532 from the received broadcast signal including timing
information 1552, e.g., a timing reference.
[0150] Beacon signal transmitter 1504, e.g., an OFDM
transmitter, is coupled to transmit antennas (sector 1 an-
tenna 1503, ..., sector N antenna 1505) via which the
apparatus 1500 transmits beacon signal bursts which are
used to support a peer-peer communications network.
Beacon signal transmitter 1504 transmits a sequence of
beacon signal bursts, each beacon signal burst including
at least one beacon symbol. Beacon signal transmission
control module 1520 uses the data/information 1518 in
memory 1512 including stored beacon signal control in-
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formation 1530 and timing information 1552 to control
the transmission of beacon burst signals, e.g., controlling
beacon signal burst transmission timing as a function of
the received broadcast signal which was detected and
processed. Beacon signal transmission control module
1520 uses the data/information 1518 including timing in-
formation 1552 and beacon burst/frequency band/timing
relationship information 1548 to control the beacon trans-
mitter 1504 to transmit beacon signal bursts into different
frequency bands at different times. Beacon signal trans-
mission control module 1520 uses the data/information
1518 including timing information 1552 and beacon burst/
sector/timing relationship information 1548 to control the
beacon transmitter 1504 to transmit beacon signal bursts
into sectors at different times. In some such embodi-
ments, the beacon signal transmission control module
1520 controls the beacon signal transmitter 1504 to
transmit into at most one sector at a time.
[0151] Solar power supply module 1508 includes solar
cell 1509 for converting solar energy to electrical energy
such that apparatus 1500 can be, and sometimes is solar
powered. Power supply module 1510 includes battery
1511 for storing energy such that apparatus can be, and
sometimes is powered by battery 1511. Some embodi-
ments include a battery power supply 1511; but do not
include a solar power supply module 1508, e.g., with the
batteries being replaced and/or recharged periodically.
In some embodiments, apparatus 1500 is expected to
operate for the duration of the battery life and then be
discarded or refitted with a replacement battery. In some
embodiments, the beacons signal transmission appara-
tus 1500 is independently powered, e.g., operating from
a portable gasoline, diesel, kerosene, propane, natural
gas, and/or hydrogen based, generator and/or fuel cell.
Embodiments using solar, battery and/or other independ-
ent energy sources are advantageous in remote sites,
where a local power grid may be unavailable and/or in
areas where a power grid is unreliable. In various em-
bodiments, beacon signal transmission power is coupled
to a power grid for receiving power.
[0152] Beacon signal generation module 1522 uses
the data/information including stored beacons signal
characteristic information 1528 and/or beacon transmit-
ter identification information 1534 to generate a se-
quence of beacon signal bursts, each beacon signal bust
including at least one beacon symbol, the beacon signal
burst intended to be used to support peer to peer com-
munications. Information identifying beacon transmis-
sion units carrying a beacon symbol 1544 include, e.g.,
information identifying a subset of OFDM tone-symbols
designated to carry a high power beacon symbol in a set
of OFDM tone-symbols of beacon burst 1. Beacon burst
symbol information 1540 includes information defining a
beacon symbol, e.g., a modulation symbol value, while
power information 1542 includes transmission power lev-
el information associated with the beacon signal. In some
embodiments, each of the beacon symbols is controlled
to be transmitted at the same transmission power level.

In some embodiments, each of the beacon symbols cor-
responding to a given sector and a given frequency band
are controlled to be transmitted at the same transmission
power level, with at least some beacon symbols corre-
sponding to different sectors and/or frequency bands are
transmitted at different power levels.
[0153] Figure 19 is a drawing of a flowchart 2600 of an
exemplary method of operating a beacon signal trans-
mitter device in accordance with various embodiments.
The beacon signal transmitter device is, e.g., a free
standing device, and the beacon signal transmitter de-
vice does not include any transmitter used to transmit
user data to an individual user device, e.g., wireless ter-
minal. In various embodiments, the beacon signal trans-
mitter device includes an OFDM beacon signal transmit-
ter for transmitting OFDM beacon signal bursts, each
beacon signal burst including at least one relatively high
power OFDM beacon symbol, e.g., with respect to the
transmission power levels of data symbols transmitted
by wireless terminals communicating in a peer to peer
communications session in the local region being serv-
iced by the beacon signal transmitter device.
[0154] Operation starts in step 2602, where the beacon
signal transmitter device is powered on and initialized.
Operation proceeds from start step 2602 and proceeds
to step 2604. In step 2604, the beacon signal transmitter
device scans for different types of broadcast signals that
can be used as timing reference signals. In some em-
bodiments, the scanning is performed based on a pre-
determined sequence based on at least some geograph-
ic location information. Then, in step 2606, the beacon
signal transmitter device receives a broadcast signal, and
in step 2608 determines a signal burst transmission tim-
ing as a function of the received broadcast signal. In some
embodiments, the receiver is a receiver which includes
at least one of a GPS receiver, a GSM receiver, and a
CDMA receiver. Operation proceeds from step 2608 to
step 2610.
[0155] In step 2610, the beacon signal transmitter de-
vice is operated to transmit a sequence of beacon signal
bursts, each beacon signal burst including at least one
beacon symbol. Step 2610 includes sub-steps 2612,
2614, 2616, 2618, 2620, and 2622. In sub-step 2612, the
beacon signal transmitter device’s transmitter is powered
from one of: a battery power source, a solar power
source, and a power source which is independent of a
commercial power grid.
[0156] In sub-step 2614, the beacon signal transmitter
device compares current timing information to predeter-
mined schedule information. Operation proceeds from
sub-step 2614 to sub-step 2616, in which the beacon
signal transmitter device determines if it is time to transmit
a beacon signal burst or bursts. If it is determined in sub-
step 2616, that it is not time to transmit a beacon signal
burst, then operation proceeds back to step 2614 for ad-
ditional comparison of timing information. However, if it
is determined in sub-step 2616, that the beacon signal
transmitter device is scheduled to transmit a beacon sig-
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nal burst(s), then operation proceeds to sub-step 2618,
where the device determines the frequency band or
bands into which the beacon signal burst(s) are to be
transmitted. Operation proceeds from sub-step 2618 to
sub-step 2620, in which the device determines the sector
or sectors into which the beacon signal burst or bursts
are to be transmitted. Then, in sub-step 2622, the beacon
signal transmitter device transmits the scheduled beacon
signal burst or bursts into the determined frequency band
or bands into the determined sector or sectors. Operation
proceeds from sub-step 2622 back to sub-step 2614 for
additional time comparisons.
[0157] In various embodiments, the beacon signal
transmitter device uses stored control information to de-
termine a plurality of frequency bands into which the bea-
con signal bursts are to be transmitted and the time at
which the transmission of the beacon signal bursts are
to occur. In some embodiments, the beacon signal trans-
mitter device controls its transmitter to transmit beacon
signal burst into different frequency bands at different
times. In some embodiments, the beacon signal trans-
mitter device controls its transmitter to use a multi-sector
antenna, and to transmit beacon signal bursts into differ-
ent sectors at different times. In one such embodiment,
the beacon signal transmitter device controls its trans-
mitter to transmit into at most one sector at a time. In
some embodiments, the beacon signal transmitter de-
vice controls its transmitter to transmit into at most one
frequency band at a time.
[0158] In various embodiments, the beacon signal
transmitter controls its transmitter to transmit into multiple
frequency bands in each of multiple sectors of a cell. In
some embodiments, the beacon signal transmitter is con-
trolled to transmit into at most one frequency band of one
sector at a given time at which beacon signal bursts are
transmitted.
[0159] In some embodiments, described with respect
to flowchart 2600, the beacon signal transmitter device
obtains an external reference from a received broadcast
signal. In some embodiments, the beacon signal trans-
mitter does not include a receiver and does not receive
a reference signal. For example, the beacon signal trans-
mitter device transmits its beacon signal bursts in accord-
ance with stored schedule information corresponding to
a recurring schedule, and the beacon signal transmitter
device’s timing is free running and not coordinated with
any other beacon signal transmitter device.
[0160] Figure 20 is a drawing of a flowchart 1600 of an
exemplary method of operating a base station in accord-
ance with various embodiments. The exemplary base
station switches between infrastructure spectrum use
and peer to spectrum use. Thus at different times spec-
trum, e.g., a frequency band, in the vicinity of the base
station is used for different purposes. Operation starts in
step 1602, where the base station is powered on and
initialized, and proceeds to step 1604 and connecting
nodes A 1606, B 1608, C 1610 and D 1612.
[0161] In step 1604, the base station sets its mode to

a second mode, e.g., an access mode operation mode
with respect to a first frequency band. In this particular
exemplary embodiment, the access mode with respect
to the first frequency band is the start-up default mode.
In other embodiments, the peer to peer mode of operation
is the start-up default mode, and the base station starts
up in a mode in which the first frequency band is desig-
nated to be used for peer to peer communications. Op-
eration proceeds from step 1604 to steps 1614 and step
1616.
[0162] In step 1614, the base station transmits a sec-
ond broadcast signal during a second period of time con-
veying information that a first frequency band is be used
as a non-peer to peer frequency band during a second
period of time. In step 1616, during the second period of
time, the base station operates as a network access point
to relay information received over an airlink from a first
communications device via a communications network
to a second communications device. Operation proceeds
from step 1614 and step 1616 to step 1618.
[0163] Returning to connecting node A 1606, operation
proceeds via connecting node A 1606 to step 1628,
where the base station monitors communications activity
level during the second mode of operation. Operation
proceeds from step 1628 to step 1630, in which the base
station checks whether the activity is below a predeter-
mined threshold. If the level of activity is below a prede-
termined threshold, then operation proceeds to step
1632, where the activity level information 1636 is updated
to indicate a low level of activity, e.g., corresponding to
a level in which the mode is to be switched in response
to the determined low level. If the activity level is not below
the threshold, then operation proceeds from step 1630
to step 1634 in which the base station updates the activity
level information 1636 to indicate that the threshold is
above the mode switch threshold, e.g., the base station
should remain in the second mode based on the current
level of activity. In some embodiments, the predeter-
mined threshold corresponds to one wireless terminal
currently using the base station as a network attachment
point. In some embodiments, the predetermined thresh-
old corresponds to one wireless terminal currently using
the base station as a network attachment point and com-
municating at least some user data via the base station
from and/or to that wireless terminal. Operation proceeds
from step 1632 or step 1634 to step 1628 for additional
monitoring.
[0164] Returning to connecting node B 1608, operation
proceeds via connecting node B 1608 to step 1638,
where the base station monitors for signals from wireless
terminals, while in a first mode of operation, indicating
that a wireless terminal is seeking to use the base station
as an access point. Then, in step 1640, the base station
checks if a signal was detected in step 1638. If a signal
was detected operation proceeds from step 1640 to step
1642, where the base station updates the desired activity
level information 1644. Operation proceeds from step
1642 to step 1638 for additional monitoring. If a signal
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was not detected in step 1640, operation proceeds from
step 1640 to step 1638 for additional monitoring.
[0165] Returning to connecting node C 1610, the op-
eration proceeds via connecting node C 1610 to step
1646, where the base station monitors for an override
condition to occur. Step 1646 includes sub-step 1648
and sub-step 1650. In sub-step 1648, the base station
monitors for receipt of a control signal indicating preemp-
tion of the first frequency band, e.g., by a government
organization. In sub-step 1650, the base station monitors
for receipt of a control signal indicating of preemption of
the first frequency band, e.g., by a high priority user. Op-
eration proceeds from step 1646 to step 1652.
[0166] In step 1652, the base station determines if a
condition used to override the second mode of operation
has occurred. If a condition has occurred, then operation
proceeds from step 1652 to step 1654, where the base
station updates the mode override information 1656; oth-
erwise operation proceeds from step 1652 to step 1646
for additional monitoring. Operation proceeds from step
1654 to step 1646 for additional monitoring.
[0167] Returning to connecting node D 1612, opera-
tion proceeds via connecting node D 1612 to step 1658,
where the base station monitors for a mode change signal
from a wireless terminal indicating that the wireless ter-
minal has the authority to alter the current mode of base
station operation. In some embodiments, the information
indicating that the wireless terminal has the authority to
alter the current mode of base station operation is one
of a wireless terminal identifier, priority level indicated
and a wireless terminal user identifier. Operation pro-
ceeds from step 1658 to step 1660, in which the base
station determines whether such a mode change signal
has occurred. If an authorized mode change signal has
been detected, operation proceeds from step 1660 to
step 1662, where the base station updates the authorized
mode change information 1664; otherwise operation pro-
ceeds from step 1660 to step 1658 for additional moni-
toring. Operation proceeds from step 1662 back to step
1658 for additional monitoring.
[0168] Returning to step 1618, in step 1618, the base
station makes a mode change determination as a func-
tion of the activity level information 1636, authorized
mode change information 1664, and/or mode override
information 1656. If the determination in step 1618, is
that the mode should change, then operation proceeds
to step 1620, where the base station switches from a
second mode of operation to a first mode of operation in
which the base station ceases to operate as an access
node; otherwise operation proceeds from step 1618 to
the input of steps 1614 and 1616 and operation continues
in the second mode.
[0169] From step 1620, operation proceeds to step
1622, where the base station transmits a first broadcast
signal during a first period of time, the first broadcast
signal conveying information indicating that the first fre-
quency band is to be used as a peer to peer frequency
band. Operation proceeds from step 1622 to step 1624,

where the base station determines whether the mode
should be changed. The base station uses the desired
activity level information 1642 and/or authorized mode
change information 1664 in deciding whether to imple-
ment a mode change. If the decision of step 1624 is that
the mode should be changed, then operation proceeds
to step 1626, where the base station switches from the
first mode of operation to the second mod.e of operation
in which the base station operates as an access node;
otherwise operation proceeds from step 1624 to the input
of step 1622, and the base station continues to operate
in the first mode, e.g., a mode supporting use of the first
frequency band as a peer to peer band. Operation pro-
ceeds from step 1626 to the inputs of steps 1614 and
step 1616, where the base station operates in the second
mode as an access node.
[0170] Figure 21 is a drawing of an exemplary base
station 2700 in accordance with various embodiments.
Exemplary base station 2700 includes the capability to
control reallocation of frequency spectrum between in-
frastructure use, e.g., with the communications being di-
rected through the base station 2700 functioning as an
access node, and peer to peer spectrum use in which
direct communications links between peer wireless ter-
minals are used..
[0171] Exemplary base station 2700 includes a receiv-
er module 2702, a transmission module 2704, a proces-
sor 2706, an I/O interface 2708, and memory 2710 cou-
pled together via a bus 2712 over which the various el-
ements may interchange data and information. Memory
2710 includes routines 2714 and data/information 2716.
The processor 2706, e.g., a CPU, executes the routines
2714 and uses the data/information 2716 in memory
2710 to control the operation of the base station and im-
plement methods, e.g., the method of Figure 20.
[0172] Receiver module 2702, e.g., an OFDM receiver,
is coupled to receive antenna 2701 via which the base
station 2700 receives signals from wireless terminal, e.g.,
when the base station is functioning as an access node.
Transmission module 2704, e.g., an OFDM transmitter,
is coupled to transmit antenna 2703, via which the base
station 2700 transmits signals to wireless terminals. The
transmitted signals include broadcast signals such as
beacon signals used to identify whether a frequency
spectrum is to be used in an access mode of operation
or in a peer to peer communications session mode of
operation. When the base station 2700 is using spectrum
in an access mode of operation, the transmitter 2704 also
transmits downlink signals, e.g., pilot channel signals,
control channel signals and user data signals, e.g., traffic
channel signals to wireless terminals using the base sta-
tion 2700 as a point of network attachment.
[0173] Transmission module 2704 transmits a 1st

broadcast signal during a 1st period of time, the first
broadcast signal conveying information indicating that a
first frequency band is to be used as a peer to peer fre-
quency band, and transmits a second broadcast signal
during a second period of time, the second broadcast
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signal conveying information indicating that the first fre-
quency band is to be used as a non-peer to frequency
band during the second period of time. In some embod-
iments, the 1st and 2nd broadcast signals are beacon
signals, e.g., OFDM beacon signals. 1st broadcast signal
is generated by base station 2700 based upon 1st broad-
cast signal information 2730, e.g., information identifying
beacon symbols in beacon signal bursts and timing bea-
con burst timing information representing the 1st broad-
cast signal, conveys peer to peer frequency band infor-
mation. 2nd broadcast signal is generated by base station
2700 based upon 2nd broadcast signal information 2732,
e.g., information identifying beacon symbols in beacon
signal bursts and timing beacon burst timing information
representing the 2nd broadcast signal, and conveys non-
peer to peer frequency band information 2744. Thus a
wireless terminal can monitor for the presence of 1st and
2nd broadcast signals from base station 2700 and de-
pending upon which one is detected, determine how the
first frequency band is currently being used..
[0174] I/O interface 2708 couples the base station
2700 to other network nodes, e.g., other base station,
AAA node, home agent nodes, etc. and/or the Internet.
I/O interface 2708, by coupling base station 2700 to a
backhaul network allows a wireless terminal using base
station 2700 as its point of network attachment to partic-
ipate in a communications session with another wireless
terminal using a different base station as its point of net-
work attachment.
[0175] Routines 2714 include a transmitter control
module 2718, a routing module 2720, a mode control
module 2722, a monitoring module 2724, a security mod-
ule 2726, and an activity level monitoring module 2728.
The mode control module 2722 includes an override
module 2723. Data/information 2716 includes 1st broad-
cast signal information 2730, 2nd broadcast signal infor-
mation 2732, transmission timing information 2734,
mode of operation information 2736, detected access re-
quest signal information 2738, security information 2740,
peer to peer frequency band information 2742, non-peer
to peer frequency band information 2744, network topol-
ogy information 2746, current network routing informa-
tion 2748, determined current level of communications
activity information 2750 and activity level based switch-
ing criteria 2756. The determined current level of com-
munications activity information 2750 includes a deter-
mined bandwidth utilization level 2752 and a determined
number of active wireless terminal users 2754. Activity
level based switching criteria 2756 includes a bandwidth
utilization switching threshold 2758 and a number of ac-
tive terminals switching threshold 2760.
[0176] Transmitter control module 2718 controls the
transmission module 2704 to transmit said first and sec-
ond broadcast signals during said first and second peri-
ods of time, respectively, said first and second periods
of time being non-overlapping. Routing module 2720,
which is used during the second period of time, routes
user data received over an airlink from a first communi-

cations device to a second communications device via a
communications network coupled to said base station.
Routing module 2720 uses network topology information
2746 and current network routing information 2748, e.g.,
information identifying congestion locations, failed
nodes, alternative routing costs, delay consideration in-
formation, etc., to determined user data routing.
[0177] Mode control module switches between first
and second modes of operation. The current mode of
operation into which the base station has been switched
is indicated by mode of operation information 2736. The
first mode of operation corresponds to a mode during the
first periods of time in which the first frequency band is
being utilized as a peer to peer frequency band, while
the second mode of operation is a mode of operation in
which the first frequency band is being utilized for non
peer to peer communications with the base station 2700
serving as an access node. When the mode control mod-
ule 2722 switches from the second mode of operation to
the first mode of operation the mode control module 2722
stops the base station 2700 from acting as an access
node, e.g., with regard to the first frequency band in the
region into which the 1st broadcast signal transmission
is directed.
[0178] Monitoring module 2724 monitors for and de-
tects signals from wireless terminals that are seeking to
use the base station 2700 as an access node. For ex-
ample, the base station 2700 may be currently in the first
mode of operation in which the first band is being used
for peer to peer communications; however, a wireless
terminal may desire that the base station reallocate the
spectrum to access node operation, and send an access
request signal to the base station which is detected and
recovered by monitoring module 2724. The recovered
information is, e.g., detected access request signal infor-
mation. In some embodiments, the detected access re-
quest signal information includes information indicating
that the wireless terminal making the request has the
authority to command the requested change. For exam-
ple, the information indicating that the wireless terminal
has the authority to alter the current mode of base station
operation is, in some embodiments communicated by
one of a wireless terminal identifier, a priority level indi-
cated, and a wireless terminal user identifier. Security
information 2740 includes information utilized in making
authorization evaluations, e.g., lists of authorized users,
wireless terminal, and/or priority level interpretation in-
formation. The base station 2700 considers the request
in making a decision as to whether or not to switch modes.
For example, the base station switches from the first
mode of operation to the second mode of operation in
response to a signal received from a wireless terminal
indicating that the wireless terminal is seeking to use the
base station as an access node.
[0179] Security module 2726, using security informa-
tion 2740, determines that a signal requesting a mode
change is from a wireless terminal or user having the
authority to command the requested mode change.
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[0180] Activity level monitoring module 2728 deter-
mines the level of communications activity 2750 while
the base station is in the second mode of operation func-
tioning as an access node. The mode control module
2722 is responsive to a low activity level, which it uses
to initiate a switch from the second mode of operation to
the first mode of operation. In some embodiments, at
some times, a low level of activity is indicated by deter-
mined bandwidth utilization level 2752 being below a pre-
determined threshold, the bandwidth utilization switching
threshold 2758. In some embodiments, at some times,
a low level of activity is indicated by determined number
of active wireless terminals 2754 being below a prede-
termined threshold, the number of active terminals
switching threshold 2760. In various embodiments, the
determined number of active wireless terminals 2754 in-
dicates the number of wireless terminals currently using
the base station as an access point. In some embodi-
ments, the number of active terminals switching thresh-
old is set to 1.
[0181] Override module 2723 detects when a current
mode override condition occurs. The current mode over-
ride condition is, e.g., the receipt of a control signal indi-
cating preemption of the first frequency band. The
preemption can be, and sometimes is, by a government
organization. Alternatively, the preemption can be, and
sometimes is, by a high priority user. The control signal
can be communicated over an airlink and received via
receive module 2702 or communicated over the backhaul
network and received via I/O interface 2708.
[0182] Figure 22 is a drawing of a flowchart 1700 of an
exemplary method of operating a wireless device, e.g.,
a mobile node, in accordance with various embodiments.
Operation starts in step 1702, where the wireless device
is powered on and initialized and proceeds to step 1704,
where the wireless device establishes a communications
link with a base station. Then, in step 1706, the wireless
device monitors for broadcast signals from the base sta-
tion while maintaining the link. Operation proceeds from
step 1706 to step 1708.
[0183] In step 1708, the wireless device checks wheth-
er a predetermined change in at least one of said broad-
cast signals indicative of a change in communications
mode of operation from a cellular mode to a peer to peer
mode has been detected. In some embodiments, the
change in at least one of said broadcast signals is a
change in a beacon signal, e.g., a change in an OFDM
beacon signal being transmitted by the base station. In
some such embodiments, the change includes a change
in information communicated by the beacon signal. In
various embodiments, the information communicated by
the beacon signal indicates a peer to peer mode of fre-
quency spectrum use after said change. If in step 1708
the wireless device detected a change in a broadcast
signal indicative of a change in communications mode
of operation from a cellular mode to a peer to peer mode,
then operation proceeds from step 1708 to step 1710;
otherwise operation proceeds from step 1708 to step

1706 for additional monitoring.
[0184] In step 1710, the wireless device, in response
to detecting the change, ceases to maintain the link. Step
1710 includes sub-step 1710 in which the wireless device
terminates control signaling used to maintain said link.
Operation proceeds from step 1710 to step 1714, in which
the wireless device starts to maintain transmission si-
lence. Then, in step 1716, the wireless device ceases
communication with the base station in the frequency
spectrum previously used by the communications link.
Operation proceeds from step 1716 to step 1720. In step
1720, the wireless device switches from a cellular mode
of operation to a peer to peer mode of operation. Oper-
ation proceeds from step 1720 to step 1722.
[0185] In step 1722, the wireless device checks for a
peer to peer session initiation event. For example, a ses-
sion initiation event is, e.g., a signal from a peer request-
ing session establishment, or a decision by the wireless
device to attempt to establish a peer session with another
wireless terminal detected, or known to be in the region.
In response to a session initiation event, operation pro-
ceeds form step 1722 to step 1726, where the wireless
device establishes a peer to peer communications ses-
sion with another wireless terminal. If a peer to peer ses-
sion initiation event was not detected, then operation pro-
ceeds from step 1722 to step 1724, where the wireless
device continues to maintain transmission silence. In
some other embodiments, while in the peer to peer mode,
the wireless device transmits some broadcast signals,
e.g., some user beacon signals, irrespective of whether
or not the wireless terminal is in a communications ses-
sion.
[0186] Operation proceeds form step 1724 or step
1726 to step 1728, where the wireless device continues
to monitor for signals from the base station, e.g., broad-
cast signals such as beacon signals conveying spectrum
usage information. Operation proceeds from step 1728
to step 1730. In step 1730, the wireless device deter-
mines whether a broadcast signal indicating a cellular
mode of operation was detected. If such a signal was
detected, operation proceeds from step 1730 to step
1732; otherwise, operation proceeds from step 1730 to
step 1728 for additional monitoring.
[0187] In step 1732, the wireless device terminates the
peer to peer communications session with said another
terminal, if such a session was established. Then, in step
1734, the wireless device re-establishes a link with the
base station, e.g., with the wireless device having re-
mained in the coverage area corresponding to the base
station between the time the link ceased to be maintained
and the time the link was re-established.
[0188] Figure 23 is a drawing of an exemplary wireless
terminal 2800, e.g., mobile node in accordance with var-
ious embodiments. Exemplary wireless terminal 2800
can, and sometimes does, switch between a cellular op-
eration mode and a peer to peer operational mode in
response to received broadcast signals, e.g., beacon sig-
nals. Wireless terminal 2800 includes a receiver module
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2802, a transmitter module 2804, a processor 2806, user
I/O devices 2808, and memory 2810 coupled together
via a bus 2412 over which the various elements may
interchange data and information. Memory 2810 includes
routines 2814 and data/information 2816. The processor
2806, e.g., a CPU, executes the routines 2814 and uses
the data/information 2816 in memory 2810 to control the
operation of the wireless terminal 2800 and implement
methods, e.g., a method in accordance with Figure 22.
[0189] Routines 2814 include a communications rou-
tine 2818 and wireless terminal control routines 2820.
The communications routine 2818 implements the vari-
ous communications protocols used by the wireless ter-
minal 2800. Wireless terminal control routines 2820 in-
clude a link establishment module 2822, a broadcast sig-
nal monitoring module 2824, a mode determination mod-
ule 2826, a mode control module 2828, a control signaling
module 2830, a link re-establishment module 2832, and
a peer to peer communications establishment module
2834. Mode control module 2828 includes switching
module 2829.
[0190] Data/information 2816 includes detected
broadcast signal information 2836, detected change in
broadcast signal information 2840, determined mode of
operation communicated by broadcast signaling 2842,
spectrum usage information 2848, wireless terminal cur-
rent mode of operation information 2844, and generated
control signals 2846. Data/information 2816 also in-
cludes broadcast signals’ identification information 2850
and broadcast signals’ information recovery information
2852. The broadcast signals’ identification information
2850 includes beacon symbol energy level detection in-
formation 2854, and beacon symbol pattern information
2856. Broadcast signals’ information recovery informa-
tion 2852 includes beacon signal to mode mapping in-
formation 2858 and beacon signal to spectrum usage
mapping information 2860.
[0191] Receiver module 2802, e.g., an OFDM receiver,
is coupled to receive antenna 2803 via which the wireless
terminal receives signals. Receiver module 2802 re-
ceives broadcast signals from base stations. The broad-
cast signals include, e.g., beacon signaling used to com-
municate a current mode of spectrum usage. When the
base station is functioning as an access node, the wire-
less terminal receiver 2802 can, and sometimes does,
receive control signals and user data signals from the
base station in the spectrum. When the spectrum is being
utilized for peer to peer communications, the wireless
terminal receiver 2802 can, and sometimes docs, receive
signals directly from a peer wireless terminal, e.g., user
beacon signals, peer to peer session establishment sig-
nals, and user data signals as part of a peer to peer com-
munication session.
[0192] Transmitter module 2804, e.g., an OFDM trans-
mitter, is coupled to transmit antenna 2805 via which the
wireless terminal 2800 transmits signals. In some em-
bodiments, the same antenna is used by the transmitter
and receiver. Transmitted signals include, e.g., access

node based session establishment signals, peer to peer
node session establishment signals, control signal to an
access node as part of maintaining a link with the access
node, user data signals to an access node, and user data
signals to a peer node as part of a peer to peer commu-
nication session.
[0193] User I/O devices 2808 include, e.g., keypad,
keyboard, switches, mouse, microphone, speaker, dis-
play, etc. User I/O devices 2808 are used for operations
including inputting user data, accessing output user data,
and controlling at least some functions and operations
of the wireless terminal, e.g., initiating a communications
session.
[0194] Link establishment module 2822 establishes a
communications link with a base station. Broadcast sig-
nal monitoring module 2824 monitors to detect broadcast
signals from base stations. Mode determination module
2826 determines a communications mode of operation
from at least one broadcast signal from a base station
detected by the monitoring of module 2824. In various
embodiments, the broadcast signal from the base station
used by the mode determination module 2826 for its de-
termination is a beacon signal. In some embodiments,
the mode determination is based on a change in a beacon
signal, e.g., as indicated in detected change in broadcast
signal information 2840. In some such embodiments, the
change indicates a change in information communicated
by the beacon signal. For example, the information com-
municated by the beacon signal indicates a peer to peer
frequency spectrum use after the change, while the bea-
con signal information before the change indicates a cel-
lular mode usage of the spectrum. As another example,
the information communicated by the beacon signal in-
dicates a cellular mode spectrum use after the change,
while the beacon signal information before the change
indicates a peer to peer mode usage of the spectrum.
[0195] Mode control module 2828 controls the wireless
terminal 2800 to operate in the mode determined by the
mode determination module, 2826. The mode control
module 2828 can, and sometimes does, drop an estab-
lished link with a base station when the mode determi-
nation module 2826 indicates a change in a communi-
cation mode of operation from a cellular mode to a peer
to peer mode of operation. Switching module 2829
switches the wireless terminal 2800 from a cellular mode
of operation to a peer to peer mode of operation in re-
sponse to detecting a predetermined change in at least
one of the broadcast signals. Wireless terminal current
mode of operation 2844 indicates the current mode of
wireless terminal operation, e.g., cellular mode or peer
to peer mode, into which the wireless terminal has been
switched.
[0196] Control signaling module 2830 generates con-
trol signals 2846 to maintain an established link with a
base station. Generated control signals 2846 include,
e.g., power control signals, timing control signals, control
channel report signals such as SNR reports, etc. When
the mode control module 2828 drops an established link
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with a base station, the mode control module 2828 con-
trols the control signaling module 2830 to stop generating
control signals used to maintain the link.
[0197] Link re-establishment module 2832 re-estab-
lishes a link with a base station in response to detecting
a broadcast signal indicating a cellular mode of operation.
Peer to peer communications establishment module
2834 is used to establish a peer to peer communications
session with another wireless terminal, e.g., during at
least a portion of the time between which said link is
ceased to be maintained with the base station and the
link is re-established with the base station.
[0198] Detected broadcast signal information 2836,
e.g., detected beacon signal information is an output of
broadcast signal monitoring module 2824. Broadcast sig-
nal monitoring module 2824 uses the data/infonnation
2816 including the broadcast signals’ identification infor-
mation 2850 to detect beacon signals. Beacon symbol
energy level detection information 2854 includes energy
level criteria used for identifying beacon symbols from
among a plurality of received signals. For example, a
beacon signal includes a beacon signal burst including
at least a beacon symbol and the beacon symbol is trans-
mitted at a relatively high energy level with respect to
other signals transmitted by the base station, facilitating
easy detection by a wireless terminal. Beacon symbol
pattern information 2856 includes information identifying
sets of beacon symbols within a set of beacon symbol
transmission units. For example, a particular pattern of
beacon symbols may, and sometimes does represent a
particular beacon signal.
[0199] Mode determination module 2826 uses the da-
ta/information 2816 including the broadcast signals’ in-
formation recovery information 2852 to determine a
mode of operation being communicated by the broadcast
signal 28442, e.g., one of a cellular mode and a peer to
peer mode, and spectrum usage information 2848, e.g.
one of a cellular mode spectrum allocation and a peer to
peer mode spectrum allocation. In some embodiments
the cellular mode spectrum usage information further
identifies one of a time division duplex use of spectrum
and a frequency division duplex use of spectrum. For
example, the base station when functioning as an access
node may operate in a TDD manner in which the spec-
trum is alternately used for downlink and uplink, or the
base station may operate using two distinct bands for
uplink and downlink which allow simultaneous uplink and
downlink signaling.
[0200] Figure 24 is a drawing of a flowchart 1800 of an
exemplary method of operating a mobile communica-
tions device in a system including a base station in ac-
cordance with various embodiments. Operation starts in
step 1802, where the mobile communications device is
powered on and initialized and proceeds to step 1804.
In step 1804, the mobile communications device deter-
mines a base station mode of operation, the base station
mode of operation being one of an access mode of op-
eration in which the base station operates as a network

access node and a peer to peer mode of operation in
which devices within a base station coverage area are
allowed to communicate directly with one another. Op-
eration proceeds from step 1804 to step 1806.
[0201] In step 1806, the mobile communications de-
vice, sends a signal to a base station to signal a wireless
terminal desired, change in the mode of base station op-
eration. Then, in step 1808, the mobile communications
device monitors for a broadcast signal from the base sta-
tion indicating a change in base station mode of operation
to the indicated mode desired by the mobile communi-
cations device. Operation proceeds from step 1808 to
step 1810. In step 1810, the mobile communications de-
vice checks if the monitored for signal has been detected.
If the monitored for signal was detected, then operation
proceeds from step 1810 to step 1812; otherwise, oper-
ation proceeds from step 1810 to step 1808 for additional
monitoring. In some embodiments, a timeout is associ-
ated with the duration of the monitoring, and if the mobile
communications device does not receive the monitored
for signal within the allocated time, the mobile commu-
nications device needs to resend the desired change sig-
nal.
[0202] In step 1812, the mobile communications de-
vice changes the mode of the mobile communications
device operation to the mode to which the base station
has changed. Operation proceeds from step 1812 to step
1814. In step 1814, the mobile communications device
signals the base station to switch from the indicated mode
of operation to the base station’s previous mode of op-
eration.
[0203] In some embodiments, the signal of step 1804
indicates a desire for a change from a network access
mode of operation to a peer to peer mode of operation.
In some embodiments, the signal of step 1804 includes
information indicating a level of authority said mobile
communications device has to control the base station
operation. In some such embodiments, the information
indicating the level of authority is one of a device identi-
fier, user identifier, and priority level indicator.
[0204] In various embodiments, the mobile communi-
cations device is a device used by a government agent
with authority to override use of the spectrum used by
the base station.
[0205] In some embodiments, the mobile communica-
tions device is a cellular network device, and the desired
change of step 1806 is a change from a peer to peer
mode to a network mode of operation. In some such em-
bodiments, the cellular network device does not support
peer to peer operation.
[0206] In various embodiments, the mobile communi-
cations device is a peer to peer device and the desired
change is a change from a network access mode to a
peer to peer mode of operation. In some such embodi-
ments, the peer to peer device does not support a cellular
network mode of operation. In some embodiments, the
peer to peer device which does not support a cellular
network mode of operation is a device used by a govern-
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ment agent with authority to override the use of the spec-
trum by the base station.
[0207] Figure 25 is a drawing of an exemplary wireless
terminal 2900, e.g., mobile node, in accordance with var-
ious embodiments. Exemplary wireless terminal 2900 in-
cludes the capability to influence a base station’s mode
of operation, e.g., requesting and/or commanding switch-
ing between a cellular mode and a peer to peer mode.
[0208] Exemplary wireless terminal 2900 includes a re-
ceiver module 2902, a transmitter module 2904, a proc-
essor 2906, user I/O devices 2908, and memory 2910
coupled together via a bus 2912 over which the various
elements may exchange data and information. Memory
2910 includes routines 2914 and data/information 2916.
The processor 2906, e.g., a CPU, executes the routines
2914 and uses the data/information 2916 in memory
2910 to control the operation of the wireless terminal and
implement methods, e.g., a method in accordance with
Figure 24.
[0209] Routines 2914 include communications routine
2918 and wireless terminal control routines 2920. The
wireless terminal control routines 2920 include a base
station mode of operation determination module 2922, a
signal generation module 2924, a broadcast signal de-
tection module 2928 and a communications mode control
module 2930. The signal generation module 2924 in-
cludes a base station mode restoration module 2926.
[0210] Data/information 2916 includes a determined
base station mode of operation 2932, a generated
change signal 2934, and stored information indicating
the level of authority the wireless terminal has to control
the base station operations 2936. Information 2936 in-
cludes a wireless terminal device identifier 2938, a wire-
less terminal user identifier 2940, and a priority level in-
dicator 2942. Data/information 2916 also includes de-
tected broadcast signal information 2944 and current
mode of wireless terminal operation information 2946.
[0211] The receiver module 2902, e.g., an OFDM re-
ceiver, is coupled to receive antenna 2903, via which the
wireless terminal 2900 receives signals. Received sig-
nals include received broadcast signals, e.g., beacon sig-
nals, from a base station from which a base station mode
of operation can be determined.
[0212] Transmitter module 2904, e.g., an OFDM trans-
mitter, is coupled to transmit antenna 2905, via which the
wireless terminal 2900 transmits signals. Transmitted
signals include generated change signal 2934 conveying
a wireless terminal 2900 desire for a base station to
change its mode of operation. Transmitter module 2904
sends the generated change signal 2934 to the base sta-
tion to communicate the wireless terminal’s desired
change in the base station’s mode of operation. The gen-
erated change signal 2934 can be, and sometimes is, a
request for the base station to change modes. The gen-
erated signal 2934 can be, and sometimes is, a command
to the base station to change its mode of operation.
[0213] User I/O devices 2908 include, e.g., keypad,
keyboard, switches, mouse, microphone, speaker, dis-

play, etc. User I/O devices 2908 are used for operations
including inputting user data, accessing output user data,
and controlling at least some functions and operations
of the wireless terminal, e.g., initiating a communications
session. In some embodiments, the user I/O devices
2908 include a special purpose key, switch or button, for
use to command a mode switch of the base station. For
example, the wireless communications device 2900 is
used by a government agent with authority to override
use of the spectrum by the base station and includes a
special purpose button on the wireless terminal, which
when depressed, initiates the generation and transmis-
sion of a mode change control signal directed to the base
station.
[0214] Communications routine 2918 implements the
various communications protocols used by the wireless
terminal 2900. Base station mode of operation determi-
nation module 2922 determines a base station’s mode
of operation, the base station mode of operation being
one of an access node mode of operation in which the
base station operates as a network access node and a
peer to peer mode of operation in which devices within
a base station coverage area are allowed to communi-
cate directly with one another. Determined base station
mode of operation 2932 is an output of determination
module 2922.
[0215] Signal generation module 2924 generates a
signal change signal 2934 indicating a wireless terminal
desired change in the base station’s mode of operation.
At times, the generated change signal 2934 indicates a
desire for a change from a network access mode of op-
eration to a peer to peer mode of operation. At times, the
generated change signal 2934 indicates a desire for a
change from a peer to peer mode of operation to network
access mode of operation.
[0216] In some embodiments, the change signal con-
veys a level of authority associated with the change sig-
nal. The level of authority, in some embodiments, is
based on one or more of wireless terminal identifier, user
identifier, and a priority level indicator. In some embodi-
ments, wireless terminal 2900 has a fixed level of author-
ity associated with the device. In some embodiments,
wireless terminal 2900 has a variable level of authority,
e.g., which changes a function of user identification in-
formation and/or priority level access code information.
In some such embodiments, the user I/O devices 2908
include a biometric input device for receiving biometric
information corresponding to the user, the input biometric
information being used to obtain/authenticate authoriza-
tion information.
[0217] Base station mode restoration module 2926
generates a restoration signal 2935 to be communicated
to a base station, the restoration signal to signal the base
station to switch from the indicated mode of operation
communicated by the previous change signal to the base
station, the indicated mode being the mode in which the
base station is currently operating, to the previous mode
of base station operation.

43 44 



EP 2 315 490 B1

24

5

10

15

20

25

30

35

40

45

50

55

[0218] Broadcast signal detection module 2928 de-
tects a broadcast signal which indicates that the base
station has changed the base station mode of operation
to an indicated mode of operation desired by the wireless
terminal. Detected broadcast signal information 2944 is
an output of detection module 2928. In various embodi-
ments, the detected broadcast signals are beacon sig-
nals, e.g., OFDM beacon signal.
[0219] Communications mode control module 2930
changes the operational mode of the mobile communi-
cations device, as indicated by current mode of wireless
terminal operation, to match the mode of base station
operation to which the base station has transitioned as
indicated by a detected broadcast signal. In various em-
bodiments, the wireless terminal 2900 supports commu-
nications sessions in both cellular, e.g., access node
based mode and peer to peer mode. In some embodi-
ments, the wireless terminal does not support communi-
cations sessions in one of the cellular and peer to peer
modes of operation. In some such embodiments, the
wireless terminal enters a standby state while the spec-
trum is allocated for the mode in which the wireless ter-
minal can not participate in a communication session,
e.g., conserving power.
[0220] In some embodiments, the wireless terminal
2900 is a device used by a government agent with the
authority to override use of the spectrum used by a base
station. In some embodiments, the wireless terminal
2900 is a cellular network device, and the wireless ter-
minal indicates a desired change from a peer to peer to
a network access mode of operation. In some such em-
bodiment, the cellular network device does not support
peer to peer communications. In some embodiments, the
wireless terminal 2900 is a peer to peer device, and the
wireless terminal indicates a desired change from a net-
work access mode of operation to a peer to peer mode
of operation. In some such embodiments, the cellular net-
work device does not support a cellular network mode of
operation. In some embodiments, the wireless terminal
is a mobile communications device used by a govern-
ment agent with authority to override use of the spectrum
by the base station.
[0221] In one embodiment, which is a variation based
on wireless terminal 2900, the wireless terminal is a mo-
bile communications device used by a government agent
with the authority to override the use of spectrum by the
base station, and the device communicates mode
change command signals, but does not support either
access node based or peer to peer based communica-
tions sessions.
[0222] Figure 26 is a drawing of a flowchart 1900 of an
exemplary method of operating a wireless device, e.g.,
a mobile node, in accordance with various embodiments.
Operation starts in step 1902, where the wireless device
is powered on and initialized. Operation proceeds from
start step 1902 to step 1904, where the wireless device
receives a first broadcast signal from a base station.
Then, in step 1906, the wireless device determines from

the received first broadcast signal that a frequency band
corresponding to the base station is being used for peer
to peer communications. Operation proceeds from step
1906 to step 1908.
[0223] In step 1908, the wireless device receives a sec-
ond broadcast signal from the base station, and then in
step 1910, the wireless device determines from the re-
ceived second broadcast signal that the second frequen-
cy band has been changed to be used as a cellular net-
work band. In response to determining that the frequency
band is to be used as a cellular frequency band, operation
proceeds from step 1910 to one of alternate steps 1912,
1914, and 1916. In alternative step 1912, the wireless
device reduces transmission power. In some embodi-
ments, reducing transmission power includes a reduction
in transmission power by at least 10dBs. In some em-
bodiments, reducing transmission power includes ceas-
ing to transmit. In alternative step 1914, the wireless de-
vice terminates an ongoing peer to peer communications
session. In alternative step 1916, the wireless device puts
an ongoing peer to peer communications session into a
hold state. Operation proceeds from any of steps 1912,
1914, 1916 to step 1918. If the wireless terminal does
not have an ongoing peer to peer communications ses-
sion, when making the determination of step 1910, op-
eration proceeds from step 1910 to step 1918 without
traversing alternative steps 1912, 1914, or 1916.
[0224] In step 1918, the wireless device receives a
third broadcast signal from the base station, and then in
step 1920, the wireless device determines from the third
broadcast signal that said frequency band has been
changed to be used for peer to peer communications.
Operation proceeds from step 1920 to step 1922, where
the wireless device switches a peer to peer communica-
tions session, which was in hold state, if one happens to
exist in hold state, to an active state in response to said
third broadcast signal.
[0225] In some embodiments at least some of the re-
ceived first, second and third broadcast signals include
beacon signal bursts. In some embodiments, each of the
first, second, and third signals are OFDM beacon signals.
[0226] Figure 27 is a drawing of an exemplary wireless
terminal, e.g., mobile node, implemented in accordance
with various embodiments. Exemplary wireless terminal
3000 supports peer to peer communications sessions.
In some embodiments, exemplary wireless terminal 3000
supports peer to peer communications but does not sup-
port a cellular mode of operation. Exemplary wireless
terminal 3000 includes a receiver module 3002, a trans-
mission module 3004, a coupling module 3003, a proc-
essor 3006, user I/O devices 3008, a power supply mod-
ule 3010 and memory 3012 coupled together via a bus
3014 over which the various elements may interchange
data and information. Memory 3012 includes routines
3016 and data/information 3018. The processor 3006,
e.g., a CPU, executes the routines and uses data/infor-
mation 3018 in memory 3012 to control the operation of
the wireless terminal 3000 and implement methods, e.g.,
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a method in accordance with Figure 26.
[0227] Coupling module 3003, e.g., a duplex module,
couples the receiver module 3002 to antenna 3005 and
the transmission module 3004 to antenna 3005, e.g., co-
ordinating time division duplex operations of wireless ter-
minal 3000. Power supply module 3012, which includes
a battery 3011, is used to power up the various compo-
nents of the wireless terminal 3000. Power is distributed
from the power supply module 3010 to the various com-
ponents (3002, 3003, 3004, 3006, 3008, 3012), via a
power bus 3009. User I/O devices 3008 include, e.g.,
keypad, keyboard, switches, mouse, microphone,
speaker, display, etc. User I/O devices 3008 are used
for operation including inputting user data, accessing out-
put user data, and controlling at least some functions and
operations of the wireless terminal, e.g., initiating a peer
to peer communications session.
[0228] Routines 3016 include a mode determination
module 3020, a mode control module 3022, a peer to
peer communications session termination module 3024,
a session hold module 3026, and a peer to peer commu-
nications session reestablishment module 3028. Data/in-
forznation 3018 includes received broadcast signals
3030, a determined mode of communications operation
3032, wireless terminal controlled mode information
3034, a current level of transmission power information
3035, power reduction information 3036, 1st maximum
transmission power level information 3038 2nd maximum
transmission power level information 3040, and peer to
peer communications session information 3042. The
peer to peer communications session information 3042
includes status information 3044, peer node information
3046, user data information 3048, and state information
3050.
[0229] Receiver module 3002, e.g., an OFDM receiver,
receives signals including broadcast signals. Receiver
module 3002 also receives, at times, user data signals
from a peer wireless terminal in a peer to peer commu-
nications session with wireless terminal 3000. Received
broadcast signals 3030, e.g., beacon signals, are used
to determine a mode of communication band operation.
[0230] Transmitter module 3004, e.g., an OFDM trans-
mitter, transmits user data as part of a peer to peer com-
munications session. In some embodiments, transmis-
sion module 3004 also transmits user beacon signals,
e.g. OFDM user beacon signals.
[0231] Mode determination module 3020 determines
based on received broadcast signals 3030 a mode of
communications band operation, determined mode of
communications band operation 3032. The determined
mode of communications band operation indicating a
mode of operation in which the frequency band is to be
used at a point in time, the determined mode of commu-
nication band operation being one of a plurality of fre-
quency band modes including at least a cellular commu-
nications mode and a first peer to peer communications
mode.
[0232] Mode control module 3022 controls wireless

terminal 3000 device operation as a function of at least
one of a mode determination and a change in a deter-
mined mode of communications band operation, said
mode control module 3022 controlling the transmitter to
reduce power in response to determining that the fre-
quency band is to be used as a cellular frequency band.
In some embodiments, the controlling the transmitter to
reduce power includes reducing transmission power by
at least 10dBs, In some embodiments reducing trans-
mission power includes ceasing to transmit.
[0233] Thus, in some embodiments, when wireless ter-
minal 3000 is in a peer to peer communications session
and the spectrum is reallocated to support access node
based operations, the wireless terminal is permitted to
continue the peer to peer communications session at a
reduced power level. While, in other embodiments, when
wireless terminal 3000 is in a peer to peer communica-
tions session and the spectrum is reallocated for access
node based operation, the wireless terminal terminates
or suspends the peer to peer communications session
until the spectrum is reallocated for peer to peer usage.
In some embodiments, wireless terminal 3000 decides
whether to continue with, terminate, or place on hold a
peer to peer session interrupted by a spectrum realloca-
tion, in response to other factors, e.g., device identifica-
tion information, user identity information, priority infor-
mation, latency requirements, etc.
[0234] Peer to peer communications session termina-
tion module 3024 terminates at least some peer to peer
communications sessions in response to a determination
that a frequency band is being used as a cellular frequen-
cy band. Session hold module 3026 puts an ongoing peer
to peer communications session into a hold state in re-
sponse to a determination that the frequency band is be-
ing used as a cellular frequency band. Peer to peer com-
munications session reestablishment module 3028 tran-
sitions a peer to peer communications session from a
hold state to an active state in response to a determina-
tion that the frequency band is to be used for peer to peer
communications.
[0235] Current level of transmission power information
3035 is a monitored level used by mode control module
3022, when determining a transmission power level re-
duction in accordance with power reduction information
3036, e.g., a gain factor of at least 10dBs, and 1st max-
imum transmission power level information 3038 and 2nd

maximum level transmission power information 3040.
The power level reduction is in response to a detection
that spectrum usage is changing from peer to peer to
cellular based, and the wireless terminal 3000 continuing
with the peer to peer communications session at a re-
duced power level. In some embodiments, the mode con-
trol module 3022 supports 1st and 2nd modes of peer to
peer operation from the perspective of the wireless ter-
minal, the second peer to peer mode of operation being
a reduced power level mode of operation in which the
wireless communications device 3000 uses a lower max-
imum transmission power level for the transmission of
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user data than is used in the 1st mode of peer to peer
operation. In some embodiments, the 1st mode of wire-
less terminal peer to peer operation applies when the
spectrum is allocated for peer to peer usage, and the
second mode of wireless terminal peer to peer operation
applies when the spectrum is allocated primarily for cel-
lular access node base operations.
[0236] Status information 3044 indicates whether the
peer to peer communications session is in an active state
or a hold state. Status information 3044 also indicates
whether the peer to peer communications session is in
a first mode of wireless terminal peer to peer operation,
e.g., normal power mode, or a second mode of wireless
terminal peer to peer operation, reduced power mode.
Peer node information 3046 includes peer node identifi-
cation information, addressing information, and priority
level information. User data information 3048, e.g., voice,
image, text, file information, includes user data to be
transmitted and received as part of the peer to peer com-
munications session. State information 3050 includes
session maintenance information, and stored information
used to reestablish a session placed into a hold state.
[0237] Figure 28 comprising the combination of Figure
28A and Figure 28B is a drawing of a flowchart 2000 of
an exemplary communications method in accordance
with various embodiments. Operation of the exemplary
communications method starts in step 2002 and pro-
ceeds to step 2004, step 2024 via connecting node A
2006, and step 2030 via connecting node B 2008.
[0238] In step 2004, a first wireless terminal capable
of supporting peer to peer operations and cellular net-
work operations is operated. Step 2004 includes
sub-steps 2010, 2011, 2012, 2014, 2016, 2018, and
2020. In sub-step 2010, the first wireless terminal mon-
itors for paging signals from a base station during a first
set of time intervals which are paging time intervals. In
various embodiments, during the first set of time intervals
the first wireless terminal does not transmit peer to peer
signals. In some embodiments, during the first set of time
intervals the first wireless terminal also does not receive
peer to peer signals.
[0239] In sub-step 2012, the first wireless terminal, dur-
ing a second set of time intervals, which do not overlap
said first set of time intervals, is operated to participate
in a peer to peer communications session. In some em-
bodiments, the first and second time intervals are inter-
leaved. Sub-step 2012 includes sub-step 2022, in which
the first wireless terminal, during at least a portion of said
second set of time intervals is operated to transmit a first
wireless terminal identifier used for peer to peer commu-
nications. In some such embodiments, the first wireless
terminal identifier is communicated via a user beacon
signal, e.g., an OFDM user beacon signal including a
beacon signal burst including at least one beacon sym-
bol.
[0240] In some embodiments, the same frequency
band is used for paging and for peer to peer communi-
cations, and the first wireless terminal need not perform

sub-step 2011. In some embodiments, different frequen-
cy bands arc used for paging and for peer to peer com-
munications. In some such embodiments, sub-step 2011
is performed in which the first wireless terminal switches
the frequency band of a receiver in said wireless terminal
when switching between monitoring for pages during a
first time interval and operating in a peer to peer mode
during a second time interval.
[0241] Returning to sub-step 2010, for a detected page
signal directed to the first wireless terminal, operation
proceeds from sub-step 2010 to sub-step 2014. In sub-
step 2014, the first wireless terminal decides whether to
establish a link with the base station in response to the
page directed to the first wireless terminal or to continue
with an ongoing peer to peer communication session. In
some embodiments, the decision of the step 2014 is a
function of at least one of: a priority level associated with
the ongoing peer to peer communications session, a pri-
ority level associated with the peer wireless terminal in
the ongoing peer to peer communications session, a pri-
ority level associated with the user of the peer wireless
terminal in the ongoing peer to peer communication ses-
sion, the type of data being communicated in the peer to
peer communications session, latency considerations of
the data being communicated in the peer to peer session,
an estimate of the amount of data remaining to be com-
municated in the peer to peer communications session,
and priority information communicated in the page signal.
In some such embodiments, the decision of step 2014 is
a function of at least two of: a priority level associated
with the ongoing peer to peer communications session,
a priority level associated with the peer wireless terminal
in the ongoing peer to peer communications session, a
priority level associated with the user of the peer wireless
terminal in the ongoing peer to peer communication ses-
sion, the type of data being communicate in the peer to
peer communications session, latency considerations of
the data being communicated in the peer to peer session,
an estimate of the amount of data remaining to be com-
municated in the peer to peer communications session,
and priority information communicated in the page signal.
[0242] If the decision of sub-step 2014 is to establish
a link with the base station which transmitted the page,
then operation proceeds to sub-step 2016, where the first
wireless terminal terminates the peer to peer communi-
cations session and in sub-step 2018 establishes a link
with the base station. However, if the first wireless termi-
nal decides in sub-step 2014 to continue with the ongoing
peer to peer communication session, operation proceeds
from sub-step 2014 to sub-step 2020 where the first wire-
less terminal continues with the peer to peer communi-
cations session. In some such embodiments, the first
wireless terminal, when deciding to perform sub-step
2020, the first wireless terminal ignores the page, e.g.,
with no response back to the base station. In other em-
bodiments, the first wireless terminal, when deciding to
perform sub-step 2020, sends a page response signal
to the base station indicating the first wireless terminal
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has received the page but has decided not to establish
a link with the base station.
[0243] Returning to step 2024, in step 2024, a second
wireless terminal, capable of supporting peer to peer
mode operations and cellular network operations, is op-
erated. Step 2024 includes sub-steps 2026 and 2028. In
sub-step 2026, the second wireless terminal monitors for
paging signals from a base station during a third set of
time intervals which are paging time intervals. In some
such embodiments, the first and third paging time inter-
vals overlap. In sub-step 2028, the second wireless ter-
minal, during said second set of time intervals, which
does not overlap with said first or third set of time intervals
participates in a peer to peer communications session.
[0244] Returning to step 2030, in step 2030, a third
wireless terminal is operated in a peer to peer commu-
nications session during which at least some first time
periods occur, wherein the third wireless terminal does
not perform paging operations between the start and end
of its peer to peer communications session and remains
silent during the first time intervals occurring between the
start and end of its peer to peer communications session.
[0245] Figure 29 is a drawing of an exemplary wireless
terminal 3100, e.g., mobile node, in accordance with var-
ious embodiments. Exemplary wireless terminal 3100
monitors for, detects, and processes paging signals in a
wireless communications system including dual mode
capability including access node based cellular commu-
nications and peer to peer communications, and exem-
plary wireless terminal 3100 supports operation in both
modes of operation.
[0246] Exemplary wireless terminal 3100 includes a re-
ceiver module 3102, a transmitter module 3104, a proc-
essor 3106, user I/O devices 3108, and memory 3110
coupled together via a bus 3112 over which the various
elements may exchange data and information. User I/O
devices 3108 include, e.g., keypad, keyboard, switches,
mouse, microphone, speaker, display, etc. User I/O de-
vices 3108 are used for operation including inputting user
data, accessing output user data, and controlling at least
some functions and operations of the wireless terminal,
e.g., initiating a peer to peer communications session or
initiating an access node based communications ses-
sion.
[0247] Receiver module 3102, e.g., an OFDM receiver,
coupled to receive antenna 3103 via which the wireless
terminal receives signals from a base station including
paging signals and signals in which the base station is
functioning as a point of network attachment for wireless
terminal 3100, e.g., downlink control signals and down-
link user data signals. Receiver module 3102 also re-
ceives signals from a peer node in a peer to peer com-
munications session with wireless terminal 3100.
[0248] Transmitter module 3104, e.g., an OFDM trans-
mitter, is coupled to transmit antenna 3105, via which the
wireless terminal 3100 transmits signals. Transmitter sig-
nals include generated identification signals 3142, e.g.,
an OFDM user beacon signal including beacon signal

burst, each beacon signal burst including at least one
OFDM beacon symbol. Transmitted signals also include
access node based session establishment signals, peer
to peer session establishment signals, control and user
data uplink signals directed to a base station serving as
the wireless terminal’s point of network attachment, sig-
nals directed to a peer node as part of a peer to peer
communications session, and uplink page response sig-
nals directed to the base station which transmitted the
page directed to wireless terminal 3100.
[0249] Memory 3110 includes routines 3114 and da-
ta/information 3116. The processor 3106, e.g., a CPU,
executes the routines 3114 and uses the data/informa-
tion 3116 in memory 3110 to control the operation of the
wireless terminal and implement methods. Routines
3114 include a communications routine 3118 and wire-
less terminal control routines 3120. The communications
routine 3118 implements the various communications
protocols used by the wireless terminal 3100. The wire-
less terminal control routines 3120 include a time interval
determination module 3122, a cellular network commu-
nications module 3124, a page signal monitoring module
3126, a peer to peer communications module 3128, a
wireless terminal identification signal generation module
3130, a decision module 3132, and a peer to peer com-
munications session termination module 3134. The peer
to peer communications module 3128 includes a peer to
peer communications control module 3129.
[0250] Data/information 3116 includes a determined
first set of time intervals 3136, which are paging time
intervals, a determined second set of time intervals 3138,
a detected page signal 3140, a. generated wireless ter-
minal identification signal, e.g., a generated user beacon
associated with wireless terminal 3100, paging band in-
formation 3144, peer to peer band information 3146 and
receiver band setting information 3148.
[0251] Time interval determination module 3122 deter-
mines first and second sets of time intervals (3136, 3138),
respectively), the first and second sets of time intervals
being non-overlapping sets, the first set of time intervals
being paging time intervals. Cellular network communi-
cations module 3124 supports cellular network commu-
nications operations, e.g., operations in which the wire-
less terminal uses the base station as a network attach-
ment point to communicate with another wireless termi-
nal via the cellular communications network. Page signal
monitoring module 3126 monitors for paging signals from
a base station during the first set of time intervals 3136.
Information 3140 represents a detected page signal di-
rected to wireless terminal 3100.
[0252] Peer to peer communications module 3128
supports peer to peer communications signaling opera-
tions during the second set of time intervals 3138 but not
during the first set of time intervals 3136. Peer to peer
transmission control module 3129 restrains the wireless
terminal from transmitting peer to peer signals during the
first time intervals. In some embodiments, the wireless
terminal is also controlled to suspend detection opera-
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tions of peer to peer signals during the first time intervals.
In various embodiments, members of the first set of time
intervals are interleaved with members of the second set
of time intervals.
[0253] Wireless terminal identification signal genera-
tion module 3130 generates a wireless terminal identifier
3142 used for peer to peer communications, e.g., an
OFDM beacon signal burst or sequence of bursts, each
beacon signal burst including at least one beacon sym-
bol. Decision module 3132 decides between establishing
a communication link with a base station in response to
a page which was received or continuing with an on-going
peer to peer communications session. Peer to peer com-
munications session termination module 3134 termi-
nates a peer to peer communications session in re-
sponse to a received page directed to the wireless ter-
minal 3100.
[0254] Paging band information 3144 includes infor-
mation identifying the frequency band used for paging,
while peer to peer band information 3146 identifies the
frequency band used for peer to peer communications.
In some embodiments the same frequency band is used
for paging and peer to peer communications. In some
embodiments, Different frequency bands arc used for
paging and peer to peer communications. In some such
embodiments, receiver module 3102 includes a tunable
receiver responsive to a mode control signal for switching
between the different frequency bands used for paging
and peer to peer communications. Receiver band setting
information3148 includes information indicating the cur-
rent setting of the receiver module 3102 and control sig-
naling used to change the setting of the receiver module
3102.
[0255] Figure 30 is a drawing of an exemplary commu-
nications system 2100 in accordance with various em-
bodiments. Exemplary communications system 2100 in-
cludes a plurality of base stations (base station 1 2102,
base station 2 2104, base station 3 2106) and a plurality
of non-access beacon signal transmitter nodes (non-ac-
cess beacon signal transmitter node 1 2108, non-access
beacon signal transmitter node 2 2112, non-access bea-
con signal transmitter node 3 2110). The base stations
(2102; 2104, 2106) are coupled to network nodes (2114,
2118, 2118) via network links (2120, 2128, 2126), re-
spectively. In addition, system 2100 includes network
node 2116 which is coupled to (network node 2114, net-
work node 2118, non-access beacon signal transmitter
2108, and other network nodes and/or the Internet) via
network links (2122, 2124, 2130, 2131), respectively.
Network links (2120, 2122, 2124, 2126, 2128, 2130,
2131) are, e.g., fiber optic links and/or wired links.
[0256] Some of the base stations (BS 1 2102, BS 2
2104) support both peer to peer communications in the
base station region and also operate as access nodes.
Base station 3 2106 functions as an access node and
does not support peer to peer communications in its cov-
erage region. Each base station (BS 1 102, BS 2 2104,
BS 3 2106) has a corresponding region (2103, 2105,

2107) which represents a cellular coverage area when
in the network access mode. Regions (2103, 2105) also
represent base station beacon transmission regions
when supporting peer to peer communications.
[0257] The base stations (2102, 2104, 2106) and the
non-access beacon signal transmitter nodes (2108,
2110, 2112) transmit beacon signals including beacon
signal bursts, e.g., OFDM beacon signal bursts each bea-
con signal burst including at least one beacon symbol.
[0258] Exemplary system 2100 also includes a plural-
ity of wireless terminals, e.g., mobile nodes, (MN 1 2150,
MN 2 2152, MN 3 2154, MN 4 2156, MN 5 2158, MN 6
2160, MN 7 2162, MN 8 2164), which may move through-
out the system. MN 1 2150 is using BS 1 2102 as an
access node and is coupled to BS 1 2102 via link 2166.
MN 2 2152 is using BS 1 2102 as an access node and
is coupled to BS 1 2102 via link 2168. MN 1 2150 and
MN 2 2152 are using access node beacon signals trans-
mitted from BS 1 2102 for synchronization. MN 3 2154
is in a peer to peer communications session with MN4
2156 using peer to peer link 2170. MN 3 2154 and MN
4 2156 are using peer to peer beacon signals from BS 1
2102 for synchronization purposes.
[0259] MN 5 2158 is using BS 3 2106 as an access
node and is coupled to BS 3 2106 via link 2172. MN 6
2160 is using BS 3 2106 as an access node and is cou-
pled to BS 3 2106 via link 2174. MN 5 2158 and MN 6
2160 are using access node beacon signals transmitted
from BS 3 2174 for synchronization.
[0260] MN 7 2162 is in a peer to peer communications
session with MN 8 2164 using peer to peer link 2176. MN
7 2162 and MN 8 2164 are using peer to peer beacon
signals from non-access beacon signal transmitter node
3 2110 for synchronization purposes.
[0261] Base station 1 2102 includes a peer to peer bea-
con signal generation module 2132, an access node bea-
con signal generation module 2134, a transmitter module
2136, a receiver module 2138 and a switching module
2140. Peer to peer beacon signal generation module
2132 generates beacon signals used to support peer to
peer communications, while access node beacon signal
generation module 2134 generates beacon signals used
to support cellular network communications. Transmitter
module 2136, e.g., an OFDM transmitters, transmits gen-
erated peer to peer beacon signals and generated ac-
cess node beacon signals. Transmitter module 2136 also
transmits control and user data signals to wireless termi-
nal when functioning as an access node. Receiver mod-
ule 2138, e.g., an OFDM receiver, receives signals such
as access request signals, control signals and user data
from wireless terminals, e.g., mobile nodes using the
base station as a point of network attachment. Switching
module 2140 supports switching between peer to peer
and cellular modes of operation using the same frequen-
cy band for peer to peer and cellular modes of operation
at different times. Base station 1 2102 transmits different
beacon signals during peer to peer and cellular modes
of operation.
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[0262] Non-access beacon signal transmitter node 2
2112 and non-access beacon signal transmitter node 3
2110 are standalone devices. Non-access beacon signal
transmitter node 2 2112 includes a transmitter 2142, a
battery 2144 and a receiver 2146. Battery 2144 powers
non-access beacon signal transmitter node 2 2112.
Transmitter 2142 transmits beacon signals which are uti-
lized by mobile nodes in its transmitter coverage region
2113 for synchronization purposes in supporting peer to
peer communications sessions. The beacon signal trans-
mitter 2142 does not relay any user data. Receiver 2146
receives a broadcast signal used for timing synchroniza-
tion purposes. The receiver 2146 for receiving a broad-
cast signal used for timing synchronization purposes is
one of a GSM receiver, a satellite receiver, and a cellular
network receiver. Satellite receivers include, e.g., a GPS
receiver, broadcast TV and/or radio signal satellite re-
ceiver, proprietary satellite receiver or government con-
trolled satellite receiver. Cellular network receivers in-
clude, e.g., CDMA, OFDM, GSM, etc., receivers. In some
embodiments, a non-access beacon signal transmitter
node includes a plurality of different types of receivers
for receiving different types of broadcast signals, e.g.,
with different signals being available in some areas but
not in others.
[0263] In various embodiments, at least some of the
base stations, which transmit beacon signals are not syn-
chronized with respect to one another. In various embod-
iments, at least some of the non-access beacon signal
transmitter nodes, which transmit beacon signals, are
not synchronized with respect to one another. For exam-
ple, non-access beacon signal transmitter node 3 2110,
in some embodiments, does not include a receiver, and
its transmitted beacon signals into its transmitter region
2111 are free running with respect to the other non-ac-
cess beacon signal transmitters in system 2100 and the
base stations in system 2100.
[0264] Non-access beacon signal transmitter module
3 2110 includes a solar cell 2148, and the solar cell 2148
is a solar power source conversion device for powering
non-access beacon signal transmitter node 3 2110 dur-
ing at least some of the time.
[0265] Non-beacon access beacon signal transmitter
node 1 2108 is coupled to the network via link 2130 thus
facilitating timing synchronization information to be com-
municated to the node 2108, allowing for its beacon sig-
nal transmission into its transmitter region 2109 to be
synchronized with respect to an overall system timing
reference. No user data is communicated over link 2130.
[0266] Figure 31 is a drawing of an exemplary wireless
communications system 2200 which supports both peer
to peer communications and cellular communications in
accordance with various embodiments. Exemplary com-
munications system 2200 includes a plurality of wireless
terminals, e.g., mobile nodes, and a plurality of base sta-
tions. At least some of the plurality of base stations arc
both network access node and peer to peer capable such
as exemplary base station 2212. Exemplary communi-

cations system 2220 also includes some base stations
which function as access nodes but do not support peer
to peer communications such as exemplary base station
2280 and some non-access beacon signal transmitter
nodes for supporting peer to peer communications such
as exemplary non-access beacon signal transmitter
node 2282.
[0267] System 2200 includes wireless terminal 1A
2202 and wireless terminal 1B 2204, which both support
peer to peer and cellular communications; wireless ter-
minal 2A 2206 and wireless terminal 2B 2210, which both
support peer to peer communications but not cellular net-
work communications; and wireless terminal 3 2208
which supports cellular network communications but not
peer to peer communications.
[0268] Wireless terminal 1A 2202 includes a beacon
signal processing module 2216, a peer to peer commu-
nications module 2218, a cellular network communica-
tions module 2230, a mode control module 2232, current
mode information 2234 and subscriber plan identification
information 2236. Beacon signal processing module
2216 processes beacon signals received from base sta-
tions and/or non-access beacon signal transmitter
nodes. The beacon signals are uses for supporting cel-
lular and peer to peer communications, e.g., providing
synchronization, identification, mode and/or priority in-
formation. Peer to peer communications module 2218
performs operations supporting peer to peer communi-
cations. Cellular network communications module 2230
performs operations supporting cellular communications
in which the wireless terminal 1A 2202 is communicating
via a wireless communications link with a base station
functioning as an access node and providing a point of
network attachment. Mode control module 2232 switches
between peer to peer and cellular modes of operation,
as wireless terminal 1A 2202 supports at most one of
peer to peer mode and cellular mode operation at a given
time. Current mode information 2234 indicates which of
the peer to peer mode and cellular mode wireless termi-
nal 1A 2202 is currently operating in.
[0269] Wireless terminal 1B 2204 includes a beacon
signal processing module 2238, a peer to peer commu-
nications module 2240, a cellular network communica-
tions module 2242, a communications control module
2244, and subscriber plan identification information
2246. Beacon signal processing module 2238 processes
beacon signals received from base stations and/or
non-access beacon signal transmitter nodes. Peer to
peer communications module 2240 performs operations
supporting peer to peer communications. Cellular net-
works communications module 2242 performs opera-
tions supporting cellular communications in which the
wireless terminal 1B 2204 is communicating via a wire-
less communications link with a base station functioning
as an access node and providing a point of network at-
tachment. Communications control module 2244 switch-
es between peer to peer and cellular modes of operation,
as wireless terminal 1A 2202 controls the wireless termi-

55 56 



EP 2 315 490 B1

30

5

10

15

20

25

30

35

40

45

50

55

nal to maintain peer to peer and cellular network com-
munications sessions at the same time.
[0270] Wireless terminal 2A 2206 includes a beacon
signal processing module 2248, a peer to peer commu-
nications module 2250, and subscriber plan identification
information 2252. Beacon signal processing module
2248 processes beacon signals received from base sta-
tions and/or non-access beacon signal transmitter
nodes. Peer to peer communications module 2250 per-
forms operations supporting peer to peer communica-
tions. Wireless terminal 2B 2210 includes a beacon sig-
nal processing module 2260, a peer to peer communi-
cations module 2262, and subscriber plan identification
information 2264. Beacon signal processing module
2260 processes beacon signals received from base sta-
tions and/or non-access beacon signal transmitter
nodes. Peer to peer communications module 2262 per-
forms operations supporting peer to peer communica-
tions.
[0271] Wireless terminal 3 2208 includes a beacon sig-
nal processing module 2254, a cellular network commu-
nication module 2256, and subscriber plan identification
information 2258. Beacon signal processing module
2254 processes beacon signals received from base sta-
tions and/or non-access beacon signal transmitter
nodes. Cellular network communications module 2256
performs operations supporting cellular network commu-
nications.
[0272] Base station 2212 includes a beacon transmis-
sion module 2213. Beacon signal transmission module
2213 transmits beacon signals used for communications
synchronization, identification, mode, and/or priority in-
formation. In some embodiments, at least some of the
beacon signals are OFDM beacon signals including bea-
cons signal bursts, each beacon signal burst including
at least one beacon symbol. Base station 2212 is coupled
to other network nodes, e.g., other base station, routers,
AAA nodes, home agent nodes, etc, and/or the Internet
via link 2214. Base station 2280 is coupled to other net-
work nodes and/or the Internet via network link 2281.
Network links 2214, 2281 are, e.g., fiber optic links and/or
wired links.
[0273] Dotted line 2268 between wireless terminal 1A
2202 and base station 2212 indicates that WT 1A 2202
can operate in a cellular communication mode and have
a wireless communication link with a base station. Dotted
line 2266 between wireless terminal 1A 2202 and WT 2A
2206 2212 indicates that WT 1A 2202 and WT 2A 2206
can operate in a peer to peer communications mode and
have a wireless communication link with another wireless
terminal. The lines 2266 and 2268 have been indicated
as dotted lines to indicate that WT 1A 2202 switches be-
tween the two modes.
[0274] Solid line 2274 between wireless terminal 1B
2204 and base station 2212 indicates that WT 1B 2204
can operate in a cellular communication mode and have
a wireless communication link with a base station. Solid
line 2272 between wireless terminal 1B 2204 and WT 2B

2206 2210 indicates that WT 1B 2204 and WT 2B 2210
can operate in a peer to peer communications mode and
have a wireless communication link with another wireless
terminal. The lines 2272 and 2274 have been indicated
as solid lines to indicate that WT 1B can maintain peer
to peer and cellular network communications sessions
at the same time.
[0275] Line 2270 between wireless terminal 3 2208
and base station 2212 indicates that WT 3 2208 can op-
erate in a cellular communication mode and have a wire-
less communication link with a base station.
[0276] The various wireless terminals (2202, 2204,
2206, 2208, 2210) include subscriber plan identification
information (2236, 2246, 2252, 2258,2264), respectively.
In some embodiments, a set of wireless terminals corre-
spond to a communications service subscriber who sub-
scribes to a family plan which supports multiple commu-
nications devices some of which have different capabil-
ities. For example, in one embodiment, the set of wireless
terminals corresponding to the communications service
subscriber who subscribes to a family plan includes
WT1A 2202, WT 1B 2204, WT 2A 2206, and WT 3 2208.
[0277] In some embodiments, the peer to peer com-
munications modules (2218, 2240, 2250, 2262) are
OFDM communications modules. In some embodiments
the cellular network communications modules (2230,
2242, 2256) are OFDM communications modules. In
some embodiments, the peer to peer communications
modules (2218, 2240, 2250, 2262) are OFDM commu-
nications modules, and the cellular network communica-
tions modules (223 0, 2242, 225 6) arc CDMA commu-
nications modules. In some embodiments, the peer to
peer communications modules (2218, 2240, 2250, 2262)
are OFDM communications modules, and the cellular
network communications modules (2230, 2242, 2256)
are GSM communications modules.
[0278] Figure 32 is a drawing 3200 illustrating exem-
plary beacon burst time position hopping in accordance
with various embodiments. Horizontal axis 3202 repre-
sents time while vertical axis 3204 represents frequency,
e.g., OFDM tones in a frequency band, e.g., a non-infra-
structure frequency band being used for peer to peer
communications. A wireless terminal receives an exter-
nal broadcast signal 3206 which the wireless terminal
uses a timing reference signal and upon which it bases
its timing structure. The external reference signal repeats
as indicated by signal 3206’. In some embodiments, the
timing reference point is derived from information con-
veyed by the received broadcast signal. In this example,
the peer to peer timing structure being used by the wire-
less terminal includes a sequence of slots used for bea-
con signaling, each time slot is associated with a beacon
signaling resource (slot 1 beacon signaling resource
3208, slot 2 beacon signaling resource 3210, slot 3 bea-
con signaling resource 3212. The slots repeat as indicat-
ed by slot 1 beacon signaling resource 3208’. Each slot
beacon signaling resource represents a block of air link
resources, e.g., OFDM tone-symbols.
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[0279] The start of each beacon signaling resources
slot (3208, 3210, 3212) is referenced with respect a pre-
determined timing offset (T1 3214, T2 3216, T3 3218).
In some embodiments, the time duration of each beacon
signaling slot is the same. In some embodiments T2-T1
= T3-T2.
[0280] Within each beacon signaling slot resource
(3208, 3210, 3212), the wireless terminal transmits a
beacon signal burst (3220, 3222, 3224) including at least
one beacon symbol (3226, 3228, 3230), the beacon sym-
bol being a relatively high power symbol with respect to
data symbols transmitted by the wireless terminal. In this
example, the time position of the beacon signal burst with
the beacon resource slot is hopped from one slot to the
next in accordance with a hopping function used by the
wireless terminal. The hopping function varies the time
of the beacon signal burst from the start of the slot as
indicated by different time offset values (T4 3234, T5
3236, T6 3238) corresponding to (slot 1, slot 2, slot 3),
respectively. The hopping function determines the time
offset as a function of a wireless terminal identifier, a user
identifier, and/or a priority level value. In some embodi-
ments, other inputs can be used by the hopping function,
e.g., a received broadcast value associated with the
spectrum, a received key, a value associated with a des-
ignated area, a value associated with a sector, etc.
[0281] In this example, the same tone is used by the
wireless terminal for the beacon symbol (3226, 3228,
3230, 3226’) of the beacon signal bursts (3220, 3220,
3224, 3220’), respectively, in slots resources (3208,
3210, 3212, 3208’), respectively. Different wireless may,
and sometimes do use a different tone for the beacon
symbol.
[0282] Figure 33 is a drawing 3300 illustrating exem-
plary beacon burst time position hopping and beacon
symbol tone hopping in accordance with various embod-
iments. Horizontal axis 3302 represents time while ver-
tical axis 3304 represents frequency, e.g., OFDM tones
in a frequency band, e.g., a non-infrastructure frequency
band being used for peer to peer communications. A wire-
less terminal receives an external broadcast signal 3306
which the wireless terminal uses a timing reference signal
and upon which it bases its timing structure. The external
reference signal repeats as indicated by signal 3306’. In
some embodiments, the timing reference point is derived
from information conveyed by the received broadcast sig-
nal. In this example, the peer to peer timing structure
being used by the wireless terminal includes a sequence
of slots used for beacon signaling, each time slot is as-
sociated with a beacon signaling resource (slot 1 beacon
signaling resource 3308, slot 2 beacon signaling re-
source 3310, slot 3 beacon signaling resource 3312).
The slots repeat as indicated by slot 1 beacon signaling
resource 3308’. Each slot beacon signaling resource rep-
resents a block of air link resources, e.g., OFDM tone-
symbols.
[0283] The start of each beacon signaling resources
slot (3308, 3310, 3312) is referenced with respect a pre-

determined timing offset (T1 3314, T2 3316, T3 3318)
from the external timing reference signal 3306. In some
embodiments, the time duration of each beacon signaling
slot is the same. In some embodiments T2-T1 = T3-T2.
[0284] Within each beacon signaling slot resource
(3308, 3310, 3312), the wireless terminal transmits a
beacon signal burst (3320, 3322, 3324) including at least
one beacon symbol (3326, 3328, 3330), the beacon sym-
bol being a relatively high power symbol with respect to
data symbols transmitted by the wireless terminal. In this
example, the time position of the beacon signal burst with
the beacon resource slot is hopped from one slot to the
next in accordance with a time hopping function used by
the wireless terminal. The hopping function varies the
time of the beacon signal burst from the start of the slot
as indicated by different time offset values (T4 3334, T5
3336, T6 3338) corresponding to (slot 1, slot 2, slot 3),
respectively. The hopping function determines the time
offset as a function of a wireless terminal identifier, a user
identifier, and/or a priority level value. In some embodi-
ments, other inputs can be used by the hopping function,
e.g., a received broadcast value associated with the
spectrum, a received key, a value associated with a des-
ignated area, a value associated with a sector, etc.
[0285] In this example, the tone of the beacon signal
used by the wireless terminal for the beacon symbol
(3326, 3328, 3330) of the beacon signal bursts (3320,
3322, 3324), respectively, in slots resources (3308, 3310,
3312), respectively, is also hopped from one slot to an-
other in accordance with a tone hopping function. Inputs
to the tone hopping function include one or more of a
wireless terminal identifier, a user identifier, a priority lev-
el value, a received broadcast value associated with the
spectrum, a received key, a value associated with a des-
ignated area, and a value associated with a sector.
[0286] In this example, the next iteration of beacon sig-
naling resource slot 1 3308’ has the beacon symbol 3326’
of beacon burst 3320’ placed in the same OFDM
tone-symbol position of the resource 3308’ as the beacon
symbol 3326 of beacon burst 3320 in resource 3308. In
some embodiments, two separate hopping functions are
used, one for beacon burst time hopping and the other
for tone hopping. In some embodiments, the beacon
burst time position hopping function and the tone hopping
function have the same sequence length. In some em-
bodiments, the beacon burst time position hopping func-
tion and the tone hopping function have different se-
quence lengths. For example, the two sequence lengths
may be co-prime with each other. Alternatively, the ratio
of one sequence length to the other sequence length may
be an integer. In other embodiments, one hopping func-
tion is used for both beacon burst time hopping and tone
hopping. Specifically, suppose that each beacon signal-
ing resource slot 3308, 3310, 3312 includes M symbol
times and every symbol time includes N tones. Then, in
each slot, the hopping function outputs a number, which
uniquely identifies one specific tone at one specific sym-
bol time. For example, the number can be 0, 1, ..., M*N-
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1, where M and N arc positive integers. In some embod-
iments, N is at least 100 and M is at least 20, although
in other embodiments, the values may be smaller.
[0287] Figure 34 is a drawing 3400 illustrating exem-
plary coordinated timing in a peer to peer communica-
tions band in accordance with various embodiments.
Drawing 3400 includes exemplary 1st and 2nd wireless
terminal (3402, 3404), e.g., peer mobile nodes. Upper
drawing portion 3401 is used to illustrate operations of
wireless terminal 1 3402, while lower drawing portion
3403 is used to illustrate operations of wireless terminal
2 3404. Horizontal axes 3406 represents time, while ver-
tical axes 3408 represents frequency, e.g., OFDM tones
in the peer to peer frequency band.
[0288] Both wireless terminals (3402, 3404) receive
and use external broadcast signal 3410 to obtain timing
reference. Based on the timing reference signal 3410,
both wireless terminal (3402, 3404) recognize beacon
signaling resource slots 3412 and 3414. Wireless termi-
nal 1 3402 transmits a beacon signal burst 3416 including
beacon symbol 3418 during time interval 3440, and bea-
con signal burst 3420 including beacon symbol 3422 dur-
ing time interval 3442. Wireless terminal 2 3404 is mon-
itoring for beacon symbols from other wireless terminals
during time intervals 3444, 3446, 3448, and 3450. Since
time interval 3440 is with time interval 3446 wireless ter-
minal 2 is able to detect the beacon symbol 3418 from
wireless terminal 1 3402. Since time interval 3442 is with-
in time interval 3450 wireless terminal 2 is able to detect
the beacon symbol 3422 from wireless terminal 1 3402.
[0289] Wireless terminal 2 3404 transmits a beacon
signal burst 3424 including beacon symbol 3426 during
time interval 3452, and beacon signal burst 3428 includ-
ing beacon symbol 3430 during time interval 3454. Wire-
less terminal 1 3402 is monitoring for beacon symbols
from other wireless terminals during time intervals 3432,
3434, 3436, and 3438. Since time interval 3452 is within
time interval 3432 wireless terminal 1 is able to detect
the beacon symbol 3426 from wireless terminal 2 3404.
Since time interval 3454 is within time interval 3436 wire-
less terminal 1 is able to detect the beacon symbol 3430
from wireless terminal 2 3404.
[0290] In this example, both wireless terminals are able
to detect beacon signals from each other. The coordinat-
ed timing structure based on a reference allows efficient
operation and reduced power consumption, since mod-
ules within a wireless terminal can be powered down
when transmission and/or monitoring is not required,
e.g., during silence modes of operation.
[0291] Time hopping of the beacon burst, e.g., as a
function of a wireless terminal identifier, facilitates reso-
lution of a problem where both wireless terminal 1 and
wireless terminal 2 should happen to transmit a beacon
signal burst during one beacon signaling resource slot.
In some embodiments, the beacon burst time hopping is
structure so that at least some beacon signal bursts trans-
mitted by two peer wireless terminals will be non-over-
lapping. In some embodiments, a wireless terminal, oc-

casionally, refrains from transmitting its beacon burst dur-
ing a beacon signaling resource and monitors for the full
duration of the beacon signaling resource.
[0292] Additional embodiments, features and varia-
tions will now be discussed.
[0293] An infrastructure network usually includes a
base station, which provides service to terminals in a
given geographical area. In an exemplary embodiment,
a base station of an infrastructure network uses a first
(infrastructure) spectrum band to provide service in a ge-
ographical area. Meanwhile, a second (non-infrastruc-
ture) spectrum band, which is different from the infra-
structure spectrum band, is also available for the termi-
nals in the area, e.g., to be used for an ad hoc network.
[0294] In accordance with various embodiments, in or-
der to facilitate the timing and/or frequency synchroniza-
tion in the ad hoc network using the non-infrastructure
spectrum band, the infrastructure base station transmits
a beacon signal.
[0295] In an exemplary embodiment, the base station
transmits the beacon signal in the infrastructure spectrum
band. The desired common timing and/or frequency ref-
erence to be used in the non-infrastructure spectrum
band can be determined from the beacon signal. In ad-
dition, the base station may, and sometimes does, send
system information about the frequency location of the
non-infrastructure spectrum band and the type of service
provided in the non-infrastructure spectrum band, e.g.,
TDD (time division duplex) or ad hoc networking. The
system information is sent using the beacon signal and/or
other broadcast control signals.
[0296] A wireless terminal first tunes to the infrastruc-
ture spectrum band to detect the beacon signal and de-
rives the timing and/or frequency reference to be used
in the non-infrastructure spectrum band. The wireless
terminal further receives the system information from the
beacon and/or other broadcast control signals, and de-
termines the frequency location of the non-infrastructure
spectrum band, e.g., carrier frequency. The wireless ter-
minal tunes to the non-infrastructure spectrum band and
uses the acquired timing and/or frequency synchroniza-
tion to start a communication link in the non-
infrastructure .spectrum band.
[0297] In another embodiment, the base station trans-
mits the beacon signal in the non-infrastructure spectrum
band, so that if the wireless terminal directly tunes to the
non-infrastructure spectrum band, the wireless terminal
can derive the desired common timing and/or frequency
reference from the beacon signal. In that embodiment,
the base station may, and sometimes does, additionally
transmit beacon and/or other broadcast control signals
in the infrastructure spectrum band as well as send sys-
tem information about the frequency location of the non-
infrastructure spectrum band and the type of service pro-
vided in the non-infrastructure spectrum band.
[0298] In yet another embodiment, in which the infra-
structure spectrum band may not exist, a special trans-
mitter is set in a geographic area to transmit a system
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beacon signal in each of the non-infrastructure spectrum
bands that are available for use in the vicinity of the ge-
ographical area in which the special transmitter sits. In
one embodiment, at a given time, the special transmitter
transmits at most one beacon signal burst in a spectrum
band. The special transmitter hops across each of the
available spectrum bands and transmits the beacon sig-
nal burst successively from one spectrum band to anoth-
er. A wireless terminal is to scan a candidate spectrum
band to see whether a system beacon signal can be de-
tected in the candidate spectrum band. If a system bea-
con signal is detected, then the candidate spectrum band
is available for use. Otherwise, the wireless terminal, in
some embodiments, is not allowed to use the candidate
spectrum band, in which case the wireless terminal may
have to scan another candidate spectrum band to find
an available spectrum band to use.
[0299] After the wireless terminal obtains the timing
and/or frequency reference from the beacon signal, the
wireless terminal then tunes to the non-infrastructure
spectrum band. The wireless terminal, in some embod-
iments, starts to transmit its own user beacon signal in
the non-infrastructure spectrum band. Similar to the bea-
con signal sent by the infrastructure base station, the
user beacon signal also includes a sequence of beacon
signal bursts in a spectrum band. However, the user bea-
con signal, in some embodiments, is different from the
beacon signal sent by the infrastructure base station in
at least one of the following ways: the periodicity of the
beacon signal bursts, the tone used in a beacon signal
burst, and the hopping pattern of the tones used in suc-
cessive beacon signal bursts. The wireless terminal may,
and sometimes docs, further listen to the non-infrastruc-
ture spectrum band to detect the presence of a user bea-
con signal sent by another wireless terminal. In some
embodiments, the wireless terminal determines trans-
mission and/or detection of user beacon signals as a
function of the timing and/or frequency reference from
the beacon signal sent by the infrastructure base station.
When wireless terminals derive their timing and/or fre-
quency reference from the same source, e.g., the same
infrastructure base station beacon signal, it is easy for
them to detect each other’s presence and to establish
communication links.
[0300] In accordance with a feature of some exemplary
embodiments, while a wireless terminal is in a peer-to-
peer communication session in the non-infrastructure
spectrum band, the wireless terminal may, and some-
times does, periodically suspend the session for a short
time period and tune to the infrastructure spectrum band,
e.g., to check whether there is a page for the terminal.
The time periods in which the wireless terminal checks
pages are, in some embodiments, pre-determined, so
that both the wireless terminal and the base station can
be synchronized on when a page should be delivered.
In some embodiments, a set of wireless terminals in the
peer-to-peer communication sessions have a common
time period in which each of those wireless terminals

suspend the sessions in the non-infrastructure spectrum,
band and check pages in the infrastructure spectrum
band. Advantageously, this synchronization helps re-
duce the wastage of session time in the peer-to-peer ses-
sions.
[0301] In accordance with various embodiments, the
infrastructure base station also provides service in the
non-infrastructure spectrum band, e.g., to provide peer-
to-peer communication service and/or to provide TDD
service. The base station in some embodiments trans-
mits the beacon signal in such a way that after the wire-
less terminal receives the beacon signal the wireless ter-
minal can predict the signal quality of a data session if
the wireless terminal is to establish a communication link
with the base station. In one embodiment, the transmis-
sion power of the beacon signal is the same for each of
such base stations. In another embodiment, the data ses-
sion, e.g., at a given coding and modulation rate, is sent
at a transmission power, which is a function of the trans-
mission power of the beacon signal. For example, the
per minimum transmission unit transmission power of the
data session is a fixed dB amount, e.g., 10 dBs or 16dBs,
below the transmission power of the beacon symbols of
the beacon signal.
[0302] While described primarily in the context of an
OFDM system, the methods and apparatus of various
embodiments arc applicable to a wide range of commu-
nications systems including many non-OFDM, and/or
many non-cellular systems.
[0303] In various embodiments nodes described here-
in are implemented using one or more modules to per-
form the steps corresponding to one or more methods,
for example, generating a beacon signal, transmitting a
beacon signal, receiving beacon signals, monitoring for
beacon signals, recovering information from received
beacon signals, determining a timing adjustment, imple-
menting a timing adjustment, changing a mode of oper-
ation, initiating a communication session, etc. In some
embodiments various features are implemented using
modules. Such modules may be implemented using soft-
ware, hardware or a combination of software and hard-
ware. Many of the above described methods or method
steps can be implemented using machine executable in-
structions, such as software, included in a machine read-
able medium such as a memory device, e.g., RAM, floppy
disk, etc. to control a machine, e.g., general purpose
computer with or without additional hardware, to imple-
ment all or portions of the above described methods, e.g.,
in one or more nodes. Accordingly, among other things,
various embodiments are directed to a machine-reada-
ble medium including machine executable instructions
for causing a machine, e.g., processor and associated
hardware, to perform one or more of the steps of the
above-described method(s).
[0304] Numerous additional variations on the methods
and apparatus described above will be apparent to those
skilled in the art in view of the above descriptions. Such
variations are to be considered within scope. The meth-
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ods and apparatus of various embodiments may be, and
in various embodiments are, used with CDMA, orthogo-
nal frequency division multiplexing (OFDM), and/or var-
ious other types of communications techniques which
may be used to provide wireless communications links
between access nodes and mobile nodes. In some em-
bodiments the access nodes are implemented as base
stations which establish communications links with mo-
bile nodes using OFDM and/or CDMA. In various em-
bodiments the mobile nodes are implemented as note-
book computers, personal data assistants (PDAs), or oth-
er portable devices including receiver/transmitter circuits
and logic and/or routines, for implementing the methods
of various embodiments.

Claims

1. A method of operating a wireless device (2910), the
method comprising:

performing wireless communications in a first
mode using communication spectrum;
receiving a beacon signal from a base station
(2700);
determining (1804), based on the beacon signal,
that at least a portion of the spectrum is reallo-
cated for primary use in a second mode of com-
munication;
altering the performing of wireless communica-
tions in the first mode in response to the deter-
mination; and characterized in the method
comprises:

sending (1806) to the base station (2700) a
change mode of operation signal to change
the base station (2700) mode of operation
to the second mode.

2. The method of claim 1, wherein the first mode of
communication comprises peer-to-peer communi-
cations with one or more other wireless devices
(2910).

3. The method of claim 2, wherein altering the perform-
ing of wireless communications in the first mode
comprises at least one of terminating or placing on
hold a peer-to-peer communications session.

4. The method of claim 3, wherein a decision to at least
one of terminate or place on hold the peer-to-peer
communications session is made based on at least
one factor other than the determination.

5. The method of claim 4, wherein the at least one factor
comprises at least one of device identification infor-
mation, user identity information, priority information,
and latency requirements.

6. The method of claim 2, wherein the first mode of
communication comprises a cellular communica-
tions mode.

7. The method of claim 1, wherein altering the perform-
ing of wireless communications in the first mode
comprises continuing to perform wireless communi-
cations in the first mode using communication spec-
trum at a reduced transmission power.

8. An apparatus for operating a wireless device (2910),
the apparatus comprising:

means for performing wireless communications
in a first mode using communication spectrum;
means for receiving a beacon signal from a base
station (2700);
means for determining, based on the beacon
signal, that at least a portion of the spectrum is
reallocated for primary use in a second mode of
communication;
means for altering the performing of wireless
communications in the first mode in response to
the determination; and characterized in that it
comprises:

means for sending to the base station
(2700) a change mode of operation signal
to change the base station (2700) mode of
operation to the second mode.

9. A method for wireless communications by a base
station (2700), comprising:

allocating wireless communications spectrum
primarily for a first mode of wireless communi-
cations by one or more wireless devices (2910);
transmitting a beacon as an indication that at
least a portion of the spectrum is reallocated for
primary use in a second mode of communi cat-
ion;
receiving a change mode of operation signal;
and
setting (1604) the mode of operation to the sec-
ond mode based on the received change mode
of operation signal.

10. The method of claim 9, wherein the first mode of
communication comprises peer-to-peer communi-
cations between the wireless devices (2910).

11. The method of claim 9, wherein the second mode of
communication comprises a cellular communica-
tions mode.

12. The method of claim 9, further comprising:

receiving an access request from one or more
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of the wireless devices; and
performing the reallocation of the spectrum in
response to the access request signal.

13. The method of claim 12, wherein the access request
includes information indicating that the wireless de-
vice (2910) making the request has authority to com-
mand a requested reallocation.

14. An apparatus for wireless communications by a base
station (2700), the apparatus comprising:

means for allocating wireless communications
spectrum primarily for a first mode of wireless
communications by one or more wireless devic-
es (2910);
means for transmitting a beacon as an indication
that at least a portion of the spectrum is reallo-
cated for primary use in a second
mode of communication; characterised in that
it comprises:

means for receiving a change mode of op-
eration signal; and
means for setting the mode of operation to
the second mode based on the received
change mode of operation signal.

15. A computer readable medium containing instruc-
tions stored thereon which, when read from the com-
puter readable medium and executed by a proces-
sor, causes the processor to perform a method ac-
cording to any of claims 1 to 7 and/or 9 to 13.

Patentansprüche

1. Ein Verfahren zum Betreiben eines kabellosen End-
gerätes (2910), das Verfahren aufweisend:

Durchführen von kabelloser Kommunikation in
einem ersten Modus unter Verwendung des
Kommunikationsspektrums;
Empfangen eines Pilotsignals von einer Basis-
station (2700);
Bestimmen (1804) basierend auf dem Pilotsi-
gnal, dass zumindest ein Teil des Spektrums
neu zugewiesen ist für die primäre Verwendung
in einem zweiten Kommunikationsmodus;
Abändern der Durchführung der kabellosen
Kommunikation in dem ersten Modus in Antwort
auf das Bestimmen; und gekennzeichnet da-
durch dass das Verfahren aufweist:

Senden (1806) an die Basisstation (2700)
ein Betriebsmodusänderungssignal zum
Ändern des Betriebsmodus der Basisstati-
on (2700) auf den zweiten Modus.

2. Das Verfahren von Anspruch 1, wobei der erste
Kommunikationsmodus eine Peer-to-Peer Kommu-
nikation mit einem oder mehreren kabellosen End-
geräten (2910) aufweist.

3. Das Verfahren von Anspruch 2, wobei Abändern der
Durchführung der kabellosen Kommunikation in
dem ersten Modus aufweist zumindest eins von Be-
enden oder Halten der Peer-to-Peer Kommunikati-
onssitzung.

4. Das Verfahren von Anspruch 3, wobei eine Entschei-
dung zwischen dem Beenden oder dem Halten der
Peer-to-Peer Kommunikationssitzung gemacht wird
basierend auf zumindest einem Faktor der anders
ist als die Bestimmung.

5. Das Verfahren von Anspruch 4, wobei der zumindest
eine Faktor aufweist zumindest eins von Endgerä-
teidentifikationsinformation, Benutzeridentitätsinfor-
mation, Prioritätsinformation, und Verzögerungsan-
forderungen.

6. Das Verfahren von Anspruch 2, wobei der erste
Kommunikationsmodus einen zellularen Kommuni-
kationsmodus aufweist.

7. Das Verfahren von Anspruch 1, wobei Abändern der
Durchführung der kabellosen Kommunikation in
dem ersten Modus aufweist, Weiterführen der ka-
bellosen Kommunikation in dem ersten Modus unter
Verwendung des Kommunikationsspektrums mit ei-
ner verminderten Übertragungsleistung.

8. Eine Vorrichtung zum Betreiben eines kabellosen
Endgerätes (2910), die Vorrichtung aufweisend:

Mittel zum Durchführen von kabelloser Kommu-
nikation in einem ersten Modus unter Verwen-
dung des Kommunikationsspektrums;
Mittel zum Empfangen eines Pilotsignals von ei-
ner Basisstation (2700);
Mittel zum Bestimmen basierend auf dem Pilot-
signal, dass zumindest einen Teil des Spek-
trums neu zugewiesen ist für die primäre Ver-
wendung in einem zweiten Kommunikationsmo-
dus;
Mittel zum Abändern der Durchführung der ka-
bellosen Kommunikation in dem ersten Modus
in Antwort auf das Bestimmen;
und gekennzeichnet dadurch dass diese auf-
weist:

Mittel zum Senden an die Basisstation
(2700) ein Betriebsmodusänderungssignal
zum Ändern des Betriebsmodus der Basis-
station (2700) auf den zweiten Modus.

67 68 



EP 2 315 490 B1

36

5

10

15

20

25

30

35

40

45

50

55

9. Ein Verfahren zur kabellosen Kommunikation durch
eine Basisstation (2700) aufweisend:

Zuweisen von einem kabellosen Kommunikati-
onsspektrums primär für einen ersten Modus
der kabellosen Kommunikation durch ein oder
mehrere kabellose Endgeräte (2910);
Übertragen eines Pilotsignals als eine Anzeige,
dass zumindest ein Teil von dem Spektrum neu
zugewiesen ist für die primäre Verwendung in
einem zweiten Kommunikationsmodus;
Empfangen eines Betriebsmodusänderungssi-
gnals und
Setzen (1604) des Betriebsmodus auf den zwei-
ten Modus basierend auf dem empfangenen Be-
triebsmodusänderungssignal.

10. Das Verfahren von Anspruch 9, wobei der erste
Kommunikationsmodus eine Peer-to-Peer Kommu-
nikation zwischen den kabellosen Endgeräten
(2910) aufweist.

11. Das Verfahren von Anspruch 9, wobei der zweite
Kommunikationsmodus einen zellularen Kommuni-
kationsmodus aufweist.

12. Das Verfahren von Anspruch 9, weiter aufweisend:

Empfangen einer Zugriffsanfrage von einem
oder mehreren von den kabellosen Endgeräten;
und
Durchführen der Neuzuweisung von dem Spek-
trum in Antwort auf das Zugriffsanfragesignal.

13. Das Verfahren von Anspruch 12, wobei die Zugriffs-
anfrage beinhaltet Informationen anzeigend, dass
das kabellose Endgerät (2910), welches die Anfrage
macht, eine Befugnis hat zum Anordnen einer an-
gefragten Neuzuweisung.

14. Eine Vorrichtung für kabellose Kommunikation
durch eine Basisstation (2700), die Vorrichtung auf-
weisend:

Mittel zum Zuweisen von einem kabellosen
Kommunikationsspektrum primär für einen er-
sten Modus der kabellosen Kommunikation
durch einen oder mehrere kabellose Endgeräte
(2910);
Mittel zum Übertragen eines Pilotsignals als ei-
ne Anzeige, dass zumindest ein Teil von dem
Spektrum neu zugewiesen ist für die primäre
Verwendung in einem zweiten Kommunikati-
onsmodus;
dadurch gekennzeichnet, dass diese auf-
weist:

Mittel zum Empfangen eines Betriebsmo-

dusänderungssignals und
Mittel zum Setzen des Betriebsmodus auf
den zweiten Modus basierend auf dem
empfangenen Betriebsmodusänderungssi-
gnal.

15. Ein computerlesbares Medium beinhaltend Instruk-
tionen die darauf gespeichert sind, welche wenn sie
gelesen werden von dem computerlesbaren Medi-
um und ausgeführt werden durch einen Prozessor
bewirken, dass der Prozessor ein Verfahren ent-
sprechend jeglichem der Ansprüche 1 bis 7 und/oder
9 bis 13 ausführt.

Revendications

1. Un procédé de mise en oeuvre d’un dispositif sans
fil (2910), le procédé comprenant :

l’exécution de communications sans fil dans un
premier mode en utilisant un spectre de
communication ;
la réception d’un signal balise depuis une station
de base (2700) ;
la détermination (1804), en fonction du signal
balise, qu’au moins une portion du spectre est
réallouée pour une utilisation primaire dans un
second mode de communication ;
l’altération de l’exécution des communications
sans fil dans le premier mode en réponse à la
détermination ; et
caractérisé en ce que le procédé comprend :

l’envoi (1806) à la station de base (2700)
d’un signal de changement de mode de
fonctionnement pour changer le mode de
fonctionnement de la station de base (2700)
vers le second mode.

2. Le procédé de la revendication 1, dans lequel le pre-
mier mode de communication comprend des com-
munications point-à-point avec un ou plusieurs
autres dispositifs sans fil (2910).

3. Le procédé de la revendication 2, dans lequel l’alté-
ration de l’exécution des communications sans fil
dans le premier mode comprend au moins l’un d’en-
tre un achèvement ou une mise en attente d’une
session de communication point-à-point.

4. Le procédé de la revendication 3, dans lequel une
décision d’au moins l’un d’entre un achèvement ou
de mise en attente de la session de communication
point-à-point est prise en fonction d’au moins un fac-
teur autre que la détermination.

5. Le procédé de la revendication 4, dans lequel le au
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moins un facteur comprend au moins l’une d’entre
une information d’identification du dispositif, une in-
formation d’identité d’utilisateur, une information de
priorité et des impératifs de latence.

6. Le procédé de la revendication 2, dans lequel le pre-
mier mode de communication comprend un mode
de communication cellulaire.

7. Le procédé de la revendication 1, dans lequel l’alté-
ration de l’exécution des communications sans fil
dans le premier mode comprend la poursuite de
l’exécution des communications sans fil dans le pre-
mier mode en utilisant le spectre de communication
à une puissance d’émission réduite.

8. Un dispositif pour la mise en oeuvre d’un dispositif
sans fil (2910), le dispositif comprenant :

des moyens d’exécution de communications
sans fil dans un premier mode en utilisant un
spectre de communication ;
des moyens de réception d’un signal balise de-
puis une station de base (2700) ;
des moyens de détermination, en fonction du
signal balise, qu’au moins une portion du spec-
tre est réallouée pour une utilisation primaire
dans un second mode de communication ;
des moyens d’altération de l’exécution des com-
munications sans fil dans le premier mode en
réponse à la détermination ; et
caractérisé en ce qu’il comprend :

des moyens d’envoi à la station de base
(2700) d’un signal de changement de mode
de fonctionnement pour changer le mode
de fonctionnement de la station de base
(2700) vers le second mode.

9. Un procédé de communication sans fil par une sta-
tion de base (2700), comprenant :

l’allocation d’un spectre de communication sans
fil de façon primaire pour un premier mode de
communication sans fil par un ou plusieurs dis-
positifs sans fil (2910) ;
l’émission d’une balise comme indication qu’au
moins une partie du spectre est réallouée pour
une utilisation primaire dans un second mode
de communication ;
la réception d’un signal de changement de mode
de fonctionnement ; et
l’établissement (1604) du mode de fonctionne-
ment sur le second mode sur la base du signal
de changement de mode de fonctionnement re-
çu.

10. Le procédé de la revendication 9, dans lequel le pre-

mier mode de communication comprend des com-
munications sans fil point-à-point entre des disposi-
tifs sans fil (2910).

11. Le procédé de la revendication 9, dans lequel le se-
cond mode de communication comprend un mode
de communication cellulaire.

12. Le procédé de la revendication 9, comprenant en
outre :

la réception d’une requête d’accès depuis un ou
plusieurs des dispositifs sans fil ; et
l’exécution de la réallocation du spectre en ré-
ponse au signal de requête d’accès.

13. Le procédé de la revendication 12, dans lequel la
requête d’accès comprend une information indi-
quant que le dispositif sans fil (2910) effectuant la
requête a autorité pour commander une réallocation
requise.

14. Un dispositif de communication sans fil par une sta-
tion de base (2700), le dispositif comprenant :

des moyens d’allocation d’un spectre de com-
munication sans fil de façon primaire pour un
premier mode de communication sans fil par un
ou plusieurs dispositifs sans fil (2910) ;
des moyens d’émission d’une balise comme in-
dication qu’au moins une partie du spectre est
réallouée pour une utilisation primaire dans un
second mode de communication ;
caractérisé en ce qu’il comprend :

des moyens de réception d’un signal de
changement de mode de fonctionnement ;
et
des moyens d’établissement du mode de
fonctionnement sur le second mode sur la
base du signal de changement de mode de
fonctionnement reçu.

15. Un support lisible par calculateur contenant des ins-
tructions qui sont stockées dessus qui, lorsqu’elles
sont lues à partir du support lisible par calculateur
et exécutées par un processeur, font en sorte que
le processeur met en oeuvre un procédé selon l’une
des revendications 1 à 7 et/ou 9 à 13.
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