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Description

[0001] The present disclosure generally relates to a
patient support apparatus, such as a hospital bed or a
stretcher, having an articulated patient support deck.
More particularly, the present disclosure relates to a pa-
tient support apparatus having an auto contour feature
to raise the knees of a patient supported on the deck as
a head section of the deck is raised.
[0002] If a patient’s knees are not raised when the pa-
tient’s head is raised, the patient has a tendency to mi-
grate toward the foot end of the stretcher. A caregiver
may have to reposition the patient back toward the head
end of the stretcher, which can be difficult, especially
when the patient is heavy. Some stretchers and hospital
beds have an auto contour mechanism which causes a
thigh section of the deck to raise when the head section
is raised. There are some instances, however, when a
caregiver may not want the thigh section to raise when
the head section is raised. Stretchers often have one or
more gas springs that aid a caregiver in lifting the head
section of the deck and that lock the head section in a
desired position. Even in stretchers with gas springs, rais-
ing the head section with a patient supported on the deck
can be difficult for heavier patients.
[0003] Although the term "stretcher" is used through-
out this disclosure, it is understood that the teachings of
this disclosure may be incorporated into other types of
patient support apparatuses, such as, for example, hos-
pital beds, imaging tables, operating tables, and so on.
The term "patient support apparatus," as used in this de-
scription and claims, therefore, shall be understood to
include any type of patient support apparatus, such as,
for example, a stretcher, a hospital bed, an imaging table,
an operating table, and the like.
[0004] The present invention comprises an apparatus
as defined by claim 1.

According to the present disclosure, a patient sup-
port apparatus includes a frame, at least one drop
rail coupled to the frame and tiltable relative to the
frame, a seat section supported by the at least one
drop rail to tilt therewith, a thigh section, a head sec-
tion coupled to the frame and coupled to the at least
one drop rail so that the at least one drop rail tilts as
the head section is tilted, and a linkage coupled to
the head section and coupled to the thigh section.
The linkage may have a first mode of operation in
which the seat and thigh sections remain substan-
tially parallel as the at least one drop rail tilts. The
linkage may have a second mode of operation in
which the thigh section tilts relative to the seat section
as the at least one drop rail tilts. The thigh section
may be situated, at least in part, above the at least
one drop rail.

[0005] The head section may be coupled to the frame
for pivoting movement about a first axis. The at least one

drop rail may be coupled to the frame for pivoting move-
ment about a second axis. The thigh section may be cou-
pled to the seat section for pivoting movement about a
third axis located between the first and second axes. A
foot section may be coupled to the thigh section for piv-
oting movement about a fourth axis. The second axis
may be located generally beneath the fourth axis. The
first, second, third, and fourth axes may extend laterally
with respect to the frame and the deck.
[0006] The head section may be movable from a low-
ered position in which the head section is generally hor-
izontal to a raised position through an intermediate po-
sition. The thigh section may be movable upwardly from
a first position generally parallel with the at least one drop
rail to a second position in which the thigh section is raised
with respect to the at least one drop rail as the head
section moves from the lowered position to the interme-
diate position. The thigh section may be movable down-
wardly relative to the at least one drop rail from the second
position to the first position parallel with the at least one
drop rail as the head section moves from the intermediate
position to the raised position.
[0007] In some embodiments, the seat section may be
fixed to the at least one drop rail In other embodiments,
the seat section may be supported by the at least one
drop rail for translation along the at least one drop rail.
The apparatus may include a link coupled to the frame
and coupled to the seat section to move the seat section
along the drop rail away from the head section as the at
least one drop rail is tilted downwardly and to move the
seat section along the drop rail toward the head section
as the at least one drop rail is tilted upwardly.
[0008] The at least one drop rail may comprise a pair
of laterally Spaced drop rails. Each drop rail may have a
foot end coupled to the frame for pivoting movement such
that each drop rail is movable between a first position
generally parallel with the frame and a lowered second
position. Each drop rail may have a head end including
a longitudinally extending slot in which a laterally extend-
ing pin coupled to a foot end of the head section is re-
ceived for translating movement. A roller may be coupled
to the pin and each of the drop rails may have a top wall
and two side walls extending downwardly from the top
wall such that a downwardly opening channel is provided
in each drop rail beneath the respective top wall and be-
tween the associated side walls. A roller may be coupled
to each of the pins and situated within the corresponding
channels. The rollers may contact the associated top
walls of the respective drop rails to support the drop rails
with respect to the head section.
[0009] The linkage may comprise a cam supported by
the frame and a roller assembly contacting the thigh sec-
tion and contacting the cam. The cam may be coupled
to the head section so that, as the head section is raised
and lowered, the cam moves along the frame. The cam
may have a first portion along which the roller assembly
moves to raise the thigh section as the head section
moves from the lowered position to the intermediate po-
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sition, and the cam may have a second portion along
which the roller assembly moves to lower the thigh sec-
tion as the head section moves from the intermediate
position to the raised position. The second portion of the
cam may be inclined with respect to the first portion.
[0010] The roller assembly may be coupled to the
frame for movement in a direction generally perpendic-
ular to a generally horizontal frame member of the frame.
The roller assembly may include a top roller positioned
to engage an underside of the thigh section and a bottom
roller positioned to engage the cam. The linkage may
comprise a lockable device, such as a spring clutch, in-
cluding a housing coupled to the head section, a coil grip-
ping spring received inside the housing, and a connecting
rod. The connecting rod may have a first portion received
inside the gripping spring and a second portion coupled
to the cam. The spring clutch may be locked when the
linkage is in the second mode so that the gripping spring
constricts around the connecting rod to couple the head
section to the cam so that the thigh section is initially
raised and then lowered relative to the at least one drop
rail as the head section is raised. The spring clutch may
be released when the linkage is in the first mode so that
the gripping spring loosens its grip on the connecting rod
to decouple the head section from the cam so that the
head section can be raised without also raising and low-
ering the thigh section relative to the at least one drop rail.
[0011] The apparatus may include at least to the head
section and movable between a locking position in which
the spring clutch is locked to couple the head section to
the cam and a releasing position in which the spring
clutch is released to decouple the head section from the
cam. A bar may be coupled to the at least one handle for
movement in a longitudinal direction. Movement of the
at least one handle between the locking and releasing
positions may result in movement of the bar between a
first position closer to a foot end of the head section and
a second position closer to a head end of the head sec-
tion. A cable may be coupled to the bar and coupled to
the spring clutch. The spring clutch may be normally
locked. Movement of the bar from the first position to the
second position may pull the cable to unlock the spring
clutch to decouple the head section from the cam.
[0012] The head section may include a bottom panel
having a pair of corner portions near its head end. The
at least one handle may comprise a pair of handles cou-
pled to the bottom panel adjacent the respective corner
portions. The handles may be coupled together so that
movement of one of the handles from its locking position
to its releasing position results in corresponding move-
ment of the other handle from its locking position to its
releasing position. Each handle may include a cam por-
tion. The cam portions may engage the bar to move the
bar from the first position to the second position as the
two handles move from their locking positions to their
releasing positions.
[0013] The at least one handle may include a generally
circular portion having a pair of notches corresponding

to the two positions of the handle. A locking member may
be coupled to the bottom panel of the head section. The
locking member may be movable to a locking position in
which a locking portion thereof is received in one of the
two notches in the circular portion to prevent the handle
from moving when the head section is raised. The looking
member may be moved to a releasing position in which
the locking portion is withdrawn from the associated
notch to free the handle when the head section is in the
lowered position. The locking member may be biased
toward the locking position. A post may engage and move
the locking member to the released position automatical-
ly as the head section moves to the lowered position.
[0014] The apparatus may include an actuator coupled
to the head section and coupled to the frame. The actu-
ator may be lockable to prevent tilting movement of the
head section relative to the frame and the actuator may
be releasable to allow pivoting movement of the head
section relative to the frame. At least one head section
release handle may be coupled to the bottom panel of
the head section. Movement of the head section release
handle from its locking position to its releasing position
may release the actuator to permit tilting of the head sec-
tion relative to the frame. In some embodiments, the at
least one head section release handle may comprise a
pair of head section release handles coupled to the bot-
tom panel near respective corner portions thereof. Each
of the release handles may be moved longitudinally, lat-
erally, and diagonally, as well in as any intermediate di-
rection therebetween, to release the actuator.
[0015] The invention will now be further described by
way of example with reference to the accompanying
drawings in which:

Fig. 1 is a perspective view of an illustrative stretcher
showing a lower frame supported on casters, an up-
per frame supported above the lower frame, a deck
supported by the upper frame, the deck having head,
seat, thigh, and foot sections, a pair of push handles
coupled to the upper frame near the head end, and
a plurality of foot pedals coupled to the lower frame;
Fig. 2 is a side elevation view, with portions broken
away, of the stretcher of Fig. 1 showing the head,
seat, thigh and foot sections disposed horizontally;
Fig. 3 is a side elevation view, similar to Fig. 2, of
the stretcher of Fig. 1 showing the head section
raised to an intermediate position, the seat section
dropped downwardly along with a drop rail, the thigh
section raised relative to the seat section up off the
drop rail, and the foot section having one end sup-
ported by the thigh section and the other end sup-
ported by a rocker arm;
Fig. 4 is a side elevation view, similar to Figs. 2 and
3, of the stretcher of Fig. 1 showing the head section
raised to a near upright position with the thigh section
lowered back down relative to the drop rail to be in
alignment with the seat section;
Fig. 5 is a bottom plan view of a portion of the stretch-
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er of Fig. 1 showing a gas spring coupled to the head
section and coupled to the upper frame, a spring
clutch coupled to the head section and coupled to
an elongate cam bracket carrying a cam, and a pair
of drop rails coupled to the upper frame and coupled
to the head section;
Fig. 6 is an exploded perspective view of an auto
contour mechanism of the stretcher and portions of
the head and thigh sections showing a pair of flanges
extending downwardly from the section, the spring
clutch below the downwardly extending flanges, the
cam bracket beneath a connecting rod of the spring
clutch, and a roller assembly above a cam on the
cam bracket and beneath the thigh section;
Fig. 7 is a side elevation view, with portions broken
away, showing a roller bracket coupled to the upper
frame, the cam bracket supported on rollers carried
by the roller bracket, and the roller assembly having
a top roller engaging an underside of the thigh sec-
tion and having a bottom roller riding the cam;
Fig. 8 is a top plan view, with portions broken away,
of the head section showing the head section frame,
a pair of auto contour on/off handles situated near
corners of the frame, a pair of head section release
handles underlying the on/off handles, a release bar
coupled to the two on/off handles, a cable coupling
the release bar to the spring clutch (shown diagram-
matically), two cables coupling the release handles
to a gas spring (shown diagrammatically), two rollers
for guiding the two cables, and an auto contour lock-
out lever to the right of the rollers;
Fig. 9 is an exploded perspective view, with portions
broken away, of the head section showing the head
section frame, the auto contour on/off handles, the
head section release handles, the laterally extending
release bar, the three cables, and the auto contour
lockout lever;
Fig. 10 is a perspective view of one of the head sec-
tion release handles;
Fig. 11 is a bottom perspective view of one of the
auto contour on/off bodies showing a generally
oval-shaped cam mounted on its underside;
Fig. 12 is a sectional view, taken along the line 12-12
of Fig. 8, showing the auto contour lockout lever en-
gaged with an associated auto contour on/off handle
when the head section is raised away from a post
extending upwardly from a frame member of the up-
per frame;
Fig. 13 is an end elevation view, similar to Fig, 12,
showing the auto Contour lockout lever pivoted by
the post to a releasing position disengaged from the
associated auto contour on/off handle when the head
section is in the lowered position;
Figs 14 is a side elevation view corresponding to Fig.
3, but with the auto contour mechanism in the "off’
mode such that the seat section and the thigh section
remain generally coplanar when the head section is
in the intermediate position; and

Fig. 15 is a side elevation view showing a knee crank
mechanism for manually raising and lowering the
thigh section independently of head section and the
auto contour mechanism.

[0016] Referring to Figs. 1-4, a patient support appa-
ratus, such as a stretcher 20, includes a lower frame 22
supported on casters 24, an upper frame 26 coupled to
the lower frame 22 by an elevation adjustment mecha-
nism 28, a patient support deck 30 coupled to the upper
frame 26, a head end 32, a foot end 34, an elongated left
side 36, an elongated right side 38, and a longitudinal
axis 40. A pair of push handles 76, 78 are coupled to the
upper frame 26 near the head end 32 for movement be-
tween a lowered storage position (shown with respect to
the left handle 76) and a raised use position (shown with
respect to the right handle 78). For clarity of illustration,
the stretcher 20 is shown without a pair of siderails on
opposite sides 36, 38 of the upper frame 26.
[0017] As used in this description, the phrase "head
end 32" will be used to denote the end of any referred-to
object that is positioned to lie nearest the head end 32,
and the phrase "foot end 34" will be used to denote the
end of any referred-to object that is positioned to lie near-
est the foot end 34. Likewise, the phrase "left side 36"
will be used to denote the side of any referred-to object
that is positioned to lie nearest the left side 36, and the
phrase "right side 38" will be used to denote the side of
any referred-to object that is positioned to lie nearest the
right side 38.
[0018] As shown in Figs. 1-4, the deck 30 includes lon-
gitudinally spaced and laterally extending head, seat,
thigh and foot sections 42, 44, 46, 48. The head, seat,
thigh and foot sections 42, 44, 46, 48 define an upwardly
facing support surface for supporting a mattress pad (not
shown). The mattress pad, in turn, supports a patient (not
shown). A foot end 34 of the head section 42 is coupled
to the frame 26 for pivoting movement about a lateral first
axis 50 shown in Fig. 5. Foot ends 34 of a pair of laterally
spaced left and right drop rails 66, 68 are coupled to the
frame 26 for pivoting movement about a lateral second
axis 52, also shown in Fig. 5. The foot end 34 of the head
section 42 is coupled to the head ends 32 of the left and
right drop rails 66, 68 for translation along the drop rails
66, 68 so that the drop rails 66, 68 tilt downwardly as the
head section 42 tilts upwardly as shown in Figs. 2 and
3. The seat section 44 is supported on the drop rails 66,
68 for translation along the drop rails 66, 68. A head end
32 of the thigh section 46 is coupled to the seat section
44 for pivoting movement about a lateral third axis 54
located between the first and second axes 50, 52 as
shown in Fig. 5. A head end 32 of the foot section 48 is
coupled to the thigh section 46 for pivoting movement
about a lateral fourth axis 56, also shown is Fig. 5. The
fourth axis 56 is located generally above the second axis
52.
[0019] The frame 26 includes a pair of laterally extend-
ing head and foot end cross members 82, 84, which are
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longitudinally spaced apart and extend between longitu-
dinally extending left and right side frame members 86,
88 as shown in Fig.1. As shown in Figs. 2-5, a pair of
laterally spaced flanges 96 extends downwardly from an
underside of the head section 42 on a left side 36 thereof.
The laterally spaced flanges 96 are coupled by a trans-
versely extending pivot pin 90 (Fig. 5) to a flange 106
(Figs. 2-4) extending upwardly from the left frame mem-
ber 86 of the frame 26. Likewise, a pair of laterally spaced
flanges 98 (Fig. 5) extend downwardly from the underside
of the head section 42 on a right side 38 thereof. The
laterally spaced flanges 98 are coupled by a transversely
extending pivot pin 92 to a flange (not shown) extending
upwardly from the right frame member 88 of the frame
26. The transversely extending pivot pins 90, 92 are
aligned and define the first axis 50 about which head
section 42 pivots relative to frame 26.
[0020] As shown in Fig. 5, a lockable actuator, such
as a gas spring 120, is coupled to the head section 42
and coupled to the frame 26 for aiding a caregiver in lifting
the head section 42 of the deck 30 when a patient is
supported on the deck 30. The gas spring 120 includes
a housing 122 coupled to the head section 42, a piston
(not shown) received inside the housing 122 and a piston
rod 124 coupled to the piston and coupled to the frame
26. A pair of laterally spaced flanges 128 extends down-
wardly from the underside of the head section 42. The
laterally spaced flanges 128 are coupled by a laterally
extending pivot pin 129 to a flange 132 that extends to-
ward the head end 32 from the housing 122 of the gas
spring 120 as shown in Fig. 5. The foot end 34 of the
piston rod 124 is coupled for pivoting movement to a pair
of laterally spaced flanges 134 extending downwardly
from a cross member 144 of the frame 26 in a region
generally beneath the thigh section 46.
[0021] The gas spring 120 can be locked so that piston
rod 124 is generally fixed relative to the housing 122 of
the gas spring 120 and so that the piston rod 124 can
neither extend out of the housing 122 nor retract into the
housing 122, thereby preventing the head section 42
from pivoting relative to the frame 26. The gas spring 120
can also be released so that the piston rod 124 can extend
out of the housing 122 or retract into the housing 122,
thereby allowing the head section 42 to pivot relative to
the frame 26, for example, to raise or lower the head
section 42. The gas spring 120 includes a trigger plate
136 coupled to a plunger (not shown) extending out of
the piston rod 124 near the foot end 34 thereof. The trig-
ger plate 136 has a locking position in which the gas
spring 120 is locked to prevent the head section 42 from
pivoting relative to the frame 26. The trigger plate 136
has a releasing position in which the gas spring 120 is
released allowing the head section 42 to pivot relative to
the frame 26. The plunger is typically biased into an ex-
tended locking position so that the head section 42 is
normally locked in place. When the trigger plate 136
moves from the locking position to the releasing position,
it pushes the plunger further into the housing to unlock

and release the gas spring. Although a lockable gas
spring is used in the illustrated embodiment for locking
the head section 42 relative to the frame 26, it is, however,
possible to use any other actuator which serves as a
suitable locking device that can be locked to prevent piv-
oting movement of the head section 42 and that can be
released to allow pivoting movement of the head section
42.
[0022] As shown in Fig. 5, a foot end 34 of the left drop
rail 66 is coupled to a pair of laterally spaced flanges 146
extending upwardly from the cross member 144 of the
frame 26 for pivoting movement about a transversely ex-
tending pin 150. Likewise, a foot end 34 of the right drop
rail 68 is coupled to a pair of laterally spaced flanges 148
extending upwardly from the cross member 144 of the
frame 26 for pivoting movement about a transversely ex-
tending pin 152. The transversely extending pins 150,
152 are aligned and define the second axis 52. As shown
in Fig. 5, the longitudinal position of the second axis 52
generally corresponds to the longitudinal position of the
fourth axis 56 and the longitudinal position of the knees
of a patient supported on the deck 30, though there is
some amount of offset between axis 52 and axis 56 in
the longitudinal direction in the illustrative embodiment.
[0023] As also shown in Fig. 5, a pair of laterally spaced
flanges 166 extend downwardly from an underside of the
head section 42 on a left side 36 thereof. The laterally
spaced flanges 166 are configured to form a slot 170 for
receiving a head end portion 172 of the left drop rail 66.
Each of the drop rails 66, 68 is configured as a channel
member having a top wall 173 and a pair of side walls
175 that extend downwardly from sides 36, 38 of top wall
173. Thus, each drop rail 66, 68 has a downwardly open-
ing channel defined beneath the respective top wall 173
and between the associated side walls 175. In the region
of a head end portion 172 of the left drop rail 66, the side
walls 175 each have a longitudinally extending slot 174
(Figs. 3 and 4) for receiving a laterally extending pin 178
that is coupled to the downwardly extending flanges 166
of the head section 42 as shown in Figs. 3 and 4.
[0024] Likewise, a pair of laterally spaced flanges 168
extend downwardly from the underside of the head sec-
tion 42 on a right side 38 thereof. The laterally spaced
flanges 168 are configured to form a slot 180 for receiving
a head end portion 182 of the right drop rail 68. In the
region of a head end portion 182 of the right drop rail 68,
the side walls 175 each have a longitudinally extending
slot, similar to the slot 174, for receiving a transversely
extending pin 188 (Fig. 5) coupled to the downwardly
extending flanges 168 of the head section 42. The trans-
versely extending pins 178, 188 are aligned and define
a lateral fifth axis 58 shown in Fig. 5, The fifth axis 58 is
located between the first axis 50 and the foot end 34 of
the frame 26.
[0025] A roller 176 is coupled to pin 178 and is situated
in the corresponding channel between side walls 175 of
drop rail 66. Similarly, a roller 186 is coupled to pin 188
and is situated in the corresponding channel between
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side walls 175 of drop rail 68. The rollers 176, 186 contact
the associated top walls 173 of the respective drop rails
66, 68 to support the drop rails 66, 68 with respect to the
head section. Spacers or washers 177 are provided be-
tween flanges 166 and side walls 175 of drop rail 66.
Likewise, spacers or washers 187 are provided between
flanges 168 and side walls 175 of drop rail 68. The spac-
ers 177, 187 and rollers 176, 186 are made of a plastic
material, whereas the drop rails 66, 68, pins 178, 188,
and flanges 166, 168 are made of metal.
[0026] As shown in Figs. 2-4, as the head end 32 of
the head section 42 is raised about the pivot axis 50, the
foot end 34 of the head section 42 is lowered. As the foot
end 34 of the head section 42 is lowered, the pins 178,
188 carried by the flanges 166, 168 at the foot end 34 of
the head section 42 move downwardly thereby lowering
the head end 32 of the drop rails 66, 68, causing the drop
rails 66, 68 to pivot downwardly about the pivot axis 52.
As the head section 42 moves from its horizontal position
shown in Fig. 2 to its upright position shown in Fig. 4
(about 80 degrees relative to horizontal), the pins 178,
188 carried by the flanges 166, 168 at the foot end 34 of
the head section 42 move in the associated longitudinally
extending slots 174 from their positions closer to the foot
end 34 to their positions closer to the head end 32.
[0027] As shown in Fig. 5, a pair of laterally spaced
flanges 206 extend downwardly from an underside of the
seat section 44 on a left side 36 thereof. The laterally
spaced flanges 206 are configured to form a slot 210 for
receiving the left drop rail 66. Two top rollers 212 are
rotatably coupled to the downwardly extending flanges
206 by associated laterally extending pins 214. The top
rollers 212 ride on top wall 173 of the left drop rail 66. A
bottom roller 216 is rotatably coupled to the downwardly
extending flanges 206 by a laterally extending pin 218.
The bottom roller 216 is located beneath the bottom edg-
es of side walls 175 of the left drop rail 66. Likewise, a
pair of laterally spaced flanges 208 extend downwardly
from the underside of the seat section 44 on a right side
38 thereof. The laterally spaced flanges 208 are config-
ured to form a slot 220 for receiving the right drop rail 68.
Two top rollers 222 are rotatably coupled to the down-
wardly extending flanges 208 by associated transversely
extending pins 224. The top rollers 222 ride on top wall
173 of the right drop rail 68. A bottom roller 226 is rotatably
coupled to the downwardly extending flanges 208 by a
transversely extending pin 228. The bottom roller 226 is
located beneath the bottom edges of side walls 175 of
the right drop rail 66.
[0028] Thus, the four top rollers 212, 222 and the as-
sociated pins 214, 224, two on each side, support the
seat section 44 on the drop rails 66, 68 for translation
therealong. The bottom rollers 216, 226 and the associ-
ated pins 218, 228 prevent seat section 44 from being
lifted upwardly off of the drop rails 66, 68 thereby, secur-
ing the seat section 44 to the drop rails 66, 68. The top
and bottom rollers 212, 216, 222, 226 are spool-shaped
and, therefore, have enlarged rim portions to keep the

rollers 212, 216, 222, 226 centered relative to the asso-
ciated drop rail 66, 68. That is, the rim portions of roller
212, 216, 222, 226 define grooves in which rails 66, 68
are received. These rim portions also serve as spacers
to prevent side walls 175 of rails 66, 68 from contacting
flanges 206, 208. Rollers 212, 216, 222, 226 are made
of a plastic material, whereas rails 66, 68, pins 214, 218,
224, 228, and flanges 206, 208 are made of metal.
[0029] As shown in Fig. 2, left and right links 246 are
pivotably coupled to ths seat section 44 and are pivotably
coupled to the frame 26. The coupling points between
links 246 and seat section 44 and between links 246 and
frame 26 are positioned so that the seat section 44 is
pushed toward the foot end 34 of stretcher 20 as the head
section 42 is raised and the drop rails 66, 68 are lowered.
As the seat section 44 is pushed toward the foot end 34,
the thigh section 46 is also pushed toward the foot end
34 of the stretcher 20 resulting in articulation of thigh
section 46 relative to foot section 48 as shown in Fig. 3.
The foot ends 34 of the links 246 are pivotally coupled
to the seat section 44 by respective laterally extending
pins 260. The head ends 32 of the links 246 are pivotally
coupled to flanges 266 (Fig. 2) extending upwardly from
the frame members 86, 88 of the frame 26 by respective
laterally extending pins 262. As the head section 42 tilts
upwardly from the horizontal position shown in Fig. 2 to
the upright position shown in Fig. 4, the drop raily 66, 68
tilt downwardly from the horizontal position shown in Fig.
2 to the lowered position shown in Fig. 4. As the drop
rails 66, 68 tilt downwardly, the links 246 also tilt or pivot
downwardly about pins 262 to push the seat section 44
along the drop rails 66, 68 toward the foot end 34 of the
drop rails 66, 68.
[0030] As shown in Fig. 5, the head ends 32 of frame
members 286, 288 of thigh section 46 extend toward the
seat section 44 from left and right sides 36, 38 of the
thigh section 44. Frame member 286 is pivotally coupled
by a laterally extending pin 290 to a pair of laterally
spaced flanges 296 extending toward the foot end 34 of
stretcher 20 from a left side 36 of the seat section 44.
Likewise, frame member 288 is pivotally coupled by a
laterally extending pin 300 to a pair of laterally spaced
flanges 298 extending toward the foot end 34 of stretcher
20 from a right side 38 of the seat section 44. The laterally
extending pins 290, 300 are aligned and define the third
axis 54. The head ends 32 of frame members 316, 318
of foot section 48 extend toward the thigh section 46 from
left and right sides 36, 38 of the foot section 48. Frame
member 316 is pivotally coupled by a laterally extending
pin 320 to a pair of laterally spaced flanges 326 extending
toward the foot end 34 of stretcher 20 from the left side
36 of the thigh section 44. Likewise, frame member 318
is pivotally coupled by a laterally extending pin 330 to a
pair of laterally spaced flanges 328 extending toward the
foot end 34 of stretcher 20 from a left side 36 of the thigh
section 44. The transversely extending pins 320, 330 are
aligned and define the fourth axis 56.
[0031] As shown in Figs. 2-4, the foot end 34 of the
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foot section 48 is pivotally coupled to the frame 26 by a
generally U-shaped rocker frame 340. When the thigh
section 46 is raised as shown in Fig. 3, the foot section
48 is raised therewith to lift the knees of the patient sup-
ported on the deck 30. The rocker frame 80 includes a
pair of laterally spaced members 342 joined by a hori-
zontal laterally extending member 344. Upper ends of
the members 342 are pivotally coupled to the foot section
48 near the foot end 34 thereof by associated transverse-
ly extending pins 346. The opposite end regions of the
member 344 are configured to be received in a pair of
laterally spaced longitudinally extending slots 348
formed in respective flanges 349 that extend upwardly
from frame members 86, 88 of frame 26. The slots 348
include a plurality of notches 350 along the lower edges
thereof for releasably receiving the transversely extend-
ing member 344. The transversely extending member
344 is manually adjustable along the slots 348 to lift the
foot section 48 to various positions of elevation. The clos-
er the transversely extending member 344 to the foot end
34, the higher the elevation of the foot end 34 of the foot
section 48.
[0032] As shown in Fig. 15, the stretcher 20 includes
a knee crank mechanism 360 to manually raise and lower
the thigh section 46 independently of an auto contour
mechanism 400 shown, for example, in Fig. 6. The knee
crank mechanism includes a longitudinally extending ball
screw 362 rotatably mounted to the frame 26. The foot
end 34 of the ball screw 362 is supported by a bearing
assembly 364 coupled to the frame 26. As a crank 366
coupled to the ball screw 362 is turned, the ball screw
362 threads into or out of a nut 368 fixed to a tube 370
to lengthen or shorten the distance between the head
end 32 of the tube 370 and the foot end 34 of the ball
screw 362. The head end 32 of the tube 370 includes a
longitudinally extending slot 372 for receiving a laterally
extending pin 374 coupled to a pair of laterally spaced
flanges 376 extending downwardly from the underside
of the thigh section 46. The crank 366 can be turned in
a clockwise direction to raise the thigh section 46 inde-
pendently of the auto contour mechanism 400 as shown,
for example, in Fig. 1 in which head section 42 is in the
lowered position but thigh section 46 is lifted slightly. Like-
wise, the crank 366 can be turned in a counterclockwise
direction to lower the thigh section 46 independently of
the auto contour mechanism 400. The longitudinally ex-
tending slot 372 in the tube 370 is sufficiently long to
allow the auto contour mechanism 400 to raise the thigh
section 46 to about a 30 degree angle independently of
the knee crank mechanism 360. An illustrative knee
crank mechanism is disclosed in U.S. Patent No.
6,839,926, entitled "Patient Support Apparatus Having
Auto Contour".
[0033] The auto contour mechanism 400 (sometimes
referred to herein as "linkage 400"), shown, for example,
in Fig. 6. is coupled to the head section 42 and coupled
to the thigh section 46. Linkage 400 is operable in a first
mode (Figs. 2-4) to initially raise and then lower the thigh

section 46 relative to drop rails 66, 68 as the head section
42 is raised from the horizontal position shown in Fig. 2
to the near upright position (about 80 degrees to horizon-
tal) shown in Fig. 4 through an intermediate position
(about 50 degrees to horizontal) shown in Fig. 3. In a
second mode (Fig. 14) of operation, linkage 400 does
not raise and lower the thigh section 46 relative to the
drop rails 66, 68, However, it will be appreciated that,
regardless of whether the linkage 400 is in the first mode
or second mode of operation, the drop rails 66, 68 still
tilt as the head section tilts as shown in Fig. 14.
[0034] Referring to Figs. 2-7 in general and Figs. 6 in
particular, the linkage 400 includes a lockable device
402, such as a spring clutch (e.g., a MECHLOC® device),
that is lockable to place linkage 400 in the first mode of
operation and that is unlockable or releasable to place
linkage 400 in the second mode of operation. Device 402
is sometimes referred to herein as spring clutch 402.
However, the term "lockable device" is not intended to
be limited to a spring clutch, but rather, is intended to
mean all types of suitable devices that lock and unlock.
The spring clutch 402 includes a housing 404, a gripping
spring (not shown) inside the housing 404, a connecting
rod 406, and a trigger plate 408. When the trigger plate
408 is in a releasing position, the spring clutch 402 is
released or disengaged so that the gripping spring loos-
ens its grip on the connecting rod 406 allowing the con-
necting rod 406 to slide relative to the clutch housing 404.
When the trigger plate 408 is in a locking position, the
spring clutch 402 is locked or engaged so that the grip-
ping spring constricts around the connecting rod 406 to
prevent the connecting rod 406 from sliding relative to
the clutch housing 404. In the illustrated embodiment,
the spring clutch 402 is normally locked.
[0035] A pair of laterally spaced flanges 196 extend
downwardly from the underside of the head section 42
on the left side 36 thereof as shown in Figs. 5 and 6. The
housing 404 is coupled to the downwardly extending
flanges 196 for pivoting movement about a laterally ex-
tending pin 410. A portion 412 of the connecting rod 406
near its head end 32 is slidably received inside the grip-
ping spring. The foot end 34 of the connecting rod 406
is pivotally coupled by a laterally extending pin 422 to a
head end 32 of a longitudinally extending cam bracket
420 of the linkage 400. Spacers 414 are used to keep
the connecting rod 406 centered relative to the cam
bracket 420.
[0036] Referring to Figs. 6-7, the illustrative cam brack-
et 420 is a generally rectangular-shaped box or channel
member with a pair of laterally spaced longitudinally ex-
tending vertical plates or side walls 424 and a top plate
or wall 426 extending therebetween. A foot end portion
428 of each plate 424 has a longitudinally extending slot
430. A pair of laterally spaced vertical flanges 442 are
fixedly coupled to the cross member 144 of the upper
frame 26. The cam bracket 420 is supported by a pair of
rollers 439 that are rotatably coupled to transversely ex-
tending pins 446. Pins 446 extend through the longitudi-
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nally extending slots 430 in the cam bracket 420 and
through associated apertures 447 provided in flanges
442, The end portions of the pins 446 are coupled to the
vertical flanges 442 and retain cam bracket 420 in an
orientation generally parallel with frame members 86, 88
of frame 26. Spacers 440 are used to keep the cam brack-
et 420 centered relative to the flanges 442. Rollers 439
and spacers 440 are made of a plastic material, whereas
cam bracket 420 and flanges 442 are made of a metal
material in the illustrative embodiment. A cam 450 of the
linkage 400 is mounted on an upwardly facing surface of
the top plate 426. The cam 450 has an inclined portion
452 near its head end 32 that is relatively steep, an in-
termediate straight portion 454 that is generally horizon-
tal, and an inclined portion 456 near its foot end 34 that
is not so steep.
[0037] When the head section 42 is raised while the
spring clutch 402 is locked, the downwardly extending
flanges 196 of the head section 42 cause the housing
404 of the spring clutch 402 to move toward the head
end 32 of the frame 26 as shown in Figs. 2-4. This, in
turn, causes the connecting rod 406 to move toward the
head end 32 of stretcher, which causes the cam bracket
420 and the cam 450 mounded thereon also to move
toward the head end 32 as shown in Figs. 2-4. When the
head section 42 is lowered while the spring clutch 402 is
locked, the sequence is reversed. Thus, when the head
section 42 is lowered, the clutch housing 404, the con-
necting rod 406, the cam bracket 420, and the cam 450
all move toward the foot end 34 of stretcher 20. When
the head section 42 is raised while the spring clutch 402
is unlocked as shown in Fig. 14, the downwardly extend-
ing flanges 196 of the head section 42 still cause the
clutch housing 404 to move toward the head end 32.
However, the connecting rod 406, the cam bracket 420,
and the cam 450 do not move toward the head end 32
but rather the housing 404 and the clutch spring inside
housing 404 slide upon rod 406.
[0038] As shown in Figs. 6-7, the linkage 400 includes
a roller assembly 460. The roller assembly 460 is coupled
to the laterally spaced flanges 442 of the frame 26 for
movement in generally upward and downward vertical
directions. The roller assembly 460 includes a bracket
462 comprising a pair of laterally spaced vertical plates
464 and an end plate 466 extending therebetween. A top
roller 470 is mounted to the laterally spaced plates 464
by a latetally extending pin 472 that extends through the
oppositely disposed openings 473 in the laterally spaced
plates 464 and then extends through the oppositely dis-
posed vertically extending slots 474 in the laterally
spaced flanges 442. Likewise, a bottom roller 480 is
mounted to the laterally spaced plates 464 by a laterally
extending pin 482 that extends through the oppositely
disposed openings 483 in the laterally spaced plates 464
and then extends through the oppositely disposed verti-
cally extending slots 474 in the laterally spaced flanges
442. Spacers 476 are used to keep ths bracket 462 from
contacting flanges 442 during upward and downward

movement of roller assembly 460. Bracket 462 and pins
472, 482 are made of a metal material whereas rollers
470, 480 and spacers 476 are made of a plastic material.
[0039] As shown in Figs. 6-7, the top roller 470 is po-
sitioned to engage the underside of a longitudinally ex-
tending member 478 of the thigh section 46. The bottom
roller 480 is configured to engage the upper surface of
the cam 450. As the head section 42 moves from its hor-
izontal position shown in Fig. 2 to its intermediate position
shown in Fig. 3 while the spring clutch 402 is locked, the
cam 450 mounted on the cam bracket 420 moves toward
the head end 32 from its position shown in Fig. 2 to its
position shown in Fig. 3. As the cam 450 moves toward
the head end 32 from its position shown in Fig. 2 to its
position shown in Fig. 3, the bottom roller 480 rides along
the straight portion 454 of the cam 450 to tilt the thigh
section 46 upwardly about its pivot axis 54. The thigh
section 46 tilts upwardly because the pivot axis 54 of the
thigh section 46 relative to the seat section 44 is lowered
as the drop rails 66, 68 tilt downwardly from their respec-
tive horizontal positions shown in Fig. 2 to their respective
intermediate positions shown in Fig. 3. The bottom roller
480 arrives at the junction of the straight and inclined
portions 454, 456 of cam 450 as the head section 42
arrives at the intermediate position as shown in Fig. 3.
[0040] As the head section 42 moves from the inter-
mediate position shown in Fig. 3 to the near upright po-
sition shown in Fig. 4 while the spring clutch 402 is locked,
the cam 450 mounted on the cam bracket 420 moves
toward the head end 32 from the position shown in Fig.
3 to the position shown in Fig. 4. As the cam 450 moves
toward the head end 32 from the position shown in Fig.
3 to the position shown in Fig. 4, the bottom roller 480
rides along the not-so-steep inclined portion 456 of the
cam 450 to tilt the thigh section 46 downwardly to a po-
sition substantially coplanar with the seat section 44 as
shown in Fig. 4. The thigh section 46 tilts downwardly
because the roller assembly 460 that supports the thigh
section 46 is lowered from the position shown in Fig. 3
to the position shown in Fig. 4.
[0041] When in the first mode of operation, the linkage
400 not only raises the thigh section 46 to prevent a pa-
tient from sliding toward the foot end 34 of the stretcher
20 when the head section 42 is raised from the lowered
position to the intermediate position, but it also allows
the head section 42 to be raised to a near upright position
shown in Fig. 4 for chest x-rays by lowering the thigh
section 46 back down relative to the drop rails 66, 68 to
prevent the patient’s legs and torso from folding together
too much. Although a spring clutch 402 is used in the
illustrated embodiment, any suitable lockable device may
be employed that can be locked to prevent movement of
the lockable device, and that can be released to allow
extension and retraction of the lockable device. Thus,
the term "spring clutch" as used herein includes any suit-
able lockable device that can be engaged to couple the
movement of the head section 42 to the cam 450, and
that can be disengaged to decouple the movement of the
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head section 42 from the cam 450. In the illustrated em-
bodiment, the spring clutch 402 is normally locked to cou-
ple the movement of the head section 42 to the cam
bracket 420 to initially raise and then lower the thigh sec-
tion 46 as the head section 42 is raised from the horizontal
position shown in Fig. 2 to the near upright position shown
in Fig. 4.
[0042] As shown in Figs. 8 and 9, the head section 42
includes a tubular frame 500 and generally rectangular
top and bottom panels 510, 520 attached to the frame
500 on top and bottom sides thereof by, suitable fasten-
ers (not shown). The tubular frame 500 has a head end
strut 502, a pair of side struts 506, 508, and rounded
corner portions 516, 518. Both the top and bottom panels
510, 520 have cutouts 526, 528 near the respective cor-
ner portions 516, 518 of the frame 500. A pair of head
section release handles 536, 538 and a pair of auto con-
tour on/off handles 546, 548 are mounted on the bottom
panel 514 near the cutouts 526, 528 so that a caregiver
standing near the head end 32 of the stretcher 20 has
access to the head section release handles 536, 538 and
the auto contour on/off handles 546, 548 through the cut-
outs 526, 528 from both the top side, as well as the bottom
side, of the head section 42.
[0043] As shown in Fig. 10, each head section release
handle 536, 538 has a generally flat pie-shaped body
portion 550 and a leg portion 552 that extends outwardly
from the body portion 550. The body portion 550 has an
outwardly facing edge 554 that has generally the same
arcuate profile as the associated rounded corner portion
516, 518. The body portion 550 has an arcuate slot 558
defined by a pair of arcuate edges 560, 562 that are also
generally parallel to the outwardly facing edge 554. The
arcuate slots 558 in the head section release handles
536, 538 provide handles 536, 538 with grip portions 564
near the associated corner portions 516, 518. The leg
portions 552 of the head section release handles 536,
538 each have elongate slots 570. A pair of mounting
pins 566, 568 extend upwardly from the bottom panel
520 near the respective corner portions 516, 518 as
shown in Figs. 8 and 9. The mounting pins 566, 568 ex-
tend upwardly through the elongate slots 570 in the as-
sociated head section release handles 536, 538.
[0044] As shown in Fig. 11, each auto contour on/off
handle 546, 543. includes a generally flat circular body
portion 600 and a handle portion 602 that extends out-
wardly from the circular body portion 600, The handle
portion 602 of each auto contour on/off handle 546, 548
has an elongate slot 610 and an oval-shaped flange 611
that extends upwardly from an outer perimeter of the
elongate slot 610. The handle portions 602 of the auto
contour on/off handles 546, 548 form grip portions 604
near the associated corner portion 516, 518. The circular
body portion 600 of each auto contour on/off handle 546
has a central opening 612 for receiving an associated
mounting pin 566, 568. As shown in Figs. 8 and 9, the
mounting pins 566, 568 extend through the elongate slots
570 in the respective head section release handles 536,

538 and through the central openings 612 in the associ-
ated auto contour on/off handles 546, 548. Screws 606,
608 are screwed into threaded openings in the mounting
pins 566, 568 to hold the head section release handles
536, 538 and the associated auto contour on/off handles
546, 548 in place. Retaining washers 616 shown in Fig.
9, are interposed between head portions of the screws
606, 608 and the upwardly facing surfaces of the asso-
ciated auto contour on/off handles 546, 548. The upward-
ly facing surfaces of the auto contour on/off handles 546,
548 are countersunk around the central openings 612,
as indicated by numeral 619, to avoid any projecting
parts.
[0045] As shown in Fig. 8, the head section release
handles 536, 538 and the auto contour on/off handles
546, 548 are dimensioned such that the grip portions 564
of the head section release handles 536, 538 and the
grip portions 604 of the auto contour on/off handles 546,
548 are located near the corner portions 516, 518 so that
a caregiver standing near the head end 32 of the stretcher
20 can have access to the grip portions 564 of the head
section release handles 536, 538 and the grip portions
604 of the auto contour on/off handles 546, 548 through
the cutouts 526, 528. The leg portions 552 of the head
section release handles 536, 538 have apertures 572
near their respective distal ends for attaching associated
cables 576, 578, which exit through associated openings
596, 598 (Fig. 9) in an upwardly extending flange 522 of
the bottom panel 520. As shown diagrammatically in Fig.
8, the other ends of the cables 576, 578 are coupled to
the trigger plate 136 (Fig. 5) of the gas spring 120 that is
pivotally coupled to the head section 42 and pivotally
coupled to the frame 26 as discussed above. The gas
spring 120 is normally locked to prevent raising and low-
ering of the head section 42.
[0046] To release the gas spring 120, a caregiver pulls
one of the head section release handles 536, 538 diag-
onally, longitudinally, or laterally toward the associated
corner portion 516, 518. When pulled diagonally toward
corner portions 516, 518, handles 536, 538 slide relative
to respective posts 566, 568 and translate along the same
direction as the orientation of respective slots 570. If han-
dles 536, 538 are pulled longitudinally or laterally toward
the associated corner portion 516, 518, then handles
536, 538 pivot about respective posts 566, 568 in one
direction or the other. Handles 536, 538 may be pulled
in any intermediate directions between the longitudinal
and lateral directions which may result in a combination
of pivoting and translational movement relative to respec-
tive posts 566, 568. As the head section release handle
536, 538 is pulled toward the respective corner portion
516, 518, regardless of the direction, the associated ca-
ble 576, 578 is pulled toward the head end 32 to unlock
the gas spring 120 and unlock the head section 42 to
pivot about its pivot axis 50. Guide rollers 586, 588 are
mounted on the bottom panel 520 for guiding the cables
576, 578 to the openings 596, 598 in the upwardly ex-
tending flange 522 of the bottom panel 520.
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[0047] The handle portions 602 of the auto contour
on/off handles 546, 548 are movable from "on" or locking
positions shown in solid in Fig. 8 near the head end strut
502 to "off" or releasing positions shown in phantom in
Fig. 8 near the associated side struts 506, 508. A con-
necting link 650 connects the two auto contour on/off
handles 546, 548 so that as one of the handles 546 548
moves from its on position to its off position the other of
the handles 546, 548 also moves from its on position to
its off position. Likewise, as one of the handles 546, 548
moves from its off position to its on position the other of
the handles 546, 548 also moves from its off position to
its on position due to the interconnection of handles 546,
548 by link 650. Illustratively, the ends of link 650 are
coupled to handles 546, 548 for pivoting movement about
associated pins 652, 654. As shown in Fig. 8, the link
650 extends generally parallel to the head end Strut 502.
The points of coupling of link 650 to handles 546, 548
are such that handles 546, 548 rotate in opposite direc-
tions when moving from the on position to the off position,
or vice versa. Thus, when one of handles 546, 548 rotates
in a clockwise direction, the other of handles 546, 548
rotates in a counterclockwise direction, and vice versa.
[0048] As shown in Figs. 8 and 9, an L-shaped rocker
arm 620 (also referred to as the auto contour release
lever) has a cylindrical body portion 622 and long and
short arm portions 624, 626 that extend outwardly from
the cylindrical body portion 622. In the illustrated embod-
iment, the two arm portions 624, 626 are substantially
perpendicular to each other. The cylindrical body portion
622 of the rocker arm 620 has a central opening 628 for
receiving a mounting pin 630 that extends upwardly from
the bottom panel 520 of the head section 42. A screw
632 is screwed into a threaded opening in the mounting
pin 630 to hold the rocker arm 620 in place. A retaining
washer 634 is interposed between a head portion of the
screw 632 and the upwardly facing surface of the rocker
arm 620. The long arm portion 624 has an elongate slot
636 near its free end for receiving a pin 638 that extends
downwardly from the link 650, which connects the two
auto contour on/off handles 546, 548. The pin 638 is lo-
cated generally centrally relative to a length of the link
650. The short arm portion 626 has an aperture 640 for
attachment of one end of a cable 672. As diagrammati-
cally shown in Fig. 8, the other end of the cable 672 is
coupled to the trigger plate 408 of the spring clutch 402
after exiting through an opening 674 in the upwardly ex-
tending flange 522 of the bottom panel 520. As mentioned
above, the spring clutch 402 is normally locked to enable
the auto contour mechanism 400.
[0049] As shown in Fig. 8, as the auto contour on/off
handles 546, 548 move from their respective on positions
to their respective off positions, the link 650, connecting
the two handles 546, 548, moves laterally in a direction
642 (i.e., rightwardly as viewed from top in Fig. 8) from
a first position closer to the side strut 508 to a second
position closer to the side strut 506. As the link 650 moves
in the direction 642, the downwardly extending pin 638

causes the rocker arm 620 to rotate in a clockwise direc-
tion 644 from an on position tilted toward the side strut
508 to an off position tilted toward the side strut 506. The
clockwise rotation of the rocker arm 620 causes the short
arm 626 to pull the cable 672 toward the head end 32 in
a direction 646 to release or unlock the spring clutch 402
to disable the auto contour mechanism 400.
[0050] As shown in Fig. 8, a retaining pin 656 extends
upwardly from the bottom panel 520 of the head section
42 to maintain the rocker arm 620, and, therefore, the
auto contour on/off handles 546, 548, in their respective
off positions. The long arm portion 624 of the rocker arm
620 has a relatively stiff cantilevered detent member 658
near its free end. The cantilevered detent member 658
has an outwardly facing groove 660 for receiving the pin
656 when the rocker arm 620 arrives at its off position.
As indicated, the rocker arm 620 pivots in a clockwise
direction 644 toward its off position as the auto contour
on/off handles 546, 548 move to their respective off po-
sitions. As the rocker arm 620 approaches its off position,
the retaining pin 656 passes an enlarged head portion
of the detent member 658 to cause the detent member
658 to momentarily retract away from the retaining pin
656 to allow the rocker arm 620 to arrive at its off position.
The detent member 658 then extends back toward the
retaining pin 656 where the retaining pin 656 is received
in the outwardly facing groove 660 in the rocker arm 620
to lock the rocker arm 620, and, therefore, the auto con-
tour on/off handles 546, 545, in their respective off posi-
tions shown in phantom in Fig. 8. In addition, an audible
and tactile feedback is provided to the caregiver as the
retaining pin 656 snaps into the groove 660 in the detent
member 658.
[0051] The sequence is reversed when the auto con-
tour on/off handles 546, 548 move from their respective
off positions to their respective on positions. Thus, as the
auto contour on/off handles 546, 548 move from their
respective off positions to their respective on positions,
the link 650, connecting the two handles 546, 548, moves
in an opposite direction 643 (i.e., leftwardly as viewed
from top in Fig. 8) from the second position closer to the
side strut 506 to the first position closer to the side strut
508. As the link 650 moves in the direction 643, the pin
638 (Fig. 9), received in the elongate slot 636 (Fig. 9) in
the rocker arm 620, causes the rocker arm 620 to rotate
in a counterclockwise direction 645 from its off position
tilted toward the side strut 506 to its an position tilted
toward the side strut 508. The counterclockwise rotation
of the rocker arm 620 causes the short arm 626 to release
the cable 672 to relock the spring clutch 402 to enable
the auto contour mechanism 400. The spring bias of the
spring clutch 402 toward its locking position acts through
the cable 672 to bias the rocker arm 620, and, therefore,
the auto contour on/off handles 546, 548, toward their
respective on positions shown in Fig. 8.
[0052] As shown in Fig. 11, circular portion 600 of han-
dle 546 has two notches 664, 666 that correspond to the
on and off positions thereof. As shown in Figs. 8∼9 and
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12-13. an auto contour lockout lever 700 is coupled for
pivoting movement to a pair of longitudinally spaced
flanges 522, 524 that extend upwardly from the bottom
panel 520 by a longitudinally extending pin 702. The lock-
out lever 700 pivots between a locking position shown in
Fig. 12 when the head section 42 is raised relative to
frame 26 and a releasing position shown in Fig. 13 when
the head section 42 is lowered fully relative to frame 26.
The pivot pin 702 has a threaded portion that is screwed
into a nut 704 to secure the lockout lever 700 to the up-
wardly extending flanges 522, 524.
[0053] The lockout lever 700 has a central portion 710,
a side portion 706 that extends laterally outwardly from
the central portion 710 and a side portion 708 that ex-
tends laterally inwardly from the central portion 710. An
end portion 712 of the outwardly extending side portion
706 is bent toward the head end 32 of head section 42.
A block 714 is secured to the bent portion 712 by a pair
of laterally spaced flanges 716 that extend upwardly from
the block 714. An end portion 718 of the inwardly extend-
ing side portion 708 is also bent toward the head end 32
of head section 42. The lockout lever 700 has a generally
U-shaped configuration in plan view as shown in Figs. 8
and 9, and a generally S-shaped configuration in end
view as shown in Figs. 12 and 13. A spacer 711 is pro-
vided between the central portion 710 of lever 700 and
flange 522. Pin 702 extends through a bore of spacer 711.
[0054] When the lockout lever 700 is in the locking po-
sition, shown in Fig. 12, the block 714 is received in a
cutout 720 in the bottom panel 520 such that the down-
wardly facing surface of the block 714 is generally copla-
nar with the downwardly facing surface of the bottom
panel 520 and a terminal portion 722 of the bent portion
718 of the lockout lever 700 is received in one of the two
notches 664, 666 in the circular portion 600 of the auto
contour on/off handle 546, depending upon whether the
auto contour on/off handles 546, 548 are in their respec-
tive on positions as shown in solid in Fig. 8 or in their
respective off positions as shown in phantom in Fig. 8.
Thus, if the auto contour on/off handles 546, 548 are in
their respective on positions, the terminal portion 722 of
the lockout lever 700 is received in the notch 664 in the
circular portion 600 of the auto contour on/off handle 546
to lock the handles 546, 548 in their respective on posi-
tions. Likewise, if the auto contour on/off handles 546,
548 are in their respective off positions, the terminal por-
tion 722 of the lockout lever 700 is received in the notch
666 in the circular portion 600 of the auto contour on/off
handle 546 to lock the handles 546, 548 in their respec-
tive off positions. A torsion spring 724 biases the lockout
lever 700 in a direction 728 toward its locking position
shown in Fig. 12. In the illustrated embodiment, both the
block 714 and the cutout 720 have a generally rectangu-
lar cross section.
[0055] As the head section 42 is lowered to its fully
lowered position, a post or block 726 coupled to the upper
frame 26 enters the cutout 720 in the bottom panel 520
from a lower side thereof as shown in Fig. 13 to pivot the

lockout lever 700 in a direction 730 disengaging the ter-
minal portion 722 of the lockout lever 700 from the asso-
ciated notch 664, 666 to free the auto contour on/off han-
dles 546, 548 for movement between the on and off po-
sitions. If desired, the auto contour on/off handles 546,
548 can then be moved from their on positions to their
off positions or from their off positions to their on posi-
tions. When the auto contour on/off handles 546, 548 are
moved from their off positions to their on positions, the
spring bias of the spring clutch 402 toward its locking
position acts through the cable 672 to bias the rocker
arm 620, and, therefore, the auto contour on/off handles
546, 548, toward their respective on positions shown in
solid in Fig. 8 until the head section 42 is raised and the
terminal portion 722 of the lockout lever 700 is again re-
ceived in the notch 664 in the auto contour on/off handle
546. On the other hand, when the auto contour on/off
handles 546, 348 are moved from their on positions to
their off positions, the cantilevered detent member 658
holds the rocker arm 620, and, therefore, the auto contour
on/off handles 546, 548, in their respective off positions
shown in phantom in Fig. 8 until the head section 42 is
raised and the terminal portion 722 of the lockout lever
700 is again received in the notch 666 in the auto contour
on/off handle 546.
[0056] When the head section 42 is raised while the
spring clutch 402 is released (auto contour feature disa-
bled) as shown in Fig. 14, the downwardly extending
flanges 196 (Fig. 6) of the head section 42 still cause the
clutch housing 404 (Fig. 6) to move toward the head end
32. However, the connecting rod 406, the cam bracket
420 and the cam 450 mounted on the cam bracket 420
(all shown in Fig. 6) do not move toward the head end
32. Instead, the thigh section 46, which remains substan-
tially coplanar with the seat section 44, pushes down on
the roller assembly 460 (Fig. 6). The thigh section 46 is
spring loaded toward its coplanar position by a compres-
sion spring 378 shown in Fig. 15. As shown in Fig. 15,
the compression spring 378 is held in a state of compres-
sion between a pin 380 that extends laterally outwardly
from the tube 370 of the knee crank mechanism 360 and
a pin 374 that extends laterally outwardly from the flanges
376 that extend downwardly from the underside of the
thigh section 46. As the roller assembly 460 is pushed
down, the bottom roller 480, which is in engagement with
the steep inclined portion 452 of the cam 450, pushes
the cam bracket 420 toward the foot end 34 of stretcher
20, thereby compressing a coiled reset spring 488 shown
in Figs. 5-7 and 14.
[0057] As shown in Figs. 5, 7 and 14, the reset spring
488 is compressed between a flange 490 coupled to The
underside of the cam bracket 420 and a block 492 which
is positioned next to one of the rollers 439 that supports
the cam bracket 420 relative to the flanges 442. A pin
493, shown best in Fig. 7 (in phantom), is fastened to the
flange 490 and extends longitudinally therefrom through
the bore of the spring 488 and into a bore formed in the
block 492. As the spring 488 is compressed, the roller
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439, which is adjacent to the block 492 and which is cou-
pled to the flanges 442 that are fixed in place relative to
the frame 26, prevents the block 492 from moving toward
the foot end 34 of the stretcher 20 and the pin 493 moves
further into the bore of the block 490. Receipt of a portion
of pin 493 in the bore of the block 492 prevents the block
490 from falling downwardly out of the channel provided
in cam bracket 420.
[0058] When the head section 42 is moved back to its
lowered position while the spring clutch 402 is released,
the compressed reset spring 488 returns the cam bracket
420, and the cam 450 mounted thereon, to their respec-
tive home positions shown in Fig. 2. As shown in Fig. 6,
another reset spring 494 is coupled to the roller assembly
460 and coupled to one of the flanges 442 to bias the
roller assembly 460 upwardly. When the head section 42
is moved back to its lowered position, the reset spring
494 returns the roller assembly 460 from its lowered po-
sition shown in Fig. 14 to its raised position shown in Fig.
2.

Claims

1. A patient support apparatus (20) comprising
a frame (26),
at least one drop rail (66) coupled to the frame (26)
for tilting movement between a first position gener-
ally parallel to the frame and a lowered second po-
sition,
a seat section (44) supported by the at least one drop
rail (66) to tilt therewith,
a thigh section (46) coupled to the seat section (44)
for tilting movement between a first position gener-
ally parallel to the at least one drop rail (66) and a
second position raised with respect to the at least
one drop rail (66)
a head section (42) coupled to frame (26) and cou-
pled to the at least one drop rail (66) tilting movement
of the head section (42 from a lowered position gen-
erally parallel to the frame to a raised position result-
ing in downward tilting movement of the at least one
drop rail (66) from the first position to the second
position, and characterized by
a lirkage (100) coupled to the head section (42) and
coupled to the thigh section (46) to initially raise and
then lower the thigh (46) section as the head section
(42) is raised.

2. The apparatus of claim 1, wherein the head section
is coupled to the at least one drop rail so that the
weight of a patient supported on the seat section
exerts a force on the head section in a direction urg-
ing the head section to raise.

3. The apparatus of claim 1, wherein the head section
is coupled to the frame for pivoting movement about
a first axis, the at least one drop rail is coupled to the

frame for pivoting movement about a second axis,
and the thigh section is coupled to the seat section
for pivoting movement about a third axis located be-
tween first and second axes.

4. The apparatus of claim 3, wherein the at least one
drop rail has a longitudinally extending slot in which
a pin coupled to the head section is received, a roller
is mounted on the pin for rotation, and the roller rolls
on the at least one drop rail as the head section is
raised and lowered.

5. The apparatus of claim 4, wherein the pin and the
roller move toward a head end of the slot when the
head section is raised and the pin and the roller move
toward a foot end of the slot when the head section
is lowered.

6. The apparatus of any preceding claim, wherein the
head section is movable between a lowered position
in which the head section is generally horizontal and
a raised position in which the head section is gener-
ally upright and nearly vertical, the head section hav-
ing an intermediate position between the raised po-
sition and the lowered position, and when the linkage
is in the second mode of operation, the thigh section
moves relative to at least one drop rail from a first
position generally parallel to the at least one drop
rail to a second position raised upwardly relative to
the drop rail as the head section moves from the
lowered position to the intermediate position and the
thigh section moves relative to the drop rail from the
second position back to the first position as the head
section moves from the intermediate position to the
raised position.

7. The apparatus of claim 6, wherein an angle between
the head section and the frame is about 50 degrees
when the head section is in the intermediate position.

8. The apparatus of claim 6, wherein an angle between
the head section and the frame is about 80 degrees
when the head section is in the raised position.

9. The apparatus of claim 6, wherein an angle between
the thigh section and the at least one drop rail is
about 20 degrees when the head section is in the
intermediate position.

10. The apparatus of any preceding claim, wherein the
seat section is fixed to the at least one drop rail.

11. The apparatus of any one of claims 1 to 9, wherein
the seat section is mounted on the at least one drop
rail for translation along the at least one drop rail and
further comprising a link coupled to the frame and
coupled to the seat section to move the seat section
away from the head section as the at least one drop
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rail tilts during raising of the head section.

12. The apparatus of any preceding claim, wherein the
at least one drop rail comprises a pair of laterally
spaced drop rails, each drop rail has a foot end por-
tion pivotably coupled to the frame, the pair of later-
ally spaced drop rails tilt downwardly from a first po-
sition generally parallel to the frame to a lowered
second position as the head section is raised, and
each drop rail has a head end portion including a
longitudinally extending slot that receives a pin cou-
pled to a foot end portion of the head section.

13. The apparatus of claim 12, wherein the seat section
is supported on the drop rails for translation along
the drop rails and further comprising a link coupled
to the frame and coupled to the seat section so that
the seat section moves toward a foot end of the ap-
paratus as the pair of laterally spaced drop rails are
lowered.

14. The apparatus of any preceding claim, further com-
prising an actuator coupled to the head section and
coupled to the frame, the actuator being lockable to
prevent tilting movement of the head section relative
to the frame and the actuator being releasable to
allow pivoting movement of the head section relative
to the frame, and at least one head section release
handle coupled to the head section and movable in
a plurality of directions between a locking position
and a plurality of releasing positions, wherein move-
ment of the at least one head section release handle
from the locking position to any of the plurality of
releasing positions releases the actuator to permit
tilting of the head section relative to the frame.

15. The apparatus of claim 14, wherein the head section
release handle comprises a main body portion with
a hand grip and a leg portion extending from the main
body portion, the leg portion having an elongated
slot, and the head section has a pin received in the
slot.

Patentansprüche

1. Patientenunterstützungsvorrichtung (20) bestehend
aus:

einem Rahmen (26),
mindestens einer Klappschiene (66), die für eine
Kippbewegung zwischen einer ersten Position,
die allgemein parallel zum Rahmen ist, und einer
abgesenkten zweiten Position mit dem Rahmen
(26) verbunden ist,
einem Gesäßteil (44), das auf der mindestens
einen Klappschiene (66) aufgelagert ist, um da-
mit gekippt zu werden,

einem Oberschenkelteil (46), das für eine Kipp-
bewegung zwischen einer ersten Position, die
allgemein parallel zu der mindestens einen
Klappschiene (66) ist, und
einer zweiten Position, die in Bezug zu der min-
destens einen Klappschiene (66) angehoben
ist, mit dem Gesäßteil (44) verbunden ist,
einem Kopfteil (42), das mit dem Rahmen (26)
verbunden ist und mit der mindestens einen
Klappschiene (66) verbunden ist, wobei eine
Kippbewegung des Kopfteils (42) von einer ab-
gesenkten Position, die allgemein parallel zu
dem Rahmen ist, in eine angehobene Position
eine Abwärtskippbewegung der mindestens ei-
nen Klappschiene (66) von der ersten Position
in die zweite Position ergibt,
gekennzeichnet durch ein Gestänge (100),
das mit dem Kopfteil (42) verbunden ist und mit
dem Oberschenkelteil (46) verbunden ist, um
das Oberschenkelteil (46) zunächst anzuheben
und dann abzusenken, wenn das Kopfteil (42)
angehoben wird.

2. Vorrichtung nach Anspruch 1, wobei das Kopfteil so
mit der mindestens einen Klappschiene verbunden
ist, dass durch das Gewicht eines auf dem Gesäßteil
befindlichen Patienten eine Kraft auf das Kopfteil in
einer Richtung wirksam wird, um das Kopfteil anzu-
heben.

3. Vorrichtung nach Anspruch 1, wobei das Kopfteil mit
dem Rahmen für eine Schwenkbewegung um eine
erste Achse verbunden ist, die mindestens eine
Klappschiene für eine Schwenkbewegung um eine
zweite Achse mit dem Rahmen verbunden ist und
das Oberschenkelteil mit dem Gesäßteil für eine
Schwenkbewegung um eine dritte Achse verbunden
ist, die zwischen der ersten Achse und der zweiten
Achse liegt.

4. Vorrichtung nach Anspruch 3, wobei die mindestens
eine Klappschiene eine in Längsrichtung verlaufen-
de Nut umfasst, von der ein mit dem Kopfteil verbun-
dener Stift aufgenommen wird, wobei auf dem Stift
zum Drehen eine Rolle angeordnet ist und wobei
beim Anheben und Absenken des Kopfteils die Rolle
auf der mindestens einen Klappschiene läuft.

5. Vorrichtung nach Anspruch 4, wobei sich der Stift
und die Rolle in Richtung eines Kopfendes der Nut
bewegen, wenn das Kopfteil angehoben wird, und
wobei eine Bewegung des Stifts und der Rolle in
Richtung eines Fußendes der Nut erfolgt, wenn das
Kopfteil abgesenkt wird.

6. Vorrichtung nach irgendeinem der vorhergehenden
Ansprüche, wobei das Kopfteil zwischen einer ab-
gesenkten Position, in der das Kopfteil allgemein ho-
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rizontal ist, und einer angehobenen Position bewegt
werden kann, in der das Kopfteil allgemein aufrecht
und nahezu vertikal ist, wobei das Kopfteil eine Zwi-
schenposition zwischen der angehobenen Position
und der abgesenkten Position aufweist, und das
Oberschenkelteil, wenn das Gestänge sich in der
zweiten Betriebsart befindet, sich relativ zu der min-
destens einen Klappschiene von einer ersten Posi-
tion, die allgemein parallel zu der mindestens einen
Klappschiene ist, in eine zweite Position bewegt, die
relativ zu der Klappschiene nach oben angehoben
ist, wenn das Kopfteil sich von der abgesenkten Po-
sition in die Zwischenposition bewegt und das Ober-
schenkelteil sich relativ zur Klappschiene von der
zweiten Position zurück in die erste Position bewegt,
wenn das Kopfteil sich von der Zwischenposition in
die angehobene Position bewegt.

7. Vorrichtung nach Anspruch 6, wobei ein Winkel zwi-
schen dem Kopfteil und dem Rahmen etwa 50 Grad
beträgt, wenn sich das Kopfteil in der Zwischenpo-
sition befindet.

8. Vorrichtung nach Anspruch 6, wobei ein Winkel zwi-
schen dem Kopfteil und dem Rahmen etwa 80 Grad
beträgt, wenn sich das Kopfteil in der angehobenen
Position befindet.

9. Vorrichtung nach Anspruch 6, wobei ein Winkel zwi-
schen dem Oberschenkelteil und der mindestens ei-
nen Klappschiene etwa 20 Grad beträgt, wenn das
Kopfteil die Zwischenposition einnimmt.

10. Vorrichtung nach irgendeinem der vorhergehenden
Ansprüche, wobei das Gesäßteil fest mit der minde-
stens einen Klappschiene verbunden ist.

11. Vorrichtung nach irgendeinem der Ansprüche 1 bis
9, wobei das Gesäßteil auf der mindestens einen
Klappschiene zur Verschiebung entlang der minde-
stens einen Klappschiene angebracht ist und wobei
des Weiteren ein Gestänge vorgesehen ist, das mit
dem Rahmen verbunden ist und mit dem Gesäßteil
verbunden ist, um das Gesäßteil vom Kopfteil weg
zu bewegen, wenn die mindestens eine Klappschie-
ne während des Anhebens des Kopfteils kippt.

12. Vorrichtung nach irgendeinem der vorhergehenden
Ansprüche, wobei die mindestens eine Klappschie-
ne ein Paar seitlich voneinander abgesetzter Klapp-
schienen umfasst, wobei jede Klappschiene einen
Fußendabschnitt aufweist, der schwenkbar mit dem
Rahmen verbunden ist, wobei das Paar seitlich von-
einander abgesetzter Klappschienen aus einer er-
sten Position, die allgemein parallel zum Rahmen
ist, in eine abgesenkte zweite Position nach unten
kippt, wenn das Kopfteil angehoben wird, und wobei
jede Klappschiene einen Kopfendabschnitt ein-

schließlich einer in Längsrichtung verlaufenden Nut
aufweist, welche einen mit einem Fußendabschnitt
des Kopfteils verbundenen Stift aufnimmt.

13. Vorrichtung nach Anspruch 12, wobei das Gesäßteil
zur Verschiebung entlang den Klappschienen auf
den Klappschienen aufgelagert ist und des Weiteren
ein Gestänge umfasst, das mit dem Rahmen ver-
bunden ist und mit dem Gesäßteil verbunden ist, der-
art, dass sich das Gesäßteil in Richtung eines Fu-
ßendes der Vorrichtung bewegt, wenn das Paar seit-
lich voneinander abgesetzter Klappschienen abge-
senkt wird.

14. Vorrichtung nach irgendeinem der vorhergehenden
Ansprüche, die des Weiteren ein Stellglied, das mit
dem Kopfteil verbunden ist und mit dem Rahmen
verbunden ist, wobei das Stellglied verriegelt werden
kann, um eine Kippbewegung des Kopfteils relativ
zum Rahmen zu verhindern, und das Stellglied ent-
riegelt werden kann, um eine Schwenkbewegung
des Kopfteils relativ zum Rahmen zu ermöglichen,
und mindestens einen Kopfteil-Entriegelungsgriff
umfasst, der mit dem Kopfteil verbunden ist und in
eine Vielzahl Richtungen zwischen einer Verriege-
lungsposition und einer Vielzahl Entriegelungsposi-
tionen bewegt werden kann, wobei durch die Bewe-
gung des mindestens einen Kopfteil-Entriegelungs-
griffs aus der Verriegelungsposition in irgendeine
der Vielzahl Entriegelungspositionen das Stellglied
entriegelt wird, um das Kippen des Kopfteils relativ
zum Rahmen zu ermöglichen.

15. Vorrichtung nach Anspruch 14, wobei der Kopfteil-
Entriegelungshebel einen Hauptkörperabschnitt mit
einem Handgriff und einen vom Hauptkörperab-
schnitt aus verlaufenden Beinabschnitt umfasst, wo-
bei der Beinabschnitt eine längliche Nut aufweist und
wobei das Kopfteil einen von der Nut aufgenomme-
nen Stift aufweist.

Revendications

1. Appareil de support de patient (20), comprenant :

un châssis (26),
au moins un rail descendant (66) couplé au
châssis (26) pour un mouvement de bascule-
ment entre une première position généralement
parallèle au châssis et une seconde position
abaissée,
une section de siège (44) supportée par ledit au
moins un rail descendant (66) pour basculer
avec celui-ci,
une section de cuisses (46) couplée à la section
de siège (44) pour un mouvement de bascule-
ment entre une première position généralement
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parallèle audit au moins un rail descendant (66)
et une seconde position levée par rapport audit
au moins un rail descendant (66),
une section de tête (42) couplée au châssis (26)
et couplée audit au moins un rail descendant
(66), un mouvement de basculement de la sec-
tion de tête (42) depuis une position abaissée
généralement parallèle au châssis vers une po-
sition levée ayant pour résultat un mouvement
de basculement descendant dudit au moins un
rail descendant (66) depuis la première position
vers la seconde position, et
caractérisé par une tringlerie (400) couplée à
la section de tête (42) et couplée à la section de
cuisses (46) pour initialement relever puis en-
suite abaisser la section de cuisses (46) lorsque
la section de tête (42) est levée.

2. Appareil selon la revendication 1, dans lequel la sec-
tion de tête est couplée audit au moins un rail des-
cendant de telle façon que le poids d’un patient sup-
porté sur la section de siège exerce une force sur la
section de tête dans une direction sollicitant la sec-
tion de tête pour se relever.

3. Appareil selon la revendication 1, dans lequel la sec-
tion de tête est couplée au châssis pour un mouve-
ment de pivotement autour d’un premier axe, et ledit
au moins un rail descendant est couplé au châssis
pour un mouvement de pivotement autour d’un se-
cond axe, et la section de cuisses est couplée à la
section de siège pour un mouvement de pivotement
autour d’un troisième axe situé entre le premier axe
et le second axe.

4. Appareil selon la revendication 3, dans lequel ledit
au moins un rail descendant comporte une fente
s’étendant longitudinalement, dans laquelle est reçu
un téton couplé à la section de tête, un galet est
monté sur le téton en vue d’une rotation, et le galet
roule sur ledit au moins un rail descendant lorsque
la section de tête est levée et abaissée.

5. Appareil selon la revendication 4, dans lequel le té-
ton et le galet se déplacent en direction d’une extré-
mité de tête de la fente quand la section de tête est
levée, et le téton et le galet se déplacent en direction
d’une extrémité de pied de la fente quand la section
de tête est abaissée.

6. Appareil selon l’une quelconque des revendications
précédentes, dans lequel la section de tête est dé-
plaçable entre une position abaissée dans laquelle
la section de tête est généralement horizontale et
une position levée dans laquelle la section de tête
est généralement dressée et proche de la verticale,
la section de tête ayant une position intermédiaire
entre la position levée et la position abaissée et,

quand la tringlerie est dans le second mode de fonc-
tionnement, la section de cuisses se déplace par rap-
port audit au moins un rail descendant depuis une
première position généralement parallèle audit au
moins un rail descendant vers une seconde position
relevée vers le haut par rapport au rail descendant
lorsque la section de tête se déplace depuis la po-
sition abaissée vers la position intermédiaire, et la
section de cuisses se déplace par rapport au rail
descendant depuis la seconde position en retour à
la première position lorsque la section de tête se
déplace depuis la position intermédiaire vers la po-
sition levée.

7. Appareil selon la revendication 6, dans lequel un an-
gle entre la section de tête et le châssis est d’environ
50° quand la section de tête est dans la position in-
termédiaire.

8. Appareil selon la revendication 6, dans lequel un an-
gle entre la section de tête et le châssis est d’environ
80° quand la section de tête est dans la position le-
vée.

9. Appareil selon la revendication 6, dans lequel un an-
gle entre la section de cuisses et ledit au moins un
rail descendant est d’environ 20° quand la section
de tête est dans la position intermédiaire.

10. Appareil selon l’une quelconque des revendications
précédentes, dans lequel la section de siège est
fixée sur ledit au moins un rail descendant.

11. Appareil selon l’une quelconque des revendications
1 à 9, dans lequel la section de siège est montée sur
ledit au moins un rail descendant en vue d’une trans-
lation le long dudit au moins un rail descendant, et
comprend en outre un bras de liaison couplé au
châssis et couplé à la section de siège pour déplacer
la section de siège en éloignement de la section de
tête lorsque ledit au moins un rail descendant bas-
cule pendant le soulèvement de la section de tête.

12. Appareil selon l’une quelconque des revendications
précédentes, dans lequel ledit au moins un rail des-
cendant comprend une paire de rails descendants
latéralement espacés, chaque rail descendant pos-
sède une portion d’extrémité de pied couplée en pi-
votement au châssis, la paire de rails descendants
latéralement espacés basculent vers le bas depuis
une première position généralement parallèle au
châssis vers une seconde position abaissée lorsque
la section de tête est relevée, et chaque rail descen-
dant possède une portion d’extrémité de tête incluant
une fente s’étendant longitudinalement, qui reçoit un
téton couplé à une portion d’extrémité de pied de la
section de tête.
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13. Appareil selon la revendication 12, dans lequel la
section de siège est supportée sur les rails descen-
dants en vue d’une translation le long des rails des-
cendants, et comprend en outre un bras de liaison
couplé au châssis et couplé à la section de siège de
telle façon que la section de siège se déplace en
direction d’une extrémité de pied de l’appareil lors-
que la paire de rails descendants latéralement es-
pacés sont abaissés.

14. Appareil selon l’une quelconque des revendications
précédentes, comprenant en outre un actionneur
couplé à la section de tête et couplé au châssis, l’ac-
tionneur étant verrouillable pour empêcher un mou-
vement de basculement de la section de tête par
rapport au châssis, et l’actionneur étant libérable
pour permettre un mouvement de pivotement de la
section de tête par rapport au châssis, et au moins
une manette de relâchement de section de tête cou-
plée à la section de tête et déplaçable dans une plu-
ralité de directions entre une position de verrouillage
et une pluralité de positions de relâchement, dans
lequel un mouvement de ladite au moins une ma-
nette de relâchement de section de tête depuis la
position de verrouillage vers l’une quelconque de la
pluralité de positions de relâchement relâche l’ac-
tionneur pour permettre un basculement de la sec-
tion de tête par rapport au châssis.

15. Appareil selon la revendication 14, dans lequel la
manette de relâchement de section de tête com-
prend une portion de corps principale avec une poi-
gnée manuelle et une portion de pied s’étendant de-
puis la portion de corps principale, la portion de pied
ayant une fente allongée, et la section de tête pos-
sède une tige reçue dans la fente.
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