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(54) METHOD FOR SINGLE-CARD DUAL-STANDBY USER EQUIPMENT TO RESIDE IN NETWORK 
AND USER EQUIPMENT

(57) Embodiments of the present invention disclose
a method for a single card dual standby user equipment
to camp on a network and a user equipment, so as to
reduce power consumption of a user equipment. The
method in the embodiment of the present invention in-
cludes: when a circuit switched domain CS domain of a
UE camps on a second-generation mobile communica-
tions technology 2G/third-generation mobile communi-
cations technology 3G network and a packet switched
domain PS domain camps on a long term evolution LTE

network, executing, by the UE, a routing area update
process of the PS domain of the 2G/3G network if the
UE meets a preset first condition, so as to make the PS
domain of the UE camp on the 2G/3G network; and after
the PS domain of the UE camps on the 2G/3G network,
turning off an LTE radio frequency unit. An embodiment
of the present invention discloses a user equipment, so
as to effectively reduce power consumption and improve
user experience.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of mo-
bile communications technologies, and in particular, to a
method for a single card dual standby user equipment to
camp on a network and a user equipment.

BACKGROUND

[0002] In the prior art, a second-generation mobile
communications technology (2G, Second Genera-
tion)/third-generation mobile communications technolo-
gy (3G, Third Generation) network supports both a circuit
switched domain (CS domain, Circuit Switched Domain)
and a packet switched domain (PS domain, Packet
switched Domain), but a long term evolution (LTE, Long
Term Evolution) network only provides a PS domain.
[0003] Currently, mainly a CS domain provides com-
mon voice services and short message services, and
mainly a PS domain provides data services. The voice
services are dominant services for mobile carriers cur-
rently. As the technologies of voice over mobile networks
(VOIP, Voice over Internet Protocol) are not mature yet,
a CS domain is still to bear voice services for a very long
time in the future.
[0004] With the development of technologies, an LTE
technology began to be used. The absence of a CS do-
main in an LTE system makes it difficult to effectively
support voice services and short message services.
Meanwhile, the 2G/3G network has undergone long-term
construction and has good network coverage, and it is
impossible to abandon this network in a short term.
Therefore, in the future a carrier requires a user equip-
ment (UE, User Equipment) to be capable of being at-
tached to both a 2G/3G network and an LTE network,
and a single card dual standby UE is such a UE. The
single card dual standby UE adopts two antennas and
two radio frequency modules, so that the single card dual
standby UE is capable of being attached to both a 2G/3G
network and an LTE network. In addition, to prevent in-
crease of location update signaling caused by frequent
movement of the UE between different systems, a net-
work side may support an idle mode signaling reduction
(ISR, Idle Mode Signalling Reduction) mechanism.
[0005] A basic concept of a signaling reduction solution
is as follows: For a 2G/3G and an LTE/system architec-
ture evolution (SAE, System Architecture Evolution) ad-
jacent to each other, a routing area of the 2G/3G and a
tracking area of the LTE/SAE are set as equivalent loca-
tion areas. When a UE enters an access system, regis-
tration is performed according to a common registra-
tion/update procedure. The network allocates a tempo-
rary identifier and a location area identifier for the UE.
When the network side supports the ISR mechanism, a
location area update process is initiated if the UE enters
another access system, and the network allocates the

temporary identifier and the location area identifier of the
new system. At this time, core network nodes that provide
services for the UE in the two systems register with a
home subscriber server (HSS, Home Subscriber Server),
and at the same time provide services for the UE. How-
ever, when the UE moves between the two systems
again, with the presence of an association relationship,
the registration/update process no longer needs to be
initiated, so that the objective of reducing route update
signaling is achieved.
[0006] However, when the UE currently does not have
a data service or data traffic is low, the UE also needs to
be attached to both the 2G/3G network and the LTE net-
work. Two radio frequencies are turned on, power con-
sumption is large, and user experience is degraded.

SUMMARY

[0007] Embodiments of the present invention provide
a method for a single card dual standby user equipment
to camp on a network and a user equipment, so as to
effectively reduce power consumption of a UE and im-
prove user experience.
[0008] A method for a single card dual standby user
equipment to camp on a network in the embodiment of
the present invention includes:

when a circuit switched domain CS domain of a UE
camps on a second-generation mobile communica-
tions technology 2G/third-generation mobile com-
munications technology 3G network and a packet
switched domain PS domain camps on a long term
evolution LTE network, executing, by the UE, a rout-
ing area update process of the PS domain of the
2G/3G network if the UE meets a preset first condi-
tion, so as to make the PS domain of the UE camp
on the 2G/3G network; and
after the PS domain of the UE camps on the 2G/3G
network, turning off an LTE radio frequency unit.

[0009] The preset first condition is that data traffic sent
and/or received within a preset first period of time is small-
er than or equal to a preset first value, or the preset first
condition is that an average data at which data is sent
and/or received within a preset second period of time is
smaller than or equal to a preset second value.
[0010] That the UE meets a preset first condition in-
cludes:

the data traffic sent and/or received by the UE within
the preset first period of time is smaller than or equal
to the preset first value, or at which data is sent and/or
receivedthe average data rate at which the UE sends
and/or receives data within the preset second period
of time is smaller than or equal to the preset second
value.

[0011] A user equipment in the embodiment of the
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present invention includes:

an update unit, configured to: when a circuit switched
domain CS domain of a UE camps on a second-
generation mobile communications technology
2G/third-generation mobile communications tech-
nology 3G network and a packet switched domain
PS domain camps on a long term evolution LTE net-
work, execute a routing area update process of the
PS domain of the 2G/3G network if the UE meets a
preset first condition, so as to make the PS domain
of the UE camp on the 2G/3G network; and
a radio frequency turn-off unit, configured to: after
the update unit makes the PS domain of the UE camp
on the 2G/3G network, turn off an LTE radio frequen-
cy unit.

[0012] The preset first condition is that data traffic sent
and/or received within a preset first period of time is small-
er than or equal to a preset first value, or the preset first
condition is that an average data at which data is sent
and/or received within a preset second period of time is
smaller than or equal to a preset second value.
[0013] That the UE meets a preset first condition in-
cludes:

the data traffic sent and/or received by the UE within
the preset first period of time is smaller than or equal
to the preset first value, or at which data is sent and/or
receivedthe average data rate at which the UE sends
and/or receives data within the preset second period
of time is smaller than or equal to the preset second
value.

[0014] It may be seen from the foregoing technical so-
lutions that the embodiments of the present invention
have the following advantages:
[0015] When a CS domain of a UE camps on a 2G/3G
network and a PS domain camps on an LTE network,
the UE executes a routing area update process of the
PS domain of the 2G/3G network if the UE meets a preset
first condition, so as to make the PS domain of the UE
camp on the 2G/3G network, and turns off an LTE radio
frequency unit, so that the UE is capable of, through turn-
ing off the LTE radio frequency unit, achieving the object
of reducing power consumption of the UE and improving
user experience.

BRIEF DESCRIPTION OF DRAWINGS

[0016]

FIG. 1 is a schematic diagram of a method for a single
card dual standby user equipment to camp on a net-
work according to an embodiment of the present in-
vention;
FIG. 2 is another schematic diagram of a method for
a single card dual standby user equipment to camp

on a network according to an embodiment of the
present invention;
FIG. 3 is a schematic diagram of a data sending or
receiving method according to an embodiment of the
present invention;
FIG. 4 is another schematic diagram of a data send-
ing or receiving method according to an embodiment
of the present invention;
FIG. 5 is a schematic diagram of a user equipment
according to an embodiment of the present inven-
tion; and
FIG. 6 is another schematic diagram of a user equip-
ment according to an embodiment of the present in-
vention.

DESCRIPTION OF EMBODIMENTS

[0017] Embodiments of the present invention provide
a method for a single card dual standby user equipment
to camp on a network and a user equipment, so as to
turn off an LTE radio frequency unit to reduce power con-
sumption of a UE and improve user experience.
[0018] Referring to FIG. 1, FIG. 1 shows a method for
a single card dual standby user equipment to camp on a
network according to an embodiment of the present in-
vention, which includes:

101. When a CS domain of a UE camps on a 2G/3G
network and a PS domain camps on an LTE network,
the UE executes a routing area update process of
the PS domain of the 2G/3G network if the UE meets
a preset first condition, so as to make the PS domain
of the UE camp on the 2G/3G network.

[0019] In the embodiment of the present invention, if
the CS domain of the UE camps on the 2G/3G network
and the PS domain camps on the LTE network, and both
a 2G/3G radio frequency unit and an LTE radio frequency
unit are turned on, the UE determines whether the preset
first condition is met. The UE executes the routing area
update process of the PS domain of the 2G/3G network
if the UE meets a preset first condition, so as to make
the PS domain of the UE camp on the 2G/3G network.
[0020] In the embodiment of the present invention,
when the preset first condition is that data traffic sent
and/or received within a preset first period of time is small-
er than or equal to a preset first value, that the UE meets
a preset first condition includes: the data traffic sent
and/or received by the UE within the preset first period
of time is smaller than or equal to the preset first value;
and when the preset first condition is that an average
data at which data is sent and/or received within a preset
second period of time is smaller than or equal to a preset
second value, that the UE meets a preset first condition
includes: at which data is sent and/or receivedthe aver-
age data rate at which the UE sends and/or receives data
within the preset second period of time is smaller than or
equal to the preset second value.
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102. After the PS domain of the UE camps on the
2G/3G network, turn off the LTE radio frequency unit.

[0021] In the embodiment of the present invention, af-
ter the PS domain of the UE camps on the 2G/3G net-
work, the UE turns off the LTE radio frequency unit to
save power. After the UE turns off the LTE radio frequen-
cy unit, the CS domain and PS domain of the UE both
camp on the 2G/3G network.
[0022] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
the UE executes the routing area update process of the
PS domain of the 2G/3G network if the UE meets a preset
first condition, and turns off the LTE radio frequency unit
to make the CS domain and PS domain of the UE both
camp on the 2G/3G network and to keep the LTE radio
frequency unit turned off, thereby reducing power con-
sumption of the UE and improving user experience.
[0023] To better understand the technical solution of
the present invention, referring to FIG. 2, FIG. 2 shows
a method for a single card dual standby user equipment
to camp on a network according to another embodiment
of the present invention, which includes:

201. When a CS domain of a UE camps on a 2G/3G
network and a PS domain camps on an LTE network,
the UE executes a routing area update process of
the PS domain of the 2G/3G network if the UE meets
a preset first condition, so as to make the PS domain
of the UE camp on the 2G/3G network.

[0024] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
the UE executes the routing area update process initiated
by the PS domain of the 2G/3G network if the UE meets
a preset first condition, so as to make the PS domain of
the UE camp on the 2G/3G network.
[0025] In the embodiment of the present invention,
when the preset first condition is that data traffic sent
and/or received within a preset first period of time is small-
er than or equal to a preset first value, that the UE meets
a preset first condition includes: the data traffic sent
and/or received by the UE within the preset first period
of time is smaller than or equal to the preset first value;
and when the preset first condition is that an average
data at which data is sent and/or received within a preset
second period of time is smaller than or equal to a preset
second value, that the UE meets a preset first condition
includes: at which data is sent and/or receivedthe aver-
age data rate at which the UE sends and/or receives data
within the preset second period of time is smaller than or
equal to the preset second value.
[0026] It should be noted that, the cases of making the
CS domain of the UE camp on the 2G/3G network and
the PS domain camp on the LTE network include: When
the UE is initially connected to the network, the UE sends,

according to the method in the prior art, an attach request
to a serving general packet radio service support node
(SGSN, Serving GPRS SUPPORT NODE) on the 2G/3G
network to perform an attach process of the CS domain
of the 2G/3G network, and sends, according to the meth-
od in the prior art, an attach request to a packet data
network gateway (PDN GW, Packet Data Network Gate-
way) to perform the attach process of the PS domain of
the LTE network. The PDN GW allocates an Internet Pro-
tocol (IP, Internet Protocol) address to the UE. After the
UE completes the attach processes to the 2G/3G network
and the LTE network, the UE makes the CS domain camp
on the 2G/3G network and the PS domain camp on the
LTE network. Alternatively, to complete data sending or
receiving in the LTE network, the UE makes the CS do-
main camp on the 2G/3G network and the PS domain
camp on the LTE network. Therefore, in the embodiment
of the present invention, the UE checks a current network
state of the UE, and determined the network for the UE
to camp on.
[0027] It should be noted that, in the embodiment of
the present invention, before the UE executes the routing
area update process of the PS domain of the 2G/3G net-
work, the UE has completed, according to the method in
the prior art, a detach process of the PS domain of the
LTE network. The specific manner is no longer repeated
here.
[0028] In the embodiment of the present invention, af-
ter the UE camps on the PS domain of the 2G/3G net-
work, a network parameter of the UE in the LTE network
may be saved.
[0029] It should be noted that, in the embodiment of
the present invention, after the PS domain of the UE
camps on the 2G/3G network, the network parameter of
the UE in the LTE network may be saved, so as to enable
the UE to perform network capture according to the net-
work parameter of the UE in the LTE network when the
UE turns on an LTE radio frequency unit the next time,
thereby effectively shortening the time for the UE to per-
form network capture. At the same time, it should be not-
ed that, in practical applications, the UE may also choose
to perform the network capture of the LTE network in the
case that the network parameter of the UE in the LTE
network is not saved.

202. After the PS domain of the UE camps on the
2G/3G network, turn off the LTE radio frequency unit.

[0030] In the embodiment of the present invention, af-
ter the PS domain of the UE is switched from the LTE
network to the 2G/3G network, the UE turns off the LTE
radio frequency unit.

203. If the UE needs to send or receive data, and a
network side supports an ISR mechanism, turn on
the LTE radio frequency unit to make the PS domain
of the UE camp on the LTE network.
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[0031] In the embodiment of the present invention, if
the UE needs to send or receive data, and the network
side supports the ISR mechanism, the UE turns on the
LTE radio frequency unit to make the PS domain of the
UE camp on the LTE network. At this time, the CS domain
of the UE camps on the 2G/3G network, and the PS do-
main camps on both the 2G/3G network and the LTE
network.
[0032] It should be noted that, in the embodiment of
the present invention, description is performed by taking
the network side supporting the ISR mechanism as an
example. That is, in the case that the network side sup-
ports the ISR mechanism, the UE performs step 203,
where the network side supporting the ISR mechanism
refers to both the 2G/3G network and the LTE network
support the ISR mechanism. In the embodiment of the
present invention, if either the 2G/3G network or the LTE
network does not support the ISR mechanism, the net-
work side does not support the ISR mechanism. In the
case that the network side does not support the ISR
mechanism, step 203 is changed to: if the UE needs to
send or receive data, turn on the LTE radio frequency
unit, and the UE initiates a tracking area update (TAU,
Tracking Area Update) request to a mobility management
entity (MME, Mobility Management Entity) on the LTE
network, so as to make the PS domain of the UE camp
on the LTE network.
[0033] It should be noted that, in the embodiment of
the present invention, an ISR indicator is saved in the
UE. The ISR indicator is used to indicate whether the
network side supports the ISR mechanism. Therefore,
the UE may determine whether the current network side
supports the ISR mechanism. A method for obtaining the
ISR indicator is specifically: in step 201 in the embodi-
ment of the present invention, in the process that the UE
executes a routing area update process of the PS domain
of the 2G/3G network, the MME sends a routing area
update feedback message to the UE, where the routing
area update feedback message includes the ISR indica-
tor, and the ISR indicator is used to indicate whether the
network side supports the ISR mechanism, and the UE
saves the ISR indicator.
[0034] It should be noted that, in the embodiment of
the present invention, when the UE needs to send or
receive data, it may further be determined, at least ac-
cording to a service type and/or data traffic size included
in the data to be sent or received, whether the data send-
ing or receiving needs to be completed in the PS domain
of the LTE network. Specifically, the UE determines, ac-
cording to the service type and/or data traffic size includ-
ed in the data, whether the LTE network needs to be
used. If the LTE network needs to be used, the LTE radio
frequency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. If the LTE network
does not need to be used, a data sending or receiving
process is completed in the PS domain of the 2G/3G
network.
[0035] The determining, according to the service type

and/or data traffic size included in the data, whether the
LTE network needs to be used specifically includes:
[0036] During the determination that is performed at
least according to the service type included in the data,
a table of service types needing to use an LTE network
may be preset in the UE, or a mark of needing to use an
LTE network may be configured in the service type of the
data. When the UE needs to send or receive data, the
UE may search the preset table of service types needing
to use an LTE network according to the service type in
the data. If the service type is found, an LTE radio fre-
quency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. Alternatively, the
UE may determine, according to the mark in the service
type in the data, whether the mark indicates that the LTE
network needs to be used. If the LTE network needs to
be used, the LTE radio frequency unit is turned on, so
as to make the PS domain of the UE camp on the LTE
network.
[0037] During the determination that is performed at
least according to the data traffic size included in the
data, a data value may be preset in the UE. When a
received or sent data traffic size of the UE is larger than
the preset data value, the LTE radio frequency unit is
turned on, so as to make the PS domain of the UE camp
on the LTE network. When the received or sent data traf-
fic size of the UE is smaller than or equal to the preset
data value, the data sending or receiving process is com-
pleted in the PS domain of the 2G/3G network.
[0038] During the determination that is performed at
least according to the service type and the data traffic
size included in the data, a table of service types may be
preset in the UE. The table includes a mapping relation-
ship between the service type and the data traffic. When
the UE needs to send or receive data, the UE determines
whether the service type included in the data may be
found in the table of service types. If the service type is
found in the table of service types, the UE continues to
determine whether the data traffic of data to be sent or
received is larger than or equal to a data value corre-
sponding to the service type of the data to be sent or
received in the table of service types. If the data traffic
to be sent or received is larger than or equal to the data
value corresponding to the service type of the data to be
sent or received in the table of service types, the LTE
radio frequency unit is turned on, so as to make the PS
domain of the UE camp on the LTE network.
[0039] It should be noted that, in the embodiment of
the present invention, whether the service type and the
data traffic size included in the data need to be deter-
mined and specific determination manners are deter-
mined according to practical cases, which are not limited
here.
[0040] It should be noted that, in the embodiment of
the present invention, if the UE does not need to send or
receive data, or the data sent or received by the UE does
not meet the preset condition, the UE stays in the state
in which the CS domain and the PS domain both camp
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on the 2G/3G network, where that the data sent or re-
ceived by the UE does not meet the preset condition may
be that the data traffic size of the sent or received data
is smaller than the a preset value, or that the service type
of the data is not a service type needing to use an LTE
network.

204. If the UE meets a preset second condition, ex-
ecute the data sending or receiving process in the
LTE network.
205. If the UE meets a preset third condition, execute
the data sending or receiving process in the 2G/3G
network.

[0041] In the embodiment of the present invention, af-
ter turning on the LTE radio frequency unit, the UE de-
termines whether the UE executes the data sending or
receiving process in the LTE network, or executes the
data sending or receiving process in the PS domain of
the 2G/3G network.
[0042] In the embodiment of the present invention, if
the UE meets the preset second condition, the UE exe-
cutes the data sending or receiving process in the LTE
network. If the UE meets the preset third condition, the
UE executes the data sending or receiving process in
the 2G/3G network. That the UE meets the preset second
condition may be that the UE sets a state of being at-
tached to the PS domain of the 2G/3G network to be
detached, so as to make a network camping state of the
UE be updated to that the CS domain camps on the
2G/3G network and the PS domain camps on the LTE
network, and the UE executes the data sending or re-
ceiving process in the 2G/3G network.
[0043] It should be noted that, in the embodiment of
the present invention, if that the UE meets the preset
second condition is that the UE sets the state of being
attached to the PS domain of the 2G/3G network to be
detached, so as to make a network camping state of the
UE be updated to that the CS domain camps on the
2G/3G network and the PS domain camps on the LTE
network, and the UE executes the data sending or re-
ceiving process in the 2G/3G network, after the UE com-
pletes the data sending or receiving process, the UE per-
forms statistical calculation on the received or sent data
traffic of the UE in real time or periodically. When the UE
meets a preset first condition again, that is, when the
data traffic received or sent within the preset first period
of time of the UE is smaller than or equal to the preset
first value, or at which data is sent and/or received the
average data rate at which the UE sends and/or receives
data within the preset second period of time is smaller
than or equal to the preset second value, the UE returns
to step 201, that is, executes the routing area update
process of the PS domain of the 2G/3G network, so as
to make the PS domain of the UE camp on the 2G/3G
network, and to enable the LTE radio frequency unit to
be turned off, thereby reducing power consumption of
the UE and improving user experience.

[0044] In the embodiment of the present invention, of
the state of the UE of being attached to the PS domain
of the 2G/3G network is not set to be detached and in-
stead the data sending or receiving process is performed
in the case that the camping state of the UE is that the
CS domain camps on the 2G/3G network and the PS
domain camps on both the LTE network and the 2G/3G
network, the UE needs to determine whether to perform
the data sending or receiving process in the LTE network
or execute the data sending or receiving process in the
2G/3G network. Specifically, if that the UE meets the pre-
set second condition is that the UE sends a service re-
quest message to the MME in the LTE network, it is de-
termined that the UE executes the data sending or re-
ceiving process in the LTE network. Alternatively, if that
the UE meets the preset third condition is that the UE
sends the service request message to the SGSN in the
2G/3G network, it is determined that the UE executes
the data sending or receiving process in the 2G/3G net-
work, so that the UE may choose whether to execute the
data sending or receiving process in the PS domain of
the 2G/3G network or in the LTE network, which is more
flexible.
[0045] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
and the data traffic sent and/or received by the UE within
the preset first period of time is smaller than or equal to
the preset first value or the average data at which data
is sent and/or received within the preset second period
of time is smaller than or equal to the preset second value,
the UE executes the routing area update process of the
PS domain of the 2G/3G network, and turns off the LTE
radio frequency unit to make the CS domain and the PS
domain of the UE camp on the 2G/3G network. Therefore,
only the 2G/3G radio frequency unit needs to be turned
on, and the LTE radio frequency unit is turned on when
the UE needs to send or receive data, thereby effectively
reducing power consumption of the UE and improving
user experience.
[0046] To better understand the technical solution in
the embodiment shown in FIG. 2, the following describes
in detail an embodiment of a data sending or receiving
method in the case that a camping state of a UE is that
a CS domain camps on a 2G/3G network and a PS do-
main camps on both an LTE network and the 2G/3G net-
work. Referring to FIG. 3, FIG. 3 shows a method for the
UE to perform data sending or receiving when the UE
meets a preset second condition according to the em-
bodiment of the present invention.

301. When the CS domain and the PS domain of the
UE camp on the 2G/3G network, turn on an LTE
radio frequency unit if the UE needs to send or re-
ceive data and a network side supports an ISR mech-
anism, so as to make the PS domain of the UE camp
on the LTE network.
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[0047] In the embodiment of the present invention,
when the CS domain and the PS domain of the UE camp
on the 2G/3G network, if the UE needs to send or receive
data, and the network side supports the ISR mechanism,
the UE turns on the LTE radio frequency unit to make
the PS domain of the UE camp on the LTE network. At
this time, the CS domain of the UE camps on the 2G/3G
network, and the PS domain camps on both the 2G/3G
network and the LTE network.
[0048] It should be noted that, in the embodiment of
the present invention, description is performed by taking
the network side supporting the ISR mechanism as an
example. That is, in the case that the network side sup-
ports the ISR mechanism, the UE performs step 301,
where the network side supporting the ISR mechanism
refers to both the 2G/3G network and the LTE network
support the ISR mechanism. In the embodiment of the
present invention, if either the 2G/3G network or the LTE
network does not support the ISR mechanism, the net-
work side does not support the ISR mechanism. In the
case that the network side does not support the ISR
mechanism, step 301 is changed to: when the CS domain
and the PS domain of the UE camp on the 2G/3G net-
work, if the UE needs to send or receive data, turn on
the LTE radio frequency unit, and the UE initiates a track-
ing area update request to an MME in the LTE network,
so as to make the PS domain of the UE camp on the LTE
network.
[0049] It should be noted that, in the embodiment of
the present invention, an ISR indicator is saved in the
UE. The ISR indicator is used to indicate whether the
network side supports the ISR mechanism. Therefore,
the UE may determine whether the current network side
supports the ISR mechanism. A method for obtaining the
ISR indicator is specifically: in step 201 in the embodi-
ment shown in FIG. 2, in the process that the UE executes
a routing area update process of the PS domain of the
2G/3G network, the MME sends a routing area update
feedback message to the UE, where the routing area
update feedback message includes the ISR indicator,
and the ISR indicator is used to indicate whether the net-
work side supports the ISR mechanism, and the UE
saves the ISR indicator.
[0050] It should be noted that, in the embodiment of
the present invention, when the UE needs to send or
receive data, it may further be determined, at least ac-
cording to a service type and/or data traffic size included
in the data to be sent or received, whether the data send-
ing or receiving needs to be completed in the PS domain
of the LTE network. Specifically, the UE determines, ac-
cording to the service type and/or data traffic size includ-
ed in the data, whether the LTE network needs to be
used. If the LTE network needs to be used, the LTE radio
frequency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. If the LTE network
does not need to be used, a data sending or receiving
process is completed in the PS domain of the 2G/3G
network.

[0051] The determining, according to the service type
and/or data traffic size included in the data, whether the
LTE network needs to be used specifically includes:
[0052] During the determination that is performed at
least according to the service type included in the data,
a table of service types needing to use an LTE network
may be preset in the UE, or a mark of needing to use an
LTE network may be configured in the service type of the
data. When the UE needs to send or receive data, the
UE may search the preset table of service types needing
to use an LTE network according to the service type in
the data. If the service type is found, an LTE radio fre-
quency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. Alternatively, the
UE may determine, according to the mark in the service
type in the data, whether the mark indicates that the LTE
network needs to be used. If the LTE network needs to
be used, the LTE radio frequency unit is turned on, so
as to make the PS domain of the UE camp on the LTE
network.
[0053] During the determination that is performed at
least according to the data traffic size included in the
data, a data value may be preset in the UE. When a
received or sent data traffic size of the UE is larger than
the preset data value, the LTE radio frequency unit is
turned on, so as to make the PS domain of the UE camp
on the LTE network. When the received or sent data traf-
fic size of the UE is smaller than or equal to the preset
data value, the data sending or receiving process is com-
pleted in the PS domain of the 2G/3G network.
[0054] During the determination that is performed at
least according to the service type and the data traffic
size included in the data, the table of service types may
be preset in the UE. The table includes a mapping rela-
tionship between the service type and the data traffic.
When the UE needs to send or receive data, the UE de-
termines whether the service type included in the data
may be found in the table of service types. If the service
type is found in the table of service types, the UE contin-
ues to determine whether the data traffic of the data to
be sent or received is larger than or equal to the data
value corresponding to the service type of the data to be
sent or received in the table of service types. If the data
traffic to be sent or received is larger than or equal to the
data value corresponding to the service type of the data
to be sent or received in the table of service types, the
LTE radio frequency unit is turned on, so as to make the
PS domain of the UE camp on the LTE network.
[0055] It should be noted that, in the embodiment of
the present invention, whether the service type and the
data traffic size included in the data need to be deter-
mined and specific determination manners are deter-
mined according to practical cases, which are not limited
here.
[0056] It should be noted that, in the embodiment of
the present invention, if the UE does not need to send or
receive data, or the data sent or received by the UE does
not meet the preset condition, the UE stays in the state
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in which the CS domain and the PS domain both camp
on the 2G/3G network, where that the data sent or re-
ceived by the UE does not meet the preset condition may
be that the data traffic size of the sent or received data
is smaller than the a preset value, or that the service type
of the data is not a service type needing to use an LTE
network.

302. When the UE receives a Paging message
through the LTE network but does not receive the
paging message through the PS domain of the
2G/3G network, and the signal strength of the LTE
network meets the data sending or receiving require-
ment, send a service request message to the MME
in the LTE network. If the UE receives the Paging
message through the PS domain of the 2G/3G net-
work after receiving the paging Paging message
through the LTE network, do not respond to the pag-
ing message that is received through the 2G/3G net-
work.
303. When the UE receives the Paging message
through the PS domain of the 2G/3G network but
does not receive the paging message through the
LTE network, and the signal strength of the LTE net-
work meets the data sending or receiving require-
ment, do not respond to the paging message that is
received through the 2G/3G network. If the UE re-
ceives the Paging message through the LTE network
within a preset third period of time after receiving the
Paging message through the PS domain of the
2G/3G network, and sends the service request mes-
sage to the MME in the LTE network.
304. Execute the data sending or receiving process
in the LTE network.

[0057] In the embodiment of the present invention,
when the CS domain and the PS domain of the UE camp
on the 2G/3G network, if the UE needs to send or receive
data, and the network side supports the ISR mechanism,
the LTE radio frequency unit is turned on, so as to make
the PS domain of the UE camp on the LTE network. At
this time, a network camping state of the UE is that the
CS domain of the UE camps on the 2G/3G network and
the PS domain camps on both the 2G/3G network and
the LTE network. When the UE receives the Paging mes-
sage through the LTE network but does not receive the
paging message through the PS domain of the 2G/3G
network, and the signal strength of the LTE network
meets the data sending or receiving requirement, the
service request message is sent to the MME in the LTE
network. If the UE receives the Paging message through
the PS domain of the 2G/3G network after receiving the
paging Paging message through the LTE network, the
paging message received through the 2G/3G network is
not responded to, so that the UE executes the data send-
ing or receiving process in the LTE network. Alternatively,
when the UE receives the Paging message through the
PS domain of the 2G/3G network but does not receive

the paging message through the LTE network, and the
signal strength of the LTE network meets the data send-
ing or receiving requirement, skip responding to the pag-
ing message received through the 2G/3G network. If the
UE receives the Paging message through the LTE net-
work within a preset third period of time after receiving
the Paging message through the PS domain of the 2G/3G
network, the service request message is sent to the MME
in the LTE network, so that the UE executes the data
sending or receiving process in the LTE network.
[0058] The following describes in detail another em-
bodiment of a data sending or receiving method in the
case that a camping state of a UE is that a CS domain
camps on a 2G/3G network and a PS domain camps on
both an LTE network and a 2G/3G network. Referring to
FIG. 4, FIG. 4 shows a method for the UE to perform data
sending or receiving when the UE meets a preset third
condition according to the embodiment of the present
invention, which includes:

401. When the CS domain and the PS domain of the
UE camp on the 2G/3G network, turn on an LTE
radio frequency unit if the UE needs to send or re-
ceive data, and a network side supports an ISR
mechanism, so as to make the PS domain of the UE
camp on the LTE network.

[0059] In the embodiment of the present invention,
when the CS domain and the PS domain of the UE camp
on the 2G/3G network, if the UE needs to send or receive
data, and the network side supports the ISR mechanism,
the UE turns on the LTE radio frequency unit to make
the PS domain of the UE camp on the LTE network. At
this time, the CS domain of the UE camps on the 2G/3G
network, and the PS domain camps on both the 2G/3G
network and the LTE network.
[0060] It should be noted that, in the embodiment of
the present invention, description is performed by taking
the network side supporting the ISR mechanism as an
example. That is, in the case that the network side sup-
ports the ISR mechanism, the UE performs step 401,
where the network side supporting the ISR mechanism
refers to both the 2G/3G network and the LTE network
support the ISR mechanism. In the embodiment of the
present invention, if either the 2G/3G network or the LTE
network does not support the ISR mechanism, the net-
work side does not support the ISR mechanism. In the
case that the network side does not support the ISR
mechanism, step 401 is changed to: when the CS domain
and the PS domain of the UE camp on the 2G/3G net-
work, if the UE needs to send or receive data, turn on
the LTE radio frequency unit, and the UE initiates a track-
ing area update request to an MME in the LTE network,
so as to make the PS domain of the UE camp on the LTE
network.
[0061] It should be noted that, in the embodiment of
the present invention, an ISR indicator is saved in the
UE. The ISR indicator is used to indicate whether the
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network side supports the ISR mechanism. Therefore,
the UE may determine whether the current network side
supports the ISR mechanism. A method for obtaining the
ISR indicator is specifically: in step 201 in the embodi-
ment shown in FIG. 2, in the process that the UE executes
a routing area update process of the PS domain of the
2G/3G network, the MME sends a routing area update
feedback message to the UE, where the routing area
update feedback message includes the ISR indicator,
and the ISR indicator is used to indicate whether the net-
work side supports the ISR mechanism, and the UE
saves the ISR indicator.
[0062] It should be noted that, in the embodiment of
the present invention, when the UE needs to send or
receive data, it may further be determined, at least ac-
cording to a service type and/or data traffic size included
in the data to be sent or received, whether the data send-
ing or receiving needs to be completed in the PS domain
of the LTE network. Specifically, the UE determines, ac-
cording to the service type and/or data traffic size includ-
ed in the data, whether the LTE network needs to be
used. If the LTE network needs to be used, the LTE radio
frequency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. If the LTE network
does not need to be used, a data sending or receiving
process is completed in the PS domain of the 2G/3G
network.
[0063] The determining, according to the service type
and/or data traffic size included in the data, whether the
LTE network needs to be used specifically includes:
[0064] During the determination that is performed at
least according to the service type included in the data,
a table of service types needing to use an LTE network
may be preset in the UE, or a mark of needing to use an
LTE network may be configured in the service type of the
data. When the UE needs to send or receive data, the
UE may search the preset table of service types needing
to use an LTE network according to the service type in
the data. If the service type is found, an LTE radio fre-
quency unit is turned on, so as to make the PS domain
of the UE camp on the LTE network. Alternatively, the
UE may determine, according to the mark in the service
type in the data, whether the mark indicates that the LTE
network needs to be used. If the LTE network needs to
be used, the LTE radio frequency unit is turned on, so
as to make the PS domain of the UE camp on the LTE
network.
[0065] During the determination that is performed at
least according to the data traffic size included in the
data, a data value may be preset in the UE. When a
received or sent data traffic size of the UE is larger than
the preset data value, the LTE radio frequency unit is
turned on, so as to make the PS domain of the UE camp
on the LTE network. When the received or sent data traf-
fic size of the UE is smaller than or equal to the preset
data value, the data sending or receiving process is com-
pleted in the PS domain of the 2G/3G network.
[0066] During the determination that is performed at

least according to the service type and the data traffic
size included in the data, the table of service types may
be preset in the UE. The table includes a mapping rela-
tionship between the service type and the data traffic.
When the UE needs to send or receive data, the UE de-
termines whether the service type included in the data
may be found in the table of service types. If the service
type is found in the table of service types, the UE contin-
ues to determine whether the data traffic of the data to
be sent or received is larger than or equal to the data
value corresponding to the service type of the data to be
sent or received in the table of service types. If the data
traffic to be sent or received is larger than or equal to the
data value corresponding to the service type of the data
to be sent or received in the table of service types, the
LTE radio frequency unit is turned on, so as to make the
PS domain of the UE camp on the LTE network.
[0067] It should be noted that, in the embodiment of
the present invention, whether the service type and the
data traffic size included in the data need to be deter-
mined and specific determination manners are deter-
mined according to practical cases, which are not limited
here.
[0068] It should be noted that, in the embodiment of
the present invention, if the UE does not need to send or
receive data, or the data sent or received by the UE does
not meet the preset condition, the UE stays in the state
in which the CS domain and the PS domain both camp
on the 2G/3G network, where that the data sent or re-
ceived by the UE does not meet the preset condition may
be that the data traffic size of the sent or received data
is smaller than the a preset value, or that the service type
of the data is not a service type needing to use an LTE
network.

402. When the UE receives a paging Paging mes-
sage through the LTE network but does not receive
the paging message through the PS domain of the
2G/3G network, and the signal strength of the LTE
network does not meet the data sending or receiving
requirement, do not respond to the paging message
that is received through the LTE network. If the UE
receives the Paging message through the PS do-
main of the 2G/3G network after receiving the paging
Paging message through the LTE network, send a
service request message to an SGSN in the 2G/3G
network.
403. When the UE receives the Paging message
through the PS domain of the 2G/3G network but
does not receive the paging message through the
LTE network, and the signal strength of the LTE net-
work meets the data sending or receiving require-
ment, if the UE does not receive the Paging message
through the LTE network within a preset third period
of time after receiving the Paging message through
the PS domain of the 2G/3G network, send the serv-
ice request message to the SGSN in the 2G/3G net-
work.
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404. When the UE receives the Paging message
through the PS domain of the 2G/3G network but
does not receive the paging message through the
LTE network, and the signal strength of the LTE net-
work does not meet the data sending or receiving
requirement, send the service request message to
the SGSN in the 2G/3G network.
404. Execute the data sending or receiving process
in the PS domain of the 2G/3G network.

[0069] In the embodiment of the present invention,
when the CS domain and the PS domain of the UE camp
on the 2G/3G network, if the UE needs to send or receive
data, and the network side supports the ISR mechanism,
the LTE radio frequency unit is turned on, so as to make
the PS domain camp on the LTE network. At this time, a
network camping state of the UE is that the CS domain
camps on the 2G/3G network and the PS domain camps
on both the 2G/3G network and the LTE network. When
the UE receives the paging Paging message through the
LTE network but does not receive the paging message
through the PS domain of the 2G/3G network, and the
signal strength of the LTE network does not meet the
data sending or receiving requirement, skip responding
to the paging message received through the LTE net-
work. If the UE receives the Paging message through
the PS domain of the 2G/3G network after receiving the
paging Paging message through the LTE network, the
service request message is sent to the SGSN in the
2G/3G network, so that the UE performs the data sending
or receiving process in the PS domain of the 2G/3G net-
work. Alternatively, when the UE receives the Paging
message through the PS domain of the 2G/3G network
but does not receive the paging message through the
LTE network, and the signal strength of the LTE network
does not meet the data sending or receiving requirement,
the service request message is sent to the SGSN in the
2G/3G network. If the Paging message sent through the
LTE network is further received, the paging message
sent through the LTE network is not responded to, so
that the UE performs the data sending or receiving proc-
ess in the PS domain of the 2G/3G network.
[0070] In the embodiment of the present invention,
when the signal strength of the LTE network meets the
data sending or receiving requirement, the LTE network
is preferentially used to perform the data sending or re-
ceiving process.
[0071] In the embodiment of the present invention, if
the UE sends the service request message to the MME
in the LTE network, the UE executes the data sending
or receiving process in the LTE network.
[0072] In the embodiment of the present invention, if
the UE sends the service request message to the SGSN
in the 2G/3G network, the UE executes the data sending
or receiving process in the 2G/3G network.
[0073] In the embodiment of the present invention, the
paging message sent through the LTE network is sent
by the MME in the LTE network, and the paging message

sent through the 2G/3G network is sent by the SGSN in
the 2G/3G network.
[0074] In the embodiment of the present invention, if
the data traffic sent and/or received by the UE within a
preset fourth period of time is smaller than a preset third
value after the UE completes the data sending or receiv-
ing process, the UE turns off the LTE radio frequency
unit to make the camping state of the UE be updated to
that the CS domain and the PS domain camp on the
2G/3G network, thereby reducing power consumption of
the UE and improving user experience.
[0075] It should be noted that, in the embodiment of
the present invention, if the UE performs the data sending
or receiving process in the case that the network camping
state is that the CS domain camps on the 2G/3G network
and the PS domain camps on the LTE network, after the
data sending or receiving process, the UE needs to first
execute the routing area update process of the PS do-
main of the 2G/3G network if the UE meets a preset first
condition, so that the LTE radio frequency unit is turned
off only after the PS domain of the UE camps on the
2G/3G network, and the routing area update process of
the PS domain of the 2G/3G network consumes system
resources of the UE. However, if the UE performs the
data sending or receiving process in the case that the
network camping state is that the CS domain camps on
the 2G/3G network and the PS domain camps on both
the LTE network and the 2G/3G network, after the data
sending or receiving process is completed, when the data
traffic sent and/or received by the UE within a preset
fourth period of time is smaller than the preset third value,
the network camping state of the UE may be updated to
that the CS domain and the PS domain camp on the
2G/3G network through turning off the LTE radio frequen-
cy unit without performing the routing area update proc-
ess of the PS domain of the 2G/3G network, thereby sav-
ing system resources of the UE.
[0076] Referring to FIG. 5, FIG. 5 shows a user equip-
ment according to the embodiment of the present inven-
tion, which includes:
[0077] An update unit 501 is configured to: when a cir-
cuit switched domain CS domain of a UE camps on a
second-generation mobile communications technology
2G/third-generation mobile communications technology
3G network and a packet switched domain PS domain
camps on a long term evolution LTE network, the UE
executes a routing area update process of the PS domain
of the 2G/3G network if the UE meets a preset first con-
dition, so as to make the PS domain of the UE camp on
the 2G/3G network.
[0078] If the first condition is that data traffic sent and/or
received within a preset first period of time is smaller than
or equal to a preset first value, that the UE meets a preset
first condition includes: the data traffic sent and/or re-
ceived by the UE within the preset first period of time is
smaller than or equal to the preset first value; and if the
first condition is that an average data at which data is
sent and/or received within a preset second period of
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time is smaller than or equal to a preset second value,
that the UE meets a preset first condition includes: at
which data is sent and/or received the average data rate
at which the UE sends and/or receives data within the
preset second period of time is smaller than or equal to
the preset second value.
[0079] A radio frequency turn-off unit 502 is configured
to: after the update unit 501 makes the PS domain of the
UE camp on the 2G/3G network, turn off an LTE radio
frequency unit.
[0080] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
if the data traffic sent and/or received by the UE within
the preset first period of time is smaller than or equal to
the preset first value, or at which data is sent and/or re-
ceived the average data rate at which the UE sends
and/or receives data within the preset second period of
time is smaller than or equal to the preset second value,
the update unit 501 executes the routing area update
process of the PS domain of the 2G/3G network, so as
to make the PS domain of the UE camp on the 2G/3G
network, and the radio frequency turn-off unit 502 turns
off the LTE radio frequency unit after the update unit 501
completes the routing area update process, so as to
make the CS domain and the PS domain of the UE camp
on the 2G/3G network, thereby reducing power con-
sumption of the UE and improving user experience.
[0081] To better understand a device in the embodi-
ment of the present invention, referring to FIG. 6, FIG. 6
shows the device for a single card dual standby user
equipment to camp on a network according to an em-
bodiment of the present invention, which includes:

the update unit 501 and the radio frequency turn-off
unit 502 described in the embodiment shown in FIG.
5.

[0082] The update unit 501 is configured to: when a
circuit switched domain CS domain of a UE camps on a
second-generation mobile communications technology
2G/third-generation mobile communications technology
3G network and a packet switched domain PS domain
camps on a long term evolution LTE network, the UE
executes a routing area update process of the PS domain
of the 2G/3G network if the UE meets a preset first con-
dition, so as to make the PS domain of the UE camp on
the 2G/3G network.
[0083] The radio frequency turn-off unit 502 is config-
ured to: after the update unit 501 makes the PS domain
of the UE camp on the 2G/3G network, turn off an LTE
radio frequency unit.
[0084] In the embodiment of the present invention, if
the first condition is that data traffic sent and/or received
within a preset first period of time is smaller than or equal
to a preset first value, that the UE meets a preset first
condition includes: the data traffic sent and/or received
by the UE within the preset first period of time is smaller

than or equal to the preset first value. If the first condition
is that an average data at which data is sent and/or re-
ceived within a preset second period of time is smaller
than or equal to a preset second value, that the UE meets
a preset first condition includes: at which data is sent
and/or received the average data rate at which the UE
sends and/or receives data within the preset second pe-
riod of time is smaller than or equal to the preset second
value.
[0085] In the embodiment of the present invention, the
user equipment further includes:
[0086] A radio frequency turn-on unit 601, configured
to: after the radio frequency turn-off unit 502 turns off the
LTE radio frequency unit, turn on the LTE radio frequency
unit if the UE needs to send or receive data, and a network
side supports an ISR mechanism, so as to make the PS
domain of the UE camp on the LTE network; or if the UE
needs to send or receive data and the network side does
not support the ISR mechanism, turn on the LTE radio
frequency unit.
[0087] A tracking area update request unit 602 is con-
figured to: if the UE needs to send or receive data and
the network side does not support the ISR mechanism,
initiate a tracking area update TAU request to an MME
in the LTE network after the radio frequency turn-on unit
601 turns on radio frequency, so as to make the PS do-
main of the UE camp on the LTE network.
[0088] A first processing unit 603 is configured to: after
the PS domain of the UE camps on the LTE network,
execute a data sending or receiving process in the LTE
network if the UE meets a preset second condition.
[0089] A second processing unit 604 is configured to:
after the PS domain of the UE camps on the LTE network,
execute the data sending or receiving process in the PS
domain of the 2G/3G network if the UE meets a preset
third condition.
[0090] Preferably, if the UE meets the preset second
condition, the user equipment further includes:

a detachment unit 605, and that the UE meets the
preset second condition includes:

the detachment unit 605 sets, before the first
processing unit 603 executes the data sending
or receiving process in the LTE network, a state
of being attached to the PS domain of the 2G/3G
network to be detached.

[0091] Preferably, to make the user equipment meet
the preset second condition, the user equipment further
includes:

a first Paging message processing unit 606, and that
the UE meets the preset second condition includes:

before the first processing unit 603 executes the
data sending or receiving process in the LTE
network, when the UE receives a paging Paging
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message through the LTE network but does not
receive the paging message through the PS do-
main of the 2G/3G network, and the signal
strength of the LTE network meets the data
sending or receiving requirement, the first Pag-
ing message processing unit sends a service
request message to the mobility management
entity MME in the LTE network; if the UE re-
ceives the Paging message through the PS do-
main of the 2G/3G network after receiving the
paging Paging message through the LTE net-
work, the first Paging message processing unit
does not respond to the paging message that is
received through the 2G/3G network; or, when
the UE receives the Paging message through
the PS domain of the 2G/3G network but does
not receive the paging message through the LTE
network, and the signal strength of the LTE net-
work meets the data sending or receiving re-
quirement, the first Paging message processing
unit sends the service request message to the
MME in the LTE network if the UE receives the
Paging message through the LTE network with-
in a preset third period of time after receiving the
Paging message through the PS domain of the
2G/3G network.

[0092] Preferably, the user equipment in the embodi-
ment of the present invention further includes:

a second Paging message processing unit 607, and
that the UE meets the preset third condition includes:

before the second processing unit 604 executes
the data sending or receiving process in the PS
domain of the 2G/3G network when the UE re-
ceives the paging Paging message through the
LTE network but does not receive the paging
message through the PS domain of the 2G/3G
network, and the signal strength of the LTE net-
work does not meet the data sending or receiv-
ing requirement, the second Paging message
processing unit does not respond to the paging
message that is received through the LTE net-
work; if the UE receives the Paging message
through the PS domain of the 2G/3G network
after receiving the paging Paging message
through the LTE network, the second Paging
message processing unit sends the service re-
quest message to the SGSN in the 2G/3G net-
work; or, when the UE receives the Paging mes-
sage through the PS domain of the 2G/3G net-
work but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network meets the data sending or
receiving requirement, the service request mes-
sage is sent to the SGSN in the 2G/3G network
if the UE does not receive the Paging message

through the LTE network within the preset third
period of time after receiving the Paging mes-
sage through the PS domain of the 2G/3G net-
work; or, when the UE receives the Paging mes-
sage through the PS domain of the 2G/3G net-
work but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network does not meet the data send-
ing or receiving requirement, the second Paging
message processing unit sends the service re-
quest message to the SGSN in the 2G/3G net-
work.

[0093] Preferably, the device in the embodiment of the
present invention further includes:

a turn-off unit 608, configured to: after the first
processing unit 603 or the second processing unit
604 completes the data sending or receiving proc-
ess, if the data traffic sent and/or received by the UE
within a preset fourth period of time is smaller than
a preset third value, turn off the LTE radio frequency
unit.

[0094] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
the update unit 501 executes the routing area update
process of the PS domain of the 2G/3G network if the
data traffic sent and/or received by the UE within the pre-
set first period of time is smaller than or equal to the
preset first value, or at which data is sent and/or received
the average data rate at which the UE sends and/or re-
ceives data within the preset second period of time is
smaller than or equal to the preset second value, so as
to make the PS domain of the UE camp on the 2G/3G
network, and the radio frequency turn-off unit 502 turns
off the LTE radio frequency unit after the update unit 501
completes the routing area update process, so as to
make the CS domain and the PS domain of the UE camp
on the 2G/3G network, thereby reducing power con-
sumption of the UE and improving user experience.
[0095] After the radio frequency turn-off unit 502 turns
off the LTE radio frequency unit, if the UE needs to send
or receive data, and the network side supports the ISR
mechanism, the radio frequency turn-on unit 601 turns
on the LTE radio frequency unit to make the PS domain
of the UE camp on the LTE network; at this time, a net-
work camping state of the UE is that the CS domain
camps on the 2G/3G network and the PS domain camps
on both the 2G/3G network and the LTE network; after
the radio frequency turn-on unit 601 turns on the LTE
radio frequency, the first processing unit 603 executes
the data sending or receiving process in the LTE network;
or,
after the radio frequency turn-off unit 502 turns off the
LTE radio frequency unit, the radio frequency turn-on unit
601 turns on the LTE radio frequency unit, and the track-
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ing area update request unit 602 initiates the tracking
area update TAU request to the MME in the LTE network
if the UE needs to send or receive data and the network
side does not support the ISR mechanism, so as to make
the PS domain of the UE camp on the LTE network; at
this time, the network camping state of the UE is that the
CS domain camps on the 2G/3G network and the PS
domain camps on both the 2G/3G network and the LTE
network; after the tracking area update request unit 602
completes the routing area update, if the UE meets the
preset second condition, the first processing unit 603 ex-
ecutes the data sending or receiving process in the LTE
network; if the UE meets the preset third condition, the
second processing unit 604 executes the data sending
or receiving process in the 2G/3G network; and after the
first processing unit 603 or the second processing unit
604 completes the data sending or receiving process,
the turn-off unit 608 turns off the LTE radio frequency
unit if the data traffic sent and/or received by the UE within
a preset fourth period of time is smaller than the preset
third value.
[0096] That the UE meets the preset second condition
includes: before the first processing unit 603 executes
the data sending or receiving process in the LTE network,
when the UE receives a paging Paging message through
the LTE network but does not receive the paging mes-
sage through the PS domain of the 2G/3G network, and
the signal strength of the LTE network meets the data
sending or receiving requirement, the first Paging mes-
sage processing unit 606 sends a service request mes-
sage to the mobility management entity MME in the LTE
network; if the UE receives the Paging message through
the PS domain of the 2G/3G network after receiving the
paging Paging message through the LTE network, the
first Paging message processing unit 606 does not re-
spond to the paging message that is received through
the 2G/3G network; or, when the UE receives the Paging
message through the PS domain of the 2G/3G network
but does not receive the paging message through the
LTE network, and the signal strength of the LTE network
meets the data sending or receiving requirement, if the
UE receives the Paging message through the LTE net-
work within a preset third period of time after receiving
the Paging message through the PS domain of the 2G/3G
network, the first Paging message processing unit 606
sends the service request message to the MME in the
LTE network.
[0097] That the UE meets the preset third condition
includes: before the second processing unit 604 exe-
cutes the data sending or receiving process in the PS
domain of the 2G/3G network, when the UE receives the
paging Paging message through the LTE network but
does not receive the paging message through the PS
domain of the 2G/3G network, and the signal strength of
the LTE network does not meet the data sending or re-
ceiving requirement, the second Paging message
processing unit 607 does not respond to the paging mes-
sage that is received through the LTE network; if the UE

receives the Paging message through the PS domain of
the 2G/3G network after receiving the paging Paging
message through the LTE network, the second Paging
message processing unit 607 sends the service request
message to the SGSN in the 2G/3G network; or, when
the UE receives the Paging message through the PS
domain of the 2G/3G network but does not receive the
paging message through the LTE network, and the signal
strength of the LTE network meets the data sending or
receiving requirement, if the UE does not receive the Pag-
ing message through the LTE network within the preset
third period of time after receiving the Paging message
through the PS domain of the 2G/3G network, the second
Paging message processing unit 607 sends the service
request message to the SGSN in the 2G/3G network; or,
when the UE receives the Paging message through the
PS domain of the 2G/3G network but does not receive
the paging message through the LTE network, and the
signal strength of the LTE network does not meet the
data sending or receiving requirement, the second Pag-
ing message processing unit 607 sends the service re-
quest message to the SGSN in the 2G/3G network.
[0098] It should be noted that, in the embodiment of
the present invention, the user equipment further in-
cludes the LTE radio frequency unit and a 2G/3G radio
frequency unit, where the LTE radio frequency unit and
the 2G/3G radio frequency unit are both used for data
sending or receiving. The LTE radio frequency unit turns
off the power and stays turned off when being triggered
by the radio frequency turn-off unit 502 or the turn-off unit
608, and turns on the power and stays turned on when
being triggered by the radio frequency turn-on unit 601.
[0099] In the embodiment of the present invention,
when the CS domain of the UE camps on the 2G/3G
network and the PS domain camps on the LTE network,
and the data traffic sent and/or received by the UE within
the preset first period of time is smaller than or equal to
the preset first value or the average data at which data
is sent and/or received within the preset second period
of time is smaller than or equal to the preset second value,
the UE executes the routing area update process of the
PS domain of the 2G/3G network, and turns off the LTE
radio frequency unit to make the CS domain and the PS
domain of the UE camp on the 2G/3G network. Only a
2G/3G radio frequency needs to be turned on, thereby
effectively reducing power consumption of the UE and
improving user experience.
[0100] A person of ordinary skill in the art may under-
stand that all or a part of the steps of the methods in the
foregoing embodiments may be implemented by a pro-
gram instructing relevant hardware. The program may
be stored in a computer readable storage medium. The
storage medium may be a read-only memory, a magnetic
disk, or an optical disc.
[0101] The foregoing describes in detail a method for
a single card dual standby user equipment to camp on a
network and a user equipment provided by the present
invention. A person of ordinary skill in the art can make
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variations and modifications to the present invention in
terms of the specific implementations and application
scopes according to the ideas of the present invention.
Therefore, the specification shall not be construed as a
limit to the present invention.

Claims

1. A method for a single card dual standby user equip-
ment UE to camp on a network, comprising:

when a circuit switched domain CS domain of a
UE camps on a second-generation mobile com-
munications technology 2G/third-generation
mobile communications technology 3G network
and a packet switched domain PS domain
camps on a long term evolution LTE network,
executing, by the UE, a routing area update
process of the PS domain of the 2G/3G network
if the UE meets a preset first condition, so as to
make the PS domain of the UE camp on the
2G/3G network; and
after the PS domain of the UE camps on the
2G/3G network, turning off an LTE radio fre-
quency unit.

2. The method according to claim 1, wherein,
the preset first condition is that data traffic sent and/or
received within a preset first period of time is smaller
than or equal to a preset first value, or the preset first
condition is that an average data at which data is
sent and/or received within a preset second period
of time is smaller than or equal to a preset second
value; and
that the UE meets a preset first condition comprises:

the data traffic sent and/or received by the UE
within the preset first period of time is smaller
than or equal to the preset first value, or at which
data is sent and/or received the average data
rate at which the UE sends and/or receives data
within the preset second period of time is smaller
than or equal to the preset second value.

3. The method according to claim 1 or 2, after the turn-
ing off an LTE radio frequency unit, further compris-
ing:

if the UE needs to send or receive data, and a
network side supports an idle mode signaling
reduction ISR mechanism, turning on the LTE
radio frequency unit to make the PS domain of
the UE camp on the LTE network;
if the UE meets a preset second condition, ex-
ecuting a data sending or receiving process in
the LTE network; and
if the UE meets a preset third condition, execut-

ing a data sending or receiving process in the
PS domain of the 2G/3G network.

4. The method according to claim 1 or 2, after the turn-
ing off an LTE radio frequency unit, further compris-
ing:

if the UE needs to send or receive data, and a
network side does not support an ISR mecha-
nism, turning on the LTE radio frequency unit;
initiating, by the UE, a tracking area update TAU
request to a mobility management entity MME
in the LTE network, so as to make the PS domain
of the UE camp on the LTE network;
if the UE meets a preset second condition, ex-
ecuting a data sending or receiving process in
the LTE network; and
if the UE meets a preset third condition, execut-
ing a data sending or receiving process in the
PS domain of the 2G/3G network.

5. The method according to claim 3 or 4, wherein, the
turning on the LTE radio frequency unit comprises:

when it is determined, according to a service
type and/or data traffic size comprised in the da-
ta, that the LTE network needs to be used, turn-
ing on the LTE radio frequency unit.

6. The method according to claim 3 or 4, wherein, that
the UE meets a preset second condition comprises:

setting, by the UE, a state of being attached to
the PS domain of the 2G/3G network to be de-
tached.

7. The method according to claim 3 or 4, wherein, that
the UE meets a preset second condition further com-
prises:

when the UE receives a paging Paging message
through the LTE network but does not receive
the paging message through the PS domain of
the 2G/3G network, and signal strength of the
LTE network meets the data sending or receiv-
ing requirement, sending a service request mes-
sage to the MME in the LTE network; and if the
UE receives the Paging message through the
PS domain of the 2G/3G network after receiving
the paging Paging message through the LTE
network, skipping responding to the paging
message that is received through the 2G/3G net-
work; and
when the UE receives the Paging message
through the PS domain of the 2G/3G network
but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network meets the data sending or
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receiving requirement, skipping responding to
the paging message that is received through the
2G/3G network; and if the UE receives the Pag-
ing message through the LTE network within a
preset third period of time after receiving the
Paging message through the PS domain of the
2G/3G network, sending a service request mes-
sage to the MME in the LTE network.

8. The method according to any one of claims 3 to 7,
wherein, that the UE meets a preset third condition
comprises:

when the UE receives a paging Paging message
through the LTE network but does not receive
the paging message through the PS domain of
the 2G/3G network, and the signal strength of
the LTE network does not meet the data sending
or receiving requirement, skipping responding
to the paging message that is received through
the LTE network; and if the UE receives the Pag-
ing message through the PS domain of the
2G/3G network after receiving the paging Pag-
ing message through the LTE network, sending
a service request message to a serving general
packet radio service support node SGSN in the
2G/3G network;
when the UE receives the Paging message
through the PS domain of the 2G/3G network
but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network meets the data sending or
receiving requirement, if the UE does not receive
the Paging message through the LTE network
within a preset third period of time after receiving
the Paging message through the PS domain of
the 2G/3G network, sending a service request
message to the SGSN in the 2G/3G network;
and
when the UE receives the Paging message
through the PS domain of the 2G/3G network
but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network does not meet the data send-
ing or receiving requirement, sending a service
request message to the SGSN in the 2G/3G net-
work.

9. The method according to any one of claims 3 to 8,
further comprising:

after the UE completes the data sending or re-
ceiving process, if the data traffic sent and/or
received by the UE within a preset fourth period
of time is smaller than a preset third value, turn-
ing off the LTE radio frequency unit.

10. A user equipment, comprising:

an update unit, configured to: when a circuit
switched domain CS domain of a UE camps on
a second-generation mobile communications
technology 2G/third-generation mobile commu-
nications technology 3G network and a packet
switched domain PS domain camps on a long
term evolution LTE network, execute a routing
area update process of the PS domain of the
2G/3G network if the UE meets a preset first
condition, so as to make the PS domain of the
UE camp on the 2G/3G network; and
a radio frequency turn-off unit, configured to: af-
ter the update unit makes the PS domain of the
UE camp on the 2G/3G network, turn off an LTE
radio frequency unit.

11. The user equipment according to claim 10, wherein,
the preset first condition is that data traffic sent and/or
received within a preset first period of time is smaller
than or equal to a preset first value, or the preset first
condition is that an average data at which data is
sent and/or received within a preset second period
of time is smaller than or equal to a preset second
value; and
that the UE meets a preset first condition comprises:

the data traffic sent and/or received by the UE
within the preset first period of time is smaller
than or equal to the preset first value, or at which
data is sent and/or received the average data
rate at which the UE sends and/or receives data
within the preset second period of time is smaller
than or equal to the preset second value.

12. The user equipment according to claim 10 or 11,
further comprising:

a radio frequency turn-on unit, configured to: af-
ter the radio frequency turn-off unit turns off the
LTE radio frequency unit, turn on the LTE radio
frequency unit if the UE needs to send or receive
data and a network side supports an ISR mech-
anism, so as to make the PS domain of the UE
camp on the LTE network; or if the UE needs to
send or receive data and the network side does
not support the ISR mechanism, turn on the LTE
radio frequency unit;
a tracking area update request unit, configured
to: if the UE needs to send or receive data and
the network side does not support the ISR mech-
anism, initiate a tracking area update TAU re-
quest to a mobility management entity MME in
the LTE network after the radio frequency turn-
on unit turns on a radio frequency unit, so as to
make the PS domain of the UE camp on the LTE
network;
a first processing unit, configured to: after the
PS domain of the UE camps on the LTE network,
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execute a data sending or receiving process in
the LTE network if the UE meets a preset second
condition; and
a second processing unit, configured to: after
the PS domain of the UE camps on the LTE net-
work, execute a data sending or receiving proc-
ess in the PS domain of the 2G/3G network if
the UE meets a preset third condition.

13. The user equipment according to any one of claims
10 to 12, further comprising: a detachment unit;
wherein, that the UE meets a preset second condi-
tion comprises:

setting, by the detachment unit, a state of being
attached to the PS domain of the 2G/3G network
to be detached.

14. The user equipment according to any one of claims
10 to 13, further comprising: a first Paging message
processing unit;
wherein, that the UE meets the preset second con-
dition comprises:

before the first processing unit executes the data
sending or receiving process in the LTE network,
when the UE receives a paging Paging message
through the LTE network but does not receive
the paging message through the PS domain of
the 2G/3G network, and signal strength of the
LTE network meets the data sending or receiv-
ing requirement, the first Paging message
processing unit sends a service request mes-
sage to the MME in the LTE network; if the UE
receives the Paging message through the PS
domain of the 2G/3G network after receiving the
paging Paging message through the LTE net-
work, the first Paging message processing unit
skips responding to the paging message that is
received through the 2G/3G network; or, when
the UE receives the Paging message through
the PS domain of the 2G/3G network but does
not receive the paging message through the LTE
network, and the signal strength of the LTE net-
work meets the data sending or receiving re-
quirement, the first Paging message processing
unit sends a service request message to the
MME in the LTE network if the UE receives the
Paging message through the LTE network with-
in a preset third period of time after receiving the
Paging message through the PS domain of the
2G/3G network, so as to make the first process-
ing unit execute the data sending or receiving
process in the LTE network.

15. The user equipment according to any one of claims
10 to 14, further comprising: a second Paging mes-
sage processing unit;

wherein, that the UE meets the preset third condition
comprises:

before the second processing unit executes the
data sending or receiving process in the PS do-
main of the 2G/3G network, when the UE re-
ceives the paging Paging message through the
LTE network but does not receive the paging
message through the PS domain of the 2G/3G
network, and the signal strength of the LTE net-
work does not meet the data sending or receiv-
ing requirement, the second Paging message
processing unit skips responding to the paging
message that is received through the LTE net-
work; if the UE receives the Paging message
through the PS domain of the 2G/3G network
after receiving the paging Paging message
through the LTE network, the second Paging
message processing unit sends the service re-
quest message to a serving general packet radio
service support node SGSN in the 2G/3G net-
work; or, when the UE receives the Paging mes-
sage through the PS domain of the 2G/3G net-
work but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network meets the data sending or
receiving requirement, the second Paging mes-
sage processing unit sends the service request
message to the SGSN in the 2G/3G network if
the UE does not receive the Paging message
through the LTE network within the preset third
period of time after receiving the Paging mes-
sage through the PS domain of the 2G/3G net-
work; or, when the UE receives the Paging mes-
sage through the PS domain of the 2G/3G net-
work but does not receive the paging message
through the LTE network, and the signal strength
of the LTE network does not meet the data send-
ing or receiving requirement, the second Paging
message processing unit sends the service re-
quest message to the SGSN in the 2G/3G net-
work, so as to make the second processing unit
execute the data sending or receiving process
in the 2G/3G network.

16. The user equipment according to any one of claims
10 to 15, further comprising:

a turn-off unit, configured to: after the first
processing unit or the second processing unit
completes the data sending or receiving proc-
ess, if the data traffic sent and/or received by
the UE within a preset fourth period of time is
smaller than a preset third value, turn off the LTE
radio frequency unit.
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